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PREFACE  TO  THE  FIRST  EDITION. 


1st  preparing  this  manual,  it  has  been  the  authors'  object  to 
facilitate  the  teaching  of  chemistry  by  the  experimental  and 
inductive  method.  The  book  will  enable  the  careful  student  to 
acquaint  himself  with  the  main  facts  and  principles  of  chemistry, 
through  the  attentive  use  of  his  own  perceptive  faculties,  by  a 
process  not  unlike  that  by  which  these  facts  and  principles  were 
first  established.  The  authors  believe  that  the  study  of  a  science 
of  observation  ought  to  develop  and  discipline  the  observing 
faculties,  and  that  such  a  study  fails  of  its  true  end  if  it  become 
a  mere  exercise  of  the  memory. 

The  minute  instructions,  given  in  the  descriptions  of  experi- 
ments and  printed  in  the  smaller  type,  are  intended  to  enable  the 
student  to  see,  smell,  and  touch  for  himself;  these  detailed 
descriptions  are  meant  for  laboratory  use.  In  order  to  mark  as 
clearly  as  possible  the  distinction  between  chemistry  and  chemical 
manipulation,  the  necessary  instructions  on  the  latter  subject 
have  been  put  in  an  Appendix.  In  cases  in  which  it  is  impossible 
for  every  student  to  experiment  for  himself,  the  authors  hope  that 
this  manual  will  make  it  easy  for  the  teacher,  even  if  he  be  not  a 
professional  chemist,  to  exhibit  to  his  class,  in  a  familiar  and 
inexpensive  manner,  experiments  enough  to  supply  ocular  demon- 
stration of  the  leading  facts  and  generalizations  of  the  science. 
Judging  from  their  own  experience,  the  authors  venture  to  hope 
that  even  professional  chemists  may  find  it  convenient  to  have 
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always  at  hand   the  details  of  several  hundred  experiments, 
covering  the  ground  of  an  extensive  course  of  chemical  lectures. 

The  student  of  this  manual  is  supposed  to  be  already  acquainted 
with  the  rudiments  of  physics.  The  chemist  must  often  depend 
upon  physical  properties  for  his  means  of  characterizing  the 
numerous  substances  with  which  he  deals,  and  he  is  nearly  con- 
cerned with  the  physical  properties  of  gases  and  vapors;  but 
chemistry  has  now  so  wide  a  scope  and  so  great  an  importance  as 
to  deserve  to  be  studied  by  itself,  and  not  merely  as  an  appendix 
to  the  subject  of  molecular  physics. 

like  all  elementary  text-books,  this  manual  is  a  mere  compila- 
tion; it  embodies  in  a  somewhat  new  form  previously  existing 
statements  of  well-recognized  facts  and  principles  which  have 
become  the  common  stock  of  the  science.  There  is  little  original 
in  the  book,  except  its  arrangement  and  method,  in  part,  and  its 
general  tone.  The  authors  have,  of  course,  drawn  largely  from 
the  invaluable  compilations  made  by  Gmelin,  Otto,  and  Watts, 
and  they  have  also  availed  themselves  freely  of  the  text-books  of 
Stoeckhardt  and  Miller  and  the  writings  of  Hofmann. 

The  book  is  not  written  in  the  interest  of  any  particular  theory 
or  system  of  notation,  but  is  intended  to  exhibit,  so  far  as  is  pos- 
sible within  the  limits  proper  to  an  elementary  manual,  the  present 
state  of  the  science. 

The  authors  will  feel  very  grateful  to  any  one  who  will  com- 
municate to  them  errors,  detected  in  using  the  book,  or  suggestions 
Car  its  improvement. 

TOH,  Jt^Tie  U67. 


PREFACE  TO  THE  SECOND  EDITION. 


TsK  authors  have  thoroughly  revised  this  second  edition  of 
their  manual.  Practical  experience  in  using  the  hook  with  two 
classes  in  the  lahoratory,  the  questions  of  students,  and  the 
suggestions  of  friends  have  enahled  them  to  improve  some  of  the 
detailed  directions  for  experiments,  and  to  make  a  few  other 
changes  and  additions  calculated  to  smooth  difficulties  or  supply 
defects.  Special  pains  have  heen  taken  to  make  the  printing  of 
this  edition  as  accurate  as  possible. 

BosTOX,  December  1867. 
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EMENDATIONS  TO  BE  MADE  IN  THE  TEXT. 

Page  2,  line  25.  Shrike  out  the  words  **  both  copper  and  ralphnr 
have  disappeared,"  and  insert  the  words,  **  it  suddenly  glows  yividlj, 
at  the  instant  when  the  copper  and  sulphur  combine." 

Page  16,  line  11 .  Insert  after  the  word  '*  air,"  the  words  "  See  Ap- 
pendix, Fig.  XVII." 

Page  61,  line  3  from  foot    Add  the  words  "  See  Appendix,  §  17." 

£^e  1 73,  Exp.  94.  Instead  of  the  first  sentence  (three  and  a  half 
lines)  substitute  the  following :  "  Mix  75  or  100  grms.  of  flowers  of 
sulphur  and  an  equal  weight  of  slaked  lime.  Heat  half  a  litre  of 
water  in  a  capacious  flask  until  it  boils  yigorously.  Pour  the  mixture 
of  lime  and  sulphur  into  the  water,  little  by  little,  slowly  enough  not 
check  the  boiling.  The  movement  of  ebullition  prevents  the  solid 
matter  from  becoming  impacted  upon  the  flask." 

Page  255,  line  23.  Strike  out  the  words  "  consists  of"  and  insert 
^  may  be  made  by  folding  a  circular  piece  of  parchment  paper  into  the 
form  of  a  cone,  like  the  filter  represented  in  Fig.  XX.  of  the  Appendix, 
and  cementing  the  upper  edges  of  the  paper  with  a  drop  of  a  thick 
solution  of  shellac  in  alcohol.  When  nearly  filled  with  the  liquid  to  be 
dialyzed  and  placed  in  a  tumbler  of  water,  the  cone  floats  upright 
and  presents  a  large  surfiice  for  the  difiusion  of  the  liquids.  A  more 
elaborate  form  of  dialyzer  may  be  made  with  " 

Page  267,  line  6  from  foot.  Between  the  words  **  the  "  and  "  glob- 
ule," insert  the  words  "  space  about." 

Page  267,  line  12  from  foot  Strike  out  the  words  <*  Chapter  XX," 
and  insert ''  §  431  and  Exp.  220." 

Page  299,  line  1.    After  the  word  **  lamp,"  insert  <*  see  Exp.  193." 

Page  315,  line  17.    For  **  potassium,"  read  "  sodium." 

Page  897,  line  4.    Insert  after  **  sodium,"  the  words  *<  in  bleaching." 

Page  498,  lines  12  and  13  from  foot  Instead  of  "« SbO^  "  and 
SbSg  "  read  "  Sb,0,  "  and  "  Sb,S,." 

Page  518,  line  20.  Strike  out  the  words  "  is  still,"  and  insert  "  was 
nndl  lately." 

Page  518,  line  21.     Strike  out  the  words  "  in  Europe." 

Page  518,  line  22.     Strike  out  the  word  "  there." 


XVI  EMENDATIONS. 

Page  518,  line  25.  Insert  after  "  clay,**  the  words  "  or  by  passing 
ammonia  gas  into  a  mixture  of  dilute  sulphuric  acid  and  roasted 
ehale." 

Page  554,  line  17  from  foot  After  "  iron,"  insert  the  words  "  con- 
taining a  small  percentage  of  sulphur." 

Page  554,  line  16  from  foot.  Insert  after  "formulated,"  the  word 
"  approximately." 

Page  590,  line  16.      Instead    of  "AuO"  and    "AuOj,"    read 

"AujCand^AuaOj." 

Appendix,  page  xiii.,  line  10.  After  the  word  "motion,"  insert 
**  (6)  The  tube  should  always  be  thrust  completely  throu;;h  the  cork, 
80  that  it  may  project  a  centimetre  beyond  the  lower  end  of  the  cork." 
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INOEGINIC   CHEMISTRY. 


INTRODUCTION. 


1.  The  various  objects  which  oonstitate  external  Nature  pre- 
sent to  the  observing  eye  an  infinite  variety  of  quality  and  cir- 
cumstance. Some  bodies  are  hard,  others  soft ;  some  are  brittle, 
others  tough  or  elastic ;  some  natural  objects  are  endowed  with 
life, — ^they  grow ;  others  are  lifeless, — ^they  may  be  moved,  but 
never  move  themselves ;  some  bodies  are  in  a  state  of  incessant 
change,  while  others  are  so  immovable  and  unchangeable  that 
they  seem  everlasting.  In  the  midst  of  this  infinite  diversity  of 
external  objects,  where  lies  the  domain  of  Chemistry?  What  is 
the  subject-matter  of  this  science  ? 

When  air  moves  in  wind,  when  water  moves  in  tides,  or  in  the 
fall  of  rain  or  snow,  the  air  and  water  remain  air  and  water  still ; 
their  constitution  is  not  changed  by  the  motion,  however  frequent 
or  however  great.  A  bit  of  granite,  thrown  off  from  the  ledge 
by  frost,  is  still  a  bit  of  granite,  and  no  new  or  altered  thing.  If 
a  solid  piece  of  iron  be  reduced  to  filings,  each  finest  morsel  is 
metallic  iron  still,  of  the  same  substance  as  the  original  piece,  as 
will  appear  to  the  eye  if  a  morsel  be  sufilciently  magnified  under 
the  microscope.  The  melted,  fluid  lead  in  the  hot  crucible,  and 
the  solid  lead  of  the  cold  bullet  cast  from  it,  are  the  same  in 
ffubetance,  only  differing  in  resfftct  to  temperature.    In  all  these 
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cases  the  changes  are  external  and  non-essential,  not  intimate 
and  constitutional ;  they  are  celled  physical  changes. 

2.  When  iron  is  exposed  to  the  weatlier,  it  hecomes  covered 
with  a  brownish,  earthy  coating  which  bears  no  outward  resem- 
blance to  the  original  iron ;  and,  if  exposed  long  enough,  the 
metal  completely  disappears,  being  wholly  changed  into  this  very 
different  substance,  rtust.  A  piece  of  coal  bums  in  the  grate, 
and  soon  it  vanishes,  leaving  nothing  behind  but  a  little  ashes. 
Bead  vegetable  or  animal  matters,  buried  in  the  ground,  soon 
putrefy,  decay,  and  disappear.  So,  too,  the  fragment  of  granite 
which  frost  has  broken  from  the  ledge,  exposed  for  centuries  to 
the  action  of  air  and  rain,  becomes  changed ;  it  "  weathers,"  and 
after  a  time  could  no  longer  be  recognized  as  granite.  All  these 
changes  involve  alterations  in  the  intimate  constitution  of  the 
bodied  which  undergo  them ;  they  are  called  chemical  changes. 

JExperimefd  1. — Mix  thoroughly  3  grammes  (for  Tables  of  the 
Metrical  System  of  Weights  and  Measures,  see  Appendix)  of  coarsely 
powdered  sulphur  with  8  grammes  of  copper  filings,  or  fine  turnings. 
Put  the  mixture  into  a  tube  of  hard  glass,  No.  3,  Yig,  L 

about  12  centimetres  long,  and  closed  at  one 
end.  (For  the  manipulation  of  tubing,  see 
Appendix,  $$  1-4.)  Hold  the  tube  by  the 
open  end,  with  the  wooden  nippers,  as  in 
Fig.  1,  and  heat  the  mixture  over  the  gas-lamp 
(Appendix,  §  5),  until  both  copper  and  sulphur 
have  disappeared* 

Before  heat  was  applied,  the  mixture  of  the 
two  substances  was  simply  mechanical,  and  the 
copper  might  have  been  completely  separated 
from  the  sulphur,  by  due  care  and  patience; 
but  during  the  ignition  the  copper  and  sulphur 
have  united  chemicallv*  and  there  has  been 
formed  a  substance  which,  while  containing  both,  has  no  external 
resemblance  to  either.  In  the  new  body,  the  eye  can  detect  neither 
copper  nor  sulphur. 

If  10  grammes  of  metallic  iron  be  allowed  to  rust  away  completely 
in  moist  air,  the  pile  of  rust  which  remains  when  the  metal  has  disap- 
peared, will  weigh  much  more  than  10  grammes.  The  iron  has  com- 
bined with  two  of  the  constituents  of  the  atmosphere,  the  gas  called 
vOxygen  and  the  vapor  of  water.    Tiie  weight  of  the  rust  is  the  sum 
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of  th«  weights  of  the  metallic  iron,  and  of  the  water  and  oxygen  with 
wliich  the  iran  has  combined. 

Processes  by  which  the  whole  character  and  appearance  of  the 
bodies  concerned  are  changed,  as  in  these  experiments,  so  that 
essentially  new  bodies  are  formed  from  the  old,  are  chemical 
processes.  It  is  the  function  of  the  chemist,  on  the  one  hand,  to 
investigate  the  action  of  each  substance  upon  every  other,  to  take 
note  of  the  phenomena  which  attend  this  action,  and  to  study  the 
properties  of  the  combinations  which  result  from  it ;  and  on  the 
other,  to  contrive  the  resolution  of  compound  bodies  into  their 
simpler  constituents.  He  further  seeks  the  general  laws  by 
which  the  intimate  combinations  of  matter  are  controlled.  With 
these  ends  in  view,  the  chemist  endeavors  to  pull  to  pieces,  or  in 
technical  language,  to  analyze,  every  natural  substance  on  which 
he  lays  hands.  Having  thus  found  out  the  composition  of  the 
substance,  he  seeks  to  put  it  together  again,  or  to  recompose  it 
out  of  its  constituent  parts.  By  one  or  both  of  these  two  pro- 
cesses, analysis  (unloosing)  and  synthesis  (putting  together),  the 
chemist  studies  all  substances. 

3.  Tbere  are  two  questions  which  the  chemist  asks  himself 
concerning  every  natural  substance.  First,  Of  what  is  it  com" 
posed?  With  the  means  at  his  disposal  the  chemist  may,  or  may 
not,  be  able  to  resolve  the  substance  into  simpler  constituents. 
If  he  succeeds  in  decomposing  it,  he  obtains  the  answer  to  this 
first  question ;  if  the  body  cannot  be  decomposed  by  any  known 
method  of  analysis,  the  substance  must  be  regarded  as  being 
already  at  its  simplest.  Such  simple  bodies  are  called  elements. 
Secondly,  the  chemist  asks.  How  does  this  new  substance  com" 
port  itself  w?ien  brought  into  contact  with  other  substances  already 
familiar  7  There  are  sixty-five  substances  which  are,  at  present 
admitted  to  be  simple,  primary  substances,  or  elements.  Of  com- 
pound bodies,  formed  by  the  union  of  these  elements  with  each 
other,  we  find  a  series,  numbering  many  thousands,  in  the  inor- 
ganic kingdom  of  Nature,  comprising  all  the  diversified  mineral 
constituents  of  the  earth's  crust ;  while  another  series,  far  more 
complex  in  composition,  and  almost  innumerable  in  multitude, 
exists  in  the  vegetable  and  animal  world.  The  task  of  the 
chemist  in  thoroughly  answering  his  second  question  would 
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dearlj  be  endless,  were  it  not  for  the  existence  of  general  pro- 
perties common  to  extensive  groups  of  both  elementary  and 
compound  bodies,  and  of  general  laws  which  chemical  processes 
invariably  obey. 

While,  therefore,  the  chemist  seeks  the  answers  to  the  two 
fundamental  questions  above  stated,  he  is  at  the  same  time 
inquiring  what  relations  exist  between  the  properties  of  a  body 
and  its  composition,  and  he  is  also  studying  that  natural  and 
invariable  sequence  of  chemical  phenomena,  which,  when  fully 
known,  will  constitute  the  perfect  science  of  chemistry. 

4.  Generalizations  from  observed  facts,  so  long  as  they  are 
uncertain  and  incomplete,  are  called  hypotheses  and  theories ; 
when  tolerably  complete  and  reasonably  certain,  they  are  called 
laws.  The  attention  of  the  student  should  be  constantly  directed 
to  the  keen  discrimination  between  /ocfo  and  the  speculations 
founded  upon  those  facts — between  the  actual  evidence  of  our 
trained  senses,  brought  intelligently  to  bear  upon  chemical  phe- 
nomena, and  the  reasonings  and  abstract  conclusions  based  upon 
this  evidence — ^between,  in  short,  that  which  we  may  know,  and 
that  which  we  may  believe. 


CHAPTER  L 

AIB. 

5.  We  are  everywhere  surrounded  by  an  atmosphere  of  invisible 
gas,  called  air.  All  objects  upon  the  earth's  surface  are  bathed 
with  it.  In  motion,  it  is  wind,  and  we  recognise  its  existence 
by  its  powerful  effects;  but  in  the  stillest  places  it  exists  as 
well. 

The, presence  of  air  in  any  ordinary  bottle,  flask,  or  othei 
hollow  vessel  which  is  empty,  in  the  sense  in  which  this  word  is 
ordinarily  applied,  can  be  idlown  very  simply  by  attempting  to 
put  some  other  substance  into  the  vessel,  under  such  conditions 
that  the  air  cannot  pass  out  from  it.     Or  the  air  can  actually  be 
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pumped  oat  of  the  bottle ;  and  it  can  be  i^emoved  by  other  means, 

both  mechanical  and  chemical. 

Exp.  2. — Wrap  around  the  throat  of  a  funnel,  with  narrow  outlet, 
a  Btrip  of  moistened  cloth  or  paper,  so  that  the  funnel  shall 
fit  tightly  into  the  neck  of  a  bottle.  After  the  funnel  has  Ilg.  2. 
been  fitted  to  the  bottle,  as  is  shown  in  Fig.  2,  fill  it  with 
water,  and  observe  that  this  water  does  not  run  into  the 
bottle.  The  bottle  which  we  have  called  empty  is  in  reality 
filled  with  air,  and  it  is  this  air  which  prevents  the  water 
from  entering  the  bottle.  If,  now,  the  funnel  be  lifted  slightly, 
so  that  the  mouth  of  the  bottle  shall  no  longer  be  completely 
closed  by  it,  the  air  within  the  bottle  will  pass  out,  and  the 
water  in  the  funnel  will  instantly  flow  down. 

6.  In  order  to  pump  the  air  out  of  any  hollow  Tessel,  an  appa- 
ratus known  as  the  air-pump  is  commonly  employed.  Descrip- 
tions of  this  machine  may  be  found  in  the  text-books  on  physics. 
For  purposes  of  illustration,  a  portion  of  the  air  can  always 
be  removed  by  suction,  or  by  mechanically  displacing  the  air  by 
Bom^a  other  substance,  as  when  the  finger  thrusts  the  air  out  of  a 
thimble. 

Exp.  3. — Fit  to  any  small  flask  or  phial  a  perforated  cork  (for  the 
manipulation  of  corks,  see  Appendix,  §  8),  to  which  has  been  adapted 
a  short  piece  of  glass  tubing.  No.  7.  Tie  upon  this  glass  tube  a  short 
piece  of  caoutchouc  tubing.  Suck  part  of  the  air  out  of  the  flask,  and 
then  nip  the  caoutchouc  tube  with  thumb  and  finger,  so  that  no  air 
shall  reenter.  Immerse  the  neck  of  the  flask  in  a  basin  of  water,  and 
release  the  caoutchouc  tube.  Water  will  instantly  rise  into  the  flask 
to  take  the  place  of  the  air  which  has  been  sucked  out 

7.  The  water,  in  this  experiment,  is  forced  into  the  flask  by 
the  pressure  of  the  superincumbent  atmosphere.  Air  has  weight. 
It  is  subject  to  the  law  of  gravitation,  and  is  attracted  towards 
the  earth's  centre  in  the  same  way  as  other  ponderable  mafter. 
It  has  been  found  by  experiment  that  a  litre  of  dry  air,  at  the 
temperature  of  0^,  and  under  a  pressure  of  760  millimetres, 
weighs  1*2932  gramme.  It  has  also  been  determined  by  the 
physicists  that  the  force  with  which  the  air  is  attracted  to  th 
earth  is  on  an  average  equal  to  a  weight  of  1*033  kilogramm 
to  the  square  centimetre  of  surfac^^  That  is  to  say,  the  ocean 
of  uir  above  us  presses  down  upon  every  square  centimetre  of 
the  earth's  surfa^  with  a  force  equal  to  that  which  would  be 
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exerted  by  a  bar  of  metal,  or  other  substance,  a  centimetre  square 
in  section,  and  long  enough  to  weigh  1*033  kilogramme. 

If  such  a  bar  were  constructed  of  iron,  it  would  be  1*3  metre 
long ;  if  of  water  (and  a  bar  of  this  substance  can  readily  be 
made  by  enclosing  the  water  in  a  tube),  it  would  be  10*33  metres 
long ;  if  of  mercury,  76  centimetres  long.  A  clear  conception  of 
the  atmospheric  pressure  is  important  to  the  chemist,  because  of 
its  bearing  upon  the  mechanical  collection,  manipulation,  and 
measurement  of  gases. 

8.  In  addition  to  the  qualities  already  mentioned,  we  find  air 
to  be  tasteless,  and  odorless,  colorless  when  in  small  depths,  but 
exhibiting  a  blue  tint  when  seen  in  large  masses,  as  when  in  the 
absence  of  clouds  we  look  at  the  sky,  or  at  a  distant  moimtain. 
Several  of  its  properties  are  not  peculiar,  but  are  common  to  all 
gases.  Dry  air  obeys  precisely  the  law  of  Mariotte  up  to  a  pres- 
sure of  several  atmospheres ;  that  is  to  say,  its  volume  dimini-shes 
or  increases  in  proportion  to  the  pressure  to  which  it  is  sub- 
jected ;  but  it  has  never  yet  been  condensed  to  a  liquid.  Upon 
being  heated  one  degree  centigrade,  it  expands  y^,  or  in  other 
terms  0*003665,  its  volume  at  0°.  At  the  temperature  of  0°,  air 
is  773  times  lighter  than  water  at  4P ;  that  is,  than  water  at  its 
maximum  density. 

These  physical  propei^ties  of  air  have  been  enumerated  in  order 
to  a  distinct  acquaintance  with  this  gas,  and  that  we  may  more 
clearly  comprehend  its  chemical  properties  as  we  now  proceed  to 
study  them. 

0.  Of  what  is  air  composed?  When  a  bar  of  iron  is  heated 
in  the  air,  as  at  a  blacksmith's  forge,  it  becomes  covered  with  a 
coating,  which  flies  off  in  scales  when  the  iron  is  beaten  upon  the 
an^tl.  If  a  bit  of  tin  be  melted  in  a  shallow  crucible,  its  surface 
soon  becomes  covered  with  a  white  earth,  or  ashes.  At  a  high 
temperature  both  iron  and  tin  slowly  bum  in  the  air,  and  are 
converted  into  earth  or  ashes.  With  the  exception  of  gold,  silver, 
nlatinum,  and  a  few  other  exceedingly  rare  metals,  all  the  metals 
mim,  or  rust,  when  heated  in  the  air.  If  no  air  be  present,  this 
rust  or  ashes  will  not  be  fo^ed,  however  long  or  intensely  the 
metal  may  be  heated.  But  m  what  manner  is  the  rust  formed? 
Ib  something  driven  out  of  the  metal  into  the  a^,  or  does  some- 
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thing  come  out  of  the  air  and  unite  with  the  metal?    Ezpon- 
ment  shall  answer. 

Exp.  4 — ^Place  20  grammes  of  tin-foil  in  a  porcelain  dish,  4  or 
5  cm.  in  diameter.  Counterbalance  the  dish,  with  its  contents,  upon 
scales  which  will  turn  promptly  with  0*5  grm.  when  thus  loaded. 
Heat  the  dish,  placed  upon  the  wire  gauze  of  the  iron-stand  (see  Ap- 
pendix, §  9),  over  the  gas-lamp  moderately  and  continuously  for  two 
or  three  hours,  or  untH  a  large  part  of  the  metal  has  been  converted 
into  ashes.  To  facilitate  the  change,  move  the  dish  frequently,  so 
that  a  new  surface  of  metal  shall  be  often  exposed  to  the  air.  Replace 
the  dish,  when  petTectly  cool,  upon  the  pan  of  the  balance,  and  observe 
that  the  weight  of  the  dish  and  its  contents  has  very  decidedly  in- 
creased. * 

A  more  rapid  demonstration  may  be  obtained  by  substituting  for 
the  tin-foil  a  piece  of  magnesium  wire  or  ribbon.  This  metal  takes 
fire  when  touched  with  a  lighted  match. 

10.  It  is  possible  that  daring  the  heating  the  metal  may  have 
lost  something,  but  it  is  certain  that  it  has  gained  more.  This 
additional  matter  has  not  come  from  any  alteration  in  the  dish, 
for  it  is  made  of  materials  expressly  adapted  to  resist  such  treat- 
ment, and  a  little  cleaning  will  restore  it  to  exactly  its  original 
condition.  We  have,  then,  taken  something  out  of  the  air, 
which,  gaseous  in  the  air,  has  become  solid  in  the  wliite  ashes  of 
the  tin. 

If  this  something  with  which  the  tin  has  united  can  be  sepa- 
rated again  from  the  metal,  and  restored  to  the  gaseous  condition, 
it  will  be  easy  .to  compare  it  with  common  air,  and  so  learn 
whether  the  matter  which  combined  with  the  heated  tin  is  air 
itself,  or  only  a  part  of  the  air.  It  is  quite  possible  to  recover 
the  gas  which  enters  into  the  composition  of  the  rust  of  iron,  or 
copper,  or  tin ;  but  the  processes  required  are  too  circuitous  for 
the  present  purpose.  Erom  the  rust  of  other  common  metals, 
such  as  lead,  manganese,  or  mercury,  the  absorbed  gas  can  bo 
very  easily  expelled.  The  rust  of  mercury  is  the  most  easily 
decomposed.  Mercury-rust  may  be  prepared  by  the  long  heating 
of  the  metal  in  the  air,  in  a  manner  strictly  analogous  to  the 
method  already  applied  to  the  preparation  of  tin-rust; 

JSxp,  6. — Put  into  a  tube  of  hard  glass,  No.  8,  about  12  cm. 
long,  and  closed  at  one  end  as  in  Exp.  1^  10  grammes  of  the  rust  of 
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Fig.  3. 


mercmryi  a  substance  which  is  sold  under  the  name  of  red  oxide 
of  mercury.  Such  tubes  of  hard  glass  will  be  hereafter  designated 
as  "  ignition-tubes."  Attach  to  this  ignition-tube,  by  means  of  a  per- 
forated cork,  or  caoutchouc  stopper,  a 
delivery-tube  of  glass,  No.  8,  of  such 
shape  and  length  that  it  shall  reach 
beneath  the  inverted  saucer  in  the 
pan  of  water,  as  represented  in  Fig.  3. 
The  point  of  departure,  for  the  con- 
struction of  the  apparatus,  is  the  top 
of  the  gas-lamp  placed  upon  the  foot 
of  the  iron-stand ;  the  end  of  the  ig- 
nition-tube should  be  about  4  cm., 
above  the  top  of  the  lamp.  The 
other  details  of  the  apparatus  may  be 
learned  from  the  figure. 

Upon  lighting  the  lamp,  the  air  within  the  ignition-tube  wiU  ex- 
pand, and  a  portion  of  it  will  pass  out  through  the  delivery-tube.  This 
air  should  be  collected  in  a  small  bottle  by  itself,  and  thrown  away. 
The  volume  of  air  thus  thrown  away  should  of  course  not  be  much 
greater  than  that  of  the  tubes.  (For  a  description  of  the  pneumatic 
trough,  see  Appendix,  §  10.) 

As  the  ignition-tube  becomes  hot,  gas^will  be  freely  given  off  from 
the  red  oxide  of  mercury  contained  in  it.  It  is  necessary  to  avoid 
heating  intensely  a  single  small  spot  of  the  ignition-tube,  lest  the  glass 
soften,  and,  yielding  to  the  pressure  from  within,  blow  outward,  and 
so  spoil  the  tube  and  arrest  the  experiment.  The  gas-flame  should  be 
80  placed  and  regulated  as  to  heat  3  or  4  cm.  of  the  tube  at  once. 
Collect  the  escaping  gas  in  bottles  of  100  to  150  c.  c.  capacity. 

As  soon  as  the  disengagement  of  gas  slackens,  lift  the  iron-stand  up, 
and  take  the  delivery-tube  out  of  the  water,  taking  care  that  no  water 
shall  remain  in  the  end  of  the  tube.  Then,  and  not  ttll  then^  extinguish 
the  lamp.  (See  Appendix,  $  10.)  In  the  upper  part  of  the  ignition- 
tube,  and  sometimes  in  the  delivery-tube  also,  metallic  mercury  will  be 
found  condensed  in  minute  globules.  The  liquid  metal  is  volatile  at 
the  temperature  to  which  it  has  been  subjected,  and  has  distilled  away 
from  the  hot  part  of  the  tube,  and  condensed  upon  the  cooler  part. 

Thus  is  recovered  the  metallic  mercury  from  which  the  red 
mercury-rust  was  originally  prepared  by  long  heating  in  contact 
with  air.  Is  the  gas,  which  the  ihercury  originally  took  from  the 
atmosphere,  air  itself,  or  something  different  ? 

Exp,  6. — ^Inti'oduce  a  lighted  splinter  of  soft  wood  into  a  bottle  of 
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the  gas  collected  in  the  last  experiment  It  will  hum  with  much 
greater  brilliancy  than  in  the  air.  Attach  a  bit  of  wax  taper  to  a 
piece  of  wire ;  Ught  the  taper,  blow  it  out,  and  while  the  wick  still 
glows,  introduce  it  into  a  second  bottle  of  the  gas  of  Exp.  6.  The 
glowing  wick  will  burst  into  dame,  and  the  taper  will  bum  with  ex- 
traordinary brilliancy.  * 

11.  It  is  very  obyious,  from  these  experiments,  that  the  gas 
which  enters  into  the  composition  of  mercury -rust  is  not  air 
itself.  But  since  it  came  originally  from  the  air,  if  it  is  not  the 
whole  of  air,  it  must  be  a  part  or  constituent  of  air.  This  gas, 
which  causes  combustible  substances  to  bum  with  such  intensity, 
is  indeed  a  constant  constituent  of  the  air,  and  a  thorough  study  of 
all  its  properties  will  hereafter  convince  us  that  it  is  a  chemical 
element  of  very  various  powers  and  great  importance.  It  is  called 
txygen^  and  under  this  name  it  will  form  the  subject  of  the  next 
ohapter. 

12.  But  if  oxygen  be  not  air  itself,  but  only  a  constituent  of  air, 
it  follows  that  air  must  have  other  constituents,  or  at  least  one 
other  constituent.  If  mercury  be  long  heated  in  contaict  with  a 
certain  confined  portion  of  air,  it  will  abstract  from  this  air,  as  we 
have  seen,  one  of  its  ingredients,  namely,  oxygen,  and  there  will  be 
left  behind  whatever  of  air  is  not  oxygen.  This  experiment,  the 
original  one  by  which  the  illustrious  chemist  Lavoisier  demon-  A 
strated  that  air  is  a  constant  mixture  of  two  different*  gases,  , 
deserves  careM  study,  both  for  its  philosophical  value  and  its 
historical  importance.     The  actual  experiment  lasts  several  days, 

and  is  therefore  unsuitable  for  repetition  by  the  student.  A 
description  of  it  will  suffice. 

Into  a  flask,  provided  with  a  long  neck,  some  metallic  mercury  was 
introduced ;  the  neck  of  the  flask  was  then  bent,  as  shown  in  Fig  4, 
the  flask  placed  upon  a  furnace,  and  the  end  of  the  neck  plunged  into 
a  basin  of  mercury ;  a  jar  was  then  placed  over  the  end  of  the  tube, 
and  a  portion  of  the  air  within  the  jar  was  sucked  out  by  means  of  a 
bent  tube ;  the  mercury  thereupon  rose  in  the  jar,  and  the  point  at 
which  it  stood  was  accurately  noted.  The  thermometer  and  barometer 
were  also  Bimultaneously  observed.  Fire  was  then  lighted  in  the  * 
furnace,  and  the  heat  maintained  for  twelve  days  at  a  point  just  below 
that  required  to  make  the  mercury  boil.  The  mercury  became  gra- 
dually covered  with  red  scales,  and  the  air  in  the  jar,  which  at  first 
expanded  from  the  action  of  the  heat,  slowly  decreased  in  bulk  until 
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fresh  BcalM  were  no  longBr  formed.  Froni  theae  red  aealcs  Lavoirior 
obteiued,  bj  tbe  method  ali«adj  exhibited  (Exp.  5),  the  element  oxy- 
gen. The  residual  air  in  the  jar  proved,  on  examination,  to  be  unflt 
for  tbe  support  of  combuBtion  and  —     . 

of  animal  life ;  a  candle  was  in-  °' 

BtantI;  extinguished  by  it,  as  if 
plunged  in  water,  and  small  ani- 
mals, thrust  into  the  gas,  died  in 
a  few  secondfl.  The  gaa  is,  in 
Tealitj,  B,  second  elementary  sub- 
stance, distinguished  bj  marked  ( 
chemical  and  physical  peculiari- 
tiee.  It  is  cidled  nitrogen,  and 
under  this  name  will  be  more 
completely  studied  in  another  chapter. 

13.  The  experiment  of  Lavoisier  not  only  affords  the  means  of 
separating  the  two  dilFerent  gasea  of  which  air  is  composed,  but 
also  detcnnines  the  proportions  in  which  they  are  mixed  in  air. 
If  the  diminution  in  bulk  which  the  air  in  the  jar  undergoea 
during  the  whole  progresa  of  the  experiment  be  accurately 
measured,  it  will  be  found  that  the  bulk  of  the  reaidual  gas,  the 
nitrogen,  is  only  four-fifths  of  the  original  Tolume  of  air.  The 
lost  fifth  is  the  oxygen  which  has  combined  with  the  mercury. 
The  air,  then,  is  not  an  element,  but  is  compound,  and  its  two 
principal  ingredients  are  the  elementary  bodies  oxygen  and 
nitrogen,  mixed  in  the  proportion  of  four  measures  of  nitrogen 
to  one  of  oxygen.  It  is  quite  possible  to  proTS  by  synthesis 
what  analysis  has  thus  taught.  On  putting  together  four  mea- 
sures of  nitrogen  and  one  measure  of  oxygen,  a  mixture  is  ob- 
tained, which,  except  by  very  refined  experiments,  is  not  to  bo 
distingoiBhed  from  pure  air.  Aqueous  vapor  is  another  normal 
constituent  of  the  actual  atmosphere,  and  small  traces  of  other 
gases  than  nitrogen  and  oxygen  ate  always  present  in  it,  as  will 
be  set  £Qith  hereafter. 
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OXTGBir. 

14.  Oxygen  gas  may  be  prepared  by  heating  red  oxide  of 
mercury,  as  described  in  Exp.  5 ;  or,  for  more  coDveniently,  by 
heating  a  mixture  of  chlorate  of  potassium  and  black  oxide  of 
manganese.  For  the  present  we  have  to  regard  these  substances 
merely  as  materials  suitable  for  the  preparation  of  oxygen.  Their 
constitution  will  be  studied  hereafter. 

Exp,  7. — ^Mix  intimately  5  grms.  of  chlorate  of  potassium  with 
5  gnnB.  of  black  oxide  of  manganese,  which  has  been  previously  well 
dried.  Place  the  mixture  in  a  tube  of  hard  glass,  No.  1, 12  or  15  cm. 
in  length.  Attach  to  this  ignition-tube,  by  means  of  a  perforated 
cork  or  caoutchouc  stopper,  a  deliveiy-tube  of  glass,  No.  7,  ns  repre- 
sented in  Fig  3,  and  described  upon  page  8.  Heat  the  mixture  iu  the 
ignition-tube  and  collect  the  gas  which  will  be  given  off,  in  bottles  or 
jars  of  the  capacity  of  about  250  c.  c.  The  first  100  c.  c.  or  so  of  gas 
should  be  rejected,  since  it  will  be  contaminated  with  the  air  origi- 
nally contained  in  the  apparatus. 

It  is  easy  to  determine  the  moment  at  which  the  evolution  of  oxygen 
commences,  by  noting  the  increased  size  of  the  bubbles  of  this  gas  as 
contrasted  with  those  of  the  expanded  air,  and  the  greater  rapidity 
with  which  the  bubbles  of  oxygen  come  over.  For  every  grm.  of 
chlorate  of  potassium  taken,  about  230  c.  c  of  oxygen  gas  should  be 
obtained. 

Besides  the  general  precautions  described  under  Exp.  5,  the  follow- 
ing should  here  be  observed.  1.  Both  the  chlorate  of  potassium  and 
the  oxide  of  manganese  should  be  perfectly  dry  and  pure — that  is,  free 
from  moisture,  dust,  or  particles  of  organic  matter.  2.  So  soon  as  the 
oxygen  begins  to  be  delivered,  the  heat  beneath  the  ignition-tube 
should  be  diminished,  if  need  be,  and  so  regulated  that  the  evolution 
of  gas  shall  be  tranquil  and  uniform.  3.  The  uppermost  portions  of 
the  mixture  should  be  heated  before  the  lower.  4  An  ignition-tube 
should  never  be  filled  to  more  than  one-third  its  total  capacity,  lest 
portions  of  its  contents  be  projected  into  the  delivery-tube.  The 
chief  danger  to  be  guarded  against  in  using  ignition-tubes  is  the  stop- 
page of  their  outlets  with  solid  matter.    6.  The  ignition-tube  should 


12  PBOPEBTIBS  OF  OZTGEV. 

always  be  inclined  as  represented  in  Fig.  8,  and  never  placed  uprigbt 
in  the  flame. 

The  oxygen  thus  obtained  is  to  be  employed  in  the  experiments 
shortly  to  be  described.  In  case  large  quantities  of  oxygen  are  needed, 
a  similar  mixture  of  equal  weights  of  chlorate  of  potassium  and  black 
oxide  of  manganese  is  heated  in  a  retort  of  iron  or  copper,  and  the  gas 
is  collected  in  large  metallic  vessels^  called  gas-holders,  such  as  are 
described  in  §  11  of  the  Appendix. 

Besides  the  methods  above  described,  there  are  many  other 
ways  of  preparing  oxygen.  Several  of  these  methods  wiU  be 
described  hereafter,  when  the  materials  employed  can  be  intelli- 
gently studied. 

15.  Oxygen  is  a  transparent  and  colorless  gas,  not  to  be  dis- 
tingaished  by  its  aspect  from  atmospheric  air.  Like  air,  it  has 
neither  taste  nor  smell.  It  is,  however,  somewhat  heavier  than 
air.  If  the  weight  of  a  measure  of  air  be  taken  sis  1,  then  the 
weight  of  the  same  measure  of  oxygen  is  found  to  be  1*1056. 
At  0°,  and  a  pressure  of  760  m.m.  of  mercury  1  litre  of  oxygen 
gas  weighs  1*4298  grm. 

Since  oxygen  is  thus  heavier  than  air,  it  is  not  absolutely  necessary, 
in  collecting  it,  or  transferring  it  from  one  vessel  to  another,  that  we 
should  operate  over  water,  as  has  been  directed.  When  a  gas  is  much 
heavier,  or  much  lighter,  than  atmospheric  air,  it  may  often  be  con- 
veniently collected  by  displacement,  A  bottle  can  readily  be  filled 
with  oxygen  from  the  gas-holder  by  carrying  the  delivery-tube  to  the 
bottom  of  the  upright  bottle,  and  allowing  the  gas  to  flow  in  slowly, 
as  if  it  were  water.  In  a  short  time  the  air  will  be  wholly  displaced, 
and  the  bottle  filled  with  oxygen.  The  progress  of  the  operation  can 
be  followed  by  testing  the  contents  of  the  upper  part  of  the  bottle  from 
time  to  time,  with  a  glowing  match ;  when  this  bursts  sharply  into 
flame  the  gas  may  be  assumed  to  be  pure  enough  for  all  ordinary 
purposes. 

16.  Oxygen  has  never  yet  been  reduced  to  the  liquid  condition. 
Of  all  known  substances  it  exerts  the  smallest  refracting  power 
upon  the  rays  of  light.  Compared  with  that  of  atmospheric  air, 
its  refractive  power  is  as  0*830  to  1*000.  The  specific  heat  of 
oxygen,  compared  with  that  of  an  equal  weight  of  water  taken  as 
unity,  is  0*2182  ;  it  has  a  lower  capacity  than  other  gases  for 
absorbing  and  radiating  heat.  Water  dissolves  it  in  small  pro- 
portion ;  100  volumes  of  water  dissolve,  at  the  ordinary  tempera- 
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tnre,  about  3  Yolumes  of  oxygen.  It  exhibits  decided  magnetic 
properties.  A  glass  tube  filled  with  oxygen  and  suspended  by  a 
fibre  of  silk  between  the  ends  of  a  strong  horse-shoe  magnet  soon 
comes  to  rest  in  such  a  position  that  its  long  axis  is  parallel  to  a 
line  drawn  between  the  two  poles.  As  with  iron,  its  susceptibi- 
lity to  magnetization  is  diminished,  or  even  temporarily  suspended, 
by  a  sufficient  eleyation  of  temperature.  Its  magnetic  force,  com- 
pared with  that  of  the  air,  is  as  17*5  to  3*4,  that  of  a  vacuum  being 
taken  as  0. 

17.  A  striking  characteristic  of  oxygen  is  its  power  of  sup- 
porting combustion.  This  has  already  been  illustrated  in  Exp.  6, 
and  may  be  further  exhibited  by  a  great  yariety  of  experiments. 

&jp.  8. — Place  in  a  deflagrating  spoon  (see  Appendix, 
§  12),  a  bit  of  sulphur  as  large  as  a  pea.  Light  the  sul- 
phur, and  thrust  it  into  a  bottle  of  oxygen.  It  will  bum 
with  a  beautiful  blue  flame,  and  much  more  brilliantly 
than  in  air.    An  acid,  suflTocating  gas  is  produced. 

JSxp.  9. — ^Place  a  piece  of  charcoal,  that  of  bark  is 
best,  in  a  deflagrating  spoon.    Eandle  the  charcoal  by 
holding  it  in  the  flame  of  a  lamp,  and  then  introduce  it  * 
into  a  bottle  of  oxygen.    It  will  bum  vividly,  throwing 
off  brilliant  sparks  if  bark  charcoal  has  been  employed. 

In  this  experiment,  as  in  the  preceding,  the  products  of  the  com- 
bustion are  obviously  gaseous,  no  solid  substance  being  formed. 

Exp,  10. — ^A  piece  of  phosphorus,  the  size  of  a  small  pea,  having 
been  well  dried  between  pieces  of  blotting-paper,  is  placed  in  a  defla- 
grating spoon,  touched  with  a  hot  wire  or  a  lighted  match,  and  then 
thrust  into  a  jar  of  oxygen.  It  will  bum  with  intense  brilliancy  and 
the  formation  of  a  dense  white  smoke. 

It  should  be  observed  that  phosphorus  is  a  substance  which  inflames 
very  readily  in  the  air,  when  subjected  to  friction  or  any  slight  eleva- 
tion of  temperature.  It  is  hence  so  dangerous  that  it  must  always  be 
kept  under  water.    It  should  also  be  cut  under  water. 

18.  Many  substances  commonly  called  incombustible,  because 
they  do  not  bum  readily  in  ordinary  air,  bum  vigorously  in 
oxygen.     Of  these,  metallic  iron  may  be  taken  as  an  example. 

JSxp,  11. — Convert  two-thirds  of  a  piece  of  flne  piano-wire  20  or 
30  cm.  long  into  a  spiral,  by  winding  it  tightly  around  a  glass  rod, 
No.  6,  or  lead  pencil,  and  then  withdrawing  the  rod  or  penciL  Thrust 
the  straight  end  of  this  wire  into  a  cork  or  piece  of  thin  board  large 
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enough  to  cover  one  of  the  bottles  of  ozjgen  obtained  in  Exp.  7. 
Upon  the  lower  end  of  the  wire  coil  tie  a  small  piece  of  waxed 
thread;  or  touch  with  a  bit  of  melted  sulphur  the  end  of  the  spiral,  so 
that  a  small  bead  of  sulphur  shall  adhere  to  the  wire.  Kindle  the 
thread  or  sulphur,  and  quickly  place  the  wire  in  a  bottle  of  oxygen,  at 
the  bottom  of  which  has  been  spread  a  layer  of  sand. 

The  burning  sulphur  heats  the  iron  to  redness,  which  then  bums 
brilliantly,  with  scintillation.  From  time  to  time,  glowing  baUs  of 
molten  matter  fall  off  from  the  wire,  and  bury  themselves  in  the  sand 
at  the  bottom  of  the  bottle,  or  even  melt  into  the  glass. 

If  an  abundance  of  oxygen  be  at  hand,  this  experiment  had  better 
be  performed  in  a  jar  of  2  or  3  litres  capacity, — a  watch-spring  which 
has  been  rendered  flexible  by  igniting  it,  and  then  allow- 
ing it  to  cool  slowly,  being  the  best  material  with  which  to     ^^fS*  ^« 
form  the  spiral  coil.    In  this  case  it  is  well  to  tie  a  bit  of 
tinder  upon  the  end  of  the  coil  as  the  kindling  material,  or 
to  attach  a  piece  of  twine  to  the  wire,  and  soak  this  in 
sulphur.    But  the  experiment  succeeds  well  even  in  very 
small  bottles  of  oxygen,  provided  the  wire  be  fine,  and 
that  the  quantity  of  sulphur,  or  other  matter,  employed 
for  kindling  be  not  too  large. 

19.  This  experiment  clearly  proves  what  has  been  already 
stated,  that  iron,  when  red-hot,  combines  with  oxygen.  It  is 
the  burnt  or  oxidized  iron  Tvhich  falls  in  globules  to  the  bottom 
of  the  bottle.  This  substance  is  called  oxide  of  iron.  The  com- 
pounds which  are  formed  by  the  union  of  oxygen  with  other 
elements  are  called  oxides.  The  substances  which  have  been 
heretofore  mentioned  under  the  more  familiar  name  of  rust,  like 
iron-rust,  tin-rust,  mercury-rust,  are  called  in  chemistry  oxides 
— as  the  oxide  of  iron,  oxide  of  tin,  and  oxide  of  mercury. 

20.  It  will  have  been  observed  that  the  combinations  obtained 
in  the  foregoing  experiments  are  of  very  various  quality.  Some 
of  these  compounds  are  solid,  others  gaseous ;  some  are  acid  and 
caustic,  while  others  are  tasteless  and  innocuous.  They  agree 
only  in  this,  that  they  all  contain  oxygen.  All  these  bodies  will 
be  studied  in  detail  hereafter.  It  concerns  us  now  more  particu- 
larly to  realize  the  number  and  variety  of  the  bodies  into  which 
oxygen  enters  as  an  essential  ingredient.  In  fact,  the  most 
important  quality  of  oxygen  is  that,  with  a  single  exception,  it 
unites  with  aU  the  other  elements  to  form  compounds. 
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This  act  of  combination  is  often  accompanied  by  development 
of  light  and  heat,  as  in  the  foregoing  experiments ;  in  the 
affairs  of  common  life  we  daily  witness  similar  effects.  All  the 
ordinary  phenomena  of  fire  and  light  depend  upon  the  union  of 
the  body  burned  with  the  oxygen  of  the  air.  Indeed,  the  term 
eambmfion  may  for  all  ordinary  purposes  be  regarded  as  synony- 
mous with  oxidation. 

Combustion  is  less  viyid  in  air  than  in  pure  oxygen,  because 
of  the  nitrogen  with  which  the  oxygen  of  the  air  is  diluted.  If 
a  substance  combines  slowly  with  oxygen,  it  may  often  happen 
that  no  evolution  of  heat  or  light  can  be  detected.  Thus,  when 
a  small  piece  of  iron  rusts  at  the  ordinary  temperature  of  the  air, 
there  is  perceived  neither  light  nor  heat,  although  a  combination 
of  iron  and  oxygen  has  been  formed,  as  in  Exp.  II.  Heat  is 
really  disengaged  in  the  slow  rusting  of  iron,  as  in  every  act  of 
chemical  combination,  but  it  is  taken  up  and  carried  away  by  the 
circumambient  air  at  the  moment  of  its  formation,  so  that  it  can- 
not usually  be  perceived.  Slow  oxidation,  such  as  this,  is  often 
spoken  of  as  slow  combustion. 

21.  Many  of  the  compounds  of  oxygen  are  very  familiar 
bodies.  Indeed,  oxygen  is  the  most  widely  diffused  and  the  mast 
abundant  of  all  known  substances.  Not  only  does  it  occur  in 
the  air,  of  which  it  constitutes  about  one-fifth  the  volume,  as  has 
been  already  remarked,  but  at  least  one-third  of  the  solid  crust 
of  the  globe  is  composed  of  it.  It  is  the  chief  ingredient  of 
water,  as  will  appear  in  a  subsequent  chapter.  It  enters  largely 
into  the  composition  of  plants  and  animals.  Silica,  in  all  its 
varieties  of  sand,  flint,  quartz,  rock-crystal,  &c.,  contains  about 
half  its  weight  of  oxygen,  and  the  same  is  true  of  the  various 
kinds  of  day,  and  of  chalk,  limestone,  and  marble.  Oxygen  is 
absolutely  essential  to  the  maintenance  of  animal  and  vegetable 
life.  The  chemistry  of  the  respiration  of  animab  depends  upon 
the  absorption  of  oxygen  from  the  air  respired.  In  the  absence 
of  oxygen  suffocation  ensuea.  • 
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22.  The  common  modes  of  obtaining  nitrogen  depend  upon 
the  removal  of  oxygen  from  the  air. 

Exp,  12.— Fill  a  tube  of  hard  glass,  No.  2,  about  35  centimetres 
long,  with  bright,  not  too  coarse,  copper  turnings;  place  this  tube 
upon  a  semicylindrical  trough  of  sheet  iron,  and  support  it  upon  a 
ring  of  the  iron  stand,  as  shown  in  Fig.  7.  It  is  well  to  interpose  a 
thin  layer  of  asbestos  between  the  tube  and  the  iron  trough,  in  order 
to  prevent  the  glass  from  adhering  to  the  metal  when  it  becomes  soft 
by  heat.  By  means  of  corks,  attach  to  one  end  of  this  tube  a  delivery- 
tube  leading  to  the  water-pan,  as  shown  in  the  figure^  and  connect  the 


Fig.  7. 


other  end  with  a  gas-holder  filled  with  air.  Light  the  lamps  (for  a 
description  of  these,  see  Appendix,  §  6)  beneath  the  tube  which  con- 
tains the  copper  turnings,  and  wait  until  the  copper  has  become  red- 
hot  ;  then  allow  air  to  flow  slowly  out  of  the  gas-holder  over  the  hot 
metal.  The  heated  copper  will  combine  with  the  oxygen  of  this  air, 
and  retain  the  whole  of  it,  so  that  nothing  but  nitrogen  will  be  delivered 
at  the  water-pan.  This  nitrogen  may  be  collected  in  small  bottles  and 
tested  with  lighted  splinters  ^f  wood,  which  should  be  instantly  ex- 
tinguished on  being  immersed  in  it. 

-  23.  A  still  simpler  method  of  preparing  nitrogen  is  to  bum 
out  the  oxygen  from  a  confined  portion  of  air,  by  phosphomsy  or 
by  a  jot  of  hydrogen. 
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Exp,  18. — ^Float  a  small  porcelain  capsule  upon  the  surface  of  the 
water-pan ;  a  large  cork  must  be  placed  beneath  the  capsule  if  the  latter 
will  not  iloat  of  itself.  In  the  capsule  put  about  a  cubic  centimetre  of 
phosphorus,  and  set  it  on  fire.  Invert  over  the  whole  a  wide-mouthed 
bottle^  of  the  capacity  of  a  litre  or  more,  and  hold  this  bottle  so  that 
its  mouth  shall  dip  beneath  the  surface  of  the  water.  During  the  first 
moments  of  the  combustion^  the  heat  developed  thereby  will  cause  the 
air  within  the  bottle  to  expand  to  such  an  extent  that  a  few  bubbles 
of  the  air  will  be  expelled ;  but  after  several  seconds  water  will  rise 
into  the  bottle  to  take  the  place  of  the  oxygen  which  has  united  with 
the  phosphorus. 

The  dense  white  cloud,  which  fills  the  bottle  at  first,  is  a  compound 
of  phosphorus  and  oxygen  which  is  soluble  in  water.  It  will,  there- 
fore, soon  be  absorbed  by  the  water  in  the  pan,  and  will  disappear,  so 
that  at  the  close  of  the  experiment  nearly  pure  nitrogen  will  be  left 
in  the  bottle.  But,  as  the  phosphorus  ceases  to  bum  before  the  last 
traces  of  oxygen  are  exhausted  (compare  §  180),  the  nitrogen  obtained 
by  this  method  is  never  absolutely  pure. 

As  soon  as  the  phosphorus  goes  out,  the  bottle  should  be  shaken  in 
such  a  way  that  the  porcelain  capsule  may  be  upset,  and  sunk  in  the 
water- pan.    The  properties  of  the  nitrogen  may  now  be  examined. 

24.  Nitix^n  is  a  transparent,  colorless,  tasteless,  odorless, 
incondensable  gas.  It  is  not  quite  so  heavy  as  air.  If  a  mea- 
sure of  air  weigh  1  gramme,  then  an  equal  measure  of  nitrogen 
will  weigh  0-9714  gramme.  At  0°,  and  a  pressure  of  760  milli- 
metres of  mercury,  1  litre  of  nitrogen  weighs  1'256  gramme. 
The  specific  heat  of  the  gas  is  0*244,  that  of  an  equal  weight  of 
water  being  1000.  A  litre  of  water  at  0°  dissolves  only  20  cubic 
centimetres  of  nitrogen.  Its  refractive  power  in  regard  to  light 
is  to  that  of  atmospheric  air  as  1*034  to  1*000. 

25.  In  its  chemical  deportment  towards  other  substances,  nitro- 
gen is  remarkably  different  from  oxygen.  Whilst  oxygen  is 
active  and,  as  it  were,  aggressive,  nitrogen,  at  least  when  in  the 
condition  in  which  it  exists  in  air,  is  remarkably  inert  and 
indifferent  as  regards  entering  into  combination  with  other 
bodies.  It  is  marked  rather  by  the  absence  of  salient  character- 
istics than  by  any  active  properties  of  its  own.  Many  of  the 
metals,  sulphur,  phosphorus,  and  numerous  other  substances,  may 
be  kept  unchanged  for  any  length  of  time  in  vessels  filled  with 
nitrogen.    A  burning  candle  will  instantly  be  extinguished  when 
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thrust  into  a  jar  of  nitrogen  gas,  for  with  the  nitrogen  the  con- 
stituents of  the  candle  have  no  tendenoy  to  combine. 

As  it  extinguishes  flame,  so  it  destroys  life.  Animals  cannot 
live  in  an  atmosphere  of  pure  nitrogen.  It  may,  indeed,  be 
breathed  for  a  short  time  with  impunity,  but  it  does  not  support 
respiration.  It  is  not  poisonous;  if  it  were,  it  could  not  be 
breathed  in  such  large  quantities  as  it  is  in  air.  An  animal  im- 
mersed in  it  dies,  simply  from  want  of  oxygen. 

26.  As  a  diluent  of  the  oxygen  in  the  air,  nitrogen  is  essential 
to  the  existing  balance  and  order  of  Nature.  All  animal  and 
vegetable  life — most  inanimate  matter,  even — stands  in  harmo-* 
nious  relations  with  the  chemical  composition  of  the  atmosphere. 
The  presence  of  so  large  a  proportion  of  nitrogen  in  the  air  pre- 
vents the  too  rapid  action,  as  regards  combustion  and  respiration, 
that  would  take  place  in  an  atmosphere  of  unmixed  oxygen. 

Nitrogen  is  widely  difiPused  in  nature.  Besides  occurring  in 
the  air,  it  is  a  constituent  part  of  all  animals  and  vegetables,  and 
of  many  of  the  products  resulting  from  their  decomposition. 
Notwithstanding  the  indisposition  of  nitrogen  in  the  free  state  to 
enter  into  combination,  a  very  large  number  of  i^eEssting  and 
important  compounds  can  be  formed  by  resorting  to  indirect 
methods  of  effecting  its  union  with  other  elements. 
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27.  Another  natural  substance,  quite  as  common  as  air,  is 
water.  Three-fourths  of  the  earth's  surface  is  covered  with  it. 
It  is  diffused  through  the  atmosphere  in  the  form  of  vapor,  and 
is  a  constituent  of  all  animal  and  vegetable  substances,  and  of 
many  minerals.  We  take  up  next  this  familiar  substance,  in 
order  that  we  may  gain,  through  the  study  of  it,  a  deeper  insight 
into  chemical  principles,  and  enlarge  our  experience  by  making 
acquaintance  with  a  new  element.  Let  us  first  define  with  pre- 
cision the  external  and  physical  properties  ef  water,  and  then 
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apply  the  two  cbemical  methods,  of  analysis  and  synthesis,  to  the 
closer  investigation  of  its  essential  nature. 

28.  At  the  ordinary  temperature  of  tiie  air,  pure  water  is  a 
transparent  liquid,  devoid  of  taste  or  smell.  In  thin  layers  it 
appears  to  be  colorless,  but  large  masses  of  it  are  distinctly  blue, 
as  seen  in  mid-ocean,  in  many  deep  lakes  of  pure  water,  and  in 
masses  of  ice,  such  as  icebergs  and  some  glaciers  where  it  is  pos- 
sible to  look  through  the  ice  from  below. 

This  color  can  be  seen  upon  the  small  scale  by  looking  down  through 
a  column  of  pure  water,  2  metres  long,  upon  pieces  of  white  porcelain. 
The  water  may  be  held  in  a  glass  tube,  5  cm.  wide,  which  has  been 
blackened  internally  with  lamp-black  and  wax  to  within  1*26  cm.  of 
the  end,  which  is  closed  by  a  cork.  Fill  the  tube  with  chemically 
pure  water,  throw  into  it  a  few  pieces  of  porcelain,  and  place  it  in  a 
vertical  position,  on  a  white  plate.  On  now  looking  through  the  co- 
lumn of  water  at  the  bits  of  porcelain,  which  can  only  be  illumined  by 
Ijl^ht  reflected  from  the  white  plate  through  the  rim  of  clear  glass,  it 
^11  be  observed  that  they  exhibit  a  pure  blue  tint,  the  intensity  of 
which  will  diminish  in  proportion  as  thq  colimm  of  water  is  shortened. 
The  blue  coloration  may  also  be  recognized  when  a  white  object  is 
illuminated  thjpugh  the  column  of  water,  by  sunlight,  and  seen  at 
the  bottom  of  the  tube  through  a  small  lateral  opening  in  the  black 
coating. 

29.  At  4°,  the  temperature  at  which  it  is  densest,  water  is 
773  times  heavier  than  air  at  0° ;  at  15^  it  is  819  times  heavier 
than  air  of  the  same  temperature.  A  cubic  centimetre  of  water 
at  its  greatest  density,  that  is,  at  4°,  weighed  in  a  vacuum,  is  our 
unit  of  weight — a  gramme.  One  litre  of  water,  which  measures 
1000  cubic  centimetres,  therefore,  weighs  a  kilogramme.  Water 
is  compressible  and  elastic ;  by  the  pressure  of  one  atmosphere  it 
can  be  reduced  to  the  extent  of  about  47-millionth8  of  its  original 
volume,  and  this  is  true  for  every  added  atmosphere  of  pressure 
BO  far  as  experiment  has  extended.  Water  expands  upon  being 
heated,  though  at  a  less  rate  than  other  liquids ;  the  rate  of  ex- 
pansion increases  with  the  temperature.  Notwithstanding  the 
fact  that  water  expands  when  cooled  below  4°,  as  well  as  when 
warmed  above  that  temperature,  its  refractive  power  on  light 
continues  to  increase  regularly  below  4°,  as  though  it  contracted. 
The  refractive   index   increases   continuously  between   -^5*2^ 

c2 
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and  —1*3°,  the  direction  of  the  variation  not  chan^ng  in  the 
passage  through  the  point  of  maximom  density.  At  0°  the  index 
is  1-333. 

30.  Pure  water  at  0°,  a  temperature  always  to  be  obtained  by 
melting  ice,  is  taken  as  a  standard  to  which  the  weights  of  equal 
bulks  of  other  substances,  liquid  or  solid,  are  referred.  In  other 
words,  the  specific  gravity  of  water  is  taken  as  1 ;  and  in  terms 
of  this  unit  the  specific  gravities  of  all  other  liquid  and  solid  sub- 
stances are  expressed.  The  specific  gravity  of  gold,  for  example, 
is  19*3 ;  that  is  to  say,  the  weights  of  equal  bulks  of  water  and 
of  gold  are  to  one  another  as  1  to  19*3. 

31.  Water  is  also  the  standard  of  specific  heat.  By  specific 
heats  are  meant  the  relative  capacities  for  heat  of  the  same 
weights  of  diiferent  substances,  at  the  same  temperature.  Eor 
example,  to  raise  1  kilogramme  of  mercury  from  0°  to  1^  requires 
only  one-thirtieth  of  the  quantity  of  heat  necessary  to  raise  1  kilo- 
gramme of  water  from  0°  to  1°,  Water  having  been  made  the 
standard  of  specific  heat,  i^  capacity  for  heat  is  denoted  by  1, 
and  that  of  mercury  will  accordingly  be  0*033.  At  the  same 
temperature,  and  for  equal  weights,  water  has  a  greater  capacity 
for  heat  than  any  solid  or  liquid  known.  Hence  it  results  that 
the  specific  heats  of  all  solid  and  liquid  substances  are  expressed 
by  fractions. 

Water  conducts  heat  very  slowly;  it  may  be  boiled  many 
minutes  at  the  top  of  the  test-tube,  which  is  held  all  the  while 
by  the  lower  end,  in  the  fingers,  without  inconvenience. 

32.  When  exposed  to  a  certain  degree  of  cold,  water  crystal- 
lines, with  formation  of  ice,  or  snow,  according  to  circumstances ; 
and  upon  being  heated  sufficiently  it  is  transformed  into  an 
invisible  gas,  called  steam.  Both  these  changes,  however,  are 
purely  physical,  and  therefore  do  not  fall  within  the  province  of 
this  manual.  The  chemical  composition  of  the  water  is  the 
same,  whether  it  be  liquid,  solid,  or  gaseous.  The  temperature 
at  which  ice  melts  is  one  of  the  fixed  points  of  the  centigrade 
thermometer,  numbered  0°,  and  the  temperature  at  which  water 
boils,  under  a  pressure  of  76  cm.  of  mercury,  is  the  other  fixed 
point,  numbered  100°.  Water  evaporates  at  all  temperatures, 
and  is  therefore  a  constant  ingredient  of  the  atmosphere.    Even 
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ice  slowly  evaporates,  at  temperatures  far  below  0^,  without  first 
passing  into  the  liquid  condition. 

In  crystallizing,  that  is  to  say,  in  assuming  the  soHd  form, 
water  increases  in  volume.  The  specific  gravity  of  ice  is  only 
0*916,  which  is  equivalent  to  saying  that,  in  the  act  of  freezing, 
916  c.  c.  (cubic  centimetres)  of  water  will  be  changed  into  a  litre 
of  ice.  Prom  this  fact  result  many  famUiar  phenomena,  such  as 
the  floating  of  ice,  the  upheaving  and  disintegrating  action  of 
frost,  and  the  bursting  of  pipes  and  other  hollow  vessels  when 
water  is  frozen  in  them.  The  crystals  of  ice  belong  to  the  so- 
called  hexagonal  system ;  they  are  six-sided  prisms,  with  regular 
faces ;  by  agglomeration  they  produce  stellar  and  fern-like  forms 
of  infinite  variety  and  great  beauty.  Ice  is"  a  slow  conductor  of 
heat,  and  a  non-cdnductor  of  electricity.  It  becomes  electric  by 
friction. 

Steam  is  a  colorless,  transparent  gas,  as  invisible  as  atmo- 
spheric air.  It  is  lighter  than  air,  the  weight  of  any  given 
volume  of  steam,  at  the  ordinary  temperature,  being  to  that  of 
the  same  volume  of  air  as  0*622  to  1,  a  ratio  deduced  by  calcula- 
tion from  the  composition  of  steam.  At  100°,  the  boiling-point 
of  water,  the  ratio  of  the  weights  of  equal  volumes  of  steam  and 
air  is  0*455  to  1,  and  one  volume  of  water  furnishes  about  1700 
volumes  of  steam  of  100°.  When  steam  is  heated  by  itself,  with- 
ont  the  presence  of  any  liquid  water,  it  is  called  superheated 
steam ;  but  when  there  is  water  present,  so  that  no  excess  of 
heat  can  accumulate  in  the  steam,  above  the  quantity  needed  for 
its  formation  under  the  pressure  at  which  it  exists,  the  steam  is 
called  saturated,  meaning  saturated  with  water.  When  steam 
escapes  into  the  air,  there  is  formed  a  multitude  of  little  bubbles 
or  vesicles,  composed  of  a  film  of  water  filled  with  air,  precisely 
similar  to  the  vesicles  seen  in  clouds  and  fogs.  This  steam-cloud 
is  sometimes  improperly  spoken  of  as  steam  or  vapor,  an  error 
against  which  the  student  should  be  upon  his  guard.  Similar 
fogs  of  air-filled  vesicles  are  formed  whenever  the  atmosphere  is 
cooled  to  a  temperature  so  low  that  the  aqueous  vapor  contained 
in  it  can  no  longer  exist  in  the  gaseous  state. 

33.  Let  ns  pass  now  to  the  analysis  of  water.     Of  what  is 
water  composed?     We  can  determine  this  point  by  method; 
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similar  to  those  which  were  adopted  in  the  examination  of  air. 
There  are  several  metals  which,  upon  being  brought  into  contact 
with  water,  will  abstract  from  it  one  of  its  ingredients,  in  the 
same  way  that  we  have  seen  them  abstract  oxygen  from  the  air. 
8ome  metals  can  abstract  this  ingredient  even  at  the  ordinary 
temperature.  Thus  the  metal  called  sodium,  on  being  brought 
into  contact  with  water,  decomposes  it,  and,  uniting  with  one  of  its 
constituents,  sets  free  another  as  a  gas.  This  new  gas  is  called 
Hydrogen. 

Exp,  14 — Make  a  small  cylinder  of  wire  gauze  by  rolling  a  piece  of 
fine  gauze,  about  6  cm.  square,  around  a  thick  piece  of  No.  6  glass 
tubing.  Twist  fine  wire  around  the  cylinder  in  order  to  preserve  its 
form,  then  slip  the  cylinder  off  the  glass,  and  close  one  end  of  it  by 
pressure  with  a  stout  pair  of  pincers.  Within  this  cylinder  of  wire 
gauze  place  a  piece  of  metallic  sodium  as  large  as  a  small  pea,  and 
then  close  the  upper  end  of  the  cylinder  by  pressure  with  the  pincers, 
as  before.  Quickly  place  the  wire  gauze  cylinder  under  the  mouth  of 
a  small  bottle  of  100  or  200  c.  c.  capacity,  which  has  previously  been 
filled  with  water  and  left  inverted  in  the  water-pan. 

As  soon  as  water  comes  in  contact  with  the  sodium,  bubbles  of  gas 
wUl  issue  from  the  wire  gauze  cage,  and,  rising  through  the  water, 
will  collect  at  the  top  of  the  inverted  bottle.  If  no  gas  is  generated 
during  the  first  moment  after  the  vnre  gauze  has  been  placed  in  the 
water,  move  the  bottle  to  and  fro,  in  such  manner  that  the  gauze 
cylinder  may  be  shaken  about,  and  water  forced  through  its  interstices. 
As  soon  as  the  evolution  of  gas  has  ceased,  close  the  mouth  of  the 
bottle  with  a  small  plate  of  glass,  turn  it  mouth  uppermost,  remove  the 
plate,  and  touch  a  lighted  match  to  the  gas.  The  gas  will  take  fire 
with  a  sudden  flash. 

34.  At  a  low  red  heat  water  can  be  decomposed  by  several  of 
the  metals,  such  as  iron,  tin,  zinc,  and  magnesium.  Iron  is  well 
adapted  for  this  experiment. 

.Ely.  15. — Provide  a  piece  of  iron  gas-pipe,  about  35  cm.  long,  and 
1  cm.  or  more  in  internal  diameter ;  fill  it  with  small,  bright  iron- 
turnings,  and  support  it  upon  a  ring  of  the  iron  stand  over  one  or  two 
wire-gauze  gas-lamps.  By  means  of  perforated  corks,  connect  with 
the  iron  tube,  on  the  one  hand,  a  glass  delivery-tube  leading  to  the 
water-pan,  as  shown  in  the  figure,  and,  upon  the  other,  a  delivery-tube 
coming  from  a  thin-bottomed  glass  fiask,  half  full  of  water,  and  sup- 
ported upon  a  ring  of  a  second  iron  stand.    Light  the  lamps  beneath 
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tiie  iron  tube,  and  wait  until  its  contents  have  become  red-hot ;  then 
heat  the  water  in  the  flask  until  it  boils  slowly.    As  the  aqueous 
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vapor  passes  over  the  hot  iron-turnings  it  will  be  decomposed;  one  of 
its  constituents  will  unite  With  the  iron^  and  hydrogen  will  pass  off 
through  the  delivery-tube  and  may  be  collected  in  bottles  at  the 
water-pan,  so  soon  as  the  air  originally  contained  in  the  tubes  and 
flask  has  all  been  expelled. 

If,  at  the  close  of  this  experiment,  and  after  the  tube  has  become 
cold,  the  iron  be  removed  from  the  tube,  it  will  be  found  to  be  co- 
vered with  a  black  coating  similar  to  that  which  forms  on  iron  heated 
in  the  air. 

35.  By  these  expenments  it  has  been  proved  that  one  of  the 
components  of  water  is  a  gas  called  hydrogen.  But  with  the 
exception  of  the  coating  upon  the  iron  of  Exp.  15,  we  have  as 
yet  nothing  to  indicate  what  other  ingredients  the  water  may 
contain.  Such  evidence  can,  however,  be  readily  obtained  by 
resorting  to  another  method  of  analysis.  K  a  galvanic  current  is 
caused  to  flow  through  water,  the  force  by  which  the  constituents 
of  the  water  are  held  together  will  be  overcome,  and  the  water 
will  be  resolved  into  the  elements  of  which  it  is  composed.  On 
immersing  the  platinum  poles  of  a  galvanic  battery  in  water,  to 
which  a  little  sulphuric  acid  has  been  added  for  the  purpose  of 
increasing  its  conducting-power,  minute  bubbles  of  gas  will  im- 
mediately be  given  off  from  these  poles,  and  will  be  seen  rising 
through  the  liquid.  "We  have  here  abundant  proof  of  the  power- 
ful action  exerted  by  the  battery  upon  the  water.  But  the  ex- 
periment will  be  much  more  satisfactory  if  it  be  made  in  a 
vessel  so  arranged  that  the  evolved  gases  may  be  collected  for 
examination: 
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For  this  purpose  the  apparatus  shown  in  Fig.  9  can  be  fig.  9. 
conveniently  employed.  The  test-glass,  nearly  full  of 
water  which  has  been  mixed  with  from  ^  to  ^  of  sul- 
phuric acid,  carries  two  platinum  wires  cemented  with 
shellac  into  the  glass.  These  wires  terminate  above  in 
thin  plates  of  platinum ;  over  each  of  these  plates  there 
is  inverted  a  long,  narrow  test-tube  full  of  water,  acidu- 
lated in  the  same  way  as  that  in  the  test-glass.  Upon 
connecting  the  wires  with  a  galvanic  battery,- two 
Bunsen's  cells  of  medium  size  will  be  sufficient, — ^the 
water  will  be  decomposed,  and  the  resulting  gases,  as 
they  are  given  off  at  the  platinum  plates,  will  rise,  trans- 
parent and  colorless,  into  the  test-tubes.  On  comparing 
the  bulks  of  the  two  gases,  it  will  be  foimd  that  twice  as 
much  gas  has  collected  in  the  one  tube  as  in  the  other. 
If  the  test-tube  containing  the  larger  volume  of  gas  be 
now  closed  with  the  thumb,  turned  mouth  uppermost, 
and  the  gas  within  touched  with  a  lighted  match,  it  will  take  lire 
and  bum  with  the  characteristic  flame  of  hydrogen.  It  is,  in  fact, 
hydrogen. 

If  the  smaller  volume  of  gas  in  the  other  tube  be  examined  in  the 
same  way,  it  will  not  inflame,  although  it  gives  intense  brilliancy  to 
the  combustion  of  the  match.  If  a  splinter  of  wood,  retaining  but  a 
single  ignited  spark,  be  immersed  in  the  gas,  it  instantly  exhibits  a 
vivid  incandescence,  and  in  a  moment  bursts  into  flame.  This  gas  is 
oxygen.  It  is  thus  proved  that  out  of  water  may  be  unloosed  two 
volumes  of  hydrogen  and  one  volume  of  oxygen. 

If  now  the  platinum  plates  be  pressed  so  near  together  that  a  single 
large  test-tube,  full  of  acidulated  water,  can  be  placed  over  both,  the 
gas  obtained  by  passing  the  galvanic  current  will  exhibit  properties 
differing  from  those  of  either  hydrogen  or  oxygen.  It  is  in  fact  a 
mechanical  mixture  of  these  gases  in  the  proportions  in  which  they 
would  imite  chemically  to  form  water.  The  mixture  is  precisely 
similar  to  that  which  would  have  been  obtained  if  the  two  volumes  of 
hydrogen  and  one  volume  of  oxygen,  previously  collected  in  two  sepa- 
rate tubes,  had  been  mixed  in  one.  On  touching  a  lighted  match  to 
the  mixed  gas  it  instantly  explodes  vdth  great  violence,  the  hydrogen 
burning  suddenly,  so  that  for  a  moment  a  flash  of  flame  fills  the  whole 
interior  of  the  tube.  Incited  by  the  burning  match,  the  hydrogen  and 
oxygen  have  combined  chemically  to  form  water,  a  portion  of  which 
is  deposited  as  dew  upon  the  inner  walls  of  the  tube. 

At  the  temperature  of  the  air,  and  under  ordinary  ciroom- ' 
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stances,  oxygen  and  hydrogen  do  not  combine  chemically.  Upon 
being  brouglit  together  they  simply  mix  with  one  another  mecha- 
nically in  conformity  with  the  physical  laws  which  gorern  the 
difiusion  of  gases.  But  under  the  inflaence  of  heat,  of  electricity, 
and  of  ccrtnin  other  agents,  the  two  gases  will  unite  chemically, 
and  will  thus  again  be  converted  into  the  water  from  which  they 
were  derived. 

36.  It  remains  to  be  investigated  whether  hydrogen  and  oxy- 
gen, during  their  conversion  into  water,  undergo  any  change  of 
volume,  or  merely  combine  to  produce  a  measure  of  gaseous 
water  exactly  equal  to  the  sum  of  the  measures  of  the  consti- 
tuents. To  determine  this  point  it  is  necessary  to  compare  the 
joint  volumes  of  the  constituents  of  the  water  with  the  volume  of 
the  product  formed,  at  a  temperature  high  enough  to  maintain 
the  latter  in  the  purely  gaseous  condition  known  as  dry  steam. 

Through  the  closed  end  of  a  U-tube  (Fig.  10)  two  platinum  wires  an 
passed,  and  welded  tightly  to  the  glaas  walls  of  the  tube.  The  outer 
ends  of  these  wires  are  formed  into  loops  for  the  attachment  of  appro- 
Fig.  11. 


priate  battery  wires ;  their  inner  ends  are  separated  by  a  distance  of 
two  millimetres.  The  general  arrangement  of  the  apparatua  to  be 
employed  is  shown  in  Fig.  11.  The  U-tube  is  first  completely  filled 
wiUi  mercury,  and  then  the  screw-compressor  (Appendix,  J  16)  at  a 
is  opened  so  as  to  aSbid  a  gradual  exit  to  the  metal  In  the  open  limb. 
By  means  of  a  delivery-tube  reaching  down  the  open  limb  to  the  bend 
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of  the  tube,  we  introduce  from  a  gas-holder  (isee  Appendix,  $  11)  a 
quantity  oi  a  mixture  of  oxygen  and  hydrogen,  made  in  the  propor- 
tions in  which  they  form  water, — namely,  two-thirds  hydrogen,  and 
one-third  oxygen, — in  such  a  manner  that  the  gas  shall  bubble  up 
through  the  mercuiy  into  the  sealed  limb,  from  which,  of  course,  the 
mercury  escapes  as  the  gas  enters.  A  column  of  gas  25  or  30  cm. 
high  is  thus  admitted. 

It  must  be  borne  in  mind  that  this  mixture  of  hydrogen  and  oxygen 
is  very  explosive ;  fire  should  be  carefully  kept  away  from  the  vicinity 
of  the  gas-holder  which  contains  it,  and  any  remnant  of  the  mixture 
which  is  not  used  should  be  thrown  away  at  the  end  of  the  experiment. 

The  gas-filled  limb  of  the  U-tube  is  next  siurrounded  by  a  high  glass 
cylinder,  b  c,  the  ends  of  which  are  fitted  with  corks ;  through  the 
lower  cork  pass  the  U-tube,  and  a  small  glass  tube,  which  is  connected 
with  a  condensing  worm,  d,  kept  cool  with  water ;  through  the  upper 
cork  pass  the  wires  which  are  to  carry  the  electric  current  to  the  pla- 
tinum points  at  the  top  of  the  U-tube,  and  a  bent  glass  tube  coming 
from  the  flask,  e.  The  top  of  the  cylinder  b  c  rises  about  6  cm.  above 
the  sealed  extremity  of  the  U-tube.  In  the  flask  e,  fusel  oil,  a  liquid 
which  boils  at  132^,  a  point  much  higher  than  the  temperature  at 
which  water  becomes  a  gas,  is  kept  in  constant  ebuUition.  The  vapor 
rising  from  the  flask  penetrates  the  annular  space  between  the  U-tube 
and  the  enclosing  cylinder,  and  quickly  raises  the  tube  to  its  own  tem- 
perature. These  strong-smelling  vapors  are  not  allowed  to  escape  into 
the  atmosphere,  but  are  carried  out  from  the  bottom  of  the  cylinder 
b  c,  into  the  condenser  d. 

When  thus  heated,  the  column  of  mixed  oxygen  and  hydrogen  in 
the  tube  expands,  and  its  height  is  marked  by  a  caoutchouc  ring,  pre- 
viously slipped  over  the  cylinder  b  c.  Care  must  be  taken,  before  doing 
this,  to  bring  the  mercury  to  the  same  level  in  both  limbs  of  the  U- 
tube,  by  adding  or  withdrawing  mercury  as  may  be  required.  A  few 
centimetres  of  mercury  are  next  poured  into  the  open  limb,  which  is 
then  closed  with  a  good  cork.  Between  this  cork  and  the  mercury 
intervenes  a  column  of  air,  8  or  10  cm.  in  length,  which  will  act  as  a 
spring,  and  break  the  shock  caused  by  the  explosion  of  the  mixed 
gases.  This  mixture  is  now  to  be  inflamed  by  causing  an  electric 
spark  to  pass  between  the  platinum  points  within  the  tube.  This 
spark  may  be  obtained  from  a  Ruhmkorfi^  coil,  or  from  an  electrical 
machine.  The  gases  instantly  rush  into  combination,  with  an  intense 
energy  which  produces  the  phenomena  called  explosive,  and  at  the 
high  temperature  which  exists  within  the  tube  (132°)  the  water 
formed  retains  the  gaseous  condition.    On  removing  the  cork,  and 
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allowiDg-  the  mercmy  to  fiow  throug-h  the  wraw-cempieaaoT  nntil  it 
is  level  in  both  limhs  of  the  U-tube,  it  becomes  obTioiw  that  the  ori- 
ginal Toluma  of  the  gueona  mixture  is  diminished  by  one-third ;  the 
lesiduary  two-thirds  are  drj  steam.  If  the  U-tube  is  allowed  to  cool, 
tbia  steam  will  condense  into  liquid  water. 

Figs.  12  uid  13  represent  another  form  of  spparatua  for  performing 
this  important  experin.eat.  In  Fig.  12  the  U-tid>e  of  Fig.  11  is  replaced 
Fig.  12. 

Fig.  14. 
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bj  an  iron  V,  such  as  b  used  in  connecting  parallel  steam-pipes,  into 
which  two  straight  glass  tubes  nre  fitted  bj  means  of  caontchouo 
stoppers.  One  of  these  tubes  is  closed  at  one  end,  carries  two  platinum 
wires,  and  may  be  graduated  with  advantage ;  the  other  is  a  plain 
tube  open  at  both  ends.  The  iron  U  is  fastened  to  a  solid  iron  foot, 
and  into  its  side  a  small  iron  tube  is  inserted,  to  which  is  Attached  a 
caoutchouc  connector  with  a  screw  compressor,  aa  in  the  other  app»- 
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ratnfl.  The  jacket-tube  (Fig.  13)  is  a  large  tube^  open  at  the  bottom 
and  closed  at  the  top  with  a  caoutchouc  stopper  carrying  the  delivery- 
tube  for  the  hot  vapor ;  near  the  bottom  an  exit- tube  for  the  vapor  is 
welded  into  the  glass.  This  jacket-tube,  when  in  position,  slips 
tightly  over  the  same  caoutchouc  stopper  through  which  passes  the 
graduated  tube.  The  advantages  of  this  apparatus  are  that  its  parts 
are  not  rigid,  that  it  may  be  taken  apart  for  cleaning,  and  that  it  may 
be  made  with  greater  ease  and  fewer  resources  than  the  other  appa- 
ratus. It  iS|  moreover,  capable  of  very  general  application  in  the 
analysis  of  gases.  Fig.  14  shows  the  ease  with  which  the  closed  limb 
of  the  U-tube  in  this  apparatus  may  be  charged.  The  closed  limb  and 
the  iron  U  being  full  of  mercury,  and  the  apparatus  placed  in  an  iron 
pan  suited  to  catch  the  overflow  of  mercury,  the  long  open  tube  is 
taken  away,  and  the  bent  gas-delivery  tube  is  inserted  beneath  the 
closed  limb  through  the  iron  U.  The  iron  U  acts  simply  like  the 
water-pan  or  pneumatic  trough.  When  the  required  amount  of  gas 
has  been  introduced,  the  open  glass  tube  is  replaced,  and  the  level  of 
mercury  in  the  two  tubes  is  adjusted  at  wilL  For  the  experiment 
now  under  consideration,  it  is  well  to  employ  the  actual  mixture  ot 
gases  obtained  by  the  electrolysis  of  water ;  and  Fig.  14  represents  a 
simple  bottle  provided  with  two  platinum  plates  and  a  single  delivery- 
tube  for  this  purpose.  The  gas  evolved  is  dried  by  passing  over  an 
absorbent  called  chloride  of  calcium  in  a  ^'diying- 
tube''  (Appendix,  §  15).  The  only  noticeable  feature 
in  this  apparatus  for  electrolysis  is  ihe  manner  in  which 
the  wires  from  the  battery  are  connected  with  the  pla- 
tinum plates.  This  is  more  clearly  shown  in  Fig.  16. 
There  passes  through  the  caoutchouc  stopper  a  short 
piece  of  glass  tubing,  open  at  the  top  and  drawn  to  a 
point  at  the  lower  end,  so  as  to  enclose  and  hold  tightly 
a  piece,  of  platinum  wire,  as  large  as  a  common  knit- 
ting-needle, previously  placed  within  it.  With  the  wire 
thus  welded  to  the  glass  is  connected  a  thin  plate  of 
platinum,  which  hangs  in  the  liquid  to  be  decom- 
posed; this  plate  may  be  folded  or  roUed  up.  A  little 
mercury  is  poured  into  the  glass  tubes,  and  the  battery-wires  are 
simply  placed  in  the  mercury  when  the  operator  desires  to  start  the 
decomposition. 

This  experiment  demonstrates  that  two  volumes  of  hydrogen 
and  one  volume  of  oxygen  are  compacted,  when  chemically 
united,  into  two  volumes  of  steam. 

37.  We  have  thus  established  the  composition  of  water  by 
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anah/8i8f  having,  througli  the  agency  of  the  electric  current,  re- 
solved water  into  two  gaseous  constitaents,  hydrogen  and  oxygen, 
and  we  have  also  demonstrated,  by  the  converse  or  synthetical 
method,  that  hydrogen  and  oxygen  are  its  only  constituents, 
since  we  have  reproduced  water  by  effecting  the  chemical  union 
of  these  two  elementary  materials  mixed  in  due  proportion. 

If  equal  volumes  of  hydrogen  and  oxygen  be  represented 
by  equal  squares,  having  the  initials  of  the  elements  inscribed 
therein,  the  composition  of  water  by  volume,  and  the  condensa- 
tion which  occurs  when  the  chemical  union  of  the  elements  takes 
place,  may  be  thus  expressed  to  the  eye : 

Each  smallest  possible  or 
greatest  conceivable  volume  of 
steam  will  invariably  yield,  on 
decomposition,  its  own  volume 
of  hydrogen,  and  half  its  vo- 
lume of  oxygen. 

38.  It  has  been  agreed  to  call  by  the  name  "  atom"  the  smallest 
quantity  of  an  element  which  can  be  conceived  to  exist  in  com- 
bination; this  technical  term  is  applied  only  to  the  chemical 
elements,  and  to  certain  chemical  knots,  or  groups,  of  elements, 
which,  under  conditions  hereafter  to  be  studied,  play  the  part  of 
an  element. 

It  has  further  been  agreed  among  chemists  to  call  by  the 
name  **moJ4cule"  the  least  quantity  of  a  compound,  or  of  an 
element,  which  can  exist  by  itself  uncombined,  or  take  part  in 
any  chemical  process;  a  molecule  always  contains  more  than 
one  atom,  but  these  atoms  may  be  either  of  one,  two,  or  of 
several  kinds. 

39.  Physical  experiments  upon  the  expansion  and  contraction 
of  numerous  gases,  simple  and  compound,  have  proved  that  all 
gases  comport  themselves  in  sensibly  the  same  manner  under 
like  variations  of  temperature  and  pressure ;  whence  it  has  been 
inferred  that  the  intimate  mechanical  structure  of  all  gases,  com- 
pound as  well  as  simple,  is  the  same.  This  theoretical  concep- 
tion is  expressed  in  the  following  propositions,  of  which  the 
second  is  the  more  general  and  includes  the  first: — 
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The  elementary  gases  contain^  under  like  conditions  of  tem- 
perature and  pressure,  equal  numbers  of  atoms  in  equal  vo- 
lumes. 

Equal  volumes  of  oS  gases,  whether  simple  or  compound,  con- 
tain under  like  conditions,  the  same  number  of  molecule. 

The  idea  of  an  atom  is  complete  and  independent  in  itself ;  the 
idea  of  a  molecule  is  partly  a  consequent  of  the  idea  of  an  atom, 
and  partly  of  the  physical  facts  which  the  definition  helps  to 
formulate. 

These  definitions  and  h3rpothe8es  have  found  acceptance,  partly 
on  the  strength  of  experimentalt  evidence,  partly  because  of  their 
adaptation  to  the  mathematical  mode  of  investigating  physical 
problems  which  border  on  the  domain  of  chemistry,  but  chiefly 
on  account  of  the  clearness  and  formal  consistency  which  they 
have  imparted  to  chemical  language  and  modes  of  thought. 
Chemical  symbolization  and  nomenclature  are  mainly  based  on 
the  above  definitions  and  hypotheses,  which  therefore  justly  de- 
mand the  student's  closest  attention.  Let  ns  apply  them  to  the 
chemical  compound,  water. 

40.  The  moUctde  of  water,  or  least  quantity  of  water  which  is 
conceived  to  exist  by  itself,  must  yield,  like  any  other  quantity 
when  resolved  into  its  elements,  twice  as  large  a  volume  of  hydro- 
gen as  of  oxygen.  In  accordance  with  the  physical  hypothesis 
above  explained,  the  molecule  must  consequently  contain  twice 
as  many  atoms  of  hydrogen  as  of  oxygen.  The  bulk  and  weight 
of  the  molecule  and  atom  ar^  not  absolute  quantities,  on  account 
of  their  assumed  infinitesimal  character.*  ^one  but  relative  facts 
can  be  known  touching  these  hypothetical  quantities,  which  are 
both  less  than  any  assignable  quantity,  although  one  must  be 
smaller  than  the  other.  We  shall  express  in  the  simplest  terms 
all  our  actual  knowledge  of  the  matter,  and  shall  at  the  same  time 
conform  to  our  definitions,  in  saying  that  a  molecule  of  water 
contains  two  atoms  of  hydrogen  and  one  atom  of  oxygen.  The 
symbol  H^O  which  we  have  already  used  to  indicate  the  volume- 
tric composition  of  water  (§  37)  will  now  receive  an  added  mean- 
ing ;  the  H  will  represent  for  us  an  atom  of  hydrogen,  and  the  0 
an  atom  of  oxygen. 
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When  the  proportionB  in  which  two  bodies  combine  bj  volnmo, 
and  their  specific  gravities,  or  equal- volume  weights,  are  known, 
it  is  a  matter  of  easy  calculation  to  determine  the  proportions  ^n 
which  they  combine  by  weight.  The  specific  gravity  of  oxygen, 
or  its  density  compared  with  that  of  air,  has  already  been  given, 
namely,  1*1056.  The  specific  gravity  of  hydrogen  Kkewise  referred 
to  air  as  the  term  of  comparison,  has  been  found  by  the  most  exact 
experiments  yet  made  to  be  0*06926.  Oxygen  is  therefore  16 
times  heavier  than  hydrogen.  If  hydrogen  be  made  the  standard 
of  specific  gravity  for  gases,  its  specific  gravity  will  be  denoted 
b^  1,  and  that  of  oxygen  will  be  16.  Now  any  measure  of  dry 
steam  is,  as  we  have  seen,  resolvable  into  its  own  measure  of 
hydrogen  and  half  that  measure  of  oxygen ;  the  weights  of  equal 
measures  of  hydrogen  and  oxygen  are  as  1  to  16 ;  but  there  is 
twice  as  much  hydrogen  as  oxygen  in  bulk,  therefore  the  weight 
of  the  hydrogen  generated  from  any  quantity  of  water,  small  or 
great,  is  to  the  weight  of  the  oxygen  simultaneously  produced,  as 
2  to  16.  In  18  parts  by  weight  of  steam,  water,  or  ice,  there  are 
then  2  parts  by  weight  of  hydrogen  and  16  of  oxygen :  and  it 
matters  not  what  the  absolute  weight  of  these  parts  may  be ;  the 
proposition  is  as  true  of  kilogrammes  as  of  grammes,  of  the  milli- 
gramme as  of  the  millionth  of  the  milligramme  of  water,  in  either 
of  its  physical  states. 

Applying  these  facts  of  observation  to  our  abstract  definitions 
of  molecule  and  atom,  it  wUl  appear  that  the  molecule  of  water, 
the  least  proportional  weight  in  which  it  is  conceived  to  exist 
uncombined,  must  be  composed,  like  any  other  mass  of  water,  of 
2  parts  by  weight  of  hydrogen,  and  16  parts  by  weight  of  oxygen; 
but  in  conformity  with  our  definitions  and  hjrpotheses  we  conceive 
of  the  molecule  as  consisting  of  two  atoms  of  hydrogen  and  one 
of  oxygen ;  one  proportional  part  by  weight  of  hydrogen  is  then, 
in  chemical  language,  synonymous  with  one  atom  of  hydrogen,  and 
16  of  the  same  parts  by  weight  is  the  relative  quantity  of  the 
atom  of  oxygen.  As  for  volume,  so  for  weight,  absolute  quantities 
are  entirely  unattainable  ;  the  numbers  express  proportions  only. 
The  numbers  1  and  16  are  called  the  atomic  weights  of  hydrogen 
and  oi^gen  respectively ;  they  express  the  proportions  by  weight 
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in  which  these  two  elements  enter  into  combination.  If  these 
numbers  be  borne  in  mind,  the  symbol  of  water,  H^O,  will  always 
remind  us  that  water  consists  of  1  part  by  weight  of  hydrogen 
and  8  parts  of  oxygen. 

That  any  given  weight  of  water,  as  for  example  one  gramme, 
is  one-ninth  hydrogen  and  eight-ninths  oxygen,  is  a  fact  capable 
of  experimental  demonstration.  It  is  not  difficult  to  decompose 
a  convenient  weight  of  water,  and  to  actually  weigh  separately 
the  hydrogen  and  the  oxygen  which  are  produced ;  the  weights 
of  the  two  gases  will  invariably  be  to  each  other  as  1  to  8  or  as 
2  to  16.  The  great  value  of  the  symbols  used  in  chemistry  may 
be  well  illustrated  by  the  amount  of  information  condensed  into 
the  concise  expression  H,0  :  we  learn  from  it  the  number  and 
names  of  the  elements  entering  into  the  composition  of  water,  and 
the  ratios  in  which  the  elements  are  united  by  volume  and  by 
weight. 

41.  This  discussion  of  the  constitution  of  water  rests  upon  two 
solid  facts  of  observation,  namely  the  composition  of  water  by 
volume  and  its  composition  by  weight ;  all  else  is  plausible  hypo- 
thesis and  convenient  theory.  The  strong  chemical  compound, 
water,  admirably  illustrates  the  essential  changes  which  the  ele- 
ments undergo,  when  they  are  joined  together  by  that  peculiar 
force  whose  play  it  is  the  object  of  chemistry  to  study.  Nothing 
can  be  more  striking  than  the  contrast  between  the  properties  of 
hydrogen  and  oxygen  gases,  or  of  a  mechanical  mixture  of  these 
elements,  and  those  of  the  liquid  water  which  is  produced  by  their 
chemical  union ;  even  in  dry  steam,  a  prominent  property  of 
hydrogen  (inflammability)  and  a  marked  characteristic  of  oxygen 
(power  of  supporting  combustion)  entirely  disappear.  In  mecha- 
nical mixtures  the  constituents  may  be  mingled  in  any  propor- 
tions ;  in  chemical  compounds  the  elements  are  forcibly  united 
in  definite  volumetric  and  ponderal  proportions,  and  the  indivi- 
duality of  the  elements  is  lost  in  the  formation  of  a  new  sub- 
stance with  new  properties.  The  Chemical  Force  is  a  peculiar 
power,  distinct  from,  though  akin  to,  the  forces  of  Light,  Heat, 
and  Electricity ;  it  is  the  province  of  chemistry  to  investigate  the 
conditions,  modes,  and  effects  of  its  action. 
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42.  Having  thus  Bucceeded  in  determining  the  constiiaents  of 
air  and  water,  we  are  natnraUy  led  to  inquire  whether  it  be  not 
possible  to  resolve  oxygen,  nitrogen,  and  hydrogen  themselves 
into  simpler  forms  of  matter.  To  this  question  but  one  answer 
can  be  made — the  result  of  the  accumulated  experience  of  many 
philosophers  of  this  and  former  generations — namely,  that  oxygen, 
nitrogen,  and  hydrogen  are  incapable  of  decomposition  by  any 
means  as  yet  at  our  disposal.  They  resist  the  most  powerful  influ- 
ences of  electricity  and  heat,  and  they  issue  unchanged  from  every 
variety  and  form  of  chemical  reaction  hitherto  devised  in  the 
hope  of  resolving  them  into  simpler  forms  of  matter.  We  are, 
therefore,  justified  in  regarding  these  gases  as  simple  bodies,  or 
elements,  in  contradistinction  to  decomposable  bodies,  such  as  air 
and  water. 

43.  The  water  which  occurs  in  nature  is  never  absolutely  pure« 
In  the  form  of  ice,  and  as  it  falls  from  the  clouds  as  rain  or  snow, 
it  is,  indeed,  tolerably  free  from  foreign  substances ;  but  after 
having  once  soaked  into  the  ground,  it  becomes  charged  with  a 
variety  of  mineral  and  other  substances,  which,  being  soluble  in 
water,  are  dissolved  by  it  as  it  trickles  through  the  earth. 

Where  the  proportion  of  soluble  matter  contained  in  the  water 
is  unusually  large,  a  ad  particularly  if  it  possesses  marked  medi- 
cinal properties,  the  water  is  called  mineral  water,  and  the  springs 
from  which  it  issues  are  known  as  mineral  springs.  Sea- water 
may  be  regarded  as  a  variety  of  mineral  water. 

44.  For  the  conduct  of  chemical  investigations  it  is  often  neces- 
sary to  purify  natural  water.  This  is  done  by  a  process  called 
distillation.  As  a  general  rule  distilled  water  is  employed  in  all 
delicate  chemical  operations. 

JExp,  16. — ^Into  a  retort  of  500  c.  c.  capacity,  put  200  or  300  c.  c  of 
well-water.  Thrust  the  neck  of  the  retort  into  a  half-litre  receiver 
placed  in  a  pan  of  cold  water.  Cover  the  receiver  with  a  cloth,  or  with 
coarse  paper,  and  upon  this  pour  cold  water  from  time  to  time,  or  pile 
upon  it  fragments  of  ice.  Place  the  retort  upon  wire  gauze,  on  a  ring 
of  the  iron  lamp-stand,  and  adjust  the  distance  of  the  retort  from  the 
lamp  as  described  in  Exp.  5^  Fig.  8.  Light  the  lamp  beneath  the  re- 
tort, and  bring  the  water  to  boiling.  As  fast  as  the  water  in  the  re* 
tort  is  converted  into  steam,  this  vapor  wiU  pass  over  into  the  coau 
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leceiveTi  and  will  there  be  condexued  again  to  the  liquid  condition. 
Continue  to  boil  until  about  three-quarters  of  the  water  in  the  retort 
has  evaporated. 

The  earthy  and  saline  ingredients  of  well-water  are  for  the  most 
part  not  volatile;  very  few  of  them  are 
capable  of  accompanying  the  water  as  it 
goes  off  in  vapor ;  hence  the  greater  part  of 
the  original  impurity  of  the  water  will  re- 
main behind  in  the  retort 

Besides  the  non-volatile  impurities,  there 
are  often  contained  in  well-water  certain 
volatile  substances,  such  as  ammoniacal  salts 
and  organic  matter,  which  pass  over  into 
the  receiver  with  the  aqueous  vapor;  but 
since  it  has  been  found  that  most  of  these 
volatile  matters  go  over  with  the  first  por- 
tions of  the  steam,  it  is  only  necessary  to  throw  away  that  portion  of 
the  distillate  which  is  first  condensed,  in  order  to  obtain  thereafter 
water  of  a  high  degree  of  purity. 

This  experiment  must  not  only  be  so  regulated  that  the  retort  shall 
not  boil  over,  but  care  must  be  taken  that  Taper  alone  shall  pass  off. 
The  ebullition  should  be  so  moderate  that  none  of  the  particles  of 
water  which  are  thrown  up  mechanically  from  the  surface  of  the  liquid 
can  be  projected  into  the  neck  of  the  retort,  or  earned  thither  by  the 
current  of  steam* 

45.  In  the  operation  of  distillation  the  substance  to  be  distilled 
must  in  the  first  place  be  converted  into  the  condition  of  vapor, 
this  vapor  must  next  be  transferred  to  another  vessel,  and  there, 
by  refrigeration,  be  again  condensed  to  the  liquid  state.  As  will 
appear  from  the  foregoing  experiment,  the  vaporization  is  effected 
in  the  retort  or  stiU^  and  the  refrigeration  in  the  eonderaer.  In 
the  experiment  above  given  the  receiver  acts  at  once  as  receiver 
and  condenser ;  but  a  far  more  efficient  apparatus  can  be  con- 
structed by  interposing  a  long  tube  between  the  retort  and  the 
receiver.  This  tube  may  be  wrapped  with  cloths  upon  which 
bits  of  ice  are  laid,  or  water  is  poured ;  or  better,  the  tube  may 
be  enclosed  in  a  larger  tube,  or  a  metallic  pipe,  through  which  a 
current  of  cold  water  is  made  to  circulate.  The  water,  which 
may  be  iced  if  need  be,  is  poured  in  through  the  funnel  at  the 
Qower  end  of  the  tube,  and  passes  out  at  the  top  (Pig.  17).    This 


DisnLLATioir,  35 

exceedingly  conTenient  and  Taluable  form  of  condenser  was  ixr* 
vented  by  Weigel ;  it  is,  however,  commonly  called  Liebig's. 

Exp,  17. — Place  a  few  drops  of  the  distilled  water  obtained  in  the 
preceding  experiment  upon  a  piece  of  platinum  foil  (Appendix,  §  18). 
Hold  the  foil  with  iron  pincers  above  the  gas-flame  in  such  a  manner 
that  the  liquid  may  slowly 
evaporate  without  boiling  or  ^* 

spirting.  After  the  water  has 
disappeared,  no  residue  wiU 
be  found  upon  the  foil.  Take 
out  of  the  retort  the  same 
number  of  drops  of  water,  and 
evaporate  them  upon  the  foil 
as  before.  A  very  decided 
residue  of  earthy  matter  will 
be  left  upon  the  foil 

46.  In  this  country,  where  ice  can  be  had  in  abundance  at  all 
times,  it  may  often  be  employed  as  a  convenient  substitute  for 
distilled  water.  In  freezing,  that  is,  in  crystallizing,  water  re- 
jects a  great  part  of  the  foreign  substances  which  were  dissolved 
in  it.  Hence,  by  collecting  ice  and  remelting  it,  there  can  be 
obtained  water  which  is  nearly  pure. 

Bain-water,  also,  especially  that  which  has  been  collected  in 
the  open  country,  is  often  pure  enough  to  be  used  for  chemical 
purposes. 

47.  But  even  after  all  the  mineral  and  all  the  organic  matters 
have  been  removed,  the  water  is  not  yet  absolutely  pure.  It  still 
contains  oxygen  and  nitrogen  in  solution.  Both  of  these  gases 
are  soluble  in  water  to  a  certain  extent;  and  since  the  water 
upon  the  surface  of  the  earth  is  all  the  while  in  contact  with  air, 
it  must  necessarily  become  charged  with  the  constituents  of  the 
air.  A  method  of  collecting  these  gases  for  examination  will  be 
described  in  a  subsequent  chapter ;  we  are  here  more  particularly 
concerned  with  their  removal.  This  may  be  effected  by  long- 
continued  boiUng. 

Exp,  18. — ^In  a  common  long-necked  medicine-phial  of  thin  '<  blown" 
glass,  and  of  the  capacity  of  about  half  a  litre,  place  800  or  400  c.  c.  of 
recently  distilled  water.    Draw  out  and  bend  the  neck  of  the  phial,  as 
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sliown  in  FSg.  18,  and  tie  upon  its  point  a  short  piece  of  caoutchouc 
tuhing.    Boil  the  water  steadily  during  half 
an  hour.    Finally,  nip  the  open  end  of  the 
caoutchouc  tuhe,  at  the  same  moment  remove 
the  lamp  from  heneath  the  flask ,  and  instantly 
seal  the  neck  of  the  phial  by  directing  the 
flame  of  a  blowpipe  against  the  narrow  spot. 
This  water  can  now  be  preserved  for  an  in- 
definite length  of  time,  without  undergoing 
change.     Upon  inverting  the  phial,  the  water, 
which  has  been  thus  thoroughly  freed  from 
air,  will  fall  about  as  if  it  were  a  solid  body,  ^ 
and  will  strike  against  the  glass  with  a  sudden    ^ 
shock.    The  apparatus  is  in  fiwt  nothing  else 
than  the  so-called  water-hammer  of  the  physicistB. 

It  follows,  then,  that  whenever  absolutely  pore  water  is  needed 
for  chemical  investigationB,  natural  water  must  flrst  be  distilled, 
with  the  precautions  above  indicated,  and  this  distilled  water 
must  subsequently  be  thoroughly  boiled,  in  order  to  expel  the 
gases  which  it  holds  in  solution.  Water  so  purified,  though 
necessary  for  chemical  purposes,  is  unfit  to  support  the  life  of 
fishes  or  other  animals  which  breathe  in  water,  and  is  not  suitable 
for  drinking.  It  is  not  only  insipid  and  unpalatable,  but  is  not 
refreshing  like  ordinary  water.  Even  if  only  a  part  of  the  dis- 
solved gases  have  been  removed,  as  is  the  case  with  water  which 
has  been  recently  distilled,  the  taste  of  the  water  is  still  flat,  and 
repugnant  Hence,  on  board  vessels  where  fresh  water  is  pre* 
pared  by  distilling  sea-water,  the  distillate  should  be  left  for 
some  time  in  contact  with  air,  in  order  that  by  absorbing  the 
constituents  of  the  air  it  may  become  fit  for  drinking. 

48.  As  might  be  inferred  from  the  foregoing,  water  has  the 
property  of  dissolving  many  substances,  solid,  liquid,  and  gaseous. 
Sugar,  for  example,  dissolves  readily  in  water ;  but  sand  is  in- 
soluble therein. 

A  substance  is  6aid  to  be  soluble  when  it  is  capable  of  being 
divided  in,  and  dispersed  through  water  so  intimately  and  com- 
pletely that  its  particles  become  invisible,  and  can  no  longer  be 
separated  by  filtration;  the  result  of  this  coalescence,  or  the 
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solution  as  it  is  termed,  is  a  transparent  liquid,  as  a  general  role 
scarcely  less  mobile  than  the  water  itself. 

Of  the  Tarious  substances  soluble  in  water,  some  dissolve  in 
far  larger  proportion  than  others.  With  some  liquids  (as  alcohol, 
for  example)  water  can  be  mixed  in  any  proportion ;  but  of  ether 
it  dissolves  but  little,  and  of  oil  none.  The  proportion  of  any 
substance  that  can  be  dissolved  in  a  given  quantity  of  water  is 
usually  limited,  and  under  fixed  conditions  is  definite  and  peculiar 
for  each  substance.  When  a  given  quantity  of  water  has  dis-- 
solved  as  much  of  a  substance  as  it  is  capable  of  dissolving  at  the 
temperature  and  pressure  to  which  it  happens  to  be  exposed,  the 
solution  is  said  to  be  saturated.  Generally  speaking,  solid  sub- 
stances dissolve  in  far  larger  quantity  in  hot  than  in  cold  water, 
though  with  gases  and  some  exceptional  solids  the  contrary 
obtains.  Erom  the  saturated  hot  solution  of  any  saline  sub- 
stance, crystals  are  usually  deposited  during  the  process  of  cool- 
ing. But  so  long  as  a  solution  is  neither  exposed  to  variations 
of  temperature,  nor  changed  by  the  addition  of  another  substance 
or  by  the  abstraction  of  either  of  its  parts,  it  will  usually  deposit 
nothing,  and  will  remain  unaltered  during  an  indefinite  period 
of  time. 

During  the  act  of  solution,  the  first  portions  of  the  solid  dissolve 
with  comparative  rapidity,  the  subsequent  portions  dissolving 
more  and  more  slowly,  until  complete  saturation  is  attained.  In 
preparing  a  solution  of  any  solid,  at  the  ordinary  temperature  of 
the  air,  it  is  therefore  inadvisable  to  add  a  large  quantity  of  water 
all  at  once ;  a  much  more  satisfactory  result  will  usually  be  ob- 
tained if  the  substance  be  rubbed  in  a  mortar  with  repeated 
small  iportions  of  water,  the  several  portions  of  the  solution  being 
poured  oiF  into  a  common  receptacle  as  fast  as  the  water  becomes 
nearly  saturated. 

There  are  many  other  liquids  besides  water  which  are  com- 
monly used  as  solvents ;  but  as  water  is  the  commonest  solvent  of 
aU,  and  the  most  universally  ap^cable,  some  of  the  general  prin- 
ciples of  solution  may  here  be  appropriately  set  forth. 

49.  Solution,  though  in  many  cases  closely  allied  to  chemical 
action,  is  usually  treated  of  as  a  distinct  process.  From  the  best- 
marked  chemical  action  it  differs  in  several  particulars.     In  tru« 
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chemical  combination  the  union  of  the  ssTeral  ingredients  is  so 
close  and  intimate,  that  their  properties  are  merged  and  lost  in 
those  of  the  compound;  while  in  the  solvents  proper,  such  as 
water,  alcohol,  and  benzine,  the  particles  of  the  dissolved  matter 
appear  to  be  merely  mechanically  divided  and  diffused  thiou^^h 
the  liquid.  The  chemical  properties  of  the  dissolved  matter 
undergo  no  essential  change  during  the  act  of  solution,  but  re- 
main unimpaired.  When  common  salt  is  dissolved  in  water,  the 
brine  retains  the  peculiar  taste  of  the  salt,  and  behaves  like  salt 
itself  towards  most  chemical  agents;  moreover  the  salt  can 
readily  be  recovered  unchanged  by  evaporating  the  water.  But 
if  a  piece  of  chalk  be  placed  in  muriatic  acid,  chemical  decom- 
position and  combination  wiU  immediately  occur,  the  first  sig- 
nalized by  a  violent  effervescence,  the  second  resulting  in  the 
formation  of  a  liquid  which  contains  neither  chalk  nor  muriatic 
acid,  if  the  materials  have  been  mixed  in  due  proportion,  but 
which  yields,  on  evaporation,  a  solid  chemical  compound,  con- 
taining one  of  the  constituents  of  each. 

Chemical  combination,  as  usually  defined,  occurs  in  fixed  pro- 
portions only,  whereas  solution  takes  place  in  indefinite  propor- 
tions ;  not  only  may  many  substances,  as  alcohol  and  glycerine, 
be  mixed  with  water  in  every  proportion,  but  where  the  solubility 
of  a  substance  is  limited  in  one  direction,  as  that  of  common 
salt,  of  which  only  about  0*355  part  is  dissolved  by  one  part  of 
water  at  15°,  the  substance  can  nevertheless  be  dissolved  in  every 
possible  proportion  below  this  maximum.  Chemical  action  is 
most  marked  between  substances  of  unlike  character ;  but  with 
solution  the  rule  is  different.  In  general,  solution  occurs  most 
readily  when  the  solvent  is  not  far  removed  in  composition  and 
properties  from  the  body  dissolved. 

Extreme  cases  of  chemical  action  upon  the  one  hand  and  of 
solution  on  the  other,  are  readily  distinguishable.  But  there  is 
a  wide  range  between  these  extremes,  and  it  is  well  nigh  impos- 
sible to  find  a  point  at  which  th'e  line  of  demarcation  shall  be 
drawn.  Many  cases  which  at  first  sight  seem  to  be  examples  of 
simple  solution  can  readily  be  shown  to  depend  in  part  upon 
chemical  force. 

The  majoriiy  of  chemists  are  now  inclined  to  regard  most 
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iostances  of  solution  as  feeble  exhibitions  of  the  chemical  fa 
or  at  all  events  as  intermediate  between  purely  chemical 
merely  mechanical  action.  Solution  facilitates  chemical  action 
between  heterogeneous  materials,  both  by  overcoming  the  force 
of  cohesion  by  which  the  particles  of  homogeneous  solids  are  held 
together,  and  also  by  bringing  the  particles  of  the  unlike  bodies 
into  intimate  contact  with  one  another  through  the  vehicle  of 
the  common  solvent.  Cohesion  resists  chemical  action  as  it  does 
gravity ;  but  solution  overcomes  cohesion,  frees  the  particles  from 
the  bonds  which  held  them,  and,  as  we  may  imagine,  leaves  them 
free  to  enter  into  other  combinations. 


CHAPTEE  V. 


HTDBOGSN. 

50.  The  commonest  method  of  preparing  hydrogen  is  by  treating 
zinc  or  iron  with  dilute  sulphuric  or  muriatic  acid.  Unless  very 
large  quantities  of  the  gas  are  needed,  this  method  is  cheaper  and 
more  convenient  than  either  of  those  heretofore  mentioned. 

Exp,  10.— To  a  bottle  18  or  20  cm.  high,  and  of  500  or  600  c.  c. 
capacity,  the  mouth  of  which  has  an  internal  diameter  of  2'5  to  3  cm., 
fit  a  caoutchouc   stopper  or  a 


sotmd  cork,  furnished  with  a 
ihistle-tabe  (Fig.  10)  and  a  gas 
delivery-tube,  of  No.  6  glass. 
Within  the  bottie  put  15  or  20 
gnns.  of  granulated  zinc,  or  small 
scraps  of  the  sheet  metal,  and  as 
much  water  as  will  cover  the  zinc 
and  close  the  end  of  the  thistle- 
tube.  Keplace  the  cork  in  the 
bottie,  taking  care  to  press  it  in 
tightly,  and  gradually  pour  in 
common  muriatic  acid  through 
the  thistle-tube.     The  thistle- 


O 
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tabe  rnuBt  reach  nearlj  to  the  bottom  of  the  bottle,  so  that  its  point 
maj  dip  beneath  the  water ;  and  the  muiiatic  acid  must  be  added  by 
small  successive  portions,  not  more  than  a  large  thimbleful  at  a  time. 

On  the  addition  of  the  first  portions  of  the  acid,  chemical  action 
will  ensue,  the  contents  of  the  bottle  will  become  warm,  and  gas  will 
be  seen  to  escape  from  the  liquid.    This  gas  is  hydrogen.  ' 

After  all  the  air  has  been  expelled  from  the  bottle  the  hydrogen  may 
be  collected  orer  the  water-pan,  in  inverted  bottles  filled  with  water, 
or  it  may  be  passed  into  a  gas-holder  (Appendix,  §  11).  The  rapidity 
with  which  the  gas  shall  be  evolved  is  easily  controlled  by  regulating 
the  supply  of  acid ;  and  the  moment  at  which  the  hydrogen  ceases  to 
be  contaminated  with  air  can  be  determined  by  collecting  small  por- 
tions of  the  escaping  gas,  in  wide-mouthed  bottles  of  about  50  c.  c 
capacity,  and  testing  its  quality  by  means  of  a  lighted  match.  In 
doing  this  the  small  bottle  filled  with  gas  must  not  be  turned  over,  but 
should  be  carefully  lifted  from  the  water  without  changing  its  vertical 
position,  and  the  lighted  match  should  then  be  applied  to  the  mouth 
of  the  bottle.  If  the  hydrogen  be  pure,  it  will  bum  tranquilly  at  the 
mouth  of  and  within  the  bottle ;  but  in,  case  the  gas  is  still  mixed 
with  much  air,  a  sharp  explosion  will  occur  at  the  moment  when  the 
match  is  applied  to  it.  In  order  to  avoid  these  explosions,  which 
would  be  exceedingly  dangerous  if  the  volume  of  mixed  gases  were 
large,  it  is  indispensably  necessary,  in  preparing  hydrogen,  to  take  care 
that  none  of  the  gafi  shall  be  admitted  into  the  gas-holder  until  aU  the 
atmospheric  air  has  been  expelled  from  the  bottle  in  which  the  gas  is 
generated.  So,  too,  in  experimenting  with  hydrogen,  no  light  should 
ever  be  brought  into  contact  with  the  contents  of  the  bottle  into  which  it 
is  generated,  or  with  any  large  quantity  of  the  gas,  until  the  purity  of 
the  sample,  or  rather  its  non-explosive  character,  has  been  demon- 
strated by  applying  to  a  very  small  volume  of  the  gas  the  test  above 
described. 

This  experiment,  which  has  here  been  executed  with  zinc,  can  be 
equally  well  performed  with  iron-filings,  and  with  several  other  of  the 
less  conunott  metals. 

Muriatic  acid,  or,  in  chemical  nomenclature,  chlorhydric  acid, 
is  a  compound  of  hydrogen  and  another  element,  called  chlorine, 
which  will  shortly  be  described.  The  chemical  composition  of 
this  substance  can  be  represented  by  the  symbol  H  CI,  in  which 
H  represents,  as  before,  the  least  proportional  weight  of  hydro- 
gen which  exists  in  combination,  and  CI  the  leajst  proportional 
weight  of  chlorine.     We  may  likewise  abbreviate  the  word  zino 
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to  the  symbol  Zn ;  and  the  chemical  process,  or  retxction^  by 

which  the  hydrogen  is  liberated  may  then  be  symbolized  by  the 

eqwUion 

2Ha+Zn=Zna,+2H. 

Since  hydrogen  is  a  gas,  it  escapes  as  such,  and  there  remains 
dissolved  in  the  water  within  the  bottle  a  compound  of  the  ele- 
ments chlorine  and  zinc,  called  chloride  of  zinc  (Zn  CI,).  The 
zinc  which  was  free,  enters  into  combination,  and  the  hydrogen 
which  was  in  combination,  is  set  free ;  in  other  words,  the  zinc 
has  been  substituted  for,  or  has  replaced,  the  hydrogen.  It  may 
here  be  stated  that  chemists  of  all  nations  have  agreed  to  repre- 
sent each  of  the  elements  by  a  symbol,  which  consists  either  of 
the  initial  letter  of  the  Latin  name  of  the  element,  or,  when  the 
names  of  two  or  more  elements  begin  with  the  same  letter,  of 
the  initial  letter  together  with  the  first  of  the  succeeding  letters 
in  the  Latin  name  which  is  distinctive.  Thus  Fe  {Ftmim)  is  the 
symbol  of  iron,  W  (  Wolframium)  of  tungsten,  C  of  carbon,  Ca  of 
calcium,  Cd  of  cadmium,  CI  of  chlorine,  and  Cr  of  chromium. 

51.  Hydrogen  is  a  transparent,  colorless,  and  tasteless  gas, 
odorless  when  pure.  It  is  not  poisonous,  though  animalB  die 
firom  suffocation  when  immersed  in  it,  as  they  do  in  an  atmosphere 
of  nitrogen.  It  has  never  been  condensed  to  a  liquid.  It  ia  the 
lightest  substance  known,  being  about  14|J  times  as  light  as  air« 
If  1  volume  of  air  weighs  1  gramme,  an  equal  volume  of  hydrogen 
will  weigh  only  0-0693  g^m.  It  is  11,160  times  as  light  as 
water,  151,700  times  as  light  as  quicksilver,  and  236,000  times 
as  light  as  platinum.  1  litre  of  hydrogen  at  0^,  and  a  pressure 
of  76  cm.  mercury,  weighs  0*089578  grm.  Hydrogen  is  the 
most  suitable  standard  of  specific  gravity  for  gases,  as  water  la  for 
liquids  and  solids ;  when  thus  used  as  the  standard,  its  specific 
gravity  is,  of  course,  unity.  The  student  should,  however,  be  in- 
formed that  air  is  used  by  many  writers  as  the  standard  of  specific 
gravity  for  gases. 

52.  The  exceeding  hghtness  of  hydrogen  can  be  illustrated  in 
various  ways.  From  an  inverted  bottle,  even  though  it  be  open 
below,  hydrogen  will  escape  but  slowly ;  but  if  a  bottle  of  hy- 
drogen be  opened  in  the  air,  with  the  mouth  upward,  the  gas  will 
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quickly  escape.     Hence  it  can  readily  be  poured  or  decanted  up- 
wards &om  one  vessel  to  another. 

^Exp.  20. — Lift  from  the  water-pan  a  thick,  strongy  wide-mouthed 
bottle,  of  200  to  800  c.  c.  capacity,  full  of  hydrogen,  taking  care  to 
hold  it  in  a  perpendicular  position,  with  the  mouth  downward.  With 
the  other  hand  place  another  bottle  of  equal  size  and  strength,  but 
containing  only  air,  beside  the  hydrogen-bottle,  so  that  the  mouths  of 
the  bottles  shall  touch  at  one  end.  Gradually  turn  down  the  hydro- 
gen bottle,  and  at  the  same  time  push  its  mouth  beneath  that  of  the 
air-bottle  in  such  manner  that  the  bottle  which  originally  contained 
the  hydrogen  shall  at  last  stand  upright  beneath  the  inverted  bottle. 
During  this  operation,  the  lighter  hydrogen  flows  up  into  the  upper 
bottle,  while  the  heavier  air  sinks  into  the  lower.  If  a  burning  match 
be  now  thrust  into  the  upper  bottle,  the  hydrogen  within  it  will  take 
fire ;  but  upon  applying  the  match  to  the  lower  bottle,  originally  full 
of  hydrogen,  there  will  be  found  in  it  nothing  but  air. 

In  like  manner,  hydrogen  may  be  collected  by  displacement — ^an  up- 
right delivery-tube  being  carried  from  the  bottle  in  which  the  gas  is 
generated,  to  the  top  of  an  inverted  recipient.  The  student  will  do 
well  to  remember  as  a  general  rule,  that  in  manipulating  with  hydro- 
gen we  must  operate  in  a  manner  precisely  opposite  to  that  which 
would  be  adopted  if  we  were  at  work  with  water.  Where  water  would 
flow  down,  hydrogen  will  flow  up. 

Owing  to  its  lightness,  hydrogen  is  well  adapted  for  filling 
balloons  ;  and  it  is  still  sometimes  employed  for  this  purpose  in 
military  operations,  being  prepared  by  means  of  hot  iron,  as  in 
Exp.  15.  For  purposes  of  illustration,  soap-bubbles  filled  with 
hydrogen  will  serve  as  well  as  balloons  of  more  costly  constmc- 
tion. 

JSxp.  21. — ^By  means  of  a  caoutchouc  tube,  attach  an  ordinary  to- 
bacco pipe  to  a  gas-holder  containing  hydrogen.  (See  Appendix  §  11, 
Fig.  xvii.)  Dip  the  pipe  in  a  solution  of  soap  for  a  moment,  then  turn 
it  mouth  uppermost,  and  slowly  open  the  stopcock  of  the  gas-holder  so 
that  hydrogen  may  flow  out  and  inflate  the  film  of  water  upon  the 
mouth  of  the  pipe.  The  bubble  will  soon  break  away  from  the  pipe 
and  rise  rapidly  through  the  air.  J£  a  burning  match  be  applied  to 
the  bubble  the  hydrogen  within  it  will,  of  course,  burst  into  flame. 

53.  There  is  another  noticeable  peculiarity  of  hydrogen  which 
is  directly  connected  with  its  extreme  lightness.    It  possesses  in  a 
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high  degree  the  power  of  dif^ion.    This  diffasiTo  power  is  a 
physical  property  common  to  all  gaaes  and  vapors ;  in  the 
case  of  hydrogen  it  is  only  the  intensity  of  the  diffusive 
power  which  is  remarkable. 

When  different  gases,  which  have  no  chemical  action 
upon  each  other,  are  brought  into  contact,  they  will  not 
remain  separate,  but  will  commingle.  This  tendency  of 
the  gases  to  intermingle  is  so  strong  that  it  will  not  only 
overcome  the  greatest  differences  of  specific  gravity,  but 
even  cause  the  spread  of  gases  directly  against  powerful 
currents  of  air  or  vapor.  If  a  bottle  of  oxygen,  standing 
upright,  be  connected  with  an  inverted  bottle  full  of  hy- 
drogen, by  means  of  a  tube  a  metre  in  length,  and  no  more 
than  8  or  10  m.m.  in  diameter,  both  the  bottles  will  be 
found  to  be  filled  with  a  uniform  mixture  of  the  two  gases 
after  the  lapse  of  a  very  few  hours.  Upon  now  touching 
a  lighted  match  to  the  open  mouth  of  either  bottle,  the 
gaseooB  mixtaro  wiU  explode.  Ab  a  precautionary  measure 
it  is  best  in  this  experiment  to  employ  the  thick,  strong 
bottles  in  which  soda-water  is  kept — or,  in  lack  of  these,  strong 
wide-mouthed  bottles  enveloped  in  thick  towels. 

The  velocities  with  which  gases  diffuse  are  in  the  inverse  ratio 
of  the  square  roots  of  their  specific  gravities.  Hence  it  happens 
that  hydrogen  being  the  most  attenuated  of  all  gases,  diffuses  with 
the  greatest  rapidity.  Compared  with  that  of  oxygen,  its  rate 
of  diffiision  is  as  4  to  1 ;  that  is  to  say,  the  relative 
rates  of  diffusion  of  the  two  gases  are  inversely  as 
the  square  roots  of  the  numbers  1  and  16,  which 
represent  the  specific  gravities  of  hydrogen  and  oxy- 
gen respectively. 

JSxp,  22. — ^A  glass  tube,  8  or  4  cm.  in  diameter,  and  80 
or  40  cm.  long,  is  closed  at  one  end  with  a  plug  of  plaster 
of  Paris  1  or  2  cm.  thick.  The  tube  is  then  set  aside  for 
a  day  or  two,  in  order  that  the  plaster  may  become  dry. 
When  the  plug  is  diy,  fill  the  tube  with  hydrogen  by 
displacement,  and  set  it  upright  in  a  glass  of  water.  Water 
will  rise  rapidly  in  the  tube,  since  hydrogen  escapes 
through  the  plaster  more  rapidly  than  air  can  enter  the  tube  through 
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tliis  porous  plag.  That  some  air  does  enter,  however,  can  be  shown 
by  exploding^  the  contents  of  the  tube  by  applying  a  lighted  matchi 
after  the  lapse  of  some  time.  Of  course,  if  the  tube  be  left  to  itself,  air 
will  slowly  enter  through  the  plaster,  so  that  the  water  within  the 
tube  will  in  due  time  sink  to  the  level  of  the  outside  liquid. 

On  account  of  its  high  diffusive  power,  hydrogen  can  be  kept 
only  in  perfectly  tight  vessels.  It  has  been  found  that  it  will 
leak  rapidly  under  a  pressure  of  27  or  28  atmospheres  through 
stopcocks  that  are  perfectly  tight  for  nitrogen  at  a  pressure  of 
even  50  or  60  atmospheres ;  from  the  same  cause  it  cannot  be 
kept  for  any  length  of  time  in  bladders  or  rubber  bags.  K  a 
sheet  of  paper  be  held  a  short  distance  in  front  of  the  opening  of 
a  gas-holder  from  which  hydrogen  is  escaping,  the  current  of  gas 
will  pass  directly  through  the  paper,  and  can  be  inflamed  upon  the 
other  side  of  the  sheet.  The  high  diffusive  power  of  hydrogen, 
which  is  to  some  extent  shared  by  its  compounds  also,  is  an 
obstacle  to  be  overcome  before  ballooning  can  be  made  practicable. 

Sound  is  propagated  in  hydrogen  but  little  better  than  in  a 
vacuum.  The  specific  heat  of  hydrogen  is  3*4046,  that  of  an 
equal  weight  of  water  being  1-000 ;  it  is  0*2356,  that  of  an 
equal  volume  of  air  being  0*2377.  It  refracts  light  very  power- 
fuUy. 

54.  Hydrogen  is  exceedingly  inflammable,  as  has  been  already 
seen ;  that  is  to  say,  the  temperature  at  which  it  takes  fire  is 
comparatively  low.  But,  as  a  matter  of  course,  it  extinguishes 
any  burning  body  which  is  immersed  in  it,  since  oxygen  is  neces- 
sary for  the  support  of  combustion. 

Bacp,  23.— Carefully  lift  from  the  water-pan  a  bottle  of  200  or  300 
c.  c.  capacity,  completely  full  of  hydrogen,  slowly  carry  the  bottle,  the 
mouth  of  which  is  of  course  held  downward,  to  a  burning  candle  or 
splinter  of  wood,  and  depress  the  bottle  over  this  flame.  The  hydro- 
gen will  take  fire  and  burn,  below,  at  the  mouth  of  the  bottle  where  it 
is  in  contact  with  the  oxygen  of  the  atmosphere ;  but  the  flame  of  the 
candle  will  be  extinguished  the  moment  it  becomes  completely  en- 
veloped by  the  hydrogen.  The  candle  can  easily  be  relit  by  ^owly 
lifting  the  bottle  until  the  wick  is  brought  into  contact  with  the  air 
and  the  burning  hydrogen. 

jErp.  24. — Fill  a  bottle  of  the  capacity  of  400  or  500  c.  c.  with  hy- 
drogen, close  the  mouth  with  a  cork  or  a  plate  of  glass,  stand  the  bottle 


ITiriT  OP  HEAT*  45 

Upon  the  table  -with  the  mouth  upward,  remove  the  Btopper,  inflame 
the  hTdrogen,  and  immediately  pour  out  of  a  pitcher  into  the  bottle  a 
large  quantity  of  water.  The  flame  will  instantly  be  increased,  since 
the  water  will  force  the  gas  out  of  the  bottle  into  the  air.  Within  the 
bottle  the  hydrogen  can  only  bum  gradually,  since  it  takes  time  for  the 
outside  air  to  enter ;  but  if  the  gas  be  pushed  out  of  the  bottle  into 
the  air,  it  will  bum  at  once. 

In  the  familiar  instances  where  water  extinginshes  fire,  it  does  so  by 
reducing  the  temperature  of  the  combustible — ^that  is  to  say,  by  cooling 
it  to  below  the  temperature  at  which  it  will  take  fire.  It  would  act 
thus  in  this  case,  were  it  not  for  the  lightness  and  mobility  of  the 
hydrogen,  by  virtue  of  which  this  gas  immediately  escapes  £rom  con- 
tact with  the  water. 

55.  It  has  been  seen  that  the  hydrogen-flame  affords  only  an 
exceedingly  feeble  light ;  but  it  would  be  a  grave  error  to  infer 
that  but  little  heat  is  developed  by  the  combustion. 

The  temperature  of  the  hydrogen-flame  is  in  reality  very 
high.  Indeed  it  has  been  found  that  when  a  given  weight  of 
hydrogen  enters  into  chemical  union  with  oxygen,  more  heat  is 
developed  than  in  the  burning  of  the  same  weight  of  any  other 
substance. 

In  order  to  determine  the  amount  of  heat  which  is  developed 
in  any  act  of  combination,  this  heat  can  be  transferred  to  water, 
and  there  estimated  either  by  the  quantity  of  water  heated,  or 
the  amount  of  steam  produced.  A  unit  of  heat  is  that  amount 
of  heat  which  will  raise  1  gramme  of  water  £rom  0^  centigrade 
tol^ 

The  amount  of  heat  evolved  during  the  combustion  of  a  body 
is  as  constant  and  unvarying  as  any  other  direct  consequent  of 
its  properties,  and  the  quantity  of  heat  evolved  is  absolutely  the 
same,  no  matter  whether  the  combustion  occurs  in  air  or  pure 
oxygen,  or  whether  it  be  slow  or  rapid.  The  actual  amount  of 
heat  developed  during  the  most  vivid  combustion  is  no  greater 
than  when  the  same  combustible  combines  with  oxygen,  by  gra- 
dual oxidation,  without  visibly  burning.  From  1  gramme  of 
hydrogen,  as  it  unites  with  oxygen,  there  are  evolved  34462  units 
of  heat. 

Although  the  same  amount  of  heat  is  developed,  in  the  aggre- 
gate, when  a  litre  of  hydrogen  bums  in  the  air,  as  when  it  bums 
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in  pure  osygen,  it  ia  none  the  len  true  tlist  a  hi  hotter  flams 
is  obtained  by  bnming  the  hydrogen  in  oxygen  than  in  air.  If 
the  combnation  be  complicated  by  the  presence  of  nitrogmi  from 
the  air,  a  great  deal  of  heat  will  expand  its  energy  in  expanding 
this  useleaa  nitrogen.  Uoreover,  since  the  nitrt^n  occupies  much 
room,  it  vill,  as  it  wjere,  keep  asunder  the  particles  of  hydrogen 
and  oxygen ;  the  flame  will  thus  be  made  longer  and  more  dis- 
persed, or,  in  other  words,  the  heat  evolved  by  the  nnion  of  the 
hydrogen  and  oxygen  will  be  spread  over  more  space  than  if  the 
nitrogen  were  absent.  Where  nothing  but  hydrogea  and  oxygen 
are  present,  and  in  the  precise  proportions  in  which  these  gases 
unite  to  form  water,  the  flame  produced  by  th«T  nnion  will  be  to 
all  intents  and  pnrposM  solid,  and  the  heat  will  be  concentrated 
in  the  smallest  possible  space. 

Ejtp.  2S. — Provide  two  gas-holders  (oee  Appendix,  $  II),  one  full 
of  hydrc^n,theotiier  full  of  oxygen,  also  ametitUic  jet  so  constructed 
that  the  tube  which  canies  the  oxygen  shsll  pasa  through  the 
centra  of  the  hydrogen  tube  as  shown  in  Fig.  22.  Scraw  the  jet  on 
to  the  oxygen  f^-holder,  and  connect  the  other  openbg  vrith  the 
hydrogen  ga«-holder  by  means  of  a  caoutchouc  tube.  Open  the  cock 
of  the  hydrogen  gas-holder,  and  inflame  the  gas  at  the  point  of  the  jet, 
then  slowly  open  the  cock  of  the  oxygen  gaa-holder  until  the  flame  of 
the  burning  hydrogen  haa  been  reduced  to  a  fine  pencil.  This  nppa- 
ratuB  is  known  as  the  compound,  or  oxy-hydrogen  blowpipe.  In  order 
to  innue  a  steady  flame,  care  must  be  taken  that  a  constant  and  aoffi- 
cient  pressure  be  muntuned  upon  tJie  contents  of  the  gss-holders, 

Rg.22. 


Sxp.  S6. — In  the  flame  of  the  oxy-hydiogen  blowpipe,  described  in 
the  foregoing  patagraph,  hold  the  end  of  a  piece  of  platinum  wire, 
about  10  cm.  long  and  less  than  one  m.m.  in  diameter.  The  platinum 
will  melt  and  fall  down  in  drops. 

The  intense  heat  of  the  o^-hydrogen  flame  ia  thus  admirably  illus- 
trated; for  platinum  ia  an  exceedingly  infusible  metal,  which  can 
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scaxcely  be  softened  In  the  hottest  furnace.  The  drops  of  platinum 
should  be  caught  upon  sand,  or  in  water.  In  case  the  melted  platinum 
fells  into  water,  a  portion  of  the  water  will  be  decomposed  into  hydro- 
gen and  oxygen,  bubbles  of  which  will  be  seen  issuing  from  the  water. 
Some  of  this  gas  can  easily  be  collected,  by  an  assistant,  in  an  inverted 
ignition-tube  filled  with  water,  and  its  ezplosiye  character  demon- 
strated by  applying  a  lighted  match. 

Exp,  27. — If  a  piece  of  chalk  or  lime,  scraped  to  a  fine  point,  beheld 
in  the  flame  of  the  oxy-hydrogen  blowpipe,  it  will  quickly  become 
white-hot  and  evolve  light  of  great  brilliancy,  almost  comparable  with 
that  of  the  sun.  If  the  bit  of  lime  be  long  exposed  to  the  intense  heat^ 
it  will  undergo  incipient  fusion,  and  afford  less  light  than  at  first. 

Where  a  constant  light  is  desired,  cylinders  or  plates  of  chalk  are 
kept  continually  moving  before  the  flame  by  mechanical  power,  so  that 
firesh  portions  shall  continually  be  brought  into  the  flame.  This  is  the 
so-called  Drummond  or  Calcium  light,  often  employed  for  night  signals 
and  optical  experiments. 

bQ.  No  matter  in  what  way  hydrogen  is  burned,  whether  in 
the  pnre  state  or  in  combination  with  other  materials,  whether  in 
pure  oxygen  or  in  the  air,  the  product  of  the  combustion  is  always 
water.  At  the  high  temperature  of  the  flame,  this  water  must  of 
course  remain  in  the  condition  of  a  gas,  but  it  can  readily  be 
brought  to  the  liquid  state  by  reducing  the  temperature. 

Exp,  28. — Over  a  jet  of  burning  hydrogen,  beet  obtained  firom  a 
gas-holder,  hold  a  diy,  cold  bottle.  The  glass  soon  becomes  covered 
with  a  film  of  dew,  as  the  water  generated  by  the  union  of  hydrogen 
and  oxygen  condenses  in  droplets  upon  the  cold  sides  of  the  bottle. 

57.  As  the  burning  jet  of  hydrogen  is  the  simplest  instance  of 
oombostion  with  flame,  some  exact  knowledge  of  the  form  and 
quality  of  flames  may  here  be  gained. 

As  hydrogen,  or  any  other  gas,  issues  from  a  small  oriflce  into 
the  air  by  force  of  pressiire  from  behind,  the  escaping  gas 
assumes  a  certain  definite  shape  in  accordance  with  the  physical 
conditions  to  which  it  is  exposed,  just  as  a  fountain  of  water 
takes  form  in  aoeordance  with  the  size  and  shape  of  the  orifice 
from  which  the  water  is  expelled,  the  pressure  by  which  it  is  ex- 
pelled, the  gravity  of  the  water,  the  resistance  of  the  air,  and  the 
force  and  direction  of  the  wind,  and  so  forth. 

If  a  lighted  match  be  brought  into  contact  with  the  column  or 
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fountain  of  gas,  the  gas  will  take  fiie  and  bum ;  that  is  to  say, 
the  hydrogen  will  enter  into  combination  with  oxygen  as  fast  as 
the  latter  can  be  furnished  from  the  air.  But,  in  any  event,  the 
column  of  gas  will  bum  only  upon  the  outside,  for  there  alone 
can  the  oxygen  of  the  air  come  into  contact  with  the  hydrogen. 
Neither  the  interior  of  the  flame  nor  the  contents  of  the  reservoir 
from  which  the  gas  is  flowing  can  bum ;  for  they  consist  of  pure 
hydrogen,  which,  as  has  been  shown  in  £zp.  23,  will  by  itself 
immediately  extinguish  combustion. 

All  ordinary  g£U3-flames  are,  of  necessity,  hollow.  They  are 
visible  to  us  through  the  evolution  of  light  which  is  an  accom- 
paniment of  the  chemical  action.  But  even  if  no  combustion 
were  going  on  upon  its  surface,  the  escaping  column  of  gas  could 
still  be  made  visible  by  causing  it  to  pass  through  a  quantity  of 
dust  or  other  fine  powder  before  comiug  into  the  air.  A  portion 
of  the  solid  matter  would  be  transported  by  the  current  of  gas, 
and  the  form  assumed  by  the  latter  would  be  made  manifest. 

The  shape  of  the  unignited  gas-column  would  of  course  be 
somewhat  different  from  that  of  the  burning  flame ;  in  the  latter, 
not  only  is  the  outer  edge  of  the  column  sharply  defined  by  the 
zone  of  combustion,  but  the  actual  fonn  of  the  column  itself  is 
modified  through  the  expansion  of  the  gas  as  it  becomes  heated  by 
the  enveloping  fire. 

58.  If,  instead  of  burning  pure  hydrogen  as  it  flows  into  the 
air,  as  in  the  foregoing  experiments,  the  gas  be  first  mixed  with 
air  or  oxygen  and  then  ignited,  a  very  different  result  will  be 
obtained.  The  hydrogen  being  now  in  contact  with  oxygen  at  all 
points,  the  entire  mass  of  gas  will  bum  with  a  violent  explosion 
the  instant  a  light  touches  it. 

Exp.  29. — ^Introduce  2  volumes  of  hydrogen  and  6  volumes  of  air 
into  a  strong  round-bottomed  bottle  such  as  is  used  for  soda-water. 
Close  the  mouth  of  the  bottle  with  a  cork,  and  shake  violently  in  order 
that  the  gases  shall  be  mixed.  A  small  quantity  of  water  should  be 
left  in  the  bottle  to  act  as  a  stirrer.  Grasp  the  bottle  firmly  in  one 
hand,  remove  the  cork  with  the  other,  and  apply  the  open  mouth  of 
the  bottle  to  a  lighted  candle.    An  explosion  will  immediately  ensue. 

-Eg?.  30. — Into  a  gas-holder,  bladder,  or  rubber  bag,  introduce  a 
mixture  of  2  vols,  hydrogen  and  1  vol  oxygen.    Connect  therewith, 
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by  meaDB  of  caoutchouc  tubing,  a  tobacco-pipe,  or  bit  of  glass  tube. 
1^88  the  gas  through  the  pipe  into  a  dish  of  soap-suds,  in  such  manner 
that  there  sha]!  be  formed  upon  the  surface  of  the  suds  a  mass  of  foam 
aa  large  as  an  egg.  Close  the  gas-holder  and  remove  it  from  the  vici- 
nity oi  the  suds.  On  now  touching  the  foam  ynth.  a  long,  lighted 
stick  an  exceedingly  violent  explosion  will  occur. 

It  is  well  to  avoid  the  lormation  of  a  large  quantity  of  foam  in  this 
^  -*  leriment,  since  the  concussion  is  in  any  event  deafening.  In  this 
experiment  the  explosive  mixture  is  purposely  confined  in  an  ex- 
ceedingly flimsy  envelope,  in  order  that  no  harm  may  be  done  by  the 
fragments. 

Care  should  be  taken  to  throw  away  any  remnant  oi  the  mixture  of 
hydrogen  and  oxygen  which  may  have  been  left  in  the  gas-holder  at 
the  close  of  the  experiment,  and  upon  no  account  should  fire  aver  be 
broug'  t  into  its  vicinity. 

50.  The  cause  of  these  loud  etplosionr  is  twofold.  By  the 
act  o{  combinatioQ  water  is  formed,  and  at  the  same  time  intense 
heat  is  emitted  ;  the  water,  or  rather  steam,  is  thereby  enormously 
expanded,  so  that  for  a  moment  there  is  violent  motion  outwards 
in  all  directions.  This  outward  motion  would  scatter  about  in  a 
most  dangerous  manner  the  fragments  of  any  vessel  in  which, 
through  carelessness,  a  mixture  of  hydrogen  and  oxygen  might 
be  ignited — unless,  indeed,  the  vessel  were  very  strong,  small, 
and  of  large  aperture.  Bnt  in  the  next  instant,  as  the  steam 
condenses,  there  is  an  even  more  violent  motion  inwards. 

The  original  mixture  of  hydrogen  and  oxygen  occupies  about 
2000  times  as  much  space  as  the  liquid  water  which  results  from 
the  combination  of  these  gases.  Hence  a  partial  vacuum  is 
formed,  into  which  air  rushes  from  all  sides  ;  and  it  is  the  heavy 
and  sudden  undulations  thus  communicated  to  the  air  which 
occasion  the  noise.  The  outward  and  inward  shocks  follow  one 
another  so  quickly  that  the  ear  cannot  distinguish  between  them. 

Mixtures  of  hydrogen  and  air  produce  less  violent  explosions 
than  mixtures  of  hydrogen  and  oxygen,  because  of  the  inert 
nitrogen  in  the  air,  which  acts  as  an  elastic  pad,  or  cushion,  to 
break  the  force  of  the  shock. 

60.  Since  air  is  everywhere  about  us,  and  since  all  ordinary 
combustions  occur  in  it,  it  has  become  customary  to  speak  of  it 
and  of  oxygen  aa  supparten  of  otmUntBiion,  in  contradistinction  to 
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the  so-colled  eombttstibUs,  such  i\s  hydrogen.  These  terms  are 
often  convenient,  bnt,  as  will  appear  from  the  following  experi- 
ment, they  have  only  a  relative,  and  no  absolute  significance. 

JBxp,  81.— Provide  a  tube  of  thin  glass,  the  neck  of  a  broken  retort, 
for  example,  30  or  40  cm.  long,  and  3  or  4  cm.  in  diameter;  fix  it  in 
a  vertical  position,  so  that  the  lower  opening  shall  be  20  or  30  cm. 
above  the  table,  and  connect  the  upper  opening  with  a  gas-holder  filled 
with  hydrogen. 

To  a  second  gas-holder,  containing  oxygen,  attach  a  caoutchouc 
tube,  and  to  the  end  of  this  fit  a  piece  of  glass  tubing,  No.  7, 25  or  30 
cnL  long,  bent  at  a  right  angle  at  5  or  10  cm.  from  the  end  which  is 
attached  to  the  caoutchouc  tube,  and  drawn  out  to  a  fine  open  point 
at  the  other.  The  caoutchouc  tube-  must  be  long  enough  to  reach  as 
far  as  the  lower  mouth  of  the  wide  vertical  glass  tube  above 
mentioned. 

Open  now  the  stopcock  of  the  hydrogen  gas-holder  so  that  the 
vertical  tube  shall  be  filled  with  the  gas,  then  apply  a  lighted  match 
to  the  mouth  of  this  tube,  and  regulate  the  flow  of  gas  so  that  the 
latter  may  continue  to  bum  slowly  at  the  lower  edge  of  the  tube. 
Finally,  open  the  stopcock  of  the  oxygen  gas-holder,  so  that  a  cur- 
rent of  this  gas  shall  flow  through  the  pointed  delivery-tube,  and  thrust 
this  tube  up  into  the  middle  of  the  wide  vertical  tube  which  has  been 
filled  with  hydrogen. 

As  the  stream  of  oxygen  passes  through  the  burning  hydrogen  at 
the  bottom  of  the  vertical  tube,  it  takes  fire,  and  afterwards  continuee 
to  bum  in  the  atmosphere  of  hydrogen  within  the  tubet 


If 


CHAPTEE  YL 

OTHSB  coicpouima  ov  thx  slevents  albbadt  studibd. 

61.  Oxygen  and  hydrogen  do  not  unite  directly  in  any  other 
proportion  than  that  in  which  they  form  water ;  but  by  indirect 
means,  too  complex  for  profitable  study  at  this  stage,  a  molecule 
of  water  can  be  made  to  combine  with  an  atom  of  oxygen,  forming 
a  new  substance,  known  by  the  name  of  peroxide  of  hydrogen. 
Its  iformula  is,  in  aocordanoe  with  this  statement,  H,0,,  and  it 
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would  yield,  if  completely  decomposed  into  its  elements,  equal 
volumes  of  hydrogen  and  oxygen;  its  composition  by  weight 
must  be  2  parts  of  hydrogen  to  32  of  oxygen ;  it  contains  just 
twice  as  large  a  proportion  of  oxygen  as  water.  The  best  method 
of  preparing  this  substance  does  not  yield  the  pure  thing  itself, 
but  only  a  concentrated  solution  of  it  in  water ;  the  specific  gra- 
yity  of  this  solution  is  1*45 ;  it  is  colorless,  transparent,  and  some- 
what syrupy,  has  a  metallic  taste,  corrodes  the  skin,  and  bleaches 
Tegetable  colors. 

How  different  a  substance  this  is  from  water,  appears  at  onoe 
from  this  enumeration  of  some  of  its  properties.  It  is  very  un- 
stable, being  readily  decomposed  by  heat,  and  by  contact  with 
various  substances  at  the  ordinary  temperature,  into  oxygen  and 
water.  Its  instability  and  the  intense  chemical  activity  of  which 
it  is  capable,  emphatically  distinguish  this,  as  yet  obscure,  body 
firom  the  neutral,  stable,  inactive  compound  of  hydrogen  and 
oxygen,  common  water. 

62.  But  though  the  peroxide  of  hydrogen  is  not  water,  it  is 
nevertheless  a  true  chemical  compound  of  the  same  elements  which 
are  united  in  water ;  it  is  definite  and  constant  in  composition, 
and  its  properties  are  as  unlike  those  of  its  elementary  consti- 
tuents as  are  those  of  water.  A  new  fact  of  great  significance 
here  comes  plainly  into  view.  Two  of  the  elements  are  evidently 
capable  of  combining  in  two  definite  proportions  to  form  two 
chemical  compounds,  each  differing  from  the  other  and  from  its 
primary  constituents.  The  study  of  the  compounds  of  nitrogen 
and  oxygen  will  bring  into  clearer  view  the  general  principle  of 
which  this  fact  is  a  single  illustration.  These  compounds  form  a 
series  of  five  members,  all  derived,  more  or  less  directly,  from 
common  nitric  add. 

63.  NUrie  Add, — ^Two  abundant  sources  of  this  material  are 
found  in  nature,  and  are  familiar  as  articles  of  commerce.  Salt- 
petre or  nitre,  a  whitish,  saline,  crystallized  substance,  now 
mainly  brought  from  India,  is  one  of  these  sources ;  a  similar 
substance,  known  as  Chili-saltpetre,  or  soda-nitre,  is  collected  on 
a  desert  tract  in  Chili  and  Peru,  and  forms  a  valuable  article  of 
export  frt>m  those  countries.  These  two  substances  only  differ 
firom  each  other  in  this, — ^that  the  first  contains  the  metal  potas- 
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axvaif  the  second  the  very  similar  metal  sodium,  in  either  ease 
combined  with  definite  proportions  of  the  elements  nitrogen  and 
oxygen.  By  the  reaction  of  sulphuric  acid  (oil  of  vitriol)  on ' 
cither  of  these  two  substances,  nitric  acid  is  obtained.  On  a 
small  scale,  for  laboratory  purposes,  saltpetre,  or,  as  it  is  called 
in  chemistry,  nitrate  of  potassium,  is  generally  employed ;  on  a 
manufacturing  scale,  soda-saltpetre  or  nitrate  of  sodium  is  used, 
because  this  salt  cdsts  less  than  nitrate  of  potassium,  and  also 
contains  a  larger  proportion  of  nitric  acid,  which  it  yields  up  with 
greater  facility. 

Exp.  32. — Into  a  tubulated,  glass-stoppered  retort  of  260  c.  c.  capa- 
city put  40  grammes  of  powdered  nitrate  of  potassium,  or,  better, 
d4  grammes  of  powdered  nitrate  of  sodium  if  it  can  be  obtained,  and 
through  the  tubulature  pour  50  grammes  of  strong  sulphuric  acid, 
which  has  been  weighed  out  in  a  bottle  previously  counterpoised  upon 
.the  balance  with  shot  or  coarse  sand.  Imbed  the  bottom  of  the  retort 
in  sand,  contained  in  a  small  iron  pan  placed  over  the  gas-lamp  on  a 
ring  of  the  iron-stand.  Thrust  the  neck  of  the  retort  into  the  receiver 
with  two  tubulatures ;  the  retort-neck  should  fit  the  tubulature  of  the 
receiver  with  tolerable  accuracy.  The  second  tubulature  of  the  re- 
ceiver should  be  left  open,  or  loosely  covered  with  a  bit  of  glass,  in 
order  to  avoid  the  possibility  of  any  pressure  being  created  within  the 
retort  during  the  operation.  Place  the  receiver  in  a  pan  of  cold  water, 
and  cover  it  with  cloth  or  bibulous  paper,  which  must  be  kept  con- 
stantly wet  during  the  distillation.  (See  Fig.  16,  p.  84.)  Apply  a  mode- 
rate heat  to  the  sand-bath' ;  reddish  vapors  will  appear  for  a  moment, 
then  disappear,  and  a  yellowish  fuming  liquid  will  begin  to  condense 
in  the  receiver.  Towards  the  end  of  the  operation  the  red  vapors 
reappear ;  after  this  has  happened,  and  the  saline  matter  in  the  retort 
has  attained  a  state  of  tranquil  fusion,  while  very  little  liquid  passes 
over  into  the  receiver,  the  lamp  may  be  put  out,  for  the  process  is 
finished. 

The  very  acid,  corrosive,  and  poisonous  liquid  in  the  receiver  is 
nitric  acid;  its  faint  color  is  not  «it8  own,  but  is  due  to  the  presence  of 
a  compound  of  nitrogen  and  oxygen  shortly  to  be  described.  Transfer 
the  liquid  to  a  glass-stoppered  bottle,  and  keep  it  for  future  use.  In 
all  manipulations  with  nitric  acid  it  is  necessary  to  avoid  g^etting  it 
upon  the  skin,  since  it  produces  rather  pei-manent  yellow  stains. 

As  the  retort  cools,  the  residue  solidifies  into  a  white,  saline  mass, 
which  must  be  dissolved  out  of  the  vessel  by  heating  it  with  water  after 
the  apparatus  has  become  thoroughly  cold.    It  will  be  observed  that 
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the  liquid  sulphuric  acid  which  was  used  has  disappeared,  though  the 
saline  residue  is  still  intensely  acid. 

64.  Pure  nitric  add  is  coloriess,  and  is  about  half  as  heavy 
again  as  water.    It  may  be  mixed  with  water  in  all  proportions. 

Exp,  83. — ^To  one-third  of  the  nitric  acid  obtained  in  the  last  experi- 
ment add  an  equal  bulk  of  water.  The  solution  thus  obtained  will  be 
still  intensely  acid,  as  may  be  proved  by  its  action  on  vegetable  colors. 
Litmus  is  a  blue  coloring-matter,  prepared  from  various  lichens,  and 
used  in  dyeing.  Unsized  paper,  colored  with  a  solution  of  litmus  in 
water,  is  a  convenient  test  lor  many  acids,  which,  as  a  rule,  change 
the  color  oi  the  paper  from  blue  to  red.  If  the  acidity  of  this  diluted 
nitric  acid  be  now  destroyed  or  neutralized  by  the  addition  of  some 
other  substance  of  opposite  quality,  the  point  at  which  the  liquid 
ceases  to  be  acid  may  be  detennined  by  observing  when  the  blue  paper 
remains  blue  on  inmiersion  in  the  liquid. 

To  the  diluted  nitric  acid,  placed  in  an  evaporating-dish,  add  cau- 
tiously ammonia- water  (the  Liquor  Ammonise  of  the  apothecaries), 
which  has  been  previously  diluted  with  its  own  bulk  of  water,  until 
the  liquid  no  longer  turns  the  litmus-paper  red.  The  ammonia- water 
must  be  added,  slowly  at  first,  and  at  last  drop  by  drop,  and  the' mix- 
ture must  be  constantly  stirred  with  a  glass  rod.  The  ammonia- water 
has  the  property  of  turning  litmus-paper,  which  has  been  reddened  by 
an  acid,  back  again  to  blue,  as  direct  experiment  may  prove ;  this 
property  is  possessed  by  a  class  of  bodies  called  alkalies^  and  this  reac- 
tion with  litmus  is  termed  the  cdkaline  reaction,  in  contradistinction  to 
the  change  from  blue  to  red,  which  is  the  reaction  characteristic  of 
acids.  When  mixed  with  nitric  acid,  ammonia-water  produces  a 
compound  which,  when  fresh  and  pure,  has  no  action  on  vegetable 
colors,  and  being  soluble  in  water  is  not  visible  at  this  stage  of  the 
experiment  Place  the  evaporating-dish  on  the  wire  gauze  over  the 
gas-lamp,  and  evaporate  the  liquid,  taking  care  to  avoid  actual  ebulli- 
tion, imtil  a  drop  of  the  solution  taken  out  on  a  glass  rod  becomes 
almost  solid  on  cooling.  Extinguish  the  lamp,  let  the  dish  become 
perfectly  cold,  separate  the  semitrjinsparent  crystals  which  have 
formed  during  the  cooling  from  the  fluid,  if  any,  which  remains  in  the 
dish,  allow  them  to  drain,  dry  them  by  gentle  pressure  between  folds 
of  bibulous  paper,  and  reserve  them  for  use  in  the  next  experiment. 
Besides  water,  these  crystals  are  the  sole  product  of  the  reaction; 
they  must  therefore  contmn  both  all  of  the  nitric  acid  and  all  of  the 
ammonia  which  is  not  water.  The  chemical  name  of  the  substance  is 
nitrate  of  ammonium. 
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65.  We  find  in  this  experiment  a  striking  iUnstration  of  what 
IB  meant  by  chemical  combination.  From  two  fuming  liquids, 
of  very  intense  but  opposite  propertieSy  there  has  come  forth  a 
neutral  solid,  as'  unlike  its  constituents  in  taste,  smell,  and  aU 
physical  attributes,  as  could  well  be  imagined.  The  idea  of  neutra- 
lization, well  exemplified  in  this  experiment,  has  in  the  history 
of  chemistry  been  very  fruitful  both  of  names  and  hj^potheses. 
Bearing  in  mind  the  fiery  constituents  of  the  cooling,  harmless 
salt  which  we  have  thus  synthetically  prepared,  we  proceed  to 
learn  by  experiment  whatever  its  decomposition  may  teach. 

Etj,  34. — ^Introduce  into  a  Florence  oil-fiask,  or  other  suitable  fiask 
of  thin  glass,  and  of  about  800  c.  c  capacity,  the  nitrate  of  ammonium 
obtained  in  the  last  experiment  From  the  mouth  of  the  flask,  placed 
upon  the  wire  gauze  on  the  iron-stand,  carry  a  gas  delivery-tube, 
No.  6,  beneath  the  saucer  in  the  water-pan ;  but  interrupt  the  tube,  at 
some  convenient  point  to  interpose  (bj  means  of  a  cork  or  caoutchouo 
stopper  with  two  holes)  a  small  bottie  which  can  be  kept  cool  with 
waterj  ss  shown  in  the  figure. 

%ig.2a. 


Heat  the  fiask  moderately  and  cautiously,  to  avoid  breaking  it. 
The  nitrate  of  ammonium  will  melt,  and  little  bubbles  will  soon  begin 
to  escape  from  the  fused  mass.  The  heat  must  now  be  so  controlled 
that  the  evolution  of  the  gas  shall  not  be  tumultuous.  The  gas  is  to 
be  collected  in  bottles  of  800  to  400  c.  c.  capacity.  In  the  cooled 
bottle,  through  which  the  gas  passes,  a  clear  and  colorless  liquid  will 
condense,  which  will  be  found  on  examination,  if  the  process  hss  been 
successfully  conducted,  to  be  neither  acid  nor  alkaline,  to  have  neither 
tsste  nor  smell,  and  to  be  wholly  volatile  when  heated  on  platinum 
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foil, — in  short,  to  poesess  all  the  properties  of  water,  and  none  other. 
When  two  bottles  of  gas  have  been  filled,  and  enough  water  for  testing 
condensed;  the  dolivorj-tube  maj  be  withdrawn  from  the  water  and  the 
lamp  extinguished,  although  the  nitrate  of  ammonium  be  not  all  decom- 
posed. The  nitrate  of  ammonium  may  be  entirely  resolved  into  water 
and  the  gas  which  now  awaits  examination,  but  it  is  difficult  to  push 
the  decomposition  to  actual  completion  without  breaking  the  flask  in 
which  the  operation  is  performed.  That  the  nitrate  leaves  no  residue 
behind,  when  sufficiently  heated,  may  be  proved  by  heating  a  czystal 
of  it  on  platinum  foil  over  the  gas-lamp. 

66.  Nitrous  Oxide. — It  is  obvious  that  the  colorless  and  trans- 
parent gas,  which  is  the  most  voluminous  product  of  the  decom- 
position of  nitrate  of  ammonium  just  accomplished,  must  contain 
all  the  elements,  besides  those  of  water,  which  enter  into  the 
composition  of  nitrate  of  ammonium,  and  therefore  of  its  consti- 
tuents, nitric  acid  and  ammonia-water ;  much  interest,  therefore, 
attaches  to  the  determination  of  the  composition  of  this  gas. 

JBxp,  85. — Insert  a  glowing  splinter  of  wood  into  a  bottle  of  the  gas. 
It  will  reinflame  with  almost  as  much  energy  as  in  oxygen. 

If  oxygen  be  really  a  constituent  tf  this  gas,  it  may  be  possible  to 
mix  the  gas  with  hydrogen,  and  effect  the  chemical  combination  into 
water  of  the  oxygen  in  the  gas  and  the  added  hydrogen,  by  heating  the 
mixture,  or  passing  through  it  an  electric  spark  (see  pp.  24,  26).  If 
just  enough  hydrogen  can  be  added  to  exactly  convert  all  the  oxygen 
contained  in  a  given  volume  of  the  gas  into  water,  the  constituents 
other  than  oxygen  will  be  left  behind  for  separate  examination,  and 
we  shall  have  determined  how  much  oxygen  a  given  volume  of  the  gas 
contains  by  observing  how  much  hydrogen  has  been  necessaiy  to  con- 
vert it  into  water,  the  volumetric  composition  of  water  being  already 
known.  Now  it  has  been  found  that  when  any  volume  of  this  gas  is 
mixed  with  an  equal  volume  of  hydrogen,  in  a  strong  tube,  provided 
with  platinum  points,  like  those  of  the  U-tube  already  used  (p.  25), 
and  the  mixture  is  fired  by  the  electric  spark,  a  violent  explosion  takes 
place,  a  dew  of  water  condenses  upon  the  walls  of  the  tube,  and  there 
remains  a  volume  of  colorless  gas,  precisely  equal  to  that  with  which 
the  hydrogen  was  originally  mixed.  On  studying  the  properties  of 
this  residual  gas,  it  is  found  to  be  tasteless,  odorless,  a  little  lighter 
than  air,  and  to  be  neither  inflammable,  nor  yet  a  supporter  of  com- 
bustion ;  it  is  recognized  as  the  pure  element,  nitrogen. 

It  follows  from  this  experiment,  and  the  knowledge  of  the 
composition  of  water  previously  gained,  that  any  measure  of  the 
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gas  obtained  from  nitrate  of  ammonium  contains  its  own  measure 
of  nitrogen  and  half  that  measure  of  oxygen.  The  constitution  of 
this  gas  is  strictly  analogous  to  that  of  steam ;  as  two  volumes  of 
hydrogen  and  one  volume  of  oxygen  are  compacted  into  two 
volumes  of  steam,  so  two  volumes  of  nitrogen  and  one  volume  of 
oxygen  are  condensed  into  two  volumes  of  this  transparent  gas. 
As  the  chemical  formula  or  symbol  of  water  is  H.^0,  so  the 
formula  of  this  new  gas  is  N^O,  and  its  volumetric  composition 
may  be  represented  by  a  diagram 
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nmilar  to  that  by  which  we  con-        |q^ 
veyed  to  the  eye  the  composition 
of  water. 

67.  As  has  been  already  said, 
a  combination  of  oxygen  with 
another  element  is  called*  an  oande ;  the  name  of  the  second  ele- 
ment is  given  either  by  an  adjective  which  precedes  the  word 
oxide,  as  in  the  case  of  this  gas  N^O,  whose  name  is  nitrous  oxide, 
or  by  connecting  the  name  of  the  second  element  with  the  word 
oxide  by  the  preposition  of,  as  in  case  of  oxide  of  iron. 

From  the '  above  composition  by  volume,  and  from  the  known 
specific  gravities  of  nitrogen  and  oxygen,  the  composition  of 
nitrous  oxide  by  weight  is  readily  deduced.  The  specific  gravity 
of  nitrogen,  referred  to  hydrogen,  is  14;  that  of  oxygen  16; 
since  there  are  two  volumes  of  nitrogen  for  each  volume  of 
oxygen,  the  two  elements  must,  in  any  given  weight  of  the  gas, 
be  combined  in  the  proportion  of  28  parts  by  weight  of  nitrogen 
to  16  of  oxygen.  The  molecule  of  nitrous  oxide,  N^O,  must  be 
composed,  like  any  other  quantity  of  the  gas,  of  28  parts  by 
weight  of  nitrogen  and  16  of  oxygen  ;  but  precisely  as  in  the  case 
of  water,  we  conceive  of  the  molecule  as  made  up  of  two  atoms 
of  nitrogen  and  one  atom  of  oxygen,  and  we  have  already  learned 
that  if  the  atomic  weight  of  hydrogen  be  represented  by  1,  that  of 
oxygen  must  be  16.  It  follows,  from  the  constitution  of  nitrous 
oxide,  that,  if  16  represent  the  smallest  proportional  weight  of 
oxygen  which  exists  in  combination,  14  must  be  the  corresponding 
smallest  weight  of  nitrogen  when  thus  united  with  oxygen.  Ni- 
trous oxide  contains  16-44ths,  or  36*36  per  cent-  of  oxygen. 

68.  Nitrous  oxide  is  almost  without  odor,  but  has  a  distinctly 
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Bweeb  taste ;  its  specific  gravity  referred  to  hydrogen  is  22 ;  it  is 
quite  soluble  in  water,  which  at  0^  dissolves  more  than  its  own 
volume  of  the  gas,  and  more  than  half  its  volume  at  24°.  Owing 
to  this  solubility  there  is  a  trifling  loss  incun*ed  by  collecting  it 
in  the  usual  manner  over  water;  this  loss  may  be  partially 
avoided  by  using  warm  water  in  the  pan.  Nitrous  oxide  may  be 
obtained  in  the  liquid  state  by  submitting  it  to  a  mechanical 
pressure  of  about  30  atmospheres  in  an  apparatus  cooled  to  0°. 
The  liquid  is  very  mobile,  boils  at  —88°,  and  crystallizes  at 
about  —100^  when  allowed  to  evaporate  spontaneously  under  the 
exhausted  receiver  of  an  air-pump.  It  is  noteworthy  that  the 
pe)vnanent  gases,  ^uch  as  nitrogen,  oxygen,  and  hydrogen,  are 
but  slightly  soluble  in  water,  while  all  the  soluble  gases  are  liquifi- 
able,  and  often  the  more  readily  liquifiable  in  proportion  to  their 
solubility.  A  drop  of  liquid  nitrous  oxide  blisters  the  skin  like  a 
hot  iron.  By  mixing  the  solid,  snow-like  nitrous  oxide  with  the 
volatile  liquid  called  bisulphide  of  carbon,  and  evaporating  the 
mixture  in  a  vacuum,  the  lowest  temperature  which  has  hitherto 
been  attained  is  produced;  it  is  estimated  at  —140°. 

Small  animals  immersed  in  gaseous  nitrous  oxide  die  after 
some  time,  but  it  may  be  respired  for  a  few  minutes  with  entire 
impunity  by  the  healthy  human  being.  The  physiological  effects 
of  this  gas,  when  respired,  vary  somewhat,  according  to  the 
quality  of  the  gas  and  the  mode  of  administration ;  sometimes  it 
produces  a  lively  intoxication,  attended  with  a  disposition  to 
muscular  exertion  and  violent  laughter,  whence  its  trivial  name 
of  laughing-gas ;  sometimes,  on  the  contfai-y,  it  produces  a  com- 
plete insensibility,  during  which  surgical  operations  may  be  per- 
formed without  pain.  When  intended  for  respiration,  great  atten- 
tion should  be  paid  to  the  purity  of  the  gas ;  carefully  prepared 
and  judiciously  administered,  it  is  advantageously  used  as  an  anae- 
sthetic agent,  especially  for  operations  lasting  but  a  few  seconds. 

As  the  gas  contains  nearly  twice  as  much  oxygen  as  atmospheric 
air,  it  does  not  seem  strange  that  it  should  make  common  com- 
bustibles bum  with  great  intensity ;  it  forms  explosive  mixtures 
with  many  inflammable  gases ;  it  causes  glowing  charcoal  to  burst 
into  flame,  and  sulphur  and  phosphorus  burn  in  the  gas  with 
great  brilliancy,  if  well  on  fire  when  immersed  in  it. 
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JBrp,  96. — ^Flace  a  bit  of  aulphur  in  a  deflagratiog  spoon,  iind  ignite 
it  with  the  leAst  possible  application  of  heat ;  then  thrust  it  into  a 
botUe  of  nitrooa  oxide.  It  will  be  extinguished. '  Yet  it  would  con- 
tinue to  bum  in  the  air.  Heat  the  sulphur  much  hotter,  and  again 
introduce  it  into  the  bottle  of  nitrous  oxide.  It  will  now  bum  far 
more  brilliantly  than  in  the  air. 

The  air  is  not  a  chemical  compound|  but  only  a  mechanical  mixture 
of  nitrogen  and  oxygen ;  so  that  a  body  burning  in  the  air  has  only  to 
take  oxygen,  which  is  perfectly  free  to  join  it  The  case  is  entirely 
different  when  the  substance  at  whose  expense  the  oxygen  is  furnished 
is  a  chemical  compound ;  to  dismember  the  compound  will  require  a 
force  superior  to  that  which  binds  its  elements  together.  Before  the 
sulphur,  in  this  experiment,  can  unite  with  oxygen,  it  must  detach 
the  oxygen  from  the  nitrogen  with  which  it  is  combined.  To  accom- 
plish this,  the  sulphur  must  be  hotter  than  it  need  be  for  simple  burning 
in  the  air.  We  shall  soon  learn  that  there  are  many  chemical  com- 
pounds, much  richer  in  oxygen  than  either  the  air  or  nitrous  oxide, 
which  neyertheless  cannot  support  combustion  at  aU,  in  the  ordinary 
sense  of  the  term,  and  this  simply  because  the  common  combustibles 
are  quite  unable  to  detach  the  oxygen  from  the  elements  with  which 
it  is  already  combined. 

69.  Nitric  Oxide. — ^The  nitronB  oxide  which  we  have  thus 
studied,  is  a  deriTatiye  of  nitric  acid,  or,  more  exactly,  of  the 
compound  of  nitric  acid  with  ammonia-water,  but  it  is  only  one 
of  several  such  deriyatires.  We  proceed  to  investigate  another 
substance  still  more  directly  obtained  from  nitric  acid. 


.Ely.  87. — Place  some  copper 
tumings  or  filings  in  a  bottle  ar- 
ranged precisely  as  for  genera- 
ting hydrogen  (see  EIxp.  19),  and 
pour  upon  them  one  half  of  the 
nitric  acid  still  remaining  from 
Exp.  32,  previously  diluting  this 
portion  of  acid  with  twice  its 
bulk  of  water.  Brisk  action  will 
immediately  occur.  The  bottle 
becomes  filled  with  red  fumes, 
but  when  the  gas  disengaged  is 
collected  over  water,  it  is  foimd 
to  be  colorless.  Collect  four  bot- 
tles, of  SOO  to  400  c.  c  capacity, 
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of  this  gas.  Sare  the  blue  solution  (nitrate  of  copper)  which  remains 
in  the  generator  for  future  use. 

Hxp,  88. — ^Dip  a  lighted  candle  into  a  bottle  of  the  gas.  It  goes 
out.  Into  th^  same  bottle  thrust  a  glowing  splinter  of  wood.  It  will 
not  inflame. 

JExp,  39.  Lift  a  bottle  of  the  gas  from  the  water  so  that  the  air  ma/ 
enter  the  bottle,  and  the  gas  may  escape  into  the  air.  Red  fumes,  of 
yeiy  disagreeable  smeU,  and  veiy  irritating  when  inhaled,  are  abun- 
dantly produced.  Bring  in  contact  with  these  fumes  a  piece  of  mois- 
tened Utmus-paper.    It  will  be  immediately  reddened. 

JExp,  40. — Thoroughly  ignite  a  bit  of  sulphur  in  a  deflagrating- 
■poon,  and  introduce  it  into  a  bottle  of  the  gas.    It  wiU  not  bum. 

Esp,  41. — ^Into  the  same  bottle  thrust  a  piece  of  phosphorus  as  big 
as  a  pea,  burning  aeiiMfy.  The  combustion  will  be  continued  with 
great  brilliancy. 

70.  The  new  gas  is  transparent  and  colorless,  and  that  it  is 
sparingly  soluble  in  water  may  be  inferred  £rom  the  fact  that 
bottles  of  it  may  stand  indefinitely  over  water  without  appre- 
ciable loss.  It  differs  from  nitrous  oxide,  and  from  all  the  other 
gases  thus  far  studied,  in  its  relation  to  combustibles.  The  com- 
monest combustibles  will  not  bum  in  it  at  all ;  phosphorus  may 
be  melted  in  the  gas  without  inflaming ;  but  when  its  combustion 
is  once  started,  phosphorus  bums  with  a  yiyidness  which  recalls 
its  burning  in  oxygen. 

When  the  gas  touches  the  air,  a  new  compound,  red,  acid,  and 
irritating,  is  immediately  produced;  the  question  arises.  Is  it 
the  nitrogen  or  the  oxygen  of  the  air  which  gives  rise  to  thia 
new  combination  ?  Experiment  would  answer  this  question  in 
favor  of  oxygen.  If  into  a  bottle  of  this  new  gas  nitrogen  were 
introduced,  the  result  would  be  simply  negative;  no  visible 
change  and  no  chemical  combination  would  take  place.  The 
introduction  of  oxygen  into  a  bottle  of  the  gas  would,  on  the 
other  hand,  produce  the  red  vapors  in  question,  only  more 
vividly  than  air,  because  dilution  with  the  inert  nitrogen  of  the 
air  would  have  been  avoided.  So  visible  and  trustworthy  is  this 
reaction,  that  the  gas.  we  are  studying  may  be  used  to  exhibit 
the  presence  of  free  oxygen  in  gaseous  mixtures.  For  example, 
both  oxygen  and  nitrous  oxide  reinflame  a  glowing  splinter,  and 
we  cannot  distinguish  between  these  two  gases  by  this  test;  but 
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the  gas  we  are  now  studying  supplies  us  with  a  means  of  discri- 
mination, since  it  produces  no  red  fames  with  nitrous  oxide. 

If  a  sufficient  quantity  of  the  metal  potassium  be  heated  in  the  dry 
gas  till  it  humsi  and  the  experiment  be  so  executed  as  to  allow  the 
volume  of  gas  to  be  measured  both  before  and  after  the  combustion,  it 
will  be  found  that  one  half  of  the  volume  of  gas  used  has  disappeared, 
and  that  the  half  which  remains  possesses  few  or  none  of  the  qualities 
of  the  original  gas ;  a  slight  examination  would  convince  us  that  we 
had  set  fr«;e  the  well-known  element  nitrogen.  The  other  half  of  the 
original  volume  of  gas  has  united  with  the  potassium  to  form  a  body 
which  we  shall  hereafter  be  lamiliar  with  under  the  name  of  oxide  of 
potassium.  The  other  half  of  the  gas  is  then  oxygen,  and  we  have 
found  the  elements  which  enter  into  the  composition  of  this  gas,  and 
the  volumetric  proportions  in  which  they  are  united.  One  volume  oi 
nitrogen  is  combined  with  one  volume  of  oxygen  to  form  two  volumes 
of  the  compound  gas. 

We  meet  here  the  first  case  of  chemical  combination  between 
two  gases  unattended  by  any  condensation  of  tjie  ingredients. 
The  molecule  of  the  gas  will  be  represented  by  the  formula  NO, 
and  its  elements  are  united  by  weight  in  the  proportion  of  14 
parts  of  nitrogen  to  16  of  oxygen,  because  equal  volumes  of 
nitrogen  and  oxygen  weigh  respectively  14  and  16  times  as 
much  as  the  same  volume  of  hydrogen.  The  gas  is  another  oxide 
of  nitrogen,  and  is  distinguished  by  the  name  nitric  oxicU. 

When  there  are  two  or  more  oxides  of  one  element,  the  termi- 
nation ouB  implies  less  oxygen  than  the  termination  ic,  as  in  this 
case ;  nitrous  oxide  contains  half  as  much  oxygen  for  its  nitrogen 
as  nitnc  oxide. 

Nitric  oxide  is  one  of  the  permanent  gases ;  it  has  never  been 
liquified.  It  is  a  very  stable  compound,  and  if  perfectly  dry  is 
not  decomposed  by  a  red  heat  or  by  the  action  of  electric  sparks. 
Owing  to  its  rapid  union  with  oxygen  and  the  formation  of  acid 
products,  its  taste,  smell,  and  respirability  cannot  be  ascertained. 
Bearing  in  mind  the  fact  that  certain  red  acid  fumes,  the  like  of 
which  we  remember  to  have  seen  in  making  nitric  acid,  are 
formed  by  adding  oxygen  to  nitric  oxide^  we  proceed  to  a  further 
study  of  still  other  oxides  of  nitrogen. 

71.  Hyponitric  Acid, — When  a  mixture  of  two  volumes  of 
nitric  oxide  and  one  volume  of  oxygen,  thoroughly  stirred  to- 
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getber  and  perfectly  dried,  is  submitted  to  the  action  of  a  freezing 
mixture  of  salt  and  ice,  transparent,  colorless  cr}'8tals  are  con- 
densed from  the  mixed  gases ;  but  if  the  least  trace  of  moisture 
has  been  present,  the  product  will  be  an  almost  colorless  liquid. 
The  vapor  of  this  new  substance  has  a  brownish  red  color;  from 
a  mixture  of  two  measures  of  nitric  oxide  and  one  measure  of 
oxygen,  two  measures  of  the  new  vapor  are  produced.  Since 
two  measures  of  nitric  oxide  contain  one  measure  of  nitrogen  and 
one  of  oxygen,  the  composition  of  the  new  substance  may  be 
represented  by  the  accompanying  diagram ;  the  molecule  will  be 
represented  by  the  formula 
NQj,  and  the  composition  of 
the  substance  by  weight  will 
be  14  parts  of  nitrogen  to  32 
of  oxygen.  The  name  of  this 
*  new  body  is  Hyponitric  acid, 
a  name  derived  from  nitric  acid  by  prefixing  the  Gredc  vtto, 
••below."  The  term  is  used  to  indicate  that  the  substance  to 
which  it  is  applied  contains  less  oxygen  than  the  other  substance 
from  which  the  name  is  derived.  Thus  hyponitric  acid  contains 
less  oxygen  than  nitric  acid,  hyposulphurous  acid  less  than  sul- 
phurous, and  so  forth.  It  remains  to  justify  this  assertion  re- 
specting the  comparative  oxygen-contents  of  hyponitric  and 
nitric  acids. 

JErp.  42. — ^Add  to  the  nitric  acid  which  remains  from  Exp.  32,  pre- 
viously diluted  with  twice  its  bulk  of  water  and  warmed  over  the 
lamp,  finely  powdered  litharge  in  small  portions  so  long  as  it  readily 
dissolves.  The  operation  may  be  best  performed  in  an  evaporating- 
dish,  which  should  be  only  very  moderately  heated.  The  substance 
sold  under  the  name  of  litharge  is  a  simple  combination  of  the  two 
elements,  lead  and  oxygen ;  the  formula  of  its  molecule  is  PbO,  in 
which  Pb  represents  the  least  proportional  weight  of  metallic  lead 
(plumbum) ;  its  composition  by  weight  is  accurately  known.  When 
the  litharge  no  longer  dissolves  with  promptness,  no  more  should  be 
added,  and  the  liquid  in  the  dish  should  be  evaporated  to  dryness,  at 
first  on  the  wire  gauze  over  the  lamp^  but  towards  the  end  of  the 
operation  on  a  water-bath. 

Daring  this  evaporation  there  escape  into  the  air  unchanged,  water 
•ad  the  excess  of  nitric  acid  which  was  not  neutralized  by  the  oxide 
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of  lead.  Tbeie  lemaiiiB  a  white,  saline  sabstanoe,  wliidi  haa  reanlted 
from  the  combination  of  the  oxide  of  lead  with  a  portion  of  the  nitric 
acid ;  it  is  called  nitrate  of  lead.  Experience  has  proved  that  it  is  a  per- 
fectly dry  substance,  containing  no  water  whatever ;  it  is  the  raw  mate- 
rial, so  to  speak,  of  important  experiments  shortly  to  be  described. 

Exp,  43. — Heat  one  or  two  teaspoonfnls  of  the  nitrate  of  lead,  of 
Exp.  43,  in  an  ignition-tube,  and  observe  that  the  compound  decom- 
poses ;  deep  red  fumes  are  produced,  and  oxide  of  lead  (litharge)  ia 
left  behind.  If  these  red  vapors  be  carried  through  a  (J-tube  immersed 
in  a  mixture  of  ice  and  salt,  a  portion  of  the  vapors  condense  into  a 
liquid,  while  an  uncondensable  gas  passes  through  the  cold  tube,  and 
may  be  collected  by  a  suitable  arrangement  beyond  the  U-tube.  The 
condensed  liquid  is  hyponitric  acid ;  the  gas  is  oxygen.  If  the  com- 
plete absence  of  moisture  has  been  secured,  crystals  of  hyponitric  add 
may  often  be  obtained  by  replacing  the  first  U-tube  by  a  second  to- 
wards the  end  of  the  distillation.  In  fact,  this  is  by  far  the  most  con- 
venient method  of  preparing  hyponitric  acid.  Into  the  U-tube  con- 
taining the  liquid  hyponitric  acid  drop  a  bit  of  ice  or  a  little  snow  { 
the  color  of  the  solution  changes  from  reddish  to  a  greenish  blue,  and 
two  layers  become  visible  in  the  liquid.  The  explanation  of  this 
change  will  be  found  in  the  next  section. 

The  name  of  hyponitric  acid  ia  now  justified;  for  it  is  apparent 
that  when  the  litharge  was  dissolved  in  nitric  acid,  it  found  there, 
and  combined  with,  an  oxide  of  nitrogen  containing  more  oxygen 
than  hyponitric  acid  does,  since  when  this  oxide  of  nitrogen  is 
decomposed  by  heat,  as  in  the  experiment  just  described,  hypo- 
nitric acid  and  oxygen  are  evolved,  the  litharge  remaining  behind 
unaltered.  Beserving  the  further  discussion  of  the  composition 
of  nitric  acid,  we  may  here  speak  of  the.  properties  and  products 
of  h3^onitric  acid* 

72.  H3rponitric  add  occurs  in  the  solid,  liquid,  and  gaseous 
states;  at  —9°  it  crystallizes;  above  that  temperature  and  below 
22^  it  is  a  mobile  Uquid  of  sp.  gr.  1*451,  and  of  various  colors  at 
various  temperatures ;  it  boils  at  22®.  The  liquid  acid  gives  off 
red,  acid,  irrespirable  vapors  at  the  ordinary  temperature.  If  to 
liquid  hyponitric  acid,  cooled  by  ice  and  salt,  a  proportionally 
small  quantity  of  ice- water  be  added,  two  layers  of  liquid  are 
formed,  as  has  been  above  illustrated,  the  upper  and  least-colored 
of  which  consists  principally  of  nitric  acid,  the  lower  and  darker 
of  a  fluid  which  yields,  on  cautious  distillation  at  a  low  tempe- 
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ratoie,  a  very  volatile  blae  liquid.  ThiB  blae  liquid  is  so  unstable 
tiiat  its  composition  and  qualities  are  not  certainly  known ;  but 
it  is  supposed  to  be,  or  to  contain,  an  oxide  of  nitrogen  differing 
from  all  tbose  heretofore  studied, — an  oxide  capable  of  direct 
derivation  from  nitric  oxide  by  adding,  to  any  volume  of  this  last, 
one-fourth  that  volume  of  pure  oxygen,  and  therefore  answering 
to  the  formula  N,Og,  and  being  composed  of  28  parts  by  weight 
of  nitrogen  and  48  parts  of  oxygen*  This  obscure  substance  is 
known  by  the  name  of  nitrous  acid;  though  itself  but  imper- 
fectly known,  some  of  its  compounds  are  not  unfamiliar  bodies. 

73.  We  have  already  learned  that  the  white,  saline  substance 
called  nitrate  of  lead  can  be  made  from  oxide  of  lead  and  nitric 
acid,  that  it  contains  no  water  in  its  composition,  and  that  when 
heated  it  is  decomposed  into  oxygen,  an  oxide  of  nitrogen,  and 
the  original  oxide  of  lead.  On  the  basis  of  these  facts,  a  method 
has  been  constructed  of  determining  the  compositioif  of  nitric  acid 
5y  weighU 

To  10  grammes  of  oxide  of  lead  add  something  more  than  enough 
nitric  acid  to  transform  it  completely  into  nitrate  of  lead ;  evaporate 
the  excess  of  acid,  dry  the  residual  nitrate  of  lead  completely,  aod 
weigh  it  If  W  represent  this  weight  in  grammes,  W  — 10  is  the 
weight  of  the  unknown  oxide  of  nitrogen  which  has  combined  with  10 
grammes  of  oxide  of  lead  to  form  W  grammes  of  nitrate  of  lead.  From 
these  data  the  percentage  composition  of  nitrate  of  lead  can  be  calcu- 
lated \  10  grammes  of  pure  nitrate  of  lead  invariably  contain 

Oxide  of  lead  •    •    •    .    6-738  grammea 

Oxide  of  nitrogen  •  •  8*262  „ 
If  now  10  grammes  of  pure  nitrate  of  lead  be  decomposed  by  heat 
under  such  conditions  that  the  vapors  which  it  yields  shall  pass  over 
some  substance  capable  of  abstracting  all  the  oxygen  from  the  vapors 
without  afiecting  the  nitrogen,  it  will  be  possible  to  collect  all  the 
nitrogen  contained  in  8*262  grammes  of  the  unknown  oxide  of  nitro- 
gen, and  so  to  determine  its  volume  and  thence  its  weight 

This  determination  is  actually  made  by  heating  the  nitrate  of  lead  in 
a  long  glass  tube,  in  such  a  manner  that  all  the  vapors  evolved  from  it 
pass  over  a  large  surface  of  red-hot  copper.  The  copper  absorbs  the 
oxygen,  the  nitrogen  passes  over  it  unidtered  and  is  collected  in  a  suit- 
able vessel  and  accurately  measured.  As  the  specific  gravity  of  nitro- 
gen at  any  given  temperature  and  pressure  is  known  with  precision, 
the  exact  weight  of  tiie  nitrogen  can  be  deduced  from  this  volume. 
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Such  experiments  often  repeated  have  led  to  the  conclusion  that  the 
oxide  of  nitrogen,  which  with  oxide  of  lead  makes  up  nitrate  of  lead, 
contains 

Nitrogen      •    •    •    •    .    25*93  per  cent 

Oxygen 74-07      „ 

If  these  two  numhers  he  divided  hj  the  specific  gravities,  or  unit- 
volume-weights,  of  the  two  gases  respectively,  the  quotients  will 
express  the  composition  hy  measure  of  the  oxide  of  nitrogen ;  the 
quotients  are  1*8(32  and  4*63,  numbers  which  are  to  each  other  as  1  to 
2*6  or,  avoiding  fractions,  as  2  to  5. 

The  molecule  of  this  compound  is  therefore  considered  to  contain 
two  volumes  of  nitrogen  and  five  volumes  of  oxygen,  and  is  represented 
by  the  formula  N2O5 ;  the  weight  of  this  molecule  will  be  108,  of 
which  28  parts  will  be  nitrogen  and  80  oxygen, — a  composition  pre* 
cisely  corresponding,  of  course,  to  the  percentage  composition  above 
given.  This  new  oxide  of  nitrogen  may  be  called  for  the  present  nitric 
acidf  though  ye  shall  soon  learn  to  dbtinguish  between  this  body  and 
common  nitric  acid. 

74.  The  combining  proportions  of  nitrogen  and  oxygen  in  this 
oxide  have  been  experimentally  determined  by  weight,  and  not 
by  volume,  as  was  the  case  with  all  the  preceding  oxides  of 
nitrogen.  The  reason  of  this  different  treatment  is  to  be  found 
in  the  fact  that  nitric  acid  cannot  be  converted  into  vapor  with- 
out suffering  decomposition — not  indeed  into  its  elements,  but 
into  oxygen  and  a  lower  oxide  of  nitrogen.  It  is  therefore,  in 
the  present  state  of  science,  impossible  to  obtain  a  volume  of 
nitric  acid  gas  capable  of  experimental  resolution  into  nitrogen 
and  oxygen. 

Since  a  large  majority  of  the  elementary  bodies  are  non-volatile 
under  any  treatment  in  our  power  to  employ,  and  since  the  greater 
number  of  chemical  compounds  either  are  non-volatile,  or  are, 
like  nitric  acid,  decomposed  by  a  temperature  high  enough  to 
volatilize  them,  the  proportions  in  which  the  elements  unite  by 
weight  are  of  much  more  general  value  than  the  proportions  in 
which  they  unite  by  volume ;  and  the  methods  of  determining  the 
atomic  weights  of  the  elements  have  been  studied  with  a  thorough- 
ness, and  brought  to  a  perfection  commensurate  with  the  funda- 
mental importance  of  these  proportional  numbers. 

75.  Nitric  acid  completes  the  series  of  oxides  of  nitrogen ;   no 
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higher  oxide  is  known.  We  are  now  prepared  to  exhihit  this 
series  in  a  diagram  which  shall  present  to  the  eye  at  onoe  the 
volumetric  composition  of  the  oxides,  the  resultant  volumes  after 
the  condensation  of  the  ingredients,  the  atomic  weights  of  the 
elements,  and  the  combining  weights  of  the  compounds.  Sinee 
the  atomic  weights  of  the  gaseous  elements  are  at  the  same  time 
their  specific  gravities  referred  to  hydrogen,  it  will  be  easy  to 
deduce  the  specific  gravities,  or  equal-volume  weights,  of  the 
compound  gases,  N^O,  NO,  and  NO,,  from  their  combining  weights 
by  dividing  these  weights  by  two.  As  the  resultant  volumes 
after  oondensation  are  not  known  for  the  two  members  of  this 
series  N,0,  and  N,0„  we  abstain  from  figuring  hypothetical 
volumes  which  analogy  may  point  to  as  probable,  but  which  ex- 
periment has  never  demonstrated  as  fact. 

The  Oxides  or  Nitboobn. 
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76.  These  five  bodies  are  all  chemical  ooxnpotinds ;  they  ai6 
definite  and  constant  in  oomposition ;  and  all  differ  esaentiallj 
from  their  elementary  constitttents  and  from  each  other,  as  the 
experiments  we  have  performed  with  them  have  abundantly  de- 
monstrated. It  is,  therefore,  obvious  that  two  of  the  elements 
are  capable  of  combining  in  several  proportions  to  form  definite 
ohemioal  compounds ;  and  what  is  here  proved  of  two  of  the 
elements  we  shall  hereafter  find  to  be  true  of  all,  though  not  of 
every  couple ;  so  that  the  series  of  oxides  of  nitrogen  is  but  one 
illustration  of  a  most  comprehensive  law.  The  difference  between 
a  mechanical  mixture  and  a  ohemical  compound  does  not  on  this 
account  become  less  marked.  The  possible  mixtures  of  nitrogen 
with  oxygen  are  innumerable ;  the  known  oombintUions  of  these 
two  elements  are  only  five, — two  volumes  of  nitrogen  combining- 
chemically  either  with  one,  two,  three,  four,  or  five  volumes  of 
oxygen,  and  with  no  other  proportions  whatsoever.  As  for 
volumes,  so  for  weights ;  the  proportional  weight  of  oxygen  in 
these  oxides  rises  by  definite  leaps  from  the  fii-st  member  of  the 
series  to  the  last. 

This  definite,  step  by  step  mode  of  forming  chemical  com- 
pounds is  one  of  the  motft  characteristic,  as  it  is  one  of  the  most 
general  facts  of  chemistry ;  no  other  science  offers  a  parallel  to 
it ;  but  long  experience  and  patient  labor  with  the  balance  and 
measunng-glass  have  established  it  as  the  habitual  mode  in  which 
the  force  called  chemical  ordinarily  acts.  The  abstract  results 
of  observation  and  experiment  may  be  expressed  in  the  following 
proposition,  often  called  the  Law  of  Multiple  Proportions :  If  two 
bodies  combine  in  more  than  one  proportion,  the  ratios  in  which 
they  combine  in  the  second^  third,  and  stU>8equent  compounds  are 
dtfinite  multiples  of  those  in  which  they  combine  to  form  the  first. 

While  the  mode  of  action  of  the  chemical  foi-ce  set  forth  in 
this  proposition  is  that  which  has  long  been  uppermost  in  the 
minds  of  chemists,  most  prominent  in  chemical  treatises,  and 
perhaps  most  important  to  the  progress  of  the  science  in  the 
direction  in  which  it  has  thus  far  been  cultivated,  it  should  be 
remembered  that  in  the  phenomena  of  solution,  in  the  formation 
lof  metallic  alloys  by  fusion,  and  in  the  ciystallization  of  minerals 
•and  other  substances  with  constant  forms  but  variable  composi- 
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tion,  the  chemical  force  has  a  part  to  plaj  which,  if  more  obacove 
than  its  ordinary  manifeBtaUons,  is  not  less  real. 

77.  Avr  a  nUxtture, — All  that  has  been  said  of  the  distinotioa 
between  a  mechanioal  mixture  and  a  chemical  combination  finds 
perfect  illustration  in  the  diffisreDces  between  air  and  the  d^nifee 
oxides  of  nitrogen  which  have  just  been  studied.  Air  is  not,  like 
these,  a  chemical  combination.  The  evidence  that  it  is  a  mecha- 
nical mixture  merely  may  here  be  appropriately  presented. 

The  statement  that  air  contains  1  volume  of  oxygen  to  4  volumes 
of  nitrogen  is  not  absolutely  true.  These  proportions  are  never 
actually  found ;  the  gases  are  not  combined  in  any  simple  ratio 
either  by  volume  or  weight ;  they  are  always  mixed  in  the  pro- 
portion of  20*81  measures  of  oxygen  to  79-19  measures  of  nitro- 
.  gen,  or  23-10  parts  by  weight  of  oxygen  to  76*90  parts  of  nitrogen. 
The  experimental  processes  by  which  these  numbers  have  been 
fixed  are  so  perfect,  that  it  is  impossible  to  entertain  the  idea 
that  the  gases  are  really  mixed  in  the  ratio  of  20  measures  to  80, 
or  1  volume  to  4  volumes,  or  the  proportion  of  20  parts  by  weight 
of  oxygen  to  70  of  nitrogen,  as  the  formida  N^O  would  require. 
When  20*81  parts  of  oxygen  are  mixed  with  79*19  of  nitrogen, 
there  is  no  development  either  of  light,  heat,  or  electricity,  such 
as  usually  attends  the  formation  of  a  chemical  compound ;  and 
the  specific  gravity,  magnetism,  and  refractive  power  of  the  mix- 
ture are  such  as  calculation  would  directly  deduce  from  the  num- 
bers expressing  these  properties  for  the  two  constituents. 

We  have  seen  that  when  nitric  oxide  is  added  to  nitrons  oxide 
no  red  fumes  are  produced  (§  70),  but  that  when  the  nitric  oxide 
is  brought  in  contact  with  air  these  suffocating  fumes  are  abun- 
dantly formed,  though  the  air  contains  only  half  as  much  oxygea 
as  tho  nitrous  oxide.  These  experiments  go  to  show  that  while 
in  nitrous  oxide  the  oxygen  is  held  in  chemical  combination,  in 
air  it  is  free. 

Strong  positive  evidence  that  air  is  a  mere  mixture  is  afforded 
by  its  behavior  towards  water.  All  gases  are  soluble  in  water 
to  a  greater  or  less  extent,  each  one  dissolving  in  a  certain  fixed 
and  definite  proportion  at  any  given  temperature  and  pressure. 
Thus  at  15°  and  a  pressure  of  76  cm.  of  mercury,  1  volume  of 
water  diasolvep  0*0193  volume  of  hydrogen  and  0*7778  volume 
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of  niiTOtu  oxide.  As  a  general  rule,  the  pressure  to  which  the 
liquid  is  exposed  being  constant,  the  quantity  of  gas  dissolved  by 
water  is  less  in  proportion  as  the  temperature  of  the  water  is 
high  ;  in  many  cases  boiling  water  is  altogether  incapable  of  re- 
taining gases  in  solution,  particularly  those  which  are  only  spa- 
ringly soluble  at  any  temperature. 

Hence,  by  prolonged  boiling,  many  gases  can  be  completely 
expelled  from  the  water  which  held  them  in  solution.  For  ex- 
ample, if  a  solution  of  nitrous  oxide  be  boiled,  and  the  gas  be 
oollected  as  it  escapes,  this  gas  will  be  found  to  exhibit  the  cha- 
racteristic properties  of  nitrous  oxide.  The  nitrous  oxide  has  not 
been  altered  by  the  act  of  solution.  It  still  remains  a  definite 
chemical  compound  as  before.  But  a  result  very  different  from 
this  is  obtained  upon  boiling  water  which  has  become  charged 
with  the  ingredients  of  atmospheric  air.  The  gas  collected  in  this 
case  is  composed  of  oxygen  and  nitrogen,  it  is  true,  but  not  in 
those  proportions  in  which  the  elements  are  united  in  air. 

Water  does  not  dissolve  air  directly  as  such,  as  it  should  do 
were  air  a  chemical  compound;  but  it  dissolves  out  from  it  a 
quantity  of  oxygen,  just  as  if  no  nitrogen  were  present ;  at  the 
same  time  it  dissolves  nitrogen  in  accordance  with  the  solubility 
of  this  element,  and  to  precisely  the  same  extent  that  it  would 
absorb  it  if  there  were  no  oxygen  in  the  air.  Oxygen  is  dis- 
solved by  water  in  larger  proportions  than  nitrogen ;  1  volume 
of  water  at  15°  and  under  a  pressure  of  76  cm.  of  mercury 
dissolves  002989  volume  of  oxygen,  but  only  0*0148  volume 
of  nitrogen. 

Exp,  44. — By  means  of  a  sound  perforated  cork  or  caoutchouc 
•topper,  adapt  to  a  fiask  of  the  capacity  of  1  or  2  litres  a  gas-deliveiy 
tube,  No.  6,  long  enough  to  reach  to  the  water-pan  in  the  usual  way. 
Upon  the  outer  end  of  the  delivery-tube  tie  a  short  piece  of  caoutchouc 
tubing,  to  which  a  stopper,  made  of  a  bit  of  gl&<«  rod  or  a  wooden  plug, 
has  been  fitted.  Fill  the  flask  completely  with  ordinary  well  or  river 
water;  fill  also  the  delivery-tube  with  water,  and  close  it  by  putting 
the  stopper  in  the  caoutchouc  tube.  Carefully  place  the  cork  of  the 
delivery-tube  in  the  neck  of  the  flask  in  such  manner  that  no  air  shall 
be  entangled  by  the  cork ;  at  the  same  moment  remove  the  plug  from 
the  delivery-tube,  and  finally  press  the  cork  firmly  into  the  flask.  Both 
flask  and  tube  will  now  be  completely  full  of  water.    JPlaoe  the  dried 
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flask  upon  a  lingr  of  tbe  iron  ttiiiid,  and  invert  a  small  bottle  filled  with 
water  over  the  end  of  the  delivery-tube.  Then  slowly  bring  the  con- 
tents of  the  flask  to  boiling. 

As  the  water  gradually  becomes  wann,  numerous  little  bubbles  of 
gas  will  be  seen  to  separate  from  the  liquid  and  to  collect  upon  the 
sides  of  the  flask ;  these  subsequently  coalesce  to  larger  bubbles,  which 
collect  in  the  neck  of  the  flask.  As  soon  as  the  water  actually  boils^ 
the  steam  will  force  this  air  out  of  the  flask,  and  it  will  collect  in  the 
inverted  bottle  at  the  end  of  the  delivery-tube,  the  steam  being  mean- 
while condensed  as  fast  as  it  comes  in  contact  with  the  cold  water  in 
the  pan.  By  continuing  to  boil  moderately  during  ten  or  fifteen  mi- 
nutes, nearly  all  the  air  can  be  swept  out  £rom  the  flask  by  means  of 
the  escaping  steam.  The  gas  delivery-tube  may  then  be  lifted  from 
the  water-pan  and  the  lamp  extinguished. 

From  a  litre  of  ordinary  water  about  50  c.  c.  of  gas  can  usually 
be  obtained.  This  contains,  of  coarse,  besides  oxygen  and  nitro- 
gen, a  certain  amount  of  carbonic  acid;  but  careful  analyses 
have  shown  that  it  is  much  richer  in  oxygen  than  ordinary  air, 
the  proportion  of  oxygen  to  nitrogen  in  the  goa  from  water  being 
as  32  to  68  in  100  volumes,  instead  of  20-81  to  79-19  as  in  air. 

78.  Nitric  Acid. — ^The  nitric  acid  above  referred  to  (§  73), 
whose  composition  is  represented  by  the  formula  N^O,,  is  an  un- 
stable solid  which  melts  at  30° ;  the  liquid  produced  boils  ut  47^ 
and  is  decomposed  at  80°.  The  crystals  of  this  substance  are 
transparent  and  colorless ;  they  undergo  spontaneous  decomposi- 
tion into  hyponitric  add  and  oxygen,  even  when  preserved  in 
closed  tubes.  It  is  obvious  that  this  is  not  the  common  nitric 
acid  with  which  we  are  already  familiar.  It  remains  to  demon- 
strate that  commercial  nitric  acid  contains  water  and  the  oxide  of 
nitrogen  N,0,.  A  single  experiment  may  be  made  use  of  to 
demonstrate  the  presence  of  water  in  common  nitric  acid,  and  at 
the  same  time  to  determine  the  proportion  in  which  it  enters  into 
the  composition  of  the  sample  of  acid  examined. 

By  adding  to  a  known  weight  of  common  nitric  acid  (10  gramme?, 
fSsr  example)  a  weighed  quantity  of  the  oxide  of  lead  much  larger  than 
the  acid  is  able  to  dissolve  (100  grammes,  for  instance),  and  then 
heating  the  mixture,  with  suitable  precautions  against  over-heating,  in 
a  weighed  flask,  the  vapor  of  water,  and  nothing  else,  is  given  off; 
this  vapor  may  of  course  be  condensed,  and  proved  to  be  common 
water.    Since  the  oxide  of  lead  contains  no  water,  and  the  nitrate  of 
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lend  is  also  anh jdronSj  it  follows  that  whatever  water  escapes  from  the 
Itask  during  the  heating  must  be  derived  from  the  10  grammes  of  nitric 
acid,  and,  further,  that  if  the  heating  be  long  enough  maintained,  all 
the  water  which  the  acid  contained  will  be  expelled.  By  weighing  the 
flask  and  its  contents  after  all  wa^r  has  been  thus  driven  out,  the  loss 
of  weight  will  be  the  quantity  of  water  contained  in  the  10  grammes 
of  add. 

It  has  been  already  proved  (Exp.  42)  that  the  nitrate  of  lead» 
which,  with  a  quantity  of  unused  litharge,  constitutes  the  residue 
in  the  flask,  yields  the  oxide  of  nitrogen  N^O^ .  If  this  oxide  of 
nitrogen  be  called  nitric  acid,  then  is  the  common  acid  hydrated 
nitric  acid ;  but  if  the  shorter  name,  nitric  acid,  be  applied  to  the 
commoner  substance  the  commercial  acid,  then  the  oxide  N^O, 
must  be  distinguished  as  anhydrous  nitric  acid* 

79.  Anhydrous  nitric  acid  unites  with  water  in  at  least  two 
definite  proportions ;  its  molecule  combines  with  one  molecule  of 
water,  or  with  four^  to  form  the  two  hydrates  represented  by  the 
formulas  H^O,  N^Oj,  and  4H,0,  N^O,  respectively,  wherein  the 
symbols  of  one  and  four  molecules  of  water  are  simply  placed 
beside  the  formula  of  the  molecule  of  anhydrous  nitric  acid. 
Ponderal  analysis  has  given  us  this  knowledge  of  the  composition 
of  these  two  hydrates,  by  actually  weighing  the  proportion  of 
water  combined  with  the  oxide  of  nitrogen  in  the  two  ca^scs. 

When  piare  nitric  acid  is  spoken  of,  the  acid  containing  one 
eombining  proportion  of  water  to  one  of  the  oxide  of  nitrogen  is 
generally  referred  to.  This  acid  is  often  called  the  monohydrated 
add,  an  adjective  which  may  be  applied  to  any  substance  which 
is  coupled  with  a  single  molecule  of  water.  The  monohydrated 
acid  is  a  colorless,  transparent,  mobile  liquid  of  specific  gravity 
1*52,  which  boils  at  86°  and  freezes  at  about  —50®.  Light 
slowly  decomposes  it,  and  a  very  moderate  heat  resolves  it,  not 
indeed  into  its  elements,  but  into  less  complex  compounds.  It 
exerts  a  highly  corrosive  action  on  organic  bodies,  and  stains 
tissues  containing  nitrogen  of  a  bright  orange  colour.  It  should 
be  handled  with  great  care,  as  it  bums  the  skin  like  a  hot  iron. 
It  absorbs  water  from  the  air.  When  mixed  with  water,  heat  is 
developed  from  the  mixture,  and  the  second  definite  hydrate  is 
formed,  4Kfi,  N^,, — a  colorless,  strongly  acid  liquid,  having  a 
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apedflo  grayity  of  1*42,  and  oontaining  60  per  cent,  of  anliydrons 
nitric  add.  To  this  last  hydrate  all  weaker  and  stronger  adds 
are  alike  converted  hy  boiling.  The  ordinary  nitric  add  of  com- 
merce has  a  spedfic  gravity  of  either  1*40  or  1*42,  and  therefore 
contains  either  56  or  60  per  cent,  of  anhydrons  nitric  acid. 
Sometimes  its  specific  gravity  is  as  low  as  l*d3  or  1*28.  What 
is  known  in  commerce  as  aqua  forUs  is  a  still  weaker  nitric  acid 
containing  some  nitrous  acid  and  other  impurities. 

80.  I^itric  odd,  especially  when  hot,  gives  np  a  part  of  its 
oxygon  with  great  facility  to  substances  capable  of  combining 
with  oxygen.  When  a  substance  habitually  and  readily  imparts 
oxygen  to  other  bodies  with  which  it  is  brought  in  contact,  it  is 
called  an  oxidizing  agent ;  and,  on  the  other  hand,  a  substance 
which  habitually  aud  readily  takes  oxygen  out  of  other  substances 
with  which  it  is  brought  in  contact,  is  called  a  reducing  agent. 
When  concentrated,  nitric  acid  acts  with  more  energy  than  when 
diluted  with  water ;  and  when  mixed  with  strong  sulphuric  add 
(a  substance  which  tends  to  take  water  from  other  compounds), 
it  becomes  an  oxidizing  agent  of  intense  power.  We  have  seen 
liquid  nitric  add  yield  a  part  of  its  oxygen  to  copper  with  evolu- 
tion of  nitric  oxide,  a  lower  member  of  the  series  (Exp.  37),  and 
we  have  also  learned  that  the  vapor  of  anhydrous  nitric  acid  will 
give  all  its  oxygen  to  red-hot  copper,  nitrogen  being  set  free 
(§  73).  Most  of  the  metals  are  dissolved  by  nitric  add,  with 
evolution  of  one  or  other  of  the  lower  oxides  of  nitrogen ;  and 
sulphur,  phosphorus,  arsenic,  carbon,  and  many  other  less  familiar 
elements  are  converted  by  it  into  oxides.  Organic  substances 
are  oxidized  by  nitric  acid  to  very  various  degrees  and  with  very 
various  products,  according  to  the  strength,  and  temperature  of 
the  acid  employed. 
>!yfv  81.  Combining  Weights  of  CJiemieal  Cbntpotmefs.—- The  atomio 
weight  of  oxygen,  or  the  weight  of  the  least  proportional  quan- 
tity of  oxygen  which  enters  into  combination,  is  the  same  when 
it  unites  with  nitrogen  as  with  hydrogen.  It  is  a  general  fact, 
that  each  element  has  but  one  least  combining  weight  with  each 
and  all  of  the  other  elements.  The  atomic  hypothesis  is  based 
upon  this  important  fact.  This  h3rpothesu  attributes  to  the 
imagined  atom  of  each  element  a  constant  proportional  wdght, 
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ezpresfled  by  the  same  number  which  experiment  prores  to  be 
the  combining  proportion  by  weight  of  the  element  taken  in 
finite,  ponderable  quantities.  In  this  sense  the  atom  of  oxygen 
is  said  to  be  16  times  as  heavy  as  the  atom  of  hydrogen,  and  the 
atom  of  nitrogen  14  times  as  "heavy  as  the  atom  of  hydrogen. 
The  combining  weight  of  a  chemical  compound  is  always  equal 
to  the  sum  of  the  atomic  weights  of  the  elementary  atoms  con- 
tained in  its  molecule.  Thus  the  combining  weight  of  water, 
H,0,  is  18«2+16;  of  anhydrous  nitric  add,  N,0„  is  108 
■b2x  14+5x16;  of  monohydrated  nitric  acid,  H,0,  N^O,,  is 
126=2+2x14+6x16. 

It  must  never  be  foigotten  that  these  combining  weights  are 
not  absolute  weights,  but  simply  express  the  pnyportions  by 
weight  in  which  the  elements  and  their  compounds  invariably 
unite.  The  combining  weight  of  a  compound  is  directly  deduced 
from  the  composition  of  the  molecule^  or  least  quantity  of  the 
compound  which  can  exist  by  itself  uncombined,  or  take  part  in 
any  chemical  process.  To  correctly  determine  this  least  propor- 
tional quantity  often  requires  a  large  accumulation  of  facts,  and 
a  just  collation  of  these  fieusts,  s«ch  as  is  possible  only  when  a 
wide  experience  is  added  to  a  keen  insight  into  the  principles  of 
chemical  philosophy. 

82.  The  discussion  of  the  true  molecular  formula  of  chemical 
compounds  presents  difficulties  which  render  it  entirely  unsuit- 
able for  our  present  stage  of  progress ;  nitric  acid,  however,  will 
enable  us  to  illustrate  one  of  the  difficulties  appertaining  to  the 
subject.  When  nitric  acid  dissolves  oxide  of  lead  (£xp.  42)  the 
reaction  which  occurs  may  be  thus  symbolized : — 

PbO     +     H,0,N,0.     =      PbO,N,0,     +     H,0 
Litharge.  NUric  acid.  Nitrate  of  lead.        Water, 

The  resulting  molecular  formulsB  of  nitrate  of  lead  is  not  divisible 
by  any  number  but  unity,  and  therefore  cannot  be  made  simpler 
and  still  express  the  same  proportional  combination  of  its  ele- 
ments. 

If  instead  of  the  oxide  of  lead  we  employ  the  oxide  of  silver, 
we  shall  find  it  possible  to  express  the  resulting  molecule  of 
nitrate  of  silver  by  two  formul»,  either  of  which  will  represent 
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oonectly  tho  pioportions  by  weight  in  which  tho  elementB  haT« 
oombiaed : — 

Agp     +     H,0,N,0,     =     Ag,0,N,0,     +     H,0;  or 
Omd€  of  silver.     Nitric  acid.         Nitrate  of  silver.      Water. 
AgP     +     H.O,N,0,     »       2AgN0,       +     H^O. 

Now  there  is  a  class  of  metals  which  enter  into  reactions  in  the 
manner  of  silver  in  the  above  equations;  and  there  is  another  dass, 
of  which  lead  may  be  taken  as  an  example ;  and  the  difference 
between  these  two  classes  is  put  into  the  form  of  a  definition  by 
the  statement  that  silver  and  its  analogues  are  wU-valent  or 
mono-atomic,  and  that  lead  and  its  analogues  are  bi-valent  or 
bi-atomiCf — ^terms  which  are  intended  to  express  the  fact  that 
one  atom  of  any  metal  of  the  lead  class  is  capable  of  uniting  with 
twice  as  many  atoms  of  oxygen,  chlorine^  or  any  other  element 
as  one  atom  of  any  metal  of  the  silver  class. 

The  use  of  the  common  algebraic  signs  in  these  formulsd  re- 
quires no  explanation.  The  sign  of  equality  denotes  the  equality 
of  the  sum  of  the  atomic  weights  on  either  side  of  it ;  a  numeral 
on  the  left  of  a  group  of  symbols  is  intended  to  multiply  the  whole 
group^  unless  a  comma  divides  the  group,  in  which  case  the  nu- 
meral multiplies  that  part  of  the  group  on  the  left  of  the  comma ; 
brackets  are  sometimes  used,  as  in  algebra,  to  mark  the  extent 
of  the  multiplication.  The  formula  of  nitric  add  itself  admits  of 
simpler  expression : 

H.O,N.O,  »  HAO,  «  2HN0,. 

The  first  formula  reminds  us  that  the  nitric  acid,  of  which  we 
speak,  may,  by  indirect  means,  he  made  to  yield  anhydrous  nitric 
acid  and  water ;  from  the  second  we  easily  learn  the  proportions 
in  which  the  three  elements  are  united  by  weight ;  but  the  third, 
HNO,,  expresses  these  same  proportions  with  precision,  and  is 
the  most  concise  of  the  three.  Now,  although  the  two  formula 
H,N,0,  and  HNO,  express  precisely  the  same  compound  of  the 
4une  three  elements  in  the  same  fixed  proportions  by  weight,  the 
combining  weight  of  nitric  acid  is  63  if  the  last  formida  be  cor- 
rect, and  126  if  the  first  represents  the  real  molecule  of  the  acid. 
In  the  great  majority  of  chemical  processes  in  which  nitric  acid  is 
involved,  that  proportional  weight  of  nitric  acid  is  necessary  which 
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is  implied  by  the  molecolar  formula  H,N,0, ;  but  there  are  not  a 
few  cases  in  which  the  proportional  weight  represented  by  the 
simpler  formula  HNO,  completely  accomplishes  the  actual  reac- 
tion, and  is  capable  of  representation  in  the  algebraic  form. 

To  illustrate  the  first  class  of  cases  we  have  the  formula,  just 
given,  of  the  reaction  which  occurs  when  oxide  of  lead  is  dis- 
solved in  nitric  acid ;  a  less  proportional  weight  of  nitric  acid 
than  HjNjO,  or  2HN0,  will  not  answer  the  conditions  of  the  re- 
action. Let  us  draw  from  the  preceding  sections  some  farther 
illustrations  of  this  class  of  nitric-acid  reactions.  YHien  copper 
(whose  s3rmbol  is  Cu,  from  cuprum)  is  used  to  set  free  nitric 
oxide  from  nitric  acid  (see  Exp.  37),  the  reaction  is  symbolized 
as  follows : — 

3Cu     +     4H,N,0,      =     2N0     +      3CuN,0,     +     4H,0. 
Copper,       Nitric  <md.    Nitric  oxide.  Nitrate  of  copper.    Water. 

When  nitrate  of  lead  is  decomposed  by  heat  into  litharge,  hypo- 
nitric  acid,  and  oxygen,  the  following  equation  represents  the 
chemical  change  :— 

PbN,0,     »    PbO     +     2N0,     +     0. 

In  these  two  reactions  the  nitrates  of  copper  and  lead  contain  two 
combining  weights  of  nitrogen  and  six  of  oxygen  for  each  one  of 
the  metal. 

To  illustrate  the  second  class  of  nitric-acid  reactions,  we  have 
only  to  explain  more  fully  the  nature  of  some  of  the  substances 
with  which  we  have  already  experimented.  As  the  nitrate  of 
lead  may  be  made  by  bringing  together  oxide  of  lead  and  nitric 
acid,  water  being  eliminated,  so  the  nitrates  of  potassium  and 
aodium,  from  which  we  originally  prepared  nitric  acid  (see 
£xp.  32),  may  be  formed  by  an  analogous,  though  not  identical, 
reaction.  The  composition  of  common  caustic  potash,  or  caustic 
soda,  may  be  expressed  in  two  ways.  Some  chemists  represent 
these  substances  as  consisting  of  oxide  of  potassium,  or  sodium, 
and  water,  and  therefore  prefer  the  formula  Y.fijifi\  while 
other  chenusts  divide  this  molecular  formula  by  two,  and  repre- 
sent caustic  potash  by  the  briefer  formula  EHO,  and  caustic  soda 
by  the  corresponding  symbol  NaHO.  In  these  formulse  E  stands 
for  KaUunif  the  Latin  name  of  potassium,  and  Na  for  Natrium^ 
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the  Latin  name  of  sodium.  If  we  adopt  for  the  moment  these 
shorter  formula,  which  of  course  express  precisely  the  same  pro- 
portional composition  by  weight  as  the  longer,  the  reaction  by 
which  nitrate  of  potassium,  or  sodium,  may  be  prepared  will  be 
written  as  follows : — 

KHO       +         HNO,        a  KNO,  +       H,0 

Cauatie  potash.       Nitric  acid.     Nitrate  of  potasdum*         Waiar. 

NaHO      +        HNO,        «         NaNO,         +       H,0 
Catutio  soda.        Nitric  acid.       Nitrate  of  sodium.  Water. 

From  this  nitrate  of  potassium,  or  sodium,  nitric  acid  is  prepared 
(see  £xp.  32)  by  treating  it  with  sulphuric  acid,  a  substance  whose 
composition  by  weight,  as  we  shall  hereafter  learn,  may  be  cor- 
rectly expressed  by  the  formula  H^SO^.  This  reaction  may  be 
thus  symbolized : — 

KNO3       +       H^SO^        «         KHSO4       +       HNO, 
Nitrate  of  potas.     Sulph.acid.    Add  svUph.  of  potas.    Nitric  aeid. 

By  substituting  Na  for  K  the  reaction  with  nitrate  of  sodium 
would  be  represented.  It  thus  appears  that  the  molecule  of  nitric 
acid,  which  will  represent  in  the  simplest  way  its  reactions  with 
caustic  potash,  will  not  represent  at  all  its  reactions  with  oxide 
of  lead,  unless  two  molecules  are  assumed  to  enter  into  every  re- 
action with  this  latter  substance.  The  formula  H,N,0,  is  the 
more  comprehensive,  because  nitrate  of  potassium  can  be  repre- 
sented by  the  formula  K^NgO,  as  accurately,  if  not  as  simply,  as 
•   by  the  formula  KNO,. 

It  b  noteworthy  that,  in  the  reactions  above  formulated,  one 
atom  or  combining  proportional  weight  of  potassium,  or  sodium, 
changes  place  with  one  atom  of  hydrogen,  while  one  atom  of  lead 
or  copper  replaces  two  atoms  of  hydrogen.  These  different  capa- 
cities of  the  other  elements  to  replace  hydrogen  are  of  great  im- 
portance in  chemical  philosophy,  and  will  be  more  fully  treated  of 
hereafter. 

83.  Nitrogen  and  Hydrogen, — Ammonia-water,  such  as  we 
made  use  of  in  Exp.  33,  when  gently  heated,  evolves  a  veiy 
pungent,  colorless  gas,  which  now  claims  our  attention. 

This  gas  may  readily  be  prepared  as  follows : — ^Fill  a  flask  of  250  to 
500  c.  c.  capacity  about  half  full  of  the  strongest  ammoniar- water  to  be 
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hod  at  the  drugglst't.  Close  the  flask  bj  a  cork  provided  with  & 
funnel-tube  and  an  exit-tube ;  carry  the  delivery-tube  to  the  bottom 
of  a  tall  bottle,  having  a  capacity  of  at  least  a  litre  and  filled  with 
fragments  of   quick-lime.  ^     oe 

When  the  ammonia- water  ^' 

in  the  fiaak  is  gently  boiled, 
the  gas  which  passes  off 
will,  be  deprived  of  mois- 
ture by  the  quick-lime  and 
will  issue  dry  from  the 
bottle ;  it  may  be  collected 
either  over  mercury,  or  by 
displacement,  as  shown  in 
the  figure  (Fig.  25).  The 
gas  is  so  extremely  soluble 
in  water  that  it  cannot  be 
collected  over  the  ordinary 
water-pan ;  as  it  has  little 
more  than  half  the  density 
of  atmospheric  air,  it  can 
be  readily  collected  by  displacement  When  thus  collected,  the  gas 
should  be  allowed  to  pass  into  the  very  loosely  corked  bottle,  until  a 
piece  of  turmeric  paper,  held  at  the  mouth,  is  immediately  turned 
brown ;  the  delivery-tube  is  then  withdrawn,  and  the  mouth  of  the 
bottle  is  tightly  closed  with  a  caoutchouc  or  glass  stopper. 

The  gas  thus  obtained  is  transparent  and  colorless,  possesses 
an  extraordinarily  pungent  odor  which  provokes  tears,  and  has  an 
acrid,  alkaline  taste.  It  will  be  found  to  be  uninflammable,  and 
ifl^  of  course,  irrespirable.  It  turns  red  litmus  to  blue  most  ener- 
getically. Its  specific  gravity  as  deduced  from  actual  experiment 
is  8-62 ;  a  litre  of  the  gas  weighs  0*7625  grm.  One  measure  of 
water  at  0^  dissolves  1049  measures  of  the  gas. 

The  ready  solubility  of  ammonia  gas  may  be  exhibited  as  follows : 
— ^Fill  a  stout  glass  tube,  an  ignition-tube  for  example,  over  mercury 
with  the  gas ;  grasp  the  tube  by  the  top,  and,  holding  it  upright,  dip 
its  mouth  into  a  vessel  of  water.  The  water  will  rush  up  the  tube,  if 
the  gas  be  pure,  with  a  force  which  might  break  the  tube,  if  too  thin. 

84.  The  solution  of  ammonia  exposed  to  the  air,  or  placed  in  a 
vacuum,  or  simply  boiled,  loses  all  its  gas.  As  its  ready  solubi- 
lity in  water  suggests  (compare  §  68),  the  liquefaction  of  the  gas 
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is  not  only  possible  but  easy ;  the  gas  becomes  a  oolorless,  trans- 
parent, mobile  liquid  at  0®,  under  a  pressure  of  4  j  atmospheres, 
or  at  —40®  at  the  ordinary  pressure.  This  liquid  freezes  at 
about  —80®.  An  excellent  freezer^  applicable  on  both  the  large 
and  small  scale,  is  now  constructed,  in  which  the  cold  is  produced 
by  the  rapid  evaporation  of  liquefied  ammonia-gas.  It  is  the  low 
pressure  at  which  ammonia  becomes  a  liquid  which  renders  this 
machine  possible. 

85.  But  of  what  is  this  gas,  whose  properties  are  so  strikingly 
unlike  those  of  any  gas  previously  studied,  composed?  The 
question  may  be  answered  by  the  following  experiment  :^- 


fig-ddb 


With  the  exit-tube  of 
the  drying-botUe  of  an  ap- 
paratus fitted  for  the  gene- 
ration of  ammonia  gas  as 
shown  in  the  figure  (Fig. 
26),  connect  a  tube  of  hard 
glass,  in  which  a  bulb  bas 
been  blown  (see  Appendix, 
$4).  thrust  into  this  bulb 
a  piece  of  the  metal  potas- 
sium; cause  ammonia  gas 
to  flow  through  the  bulb 
by  heating  the  contents  of 
the  flask,  and  then  waim 
the  glass  bulb.  As  soon  as 
the  potassium  melts,  it  be- 
oomes  covered  with  a  brownish-green  fllm,  and  a  gas  beg^  to  escape 
which  we  recognize  as  hydrogen  by  lighting  it  at  the  mouth  of  the 
tube.  The  burning  gas  is  certainly  not  ammonia,  for  ammonia  is  not 
inflammable,  but,  as  the  odor  proves,  it  is  mixed  with  some  ammonia 
which  has  escaped  decomposition  by  the  potassium. 

To  separate  this  ammonia,  and  collect  the  pure  hydrogen,  fill  a  test- 
tube,  about  14  cm.  long,  three-quarters  full  of  mercury ;  pour  water 
upon  the  mercury  till  the  tube  is  full,  dose  the  tube  with  the  thumb, 
and  invert  it  into  a  cup  of  mercury ;  with  the  outer  end  of  the  bulb- 
tube  (fig.  26)  connect  a  suitable  delivery-tube  which  shall  dip  into  the 
cup  of  mercury  and  deliver  the  gas  into  the  test-tube,  whose  upper 
quarter  is  full  of  water.  The  gas  must  pass  through  this  water,  which 
frees  the  hydrogen  from  intermixed  ammonia. 
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It  is  absolutely  necessary  to  use  mercury  in  tliis  experiment,  because 
if  the  delivery- tube  were  allowed  to  dip  into  water,  the  extreme  solu- 
bility of  ammonia  in  water  might  cause  the  water  to  suck  back  into 
the  bulb  containing  the  heated  metal,  whereupon  an  explosion  would 
inevitably  ensue. 

86.  Having  thus  learned  that  potassium  will  set  free  hydrogea 
from  ammonia,  just  as  the  analogous  metal  sodium  eliminates 
hydrogen  from  water,  we  shall  be  inclined  to  try  upon  ammonia 
the  same  powerful  agent  by  which  we  resolved  water  into  its 
elements — the  galvanic  current 

A  glass  tube  (No.  1),  00  to  80  cm.  long,  open  at  one  end  and  closed 
at  the  other,  is  bent  into  the  form  of  a  V ;  the  closed  limb  is  provided 
with  a  platinum-wire  fused  into  the  gloss,  through  which  the  wire 
passes,  to  terminate  near  the  bend  of  the  V,  in  -p^,  27. 

a  slip  of  platinum  foil.    Fill  the  whole  of  the 
closed  limb  and  nearly  half  of  the  open  limb  of  \  J 

this  tube  with  ammonisrwater,  to  which  has 
been  added  a  teaspoonful  of  a  strong  solution 
of  sulphate  of  ammonium  in  order  to  increase 
its  conducting-ppwer ;  support  the  tube  as 
shown  in  the  figure  (Fig'  27),  and  connect  with 
the  platinum-wire  in  the  closed  limb  of  the 
tube  the  negative  or  zinc  pole  of  two  medium- 
sized  Bunsen  cells,  at  the  same  time  inserting 
a  platinum-wir^  and  plate,  attached  to  the  po- 
sitive or  carbon  pole,  in  the  open  limb.  Gas 
quickly  collects  in  the  closed  limb.  Discon- 
nect the  battery-wires,  fill  the  open  limb  with  water,  close  it  with  the 
thumb,  and  by  inclining  the  tube  transfer  the  gas  to  the  open  limb. 
On  applying  a  match  to  the  gas,  it  proves  to  be  inflammable,  and  we 
recognize  it  without  difficulty  as  hydrogen. 

The  experiment  is  now  repeated  with  the  electrodes  reversed ;  the 
positive  pole  is  connected  with  the  sealed,  and  the  negative  with  the 
open  limb.  The  hydrogen,  which  is  disengaged  at  the  negative  pole, 
now  escapes  through  the  open  end  of  the  tube  into  the  air,  while  a 
transparent  and  colorless  gas,  previously  evolved  at  the  positive  pole 
in  the  open  limb  and  consequently  lost,  is  now  collected  in  the  sealed 
end  of  the  apparatus.  The  quantity  of  gas  evolved  at  the  positive  pole 
is  comparatively  small,  but  in  half  an  hour  enough  for  examination 
will  probably  have  been  collected.  By  the  same  manipulation  as  before^ 
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tranafer  fhk  g$a  to  the -open  limb,  and  thrust  into  it  a  lighted  match. 
It  is  neither  inflammable  nor  will  it  support  combustion^  and  has  in 
itself  neither  taste  nor  smell ;  it  is  the  inert  nitrogen, 

A  cheaper  and  perfectly  efiective  form  of  the  apparatus  used  in  this 
experiment  may  be  made  by  dosing  one  end  of  a  common  U-tube  with 
a  good  caoutchouc  stopper,  through  which  the  conducting  wire  is 
thrust. 

87.  These  experiments  have  condusiyely  proved  hydrogen  and 
nitrogen  to  be  constituents  of  ammonia;  and  it  now  becomes 
desirable  to  prove  synthetically  that  these  two  gases  are  the  only 
constituents  of  ammonia ;  which  would  be  done,  if  ammonia 
could  be  experimentally  produced  by  the  direct  union  of  the  two 
gases.  Unfortunat43ly,  no  process  has  been  discovered  whereby 
ammonia  can  be  directly  reproduced  from  free  hydrogen  and 
free  nitrogen.  The  following  experiments,  however,  will  demon- 
strate that  ammonia  is  actually  produced  from  materials  which 
are  known  to  generate  a  mixture  of  hydrogen  and  nitrogen — or, 
more  strictly,  which  are  known  to  be  capable  of  generating  both 
hydrogen  and  nitrogen : — 

Exp,  45. — Place  in  an  ignition-tube  an  intimate  mixture  of  3 
grammes  of  fine  iron  filings  with  0*2  gramme  of  caustic  potash ;  adapt 
a  deliveiy-tube  (No.  7)  to  the  ignition-tube,  heat  the  contents  of  the 
tube  over  the  gas-lamp,  and  collect  the  gas  which  escapes  in  a  test- 
tube  over  the  water-pan.  Examine  this  gas,  which  will  prove  to  be 
the  inflammable  hydrogen.  Caustic  potash,  as  we  have  already 
learned  (p.  74),  consists  of  potassium,  hydrogen,  and  oxygen ;  at  a  high 
temperatiu'e,  metallic  iron  is  able  to  seize  upon  a  portion  of  the  oxygen 
in  this  compound,  setting  free  hydrogeUi  which  finds  no  place  in  the 
new  combinations. 

Exp,  46. — Heat  in  a  second  ignition-tube,  similarly  disposed,  a 
mixture  of  8  grammes  of  fine  iron  filings  and  0*2  gramme  of  nitoate 
of  potassium,  and  collect  the  gas  as  before,  over  water.  This  gas  has 
neither  taste  nor  Fmell,  and  when  tested  with  a  lighted  splinter  it  is 
found  to  be  uninflammable,  and  in  fact  to  extinguish  the  taper.  It  is 
mtrogen.  Nitrate  of  potassium  contains,  as  has  been  already  stated 
(p.  75),  potassium,  nitrogen,  and  oxygen ;  at  the  high  temperature 
employed  the  salt  is  partially  decomposed,  the  metallic  iron  combines 
with  the  oxygen  of  the  nitrous  vapors  formed,  and  their  nitrogen  is  sat 
free. 

Exp,  4l7, — ^In  a  third  ignition-tube,  heat  the  same  quantities  of  the 
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same  inaterialB  wHcli  hare  been  used  in  the  last  two  experiments,  at 
once  and  together.  A  delivery-tube  is  not  necessary  in  this  case ;  the 
tube  may  be  held  in  the  wooden  nippers  by  the  open  end.  Neither 
hydr(^en  nor  nitrogen  will  be  evolved  as  before,  but  instead  of  them 
we  have  ammonia,  whose  presence  may  be  manifested  by  holding  a 
bit  of  reddened  litmus-paper  at  the  mouth  of  the  tube.  The  intense 
alkaline  reaction  of  the  gas,  and  its  odor,  sufficiently  distinguish  it  from 
both  hydrogen  and  nitrogen. 

88.  It  is  to  be  observed  that  the  hydrogen  and  nitrogen,  which 
refuse  to  unite  when  once  actually  in  the  free  state,  will  form  a 
chemical  compound,  as  in  the  last  experiment,  at  the  precise  in- 
stant when  they  issue  from  other  compounds  of  which  they  formed 
part.  This  fact  is  expressed  by  saying  that  these  two  gases  will 
enter  into  combination  when  in  the  nascent  stcUe — that  is,  at  the 
moment  of  birth. 

There  are  numerous  cases  in  which  bodies  which  do  not  unite 
under  ordinary  conditions  are  capable  of  chemical  combination  at 
the  instant  when  they  are  disengaged  from  other  compounds ;  and 
the  phrase  "  in  the  nascent  state  "  is  one  of  some  convenience, 
though  it  must  not  be  supposed  to  explain,  or  in  any  way  to 
account  for,  the  phenomena  with  reference  to  which  it  is  used. 

89.  The  exact  quantitative  analysis  of  ammonia  gas  will  afford 
proof  that  hydrogen  and  nitrogen  are  the  sole  constituents  ^. 

of  this  gas,  and  will  further  show  the  proportions  in  which  ^' 
they  are  combined.  Ammonia  is  completely  decomposed 
into  its  elements  by  heat — the  heat  of  a  furnace  or  the 
heat  produced  by  a  continuous  discharge  of  electric  sparks. 
When,  therefore,  50  c.  c.  of  the  gas  are  placed  in  a  eudi- 
ometer (gas-measure)  (Fig.  28),  and  sparks  are  passed 
between  the  platinum  points  by  means  of  a  Buhmkorff 
apparatus,  the  gas  is  finally  resolved  into  its  elements ; 
its  volume  increases  until  it  reaches  100  c.  c,  or  double  its  ori- 
ginal bulk,  when  it  remains  constant.  We  know  that  a  part,  at 
least,  of  these  100  c.  c.  of  gas  is  hydrogen,  and  that  this  hydro- 
gen can  be  eliminated  from  the  gaseous  mixture  by  introducing 
oxygen  in  sufficient  quantity  to  convert  the  hydrogen  into  water, 
and  then  exploding  the  mixture.  Were  the  100  c.  o.  of  gas  all 
hydrogen,  50  c.  o.  of  oxygen  would  convert  it  into  water.  That 
we  may  be  sure  of  having  enough  oxygen,  let  us  introduce  into 
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the  eudiometer  50  c.  c.  of  oxygen,  and  then  pass  a  spark  to  explode 
the  mixture. 

After  the  explosion,  only  37*5  c.  c.  of  gas  will  remain ;  112*5 
c.  c.  have  disappeared^  having  been  converted  into  water.  But 
of  these  lost  11 2*5  c.  c.  we  know  that  75  c.  c.  must  have  been 
hydrogen  and  37*5  c.  c.  oxygen,  in  accordance  with  the  known 
volumetric  composition  of  water ;  consequently,  the  100  c.  c.  of 
gas,  into  which  the  original  50  o.  c  of  ammonia  were  dilated, 
contained  75  c.  c.  of  hydrogen.  After  the  explosion,  there  re- 
mained 37*5  0.  c.  of  gas,  and  since  we  used  only  37*5  c.  o.  of 
oxygen  out  of  50  c  o.  added,  we  may  infer  that  12-5  o.  c.  of 
oxygen  stiU  remain  in  the  residue  from  the  explosion.  On  intro- 
ducing into  the  eudiometer  a  little  p3n^gallic  acid  (an  acid  used 
in  photography)  dissolved  in  water,  and  a  few  drops  of  a  solution 
of  caustic  potash,  these  12*5  c.  c  of  oxygen  will  all  be  absorbed 
by  these  liquids,  and  there  will  remain  25  o.  o.  of  a  colorless  gas, 
which  may  readily  be  recognized  as  pure  nitrogen.  The  original. 
50  c.  c.  of  ammonia  have  therefoie  yielded  75  c.  o.  of  hydrogen 
and  25  c.  c.  of  nitrogen,  and  the  composition  of  ammonia,  both 
by  weight  and  measure,  may  be  fully  expressed  by  the  diagram : 


^ 


H 


V   + 


N 
14 


This  composition  of  the  gas  is  verified  by  its  specific  gravity  as 
determined  by  experiment,  namely,  8*62. 

Three  volumes  of  H  weigh    •        •        •        •    8 
One  volume  of  N  weighs  .        •        •        14 

Two  volumes  of  NH,  should  weigh      •        •     17 
One  volume  of  NH,  should  weigh     .        •  8*5 

a  number  sufficiently  near  the  result  of  direct  experiment. 

90.  The  knowledge,  thus  acquired,  of  the  composition  of  am- 
monia will  enable  us  to  recur  with  advantage  to  some-  el  the  es- 
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periments  performed  in  ihe  fixst  part  of  this  chapter.  Ammonia 
gas,  when  dissolved  in  water  (as  in  the  Liquor  Ammoniao),  must  he 
considered  to  he  in  comhination  with  one  moleeale  of  water,  in 
the  form  of  the  compound  NH,,H,0  or  KEfi.  This  compound 
may  he  supposed  to  he  dissolved  in  the  water  present  in  excess  of 
what  is  necessary  to  form  the  compound.  When  this  water  of 
ammonia  comhines  with  nitric  add,  as  in  Exp.  33,  to  form  the 
compound  we  have  called  nitrate  of  ammonium,  a  reaction  occurs 
precisely  similar  to  that  which  takes  place  where  caustic  soda 
comhines  with  nitric  acid  (p.  75) ;  hat  in  order  to  hring  out  the 
resemhlance,  the  elements  of  the  compound  of  ammonia  and  water 
must  be  so  arranged  as  to  ezhihit  its  analogy  with  caustic  soda, 
whose  formula  is  NaHO.  For  that  purpose  its  formula  must  he 
written  (NH^)HO,  so  that  the  group  of  elements  NH^  shall  stand 
in  the  formula  of  water  of  ammonia  where  the  element  sodium 
stands  in  the  formula  <^  caustic  soda.  The  combination  of  water 
.  of  ammonia  with  nitric  acid  may  then  be  represented  by  the 

equation 

(NHJHO      +      HNO,    «     (NHJNO,        +        H,0 

^mmonto-tCKiter.      Nitric  aeid»  NittaU  of  ammcmwm.      Water, 

just  like 

NaHO  +  HNO,  =  NaNO,  -f  H,0. 

The  student  may  write  both  of  these  reactions  in  the  typical 

manner ;  the  simple  type  water,  u  [  0,  is  the  only  one  needed  to 

represent  all  these  substances,  whether  before  or  after  the  reac- 
tions which  take  place  between  them. 

91.  Ammonia- water  combines  with  nearly  all  the  acids  with 
which  soda  is  capable  of  combining,  forming  a  series  of  compounds 
in  which  the  group  of  atoms  NH^  plays  the  same  part  which  the 
single  atom  Na  plays  in  the  corresponding  compounds  of  sodium. 
For  this  reason  it  has  been  found  convenient  to  give  to  this  group 
of  atoms  a  name  bearing  some  resemhlance  to  tiie  names  of 
metals,  and  it  has  therefore  been  called  ammonium.  Ammonium 
is  known  only  in  its  compounds ;  many  attempts  have  been  made 
to  obtain  it  in  a  free  state,  hut  hitherto  in  vain ;  as  soon  as  the 
group  of  atoms  escapes  from  combinaliony  it  is  nsolved  into  am- 
jDonia  and  hydrogen. 
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The  important  oompounds  into  which  ammonium  enters,  eom- 
monly  called  the  ialia  of  ammonium,  will  he  studied  hereafter  in 
immediate  connexion  with  the  analogous  salts  of  sodium  and 
potassium.  Already,  however,  it  will  he  possihle  to  verify  the 
statement  of  §  66,  to  the  effect  that  nitrous  oxide  contains  '*  all 
the  dements,  hesides  those  of  water,  which  enter  into  the  compo^ 
sition  of  nitrate  of  ammonium,  and  therefore  of  its  constituents, 
nitric  acid  and  ammonia-water."  The  reaction  last  given  shows 
that  a  molecule  of  nitiate  of  ammonium  contains  all  the  elements 
of  a  molecule  of  nitric  acid  and  a  molecule  of  ammonia- water, 
less  one  molecule  of  water.  If  the  formulie  of  ammonia-gas  and 
nitrateof  ammonium  have  heen  correctly  determined,  it  -will  he  easy 
to  exhibit  in  an  equation  the  actual  result  of  Exp.  34,  as  follows  :•« 

(NHJNO,  =  N,0  +  2Kfi. 
We  thus  link  together  several  distinct  experiments,  and  confim 
the  determinations  previously  made  of  the  composition  of  nitrio 
acid,  nitrous  oxide,  ammonia,  and  water,  by  showing  that  the 
representative  formukd  of  these  substances  exhibit  with  perfect 
precision  reactions  already  well  known  to  us,  but  other  than  those 
from  which  the  formuke  in  question  were  originally  derived. 

92.  Ammonia  exists  in  very  minute  quantity  in  the  atmo- 
sphere, and  hence  in  rain-water,  fog,  and  dew.  The  proportion 
of  ammonia  in  rain-water  has  heen  variously  given  by  different 
observers,  from  3*49  parts  to  0*744  part  of  ammonia  in  1,000,000 
parts  of  water.  The  water  of  fog  and  dew  contains  a  larger 
proportional  quantity  of  ammonia ;  on  account  of  the  high  solu- 
bility of  the  gas,  the  proportion  of  ammonia  in  water  derived 
from  the  atmosphere  is  greater,  the  smaller  the  fall  of  water. 
Amm<mia  is  given  off  by  putrefying  animal  and  vegetable  sub- 
stances containing  nitrogen ;  and  almost  every  process  of  slow 
oxidation  in  the  presence  of  air  and  moisture  is  attended  with  th« 
formation  of  ammonia  or  ammonia  salts.  Moistened  iron-filings^ 
if  exposed  to  the  air,  become  rusty ;  and  this  rust  is  found  to 
contain  a  small  quantity  of  ammonia.  When  some  of  the  inetalSf 
by  preference  tin,  zinc,  or  iron,  are  dissolved  in  dilute  nitrio 
acid,  the  oxidation  of  the  metal  is  frequently  accompanied,  to  a 
greater  or  less  extent,  by  the  pioduotion  of  ammonia.  But  the 
diief  sooxce  of  ammonia  and  its  compounds  is  the  decomposition^ 

o2 
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either  by  putrefaction  or  destmctive  distillation,  of  nitrogenonB 
organic  matter.  The  distillation  of  bones  and  animal  refuse,  for 
the  purpose  of  making  bone>black,  yields  a  large  amount  of  am- 
moniacal  liquor,  which  was  formerly  the  principal  source  of  the 
compounds  of  ammonia ;  the  Jioms  of  deer  used  to  be  thus  dis- 
tilled, whence  the  name  "  hartshorn."  At  present,  the  destruc- 
tive distillation  of  coal  in  gas-works  furnishes  the  great  bulk  of 
ammonia  compounds  used  in  the  arts.  The  ammoniacal  liquor 
of  the  gas-works  is  water  contaminated  with  tarry  matters,  and 
holding  in  solution  a  small  proportion  of  very  volatile  ammonium 
salts.  These  volatile  salts  are  distilled  o£f,  by  application  of  heat, 
into  dilute  sulphuric  or  muriatic  acid,  and  the  sulphate,  or  chlo- 
ride, of  ammonium  thus  formed  is  obtained  from  the  dilute  liquid 
by  evaporation  and  crystallization.  These  salts  wiU  be  studied  in 
detail  hereafter. 

03.  The  solution  of  ammonia-gas  in  water  is  a  reagent  con- 
tinually required,  as  a  test,  in  the  laboratory,  and  much  UAcd  in 
the  arts.  The  solution  is  colorless,  intensely  alkaline,  has  a 
caustic  taste,  and,  when  concentrated,  blisters  the  skin.  The  solu- 
tion is  lighter  than  water,  and  so  much  the  lighter  in  proportion 
to  the  amount  of  ammonia  it  contains ;  for  this  reason  its  strength 
may  be  accurately  determined  by  its  specific  gravity.  Tables  of 
the  relation  of  strength  to  specific  gravity  may  be  found  in  che- 
mical dictionaries.  The  applications  of  ammonia-water  are  nu- 
merous and  various ;  it  is  an  ingredient  in  many  pharmaceutical 
preparations ;  applied  to  the  skin,  it  is  an  irritant,  and,  when 
▼ery  strong,  even  a  caustic;  its  pungent  odor  is  reviving  and 
stimulating;  in  veterinaiy  practice  it  is  a  useful  medicament; 
on  account  of  its  alkalinity  it  is  used  in  removing  grease  from 
cloth,  and  in  restoring  colors  which  have  been  changed  by  acids. 
The  solution  is  ordinarily  prepared  from  a  mixture  of  chloride,  or 
sulphate  of  ammonium,  with  slaked  lime. 

JExp,  48. — Mix  intimately  25  grms.  of  chloride  of  ammonium,  a  sub-' 
stance  generally  sold  under  the  name  of  aal-ammaniac,  with  about  the 
same  weight  of  cold  freshly  slaked  lime.  Introduce  the  mixture  into 
a  flask  of  600  c  c  capacity,  and  place  the  flask  on  a  sand-bath  over 
the  gas-lamp.  If  a  smaller  flask  be  used,  the  quantities  of  the  mate- 
xials  must^  of  course,  be  proportionally  diminished.    Close  the  mouth 
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of  the  Saak  with  a  good  cork,  provided  with  a  deliTerj-tnbe  bo  bent  m 
to  connect  coDTenientlj,  bj  menus  of  «  cnoutchouc  connector,  with  th« 
firat  of  the  series  of  amoll  thiee-necked  bottles  (Woulfe's  bottles)  n- 
presented  in  Fig.  S9, 

Fig.  2ft 


bottle  from  flowing  biick  ii 
safetj-tubee,  the  open   tube 


The  first  of  this  aeries  of  bottles  is  smaller  than  the  rent,  snd  is  not 
filled  ao  full  of  water  as  the  others ;  it  should  be  kept  cool  by  immer- 
sion in  cold  water;  the  delivery-tube  eoming  from  the  Hask  into  this 
bottle  must  not  dip  into  the  water  at  all,  so  that  it  will  be  imposflibk 
for  any  water  to  suck  back  into  the  flask,  ahould  the  gas  suddenly 
cease  to  come  off  from  the  dry  mixture.  The  consIructioD  of  tbe 
apparatua  ia  easily  to  be  understood  from  the  figure ;  the  op^u  tube 
which  dips  beneath  the  water  in  each  bottle  ia  a  aafety-tube,  which,  by 
admitting  air  into  any  bottle  in  which  a  partial  vacuum  may  happen  to 
be  created  by  rapid  absorption,  prevents  the  contents  of  the  sutceiiding 

t.     In  order  to  show  the  action  of  the 

1  the  first  bottle  may  be  closed  for  a 
moment  with  the  finger  and  the  bottle  ahnken  very  genlly.  Water 
will  immedialely  be  forced  back  frem  the  second  bottle  through  the 
connecting-tube '  to  fill  the  vacuum  caused  by  tbe  absorption  of  the 
ammoniacalgas;  but  the  moment  the  finger  ia  removed  fi^m  the  safety- 
tube  air  will  enter  through  the  latter  to  fill  the  vacuum,  and  the  water 
in  the  connecting-tube  will  faU  back  into  the  second  bottle. 

The  ammonia-gas  cannot  avoid  four  separate  contacts  with  water  as 
it  passes  through  the  apparatus,  so  that  all  the  gas  is  sure  to  be  ab- 
sorbed) the  contents  of  the  first  bottle  will  not  be  as  pure  as  those  of 
the  succeeding.  This  apparatus,  or  modifications  of  it,  is  used  on  tho 
large  acale  aa  well  as  the  smalt,  in  operat  ons  which  involve  tbe  absorp- 
tion of  a  gaa  by  a  liquid  capable  of  dissolving  it  When  a  large  quan- 
tity of  gas  is  continuously  delivered  from  the  generating  vea'el,  the 
absorption  can  be  nude  equaUy  continuous  by  auccsssively  removing 
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the  bottle  nearest  the  flask  as  soon  as  the  liquid  in  it  is  saturated,  and 
adding  a  fresh  bottle  at  the  other  end  of  the  series.  On  heating  the 
flaski  the  ammonia-gas  will  be  set  free  from  the  mixture,  and  in  this 
experiment  will  be  mostly  absorbed  in  the  first  and  second  Woulfe- 
bottles.  Jt  is  evident  that  the  Woulfe-bottles  in  this  experiment  might 
be  replaced  by  common  bottles  with  mouths  wide  enough  to  admit 
corks  pierced  with  three  holes. 

The  reaction  between  the  chloride  of  ammonium  •  and  tiie 
slaked  lime  is  represented  by  the  following  equations : — 

2NH,C1  +  CaH,0,  «  2NH,  +  CaCl,  +  2H,0 
Chloride  of  Slaked  lime.  Ammonia.  Chloride  of  Water, 
ammonium.  calcium^ 

Chloride  of  ammonium  is  a  compound  which  may  be  obtained  by 
bringing  together  dry  ammonia,  NH,,  and  dry  muriatio  add  gas 
HGl  (see  Exp.  65). 

NH,  +  Ha  «  NHjHCl  «  NH,a. 

It  may  obviously  be  regarded  as  a  compound  of  the  group  called 
ammonium,  NH^,  with  the  element  chlorine ;  from  this  view  is 
derived  the  name  chloride  of  ammonium.  Slaked  lime  is  pre- 
pared from  water  and  quicklime,  a  substance  which  b  chemically 
the  oadde  of  the  metal  calcium, 

CaO  +  H,0  «  CaO,H30  =  CaH,0,. 

94.  In  each  of  the  last  two  chemical  equations,  two  expressions 
are  given  for  a  single  substance ;  in  the  first  case,  chloride  of 
ammonium  is  formulated  in  two  different  ways,  and  in  the  second, 
slaked  limte.  We  may  now  inquire  into  the  meaning  of  this 
diversity  of  expression  for  one  and  the  same  substance.  A  for- 
mula which  simply  represents  the  number  of  atoms  of  each  ele- 
ment in  one  molecule  of  any  substance,  as  determined  by  its 
analysis,  is  called  an  empirical  formula.  The  truth  of  such  a 
formula  depends  solely  upon  the  correct  performance  of  the  ana- 
lytical process,  and  upon  the  accuracy  with  which  the  atomic 
weights  have  been  determined.  Concerning  such  formulae  there 
is  little  room  for  difference  of  opinion ;  they  express  all  that  we 
actually  know  of  the  elementary  composition  of  any  compound 
body.  But  chemists  have  endeavoured  to  contrive  formulae  which 
should  express  something  more  than  the  mere  elementary  Qom-> 
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poritioo  by  weight-^whieh  should  recall  l^e  materials  from  which 

the  fonnulated  substance  was  made,  and  prophesy  the  products  of 

its  deoomposition — which  should  not  only  name  and  number  the 

atoms  of  the  substance,  but  should  also  suggest  such  a  grouping 

or  arrangement  of  those  atoms  as  might  serve  to  interpret  its 

known  reactions.     Such  formula  are  called  rational  formuls. 

Thus  NaHO  is  the   empirical  formula  of  caustic  soda,  while 

Na^OyH^O  ia  a  rational  formula  of  the  same  substance,  which 

recalls  the  facts  that  it  may  be  made  from  anhydrous  oxide  of 

sodium  and  water,  and  that  it  enters  into  many  reactions  in 

which  the  Na,0  goes  one  way  and  the  H,0  another. 

Nal 
Another  rational  formula  of  the  same  substance  ^  tt    f  0, 

which  suggests  many  reactions  in  which  caustic  soda  is  involved 
either  as  product  or  ingredient— for  example,  the  decomposition 
of  water  by  metallio  sodium  (see  Exp.  14),  which  may  be  thus 
written: — 

g}0  +  Na  «  g*}0  +  H. 

We  shall  hereafter  meet  with  many  such  reactions,  in  which  an 
atom  of  sodium  replaces  an  atom  of  hydrogen;  the  formula 

TT^  I  0  suggests  this  large  dass  of  reactions  by  implying  that 

caustic  soda  is  itself  constituted  as  water  in  which  an  atom  of 
sodium  has  replaced  an  atom  of  hydrogen.  6uch  formulse  as 
H,0,N,0„  PbO,N,0„  Na,0,N,0„  and  Na,0,HA  are  caUed 
dualistie,  beca,use  they  represent  these  bodies  as  of  a  dual  naturs 
— as  being  made  up  of  two  oxides  which  were  distinct  before 
they  were  brought  together  to  form  the  compound,  and  will  be 
distinct  when  separately  extracted  from  it;  in  a  dualistic  formula 
these  two  distinct  parts  are  conventionally  represented  as  having 
some  separate  existence  within  the  compound  itself.  The  sup* 
position  is  not  unnatural ;  tiius,  for  example,  common  plaster  of 
Paris  is  a  substance  containing  the  metal  calduro  and  the  ele- 
ments sulphur  and  oxygen  in  the  proportions  by  weight  which 
are  correcUy  expressed  by  the  formula  CaSO^ ;  but  this  substance 
may  be  mode  by  methods  which  suggest  another  formula.  If  we 
put  together  quicklime  CaO,  and  anhydrous  sulphuric  aoid  80,  in 
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due  proportions^  under  suitable  conditions,  plaster  of  Paris,  or,  as 
its  dhemioal  name  is,  sulphate  of  calcium,  results — 

CaO  +  SO,  =  CaO,SO,; 

or  if  we  mix  slaked  lime  C&Oj'Kjy  with  strong  sulphuric  acid 
HgO,SO,,  in  proper  proportions,  at  a  suitable  temperature,  we 
shall  again  obtain  sulphate  of  calcium,  and  water  will  be  elimi- 
nated:— 

CaO,H,0  +  H,0,SO,  «  CaO,SO,  +  2H,0. 

Accordingly  we  find  that  the  great  majority  of  chemists  have 
hitherto  written  the  formulaa  of  sulphate  of  calcium,  hydrated 
oxide  of  calcium,  and  hydrated  sulphuric  acid,  in  conformity  with 
the  suggestion  of  these  reactions,  CaOjSO,,  CaOjH^O,  and 
HjOjSOg  respectively.  Of  positive  knowledge  concerning  the 
actual  grouping  of  the  imaginary  atoms  which  are  supposed  to 
make  up  the  hypothetical  molecule  of  a  compound  body,  we  have 
absolutely  none,  and  it  must  never  be  forgotten  that  a  rational 
formula  is  merely  a  suggestion  of  some  of  the  chemical  processes 
in  which  the  substance  formulated  is  capable  of  taking  part.  In 
some  cases  the  rational  formula  may  point  to  the  majority  of  all 
known  transformations  of  the  substance ;  but  generally  it  suggests 
only  a  few  of  the  possible  changes.  Since  a  rational  formula 
never  represents  a  fact,  but  only  an  hypothesis  or  opinion,  it  is  to 
be  expected  that  a  great  diversity  of  rational  formulae  should  be 
in  use  among  chemists ;  and  this  is  really  the  case. 

The  dualistic  view,  above  illustrated,  has  long  been,  and  still 
is,  the  prevailing  view  of  the  proadmate  composition  of  inorganic 
compounds ;  but  in  the  chemistry  of  the  very  numerous  com- 
pounds which  the  element  carbon  forms  with  oxygen,  hydrogen, 
and  nitrogen,  a  different  view,  called  the  doctrine  of  types,  widely 
obtains,  and  has  been  adopted  by  not  a  few  chemists  as  affording 
the  best  theoretical  representation  of  aU  chemical  combinations, 
whether  in  the  inorganic  or  organic  kingdom.  According  to 
this  doctrine  every  possible  chemical  combination  may  be  ima- 
gined to  be  built  upon  the  plan,  or  framed  upon  the  type  or  model, 
of  some  one  of  the  four  substances,  chlorhydric  acid,  water,  am- 
monia, and  marsh -gas.  These  will  all  shortly  be  to  us  well-known 
substances ;  but  the  most  important  of  these  types  is  water,  a 
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body  with  whose  composition  we  are  already  familiar;  we  are 
therefore  competent  to  write  upon  the  type  of  water  the  formuls 
of  several  substances  with  which  we  have  already  dealt,  and  which 
are  classified  under  this  type : — 

Water=^  I  0=one  molecule;    g«  i  0,=two  molecules. 

Hydrated  Oxide  of  Calcium,  slaked  lime,=-^  I  0^=1  molecule. 
Monohydrated  Nitric  acid=  ^  *  ?  Os=one  molecule. 
Nitrate  of  Potassium    -^  *  I  0=one  molecule. 

Nitrate  of  Lead=^  ^^^^^  I  0,=one  molecule. 

SO  1 
Sulphuric  acid=  g>  V  0,=one  molecule. 

SO  1 
Sulphate  of  Calcium  ^  « I  Oj=one  molecule. 

In  these  formula  it  is  to  be  observed  that  K,  Na,  and  NO,  re- 
place one  atom  of  hydrogen  in  one  molecule  of  water,  while  Ca, 
Pb,  jind  SOg  replace  two  atoms  of  hydrogen  in  two  molecules  of 
water.  Pacts  of  this  class  will  accumulate  as  we  advance,  and 
will  be  the  subject  of  future  discussion.  The  typical  notation  is 
doubtless  capable  of  expressing,  in  a  logical  and  consistent  system, 
the  greater  part  of  the  reactions  of  inorganic  as  well  as  of  oiganio 
chemisti-y ;  but  at  present  it  finds  its  best  application  in  the  che- 
mistry of  the  compounds  of  carbon,  and  has  gained  but  little  foot- 
hold in  the  great  departments  of  mineral  and  indtstrial  chemistry. 

The  need  of  rational  formuks  is  much  more  urgently  felt  in 
that  department  of  chemistry,  called  organic,  which  treats  of  the 
chemistry  of  carbon,  than  in  the  wider  field  of  mineral  and  inor- 
ganic chemistry.  Among  the  very  numerous  compounds  of  car- 
bon there  are  many  cases  in  which  one  empirical  formula  repre- 
sents not  one  compound,  but  several ;  hence  it  becomes  of  con- 
sequence to  determine,  or  to  guess,  how  the  atoms  of  a  compound 
are  arranged,  as  well  as  to  know  what  and  how  many  the  atoms 
are.      The  diversity  of  opinion  concerning  this  arrangement  of 
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atoms  18  80  great,  and  the  pOBsible  modes  of  gronping  the  nurne* 
rous  atoms  which  often  enter  into  organic  compounds  are  so  many, 
that  the  number  of  rational  formulae  proposed  for  any  organic 
substance  is  commonly  large  in  proportion  to  the  thoroughness 
with  which  the  substance  has  been  studied:  For  acetic  acid,  for 
example,  one  of  the  best-known  of  the  compounds  of  carbon  with 
oxygen  and  hydrogen,  no  less  than  nineteen  different  rational 
formulae  have  been  propos4id. 

Remembering  that  a  rational  formula  is  never  to  be  regarded 
as  the  expression  of  an  absolute  truth,  but  only  as  a  guide  in 
classification,  an  aid  to  the  memory,  and  a  help  in  instruction, 
and  holding  fast  to  the  empirical  formula  as  containing  all  the 
results  of  actual  observation  and  experiment,  we  shall  endeavor 
to  familiarize  the  student  with  both  the  dualistic  and  typical 
guesses  at  the  hidden  mysteries  of  chemical  processes  and  the 
unknowable  structure  of  chemical  compounds,  giving  the  prefe- 
rence rather  to  the  dualistic  view,  as  being  that  which  at  the 
present  moment  prevails  in  the  great  bulk  of  chemical  literature, 
and  has  become  incorporated  into  the  language  of  the  chemical 
arts. 

Lest  any  doubt  should  suggest  itself  to  the  student's  mind  as 
to  the  value  of  symbolic  formulae,  let  it  be  observed  that  *they 
express  the  elementary  composition  of  a  compound  much  more 
tersely  than  words  can,  that  they  are  written  and  read  more 
rapidly  than  the  sentences  of  the  same  signification  would  be, 
and  that  by  their  brevity,  clearness,  and  precision  they  greatly 
facilitate  the  comparative  study  and  comprehensive  classification 
of  chemical  compounds.  Again,  the  chemical  equations,  of  whose 
construction  we  liave  already  had  several  examples,  enable  us  to 
set  forth  with  precision  the  changes  which  accompany  complicated, 
as  well  as  simple,  reactions.  Thus  the  somewhat  complex  de- 
composition of  nitric  acid  by  copper  takes  definite  form  in  the 
appropriate  equation  which  has  been  given  above  (p.  74),  and  the 
very  simple  reaction  by  which  nitric  oxide  yields  red  fbmes  of 
hyponitric  acid  in  contact  with  air  or  oxygen  is  concisely  stated 
by  the  simple  equation  NO  +  OrsNO,. 

The  chemistry  of  the  analysis  of  nitric  oxide  by  potassium 
70)  is  all  condensed  into  the  equation  NO+K,=K,0-f  N« 
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'When  a  little  ice-cold  water  is  added  to  liquid  hyponitric  acid 
(Exp.  43),  the  reaction  which  oooorB  ia  very  concbely  eet  forth 
in  the  equation  ;^* 

Empirical:        2N0,     +     H,0      =      HNO,     +     HNO, 

ffyponitric        ^^^^  Hydrated         ^-^^^^ 

ocia.  nttrous  add. 

Dnalistic:  4N0,     +  2H,0    =    H,0,N^O,  +  H,0,N,0,, 

But  besides  having  all  the  advantages  of  a  short  handy  chemical 
symbols  are  susceptible  of  another  application  of  hardly  less  im- 
portance ;  they  often  direct  the  chemist  beforehand  to  the  most 
perfect  experiment  among  many  similar,  or  point  out  in  anticipa- 
tion the  possibility  of  certain  methods  of  research,  and  Hhe  in- 
evitable fruitlessness  of  others.    Thus  the  equation 

N,0,  +  5Cu  =  N,  +  6CuO 

actually  directs  the  chemist  to  the  due  proportion  of  copper  for 
the  exact  decomposition  of  anhydrous  nitric  acid  (§  73) ;  neither 
four,  nor  six,  nor  any  other  number  than  five,  parts  of  copper, 
would  give  a  perfect  reaction  without  excess  of  either  ingredient. 
Practically,  an  excess  of  copper  does  no  harm,  and  is  always 
used  to  make  sure  of  the  decomposition. 

The  student  should  endeavor,  from  the  beginning,  to  familiarize 
himself  with  the  use  of  chemical  symbols  and  equations,  and  to 
tUs  end  he  should  invariably  write  the  formula  of  every  reaction 
described  or  actually  witnessed  in  the  execution  of  an  experiment. 
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95.  Vuriatio  (sea-salt)  acid,  called  in  modem  nomenclature 
chlorhydric  acid,  is  a  liquid  which  has  been  known  for  centuries, 
and  is  to-day  an  article  of  commerce,  largely  employed  in  the 
useful  arts.  The  pure  acid  is  a  gas,  as  ammonia  is ;  the  liquid 
muriatic  acid  of  commerce  is  only  an  aqueous  solution  of  this 
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gas,  and  gives  it  up  wken  heated,  precisely  as  ammonia- water 
yields  ammonia-gas. 

This  opefation  may  be  conveniently  performed  in  the  apparatus 
shown  in  Fig.  80.    About  .     ^ 

260  c.  c.  of  the  commercial  ©•      • 

acid  is  poured  into  the  flask, 
which  is  then  moderately 
heated ;  the  gas  disengaged 
is  charged  with  aqueous  va- 
por, which  needs  to  be  re- 
moved before  the  gas  is  col- 
lected. For  this  purpose 
the  delivery-tube  is  carried 
to  the  t)ottom  of  a  bottle 
filled  with  pieces  of  pumice- 
stone  saturated  with  strong 
sulphuric  acid ;  the  moisture 
of  the  gas  is  greedily  ab- 
sorbed by  the  large  surface 
of  acid  with  which  the  gas 
comes  in  contact,  as  it  is  forced  upward  through  the  acid-soaked  stone. 
The  dry,  colorless,  transparent  gas  must  be  collected  over  mercury,  for 
it  is  extremely  soluble  in  water. 

96.  The  gas  is  strongly  acid  in  taste  and  reaction  on  vegetable 
colors,  provokes  violent  coughing,  and  is  wholly  irrespirable.  It 
is  neither  combustible  nor  will  it  support  combustion.  The  gas 
is  somewhat  heavier  than  air;  its  specific  gravity  referred  to 
hydrogen,  as  determined  by  experiment,  is  18*12,  its  theoretical 
density  being  18*25  ;  it  is  possible,  though  not  convenient,  to 
collect  it  by  downward  displacement.  It  forms  opaque,  white 
^mes  in  the  air,  owing  to 'its  union  with,  and  condensation  of, 
atmospheric  moisture.  Under  a  pressure  of  40  atmospheres,  at  a 
temperature  of  10*^,  chlorhydric  acid  gas  is  condensed  into  a  color- 
less liquid.  Its  great  solubility  in  water  would  lead  us  to  expect 
that  it  could  be  readily  reduced  to  the  liquid  state ;  but,  on  the 
contrary,  it  can  be  condensed  only  with  difficulty.  At  0°,  one 
Volume  of  water  dissolves  about  500  volumes  of  chlorhvdric 
acid  gas ;  at  common  temperatures,  something  more  than  400. 
The  specific  gravity  of  the  solution  is  greater  than  that  of  water, 
and  the  more  concentrated  the  solution  the  higher  the  specifio 
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gravity ;  so  that  the  strength  of  any  sample  of  the  commercial  acid 
may  be  ascertained  by  taking  its  specific  gravity.  Tables  for  this 
nse  will  be  found  in  chemical  dictionaries. 

The  avidity  of  water  for  chlorhydric  acid  gas  may  be  neatly 
shown  by  thrusting  a  bit  of  ice  into  a  small  cylinder  of  the  dry 
gas  standing  over  mercury ;  the  ice  instantly  melts,  and  the  gas 
as  quickly  disappears.  A  solution  of  the  acid  containing  20-2 
per  cent,  of  the  gas,  and  having  a  specific  gravity  of  1*104,  distils 
unchanged  at  a  temperature  of  about  IIP;  stronger  solutions 
than  this,  on  being  heated  under  the  ordinary  atmospheric  pres- 
sure, lose  gas  until  reduced  to  this  strength ;  weaker  solutions 
lose  water  until  raised  to  this  degree  of  concentration.  This 
stable  solution,  which  distils  unchanged,  is  supposed  to  be  a  defi- 
nite compound  of  the  dry  gas  and  water,  whose  composition  the 
formula  HC1  +  8H,0  would  correctly  represent. 

97.  We  propose  to  answer  the  question — of  what  is  chlor- 
hydric acid  composed — by  a  partial  anal}'8is  and  a  complete 
synthesis. 

t)ne  of  the  elements  of  this  gas  can  be  isolated  by  a  method  which 
we  have  already  applied  to  the  analysis  of  ammonia.  It  is  only  neces- 
sary to  remove  the  delivery-tube  from  the  apparatus  already  used  to 
generate  the  dry  gas  (Fig.  30),  and  to  fix  in  its  place  a  bulb-tube  of 
hard   glass,   containing   a 

piece    of  potassium.     As  pig,  31, 

soon  as  the  acid  gas  reaches 
the  potassium^  the  metal 
becomes  covered  with  a 
white  incrustation ;  and  if 
the  bulb  be  now  very  gently 
heated  (Fig.  31),  the  potas- 
sium fuses,  and  taking  fire, 
bums  with  a  violet  light 
During  the  reaction  the 
chlorhydric  acid  is  decom- 
posed, an  inflammable  gas, 
easily  recognized  as  hydro- 
gen, is  evolved,  and  may 
be  lighted  at  the  end  of 
the  tube. 

The  metal  sodium  produces  similar  results,  but  at  a  much  higher 
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temperature.  '  A  solution  of  sodium  in  mercury,  known  amongst  che- 
mists as  sodium-amalgam,  will  however  bring  about  the  decomposition 
of  the  acid  at  the  ordinary  temperature.  This  solution  is  best  pre- 
pared by  very  gently  heating  some  mercury  in  a  glass  flask,  and  gra- 
dually adding  the  sodium,  out  into  fragments  not  bigger  thail  a  grain 
of  wheat;  the  fragments  dissolve  with  evolution  of  light  and  heat 
Why  the  sodium-amalgam  should  act  at  a  lower  temperature  than  the 
sodium  itself,  is  not  deari  unless  it  be  that  the  minute  subdivision  of 
the  sodium  in  the  mercury  gives  the  gas  a  freer  contact  with  the  metal. 

Instead  of  potassium  or  sodium,  as  above  described,  metallic  iron 
could  be  employed  for  analyzing  chlorhydric  acid.  To  this  end  iron 
turnings  should  be  heated  to  redness  in  a  glass  tube  such  as  is  shown 
in  Fig.  8 ;  a  wide  delivery-tube  should  be  used. 

Hydrogen  is,  then,  one  ingredient  of  chlorhydric  acid ;  the  other,  or 
others,  have  combined  with  the  potassium  or  sodium-amalgam.  The 
isolation  of  these  unknown  ingredients  may  be  p|^^  ^^ 

accomplbhed  by  means  of  the  V-tube  already 
used  for  the  analysis  of  ammonia.  Into  this 
tube  liquid  chlorhydric  acid  of  specific  gravity 
1*1,  colored  with  indigo  solution,  is  introduced, 
so  as  to  fill  the  whole  length  of  the  sealed,  and 
about  half  the  length  of  the  open,  limb ;  the 
negative  pole  of  the  battery  is  connected  with 
the  wire  of  the  sealed  limb,  while  the  positive 
pole  is  inserted  into  the  open  limb.  Gas  ra- 
pidly collects  at  the  negative  pole  in  the  closed 
limb,  but  at  the  positive  pole  the  disengage- 
ment of  gas  is  so  slight  that  it  would  hardly 
attract  attention  but  for  its  intensely  disagree- 
able odor  and  powerful  bleaching  action  upon  the  blue  liquid.  The 
gss  in  the  sealed  limb  has  no  such  bleaching  power.  When  enough 
gus  for  examination  has  collected  in  the  sealed  limb,  it  is  transferred 
to  the  open  limb  by  the  manipulation  previously  described  (§  86) ;  the 
gas  is  inflammable,  and  is,  in  short,  hydrogen. 

The  poles  are  now  reversed,  and  immediately  hydrogen  escapes  in 
abundance  from  the  open  mouth  of  the  tube,  while  the  liquid  in  the 
closed  limb  becomes  decolorized.  In  the  course  of  fifteen  minutes  the 
bleached  liquid  in  the  sealed  limb  begins  to  assume  a  yellowish-green 
color,  and  the  evplution  of  gas  becomes  gradually  more  and  more 
copious,  so  that  in  three-quarters  of  an  hour  the  grater  portion  of  the 
tube  is  filled  with  a  transparent,  yeUowish-green  gas.  As  the  gas  is 
transferred  to  the  open  limb  of  the  tube  for  ezaminatioui  it  manifesto 
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ita  powerful  bleaching  property  by  deoolorizing,  as  it  paaaes,  the  pop- 
tion  of  the  acid  which  had  retained  the  blue  color  of  the  indigo.  The 
tube  ia  no  sooner  opened  to  admit  a  burning  taper  than  the  suffocating 
odor  of  the  gas  becomes  offenaiyely  perceptible ;  the  gas  proyes  to  be 
uninflammable,  and  it  supports  combustion  but  imperfectlyi  as  is  evi- 
denced by  the  sooty  cloud  which  is  produced. 

This  peculiar  gas,  so  different  in  properties  from  any  gas  heretofore 
studied,  is  an  element ;  it  has  been  named,  on  account  of  its  color. 
Chlorine,  from  the  Gredk  word  for  yellowish-green.  This  element  is 
the  subject  of  the  next  chapter,  where  it  will  be  fUlly  studied.  As  will 
there  be  seen  (Exp.  51),  chlorhydric  add,  when  heated  with  a  sub- 
stance called  black  oxide  of  numganese,  yields  chlorine  in  abundancci 
with  great  facility ;  in  &ct,  this  add  is  the  source  of  chlorine  when- 
eyer  large  quantities  of  this  gas  are  required.  Chlorine  is  soluble  in 
about  one-third  of  its  yolume  of  cold  water, — a  property  which  ex- 
plains its  apparently  slow  eyolution  at  the  outset  of  the  foregoing 
experiment,  and  the  more  rapid  disengagement  of  the  gas  when  the 
liquid  has  become  saturated  therewith.  Chlorine  is  heavier  than  air, 
and  consequently  very  much  heavier  than  hydrogen ;  the  best  experi- 
mental determination  of  its  spedfic  gravity  has  given  the  number  36*60 : 
b^  there  can  be  no  doubt  that  the  true  specific  gravity  of  the  gas  is 
36*6,  or  in  other  words  that  it  is  35^  times  as  heavy  as  hydrogen. 

98.  We  have  thru  learned  that  the  electric  current  sets  free 
from  chlorhydric  add  two  essentially  different  gases — ^hydrogen 
and  chlorine, — and  that  each  of  these  gases  may  be  separately 
evolved  from  muriatic  add — the  hydrogen  by  potassium,  and  the 
chlorine  by  oxide  of  inanganeiv^.  It  remains  to  prove  that  chlor- 
hydric add  contains  no  other  than  these  two  con- 
stituents, and  to  demonstrate  the  proportions  in 
which  liiey  are  united.  To  this  end  the  first  step 
shall  be  to  make  a  partial  quantitative  analysis 
of  chlorbydric  add  gas. 

The  instrument  employed  ia  a  glass  U-tube,  about 
60  cm.  long  by  1*6  in  diameter,  having  one  sealed 
and  one  open  limb ;  communicating  with  the  latter  is 
a  small  outlet-tube  which  may  be  dosed  by  a  spring- 
clip  on  a  piece  of  caoutchouc  tubing.  The  apparatus, 
mounted  on  a  convenient  stand,  is  represented  in 
Tig,  83.  The  U-tube  is  first  filled  with  mercury,  and 
then,  the  spring-clip  being  open,  the  delivery-tube  of 
the  apparatus  used  to  generate  dry  chlorhydric  acid  gas  is  passed 
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down  the  open  limb  to  the  bend  of  the  tube  in  sncli  a  manner  tbat  tbe 
gas  bubbles  up  through  the  mercury  into  the  sealed  limb,  from  which 
the  mercury  escapes  as  the  gas  enters.  When  the  closed  limb  is  two- 
thirds  fiill,  the  outlet-tube  is  closed,  the  gas  delivery-tube  withdrawn, 
and  mercury  is  poured  into  the  apparatus  until  it  stands  at  the 
same  level  in  both  limbs.  The  space  occupied  by  gas  in  the  tube  is 
then  marked  by  a  caoutchouc  ring  slipped  over  the  tube.  That  por- 
tion of  the  open  limb  which  is  not  occupied  by  mercury  is  then  fiUed 
with  sodium-amalgam.  By  closing  the  orifice  of  the  tube  with  the 
thumb,  and  inclining  the  tube,  the  gas  may  be  transferred  from  the 
sealed  limb  to  the  other,  there  shaken  up  with  the  amalgam,  and  re- 
transferred  to  the  sealed  limb.  This  thorough  contact  with  the  sodium 
decomposes  the  gas.  On  removing  the  thumb  from  the  mouth  of  the 
open  limb,  the  mercury  therein  falls  a  little,  and  must  be  further 
lowered  by  opening  the  spring-clip  until  the  mercury  stands  at  one 
level  in  the  two  limbs.  When  this  is  the  case,  it  will  be  observed 
that  the  gas  is  reduced  to  half  its  original  volume.  The  gas  which 
remains,  is,  of  course,  hydrogen.  The  experiment  proves  that  any 
given  bulk  of  chlorhydric  add  contains  half  that  bulk  of  hydrogen. 

By  availing  ourselves  of  the  known  specific  gravities,  or  like- 
volume  weights,  of  chlorhydric  acid  and  chlorine,  referred  to 
hydrogen,  wo  may  establish  a  strong  presumption  in  favor  ot 
the  supposition,  that  that  half  of  any  bulk  of  chlorhydric  acid 
which  is  not  hydrogen  is  chlorine  without  admixture  of  any 
other  substance. 

From  the  relative  weight  of  any  volume  of  chlorhydric  acid  gas  18*12 
Subtract  the  relative  weight  of  half  that  volume  of  hydrogen. .      *50 

And  the  remidnder 17*62 

is  very  nearly 'equal  to  17*83,  tiie  relative  weight  of  half  the 
same  volume  of  chlorine,  according  to  the  best  experimental  de- 
terminations. If  we  assume,  for  the  moment,  that  any  volume  of 
chlorhydric  gas  is  really  composed  of  half  that  volume  of  hydro- 
gen and  half  of  chlorine,  and  if  we  nse  the  theoretical  specific 
gravities,  which  are  doubtless  the  true  ones,  instead  of  the  above 
approximate  determinations,  which  are  the  best  which  experi- 
ment has  hitherto  frirmshed^  the  numerical  statement  will  be  as 
follows :— 
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From  the  relatiye  weight  of  any  volume  of  chlorh  jdrie  add  gat  18*26 
Subtract  the  relative  weight  of  half  that  volume  of  hydrogen. .       *50 

And  the  remainder 1775 

is  the  relative  weight  of  half  the  same  volume  of  chlorine 
17*75=-^.  The  very  close  coincidence  betiween  the  first  nume- 
rical statement,  which  is  based  whoUy  upon  experiment,  with  .the 
second)  which  is  based  on  the  theory  that  chlorhydric  acid  is,  by 
volume,  half  hydrogen,  half  chlorine,  is  evidence  enough,  when 
taken  in  connexion  with  the  preceding  experimental  isolation  of 
chlorine  from  chlorhydric  acid,  to  convince  us  that  in  any  two 
volumes  of  chlorhydric  acid  gas,  one  volume  of  hydrogen  and  one 
volume  of  chlorine  are  united  without  condensation. 

The  formula  of  the  molecule  of  the  add  will  therefore  be  HCl, 
in  which  CI  is  the  symbol  of  chlorine.  Jhe  following  diagram 
represents  the  composition  of  this  important  compound,  both  by 
volume  and  weight : — 


H 

1 

+ 

CI 
36-6 

= 

HCl  36-6 

99.  The  atomic  weight  of  the  new  element,  chlorine,  is  hereby 
detennined.  Hydrogen  and  chlorine  unite  by  equal  volumes  to 
form  this  single  stable  compound,  chlorhydric  acid  ;  and  the  pro- 
portions in  which  the  two  elements  unite  by  weight  are  directly 
deducible  from  the  proportions  in  which  they  unite  by  volume 
and  the  known  specific  gravities  of  the  two  gases.  Indeed  it  also 
admits  of  direct  proof,  by  appropriate  experiment,  that  36*5 
parts  by  weight  of  chlorhydric  add  gas  invariably  yield  35*5  ports 
by  weight  of  chlorine  and  1  part  by  weight  of  hydrogen ;  and, 
since  it  matters  not  what  the  absolute  weight  of  these  ^arte  may 
be,  millionths  or  miUions  of  grammes,  the  molecule  of  chlorhydric 
add,  the  least  proportional  weight  in  which  it  is  conceived  to 
exist  uncombined,  must  be  composed,  like  any  other  quantity  of 
the  add,  of  35*5  parts  by  weight  of  chlorine  to  1  of  hydrogen. 
But  we  conceive  of  this  molecule  as  consisting  of  one  atom  of 
chlorine  and  one  atom  of  hydrogen ;  the  chlorine  atom,  therefore,, 
weighs  35*5  times  as  much  as  the  hydrogen  atom. 

100.  If  it  were  entirely  inconcdvable  that  another  substanoe*^ 
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not  identical  with  chlorine,  shoald  have  preciBely  the  Bame  specific 
gravity  as  chlorine,  the  reasoning  by  which  we  have  just  arrived 
at  the  composition  of  chlorhydric  acid  would  be  not  only  con- 
\incing,  it  would  be  entirely  conclusive ;  it  would  do  more  than 
establish  a  very  strong  presumption,  it  would  furnish  a  complete 
demonstration.  But  it  is  not  inconceivable,  though  in  the  highest 
degree  improbable,  that  there  should  exist  a  body,  different  from 
olilorine,  yet  possessing  the  same  specific  gravity,  and  not  to  be 
detected  by  the  qualitative  tests  to  which  we  subjected  the  add ; 
and  we  therefore  welcome  the  perfect  demonstration  with  which 
the  synthesis  of  chlorhydric  acid  supplies  us. 

This  synthesis  is  readily  efiected ;  but  as  the  experiment  involves  the 
preparation  of  chlorine,  the  actual  performance  of  the  experiment  will 
be  best  postponed  until  chlorine  has  been  prepared  and  studied  in  the 
next  chapter.  The  method  is  as  follows: — ^Into  one  of  two  glass 
cylinders,  standing  full  of  mercury  upon  the  mercury  trough,  introduce 
a  certain  volume  of  dry  hydrogen,  not  so  large  as  to  till  more  than 
half  the  cylinder,  and  into  the  other  cyUnder  bring  precisely  the  same 
volume  of  dry  chlorine.  Cover  one  of  the  cylindere  from  the  light 
with  a  towel,  and  deliver  the  contents  of  the  other  cylinder  into  the 
protected  one.  The  mixture  of  equal  volumes  of  the  two  gases  having 
been  thus  effected,  withdraw  the  towel,  and  leave  the  cylinder  for 
several  hours  in  diffused  and  not  too  bright  daylight,  but  sheltered 
from  the  direct  rays  of  the  sun,  which  would  cause  an  explosive  union 
of  the  two  elements.  Under  the  influence  of  the  light  the  two  gases 
gradually  combine ;  when  the  yellowish  tint  of  the  mixture  has  nearly 
disappeared,  the  cylinder  may  be  exposed  to  the  direct  influence  of 
the  solar  rays,  in  order  to  complete  the  reaction.  Throughout  the  ex- 
periment there  is  no  change  in  the  volume  of  the  enclosed  gas ;  if  the 
temperature  were  constant  the  mercury  would  neither  ri^j  nor  fall  in 
the  cylinder.  The  chemical  union  of  one  volume  of  hydrogen  with 
one  volume  of  chlorine  is  attended  neither  by  condensation  nor  ex- 
pansion. 

That  there  has  been  chemical  action,  resulting  in  the  disappearance 
of  the  properties  of  the  original  materials,  is  evident  from  the  fact  that 
the  contents  of  the  cylinder  will  no  longer  take  fire,  or  bleach  vege- 
table colors.  In  contact  with  air  the  new  gas  forms  white  clouds; 
blue  litmus  paper  it  tmns  red  ;  and  if  a  little  water  be  pnssed  up  mto 
the  cylinder,  the  gas  is  rapidly  absorbed ;  the  taste  and  smell  alsc«| 
and,  in  short,  all  the  properties  of  this  gas  are  those  of  chlorhj- 
vdricacid. 
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By  the  synthetical  method  we  therefore  prove  that  chlorine 
and  hydrogen  are  the  only  constituents  of  chlorhydric  acid.  On 
this  fact  is  based  the  chemical  name  of  this  compound.  Summing 
up  our  previous  and  present  results,  we  now  possess  a  complete 
demonstration  that  chlorhydric  acid  is  composed  solely  of  hydrogen 
and  chlorine,  united  in  equal  volumes  without  condensation. 

101.  The  muriatio  acid  of  commerce  is  made  from  the  most 
abundant  and  cheapest  of  all  the  natural  compounds  of  chlorine, 
common  salt,  whose  chemical  name  is  chloride  of  sodium,  and 
formula  NaCl.  This  substance  supplies  the  chlorine ;  the  neces- 
sary hydrogen  is  obtained  from  common  sulphuric  add  (oil  of 
vitriol),  whose  composition,  as  expressed  in  its  formula  H^SO^, 
we  have  already  become  familiar  with. 

The  commercial  acid  is  obtained  by  heating  common  salt  with 
sulphuric  acid  in  iron  pans  or  cylinders,  and  absorbing  the  evolved 
gas  m  water  contained  in  a  series  of  stone-ware  Woulfe-bottlcs, 
or  some  similar  apparatus.  The  reaction  is  somewhat  various, 
according  to  the  proportion  of  sulphuric  acid  employed ;  it  may 
be  either  of  the  reactions  expressed  in  the  following  equations, 
or  may  lie  between  them  : — 

NaCl       -f        H,SO,        «        HCl        +        NaHSO, 

Chloride  of  Sulphuric  Chlorhydric         Add  sulphaU 

sodium,  add,  add,  of  sodium, 

2NaCl       +       H,SO^        «        2HC1       +       Na,SO, 

Sulphate  of  sodium. 

In  the  first  reaction,  only  one-half  of  the  hydrogen  in  each 
molecule  of  sulphuric  acid  is  replaced  by  sodium  ;  in  the  second, 
both  atoms  of  hydrogen  are  replaced.  The  first  reaction  requires 
more  sulphuric  acid  than  the  second,  in  proportion  to  the  amount 
of  the  product,  but  is  accomplished  with  less  wear  of  the  appa- 
ratus, because  a  less  heat  suffices  for  the  first  than  for  the  second 
reaction. 

We  may  illustrate  the  practical  importance  of  the  atomic 
weights,  by  taking  an  actual  example  of  each  of  these  reactions. 
Starting  with  100  kilos,  of  ^alt  in  each  case,  what  quantities  of 
sulphuric  acid  should  be  employed,  and  what  will  be  the  weights 
of  the  products  in  each  reaction  ?  (See  §  81.) 

h2 
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not  identical  with  chlorine,  shoald  have  precisely  the  samr 

gravity  as  chlorine,  the  reasoning  hy  which  we  have  jus* 

at  the  composition  of  chlorhydric  acid  would  he  not  o 

vincing,  it  would  he  entirely  conclusive ;  it  would  do  m 

establish  a  very  strong  presumption,  it  would  furnish  a 

demonstration.   But  it  is  not  inconceivable,  though  in  tl 

degree  improbable,  that  there  should  exist  a  body,  diffe  ^g 

clilorine,  yet  possessing  the  same  specific  gravity,  and 

detected  by  the  qualitative  tests  to  which  we  subjected 

and  we  therefore  welcome  the  perfect  demonstration  a       -  ) 

the  synthesis  of  chlorhydric  acid  supplies  us.  , 

I 

This  synthesis  is  readily  effected ;  but  as  the  experiment       ^ 
preparation  of  chlorine,  the  actual  performance  of  the  exp 
be  best  postponed  until  chlorine  has  been  prepared  and  s    * 
next  chapter.    The  method  is  as  follows: — ^Into  one  ■. 

cylinders^  standing  fuU  of  mercury  upon  the  mercury  trov  * 
a  certain  volume  of  dry  hydrogen,  not  so  large  as  to  *■        *  * 

half  the  cylinder,  and  into  the  other  cylinder  bring  prec 
volume  of  dry  chlorine.    Cover  one  of  the  cylinders  1.^      i  v 

with  a  towel,  and  deliver  the  contents  of  the  other  cy       ^ 
protected  one.    The  mixture  of  equal  volumes  of  the  t^ 
been  thus  effected,  withdraw  the  towel,  and  leave  i 
several  hours  in  diffused  and  not  too  bright  dayligh 
from  the  direct  rays  of  the  sim,  which  would  cause  an 
of  the  two  elements.     Under  the  influence  of  the  ligl 
gradually  combine ;  when  the  yellowish  tint  of  the  mi 
disappeared,  the  cylinder  may  be  exposed  to  the  di 
the  solar  rays,  in  order  to  complete  the  reaction.    Th 
periment  there  is  no  change  in  the  volume  of  the  enr 
temperature  were  constant  the  mercury  would  neill 
the  cvlinder.    The  chemical  union  of  one  volume 
one  volume  of  chlorine  is  attended  neither  by  con  x; 

pansion. 

That  there  has  been  chemical  action,  resulting  in. 
of  the  properties  of  the  original  materials,  is  evident^ 
the  contents  of  the  cylinder  will  no  longer  take  t^'  '  ^ 
table  colors.    In  contact  with  air  the  new  gas  fc  *  ,- 
blue  litmus  paper  it  turns  red  ;  and  if  a  little  wat         '   ' 
the  cylinder,  the  gas  is  rapidly  absorbed ;  the  t^-  . 
and,  in  short,  all  the  properties  of  this  gas  arf   .   "^  r  ^ 
^dric  acid.  •  >  "^  ■* 


<  w 

iO 


u 


lamamm 


BIC  ACD>. 


101 


:.-.3f 


-.:». 


prent 


ihiae^'rj 


^  '^ 


■    att3    ^    T  - 

-SI'S 

^^  wr  »-e  vv   z.i 

^tf  **''  '^  ^«*  -•'  ^-  >-• 

•  aei  CMC,  what  ^....  ^   _  f 


: — ^The  strongest  chlor- 

.)Out  l'20y  and  contains 

3.     40  k.  of  chlorhydric 

ter,  and  it  follows  that 

.  of  water.     The  weight 

'duced  will  therefore  be 

tre  t)f  the  solution  weighs 

(^ueouB  acid  produced  will 

why  not  get  the  hydrogen 

er  and  cheaper  substance 

r  is,  that  experience  has 

n  salt  except  to  dissolTO 

part  the  two  elements  of 

e  of  the  salt,  to  accept  the 

5  of  its  own  lost  hydrogen. 

>y  which  this  new  adjust- 

itoms  of  five  elements  is 

conception.     AU  that  we 

that  water  works  no  che- 

acid  (and  a  few  other  sub- 

»  bring  about  a  very  essen- 

similar  facts  more  intelli- 

it  an  element  like  chlorine, 

'.  acid,  may  possess  a  supe- 

affinity,  for  some  elements 

/ould  explain  the  reaction 

saying  that  chlorine  has  a 

sodium,  while  a  part  of  the 

iction  for  sodium  than  for 

;•  would  account  for  the  ab- 

It  by  saying  that  the  affinity 

than  that  of  chlorine  for 

)ns  above  given  be  written 


103  CHEMICJiL  AFFINITT. 

often  given,  of  such  reactions.  The  reaction  above  written  Ls 
said  to  be  determined,  or  caused,  by  three  aifiuities: — 1.  The 
affinity  of  the  metal  for  oxygen ;  2.  The  affinity  of  the  hydrogen 
for  chlorine ;  3.  The  affinity  of  the  oxide  of  sodium  for  sulphuric 
acid.  It  will  be  at  once  perceived  that  the  contact  of  water  with 
salt  gives  opportunity  for  the  play  of  the  first  two  affinities  ;  it  is, 
therefore,  ttie  third  affinity,  superadded  to  the  other  two,  which 
in  this  view  actually  determines  the  decomposition  of  salt  by  sul- 
phuric acid.  ^ 

Such  speculations  as  these  have  not  been  altogether  fruitless 
in  the  development  of  chemistry,  and  to  some  minds  they  seem 
to  render  the  actual  phenomenon  more  intelligible;  tho  term 
affinity  is  also  Sometimes,  convenient  in  expressing  the  varying 
intensity  with  which  one  element  grapples  and  holds  other  ele- 
ments, or  groups  of  elements ;  the  student  must  not  fail  to  dis- 
tinguish, however,  between  the  matters  of  fact  and  the  matters 
of  speculation,  in  whatever  stands  written  in  chemical  literature 
touching  affinities  and  their  play.  The  best  use  of  the  ill-chosen 
term  affinity  is  as  a  synonyme  for  chemical  force.  Phrases  in 
which  the  term  is  used  in  this  sense  may  contain  simple  state- 
ments of  fact ;  but  very  frequently,  especially  when  the  word 
^'elective"  is  coupled  with  it,  the  term  is  used  in  connexion 
with  unprofitable  hypotheses.  What  we  actually  know  of  the  re- 
action between  salt  and  sulphuric  acid  is  comprehended  in  the 
statement  that  the  hydrogen  of  the  acid  and  the  sodium  of  the 
salt  change  places  in  the  definite  proportions  by  weight  which  are 
expressed  in  the  atomic  weights  of  the  two  elements. 

Commercial  chlorhydric  acid  is  not  pure ;  its  commonest  im- 
purities are  sulphuric  acid  which  gets  mechanically  mixed  with 
the  acid,  iron  derived  from  the  iron  vessels,  arsenic  supplied  by 
the  impure  sulphuric  acid  employed,  the  salts  contained  in  the 
water  which  dissolved  the  gas,  sulphurous  add,  and,  not  unfre- 
quently,  free  chlorine. 

JExp,  49. — ^Melt  a  handful  of  coarse  common  salt  in  a  Hessian  cru- 
cible in  a  coal  fire,  and  pour  out  the  liquid  salt  upon  a  brick  or  stone 
floor.  Weigh  out  30  grms.  of  the  fused  salt  when  it  has  become  cold, 
and  place  it  in  a  flask  of  a  litre  capacity,  provided  with  a  dehvery- 
tubo  which  can  be  conveniently  connected  by  a  caoutchouc  connector 
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with  kaerinofBmall'Wouire-bottlee,  Buchuis  rapTesentediiil^g.  34. 
Pour  fiO  gnunmea  oi  Btrong  Bulphuiic  acid  upon  the  salt,  and  imme* 


diately  eotk  the  flask,  place  it  upon  a  ssnd-hnth  on  the  iron-atand, 
and  conoect  tlie  deliverr-tube  with  the  Woulfe-bottles.  The  tubes 
bj  which  the  gae  enters  the  bottles  should  barely  dip  beneath  the 
irater  contuned  in  them,  innsmuch  aa  the  aolutian  of  chlnrhydric  acid 
'a  haarier  than  water ;  the  bottles  should  not  be  more  than  half  fuU, 
(or  the  water  becomes  hot  and  increases  considerably  in  bulk,  As  hot 
water  holds  less  gss  in  solution  than  cold  water,  it  is  not  nmiss  to 
place  each  three-necked  bottle  in  a  vessel  of  cold  water.  The  first 
Woulfe-botlle  should  contain  hut  a  small  quantity  of  water,  and  the 
tube  coming'  from  the  flask  should  not  dip  into  this  water.  The  con- 
tents of  the  flask  must  be  very  gradually  and  moderati^ly  heated,  else 
a  violent  frothini^  is  liable  to  occur,  which  would  spoil  the  experiment 
The  prnceas  is  like  that  of  making  ammonia-water,  except  that  the 
delivery-tube  passes  to  the  bottom  of  each  Waulfe-botile  in  making 
ammonia-water,  because  the  solution  of  ammonia-gas  is  1ij>'hter  than 
water,  instead  of  heavier  as  is  the  case  with  the  solution  of  chlorhy- 
dric  acid  gas.  As  with  the  ammonia  process,  the  solution  will  be 
puier  in  the  second  bottle  than  in  the  first,  in  the  third  than  in  the 
second,  and  so  forth.  Reserve  the  contents  of  the  first  bottle  to  make 
chlorine  irom  (Exp.  SI).  The  pure  acid  should  be  preserv 
in  experiments  wbtcb  cannot  be  performed  except  with  an  i 
than  the  commercial  article. 

103.  The  uses  of  chbrbjdric  acid  are  very  numeroi 
employed  in  making  chlorine,  chlorate  of  potassium,  aai 
of  lime  (bleaching-powder),  in  preparing  chloride  of  an 
and  chloride  of  tin,  ia  the  manufacture  of  gelatine,  for  t 
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metals  (either  by  itself  or  mixed  with  nitric  acid) ;  it  is  one  of  the 
most  useful  reagents  in  the  chemical  laboratoiy. 

Chlorhydric  acid  dissolves  most  metallic  oxides,  and  appears  to 
combine  with  them ;  but  on  evaporating  such  a  solution  a  com- 
pound is  obtained  which  contains  neither  hydrogen  nor  oxygen, 
but  only  chlorine  and  the  metal.  When  caustic  soda,  for  example, 
combines  with  chlorhydnc  acid,  chloride  of  sodium  and  water  are 
the  products,  as  exhibited  by  the  equation 

NaHO  +   HCl  =  NaCl  +  H,0. 

When  the  black  oxide  of  copper  is  dissolved  in  chlorhydnc  acid, 

the  green  liquid  produced  is  an  aqueous  solution  of  chloride  oi 

copper ; 

CuO  +  2Ha  =  CuCl,  +  H,0. 

But  though  the  metal  may  exist  in  solution  in  the  form  of  chlo- 
ride, it  is  quite  possible  to  precipitate  it  as  oyide,  if  it  have  an 
insoluble  oxide,  by  adding  to  the  solution  of  the  chloride  a  soluble 
oxide  of  another  metal  capable  of  displacing  the  first.  Thus,  if 
to  a  boiling  solution  of  chloride  of  copper  a  hot  solution  of  caustio 
soda  be  added,  the  sodium  and  the  copper  change  places,  and  the 
insoluble  black  oxide  of  copper  is  precipitated. 

CuCl,  +  2NaH0  =  2NaCl  -f  H,0  +  CuO. 

Chlorhydnc  acid  is,  in  fact,  the  chloride  of  hydrogen,  strictly 
analogous  in  composition  to  the  chloride  of  a  metal  like  sodium, 
and  it  takes  part  in  double  decompositions  like  any  other  chloride. 
104.  Aqua  Eegia  (Bayed  Water). — This  name  was  given  by 
the  alchemists  to  a  mixture  of  chlorhydric  and  nitric  acids,  be- 
cause of  its  power  to  dissolve  gold,  the  *'  king  of  metals." 

Sxp.  60. — Place  two  square  centimetres  of  genuine  gold-leaf  at  the 
bottom  of  a  test-tube,  and  pour  upon  the  gold  six  or  eight  drops  of 
strong  chlorhydric  acid ;  put  a  similar  piece  of  gold-leaf  in  a  second 
test-tube,  and  pour  upon  it  two  or  three  drops  of  nitric  acid ;  neither 
acid  attacks  the  gold,  which  remains  undissolved.  If  the  contents  of 
the  two  test-tubes  be  mixed  together  in  either  tube,  the  gold-leaf  will 
almost  immediately  dissolve. 

Platinum,  which  like  gold  resists  the  action  of  both  chlorhydric 
and  nitric  acids  singly  applied,  yields  at  once  to  the  mixture  of 
the  two  acids.     Both  these  precious  metals  are  converted  by  aqu<^ 
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regia  into  chlorides  soluble  in  water.  Strong  clilorhydric  acid  is 
oxidized  by  strong  nitric  acid ;  chlorine,  water,  oxides  of  nitrogen, 
and  unstable  compounds  containing  chlorine,  oxygen,  and  nitro- 
gen, are  the  products.  The  decomposition  is  complex,  but  may  bo 
roughly  represented  by  the  equation 

HCl  +  HNO,  =  CI  +  H,0  +  NO,. 

The  presence  of  nascent  (§  88)  chlorine  explains  the  energetio 
conversion  of  metals  into  chlorides  by  aqua  regia ;  and  the  strong 
oxidizing  effect  of  the  liquid  ib  further  explained  by  the  presence 
of  the  unstable  oxygen  compounds  which  result  from  the  reaction. 
Aqua  regia  has  indeed  a  very  strong  oxidizing  power ;  it  can 
change  sulphur  into  sulphuric  acid,  arsenic  into  arsenic  acid,  and 
effect  many  other  similar  oxidations. 

This  powerful  solvent  is  made  by  simply  mixing  the  two  acids, 
though  in  various  proportions,  according  to  the  use  to  be  made  of 
it ;  the  commonest  mixture  is  composed  of  one  part  of  nitric  acid 
and  three  parts  of  chlorhydric  acid. 
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105.  Chlorine  can  readily  be  prepared  from  chlorhydric  add 
by  removing  the  hydrogen  of  that  acid  by  chemical  means. 

£xp.  61. — In  a  flask  of  about  500  c.  c.  capacity  furnished  with  a 
suitable  deliveiy-tube,  place  8  op  10  grms.  of  coarsely  powdered  black 
oxide  of  manganese ;  pour  upon  it  20  or  30  grms.  of  common  muriatic 
acid,  and  gently  heat  the  mixture.  Chlorine  will  soon  be  disengaged, 
and  may  be  recognized  by  its  peculiar  color.  Being  very  heavy  the 
gas  may  best  be  collected  by  displacement  in  diy  bottles,  placed  in  the 
open  air,  or  in  a  case  or  box  provided  with  an  efficient  draft  It  may 
also  be  collected  over  warm  water  or  brine  in  the  water-pan.  It  can- 
not be  well  collected  over  water  at  the  ordinary  temperature,  since  it 
is  rather  easily  soluble  therein — though  the  difficulty  may  be  obviated 
in  part  by  evolving  the  gas  rapidly,  or  by  passing  the  delivery-tube 
to  the  top  of  the  bottle  in  which  the  gas  is  collected.    It  must  not  be 
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left  standing  over  water,  since  it  would  soon  be  entirely  absorbed. 
In  experimenting  with  chlorine,  caze  must  always  be  tdcen  not  to 
inhale  it. 

The  reaction  which  occurs  in  this  experiment  may  be  thus 
formulated : — 

MnO,  +  4HC1  «  2H,0  +  MnQ,  +  2CL 

Black  oxido  of  manganese  is  a  substance  rich  in  oxygen,  which, 
under  certain  conditions,  it  readily  yields  up  to  other  elements. 
In  the  case  before  us,  the  oxygen  of  the  oxide  of  manganese  unites 
with  the  hydrogen  of  the  chlorhydric  acid  to  form  water.  The 
chlorine  of  the  chlorhydric  acid  unites  in  part  with  the  manga- 
nese, and  is  in  part  left  free. 

In  place  of  the  black  oxide  of  manganese  in  this  experiment, 
BOTeral  other  substances  which  readily  give  up  oxygen  may  be 
employed ;  and  instead  of  the  free  chlorhydric  acid  of  the  fore- 
going  experiment,  the  mixture  of  common  salt  and  sulphuric 
acid,  which  generates  chlorhydric  acid  (Exp.  49),  is  often  used. 
The  latter  method  has  the  advantage  of  eliminating  the  whole  of 
the  chlorine  from  the  chlorine  compound  used,  whereas,  in  the 
decomposition  of  the  oxide  of  manganese  by  chlorhydric  add  alone, 
half  the  chlorine  remains  combined  with  the  manganese.  More- 
over, when  present  in  excess,  the  sulphuric  acid  has  the  effect  of 
dr3dng  the  chlorine.  The  reaction  may  be  expressed  as  follows : — 

2Naa  -I-  2H,S0,  +  MnO,  =  Na.SO,  +  MnSO,  +  2H,0  +  2a 

Another  method,  which  has  been  carried  out  in  practice  upon  the 
large  scale,  is  to  heat  a  mixture  of  common  salt  and  nitrate  of  so- 
dium with  an  excess  of  sulphuric  acid.  Chlorhydric  and  nitric 
acids  are  evolved,  and,  reacting  upon  one  another,  generate  chlo- 
rine, hyponitric  acid,  and  water : — 

HCl  +  HNO,  =  a  +  NO,  +  H,0. 

The  hyponitric  acid  is  absorbed  by  sulphuric  acid,  and  subse- 
quently employed  in  the  manufacture  of  sulphuric  acid,  while  the 
chlorine  is  collected  apart  and  employed  in  such  manner  as  may 
be  desired.  » 

106.  Chlorine  is  an  abundant  element,  and  very  widely  distri- 
buted in  nature.  It  exists  chiefly  in  combination  with  sodium  as 
a  chloride  of  sodium,  which  is  called  rock-salt  or  sea-salt,  accord- 
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iugly  as  it  is  found  in  beds  in  tbe  earth,  or  diesolved  in  the  water  of 
the  ocean.  Since  the  atomic  weight  of  chlorine  is  35'5  (%  99), 
and  that  of  the  metal  sodium  is  ^3,  each  molecule,  each  gramme,  or 
each  kilogramme  of  clUoride  of  sodium  contains  ^"^,  or(iO-C84por 
oest.  of  chlorine.  Accordingly  in  a  gramme  of  chloride  of  sodium 
there  exista  aomethiug  more  than  0-6  grm.  of  chlorine ;  and  a 
kilogramme  of  common  salt  should  yield  606*84  grma  of  chlorine. 
Every  litre  of  sea-water  will  yield  aboutfivelitres  of  chlorine  gas. 
Besides  chloride  of  sodium,  sea-water  contains  small  quautidea  of 
the  chlorides  of  several  other  metals ;  there  are  numerous  mine- 
rals, also,  which  contain  chlorine. 

107.  At  the  ordinary  temperature  chlorine  is  a  gas  of  yellowish- 
green  color,  2'5  times  as  heavy  as  atmospheric  air.  Its  specifto 
gravity  and  atomic  weight  are  35'S.  It  is  excessively  irritating 
and  suffocating,  even  when  inhaled  in  exceedingly  small  quan- 
tities. Any  attempt  to  breathe  the  undiluted  gas  would  un- 
doubtedly be  fatal.  Under  a  pressure  of  4  atmospheres  at  15°  it 
is  condensed  to  a  yellow  mobile  liquid,  having  a  sp.  gr.  of  1'33 ; 
this  liquid  has  never  yet  been  solidified.  It  is  soluble  to  a  con- 
siderable extent  in  water  at  the  ordinary  temperature,  1  volnme 
of  it  being  dissolved  by  hiilf  a  volume  of  water  at  15°.  This  so- 
**v^Ii[^tion,  which  exhibits  the  color,  odor,  and  genoi'al  chemical  pi-o- 
perties  of  the  gas,  is  called  chlorine- water.  At  low  temperatures, 
water  diiisolves  a  still  greater  proportion  of  chlorine ;  and  at  0°  a 
definite  hydrate  of  chlorine,  Cl.SHjO,  crystalliiea  out. 

■£xp.  52. — Fill  with  water  the  body  of  a  retort  of  the  capacity  of 
600  c.  c,  and  without  tubulature.     In-  ^, 

vert  theretort  and  setit  upon  a  ling,  0  _ 
upon  a  bed  of  sand,  with  the  neck 
pointed  upwards  in  such  manner  that 
no  lur  shall  enter  the  body.  Fro: 
flask  in  which  chlorinp  is  being  gene- 
nted  pass  a  long  delivery-tube  down 
the  neck  of  the  retort  to  the  water,  so 
that  the  f  hlorine  may  slowly  bubble 
through  me  water.     The  absorption  of 

the  gas  may  be  promoted  by  gently  shaking  the  retort  from 
time.  As  soon  no  the  water  becomes  saturated  with  chlorine,  i 
gas  wiU  collect  in  the  retort  that  the  liquid  will  be  pressed  ou 
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body  and  will  flow  over  from  the  neck ;  when  this  occurs  the  opera- 
tion may  be  stopped. 

At  the  beginuiiig  of  the  experiment,  before  all  the  atmospheric  air 
has  been  expelled  from  the  flask  in  which  the  chlorine  is  generated,  it 
is  well  not  to  push  the  gas  delivery-tube  completely  to  the  bottom  of 
the  neck  of  the  retort,  but  to  simply  immerse  it  in  the  edge  of  the 
water,  so  that  none  of  the  escaping  bubbles  of  gas  shall  enter  the  body 
of  the  retort  until  it  has  become  evident  that  nothing  but  pure  chlorine 
is  coming  over ;  the  tube  may  then  be  immersed  more  deeply. 

The  water  saturated  with  chlorine  should  be  transferred  to  a  bottle 
and  preserved  for  iuture  use.  It  may  be  employed,  more  conveniently 
than  the  gas,  to  illusti*ate  many  of  the  properties  of  the  element 

In  sunlight,  or  even  in  ordinary  daylight,  chlorine-water  suflers  de- 
composition (see  §  113),  but  in  the  dark  it  undergoes  no  change.  It 
should  be  kept,  therefore,  either  in  a  cellar  or  tight  closet,  or  in  a 
stoneware  bottle,  or  in  a  bottle^  of  black,  red,  or  yellow  glass,  or  in  one 
covered  with  black  paper.  Through  the  blackened  glass  no  light  can 
penetrate  to  the  chlorine-water,  and  through  red  or  yellow  glass  few, 
if  any,  of  the  so-called  chemical  or  actinic  rays  can  pass.  The  violet 
rays  of  the  spectrum  are  those  which  exhibit  actinic  power,  and  these 
are  stopped  by  red  or  yellow  glass,  which  is  red  or  yellow  because  it 
permits  the  passage  of  only  these  colored  rays. 

108.  Chlorine  is  a  powerful  chemical  agent.  It  combines  with 
hydrogen  with  explosive  violence  upon  being  heated^  or  even  on 
being  exposed  to  sunlight. 

Exp,  53. — In  a  soda-water  bottle,  which  must  be  screened  from 
strong  light  by  wrapping  it  in  a  towel,  unless  direct  and  reflected  sun- 
light be  excluded  from  the  room,  mix  equal  volumes  of  chlorine  and 
hydrogen,  then  remove  the  cork  and  hold  the  mouth  of  the  bottle  in 
the  flame  of  a  lamp.  A  sharp  explosion  will  ensue.  Or  the  mixture 
may  be  made  in  a  phial  of  white  glass  rolled  up  in  a  thick  towel  and 
filled  in  a  darkened  chamber.  The  explosion  can  then  be  brought 
about  by  carefully  rolling  the  phial  out  of  its  envelope  into  a  ray  of 
sunlight,  in  a  place  where  the  fragments  of  glass  can  do  no  harm.  In 
this  last  modification  of  the  experiment  the  phial  is,  of  coui'se,  left 
corked.  The  operator  should  stand  behind  a  window-shutter  or  other 
suitable  screen. 

Still  another  method  is  to  place  the  bottle  in  a  shady  place,  and  by 
means  of  a  looking-glass  reflect  upon  it  a  ray  of  sunlight.  The  moment 
the  beam  touches  it,  the  bottle  will  explode. 

A  mixture  of  the  two  gases  may  be  kept  in  the  dark  for  any 
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length  of  time  without  change ;  in  diffused  daylight  they  usnally 
unite  only  slowly  and  gradually;  hut  in  direct  sunlight  the  luron 
is  BO  instantaneous  as  to  he  attended  with  explosion. 

]  09.  Chlorine  comhines  also  very  readily  with  many  of  the 
metals,  the  comhination  heing  in  several  instances  attended  with 
evolution  of  light. 

Exp.  64. — Fill  a  hottle  of  at  least  half  a  litre  capacity  with  dry 
chlorine  gas,  hy  displacement ;  the  gas  should  he  dried  by  passing  it 
through  a  tube  filled  with  chloride  of  calcium,  as  described  in  the  Ap- 
pendix, §  15.  Gradually  sift  a  gramme  or  two  of  very  finely  powdered 
metallic  antimony  into  the  bottle.  The  metal  will  instantly  take  fire 
and  fall  in  a  glowing  state  to  the  bottom  of  the  bottle.  This  fire 
attends  the  formation  of  a  compound  of  chlorine  and  antimony,  a  por- 
tion of  which  will  be  seen  pervading  the  bottle  as  a  white  smoke. 

This  experiment,  and  indeed  all  experiments  vrith  chlorine,  should 
he  performed  only  in  places  where  there  is  a  current  of  air  sufilciently 
powerful  to  carry  away  from  the  operator  the  volatile  products  of  the 
reaction,  together  with  any  chlorine  which  may  escape  from  the  bottle. 

As  in  the  case  of  the  union  of  sulphur  with  copper  (Exp.  1), 
80  here  it  will  be  seen  that  burning,  as  commonly  understood,  is 
in  no  wise  peculiar  to  the  union  of  oxygen  with  the  other  ele- 
ments. In  the  act  of  chemical  combination  heat  is  always  evolvedy 
and,  of  course,  light  as  well,  if  particles  of  solid  matter  be  present 
and  become  hot  enough  to  he  luminous. 

Since  oxygen  is  very  abundant,  we  are  more  accustomed  to 
witness  exhibitions  of  its  chemical  action  than  those  of  any  other 
element ;  but  we  must  not  therefore  lose  sight  of  the  fact  that 
among  the  elements  there  are  several  which  possess  chemical 
power  as  great  when  brought  into  play,  though  not  as  frequently 
exhibited  as  that  of  oxygen. 

JBxp.  55. — Into  a  small  dry  bottle  throw  loosely  several  leaves  of  the 
so-called  Dutch-metal  (an  imitation  gold-leaf  made  from  an  alloy  of 
the  metals  copper  and  zinc),  and  invert  over  it  a  bottle  of  dry  chlorine. 
As  the  heavy  gas  falls  into  the  lower  bottle,  the  chlorine  attacks  the 
metal,  which  becomes  red-hot  for  a  moment,  shrivels  up,  and  is  con- 
verted into  a  mixture  of  chloride  of  copper  and  chloride  of  zinc.  Both 
these  compounds  are  readily  soluble,  the  chloride  of  copper  impart- 
ing to  the  water  a  peculiar  green  tinge.  The  term  chloride  is  used  to 
denote  the  combination  of  chlorine  with  another  element|  just  as  the 
term  oxide  denotes  a  compound  of  oxygen. 
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110.  A  burning  jet  of  hydrogen,  on  being  introduced  into  a 
jar  of  chlorine,  will  continue  to  bun;  with  a  peculiar  green  light, 
the  two  gases  uniting  to  form  chlorhydric  acid. 

Exp,  66. — From  a  gas-holder  containing  hydrogen,  carry  a  glass 
tube,  No.  6,  outwards  horizontally  a  few  centimetres,  then  downwards 
to  reach  the  bottom  of  a  wide-mouthed  litre  bottle  filled  with  dry 
chlorine;  bend  the  end  of  the  tube,  previously  drawn  to  a  point, 
sharply  upward,  so  that  the  jet  of  hydrogen  may  stream  upwards 
through  the  chlorine.  Light  the  hydrogen  jet,  and  iasert  it  into  the 
bottle  of  chlorine. 

By  reversing  the  experiment,  chlorine  may  just  as  well  be 
burned  in  an  atmosphere  of  hydrogen. 

Exp.  67. — In  a  small  flask  of  76  or  100  c.  c  capacity,  provided  with 
a  small  chloride-of-calcium  tube  prolonged  into  an  upright  delivery- 
tube  which  is  drawn  out  to  a  fine  point  at  the  top,  generate  a  free 
supply  of  chlorine.  Inflame  a  jar  of  hydrogen,  held  mouth  down- 
wards, and  press  it  slowly  down  upon  the  chlorine  flask  so  that  the 
orifice  from  which  the  chlorine  is  issuing  may  be  at  the  centre  of  the 
hydrogen  bottle,  in  the  midst  of  the  gas.  In  passing  through  the 
burning  hydrogen  at  the  bottom  of  the  jar,  the  chlorine  will  be  heated 
to  the  temperature  necessary  for  its  own  inflammation,  and  it  will  con- 
tinue to  bum  in  the  hydrogen  in  the  same  way  that  oxygen  bums  in 
hydrogen  under  similar  circumstances. 

111.  The  heat  evolved  during  the  combustion  of  hydrogen  in 
chlorine  is  less  intense  than  that  produced  by  its  union  with 
oxygen.  When  one  gramme  of  hydrogen  is  burned  to  chlor- 
hydric acid,  there  are  disengaged  23783  units  of  heat,  while 
B4462  units  of  heat  are  evolved  when  it  bums  to  water. 

112.  As  has  been  seen,  chlorine  is  both  combustible  and  a 
supporter  of  combustion  so  far  as  hydrogen  is  concerned,  and  it 
exhibits  a  strong  aflinity  for  many  of  the  metals ;  but  it -does 
not  unite  directly  with  either  oxygen  or  carbon. 

Exp.  58. — If  a  burning  taper,  or  a  bit  of  flaming  wood  or  paper,  be 
thmst  into  a  bottle  of  chlorine  gas,  the  flame  will  become  murkf ,  and 
after  struggling  for  a  moment  will  go  out.  Much  smoke  is  at  the  same 
time  given  ofl*. 

Exp.  59. — A  bit  of  paper,  attached  to  a  wire,  dipped  in  hot  oil  of 
turpentine  and  then  quickly  plunged  into  a  bottle  of  chlorine,  will 
usually  take  fire  spontaneously,  and  bum  with  evolution  of  dense  black 
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fomea.    On  account  of  the  vol&tilily  and  ready  iuflainmability  of  oil  of 

turpentiue,  it  should  be  canfiilty  heated  upon  n  witter-bath  (Appendix, 
{  17)  in  a,  porcelRin  dish.  If  by  nny  chance  thg  turpentine  take  liie  in 
the  dish,  it  can  be  instantly  exting'uished  bj  covering  tha  dish. 

Exp.  GO. — Place  on  inverted  tnll  bottle  full  of  water  upon  the  shelf 
of  tha  water-pan  and  iill  it  two-thirds  ful^if  chlorine  j  then  displace 
the  rest  of  tie  water  with  ordinary  illuminating  gas.  Cover  the 
mouth  of  the  bottle  with  a  glass  plate,  and,  removing  it  from  the 
watei-pan,  place  it  in  an  upright  position  upon  the  table.  Remove 
the  cover,  and  touch  a  lighttd  match  to  the  gas ;  fire  will  be  propa- 
gated from  above  downwards,  while  clouds  of  smoke  are  evolved. 
Hold  s  piece  of  moistened  blue  litmus  piiper  in  the  smoke;  it  will  be 
reddened  by  the  chlorbydric  acid  which  has  been  formed. 

The  wax,  wood,  pnpcr,  turpentine,  and  gas  of  the  foregoing 
experiments,  and  indeed  most  of  the  substances  ordinarily  used 
as  combustibles,  contain  hydrogen  and  carbon.  The  hydrogen  of 
these  things  will  burn  in  chlorine,  will  unite  chemically  with  the 
chlorine  to  form  chlorhydric  acid;  but  the  carbon  will  not  thus 
unite  with  chlorine.  Hence  it  is  that,  in  tho  experiments  in 
question,  tho  combustion  is  at  the  expense  of  the  hydrogen;  the 
hydrogen  of  tlio  candle,  turpentine,  and  so  forth  alone  unites  with 
chlorine,  while  the  carbon  is  set  free  as  lampblack  or  smoke. 

113.  Chlorine  can  even  decompose  water  under  certain  condi- 
tions, taking  away  its  hydrogen,  while  the  oxygen  is  left  free. 
This  occurs,  for  example,  when  a  mixture  of  chlorine  and  aqucou.'f 
vapor  is  passed  through  a  red-hot  glass  or  porcelain  tulio  filled 
'with  fragments  of  the  same  material.  So,  too,  when  an  aqueous 
solution  of  chlorine  i.i  exposed  to  light,  the  water  is  f^radually 
decomposed,  as  has  been  stated  In  §  107,  oxygen  being  set  free, 
and  chlorhydric  acid  formed. 

201  +  H,0  -  2HC1  4-  0.  Fi^.  m. 

Eirp.  61.— Fill  a  narrow-mouthed  bottle,  of 
the  capacity  of  at  least  half  a  litre,  with  water 
which  has  been  saturated  with  chlorine  at  a 
comparatively  low  temperature — such  as  is 
readily  obtained  by  immersing  the  receiver  in 
ice-water  during  the  absorption  of  the  gas. 
By  means  of  a  perforated  cork,  or  better,  a 
caoutchouc  stopper,  fit  tightly  to  the  bottle  a 
glass  tiibe,  No.  6,  bent  twitw  at  right  angles,  , 
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one  brancli  of  wliicli  sliall  be  lon^  enough  to  reacli  to  the  bottom  of 
the  bottle^  while  the  other  arm,  made  much  shorter  than  the  first, 
dips  into  an  open  beaker  glass  half  full  of  water. 

Place  the  apparatus  in  such  a  position  that  it  shall  be  exposed  to  as 
much  direct  sunlight  as  possible.  Afler  a  time  oxygen  gas  will  begin 
to  collect  at  the  top  of  the  bottle,  and  in  the  course  of  several  hours, 
or  days,  so  much  will  have  collected  that  it  can  be  tested  by  removing 
the  cork  &om  the  bottle  and  thrusting  in  a  glowing  splinter.  The 
liquid  displaced  by  the  oxygen  flows  over,  through  the  tube,  into  the 
beaker  glass.  The  chlorhydric  acid  of  course  remains  dissolved  in  the 
water  of  the  bottle. 

• 

114.  The  applications  of  chlorine  in  the  arts  depend  upon  that 
readiness  to  combine  with  hydrogen  which  has  just  been  exem- 
plified. By  virtue  of  this  affinity  for  hydrogen,  chlorine  acts 
indirectly  as  a  powerful  oxidifing  agent.  It  acts  as  a  purveyor 
of  nascent  oxygen,  and  is  hence  a  much  more  efficient  agent  than 
free  oxygen,  such  as  exists  in  the  air.  Its  chief  uses  are  for 
bleaching  cotton  goods,  paper  stock,  and  so  forth,  and  for  destroy- 
ing foul  and  unhealthy  emanations. 

Exp.  62. — ^Pour  into  a  test-glass  a  quantity  of  chlorine-water 
(Exp.  52),  drop  into  it  a  small  quantity  of  a  solution  of  indigo,  and 
stir  the  mixture  with  a  glass  rod.  The  blue  color  of  the  indigo  will 
be  immediately  destroyed. 

In'the  same  way  the  color  of  litmus,  cochineal,  aniline-purple, 
or  of  flowers,  calico,  and  the  like,  can  be  readily  destroyed  by 
immersion  in  chlorine- water  or  in  moist  chlorine  gas.  The  pre- 
sence of  water  is  essential ;  perfectly  dry  chlorine  will  not  bleach. 

JExp,  63. — Fill  a  glass  tube.  No.  1,  about  20  cm.  long,  with  scraps 
of  coloured  calico  and  bits  of  paper  which  have  been  written  upon  with 
ink.  Take  care  that  the  tube  and  its  contents  are  perfectly  dry,  and 
that  the  tube  is  closed  at  either  end  with  a  cork,  through  which  passes 
a  short  piece  of  tubing,  No.  6.  Place  the  tube  in  a  vertical  position, 
and  pass  into  it,  from  below,  chlorine  gas  which  has  been  thoroughly 
dried  by  means  of  chloride  of  calcium  (Appendix,  §  16).  The  color- 
ing-matters will  not  be  destroyed  so  long  as  they  remain  dry ;  but  if, 
after  the  dry  chlorine  has  been  allowed  to  act  for  a  few  minutes,  a  little 
water  be  poured  in  at  the  top  of  the  tube,  so  that  its  contents  may  be 
wetted,  they  will  be  bleached  at  once. 

1 15.  Those  coloring-matters  which  are  of  vegetable  or  animal 
origin  are  for  the  most  part  complex  compounds  of  oarbon,  by- 
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drogeHf  nitrogen,  and  oxygen.  When  moist  chlorine  is  brought 
into  contact  with  them,  a  somewhat  complicated  reaction  occurs  ; 
a  portion  of  their  hydrogen  is  no  doubt  taken  out  by  the  chlorine, 
but  at  the  same  time  some  of  the  water  which  is  present  is  decom- 
posed, and  its  oxygen  assists  the  disorganization  of  the  compound 
which  is  to  be  destroyed. 

Of  the  hydrogenized  or  carburetted  compou  ids  exposed  to  the 
action  of  the  nascent  oxygen  in  the  foregoing  experiment,  those 
which  are  most  complex,  and  of  which  the  elements  are  held 
together  least  firmly,  will  of  course  be  acted  upon,  burned  up, 
and  destroyed.  As  a  rule,  the  coloring-matters  are  far  more 
easily  oxidized  than  the  cotton  cloth ;  hence  they  can  readily  be 
removed  by  the  action  of  chlorine,  without  injury  to  the  cloth. 
But  if  the  action  of  the  chlorine  were  to  be  continued  after  the 
coloring-matter  had  been  destroyed^  the  doth  itself  would  gra- 
dually be  burned  up. 

In  actual  practice,  where  the  duration  of  the  exposure  of  the 
doth  to  the  chlorine  is  carefully  regulated,  and  the  portions  of 
bleaching  liquor  which  at  first  remain  adhering  to  the  cloth  are 
completely  removed  by  washing  and  by  chemical  treatment,  the 
process  is  perfectly  safe  and  trustworthy  as  regards  cotton  or 
even  linen ;  but  the  animal  fibres,  such  as  wool  and  silk,  are  of 
more  complex  composition  than  cotton  and  Knen;  they  cannot 
be  bleached  by  chlorine,  since  this  gas  would  attack  and  dis- 
organize them. 

116.  In  destroying  noxious  efflu^a,  chlorine  either  acts  upon 
them  as  upon  coloring-matters,  or  it  simply  takes  away  hydrogen, 
as  in  the  case  of  sulphuretted  hydrogen  hereafter  to  be  studied. 
Putrid  animal  matter  may  be  rendered  comparatively  odorless,  by 
sprinkling  it  copiously  with  chlorine- water ;  hence  a  solution  of 
chlorine  finds  some  application  in  inquests  and  judicial  investi- 
gations. 

The  energy  with  which  chlorine  seizes  upon  hydrogen  may  be 
farther  illustrated  by  causing  chlorine  to  act  upon  ammonia-water;. 

£xp.  64.— ^Into  a  glass  tube,  No.  1,  about  a  metre  long,  pour  enough 
chlorine-water  to  fill  it  nine-tenths  full,  aad  then  ammonia-water 
enough  to  fill  the  remaining  space.  Close  the  tube  with  the  thmniy, 
invert  it  and  place  it  in  an  upright  position  upon  the  water-pan.*  The 
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ammonia-water,  being  specifically  lighter  than  the  solution  of  chlo- 
rine, will  flow  upwards  and  hecome  mixed  with  the  latter ;  a  reaction 
will  immediately  ensue ;  some  of  the  chlorine  will  unite  with  the  hy- 
drogen of  a  portion  of  the  ammonia,  to  form  chlorhydric  acid,  and 
nitrogen  will  he  set  free.  Nuniherless  little  huhhles  of  this  gas  will 
escape  from  the  liquor  and  collect  at  the  top  of  the  tuhe,  and  may  be 
subsequently  tested  with  a  burning  match.  The  ehlorhydric  acid 
formed  unites  with  the  remainder  of  the  ammonia  to  form  chloride 

of  ammonium :— — 

4NH3  +  3C1  «  N  +  8NH,€L 

By  modifying  the  apparatus  employed  in  the  foregoing  experiment, 
so  that  a  current  of  chlorine  can  be  passed  into  a  vessel  containing 
ammonia-water,  the  evolution  of  nitrogen  can  readily  be  made  con- 
tinuous, and  large  quantities  of  the  gas  may  be  collected.  It  would 
be  an  excellent  and  easy  method  of  preparing  nitrogen  for  use  in  the 
laboratory,  were  it  not  that  care  must  be  taken  that  the  ammonia 
shall  always  be  present  in  considerable  excess.  If  this  precaution 
were  neglected,  there  might  be  formed,  by  the  action  of  the  chlorine 
upon  the  chloride  of  ammonium,  a  very  dangerous  compound  called 
chloride  of  nitrogen.  As  prepared  by  this  method,  the  nitrogen  is 
always  contaminated  with  a  certain  amount  of  oxygen. 

In  the  foregoing  experiment,  the  chloride  of  ammonium  which 
is  produced  remains  dissolved  in  the  water.  It  may  be  recovered 
by  evaporating  the  water,  or  a  new  portion  of  it  may  be  prepared 
by  mixing  chlorhydric  acid  with  ammonia. 

JErp.  65. — Fill  one  half-litre  bottle  with  dry  ammonia-gas,  and 
another  with  dry  chlorhydric  acid  gas.  Invert  the  latter,  and  place  it 
over  the  former,  so  that  the  mouth  of  the  upper  bottle  shall  rest  upon 
that  of  the  lower.  The  gases  will  immediately  unite  to  form  solid  chlo- 
ride of  ammonium,  a  dense  white  cloud  of  which  will  fill  the  bottles : — 

NH,  +  HCl  =  NH.Cl. 
One  volume  of  ammonia  unites  with  one  volume  of  chlorhydric  acid, 
and  the  gases  are  completely  condensed  to  a  white  solid. 

117.  Chloride  of  nitrogen,  the  dangerous  compound  of  chlorine 
and  nitrogen  which  has  been  alluded  to  above,  is  formed  when 
chlorine  ifl  brought  into  contact  with  a  weak  solution  of  chloride 
or  nitrate  of  ammonium  at  the  temperature  of  15°  or  2(P,  As  the 
chlorine  is  gradually  absorbed,  yellow  oily  drops  of  chloride  of 
nitrogen  form  upon  the  surface  of  the  liquid,  and  soon  fall  to  the 
l)ottom : — 

NH.Cl  +  6Ca  =  4HC1  +  NCI,. 
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Chloride  of  nitrogen  ia  a  volatile  yellow  oil,  of  pecnliar,  pene- 
trating odor ;  it  is  insoluble  in  water,  and  does  not  congeal  when 
exposed  to  cold.  Its  specific  gravity  is  1-653.  It  decomposes 
very  easily.  Upon  being  heated  to  nearly  100°,  or  touched  with 
any  fat  or  oil,  with  turpentine,  or  with  various  other  substances, 
it  explodes  with  extreme  violence ;  indeed  it  often  explodes 
spontaneously,  without  any  apparent  cause.  A  single  drop  of  it, 
exploded  upon  a  glass  or  porcelain  dish,  shatters  the  vessel  to 
atoms.  The  preparation  and  handling  of  this  body  require  the 
greatest  caution ;  it  should  never  be  prepared  by  the  novice  in 
chemistry. 

118.  We  have  heretofore  adduced  experimental  proof  of  every 
proposition  and  statement  so  far  as  was  possible  at  such  a  stage 
of  the  student's  progress.     The  chemical  properties  of  the  four 
elements,  oxygen,  nitrogen,  hydrogen,  and  chlorine,  have  been 
exhibited  by  experiment,  the  composition  of  many  of  their  most 
important  compounds  has  been  demonstrated  by  analysis  or  by 
synthesis,  or  by  both  tiiese  methods,  and  the  chemical  properties 
of  these  compounds  have  been  illustrated  by  actual  experiment. 
Several  objects  have  been  thus  attained: — first,  experimental 
methods  of  research  have  been  illustrated  by  tangible  examples  ; 
secondly,  the  foundation,  scope,  and  application  of  important 
laws  of  chemical  combination  have  been  explained ;  thirdly,  four 
leading  elements  have  been  minutely  studied — hydrogen  (the 
standard  atom   and  the  unity  of  specific  gravity  for  gases), 
oxygen,  nitrogen,  and  chlorine  (three  widely  difiiised  elements, 
each  of  which  is  the  first  member  and  prototype  of  an  important 
group  of  elements,  many  of  whose  properties  we  shall  hereafter 
find  we  have  already  become  acquainted  with  in  stud3dng  the 
prototypes);  fourthly,  three  compounds  of  these  elements  have 
been  carefully  studied — chlorhydric  acid,  water,  and  ammonia 
— compounds  which  are  not  only  interesting  in  themselves,  but 
of  great  significance  as  types,  or  models,  of  three  large  groups  of 
compounds  whose  properties  we  have  really  been  studying  while 
we  studied  their  types.  * 

From  this  point  forward  the  student  will  be  asked  to  accept 
on  trust  many  facts,  drawn  from  the  accumulated  stores  of  the 
science  and  resting  on  satisfactory  evidence,  the  fuU  exposition 
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of  which  would  be  both  tedions  and  inappropriate.  The  rabject- 
matter  of  chemistry  is  so  vast  and  yarious  that  it  will  be  neces- 
sary to  select  from  the  great  mass  of  material  only  the  most 
valuable  portions,  and  to  dwell  only  on  those  elements  and  com- 
pounds which  are  of  practical  importance  in  the  useful  arts,  or 
which  are  of  interest  in  connexion  with  instructive  theories  or 
recognized  laws  of  the  science. 

119.  Compounds  of  Chlorine  and  Oxygen, — ^Free  chlorine'  does 
ot  combine  directly  with  free  oxygen.  But  by  resorting  to 
indirect  methods  several  compounds  of  the  two  elements  can  be 
obtained.  As  many  as  five  difiPerent  oxides  of  chlorine,  enume- 
rated below,  have  been  described,  though  as  yet  some  of  them 
are  known  only  in  combination  with  water  or  other  substances, 
and  not  in  the  free  condition : — 


TSaxbb, 
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FOBMULA. 


By  Tolnme. 


Chlorine.  Oxygen. 
Hypoohlorotis  acid .  2  ▼ols.+l  vol. 

Chlorous  acid 2  vols.  +3  toU. 

Hypochloric  acid...  1  vol.  +2  Tola. 

Chloric  acid 2  yols. +5  toIb. 

Perchloric  acid 2  toIs.  +7  vols. 


it 

2 
? 
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? 
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By  weight 

/ *- ^ 

Chlorine.  Oxygen. 

35-5x2=71  16 

356x2=71    16x3=  48 
35-5  16x2=  32 

35-5x2=71    16x5=  80 
35-6x2=71    16x7=112 


C1,0 

C1,0- 

ClO, 

CI3O, 

C1,0, 


120.  HypoMorous  Add  (Cl^O). — ^If  a  small  quantity  of  slaked 
lime  (hydrate  of  calcium)  be  thrown  into  a  bottle  of  chlorine  gas, 
and  the  mixture  be  then  left  to  itself  during  several  hours,  the 
chlorine  will  be  completely  absorbed,  and  there  will  be  formed 
two  compounds,  one  of  which  will  be  found  to  be  hypochlorite 
of  calcium,  the  other  chloride  of  calcium.  The  reaction  may  be 
thus  formulated : — 

2(CaO,H,0)  +  401  =  CaO,Clj,0  +  CaCl,  +  211.fi. 

^  This  mixture  is  a  substance  much  used  in  the  arts  under  the 
technical  names  <'  chloride  of  lime,"  and  **  bleaching-powder ; "  it 
will  be  again  referred  to  hereafter. 

121.  Hydratedi  hypochlorous  acid  may  be  prepared  from 
*<bleaching-powder;"  the  solution  has  a  yellowish  color,  an 
acrid  taste,  and  a  peculiar  sweet  odor.  When  concentrated  it 
decomposes  rapidly,  even  if  kept  upon  ice.     Dilute  solutions  are 
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ttOfo  stable,  bnt  they  decompose  slowly  npon  being  boiled.  Hy- 
pochlorous  acid  is  a  powerful  oxidizing  and  bleaching  ageur. 
Its  solution  produces  at  once  effects  which  are  only  slowly  ob- 
tained when  chlorine-water  is  employed. 

Anhydrous  hypochlorous  acid,  which  may  be  obtained  by  re- 
moving the  water  from  the  aqueous  solution,  is  a  gas  of  pale 
yellow  color  and  offensive  odor,  somewhat  resembling  that  of 
chlorine.  It  decomposes  very  easily  into  2  volumes  of  chlorine 
and  1  volume  of  oxygen ;  even  the  warmth  of  the  hand  is  suf- 
ficient to  decompose  it ;  send  it  is  difficult  to  preserve  it  unchanged 
even  for  a  few  hours.  At  low  temperatures,  such  as  are  pro- 
duced by  a  mixture  of  ice  and  salt,  the  gas  condenses  to  a  dark 
orange-colored  liquid,  heavier  than  water  and  very  explosive. 

122.  Chlorous  Acid,  CI/),,  may  be  obtained  by  deoxidizing 
chloiic  acid  by  means  of  nitrous  acid.  When  in  the  anhydrous 
condition  it  is  a  gas  of  a  yellowish-green  color,  liquefiable  by 
extreme  cold.  It  is  a  dangerous  compound  to  prepare,  since  at 
temperatures  above  57°  it  decomposes,  with  explosion,  into  chlo- 
rine and  oxygen.  It  is  readily  soluble  in  water,  and  the  solution 
possesses  strong  bleaching  and  oxidizing  properties.  It  is  a 
weaker  acid  than  chloric  acid,  §  124,  but  resembles  it  in  many 
respects.  With  metallic  oxides  it  unites  to  form  compounds 
called  chlorites. 

123.  ffypochlorie  Add,  ClO^. — This  very  explosive  compound 
may  be  prepared  by  gently  heating  a  mixture  of  chlorate  of 
potassium  and  concentrated  sulphuric  acid.  The  gas  is  of  a 
bright  yellow  color  and  aromatic  odor.  Upon  being  exposed  to 
daylight  or  to  a  temperature  somewhat  Jbelow  the  boiling-point  of 
water,  it  decomposes  into  oxygen  and  chlorine,  the  decomposition 
being  usually  attended  with  explosion.  The  preparation  of  the 
gas  is  dangerous,  and  should  never  be  attempted  unless  \fpon.  a 
very  small  scale.  At  the  temperature  of  a  mixture  of  ice  and 
salt,  the  gas  condenses  to  a  yellow,  highly  explosive  liquid. 

124.  Chloric  Acid,  Clfiy — ^^  *^®  present  state  of  science  this 
is  the  most  important  of  the  compounds  of  oxygen  and  chlorine. 
iff  is  not  known  in  the  free  state,  and  in  the  hydrated  condition 
jidi>  never  been  obtained  with  less  than  1  molecule  of  water, 
H,0,C1,0.. 
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When  a  current  of  cUorine  is  made  to  flow  into  a  eold  dilute  aqueous 
solution  of  caustic  potash,  a  mixture  of  hypochlorite  and  of  chloride  of 
potassium  is  produced : — 

2(K,0,H,0)  +  4C1  =  K,0,C1,0  +  2KC1  +  2H,0,— 

the  reaction  heing  analogous  to  that  between  lime  and  chlorine;  de- 
scribed in  §  120.  But  if  the  conditions  as  to  the  concentration  and 
temperature  of  the  solution  of  potash  be  changed — if,  instead  of  using 
a  dilute  solution,  chlorine  be  passed  into  a  moderately  strong  hot  solu- 
tion of  caustic  potash,  or  of  cai'bonate  of  potassium,  hypochlorous  acid 
will  no  longer  be  formed,  bat  instead  of  it  chloric  acid.  The  reaction 
may  be  expressed  as  follows : — 

6(K,0,H,0)  +  1201  =  K,0,C1,0,  +  IQKCl  +  eH,0. 

Chloride  of  potassium  is  formed  as  before,  but  the  remainder  of  the 
chlorine  is  now  more  highly  oxidized.  Chlorate  of  potassium  is  less 
soluble  than  chloride  of  potassium ;  it  separates  in  flat  tabular  crystals 
after  the  liquid  has  been  concentrated  by  evaporation  and  cooled.  It 
is  the  substance  which  was  employed  for  making  oxygen  in  Exp.  7. 

Chloric  acid  could  be  prepared  directly  from  chlorate  of  potassium  by 
boiling  a  solution  of  this  substance  with  fluosiHcic  acid.  An  almost 
insoluble  fluosilicate  of  potassium  would  be  formed,  and  chloric  acid 
set  free.  But  an  easier  method  is  to  tirst  convert  the  chlorate  of  potas- 
sium into  chlorate  of  barium,  and  to  liberate  the  chloric  acid  irom  this 
salt  by  means  of  sulphuric  acid,  with  which  barium  forma  a  remarkably 
insoluble  compoimd : — 

BaO,ClA  +  H,0,SO,  =  BaO,S03  +  H,0,CljO,. 

The  solution  of  chloric  acid  is  separated  from  the  insoluble  sulphate 
of  barium  by  filtration,  and  concentrated  by  evaporation  over  sulphuric 
acid  in  the  exhausted  receiver  of  an  air-pump.  By  cautious  evapora- 
tion the  acid  may  be  brought  to  a  syrupy  consistence,  but  is  then 
rather  easily  decomposed,  especially  if  it  be  heated  or  exposed  to  light. 
At  the  temperature  of  boiling  it  is  rapidly  converted  into  perchloric 
acid,  water,  chlorine,  and  oxygen.  It  is  a  strong  acid,  and  a  powerful 
oxidizing  and  bleaching  agent. 

125.  Perchlorie  Acid,  Cl^O^,  is  formed,  as  above  stated,  when 
an  aqueous  solution  of  chloric  acid  is  boiled ;  being  volatile  it  may 
be  distilled  off  and  collected.  A  compound  of  this  acid  and  po- 
tassium, perchlorate  of  potassium,  can  be  obtained  by  heating 
chlorate  of  potassium  to  a  certain  temperature.  Perchloric  acid 
is  a  more  stable  compound  than  either  of  the  other  oxides  of 
chlorine.    The  dilute  aqueous  solution  may  be  concentrated  by 
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evaporation  over  fire,  even  at  high  temperatures.  The  hjdrated 
acid  B-fifilfi^  is  a  colorleBB,  oily  liquid,  which  hoils  at  203°, 
and  has  a  specific  gravity  of  1*782.  It  is  a  powerful  oxidizing 
agent. 

The  student  will  do  well  to  compare  this  series  of  oxides  of 
chlorine  with  that  of  the  oxides  of  nitrogen,  and  to  note  the 
points  in  which  the  two  series  resemble  and  those  in  which  they 
differ  from  each  other. 


CHAPTEE   IX. 

BBOMINB. 

126.  Bromine  is  an  element  closely  nlb'ed  to  chlorine.  It  is 
found  in  small  quantities  in  sea-water,  and  in  the  water  of  many 
saline  springs.  1  litre  of  sea- water  contains  from  0*0143  to 
0'1005  grm.  of  it.  As  it  exists  in  nature  it  is  combined  with 
metals,  bromide  of  magnesium  being  the  compound  most  com- 
monly met  with.  Bromide  of  magnesium  is  a  constituent  of  the 
nncrystallizable  residue,  called  bittern,  which  remains  after  the 
chloride  of  sodium  has  been  crystallized  out  from  the  natural 
brines ;  at  several  saline  springs  this  bittern  contains  so  large  a 
proportion  of  the  bromide  that  bromine  can  be  profitably  extracted 
from  it.     Most  of  the  bromine  of  commerce  is  thus  obtained. 

In  order  to  obtain  bromine  from  the  bittern,  the  latter  is  mixed  witii 
black  oxide  of  manganese  and  chlorhydric  acid,  and  heated  in  a  retort. 
Chlorine  is  of  course  evolved  from  these  materials  in  the  midst  of  the 
liquid ;  it  reacts  upon  the  bromide  of  magnesium  and  sets  free  bromine, 
which  distils  over  into  the  receiver  as  a  dark-red,  very  heavy  liquid : — 

MgBr,  +  2C1  =s  MgCl,  +  2Br. 

AU  the  metallic  bromides  are  readily  decomposed  by  chlorine,  bro- 
mine being,  as  a  rule,  a  less  energetic  chemical  agent  than  chlorine. 

127.  At  the  ordinary  temperature  bromine  is  a  liquid  of  dark 
'itrown-red  color,  about  three  times  as  heavy  as  water,  and  highly 
poisonous.  Its  odor  is  irritating  and  disagreeable,  whence  the 
name  bromine,  derived  from  a  Greek  word  and  signifying  a 
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tinnm,  like  the  mixture  of  chlorhydric  and  nitric  acids,  thongli  less 
readily. 

130.  The  gas  undergoes  no  change  when  passed  through  a 
red-hot  tube ;  but  it  is  readily  decomposed  by  metals  like  potas- 
sium at  the  ordinary  temperature,  and  by  tin  gently  heated.  A 
bromide  of  the  metal  is  formed  in  either  case,  and  there  remains 
a  volume  of  hydrogen  equal  to  half  that  of  the  original  gas.  Ob- 
servation has  shown  that  the  specific  gravity  of  the  gas  is  very 
nearly  40*5,  or  half  the  sum  of  the  specific  gravities  of  bromine 
vapor  and  hydrogen.  From  this  fact  and  the  above  decomposi- 
tion of  the  gas  by  metals,  it  follows  that  bromhydric  acid  is  com- 
posed of  equal  volumes  of  bromine  and  hydrogen  united  without 
condensation. 

131.  Bromie  Add,  TLfifirfiy — Only  one  oxide  of  bromine 
has  been  studied,  and  even  this  has  never  been  obtained  free  from 
water.  It  is  bromie  acid,  a  substance  corresponding  to  chloric 
acid  in  composition  and  properties.  Its  compounds,  also,  known 
as  bromates,  generally  resemble  very  closely  the  corresponding 
chlorates. 

Bromate  of  potassium  can  be  obtained  by  the  action  of  bromine  upon 
potash-lye,  in  the  same  way  that  chlorate  of  potassium  is  obtained  by 
the  action  of  chlorine : — 

6(K,0,HjO)  +  12Br  a=  K,0,BrA  +  lOKBr  +  QKfi. 

The  bromate,  which  is  less  soluble  than  the  bromide,  can  subse- 
quently be  separated  by  crystallization.  In  order  to  obtain  the  hy- 
drated  acid,  bromate  of  barium  may  be  decomposed  with  dilute  sul- 
phuric acid : — 

BaO,Br,Oa  +  H,0,S03  «  BaO,80,  +  HjO,Br,0,, 

The  insoluble  sulphate  of  barium  is  separated  by  filtration.  The 
acid  solution  can  be  concentrated  to  a  certain  extent  by  evaporation 
at  a  gentle  heat,  but  cannot  readily  be  brought  to  a  syrupy  consistency 
without  decomposition.  It  decomposes,  also,  on  being  heated  to  100^^ 
and  in  general  gives  up  oxygen  on  being  brought  into  contact  with  sub- 
stances which  readily  combine  with  that  element 

132.  Hypobramous  Add,  II,0,Br,0. — ^There  can  be  no  doubt 
of  the  existence  of  an  oxide  of  bromine  corresponding  to  hypo- 
chlorous  acid.  When  bromine  is  added  to  an  excess  of  a  solution 
of  nitrate  of  silver,  a  liquid  of  strong  bleaching-properties  is 
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obtained,  from  which  a  jellowish,  add  fluid  may  be  distilled. 
This  distillate  bleaches  strongly,  and  yields,  on  analysis,  numbers 
corresponding  with  the  above  formula.  When  cold  dilute  alka- 
line solutions  are  mixed  with  bromine  they  acquire  a  power  of 
bleaching,  and  in  general  behave  like  the  alkaline  hypochlorites^ 
which  are  formed  under  similar  conditions.  So  too  when  bro- 
mine-water is  treated  with  red  oxide  of  mercury ;  a  sparingly 
soluble  oxybromide  of  mercury  is  formed,  together  with  a  bleach- 
ing liquor  supposed  to  contain  hypobromous  add. 

The  analogies  which  subsist  between  chlorine  and  bromine  are, 
however,  everywhere  so  clearly  defined  that  there  is  good  reason 
to  believe  that  other  oxides  of  bromine^  corresponding  to  those  of 
chlorine,  will  be  sooner  or  later  discovered. 

133.  Chloride  of  Bromine. — Liquid  bromine  absorbs  a  large 
quantity  of  chlorine-gas  when  the  two  elements  are  brought 
together,  and  there  is  formed  a  very  volatile  liquid  caUed  chloride 
of  bromine.  It  exhales  a  pungent,  irritating  odor,  and  is  soluble 
in  water ;  the  solution  possesses  considerable  bleaching-power. 

134.  Bromide  of  Nitrogen  is  an  explosive  compound  analogous 
to  chloride  of  nitrogen,  from  which  it  may  be  prepared  by  means 
of  bromide  of  potassium. 


CHAPTER   X. 


IODINE. 


135.  In  its  chemical  properties  iodine  bears  a  striking  resem- 
blance to  bromine,  and  consequently  to  chlorine  also.  It  exists 
in  sea-water  and  in  the  water  of  many  saline  and  mineral  springs. 
The  proportion  of  iodine  in  sea- water  is  exceedingly  small,  being 
even  smaller  than  that  of  bromine.  But  iodine  is  obtained  more 
readily  than  bromine  ;  for  iodine  is  absorbed  from  sea- water  by 
various  marine  plants,  which,  during  their  growth,  collect  and 
concentrate  the  minute  quantitiee  of  iodine  which  the  sea-water 
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contains,  to  suoh  an  extent  that  it  can  be  extracted  from  then^ 
with  profit. 

Upon  the  coasts  of  Scotland,  Ireland,  and  France,  where  labor  is 
cheap,  the  sea- weeds  which  contain  iodine  are  collected,  dried,  and 
burned,  at  a  low  heat,  in  shallow  pits.  The  half-fused  ashes  thus 
obtained,  called  kelp  or  varec,  contains,  among  other  things,  iodine  in 
'  the  form  of  iodide  of  sodium  and  iodide  of  potassium.  It  is  lixiviated 
with  boiling  water,  and  the  solution  is  then  evaporated  and  set  aside 
to  crystallize.  The  iodides,  being  much  more  soluble  than  the  other 
constituents  of  the  ash,  remain  dissolved  in  the  mother-liquor  after 
most  of  the  other  salts  have  crystallized  out.  If  this  mother-liquor, 
or  iodine-lye,  be  now  mixed  with  a  small  quantity  of  sulphuric  acid 
and  left  to  itself  for  a  day  or  two,  it  may  be  freed  from  a  further  portion 
of  impurity ;  it  is  then  transferred  to  a  leaden  retort,  mixed  with  a 
suitable  quantity  of  powdered  black  oxide  of  manganese,  and  gently 
heated.  Iodine  is  set  free,  just  as  chlorine  would  be  from  chloride  of 
sodium  under  similar  circumstances,  and  may  be  collected  in  appro- 
priate receivers : — 

2NaI  -h  2(H20,SO,)  4-  MnOj  =  Na,0,SO,  -h  MuCSOj-h  211.fi  +  21. 

136.  At  the  ordinary  temperature  iodine  is  a  soft,  heavy, 
crystalline  solid  of  bluish-black  color  and  metallic  lustre.  Its 
specific  gravity  is  4*948.  It  melts  at  a  temperature  (107®)  a 
little  above  that  at  which  water  boils,  and  boils  at  a  somewhat 
higher  temperature  (178°-180°)  ;  but  in  spite  of  this  high  boil- 
ing-point it  evaporates  rather  freely  at  the  ordinary  temperature 
of  the  air,  and  the  more  rapidly  when  it  is  in  a  moist  condition. 
It  may  be  entirely  volatilized  by  heating  it  upon  writing-paper. 
Its  odor  is  peculiar,  somewhat  resembling  that  of  chloiine,  but 
weaker,  and  easily  distinguished  from  it.  Its  atomic  weight 
is  127. 

The  vapor  of  iodine  is  of  a  magnificent  purple  color,  whence 
the  name  iodine,  derived  from  a  Greek  word  signifying  violet- 
colored  ;  it  is  very  heavy,  indeed  the  heaviest  of  all  known 
gases  ;  it  is  nearly  nine  times  as  heavy  as  air.  The  specific  gravity 
of  the  vapor  is  127. 

JSxp,  68. — ^Hold  a  dry  test-tube  in  the  gas-lamp  by  means  of  the 
wooden  nippers,  and  warm  it  along  its  entire  length,  in  so  far  as  this 
is  practicable.  Drop  into  the  hot  tube  a  small  fragment  of  iodine,  and 
observe  the  vapor  as  it  rises  in  the  tube.    If  only  a  small  portion  of 
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tifb  tube  were  heated,  tbe  vapor  would  be  deposited  as  solid  iodine 
vpju  tbe  cold  part  of  its  walls. 

137.  Solid  iodine  is  never  met  with  in  the  amorphous,  shape- 
less state  in  which  glass,  resin,  coal  and  many  other  substances 
occur.  No  matter  how  obtained,  its  particles  always  exhibit  a 
defiuite  crystalline  structure.  If  the  iodine  be  melted  and  then 
allowed  to  cool,  or  if  it  be  converted  into  vapor  and  this  vapor  be  < 
subsequently  condensed,  crystals  will  be  formed  in  either  case. 
Perfect  crystals  can  be  still  more  readily  obtained  by  dissolving 
iodine  in  an  aqueous  solution  of  iodohydric  acid,  and  exposing  this 
solution  to  the  air  in  a  narrow-necked  or  loosely  stoppered  bottle ; 
the  iodohydric  acid  will  be  slowly  decomposed  by  the  action  of 
the  atmospheric  oxygen,  and,  as  it  decomposes,  well-defined  crys- 
tals of  iodine  will  be  deposited. 

In  whichever  way  prepared,  the  crystals  of  iodine  are  octahe- 
drons with  a  rhombic  base,  belonging  to  the  crystalline  system 
called  trimetric.     As  commonly  seen,  the   crystals  are  thin, , 
flattened  tables,  distorted'  by  excessive  elongation  in  one  di- 
rection. 

138.  Iodine  is  scarcely  at  all  soluble  in  water,  though  enough 
dissolves  to  impart  a  brown  color  to  the  water ;  but  it  dissolves 
readily  in  alcohol  and  ether.  These  solutions  are  much  used  in 
medicine,  particularly  the  alcoholic  solution,  which  is  called  tinc- 
ture of  iodine.  When  swallowed  in  the  solid  state,  iodine  acts  as 
an  energetic  corrosive  poison ;  but  several  of  its  compounds,  and 
the  element  itself  when  taken  in  small  doses,  are  highly  prized 
as  medicaments.  It  is  also  largely  employed  in  photography,  and 
is  a  usefcd  reagent  in  the  chemical  laboratory. 

139.  As  has  been  already  stated,  iodine,  in  its  chemical  beha- 
vior, resembles  chlorine  and  bromine,  only  its  affinities  are  more 
feeble.  It  enters  into  combination  with  less  energy  than  either 
of  these  elements,  and  is  displaced  by  them  from  most  of  its  com- 
binations. Like  them,  it  imites  directly  with  the  metals  and  with 
several  other  elements.  It  gradually  corrodes  organic  tissues, 
and  destroys  coloring-matters,  though  but  slowly.  No  oxygen  is 
given  off  from  the  aqueous  solution  when  this  is  exposed  to  sun- 
light ;  but  the  color  of  the  solution  slowly  disappears,  and  a  mix- 
ture of  iodohydric  and  iodic  acids  is  formed  in  it. 
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A  singular  property  of  iodine  is  its  power  of  forming  a  bine 
compound  with  starch. 

Exp,  69. — Prepare  a  quantity  of  thin  starch-paste  by  boiling  30  c.  c 
of  water  in  a  porcelain  dish,  and  stirring  into  it  0*5  gnn.  of  starch 
which  has  preyiously  been  reduced  to  the  consistence  of  cream  by 
rubbing  it  in  a  mortar  with  a  few  drops  of  water. 

Pour  8  or  4  drops  of  the  paste  into  10  c.  c.  of  water  in  a  test-tube 
and  shake  the  mixture  so  that  the  paste  may  be  equably  diflused 
through  the  water ;  then  add  a  drop  of  an  aqueous  solution  of  iodine, 
and  observe  the  beautiful  blue  color  which  the  solution  assumes.  If 
thQL  solution  be  heated  the  blue  coloration  will  disappear,  but  it  reap- 
pears when  the  liquid  is  allowed  to  cool. 

Dip  a  strip  of  white  paper  in  tha  starch-paste  and  suspend  it,  while 
still  moist,  in  a  large  bottle,  into  the  bottom  of  which  two  or  three 
crystals  of  iodine  have  been  thrown.  As  the  yapor  of  iodine  slowly 
difiuses  through  the  air  of  the  bottle  it  will  at  last  come  in  contact 
with  the  starch,  and  after  some  minutes  the  paper  will  be  colored 
blue. 

This  reaction  famishes  a  very  delicate  test  for  iodine.  By  its 
means  it  has  been  proved  that  iodine,  though  nowhere  very  abun- 
dant, is  very  widely  distributed  in  nature ;  traces  of  it  have  been 
detected  in  land  plants,  and  in  many  well,  river,  and  spring 
waters,  also  in  rain-water,  and  even  in  the  air ;  indeed  it  would 
be  difficult  to  say  where  iodine  is  not. 

In  order  that'  it  may  be  detected  by  this  test,  the  iodine  must 
be  free  or  uncombined.  But,  as  has  been  stated,  chlorine  readily 
expels  iodine  from  most  of  its  combinations.  In  case,  then,  we 
have  reason  to  suspect  the  presence  of  a  compound  of  iodine 
(iodide  of  potassium,  for  example)  in  any  substance,  a  small  (|uan- 
tity  of  chlorine- water,  or  of  some  other  agent  capable  of  expelling 
iodine,  must  be  added  to  this  subetanoe.  Once  displaced  from 
its  combination,  the  iodine  may  be  at  once  detected  by  means  of 
starch. 

Exp,  70. — Place  in  a  test-tube  10  c.  c.  of  water,  a  drop  of  concen- 
trated aqueous  solution  of  iodide  of  potassium,  and  3  or  4  drops  of  the 
starch-paste  of  Exp.  69.  If  the  iodide  of  potassium  be  pure,  no  colo- 
ration will  occur.  Add  now  2  or  3  drops  of  chlorine- water,  and  shake 
the  tube.    The  characteristic  blue  coloration  at  once  appears. 

In  order  to  illustrate  the  extreme  delicacy  of  this  reaction,  dissolve 
0*14  gruL  of  iodide  of  potasdum  in  1  litre  of  water^  and  to  this  solu- 
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tion,  which  conti&iiis  1  part  of  iodine  in  10,000  parts  of  water,  add  some 
of  the  starch-paste  and  seyeral  drops  of  red  fuming  nitrio  acid,  a  re- 
agent on  some  accotmts  better  fitted  than  chlorine  to  disengage  iodine 
in  this  experiment  (see  §  150).  After  a  time  the  solution  will  exhibit 
the  blue  color,  though  in  solutions  so  dilute  as  this  it  sometimes 
happens  that  the  coloration  appears  only  after  the  lapse  of  several 
hours. 

It  follows,  of  course,  from  the  foregoing  experiment,  that  the 
reaction  of  iodine  upon  starch  can  be  used  as  a  test  for  those 
substances  which,  like  chlorine  or  nitric  acid,  are  capable  of  set- 
ting free  iodine,  as  well  as  for  iodine  itself.  In  the  cheniical 
laboratory  it  is  customary  to  keep  on  hand  for  this  purpose  a 
store  of  paper  upon  which  has  been  spread  a  mixture  of  starch- 
paste  and  iodide  of  potassium,  prepared  as  follows : — 

JExp,  71. — Dissolve  0*5  grm.  of  pure  iodide  of  potasmum  (free  from 
iodate)  in  100  c.  c.  of  water ;  boil  this  solution  in  a  porcelain  dish  and 
stir  into  it  6  grms.  of  finely  powdered  starch,  taking  care  not  to  bum 
the  starch,  and  stirring  until  the  mass  gelatiniAs.  Remove  the  lamp^ 
allow  the  paste  to  become  cold,  and  by  means  of  a  wooden  spatula 
spread  it  thinly  upon  one  side  of  white  glazed  paper.  The  paper  is 
then  dried,  cut  into  strips  about  8  cm.  long  by  2  wide,  and  preserved 
in  stoppered  bottles  kept  carefully  closed. 

Exp.  72. — Place  in  a  test-tube  a  small  quantity  of  binoxide  of  man- 
ganese, pour  upon  it  4  or  5  c.  c.  of  chlorhydric  acid,  heat  the  mixture, 
and  hold  at  the  top  of  the  tube  a  moistened  strip  of  the  test-paper 
which  was  prepared  in  the  preceding  experiment  The  chlorine  evolved 
by  the  reaction  of  the  chlorhydric  acid  upon  the  binoxide  of  manga- 
nese sets  free  iodine  from  the  iodide  of  potassium  upon  the  test-paper, 
and  the  starch  is  thereby  coloured  blue.  The  presence  of  chlorine  in 
chloihydric  acid  is  thus  made  apparent.  By  this  test  we  might  dis- 
criminate, for  example,  between  dilute  nitric  and  chlorhydric  acids. 

140.  lodohydric  Acid  (HI).  —  Hydrogen  and  iodine  do  not 
readily  tinite  together  directly.  There  is  here  nothing  to  recall 
the  explosive  violence  with  which  chlorine  and  hydrogen  com- 
bine. Sunlight  has  no  power  to  bring  about  the  union  of  the 
two  elements  at  the  ordinary  temperature ;  but  when  a  mixture 
of  hydrogen  gas  and  iodine  vapor  is  passed  through  a  red-hot 
tube,  iodohydric  acid  is  formed.  It  has  been  observed,  also,  that 
spongy  platinum  will  cause  the  union  of  the  two  elements  even  at 
ordinary  temperatures.    Even  when  indirect  methods  are  resorted 
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to,  it  is  less  easy  to  prepare  iodohydric  add  than  chlorhjdiic  or 
bromhydric  acids. 

If  iodide  of  sodium  be  distilled  with  sulphuric  acid,  there  will  be 
obtaifted  but  little  iodohydric  acid ;  for  most  of  that  which  is  produced 
at  first  will  be  subsequently  destroyed  by  the  action  of  sulphuric  acid, 
in  the  same  way  as  happens  to  a  less  extent  with  bromhydric  acid, 
S  128. 

As  fast  as  iodohydric  acid  is  formed  in  accordance  with  the  reaction 

2NaI  +    H,SO^  =  Na,SO^  +  2Hi; 

most  of  it  is  decomposed  by  another  portion  of  sulphuric  acid.  In  a 
manner  which  may  be  thus  represented : — 

2HI  +  H,SO^  =  2H,0  +  SO,  +  21. 

Solutions  of  iodohydric  acid  can,  howeyer,  be  readily  obtained  by*  the 
action  of  iodine  upon  a  compound  of  sulphur  and  hydrogen,  called 
sulphydric  acid.  In  practice,  a  current  of  sulphydric  acid  gas  is  made 
to  pass  through  water  in  which  finely  divided  iodine  is  kept  suspended 
by  agitation.  The  sulphydric  acid,  the  formula  of  which  is  H^S, 
reacts  upon  21,  and  there  is  formed  2HI  and  free  sulphur,  which  is 
deposited. 

A  solution  of  iodohydric  acid  may  also  be  obtained  by  distilling  a 
mixture  of  iodine,  phosphorus,  and  much  water,  in  which  case  the 
phosphorus  unites  with  the  oxygen  of  a  portion  of  the  water,  while 
the  iodine  takes  the  hydrogen.  Or  it  may  be  prepared  by  decompo- 
sing an  aqueous  solution  of  iodide  of  barium  with  an  equiyalent  quan- 
tity of  dilute  sulphuric  acid,  and  filtering  off  the  solution  from  the 
insoluble  sulphate  of  barium. 

141.  The  dilute  acid  obtained  by  either  of  these  methods  can 
be  concentrated,  by  evaporation,  to  aliqnor  of  1*7  specific  gravity, 
boiling  at  127°,  and  composed  of  one  molecule  of  iodohydric  acid 
united  with  11  molecnles  of  water.  The  aqueous  solution  has 
a  sour,  suffocating  odor,  and  pungent  acid  taste.  When  concen- 
trated it  fumes  strongly  in  the  air.  It  cannot  be  long  preserved 
when  exposed  to  contact  with  the  air,  for  the  oxygen  of  the  air 
unites  with  its  hydrogen,  and  iodine  is  set  free.  At  first  this  iodine 
dissolves  in  that  portion  of  the  iodohydric  acid  which  has  not  yet 
been  decomposed ;  but  after  the  acid  has  become  saturated,  orystals 
of  iodine  are  deposited,  as  has  been  stated  in  $  137.  The  decom- 
position of  iodohydric  acid  is  so  rapid  that  the  pure,  colorless  so- 
lution of  it  becomes  red  from  separation  of  iodine  after  a  few 
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hooiV  ezposnre  to  the  air,  no  matter  whether  it  be  miBute  or 
concentrated.  The  easy  decompositon  of  this  acid  bEows  clearly 
^with  how  much  less  force  hydrogen  holds  iodine  in  combination 
than  it  holds  either  chlorine  or  bromine. 

142.  The*nsual  method  of  prejpiring  anhydrons  iodohydrio 
add  is  as  follows :— 

In  the  bottom  ol  a  test-tube  place  a  mixtuie  of  9  parts  of  iodine  tfbd 
1  part  of  phosphorus.  Coyer  the  mixture  with  coarsely  powdered 
glass,  and. bring  about  chemical  muon  between  the  iodine  and  the 
phosphorus  by  gently  heating  them.  Place  now  a  few  drops  of  water 
in  the  tube,  and  connect  with  it  a  gas  deliyeiy-tube  by  means  of  a 
caoutchouc  stopper.  lodohydric  acid  will  be  immediately  given  off, 
and  may  be  collected  by  displacement. 

Another  method  is  to  pack  a  teSt-tube  with  alternate  layers  of  phos- 
phoruSj  iodine,  and  moistened  glass-powder,  and  then  to  gently  heat 
the  tub^.  The  operation  depends  upon  the  formation  of  an  iodide  of 
phosphorus  and  the  subsequent  decomposition  of  this  body  by  contact 
with  water  into  iodohydric  acid  and  a  compoimd  of  phosphorus,  oxyg&Of 
and  water,  called  hydrated  phosphorous  acid : — 

2PI,  +  6H,(^  «  em  +  3H,0,P,0,. 

143.  Iodohydrio  acid  is  a  colorless,  acid  gas,  of  snffocating 
odor ;  it  fumes  strongly  in  the  air,  and  is  very  soluble  in  water. 
It  can  be  liquefied  rather  easily  by  pressure,  and  solidified  at  —61^ 
to  a  colorless  mass  like  ice.  The  gas  is  more  than  four  times  as 
heavy  as  air,  its  specific  gravity  having  been  found  by  observa- 
tion to  be  64*11.  From  this  fact,  taken  in  connexion  with  the 
striking  analogy  which  the  compound  bears  to  bromhydric  and 
chlorhydric  acids,  it  follows  that  the  gas  is  composed  of  equal 
volumes  of  iodine  vapor  and  hydrogen  united  without  condensa- 
tion ;  for  the  theoretical  density  of  a  gas  thus  composed  would  be 
(127+l)-r2=64,  a  number  with  which  the  observed  specific 
gravity  closely  agrees.  The  chemical  effect  of  the  small  propor- 
tion of  hydrogen  contained  in  iodohydrio  acid  ^  most  remark- 
able. Only  Y^f  or  less  than  1  per  cent,  of  iodohydrio  acid  is 
hydn^en,  yet  this  very  small  proportional  quantity  of  hydrogen 
is  competent  to  impart  an  entirely  new  set  of  properties,  both  to 
the  iodine  and  the  hydrogen ;  the  acid  bears  no  resemblance  to 
either  of  its  constituents. 

144.  lodohydric  acid  is  a  compound  which  decomposes  easily; 
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When  a  cuzrent  of  chlorine  is  made  to  flow  into  a  eold  dilute  aqueous 
solution  of  caustic  potash,  a  mixture  of  hypochlorite  and  of  chloride  of 
potassium  is  produced : — 

2(K,0,H,0)  +  4C1  =  K,0,C1,0  +  2KC1  +  2H,0,— 

the  reaction  heing  analogous  to  that  between  lime  and  chlorine,  de- 
scribed in  §  120.  But  if  the  conditions  as  to  the  concentration  and 
temperature  of  the  solution  of  potash  be  changed — if,  instead  of  using 
a  dilute  solution,  chlorine  be  passed  into  a  moderately  strong  hot  solu- 
tion of  caustic  potash,  or  of  carbonate  of  potassium,  hypochlorous  acid 
will  no  longer  be  formed,  but  instead  of  it  chloric  acid.  The  reaction 
may  be  expressed  ea  follows : — 

6(K,0,H,0)  +  1201  «  K,0,C1,0,  +  IQKCl  +  eH,0. 

Chloride  of  potassium  is  formed  as  before,  but  the  remainder  of  the 
chlorine  is  now  more  highly  oxidized.  Chlorate  of  potassium  is  less 
soluble  than  chloride  of  potassium ;  it  separates  in  flat  tabular  crystals 
after  the  liquid  has  been  concentrated  by  evaporation  and  cooled.  It 
is  the  substance  which  was  employed  for  making  oxygen  in  Exp.  7. 

Chloric  acid  could  be  prepared  directly  from  chlorate  of  potassium  by 
boiling  a  solution  of  this  substance  with  fluosilicic  acid*  An  almost 
insoluble  fluosilicate  of  potassium  would  be  formed,  and  chloric  add 
set  free.  But  an  easier  method  is  to  first  convert  the  chlorate  of  potas- 
sium into  chlorate  of  barium,  and  to  liberate  the  chloric  acid  from  this 
salt  by  means  of  sulphmic  acid,  with  which  barium  forms  a  remarkably 
insoluble  compound : — 

BaO,CljeOa  +  H,0,SO,  =  BaO,SO,  +  H,0,C1,0,. 

The  solution  of  chloric  acid  is  separated  from  the  insoluble  sulphate 
of  barium  by  filtration,  and  concentrated  by  evaporation  over  sulphuric 
acid  in  the  exhausted  receiver  of  an  air-pump.  By  cautious  evapora- 
tion the  acid  may  be  brought  to  a  syrupy  consistence,  but  is  then 
rather  easily  decomposed,  e^ecially  if  it  be  heated  or  exposed  to  light. 
At  the  temperature  of  boiling  it  is  rapidly  converted  into  perchloric 
acid,  water,  chlorine,  and  oxygen.  It  is  a  strong  acid,  and  a  powerful 
oxidizing  and  bleaching  agent. 

125.  Percfilorie  Acid,  Cl^O^,  is  formed,  as  above  stated,  when 
an  aqueous  solution  of  chloric  acid  is  boiled ;  being  volatile  it  may 
be  distilled  off  and  collected.  A  compound  of  this  acid  and  po- 
tassium, perchlorate  of  potassium,  can  be  obtained  by  heating 
chlorate  of  potassium  to  a  certain  temperature.  Perchloric  acid 
is  a  more  stable  compound  than  either  of  the  other  oxides  of 
chlorine.    The  dilute  aqueous  solution  may  be  concentrated  by 
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evaporation  over  fire,  even  at  high  temperatnreB.  The  hydrated 
acid  Hfifilfi^  is  a  colorless,  oily  liquid,  which  hoils  at  203°, 
and  has  a  specific  gravity  of  1*782.  It  is  a  powerful  oxidizing 
agent. 

The  student  will  do  well  to  compare  this  series  of  oxides  of 
chlorine  with  that  of  the  oxides  of  nitrogen,  and  to  note  the 
points  in  which  the  two  series  resemble  and  those  in  which  they 
difier  from  each  other. 


* 


CHAPTEB   IX. 

BBOMINB. 

126.  Bromine  is  an  element  closely  allied  to  chlorine.  It  is 
found  in  small  quantities  in  sea-water,  and  in  the  water  of  many 
saline  springs.  1  litre  of  sea-water  contains  from  0*0143  to 
0*1005  grm.  of  it.  As  it  exists  in  nature  it  is  combined  with 
metals,  bromide  of  magnesium  being  the  compound  most  com- 
monly met  with.  Bromide  of  magnesium  is  a  constituent  of  the 
nncrystaUizable  residue,  called  bittern,  which  remains  after  the 
chloride  of  sodium  has  been  crystallized  out  from  the  natural 
brines ;  at  several  saline  springs  this  bittern  contains  so  large  a 
proportion  of  the  bromide  that  bromine  can  be  profitably  extracted 
from  it.     Most  of  the  bromine  of  commerce  is  thus  obtained. 

In  order  to  obtain  bromine  from  the  bittern,  the  latter  is  mixed  witii 
black  oxide  of  manganese  and  chlorhydric  acid,  and  heated  in  a  retort. 
Chlorine  is  of  course  evolved  from  these  materials  in  the  midst  of  the 
liquid ;  it  reacts  upon  the  bromide  of  magnesium  and  sets  free  bromine, 
which  distils  over  into  the  receiver  as  a  dark-red,  very  heavy  liquid : — 

MgBrj  +  2C1  =  MgCl,  +  2Br. 

AU  the  metallic  bromides  are  readily  decomposed  by  chlorine,  bro- 
mine being,  as  a  rule,  a  less  energetic  chemical  agent  than  chlorine. 

127.  At  the  ordinary  temperature  bromine  is  a  liquid  of  dark 
prown-red  color,  about  three  times  as  heavy  as  water,  and  highly 
poisonous.  Its  odor  is  irritating  and  disagreeable,  whence  the 
name  bromine^  derived  from  a  Greek  word  and  signifying  a 
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As  soon  88  the  powder  has  become  thoroughly  dry  it  will  explode 
upon  being  rubbed,  even  with  a  feather,  or  jarred,  as  by  the  shutting 
of  a  door,  or  by  a  blow  upon  the  wall  or  table.  Though  incomparably 
less  dangerous  than  chloride  of  nitrogen,  and  therefore  better  suited 
than  the  chloride  to  illustrate  the  explosive  character  of  this  obscure 
class  of  nitrogen  compounds,  iodide  of  nitrogen  must  neyertheless  be 
handled  with  great  care,  and  should  never  be  prepared  by  the  student 
except  in  very  small  quantities. 

149.  Chlorides  of  Iodine, — Iodine  combines  directly  with  chlo- 
rine in  several  proportions,  a  protochloride,  ICl,  and  a  terchloride, 
ICI3,  being  the  best-known  of  these  compounds. 

The  protochloride  is  obtained  by  passing  dry  chlorine  over  diy 
iodine,  the  current  of  chlorine  being  checked  at  the  moment  when  all 
the  iodine  has  become  liquid.  Or  it  may  be  made  by  distilling  iodine 
with  chlorate  of  potassium,  and  coUecting  the  product  in  a  cooled 
receiver. 

8KC10,  +  21  -  KaO,  +  KIO,  +  KCl  +  20  +  la. 

Protochloride  of  iodine  is  a  reddish-brown,  oily  Hquid,  volatile,  irrita- 
ting, and  of  penetrating  odor.  It  decolorizes  litmus  and  indigo,  but 
does  not  give  a  blue  color  with  starch. 

The  terchloride  may  be  produced  by  treating  iodine  with  an  excess 
of  chlorine  gas,  or  by  acting  upon  anhydrous  iodic  acid  with  dry 
chlorhydric  acid  gas : — 

1,0,  +  lOHOl  «  2IC1,  +  6H,0  +  4CL 

It  is  a  yellow  crystalline  solid,  melting  at  20^-26^  It  acts  upon 
other  substances  in  the  same  manner  as  the  protochloride ;  like  the 
protochloride,  it  decolorizes  indigo  and  does  not  turn  starch  blue. 

150.  A  knowledge  of  the  properties  of  the  chlorides  of  iodine  is 
of  some  practical  importance,  since  they  are  liable  to  be  formed 
incidentally  in  several  chemical  processes,  which  their  presence 
perturbs.  Thus,  in  the  manufacture  of  iodine,  as  described  under 
§  135,  the  iodine-lye  almost  always  contains  a  certain  proportion 
of  chloride  of  sodium.  It  is  evident  that  if  the  chlorine  in  this 
compound  were  to  be  evolved  at  the  same  time  as  the  iodine  by 
the  action  of  the  black  oxide  of  manganese  and  sulphuric  acid, 
there  would  be  formed  a  quantity  of  the  very  volatile  protochloride 
of  iodine,  which  would  escape  condensation.  Whatever  of  iodine 
was  thus  combined  with  chlorine  would  be  lost  to  the  manufacturer. 
But,  as  has  been  repeatedly  stated,  iodine  is  an  element  which 
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can  be  much  more  readily  expelled  from  its  combinations  than 
chlorine ;  and  in  the  case  in  point  it  is  found  that  the  iodine  in 
the  mixture  of  iodide  of  sodium  and  chloride  of  sodium,  which 
the  iodine-lye  contains,  will  all  come  off  before  the  chlorine,  if 
the  distillation  be  slowly  conducted.  If,  through  irregular  heat- 
ing, any  portion  of  the  contents  of  the  retort  should  become  hotter 
than  the  rest,  and  so  lose  all  its  iodine,  chlorine  would  be  disen- 
gaged from  that  portion,  and  would  unite  with  the  vaporized 
iodine  which  fills  the  retort.  To  ensure  the  necessary  slow  and 
equable  heat,  the  retort  is  set  upon  a  stove  suitable  for  the 
maintenance  of  a  slow  fire,  and  is  provided  with  an  agitator,  by 
means  of  which  its  contents  may  be  continually  stirred. 

Again,  in  testing  for  iodine,  as  in  Exp.  70,  chlorine  is  a  far 
less  convenient  agent  for  setting  free  the  iodine  from  its  combi- 
nations than  fuming  nitric  acid ;  for  if  the  slightest  excess  of 
chlorine  be  employed,  the  iodine  will  all  be  converted  into  chlo- 
ride of  iodine,  and  the  starch  will  not  be  colored  blue. 

151.  Bromides  of  Iodine, — ^There  are  two  compounds  of  bro- 
mine and  iodine,  and  their  properties  are  analogous  to  those  of 
the  chlorides  of  iodine. 

152.  Chlorine,  bromine,  and  iodine  constitute  one  of  the  most 
remarkable  and  best-defined  natural  groups  of  elements.  Whether 
we  regard  the  uncombined  elements  or  their  compounds,  it  is  im- 
possible not  to  be  struck  with  the  dose  analogies  which  subsist 
between  them.  With  hydrogen,  all  of  these  elements  unite  in  the 
proportion  of  one  volume  to  one  volume,  without  condensation,  to 
form  acid  compounds  extremely  soluble,  in  water  and  possessing 
throughout  analogous  properties. 
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With  oxygen  each  of  them  forms  a  powerful  add  containing  five 
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atoms  of  oxygen,  besides  divers  other  compounds  of  obTions  like- 
nesa.  The  compounds  famished  by  their  union  with  any  one 
metal  are  always  isomorphous  (like-formed);  the  chloride,  bromide, 
and  iodide  of  potassium,  for  example,  all  crystallize  in  cubes. 
With  nitrogen  they  all  form  explosive  compounds.  Many  similar 
analogies  will  be  made  manifest  as  we  proceed  to  study  the  other 
elements,  and  their  compounds  with  this  chlorine  group. 

There  is  a  distinct  family  resemblance  between  these  three 
elements  as  regards  their  physical  as  well  as  their  chemical  cha- 
racteristics;  but,  in  all  their  properties,  a  distinct  progression 
IB  observable  from  chlorine  through  bromine  to  iodine.  At  the 
ordinary  temperature  chlorine  is  a  gas,  bromine  a  liquid,  and 
iodine  a  solid,  though  at  temperatures  not  widely  apart  they  are 
all  known  in  the  gaseous  and  liquid  states.  The  specific  gravity 
of  bromine  vapor  is  greater  than  that  of  chlorine,  and  that  of 
iodine  greater  than  that  of  bromine.  Chlorine  gas  is  yellow,  the 
vapor  of  bromine  is  reddish  brown,  that  of  iodine  violet.  So  with 
all  their  other  properties, — chlorine  will  be  at  one  end  of  the 
scale,  iodine  at  the  other,  while  bromine  invariably  occupies  the 
intermediate  position. 

The  properties  of  many  of  the  compounds  of  chlorine,  bromine, 
and  iodine  exhibit  a  similar  progression  as  we  pass  from  the 
chlorine  compounds  to  those  of  iodine.  For  example,  the  specifio 
gravity  of 

Chlorhydric  acid  gas  is 18'2 

Bromhydric         „  ••••••    40*5 

lodohydric  „  •  • 64*0 

Chlorhydric  acid  can  be  liquefied  at  about  --80^,  and  has  not  yet 
been  solidified.  Bromhydric  acid  liquefies  at  about  —  60^,  and 
solidifies  at  about  —92°.  lodohydric  acid  liquefies  at  about 
—40°,  and  solidifies  at  about  —50°. 

Chlorhydric  acid  is  a  more  energetic  acid  than  bromhydric, 
and  bromhydric  acid  is  more  powerful  than  iodohydric.  The 
aqueous  solution  of  chlorhydric  acid  can  be  kept  without  change 
in  contact  with  air;  that  of  bromhydric  acid  becomes  colored 
after  a  while,  from  separation  of  bromine ;  but  the  solution  of 
iodohydric  acid  decomposes  rapidly,  and  much  iodine  is  deposited. 

Ab  regards  the  relative  chemical  power  of  these  elements,  it 
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has  already  been  shown  that  the  intensity  of  this  force  becomes 
less  as  we  descend  from  chlorine  to  iodine.  It  is  easy,  for  ex- 
ample, to  displace  iodine  from  its  compounds  by  means  of  bromine, 

Nal  +  Br  =  NaBr  +  I, 

and  equally  easy  to  displace  bromine  from  its  combinations  by 
means  of  chlorine, 

NaBr  4-  CI  =  NaCl  +  Br. 

153.  It  is  an  important  principle,  borne  ont  by  most  of  the 
other  groups  of  elements,  and  emphatically  true  of  the  natural 
family  now  under  consideration,  that,  with  kindred  elements,  the 
chemical  power  of  each  is  great,  in  comparison  with  that  of  the 
related  elements,  in  proportion  as  its  atomic  weight  is  low. 

Among  the  members  of  a  natural  chemical  group,  chemical 
energy  seems  to  be  inversely  proportional  to  atomic  weight.    Thus        i       ^ 
the  atomic  weight  of  chlorine  is  35*5,  that  of  bromine  80,  and  that 
of  iodine  127,  while  the  chemical  energy  of  these  elements  fol- 
lows the  opposite  order. 

154.  It  is  noteworthy  that  elements  of  like  character  almost 
always  occur  associated  with  one  another  in  nature.  Bromine 
and  iodine  are  always  found  in  company  with  chlorine.  That 
this  should  be  so  is  in  nowise  surprising.  Those  elements  which 
are  similar  in  character  and  properties  must  necessarily  be  simi- 
larly acted  upon  by  the  natural  forces  to  which  they  are  exposed, 
and  must  therefore  inevitably  tend  to  be  gathered  or  deposited 
in  like  places  under  like  conditions. 


/ 
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155.  There  is  another  substance,  called  fluorine,  which  is  closely 
analogous  to  chlorine.  This  element  cannot  be  readily  obtained 
in  the  free  state,  and  scarcely  anything  is  known  of  it  in  that 
condition.    Special  interest  attaches  to  it  upon  this  very  account^ 
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and  many  fmitlesB  efforts  to  isolate  it  have  been  made.  Of  all  tlie 
elements,  it  appears  to  have  the  strongest  tendency  to  enter  into 
chemical  combination ;  at  all  events  it  is  the  most  difficult  to  ob- 
tain, and  to  keep,  in  the  free  and  uncombincd  condition. 

It  is  not  only  difficult  to  expel  fluorine  from  the  minerals  in 
which  it  is  found  in  nature,  but  on  being  set  free  from  one  com- 
pound it  immediately  attacks  whatever  substance  is  nearest  at 
hand,  and  so  enters  into  a  new  combination.  Hence  it  is  well- 
nigh  impossible  to  collect  it.  It  destroys  at  once  glass,  porcelain, 
and  metal,  the  materials  from  which  chemical  apparatus  is  usually 
constructed.  Vessels  made  of  the  mineral  fluor-spar  (a  compound 
of  fluorine  and  calcium),  are  the  only  ones  which  have  as  yet 
been  found  capable  of  withstanding  its  action.  By  operating  in 
such  vessels,  a  small  quantity  of  impure  fluorine  gas  appears  to 
have  been  really  obtained ;  but  the  process  is  difficult,  expensive, 
and  not  uniformly  successful.  Little  or  no  doubt,  however,  is 
entertained  as  to  the  general  nature  of  fluorine,  since  its  com- 
pounds are  closely  analogous  in  many  respects  to  the  correspond- 
ing compounds  of  chlorine,  bromine,  and  'iodine. 

The  symbol  of  fluorine  is  El.  Its  atomic  weight  is  19.  It 
occurs  tolerably  abundantly  in  nature  as  fluoride  of  calcium 
(CaEl,),  in  the  mineral  known  as  fluor-spar.  Small  quantities 
of  fluorine  are  found  also  in  several  other  minerals,  in  vegetable 
and  animal  substances,  particularly  in  bones;  and  traces  of  it 
occur  in  sea- water,  and  in  various  rocks  and  soils.  It  appears 
to  be  almost  as  widely  disseminated  as  iodine,  though,  from  the 
lack  of  delicate  tests  for  fluorine,  it  is  far  less  readily  detected. 
Of  late  years  a  considerable  mine  of  a  fluorine  mineral  called  cryo- 
lite (fluoride  of  sodium  and  aluminum)  has  been  worked  in  Green- 
land. 

166.  FluorTiydrie  Acid  (RFVf.—WithhjdTogen,  fluorine  forms 
a  powerful  acid  corresponding  to  chlorhydric  acid  and  the  other 
hydrides  of  the  chlorine  group.  It  is  a  more  energetic  acid  than 
either  of  these,  but  is  specially  characteiized  by  its  corrpsive 
action  upon  glass.  It  may  be  readily  prepared  by  distilling 
powdered  fluor-spar  with  strong  sulphuric  acid;  the  reaction 
being  analogous  to  that  which  occurs  when  common  salt  is  treated 
with  sulphuric  acid: — 
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CaPl,  +  H,SO^  =CaSO^  +  2E.Fi. 
Sinoe  the  acid  rapidly  corrodes  glass,  the  process  must  be  con- 
ducted in  metallic  vessels.     Ordinarily,  retorts  of  lead  or  platinum 
are  employed,  and  the  distillate  is  collected  in  receivers  made  of 
the  same  metals,  and  carefully  cooled  by  means  of  ice. 

157.  The  product  of  the  distillation  is  a  very  volatile,  colorless 
liquid,  a  little  heavier  than  water.  It  is  strongly  acid,  emits 
copious  white  and  highly  suffocating  fumes  in  the  air,  boils  at 
15°,  and  remains  unfrozen  at  —20°.  On  account  of  its  corrosive 
power,  this  substance  is  highly  dangerous ;  if  any  of  it  happens 
to  come  in  contact  with  the  skin,  wounds  are  produced  which  are 
very  difficult  to  heal ;  a  single  drop  of  it  is  sufficient  to  occasion 
a  deep  and  painfiil  sore.  In  preparing  the  acid.,  special  provision 
must  be  made  for  carrying  away  from  the  operator  any  fumes 
which  may  escape  condensation. 

The  acid  may  be  kept  in  bottles  made  of  lead  or  silver,  or  of 
gutta  percha,  substances  upon  which  it  has  no  action.  It  unites 
with  water  with  great  avidity,  so  much  heat  being  evolved  that 
a  hissing  noise  is  produced,  as  if  a  bar  of  red-hot  iron  had  been 
immersed  in  the  water.  In  its  conoentrated  form  the  acid  has  a 
specific  gravity  of  1*061,  but  on  the  addition  of  a  certain  amount 
of  water  the  density  increases  to  1-15,  a  definite  hydrate 
(HP1+2H^0)  being  formed,  which  boils  at  120°,  and  may  be 
distilled  unchanged.  The  further  addition  of  water  to  this  hy- 
drate is  attended  with  a  regular  decrease  in  density. 

Accoiv'ing  to  some  chemists,  the  liquid  acid  obtained  as  above 
described  is  not  anhydrous.  It  is  asserted  that  if  it  be  distilled 
with  an  excess  of  anhydrous  phosphoric  acid  (a  substance  which 
has  a  very  strong  affinity  for  water),  the  anhydride  will  be  set 
free  in  the  form  of  a  colorless,  extremely  irritating  gas. 

158.  Upon  metals  and  metallic  oxides,  fluorhydric  acid  acts 
like  chlorhydric  acid,  only  more  powerfully ;  but  its  most  striking 
peculiarity  is  its  action  upon  silica  and  the  compounds  of  silica, 
such  as  glass  or  porcelain.  If  a  drop  of  the  concentrated  acid  be 
allowed  to  fall  upon  a  piece  of  glass,  it  becomes  hot,  boils,  and 
partially  distils  off  as  a  fluoride  of  silicon,  while  the  glass  is  cor- 
roded and  becomes  covered  with  a  white  powder  consisting  of  com- 
pounds of  fluorine  and  various  constituents  of  the  glass.    If  this 
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powder  be  washed  away  a  deep  impression  will  be  found  upon  the 
glass  at  the  point  where  the  acid  has  acted. 

This  corrosive  power,  which  is  possessed  by  fluorhydric  acid 
gas  as  well  as  its  aqueous  solution,  is  made  use  of  for  etching 
glass.  The  graduations  on  the  glass  stems  of  thermometers  and 
eudiometers  may  thus  be  made  with  great  precision  and  facility ; 
the  acid  is  largely  employed  also  in  ornamenting  glass  with 
etched  patterns. 

Exp,  74. — Warm  a  slip  of  glass  and  rub  it  with  beeswax  so  that  it 
shall  be  everywhere  covered  with  a  thin,  uniform  layer  of  the  wax. 
With  a  needle,  or  other  pointed  instrument,  write  a  name,  or  trace 
any  outline  through  the  wax,  so  as  to  expose  a  portion  of  the  glass. 
Lay  the  etching,  face  downward,  upon  a  bowl  or  trough  of  sheet-lead, 
in  which  has  been  placed  a  teaspoonful  of  powdered  fluor-spar  and 
enough  strong  sulphuric  acid  to  convert  it  into  a  thin  paste ;  if  the 
glass  be  smaller  than  the  opening  of  the  dish,  it  may  be  supported 
upon  wires  laid  across  the  latter. 

Cover  the  glass  and  the  top  of  the  dish  with  a  sheet  of  paper,  and 
then  gently  heat  the  leaden  vessel  for  a  few  moments,  taking  care  not 
to  melt  the  wax ;  then  set  the  di^h  aside  in  a  warm  place  and  leave  it 
at.  rest  during  an  hour  or  two.  Finally  melt  the  wax  and  wipe  it  oft 
the  glass  with  a  towel  or  bit  of  paper ;  the  glass  will  be  found  to  be 
etched  and  corroded  at  the  places  where  it  was  laid  bare  by  the  re- 
moval of  the  wax. 

This  experiment  can  be  performed  more  rapidly  by  covering  the 
outside  of  a  watch-glass  with  wax,  tracing  characters  upon  this  layer, 
and  then  placing  the  glass  upon  a  small  platinum  crucible  containing  a 
mixture  of  fluor-spar  and  sulphuric  acid,  which  is  heated  over  the  gas- 
lamp.  The  watch-glass  is  meanwhile  kept  full  of  water,  in  order  to 
prevent  the  wax  from  melting.  In  this  way  the  etching  can  be  effected 
in  the  course  of  a  few  minutes. 

Instead  of  the  gas,  a  dilute  aqueous  solution  of  the  acid  may  be  em- 
ployed in  this  experiment  The  concentrated  acid  of  §  157,  diluted 
with  six  parts  of  water,  answers  a  good  purpose.  In  this  case  the 
etched  surface  will  appear  smooth  like  the  rest  of  the  glass,  while  in 
case  the  gas  is  employed  the  etched  portion  of  the  glass  will  be  dull 
and  rough. 

159.  No  compounds  of  fluorine  with  chlorine,  bromine,  iodine, 
nitrogen,  or  oxygen  have  yet  been  discovered,  though  a  sulphur 
compound  has  been  obtained,  as  a  fuming  liquid,  by  distilling 
fluoiide  of  lead  with  sulphur.    Fluorine  is  the  only  element  of 
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which  no  oxygen  oomponnd  is  known ;  this  iacty  howeyer,  will 
appear  less  remarkable  if  it  be  remembered  that,  in  order  to  ob- 
tain oxygen  compounds  of  chlorine,  bromine^  and  iodine,  it  is 
necessary  first  to  isolate  these  elements,  and  to  have  them  in  tiie 
free  and  uncombined  condition.  Analogy  would  therefore  teach 
that  a  practicable  method  of  preparing  free  fluorine  must  be  dis- 
oovered  before  we  can  hope  to  prepare  oxides  of  fluorine. 

160.  The  fact  that  fluorine  forms  a  powerful  acid  with  hydro- 
gen, connects  this  element  with  the  three  elements  (ohlorine, 
bromine,  and  iodine)  which  have  last  been  studied.  Many  of  its 
compounds  with  the  metals  are  analogous  in  composition  to  the 
compounds  of  chlorine,  bromine,  and  iodine,  and  not  a  few  of 
these  compounds  are  isomorphous  with  one  another.  It  is  cus- 
tomary therefore  to  study  fluorine  in  connexion  with  the  chlorine 
group ;  but  the  student  should  remember  that  in  several  respects 
it  differs  widely  from  chlorine,  and  that  its  connexion  therewith 
is,  in  any  event»  less  intimate  than  that  of  either  bromine  or 
iodine* 
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161.  Besides  ordinary  oxygen,  such  as  is  found  in  the  air  and 
has  been  prepared  in  £xps.  5  and  7,  two  other  kinds  or  forms  of 
this  element  are  known  to  chemists.  These  new  modifications  of 
oxygen  have  received  special  names,  and  are  called  ozone  and 
antozone  respectively. 

162.  Several  other  elements,  notably  sulphur,  phosphorus,  and 
carbon,  occur,  as  oxygen  does,  in  very  unlike  states,  or  with  very 
different  attributes,  while  the  fundamental  chemical  identity  of 
the  substance  is  preserved.  The  word  allotropism  is  employed  to 
express  this  capability  of  some  of  the  elements;  it  is  derived 
from  Greek  words  signifying  of  a  different  habit,  <yr  ehamcUr, 
This  word  serves  merely  to  bring  into  one  category  a  considerable 
number  of  conspicuous  facts^  of  whose  essential  nature  we  have 
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no  knowledge ;  there  is,  of  course,  no  virtue  in  the  word  itself  to 
explain  or  account  for  the  phenomena  to  which  it  refers. 

163.  Ozone  is  an  exceedingly  energetic  chemical  agent,  which 
resembles  chlorine  in  some  respects ;  it  can  therefore  be  advan- 
tageously studied  in  connexion  with  the  chlorine  group.  More- 
over, since  ozone  and  antozone  were  for  a  long  time  confounded 
with  one  another,  and  since  they  are  really  intimately  related, 
they  should,  of  course,  be  studied  together.  The  most  natural 
connexion  of  these  somewhat  obscure  bodies  is  with  oxygen ;  but 
we  are  better  able  to  appreciate  what  is  known  of  the  properties 
of  ozone  and  antozone  now  that  we  have  become  acquainted  with 
a 'number  of  the  elements,  and  have  made  ourselves  familiar  with 
a  considerable  variety  of  chemical  processes  and  reactions,  than 
we  were  at  the  very  outset,  when  common  oxygen  was  neces- 
sarily studied. 

164.  It  had  long  been  noticed  that  when  an  electrical  machine 
was  put  in  operation  a  peculiar,  pungent  odor  was  developed; 
but  it  is  only  at  a  comparatively  recent  period  that  it  has  been 
observed  that  the  same  odor  is  manifested  during  the  electrolysis 
of  water  (§  35),  and  that  this  odor  resembles  that  evolved  by 
moistened  phosphorus  when  exposed  to  the  air.  It  has  gradually 
been  made  out  that  the  odor  in  each  of  these  cases  is  due  to  the 
presence  of  a  peculiar  modification  of  oxygen,  called  ozone  from  a 
Greek  word  signifying  to  smell.  This  modification  of  oxygen  was 
at  one  time  erroneously  supposed  by  some  to  be  a  high  oxide  of 
hydrogen,  of  composition  H^O,,  or  H^O, ;  but  this  view  has  lately 
been  completely  disproved. 

Of  the  methods  of  obtaining  ozone  above  suggested,  that  by 
phosphorus  will  usually  be  found  most  convenient. 

JSxp,  75. — ^In  a  clean  bottle,  of  1  or  2  litres  capacity,  place  a  piece 
of  phosphorus  2  or  8  cm.  long,  the  surface  of  which  has  been  scraped 
clean  (under  water)  with  a  knife ;  pour  water  into  the  bottle  until  the 
phosphorus  is  half  covered ;  close  the  bottle  with  a  loose  stopper,  and 
set  it  aside  in  a  place  where  the  temperature  is  20^  or  30^. 

In  the  course  of  ten  or  fifteen  minutes  a  column  of  fog  will  be  seen 
to  rise  from  that  portion  of  the  phosphorus  which  projects  above  the 
water,  the  original  garlic  odor  of  the  phosphorus  will  soon  be  lost,  and 
the  peculiar  odor  of  ozone  will  gradually  pervade  the  bottle.    After 
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five  or  BIX  hours,  the  bottle  will  be  found  to  contain  an  abundance  of 
ozone  for  use  in  the  subsequent  experiments. 

The  chemical  changes  which  occur  during  this  experiment  are 
complicated ;  it  will  be  enough  to  say  of  them  that  the  phos- 
phorus unites  with  oxygen  from  the  air  in  the  bottle  to  form  an 
oxide  of  phosphorus,  which  will  be  studied  hereafter  under  the 
name  of  phosphorous  acid ;  that  during  this  process  of  oxidation 
a  portion  of  the  oxygen  in  the  bottle  is  changed  into  ozone  and 
antozone,  and  that  some  of  the  ozone  remains,  even  after  many 
hours,  diffused  in  the  air  of  the  bottle. 

165.  It  must  be  distinctly  understood  that  no  very  large  quan- 
tity of  ozone  is  obtained  in  the  foregoing  experiment.  At  the 
best,  only  a  very  minute  proportion  of  it  will  be  found  in  the  air 
of  the  bottle.  But  ozone  is  a  substance  possessing  great  chemical 
power,  and  but  little  of  it  is  needed  in  order  to  exhibit  its  cha- 
racteristic properties. 

If  it  be  desired  to  prepare  ozone  by  passing  electric  discharges 
through  air  or  oxygen,  either  of  these  gases  may  be  sealed  up  in  nar- 
row glass  tubes,  through  the  centres  of  which  are  passed  platinum 
wires,  welded  tightly  into  the  glass,  as  shown  in  Fig.  87,  and  a  series 
of  sparks  from  an  electrical  machine  is  thrown  through  the  gas  in  the 
tube,  during  ten  or  twelve  hours.  If  the  experiment  be  continued 
longer  than  this,  nothing  is  gained ;  for  the  sparks  after  this  time  appear 
to  destroy  the  ozone  previously  produced. 

To  avoid  the  difficulty  last  named,  a  slow  current  of  oxygen  may  be 
forced  through  a  tube  open  at  both  ends,  and  electrical  discharges  may 
be  passed  through  the  gas  in  its  transit ;  a  constant  stream  of  ozonized 
air  will  be  thus  obtained. 

Instead  of  the  sparks,  the  gas  within  the  tube  may  be  sub- 
jected to  silent  discharges  of  electricity  obtained  by  con-  ^*?'  ^' • 
necting  one  of  the  platinum  wires  with  the  ground,  the  ,(^ 
other  vrith  the  prime  conductor  of  an  electrical  machine, 
and  slowly  turning  the  crank  of  the  latter.  By  using  a  tube 
having  wires  near  the  top,  as  in  Fig.  87,  and  closing  the 
lower  end  of  the  tube  by  immersing  it  in  a  bath  filled  with 
an  aqueous  solution  of  iodide  of  potassium,  so  that  the  ozone 
may  be  absorbed  as  &st  as  it  is  formed,  it  has  been  found 
possible,  by  some  experimenters,  to  transform  and  remove 
all  the  original  oxygen  contained  in  the  tube. 

166.  Ozone  is  produced  not  only  during  the  slow  oxidation  of 


14:S  OZONB  BT  0Z2BATI0K. 

phosphorus,  and  hy  the  action  of  electricity  npon  air  or  oxygen ; 
a  certain  quantity  of  it  appears  to  be  produced  also  during  other 
processes  of  oxidation.  It  is  readily  formed,  for  example,  during 
the  slow  combustion  of  ether  and  of  various  other  volatile  liquids ; 
it  can  be  at  once  produced  by  plunging  a  heated  glass  rod  or  iron 
wire  into  a  mixture  of  air  and  ether  vapor. 

Into  a  wide-mouthed  bottle,  a  small  quantity  of  ether  is  poured ;  the 
bottle  is  shaken  for  a  moment,  that  the  air  within  it  may  become 
charged  with  the  vapor  of  ether ;  the  liquid  ether,  if  any  remain,  is 
then  poured  away,  and  a  large  glass  rod,  or  thick  iron  wire,  heated  to 
about  250°,  is  thrust  into  the  bottle.  The  rod  must  not  be  too  hot,  lest 
the  ozone  formed  be  reconverted  into  ordinary  oxygen ;  if  it  be  insuf- 
ficiently heated  no  ozone  is  produced. 

During  the  slow  oxidation  of  oil  of  turpentine,  oil  of  cinnamon,  oil 
of  lemons,  and  others  of  the  so-called  essential  oils,  at  the  ordinary 
temperature  of  the  air  a  considerable  quantity  of  ozone  is  produced. 
This  may  be  seen  in  oil  of  turpentine  which  has  been  kept  for  a  lonjr 
time  in  half-tilled  bottles,  exposed  to  sunlight,  and  frequently  opened 
and  shaken.  The  formation  of  ozone  imder  these  circumstances  ex- 
plains the  familiar  fact  that  the  corks  employed  to  dose  bottles  con- 
tainii^  oil  of  turpentine  and  the  analogous  oils  are  soon  bleached  and 
ooiroded.  At  the  same  time,  antozone  is  also  produced  in  large  quan- 
tity, as  will  be  explained  hereafter. 

If  quicksilver,  to  which  a  little  water  and  a  few  drops  of  a  solution 
of  indigo  have  been  added,  be  shaken  up  violently  in  a  large  bottle  full 
of  air,  the  indigo  wiU  soon  be  bleached  as  if  by  the  action  of  ozone. 

167.  One  of  the  best  methods  of  preparing  ozone  is  by  treating 
a  compound  known  as  permanganate  of  potassium  with  sulphuric 
acid.  It  should  be  observed,  however,  that  in  this  process,  as  in 
all  the  others,  the  ozone  obtained  is  mixed  with  common  oxygen ; 
no  available  method  of  isolating  ozone  in  a  condition  of  purity 
has  yet  been  made  Imown. 

A  small  quantity  of  concentrated  sulphuric  acid  is  placed  in  the 
bottom  of  a  bottle,  and  a  quantity  of  pure,  dry  permanganate  of  potas- 
sium, in  fine  powder,  is  added :  the  proportion  of  acid  to  permanganate 
should  be  three  parts  to  two,  by  weight  A  strong  smell  of  ozone  will 
be  at  once  perceived,  and  the  pasty  mass  will  continue  to  give  oti' 
ozone  for  a  long  time. 

In  this  case  it  is  conjectured  that  a  portion  of  the  oxygen  of  the  per- 
manganate of  potassium^  the  empirical  fomiida  of  which  is  K,MnjOU 
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•ctnttU  J  exisla  in  the  compound  w  osmte,  ud  is  giren  off  m  such  when 
the  compound  is  docomposed. 

168.  As  has  been  alreadjr  mentioned,  the  chemical  behavior  of 
ozone  ifl  analogoos  to  that  of  chlorine ;  it  bleaches  and  destroys 
vegetable  ooloring-matters,  and  is  a  poverful  disinfectant.  Like 
chlorine  it  inEtantly  decomposes  the  iodides  of  the  metals ;  upan 
this  property  is  based  a  ready  method  of  testing  for  its  presence. 

Exp.  76.— Into  the  bottle  of  ozonized  air  (Exp.  7B),  thraat  a  moie- 
tened  slip  of  the  test'pnper,  Mtiintad  with  staich  and  iodide  of  pottts. 
aium,  which  was  prepared  in  Exp.  71 ;  the  paperwill  instantly  acquire 
a  deep  blue  tint  As  in  the  case  where  the  test-paper  was  amploj'ed 
for  detecting  chlorine  (£!xp.  72),  so  here,  the  reaction  depends  upon 
the  displacemert  of  the  chimically  feeble  iodine  by  the  moie  powerful 

"°™''  SKI  +  0  -  K,0  +  21. 

The  oione  here  actd  as  oxygen,  in  one  sense;  at  aO  events  the  oxide 
of  potassium  formed  is  not  to  be  distinguished  from  oxide  of  potassium 
prapared  witli  common  oxygen ;  but  this  in  nowise  contradicls  the  fact 
that  OEone  is  an  extraordinarily  active  and  energetic  variety  of  oxygen, 
inasmuch  as  common  oxygen  will  not  effect  this  decomposition. 

169.  Ozone  is  an  irritating,  poisonous  gas;  air  which  is  highly 
chai^d  with  it  is  irrespirable,  and  produces  effects  on  the  human 
sabject  similar  to  those  produced  by  chlorine.     Its  odor,  which 
haa  been  compared  to  that  of  weak  chlorine,  is  so  powerful  that 
it  can  be  recognized  in  air  containing  only  one  millionth  part  of 
the  gas.     Its  oxidizing  power  is  intense.    When  moisture  is  pre- 
aent  it  ozidiiee  all  the  metals  excepting  gold,  phitinum,  and  tho 
platinum  metals ;  even  diver  is  oxidized  by  it  at  the  ordinary 
temporatnre,  and  becomes  covered  with  a  brown  coating  of  per- 
oxide of  silver.     It  destroys  many  hydn^n  componnds,  such  as 
those  of  sulphur,  phosphorus,  and  iodine,  the  hydrogen  being 
oxidized  as  well  as  the  element  with  which  the  hydrogen  u 
associated ;  icdohydric  acid,  for  instance,  is  converted  into  water 
and  iodic  acid.     In  the  same  way,  free  iodine  is  oxidi 
ozone,  and  if  test-paper  which  haa  become  blue  by  expc 
ozone,  as  in  Exp.  76,  be  left  long  in  otonized  air,  it  will 
white  from  oxidation  of  the  iodine.     Ozone  will  even 
nitrogen,  at  the  ordinary  temperature,  when  in  contat 
water  and  such  alludine  oxidea  as  oausdo  soda,  caustio 
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or  caustic  lime ;  thuSi  if  lime-water  (a  solution  of  caustic  lime  in 
water)  be  left  exposed  to  ozonized  air,  a  certain  quantity  of 
nitrate  of  lime  will  bo  formed.  Ammonia  is  oxidized  by  it  also, 
and  it  converts  nitrous  and  sulphurous  into  nitric  and  sulphuric 
adds. 

Many  salts  of  the  metals  are  oxidized  by  it — for  example,  the 
sulphates  of  iron  and  of  manganese.  A  valuable  test  for  the 
presence  of  ozone  is  furnished  by  its  behavior  towards  sulphate 
of  manganese. 

JExp,  77. — Dissolve  a  gramme  or  two  of  sulphate  of  manganese  in 
water ;  soak  in  this  solution  strips  of  thin  white  blotting-paper ;  dry 
the  paper,  and  preserve  it  in  a  bottle.  If  a  slip  of  this  paper  be  mois- 
tened, and  then  hung  in  ozonized  air  (Exp.  75),  it  will  quickly  become 
brown  from  the  formation  upon  it  of  black  oxide  of  manganese. 

In  like  manner,  most  organic  substances  are  quickly  oxidized 
by  ozone;  when  substances  such  as  sawdust,  garden-mould, 
powdered  charcoal,  milk,  or  flesh  are  thrown  into  a  bottle  of 
ozonized  air,  the  odor  of  ozone  instantly  disappears ;  corks  and 
caoutchouc  tubes  are  attacked  by  it,  and  must  not  be  used  in 
experimenting  with  the  gas.  It  destroys  the  color  of  indigo,  and 
bleaches  litmus  without  first  reddening  it.  Some  organic  bodies, 
on  the  other  hand,  become  colored  when  exposed  to  its  action ; 
thus,  the  cut  surface  of  an  apple  becomes  brown,  and  fresh  sur- 
faces of  certain  mushrooms  become  blue.  Gum  guaiacnm  also 
becomes  blue.  Papers  soaked  in  a  dilute  alcoholic  solution  of 
gum  guaiacnm,  indeed,  are  often  employed  as  a  test  for  ozone. 

Ea^,  78. — Dissolve  one  part  of  gum  guaiacnm  in  thirty  parts  of 
ninety  per  cent,  alcohol ;  add  a  few  drops  of  this  solution  to  2  c.  c  of 
ordinary  eighty  per  cent  alcohol ;  dip  in  this  dilute  solution  strips  of 
thin  white  blotting-paper,  and  dry  them  in  the  dark.  By  exposure 
to  ozonized  air  this  test-paper  acquires  a  bright  blue  color. 

170.  By  virtue  of  ite  strong  oxidizing-power,  ozone  is  of  great 
importance  as  a  disinfecting  agent.  It  destroys  instantly  a  mul- 
titude of  offensive  gases,  such  as  arise  from  decaying  animal  and 
vegetable  matter,  and  has  been  frequently  recommended  of  late 
as  a  substance  well  fitted  for  the  purification  of  sick-rooms  and 
hospital- wards.  Where  ozone  is  employed  for  purposes  of  disin- 
fection, it  must  be  borne  in  mind  that  the  action  of  the  gas 
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depends  solely  upon  oxidation.  A  given  quantity  of  ozone  oan 
destroy  only  a  certain  definite  amount  of  the  offensive  organic 
matter;  wherever  these  emanations  are  incessantly  generated, 
ozone  must  be  as  constantly  produced  in  order  to  destroy  them. 
This  disinfecting-power  of  ozone  is  interesting  in  connexion  with 
the  observed  facts,  that  ozone  is  abundant  in  the  air  of  pine 
forests,  where  turpentine  abounds,  and  that  pine  forests  are,  as  a 
general  rule,  remarkably  free  from  malaria.  The  well-known 
disinfecting-power  of  tar  is  supposed  in  like  manner  to  be  partly 
due  to  the  formation  of  ozone  during  the  oxidation  of  some  of  its 
ingredients. 

Coal-tar,  mixed  with  plaster-of-Paris,  coal-ashes,  or  dry  earth,  in 
quantity  sufficient  to  destroy  its  stickiness,  has  been  found  to  be  a  very 
efficient  disinfectant.  The  diy  powder  obtained  as  above,  is  simply 
scattered  freely  about  the  offensire  locality.  The  coal-tar,  of  course, 
evolves  a  slight  odor,  peculiar  to  itself,  which  tends  to  mask  or  conceal 
other  odors,  and  also  acts  as  an  antiseptic,  or  arrester  of  putrefaction ; 
but  its  chief  merit  does  not  appear  to  depend  upon  either  of  these  pro- 
perties ;  it  seems  really  to  destroy  the  gases  which  are  evolved  from 
putrescent  matter,  and  probably  does  so  by  generating  ozone. 

171.  It  is  supposed  that  a  minute  proportion  of  ozone  exists 
in  normal  atmospheric  air :  at  all  events,  there  is  usually  present 
in  air  a  substance  which  exhibits  the  various  reactions  of  ozone, 
and  behaves  as  ozone  would  if  it  were  there.  This  atmosphorio 
ozone,  which  \a  supposed  to  be  formed  in  the  processes  of  oxida- 
tion which  are  always  going  on  in  nature,  varies  in  quantity  with 
the  locality,  the  season  of  the  year,  the  hour  of  the  day,  and  many 
other  circumstances. 

172.  Ozone  is  seldom  found  in  the  air  of  thickly  inhabited  loca- 
lities ;  it  often  happens  that  it  cannot  be  detected  in  the  air  of  cities 
at  the  very  time  when  it  is  abundant  in  the  neighboring  country. 
It  is  often  found  to  be  abundant  on  the  windward  side  of  a  city, 
and  altogether  absent  from  the  air  upon  the  leeward  jide,  the  in- 
ference being  that  it  is  destroyed  by  the  exhalations  which  arise 
frx)m  a  dense  popidation.  Ozone  appears  to  be  more  abundant 
in  the  air  in  winter  than  in  summer,  in  cloudy  than  in  clear 
weather,  and  by  night  than  by  day ;  it  has  been  observed  to  be 
specially  abundant  at  times  when  dew  was  falling  heavily.  As 
might  be  expected,  comparatively  large  quantities  of  it  are  found 
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daring  thunder-storms,  and  its  odor  has  been  recognized  in  the 
neighborhood  of  objects  struck  by  lightning.  Ozone  is  abundant 
during  snow-storms ;  and  it  is  probable  that  upon  its  presence  de- 
pends the  well-known  bleaching-power  of  newly  fallen  snow. 

In  searching  for  ozone  in  the  air,  teat-paper  containing  iodide  of  po- 
tassium and  Htarch,  such  as  was  prepared  in  Exp.  71,  is  usually  em- 
ployed. Diy  slips  of  the  prepared  paper  are  exposed,  during  from  six 
to  twenty-four  hours,  to  a  free  current  of  air,  in  a  place  well  sheltered 
from  light  and  rain.  By  exposure  the  dry  paper  becomes  brown,  and 
when  wetted  acquires  shades  of  color  yarying  from  pinkish-wbite  and 
iron- gray  to  blue.  The  shade  of  color  obtained  in  this  way  is  then 
compared  with  a  standard  chromatic  scale,  which  includes  all  the 
shades  possible  under  the  circumstances ;  and  the  proportion  of  ozone 
present  in  the  air  is  thus  roughly  estimated. 

Although  observations  of  this  kind  are  far  from  possessing  that 
'  degree  of  accuracy  and  certainty  which  is  desirable,  they  have  never- 
theless been  considered  trustworthy  by  numerous  observers,  and  have 
given  rise  to  much  speculation  concerning  the  functions  of  atmospheric 
ozone,  more  particularly  with  regard  to  its  probable  influence  upon 
health  and  disease.  If  there  be  ozone  in  the  atmosphere,  it  will,  on  the 
one  hand,  oxidize  and  destroy  many  volatile  organic  substances  which 
are  supposed  to  be  prejudicial  to  health.  Hence  many  physicians  are 
of  opinion  that  .the  atmospheric  ozone  plays  an  important  part  in  con- 
trolling or  preventing  epidemic  diseases  through  its  power  of  remo- 
ving infectious  matter  from  the  air ;  and  it  has  been  noticed  that  with 
the  advent  of  an  ozone-bearing  wind  such  diseases  have  abated  or  ceased. 
But,  on  the  other  hand,  ozone  is  a  highly  irritating  gas,  and  in  the 
opinion  of  some  physicians  occasions  many  diseases  of  the  respiratory 
Organs.  Numerous  statements  are  upon  record  to  the  effect  that  epi- 
demics of  catarrh,  colds,  sore  throat,  and  influenza  have  been  coinci- 
dent with  the  beginning  of  a  spell  of  ozoniferous  wind. 

173.  Ozone  is  usually  connidered  to  be  completely  insoluble  in 
water  ;  but  it  has  been  recently  ascertained  that  water  can  take 
up  a  small  quantity  of  it,  and  so  acquire  some  of  the  properties  of 
ozone.  When  ozonized  air  is  passed  through  a  solation  of  caustic 
Boda  or  caustic  potash,  a  certain  amount  of  ozone  is  absorbed  at 
first,  perhaps  by  Combination  with  some  oxidizable  impurity  of 
the  solution,  but  after  a  little  time  the  ozone  will  pass  through 
.without  apparent  alteration.  Acids  do  not  absorb  ozone.  It  is 
ireadily  absorbed,  however,  by  aqueous  solutions  of  iodide  of  potas- 
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anm  and  of  pyrogallio  aoid,  with  the  oonstitaents  of  which  it  entera 
into  combinatioiis  not  to  be  distinguiBhed  from  those  made  with 
oxygen. 

174.  At  moderatelj  high  temperatures  ozone  loses  its  pecnlia- 
ritics  and  changes  into  ordinary  oxygen ;  if  ozonized  air,  such  as 
was  obtained  in  Exp.  75,  is  made  to  pass  through  a  narrow  glass 
tube  heated  to  250°,  its  peculiar  odor,  and  its  power  of  decom- 
posing iodide  of  potassium  will  entirely  disappear.  The  same 
change  occurs  gradually  if  the  tube  is  heated  only  to  100®, — or 
instantly  if  steam  be  thrown  into  the  ozonized  air,  so  that  the 
whole  of  it  can  be  heated  at  once  to  100® ;  hence  it  may  be  stated, 
in  general  terms,  that  ozone  is  couTerted  into  ordinary  oxygen  at 
temperatures  greater  than  100®. 

175.  Ozone  is  supposed  to  exist  as  such  in  several  of  the  oxides. 
Black  oxide  of  manganese,  for  example,  is  thought  to  contain  it 
as  a  constituent ;  and  a  method  of  obtaining  it  from  perman- 
ganic  acid  has  been  already  given,  §  167.  The  oxygen  com<^ 
pounds  which  are  supposed  to  contain  ozone  are  called  ozonidee. 
The  formulsd  of  the  following  compounds,  recognized  as  ozonidee, 
are  here  given  for  the  sake  of  reference: — 

PbO,    CrO.     MnO,    Co,0,     N,0, 
Agfi,  MnO.  Mn,0,   Ni,0,    Bi,0, 

176.  Antozone  (the  opponent  or  opposite  of  ozone)  appears 
to  be  produced  simultaneously  with  ozone  whenever  the  latter  is 
formed,  whether  by  electrical  action  or  during  processes  df  oxida- 
tion. It  may  even  be  that,  as  some  chemists  believe,  ordinary 
oxygen  is  in  a  certain  sense  a  compound  substance,  and  that 
when  in  contact  with  phosphorus,  and  in  the  other  circumstances 
under  which  ozone  is  produced,  the  neutral  oxygen  is  split  or  de- 
composed into  two  opposite  and  dissimilar  modifications — we  had 
almost  said  elements — one  of  which  is  ozone,  the  other  antozone. 
It  is  thought  that  while  the  greater  part  of  the  ozone  thus  engen- 
dered enters  into  combination  with  the  phosphorus,  or  other 
substance,  undergoing  oxidation,  a  certain  portion  of  it,  together 
with  some  of  the  antozone,  becomes  mixed  wiUi  the  surrounding 
air,  and  so  escapes  combining  with  the  body  which  is  being  oxi- 
dized. 

Only  a  comparatively  abort  time  has  elapsed  since  antozone 

h2 
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has  been  recognized  as  a  distinct  substance ;  hence  its  properties 
haye  been  less  thoroughly  studied  than  those  of  ozone.  Many  of 
its  characteristics  and  properties  are  still  involved  in  great  ob- 
scurity, very  various  and  even  conflicting  statements  having  been 
published  concerning  them. 

177.  Of  the  methods  devised  for  preparing  antozone,  the  fol- 
lowing deserve  notice : — 

By  passing  dry  electrized  air  ($  165)  through  a  concentrated  aque- 
ous sohition  of  iodide  of  potassium,  or  of  pyrogallic  acid;  all  the  ozone 
contained  in  the  air  will  be  at  once  absorbed;  and  the  antozone  left 
behind,  free  from  any  admixture  of  of  one. 

During  the  slow  oxidation  of  oil  of  turpentine  and  other  volatile  or 
essential  oils  (§  166) ,  a  considerable  quantity  of  antozone  is  produced, 
as  well  as  of  ozone.  While  most  of  the  ozone  at  once  combines  with 
the  constituents  of  the  oil,  to  form  resins  and  other  products  of  oxida- 
tion, the  antozone,  which  does  not  oxidize  the  oil,  is  dissolved  by  it. 
In  what  state  the  antozone  exists  within  the  oil  is  still  uncertain ;  but 
it  is,  in  any  event,  very  loosely  held,  and  is  readily  given  up  to  other 
substances. 

In  the  same  way  that  ozone  maybe  prepared,  by  chemical  decv^mpo- 
sition,  from  ptii!::anganate  of  potassium,  a  compound  supposed  to  con- 
tain ozone  (§  1C7),  antozone  may  be  obtained  by  decomposing  certain 
compounds  which  are  believed  to  contain  this  variety  of  oxygen — such, 
for  example,  as  peroxide  of  barium,  BaO,.  A  little  concentrated  sul- 
phuric acid  is  poured  into  a  small  bottle,  and  into  this  acid  are  thrown 
a  number  of  small  fragments  of  peroxide  of  barium  (free  from  any  ad- 
mixture of  nitrate  of  barium)  ;  so  soon  as  an  evolution  of  gas  ensues, 
the  air  of  the  bottle  will  be  found  charged  with  antozone.  This  re- 
action is  sometimes  capricious.  Usually  it  occurs  at  the  ordinary 
temperature  of  the  air ;  but  it  is  often  necessary  to  place  the  bottle  in 
a  water-bath  heated  to  50°  or  60°,  in  order  to  start  the  evolution  of 
gas ;  and,  on  the  other  hand,  the  violence  of  the  reaction  must  aome- 
times  be  allayed  by  immersing  the  bottle  in  cold  water. 

In  the  preparation  of  ozone  by  means  of  phosphorus  in  moist  air 
(Exp.  75),  or  by  the  electrolysis  of  water  (§  35),  the  antozone  which 
is  formed  at  the  same  time  with  the  ozone,  unites  with  the  watei 
present,  and  must  there  be  sought.  (See  §  181.) 

Antozone  has  been  found  in  nature  in  a  dark-blue  variety  of  fiuor^ 
spar  from  Wolsendorf,  in  Bavaria.  Upon  being  rubbed,  this  mineral 
emits  a  peculiar  odor,  which  was  formerly  thought  to  be  that  of  chlo- 
rine or  of  hypochlorous  add.    More  recent  investigatioiis  have  shown 
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that  the  odor  is  that  of  antozone,  and  that  by  grinding  the  mineral 
with  water  the  antozone  can.be  transferred  to  the  water. 

178.  Antozone  is  a  gas,  the  odor  of  which  somewhat  resembles 
that  of  ozone  ;  there  is,  however,*  a  decided  difference  between 
the  two  odors,  that  of  antozone  being  disgusting,  while  that  of 
ozone  is  merely  pungent  and  irritating.  Antozone  changes  at 
once  to  ordinary  oxygen  on  being  heated.  Even  at  the  ordinary 
temperature  it  reverts  to  common  oxygen  very  readily — much 
more  readily  than  ozone.  Most  of  the  antozone  usually  disap- 
pears from  dry  electrized  air  in  the  course  of  an  hour,  or  an  hour 
and  a  half;  and  if  the  air  be  moist,  the  change  is  still  more  rapid. 
Ozone,  on  the  contrary,  is  comparatively  permanent,  under  the 
same  conditions ;  and  although  when  a  mixture  of  ozone  and  anto- 
zone is  left  in  contact  with  water  in  a  glass-stoppered  bottle,  some 
ozone  is  destroyed  during  the  reversion  of  the  antozone,  the 
larger  portion  of  it  will  remain  almost,  if  not  quite,  unaltered 
for  months.  Antozone,  whether  moist  or  dry,  also  reverts  to  the 
condition  of  ordinary  oxygen  on  being  brought  in  contact  with 
black  oxide  of  manganese,  peroxide  of  lead,  or  finely  divided 
platinum. 

179.  A  very  remarkable  characteristic  of  antozone  is  its  power 
of  forming  fogs  and  clouds  with  water.  It  may  even  be  found, 
after  the  matter  has  been  more  thoroughly  studied,  that  all  the 
fogs  and  clouds  which  occiir  in  nature  are  dependent  for  their 
existence  upon  the  presence  of  antozone. 

If  air,  charged  with  antozone,  be  made  to  bubble  through  water,  it 
will  emerge  from  the  water  in  the  form  of  a  thick  white  mist,  similar 
to  that  formed  by  the  cooling  of  steam.  The  same  thing  occurs  when 
electrized  air,  or  electrized  oxygen,  issues  into  a  moist  atmosphere, 
though  the  effect  is  less  marked  when  ozone  is  present  than  when  it 
has  been  removed  by  means  of  iodide  of  potassium.  The  mist  pro- 
duced by  slowly  passing  antozouized  air  through  water  is  heavy ;  it 
remains  hanging  over  the  surface  of  the  liquid,  and  may  be  readily 
poured  from  one  vessel  to  another.  By  conducting  it  through  a  tube 
to  the  bottom  of  a  dry,  tall  bottle,  it  displaces  the  air,  all  the  while 
preserving  a  sharply  defined  boundary  j  by  gentle  agitation  it  is  easily 
broken  up  into  cloud-like  masses. 

When  a  large,  dry  bottle  is  nearly  filled  with  this  antozone  mist, 
then  closed  and  left  to  itself,  the  mist  gradually  becomes  thinner  and 
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less  opaque,  and  in  the  course  of  half  or  three-quarten  of  an  hour 
yanishes  altogether.  As  the  cloud  thus  disappears,  water  is  deposited 
upon  the  sides  of  the  hottle,  at  first  as  a  mere  dew,  hut  afterwards 
accumulating  in  droplets,  which  finally  fiow  together  to  the  huttom  of 
the  vessel.  When  the  air  in  the  bottle  has  become  clear,  no  antozone 
can  be  detected  in  it. 

It  thus  appears  that  antozone  has  the  property  of  taking  up  water 
in  such  a  manner  that  the  water  assumes  the  peculiar  physical  condi- 
tions of  a  cloud  or  mist.  While  the  antozone  lasts  the  cloud  is  per- 
manent ;  but  the  antozone  is  soon  transformed  into  ordinary  oxygen, 
and  as  fast  as  this  change  occurs  the  water  of  the  cloud  is  deposited 
in  droplets. 

By  passing  the  antozone  mist  through  tubes  filled  with  desiccating 
substances,  such  as  chloride  of  calcium  (Appendix,  §  15),  the  water 
may  be  removed,  and  transparent  antozonized  air  obtained,  capable  of 
again  producing  a  mist  on  being  brought  in  contact  with  water.  Many 
strong  saline  solutions  likewise  deprive  antozone  of  water ;  hence  the 
non-appearance  of  the  cloud  when  electrized  air  is  passed  through  a 
strong  solution  of  iodide  of  potassium ;  the  cloud  does  appear^  how- 
ever, when  the  solution  is  sufficiently  dilute. 

It  has  been  proved  by  experiment  that  electrized  air  can  sup* 
port  or  carry  nearly  twice  as  much  moisture  as  ordinary  air  or 
oxygen  at  the  same  temperature,  and  that  this  air  is  much  more 
difficult  to  dry  than  the  gases  with  which  chemists  usually  have 
to  deal.  This  explains  how  it  happened  that,  before  the  disco- 
very of  the  cloud-forming  property  of  antozone,  so  many  obser- 
vers had  been  led  to  consider  ozone  an  oxide  of  hydrogen.  One 
experimenter  would  pass  recently  electrized  air  through  an  ordi- 
nary drying- tube,  such  as  long  experience  had  shown  to  be 
oapablo  of  drying  common  air  perfectly,  and  would  then  heat  the 
gas  ;  by  this  treatment  both  the  ozone  and  the  antozone  would 
be  changed  to  ordinary  oxygen,  and  the  water  which  had  been 
carried  through  the  drying-tube  by  the  antozone  would  be  made 
visible.  The  remarkable  capacity  of  antozone  for  moisture  being 
unknown,  the  water  thus  obtained  was  naturally  enough  supposed 
to  have  been  derived  from  some  compound  of  hydrogen  and  oxy- 
gen other  than  water,  and  capable  of  passing  unabsorbed  through 
the  drying-tube.  Other  chemists,  performing,  as  they  supposed, 
the  same  experiment,  but  in  reality  operating  upon  air  less  recently 
electrized,  and  so  containing  no  antozone,  were^  of  course,  unable 
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io  obtaia  any  water  at  tho  point  where  it  had  been  observed  by 
their  predecessors  ;  hence  arose  a  series  of  controversies  which 
have  only  recently  been  oomposed. 

180.  As  has  been  already  mentioned,  antozone,  like  ozone,  is 
formed  in  all  processes  of  oxidation  and  combustion.  Daring 
combustion  most  of  the  ozone  produced  enters  into  combination 
with  the  substance  burned,  while  the  antozone  is  left  free,  or 
enters  into  combination  with  water  to  form  peroxide  of  hydrogen. 
When  the  combustion  is  slow  or.  smouldering,  antozone  appears 
in  large  quantities,  and  in  presence  of  moisture  forms  the  cha- 
racteristic mist  or  cloud.  Tobacco-smoke,  the  gray  smoke  of 
chimneys  and  of  gunpowder,  and  all  such  smokes  are  antozone 
clouds, — facts  which  support  the  idea  that  all  clouds,  fogs,  and 
mists  are  caused  by  the  presence  of  antozone  in  the  atmosphere. 

The  oxidation  of  phosphorus  afTords  a  ready  method  of  exhibiting 
the  antozone  cloud.  During  the  oxidation  of  phosphorus  in  moist  air, 
white  fumes  are  formed,  which  were  long  a  great  puzzle  to  chemists. 
Whether  the  phosphorus  be  allowed  to  oxidize  slowly,  as  in  Exp.  75, 
or  burned  rapidly,  as  in  Exp.  13,  there  is  always  produced  a  white  mist 
of  very  considerable  permanence,  which  remains  long  after  the  oxides 
of  phosphorus,  which  are  also  formed,  have  been  taken  up  and  removed 
by  the  water.  This  mist  is  the  antozone  cloud;  it  is  nothing  but  water 
held  suspended  by  antozone. 

in  the  rapid  combustion  of  phosphorus,  little  orno  ozone  is  left  free; 
aU  of  it  seems  to  unite  directly  with  the  phosphorus ;  but  much  more 
antozone  is  produced  when  the  combustion  is  rapid  than  when  it  is 
slow.  The  formation  of  antozone  in  this  connexion  explains  the  fact 
already  alluded  to  (Exp.  13),  that  phosphorus  burning  with  flame,  in 
a  confined  volume  of  air,  does  not  wholly  exhaust  the  latter  of  oxygen, 
ine  phosphorus  cannot  combine  with  antozone,  but  only  with  ozone ; 
hence,  when  no  oxygen  other  than  that  in  the  form  of  antozone  re- 
mains, the  combustion  must  cease. 

During  the  burning  of  a  jet  of  hydrogen  under  a  bell-glass  through 
which  a  stream  of  air  is  drawn,  antozone  is  formed,  as  is  proved  by 
passing  the  issuing  stream  through  water ;  the  antozone  cloud  is  pro- 
duced without  difficulty,  and  peroxide  of  hydrogen  appears  as  a  pro- 
duct. The  formation  of  the  antozone  mist,  and  of  peroxide  of  hydro- 
gen, may  be  observed  with  any  other  flame  if  care  be  taken  that  the 
air  which  streams  over  the  flame  be  not  too  strongly  heated.  A  high 
temperature  destroys  the  antozone  as  fast  as  it  is  formed. 
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181.  Besides  its  power  of  forming  clouds  or  mists  witJi  water, 
which  is  interesting  rather  as  a  physical  than  as  a  chemical  fact, 
antozone,  particularly  when  newly  formed,  also  unites  with  water 
chemically,  the  substance  called  peroxide  of  hydrogen  (see  §  61), 
whose  composition  is  expressed  by  the  formula  H,0,,  being  the 
result  of  the  combination. 

A  dmple  method  of  exhibiting  the  formation  of  peroxide  of  hydro- 
gen by  the  action  of  antozone  upon  water,  is  to  place  a  short,  narrow 
tube,  containing  concentrated  sulphuric  acid,  within  a  bottle  2  or  3 
cm.  in  width,  furnished  with  a  ground-glass  stopper,  and  iilled  with 
water  nearly  to  the  top  of  the  tube.  Small  portions  of  peroxide  of 
barium  are  now  added,  at  intervals,  to  the  sulphuric  acid  in  the  tube, 
elevation  of  temperature  being  avoided  as  far  as  possible ;  the  stopper 
should  be  replaced  in  the  bottle  after  each  addition  of  the  peroxide. 
Most  of  the  oxygen  evolved  in  this  process  appears,  however,  to  be  m 
the  ordinary  inactive  state,  and  the  solution  of  peroxide  of  hydrogen 
obtained  is  consequently  extremely  dilute.  A  better  method  of  pro- 
cedure is  to  pass  a  current  of  carbonic  acid  gas  into  a  mixture  of  water 
and  peroxide  of  barium, 

BaO,  4-  H^O  +  CO,  =  BaO,CO,  +  H,0,. 

In  this  way  a  highly  concentrated  solution  of  the  peroxide  can  be 
obtained. 

Another  easy  method  of  preparing  peroxide  of  hydrogen  is  by  the 
oxidation  of  amalgams  of  lead  or  zinc  In  this  case  also,  as  in  the 
preceding,  the  peroxide  of  hydrogen  is  probably  formed  by  the  union 
of  antozone  with  water. 

One  hundred  grammes  of  lead-amalgam,  containing  so  much  mer* 
eury  that  it  shall  be  f  uid  at  the  ordinary  temperature,  is  shaken  in  a 
bottle  of  the  capacity  of  a  litre,  together  with  200  c.  c.  of  water,  aci- 
dulated with  2  grms.  of  sulphuric  acid ;  the  water  soon  becomes  milky 
firom  separation  of  sulphate  of  lead,  and  in  the  course  of  ten  or  twelve 
minutes  contains  enough  peroxide  of  hydrogen  to  exhibit  the  charac- 
teristic reactions  of  this  substance. 

8o,  too,  if  pulverulent  zinc-amalgam  be  loosely  thrown  into  a  glass 
funnel,  with  narrow  throat,  and  a  thin  stream  of  water  be  allowed  to 
flow  through  it  in  such  manner  that  the  metal  may  be  at  the  same 
time  acted  upon  by  both  air  and  water,  the  water  will  become  charged 
with  peroxide  of  hydrogen.  By  repeatedly  pouring  back  the  dilute 
solution  of  the  peroxide  upon  the  amalgam,  it  can  be  very  considerably 
strengthened.  In  order  to  prepare  the  zinc-amalgam,  equal  weights  of 
zinc-filings  and  of  mercury  are  placed  in  a  beaker  glass,  covered  with 


DXPFESEKGES  BBIWBKir  OZCmBAKD  AlTTOZOinE.  IfiS 

water  acidulated  with  sulphnric  or  chlorliydric  add,  and  thorougblj 
mixed  by  stiiring  with  a  gkss  rod ;  the  acid  is  then  poured  away,  and 
the  Iflat  portions  of  it  remoTed  from  the  amalgam  by  washing  with 
water* 

This  power  of  antozone  to  oxidize  water  distinguishes  it  com- 
pletely from  ozone,  which  has  little  or  no  action  upon  water. 

182.  Peroxide  of  hydrogen,  like  peroxide  of  barium,  is  supposed 
to  contain  one  atom  of  oxygen  in  the  form  of  antozone ;  the  per- 
oxides of  potassium,  sodium,  and  strontium  also  are  placed  in  the 
same  category.     They  are  all  called  antozonides. 

183.  Antozone  can  be  distinguished  from  ozone  by  the  follow- 
ing tests : — 

Strips  of  paper,  charged  with  a  solution  of  sulphate  of  manganese 
(Exp.  77),  do  not  become  brown  when  exposed  to  the  action  of  ant- 
ozone ;  on  the  contrary,  manganese  papers  which  have  been  browned 
by  ozone  are  bleached  by  antozone.  Guaiacum  paper  (Exp.  78)  does 
not  become  blue  in  antozonized  air.  The  yellow  compound  called 
ierrocyanide  of  potassium,  which  is  converted  into  red  ferricyanide  of 
potassium  by  the  action  of  ozone,  is  not  changed  by  antozone.  In  the 
absence  of  acids,  antozone  has  no  action  upon  iodide  of  potassium. 

The  chemical  behavior  of  antozone  may  be  conveniently  studied  by 
resorting  to  its  compound  with  water,  the  antozonide  peroxide  of  hy- 
drogen. If  peroxide  of  hydrogen  be  brought  in  contact  with  an  ozonide 
like  peroxide  of  lead,  for  example,  both  of  the  peroxides  will  be  re- 
duced, and  there  will  result  water,  protoxide  of  lead,  and  free  ordinary 
oxygen.  Whenever  an  antozonide  is  mixed  with  an  ozonide,  a  similar 
reaction  occurs;  the  two  active  varieties  of  oxygen  disappear,  and 
common  oxygen  is  evolved ;  hence  it  has  been  assumed  that  ordinary 
inactive  oxygen  is  a  sort  of  compound,  resulting  from  the  union  or 
neutralization  of  ozone  with  antozone.  Several  important  tests  for 
antozone  are  dependent  upon  this  fact  of  the  decomposition  of  ant- 
ozoni'des  by  ozonides. 

If  a  liquid  suspected  to  contain  peroxide  of  hydrogen  be  shaken  in  a 
test-tube  with  a  small  quantity  of  ether,  the  ether  will  distsolve  the 
peroxide,  and  will  finally  coUect  upon  the  surface  of  the  liquid ;  on 
adding  to  it  a  small  di-op  of  a  solution  of  the  ozonide  chromic  acid,  or, 
what  comes  to  the  same  thing,  a  drop  of  a  solution  of  bichramate  of 
potassium  acidulated  with^  sulphuric  acid,  the  ethereal  solution  will 
become  blue. 

If  a  liquid  containing  peroxide  of  hydrogen  be  added  to  a  dilute  ted 
solution  of  permanganate  of  potassiunii  this  solution  will  be  decolorized^ 
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while  common  oxygen  will  be  erolved ;  and  in  the  same  way  the  brown 
peroxide  of  lead  and  the  red-colored  salts  of  peroxide  of  iron  are 
bleached  by  it. 

Another  exceedingly  delicate  and  characteristic  test  for  antozone,  or 
rather  for  peroxide  of  hydrogen^  the  rationale  of  which  has  not  yet 
been  well  made  out,  is  the  following : — If  to  a  solution  containing  per- 
oxide of  hydrogen  there  are  added  a  few  drops  of  dilute  starch-paste 
charged  with  iodide  of  potassium,  and  subsequently  a  very  small 
quantity  of  a  solution  of  copperas  (protosulphate  of  iron),  iodine  will 
be  set  free,  and  the  starch  will  become  blue.  The  solution  to  be  tested 
must  be  as  nearly  neutral  as  possible.  The  addition  of  an  acid,  instead 
of  the  copperas  solution,  will  also  bring  about  the  same  reaction, 
though  less  readily. 

184.  We  have  thus  set  forth  whatever  is  best  known  concern- 
ing ozone  and  antozone,  in  spite  of  the  details  into  which  so  full 
an  exposition  has  necessarily  descended,  partly  because  the  sub- 
ject will  evidently  be  one  of  primary  importance,  both  theoretical 
and  practical,  in  the  near  future,  and  partly  from  a  desire  to 
show  the  student  how  vague  and  uncertain  the  prospect  is  when 
once  the  narrow  limits  of  established  knowledge*  are  past  and 
the  inquirer  ventures  out  into  the  obscurity  which  perpetually 
separates  the  knowledge  of  to-day  from  that  which  shall  be 
knowledge  to-morrow,  but  also  because  of  the  impossibility, 
with  so  obscure  a  subject,  of  making  such  a  just  discrimination 
between  salient  and  unimportant  points  as  with  a  well-studied 
subject  is  both  easy  and  desirable. 


:^ 


CHAPTER   XUL 


S  XT  L  P  H  ir  B. 


185.  Sulphur  occurs  somewhat  abundantly  in  nature,  both  in 
the  free  state  and  in  combination  with  other  elements.  Many 
ores  of  metals,  for  example,  are  sulp&ur  compounds.  It  is  a 
component  of  several  abundant  salts,  such  as  the  sulphates  of 
calcium,  barium,  and  sodium,  and  occurs  in  small  proportion  in 
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many  animal  and  vegetable  snbstances.  Free  snlphur  is  foimd 
chiefly  in  volcanic  districts.  GeiieraDj  it  occurs  mixed  with 
earthy  matters ;  but  it  often  forms  distinct  veins,  and  is  sometimes 
found  in  the  shape  of  well-defined  crystals  of  considerable  size. 
At  the  present  time  about  nine-tenths  of  the  sulphur  of  commerce 
comes  from  Sicily. 

186.  Native  sulphur  is  usually  subjected  to  a  rough  purifica- 
tion at  the  place  of  its  occurrence.  This  purification  is  some- 
times effected  by  distilling  the  volcanic  earth  in  retorts  or  jars 
of  earthenware ;  the  sulphur  being  volatile,  distils  over,  and  is 
collected  in  receivers,  from  which  it  is  drawn  ofi^,  from  time  to 
time,  in  the  liquid  state ;  or  if  the  earth  be  very  rich  in  sulphur, 
it  is  simply  heated  in  large  kettles  and  the  melted  sulphur  dipped 
off  from  above,  while  the  earthy  impurities  settle  to  the  bottom 
of  the  kettle.  The  product  thus  obtained  is  known  as  crude  sul- 
phur ;  it  comes  to  us  in  irregular  lumps  of  a  dirty  light-yellow 
color,  and  is  largely  employed  for  manufacturing-purposes. 

This  crude  sulphur  is  contaminated  with  more  or  less  earthy 
matter.  In  order  to  purify  it,  it  is  distilled  from  iron  retorts  into 
large  chambers  constructed  of  masonry,  in  which  it  is  deposited 
either  in  the  form  of  a  light  powder,  known  as  flowers  of  sul- 
phur, or  in  a  liquid  state,  according  to  circumstances.  At  the 
beginning  of  the  operation,  while  the  chamber  is  cold,  the  sul- 
phur vapor  condenses  as  an  exceedingly  fine,  soft,  powder  (fiowers 
of  sulphur)  upon  the  walls  of  the  chamber.  But  heat  is  given  off 
as  the  sulphur  vapor  condenses,  and  after  a  while  the  walls  of 
the  chamber  become  so  hot  that  sulphur  will  melt  upon  them. 
After  this,  the  incoming  sulphur  vapor  of  ^course  condenses  only 
to  the  liquid  state,  and  a  layer  of  liquid  sulphur  collects  upon 
the  fioor  of  the  chamber.  This  liquid  sulphur  is  drawn  off  into 
wooden  moulds,  and  thus  cast  into  the  sticks  familiarly  known  as 
roU-brimstone.  It  is  evident  that,  by  a  little  management,  the 
sulphur-refiner  can  obtain,  at  will,  either  flowers  of  sulphur  or 
roll-brimstone,  or  first  the  one  and  then  the  other. 

187.  At  the  ordinary  temperature  of  the  air,  sulphur  is  a 
brittle  solid,  of  a  peculiar  light-yellow  color.  It  has  neither 
taste  nor  smell,  excepting  that  when  rubbed  it  exhales  a  faint 
and  peculiar  odor.    Most  of  the  odors  which  in  everyday  Hfe  are 
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referred  to  salphur  are  really  the  odors  of  various  compounds  of 
sulphur,  and  are  not  evolved  by  the  element  itself.  It  is  a  bad 
conductor  of  heat  and  electricity.  On  being  rubbed  it  becomes 
highly  (negatively)  electric,  and  is  still  employed  as  a  source  of 
electricity  in  some  cases.  The  symbol  of  sulphur  is  S ;  its  atomio 
weight  is  32,  being  precisely  twice  as  great  as  the  atomic  weight 
of  oxygen. 

188.  Sulphur  melts  easily  at  about  112^,  a  temperature  not 
very  fSar  above  that  at  which  water  boils.  A  fragment  of  it  may 
even  be  melted  by  heating  it  on  writing-paper  over  the  flame  of 
a  candle.  It  volatilizes  freely  at  temperatures  lower  than  its 
melting-point,  and  boils  at  440^.  Indeed,  as  is  the  case  with 
water,  it  is  a  substance  which  can  be  brought  into  either  of  the 
three  states  of  matter  without  any  difficulty ;  we  can  have  it  as  a 
solid,  a  liquid,  or  a  gas  as  we  please.  It  can  readily  be  obtained 
also  in  the  form  of  crystals. 

Exp,  79. — ^In  a  small  beaker  glass,  or  porcelain  capsule,  heat  sloxcly 
60  to  60  grms.  of  sulphur  until  it  has  entirely  melted.  Remove  the 
vessel  from  the  lamp,  and  allow  it  to  cool  slowly  until  about  a  quarter 
part  of  the  sulphur  has  8oliiV.:led ;  then  pour  oif,  into  a  basin  of  water, 
that  portion  of  the  sulphur  which  is  still  liquid,  breaking  through,  for 
thb  purpose,  the  crust  at  the  top  of  the  liquid,  if  any  such  have  formed. 
The  interior  of  the  vessel  will  be  found  to  be  lined  with  transparent, 
prismatic  crystals. 

Exp,  80. — In  a  test-tube,  melt  enough  sulphur  to  fill  one-quarter  of 
the  tube;  place  the  tube  in  such  a  position  that  its  contents  may  cool 
slowly  and  quietly,  and  then  watch  the  formation  of  crystals  as  they 
shoot  out  from  the  comparatively  cold  walls  of  the  tube  towards  the 
centre  of  the  liquid. 

Exp.  79  represents  one  general  method  of  obtaining  crystals. 
Crystals  of  many  of  the  metals,  lead  and  bismuth  for  example, 
can  be  obtained  by  operating  in  this  way ;  it  is  only  necessary 
to  melt  the  metal  in  a  crucible  of  some  refractory  material, 
placed  in  a  furnace.  The  melted  metal  having  then  been  allowed 
to  cool  until  a  tolerably  Arm  crust  has  formed  upon  its  surface, 
this  crust  is  pierced  with  an  iron  rod,  and  the  crucible  quickly 
inverted,  so  that  the  portion  of  the  metal  which  still  remains 
fluid  in  the  interior  shall  flow  out     Upon  afterwards  breaking 
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the  cmcible,  crystals  will  be  fonnd  Hning  the  cayity  of  the  metallio 
cup  which  has  been  formed  within  it. 

189.  Exp.  80,  besides  illustrating  the  manner  in  which  crys- 
tals form,  teaches  us  something  of  the  physical  structure  of  solid 
bodies.  The  solid  mass  of  sulphur  which  is  left  in  the  test-tube 
when  it  has  become  cold,  is  evidently  nothing  more  than  a  com- 
pact bundle  of  interlaced  crystals.  If  the  mass  be  removed  from 
the  tube,  and  then  broken  across,  it  will  present  a  glistening 
appearance,  owing  to  the  reflection  of  light  from  the  surfaces  of 
the  minute  crystals  of  which  it  is  composed.  It  is  said  to  have 
a  crystalline  strtieture.  This  crystalline  structure  is  apt  to  render 
a  body  brittle ;  substances  which  possess  it  are  liable  to  break 
*'  with  the  grain,"  or  to  split  in  certain  directions  determined  by 
the  shape  of  the  crystals,  and  called  lines  of  deavage ;  a  stick  of 
roll-brimstone,  for  example,  may  be  readily  broken  or  cut  across, 
but  not  so  easily  in  the  direction  of  its  length.  The  same  remark 
applies  to  many  samples  of  metal.  In  all  cases  where  tenacity  is 
required,  it  is  important  to  counteract,  or  to  prevent  as  much  as 
possible,  the  tendency  towards  crystallization.  Thus,  in  manu- 
facturing wrought  iron,  it  is  the  constant  endeavor  of  the  work- 
man to  render  the  metal  stringy  or  fibrous,  and  not  crystalline, 
and  he  seeks  to  accomplish  this  by  appropriate  processes  of 
kneading,  squeezing,  and  rolling. 

190.  Another  easy  way  to  crystallize  sulphur  is  by  the  method 
of  solution  and  evaporation,  such  as  was  employed  in  the  pre- 
paration of  nitrate  of  ammonium  (Exp.  33).  Sulphur  is  not 
soluble  in  water,  but  it  dissolves  readily  in  a  liquid  compound  of 
sulphur  and  carbon,  known  as  bisulphide  of  carbon,  which  being 
TeadUy  volatile,  quickly  escapes,  on  exposure  to  the  air,  and  so 
deposits  the  sulphur. 

Exp.  81. — Place  in  a  test-tube  a  small  teaspoonful  of  flowers  of 
sulphur,  pour  upon  the  sulphur  10  or  12  c.  c.  of  bisulphide  of  carbon, 
dose  the  tube  with  a  cork,  and  allow  the  mixture  to  stand  during  half 
an  hour,  shaking  it  occasionally.  Decant  the  clear  liquid  from  the 
sulphur  which  still  remains  undissolved,  and  pour  it  into  a  small  porce- 
lain capsule,  which  place  out  of  doors,  or  in  a  draught  of  air,  until  the 
highly  oflensive  bisulphide  of  carbon  has  all  evaporated.  Crystals  of 
sulphur  will' then  be  found  at  the  bottom  of  the  dish. 

This  experiment  might  be  modified  by  preparing,  in  the  first  place,  a 
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saturated  solution  of  sulphur  in  boiling  bisulphide  of  carbon,  ond  then 
allowing  the  dear  solution  to  cool  slowly.  Crystals  of  sulphur  would 
finally  be  found  beneath  the  cold  liquid.  The  method  by  evaporation, 
as  above  described,  is  to  be  preierred. 

It  will  be  noticed  that  the  crystals  of  Exp.  81  are  not  shaped 
like  those  obtained  by  the  method  of  fusion  in  Exp.  79.  The 
two  sets  of  crystals  belong  in  fact  to  entirely  dijQOerent  syBtems  of 
crystallization. 

191.  The  researches  of  crystallographerB  have  proved  that  the 
crystals  of  natural  minerals  and  artificial  chemical  substances 
may  all  be  included  in  six  general  classes  pf  form,  called  systems 
of  crystallization.  In  every  crystal,  certain  directions  may  be 
recognized,  with  reference  to  which  the  bounding  planes  of  the 
crystal  exhibit  a  more  or  less  symmetrical  arrangement.  These 
directions,  represented  by  straight  lines  drawn  through  the  centre 
of  the  cr}'stal,  are  called  axes.  The  thousands  of  crystal-forms 
which  occur  in  nature,  or  are  produced  by  art,  have  been  divided 
into  six  systems,  or  groups,  by  observation  of  the  number,  rela- 
tive length  and  mutual  inclination  of  the  axes  around  which  they 
are  symmetrically  formed.  These  six  systems  are  defined  as 
follows  2 — 

I.  Monometric  (singU-measure)  cr  Regular  System, — ^The  axes  are 
three  in  number,  equal  in  length,  and  intersect  each  other  at  right 
angles.  The  cube,  regular  octahedron,  and  rhombic  dodecahedron, 
forms  of  perfect  symmetiy,  belong  to  this  system. 

II.  Dimetric  (tioo-measure)  System. — The  axes  are  three  in  number, 
and  intersect  each  other  at  right  angles ;  but  one,  called  the  vertical, 
is  either  longer  or  shorter  than  the  two  lateral,  which  are  equal.  The 
right  square  prism  and  square  octahedron  are  of  this  system. 

m.  Trime'ric  (three-measure)  System, — ^The  axes  are  three  in  num- 
ber, unequal  in  length  and  intersect  each  other  at  right  angles.  The 
system  includes  the  right  rectangular  prism,  the  right  rhombic  prism, 
and  the  rhombic  octahedron. 

rV.  MonocUmc  (smgle-incUnatton)  System. — The  axes  are  three  in 
number,  and  unequal  in  length ;  and  one,  called  the  vertical,  is  at  right 
angles  with  one  of  the  other  two  axes,  which  are  called  lateral,  but 
obliquely  inclined  to  the  other;  the  two  lateral  axes  intersect  each 
other  at  right  angles.  The  right  rhomboidal  and  oblique  rhombic 
prisms  belong  to  this  systeuL 

V.  T)ridiiiic  (three-incUnation)  System, — ^The  axes  are  three  in  num- 
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bar,  unequal  in  length,  and  all  their  intersections  are  oblique.  The 
oblique  rhomboidal  prism  is  of  this  system. 

VI.  Hexagonal  System, — ^The  axes  are  four  in  number;  three,  called 
lateral,  lie  in  one  plane,  are  equal  in  length,  and  intersect  each  other 
at  angles  of  60° ;  the  fourth  axis,  called  vertical,  is  either  longer  or 
shorter  than  the  other  three,  and  crosses  them  at  right  angles.  This 
system  includes  the  hexagonal  prism  and  the  rhombohedron. 

Under  these  systems  of  crystallization,  the  variety  of  possible  forma 
and  dimensions  is  unlimited.  Thus,  in  systems  in  which  the  axes  are 
unequal,  the  inequality  may  be  g^at  or  small,  through  all  degrees  of 
discrepancy ;  in  oblique  systems  the  inclination  of  the  axes  may  vary 
indefinitely  j  rhombohedrons  may  occur  of  eveiy  angle.  Thus  the  ac- 
tual forms  of  crystallography  become  exceedingly  numerous,  although 
they  all  belong  to  a  few  simple  types. 

K  the  student  draws  in  perspective,  upon  paper,  the  axes  of  the 
several  systems  above  described,  or,  better,  constructs  the  different  sets 
of  axes  out  of  bits  of  wood  or  wire,  he  will  appreciate  the  fact  that 
forms  belonging  to  different  systems  are  ordinarily  so  unlike  in  general 
appearance  as  to  be  readily  distinguishable  even  by  those  who  have  no 
exact  knowledge  of  the  mathematical  science  of  crystallography. 

192.  As  a  general  rule,  a  substance  crystallizes  in  forms  be- 
longing to  only  one  system,  and  the  crystalline  form  of  a  sub- 
stance is  something  so  constant  and  characteristic  as  to  be  one  of 
the  chemist's  most  valued  means  of  recognition  and  definition. 
But  this  general  rule  is  not  without  exceptions.  Sulphur,  as  has 
just  been  proved,  may  be  made  to  crystallize  in  forms  belonging 
to  two  distinct  systems  of  crystallization;  and  there  are  other 
substances,  not  a  few,  which  when  crystallized  under  different 
Fiff  88  ^^^^^^^^^>  assume  forms  of  two  distinct  systems. 
Substances  which  are  thus  capable  of  assuming  cr3rB- 
..  K  talline  forms  belonging  to  two  different  systems  are 
*  1  said  to  be  dimorphous  (two -formed).  Two  such  dif- 
ferent forms  of  the  same  substance  often  -pig.  39, 
have  quite  dissimilar  physical  properties; 
they  are  apt  to  differ  from  each  other  in 
hardness,  specific  gravity,  color,  optical  pro- 
perties, and  in  their  relation  to  heat ;  the 
I  chemical  properties,  also,  of  two  such  dif- 
ferent forms  are  seldom  entirely  the  same. 
The  crystals  of  sulphur  obtained  by  fusion  (Exp.  79)  are 
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elongated  oblique  rhombic  prisms  (Fig.  38),  and  belong  to  the 
fovirth  (or  monoclinic)  system.  The  crystals  of  sulphur  which 
are  derived  from  its  solution  in  bisulphide  of  carbon  (Exp.  81) 
are  rhombic  octahedrons  (Fig.  39),  belonging  to  the  trimetric 
system.  The  specific  gravity  of  the  octahedral  crystals  is  greater 
than  that  of  the  prismatic  in  the  ratio  of  2*07  :  1*91.  The  spe- 
cific heat  of  the  octahedral  crystals  is  0*163,  and  that  of  the 
prismatic  somewhat  greater.  The  melting-point  of  the  prismatic 
crystals  is  about  120°. 

The  prismatic  crystals  of  sulphur  (Exp.  79)  cannot  be  kept 
for  any  great  length  of  time.  They  soon  lose  their  transparency 
and  characteristic  amber  color,  becoming  opaque  and  light  yellow, 
like  ordinary  brimstone.  If  they  be  examined  under  the  micro- 
scope it  will  be  seen  that  the  prisms  are  now  composed  of  a 
multitude  of  little  octahedral  crystals.  The  change  of  color  and 
texture  is  due  to  a  rearrangement  of  the  particles  of  the  original 
crystals,  though  the  aggregation  of  octahedrons  which  have  been 
formed  within  the  prismatic  crystal  still  retains  the  shape  of  the 
prism.  If  the  prismatic  crystals  be  left  at  rest,  this  change  of 
form  usually  begins  in  the  course  of  a  few  hours ;  but  it  may  be 
greatly  accelerated  by  scratching  the  crystals,  or  shaking  them 
together.  Under  ordinary  circumstances  the  passage  of  the  sul- 
phur from  the  one  molecular  state  to  the  other  goes  on  very 
slowly,  several  years  being  often  required  for  its  completion ;  but 
the  change  can  be  accomplished  immediately  by  moistening  the 
prismatic  crystals  with  bisulphide  of  carbon.  A  considerable 
amount  of  heat  is  developed  as  the  prismatic  sulphur  changes 
into  octahedral ;  this  can  readily  be  appreciated  when  the  con- 
version is  effected  by  means  of  bisulphide  of  carbon. 

In  the  same  way  that  prismatic  sulphur  slowly  changes  into 
the  octahedral  variety  at  the  ordinary  temperature,  octahedral 
sulphur  is  gradually  converted  into  prismatic  sulphur  when  kept 
for  a  long  time  at  a  temperature  near  its  melting-point.  The 
change  in  specific  gravity  enables  us  to  follow  the  progress  of  this 
conversion. 

Sulphur  which  has  been  melted  and  allowed  to  solidify  gra- 
dually, IS  always  in  the  prismatic  condition  immediately  after  the 
solidification.    Boll-brimstone,  for  example,  when  fresh  from  the 
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moulds,  is  translncent,  and  of  a  dark  amber  or  brownish-yellow 
color,  like  the  prismatic  crystals  of  Exp.  79 ;  but  in  a  short  time, 
often  in  the  course  of  a  few  hours,  the  sticks  become  light-yellow 
and  opaque,. as  we  find  them  in  commerce,  and  are  then  com- 
posed, at  least  externally,  of  a  mass  of  octahedral  ciystals. 

193.  There  is  still  a  third  way  of  obtaining  ciystals  of  sulphur, 
namely,  by  sublimation.  At  slightly  eleyated  temperatures,  sol^ 
phur  is  volatile ;  and  if  the  circumstances  be  such  that  the  yapor 
shall  condense  very  slowly,  crystals  will  form.  The  natural 
crystals  of  sulphur  found  in  volcanic  countries,  which  are  often 
very  large  and  of  great  beauty,  have  been  formed  in  this  way. 
These  native  crystals  are  octahedral,  like  those  obtained  by  me«DB 
of  bisulphide  of  carbon  (see  Exp.  81). 

194.  As  appears  from  the  foregoing,  there  are  three  distinct 
methods  of  obtaining  crystals : — I.  By  fusion ;  that  is  to  say,  by 
the  slow  cooling  of  molten  matter.  II.  By  solution,  followed 
either  by  removal  of  the  solvent  by  evaporation  or  chemical  meana, 
or  by  reduction  of  its  temperature.     III.  By  sublimation. 

A  familiar  instance  of  the  first  method  is  seen  in  the  case  d 
ice,  as  when  a  part  of  the  water  iu  any  hollow  vessel  freeies 
slowly  upon  the  sides  of  the  vessel ;  of  the  second,  in  the  manu- 
facture of  common  salt;  and  of  the  third,  in  the  formation  of 
frost  upon  a  window-pane. 

There  is  still  a  fourth  general  method  of  obtaining  crystals, 
which  consists  in  very  slowly  decomposing  some  chemical  com- 
pound of  the  substance  to  be  crystallized,  either  by  the  addition 
of  some  other  chemical  agent,  or  by  means  of  the  galvanic  cur- 
rent. Crystals  of  sulphur  may  be  formed  in  this  way,  and  are 
in  fact  sometimes  found  in  the  pipes  used  to  convey  illuminating 
gas  through  the  streets  of  cities,  under  such  circumstances  that 
it  is  evident  that  they  have  resulted  from  the  decomposition  of 
some  one  of  the  sulphur  compounds  with  which  coal-gas  is  always 
contaminated. 

It  must  not  be  inferred,  from  the  above  enumeration  of  the 
ordinary  methods  of  obtaining  crystals,  that  either  fusion,  solu- 
tion, or  sublimation  is  a  necessary  condition  of  the  formation 
of  crystals.  Both  in  nature  and  in  art  examples  occur  of  the 
crystalline  arrangement  of  partides  within  soHd  masses,  under 
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circumstances  which  preclude  the  idea  that  either  fusion,  solu- 
tion, or  sublimation^  in  the  ordinary  sense  of  these  terms,  should 
have  occurred. 

195.  Sulphur  behaves  in  a  very  remarkable  manner  on  being 
heated.  When  melted  at  the  lowest  possible  temperature,  110° 
to  115°,  it  forms  a  limpid  liquid  of  a  light-yellow  color;  but  if 
this  liquid  be  heated  more  strongly,  it  begins  to  become  viscid 
and  dark-colored  at  about  160°,  and  at  170°  to  200°  it  is  ahnost 
black,  and  at  the  same  time  so  thick  and  tenacious  that  it  cannot 
be  poured  from  the  vessel  which  holds  it,  even  if  the  vessel  be 
inverted.  At  330°  to  340°  it  regains  its  fluidity  in  part,  though 
the  liquid  is  still  dark-colored,  and  finally,  at  about  440°,  it  be- 
gins to  boil,  and  is  converted  into  an  amber-oolored  vapor.  The 
specific  gravity  of  sulphur  vapor,  referred  to  hydrogen,  is  32. 

196.  If  melted  sulphur,  in  the  viscid  state,  or,  better,  that 
which  has  regained  its  mobility,  be  suddenly  cooled,  a  semisolid 
modification  of  sulphur,  remarkably  different  from  the  ordinary 
form,  will  be  obtained. 

Exp,  82. — ^Place  in  a  test-tube,  of  about  80  c.  c.  capacity,  15  to  20 
grms.  of  coarsely  powdered  sulphur ;  melt  the  sulphur  slowly  over  the 
gas-lamp,  and  continue  to  heat  it  until  it  begins  to  boil,  noting,  mean- 
while, the  changes  which  the  sulphur  undergoes — as  described  in  §  195. 
Finally  pour  the  hot  sulphur,  in  a  fine  stream,  into  a  large  dish  full  of 
cold  water.  There  will  be  obtained  a  soft,  elastic,  reddish-brown  mass, 
which  can  be  kneaded  and  moulded  like  wax,  and  drawn  out  into 
threads  like  caoutchouc. 

This  soft  sulphur  cannot  be  preserved  for  any  great  length  of 
time.  When  left  to  itself,  at  the  ordinary  temperature  of  the 
air,  it  slowly  hardens  and  changes  into  ordinary  brittle  yellow 
sulphur.  This  change  is  accelerated  by  kneading,  and  is  instan- 
taneous at  the  temperature  of  100°.  In  any  event,  a  certain 
amount  of  heat  is  evolved  as  the  soft  sulphur  changes  into  ordi- 
nary sulphur.  The  specific  gravity  of  soft  sulphur  is  somewhat 
lower  than  that  of  the  prismatic  crystals. 

Prom  the  foregoing  facts  it  appears  that  sulphur,  like  oxygen, 
is  capable  of  osKuming  different  allotropic  states.    (See  §  162.) 

<107.  In  its  behavior  towards  solvents,  sulphur  presents  some 
tcurious  anomalies.    Some  specimens  of  sulphur  are  freely  soluble 
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in  bisulphide  of  carbon,  while  of  other  samples  only  a  compara- 
tively  small  portion  dissolves.  We  distinguish,  therefore,  a  soluble 
and  an  insoluble  modification  of  sulphur. 

Octahedral  sulphur,  the  bright-yellow,  translucent,  native  crys- 
tals for  example,  is  completely  soluble  in  bisu]])hide  of  carbon. 
But  of  the  soft,  elastic  sulphur,  such  as  was  prepared  in  Exp.  82, 
as  much  as  30  or  40  per  cent,  is  completely  insoluble  in  the 
bisulphide,  whether  this  liquid  be  hot  or  cold. 

No  method  has  as  yet  been  discovered  of  preparing  pure  in- 
soluble sulphur  directly ;  but  it  can  always  be  readily  obtained 
by  dissolving  out  the  soluble  sulphur  from  a  mixture  of  the  two 
varieties,  such  as  the  soft  sulphur  above  mentioned.  Flowers  of 
sulphur  contain  a  considerable  portion  of  insoluble  sulphur ;  roU- 
brimstone  much  less,  though  the  interior  of  the  sticks  contains 
decidedly  more  than  the  outside  portions.  It  may  be  observedy 
in  this  connexion,  that  flowers  of  sulphur  are  prepared  by  sud- 
denly cooling  the  vapor  of  sulphur,  while  the  soft  variety  is 
obtained  by  suddenly  cooling  melted  sulphur. 

Insoluble  sulphur  undergoes  no  change  at  the  ordinary  tem- 
perature ;  but  if  it  be  kept  for  a  long  time  at  100^,  or  if  it  be 
exposed  to  the  vapor  of  water  or  alcohol,  it  is  slowly  converted 
into  the  soluble  variety. 

198.  For  some  pharmaceutical  purposes,  sulphur  is  prepare<^as 
a  powder  finer  even  than  flowers  of  sulphur.  This  preparation  is 
known  as  mUh  of  sulphur  or  predpitaUd  tulpkur. 

Exp,  88. — Place  in  a  small  flask  as  much  flowers  of  sulphur  as  can 
be  taken  up  on  the  point  of  a  penknife ;  pour  into  the  flask  10  or  15 
c  c.  of  a  solution  of  caustic  soda,  and  boil  the  mixture  for  some  time. 
Part  of  the  sulphur  will  dissolve  and  color  the  liquid  yellowish  brown. 

Pour  off  the  clear  liquid  from  the  undissolved  sulphur,  mix  it  with 
an  equal  volume  of  water  and  stir  in  dilute  chlorhydric  acid,  added  by 
small  portions,  until  a  drop  of  the  mixture  placed  upon  litmus  paper 
exhibits  an  acid  reaction.  As  the  acid  is  added,  the  liquid  assumes  a 
milky  appearance  from  the  separation  of  sulphiu:  in  the  form  of  an 
exceedingly  fine  pow*der.  This  powder  is  so  light  that,  for  a  long 
while,  it  will  not  subside,  but  remains  suspended  in  the  liquor^  im- 
parting to  it  a  milky  appearance. 

Collect  the  powder  on  a  email  filter,  wash  it  with  water,  and  dry  it 
at  a  gentle  heat    It  will  now  appear  as  a  pale  yellowish-grey  impal- 
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pable  powder.  If  it  be  heated  more  strongly,  so  that  it  melts,  the 
oolor  will  become  distinctly  yellow,  the  numberless  small  particles  of 
the  powder  being  now  compacted  into  a  single  moss. 

It  will  be  remarked  that  the  color  of  flowers  of  sulphur  ia 
lighter  than  that  of  roU-brimstone,  while  the  color  of  the  pre- 
cipitated sulphur  is  far  lighter  than  that  of  the  flowers.  Such . 
differences  as  these  are  common ;  they  depend  upon  a  difierenoe 
of  mechanical  condition,  upon  differences  in  the  state  of  aggre- 
gation of  the  particles  of  the  substances  which  exhibit  them. 

The  method  of  pulverization  by  precipitation,  employed  in  this 
experiment,  is  a  general  method^  applicable  to  many  other  sub- 
stances besides  sulphur. 

199.  Sulphur  unites  energetically  with  most  of  the  other  ele- 
ments, such  union  being,  in  many  cases,  attended  with  evolution 
of  light.  Most  of  the  metals,  for  example,  combine  with  it 
directly,  just  as  they  do  with  oxygen. 

Exp.  84. — Melt  in  an  ignition-tube,  12  to  16 
cm.  long,  4  or  5  grms.  of  sulphur,  and  heat  the 
liquid  until  it  boils ;  then  throw  in  small  por- 
tions of  copper  filings,  or  fine  turnings,  and 
observe  the  violent  action  which  ensues. 

Or  a  strip  of  very  thin  sheet  copper  or  a  coil 
of  fine  copper-wire  may  be  suspended  in  the 
hot  sulphiu*  vapor,  in  the  upper  part  of  the 
ignition-tube ;  it  will  glow  vividly  as  it  unites 
with  the  gaseous  sulphur,  much  in  the  same 
way  as  if  it  were  burning  in  oxygen  gas.  The 
product  of  the  reaction,  in  either  case,  is  called 
sulphide  of  copper. 

JSjcp,  85. — Mix  intimately  4  grms.  of  flowers 
of  sulphur  and  7  grms.  of  the  finest  iron-filings.  Place  the  mixture  in 
an  ignition-tube  10  to  12  cm.  long,  and  heat  the  lower  end  of  the 
tube  over  the  gas-lamp.  In  a  short  time  the  mass  will  begin  to  glow, 
as  the  sulphur  and  iron  enter  into  chemical  combination,'  and  this 
ignition  will,  of  itself,  pass  through  the  entire  length  of  the  tube, 
even  if  the  lamp  be  withdrawn.  The  final  product  of  the  reaction  is 
protosulphide  of  iron. 

200.  As  has  been  already  shown  (§§  2, 109),  phenomena  of 
combustion,  such  as  are  exhibited  in  these  experiments,  are 
directly  referable  to  chemical  union.    They  are  strictly  analogous 
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to  the  ordinary  processes  of  combustion  in  which  oxygen  is 
involved,  though  the  technical  term,  combustion,  is  by  custom 
limited  to  the  act  of  combination  with  oxygen. 

Sulphur  combines  with  chlorine,  bromine,  iodine,  and  phos- 
phorus at  the  ordinary  temperature,  and  with  carbon  at  a  red 
heat.  With  oxygen  it  unites  readily  at  a  comparatively  low 
temperature.  When  heated  in  the  air,  it  takes  fire  at  about 
250°,  and  bums  with  a  peculiar  blue  light.  This  easy  inflam- 
mability may  be  readily  illustrated  by  blowing  flowers  of  sulphur 
into  the  hot  air  issuing  from  the  chimney  of  an  Argand  gas-lamp ; 
the  sulphur  takes  fire  at  a  considerable  height  above  the  flame. 
The  irritating,  suffocating  gas,  which  is  produced  by  the  union  of 
aulphur  and  oxygen,  will  be  shortly  described  under  the  name  of 
sulphurous  acid. 

Several  important  practical  applications  of  sulphur  depend  upon 
this  property  of  igniting  and  continuing  to  bum  at  a  moderate 
heat.  It  is,  in  fact,  largely  employed  as  a  kindling  material. 
By  means  of  it,  other  bodies  less  readily  combustible,  can  be 
heated  to  the  temperature  at  which  they  continue  to  burn. 
Hence  its  use  upon  matches  and  in  gunpowder  and  fireworks. 

201.  In  its  chemical  properties,  sulphur  is  closely  allied  to 
oxygen;  like  oxygen,  it  forms  a  great  variety  of  compounds 
with  a  wide  range  of  diiferent  elements ;  and  the  series  of  com- 
pounds thus  obtained  is  in  many  respects  parallel  with,  or  com- 
parable to,  the  series  of  oxygen  compounds. 

It  is  an  important  raw  material  in  the  chemical  arts,  being  an 
ingredient  of  numerous  useful  compounds,  such  as  cinnabar,  ultra- 
marine, vulcanized  caoutchouc,  bisulphide  of  carbon,  chloride  of 
sulphur,  and  the  various  compounds  of  sulphur  and  oxygen,  ono 
of  which,  sulphuric  acid,  is  the  most  important  chemical  agent  at 
present  employed  in  manufacturing  industry.  Sulphur  is  largely 
employed  in  medicine,  in  the  treatment  of  cutaneous  diseases  of 
both  men  and  domesticated  animals,  and  has  been  of  late  years 
extensively  used  in  the  vineyards  of  Europe  for  destroying  a 
parasitic  fungus  which  infests  the  vines. 

202.  Sulphydric  Acid  (H^S). — When  sulphur  is  sublimed  in 
hydrogen  gas,  or  when  hydrogen  is  passed  over  melted  sulphur, 
combination  takes  place  between  the  two  elements,  though  very 
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slowly  and  imperfectly,  so  that  only  a  comparatively  small  quan- 
tity of  the  compound  is  ohtained,  even  if  the  process  be  con- 
tinued for  a  long  time.  Somewhat  larger  quantities  of  it  are 
formed  when  a  mixture  of  hydrogen  gas  and  sulphur-vapor  is 
passed  through  a  tube  filled  with  fragments  of  pumice-stone 
*       heated  to  about  500^ 

When  the  two  elements  meet  in  the  nascent  state,  they  oom- 
bine  readOy;  thus,  when  organic  bodies  containing  sulphur 
putrefy,  and  when  they  are  subjected  to  destructive  distillation, 
sulphydric  acid  is  evolved,  just  as  ammonia  is  under  the  same 
circumstances.  In  either  event,  the  product  of  the  union  is  a 
colorless  gas  of  highly  offensive  odor,  like  that  of  rotten  e^s. 

An  easier  method  of  preparing  sulphydric  acid,  or  sulphuretted 
hydrogen,  as  it  is  often  called,  is  by  acting  upon  a  compound  of 
sulphur  and  iron  with  dilute  chlorhydric  acid. 

Exp.  86.— In  a  gas-bottle  (Fig.  41)  put  10  or  12  grms.  of  protosul- 
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phide  of  iron,  see  Exp. '85;  re- 
place the  cork  in  the  bottle  and 
introduce  the  gas-delivery-tube 
into  another  small  bottie  contain- 
ing cold  water,  letting  the  tube 
dip  5  or  6  cm.  beneath  the  sur- 
face of  the  water.  Through  the 
thistle-tube,  pour  into  the  gas- 
bottle  water  enough  to  seal  the 
lower  extremity  of  this  tube ; 
tfien  add,  through  the  thistle- 
tube,  as  before,  2  or  3  teaspoon- 
fuls  Oi  muriatic  acid,  and  observe 
that  bubbles  of  gas  soon  begin  to 
pass  through  the  water  in  the  absorption  bottie. 

Sulphydric  acid  is  soluble  in  water  to  a  considerable  extent,  and  is 
consoquently  taken  up  by  the  water  in  the  absorption  bottle.  The 
solution  thus  obtained,  known  as  sulphuretted  hydrogen-water,  is 
much  employed  as  a  reagent  in  chemical  laboratories;  it  will  serve  us 
here  as  a  convenient  source  of  sulphydric  acid. 

When  the  disengagement  of  gas  slackens,  a  new  portion  of  muriatic 
acid  may  be  added  Through  the  thistle-tube,  and  this  process  continued 
until  the  water  in  the  absorption  bottie  smells  strongly  of  the  gas. 

This  expLxiuient  should  be  pei*formed  out  of  doors,  or  in  a  draught 
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of  air  so  arranged  that  those  portions  of  the  gas  which  escape  solution 
shall  be  carried  away  from  the  operator. 

203.  The  reaction  between  the  sulphide  of  iron  and  chlor- 
hydric  acid  in  the  foregoing  experiment  is  somewhat  analogous 
to  that  which  occurs  in  the  preparation  of  hydrogen,  §  50.  If 
metallic  iron  (or  zinc)  he  treated  with  chlorhydric  acid,  hydrogen, 
is  evolyed,  according  to  the  equation 

Fe  +  2Ha  «  FeCl,  +  2H. 

But  if,  instead  of  simple  iron,  sulphide  of  iron,  whose  formula 
is  PeS,  be  taken,  sulphur  will  be  eliminated,  as  well  as  hydrpgen, 
by  the  action  ot  the  acid,  and  these  elements,  as  they  como  to- 
gether in  the  nascent  state,  will  unite  to  form  sulphydric  add.  ' 

PeS  +  2HC1  =  FeCl^  +  H,S, 

Instead  of  absorbing  the  gas  evolved  in  the  foregoing 
ments  in  water,  it  might  be  collected  as  such,  over  a  basin 
ing  but  a  small  quantity  of  water,  or,  better,  filled  with 
water  or  with  brine,  either  of  which  absorbs  less  of  the  gasj 
cold  water.     Unless  absolutely  dry,  the  gas  cannot  be  col 
over  mercury,  since,  when  moist,  it  acts  upon  this  metal. 

204.  At  the  ordinary  temperature  and  pressure,  si 
acid  is  a  gas  somewhat  heavier  than  air,  its  specific  gra^ 
17,  referred  to  hydrogen;   but  under  a  pressure  of 
atmospheres  at  11°,  it  be- 
comes liquid.  The  specific  ^^'  ^ 
gravity  of  this  liquid  re-         ||  y 
f erred  to  water  is  0*9.   At 
—85°  the  liquid  solidifies 
to  a  white  crystalline  mass. 

205.  Since  the  sulphide 
of  iron,  employed  in  the 
preparation  of  sulphydnc 
acid,  IS  usually  mixed  with 
a  certain  quantity  of  me- 
tallic iron,  the  gas  is  liable 
to  be  contaminated  with 
free  hydrogen.  Por  all  or- 
dinary purposes,  the  gas 
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ihxiB  mixed  with  hydrogen  serves  as  well  as  if  it  were  pure ;  bnt 
in  some  cases  a  gas  free  from  hydrogen  is  required.  In  order  to 
prepare  it,  sulphide  of  antimony  is  substituted  for  the  sulphide 
of  iron. 

1  part  of  powdered  sulphide  of  antimony  placed  in  a  thin-bottomed 
flask  is  treated  with  3  or  4  parts  of  chlorhydric  acid  of  I'l  sp.  gr.  and 
the  mixture  gently  heated.  The  apparatus  may  be  arranged  as  in 
Fig.  42,  in  which  the  bottle  into  which  the  gas  first  enters  contains  a 
very  small  quantity  of  water ;  this  water  serves  to  remove  any  particles 
of  tiie  acid  or  of  solid  matter  which  may  have  been  carried  over  in  the 
auirent  of  gas.  In  case  a  dry  gas  be  needed,  a  chloride-of-calcium 
tube  (see  Appendix,  §  15)  must  be  interposed  between  the  wash-bottle 
and  the  mercury-trough. 

206.  The  volumetric  composition  of  sulphydric  add  gas  is  one 
volume  of  sulphur- vapor  and  two  vohimes  of  hydrogen,  condensed 
to  two  volumes.  Its  molecule,  therefore,  contains  one  atom  of 
sulphur  and  two  atoms  of  hydrogen,  and  is  strictly  analogous  to 
^e  molecule  of  water. 

The  composition  of  sulphydric  acid  may  be  determined  experi- 
mentally by  heating  metallic  tin  in  a  confined  volume  of  the  gas.  An 
ignition-tube  20  or  30  cm.  long,  bent  at  an  obtuse  angle,  within  5  to 
6  cm.  of  the  closed  extremity,  as  shown  in  Fig.  43,  should  be  com- 
pletely filled  with  dry  sulphydric  acid  gas  over  the  mercury-trough| 
and  then  closed  with  the  thumb  and  inverted. 
Some  granulated  tin  should  be  dropped  into  ^* 

the  tube  and  made  to  lodge  in  the  bent  part, 
the  thumb  being  instantly  replaced  upon  the 
mouth  of  the  tube  the  moment  the  tin  has 
entered. 

The  tube  full  of  gas  is  now  replaced  in  the 
mercury-trough,  as  shown  in  the  figure,  and 
about  one-third  part  of  the  gas  is  allowed  to  escape  by  inclining  the 
tube  so  that  the  gas  may  bubble  out  through  the  mercury.  The  tube 
and  its  contents  are  left  at  rest  during  half  an  hour,  in  order  that  they 
may  acquire  the  temperature  of  the  surroimding  air,  a  caoutchouc  ring 
is  slipped  down  the  tube  to  mark  the  height  of  the  gas,  and  the  tin  is 
then  heated  with  the  fiame  of  a  spirit-lamp.  The  hot  tin  combinei> 
with  the  sulphur,  and  hydrogen  is  set  free.  The  apparatus  is  left  at 
rest  during  another  half  hour,  and  the  height  of  the  gas  in  the  tube 
is  then  noted.  If  the  gas  employed  was  pure,  it  will  be  found  that  itf 
volume  has  undergone  no  change    The  hydrogen  which  has  been  set 
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firee  occupies  precisely  the  same  space  as  the  sulphydric  acid  did  before 
it  was  decomposed. 

It  is  evident  from  this  that  1  volume  of  sulphydric  acid  gas  contains 
1  volume  of  hydrogen,  or  multiplying  these  numbers  by  2,  in  order  to 
arrive  at  the  composition  indicated  by  our  molecular  formula,  that  2 
volumes  of  sulphydric  acid  contain  2  volumes  of  hydrogen.  Now  the 
specific  gravity,  or  unit-volume  weight  of  sulphydric  acid  has  been 
found,  by  experiment;  to  be  17*19;  that  of  hydrogen  being  1 ;  and  if 

From  the  weight  of  2  volumes  of  sulphydric  acid ....  84*38 
We  subtract  the  weight  of  two  volumes  hydrogen    .    .    .    2*00 

There  will  lemain 32  38 

which  is  very  nearly  equal  to  the  unit-volume  weight  of  eulphur- 
yapor,  31*8;  as  experimentally  determined. 

The  composition  of  sulphydric  acid,  both  by  yolnme  and  weighty 
may,  therefore,  be  expressed  by  the  diagram. 


^  + 
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1 
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207.  The  gas  is  very  poisonous;  when  respired  in  the  pure 
state  it  quickly  proves  fatal,  and  it  is  very  deleterious,  even 
though  largely  diluted  with  atmospheric  air.  Small  birds  soon 
die  in  air  which  contains  only  j^^  of  its  volume  of  the  gas,  dogs 
in  air  which  contains  -g^}^,  and  horses  in  air  which  contains  t^ 
of  its  volume.  Men  can  support  more  of  it,  but  in  experimenting 
with  it,  it  is  best  to  do  so  where  there  is  a  free  circulation  of  air. 
Nausea  and  headache  are  often  produced  when  an  atmosphere 
even  slightly  contaminated  with  sulphuretted  hydrogen  has  been 
breathed  for  any  length  of  time.  In  case  the  air  of  an  apart- 
ment become  contaminated  with  the  gas,  the  disgusting  smell 
can  readily  be  neutralized  by  sprinkling  the  room  with  chlorine- 
water,  or  by  evolving  a  little  chlorine  gas  by  adding  some  dilute 
acid  to  a  small  quantity  of  bleaching-powder. 

The  gas  exists  as  a  natural  constituent  of  some  mineral  waters 
which  are  thence  called  sulphurous,  such  as  the  Virginia  Sul- 
phur Springs,  and  the  mineral  springs  at  Sharon,  N.  Y.     It  is 
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also  found  in  the  air  and  water  of  fool  sewerSy  and  whererer 
animal  matter  is  undergoing  putrefaction. 

208.  Sulphydric  acid  gas  is  readily  inflammable,  and,  like  hy- 
drogen, extinguishes  the  flame  of  a  burning  candle  immersed  in 
it.  It  bums  with  a  blue  flame,  producing  water  and  sulphurous 
acid  gas. 

H,S  +  30  =  H,0  +  SO,. 

In  case  it  be  ignited  in  contact  with  a  quantity  of  air  insufficient 
to  bum  the  whole  of  it,  the  hydrogen  wiU  bum  first,  and  a  por- 
tion of  the  sulphur  will  escape  combustion. 

If  a  tall  glass  cylinder  be  filled  with  sulphydric  acid  gas,  and  the 
gas  be  lighted  at  the  top,  the  fiame  will  pass  down  the  cylinder  as  the 
hydrogen  is  consumed,  and  a  quantity  of  very  finely  divided  solid  sul- 
phur will  be  deposited  upon  the  walls  of  the  veaseL 

It  has  already  been  stated  that  sulphur  kindles  very  easily,  and  that 
it  has  a  strong  affinity  for  oxygen ;  but  it  appears  from  this  experi- 
ment)  that  hydrogen  kindles  still  more  readily,  and  that  its  affinity  for 
oxygen  is  greater  than  that  of  sulphur. 

When  mixed  with  air,  in  certain  proportions,  it  is  explosive ; 
a  fact  which  should  be  borne  in  mind  by  the  experimenter. 

209.  Water  dissolves  about  three  times  its  own  volume  of  the 
gas  at  the  ordinary  temperature.  This  solution  (see  Exp.  86)  is 
transparent  and  colorless  when  recently  prepared,  but,  when  kept 
it  gradually  becomes  opalescent  and  turbid  from  deposition  of 
sulphur.  Oxygen  from  the  air  unites  with  the  hydrogen  of  the 
sulphydric  acid  to  form  water,  and  sulphur  is  set  free.  After  the 
lapse  of  several  weeks  or  months,  it  will  be  found  that  the  solution 
no  longer  contains  any  sulphydric  acid ;  it  has  lost  its  nauseous 
odor,  and  the  bottom  of  the  bottle  is  covered  with  sulphur,  the 
result  of  the  decomposition  of  the  dissolved  gas. 

The  aqueous  solution  of  the  gas  reddens  litmus  slightly,  like 
the  very  weak  acids.  Towards  metals  and  metallic  oxides  it  be- 
haves in  a  manner  somewhat  analogous  to  that  of  chlorhydrio 
acid  and  its  congeners,  while,  with  regard  to  metallic  sulphides, 
it  stands  in  the  same  relation  as  water  to  the  oxides,  as  will  be 
explained  hereafter. 

£xp.  87. — Place  a  drop  of  sulphuretted-hydrogen  water  (Exp.  86) 
upon  a  bright  piece  of  copper,  lead,  or  silver.    The  metal  wHl  quiddy 
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1)eeome  Uack.  The  sulphur  of  the  enlphydric  acid  unites  irith  the 
metal,  to  form  sulphide  of  copper,  sulphide  of  lead,  or  sulphide  of  sil* 
Yor,  as  the  case  may  he,  while  the  hydrogen  escapes. 

Cu  +  H,S  8  CuS  +  2H. 

JSip.  88. — ^Place  in  a  test-tuhe  as  much  litharge  (oxide  of  lead  ss 
PhO)  as  can  he  held  upon  the  point  of  a  penknife,  pour  upon  it  a  tea- 
spoonful  of  sulphuretted  hydrogen-water,  and  ohserre  that  the  yellow 
litharge  immediately  hecomes  black.  Sulphide  of  lead  is  formed,  as  in 
the  preceding  experiment,  together  with  a  quantity  of  water. 

PhO  +  H,S  ==  PbS  +  H,0. 

Hxp.  89. — ^In  place  of  the  litharge  of  the  last  experiment,  take  a 
yety  small  crystal  of  nitrate  of  lead  (Exp.  42)  ;  diasolye  it  in  as  much 
water  as  will  half  fill  the  test-tube,  and  to  this  solution  add  a  lew  drops 
of  the  sulphuretted-hydrogen  water.  Black  sulphide  of  lead  is  thrown 
down  as  a  precipitate,  and  nitric  acid  is  set  free. 

PbO,N,0,  +  H,S  =  PbS  +  HjO,N,0^ 

210.  Since  many  of  the  metallic  sulphides  are,  like  the  stil- 
phides  of  lead,  copper,  and  silver,  insoluble  in  water  and  dilute 
acids,  sulphuretted  hydrogen  is  peculiarly  well  adapted  for  pre- 
cipitating the  metals  from  their  solutions.  After  having  been 
thrown  down  as  sulphides,  as  in  the  last  experiment,  they  can  be 
readily  separated  and  collected  by  filtration. 

Though  many  of  the  metallic  sulphides  are  black,  like  that  of 
lead,  this  is  not  trne  of  all.  Several  of  them  exhibit  character- 
istic  colors,  by  which  they  may  be  readily  recognized  ;  thus  the 
color  of  sulphide  of  antimony  is  orange,  that  of  sulphide  of  arsenic 
is  yellow,  and  that  of  sulphide  of  zinc  white.  Upon  this  fact  the 
application  of  sulphuretted  hydrogen  as  a  test  or  reagent  (that  is, 
as  a  means  of  detecting  and  identifying  many  metals)  is  in  part 
based. 

211.  In  the  same  way  that  sulphuretted  hydrogen  can  be  em- 
ployed for  detecting  the  presence  of  metals,  so,  conversely,  solu- 
tions of  the  metals,  or,  in  some  cases,  the  metals  themselves,  may 
be  used  as  tests  for  sulphuretted  hydrogen. 

£xp.  90. — ^Prepare  a  strong  aqueous  solution  of  nitrate  of  lead,  or 
better,  ot  acetate  of  lead  (sugar  of  lead).  Wet  strips  of  white  paper 
8  to  4  cm.  wide  with  this  solution,  and  dry  them  in  air  which  is  free 
from  sulphuretted  hydrogen.  This  lead-paper,  as  it  is  called,  should  be 
kept  for  use  in  tightly  stoppered  bottles. 
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Moisten  a  bit  of  the  lead-paper  with  water  and  expose  it  to  some 
source  of  sulphuretted  hydrogen — the  mouth  of  the  bottle  oi  sulphy- 
dric  acid  prepared  in  Exp.  86,  for  example,  or  to  the  fetid  air  of  a  sewer. 
The  paper  will  immediately  be  blackened  from  formation  oI  sulphide 
of  lead. 

The  blackening  of  silver- ware,  of  watches,  and  cards  which 
have  been  glazed  with  a  preparation  of  lead,  at  many  mineral 
springs,  and  other  localities  where  sulphuretted  hydrogen  is 
evolved,  is,  in  like  manner,  indicative  of  tbe  presence  of  this 
gtffi.  Tests  like  these,  which  are  continuous  and  cumulative,  are, 
of  isburse,  much  more  delicate  means  of  detection  than  the  mere 
odor  of  -the  gas. 

212.  Sulphydric  acid  is  a  compound  which  is  very  easily 
decomposed.  When  simply  heated,  it  breaks  up  into  its 
components;  and  it  is  readily  destroyed  by  various  chemical 
agents. 

JSxp.  91. — ^To  a  gas-bottle  such  as  was  employed  in  Exp.  86^  con- 
taining sulphide  of  iron,  attach  a  chloride-of-calclum  tube  (Appendix, 
§  15)  and  a  piece  of  hard  .glass  tubing,  No.  4,  about  20  cm.  long.  To 
the  end  of  this  glass  tube,  attach  another  tube  bent  at  right  angles  and 
dipping  into  a  bottle  of  water.  Pour  chlorhydric  acid  into  the  gas- 
bottle,  so  that  sulphydric  acid  shall  be  freely  generated,  as  seen  by  the 
flow  of  bubbles  through  the  final  bottle  of  water.  After  the  lapse  of 
some  minutes,  when  the  appai*atus  has  become  completely  filled  with 
the  gas  and  the  last  portions  of  air  have  been  expelled,  heat  the  middle 
of  the  tube  of  hard  glass  with  the  flame  of  the  gas-lamp,  and  obser\'e 
the  ring  of  sulphur  which  will  collect  upon  the  walls  of  the  cold  portion 
of  the  tube  a  short  distance  in  front  of  the  flame. 

It  will  be  seen  in  subsequent  chapters  that  several  other  of  the 
gaseous  compounds  of  hydrogen  are  decomposed^  like  sulphydiic  acid, 
upon  being  passed  through  hot  tubes. 

The  influence  of  oxygen,  in  decomposing  the  aqueous  solution 
of.  sulphydric  acid,  has  been  already  alluded  to,  §  209  ;  it  has 
been  observed,  moreover,  that  air  contaminated  with  sulphydric 
acid  soon  becomes  odorless  of  itself,  oxygen  uniting  with  hydro- 
gen, as  before,  and  sulphur  being  set  free.  All  the  oxidizing 
agents  (that  is,  substances  which  readily  give  up  oxygen)  decom- 
pose sulphydric  acid,  water  being  formed  and  sulphur  deposited. 

JExp,  92. — ^Into  a  test-tube  containing  4  or  5  c.  c.  of  sulphuretted 
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hydrogen-water  (Exp.  86),  pour  half  as  mucli  concentrated  nitric  add. 
Sulphur  will  be  deposited  and  nitroua  fumes  evolved. 

Very  dilute  nitric  acid  will  not  thus  decompose  sulphydric  acid. 

.  Chlorine,  bromine,  and  iodine  vapor  instantly  decompose  sul- 
phydric  acid,  uniting  with  its  hydrogen  to  form  chlorhydric, 
bromhydric,  or  iodohydric  acid^  while  solphur  is  precipitated. 

H,8  +  2C1  «  2HC1  +  S. 

Exp,  83. — ^1^  place  of  the  nitric  acid  of  the  preceding  experiment, 
pour  a  few  drops  ol  chlorine- water  into  the  solution  ot  sulphydric  acidi 
and  observe  that  the  odor  of  the  latter  is  destrc^d. 

r-  

213.  Persulphide  of  Hydrogen  (H,8,  ?). — ^This  is  an  exceed- 
ingly unstable  liquid,  the  composition  of  which  is  not  accurately 
known, though  it  is  supposed  to  be  analogous  to  that  of  the  peroxide 
of  hydrogen.  It  can  be  prepared  by  adding  a  solution  of  per- 
sulphide of  calcium  to  diluted  chlorhydric  acid.  The  reaction 
may  be  conceived  to  take  place  in  accordance  with  the  following 
equation : — 

CaS,  -h  2HC1  =»  CaCl,  +  H,S,  +  38. 

Exp.  94.  Mix  75  or  100  grms.  of  flowers  of  sulphur  and  an  equal  weight 
of  slaked  lime  with  half  a  litre  of  water,  place  the  mixture  in  a  flask 
and  heat  it  to  boiling,  taking  care  to  agitate  the  flask  so  that  the  solid 
matter  may  not  become  impacted  upon  it  Continue  to  boil  for  about 
an  hour^  then  filter  oflf  the  liquor  from  the  undissolved  portions  of 
sulphur  and  lime.  The  solution  thus  obtained  is  a  mixture  of  several 
sulphides  of  calcium,  more  highly  sulphuretted  than  the  protosulphide, 
but  will  serve  the  present  purpose  as  well  as  if  it  were  the  pure  quin- 
quisulphide. 

Pour  the  solution  of  sulphide  of  calcium  into  250  c.  c.  of  a  mixture 
of  2  parts  of  concentrated  chlorhydric  acid  and  1  part  of  water.  Per- 
Bulphide  of  hydrogen  will  separate  in  fine  oily  drops,  producing  a  milky 
turbidity  in  the  liquid.  These  drops  soon  coalesce  and  settle  out  bcH 
neath  the  water.  A  good  way  of  collecting  the  persulphide  is  to  per- 
form the  precipitation  in  a  laige  glass  funnel,  provided  with  a  stopper. 
By  carefully  opening  this  stopper,  the  precipitated  oil  can  nearly  all  be 
drawn  off  without  disturbing  the  water  which  floats  above  it. 

Persulphide  of  hydrogen  emits  a  peculiar,  disagreeable  odor, 
and  is  very  irritating  to  the  eyes  and  mucous  membrane.  It 
tastes  sweet  and  bitter,  bat  disorganises  the  flesh  wherever  it 
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toaohes  it.  Its  properties  closely  resemble  those  of  peroxide  of 
hydrogen ;  it  is  very  unstable,  and  is  decomposed  by  the>  same 
substances  which  destroy  the  oxide.  It  even  decomposes  spon- 
taneously when  left  at  rest  for  a  few  days ;  ordinary  vegetable 
colors  are  quickly  bleached  by  it ;  it  decolorizes  also  solutions  of 
indigo. 

214.  In  the  last  section  we  have  used,  for  the  first  time,  cer- 
tain technical  terms  which,  perhaps,  need  brief  explanation. 
As  has  been  stated  in  §  76,  many  of  the  elements  are  capable  of 
uniting  with  other  elements  in  several  different  proportions  to 
form  chemical  compounds.  Sulphur,  for  example,  is  specially  apt 
to  form  more  than  one  compound  with  a  single  element.  When 
sulphur  unites  with  a  metal,  the  compound  formed  is  called  a 
Bulphu^,  just  as  a  compound  of  oxygen  and  a  metal  is  called  an 
oxide,  or  one  of  chlorine  and  a  metal  a  chloride, — the  termina- 
tion ide,  which  always  indicates  combination,  being  added  to  the 
first  syllable  of  the  word  sulphur,  or  oxygen,  or  chlorine,  and  the 
new  word  ending  in  ide  being  then  connected  with  the  name  of 
the  metal,  as  in  the  case  of  sulphide  of  copper,  Exp.  87.  But 
when,  as  in  the  case  of  calcium,  there  are  several  distinct  sulphides, 
it  is  customary  to  distinguish  one  from  the  other  by  m^ans  of 
various  Latin  and  Greek  prefixes.  Thus  the  compound  which 
contains  one  atom  of  sulphur  and  one  atom  of  calcium  is  the  proto- 
sulphide,  or  simply  the  sulphide  of  calcium,  the  prefix  proto  being 
derived  from  the  Greek  word  for  first ;  the  compound  which  con- 
tains two  atoms  of  sulphur  to  one  of  calcium  is  the  bisulphide  of 
calcium,  from  the  Latin  for  twice  ;  and  in  like  manner  we  have 
a  tersulphide,  containing  three  atoms  of  sulphur  to  one  of  calcium, 
and  a  quinquisulphide  containing  five  atoms  of  sulphur.  The 
compound  containing  the  highest  proportion  of  sulphur  is  often 
called  the  2>ersulphide.  A  good  custom  is  to  designate  the  com- 
pounds which  contain  more  sulphur  than  the  protosulphide  by 
prefixes  of  Latin  origin,  and  to  distinguish  those  which  may  con- 
tain less  sulphur  than  the  protosulphide  by  means  of  Greek  pre- 
fixes ;  thus,  if  there  were  a  compound  of  two  atoms  of  calcium 
and  one  of  sulphur  (Ca^S)  it  would  properly  be  called  a  di -sulphide 
of  calcium,  the  prefix  being  from  the  Greek  ^ic.  The  same  pre- 
fixes are  used  in  an  analogous  manner  in  connexion  with  the 
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words  oxide,  chloride,  bromide,  iodide^  and  the  similar  words 
ending  in  ide. 

215.  Compounds  of  Stflphur  and  Oxygen. — No  less  than  seven 
different  compounds  of  sulphur  and  oxygen  have  been  discovered, 
all  of  which  form  acids  by  union  with  water.  Thus  the  oxide  of 
sulphur  SO3  forms,  by  union  with  the  elements  of  water,  common 
sulphuric  acid  H,SO^ ;  the  name  sulphuric  acid  being  indiscri- 
minately applied  to  both  bodies,  although  only  that  one  which 
contains  hydrogen  possesses  the  properUes  commonly  described 
by  the  term  acid. 

Two  of  these  compounds,  viz.  sulphurous  acid  (SO,),  and 
sulphuric  acid  (SO,),  have  long  been  known,  and  these  are  still, 
comparatively  speaking,  of  most  importance,  since  they  are  em- 
ployed upon  the  large  scale  in  the  arts.  Subsequently  there  were 
found  the  compounds  S^^O,  (hyposulphuric  acid)  and  8,0,  (hypo- 
sulphurous  acid) ;  and  at  a  still  more  recent  period  the  compounds 
SaO.,  S,0„  and  S.O,. 

As  long  as  only  two  compounds  of  sulphur  and  oxygen  were 
known,  they  were  distinguished  as  sulphurous  and  sulphuric,  in 
accordance  with  the  rule  laid  down  in  §  70 ;  when  the  two  com- 
pounds, SjOj  and  S^O,,  containing  respectively  less  oxygen  than 
sulphuric  and  sulphurous  acids,  were  discovered,  the  prefix  hypo 
was  resorted  to  as  explained  in  §  71  ;  lastly,  for  the  later-found 
acid  compounds  of  sulphur  and  oxygen,  the  ordinary  rules  of 
chemical  nomenclature  being  inadequate,  it  was  necessary  to 
invent  a  special  set  of  names.  They  were  all  called  Thionic  acids, 
from  the  Greek  word  for  sulphur,  and  were  then  distinguished 
from  one  another  by  the  prefixes  tri,  tetra,  and  penta,  in  accord- 
ance with  the  number  of  atoms  of  sulphur  in  each.  Strictly 
speaking,  the  compound  S^^O^,  since  it  contains  five  atoms  of  oxy- 
gen like  the  thionic  acids,  should  perhaps  follow  the  new  rule  and 
be  called  dithionic  acid,  but  it  is  still  customary  to  retain  the  old 
name  hyposulphuric  acid. 

The  complete  list  of  the  names  of  the  compounds  of  sulphur 
and  oxygen  is  as  follows : — 

Sulphurous  acid    ••••••••••    SO^ 

Sulphuric  acid •    •    •    SO, 

Hyposulphurous  acid •    •    •    S^Oj 
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Hvposalpliuric  acid  (or  Dithionic  acid)    •    .  8,0, 

Trithionic  acid S^O, 

Tetrathionic  acid       S^O, 

Pentathionic  acid      .........   S^Oj 

Of  all  these  compounds,  only  sulphurous  acid  can  he  readily 
ohtained  hy  the  direct  union  of  sulphur  and  oxygen.  The  others 
must  he  prepared  hy  circuitous  methods. 

216.  Sidphvurous  Acid  (SO,). — This  acid  is  produced  when 
sulphur  is  humed  in  the  air  or  in  pure  oxygen  gas. 

Exp.  96. — light  apiece  of  sulphur  in  a  deflagrating  spoon   Hg.  44 
and  suspend  the  latter  in  a  half-litre  hottle  full  of  air.    On      '\ 
examining  the  contents  of  the  hottle,  after  the  sulphur  has   ^^ 
ceased  to  hum,  there  will  be  found  an  irritating,  sutfocating 
gas  having  the  peculiar  odor  which  is  familiar  as  that  of 
a  burning  match.      The  hottle  is  now  full  of  sulphurous 
acid  gaS;  mixed  with  the  nitrogen  originally  present  in  the 
air. 

217.  By  burning  sulphur  in  oxygen  gas,  instead  of  in  air,  as 
in  the  preceding  experiment,  a  much  purer  product  could,  of 
course,  he  obtained*  But  the  experiment  would  be  chiefly  inter- 
esting in  enabling  ns  to  determine  synthetically  the  composition 
of  sulphurous  acid. 

If  sulphur  be  burned  in  a  confined  volume  of  dry  oxygen  gas,  it  wiU 
be  found,  after  the  combustion  has  terminated,  and  the  gas  has  been 
allowed  to  regain  its  original  temperature,  that  the  volume  of  the  sul- 
phurous acid  produced  is  sensibly  the  same  as  that  of  the  original  oxy- 
gen, though  its  weight  is  twice  as  great  Hence  1  volume  of  sul- 
phurous acid  gas  contains  1  volume  of  oxygen.  Now,  if  from  the 
weight 

Of  1  unit- volume  of  sulphurous  acid,  as  determined  by  ex- 
periment      ' 82*266 

We  subtract  the  weight  of  1  unit- volume  of  ^isj/^en     •    .    .    15*969 

There  will  remam     .    .    .    16-287 

or  not  fkr  from  one-half  the  number,  82,  which  represents  the  real 
specific  gravity  or  equal  volume  weight  of  sulphur-vapor.  Conse- 
quently 1  volume  of  sulphurous  acid  gas  contains  half  a  volume  of 
sulpbur-vapoj^,  besides  1  volume  of  oxyen.  Or,  multiplying  these 
numbers  by  2,  Jin  order  to  avoid  a  fractional  volume,  it  appears  that 
the  volumetric  composition  of  sulphurous  add  is  1  volume  of  sulphur 
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Tapor  and  2  Yolumes  of  oxygen  condensed  to  2  volameB  of  the  com- 
pound gas.    Or^  expressed  in  the  form  of  a  diagram  :-— 

"O 
16 


SO3     64 


218.  An  easier  method  of  preparing  pore  snlphuroiis  acid  is  by 
depriving  common  snlphnric  acid  of  part  of  its  oxygen.  This  can 
be  effected  by  a  variety  of  redacing  or  deoxidizing  agents.  For 
example,  when  concentrated  sulphuric  acid  is  heated  with  metallic 
copper  or  mercury,  there  are  formed  aanlphate  of  the  metal,  water, 
and  sulphurous  acid : — 

Cu  +  2H^80^  =  CuSO^  +  2H3O  +  80,. 

JExp.  96. — ^Into  a  thin-bottomed  glass  flask  of  half  a  litre  capacity, 
put  14  grms.  of  copper  clippings,  or  turnings,  and  60  grms.  of  concen- 
trated sulphuric  acid.  Attach  to  the  flask  a  delivery-tube  and  connect 
this  ^ith  a  series  of  Woulfe's  bottles,  such  as  were  employed  in  the 
preparation  of  chlorhydric  acid  (Exp.  49) ;  heat  the  flask  over  the 
gas-lamp  until  the  acid  begins  to  react  upon  the  copper,  then  quickly 
withdraw  the  lamp  for  a  moment,  lest  tiie  contents  of  the  flask  boU 
over,  end  flnslly  regulate  the  flame  so  that  a  steady  current  of  sulphu- 
rous acid  shall  pass  through  the  water  in  the  Woulfe  bottles.  After 
the  first  tumultuous  evolution  of  gas  has  subsided,  the  flask  can  be 
slowly  heated  without  further  trouble.  The  current  of  gas  should  be 
kept  up  until  the  water  of  the  first  bottle  has  become  saturated,  or,  at 
the  least,  highly  charged  with  the  gas. 

Sulphurous  acid  is  freely  soluble  in  water,  which,  at  15^,  takes  up 
something  like  44  timet  its  bulk  of  the  gas ;  hence  the  solution  obtained 
as  above  may  be  used  as  a  convenient  vehicle  for  sulphurous  acid.  On 
account  of  this  easy  solubility,  the  gas  cannot  be  collected  over  water; 
but  it  can  be  collected  over  mercury,  or  by  displacement  Since  the 
gas  is  more  than  twice  as  heavy  as  sir,  the  method  by  diBplacement  is 
to  be  recommended,  if  an  efficient  ventilating  flue  is  at  command  to 
carry  ofi  that  portion  of  the  suffocating  gas  which  must  escape. 

Mercury  is,  in  some  respects,  better  than  copper  for  use  in  this  ex- 
periment. It  affords  a  much  more  regular  evolution  of  gas,  and  the 
operation  requires  less  care ;  but  copper  is  usually  employed  on  account 
of  its  comparatively  low  cost. 
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Instead  of  copper  or  mercniy,  as  in  tlie  foregoing  experiment,  other 
reducing  agents,  such  as  sulphur  or  charcoal,  maj  be  employed.  If  1 
part  of  powdered  sulphur  be  boiled  with  12  parts  of  strong  sulphuric 
acid,  sulphurous  acid  is  set  firee,  as  exhibited  bj  the  following  equa- 
tion:— 

8  +  2H,S0^  =  3S0,  +  2H,0. 

The  evolution  of  gas,  in  this  case,  though  steady  and  uniform,  is 
eomparatiTely  slow,  as  contrasted  with  that  of  the  experiment  in  which 
copper  is  employed ;  hence  the  process  is  usually  less  convenient  than 
that  with  copper. 

If  bits  of  charcoal  or  dxy  sawdust  are  heated  with  sulphuric  acid,  a 
copious  evolution  of  sulphurous  acid  occurs,  though  the  gas  is  not^  in 
this  case,  pure,  being  mixed  with  half  a  volume  of  carbonic  add. 

C  +  2H,S0,  =  2S0,  +  CO,  +  2H,0. 

For  many  purposes,  as  in  the  preparation  of  the  ai[|ueous  solution  of 
sulphurous  acid,  this  method  with  charcoal  is  to  be  preferred,  on  the 
ground  of  economy  and  convenience  of  application.  In  the  laboratory 
it  is  perhaps  more  frequently  employed  than  either  of  the  others. 

Sulphurous  acid  may  also  be  readily  prepared  by  heating  in  an  ig- 
nition-tube a  mixture  of  4  parts  of  sulphur  and  5^  parts  of  black  oxide 
of  manganese,  both  in  line  powder,  and  intimately  mixed.  A  mixture 
of  3  parts  of  black  oxide  of  copper  with  1  part  of  sulphur  answers  the 
same  purpose : — 

28  +  MnO,  =  SO,  +  MnS. 

SS  +  2CuO  =  SO,  +  2Cu8. 

In  both  these  cases,  metallic  sulphides  are  left  as  a  residuum  in  the 
ignition-tube;  but  if  the  sulphur  and  black  oxide  of  manganese  be  mixed 
in  the  proportion  of  1  part  sulphur  to  6^  parts  of  the  oxide,  no  sulphide, 
but  only  protoxide,  of  manganese  will  be  formed. 

S  +  2MnO,  =B  SO,  +  2MnO. 

219.  As  has  been  already  stated,  sulphurous  acid  gas  ia  trans- 
parent and  colorless.  It  b  irrespirable  and  suffocating,  and  whea 
mixed  with  air,  even  in  small  proportion,  occasions  violent  cough- 
ing. It  is  not  inflammable,  but,  on  the  contrary,  it  stops  com- 
bustion. 

The  flame  of  a  taper  is  immediately  extinguished  on  being  immersed 
in  sulphurous  acid  gas,  just  as  it  is  by  nitrogen.  A  useful  application 
of  this  property  of  the  gas  is  in  extinguishing  burning  chimneys.  A 
handful  of  fragments  of  sulphur  being  thrown  upon  the  hot  coals  in 
£be  .gra^  and  the  openings  of  the  fire-place  being  closed  in  such  a 
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manneT  that  no  air  shall  enter  the  chimney,  excepting  that  which  passes 
through  the  fire,  the  chimney  will  quickly  become  filled  with  an  atmo- 
sphere of  sulphurous  acid  mixed  with  nitrogen  from  the  air  employed 
in  burning  the  sulphur,  and  the  burning  soot  upon  the  walls  of  the 
chimney  will  be  immediately  extinguished. 

It  is,  of  course,  essential  that  the  chimney  should  then  be  closed  at 
the  top,  so  that  air  may  be  excluded  and  the  chimney  kept  full  of  the 
fire-extinguishing  atmosphere  until  its  walls  shall  hare  cooled  to  below 
the  kindling  temperature  of  the  soot. 

The  oxygen  contained  in  the  sulphurous  acid  gas  is  so  firmly 
held  that  combustibles  are  powerless  to  take  it  away  under  ordi- 
nary circumstances,  though  at  high  temperatures  this  oxygen  can 
be  removed  by  means  of  .hydrogen,  carbon,  and  easily  oxidizable 
metals  like  potassium. 

When  hydrogen  and  sulphurous  acid  gas  are  passed  together 
through  a  red-hot  tube,  water  is  formed  and  sulphur  deposited, 

4H  +  80,  =  2tt,0  +  S, 

and  when  sulphurous  acid  is  passed  through  a  tube  containing 
ignited  charcoal,  carbonic  acid  is  produced  and  sulphur  deposited, 
as  before. 

C  +  SO,  «  CO,  +  8. 

In  case  nascent  hydrogen  come  in  contact  with  sulphurous  acid, 
it  will  decompose  it  at  the  ordinary  temperature,  though  in  a 
manner  somewhat  different  from  the  foregoing.  The  sulphur,  as 
well  as  the  oxygen,  will,  in  this  case,  combine  with  hydrogen, 
and  there  will  be  formed  sulphydric  acid  as  well  as  water. 

6H  +  80,  =  2Rfi  +  H,8. 

This  reaction  may  be  made  visible  by  putting  a  few  drops  of  a  solu- 
tion of  sulphurous  acid  (Exp.  96)  into  a  gas-bottle  from  which  hydro- 
gen is  being  evolved  (Exp.  19),  and  testing  the  hydrogen  with  a  strip 
of  moistened  lead-paper  (Exp.  90)  both  before  and  after  the  addition 
of  the  sulphurous  acid. 

220.  Sulphurous  acid  can  readily  be  condensed  to  the  liquid 
state.  It  is,  in  &ct,  one  of  the  most  easily  liquefiable  of  the 
gases.  By  mere  cooling  to  —10^,  under  the  ordinary  pressure 
of  the  air,  it  is  converted  into  a  colorless,  transparent,  limpid 
liquid. 

In  preparing  small  quantities  of  the  liquid,  it  is  sufficient  to  lead  the 
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gas,  prepared  from  copper  and  sulphuric  acid,  and  dried  bj  passing  if 
through  sulphuric  acid  or  over  chloride  of  calcium,  into  a  U-tube  which 
b  immersed  in  a  freezing  mixture  of  ice  and  salt  (2  parts  of  pounded 
ice  and  1  part  salt). 

Liquid  sulphurous  acid  is  a  rather  heavy  liquid,  of  1*4911 
specific  gravity,  boiling  at  about  —10°  and  solidifying  at  —76°, 
to  a  colorless  crystalline  solid.  On  being  exposed  to  the  air  at 
ordinary  temperatures,  the  liquid  acid  evaporates  with  great 
rapidity,  and  consequently  occasions  very  intense  cold.  By 
means  of  it,  mercury  may  be  frt>zen,  and  chlorine  and  ammonia- 
gas  liquefied. 

If  a  quantity  of  the  liquid  acid  be  poured  into  water,  the  tempera- 
ture of  which  is  a  few  degrees  above  0°,  a  portion  of  the  acid  will  eva- 
porate at  once,  another  portion  will  dissolve  in  the  water,  and  a  third 
portion  of  the  heavy  oily  liquid  will  sink  to  the  bottom  of  the  vesseL 
If  the  portion,  which  has  thus  subsided,  be  stirred  with  a  glass  fod,  it 
will  boil  at  once,  and  the  temperature  of  the  water  will  be  so  much 
reduced  that  a  portion,  or  even  the  whole,  of  the  water  will  be  frozen. 

221.  The  specific  gravity  of  the  gas,  as  determined  by  different 
observers,  is  32-256,  or  32-443,  or  32-558,  instead  of  32,  as  would 
be  indicated  by  theory.  This  variation  is  explained  by  the  fact 
that  sulphurous  acid,  like  all  the  easily  condensible  gases,  ceases 
to  conform  exactly  to  the  law  of  Mariotte  at  temperatures  near 
to  its  point  of  condensation.  Under  any  given  pressure,  its 
volume  decreases  in  somewhat  larger  proportion  than  is  the  case 
with  air  and  the  other  permanent  gases. 

An  important  property  of  sulphurous  acid  is  its  power  of 
bleaching  vegetable  colors.  It  b  extensively  employed  in  bleach- 
ing articles  of  straw,  wool,  silk,  <&c.,  which  would  be  injured  by 
chlorine. 

Bxp.  97. — ^Into  a  bottle  in  which  sulphur  has  been  burned  (Exp.  95) 
pour  a  few  teaspoonfuls  of  a  solution  of  blue  litmus,  and  shake  the 
bottle.  The  litmus  solution  will  first  become  red,  as  it  would  if  any 
other  acid  than  sulphurous  were  present,  and  will  then  be  decolorised. 

The  same  property  may  be  illustrated  by  holding  a  red  rose  in  the 
fumes  of  burning  sulphur,  or  by  immersing  the  rose  in  an  aqueous  solu- 
tion of  sulphurous  acid  (Exp.  96),  and  leaving  it  for  a  few  minutes 
imlil  it  has  become  white. 

In  the  same  way  the  stains  of  fruit  or  wine  can  be  removed  from 


X     ^ 


BULPnVBOXSB  ACID  BLEACHES.  181 

dothing.  A  bit  of  sulphur  is  burned  beneath  a  small  open  cone  of 
paper,  which  serves  as  a  chimney,  and  the  stain,  having  first  been 
slightly  moistened  with  water,  is  held  in  the  fumes  at  the  top  of  this 
chimney.  The  cloth  should  finally  be  carefully  washed  with  water  at 
the  place  where  it  has  been  exposed  to  the  sulphurous  acid. 

In  the  arts,  the  process  of  bleaching  is  usually  conducted  in  large 
chambers,  in  which  the  slightly  moistened  articles  are  hung  while 
sulphur  is  burned  below.  The  damp  goods  absorb  the  sulphurous  acid 
and  gradually  become  white.  The  presence  of  water  is  essential; 
perfectly  dry  sulphurous  acid  will  not  bleach. 

222.  The  manner  in  which  sulphurous  acid  acts  as  a  bleach- 
ing agent  is  not  clear.  It  is  remarkable  that,  as  a  general  rule, 
it  does  not  actually  destroy  the  coloring-matter ;  and  that  upon 
many  coloring-matters  it  has  little  or  no  action.  Most  of  the 
yellows,  and  the  green  coloring-matter  of  leaves,  are  in  this  latter 
category,  and  upon  litmus,  cochineal,  and  logwood,  the  acid  does 
not  act  very  readily.  In  the  few  instances  where  it  really  de- 
stroys the  color,  as  in  the  case  of  the  garden  amaranthus,  it 
appears  to  act  as  a  deoxidizing  agent.  But  in  most  cases  it 
appears  to  enter  into  combination  with  the  coloring-matters  and 
to  form  colorless  compounds.  These  colorless  compounds  of  sul- 
phurous acid  and  coloring-matter  can  bo  broken  up,  With  restora- 
tion of  color,  by  exposing  them  to  the  action  of  various  chemical 
agents  capable  of  expelling  sulphurous  acid. 

Exp.  08. — Bleach  a  roee,  as  in  Exp.  97,  and  immerse  it  in  dilute 
sulphuric  acid.  Then  dry  and  warm  it,  so  that  the  volatile  sulphurous 
acid  may  be  driven  ofil    The  color  of  the  rose  vdll  again  appear. 

In  many  cases  a  solution  of  caustic  soda  will  restore  the  color  as  well 
aa  sulphuric  acid.  A  practical  illustration  of  this  action  of  alkaline 
solutions  is  seen  in  the  reproduction  of  the  original  yellow  color  of  the 
wool  when  new  flannel  is  washed  with  an  alkaline  soap. 

Sulphurous  acid  is  a  powerful  disinfecting  and  antiseptic  agent. 
It  retards,  to  a  remarkable  extent,  the  processes  of  putrefaction 
and  fermentatioli,  and  is  largely  employed  for  this  purpose  in 
wine-making ;  hops  and  compressed  vegetables  are  charged  with 
it  to  the  same  end,  and  it  has  been  successfully  employed  for 
preserving  meat.  It  has  often  been  employed  in  medicine,  in 
the  treatment  of  skin  diseases,  as  a  fumigation. 

223.  Although  sulphur  will  not  take  up  more  than  two  atoms 
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of  oxygen  when  bamed  in  the  air,  or  in  oxygen  gas,  it  is  never- 
theless a  matter  of  no  veiy  great  difficulty  to  cause  it  to  take  up 
a  third  atom. 

In  presence  of  water  it  gradually  absorbs  oxygen  from  the  air, 
and  is  converted  into  sulphuric  acid.  Hence  the  aqueous  solu- 
tion of  sulphurous  acid  (Exp.  96)  cannot  be  preserved  for  any 
great  length  of  time,  unless  it  be  kept  in  very  tight  vessels. 

224.  If  a  mixture  of  sulphurous  acid  gas  and  oxygen,  or  air, 
be  brought  in  contact  with  hot  platinum  sponge,  the  sulphurous 
acid  will  unite  with  oxygen,  and  sulphuric  acid  will  be  formed ; 
the  same  union  occurs  when  the  mixed  gases  are  brought  in  con- 
tact with  various  other  substances,  such  as  pumice-stone,  day, 
and  the  oxides  of  chromium,  iron,  and  copper.  Several  attempts 
have  been  made  to  put  these  methods  in  practice  for  manufac- 
turing sulphuric  acid,  but  they  have  been  found  to  be  too  slow, 
and  in  the  case  of  platinum  and  day,  it  has  been  observed  that 
these  substances  soon  lose  their  power  and  cease  to  convert  the 
mixed  gases  into  sulphuric  acid. 

Sulphurous  add  is,  indeed,  a  deoxidizing  agent  of  very  con- 
siderable power ;  and  is  much  employed  in  the  laboratory  as  a 
reducing  agent  It  decomposes  iodic  acid  with  separation  of 
iodine,  and  nitric  acid  with  evolution  of  hyponitric  acid,  sulphuric 
acid  being  formed  in  both  cases. 

1,0,  +  6H,0  +  5S0,  =  5(H,0,80,)  -h  21. 
H,0,N,0.  +  SO,     =  H,0,80.        +  2N0.. 

EiBp,  99. — Charge  a  dry  bottle,  of  the  capacity  of  a  litre  J^.  45. 
or  more,  with  sulphurous  acid  gas,  by  burning  in  it  a  bit  of 
sulphur,  as  shown  in  Fig.  45.  Fasten  a  shaving,  or,  better, 
a  tuft;  of  gun-cotton,  upon  a  glass  rod  or  tube  bent  at  one 
end  in  the  form  of  a  hook  \  wet  the  shaving  in  concentrated 
nitric  acid,  and  hang  it  in  the  bottle  of  sulphurous  acid. 
Ked  fumes  of  hyponitric  acid  will  immediately  form  about 
the  nitric  acid,  and  will  gradually  fill  the  bottle.        • 

In  presence  of  a  mixture  of  water  and  chlorine,  sulphurous 
acid  takes  up  an  atom  of  oxygen  from  the  water,  while  the 
hydrogen  of  the  water  unites  with  chlorine. 

80,  +  2H,0  +  2C1  =  H,0,S03  +  2HCL 
A  similar  reaction  occurs  between  iodine  and  sulphurotis  abid,  if 
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a  rory  large  amount  of  water  be  present;  in  spite  of  the  fact, 
already  mentioned,  §  140,  that  iodohydric  acid  is  readily  decom- 
posed by  concentrated  sulphuric  acid  with  liberation  of  iodine, 
sulphurous  acid,  and  water. 

225.  Sulphurous  acid,  though  a  weak  acid,  forms  numerous 
well-defined  salts  by  uniting  with  metallic  oxides.  These  salts, 
called  sulphites,  are  of  two  classes, — simple  or  normal  sulphites, 
such  as  the  sulphite  of  potassium  K^SO,  (or,  dualistic,  K^O,SO,), 
and  double  or  acid  sulphites,  such  as  the  acid  sulphite  of  potas- 
sium EHSO,  (or,  dualistic,  EHO,SO,).  All  these  salts  are  de- 
composed by  strong  acids,  such  as  chlorhydric,  nitric,  or  sul- 
phuric, sulphurous  acid  being  expelled ;  but  they  are  not  decom- 
posed by  carbonic  acid.  On  the  contrary,  the  salts  of  carbonic 
acid  are  decomposed  by  sulphurous  acid ;  and  hence  it  happens 
that  the  impure  sulphurous  acid  gas  obtained  by  heating  a  mix- 
ture of  charcoal  and  sulphuric  acid  can  be  used  for  preparing  the 
sulphites.  If,  for  example,  this  gas  be  conducted  into  an  aqueous 
solution  of  carbonate  of  sodium,  there  will  be  obtained  a  solution 
of  sulphite  of  sodiimi,  and  carbonic  acid  will  be  set  free. 

226.  Besides  the  solution  of  sulphurous  acid,  such  as  was  pre- 
pared in  Exp.  96,  there  is  a  definite  crystalline  compound  of 
water  and  the  acid,  which  can  be  obtained  by  passing  a  current 
of  sulphurous  acid  gas  into  ice-water.  This  compound  is  veiy 
unstable,  and  is  destroyed  at  temperatures  but  little  above  0^ ; 
but  by  collecting  it  upon  a  cooled  filter  and  then  pressing  the 
ciystals  repeatedly  between  folds  of  cold  blotting-paper,  it  has 
been  found  possible  to  remove  most  of  the  mother-liquor  which 
adheres  to  them  at  first,  and  to  obtain  the  compound  in  a  condi- 
tion of  tolerable  purity.  The  composition  of  the  crystals  appears 
to  be  SO.+ISH^O. 

227.  Stdphurie  Acid. — ^The  term  sulphuric  acid  is  applied 
somewhat  indiscriminately  to  three  or  more  distinct  substance;  — 
namely,  to  a  compound  of  one  atom  of  sulphur  and  three  atoms 
of  oxygen,  SO,,  which  we  shall  call  anhydrous  sulphuric  acid, 
and  to  certain  compounds  of  sulphur,  oxygen,  and  hydrogen, 
which  have  been  usually  regai'ded  as  compounds  of  the  an- 
hydrous sulphuric  acid,  just  mentioned,  and  water.  Of  those 
hydrates  the  most  important  are  those  ot  the  oom^^osition  H,SO^ 
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(dualistic,  Hj,0,  SO,)  [oil  of  vitriol],  and  'E^Bfi^  (duaUslic, 
H,0,2S0,)  [NordhatLsen  or  faming  sulphuric  acidj.  Tho  body, 
whose  formula  is  H^SO^,  is  one  of  the  most  important  of  che- 
mical substances,  and  is  usually  the  thing  meant  when  sulphuric 
add  is  spoken  of.  We  will  therefore  proceed  to  study  its  pro- 
perties before  touching  upon  those  of  the  other  substances  above- 
mentioned. 

Sulphuric  acid  is  one  of  the  most  important  products  of  che- 
mical manufacture,  and  is  made  in  enormous  quantities.  In  the 
same  way  that  the  metal  iron  may  be  said  to  be  the  basis  of  all 
mechanical  industries,  sulphuric  add  lies  at  the  foundation  of  the 
ch^mical  arts.  By  means  of  sulphuric  acid,  the  chemist  either 
directly  or  indirectly  prepares  almost  everything  with  which  he 
has  commonly  to  deal. 

Sulphuric  acid  might  be  prepared  by  passing  sulphurous  adA 
gas  into  boiling  nitric  acid,  until  all  of  the  latter  had  been  're- 
duced, and  finally  distilling  off  the  last  traces  of  the  lower  oxides 
of  nitrogen  which  would  be  formed.  Even  if  sulphur  itself  were 
boiled  in  concentrated  nitric  acid,  it  would  gradually  be  oxidized 
and  converted  into  sulphuric  acid.  But  neither  of  these  pro- 
cesses would  be  economical.  It  can  be  very  cheaply  prepared, 
however,  by  the  action  of  either  of  the  high  oxides  of  nitrogen, 
nitrous,  hyponitric,  or  nitric  adds,  upon  sulphurous  acid,  in  pre- 
sence of  air  and  moisture ;  and  this  method  is  the  one  actually 
followed  in  the  preparation  of  sulphuric  acid  on  the  large  scale. 
A  mixture  of  the  gases  above  mentioned  is  effected  in  enormous 
chambers  constructed  of  sheet  lead,  a  metal  upon  which  cold  sul- 
phuric add  has  little  or  no  action. 

228.  The  essential  points  of  the  process  are,  first,  that  SO,, 

when  in  presence  of  much  moisture,  can  take  oxygen  from  either 

"  NjOj,  NOj,  or  NjO,,  and  reduce  them  to  nitric  oxide,  NO,  while  it 

is  itself  converted  into  sulphuric  acid,  and,  secondly,  that  NO  can 

take  oxygen  from  the  air  and  become  NO,. 

In  practice,  the  sulphurous  acid  is  obtained  by  burning  crude 
sulphur,  or  more  commonly  a  compound  of  sulphur  and  iron,  known 
as  iron-pyrites,  FeSj;  the  gas,  together  with  a  large  excess  of  atmo- 
spheric air,  is  then  conducted  into  the  first  of  a  series  of  leaden  cham- 
bers into  which  steam  is  admitted.    Nitrous  fumes  are  supplied  either 
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by  allowing  nitric  acid  to  fall  in  fine  streamn  tbrough  the  incoming 
current  of  snlphuioiui  acid  and  air,  or  £rom  the  decomposition  of  a 
mixture  of  salt,  nitrate  of  sodium,  and  sulphuric  acid,  as  described  in 
§  105,  or  by  heating  a  vessel  charged  with  nitrate  of  sodium  and  sul- 
phuric acid,  by  means  of  the  burning  sulphur. 

In  conformity  with  the  principles  above  stated,  the  sulphurous  acid, 
as  soon  as  it  comes  in  contact  with  the  steam,  reacts  upon  the  nitrous 
fumes ;  there  is  formed  nitric  oxide  gas  and  hydrated  sulphuric  acid, 
which  falls  to  the  floor.  But,  as  there  is  present  in  the  chamber  an 
excess  of  air,  the  nitric  oxide  immediately  unites  with  a  portion  of  the 
oxygen  therein  contained,  and  is  converted  into  hyponitric  acid. 
This  hyponitric  acid  immediately  reacts  upon  a  new  portion  of  sulphu- 
rous acid,  and  the  process  thus  goes  on  through  a  whole  series  of  leaden 
chambers,  the  very  small  portion  of  nitric  acid  at  first  taken  being  suifi- 
dent  to  prepare  a  large  quantity  of  sulphuric  acid.  In  reality,  the 
oxygen  employed  in  converting  Uie  sulphurous  into  sulphuric  acid,  all 
cbmes  from  the  air,  excepting  a  very  little  at  first ;  the  nitrous  fumes 
serve  only  as  a  conveyer  of  oxygen.  The  nitric  oxide  takes  oxygen 
from  the  air  and  transfers  it  to  the  sulphurous  acid,  which,  as  has  been 
stated  in  f  223,  is,  by  itself  and  unaided,  incapable  of  combining  with 
oxygen.  It  will,  of  course,  be  understood  that,  although  we  trace  out 
these  reactions  as  if  they  were  consecutive,  they  are  really,  so  far  as  we 
know,  simultaneous. 

Theoretically,  a  single  portion  of  hyponitric  acid  would  be  sufficient 
to  efiect  the  conversion  of  an  unlimited  amount  of  sulphm'ous  into  sul- 
phuric acid }  but  practically  this  power  is  qualified  by  a  variety  of  cir- 
cumstances. It  is  found  to  be  impossible,  for  example,  to  mix  new 
portions  of  air  with  the  mixture  of  sulphurous  add  and  nitric  oxide 
for  an  indefinite  period ;  for  at  a  certain  point  these  gases  become  so 
loaded  down  with  nitrogen  derived  firom  the  air  already  consumed,  that 
they  are  as  good  as  lost  in  it  In  general  the  flow  of  gases  is  so  regu- 
lated that  all  the  sulphurous  acid  shall  be  oxidized,  and  that  nothing 
but  nitric  oxide  and  waste  nitrogen  shall  pass  out  of  the  last  leaden 
chamber. 

229.  The  process  of  manufactiiring  sulphuric  add  can  readily 
be  illustrated  upon  the  small  scale. 

A  large  glass  balloon,  or  receiver,  of  the  capacity  of  several  litres, 
placed  in  a  vertical  position,  is  closed  with  a  cork  pierced  with  five 
holes,  through  four  of  which  are  passed  small  glass  tubes.  All  of  these 
glass  tubes  reach  nearly  to  the  bottom  of  the  balloon,  and  are  bent  at 
aright  angle  above  the  cork;  one  of  the  tubes  is  connected  at  the  top 
with  a  flask  containing,  copper-turnings  and  sulphuric  add,  for  the 
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generation  of  Bulphurous  acid  (bbb  Exd.  U6),  another  with  a  fla^k 
containing  copper-turnings  and  tumished  with  a  thistle- tuhe,  through 
which  nitric  acid  can  he  poured,  for  the  generation  of  nitric  oxide  (see 
Exp.  37),  and  the  third  with  a  flask  containing  water  for  the  evolution 
of  steam ;  the  fourth  tuhe  and  the  iifth  hole  are  both  left  open. 

Everything  being  in  readiness,  nitric  oxide  is  generated  in  the  small 
flask  fitted  for  this  purpose ;  as  the  gas  passes  over  into  the  large  bal- 
loon it  unites  with  oxygen  from  the  air,  and  red  fumes  of  hyponitric 
acid  are  formed.  Sulphurous  acid  is  now  made  to  pass  into  the  bal- 
loon ;  this  will  have  no  action  upon  the  red  fumes,  so  long  as  there 
is  no  water  present,  but  the  moment  steam  is  thrown  in  from  the  third 
small  flask,  a  reaction  occurs,  the  hyponitric  acid  is  reduced,  and  the 
sulphurous  acid  oxidized.  By  means  of  bellows,  air  must,  from  time 
to  time,  be  blown  into  the  balloon ,  through  the  fourth  glass  tube,  the 
waste  nitrogen  passing  ofi^  through  the  fifth  hole  in  the  cork. 

If  but  little  steam  be  employed  in  this  experiment,  a  solid  compound, 
formed  by  the  union  of  nitrous  and  anhydrous  sulphuric  acids,  iq  liable 
to  be  deposited  upon  the  walls  of  the  balloon ;  the  appearance  of  this 
body  always  indicates  that  the  supply  of  steam  is  insufficient ;  it  is 
never  formed  when  the  proper  proportion  of  moisture  is  present. 

230.  The  sulphuric  acid  which  collects  at  the  bottom  of  the 
leaden  chambers  is  necessarily  dilute,  because  of  the  large  amount 
of  water  which  must  be  present,  in  order  that  the  reactions  above 
described  may  freely  occur ;  moreover  it  would  not  be  advan- 
tageous to  allow  an  acid  more  concentrated  than  that  of  specific 
gravity  1*4  to  form  in  the  chambers,  since  a  stronger  acid  would 
absorb  and  retain  a  considerable  quantity  of  nitric  oxide.  To 
make  it  fit  for  the  purposes  for  which  sulphuric  acid  is  usually 
employed,  the  dilute  acid  of  the  chambers  must  be  concentrated 
by  expulsion  of  the  water ;  to  this  end,  it  is  run  off  into  shallow 
leaden  pans,  and  there  evaporated  until  it  is  of  specific  gravity- 
1*71  to  1*75.  The  concentration  cannot  safely  be  carried  beyond 
this  point  in  ordinary  leaden  vessels,  since  the  strong,  hot  acid 
begins  to  attack  the  metal,  and  the  temperature  at  which  the 
liquid  boils  is  so  high  as  to  approach  the  melting-point  of  lead. 
This  acid  of  1*72  specific  gravity  is  somewhat  extensively  em- 
ployed, for  a  variety  of  purposes,  at  the  factories  where  it  haa 
been  prepared,  but  is  still  too  dilute  for  transportation.  It  is 
therefore  transferred  from  the  leaden  pans  to  large  glass  retorta 
set  m  deep  sand  baths,  or  to  platinum  stills,  and  there  evaporated 
further,  until  it  is  nearly  of  the  composition  H,SO^. 
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231.  The  acid  thus  boiled  down  is  the  concentrated  sulphuric 
acid,  or  oil  of  vitriol,  of  commerce  ;  its  specific  gravity  is  usually 
about  1*83,  that  of  the  absolutely  pure  acid  being  1*842.  Besides 
this  slight  excess  of  water,  it  contains  also,  in  solution,  a  certain 
quantity  of  sulphate  of  lead,  and  a  variety  of  other  impurities. 
For  most  purposes,  however,  it  will  answer  as  well  as  the  pore 
acid.  Like  the  latter,  it  is  a  heavy,  oily,  colorless,  and  odorless 
liquid,  boiling  at  about  330^. 

Since  a  comparatively  small  amount  of  heat  is  absorbed  in  the  con- 
version of  the  liquid  acid  to  the  condition  of  gas,  its  vapor  can  be  very 
easily  condensed ;  in  distilling  the  acid,  the  receiver  need  not  even  be 
placed  in  cold  water. 

From  the  same  cause,  combined  with  the  great  weight  of  the  liquid, 
the  acid  is  liable  to  boil  tumultuously,  the  act  of  ebuUition  being 
irregular  and  attended  with  violent  blows  or  shocks.  The  bubbles  of 
vapor  formed  at  the  bottom  of  the  retort  condense  almost  as  soon  as 
they  are  formed,  and  the  heavy  liquid  above  suddenly  faUs  back  to  fill 
the  vacuum. 

In  distilling  the  concentrated  acid,  it  is  therefore  best  to  heat  onlj 
the  upper  portions  of  the  liquid  in  the  retort ;  this  can  be  effected 
either  by  placing  the  retort  upon  a  wire-grate  so  pei*forated  that  about 
half  the  body  of  the  retort  can  be  sunk  below  the  level  of  the  burning 
charcoal  upon  the  grate,  or  by  placing  a  layer  of  ashes,  or  of  some 
other  bad  conductor  of  heat,  beneath  the  very  bottom  of  the  retort^ 
then  pDiiig  sand  around  the  sides  of  the  retort  outside  of  the  ashes, 
and  applying  heat  beneath  the  iron  pan  upon  which  the  whole  is  sup- 
ported. 

232.  The  common  acid  usually  freezes  at  about  —34^;  but  it 
has  been  found  possible  to  lower  the  freezing-point  to  —  80®,  by 
adding  a  small  quantity  of  water  to  the  commercial  acid.  When 
once  frozen,  it  remains  solid  until  the  temperature  rises  to  about 
the  freezing-point  of  water.  Crystals  of  the  pure  acid  melt  at 
about  10®.  At  the  ordinary  temperature,  sulphuric  acid  does  not 
vaporize,  but,  on  the  contrary,  greedily  absorbs  water  from  the 
air  and  so  increases  in  bulk.  In  moist  weather,  its  bulk  may 
increase  to  the  extent  of  a  quarter  or  more,  in  the  course  of  a 
single  day,  and,  by  longer  exposure,  a  still  larger  quantity  of  water 
wiU  be  taken  up ;  the  acid  must  always  be  kept,  therefore,  in 
tightly  stoppered  bottles. 
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£xp,  100. — Into  a  shallow  dish  of  about  200  c.  c.  capacity,  pour 
about  75  c.  c.  of  concentrated  sulphuric  acid ;  place  this  dish  of  acid 
upon  one  pan  of  a  balance,  and  upon  the  other  pan  put  enough  small 
shot,  or  clean,  dry  sand,  to  exactly  balance  the  acid.  Preserve  the  ma- 
teiial  of  the  counterpoise,  and  place  the  dbh  of  acid  uncovered  in  the 
open  air ;  from  day  to  day  replace  it  upon  the  balance,  together  with 
the  counterpoise,  and  note  the  number  of  grammes  or  fractions  of  a 
gramme  that  it  has  increased  in  weight. 

If  the  acid  were  allowed  to  stand  for  a  week  or  two  in  a  damp  place, 
it  might  become  two  or  three  times  as  heavy  as  it  was  at  first.  From 
its  power  of  absorbing  aqueous  vapor,  sulphuric  acid  is  often  employed 
for  drying  gases.  (See  Appendix,  §  16.) 

233.  With  liquid  water  sulphuric  acid  unites  with  great  energy, 
much  heat  being  evolved  at  the  moment  of  combination  ;  during 
the  union  a  certain  amount  of  condensation  occurs,  the  mixture, 
when  cold,  occupying  less  space  than  was  previously  occupied  by 
the  toid  and  the  water.  The  water  and  acid  may  be  mixed  in 
all  proportions,  being  mutually  soluble  one  in  the  other. 

In  mixing  water  and  sulphuric  acid,  the  acid  should  always  be 
poured  into  the  water,  in  a  fine  stream,  not  the  water  into  the  acid, — 
the  water  being  meanwhile  stirred.  In  this  way  the  heavy  acid  has 
an  opportunity  to  mix  with  the  water  as  it  sinks  down  through  it. 

K,  by  any  accident,  water  were  to  fall  upon  sulphuric  acid,  it  would 
fioat  on  top  of  it,  and  great  heat  would  be  developed  at  the  point  of 
contact  of  the  two  liquids ;  if  the  quantities  of  acid  and  water  were 
large,  sudden  bursts  of  steam  would  be  occasioned  and  serious  damage 
might  arise  from  the  scattering  about  of  portions  of  the  acid. 

In  mixing  water  and  commercial  sulphuric  acid  as  in  the  following 
experiment,  it  will  be  observed  that  the  solution  becomes  cloudy,  and 
that  a  white  powder  is  gradually  deposited  from  it.  This  precipitate 
is  sulphate  of  lead,  originally  derived  from  the  leaden  pans  in  which 
the  acid  was  concentrated ;  it  is  soluble  in  concentrated,  but  insoluble 
in  dilute  sulphuric  acid,  and  id  consequently  thrown  down  when  water 
is  added  to  the  commercial  acid. 

JEjcp,  101. — Place  in  a  beaker  glass  of  about  250  c.  c.  capacity,  90 
c.  c.  of  water ;  in  accordance  with  the  directions  above  gH'en,  pour 
into  the  water  120  grms.  of  concentrated  sulphuric  acid,  and  stir  the 
mixture  with  a  narrow  test-tube  containing  a  teaspoonful  of  water. 
So  much  heat  will  be  evolved  during  the  union  of  the  water  and  the 
acid  that  the  water  in  the  test-tube  will  boil. 

234.  If  sulphuric  acid  be  mixed  with  ice  or  snow,  the  latter 
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will  be  immediately  liquefied.  If  the  proportion  of  ice  in  the 
mixture  be  small,  as  compared  with  that  of  the  sulphuric  acid, 
heat  will  be  evolved  much  as  is  the  case  with  liquid  water,  though 
to  a  less  extent.  But  when  a  large  proportion  of  ice  is  mixed 
with  a  comparatively  small  quantity  of  the  acid,  no  heat  will  be 
perceived,  but,  on  the  contrary,  intense  cold. 

Exp,  102. — Place  in  a  beaker  glass  of  about  half  a  litre  capacity 
120  grms.  of  snow,  or  finely  pounded  ice ;  pour  upon  it  SO  grms.  of 
concentrated  sulphuric  acid,  and  stir  the  mixture  with  a  test-tube  con- 
taining a  small  quantity  of  water.  The  water  in  the  tube  will  be 
frozen. 

Kvp,  103. — ^Repeat  the  foregoing  experiment,  using  30  grms.  of 
snow  or  ice  and  120  grms.  of  sulphuric  acid.  A  very  considerable 
evolution  of  heat  wiU  occur,  as  may  be  seen  more  clearly  by  inunersing 
a  thermometer  in  the  liquid. 

The  result  of  Exp.  102  seems,  at  first  sight,  inconsistent  with 
the  general  fact  that  heat  is  always  set  free  during  chemical  com- 
bination ;  for  though  chemical  union  between  the  acid  and  water 
has  evidently  occurred,  no  heat,  but  cold,  is  manifested.  The 
anomaly  is  only  a  seeming  one ;  a  certain  amount  of  heat  is  re- 
quired, in  order  that  the  cohesive  force,  by  which  the  particles  of 
tiie  ice  are  held  together,  shall  be  overcome ;  hence  the  heat  which 
is  really  produced  by  the  chemical  combination  is  all  absorbed, 
together  with  much  more,  taken  from  the  materials  and  the  vessel 
which  contained  them,  during  the  liquefaction  of  the  ice. 

235.  Besides  the  indefinite  mixture  or  solution  above  men- 
tioned, several  crystalline  compounds  of  anhydrous  sulphuric  acid 
and  the  elements  of  water,  of  fixed  composition  and  characteristic 
form,  can  be  prepared. 

If  the  commercial  acid  be  diluted  with  water  until  its  specific 
gravity  is  reduced  to  1*78,  and  the  liquid  be  then  cooled  strongly, 
a  substance  of  composition  H^SO,  (dualistic,  2HjO,803)  will  crys- 
tallize out  in  the  form  of  large  rhombic  prisms.  These  crystals 
are  of  sp.  gr.  1*785 ;  they  melt  and  solidify  at  about  8^. 

A  second  hydrate,  of  composition  dH^OySO,,  can  be  obtained 
by  evaporating  a  dilute  acid  in  a  vacuum  at  the  tenzperature  of 
100°,  until  it  ceases  to  lose  weight ;  and  another  of  composition 
H,0,2S0„  will  be  described  below  when  we  oome  to  speak  of 
fdming  sulphuric  acid. 
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236.  Snlphoric  scid  is  one  of  the  most  powerful  acids  known. 
If  one  drop  of  it  be  diluted  with  a  thousand  times  as  much  water, 
it  is  still  capable  of  reddening  blue  litmus.  It  expels  most  of  the 
other  acids  from  their  compounds,  in  the  same  way  that  we  have 
seen  it  expel  nitric  acid  from  nitrate  of  sodium  in  Exp.  32.  At 
very  low  temperatures,  however,  as  at  —80®,  it  loses  its  power  of 
reddening  litmus,  and  has  no  action  upon  the  carbonates,  though 
it  acts  violently  upon  these  salts  at  the  ordinary  temperature. 

It  is  intensely  caustic  and  corrosive,  and  quickly  chars  and 
destroys  most  vegetable  and  animal  substances. 

Exp,  104. — Into  a  test-glass  pour  a  tablespoonful  of  sulphuric  acid 
and  immerse  in  it  a  splinter  of  wood.  The  wood  will  blacken  as  if 
charred  by  fire,  and  the  acid  will  become  darl^-colored.  Wood  is  com* 
poeed  of  carbon,  hydrogen,  and  oxygen;  and  since  sulphuric  acid 
unites  with  compounds  of  hydrogen  and  oxygen,  rather  than  with 
carbon,  a  portion  of  the  latter  is  left  free ;  some  carbonaceous  matter 
is,  however,  dissolved  by  the  acid  and  darkens  it.  The  acid  of  com* 
merce  is  often  dark-colored,  from  fragments  of  straw  or  other  organic 
matter  having  accidentally  fieillen  into  it  Sulphuric  acid  which  has 
been  colored  by  organic  matter  may  be  rendered  colorless  by  strongly 
heating  it  till  it  becomes  fully  concentrated. 

The  action  of  the  acid  upon  organic  matter  is  more  rapid  when  moist- 
ure is  present.  Thus,  if  a  few  drops  of  oil  of  vitriol  be  poured  upon 
diy  paper,  decomposition  will  take  place  only  slowly ;  but  if  a  littie 
water  be  added  to  the  acid,  heat  will  be  developed  by  the  chemical 
union,  and  the  paper  will  be  at  once  decomposed  by  the  hot  add. 

237.  When  heated  with  charcoal  or  with  any  organic  matter, 
sulphuric  acid  gives  up  oxygen,  as  has  been  shown  in  Exp.  96, 
and  is  itself  reduced  to  sulphurous  acid ;  by  sulphur,  also,  and 
by  several  of  the  metals,  such  as  copper  and  mercury,  it  is  re- 
duced in  a  similar  way.  (See  Exp.  96.)  Towards  some  metals, 
such  as  zinc  for  example,  its  behavior  is  various,  according  as  it 
is  concentrated  or  dilute.  If  zinc  be  treated  with  cold,  dilute 
sulphuric  acid,  the  zinC  simply  replaces  the  hydrogen  of  the  add, 
sulphate  of  zinc  is  formed,  and  hydrogen  is  set  free. 

Zn  -f  H,SO^  «  ZnSO^  -h  2H. 

But  if  zinc  be  heated  with  concentrated  sulphuric  acid,  a  portion 
of  the  latter  is  reduced,  as  it  would  be  in  presence  of  copper  or 
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mercury^  sulphurous  acid  is  e^ved,  as  well  as  hydrogeui  and 
these  gases,  reacting  upon  each  other;  produce  sulphydric  acid  and 
a  deposit  of  sulphur,  in  accordance  with  the  following  formulae : — 

SO,  +  6H  =  H,8  +  2H,0. 

SO3  +  4H  =  8       +  2H,0. 
As  a  general  nAe,  concentrated  sulphuric  acid  acts  but  feebly 
upon  the  me»H  in  the  cold,  though,  when  boiled  upon  them,  it 
often  behay^ras  an  oxidizing  agent. 

238.  With  the  oxides  of  the  metals,  sulphuric  acid  unites 
directly  to  form  the  very  important  salts  called  sulphates,  water 
being  simultaneously  eliminated.  Oil  of  vitriol,  H^SO^,  may,  in 
fact,  be  itself  regarded  as  a  salt,  in  the  composition  of  which,  hy- 
drogen fills  the  same  place  that  sodium  ^does  in  sulphate  of 
sodium,  Na^SO^,  and  it  might  well  be  called  sulphate  of  hydro- 
gen, were  it  not  that  usage  has  assigned  to  it  another  name. 
Besides  the  normcd  sulphates,  in  which  all  the  hydrogen  has  been 
replaced  by  a  metal,  as  above  (or,  on  the  dualistic  hypothesis, 
in  which  all  the  water  has  been  replaced  by  a  metallic  oxide), 
there  is  another  class  of  sulphates,  often  called  bi  or  acid  sul- 
phates, in  which  only  half  of  the  hydrogen  has  been  thus  re- 
placed, as  an  example  of  these,  the  student  will  recall  the  acid 
sulphate  of  sodium,  NaHSO^,  mentioned  in  §  101. 

Acids,  which,  like  sulphuric  acid,  contain  two  replaceable  atoms 
of  hydrogen,  and  are  therefore  capable  of  forming  two  series  of 
salts,  are  called  bibasic,  in  contradistinction  to  the  monobasic 
acids,  like  nitric  acid,  which  form  but  one  series  of  salts.  There 
is  but  one  nitrate  of  sodium,  for  example,  NaNO,.  It  is  for  this 
reason  that  many  chemists  object  to  the  doubled  formula  for 
nitric  acid  H^^N^O,,  in  spite  of  its  convenience,  because  this  for- 
mula suggests,  what  is  not  true,  that  one  or  both  of  the  atoms  of 
hydrogen  might  be  replaced  by  any  metal  which,  like  sodium, 
potassium,  or  silver,  replaces  hydrogen  atom  for  atom. 

239.  Fuming  Sulphuric  Add, — ^The  aeid  H^SO^,  above  de- 
scribed, has  been,  for  nearly  a  century,  the  most  important  of  the 
several  varieties  of  sulphuric  acid ;  but  long  previous  to  the  dis- 
covery of  the  process  of  making  it  in  leaden  chambers,  there 
was  manufactured  another  variety,  now  known  as  fuming  sul- 
phuric acid. 
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This  fuming  add,  or  Nordhausen  acid,  as  it  is  often  called, 
from  the  name  of  a  Grerinan  town  in  which  large  quantities  of 
it  were  formerly  prepared,  was  at  first  obtained  by  distilling  in 
earthen  retorts  the  salt  now  known  as  sulphate  of  iron,  formerly 
called  green  vitriol.  Hence  the  origin  of  the  name  oil  of  vitriol, 
which,  in  England  and  this  country,  has  come  to  be  applied 
solely  to  the  common  acid  H^^SO^,  though  it  is  still  used  as  a 
synonyme  for  the  fuming  acid  by  German  writers. 

When  dry  sulphate  of  iron  is  exposed  to  a  full  red  heat,  it 
suffers  decomposition ;  a  considerable  quantity  of  sulphuric  acid 
is  given  off  and  can  be  collected  in  receivers.  The  distillate 
thus  obtained,  which  is  a  dense  fuming  liquid  of  about  1*9  spe- 
cific gravity,  is  the  add  now  in  question.  Though  of  hr  less 
importance  than  was  formerly  the  case,  considerable  quantities  of 
the  fuming  acid  are  stiU  prepared  for  the  purpose  of  dissolving 
indigo  and  for  other  special  uses,  where  an  acid  stronger  than 
the  common  acid  is  needed.  It  may  be  regarded  as  a  solution 
of  varying  quantities  of  the  anhydrous  acid  SO,  in  the  common 
add  H^SO^ ;  if  it  be  gently  heated,  all  of  the  anhydrous  acid  will 
be  expelled,  and  common  sulphuric  add  will  remain.  So,  too,  if 
it  be  exposed  to  the  air,  the  anhydrous  add  will  be  given  off,  and, 
coming  in  contact  with  the  moisture  of  the  air,  will  combine 
therewith  to  form  common  sulphuric  acid,  which,  falling  as  a 
cloud,  occasions  the  appearance  of  fumes. 

When  the  fuming  add  is  cooled  to  about  —6^,  a  crystalline 
compound  of  cojnposition  H^S^O^  (duaHstic,  'Eifif2^0^)  separates 
out.  After  having  been  fireed  firom  liquid  acid,  these  crystals 
melt  at  35°.  When  pure,  the  fuming  add  is  colorless ;  but  the 
commerdal  article  is  often  brown,  from  having  been  in  contact, 
with  organic  matter.  It  is  an  excessively  corrodve  liquid,  and 
destroys  most  organic  matters,  even  more  rapidly  than  the  com- 
mon acid.  On  being  dropped  into  water,  a  noise  is  emitted  as 
if  a  red-hot  bar  of  metal  had  touched  the  water. 

240.  Anhydrous  Sulphuric  Acid  (SO,). — As  has  been  men- 
tioned in  §  224,  this  substance  can  be  obtained  by  passing  a  mix- 
ture of  sulphurous  acid  gas  and  oxygen  over  hot,  finely  divided, 
metallic,  platinum,  or  over  various  oxides  and  other  porous  sub- 
stances. 
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JExp,  105.^-Prepare  a  small  quantity  of  platinized  asbestos  as  ftA- 
lows :  dissolve  about  0*26  grm.  of  metallic  platinum  in  aqua  regia  ({ 104), 
and  soak  in  this  solution  as  much  soft,  porous  asbestos  as  will  form  a 
loose  ball  of  1*5  cm.  diameter ;  heat  the  wet  asbestos  gently  until  it 
has  become  dry,  and  then  ignite  it  in  the  flame  of  the  gas-lamp.  The 
chloride  of  platinum,  which  was  formed  by  the  solution  of  the  metal,  is 
decomposed  by  heat,  and  metallic  platinum,  in  a  finely  divided  condi- 
tion, is  left  adhering  to  the  asbestos. 

Select  a  tiibe  of  hard  glass,  No.  d,  about  30  cm.  long,  and,  at  a  di^ 
tanoe  of  about  10  cm.  firom  one  end,  bend  it  to  an  obtuse  angle,  A» 
that  when  the  tube  is  supported  upon  a  ring  of  the  iron  stand  above 
the  gas-lamp  the  shorter  b^t  portion  can  be  thrust  into  the  neck  of  k 
receiver ;  in  the  centre  of  the  longer  portion  of  the  glass  tube  pack  t&b 
platinized  asbestos  loosely;  then  force  into  and  through  the  tube  a  cuf(- 
rent  of  mixed  sulphurous  acid  and  oxygen ;  at  the  same  time  heat  ott/t 
the  gas-lamp  that  portion  of  the  tube  which  contains  the  platinised 
asbestos,  and  collect  the  anhydrous  sulphuric  acid  which  is  formed  m  m 
perfectly  dry  test-tube  or  U-tube  immersed  in  ice,  or,  better,  in  a  inm" 
ing-mixture  of  ice  and  salt  In  the  course  of  the  experiment,  lift  up 
the  receiver  for  a  moment,  pour  out  from  it  a  little  of  the  vapor  of 
anhydrous  sulphuric  acid,  with  which  it  is  filled,  and  observe  how 
rapidly  the  heavy  gas  falls  through  the  air,  and  the  cloud  which  forma 
as  it  unites  with  moisture. 

The  mixture  of  sulphurous  acid  and  oxygen  may  be  made  before  the 
experiment  in  a  small  gas-holder,  or,  as  well,  during  the  progress  id 
the  experiment  in  a  bottJe  behind  the  asbestos  tube.  This  bottle,  which 
should  be  of  at  least  half  a  litre  capacity,  is  fitted  with  a  cork  car- 
rying three  glass  tubes,  and  is  connected  with  the  asbestos  tube  by  one 
of  these  tubes,  which  reaches  no  lower  than  the  cork ;  by  the  other 
tubes,  which  pass  nearly  to  the  bottom  of  the  bottle,  and  dip  beneath  the 
surface  of  a  layer  of  common  sulphuric  add,  which  has  been  placed 
in  it,  the  bottle  is  connected  with  a  flask  in  which  sulphurous  acid  ik 
being  generated  (Exp.  96),  and  with  a  gas-holder  containing  oxygen. 
The  sulphuric  acid  in  the  bottle  serves  to  dry  the  gases,  and  the  rapidity 
with  which  the  bubbles  of  gas  pass  through  the  liquid,  enables  the 
operator  to  judge  of  the  proportions  in  which  the  gases  are  being 
mixed ;  the  flow  of  oxygen  having  been  fixed  at  a  moderate  rate,  onoe 
for  all,  the  sulphurous  acid  will  alone  need  attention. 

The  action  of  the  platinum  in  this  experiment  is  obscure ;  it  will  b^ 
treated  of  under  the  metal  platinum. 

Instead  of  the  platinised  asbestos,  oxide  of  iron,  oxide  of  copper,  or 
oxide  of  chromium,  or,  better,  a  mixture  of  the  last  two  can  be  heated 
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in  the  tube  through  which  the  mixed  gaaes  are  passiog.  These  pro- 
cesses of  preparing  sulphuric  acid  are  interesting  from  a  scientific  point 
of  yiew,  but,  as  has  been  already  stated  (f  2^)i  thej  do  not  admit  of 
commercial  application. 

Anhydrous  sulphuric  acid  can  readily  be  prepared  by  heating  the 
Kordhausen  acid  (see  §  239) : — 

'  20  or  80  grms.  of  fuming  sulphuric  acid  are  poured  into  a  perfectly 
dry^  pmall  glass  retort ;  the  neck  of  the  retort  is  thrust  into  a  dry,  cold 
receiyer,  and  the  acid  is  slowly  heated  until  it  boils  moderately.  The 
yapor  of  the  anhydrous  acid  will  condense  and  solidify  in  the  receiyer. 

The  anhydrous  acid  may  also  be  obtained  by  distilling  dry  bisulpbate 
of  sodium.  The  bisulphate  is  prepared  by  heating  a  mixture  of  3  parts, 
by  weighty  of  dry  sulphate  of  aodium  and  2  parts  of  common  sulphuric 
acid,  until  the  mixture  fbses.  All  the  water  of  the  acid  is  thus  elimi- 
nated:— 

Na,0,SO,  +  H,0,SO,  «  Na,0,2S0,  +  H,0. 

The  bisulphate  of  sodium,  on  being  distilled  in  an  eathem  retort,  will 
giye  up  one  molecule  of  anhydrous  sulphuric  acid,  and  a  residue  of 
aoimal  sulphate  of  sodium  will  remain  in  the  retort: — 

Na,0,2S0,  =  Na,0,SO,  +  SO^ 

241.  As  thus  prepared,  anhydrous  sulphuric  acid  is  a  glisten- 
ing white  solid  mass  of  silky,  crystalline  fibres,  somewhat  resem- 
bling asbestos ;  it  is  tough  and  ductile,  and  can  be  moulded  with 
the  fingers  like  wax.     So  long  as  no  water  is  present,  it  can  be 
handled  without  danger ;  when  perfectly  dry,  it  is  not  corrosiye, 
nor  does  it  eyen  react  upon  blue  litmus.     It  unites  with  water, 
howeyer,  with  great  ayidity,  and  is  conyerted  into  common  sul- 
phuric acid.     It  rapidly  absorbs  water  from  the  air  and  deli- 
quesces ;  at  the  same  time  it  forms  dense  fumes ;  for  it  is  yolatile, 
to  a  yery  considerable  extent,  at  the  ordinary  temperature,  and 
its  yapor  combines  with  the  moisture  of  the  air.      On  being 
brought  in  contact  with  a  small  quantity  of  water,  it  combines 
with  it  with  explosiye  yiolence,  and  much  heat  is  eyolved.     If  a 
bit  of  it  be  thrown  into  a  large  quantity  of  water,  the  water 
hisses  as  if  a  hot  iron  had  been  thrust  into  it.     Owing  to  its 
great  tendency  to  deliquesce,  the  solid  add  can  only  be  preseryed 
in  dry  tubes  sealed  at  the  lamp. 

The  specific  grayity  of  anhydrous  sulphuric  acid  is  1*97.     It 
0ielt8  readily  upon  being  heated;  but  it  has  been  noticed  that 
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some  samples  melt  far  more  easily  than  others.     There  appear 

to  be  two  distinct  yarieties  of  the  acid ;  for  in -some  cases  a  tem- 

peratare  of  18^  is  sufficient  to  render  the  mass  fluid,  while  in 

others  the  heat  must  he  carried  even  to  100°.    The  easily  fusible 

modification  appears  to  change  gradually,  by  keeping,  into  that 

which  is  more  difficultly  fusible;  and  the  latter  seems  to  be 

changed  to  the  former  by  distillation.     The  melted  acid  boils  at 

about  35°,  and  evolves  a  colorless  and  transparent  vapor,  three 

times  as  heavy  as  air,  which,  upon  coming  in  contact  with  the 

air,  unites  with  moisture  and  forms  dense  white  fumes.     When 

brought  in  contact  with  hot  lime  or  baryta  (oxide  of  calcium  and 

oxide  of  barium),  it  unites  with  them  directly ;  intense  heat  is 

evolved,  and  there  is  formed  sulphate  of  calcium  or  sulphate  of 

barium: — 

CaO  +  SO,  ^  CaSO^  s  CaO.SO,. 

242.  On  being  exposed  to  a  strong  red  heat,  the  vapor  of  an- 
hydrous sulphuric  add  splits  up  into  oxygen  and  sulphurous 
acid — two  volumes  of  it  yielding  two  volumes  of  sulphurous  acid 
and  one  volume  of  oxygen.  As  has  been  shown  in  §  217,  two 
volumes  of  sulphurous  acid  gas  contain  one  volume  of  sulphur 
vapor  and  two  volumes  of  oxygen;  hence  it  follows  that  the 
volumetric  composition  of  anhydrous  sulphuric  acid  is  one  volume 
of  sulphur  vapor  and  three  volumes  of  oxygen,  the  whole  con- 
densed to  two  volumes.  The  specific  gravity  of  sulphur  vapor  is 
32,  that  of  oxygen  is  16,  and  the  proportions,  by  weight,  in  which 
sulphur  and  oxygen  are  united  in  anhydrous  sulphuric  acid,  are 
consequently  32  and  16  x  3sb48,  the  combining  weight  of  sul- 
phuric acid  being  32+ 48 » 80.  The  combining  weight  of  sul- 
phuric acid  can  also  be  readily  determined  in  a  manner  analogous 
to  that  employed  in  the  case  of  nitric  acid  (§  73),  by  saturating 
with  the  common  acid  a  known  quantity  of  oxide  of  lead, 
evaporating  off  the  water  and  excess  of  acid,  and  then  determining 
the  weight  of  the  dry  sulphate  of  lead  which  is  formed.  By 
subtracting  from  the  latter  the  weight  of  the  original  oxide  of 
lead,  we  obtain  the  weight  of  the  sulphuric  acid  which  has  com- 
bined with  it.  Experiment  will  show  that  the  weight  of  this 
sulphurio  acid  is  to  that  of  the  oxide  of  lead  in  the  ratio  of  80 
to  228. 

o2 
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The  facility  with  which  salphnxic  acid  is  decompo^ied  at  a  red 
heat  (§  242)  is  the  basis  of  a  yery  economical  method  of  pt^pa- 
ring  oxygen  gas  in  large  quantities  for  manafacturing-purposes. 
Commercial  sulphuric  acid  is  allowed  to  drop  upon  fragments  of 
ted-hot  porcelain,  there  to  be  decomposed,  in  accordance  with 
the  formula 

b;so,  «  so,  +  0  +  H,o, 

and  the  products  of  the  decomposition  are  then  washed  with 
water,  so  that  the  sulphurous  acid  may  be  absorbed,  the  steam 
condensed,  and  the  oxygon  left  free.  Here  again,  as  in  our 
earlier  experiments  (§  10),  the  oxygen  has  really  been  obtained 
£rom  the  air ;  and  if  it  were  desirable,  the  solution  of  sulphurous 
acid  obtained  in  washing  this  oxygen,  might  be  placed  in  the 
leaden  chambers  and  again  be  converted  into  sulphuric  acid  by 
the  addition  of  oxygen  from  the  air. 

243.  ffyposidphurous  Add  (S^O,)  has  never  been  obtained 
in  the  free  state,  nor  is  any  compound  of  it  with  water  known  ; 
but  there  are  numerous  saline  compounds  of  which  it  makes 
part,  and  some  of  these  are  of  considerable  importance  in  the 
arts.  These  salts,  called  hyposulphites,  can  be  prepared  in 
various  ways, — for  example,  by  digesting  sulphur  in  a  hot  (but 
not  boiling)  concentrated  solution  of  an  alkaline  sulphite.  If  sul- 
phite of  sodium  be  taken,  the  reaction  can  be  thus  formulated, 

Na,0,80,  +  S  =  Na,0,S,0,. 

Another  method  of  preparing  the  hyposulphites  is  to  pass  a  oux^ 
rent  of  sulphurous  acid  gas  through  the  solution  of  an  alkaline 
mlphide,  until  no  further  precipitation  of  sulphur  occurs : — 

2CaS  +  3S0,  s  2(CaO,S,0,)  +  8. 

When  a  hyposulphite  is  treated  with  a  strong  acid,  decompo- 
sition immediately  ensues;  8,0,  breaks  up  into  80,+ 8;  hence 
our  inability  to  isolate  the  acid. 

Some  of  the  hyposulphites  will  be  more  folly  described  when 
we  come  to  treat  of  the  metals. 

244.  Other  Compounds  of  Svlphur  and  Oxygen, — With  the 
exception  of  hyposulphurio  add,  8,0,,  none  of  these  compounds 
(see  §  215)  have  been  very  thoroughly  studied ;  any  detailed 
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description  of  the  methods  of  preparing  them  wotdd  be  ont  of 
place  in  an  elementary  manual. 

245.  Compounds  of  Sulphur  and  Chlorine. — Chlorine  and  sul- 
phur combine  with  one  another  directly  and  readily,  forming 
several  different  compounds,  whose  properties  vary  in  acoordanoe 
with  the  varying  proportions  of  chlorine  and  sulphur  which  they 
respectively  contain. 

246.  Bichloride  of  Sulphur  (8C1)  is  the  best-known  of  th« 
compounds  of  chlorine  and  sulphur,  and  is  often  called  simply 
chloride  of  sulphur. 

It  can  be  prepared  by  passing  a  current  of  dry  chlorine  throngh  a 
flask  or  tubulated  retort  cootaioing  flowers  of  sulphur.  The  chlorine 
is  rapidly  absorbed  by  the  sulphur,  and  care  must  be  taken  lest  the 
mass  become  too  hot  The  rediish-yellow  liquid,  obtained  as  the 
result  of  the  reaction,  is  a  solution  of  sulphur  in  dichloride  of  sulphury 
by  distilling  it  the  excess  of  sulphur  can  be  separated. 

Dichloride  of  sulphur  is  a  yellowish-brown  liquid  of  1*68 
specific  gravity,  and  boiling,  without  decomposition,  at  144°. 
It  emits  a  peculiar  odor,  which  has  been  likened  to  that  of 
sea-plants;  its  vapor  excites  *  tears,  and  its  taste  is  acid,  acrid, 
and  bitter.  It  fumes  strongly  in  the  air,  being  decomposed  by 
the  moisture  of  the  air  with  evolution  of  chlorhydric  acid.  It  is 
decomposed  by  water,  but  can  be  mixed  with  bisulphide  of  car- 
bon and  with  benrine.  It  is  remarkable  as  a  powerful  solvent 
of  sulphur ;  100  parts  of  dichloride  of  sulphur  can  take  up  about 
70  parts  of  sulphur  at  the  ordinary  temperature ;  on  slowly  cool- 
ing the  hot  saturated  solution,  beautiful 'crptals  of  sulphur  are 
deposited.  Dichloride  of  sulphur  is  used  in  a  process  of  vulcan- 
izing caoutchouc,  known  as  the  cold  process. 

247.  Chloride  of  Sulphur  (SCI,). — This  compound  is  formed 
when  sulphur  is  treated  with  an  excess  of  dry  chlorine,  or  when 
a  current  of  chlorine  is  passed  into  dichloride  of  sulphur;  the 
dichloride  requires  some  278  times  its  own  bulk  of  chlorine  gas, 
and  absorbs  it  very  slowly.  Chloride  of  sulphur  is  a  red  liquid, 
of  1*625  specific  gpravity.  It  exhales  suffocating  and  irritating 
fumes  of  chlorine  and  the  dichloride,  since  it  slowly  decomposes 
when  kept.  The  decomposition  is  particularly  rapid  in  a  strong 
light;  and  so  much  gas  is  evolved  that  a  tightly-stoppered  bottle 
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containing  chloride  of  sulphur  will  explode,  after  a  time,  if  it 
be  plnced  in  sunlight.  On  being  heated,  the  liquid  gives  off  so 
much  chlorine  at  50°  that  it  seems  to  boil;  but  the  temperature 
gradually  rises  to  64°,  which  appears  to  be  the  real  boiling-point 
of  the  liquid.     It  is  slowly  decomposed  by  water. 

The  density  of  its  yapor  has  been  found  to  be  53 ;  admitting 
that  the  gas  is  composed  of  one  volume  of  sulphur  vapor  and  two 
volumes  of  chlorine,  condensed  to  two  volumes  of  vapor,  the  cal- 
culated specific  gravity  of  its  vapor  would  be  51*5.  In  view  of 
the  instability  of  the  compound,  ijie  experimental  result  is  suf- 
ficiently near  coincidence  with  the  calculated  number  to  make  it 
certain  that  the  composition  of  the  gas  is  really  as  above  stated. 

248.  The  other  compounds  of  stdphur  with  chlorine,  and  with 
chlorine  and  oxygen,  need  not  here  be  discussed ;  and  the  same 
remark  applies  to  the  compounds  formed  by  the  union  of  sulphur 
with  iodine,  bromine,  fluorine,  and  nitrogen.  The  compounds  of 
sulphur  with  carbon,  phosphorus,  arsenic,  and  the^  metals  will  be 
treated  of  hereafter. 


CHAPTEB   XI7. 


SELSNIVU  Airn  TELLUIUiniC, 


249.  These  elements  are  rare,  and  of  little  or  no  industrial 
importance ;  but  to  the  chemist  they  are  exceedingly  interesting, 
on  account  of  the  close  resemblance  they  bear  to  sulphur.  The 
three  elements,  sulphur,  selenium,  and  tellurium,  constitute  a 
group  which  is  equally  remarkable  with  that  formed  by  chlorine, 
bromine,  and  iodine.   (See  §  152.) 

250.  Selenium,  Se,  is  never  found  in  any  considerable  quan- 
tity in  any  one  place.  Traces  of  it  occur  in  many  varieties  of 
native  sulphur,  and  in  various  metallic  sulphides.  It  is  now 
obtained  chiefly  from  the  sulphides  of  iron,  copper,  and  zinc 
These  sulphides  often  contain  minute  traces  of  selenium,  though 
the  quantity  is  sometimes  so  small  that  it  can  hardly  be  detected 
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by  the  ordinary  methods  of  analysis.  When  these  sulphides  oin 
burned  for  the  purpose  of  manufacturing  sulphuric  acid,  or  in 
metallurgical  operations,  the  selenium  goes  off  with  the  sulphu- 
rous acid  produced  by  the  combustion,  and  is  deposited  either  in 
the  dust-flues  of  the  furnaces  or  upon  the  floors  of  the  leaden 
chambers  at  the  sulphuric-acid  works.  In  this  way  the  selenium 
from  hundreds  of  tons  of  the  pyritous  ores  is  collected  and  con- 
centrated to  a  comparatively  small  bulk.  The  deposit  taken 
from  the  leaden  chambers  of  some  sulphuric-acid  works  contains 
as  much  as  from  2  to  10  per  cent,  of  selenium.  The  methods  of 
obtaining  pure  selenium  from  these  deposits  are  founded  upon 
the  facts  that  by  treatment  with  nitric  acid  or  aqua  regia  the 
selenium  can  all  be  oxidized  and  converted  into  selenious  acid 
(SeO^),  that  selenious  acid  is  soluble  in  water,  and  that  when  a 
solution  of  it  is  treated  with  sulphurous  acid,  the  selenious  acid 
is  reduced  and  pure  selenium  deposited. 

SeO,  +  2S0,  =  2S0,  +  8e. 

251.  In  its  properties  and  in  its  chemical  behavior,  selenium 
resembles  sulphur  in  many  respects,  while  in  others  it  is  like 
tellurium.  Like  sulphur  and  oxygen,  it  occurs  in  distinct  allo- 
tropic  modifications  (§§  162, 196).  The  precipitate  obtained  by 
mixing  solutions  of  sulphurous  and  selenious  acids  is  of  a  deep 
red  color,  almost  like  that  of  cinnabar.  But,  after  having  been 
fused  and  suddenly  cooled,  selenium  appears  as  a  brilliant  l^lack 
mass,  amorphous,  like  glass,  and  of  4*3  specific  gravity.  When 
fused  selenium  has  been  slowly  cooled,,  it  appears  as  a  dark-grey, 
very  brittle,  crumbling  mass,  of  crystalline  or  granular  structure 
and  a  metallic  lustre  like  that  of  lead ;  the  specific  gravity  of 
this  variety  is  4*81.  The  amorphous  or  vitreous  modification  of 
selenium  does  not  conduct  electricity ;  but  the  granular  or  crystal- 
line variety  conducts  it,  and  the  more  readily  in  proportion  as  it 
is  hotter.  The  specific  heat  of  selenium,  at  the  ordinary  tem- 
perature, is  0'0746,  being  the  same  for  both  the  vitreous  modifi- 
cation and  that  with  metallic  lustre.  The  vitreous  variety  is 
soluble  in  bisulphide  of  carbon,  but  the  granular  variety  is  in- 
soluble in  that  liquid. 

Selenium  melts  readily  upon  being  heated,  and  the  liquid  thus 
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obtained  boils  at  about  700°,  being  converted  into  a  dark  yellow 
yapor,  the  specific  gravity  of  which  has  been  found  to  be  82-3. 
The  atomic  weight  of  selenium  has  been  determined  to  be  79*5. 
This  discrepancy  between  the  vapor-density  and  the  atomic  weight 
10  to  be  ascribed  to  the  imperfection  of  the  experimental  deter- 
minations. Of  itself,  selenium  has  neither  taste  nor  odor.  When 
heated  in  the  flame  of  a  lamp,  it  bums  with  a  beautiful  blue 
flame  and  exhales  a  peculiarly  oflensive  odor,  like  that  of  putrid 
horseradish, — ^selenious  acid,  SeO,,  being  the  chief  product  of  the 
Bpaction. 

Selenium  combines  with  most  of  the  elements,  usually  in  the 
8$ime  way  as  sulphur,  though  not  always,  since  it  is  a  weaker 
<^emical  agent  than  sulphur ;  its  compounds  are  as  a  rule  some- 
what less  stable  than  the  corresponding  sulphur  compounds. 
With  oxygen  it  forms  selenious  acid,  SeO^  and  selenic  acid, 
SeO,, — analogous  to  sulphurous  and  sulphuric  acids  respectively. 
Besides  these,  there  is  a  lower  oxide,  SeO  (?) ;  it  is  a  colorless 
gas,  having  the  strong  and  disagreeable  odor  like;  horseradish 
b^ore  mentioned. 

252.  Both  selenious  and  selenic  adds  form  numerous  salts, 
which  closely  resemble  the  corresponding  sulphites  and  sulphates 
in  composition  and  in  many  of  their  properties.  Normal  seleniate 
•f  potassium,  for  example,  K^SeO^,  cannot  be  distinguished,  by  its 
external  appearance,  from  sulphate  of  potassium,  £^80^, — the 
orystalline  form  of  the  two  bodies,  as  weU  as  their  texture,  color, 
and  lustre,  being  identicaL  If  solutions  of  these  two  salts  be 
mixed,  neither  of  the  salts  can  subsequently  be  crystallized  out 
by  itself  when  the  solution  is  evaporated ;  the  crystals  obtained 
will  be  composed  of  sulphate  of  potassium  and  seleniate  of  po- 
tassium mixed  in  the  most  varied  proportions.  Bodies  which 
are  thus  capable  of  crystallizing  together  in  all  proportions,  with- 
out alteration  of  the  crystalline  form,  are  said  to  be  isomorpJioui 
(like-formed).  The  formulsB  of  the  two  isomorphous  salts,  just 
mentioned,  difler  only  in  this — ^that  the  one  contains  the  atom 
8e,  where  the  other  contains  the  atom  8.  It  is  therefore  pos- 
sible to  replace  32  parts  by  weight  of  sulphur  by  79-6  parta  of 
selenium,  or  79*«5  of  selenium  by  32  of  sulphur,  without  changing 
the  crystalline  form  of  the  salts;  it  follows  that  32  parts  by 
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weight  of  solid  sulphnr,  and  79*5  parts  of  scdid  selenium^  occupy 
the  same  space.  That  this  is  actually  the  case  may  he  shown 
by  comparing  the  quotients  ohtained  by  dividing  the  atomic 
weights  of  the  two  elements  by  their  specific  gravities;  these 
quotients  will  be  found  to  be  equal,  or  as  nearly  equal  as  the 
limits  of  error  of  the  physical  determinations  involved  will  per- 
mit. The  spebific  gravity  of  prismatic  sulphur  is  1*91,  or,  in 
other  words,  one  cubic  centimetre  of  solid  sulphur  weighs  1*91 
gramme ;  the  specific  gravity  of  crystalline  selenium  is  4*81,  or 
one  cubic  centimetre  of  selenium  weighs  4*81  grammes;  32 
granunes  of  sulphur  will,  therefore,  occupy  ^^^s=  16*75  cubic 

oentimetres;  79*6  grammes  of  selenium  will  occupy  j^  =  16*53 
cubic  centimetres.  What  is  true  of  grammes,  is  true  of  any  parts 
by  weight,  and  ultimately  of  the  atoms.  This  quotient,  obtained 
by  dividing  the  atomic  weight  of  an  element  by  its  specific  gra- 
vity, is  called  the  atomic  volume  of  the  element ;  it  must  be  borne 
in  mind  that  the  standard  of  specific  gravity  for  liquids  and  solids 
is  water,  for  gases  hydrogen,  and,  therefore,  that  the  atomic 
volume  of  a  solid  or  liquid  must  not  be  directly  compared  with 
that  of  a  gas.  Two  elements  whose  atomic  volume  is  the  same  can 
be  exchanged  in  their  compounds  without  alteration  of  crystalline 
form,  precisely  as  a  brick  or  stone  taken  out  of  a  wall  can  be 
replaced  by  another  of  the  same  size  and  shape  without  changing 
the  form  of  the  wall. 

253.  With  chlorine,  selenium  forms  two  compounds,  SeCl'and 
8eCl^,  the  first  of  which  is  analogous  to  dichloride  of  sulphur. 
With  hydrogen  it  forms  a  compound,  H^Se,  called  selenhydric 
add,  or  seleniuretted  hydrogen,  which  is  perfectly  analogous  to 
sulphuretted  hydrogen,  H^^S,  but  possesses  a  still  more  disagree- 
able odor.  In  its  action  upon  solutions  of  the  metallic  salts,  upon 
metals  and  metallic  oxides,  selenhydric  acid  behaves  like  sul- 
phydric  acid,  a  selenide  of  the  metal  being  always  formed. 

254.  l^ellurium  (Te)  occurs  in  nature  even  more  rarely  than 
selenium.  Sometimes  it  is  found  in  the  free  state,  but  more  ge- 
nerally in  combination  with  the  heavy  metals,  such  as  gold,  silver, 
lead,  copper,  and  bismuth.  It  is  one  of  the  few  elements  with 
regard  to  which  chemists  have,  at  times,  been  in  doubt  whether 
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or  not'  they  should  'be  qlassed  as  metals.  Many  of  its  physioal 
properties  are  similar  to  those  of  the  metals,  and  it  particularly  re* 
sembles  the  metal  antimony ;  but  it  is  so  intimately  related  to  sul- 
phur and  selenium  in  its  chemical  properties,  its  crystalline  form, 
and  mode  of  occurrence  in  nature,  that  it  is  now  almost  always 
studied  as  a  member  of  the  sulphur  group. 

255.  Tellurium  is  of  a  silver-white  color  and  glittering  me- 
tallic lustre.  It  is  hard  and  brittle,  and  crystallizes  very  easily  in 
rhombohedrons.  It  is  a  bad  conductor  of  heat  and  electricity. 
Its  specific  gravity  is  6*2 ;  its  specific  heat  is  0*04737,  and  its 
atomic  weight  128.  It  melts  at  a  temperature  somewhat  above 
the  melting-point  of  lead,  and  is  volatile  at  a  full  red  heat,  the 
vapor  being  of  a  yellow  colour,  like  that  of  selonium.  When 
heated  in  the  air,  it  takes  fire,  and  bums  with  a  greenish-blue 
flame,  copious  fumes  of  teUurous  add,  TeO,,  being  at  the  same 
time  evolved. 

256.  The  compounds  of  tellurium  and  oxygen  (tellurous  acid, 
TeO,,  and  telluric  acid,  TeO,)  are  analogous  to  sulphurous  and 
sulphuric  acids.  By  uniting  with  metallic  oxides,  they  form  nu- 
merous salts,  analogous  to,  and  isomorphous  with,  the  correspond- 
ing compounds  of  sulphur  and  selenium.  So,  too,  the  hydrogen 
compound,  H,Te,  is  analogous  to  sulphuretted  and  seleniuretted 
hydrogen,  in  composition  and  properties.  With  the  metals  it 
unites  directly  to  form  tellurides.  There  are  chlorine  compounds 
also.  Tea  and  TeQ^. 

257.  The  close  relationship  which  subsists  between  sulphur  and 
oxygen  has  been  already  alluded  to,  as  well  as  the  many  points 
of  resemblance  between  sulphur,  selenium,  and  tellurium;  the 
student  is  therefore  now  prepared  to  recognize  the  fact  that  in 
oxygen,  sulphur,  selenium,  and  tellurium  we  have  another  group 
or  family  of  elements,  as  intimately  and  naturally  related  to  each 
other  as  are  the  members  of  the  chlorine  group.  (See  §  152.)  It 
will  be  seen  at  a  glance  that  in  passing  from  oxygen,  at  one  end 
of  the  series,  to  tellurium,  at  the  other,  we  meet  with  the  same 
progression  of  physical  and  chemical  properties  that  was  so 
noticeable  in  passing  from  chlorine  to  iodine.  The  properties  of 
the  various  compounds  formed  by  the  union  of  the  members  of 
the  sulphur  group  with  other  elements  exhibit  the  same  kind 
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of  progression  ;  that  these  componnds  are  of  analogous  composi- 
tion has  been  shown  in  the  preceding  paragraphs. 

With  hydrogen  the  members  of  the  sulphur  group  unite  in  the 
proportion  of  tw^o  atoms  of  hydrogen  to  one  atom  of  the  other 
element;  thus,  H,0,  H,S,  H,Se,  H,Te.  This  peculiar  relation 
to  hydrogen  is  an  important  characteristic  of  the  group. 

In  this  sulphur  group,  precisely  as  in  the  chlorine  group,  the 
relative  chemical  power  of  each  element  in  the  family  is  great 
in  proportion  as  its  atomic  weight  is  low  (§  153) ;  oxygen  is,  as 
a  rule,  stronger  than  sulphur,  sulphur  than  selenium,  and  selenium 
than  tellurium,  their  atomic  weights  being  respeotively : — 
0  =  16,  S  «  32,  Se  «  79-5(80?),  Te  =  128. 


^ 


CHAPTEB   XV. 

GOMBIITATIOH  BT  YOLITICB, 


258.  A  comparison  of  the  formulas  representing  the  volume- 
tric composition  of  all  tLe  well-defined  compound  gases  and  vapors 
which  have  been  thus  far  studied,  will  bring  into  dear  view  some 
of  the  general  facts  relating  to  combination  by  volume. 

It  has  been  established,  by  experiment,  that  the  following  com- 
pounds are  formed  by  the  chemical  union,  without  condensation, 
of  equal  volumes  of  the  two  elements  which  enter  into  each  com* 
pound: — 

Hydrogen  .    Chlorine       Chlorhydric  Acid    ^,    H    .   CI       HCl 
IvoL     +    IvoL     *=*  2  vols.  '^'    1    **'36-6""  38-6 

Hydrogen  ,    Bromine       Bromhydric  Acid  II    ,  Br      HBr 

1  vol.     +    1  voL     "  2  vols.  '  ^'    1    +  80  *  81 

Hydrogen  ,     Iodine  lodohydric  Acid     ^,    H    .    I   _  HI 

1vol.     +    IvoL     *=*  2  vols.  '**'    1    +127^128 

Nitrogen     ,     Oxygen  Nitric  Oxide        ^^    N    ,    0  _  NO 

1  vol.     "*■    1  vol.     "^  2  vols.  '  °'   14  "*■  16  ""    30 

It  has  further  been  demonstrated  that  the  following  compounds 
of  two  elements  contain  two  volumes  of  one  element  and  one 
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Yoluine  of  the  other,  but  that  these  three  volumes  are  condensed, 
during  the  act  of  combination,  into  two  vdumes : — 


Hydrogen  ,    Oxvgen 
2  vols.    **■     iVol. 

Hydrogen       Sulphur 


2  vols. 


1vol. 


Steam 
2  vols. 

Sulphydric  Add 
2  vols. 


Hvdrogen  ,  Selenium  _  Selenhvdric  Acid 
'2  vols,   **"     IvoL     ~  2\ol8. 

Hydrogen     Tellurium  _  Tellurhydric  Acid 
2  vols.    '*'    1  vol.  2  vols. 

Oxygen   _.Hypochlorous  Acid 
^     1  VoL  2  vols. 

,     Oxygen  _  Hypochloric  Acid 


Chlorine 
2  vols. 

Chlorine 
1vol. 

Nitrogen 
2  vols. 

Nitrogen 
1vol. 

Sulphur 
1vol. 

Selenium 
1vol. 


■^    2  vols. 

Oxygen  _ 
+     IvoL     " 

Oxygen 
■*■    2  vols, 

.    Oxygen 
^    2  vols. 

Oxvgen  __ 
**■    2  vols.     "" 


Tellurium       Oxygen   ^ 
1  vol.     "*"    2  vols.    "" 


2  vols. 

Nitrous  Oxide 
2  vols. 

Hyponitric  Acid 
2  vols. 

Sulphurous  Acid 
2  vols. 

Selenious  Acid 
2  vols. 

Tellurous  Acid 
2  vols. 


or 


or 


or 


or 


or 


or 


or 


or 


or 


or 


or 


H, 
2 

H, 
2 

H, 
2 


0 
18 


H,0 

18 


.    S  _H,S 
■*"82  '-•34 

,  Se  _  H,Se 
'^796"  81-6 

^  Te  _HjTe 
+  128"-  130 


0 


71  ^  16 


CI^O 

87 


CI   .  0,  _  CIO, 
S6  6^  32  •"  67-6 

N,   .    0  _  N,0 
28  ■*"  16  "■    44 

N    .  0,  _  NO, 

14  "*■  32  -    40 

S    ,  0,  _  SO, 
32  "^  32  -    64 


Se 
79-5 

Te 


,   0,  _  SeO, 
+  32  - 111-6 


,   0,      TeO, 
128  ■*■  32  -  160 


Lastly,  still  a  third  mode  of  combination  by  volume  with  con- 
densation of  four  volumes  to  two  has  been  thoroughly  studied  in 
the  case  of  ammonia,  and  has  been  further  illustrated  in  the  com- 
position of  anhydrous  sulphuric  acid : — 


Nitrogen     .Hydrogen 
1  voL  8  vols. 


Sulphur 
1  vol. 


Oxyffen 
^    3  vols. 


Ammonia 
2  vols. 

Sulphuric  Acid 
2  vols. 


or 


or 


14  + 

S 


1- 


32  ^48 


NH, 
■    17 

SO, 

^    80* 


Throughout  these  tables  the  unit-volume  is,  of  course,  the  same 
for  every  element  and  compound.  What  the  absolute  bulk  of 
this  unit- volume  may  be,  is  not  an  essential  point ;  for  the  rela- 
tions remain  the  same,  whatever  the  unit  of  measure.  Some 
chemists  have  thought  that  an  advantage  was  gained  by  using 
the  bulk  of  one  gramme  of  hydrogen  at  the  ordinary  pressure 
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and  temperature,  yiz.  11*2  litres,  as  the  nnit-Toliune,  while  others 
prefer  to  use  the  litre  itself  as  the  unit. 

Three  condensation-ratios  are  exhibited  in  these  tables.  In  the 
first  the  condensation  is  0 ;  in  the  second  it  is  ^,  and  in  the  third 
it  is  I .  The  typical  character  of  the  three  compounds,  chlorhy- 
dric  acid,  water,  and  ammonia,  is  also  clearly  brought  out ;  each 
of  these  bodies  represents  a  group  of  compounds  which  obey  the 
same  structural  law.  The  tables  also  show  very  clearly  the  fact 
that  very  unequal  weights  of  the  compounds  tabulated  occupy 
equal  spaces,  under  the  same  conditions  of  temperature  and  pres- 
sure. The  space  occupied  by  the  compound  molecule  is,  in  each 
case,  exactly  twice  the  unit- volume. 

259.  The  symbols  H,  CI,  0,  and  N  represent  the  relatire 
weights  of  the  same  volume  of  four  elements  which  are  gaseous 
at  common  temperatures  and  pressures ;  the  symbols  Br,  I,  S, 
and  Se,  represent  the  relative  unit-volume  weights  of  four  other 
elements  which  are  not  gases  under  the  ordinary  atmospheric 
conditions,  but  which  can  be  converted  into  gases  at  a  higher 
temperature.  At  this  higher  temperature  their  unit-volume 
weights  have  been  experimentally  determined,  and  from  these 
observed  volume-weights,  the  unit-volume  weights  which  they 
would  possess  at  the  ordinary  pressure  and  temperature  have  been 
deduced.  The  symbols  of  these  eight  elements,  therefore,  repre- 
sent at  once  the  combining  weights  and  the  relative  weights  of 
equal  volumes  (specific  gravities)  of  these  substances  in  the  gaseous 
state.  In  the  present  state  of  the  science,  these  eight  symbols 
are  the  only  ones  of  which  this  can  be  affirmed ;  tellurium  would 
undoubtedly  make  a  ninth,  if  the  relative  size  of  its  combining 
weight  had  been  experimentally  determined,  but  until  this  deter- 
mination has  been  made,  the  symbol  Te  represents  only  the  com- 
bining weight  of  the  element,  and  not  its  equal-volume  weight  as 
well. 

The  relative  sizes  of  tiie  combining  weights  of  four  other  ele- 
ments in  the  state  of  vapor,  have  been  experimentally  ascertained. 
These  four  elements  are  arsenic,  phosphorus,  cadmium,  and  mer- 
cury. When  we  come  to  study  these  elements,  we  shall  find  that 
the  symbols  of  arsenic  and  phosphorus,  namely.  As  and  P,  repre- 
sent only  the  half-volume  weights  of  these  two  bodies,  while  the 
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symbols  of  cadmium  and  mercuxy  represent  the  two-volume 
weights  of  the^  volatile  metals.  Coincidence  of  the  combining 
weight  and  the  volume-weight  has  been  established  for  eight 
elements;  discrepancy  between  the  combining  weight  and  the 
volume- weight  has  been  proved  for  four  elements;  of  the  re- 
maining elements,  constituting  more  than  four-fifths  of  the  whole 
number,  the  equal-volume  weights  are  wholly  unknown,  inas- 
much as  these  elements  have  never  been  converted  into  vapor 
under  conditions  which  permit  the  experimental  determination  of 
the  equal-volume  weights  of  their  vapors.  For  example,  the 
symbols  Na  and  E  represent  the  combining  weights  of  these  two 
metals ;  but  they  can  be  held  to  represent  the  weights  of  the 
unit-volumes  of  these  metals  only  by  pure  assumption,  or,  at  best, 
on  the  uncertain  evidence  of  analogies,  since  the  unit-volume 
weights  of  these  metals,  when  converted  by  intense  heat  into 
gases,  have  never  yet  been  determined.  As  the  great  majority 
of  the  known  elements  cannot  be  volatilized,  or  made  gaseous,  by 
the  highest  temperatures  as  yet  at  our  command,  under  conditions 
which  permit  the  chemist  to  experiment  with  the  gases  produced, 
it  is  plain  that  composition  by  weight  is,  in  the  present  state  of 
chemistry,  of  far  greater  practical  importance  than  composition  by 
volume.  The  symbols  of  all  the  elements  represent  their  com- 
bining weights,  as  determined  by  ponderal  analysis ;  the  symbols 
of  eight  elements  represent  also  the  equal- volume  weights  of  the 
substances  they  stand  for.  These  eight  elements,  though  few  in 
number,  are  nevertheless  the  leading  dements  in  inorganio 
chemistry. 

260.  The  volume  of  the  molecule  of  every  compound  gas  in  the 
above  tables  is  twice  that  occupied  by  the  atom  of  l^ydrogen.  Two 
Tolumes  of  compound  gas  invariably  result  from  the  chemical 
combination  of  one  volume  of  hydrogen  with  one  volume  of  chlo- 
rine, of  two  volumes  of  hydrogen  with  one  of  oxygen,  of  three 
Tolumes  of  hydrogen  with  one  of  nitrogen,  and  these  instances 
are  but  types  of  large  classes  of  chemical  reactions.  In  organic 
chemistry  the  same  law  holds  good  for  a  great  multitude  of  com- 
plicated compounds  of  carbon;  the  molecule  of  every  organic 
compound  in  the  state  of  vapor  occupies  a  volume  twice  as  large 
as  that  occupied  by  an  atom  of  hydrogen,  or,  in  other  words, 
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twice  the  unit-volume,    l^his  doubled  volume  is  often  called  the 
normal  or  |>roc^tec^- volume  of  a  compound  gas.     Since  the  com- 
bining weight  of  a  compound  gas  or  vapor  occupies  two  unit- 
volumes,  it  is  obvious  that  the  weight  of  one  volume,  which  is  the 
specific  gravity  of  the  gas  or  vapor,  is  deduced  from  the  combining 
weight  by  dividing  the  latter  by  two.     The  specific  gravity  of  a 
compound  gas  or  vapor  is,  therefore,  ono-half  its  combining  weight. 
261.  Molecular  condition  of  elementary  gases, — Bearing  in  mind 
our  definitions  of  atom  and  molecule  (§§  38,  39),  let  us  inquire 
what  inferences  concerning  the  molecular  condition  of  simple 
gases  in  a  free  state  can  be  legitimately  drawn  from  our  know- 
ledge of  the  molecular  condition  of  compound  gases.     To  give 
definiteness  to  our  conceptions,  let  us  assume  the  unit-volume  of 
the  elements  to  be  one  litre ;  the  product- volume  of  a  compound 
will  then  be  two  litres.    Two  litres,  the  product-volume,  of  chlor- 
hydiic  acid  gas  are  made  up  of  one  litre  of  hydrogen  and  one 
litre  of  chlorine,  united  without  condensation,  and  each  molecule 
of  chlorhydric  acid  must  contain  at  least  one  atom  of  hydrogen 
and  one  of  chlorine.    In  these  two  litres  of  chlorhydric  acid  there 
must  be  some  definite  number  of  molecules ;  the  number  is,  of 
course,  indeterminable ;  but  let  us  assign  to  it  some  numeric  al 
value,  say  1000,  in  order  to  give  clearness  to  our  reasoning.    One 
litre  of  chlorhydric  acid  will  then  contain  500  molecules,  and  since 
equal  volumes  of  all  gases,  whether  simple  or  compound,  are 
assumed  to  contain,  under  like  conditions,  the  same  numbers  of 
molecules  (§  39),  one  litre  of  hydrogen  or  of  chlorine  will  also 
contain  500  molecules.     But  the  one  litre  of  hydrogen  and  the  one 
litre  of  chlorine,  which,  by  uniting,  produced  2  litres  slOOO 
molecales  of  chlorhydric  acid,  must  each  have  contained  1000 
atoms  of  hydrogen  and  of  chlorine  respectively,  for  each  molecule 
of  chlorhydric  acid  demands  an  atom  of  hydrogen  and  an  atom  of 
chlorine.     The  litre  of  hydrogen,  or  of  chlorine,  then,  contains 
500  molecules,  but  1000  atoms, — each  molecule  of  the  simple  gas 
being  made  up  of  two  atoms  of  the  single  element,  just  as  each 
molecule  of  the  compound  gas  under  review  is  composed  of  two 
atoms,  one  of  hydrogen  and  one  of  chlorine.     It  is  clear  that  this 
train  of  reasoning  is  independent  of  the  particular  munerioil 
T&Lue  assumed  as  the  number  of  molecules  in  two  litres  of  chlor- 
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liydric  acid.     If,  therefore,  the  molecnle  of  chlorhydrio  add  is 
represented  by  the  formula  HCl,  and  the  diagram 


+ 

Ul 

= 

T 

HCl 

A. 

there  is  good  reason  to  assign  to  free  hydrogen  and  free  chlorine 
the  formulsB  HH  and  ClCl,  and  to  represent  the  constitution  of 
all  uncombined  gases  by  such  diagrams  as 


• 


Upon  these  models  the  molecular  formulae  of  all  the  elements 
iKrith  which  we  have  become  acquainted  might  readily  be  written. 
It  is  only  in  a  free  state  that  the  elementary  gases  and  vapors  are 
thus  conceived  to  exist  as  molecules ;  when  they  enter  into  com- 
bination, it  is  by  atoms  rather  than  by  molecules.  An  atom  of 
hydrogen  unites  with  an  atom  of  chlorine ;  three  atoms  of  hydro- 
gen combine  with  one  of  nitrogen. 

If  this  view  of  the  molecular  structure  of  free  elementary  gases 
and  vapors  be  correct,  perfect  consistency  would  require  that  no 
equation  should  ever  be  written  in  such  a  manner  as  to  represent 
less  than  two  atoms,  or  one  molecule,  of  an  element  in  a  free  state 
as  either  entering  into  or  issuing  from  a  chemical  reaction.  Thus 
instead  of  H,+0=H,0,  N+SH^NH,,  HCl+Na=Naa+H, 
it  would  be  necessary  to  write 

2HH  +  00  «  2H,0,  NN  +  3HH  =  2NH^ 

2HC1  +  NaNa  =  2NaCl  +  HH- 

We  have  not  heretofore  conformed  to  this  theoretical  rule,  and 
do  not  propose  to  do  so  in  the  succeeding  pages,  and  this  for  two 
reasons : — ^first,  because  many  equations,  representing  chemical  re- 
actions, must  be  multiplied  by  two  in  order  to  bring  them  into  con- 
formity with  this  hypothesis  concerning  molecular  structure ;  the 
equations  are  thus  rendered  unduly  complex ;  secondly,  because, 
in  undertaking  to  make  chemical  equations  express  the  molecular 
constitution  of  elements  and  compounds,  as  well  as  the  equality 
of  the  atomic  weights  on  each  side  of  the  sign  of  equality,  there 
is  imminent  danger  of  taking  the  student  away  fh>m  the  sure 
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ground  of  fact  and  experimental  demonstration,  into  an  uncer- 
tain region  of  hypotheses  based  only  on  definitions  and  analogies. 
The  symbol  Na  represents  23  proportional  parts  by  weight  of  the 
metal  sodinm ;  of  the  molecular  symbol  NaNa,  the  most  that  can 
be  said  is,  that  some  strong  analogies  justify  us  in  assuming,  for 
the  present,  in  default  of  any  experimental  evidence  on  the  sub- 
ject, that  a  molecule  of  free  sodium  gas,  if  we  could  get  at  it, 
would  be  found  to  consist  of  two  least  combining  parts  by  weight 
of  sodium.  We  know  as  much,  at  least,  of  the  molecular  struc- 
ture of  sodium  as  we  ^o  of  foiir-fifths  of  the  recognized  chemical 
elements.  For  the  present,  the  biatomic  structure  of  the  mole- 
cule of  a  simple  gas  or  vapor  in  the  free  state  must  take  place,  in 
an  elementary  manual,  as  an  ingenious  and  philosophical  hypo- 
thesis, rather  than  as  a  general  and  indubitable  fact. 


CHAPTEft  XYL 

PHOBPHOBVB. 

262.  Phosphorus  occurs  somewhat  abundantly  and  very  widely 
diflfiosed  in  nature.  It  is  never  found  in  the  free  state,  but  almost 
always  in  combination  with  oxygen  and  some  one  of  the  metals. 
The  most  abundant  of  its  compounds  is  phosphate  of  calcium ; 
small  quantities  of  this  mineral  are  found  in  most  rocks  and  soils, 
and  in  several  localities  it  occurs  in  large  beds.  Phosphate  of 
calcium  is  the  chief  mineral  constituent  of  the  bones  of  animals ; 
it  contains  one-fifth  of  its  own  weight  of  phosphorus.  The  pro- 
portion of  phosphorus  present  in  most  of  the  ordinary  rocks,  and 
in  the  soils  which  have  resulted  from  their  disintegration,  is 
usually  very  small,  and  phosphorus  would  be  an  exceedingly 
costly  substance  if  we  were  compelled  to  collect  it  directly  from 
this  source ;  but  it  so  happens  that  the  phosphorus-compounds 
are  important  articles  of  food  for  plants  and  animals,  and  it  il 
easy  to  obtain  through  their  intervention  the  phosphorus  which 
was  before  widely  difiPiised,  but  has  been  by  them  concentrated. 

p 
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Growing  plants  seek  out  and  eolleot  the  traces  of  phosphorus- 
compounds  which  exist  in  the  soil ;  the  herbivorous  animals  in 
their  turn  consume  the  phosphorus  which  has  been  accumulated 
by  the  plants,  and  from  the  bones  of  animals  chemists  and  manu- 
facturers derive  the  phosphorus  of  which  they  stand  in  need. 

Like  oxyi^n  and  sulphur,  phosphorus  occurs  in  several  distinct 
allotropic  modifications.  Of  these,  the  best-known  are  called  re- 
spectively ordinary  phosphorus  and  red  phosphorus. 

263.  Ordinary  phosphorus,  when  perfectly  pure,  is  a  trans- 
parent, colorless,  wax-like  solid  of  1*8  specific  gravity,  which,  when 
freshly  cut,  emits  an  odor  like  garlic,  though  under  oi*dinary  con- 
ditions this  odor  is  overpowered  by  the  odor  of  ozone,  which,  as 
has  been  previously  stated  (§  164),  is  developed  when  phosphorus 
is  exposed  to  the  air.  It  unites  with  oxygen  readily,  even  at  the 
ordinary  temperature  of  the  air,  and  with  great  energy  at  some- 
what higher  temperatures  (above  60°) ;  when  in  contact  with  air 
it  is  all  the  while  undergoing  slow  combustion. 

Exp,  106.  Thoroughly  wash  a  piece  of  phosphorus  by  rinsing  it  in 
successive  large  quantities  of  water ;  place  it,  for  a  moment,  upon  a 
sheet  of  filter-paper,  in  order  that  a  portion  of  the  water  adhering  to 
it  may  be  removed,  then  lay  it  upon  a  dean  porcelain  capsule,  and  at 
short  intervals  press  against  it  a  slip  of  blue  litmus  paper.  In  a  very 
few  moments  the  color  of  the  paper  will  be  changed  to  red ;  for  the  pro- 
ducts of  the  oxidation  of  phosphonia  axe  add,  and  they  are  formed 
with  great  rapidity. 

If  the  temperature  of  the  slowly  burning  phosphorus  be  slightly 
increased  in  any  way,  the  mass  will  burst  into  fiame  and  be  rapidly 
consumed .  On  account  of  this  extreme  inflamm  ability,  phosphorus 
must  always  be  kept  under  water ;  it  is  best  also  to  cut  it  under 
water,  lest  it  become  heated  to  the  kindling-point  by  the  warmth 
«f  the  hand  or  by  friction  against  the  knife.  When  wanted  for 
use,  the  phosphorus  is  taken  from  the  water  and  dried  by  gently 
pressing  it  between  pieces  of  blotting-paper. 

Phosphorus  must  always  be  handled  with  great  caution  ;  for 
when  once  on  ^re^  it  is  exceedingly  difficult  to  extinguish  it,  and, 
in  oase  it  happens  to  bum  upon  the  flesh,  painful  wounds  are  in- 
ilioted,  which  are  exceedingly  difficult  to  heal.  Whenever  phos- 
l^orus  ia  cut  or  broken,  care  must  likewise  to  token  that  no  small 
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tragittVDia  of  it  fbll  anobserred  into  cracks  of  die  table  or  fioor, 
where  they  migbt  robaeqneiitly  take  fire. 

£xp.  107. — Hip  a  piece  of  pbosphonu,  u  large  as  a  small  pea,  be- 
tween two  bits  of  wood,  in  such  manuer  that  a  part  of  the  phoapbotw 
ahall  project  below  the  wood ;  rub  the  phosphorus  strongly  upon  a  sheet 
of  coane  p^er ;  it  will  take  fiie  at  the  teinperatiue  developed  bj  the 
Miction. 

264.  On  account  of  this  eas^  inflammability  by  friction,  phos- 
phoi-uB  is  ezteneiTely  employed  for  making  matches.  The  matter 
upon  the  end  of  an  ordinary  friction  match  nenBlly  contains  a 
little  phospfaonie,  together  with  some  substance  capable  of  sup- 
plying oxygen,  snoh  as  red-lead,  black  oxide  of  manganese,  salt- 
petre, or  chlorate  of  potassium.  The  phospbonis  aod  tbe  oxidieing 
agent  are  kneaded  into  a  paste  made  of  gine  or  gum,  and  the 
wooden  mateh-stioks,  the  ends  of  which  have  previously  been 
dipped  in  melted  sulphur,  are  touched  to  the  surface  of  the  phos- 
phorized  paat«,  so  that  the  aalphured  points  shall  receive  a  coating 
of  it.  The  sulphur  serves  merely  as  a  kindling  material  which, 
.as  it  were,  passee  along  the  Are  from  the  phosphorus  to  the  wood. 
By  mbbing  the  dried,  coated  point  of  the  match  against  a  rough 
flttiface,  heat  enoijAlt  je  developed  to  bring  about  chemical  action 
between  the  phosphorus  and  the  oxygen  of  the  other  ingredient, 
combostion  ensues,  the  sulphur  becomes  hot  enough  to  take  on 
oxygen  ^m  the  air,  and  finally  the  wood  is  involved  in  the  play 
of  chemical  force. 

.Erp.  108. — Put  a  piece  of  phosphorus,  as  big  se  a  grain  of  wheat, 
upon  a  piece  of  filter-piiper,  and  sprinkle  over  it  some  Ismpblack  or 
powdered  bone-black.  The  phosphoms  will  melt  after  a  time,  aud  will 
finally  take  fire.    As  will  be  more  fully  explained  hereafter,  under 
carbon,  the  porous,  finely  divided  lampblack  has  the  power  of  absoriH 
ing  and  condenung  within  its  pores  much  oxygen  : 
is  developed  by  the  act  of  condensation,  and,  at  tlie 
ia  brought  into  very  intimate  contact  with  the  phos] 
with  the  vapor  of  phoapborus  which  ia  condensed 
together  with  the  oxv^eo,  so  that  chemical  actio] 
ultimately  ftre.     lioth  the  lampblack  and  the  paper 
of  beat ;  they  prevent  the  phosphorus  from  losing  1 
t^  the  condensation  and  by  tbe  alow  action  of  oxyg 

It  ia  rema^ble  that  when  dry  phosphorus,  in 
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laid  upon  fine  featheiSy  wool,  lint,  flannel,  dry  wood,  or  other  non-con^ 
ducting  substances,  it  quickly  melts,  and  readily  inflames  upon  the 
slightest  friction,  heat  enough  being  produced  by  the  slow  combustion 
of  the  phosphorus  to  fuse  it,  if  only  this  heat  can  be  retained  by  some 
l)ad  conductor. 

265.  At  the  ordinary  temperature  of  the  air,  and  still  more 
at  somewhat  higher  temperatures,*  phosphorus  shines  with  a 
greenish-white  light,  as  may  be  seen  by  placing  the  phosphorus 
in  the  dark  ;  hence  the  name,  phosphorus,  from  Grreek  words  sig- 
nifying light-bearing.  This  phosphorescence  is  seen  when  an 
ordinary  friction-match  is  rubbed  against  any  surface  in  a  dark 
room.  Although  the  phenomena  of  phosphorescence  and  of  oxida- 
tion, or  slow  combustion,  occur  simultaneously  when  phosphorus 
is  exposed  to  the  air,  it  does  not  appear  that  the  phosphorescence 
is  a  consequence  of  the  oxidation ;  for  phosphorus  shines  not  only 
in  the  air,  but  also  when  placed  in  an  atmosphere  of  pure  hydro- 
gen, or  nitrogen,  or  carbonic  acid,  or  even  in  a  vacuum,  though 
the  light  emitted  by  phosphorus  in  these  inert  gaaes  is  of  different 
appearance  from  that  developed  in  presence  of  oxygen. 

266.  In  warm  weather  phosphorus  is  soft  and^omewhat 
flexible ;  it  may  then  be  bent  without  bre4||^£{  can  be  scratched 
with  the  nail  and  cut  with  a  knife  like  wax  }^mt  at  0%  it  is  brittle, 
and  exhibits  a  crystalline  fracture  when  bFok^.  It  melts  at 
44^,  forming  a  viscid  oily  liquid,  which  boils  at  about  290°,  and 
is  converted  into  colorless  vapor.  Phosphorus  can  readily  be  dis- 
tilled in  a  retort  filled  with  some  inert  gas,  like  hydrogen,  nitro- 
gen, or  carbonic  acid.  The  specific  gravity  of  its  vapor  has  been 
found  to  be  62-1.  Contrary  to  all  our  previous  experience,  how- 
ever, the  density  of  phosphorus  is  not  identic&l  with  its  atomic 
weight,  a  point  which  will  be  discussed  when  the  compounds  of 
phosphorus  and  hydrogen  are  treated  of. 

On  being  heated  to  about  230*^,  out  of  contact  with  air,  it  is 
converted  into  red  phosphorus.  (See  Exp.  111.)  By  exposure 
to  light,  also,  phosphorus  undergoes  a  certain  amount  of  change  ; 
hence  it  is  rarely  seen  in  the  perfectly  colorless,  transpsu^nt  con- 
dition which  it  exhibits  when  recently  prepared  and  perfectly 
pure.  The  phosphorus  of  commerce  is  usually  of  a  light  amber- 
color.    When  kept  for  some  time  under  water,  phosphorus  be- 
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comes  covered  with  a  white  optujae  coatings,  which  appears  t^i  he 
a  result  of  the  oxidizing  action  of  air  held  Id  solution  by  the 
water  ;  the  sur&ce  of  the  phosphorus  is  irregularly  corroded  by 
this  dissolved  oxygen,  and  is  thus  roughened  and  made  opaque, 
in  mtich  the  same  way  that  the  transparency  of  glass  is  destroyed 
by  grinding  one  of  its  surfaces.  It  is  noticed,  for  that  matter, 
that  the  water  in  which  phosphorus  ie  kept  soon  becomes  strongly 
acid  ;  for  it  dissolves  the  oxygenated  compounds  which  are  pro- 
duced by  the  action  of  the  dissolved  air  upon  the  pboBphorue. 
The  specific  heat  of  solid  phosphorus  is  0-1788 ;  of  liquid  phos- 
phorus, 02045.  It  is  a  non-conductor  of  electricity,  both  in  the 
solid  and  in  the  liquid  state. 

Phosphorus  is  insoluble  in  water,  but  is  somewhat  soluble  in 
ether,  petroleum,  benzine,  oil  of  turpentine,  and  other  oils  j  it 
dissolves  abundantly  in  bisulphide  of  carbon,  in  chloride  of  sul- 
phur, and  in  sulphide  of  phosphorus, 

Exp.  100.— Pour  into  a  phial  of  the  capacity  of  80  or  90  c,  c,  10 
or  12  c,  c  of  bisulphide  of  carbon,  aud  throw  into  this  liquid  a  bit  of 
phosphorus  aa  large  ssa  pea.  Cork  the  phial,  and  shake  its  cootents, 
at  interval?,  untiUhephoaphorushas  dissolved.  Freserve  the  solutioD 
for  use  in  sutiaequent  experiments. 
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fire,  if  the  material  npon  which  it  has  been  deposited  is  a  bad 
conductor  of  heat. 

Rrp.  110. — Pour  some  of  the  solution  of  phosphorus  obtained  ii* 
Exp.  109,  upon  a  sheet  of  filter-paper,  and  hang  the  paper  upon  the 
iron  stand  in  such  manner  that  the  bisulphide  ot  carbon  may  freely 
evaporate.  The  paper  will  soon  burst  into  ilame.  It  will  be  noticed 
that  the  paper  is  not  completely  consumed,  but  that  a  very  considerable 
residue  of  carbon  remains  imbumed.  This  depends  upon  the  fact  that 
the  product  of  the  combustion  of  the  phosphorus,  phosphoric  acid, 
quickly  covers  the  paper  with  a  varnish  which  is  not  only  incombustible 
in  itself,  but  is  quite  impervious  to  air. 

In  lack  of  bisulphide  of  carbon,  this  experiment  can  be  performed 
with  the  ethereal  solution  of  phosphorus,  prepared  in  the  manner  de- 
scribed in  Exp.  109,  excepting  that  common  ether  is  substituted  for 
the  bisulphide,  and  that  the  mixture  is  left  to  digest  for  a  day  or  two. 

269.  Ordinary  phosphorus  is  a  violent  poison,  a  few  decigram- 
mes of  it  being  sufficient  to  destroy  human  life.  It  is  the  efficient 
ingredient  of  many  preparations  used  for  poisoning  rats,  cock- 
roaches, and  other  vermin.  Phosphorus  evaporates  rather  freely 
at  the  ordinary  temperature  of  the  air ;  and  the  vapor  has  been 
found  to  be  exceedingly  injurious  to  persons  constantly  exposed 
to  it.  The  makers  of  friction  matches  are  subject  to  a  homble 
wasting  disease,  one  of  the  symptoms  of  which  is  the  destruction 
of  the  bones  of  the  jaws. 

270.  When  phosphorus  bums  with  flame  in  free  air,  two  atomB 
of  it  unite  with  five  atoms  of  oxygen,  and  there  is  formed  the 
compound  of  P,0, ;  this  highest  oxide  of  phosphorus  is  called 
phosphoric  acid.  This  eompound  occurs  in  bones,  and  from  it 
phosphorus  is  prepared.  Bone-earth,  that  portion  of  bones  which 
remains  after  idl  the  organic  matter  has  been  burnt  off  in  the 
fire,  consists*  mainly  of  triphosphate  of  calcium,  Ca,PjOg.  In 
order  to  A^ttiphosphoms  from  bone-earth,  the  calcium  and  the 
oxygen  mxERpooth  be  removed ;  the  calcium  is  removed  by  means 
of  sulphuric  add,  the  oxygen  by  means  of  hot  charcoal.  Bones 
are  bunit  to  a  whito  ash  (calcined,  as  the  term  is),  then  finely 
powdered  and  mixed  with  a  quantity  of  dilute  sulphuric  add. 
The  sulphuric  add  removes  two  of  the  atoms  of  calcium  and 
forms  sulphate  of  calcium,  while  there  remains  monophosphate  of 


MANDFAOnrBX  OT  PHOSPHORUS.  215 

calcium  (superphosphate  of  lime)  in  accordance  with  the  follow- 
ing reaction : — 

Ca,P,0,  +  2H,80^  =  CaH.P.O,  +  2Ca80,. 

It  will  he  rememhered  that  one  atom  of  calcium  replaces  two 
atoms  of  hydrogen.  (See  p.  89.) 

The  solution  of  monophosphate  of  calcium  is  then  filtered  off 
from  the  insoluhle  sulphate  of  calcium,  and  evaporated  to  the 
oonsistence  of  sjrup ;  the  syrup  is  mixed  with  powdered  charcoal^ 
and  the  mixture  dried  at  a  dull  red  heat ;  hy  this  means  a  quan- 
tity of  water  is  expelled  from  the  monophosphate : — 

CaH^P.O^  =  CaP.O,  +  2H:,0. 

The  porous  dry  mixture  is  finally  placed  in  retorts  of  fireclay 
and  intensely  ignited.  At  high  temperatures,  charcoal  is  a 
powerful  deoxidizing  agent;  it  takes  away  oxygen  from  the 
phosphate  of  calcium,  and  forms  carhonic  oxide,  which  goes  off 
as  a  gas ;  phosphorus  is  thus  set  free,  and  distilling  over  into  an 
appropriate  receiver,  is  condensed  under  cold  water,  a  quantity 
of  triphosphate  of  calcium  is  at  the  same  time  reproduced  and 
remains  in  the  retort : — 

3CaP,0,  +  IOC  =  lOCO  +  4P  +  Ca.P.O,. 

If  a  quantity  of  sand  (silicic  acid)  he  added  to  the  mixture  of 
charcoal  and  monophosphate,  the  whole  of  the  phosphorus  can 
he  expelled, — the  phosphate  of  calcium,  which  would  otherwise 
escape  decomposition,  heing  entirely  converted  into  silicate  of 
calcium* 

2CaP,0,  +  2SiO,  +  IOC  =  lOCO  +  4P  +  2CaSiO,. 

Another  proposed  method  is  to  pass  chlorhydric  acid  gas  over  a 
mixture  of  hone  phosphate  and  charcoal,  maintained  at  a  red 
heat,  in  a  cylinder  of  fireclay.  By  this  means  all  of  the  phos- 
phorus is  set  free  and  chloride  of  calcium  remains : — 

Ca,P,Og  +  8C  -h  6HC1  =  3CaCl,  +  SCO  +   6B:  +  2P. 

The  crude  phosphorus  thus  ohtained  is  remelted,  and  purified  hy 
filtration,  redistillation,  and  hy  chemical  treatment  with  a  mixture 
of  hichromate  of  potassium  and  sulphuric  acid,  which  oxidizes 
the  principal  contaminations.    The  purified  phosphorus  is  finally 


216  BED  PH0AP90BU8. 

remelted  and  oast  into  the  sticks  or  cakes  in  which  it  is  ionnd  in 
commerce. 

271.  Bed  Phosphorus, — ^This  remarkable  allotropic  modifica- 
tion of  phosphorus  is  a  body  as  unlike  ordinal  y  phosphorus  in 
most  respects  as  could  well  be  conceived.  It  is  of  a  scarlet-red 
color,  has  neither  odor  nor  taste,  is  not  poisonous  so  far  as  is 
known,  is  not  phosphorescent,  does  not  take  fire  at  ordinary  tem- 
peratures, is  insoluble  in  bisulphide  of  carbon,  and  in  general 
behaves  altogether  differently  from  the  ordinary  modification. 
Yet  it  is  no  difficult  matter  to  change  one  of  these  modifications 
into  the  other.  For  example,  if  red  phosphorus  be  heated  to 
about  260°,  in  an  atmosphere  of  nitrogen,  or  other  inert  gas,  it 
wiU  pass  into  the  condition  of  ordinary  phosphorus  without  under- 
going any  alteration  of  weight,  or,  in  other  words,  without  ab- 
sorbing or  disengaging  anything. 

Bxp,  111. — ^In  a  narrow  glass  tube,  No.  6,  about  30  cm.  long  and 
closed  at  one  end,  place  a  quantity  of  red  phosphorus  as  large  as  a  small 
pea ;  heat  the  phosphorus  gently  over  the  gas-lamp,  and  note  that  a 
stlblimate  of  a  light-colored  substance  is  quickly  deposited  upon  the 
cold  walls  of  the  tube  a  short  distance  above  the  heated  portion.  This 
light-colored  sublimate  is  ordinary  phosphorus,  as  may  be  shown  by 
cutting  ofi^the  tube  just  below  the  sublimate,  after  the  glass  has  been 
allowed  to  cool,  and  then  scratching  the  coating  with  a  piece  of  wire ; 
the  coating  will  take  fire.  The  air  in  the  narrow  tube  employed  is  de- 
prived of  its  oxygen  by  the  combustion  of  a  small  portion  of  the  phos- 
phorus at  the  moment  of  its  transformation  from  the  red  to  the  ordinary 
condition ;  the  remaining  phosphorus  is  thus  enveloped  in  nitrogen  and 
BO  protected  from  further  loss.  • 

272.  Bed  phosphorus  is  itself  neither  volatile  nor  inflammable; 
it  neither  rises  as  vapor  nor  inflames  at  temperatures  lower  than 
260%  the  point  at  which  it  changes  into  ordinary  phosphorus  ;  at 
260°  it  suffers  no  alteration.  As  compared  with  ordinary  phos- 
phorus, it  may  be  said  that  red  phosphorus  can  be  handled 
without  danger,  and  that  it  may  be  kept  in  bottles  without 
special  precautions,  since  it  is  not  liable  to  take  fire  by  moderate 
Action ;  but  by  powerful  friction  heat  enough  may  be  evolved  to 
convert  it  into  ordinary  phosphorus,  and  if  it  be  even  moderately 
heated,  by  friction,  or  in  any  other  way,  in  contact  with  oxidizing 
agents,  it  instantiy  bursts  into  flame 
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JSn?.  112. — ^In  order  to  observe  the  comparatiYe  difficulty  of  infla- 
ming red  phosphorus^  lay  an  inverted  cover  of  a  porcelain  crucible  upon 
an  iron  triangle  upon  the  lamp-stfind ;  place  upon  the  cover;  which  may 
be  15  cm.  wide,  a  small  bit  of  ordinary  phosphorus,  and,  at  a  distance 
of  12  cm.,  the  same  quantity  of  red  phosphorus ;  heat  the  cover  gently 
and  gradually  over  the  gas-lamp.  The  ordinary  phosphorus  will  soon 
inflame  and  bum  away ;  but  a  considerable  space  of  time  v(  iU  elapse 
before  the  red  phosphorus  takes  fire. 

By  operating  in  vessels  filled  vnth  nitrogen,  or  some  other  gas  which 
had  no  chemical  action  upon  phosphorus,  the  precise  temperature  at 
which  the  red  phosphorus  ceases  to  exist  can  be  noted,  and  the  ordi- 
nary phosphorus  obtained  from  it  can  be  distilled  over  and  collected. 

273.  Red  phosphorus  has  been  obtained  in  crystals  by  dissolving 
common  phosphorus  in  melted  lead,  and  subjecting  the  fluid  mass 
to  a  high  temperature  for  several  hours  in  closed  tubes.  When  the 
lead  cools^  the  phosphorus  separates  in  thin  crystals,  whioh  have 
a  metallic  lustre  and  a  black  color ;  the  crystals,  however,  trans- 
mit a  yellowish-red  light,  and  the  thinnest  of  them  appear,  not 
black,  but  red.  These  crystals  of  red  phosphorus  are  generally 
enveloped  in  the  lead ;  but  the  lead  may  be  mostly  dissolved  away 
by  dilute  nitric  acid,  and  the  phosphorus  crystals  may  thus  be 
obtained  in  a  condition  of  comparative  purity.  They  are  not 
affected  by  exposure  to  the  air.  These  crystals  are  seen  under 
the  microscope  to  be  rhombohedrons ;  so  that  phosphorus,  like  the 
succeeding  members  of  the  family  of  elements  to  which  it  belongs, 
is  dimorphous,  presenting  forms  both  of  the  monometric  and  hexa- 
gonal systems. 

The* red  variety  of  phosphorus  has  been  not  inaptly  called 
fnetaUic  phosphorus,  crystallized  in  the  crystals  just  described,  and 
amorphous  in  the  usual  form  of  red  phosphorus.  The  crystallized 
metallic  phosphorus  is  less  volatile,  and  lias  a  higher  specific 
'  gravity  than  the  amorphous.  The  power  of  the  so-called  metallic 
phosphorus  to  conduct  electricity  is  small,  if  compared  with  that 
of  the  common  metals,  but  it  is  very  much  greater  than  the  con- 
ducting-power  of  colorless  phosphorus,  for  this  latter  substance  is 
generally  classed  with  the  insulators. 

The  specific  gravity  of  amorphous  red  phosphorus  is  2*14 ;  its 
specific  heat  is  0-1698.  When  dry,  it  undergoes  no  change  at  the 
ordinary  temperature  of  the  air ;  but  in  moist  air  it  oxidizes  very 
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slowlj.  It  is  easily  soluble  in  nitrio  acid,  which  oxidizes  it ;  and 
since  it  is  much  more  readily  dissolved  than  ordinary  phosphorus, 
the  latter  can  be  purified  from  any  contamination  of  red  phos- 
phorus, by  digesting  it  at  a  gentle  heat  in  dilute  nitric  acid. 

274.  Amorphous  red  phosphorus  is  prepared  by  maintaining 
ordinary  phosphorus,  for  some  time,  at  a  temperature  of  230°  to 
235^,  either  under  water  in  an  air-tight  vessel,  or  in  an  atmo- 
sphere of  some  gas  which  has  no  chemical  action  upon  phosphorus. 
It  is  manufactured  upon  the  large  scale  by  heating  ordinary 
phosphorus  in  a  cast-iron  vessel  provided  with  a  gas  delivery-tube 
dipping  into  mercury  outside  the  vessel,  in  such  manner  that,  while 
the  expanded  air  and  some  escaping  vapors  of  phosphorus  can 
pass  out,  no  air  can  enter  the  vessel.     About  200  kilos,  of  phos- 
phorus are  taken  for  a  single  charge ;  this  quantity  of  phosphorus 
is  maintained  during  ten  days  or  more,  as  nearly  as  may  be,  at 
the  temperature  of  240^,  care  being  taken  that  the  heat  shall,  at 
no  time,  much  exceed  this  limit.     Under  these  conditions,  the 
ordinary  phosphorus  slowly  changes  into  the  red  variety.     After 
the  phosphorus  has  been  exposed  durrg  the  time  which  the  pre- 
vious experience  of  the  manufacturer  has  shown  to  be  most  advan- 
tageous, the  apparatus  is  allowed  to  become  cold,  and  the  trans- 
muted phosphorus  is  found  adheiing  to  the  sides  of  the  vessel,  in 
the  shape  of  a  hard,  brittle,  brick-colored  coating,  which  can  be 
removed  by  means  of  hammer  and  chisel,  after  covering  it  with 
water.    It  is  ground  to  powder  under  water,  and  any  particles 
of  ordinary  phosphorus  which  have  escaped  change  are  removed 
from  it  by  means  of  bisulphide  of  carbon,  or  by  a  solution  of 
caustic  soda,  which  dissolves  ordinary  phosphorus  without  acting 
upon  the  red  modification. 

275.  Bed  phosphorus  is  employed,  to  a  certain  extent,  as  an 
adjunct  to  the  so-called  Mfeiy -matches.  Such  matches  contain 
no  phosphorus  in  themselves,  and  will  not  take  fire  readily  by 
friction  upon  an  ordinary  rough  surface,  though  they  burst  into 
flame  at  once  when  rubbed  upon  a  surface  specially  prepared 
with  red  phosphorus.  The  matter  upon  the  tips  of  safety-matches 
is  usually  a  mixture  of  chlorate  of  potassium  and  sulphide  of 
antimony,  made  into  a  paste  by  means  of  glue ;  the  surface  upon 
which  the  match  is  to  be  rubbed  is  composed  of  red  phosphoruSy 
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black  oxide  of  manganese,  and  glue.  In  favor  of  the  use  of  red 
phosphorus  for  nnftches  are  the  fac!»,  that,  unlike  ordinary  phos- 
phorus, it  is  not  deleterious  to  the  workmen  who  have  to  deal 
with  it,  and  that  it  is  far  less  liable  to  be  set  on  fire  by  accidental 
friction.  For  these  reasons,  the  manufacture  of  safety-matches 
has  been  encotiraged  by  the  governments  of  several  European 
countries,  and  such  matches  are  now  much  used  in  France  and 
upon  other  parts  of  the  continent,  though  they  are  manifestly  less 
convenient,  in  several  respects,  than  the  ordinary  matches,  which 
can  be  igoited  by  friction  upon  any  rough  surface. 

276.  Phosphorus  combines  readily  with  many  other  elements 
besides  oxygen.  The  ordinary  modification  of  phosphorus  com- 
bines violently  with  sulphur  at  temperatures  near  the  melting- 
point  of  sulphur,  the  act  of  combination  being  attended  with  vivid 
combustion  and  loud  explosion.  Red  phosphorus,  on  the  other 
hand,  does  not  combine  with  sulphur  at  temperatures  lower  than 
230°,  and  the  combustion,  though  rapid,  is  not  explosive.  With 
chlorine,  bromine,  and  iodine,  ordinary  phosphorus  unites  directly 
at  the  ordinary  temperature  of  the  air,  the  combination  being 
rapid  and  attended  with  inflammation.  Ked  phosphorus  also 
unites  with  chlorine,  bromine,  and  iodine  at  the  ordinary  tem- 
perature ;*  and  much  heat  is  evolved  dtring  the  act  of  combination, 
though  the  amount  of  heat  is  usually  insufficient  to  produce 
ignition. 

Phosphorus  unites  directly  with  most  of  the  metals  also ;  and 
several  of  the  compounds  thus  formed  closely  resemble  the  so- 
called  allays,  or  compounds  of  one  metal  with  another.  With 
hydrogen  it  forms  several  interesting  compounds,  which  will  be 
described  directly.  From  the  remarkable  facility  with  which  it 
combines  with  oxygen  (§§  263,  264),  it  follows  necessarily  that 
phosphorus  is  a  powerful  reducing  agent.  Many  oxygen  com- 
pounds can  be  decomposed  by  means  of  it.  When  immersed  in 
the  vapor  of  anhydrous  sulphuric  acid,  phosphorus  takes  fire  after 
a  time,  and  combines  with  the  oxygen  of  the  acid,  while  sulphur 
is  deposited.  Monohydrated  sulphuric  acid  is  reduced  to  sul- 
phurous acid,  while  phosphorous  acid  is  formed  :*- 

3H,S0^  +  2P  =  2H3PO,  +  3S0^ 
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A  solution  of  sulphurous  acid,  on  being  heated  with  phosphoruB, 
yields  phosphorous  and  sulphydric  acids,  as  fol]|^s : — 

SO,  +  4H,0  +  2P  =  2H,P03  +  H,S. 

When  gently  heated  with  chlorate  or  with  nitrate  of  potassium, 
or  with  other  highly  oxygenated  bodies,  like  the  peroxides  of  lead 
and  manganese,  phosphorus  combines  with  their  oxygen  so  rapidly 
that  an  explosion  ensues ;  heat  enough  to  bring  about  the  reaction 
can  be  developed  by  gentle  friction,  as  when  the  phosphorus  and 
the  other  ingredient  are  rubbed  together  upon  some  hard  surface. 
(Compare  §  264.) 

Exp.  113. — Provide  a  bit  of  ordinary  phosphorus,  as  large  as  a  pin's 
head,  also  an  equal  quantity  of  red  phosphorus ;  add  to  each  of  these 
portions  enough  finely  powdered  chlorate  of  potassium  to  cover  th^ 
phosphorus ;  fold  up  each  of  the  mixtures  tightly  and  separately  in  a 
small  piece  of  writing-paper ;  place  the  parcels,  one  after  the  other, 
upon  an  anvil  and  strike  them  sharply  with  a  hammer.  They  will  ex- 
plode with  violence. 

277.  Compounds  of  Phosphorus  and'  of  Hydrogen. — There  are 
three  compounds  of  phosphorus  and  hydrogen,  one  gaseous,  PH,, 
one  liquid,  PH,,  and  one  solid,  P^H,  at  ordinary  temperatures, 
'he  gaseous  compound,  or,  rather,  the  gaseous  compound  charged 
with^he  vapor  of  the  liqui^  compound,  is  somewhat  interesting, 
from  the  fact  that  it -takes  fire  spontaneously  immediately  on 
coming  into  contact  with  the  air. 

£xp.  114. — In  a  thin-bottomed  flask  of  about  140  c.  c.  capacity,  put 
1  gramme  of  phosphorus  and  115  c.  c.  of  potash-lye  of  1*27  specific 
gravity,  obtained  by  dissolving  40  grms.  of  hydrate  of  potassium  in 
110  c.  c.  of  water.  Pour  two  or  three  drops  of  ether  upon  the  liquid 
in  the  neck  of  the  flask,  then  close  the  flask  with  a  cork  carrying  a  long 
gas-delivery-tube  of  glass  No.  5,  Place  the  flask  over  the  gas-lamp, 
upon  the  wire-gauze  ring  of  the  iron  stand,  and  immerse  the  end  of 
the  delivery-tube  in  the  water-pan,  then  gently  heat  the  flask.  The 
ether  is  added  to  the  contents  of  the  flask  in  order  thaTfUelafSt  traces 
of  air  may  be  expelled  from  the  flask  by  the  vapor  which  arises  from 
this  highly  volatile  liquid  so  soon  as  it  is  warmed. 

Am  the  potash-lye  becomes  hot.  small  bubbles  of  gas  will  be  seen  to 
arise  from  the  surface  of  the  phosphorus,  and  in  a  short  time  large 
bubbles  of  gas  will  escape  from  the  delivery-tube  j  each  of  these  bub- 
bles, as  it  comes  in  contact  with  the  air  at  the  surface  of  the  water, 
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will  spoctaneonsly  bunt  into  flame,  and  bum  with  a  vivid  Hgbt  and 
the  formation  of,  kMutiful  rings  of  white  smoke,  if  the  air  be  not  dis- 
turbed by  draugflE  In  burning,  the  phosphuretted  hydrogen  is  con- 
verted into  phosphoric  acid  and  water,  or,  rather,  into  hydrated  phos- 
phoric acid ;  and  of  this  product  the  white  smoke  is,  of  course,  composed. 

2PH,  +  80  =  H,P,03. 

Exp,  115. — Place  a  small  inverted  bottle  fiiU  of  water  over  the  end 
of  the  delivery-tube  from  which  the  phosphuretted  hydrogen  is  esca- 
ping, as  in  Exp.  114,  and  collect  50  or  100  c.  c.  of  this  gas.  By  single 
bubbles  pass  the  gas  thus  collected  into  a  litre  bottle  half-full  of  oxygen 
standing  inverted  upon  a  shelf  in  the  water-pan.  The  phosphuretted 
hydrogen  will  bum  much  more  vividly  in  oxygen  than  in  the  air.  In 
case,  however,  several  successive  bubbles  of  the  gas  should  fail  to  in- 
flame on  coming  into  contact  with  the  oxygen,  the  experiment  must  be 
"Interrupted  and  the  oxygen  thrown  away,  for  the  introduction  of  an- 
other bubble  of  phosphuretted  hydrogen  into  this  explosive  mixture 
might  set  fire  to  it  and  so  shatter  the  bottle. 

278.  The  reaction  which  occurs  during  the  preparation  of 
phosphuretted  hydrogen  is  chiefly  between  water  and  phosphorus. 
Phosphorus  and  water  by  themselves  do  not  react  upon  each  other, 
but  when  in  presence  of  powerful  bases,  like  soda,  potash,  lime, 
or  baryta,  water  is  decomposed  by  phosphorus  with  formation  both 
of  oxygenated  and  hydrogenized  phosphorus  compounds : — 

3(K,0,H,0)  +  8P  +  6H,0  =  2PH,-*-|-  3(Kp,2H,0,P,0). 

HypophosphiU  of 
Potassium, 

Another  method  of  obtaining  phosphuretted  hydrogen  is  by 
decomposing  phosphide  oi  calcium  with  water. 

Exp.  116. — Prepare  a  number  of  small  baUs  or  sticks  of  quick  lime 
by  moulding  moistened  slaked  lime  into  these  forms  and  then  drying 
and  calcining  the  product  Select  a  tube  of  hard  glass.  No.  2,  close  it 
at  one  end,  and  place  two  or  three  pieces  of  phosphorus  as  large  as 
peas  at  the  closed  end ;  fill  the  tube  with  the  pellets  of  quick  lime, 
and  put  it  in  a  sheet-iron  trough  above  a  wire-gauze  gas-lamp,  in  the 
manner  depicted  in  Fig.  8.  To  prevent  the  melted  phosphorus  from 
flowing  against  the  quick  lime,  an  iron  nail  may  be  laid  beneath  that 
part  of  the  trough  which  is  farthest  from  the  phosphorus.  Heat  to 
redness  the  portion  of  the  tube  which  contains  the  lime,  and  then  cause 
the  vapor  of  phosphorus  to  pass  over  it  by  cautiously  heating  the  closed 
end  of  the  tube  with  an  ordinaiy  gas-lamp.    To  ensure  the  success  of 
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this  experiment,  that  portion  of  the  tube  which  oontains  the  pho«- 
phoroB  must  be  heated  so  slowly  that  none  of  Jj^  phosphorus  can 
escape  uncombined  through  the  lime.  After  th^^osphorus  has  all 
been  driven  forward  from  the  closed  end  of  the  tube,  the  open  end  of 
the  tube  should  be  stopped  with  a  cork  and  the  lamps  should  be  ez- 
tiiigfuished  ;  the  tube  is  then  left  at  rest  until  it  has  become  cold. 

When  a  piece  of  the  impure  phosphide  of  calcium  thus  obtained  is 
thrown  into  water,  it  elowly  decomposes  with  formation  of  hypophos- 
phite  of  calcium  and  disengagement  of  phosphuretted  hydrogen ;  the 
bubbles  of  gas  take  fire  as  they  reach  the  surface  of  the  water. 

279.  Besides  the  spontaneously  inflammable  gas,  there  is  another 
variety  of  phosphuretted  hydrogen  which  does  not  take  fire  of 
itself  in  the  air.  It  can  be  prepared  in  various  waya — for  example, 
by  heating  hypophosphorous  or  phosphorous  adds  (§§  286,  287). 
these  acids  being  resolved  by  heat  into  phosphoric  acid  and  phos- 
phuretted hydrogen : — 

Hypophoephorous  I  Empirical :  2H,P0,  =  PH,  +  H3PO4. 

Acii  ]  Dualistic :  6H,0,2P,0  =  2PH,  +  8H,0,P,0^ 

Phosphorous      j  Empirical :  4H,P0,  s=  PH,  4.  8H,I*0,. 

Acid.  1  Dualistic :  4(3H,0,P,03)=2PH3+a(3H,0,P,0,). 

The  non-inflammable  gas  is  regarded  as  pure  phosphuretted  hy- 
drogen, the  property  of  spontaneously  inflaming  possessed  by  the 
other  variety  being  supposed  to  depend  upon  the  presence  of 
minute  portions  of  sotne  foreign  substanee ;  the  vapor  of  liquid 
phosphuretted  hydrogen,  PH,,  produces  this  effect;  on  adding 
to  the  non-inflammable  gas  so  small  a  quantity  as  jo^th  of  its 
bulk  of  nitric  oxide,  it  acquires  the  property  of  inflaming  spon- 
taneously. 

Pure  phosphuretted  hydrogen  gas  is  colorless  and  highly  in- 
flammable ;  its  odor  is  fetid,  and  has  been  compared  to  that  of 
tainted  fish ;  it  is  slightly  soluble  in  water,  and  can  be  liquefied, 
but  has  not  yet  been  solidified.  Neither  the  gas  nor  its  solutions 
have  any  action  on  red  or  blue  litmus.  It  is  a  powerful  deoxi- 
dizing agent,  and  is,  in  general,  easily  decomposed.  Most  of  the 
metals,  when  heated  in  the  gas,  combine  with  its  phosphorus  and 
liberate  its  hydrogen,  just  as  we  have  seen  the  metal  potassium 
set  free  hydrogen  from  ammonia.  (See  p.  77.)  This  ready  de- 
composition of  the  gas  by  hot  metals  is  the  basis  of  the  method  of 
determining  its  composition  by  weight. 
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280.  Fhosphuretted  hydrogen  is  resolved  into  its  two  elements, 
and  the  proportional  weights, of  the  elements  which  enter  into 
its  composition  are  simultaneonsly  determined,  by  the  following 
process: — The  gas  is  passed  through  a  hard-glass  tube  (ji, 
Eig.  45),  filled  with  copper  turnings  and  heated  to  redness ;  the 

Fig.  45. 


copper  retains  all  the  phosphorus,  and  the  hydrogen  becomes  free. 
This  last  gas  is  carried  forward  through  a  second  tube,  B,  filled 
with  oxide  of  copper  heated  to  redness ;  the  hydrogen  combines 
with  the  oxygen  of  the  oxide  of  copper,  and  the  steam  thus 
formed  is  condensed  and  absorbed  in  a  third  tube,  0,  filled  with 
pumice-stone  soaked  in  sulphuric  acid.  (Appendix,  §  15.)  The 
tubes  A  and  C  are  weighed  both  before  and  after  the  experi- 
ment, and  the  augmentation  of  weight  gives  the  phosphorus  in 
A  and  the  water  in  G;  from  the  weight  of  the  water  is  calcu- 
lated the  weight  of  the  hydrogen  required  to  produce  it.  Care 
must  be  taken  that  the  tube  A  be  heated  so  moderately  as  not 
to  distort  it,  and  that  nothing  be  added  to  its  weight  by  deposi- 
tions from  the  lamp-flames  used  to  heat  it.  l{  is  also  necessary 
to  fill  the  tubes  with  nitrogen  gas  before  beginning  the  actual 
analysis,  and  to  sweep  them  out  with  nitrogen  at  the  end.  This 
operation  is  easily  performed  by  the  aid  of  a  small  gas-holder 
fuU  of  nitrogen.  It  has  thus  been  experimentally  proved  tliat 
any  given  weight  of  phosphuretted  hydrogen  contains  8*57  per 
cent,  of  hydrogen  and  91*43  per  cent,  of  phosphorus.  Now  it 
has  been  determined,  as  the  result  of  many  experiments  and  of 
a  careful  collation  of  the  formulae  of  all  known  compoands  of 
phosphorus,  that  the  least  proportional  weight  of  this  element 
which  enters  into  combination  is  31,  that  of  hydrogen  being  1 . 
The  proportion,        ^^.^g .  g.gy  =  81 :  x, 
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g;iyes  as  the  value  of  x,  2*905.  The  nearest  whole  number  is  3 ; 
and  the  discrepancy  may  be  attributed  to  defeq^  of  the  analy- 
tical process,  always  specially  to  be  feared  in  cases  like  the  pre- 
sent, where  the  quantity  of  one  ingredient  is  many  times  as  large 
as  that  of  the  other.  A  loss  of  matter,  or  error  in  weighing, 
which  would  amount  to  only  1  per  cent,  of  90  centigrammes, 
would  cause  an  error  of  more  than  11  per  cent,  on  8  centi- 
grammes. The  analysis  clearly  points  to  the  formula  PH,  as 
representing  the  composition  of  phosphuretted  hydrogen,  inas- 
much as  for  every  31  parts  by  weight  of  phosphorus,  the  gas 
contains  three  parts  by  weight  of  hydrogen.  This  result  is  par- 
tially corroborated  by  volumetric  analysis.  If  the  hydrogen  libe- 
rated from  any  measured  quantity  of  phosphuretted  hydrogen  by 
passing  the  gas  through  a  tube  filled  with  hot  metal,  be  accu- 
rately measured,  it  will  be  found  that,  for  every  two  volumes  of 
the  compound  gas,  three  volumes  of  hydrogen  are  set  free. 

Thus  far  the  composition  of  phosphuretted  hydrogen  has 
seemed  to  be  completely  analogous  to  that  of  ammonia  gas ;  but 
at  this  point  the  analogy  fails.  In  ammonia,  three  parts  by 
weight  of  hydrogen  are  combined  with  fourteen  of  nitrogen,  and 
three  volumes  of  hydrogen  are  united  with  one  volume  of  nitro- 
gen to  fozm  two  volumes  of  the  compound  gas.  If  the  paral- 
lelism between  NH,  and  PH,  were  perfect,  one  volume  of 
phosphorus-vapor  ought  to  be  united  with  the  three  volumes  of 
hydrogen  which  two  volumes  of  phosphuretted  hydrogen  invari- 
ably contain.  The  densities  of  phosphorus-vapor  and  of  phos- 
phuretted hydrogen,  as  experimentally  determined,  prove  that 
this  is  not  the  case.  The  unit-volume  being  that  volume  of 
hydrogen  which  weighs  1, 

From  the  weight  of  2  unit-volumes  of  PH,  (sp.  gr.  ea  1709) .  •  34*18 
Subtract  the  weight  of  3  unit-volames  of  hydrogen     .    •    .    •    3<X) 

And  there  remains  for  the  weight  of  the  phosphoros-vapor  .    .  31*16 

The  specific  gravity,  or  relative  weight  of  one  unit-volume  of 
phosphorus-vapor,  is  62*1,  as  has  been  already  mentioned.  Two 
volumes  of  phosphuretted  hydrogen,  therefore,  contain,  not  one 
volume,  but  only  half  a  volume  of  phosphorus-vapor.  The  atom 
of  phosphorus  weighing  31,  combines  with  the  same  quantity  of 
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hydrogen  by  weight  as  the  atom  of  nitrogen  weighing  14 ;  bat 
the  voluine  of  the  phoephoms  atom  is  only  one-half  the  volnme 
of  the  nitrogen  atonu  The  combining  weights  and  the  nnit- 
Tolnme  weights  of  all  the  elements  previonsly  studied  have  been 
identical;  but  the  combining  weight  of  phosphorus  must  be 
doubled  in  order  to  bring  it  into  coincidence  with  its  unit-volume 
weight.  The  volumetric  and  the  ponderal  composition  of  phos- 
phuretted  hydrogen  are  both  exhibited  in  the  annexed  diagram : — 

281.  This  difference  be- 
tween ammonia  and  phos- 
phuretted  hydrogen  is  com- 
pletely outweighed  by  the 
essential  likeness  in  com- 
position of  these  two  gases 
and  by  the  other  strildng 
analogies  which  exist  be- 
tween them.     When  one 
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or  more  of  the  hydrogen  atoms  in  phosphuretted  hydrogen  are 
replaced  by  certain  groups  of  elements,  which  in  organic  che- 
mistry play  the  part  of  elements,  compounds  are  obtained  which, 
like  ammonia,  neutralize  acids  and  are  strongly  alkaline.  Phos- 
phuretted hydrogen  itself  combines  with  certain  of  the  adds  in 
defiuite  proportions.  With  bromhydric  and  iodohydric  acids,  for 
example,  it  forms  crystalline  compounds  whose  composition  is 
represented  by  the  formulie  PH^Br  and  PHJ,— formuhe  which 
are  evidently  comparable  with  NH^Br  and  NH^I. 

282.  Liquid  Phosphuretted  Hydrogen  (PH,)  may  be  obtained 
by  passing  the  spontaneously  inflammable  gaseous  compound 
obtained  in  Exp.  114,  through  a  U-tube  surrounded  by  a  mix- 
ture of  ice  and  salt.  Under  these  conditions,  the  vapor  of  the 
liquid  compound,  which  was  diffosed  in  the  gas,  condenses  and 
separates.  Liquid  phosphuretted  hydrogen  is  colorless,  has  a  high 
rdracting-power,  and  is  not  miscible  with  water.  It  does  not 
solidify  at  —20^ ;  when  heated  to  SOP  or  40°  it  decomposes.  It 
is  exceedingly  inflammable,  and  bursts  into  flame  when  brought 
in  contact  with  the  air ;  when  a  small  quantity  of  its  vapor  is 
mingled  with  combustible  gases,  such  as  carbonic  oxide,  hydro*- 
gen,  or  carburetted  hydrogen,  these  gasea  acquire  the  property 
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of  inflammg  spontaneotuly.  When  exposed  to  sunlight,  it  is 
resolyed  into  gaseous  and  solid  phosphuretted  hydrogen : — 

6PH,  =  P,H  +  3PH,. 

283.  Solid  Photphuretted  Hydrogen  (P^  ?)  is  formed  by  ex- 
posing liquid  phosphuretted  hydrogen  to  sunshine,  or  by  acting 
upon  the  liquid  with  chlorhydrift  acid,  or  by  dissolving  phosphide 
of  calcium  in  strong  chIo|*hy<^c  acid.  It  is  a  compound  in- 
soluble in  water  or  alcoh9l;  bgi  soluble  in  warm  potash-lye  with 
liberation  of  gaseous  phospyiretted  hydrogen.  It  takes  fire  at 
about  150^,  and  is  of  a  yfllow  color,  but  becomes  red  when 
exposed  to  light. 

284.  Compovmda  of  Phosphorus  and  of  Oxygen, — Phosphorus 
unites  with  oxygen  in  four  different  proportions,  as  follows : — 

Oxide  of  Phosphorus,  P^O. 
Hypophosphorous  Acid,  P,0« 
Phosphorous  Acid,  P^O,. 
Phosphoric  Acid,  P,0,. 

An  of  these  compounds  exhibit  a  more  or  less  distinct  acid  cha- 
racter, especially  when  combined  with  water,  and  the  one  con- 
taining most  oxygen,  phosphoric  acid,  is  a  very  important  acid. 

285.  Oxide  of  PJiosphortu  (P^O). — When  ordinary  phosphorus 
is  burned  in  a  confined  volume  of  air  or  oxygen,  insufficient  for 
its  compldie  combustion,  there  will  be  found  mixed  with  the 
unconsumed  phosphorus,  after  the  chemical  action  h&  ceased, 
a  certain  quantity  of  a  red  powder,  which  is  the  oxide  of  phos- 
phorus now  in  question. 

£xp,  117. — Repeat  Exp.  13,  and  examine  the  red  mass  which  re- 
mains in  the  porcelain  capsule  after  it  has  been  sunk  in  the  water-pan 
and  thoroughly  cooled. 

Since  the  red  oxide  of  phosphoms  is  insoluble  in  bisulphide  of  car- 
bon, it  can  readily  be  obtained  in  a  state  of  purity  by  dissolving  in  this 
liquid  the  firoe  phosphorus  with  which  it  is  contaminate^k- 

Although  the  red  oxide  is  not  spontaneously  inflammable  by 
itself,  a  mixture  of  it  with  free  phosphorus,  such  as  the  residue 
from  the  preparation  of  nitrogen  (Exp.  13),  takes  fire  with  great 
ease,  being  even  more  readily  inflammable  than  phosphorus  alone. 
.Baoh  residues  must  be  handled  with  special  care. 
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Bed  oxid»  of  pho^orns  can  be  obtained  in  larger  quantititie 
by  bringing  a  str^m  of  oxygen  gas  into  contact  with  phosphoroa 
melted  under  hol^fibr. 

Exp,  118. — ^la^e  alfout A^cubic  centimetre  of  ordinary  phosphonu 
in  the  bottom  of  i  conicaljnst-glass,  or  wine-gla8%  and  pour  upon  it 
hot  water  enough  to  half  9l  the  glass;  the  phosphorus  will  melt,  bat 
cazmot  bum,  since  the  water  protects  it  from  contact  with  the  air,  and 
since  phosphorus  by  itself  is  incapable  of  decomposing  water.  By 
means  of  a  narrow  gas-delivery-tube  of  glass,  conduct  a  slow  stream  of 
oxygen  from  a  gas-holder  to  the  bottom  of  the  test-glass,  so  that  the 
oxygen  shall  come  into  immediate  contact  with  and  bubble  through 
the  melted  phosphorus.  The  phosphorus  will  bum  with  a  vivid  light 
beneath  tilie  water ;  red  oxide  of  phosphoras  will  be  formed,  and  will 
float  about  in  the  water,  from  which  it  may  be  separated  by  filtration. 

In  the  lack  of  oxygen,  air  may  be  forced  down  upon  the  phosphorus; 
even  the  impure  air  blown  from  the  mouth  will  answer  ;  but  with  air 
the  reaction  is  less  intense  than  with  oxygen :  hence,  when  it  is  em- 
ployed, the  experiment  had  better  be  performed  in  a  dark  room. 

Oxide  of  phosphoras  has  neither  taste  nor  smell.  On  being 
heated  to  350^  to  400^,  it  splits  up  into  phosphoric  acid  and  free 
phosphoras,  the  latter,  of  coarse,  taking  fire  in  case  oxygen  be 
present 

286.  ffypophosphoroui  Aeid  (B:,PaO,=  2H3PO,).— This  com- 
pound has  usually  been  classed  among  the  oxides  of  phosphoruSi 
on  the  supposition  that  it  might  be  possible  to  obtain  from  it  an 
anhydrous  oxide,  of  the  composition  P^^O ;  the  oxide  in  question 
has,  however,  never  yet  been  obtained. 

When  ordinary  phosphorus  is  boiled  in  a  solution  of  caustic 
potash,  soda,  lime,  or  baryta,  water  is  decomposed,  a  compound 
of  phosphorus  and  hydrogen  (§  278)  is  formed,  and  a  hypophos- 
phite  of  the  alkali  employed  remains  in  solution,  from  which  it 
may  be  separated  in  crystals  by  cautious  evaporation.  If  baryta 
be  employed,  the  reaction  may  be  formulated  as  follows : — 

Empirical :  8BrH,0,  +  8P  -f-  6HjO  =  2PHa  +  3BaH^P,0^. 
Dualistic :  3(BaO,H,0)  -h  8P  +  6H,0  =  2PH,  +  8(BaO,2H,0,P,0), 
By  cautiously  adding  sulphuric  acid  to  the  solution  of  the  barium 
salt,  sulphate  of  barium  is  precipitated  and  hypophosphorous  acid 
remains  in  solution :-«  * 

BaO,2H,0,P,0  +  E,0,80,  »  BaO,SO,  +  3H,0,P,0. 

q2 
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By  evaporating  the  aqueous  Bolution,  after  filtration,  hjpophos- 
phorous  acid  is  left  as  a  viscid,  uncrystallizable,  acid  liquid,  which, 
on  being  strongly  heated,  splits  up  into  phosphoric  ^id  and 
phosphuretted  hydrogen.  It  unites  with  oxygen  readily,  and  is 
consequently  a  powerful  reducing  agent.  Sulphuric  acid,  for 
example,  is  reduced  by  it,  with  evolution  of  sulphurous  acid  and 
separation  of  sulphur. 

The  hypophosphites  are,  for  the  most  part,  crystallizable  salts, 
soluble  in  water  and  often  in  alcohol  also ;  they  can  usually  be 
preserved  in  dry  air.  Several  of  them  have  recently  been  some- 
what extensively  employed  as  medicaments. 

287.  PJiosphorous  Acid  (P,0,). — ^This  acid  is  a  product  of  the 
slow  combustion  of  phosphorus. 

When  phosphorus  is  gently  heated  in  a  very  slow  current  of  per- 
fectly dry  air^  it  takes  on  oxygen  enough  to  form  phosphorous  acid, 
which;  being  volatile,  condenses  upon  the  cold  walls  of  the  tube  beyond 
the  phosphorus  as  a  bulky  white  sublimate.  By  conducting  the  opera- 
tion in  a  tube  drawn  out  to  a  fine  point  at  one  end  and  almost  com- 
pletely closed  at  the  other  by  a  perforated  cork  carrying  a  narrow 
tube,  and  carefully  regulating  the  supply  of  air  which  is  admitted  into 
the  tube,  so  that  just  enough  oxygen  to  form  phosphorous  acid,  and  no 
more,  shall  come  in  contact  with  the  phosphorus,  a  tolerably  pure  pro- 
duct can  be  obtained.  For  purposes  of  illustration,  however,  a  simpler 
arrangement  of  the  apparatus  may  be  employed,  as  in  the  following 
experiment : — 

iSrp.  119. — Place  a  bit  of  phosphorus,  as  big  as  a  pea,  in  the  middle 
of  a  piece  of  glass  tubing,  No.  2,  about  80  cm.  long,  and  open  at  both 
extremities ;  gently  heat  the  phosphorus  until  it  takes  fire,  and  then 
extinguish  the  lamp.  So  long  as  the  tube  is  held  in  a  horizontal 
position,  the  combustion  will  be  so  feeble  and  imperfect  that  some  red 
oxide  of  phosphorus  will  be  formed  as  well  as  phosphorous  acid.  On 
the  other  hand,  if  one  end  of  the  tube  be  inclined  upwards,  so  that  the 
products  of  combustion  can  pass  off  and  make  way  for  the  entrance  of 
fresh  air,  the  combustion  will  become  more  vivid,  and  there  wiU  be 
produced  a  quantity  of  the  highest  oxide  of  phosphorus,  phosphoric 
acid.  If  the  tube  were  held  perpendicularly,  the  draught  of  air,  pass- 
ing through  it  as  through  a  chimney,  would  be  so  powerful  that  all 
the  phosphorus  would  be  burned  completely  to  phosphoric  acid. 
*  It  is  evident,  from  the  foregoing,  that  if  it  were  only  possible  to  find 
out  the  precise  angle  at  which  the  tube  should  be  inclined,  and^  at  the 
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same  time,  to  proyide  means  for  continually  maintaining  a  suitable  tem- 
perature within  the  tube,  the  phosphorus  might  all  be  converted  into 
pure  phosphorous  acid,  instead  of  the  various  and  mixed  products 
which  ai«  actually  obtained. 

288.  Hydrated  phosphorous  acid,  H.PO,,  or  SHjO,?,©,,  is 
readily  obtained,  though  in  an  impure  condition,  by  exposing 
sticks  of  phosphorus  to  moist  air. 

Exp,  120. — Select  a  piece  of  glass  tubing,  the  diameter  of  which  i^ 
so  much  greater  than  that  of  an  ordinary  stick  of  phosphorus,  that  the 
latter  can  readily  be  slipped  into  it ;  from  this  tubing  prepare  three  or 
four  short  tubes  3  or  4  cm.  long,  open  above  and  below,  but  drawn  in 
at  the  bottom  to  such  an  extent  that  a  stick  of  phosphorus  placed  in 
the  upper  part  of  the  tube  cannot  pass  the  narrowed  portion  and  fall 
out  of  the  tube.  In  each  of  these  short  tubes  put  a  stick  of  phos- 
phorus, and  place  them  all  in  a  glass  funnel  which  rests  upon  a  bottle 
standing  in  a  soup  plate  full  of  water;  over  the  funnel  and  bottle  place 
a  tall  tubulated  bell-jar,  from  which  the  stopper  has  been  removed, 
and  allow  the  apparatus  to  stand  at  rest  during  several  days  in  a  cool 
place  where  no  damage  can  be  done  in  case  the  phosphorus  tak^  fire. 

Under  these  conditions,  the  phosphorus  will  slowly  oxidize  and 
waste  away  (if  time  enough  be  allowed  it  will  completely  disappear), 
and  the  mixture  of  phosphorous  and  phosphoric  acids  which  is  formed 
will  flow  down  through  the  tube  of  the  funnel  into  the  bottle  beneath. 
The  mixture  thus  obtained  is  often  technically  i^xm^di  phosphatxc  acid. 

The  object  of  the  glass  tubes  employed  to  envelope  the  sticks  of 
phosphorus  is,  to  keep  the  several  pieces  of  phosphorus  from  touching 
one  another.  If  two  or  three  pieces  of  phosphorus  were  to  be  left  in 
contact,  in  the  air,  the  heat  generated  during  the  oxidation  of  each 
would  be  added  to  that  derived  from  the  others,  and  after  a  time  the 
mass  would  become  hot  enough  to  take  lire  spontaneously.  But  when 
each  stick  of  phosphorus  is  placed  within  a  glass  tube,  the  heat  gene- 
rated by  its  oxidation  passes  off  harmlessly,  and  a  dangerous  accumula- 
tion of  heat  is  very  much  less  likely  to  occur  than  if  no  such  system 
of  isolation  were  resorted  to. 

289.  The  fact  that  a  collection  of  fragments  of  phosphorus  is 
thus  liable  to  take  fire,  so  well  illustrates  the  theory  of  spon- 
taneous combustion  in  general,  and  the  precautionary  measures 
taken  in  the  foregoing  experiment  to  prevent  the  ignition  of  the 
phosphorus  point  so  clearly  to  the  methods  which  must  often  be 
resorted  to  in  order  to  prevent  the  spontaneous  inflammation  of 
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• 
many  highly  comhustible  substances,  that  a  few  words  may  here 

be  appropriately  devoted  to  this  important  practical  subject. 

As  a  rule,  all  easily  ozidizable  substances^  when  finely  divided 
and  thrown  into  heaps,  are  hable  to  take  fire  spontaneously  in 
the  air.  Many  oils,  for  example,  particularly  the  so-called  dry- 
ing oils,  absorb  oxygen  from  the  air  and  enter  into  combination 
with  it.  Wherever  chemical  combination  occurs,  heat  is  deve- 
loped, and  in  case  the  oil  be  poured  upon  some  porous  substance 
Which  is  both  combustible  and  a  non-conductor  of  heat,  like  wool 
or  cotton,  paper  or  cloth,  the  heat  developed  during  the  oxi- 
dation of  the  oil  may  veiy  readily  accumulate  to  the  extent 
necessary  to  produce  inflammation.  To  prevent  this  catastrophe, 
the  heap  of  greasy  wool  or  other  matter  should  be  broken  up  as 
soon  as  warmth  is  perceived  in  it,  and  its  particles  should  be 
scattered  about  so  that  air  may  have  free  access  to  them ;  the 
heat  will  then  pass  off  harmlessly  from  each  of  these  particles 
as  fast  as  it  is  generated. 

This  process  of  subdivision  will  prove  an  effectual  protection 
if  the  subdivision  be  carried  far  enough ;  but  it  is  a^  fact  not  to 
be  lost  sight  of,  that  very  small  parcels  of  some  substances  (a 
hank  of  oiled  twine,  for  example,  or  a  handful  of  greasy  rags) 
may  take  fire  when  all  the  conditions  are  favourable  ;  and  it  is 
a  matter  of  the  first  importance  that  all  such  matters  should  be 
kept  jn  places  where  no  harm  can  be  done  in  case  they  inflame. 

A  stlLl  more  familiar  instance  of  the  accumulation  of  heat 
during  chemical  action  occurs  in  the  ordinary  process  of  hay- 
making, as  when  a  cock  of  half-cured  hay  is  left  unopened  for 
any  length  of  time ;  the  green  hay  combines  with  oxygen  from 
the  air,  fermentation  sets  in,  and  heat  is,  of  course,  evolved ;  but 
when  the  hay  is  scattered  about  the  field,  this  heat  passes  off  into 
the  air  as  fast  as  it  is  generated,  and  we  cannot  perceive  it.  On 
the  other  hand,  if,  instead  of  the  usual  small  hay- cocks,  the 
farmer  were  to  throw  a  large  quantity  of  new-mown  hay  into 
one  great  stack,  this  stack  would  undoubtedly  take  fire  if  left  to 
itself. 

In  large  heaps  of  many  kinds  of  bituminous  coal  also,  strong 
chemical  action  is  induced  under  very  various  conditions  as  re- 
gards temperature,  moisture,  and  mechanical  subdivision,  and 


FB0PSBTII8  OF  PHOSPHOBOITS  ACID.  231 

tho  heat  evolred  becomes  at  last  intense  enough  to  kindle  the 
coal.  Protection  from  the  weather,  exclusion  of  moistare,  free 
ventilation,  and  the  avoiding  of  too  large  heaps  are  the  most 
effectual  preventives  in  this  case. 

290.  Anhydrous  phosphorous  acid  is  a  white  amorphous  sub- 
stance,  which  rapidly  absorbs  water  from  the  air,  and  when^ 
sprinkled  with  water,  dissolves  rapidly  with  a  hissing  noise ;  it  is 
volatile,  and  may  easily  be  driven  from  one  place  to  another,  in 
a  tube  filled  with  nitrogen  (see  §  287),  by  applying  a  gentle  heat. 
Being  a  product  of  the  incomplete  combustion  of  phosphorus,  it 
is  necessarily  combustible;  when  heated  in  the  air,  it  undergoes 
vivid  combustion. 

Hydrated  phosphorous  acid  is  obtained  in  the  form  of  rec- 
tangular prisms,  when  the  aqueous  solution  is  evaporated  at 
temperatures  not  exceeding  200^.  The  crystals  are  deliquescent, 
and  they  gradually  absorb  oxygen  firom  the  air ;  when  strongly 
heated,  they  are  decomposed  into  phosphoric  acid,  and  phosphu- 
retted  hydrogen,  and  at  the  same  time  take  fire.  The  aqueous 
solution  of  phosphorous  acid  exhibits  a  strong  acid  reaction ;  by 
absorbing  oxygen  from  the  air,  it  is  converted  into  phosphoric 
add,  quickly  in  case  the  solution  is  dilute,  but  slowly  if  it  be 
concentrated.  It  is  a  powerful  reducing  agent ;  when  heated 
with  sulphurous  acid,  it  yields  phosphoric  and  sulphydric  acids. 
Though  a  very  weak  acid,  it  forms  salts  by  combining  with  those 
metallic  oxides  upon  which  it  exerts  no  reducing  action;  tho 
phosphites  of  the  alkalies  proper  are  easily  soluble  in  water,  but 
the  phosphites  of  calcium  and  barium  can  only  be  dissolved  with 
difficulty.  These  salts  are  more  stable  than  the  hypophosphites, , 
but  are  all  decomposed  by  heat. 

291.  Phosphoric  Acid  (Pflf)* — ^As  has  been  already  stated, 
this  highest  oxide  of  phosphorus  is  the  product  of  the  rapid 
combustion  of  phosphorus  in  an  excess  of  air  or  oxygen. 

^Exp.  121. — Dry  thoroughly  a  large  porcelain  plate,  a  small  porce- 
lain capusle,  and  a  wide-mouthed  bottle  of  two  litres  capacity,  by 
warming  them  at  a  fire ;  place  the  capsule  upon  the  plate  and  put  in 
the  capsule  a  bit  of  dry  phosphorus  of  the  weight  of  half  a  gramme 
or  thereabouts;  light  the  phosphorus,  and  cover  it  at  once  with  the 
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inyerted  bottle.  The  phosphoric  acid,  formed  by  the  combustion  of 
the  phosphorus^  will  be  deposited  as  a  white  powder,  like  iiakes  of 
mow,  upon  the  sides  of  the  bottle,  and  much  of  it  will  faU  down  upon 
the  plate  below. 

The  apparatus  employed  in  this  experiment  can  readily  be  arranged 
in  such  manner  that  fresh  portions  of  phosphorus  and  of  air  can  be 
introduced  into  the  bottle  as  fast  as  occasion  may  require ;  the  process 
will  then  be  continuous,  and  any  desired  quantity  of  phosphoric  add 
may  be  prepared  by  means  of  it 

The  flocculent,  amorphous,  odorless  powder  thus  obtained 
unites  with  water  with  remarkable  facility ;  if  it  be  left  in  the 
air  for  a  few  minutes,  it  deliquesces  completely ;  and  upon  being 
thrown  into  water  it  dissolves,  with  a  hissing  noise  and  develop- 
ment of  much  heat.  In  order  to  preserve  it,  it  must  be  placed 
in  a  dry  tube,  and  the  tube  closed  by  sealing  it  in  the  lamp. 
When  touched  to  the  moist  tongue,  it  bums  as  if  it  were  red-hot 
metal.  On  account  of  this  strong  affinity  for  water,  it  is  fre- 
quently employed  by  chemists  to  withdraw  the  elements  of  water 
from  other  substances ;  anhydrous  sulphuric  acid,  for  example, 
can  be  prepared  from  oil  of  vitriol  by  heating  the  latter  with 
anhydrous  phosphoric  acid.  On  being  heated  with  various  or- 
ganic substances,  such  as  some  of  the  alcohols  and  essential  oils 
composed  of  carbon,  hydrogen,  and  oxygen,  it  decomposes  them 
in  such  manner  that  the  oxygen  of  the  organic  substance,  and  as 
much  of  its  hydrogen  as  is  necessary  to  form  water  by  uniting 
with  this  oxygen,  combine  with  the  phosphoric  acid,  while  a 
compound  of  carbon  and  hydrogen  (technically  caUed  a  hydro- 
^ carbon)  is  set  free. 

After  the  anhydrous  acid  has  once  been  dissolved  in  water,  it 
cannot  again  be  completely  deprived  of  water  by  mere  evapora- 
tion or  ignition.  When  the  aqueous  solution  is  evaporated,  there 
is  left,  not  the  anhydrous  powder,  but  a  transparent  glassy  mass, 
which  is  a  hydrate,  of  the  composition  TLJOfFfi^.  This  hydrate 
is  often  called  glacial  phosphoric  acid.  It  is  extremely  deliques- 
cent, and,  at  a  bright  red  heat,  sublimes  in  dense  white  fumes. 
Besides  the  monohydrate,  there  are  two  other  hydrates  of  phos- 
phoric add,  of  the  compositions,  respectively,   2HjO,PjO,  and 
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SRfljVfig.  Of  these,  the  terhydrate  is,  perhaps,  the  most  im- 
portant ;  it  is  the  substance  nsuallj  meant  -when  phos^ihoric  acid 
is  spoken  of. 

292.  Phosphoric  acid  can  be  prepared,  also,  by  the  oxidation 
of  phosphoms,  or  of  hypophosphoroos  or  phosphorous  acid,  or 
by  the  decomposition  of  some  one  of  its  salts,  such  as  the  phos- 
phate of  calcium  (bone-earth). 

When  phosphorus  is  heated  in  dilute  nitric  acid,  of  1*2  specific. gra- 
Tity,  the  nitric  acid  gives  up  oxygen  to  the  phosphorus,  nitric  oxide  and 
phosphoric  acid  are  formed,  and  the  latter  goes  into  solution.  When 
the  phosphorus  has  all  disappeared,  the  solution  is  evaporated  to  dry- 
ness in  order  to  drive  off  the  nitric  acid  which  was  employed  in  ex- 
cess, and  there  is  obtained  a  quantity  of  the  monohydrated  glacial 
acid. 

A  product  less  pure  than  the  add  prepared  by  means  of  nitric  acid^ 
is  obtained  by  neutralizing  a  solution  of  monophosphate  of  calcium, 
prepared  from  bones  in  the  manner  already  described  when  treating 
of  the  preparation  of  phosphorus  (see  §  270),  with  carbonate  of  am- 
monium, evaporating  the  filtered  solution  of  phosphate  of  ammonium 
to  dryness  and  heating  the  residue  to  low  redness.  Ammonia  is  ex- 
pelled and  glacial  phosphoric  acid  remains. 

293.  It  is  a  remarkable  fact  that  each  of  the  three  different 
hydrates  of  phosphoric  acid  possesses  properties  peculiar  to  itself, 
and  unlike  tiiose  of  the  other  two ;  in  fact,  each  of  the  hydrates 
must  be  regarded  as  a  distinct  acid.  The  monohydrated  or 
glacial  acid,  HjOjPaOj,  is  usually  called  metaphosphoric  add; 
the  bihydrate,  2HjO,Pj,0„  is  called  pyrophosphoric  acid;  and 
the  terhydrate,  SHjOjP^Oj,  is  commonly  spoken  of  as  ordinary 
phosphoric  add,  or  simply  as  phosphoric  acid.  The  three  hy- 
drates are  sometimes  distinguished  as  a  phosphoric  acid  (meta), 
h  phosphoric  acid  (pyro),  and  e  phosphoric  add  (ordinary). 
These  different  hydrates  of  the  add  retain  their  peculiar  cha- 
racteristics for  a  considerable  time  when  dissolved  in  water, 
though  the  mono-  and  bihydrates  change,  after  a  while,  to  the 
terhydrate ;  and  in  combining  with  metallic  oxides  to  form  salts,, 
they  unite  with  1,  2,  or  3  molecules  of  the  oxide,  accordingly  as 
they  themselves  contain  the  elements  of  1,  2,  or  3  molecules  of 
water.  There  are  thus  formed  three  distinct  series  of  salts,  each 
of  which  corresponds  to  one  of  the  hydrates,  as  is  seen  in  the 
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following  formulfe,  where  M  stands  for  any  metal  which  habitu- 
ally replaces  one  atom  of  hydrogen. 

MoTiohydrated  Add.  BViydraUd  Add,  Terhydrated  Add, 

HsO,?^  2H,0,P,0,  8H20,PA 

M,0,P,0«  2M,0,Pj05  SMjO^P.O, 

Metaphosphate  of  M,        Pyropkosphate  of  M,  Phosphate  of  M, 

This  behavior  is  very  different  from  that  of  the  hydrates  of  nitrio 
or  of  sulphuric  acid ;  when  either  of  the  hydrates  of  nitric  acid, 
for  example,  is  made  to  combine  with  a  base,  like  soda,  there  is 
formed  always  one  and  the  same  salt,  nitrate  of  sodium.  In 
each  of  the  three  series  of  salts  formed  by  phosphoric  acid, 
the  acid  exhibits  peculiar  properties.  A  salt  of, the  formula 
SMjOjPjOj  will  behave  very  differently  towards  many  reagents 
from  a  salt  containing  the  same  metal  but  in  the  proportions 
MjO,Pj,Og,  or  2M.fi ^Vfi^,  As  an  example  of  the  kind  of  dif- 
ferences here  alluded  to,  it  may  be  mentioned  that,  while  meta- 
phosphoric  acid,  on  being  added  to  a  solution  of  albumen,  will 
cause  the  albumen  to  coagulate,  no  such  coagulation  can  be 
brought  about  .by  either  pyrophosphoric  acid  or  the  ordinary  ter- 
hydrate.  Metaphosphoric  acid  gives  a  white  precipitate  when 
its  solution  is  mixed  with  a  solution  of  nitrate  of  silver  by  either 
of  the  other  hydrates,  unless  they  are  first  neutralized  with  an 
alkali,  in  which  event  a  white  precipitate  is  produced  by  pyro- 
phosphoric acid,  and  a  yellow  precipitate  by  the  ordinary  acid. 
These  peculiarities  will  bo  examined  in  detail  when  we  come  to 
treat  of  the  phosphates  of  sodium  in  the  chapter  upon  sodium 
and  its  compounds. 

Prom  the  formulae  given  in  the  above  table,  it  is  apparent  that 
metaphosphoric  acid  is  a  monobasic  acid,  that  pyrophosphoric  add 
is  bibasic,  and  that  ordinary  phosphoric  acid  is  terbasio.  Since 
each  of  the  atoms  of  M,  in  either  of  the  formulae,  can  be  re- 
placed by  an  equivalent  atom  of  any  other  metal,  or  by  hydrogen, 
it  follows  that  the  composition  of  some  of  the  salts  of  phos- 
phoric acid  is  rather  complex ;  thus  there  is  a  phosphate  of  potas- 
sium and  sodium  of  the  composition  (Kfi,l^BLfiyB^fi)Ffi^,  'br 
KNaHPO,. 

Although  we  have  here  studied  the  acids  which  contain  phos- 
phorus, oxygen,  and  hydrogen,  as  if  they  were  in  reality  composed 
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of  water  and  the  anhydrous  oxide  of  phosphorus,  as  the  manner  of 
their  derivation  would  suggest,  yet  it  must  not  be  forgotten  that 
we  have  absolutely  no  knowledge  of  the  actual  structure  of  the 
molecules  of  these  compounds,  and  that  the  empirical  formuUo 
HPO,,  H^P^O^,  and  H,FO^  express  all  that  is  absolutely  known 
of  their  composition. 

294.  In  whichever  way  prepared,  and  in  all  its  varieties, 
phosphoric  acid  is  a  very  strong  acid.  Although  a  less  powerful 
agent,  at  the  ordinary  temperature,  than  sulphuric  acid,  yet,  from 
being  much  less  volatile  than  sulphuric  acid,  it  can  expel  the 
latter,  and  most  other  acids,  from  their  compounds  on  being 
heated  with  them.  The  behavior  of  the  two  acids  towards  cal- 
cium, or  its  oxide,  furnishes  an  instructive  example  of  the  influence 
of  extrinsic  or  physical  circumstances  upon  the  play  of  the  chemi- 
cal force.  When  triphosphate  of  calcium  (bone-:earth)  is  treated 
with  dilute  sulphuric  acid  at  the  oi'dinary  temperature,  a  quan- 
tity of  phosphoric  acid  is  set  free  from  the  calcium  and  goes  into 
solution.  Prom  this  result  it  might,  at  first  sight,  be  thought 
that  the  calcium  was  removed  horn  the  phosphate  of  calcium 
simply  by  force  of  the  superior  chemical  power  of  sulphuric  as 
contrasted  with  phosphoric  acid ;  but,  in  reality,  the  water  which 
is  present  plays  an  important  part  in  the  reaction.  Monophos- 
phate of  calcium  is  readily  soluble  in  water,  sulphate  of  calciimi, 
on  the  other  hand,  being  well-nigh  insoluble.  Hence  it  happens 
that  when  triphosphate  of  calcium  is  digested  in  dilute  sulphuric 
acid,  monophosphate  of  calcium  goes  into  solution,  while  sulphate 
of  calcium  is  deposited  as  an  insoluble  powder.  But  if  the  mix- 
ture of  solid  sulphate  of  calcium  and  of  dissolved  monophosphate 
of  calcium,  thus  obtained,  be  evaporated  to  dryness  and  the 
residue  be  strongly  heated,  all  the  sulphuric  acid  will  be  expelled 
from  the  calcium  ;  it  will  evaporate  and  pass  off  into  the  air,  and 
nothing  will  finally  be  left  in  the  vessel  but  triphosphate  of  cal- 
cium, precisely  similar  in  quality  and  quantity  to  that  with  which 
the  experiment  started.  In  the  same  way,  if  a  mixture  of  sulphate 
of  calcium  and  glacial  phosphoric  acid  be  strongly  heated,  the  sul- 
phuric acid,  being  readily  volatile,  as  compared  with  phosphoric 
acid,  will  all  be  expelled  from  its  combination  with  the  calcium :-~ 

SCaSO^  +  Vfi,  «  Ca,P,Oa  +3S0,. 
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295.  Chlorides  of  Phosphorus, — ^PhoBphoms  and  chlorine 
unite  readily  and  directly  even  at  temperatures  as  low  as  0°, 
the  act  of  combination  being  attended  with  evolution  of  light  and 
heat.  If  the  chlorine  be  in  excess,  as  regards  the  phosphorus, 
there  will  be  formed  a  solid  quinquichloride  of  phosphorus,  while, 
if  an  excess  of  phosphorus  be  present,  a  liquid  terchloride  of 
phosphorus  will  be  obtained. 

296.  Terchloride  of  Phosphorus  (PCI,)  is  a  colorless  liquid 
of  about  1*5  specific  gravity,  which  boils  at  about  75^.  It  fames 
in  the  air,  and  is  decomposed  by  moist  air.  When  heated  in  the 
flame  of  the  gas-lamp,  it  takes  fire  and  bums  with  a  bright  light. 
When  mixed  with  water  it  decomposes,  yielding  clorhydric  and 
phosphorous  acids : — 

2PC1,+6H,0=6HC1+3H,0,P«03.  or  PCls+SHjO^SHCl-l-HaPO,. 

This  reaction  is  particularly  interesting,  in  view  of  the  fact  that 
by  means  of  it  we  are  enabled  to  obtain  phosphorous  acid  in  a 
condition  of  purity.  It  will  be  remembered  that  by  the  method 
of  direct  oxidation  (§  287)  it  is  no  easy  matter  to  obtain  pure 
phosphorous  acid  from  phosphorus.  But  by  simply  treating  ter- 
chloride of  phosphorus  with  water  and  evaporating  the  solution, 
so  that  the  chlorhydric  acid  which  results  from  the  reaction  may 
be  expelled,  faydratcd  phosphorous  acid  is  obtained  as  the  sole 
product.  The  process  is  a  good  example  of  the  indirect  methods 
to  which  chemists  are  frequently  compelled  to  resort. 

Terchloride  of  phosphorus  can  be  prepared  by  passing  a  slow 
stream  of  dry  chlorine  through  melted,  almost  boiling,  phospho- 
rus contained  in  a  tubulated  retort  which  has  previously  been 
filled  with  chlorine  in  the  cold,  and  condensing  the  chloride  in 
an  appropriate  receiver  as  fast  as  it  distils  over.  The  process, 
like  all  operations  with  phosphorus,  requires  special  care. 

297.  It  win  be  observed  that  the  formula  of  terchloride  of 
phosphorus  is  that  of  phosphuretted  hydrogen  in  which  all  the 
hydrogen  has  been  replaced  by  chlorine.  The  two  substances 
have  a  perfectly  similar  volumetric  composition.  In  phosphu- 
retted hydrogen,  three  volumes  of  hydrogen  in  combination  with 
half  a  volume  of  phosphorus,  produce  two  volumes  of  the  com- 
pound gas ;  if,  in  terchloride  of  phosphorus. 
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Haifa  unit- volume  of phosphorus-yapor,  weighing       •       •      81-00 
And  3  unit-Tolumes  of  chlorine^  weighing  (36-6x3)         •        106*60 


Produce  2  volumes  of  PClj  vapor,  weighing  .  •  •  •  187-60 
One  unit-volume  of  PCI,  vapor  should  weigh    .        •        •  68*76 

The  specific  gravity  of  the  vapor  of  terchloride  of  phosphorus 
has  been  found,  by  ezperiment,  to  be  69*12, — a  number  so 
nearly  identical  with  the  above  result  of  calculation  as  entirely 
to  confirm  the  assumption  on  which  the  calculation  rests,  viz. 
that  in  terchloride  of  phosphorus  three  volumes  of  chlorine  are 
united  with  half  a  volume  of  phosphorus-vapor. 

298.  Quinqvichhride  of  Fhosphorus  (PCI,)  is  a  white  or 
straw-colored  crystalline  solid,  which  volatilizes  at  a  temperature 
below  100°  without  previously  fusing;  but  when  subjected  to 
pressure,  it  melts  at  148°,  and  boils  at  a  temperature  somewhat 
higher.  It  bums  in  the  flame  of  a  candle  with  production  of 
phosphoric  acid  and  evolution  of  chlorine.  It  is  very  deliques- 
cent, and  is  decomposed  by  the  moisture  of  the  air ;  by  a  large 
excess  of  water  it  is  immediately  resolved  into  chlorhydrio  and 
phosphoric  adds : — 

pa,  +  4Efi  =  6HC1  +  H,PO^ ; 

with  a  smaller  quantity  of  water  it  yields  chlorhydrio  add  and 
oxy chloride  of  phosphorus : — 

PCI,  -I-  H,o  =  2HC1  -I-  poa,. 

Sulphydrie  acid  decomposes  it  in  like  manner,  with  production  of 
chlorhydric  add  and  sulphochloride  of  phosphorus : — 

Pd,  +   H,8  B  2HC1  +  PSa,. 

Quinquichloride  of  phosphorus  reacts  upon  many  organic  com- 
pounds also,  with  formation  of  very  interesting  products,  and  is 
hence  an  important  agent  of  research  in  the  department  of 
organic  chemistry. 

299.  In  order  to  prepare  quinquichloride  of  phosphorus,  a 
current  of  dry  chlorine  may  be  passed  into  terchloride  of  phos- 
phorus until  the  latter  has  been  completely  solidified;  the 
product  is  then  distilled  in  a  current  of  chlorine.  The  quinqui- 
chloride may  be  obtained  directly  from  phosphorus  in  one  opera- 
tion, if  a  rapid  stream  of  chlorine  be  conducted  into  a  retort 
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containing  phosphorus,  kept  so  cool  that  the  terchloride  of  phos- 
phorus at  first  produced  shall  not  distil  over.  Again,  if  powdered 
red  phosphorus  is  exposed  to  the  action  of  a  rapid  stream  of 
chlorine,  it  will  all  he  quickly  converted  into  the  solid  quinqui- 
chloride. 

300.  The  formula  ahove  given  for  quinquichloride  of  phos- 
phorus represents  the  following  composition  hy  volume : — 

Half  a  unit-volume  of  phosphorus- vapor,  weighing  .  •81*00 
Aad  6  unit-volumes  of  chlorine,  weighing  (35-5x6)         •        177*50 


Should  produce  2  vols,  of  PCI,  vapor,  weighing    .        •        .    208*50 
One  unit-volume  of  tCl,  vapor  ought  then  to  weigh  .        104  25 

The  specific  gravity  of  the  supposed  vapor  of  quinquichloride  of 
phosphorus,  as  determined  hy  ezperiment,  does  not  accord  with 
this  calculated  result;  it  is  52*81,  almost  exactly  one-half  of  the 
theoretical  unit- volume  weight  ahove  given.  If  four  volumes  pf 
vapor,  instead  of  two,  resulted  from  the  union  of  half  a  volume 
of  phosphorus-vapor  vith  five  volumes  of  chlorine,  the  calcu- 
lated and  the  actual  vapor-density  would  coincide.  But  hitherto 
we  have  never  found  a  single  compound  gas  in  which  the  pro- 
duct volume  was  four  unit- volumes ;  two  unit- volumes  have  in- 
variably resulted  firom  the  union  of  the  constituent  volumes^ 
whatever  the  character  and  number  of  the  constituents.  It 
would  be  necessary  to  admit  this  substance  as  presenting  an  ex- 
ceptional volumetric  composition,  were  it  not  for  a  well-founded 
distrust  of  the  experimental  determination  of  the  vapor-density 
of  this  compound.  It  not  infrequently  happens  that  all  attempts 
to  determme  the  vapor-density  of  volatile  compounds  of  two  or 
more  elements  are  baffled  by  their  splitting  up,  at  the  tempera- 
ture of  vaporization,  into  their  constituent  gases  or  vapors,  which, 
in  the  act  of  separating,  resume  their  own  proper  volumes,  how- 
ever much  they  may  have  been  condensed  during  combination. 
This  splitting  up  of  compound  vapors,  at  high  temperatures, 
mto  less  complex  compounds,  or  into  the  elementary  constitu- 
ents, is  termed  dissociation.  Thus,'  at  the  elevated  temperature 
necessary  to  convert  quinquichloride  of  phosphorus  into  vapor, 
it  is  probable  that  the  quinquichloride  splits  into  terchloride 
of  phosphorus  and  free  chlorine,  and  that  it  is  the  specific 
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gravity  of  this  mixture  which  has  hcen  determined,  instead  of 
the  specific  gravity  of  the  real  unaltered  vapor  of  the  quinqui- 
chloride. 


Two  unit- volumes  of  PCI,  weigh 

Two  unit-volumes  of  CI  weigh  •••••• 


188-24 
71- 


Four  unit-volumes  of  the  mixture  weigh  •  •  •  •  209*24 
One  unit-volume  of  the  mixture  weighs     •        •        •        •  52*81 

The  specific  gravity  which  has  heen  assigned  to  the  quinquichlo- 
ride  is  52*81, — a  number  very  nearly  coincident  with  the  above 
calculated  density  of  the  mixture  of  terchloride-vapor  and  free 
chlorine.  At  the  high  temperature  of  vaporization  it  is  there- 
fore probable  that  quinquichloride  of  phosphorus  undergoes 
dissociation  into  terchloride  of  phosphorus  and  chlorine ;  but  if 
this  be  the  case,  these  constituents  recombine  when  the  tempera- 
ture falls,  for  by  lowering  the  temperature  the  quinquichloride  is 
recovered. 

As  we  advance,  we  shall  meet  with  several  other  examples  of 
the  dissociation  of  compound  gases  and  vapors ;  for  the  present 
it  will  bo  sufficient  to  give  one  more  illustration  of  the  meaning 
of  this  term.  When  equal  volumes  of  dry  ammonia  and  dry 
chlorhydric  acid  gas  are  mixed  (Exp.  65),  the  two  gases  are 
completely  condensed  to  a  white  solid,  which  we  are  familiar 
with  as  chloride  of  ammonium.  Since  this  ammonium -salt  is 
readily  volatilizable,  there  would  be  no  difficulty  in  determining 
the  product- volume  of  the  compound  of  ammonia  and  chlorhy- 
dric acid,  were  it  not  for  the  fact  that  the  vapor  of  chloride  of 
ammonium  undergoes  dissociation  at  the  temperature  of  vaporiza- 
tion. If  the  real  vapor  of  the  compound  could  be  measured,  the 
facts  would  undoubtedly  be  correctly  represented  by  the  dia- 
gram, 


HCl 

A 

+ 

NH. 

- 

NH.Cl 

but  the  vapor  of  the  compound  is  resolved  into  its  constituent 
gases  at  the  high  temperature  necessarily  employed,  so  that  the 
following  diagram  really  figures  the  actual  state  of  things : — 
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When  the  dissociated  rapor  cools,  the  parted  gases  recombine  to 
form  solid  chloride  of  ammonium. 

It  is  obvions  that  the  phenomena  of  dissociation  interfere 
fatally  with  one  of  the  common  methods  of  arriving  at  the 
weight  and  stmctnre  of  the  molecule  of  a  volatile  compound; 
the  indirect  method  of  getting  at  the  volumetric  composition  of 
a  substance  from  its  ponderal  composition  and  the  specific  gra- 
vity of  its  vapor  becomes  impracticable  whenever  the  vapor  of 
the  compound  under  examination  is  liable  to  dissociation,  inas- 
much as  experiment  cannot  determine  beyond  a  doubt  the  real 
vapor-density  of  such  a  body, 

301.  Bromides  of  PkoapTiortu, — When  a  piece  of  phosphorus 
is  dropped  into  bromine,  the  two  elements  combine  with  explo- 
sive Violence,  the  burning  phosphorus  being  thrown  about  in  a 
highly  dangerous  manner.  There  are  two  bromides  of  phos- 
phorus, PBr,  and  PBr,,  corresponding  to  the  two  chlorides. 
The  terbromide  is  liquid  at  ordinary  temperatures  and  the  quin- 
quibromide  solid. 

302.  Iodides  of  Phosphorus. — ^Iodine  and  phosphorus  unite 
directly,  when  brought  in  contact  with  one  another,  and  so  much 
heat  is  developed  by  their  union,  that  a  portion  of  the  phospho- 
rus will  take  fire  if  the  mixture  be  in  contact  with  the  air. 
There  are  two  iodides  of  phosphorus,  both  of  them  solid  at  the 
ordinary  temperature  ;  their  composition  is  respectively  PI,  and 
PI, .  It  will  be  noticed  that,  while  the  teriodide  corresponds  to 
the  terchloride  and  terbromide,  the  other  compound  is  a  bin- 
iodide,  of  which  there  is  known  neither  a  bromine  nor  a  chlorine 
analogue.  The  fact  is  interesting  as  illustrating  the  general 
truth  that,  when  in  any  group  or  family  of  elements  we  compare 
the  behavior  of  its  several  members,  analogy  ceases  to  be  a  sure 
guide,  in  proportion  as  the  individuals  compared  are  more  widely 
separated  in  the  natural  series.  Chlorine  and  bromine  stand 
next  to  one  another  in  the  family  or  series  of  elements  to  which 
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they  belong ;  and  as  we  haye  jnst  seen,  their  behavior,  as  regards 
phosphorus,  is  well-nigh  identical ;  but  iodine,  one  step  further 
removed  from  chlorine  than  bromine  is,  enters  into  new  combina- 
tions not  altogether  conformable  to  those  of  chlorine. 

303.  Stdphides  of  Phosphonu. — ^There  is  a  definite  sulphide 
of  phosphorus  corresponding  to  each  of  the  oxides,  and  in  addi- 
tion to  these  there  are  two  other  compounds,  which  may  be  repre- 
sented by  the  formulss  P^S,  and  Tfi^^ .  Sulphur  and  phosphorus 
may  also  be  melted  together  in  any  proportion.  The  sulphides 
of  phosphorus  are  exceedingly  inflammable,  taking  fire  even 
more  readily  than  phosphorus  itself,  and  they  are  all  more  readily 
fusible  than  either  of  the  two  elements  of  which  they  are  com- 
posed. They  may  be  prepared  by  heating  sulphur  under  water 
in  contact  with  melted  phosphorus.  The  union  of  the  two  ele- 
ments is  attended  with  development  of  much  heat,  and  sometimes 
with  dangerous  explosions.  It  is  well,  therefore,  to  operate  only 
upon  small  quantities^  and  to  add  the  sulphur  gradually  to  the 
phosphorus. 


CHAPTER  XVn. 


ARSEKIC. 


304.  Compounds  of  arsenic  have  been  known  from  very  early 
times.  The  element  is  sometimes  found  native,  but  much  more 
frequently  associated  with  other  metals  and  with  oxygen  and 
sulphur.  The  metals  in  connexion  with  which  it  most  commonly 
occurs  are  iron,  cobalt,  nickel,  and  copper.  Ferruginous  ores 
and  deposits,  in  particular,  are  rarely  free  from  traces  of  arsenic. 
In  small  quantity,  arsenic  is  very  widely  distributed. 

The  greater  part  of  the  arsenic  of  commerce  is  prepared  from 
a  native  arsenide  and  sulphide  of  iron  (arsenical  pyrites)  corre- 
sponding to  the  formula  FeAsS,  and  from  the  arsenides  of  nickel 
and  cobalt.  Metallic  arsenic  is  obtained  directly  from  the 
mineral  of  the  formula  FeAsS  by  heating  it  in  earthen  tubes  laid 
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horizontally  in  a  long  fomaoe ;  a  tube,  made  by  rolling  np  a 
piece  of  thin  sheet  iron,  is  inserted  in  the  mouth  of  each  earthen 
retort,  and  an  earthen  receiver  is  luted  on  to  this  iron  tube. 
The  arsenic  condenses  principally  in  the  iron  tube,  in  the  form 
of  a  compact,  whitish,  crystalline  mass,  which  is  detached,  when 
cold,  by  unrolling  the  sheet  iron.  The  metal  is  also  indirectly 
obtained  by  reducing  the  arsenious  acid  (As^O,)  which  results 
from  roasting  (heating  in  a  current  of  air)  arsenides,  like  those 
of  cobalt  and  nickel ;  this  oxide  is  heated  with  charcoal  in  earthen 
crucibles  covered  with  conical  iron  caps,  or  inverted  crucibles, 
into  which  the  reduced  metal  sublimes.  The  metal  obtained  by 
the  second  process  is  gray  and  pulverulent,  instead  of  whitish 
and  coherent. 

FeAsS  =  FeS  +  Ab  ;  As.O,  +  3C  =  2As  +  3C0. 

305.  Arsenic  is  a  brittle  solid,  of  a  steel-gray  color  and  a  me- 
tallic lustre.  Its  specific  gravity  has  been  variously  given  at 
from  5*62  to  5'96.  Like  the  metals,  it  is  a  good  conductor  of 
electricity.  It  crystallizes  in  acute  rhombohedrons,  and  m  octa- 
hedrons also,  thus  taking  on  forms  of  both  the  monometric  and 
hexagonal  systems,  as  do  phosphorus,  the  preceding  member,  and 
antimony,  the  succeeding  member  of  this  family.  At  a  dull  red 
heat  it  volatilizes  without  previous  fusion ;  the  vapor  is  colorless, 
and  possesses  a  characteristic  odor  resembling  that  of  garlic. 
The  specific  gravity  of  this  vapor  is  150,  while  the  atomic 
weight  of  the  element  is  75  ;  arsenic,  therefore,  resembles  phos- 
phorus, and  differs  from  all  the  other  elements  heretofore  studied, 
in  that  its  atomic  weight  is  not  identical  with  its  unit-volume 
weight ;  two  combining  proportions  by  weight  of  arsenic  occupy 
the  same  volume  as  one  combining  proportion  of  hydrogen ;  its 
symbol.  As,  represents  its  atomic  weight,  but  only  half  the 
weight  of  the  unit-volume  of  its  vapor.  At  the  ordinary  tempe- 
rature the  compact  metal  does  not  tarnish  by  exposure  to  dry 
air,  but  a  moistened  powder  of  arsenic  is  slowly  converted  by  the 
air  into  a  mixture  of  arsenious  acid  and  metallic  arsenic.  At  a 
red  heat  the  metal  bums  with  a  whitish  flame,  producing  a  white 
smoke  of  arsenious  acid.  When  thrown,  in  fine  powder,  into 
.ehlodne  gas,  it  takes  fire  spontaneously  and  is  converted  into 
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chloride  of  arsenic  (AsCl,).  Bromine,  iodine,  and  sulphur  also 
combine  readily  with  arsenic,  when  aided  by  a  gentle  heat. 
Nitric  add  and  aqua  regia  convert  the  metal  into  arsenic  acid 
(As^Og) ;  chlorhydric  acid  has  little  action  upon  it.  Dilute  sul- 
phuric acid  has  no  action  upon  the  metal ;  but  the  concentrated 
acid  has  the  same  effect  upon  arsenic  as  upon  phosphorus  (§  276) ; 
arsenious  add  is  formed  and  sulphurous  acid  escapes : — 

3H,80^  +  2 As  =  As,0,  +  380,  -f  3H,0 . 

Some  fatty  oils  dissolve  arsenic  to  a  slight  extent,  as  they  do 
phosphorus.  Metallic  arsenic  unites  by  fusion  with  most  metals, 
forming  alloys  which  the  arsenic  tends  to  make  hard  or  brittle. 
In  the  manufacture  of  shot  a  little  arsenic  is  added  to  the  lead 
to  facilitate  the  formation  of  regular  globules. 

306.  Arsenic  and  Hudrogen, — Arsenic  forms  two  combinations 
with  hydrogen  ;  one  of  these  is  an  unstable,  brown  solid  of  un- 
certain composition ;  the  other  is  a  well-known  gas  whose  con- 
stitution is  represented  by  the  formula  AsH,,  and  which  is 
therefore  analogous  in  composition  to  ammonia  (NH,)  and  phos- 
phuretted  hydrogen  (PH,).  The  solid  hydride  is  so  obscure  a 
substance  that  nothing  need  here  be  said  of  it,  except  that  it  is 
supposed  to  contain  two  atoms  of  hydrogen  and  one  of  arsenic 
(AsH,?). 

307.  Arseniuretted  Hydrogen. — ^This  very  dangerous  gas  may 
be  prepared  in  an  impure  state  by  decomposing,  with  sulphuric 
acid  diluted  with  three  parts  of  water,  an  arsenide  of  zinc  ob- 
tained by  fusing  together  equal  weights  of  powdered  arsenic  and 
granulated  zinc : — 

3H3SO^  +  Zn,As  «  3ZnH80^+  AsH, . 

As  it  is  not  possible  to  prepare  the  precise  alloy  ZUgAs,  the 
arseniuretted  hydrogen  thus  obtained  is  always  mixed  with  hy- 
drogen. The  arsenide  of  sodium  can  be  decomposed  by  water, 
with  evolution  of  arseniuretted  hydrogen : — 

3H,0  -f  NajAs  «  3NaH0  +  AsH, . 
The  same  remark,  however,  applies  to  this  reaction  as  to  the  pre- 
ceding one ;  the  product  is  contaminated  with  an  indeterminate 
quantity  of  free  hydrogen.     Arseniut'etted  hydrogen  seems  also 
to  be  formed  whenever  the  oxides  of  arsenic,  or  compounds  of 
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these  oxides,  are  brought  in  contact  with  nascent  hydrogen.  A 
mixture  of  arseniuretted  hydrogen  and  hydrogen  may  be  readily 
obtained  by  acting  upon  zinc  by  dilute  chlorhydrio  or  sulphuric 
acid  in  which  arsenious  acid  has  been  dissolved. 

308.  Arseniuretted  hydrogen  is  a  colorless  gas,  having  a  fetid 
odor  ;  even  when  very  much  diluted  with  air,  it  is  intensely 
poisonous,  and  fatal  results  have  repeatedly  followed  its  acci- 
dental inhalation.  In  experimenting  with  this  deadly  gas,  the 
vn^eatest  care  is  required  not  to  inhale  the  least  portion  of  it. 
It  has  been  condensed  at  —40°  to  a  transparent  liquid,  but  it 
has  never  been  solidified.  The  gas  is  soluble  in  water  at  the 
ordinary  temperature  only  to  the  extent  of  one-fifth  of  its  volume, 
and  neither  the  gas  nor  its  aqueous  solution  has  any  action  upon 
blue  or  red  litmus- paper.  In  spite,  therefore,  of  its  strong  resem- 
blance to  ammonia  in  composition,  some  of  its  physical  proper- 
tics  are  strikingly  unlike  those  of  that  very  soluble  and  intensely 
alkaline  gas.  Arseniuretted  hydrogen  bums  in  the  air  with  a 
whitish  flame,  forming  water  and  a  white  smoke  of  arsenious 
acid ;  but  if  a  cold  body,  like  a  piece  of  porcelain,  for  example, 
be  introduced  into  a  jet  of  the  burning  gas,  the  hydrogen  alone 
will  bum,  and  the  arsenic  will  be  deposited  in  the  metallic 
state  upon  the  porcelain  surface,  forming  a  lustrous  black  spot. 
This  efiect  is  precisely  similar  to  the  deposition  of  soot  on  a  cold 
body  held  in  the  flame  of  a  candle.  It  is  also  decomposed  when 
caused  to  pass  through  tubes  heated  to  dull  redness,  metallic 
arsenic  being  deposited  as  a  brown  or  blackish  mirror,  while 
hydrogen  gas  escapes.  This  decomposition  is  a  good  illustration 
of  the  dissociation  of  gases  (§  300).  Chlorine  in  excess  reacts 
violently  upon  it,  forming  terchloride  of  arsenic  (AsGl,)  and 
chlorhydric  acid: — 

AsH,  +  ea  =  AsCl,  +  3HCL 

When,  however,  chlorine  acts  on  an  excess  of  arseniuretted  hy- 
drogen, there  are  formed  chlorhydric  acid  and  metallic  arsenic ; 
flame  accompanies  this  reaction.  The  reactions  of  bromine  and 
iodine  are  similar  to,  but  less  violent  than,  those  of  chlorine. 
We  recall,  in  this  connexion,  the  decomposition  of  ammonia  by 
chlojrine,  with  formation  of  chlorhydric  acid  and  liberation  of 
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nitrogen.  Arseninretted  hydrogen  decomposes  the  solutions  of 
the  salts  of  many  of  the  heavy  metals,  but  the  products  are 
somewhat  various  ;  sometimes  a  metallic  arsenide  is  precipitated ; 
sometimes  the  heavy  metal  is  precipitated,  while  arsenious  acid 
remains  in  the  solution.  As  we  shall  shortly  see,  the  chemical 
properties  of  this  gas  are  of  great  importance  in  the  processes 
used  for  detecting  arsenic  in  cases  of  poisoning. 

309.  Arseniuretted  hydrogen  may  be  analyzed  by  precisely 
the  same  method  which  was  used  for  the  analysis  of  phosphu- 
retted  hydrogen  (§  280) ;  but  the  results  can  only  be  approxi- 
mate, because  of  the  extreme  difficulty,  not  to  say  impossibility, 
of  obtaining  the  gas  in  a  state  of  tolerable  purity.  The  compo- 
sition of  the  analogous  gases,  ammonia  and  phosphuretted  hydro- 
gen, and  the  specific  gravity  of  the  gas,  lead  us  to  the  following 
statement  of  its  composition.     Two  volumes  of  the  gas  contain 

8  unit-volumes  of  hydrogen,  weighing     3x1      =3 
J  unit-volume  of  arsenic-vapor,  weighing  J  X  150  =  76 

2  unit-volumes  of  arseniuretted  hydrogen  weigh        78 
1  unit- volume  of  arseniuretted  hydrogen  weighs        89 

The  actual  specific  gravity  of  arseniuretted  hydrogen,  as  deter- 
mined by  experiment,  is  as  nearly  as  possible  39, — a  fact  which 
makes  it  certain  that  two  volumes  of  the  gas  do  not  contain  one 
volume  of  the  heavy  arsenic-vapor,  which  is  150  times  as  heavy 
as  hydrogen,  but  only  half  a  volume.  Herein  this  gas  differs 
from  ammonia,  but  resembles  phosphuretted  hydrogen.  The 
weight  of  the  quantity  of  arsenic  which  combines  with  three 
atoms  of  hydrogen  is  75,  just  as  the  weight  of  the  quantity  of 
nitrogen  which  combines  with  three  atoms  of  hydrogen  is  14 ; 
but  75  parts  by  weight  of  arsenic- vapor  only  occupy  one  half  the 
space  which  14  parts  of  nitrogen  fill. 

310.  Arstnie  and  Oxygen, — Arsenic  forms  two  well-defined 
oxides,  arsenious  acid,  As^O,,  and  arsenic  acid,  As^O^.  The 
black  film  which  forms  on  the  surface  of  the  metal  when  ex- 
posed to  the  air  is  by  many  supposed  to  bo  a  suboxide,  while 
others  think  it  is  more  probably  a  mixture  of  metallic  arsenic 
with  arsenious  acid.  The  first  of  the  above-mentioned  acids  cor- 
responds with  nitrous  and  phosphorous  adds,  the  second  with 
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nitric  and  phosphoric ;  but  arsenious  acid  is  very  stable,  in  com- 
parison with  arsenic  add,  while  the  reverse  is  true  of  the  analo- 
gous  acids  containing  nitrogen  and  phosphorus.  The  element 
arsenic  possesses  many  properties  which  ally  it  to  the  metals ;  but 
in  its  compounds  its  close  connexion  with  nitrogen  and  phos- 
phorus is  clearly  exhibited.  Its  oxides,  for  example,  are  both 
acids,  and  these  acids  unite  with  the  oxides  of  the  metals  proper 
to  form  stable,  crystallizable  salts,  which  are  in  -many  cases 
isomorphous  with  the  corresponding  salts  containing  phospho- 
rus. 

311.  Arsentoiu  Acid  (As^O,). — ^Arsenious  acid,  known  in  com- 
merce as  arsenic,  or  white  arsenic,  is  obtained  as  a  secondary  pro- 
duct in  the  roasting  of  arsenical  ores  of  nickel,  cobalt,  and  tin, 
and  as  a  principal  product  in  the  roasting  of  arsenical  pyrites. 
The  volatile  matters  which  escape  &om  the  roasted  ores  consist 
mainly  of  sulphurous  and  arsenious  acids  ;  the  first  is  allowed  to 
pass  off  into  the  atmosphere,  the  second  condenses  to  the  solid 
state  in  the  chambers  and  long  passages  through  which  the  vapors 
are  forced  to  pass  in  order  that  they  may  deposit  their  arsenious 
acid.  A  second  sublimation  purifies  the  raw  product.  Accord- 
ing to  the  temperature  at  which  the  arsenious  acid  is  sublimed 
and  condensed,  the  product  is  either  in  powder  or  in  transparent 
masses ;  a  low  temperature  with  sudden  condensation  yields  a 
white  powder  of  minute  crystals;  a  higher  temperature  with 
gradual  solidification  produces  a  transparent  glass. 

312.  Arsenious  acid. is  a  white  solid,  which  occurs  not  only  in 
two  conditions,  one  amorphous  and  the  other  crystalline,  but  also 
in  two  distinct  crystalline  forms.  When  the  vapor  of  the  add  is 
cooled  so  quickly  that  it  solidifies  at  once,  without  passing 
through  the  semifluid  state,  each  particle  of  the  solid  acid 
assumes  more  or  less  perfectiy  the  octahedral  form.  A  hot  satu- 
rated aqueous  solution  of  the  acid  also  deposits  regular  octahe- 
dral crystals  on  cooling.  The  amorphous,  glassy  variety  of  the 
acid  changes  spontaneously,  when  kept  in  contact  with  the  air, 
into  an  aggregation  of  minute  octahedral  crystals,  thereby  be- 
coming opaque  and  porcelain-like  in  appearance.  The  other 
crystalline  form  of  arsenious  acid  is  the  right  rhombic  prism ; 
this  form  occurs  much  less  frequently  than  the  first,  and  is  con- 
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yerted  into  fhe  octahedral  form  by  sublimation  aSd  by  solution 
in  hot  water. 

The  two  varieties  of  arsenious  acid,  the  vitreous  and  the  porcel- 
laneous, differ  decidedly  in  physical  and  chemical  properties,  yet 
they  have  precisely  the  same  chemical  composition ;  and  when 
either  variety  changes  into  the  other,  no  alteration  of  weight,  no 
addition  or  subtraction  of  matter  accompanies  the  chaage.  The 
two  varieties  contain  the  same  two  elements  in  precisely  the 
same  proportions.  When  two  or  more  compounds,  which  exhibit 
essential  differences  *  of  physical  and  chemical  properties,  are, 
nevertheless,  found  to  be  identical  in  respect  to  constituent  ele- 
ments and  their  proportions^  the  compounds  are  said  to  be  iso- 
mf.rie  (equal  parts).  The  term  ciUotropism  (§  162)  properly 
applies  to  the  dements  only,  the  term  isomerism  to  compounds 
only;  both  terms,  however^  refer  to  one  and  the  same  un- 
questionable, though  perplexing,  truth — namely,  that  the  widest 
diversity  of  properties  may  coexist  with  absolute  identity  of 
r^.timate  chemical  constitution.  Two  allotropic  states  of  the 
same  element  not  infrequently  present  more  striking  differ- 
ences than  elements  recognized  as  distinct ;  and  among  the 
numerous  complex  compounds  of  carbon  with  which  organic 
chemistry  deals,  there  are  many  isomeric  compounds  which  are 
so  entirely  dissimilar  as  to  lead  almost  irresistibly  to  the  belief 
that  it  is  of  as  much  consequence  how  the  atoms  of  a  compound 
are  arranged  as  what  kind  of  atoms  they  are.  Arsenious  acid 
does  not  afford  a  very  striking  example  of  isomerism  ;  neverthe- 
less the  properties  of  its  two  modifications  are  quite  diverse.  If 
it  be  true  that  the  different  arrangement  of  atoms  is  the  cause  of 
the  diversity  of  isomeric  compoimds,  it  is  evident  that  the  differ- 
ences between  two  varieties  of  a  compound  of  only  two  kinds  of 
atoms,  united  in  the  simple  ratio  of  2  to  3,  cannot  be  expected  to 
be  so  marked  as  the  differences  between  isomeric  compoimds 
which  contain  four  or  five  elements  united  in  the  very  compli- 
cated proportions  which  frequently  characterize  the  compounds 
of  carbon.  Nevertheless  the  differences  between  the  two  iso- 
meric compounds  of  arsenic  and  oxygen  are  sufficiently  distinct. 
The  glassy  acid  dissolves  much  more  rapidly  in  water  than 
the  porcelain-like  variety,  being  three  times  as  soluble  in  that 
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liquid.  The  relation  of  the  two  varieties  to  heat  is  not  the  same ; 
lor  when  the  vitreous  acid  changes  into  the  opaque,  heat  is  dbeu- 
gaged.  As  this  change  generally  takes  place  slowly,  from  the 
surface  towards  the  centre  of  any  fragment  of  the  vitreous  variety, 
the  heat  evolved  is  not  perceived ;  but  if  the  change  be  suddenly 
accomplished,  not  only  heat,  but  light  also  wiU  be  disengaged. 

JSxp.  122. — Dissolve  4  or  6  grms.  of  the  vitreous  acid  in  a  hot  mix- 
ture of  24  grms.  of  strong  chlorhydric  acid  and  8  c.  c.  of  water,  and 
let  the  solution  cool  slowly;  the  arsenious  acid  will  crystallize  in 
tpnsparent  octahedrons,  and  the  formation  of  the  crystals  will  be  ac- 
companied by  flashes  of  light. 

The* specific  gravity  of  the  vitreous  acid  is  3*738;  that  of  the 
porcellaneous  3*699.  The  opaque  variety  may  be  changed  into 
the  vitreous  by  long  boiling  with  water.  It  appears,  therefore, 
that  the  arrangement  of  atoms  which  may  be  supposed  to  fur- 
nish the  vitreous  acid  is  stable  only  at  high  temperatures,  and 
that  the  arrangement  of  atoms  which  is  peculiar  to  the  opaque 
add  is  stable  only  at  low  temperatures. 

313.  Arsenious  acid  volatilizes  without  change  when  heated 
with  free  access  of  air ;  if  heated  in  contact  with  carbon,  it  gives 
up  its  oxygen,  and  metallic  arsenic  is  liberated.  Copper  and 
many  other  metals  reduce  arsenious  acid. 

Kvp.  123. — Place  a  few  particles  of  arsenious  acid  in  an  open  tube 
of  hard  glass  (No.  5)  about  10  cm.  long,  and  heat  the  acid  over  the 
lamp,  holding  the  tube  in  a  sloping  position  ;  the  white  solid  will  be 
volatilized,  but  it  will  immediately  be  deposited  again  upon  the  cold 
part  of  the  tube.  By  the  aid  of  a  lens,  this  deposit  may  be  seen  to  be 
crystalline. 

Fig.  46.  JExp.  124. — ^Drop  into  the  point 

of  a  drawn-out  tube  of  hard  glass, 
No.  6,  a  morsel  of  arsenious  acid, 
and  above  it  place  a  splinter  of 
charcoal  (Fig.  46);  heat  the  coal 
red-hot  in  the  flame  of  the  lamp, 
and  then  volatilize  the  arsenious  acid.  The  acid  will  give  its  oxygen 
to  the  coal,  and  the  arsenic  will  be  deposited  in  a  ring  on  the  cold 
part  of  the  tube,  presenting  a  brilliant  metallic  appearance. 

JSxp.  125. — Throw  a  particle  of  arsenious  acid  upon  a  piece  of  red- 
hot  charcoal ;  the  acid  will  be  partly  reduced,  and  the  peculiar  garlic 
odor  of  the  vapor  of  metallic  arsenic  will  be  perceived. 
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JBxp,  126. — ^Diflsolye  a  few  centigrammes  of  arsenious  acid  in  6  or  0 
c.  c.  of  chlorhjdric  acid  heated  in  a  test-tube ;  in  the  hot  solution 
immerse  a  narrow  strip  of  clean  copper;  an  iron-gray  film  will  be  de- 
posited upon  the  copper.  This  coating  contains  metallic  arsenjc  de- 
rived firom  the  arsenious  acid;  it  consists  of  an  alloy  of  arsenic  and 
copper. 

314.  It  is  very  difficult  to  say  what  the  solnbUity  of  arsenious 
acid  in  water  really  is.  The  results  of  different  experimenters 
present  very  wide  discrepancies^  due  in  part  to  the  fact  already 
stated,  that  the  two  modifications  of  arsenious  acid  are  of  unlike 
solubility,  and  in  part  also  to  the  circumstance  that  the  acid  dis- 
solves with  extreme  slowness.  The  difficulty  of  the  determina- 
tion  is  incmwed  by  the  readiness  with  which  either  modification 
passes  into  the  other  in  consequence  of  changes  of  temperature ; 
it  is  quite  possible  that  both  varieties  may  simultaneously  exist 
in  the  same  solution.  A  hot  aqueous  solution  usually  contains  1 
part  of  the  acid  in  10  or  12  parts  of  water ;  on  cooling  this  solu- 
tion, a  portion  of  the  acid  separates,  leaving  a  solution  which 
contains  1  part  of  acid  in  20  to  30  parts  of  water.  The  aqueous 
solution  has  a  feeble  acid  reaction.  No  definite  hydrate  of  arse- 
nious acid  is  known.  The  acid  is  much  less  soluble  in  alcohol 
than  in  water.  Hot  chlorhydric  acid  dissolves  it  with  facility, 
and  when  cold  retains  a  large  proportion  in  solution ;  other  acids, 
even  some  veget^le  acids,  dissolve  it  readily  when  hot,  though 
most  of  them  keep  but  little  in  solution  when  cooled.  When  the 
solution  of  arsenious  acid  in  chlorhydric  acid  is  evaporated,  a 
compound  of  chlorine  and  arsenic,  the  terchloride  of  arsenic 
(§  336),  is  volatilized,  and  the  solution  thus  loses  a  portion  of 
its  arsenic.  This  fact  is  of  importance  in  examinations  for  arsenic 
in  cases  of  suspected  poisoning. 

315.  Solutions  of  caustic  soda  and  potash  readily  dissolve  the 
acid,  a  soluble  arsenite  of  sodium  or  potassium  resulting  from 
the  reaction.  From  these  arsenites  of  sodium  and  potassium 
the  arsenites  of  other  metals  are  generally  obtained  by  the  way 
of  double  decomposition.  The  arsenites  are  numerous,  but  they 
are  not  very  stable  and  have  been  but  little  studied. 

316.  Arsenious  acid  is  oxidized  and  converted  into  arsenic 
add  by  digestion  with  nitric  add.    The  same  transformation  is 
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brought  about,  but  quicker,  by  the  action  of  aqua  regia,  and  by 
chlorine,  bromine,  and  iodine  in  prepuce  of  water.  When 
iodine  is  added  to  a  solution  of  aTseTiions  acid  mixed  with  a 
little  #etarch-pa8te,  the  whole  of  the  arsenious  add  is  converted 
into  arsenic  acid  before  any  blue  coloration  of  the  starch  is  pro- 
duced by  the  iodine.  These  facts  are  turned  to  account  in  the 
Yolumetric  determination  of  chlorine  (§  565).  Sulphuretted  hy- 
drogen colors  an  aqueous  solution  of  arsenious  acid  yellow,  and 
precipitates  a  yellow  sulphide  of  arsenic  (§  210)  from  a  solution 
acidulated  with  ohlorhydric  acid. 

Arsenious  acid  is  a  violent  poison,  all  the  more  dangerons 
because  it  has  neither  taste  nor  odor  to  warn  the  victim  of  its 
presence ;  two  decigrammes  of  it  will  cause  death.  All  the  solu- 
ble salts  of  arsenious  acid  are  likewise  horribly  poisonous.  The 
best  antidote  to  the  poison  is  a  mixture  of  moist,  freshly  precipi- 
tated sesquioxide  of  iron  and  caustic  magnesia. 

317.  Arsenious  acid  is  largely  used  for  the  manufacture  of 
two  green  paints,  an  arsenite  of  copper  and  a  compound  of 
arsenite  and  acetate  of  copper;  it  is  applied  as  an  oxidizing 
agent  in  the  manufacture  of  glass ;  it  is  used  for  poisoning  ver- 
min, and  is  consumed  in  considerable  quantities  for  producing 
the  arsenic  acid  which  is  used  in  the  dyeing  and  printing  of 
cloth,  and  in  the  manufacture  of  aniline  colors ;  it  is  used  in 
very  small  doses  as  a  remedy  for  asthma,  and  pa  some  skin -dis- 
eases. Although  the  acid  is  so  violent  a  poison,  it  seems  to  be 
possible,  by  beginning  with  small  doses  and  gradually  increasing 
them,  to  accustom  the  human  body  to  sustain,  without  injury, 
doses  of  2  to  3  decigrammes,  or  even  more ;  the  arsenic  thus 
taken  is  said  to  produce  a  plump  and  healthy  appearance  in  those 
who  use  it,  and  especially  to  increase  the  power  of  the  respira- 
tory organs.  In  veterinary  practice,  it  has  been  found  that 
arsenious  acid  administered  to  animals  in  tins  manner  improves 
the  appearance  of  the  skin. 

318.  Arsenic  Acid  (As^O^). — This  compound  is  produced  by 
oxidizing  arsenious  acid  with  nitric  acid,  aqua  regia,  hypochlorous 
"*    ^  other  oxidizing  agents. 

^7. — ^Add  4  grms.  of  powdered  arsenious  acid,  little  by  little, 
;ure  of  4  gnns.  of  concentrated  nitric  acid^  and  8  grms.  of 
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concentnted  chlorhydiic  acid,  cont^ed  in  a  sniall  evaponting  duh, 
and  gently  heated  OTer  a  lamp  in  &  sttODg  current  of  ur,  or  beneath 
a  weU-ventilated  hood.  The  liquid,  which  at  first  givea  ofTred  fumes 
in  considerable  quantit}',  miut  be  evaporated  until  it  assameB  a  syrupy 
coQsiBtency,  leaembling  that  of  oil  of  vitiioL    Thin  syrupy  liquid  is 

319.  The  syrupy  solution  thus  obtained  deposite,  after  stand- 
ing for  some  days,  at  the  ordinary  temperature,  transparent 
elongated  prisms  or  rhomboidal  laminie.  These  crystals,  heated 
to  100°,  first  melt  and  then  yield  tlie  terbydrate  of  arsenic  acid 
(3H,0,As,0,  =  2H,AsOJ  as  a  crystalline  precipitate.  The 
same  hydrated  acid  separates  in  large  prismatic  crystals  when  a 
concentrated  aqueous  solution  is  cooled  to  a  low  temperature. 
There  are  two  other  hydrates  of  the  oxide  As^O,, — a  bihydrate, 
2H,0,As,0,  —  H,Aa,0„  and  a  monohydrat*,  Hp.AsjO,  = 
2HAsO, ;  both  these  lower  hydrates  are  obtained  from  the  ter- 
bydrate by  subjecting  the  latter  to  the  prolonged  action  of  certain 
temperatures.  If  either  of  the  hydrates  be  heated  to  dull  red- 
ness, a  white  amorphous  mass  rumaine,  which  is  the  anhydrous 
acid,  ASjO,;  this  substance  has  no  action  upon  litmus,  and  seems 
to  be  scarcely  soluble  in  water.  After  long  exposure  to  moist 
air,  it  slowly  deliquesces,  and  if  covered  with  water  and  soaked 
for  a  long  time,  it  at  last  dissolves,  being  probably  converted  into 
the  soluble  terbydrate.  At  a  full  red  heat  it  is  resolved  into 
arsenious  add  and  oxygen. 

320.  In  spite  of  the  recognized  existence  of  three  solid  hy- 
drates of  arsenic  acid,  there  is  but  one  aqueous  solution  of  this 
acid,  inasmuch  as  the  monohydrate,  the  bihydrate,  and  the  anhy- 
dride, are  all  immediately  converted  into  the  terhydrate  when 
dissolved  in  water.  The  solution  has  a  very  sour  taste  and  a 
strong  acid  reaction  on  vegetable  colors.  The  concentrated  limiid 
is  highly  corrosive  and  produces  blisters  on  the  s 

acid  and  its  salts  are  poisonous,  but  not  in  so  higl 
arsenious  acid  and  the  arsenites. 

321.  Arsenic  acid  is  a  strong  acid,  capable  of 
the  more  volatile  acids  from  their  salts  at  high 
Its  three  hydrates  are  strictly  comparable  with  thet 
of  phosphoric  acid. 
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HydratM  (HPO.  HAsOa     1       Hydrate* 

of  ^H,P,0^  H^ASjO^  \  of 

Ihoaphorie  Acid,    { HgPO^  HjAaO^    )  Arsenic  Acid. 

Either  one,  two,  or  all  three  of  the  hydrogen  atoms  in  common 
arsenic  acid,  HgAsO^,  may  be  replaced  by  a  metal,  so  that  three 
arseniates  of  any  one  metal  may  exist,  as  for  example, 

NaHjAsO^  NajHAsO^  NajAjsO^ 

Acid  Arsemate  '' Neutral"  Arsemate  Basic  Arseniate 

of  Sodium,  of  Sodium,  of  Sodium, 

If  an  acid  arseniate  be  suitably  heated,  a  meta-arseniate  results, 
as,  for  example,  NaAsO,  =  NaH^O^  —  H^O ;  if  a  neutral 
arseniate  be  sufficiently  heated,  a  pyro-arseniate  results,  as,  for 
example,  Na^As^O^  =  2Na2HA80^  —  H^O ;  but  such  meta-  and 
pyro-arseniates,  unHke  the  corresponding  meta-  and  pyro-phos- 
phates,  have  very  little  stability,  take  up  again  the  molecule  of 
water,  which  the  heat  expelled,  the  moment  they  are  brought  in 
contact  with  water,  and  are  bo  changed  back  again  into  salts  of 
ordinary  arsenic  acid.  The  salts  of  arsenic  acid  are  isomorphous 
throughout  with  the  corresponding  phosphates. 

322.  Arsenic  acid  is  readily  reduced  to  arsenious  acid,  and, 
consequently,  acts  in  some  cases  as  an  oxidizing  agent.  Thus 
sulphurous  acid  reduces  arsenic  add,  and  is  itself  converted  into 
sulphuric  acid : — 

2H3ASO,  +  2S0,  =  2H,S0,  +  As^O,  +  H.O. 

Sulphydric  acid  gas,  passed  through  a  not  too  concentrated  solu- 
tion of  arsenic  acid,  slowly  precipitates  the  yellow  tersulphide  of 
arsenic,  the  action  being  assisted  by  heat  and  by  the  presence  of 
another  acid.  Charcoal  and  the  metals  at  a  red  heat  reduce 
arsenic  acid  to  the  metallic  state,  just  as  they  do  arsenious  acid. 

323.  Arsenic  acid  has  been  extensively  used  in  calicn-print- 
ing,  in  place  of  the  more  expensive  tartaidc  acid,  for  developing 
white  patterns  on  a  colored  ground  in  the  chloride -of-Ume  vat. 
It  is  also  an  excellent  preservative  of  animal  substances,  and  is 
accordingly  used  to  defend  the  specimens  and  preparations  of 
the  anatomist  and  naturalist  from  decay  and  from  the  attack  of 
insects. 

324.  Detection  of  arsenic  in  cases  of  poisoning. — Nearly  all 
compounds  of  arsenic  are  poisonous;  but  arsenious  acid  is  best 
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known  and  most  easily  procured,  and  is  therefore  most  likely  to 
be  met  with  in  cases  of  poisoning  by  arsenic,  whether  accidental 
or  intentionaL  In  criminal  trials  the  solubility  of  arsenious  acid 
in  water  has  often  been  much  discussed ;  but  this  is  practically  a 
point  of  little  importance,  for  the  tasteless  poison  is  generally 
administered  in  the  solid  state  mixed  with  soup,  gruel,  nulk,  or 
even  with  solid  food.  It  thus  sometimes  happens  that  small  par- 
ticles of  the  poison  can  be  found  adhering  to  culinary  vesseLsi, 
cups,  plates,  or  spoons,  or  even  to  the  coatings  of  the  stomach 
and  intestines  after  death.  If  the  arsenious  acid  is  too  finely 
divided  to  be  picked  out  in  lumps,  it  may  sometimes  be  sepa- 
rated by  stirring  up  the  mass,  under  examination,  with  water,  and 
leaving  the  heavier  particles  to  settle.  Any  solid  arsenious  acid 
that  may  be  present  will  be  sure  to  be  found  in  the  residue  ;  it 
may  be  washed  with  cold  water.  It  is  always  very  satisfactory 
thus  to  obtain  the  solid  poison  in  the  condition  in  which  it  was 
administered,  because  the  examination  is,  in  such  cases,  very 
direct  and  conclusive.  It  is  only  necessary  to  try,  with  the  white 
powder  thus  obtained,  the  experiments  already  given  to  illustrate 
the  properties  of  arsenious  acid  (Exps.  123-126),  together  with 
certain  other  discriminating  tests  shortly  to  be  described. 

325.  It  more  frequently  happens,  however,  that  the  arsenic 
has  been  dissolved  by  the  acid  secretion  of  the  stomach,  and  has 
become  intimately  mixed  with  the  food  or  excretions,  or  incor- 
porated into  the  substance  of  the  organs  themselves.  The  exa- 
mination then  becomes  more  difficult.  The  reduction  of  arsenious 
acid  by  copper  (Exp.  126)  is  an  available  test  in  such  cases. 
To  the  suspected  matter,  if  liquid,  about  one-sixth  of  its  bulk  of 
chlorhydric  acid  is  added,  and  the  mixture  is  gently  boiled. 
Solid  tissues  must  be  cut  into  small  pieces  and  boiled  for  some 
time  with  dilute  chlorhydric  acid  (1  part  acid  to  6  parts  water) 
until  the  whole  is  disintegrated  ;  this  solution  is  finally  clarified 
by  filtration.  Strips  of  copper  gauze  or  foil  are  then  immersed 
in  the  boiling  liquid ;  and  if  any  gray  deposit  is  produced,  fresh 
pieces  of  metal  are  added  so  long  as  the  color  of  the  copper  is 
perceptibly  changed.  They  are  then  removed,  washed  with 
water,  dried,  folded  up,  placed  in  a  dry  tube  of  hard  glass  and 
gently  heated.    Some  of  the  metallic  arsenic  in  the  gray  alloy 
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will  be  converted  into  arsenions  acid,  which  collects  on  the  cold 
part  of  the  tube  in  the  form  of  a  crystalline  sublimate.  To  this 
sublimate  all  tests  for  the  identification  of  arsenious  acid  can  be 
applied.  This  mode  of  operation  is  known  as  Eeinsch's  test. 
The  chlorhydric  acid  employed  must  be  proved  to  be  free  from 
arsenic. 

326.  Another  method  of  separating  arsenious  acid  from  the 
organic  matters  with  which  it  is  mixed  is  that  of  dialysis,  a  pro- 
cess which  depends  upon  the  very  different  rates  at  which  differ- 
ent substances  diffuse  through  water. 

Exp.  128. — Select  two  straight-sided  bottles  of  clear  glass  about  15 
cm.  deep  and  8  to  9  cm.  wide.  FiU  them  seven-eighths  full  of  dis- 
tilled water,  or  any  pure  soft  water.  Dissolve  10  grms.  of  bichromate 
of  potassium  in  100  c  c.  of  water :  suck  as  much  of  this  solution  as 
will  fill  the  remaining  eighth  of  one  of  the  above-mentioned  bottles 
into  a  pipette  (Appendix,  §  22),  and  carefully  convey  the  colored  fluid 
to  the  bottom  of  the  bottle  by  bringing  the  fine  point  of  the  pipette  to 
the  bottom  of  the  bottle  end  then  idlowing  the  liquid  to  flow  very 
slowly  out  of  the  pipette.  If  time  enough  (6  or  6  minutes)  be  taken 
for  this  process,  no  sensible  intermixture  of  the  two  liquids  will  take 
place  during  the  delivery.  Dissolve  10  grms.  of  caramel  (melted  and 
partially  burnt  sugar)  in  100  c.  c.  of  water,  and  convey  to  the  bottom 
of  the  second  bottle,  in  the  same  manner  as  before,  enough  of  the 
dark-colored  solution  to  fill  the  bottle. 

The  two  bottles  are  left  at  rest  for  several  days  in  a  room  where  the 
temperature  is  nearly  constant.  Spontaneous  difiiision  immediately 
begins ;  and  the  very  different  rates  at  which  the  two  colored  sub- 
stances difiiise  upwards  through  the  water  should  be  from  time  to 
time  observed. 

327.  Substances  which  have  a  comparatively  high  diffusiye 
power  have  generally,  though  not  invariably,  the  power  of  crys- 
tallizing ;  their  solutions  are  generally  free  from  viscosity,  and 
always  have  taste.  Such  substances  are  designated  by  the  term 
crystalloids.  Among  crystalloids  there  are  wide  differences  of 
diffusive  power ;  thus  caustic  potash  diffuses  twice  as  fast  as  sul- 
phate of  potassium,  and  sulphate  of  potassium  twice  as  fast  as 
sulphate  of  magnesium. 

Substances  of  very  low  dif^ve  power  have  little,  if  any, 
tendency  to  crystallize,  and  affect  a  vitreous  structure.    Such 
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anbstances  are  often  very  soluble  in  water ;  but  their  solutions 
have  always  a  certain  degree  of  viscosity  when  concentrated, 
and  are  insipid  or  wholly  tasteless.  By  combining  with  water, 
these  substances  are  apt  to  form  jellies.  Gelatine  has  been 
taken  as  the  type  of  this  class;  and  they  have  hence  been 
called  colloids,  a  name  derived  from  Greek  words  signifjdng 
glue-like.  Among  the  colloids  rank  hydrated  sihcic  acid,  alumina, 
starch,  gums,  caramel,  albumen,  and  animal  and  vegetable  extrac- 
tive matters. 

As  we  can  separate  by  means  of  distillation  or  evaporation  two 
bodies  of  difterent  volatility,  so  by  the  aid  of  diffusion  we  can  separate 
one  substance  more  or  less  completely  from  another.  Jellies  and  col- 
loid membranes  are  permeable  to  crystalloids,  but  are  practically  im- 
permeable by  colloids  like  themselves.  By  means,  therefore,  of  a 
colloidal  diaphragm,  or  partition,  crystalloids  can  be  separated  from 
colloids  by  diffusion.  The  most  suitable  substance  for  the  dialytic 
diaphragm  is  parchment  paper,  prepared  by  soaking  unglazed  paper, 
for  a  few  seconds,  in  a  mixture  of  6  parts  of  strong  sulphuric  acid  and 
1  part  of  water,  and  immediately  washing  it,  first  in  water  and  then  in 
water  containing  ammonia.  The  paper  subjected  to  this  treatment 
becomes  semitransparent  and  tough,  like  parchment. 

A  dialyzeTf  as  the  apparatus  for  effecting  separation  by  diffusion  is 
called,  consists  of  two  gutta-percha,  or  wooden,  hoops,  one  of  which 
should  be  5  cm.,  and  the  other  2*5  cm.  deep.  The  deeper  hoop  is 
slightly  conical,  and  the  shallower  must  slip  over  the  small  end  of  the 
deeper.  The  hoops  may  be  from  15  to  25  cm.  in  diameter.  The 
parchment  paper,  which  is  to  form  the  bottom,  must  be  about  8  cm. 
wider  than  the  small  end  of  the  6  cm.  hoop.  To  prepare  the  dialyzer 
for  use,  soak  the  parchment  paper  for  about  a  minute  in  distilled  water; 
stretch  it  evenly  over  the  small  end  of  the  6  cm.  hoop  and  strain  it 
on  tightly  by  pushing  over  it  the  2*5  cm.  hoop.  The  paper  must  be 
pressed  smoothly  up  round  the  outside  of  the  deeper  hoop,  and  the 
bottom  must  be  flat  and  even. 

There  must  be  no  small  holes  in  the  paper.  To  detect  such,  put, 
distilled  water  into  the  dialyser  to  the  depth  of  5  m.m.,  and  place  the 
dialyzer  on  some  white  blotting-paper.  If  any  wet  or  dark  spots  ap- 
pear, they  indicate  the  existence  of  small  holes.  To  close  such  holes, 
apply  to  the  under  surface  of  the  paper  about  the  holes  some  solution 
of  albumen,  put  on  a  small  patch  of  parchment  paper,  and  iron  the 
patch  with  a  hot  smoothing-iron.  The  albumen  will  coagulate,  fix 
the  patch,  and  close  the  hole. 

Exp.  129. — Into  the  dialyzer  so  prepared  pour  an  aqueous  solution 


i 


256  DIALYSIS  OF  ABSEKIOTTS  ACID. 

containing  five  per  cent  of  cane-sugar  and  fiye  per  cent,  of  gixm 
arabic,  to  the  deptbi  of  about  1*25  cm.  Then  float  the  dialyzer  on 
distilled  water  contained  in  a  flat  basin.  The  Tolume  of  water  in  the 
basin  should  be  from  5  to  10  times  as  great  as  the  yolume  of  the  fluid 
in  the  dialyzer.  The  wider  the  dialyzer  and  the  greater  the  quantity 
of  distilled  water  in  the  outer  basin,  the  more  rapid  and  efiectiye  the 
difiiision.  A  dialyzer  15  cm.  in  diameter,  serves  to  operate  upon  200 
to  250  c  c  of  liquid ;  one  of  20  cm.  upon  400  to  460  c  c  ;  one  of  25 
cm.  upon  600  c  c 

After  the  lapse  of  twenty-four  hours,  the  water  in  the  basin  should 
be  poured  into  an  evaporating-dish  and  gently  evaporated  oyer  a  water- 
bath.  Pure  sugar  will  crystallize  from  the  solution.  The  sugar,  a 
ciystalloid,  has  passed  through  the  diaphragm ;  the  gum,  a  colloid,  has 
remained  in  the  dialyzer.  It  should  be  remarked  that  gum  is  wholly 
uncrystallizable,  and  that  the  mixed  solution  of  gum  and  sugar  will  not 
yield  crystals,  but  only  an  amorphous  mass,  when  evaporated. 

328.  By  means  of  this  dialyzing  apparatus,  arsenious  acid, 
salts  of  the  metals,  strychnine,  and  other  orystallizable  poisons, 
mineral  and  organic,  can  be  readily  separated  from  organic 
fluids ;  and  the  process  has  the  very  great  advantage  of  intro- 
ducing no  metal,  chemical  reagent,  or  other  foreign  substance 
into  the  fluids  under  examination.  After  twenty- four  hours,  the 
crjrstallizable  poison,  or  a  large  proportion  of  it,  will  have  been 
transferred  to  the  distilled  water  in  the  outer  basin,  and  in  this 
solution  it  may  be  sought  for  by  the  application  of  the  appro- 
priate tests. 

Exp,  130. — Dissolve  0*1  grm.  of  arsenious  acid  in  about  80  c  c.  of 
hot  water,  and  stir  the  solution  into  about  200  c.  c  of  milk,  ale,  soup, 
gruel,  or  other  thick  organic  fluid ;  place  the  poisonous  fluid  in  a  15 
cm.  dialyzer  and  float  the  dialyzer  on  two  litres  of  distilled  water  in 
a  clean  basin.  Allow  the  apparatus  to  stand  at  rest  in  a  room  where 
the  temperature  is  tolerably  uniform  for  forty-eight  hours.  At  the 
expiration  of  this  time,  transfer  the  clear  solution  in  the  basin  to  an 
evaporating-dish,  without  losing  a  drop,  rinse  the  basin  carefully  with 
distilled  water,  and  add  the  rinsings  to  the  contents  of  the  dish ;  eva- 
porate the  solution  over  a  water-bath  (see  Appendix,  §  14)  to  the  bulk 
of  50  c  c.  To  one-third  of  this  concentrated  solution  add  a  few  drops 
of  pure  chlorhydric  acid,  and  apply  Reinsch's  test  for  arsenic  (§  325), 
with  due  regard  to  the  small  scale  on  which  the  operation  must  be  con- 
ducted. About  0'025  grm.  of  arsenious  acid  is  the  quantity  which  may 
be  expected  to  respond  to  the  test  by  copper.    Three-quarters  of  the 
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oiig:inal  decigramme  should  be  transfeorred  by  diflEumon  through  the 
dialyzer  in  the  course  of  forty-eight  hourS;  and  of  this  solution  of  this 
0*075  grm.  of  arsenious  acid  we  have  taken  one-third.  The  rest  of 
the  solution  is  to  be  reserved  for  tests  hereafter  to  be  described. 

329.  When  the  arsenious  acid  must  be  sought  in  large  organs 
of  the  body,  like  the  stomach,  liver,  or  intestines,  or  in  consider- 
able quantities  of  disgusting  semifluid  materials,  it  is  sometimes 
necessary  to  utterly  destroy  the  organic  matters  by  processes 
which  cannot  cause  the  loss  of  arsenic.  Several  methods  may  be 
employed  for  this  purpose.  1.  The  organic  matter  is  gently 
heated  in  a  tubulated  retort  with  strong  chlorhydric  acid,  and 
strong  nitric  acid  is  added  from  time  to  time.  The  organic  mat- 
ter is  thus  completely  destroyed,  with  the  exception  of  the  fat. 
A  cooled  receiver  is  connected  with  the  retort  to  condense  the 
distillate  from  the  hot  mass.  The  fat  is  separated  from  the  clear 
liquid  in  the  retort  by  decantation,  and  well  washed  with  water ; 
these  washings,  together  with  the  distillate  in  the  receiver,  are 
added  to  the  main  bulk  of  the  fluid.  2.  Chlorate  of  potassium 
may  be  added  instead  of  nitric  add.  3.  The  organic  matter, 
after  being  made  as  fine  aa  possible,  is  stirred  up  with  water, 
and  chlorine  gas  is  passed  through  the  liquid  until  the  organic 
substances  are  partly  destroyed  and  partly  deposited  in  brown 
flakes. 

AH  these  processes,  and  there  are  others  based  on  like  prin- 
ciples, are  processes  of  combustion ;  aqua  regia,  chlorate  of  po- 
tassium, and  chlorine  are  oxidizing  agents  of  great  power,  as  we 
have  already  seen ;  they  bujn  the  carbon  and  hydrogen  of  the 
organic  materials  as  literally  as  the  oxygen  of  the  air  bums  the 
coal  in  the  grate.  The  arsenic  also  is  oxidized  and  converted 
into  its  highest  oxide,  arsenic  acid.  Whenever  chlorhydric  acid 
is  used,  and  heat  is  applied,  there  is  danger  that  chloride  of 
arsenic  (AsCl,)  may  be  formed ;  this  chloride  is  a  volatile  body, 
against  whose  loss  precautions  must  be  taken,  by  never  allowing 
the  temperature  of  the  fluids  to  rise  much  above  100^,  and  by 
collecting  any  distillate  which  may  be  formed  under  circumstances 
which  make  it  possible  for  this  chloride  to  be  evolved. 

330.  All  these  methods  of  destroying  the  organic  matters  in 
which  arsenious  acid  is  to  be  sought  for  are  liable  to  one  objec- 
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tion.  Considerable  quantities,  even  kilogrammes,  of  acids  mnst 
be  used,  if  the  quantity  of  organic  substance  to  be  destroyed  is 
large ;  chlorhydric  and  sulphuric  acids  very  commonly  themselves 
contain  arsenic,  and  since  the  liquids,  which  result  from  the  de- 
struction of  the  organic  tissues,  are  finally  evaporated  to  a  very 
small  bulk,  all  the  arsenic  in  several  kilogrammes  of  the  acids 
employed,  as  well  as  all  the  arsenic  which  may  have  been  con- 
tained in  the  bodily  organs  or  fluids  submitted  to  examination,  vrill 
be  concentrated  into  a  small  cupful  of  liquid.  It  is  obviously 
necessary  to  demonstrate  that  the  arsehic  reactions  cannot  be 
obtained  from  the  same  quantities  of  the  same  acids  actually 
employed,  subjected  to  the  same .  series  of  operations.  The  best 
way  vi  to  conduct  a  parallel  examination  of'normal  animal 
organs  or  fluids ;  in  this  examination  the  fcRKtilcal  processes  and 
the  same  weights  of  the  same  chemical  materials  must  be  em- 
ployed as  in  the  examination  of  the  suttected  .Aubstances ;  if 
arsenic  is  found  in  the  latter  investigation,  Mi'm^ii).  the  parallel 
examination  of  the  normal  animal  ^^^ances,  it  will  be  quite 
certain  that  the  arsenic  was  not  dlM'MP^m  the  chemicals  em- 
ployed in  the  research. 

331.  When,  by  any  of  the  processes  above  described,  a  clear 
'arsenical  solution,  free  from  organic  matter,  has  been  objtained, 
the  identification  of  the  arsenic  may  be  accomplished  b^-  many 
methods,  of  which  the  two  following  will  serve  as  examples  : — 

1.  Bif  precipitation  as  sulphide  of  arsenic, — If  the  dear  solu- 
tion, contains  arsenic  acid,  it  is  necessary  to  reduce  this  oxide  to 
arsenious  acid  before  the  precipitation  can  be  eflected.  This  re- 
duction may  be  accomplished  by  passing  a  slow  stream  of  washed 
Bulphydric  acid  gas  (§  202)  through  the  solution  for  several 
hours,  but  may  be  immediately  eflected  b^  saturating  the  solu- 
tion with  sulphurous  acid  gas,  the  superfluous  gas  being  finally 
expelled  by  gentle  heating.  After  the  reduction  has  been 
efl^ected,  a  dow  stream  of  washed  jBulphy4l^^PRd  gas  precipitate 
the  yellow  sulphide  of  arsenic  from  the  liquid. 


Exp.  131. — ^Acidulate  one-half />f  the  liquid  J|n*v€d  from  Exp. 
130  with  pure  chlorhydric  arid,  phtce  it  in  >  sMn  beak^  glfuun'  and 
jpftM  A  slow  stream  of  washeiihsulphydric  acid  gas  tVrough<vie  eolutioa. 
'The  delivery-tube  of  the  gas  should  be  small  and  the  current  slow ;  a 
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piece  of  unglazed  paper  ahonld  be  uaed  as  a  cover,  in  order  to  keep 
the  beaker  full  of  the  gas.  A  yellow  precipitate  (As^S,)  will  appear, 
indicating  the  probable  presence  of  arsenic.  When  no  more  precipi- 
tate seems  to  form,  stop  the  current  of  gas,  ana  let  the  beaker  stand  in 
a  warm  place  tiU  the  odor  of  the  gas  has  nearly  disappeared.  Collect 
the^precipitate  on  a  small  filter  (see  Appendix,  §  14),  was<h  it  tho- 
roughly with  water,  and  dxy  it 

^p.  132. — Mix  intimately  the  dry  precipitate  obtained  in  the  last 
experiment  with  its  bulk  of  dxy  carlxmate  of  sodium  and  its  bulk  of 
dry  cyanide  of  potassium,  and  introduce  this  mixture  into  a  hard  glass 
tube  (No.  6),  the  end  of  which  has  been  closed  and  expanded  to  a  small 
bulb.  If  the  precipitate  stick  to  the  filter-paper,  it  must  be  scraped 
off.  Warm  the  bulb  and  its  contents  over  the  lamp  to  expel  moisture, 
then  wipe  the  tube  out  with  a  tuft  of  cotton  on  the  end  of  a  wire,  and 
bring  the  bulb  to  a  red  heat.  A  ring  of  metallic  arsenic,  like  that  of 
Exp.  124,  will  be  deposited  in  the  tube.  Preserve  this  metallic  mirror 
for  subsequent  study. 

2.  Byconversion  into  arseniuretted hydrogen, — ^When  an  aqaeons 
or  acid  solution  containing  arsenious  or  arsenic  acid  is.  added 
to  the  contents  of  a  flask  in  which  hydrogen  is  being  generated, 
the  nascent  hydrogen  reduces  the  oxide  of  arsenic,  and  there  is 
formed  a  quantity  of  arseniuretted  hydrogen,  which  mixes  with 
the  unoombined  hydrogen  evolved.  (Compare  §  307.)  This 
arseniuretted  hydrogen  is  decomposed,  with  deposition  of  metallic 
arsenic,  by  being  passed  through  a  red-hot  tube.  The  uhdecom- 
posed  gas  bums  with  a  whitish  flame ;  and  if  a  cold  body  be  held 
in  the  flame,  a  spot  of  metallic  arsenic  will  be  deposited  upon  it. 
(See  §  308.)  Upon  these  properties  and  reactions  is  based  the 
process  for  detecting  arsenic  known  as  MaralCs  test* 

Fig.  47. 


Exp,  133. — To  a  bottle  pifepared  for  generating  hydro^  from^ 
pure  sine  and  dilute  solphuEiic  |icid,  adapt  a  chloride-of-Hcalc^m  tiibb, 
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and  with  the  outer  end  of  this  drjing-tube  connect  a  tabe  of  hard  glass 
(No.  4)  which  has  been  twice  drawn  to  a  fine  bore  and  which  termi- 
nates in  a  fine  open  point.  (Fig.  47.)  Support  this  long  tube  at 
three  or  four  points,  in  sucb  a  manner  that  the  softening  of  the  glass, 
first  at  the  point  a,  and  then  at  the  point  h,  shall  not  distort  the  tube. 
By  adding  acid  through  the  funnel-tube  of  the  flask,  cTolve  hydrqgen, 
and  when  the  whole  apparatus  is  full  of  hydrogen,  light  the  gas  ^  the 
tip  of  the  hard  glass  tube.  By  means  of  an  efficient  gas-lamp/lieat 
about  2  cm.  of  this  tube  to  dull  redness  at  the  point  a ;  just  beyond 
the  hot  part  of  the  tube,  place  a  small  sheet*iron  screen,  as  shown  in  the 
figiu^,  to  cut  off  the  heat  from  the  adjoining  narrow  part  of  the  tube. 
Maintain  the  apparatus  in  this  condition  for  ten  minutes,  the  glass 
tube  red-hot  at  one  point  and  the  hydrogen  flowing  steadily  through 
the  tube  and  burning  with  a  colorless  flame  at  the  point.  If  no  de- 
posit, or  only  a  scarcely  perceptible  deposit,  appears  in  the  fine  tube 
adjoining  the  heated  portion,  the  zinc  and  sulphuric  acid  are  pure 
enough  for  the  experiment,  but  if  a  black,  shining  deposit  appears  in 
the  fine  tube,  the  materials  themselves  contain  arsenic  and  are,  of 
course,  unsuitable  for  use  in  testing  for  tbis  substance. 

If  the  zinc  and  sulphuric  acid  prove  to  be  sufficiently  free  from 
arsenic,  add  to  the  contents  of  the  flask  a  few  drops  of  the  liquid  ob- 
tained by  dialysis  (Exp.  ISO).  In  a  moment  a  mirror  of  arsenic 
will  be  deposited  in  the  fine  tube  adjoining  a ;  when  this  mirror  has 
become  large  and  dense,  move  the  lamp  to  6,  transfer  the  screen,  and 
obtain  a  similar  mirror  in  the  second  attenuated  portion  of  the  tube ; 
finally,  extinguisb  tbe  lamp  and  allow  the  arseniuretted  hydrogen  to 
reach  the  burning  jet  of  gas  at  the  extreme  point  of  the  apparatus ; 
the  white  coloration  of  the  flame  will  now,  for  tbe  first  time,  be  seen  ] 
introduce  into  the  jet  a  bit  of  cold  porcelain,  and  obtain  the  character- 
istic black  and  lustrous  spot  of  metallic  arsenic ;  this  experiment  may 
be  repeated  indefinitely  and  a  large  number  of  spots  obtained  for  sub- 
sequent use.  Preserve  the  two  mirrors  and  a  number  of  arsenic  spots 
for  future  study.  In  order  to  prevent  the  possibility  of  any  arseniu- 
retted hydrogen  escaping  into  the  air  of  the  room,  the  jet  of  gas  must 
be  kept  constantly  burning,  and  when  the  experiments  are  ended  the 
flask  must  be  washed  out  promptly  and  thorougbly. 

332.  This  method  is  very  well  adapted  for  the  speedy  and 
certain  detection  of  arsenic  in  green  paints,  such  as  are  applied 
to  wall-papers,  artificial  flowers,  lamp-shades,  and  the  like ;  for  in 
such  cases,  if  any  arsenic  is  present,  there  is  so  much  as  to  make 
any  traces  of  arsenic  which  may  contaminato  the  zinc  and  sul- 
phuric acid  of  no  consequence  whatever.^  It  is  •only  necessary,  in 
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such  examinations,  to  scrape  off  some  of  the  green  coloring-mat- 
ter, dissolve  it  in  dilute  chlorhydrlc  acid,  and  add  the  solution  to 
the  hydrogen  flask  of  the  apparatus  described  above.  Arsenic 
greens  instantly  give  enormous  mirrors  and  spots  under  these 
conditions. 

333.  In  medico-legal  investigations^  upon  whose  results  life 
often  depends,  it  must  always  be  remembered  that  arsenic  is 
very  widely  diffused  in  the  mineral  kingdom,  and  that  it  is  a 
matter  of  great  difficulty  to  procure  reagents  absolutely  free 
from  it.  The  substances  employed  as  reagents  in  Marsh's  test 
are  often  contaminated  with  it;  and  the  acids  used  in  destroying 
organic  matter  may  well  contain  arsenic  enough  to  become  visible 
after  the  great  concentration  of  this  impurity  which  inevitably 
occurs  in  the  evaporation  of  the  liquid  which  results  from  the 
burning  of  the  organic  matter.  The  use  of  zinc  is  avoided,  and 
other  advantages  gained,  by  obtaining  the  necessary  hydrogen 
by  the  electrolysis  of  acidulated  water.  (§  35.)  When  a  solu- 
tion of  arsenious  acid,  acidulated  with  chlorhydric  or  sulphuric 
acid,  is  decomposed  by  the  electric  current,  the  greater  part  of 
the  arsenic  eliminated  at  the  negative  pole  is  given  off  in  the 
form  of  arseniuretted  hydrogei},  which  may  be  examined  pre- 
cisely as  if  it  were  generated  in  Marsh's  apparatus.  This  method 
is  very  delicate,  and  seems  to  possess  considerable  advantages 
over  Marsh's  process,  but  it  has  not  yet  (1867)  been  actually 
applied  in  judicial  investigations. 

334.  To  describe  the  methods  by  which  the  analytical  chemist 
purifies  his  reagents  and  proves  their  purity,  would  involve  de- 
scending into  technical  details  which  are  unsuitable  for  this 
manual.  Zinc  and  acids,  pure  enough  for  illustrative  experi- 
ments, can  be  bought  of  the  dealers  in  pure  chemicals.  None 
but  expert  analysts  should  ever  be  intrusted  with  the  chemical 
investigation  in  a  supposed  case  of  poisoning  by  arsenic.  A 
difficulty  attending  such  examinations  remains  to  be  discussed 
under  the  metal  antimony,  a  substance  which  combines  with 
hydrogen,  as  arsenic  does,  to  form  a  gas  which  is  decomposed  by 
heat,  as  arseniuretted  hydrogen  is,  with  deposition  of  a  metallic 
mirror  which  cannot  be  jii»tinguished  by  mere  inspection  from 
that  of  arsenici    3in«e' preparations  of  antimony  are  much  em- 
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ployed  as  medicines,  and  particularly  since  tartar-emetic,  a  salt 
containing  antimony,  is  often  administered  in  cases  of  poisoning, 
it  is  essential  to  find  means  of  distinguishing  between  compounds 
of  arsenic  and  the  analogous  compounds  of  antimony. 

335.  Chloride  of  Arsenic. — Only  one  chloride  of  arsenic  is 
known,  the  terchloride  (AsClg),  corresponding  to  the  terchloride 
of  phosphorus.  No  quinquichloride  corresponding  to  the  quin- 
quichloride  of  phosphorus  is  known.  The  chloride  of  arsenic  is 
formed  by  passing  dry  chlorine  gas  oyer  finely  divided  metallic 
arsenic  placed  in  a  retort.  The  combination  is  usually  attended 
with  combustion ;  and  the  heat  developed  is  sufficient  to  distil  the 
chloride  over  into  the  receiver.  It  may  also  be  made  by  dis- 
tilling a  mixture  of  metallic  arsenic  and  the  mercury  compound 
called  corrosive  sublimate,  in  accordance  with  the  following  equa- 
tion, in  which  Hg  stands  for  mercury  (Hydrargyrum): — 

6HgCl,    +     2As    =    3Hg,Cl,     +     2AsCl,. 
Corrosive  Sublimate,  Calomel, 

Terchloride  of  arsenic  may  also  be  procured  by  distilling  arsenious 
acid  with  common  salt  and  sulphuric  acid.  Small  lumps  of  fused 
salt  should  be  added  from  time  to  time  to  a  mixture  of  arsenious 
acid  with  a  large  excess  of  sulphuric  acid : — 

A8,03  +  6NaCl  +  6H3SO,  =  3H,0  +  2AsCl,  +  6NaHS0^. 

336.  Terchloride  of  arsenic  is  a  dense,  colorless,  oily  liquid, 
whose  specific  gravity  is  2*205.  It  boils  at  132°,  producing  a 
vapor  whose  density  is  90*91.  It  evaporates  freely  at  the  ordi- 
nary temperature,  producing  fumes  of  arsenious  acid.  It  is 
highly  poisonous.  The  chloride  is  decomposed  by  an  excess  of 
water  into  chlorhydric  acid  and  arsenious  acid,  just  as  the  chlo- 
ride of  phosphorus  is  resolved  by  water  into  chlorhydric  and 
phosphorous  acids;  this  reaction  is  the  basis  of  the  best  deter- 
mination of  the  atomic  weight  of  arsenic. 

2ASCI3  +  3H,0  =  6HC1  +  As,0,. 

All  the  chlorine  in  a  known  weight  of  chloride  of  arsenic  is  con- 
verted by  this  reaction  into  chlorhydric  acid ;  the  weight  of  the 
chlorine  contained  in  this  chlorhydric  acid  can  be  accurately  de- 
termined, and  the  weight  of  the  arsenic  with  which  this  quantity 
of  chlorine  was  originally  combined  is  obtained  by  simple  sub« 
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traction.  The  proportions  by  weight  in  which  arsenic  and  chlo- 
rine combine  are  thus  determined.  In  terchloride  of  arsenic, 
as  in  terchloride  of  phosphoros,  three  volumes  of  chlorine  unite 
with  only  half  a  volume  of  arsenic  vapor  to  produce  two  vo- 
lumes of  the  terchloride  vapor.  Indeed  all  the  volatile  compounds 
of  arsenic  illustrate  the  fact,  already  ^lentioned  (§§  305,  309), 
that  the  unit-volume  weight,  or  specific  gravity,  of  arsenic  vapor 
is  the  double  of  its  atomic  weight. 

337.  Bromide  and  Iodide  of  Arsenic.  It  is  enough  to  say  of 
these  two  compounds  that  they  are  crystallizable  solids,  obtain- 
able by  the  direct  action  of  the  elements  upon  each  other,  and 
answering  to  the  formula  AsBr,  and  Asl,  respectively. 

338.  Sulphides  of  Arsenic, — There  are  three  well-defined 
sulphides  of  arsenic,  corresponding  to  the  formula  As^S,,  As^S,, 
and  As^Sg.  The  first  two  occur  as  natural  minerals,  realgar  and 
orpiment,  and  may  also  be  obtained  in  the  free  state  by  artificial 
processes ;  the  third  is  known  only  in  combination. 

339.  Bisulphide  of  Arsenic  (As^Sj,). — The  native  mineral  re- 
algar has  this  composition.  The  compound  is  obtained  artifi- 
cially by  melting  arsenic  with  sulphur,  or  arsenic  with  orpiment 
(see  the  next  section),  or  sulphur  with  arsenious  acid,  in  such 
proportions  in  either  case  as  will  bring  together  those  parts  by 
weight  of  the  two  elements  which  the  above  formula  requires. 
The  commercial  product  is  a  brownish-red  opaque  substance  of 
variable  composition,  generally  containing  free  arsenious  acid. 
Bealgar  is  one  of  the  ingredients  of  white  Indian  JirCy  a  mixture 
of  24  parts  of  nitre,  7  of  sulphur,  and  2  of  realgar,  sometime? 
used  as  a  signal  light. 

340.  Tersulphide  of  Arsenic  ( As^S,). — ^This  sulphide  occiirs  na- 
tive in  translucent  rhombic  prisms  of  a  yellow  color.  It  is 
obtained  artificially  by  passing  sulphydric  acid  gas  through  a 
solution  of  arsenious  acid,  or  an  arsenite  acidulated  with  chlor- 
hydric  acid ;  the  sulphide  falls  as  a  bright  yellow  amorphous 
powder,  insoluble  in  water  and  dilute  acids.  It  melts  easily,  ai:d 
bums  in  the  air  with  a  pale  blue  flame ;  in  closed  vessels  it  may 
be  sublimed  without  change. 

Under  the  name  of  orpiment^  this  sulphide  is  used  as  an  orange 
pigment ;  a  mixture  of  the  sulphide  with  arsenious  acid,  called 
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king's  yellow,  was  formerly  employed  as  a  yellow  pigment. 
This  impure  tersiilphide  was  made  by  subliming  7  parts  of 
araenious  acid  with  1  part  of  sulphur,  a  proportion  of  sulphur 
not  sufficient  to  convert  all  the  acid  into  tersulphide.  If  a  pat- 
tern be  printed  upon  cotton  cloth  with  a  preparation  containing 
arsenious  acid,  and  the  cloth  be  then  passed  through  water  con- 
taining sulphydric  acid,  orpiment  will  be  deposited  in  the  iibre 
of  the  cloth  and  the  pattern  will  be  brought  out  in  orange-yellow. 
We  have  already  seen  (Exp.  132)  that  the  tersulphide  of  arsenic 
yields  a  mirror  of  metallic  arsenic  when  heated  in  a  closed  tube 
with  a  mixture  of  carbonate  of  sodium  and  cyanide  of  potassium. 
The  sulphide  is  readily  dissolved  by  a  cold  solution  of  potash, 
soda,  or  ammonia,  the  oxygen  of  the  alkali  converting  part  of 
the  arsenic  in  the  sulphide  into  6u:senious  acid,  while  the  alkali- 
metal  combines  with  the  sulphur  liberated ;  this  alkaline  sulpliide 
then  unites  with  the  undecomposed  portion  of  sulphide  of  arsenic 
to  form  a  sulphur-salt,  whose  composition  is  that  of  an  arsenite 
in  which  the  oxygen  has  been  replaced  by  sulphur. 

4As,S3  +  5K,0  =  3(K,S,A8,S3)  +  2K,0,As,03. 
If  an  acid  be  added  to  this  solution,  no  sulphuretted  hydrogen  is 
evolved,  as  U  generally  the  case  when  an  acid  is  brought  in  con- 
tact with  an  alkaline  sulphide,  but  the  sulphur  and  arsenic  re- 
combine  and  are  separated  as  tersulphide  of  arsenic. 

3(K,S,As,S3)  +  2KfiMfl,  +  lOHCl  =  lOKCl  +  5H,0  +  4Ab,83. 

341.  Svlpharsenites. — The  tersulphide  of  arsenic  unites  with 
basic  metallic  sulphides  in  three  different  proportions,  forming 
with  potassium,  for  example,  the  three  salts  SK^SjAs^Sg,  ^K^^S, 
ASjjSg,  and  BI^SjAs^Sg.  One  mode  of  preparing  a  sulpharsenite 
has  been  mentioned  in  the  last  section ;  another  method  is  to  dis- 
solve arsenious  acid  in  an  alkaline  sulphydrate,  in  which  case 
one-half  of  the  alkali  is  converted  into  arsenite : — 

Dualistio :  2A8^0,  +  4E:HS  =  K,S,As,S3  +  ^fiMP^  +  2H,0. 
Empirical :  As^^O,  +  2KHS  =  K AsS^,  4-  KAsO,,  +  H^. 

The  Bulpharsenites  of  the  other  metals  are  mostly  obtained  from 
the  sulpharsenites  of  sodium  and  potassium  by  the  method  of 
double  decomposition.  The  sulpharsenites  are  either  yellow  or 
red ;  they  are  obscure  bodies,  of  no  practical  importance  at  pre- 
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Bent.  They  illustrate,  however,  two  points  of  theoretical  in- 
terest— namely,  the  existence  of  sulphur-salts  which  bear  to 
sulphides  the  same  relation  which  oxygen  salts  bear  to  oxides, 
and  the  parallelism  of  composition  between  these  two  classes  of 
salts.  We  place  beside  each  other  the  empirical  formulsB  of  the 
sulphur-salts  of  potassium  and  arsenic,  and  the  corresponding 
oxygen-salts: — 

Sidphnr'SaUs.  Oxygen-salts. 

K3ASS,  K3ASO, 

KisS,  KisOj, 

342.  Quinquisvlphide  of  Arsenic  ( As^S^) . — A  sulphi  de  of  arsenio 
corresponding  to  anhydrous  arsenic  acid  is  not  known  in  the  free 
state.  The  quinquisulphide  is  known  only  in  combination  with 
sulphides  of  the  metals  in  sulphur-silts  called  sulpharseniates. 
When  a  solution  of  sulphide  of  sodium  is  digested  with  some  ter- 
sulphide  of  arsenic  and  sulphur  enough  to  permit  the  formation  of 
the  quinquisulphide,  and  the  solution,  after  long  standing,  is  con- 
centrated by  evaporation  and  then  cooled,  large  colorless  ciystals 
of  sulpharseniate  of  sodium  are  obtained,  which  are  not  changed 
by  exposure  to  the  air.  The  crystals  have  the  composition  in- 
dicated by  the  formula  SNa^SjAs^Sg  -f  ISH^O.  The  sulphar- 
seniate, 2'Na^S,As^^^,  may  be  prepared  by  saturating  the  aqueous 
solution  of  the  corresponding  oxygen-salt  2NeLfi,A,8j[)^  with  sul- 
phydric  acid  gas.  The  sulpharseniates  of  the  alkali-metals,  and 
a  few  others,  are  soluble  in  water ;  but  the  greater  number  of  sul- 
pharseniates are  insoluble.  These  insoluble  salts  are  prepared  by 
mixing  a  solution  of  an  alkaline  sulpharseniate  with  a  solution  of 
some  salt  of  the  metal  whose  sulpharseniate  is  desired.  The  same 
parallelism  is  observable  between  sulpharseniates  and  arseniates 
as  between  sulpharsenites  and  arsenitei. 
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/  CHAPTER    XVm. 

ANTIMONY. 

343.  Antimony  is  found  native,  both  alone  and  alloyed  wilii 
other  metals,  especially  with  arsenic,  nickel,  and  silver.  There 
exist  also  a  considerable  number  of  minerals  which  consist  of, 
or  contain,  large  proportions  of  the  compounds  of  antimony  with 
oxygen  and  sulphur. 

344.  All  the  antimony  of  commerce  is  obtained  from  the 
mineral  tersulphide,  Sb^S,.  The  symbol  for  antimony  is  Sb, 
from  the  Latin  name  of  the  substance,  Stibium,  This  sulphide 
is  very  fusible,  melting  re^ly  in  the  flame  of  a  candle ;  it  may 
therefore  be  separated  from  Ihe  earthy  or  rocky  gangue  in  which 
it  occurs  by  simple  fusion  at  a  low  temperature.  The  metal  is 
obtained  from  the  sulphide  by  several  different  processes  : — 1.  By 
adding  to  the  melted  sulphide  iron  nails,  filings,  or  scraps ;  the 
iron  and  the  antimony  change  places. 

8b,S,  4-  3Fe  =  3FeS  +  2Sb. 
2.  By  roasting  the  sulphide  of  antimony,  reduced  to  a  coarse 
powder,  until  the  greater  part  of  the  sulphur  has  been  burnt  off 
and  the  antimony  converted  into  the  oxide  ;  this  residue  is  then 
mixed  into  a  paste  with  water,  charcoal  powder,  and  carbonate 
of  sodium,  or  some  equivalent  reducing  flux,  and  heated  in  co- 
vered crucibles  to  full  redness  ;  the  metal  sinks  to  the  bottom  of 
the  crucible.  3.  By  fusing  together  a  mixture  of  sulphide  of 
antimony,  the  scales  which  fall  froni  hot  iron  when  it  is  ham- 
mered  (an  oxide  of  iron),  carbonate  of  sodium,  and  charcoal ; 
this  process  is  a  sort  of  combination  in  a  single  operation  of  the 
two  preceding  methods.  Since  the  sulphides  and  oxides  of  anti- 
mony and  the  metal  itself  are  somewhat  volatile  at  moderate 
temperatures,  it  has  thus  far  been  found  impossible  to  avoid  a 
considerable  loss  of  metal  during  the  melting,  roasting,  and  re- 
ducing of  the  ore.  From  one-fifth  to  one-half  of  the  metal  is 
lost,  according  to  the  skiU  and  care  of  the  workmen. 

345.  The  commonest  impurities  in  commercial  antimony  are 
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sulphur,  sodinniy  arsenic,  lead,  iron,  and  copper.  These  impuri- 
ties injure  the  antimony  for  many  of  its  applications  in  the  arts; 
and  the  extensive  use  of  antimonial  preparations  in  medicine 
renders  the  removal  of  the  arsenic  a  point  of  particular  impor- 
tanae.  The  purification  may  he  effected  hy  fusing  the  powdered 
metal,  first,  with  a  mixture  of  sulphide  of  antimony  and  carho- 
nate  of  sodium,  and,  secondly,  with  a  mixture  of  carhonate  of 
sodium  and  nitre.  These  fusions  may  he  several  times  repeated ; 
the  impurities  are  either  oxidized  or  converted  into  sulphides, 
and  enter  the  slag.  Lead,  however,  cannot  he  got  rid  of  hy 
these  processes ;  this  impurity  is  removed  hy  fiising  the  anti- 
mony with  oxide  of  antimony ;  the  lead  changes  places  with  the 
antimony  in  the  oxide  of  antimony,  and  is  converted  into  litharge. 

346.  Antimony  is  a  hrittle  metal,  having  a  hluish-white  color, 
a  hriUiant  lustre,  and  a  highly  crystalline  structure.     The  cakes 
of  the  commercial  metal  usually  present  upon  their  upper  sur- 
faces heautiful  stellate  or  fern-like  markings.     like  phosphorus 
and  arsenic,  it  is  dimorphous,  crystallizing  hoth  in  rhomhohedrons 
and  octahedrons.     The  specific  gravity  of  the  metal  is  from  6*60 
to  6-85 ;  its  atomic  weight  is  122.     For  a  metal,  it  is  a  poor  con- 
ductor of  heat  and  electricity.     At  460°  it  melts,  gives  off  vapors 
at  a  low  red  heat,  and  takes  fire  at  full  redness,  huming  hrilliantly,    p  ^\   ^'  '• 
with  evolution  of  white  fumes  of  the  teroxide  (Sh.O.).     If  the    l  ,  / ' 
antimony  is  contaminated  with  arsenic,  as  is  often  the  case,  a     \ /»A.t€^i*  c* 
garlic  odor,  due  to  the  presence  of  this  impurity,  may  he  im-       i»^U  j*i^l 
parted  to  the  vapors. 

£xp,  134. — Melt  ahout  ^<6«,gjTn.  of  antimony  hy  heating  it  on  a 
piece  of  charcoal  hefttig  the  hlowpl^  (See  Chapter  XX.)  Throw 
the  white,  glowing  globnle  into  the  middle  of  a  large  tray  made  of 
coarse  paper  j  the  globule  bursts  into  a  multitude  of  small  beads,  which 
fly  over  the  paper,  leaving  in  their  trail  a  white,  powdery  oxide. 

JSxp.  135. — Melt  a  second  small  fragment  of  antimony  upon  char- 
coal as  before,  but,  instead  of  throwing  it  from  the  coal,  allow  it  to  cool 
there  slowly.  The  globule  will,  in  this  case,  become  covered  with  an 
efflorescence  of  crystals  of  the  oxide. 

The  metal  is  not  oxidized  hy  exposure  to  dry  or  moist  air  at 
ordinary  temperatures.  Nitric  acid  oxidizes  it  easily,  but  does 
not  dissolve  it;  the  insoluble  quinquioxide,  or  some  mixed 
oxide,  is  formed,  according  to  the  strength  of  the  acid  employed. 
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Powdered  antimony  takes  fire  when  thrown  into  chlorine  gas, 
and  combines  very  energetically  with  bromine  and  iodiuo. 
When  finely  powdered,  it  is  dissolved  by  boiling  chlorhydric  acid, 
with  evolution  of  hydrogen ;  if  a  little  nitric  acid  be  added  to  the 
chlorhydric,  the  metal  dissolves  easily,  to  form  a  solution  of 
terchloride  of  antimony  (SbCl,).  The  metal,  when  in  fine  pow- 
der, is  also  dissolved  readily  by  solutions  of  the  higher  sulphides 
of  sodium  and  potassium,  with  formation  of  sulphantimonites  and 
Bulphantimoniates. 

347.  In  spite  of  the  strong  tendency  of  this  metal  to  crystal- 
lize, it  can  be  obtained  in  an  amorphous  form  by  the  electrolysis 
of  concentrated  antimonial  solutions.  This  amorphous  antimony 
always  contains,  however,  6  or  6  per  cent,  of  terchloride  of  an- 
timony and  a  trace  of  chlorhydric  acid ;  whether  these  foreign 
substances  are  retained  mechanically,  or  not,  within  the  mass,  is 
not  dear.  The  amorphous  metal  has  a  dark  steel-color,  a  smooth 
surface,  a  comparatively  soft  texture,  a  lustrous  amorphous  frac- 
ture .and  a  specific  gravity  varying  from  5*74  to  5'83.  When 
gently  heated  or  sharply  struck,  the  amorphous  antimony  sud- 
denly manifests  a  great  heat,  the  temperature  rising  from  16°  to 
230°  and  upwards,  and  fumes  of  terchloride  of  antimony  are 
evolved.  After  undergoing  this  peculiar  change,  the  metal  ap- 
proximates to  the  crystalline  variety  in  structure,  density,  and 
oolor. 

348.  Antimony  enters  into  the  composition  of  several  very 
valuable  alloys.  Type-metal  is  an  alloy  of  lead  and  antimony, 
containing  about  20  per  cent,  of  antimony.  For  stereotype 
plates  -^^  -^  oi  tin  is  usually  added  to  this  alloy.  The  com- 
mon white  metallic  alloys  used  for  cheap  teapots,  spoons,  forks, 
and  like  utensils,  are  variously  compounded  of  brass,  tin,  lead, 
bismuth,  and  antimony ;  for  example,  a  superior  kind  of  pewter 
is  made  of  12  parts  tin,  1  part  antimony,  and  a  small  proportion 
of  copper;  Britannia  metal  is  sometimes  compounded  of  equal 
parts  of  brass,  antimony,  tin,  bismuth,  and  lead.  The  value  of 
antimony  in  these  alloys  depends  upon  the  hardness  which  it 
communicates  to  the  compounds,  without  rendering  them  incon- 
veniently brittie. 

With  zinc,  antimony  forms  two  aUoys  having  a  definite  crys- 
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talline  character.  The  alloy  containing  43  per  cent,  of  zinc 
crystallizes  in  silver- white  needle-like  prisms ;  it  answers  to  the 
formula  Sb^Zn,.  The  alloy  containing  33  per  cent,  of  zinc 
crystallizes  in  broad  plates  presenting  no  similarity  to  the  form 
of  the  other  aUoy ;  it  answers  to  the  formula  SbZn.  These 
alloys,  especially  Sb^Zn,,  decompose  boiling  water  with  evolu- 
tion of  hydrogen.  The  crystals  of  these  two  alloys  are  obtained 
by  the  method  of  fusion  (§  194).  In  each  of  these  crystallized 
alloys,  the  crystalline  form  may  be  preserved,  although  the  pro- 
portions of  the  ingredients  may  vary  considerably  from  the  exact 
atomic  proportions  indicated  by  their  formulae.  Thus  needles  may 
be  obtained  in  which  the  actual  proportion  of  antimony  present 
vases  from  35*77  per  cent,  to  57*24  per  cent.,  the  exact  atomic 
proportion  being  55*7  per  cent. ;  and  the  percentage  of  antimony 
in  the  plates  may  fall  as  low  as  64*57,  or  may  rise  as  high  aa 
79*42,  although  65*07  per  cent,  is  the  true  atomic  proportion. 
These  interesting  crystalline  alloys  strikingly  illustrate,  therefore, 
a  principle  of  wide  applicability,  namely,  that  a  definite  crystal- 
line form  is  not  necessarily  a  guaranty  of  an  unvarying  chemical 
composition. 

349.  Antimony  and  Hydrogen, — ^The  composition  of  the  ga- 
seous compound  of  these  two  elements  is  not  certainly  known, 
inasmuch  as  it  has  never  yet  been  prepared  free  from  admixed 
hydrogen.  When  a  solution  of  any  salt  of  antimony  is  poured 
into  a  mixture  of  zinc  and  dilute  acid  which  is  disengaging  hy- 
drogen, the  antimony  compound  is  decomposed;  one  portion  of 
the  antimony,  and  sometimes  even  the  whole  of  it,  is  deposited 
upon  the  zinc,  while  another  portion  usually  combines  with  the 
hydrogen,  and  assumes  the  gaseous  state.  When  this  compound 
gas  is  passed  through  a  solution  of  nitrate  of  silver,  a  precipitate 
is  produced  which  has  been  found  to  consist  of  antimonide  of 
silver,  SbAg,.  Since  silver  is  a  metal  which  replaces  hydrogen, 
atom  for  atom,  it  is  a  natural  inference  that  the  gas  which  hoa 
produced  this  precipitate  must  have  the  composition  represented 
by  the  formula  SbH,.  This  supposition  derives  strength  from 
the  analogous  formulae  of  the  well-known  gases  ammonia,  NH,, 
phosphuretted  hydrogen,  PH,,  and  arseniurettedhyrogen,  AsEE, 

Antimoniuretted  hydrogen  is  a  colorless  gas,  inodorous  whoD 
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free  from  arsenioretted  hydrogen,  and  insoluble  in  water  and 
alkaline  liquids.  The  gas  is  decomposed  at  a  red  heat  into  anti- 
mony and  hydrogen ;  it  bums  in  the  air  with  a  whitish  flame, 
and  gives  off  a  white  smoke  of  teroxide  of  antimony ;  when  a 
bit  of  cold  porcelain  is  held  against  a  burning  jet  of  the  gas,  a 
sooty  spot  of  metallic  antimony  is  deposited  on  the  porcelain. 
These  reactions  resemble  those  of  axseniuretted  hydrogen  (§  308). 
JExp,  136. — ^Dissolve  0*5  grm.  of  tartar-emetic  (tartrate  of  antimony 
and  potassium)  in  about  80  c.  c  of  water.  Add  a  few  centimetres  of 
the  solution  thus  obtained  to  the  bottle  of  the  apparatus  represented 
in  Figm^e  48»  in  which  hydrogen  ia  already  being  generated  from  zinc 


and  dilute  sulphuric  acid.  Antimoniuretted  hydrogen  will  be  produced, 
and  should  be  submitted  to  precisely  the  same  series  of  operations  by 
which  arseniuretted  hydrogen  was  examined.  (Exp.  183.)  By  heat- 
ing the  hard  glass  tube  at  a  and  b  successively^  two  mirrors  of  antimony 
will  be  obtained ;  when  the  gas  reaches  the  jet  without  decomposition^ 
the  white  color  of  the  flame  will  be  observable ;  when  a  cold  piece  of 
porcelain  is  pressed  against  the  burning  jet,  spots  of  antimony  will  be 
deposited  thereon.     Preserve  these  mirrors  and  spots. 

£xp,  137. — Compare  together  the  spots  obtained  on  porcelain  from 
arseniuretted  hydrogen  (Exp.  133)  and  &om  antimoniuretted  hydrogen 
(Exp.  136).  1.  The  arsenical  spot  has  a  metallic  lustre,  and  a  brown 
color,  when  thin ;  the  stain  of  antimony  has  a  feeble  lustre,  and  is 
smoky-black.  2.  The  arsenical  stain  disappears  readily  on  the  appli- 
cation of  a  heat  below  redness ;  the  stain  of  antimony  is  volatile  only 
at  a  red  heat  On  account  of  the  comparative  want  of  volatility  which 
characterizes  tbe  antimony  deposit,  the  mirrors  of  antimony  obtained 
in  the  glass  tube  TKxp.  136)  are  always  deposited  nearer  the  heated 
portion  of  the  tube  than  the  arsenic  mirrors  are.  8.  The  arsenical 
stains  may  be  distinguished,  moreover,  from  the  antimonial  stains  oy 
moans  of  a  solution  of  '^  chloride  of  soda"  (a  mixture  of  hypochlorite 
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of  sodium  with  chloride  of  fiodium,  prepared  by  mixiiig  a  solution  of 
chloride  of  lime  with  carbonate  of  sodium  in  excess,  and  filtering) ; 
this  solution,  which  is  analogous  to,  and  indeed  may  be  replaced  by, 
a  solution  of  chloride  of  lime  (§  120),  immediately  dissolves  arsenical 
spots,  but  leaves  antimonial  spots  unaffected  for  a  long  time.  For  the 
application  of  this  test  it  is  convenient  to  produce  some  spots  on  the 
interior  of  a  concave  bit  of  porcelain.  4.  On  warming  an  arsenic 
spot  with  a  drop  or  two  of  aqua  regia,  and  evaporating  to  dryness,  a 
slight  residue  of  arsenic  acid  is  left,  recognizable  by  its  ready  solubility 
in  a  drop  of  water;  if  to  this  drop  of  arsenic  acid  solution  a  drop  of 
ammonio-nitrate  of  silver  be  added,  a  brick-red  turbidity,  due  to  the 
formation  of  arseniate  of  silver,  will  be  produced.  This  ammonio- 
nitrate  of  silver  is  prepared  by  adding  exactly  ammonia  enough  to  a 
solution  of  nitrate  of  silver  to  redissolve  the  precipitate  which  forms  at 
first  The  antimony  spot  treated  in  the  same  way  yields  no  such  red 
precipitate.  6.  An  antimony  stain  will  dissolve  readily  in  a  few  drops 
of  a  solution  of  sulphydrate  of  ammonium  which  has  become  yellow 
by  keeping ;  when  such  a  solution  is  evaporated  to  dryness,  a  bright 
orange  stain  remains.  The  arsenical  stain,  on  the  contrary,  is  not  per- 
ceptibly afiected  by  the  yellow  sulphydrate  of  ammonium  solufioui 
mdess  heat  is  applied. 

Exp.  138. — Connect  the  tube  of  hard  glass  in  which  two  arsenic 
mirrors  were  formed,  in  Exp.  133,  with  a  sulphuretted-hydrogen-ge- 
nerator (Appendix,  §  19),  interposing  between  the  tube  and  the  gene- 
rator a  suitable  drying-tube  or  bottle  filled  with  chloride  of  calcium ; 
then  transmit  through  the  tube  a  very  slow  stream  of  sulphydric  acid 
gas,  and  heat  the  mirrors  with  a  small  gas-flame,  proceeding  from  the 
outer  to  the  inner  border  of  the  mirrors,  in  the  direction  opposite  to  that 
of  the  gas  current. 

Repeat  the  same  process  with  the  tube  containing  the  antimony 
mirrors  obtained  in  Exp.  136. 

Yellow  tersulphide  of  arsenic  is  formed  in  one  case,  and  orange-red 
or  black  tersulphide  of  antimony  in  the  other.  When  both  metals  are 
present  in  one  mirror,  the  two  sulphides  appear  side  by  side,  the  sul- 
phide of  arsenic  as  the  more  volatile  lying  invariably  beyond  the 
sulphide  of  antimony. 

£xp,  139. — ^Transmit  through  the  tube  which  contains  the  sulphide 
of  arsenic  a  stream  of  dry  chlorhydric  acid  gas  (§  96),  without  apply- 
ing heat ;  no  alteration  wiU  take  place  in  the  yellow  sulphide. 

Transmit  the  same  gas  through  the  tube  containing  the  sulphide  of 
antimony ;  the  sulphide  of  antimony  will  immediately  disappear.  If 
the  gaseous  current  be  then  passed  through  some  water,  the  presence 
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of  antimony  in  the  water  can  be  demonstrated  by  means  of  snlphydric 
acid  (§  210). 

When  both  sulphides  are  present  at  once,  the  cblorhydric  acid  at- 
tacks and  removes  the  sulphide  of  antinony,  while  the  sulphide  of 
arsenic  remains  behind.  A  drop  or  two  of  ammonia-water,  drawn  into 
the  tube,  will  then  dissolve  the  sulphide  of  arsenic.  This  solubility  in 
ammonia  distinguishes  the  yellow  sulphide  from  sulphur  itself,  with 
which  it  might  otherwise  be  sometimes  confounded. 

Antimony  and  Oxygen, — Antimony  forms  two  well-marked 
oxides,  analogous  to  the  oxides  of  arsenic,  the  teroxide  or  anti- 
monious  acid,  Sb^O,,  and  the  quinquioxide  or  antimonic  acid, 
SbjOj ;  a  compound  of  these  two  oxides  Sb^Og,  Sb^O,  =  2Sbj,0^, 
is  sometimes  recognized  as  a  distinct  oxide  under  the  name  of  the 
quadroxide. 

350.  Teroxide  of  Antimony, — ^This  oxide  occurs  as  a  natural 
mineral,  called  White  Antimony  or  Antim^my  Bloom,  like 
arsenious  acid,  it  is  dimorphous,  crystallizing  in  rhombic  prisms 
belonging  to  the  trimetric  system,  and  also  in  regular  octahedrons. 
The  artificial,  as  well  as  the  native,  teroxide  is  dimorphous. 
Antimonious  oxide  is  produced  when  antimony  is  burnt  in  the 
air,  or  heated  to  full  redness  in  imperfectly  covered  crucibles. 
The  easiest  mode  of  getting  it  is  to  heat  the  tersulphide  (Sb^S,) 
with  strong  cblorhydric  acid  as  long  as  sulphydric  acid  continues 
to  escape,  and  pour  the  resulting  solution  of  the  tercbloride 
(SbClg)  into  a  boiling  solution  of  carbonate  of  sodium : — 

2Sba3  4-  3Na,C03  =  Sb.O,  +  6NaCl  +  3C0,. 

If  the  solution  of  carbonate  of  sodium  be  cold  or  only  warm 
''instead  of  boiling,  a  hydrate  of  the   teroxide  is  precipitated; 
Sb,03,H,0  =  2SbH0,. 

Antimonious  oidde  is  white  or  grayisli- white  at  ordinary  tem- 
peratures, but  turns  yellow  when  heated.  It  melts  below  a  red 
heat,  and  sublimes  when  raised  to  a  higher  temperature  in  a 
closed  vessel.  When  heated  in  the  air  it  is  partly  converted  into 
antimonic  acid.  It  is  readily  reduced  to  the  metallic  state  by 
ignition  with  hydrogen,  charcoal,  or  potassium.  Teroxide  of 
antimony  dissolves  sparingly  in  water,  but  freely  in  strong  cblor- 
hydric acid ;  it  also  dissolves  in  a  hot  solution  of  tartaric  acid,  or 
of  acid  tartrate  of  potassium  (cream  of  tartar).    The  solution 
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obtained  in  the  latter  case  contains  the  tartrate  of  antimony  and 
potassium  (C^H^ESbO^),  commonly  called  tartar-emetic.  Ordi- 
nary nitric  acid  does  not  dissolve  the  teroxide ;  but  fuming  nitrio 
acid  and  fuming  sulphuric  acid  both  dissolve  it,  forming  solutions 
which  ultimately  deposit  shining  scales  of  a  nitrate  in  the  one  case 
and  a  sulphate  in  the  other. 

It  is  obvious,  from,  these  facts,  that  this  oxide  of  antimony  dif- 
fers from  all  the  oxides  which  we  have  heretofore  studied,  in  that 
it  is  capable  of  reacting  upon  strong  acids  in  such  wise  as  to  form 
salts  wherein  the  antimony  plays  very  much  the  same  part  which 
lead  plays  in  nitrate  of  lead  PbN^O,  (Exp.  42),  or  calcium  in 
CaSO^  (p.  88).  This  truth  is  .expressed  in  technical  language 
when  we  say  that  the  teroxide  of  antimony  is  capable  of  acting 
as  a  b<u6 ;  the  oxides  heretofore  studied  have  either  been  acids, 
like  the  oxygen  acids  of  the  chlorine  and  sulphur  groups,  of 
nitrogen,  phosphorus,  and  arsenic,  or  they  have  been  indifferent 
bodies  not  inclined  to  form  definite,  stable  compounds  by  union 
with  other  substances. 

But  if,  on  the  one  hand,  teroxide  of  antimony  is  thus  some- 
times a  base,  on  the  other  it  also  acts  as  a  feeble  acid.  The  arti- 
ficial teroxide  dissolves  readily  in  solutions  of  caustic  potash  and 
soda,  forming  very  unstable  antimonites,  which  are  decomposed 
by  boiling,  or  mere  evaporation.  These  antimonites  are  analo- 
gous to  the  arsenites ;  but  it  is  to  be  observed  that  arsenious  acid 
is  not  only  a  stronger  acid  than  antimonious,  but  that,  unlike 
antimonious  oxide,  it  never  plays  the  part  of  a  base. 

351.  Antimoniate  of  Antimony  or  Quadroxide  of  Antimony 
(SbjjO^). — This  oxide  occurs  as  a  native  mineral.  It  may  be 
prepared  artificially  by  heating  strongly  the  quinquioxide  (Sb^O,), 
or  by  roasting  the  teroxide  or  the  tersulphide,  or  by  treating  pow- 
dered antimony  with  an  excess  of  nitric  acid.  As  thus  prepared, 
it  is  white,  infusible,  and  unalterable  by  heat,  slightly  soluble 
in  water,  more  soluble  in  chlorhydrio  acid,  and  easily  resolvable, 
by  boiling  with  a  solution  of  cream  of  tartar,  into  antimonious 
oxide  and  antimonic  acid.  2Sbj,0^  =  SbjjOg,SbjOg.  The  oxide 
may  therefore  be  regarded  as  a  compound  of  the  two  other 
oxides  of  antimony;  but  it  is  sometimes  considered  a  distinct 
oxide  on  the  ground  that  it  yields  by  fusion  with  caustic  potash^ 
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or  carbonate  of  potassium,  an  amorphous  saline  mass  wtiose 
composition  answers  to  the  formula  ^fi^^^.  This  salt  itn^lf, 
however,  if  such  it  be,  can  be  regarded  as  a  mixture  of  an  antt- 
monite  and  an  antimoniate : — 

2(K,0,Sb,0,)  =  K,0,Sb,0,  +  K,0,Sb,0,. 

352.  Quitiquioxide  of  Antimony  or  Antimonic  Acid  (SbjO,). — 
This  compound  is  obttdned  as^-a  hydrate : — 1.  By  treating  anti- 
mony with  nitric  acid  or  aqua  regia  containing  an  excess  of 
nitric  acid.  2.  By  decomposing  the  quinquichloride  of  antimony, 
Sba,  (§  354),  with  water  :— 

2SbCl,  -f  5H,0  =  8b,0,  -f  lOHCL 

3.  By  precipitating  a  solution  of  antimoniate  of  potassium 
(Xfifihfi^  4-  5HjO)  with  a  strong  add.  This  antimoniate  of 
potassium  is  obtained  by  fusing  one  part  of  antimony  with  four 
parts  of  nitre,  digesting  the  fused  mass  with  tepid  water  to  re- 
move nitrate  and  nitrite  of  potassium,  and  boiling  the  residue  for 
iin  hour  or  two  with  water ;  the  white  insoluble  mass  of  anhy- 
drous antimoniate  is  thereby  transformed  into  a  soluble  hydrate, 
and  the  solution,  treated  with  a  strong  acid,  yields  a  precipitate 
of  hydrated  antimonic  acid.  The  hydrated  antimoniate  of  po- 
tassium itself  is  a  gummy,  uncrystallizable  salt. 

The  hydrated  oxide,  obtained  by  either  of  these  methods,  gives 
off  its  water  at  a  heat  below  redness,  and  jdelds  anhydrous  anti- 
monic acid  as  a  yellowish,  tasteless  powder,  insoluble  in  water 
and  acids.  At  a  red  heat  it  gives  off  one-fifth  of  its  oxygen,  and 
is  converted  into  the  quadroxide.  A  boiling  solution  of  caustic 
potash  dissolves  the  oxide. 

The  hydrated  oxide  obtained  by  the  first  and  third  of  the 
above  methods  is  not  identical  with  that  which  results  from  the 
second  process.  The  product  of  the  first  and  third  methods  is 
called  antimonic  acid ;  the  product  of  the  second  is  called  tnel- 
antimonic  acid,  a  term  derived  from  a  Greek  adverb  which  was 
used  in  composition  to  denote  a  change  of  place,  condition,  or 
quality.  Antimonic  acid  forms  normal  salts  of  the  composition 
MjjO,Sb^Of  and  acid  salts  containing  M,O,2Sb,O0,  while  met- 
.antimonic  acid  forms  normal  salts  containing  2M,0,Sb30,  and 
acid  salts  answering  to    the  formula  2M,0,2SbyO,j   the  add 
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metantimoniates  are  isomeric  (§  312)  with  the  normal  anti- 
moniates. 

The  metantimoniates  of  sodium,  potassium,  and  ammonium  are 
crystalline;  the  antimoniates  of  the  same  bases  are  gelatinous 
.and  uncrystaUizable.  The  antimoniates  and  metantimoniates 
of  sodium,  potassium,  and  ammonium  are  the  only  ones  which 
are  readily  soluble  in  water ;  all  other  antimoniates  and  met- 
antimoniates are  insoluble  or  sparingly  soluble.  Normal  anti- 
moniates correspond  with  normal  nitrates : — 

M,0,8b,0,  «  M,Sb,0,  =  2MSbO,. 
M,0,N,0,   «  M,N,0,  «  2MN0,. 

Normal  metantimoniates  are  analogous  to  pyrophosphates :— - 

2M,0,Sb,0.  =  M,Sb,0,. 
2M,0,P,0.    =  M,Pp,. 

Antimony  and  Chlorine, — ^Antimony  forms  two  chlorides,  a 
terchloridc,  SbCl,,  and  a  quinquichloride,  SbCl^,  both  of  which 
have  their  analogues  in  the  chlorides  of  phosphorus,  already 
studied;  the  terchloride  is  also  comparable  with  the  chloride 
of  arsenic.  The  metal  unites  directly  with  chlorine  on  contact 
(Exp.  54),  and  the  two  chlorides  are  bodies  of  considerable  sta- 
bility. 

353.  Terchloride  of  Antimony  (SbCl,). — This  chloride  is 
formed  when  chlorine  gas  is  passed  slowly  through  a  tube  con- 
taining antimony  in  large  excess.  It  may  also  be  prepared  by 
distilling  3  parts  of  antimony  with  8  parts  of  corrosive  sublimate 
(chloride  of  mercury),  or  2  parts  of  the  tersulphide  of  antimony 
with  4*6  parts  of  corrosive  sublimate : — 

2Sb-f3HgCl,-2SbCl,  +  3Hg;  Sb,S,+  3HgCl,«2SbCl,  +  3Hg8. 

The  easiest  method  of  preparing  this  chloride  is  to  dissolve  the 
tersulphide  of  antimony  in  strong,  hot  chlorhydric  acid,  or  me- 
tallic antimony  in  the  same  add,  to  which  a  little  nitric  acid  has 
been  added ;  the  resulting  liquid,  in  either  case,  after  evapora- 
tion to  an  oily  conedstency,  should  be  distilled. 

At  the  ordinary  temperature,  terchloride  of  antimony  is  a 
translucent  yellowish  substance  of  fatty  consistency,  whence  its 
popular  name,  butter  of  antimony.  It  melts  at  72°  and  boils  at 
about  200°^  fumes  slightly  in  the  air,  is  deliquescent  and  highly 

t2 
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corrosive.  When  thrown  into  water,  it  is  decomposed  into  chlor- 
hydric  acid  and  teroude  of  antimony,  which,  howcTcr,  remains 
united  with  a  portion  of  the  chloride,  forming  a  white  powder 
which  contains  antimony,  chlorine,  and  oxygen,  hut  is  somewhat 
variable  in  composition.  This  white  precipitate  is  redissolved 
by  excess  of  chlorhydric  acid,  and  the  solution  thus  obta'ned  is 
the  most  convenient  that  can  be  used  for  exhibiting  the  reactions 
of  antimony.  The  addition  of  tartaric  acid  to  this  solution  pre- 
vents its  decomposition  by  water. 

JExp.  140. — In  a  flask  of  about  300  c  c  capacity,  heat  gently  0*6 
grm.  of  finely  powdered  antimony  with  SO  c.  c.  of  strong  chlorhydric 
acid,  to  which  10  drops  of  nitric  acid  have  been  added.  When  com- 
plete solution  has  been  effected,  pour  a  little  of  the  chloride  into  water, 
to  demonstrate  the  decomposition  just  referred  to.  Evaporate  the  rest 
of  the  solution  to  the  consistency  of  a  thick  syrup;  it  is  the  butter  of 
antimony. 

The  anhydrous  terchloride  combines  with  the  chlorides  of 
sodium,  potassium,  and  ammonium,  and  certain  other  chlorides, 
to  produce  crystalline  saline  compounds,  analogous  in  composi- 
tion to  those  oxygen  and  sulphur  compounds  to  which  the  term 
mU  is  commonly  applied. 

354.  Qutnquichkride  of  Antimony  (SbCl,). — ^This  compound 
is  formed,  wiiii  brilliant  combustion,  when  finely  powdered  anti- 
mony is  thrown  into  chlorine  gas  (Exp.  64).  It  may  also  be 
prepared  by  passing  diy  chlorine  over  warm  powdered  antimony^ 
or  over  the  terchloride. 

Exp.  141. — Fill  a  hard-glass  tube,  No.  2,  150  cm.  long  with 
coarsely  powdered  antimony,  and  fit  one  end  of  the  tube  so  charged 
into  a  tubulature  of  a  two-necked  glass  receiver,  the  other  neck  of 
which  is  connected  with  a  source  of  dry  chlorine.  Support  the  long 
tube  at  an  angle  of  10^  or  15°  with  the  table,  so  that  its  open  end  shall 
be  some  20  cm.  higher  than  the  end  which  enters  the  receiver. 
Keeping  the  tube  warm  throughout  its  whole  extent,  pass  chlorine 
slowly  and  continuously  into  the  receiver.  Combination  takes  place 
in  the  tube  and  the  product  flowa  back  into  the  receiver,  where  it  re- 
mains in  contact  with  chlorine ;  the  long  layer  of  antimony  prevents 
the  escape  of  any  free  chlorine.  Preserve  the  product  in  a  glass- 
stoppered  bottle. 

The  quinquichloride  is  a  colorless,  or  yellowish  liquid,  which 
is  very  volatile  and  emits  suffocating  fumes.    Water  in  small 
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proportion  forms  with  it  white  deliquescent  crystals,  but  in  large 
quantity  water  decomposes  the  chloride  into  chlorhydric  and 
antimonic  acids. 

355.  We  are  familiar  with  nitric  acid  (N^O^)  as  an  oxidizing 
agent,  as  a  substance  which  readily  yields  some  of  its  oxygen  to 
other  bodies  with  which  it  is  brought  in  contact ;  in  a  perfectly 
analogous  sense,  the  quinquichloride  of  antimony  and  its  analogue 
the  quinquichloride  of  phosphorus,  may  be  said  to  be  chloridizing 
agents  of  great  power,  for  they  readily  impart  chlorine  to  other 
substances.  These  two  chlorides  are  much  used  in  organic  che- 
mistry for  preparing  chlorine  compounds ;  thus,  for  example,  the 
compound  of  carbon  and  hydrogen  called  ethylene  or  oUfiant  gas, 
CjH^,  is  converted  by  passing  through  boiling  quinquichloride  of 
antimony  into  an  oily  bichloride,  C,II^Clj,  known  as  Dutch  liquid. 
The  quinquichloride  acts  as  a  carrier  of  free  chlorine,  being  itself 
reduced  to  the  terchloride. 

Terhromide  and  Teriodide  of  Antimony  (SbBr,  and  SbT,). — ^It 
is  enough  to  mention  the  existence  of  these  compounds,  formed 
by  the  direct  union  of  the  elements. 

Antimony  and  Sulphur, — Antimony  forms  two  sulphides,  Sb^^S, 
and  SbjSj,  corresponding  to  antimonious  oxide  and  antimonic 
acid,  and  possibly  an  intermediate  sulphide  corresponding  to  the 
quadroxide. 

356.  Tersulphide  of  Antimony  (Sb^S,). — This  compound  exists 
in  the  crystalline  and  in  the  amorphous  state.  Crystallized  ter- 
sulphide of  antimony  is  a  natural  mineral  called  ^r^;^/  antimony  or 
antimony -glance.  It  is  the  source  of  all  the  antimony  and  anti- 
mony compounds  of  commerce.  The  mineral  has  a  lead-grey 
color  and  a  metallic  lustre ;  it  is  friable  and  very  fusible,  melting 
even  in  the  flame  of  a  candle.  At  a  white  heat  it  may  be  distilled 
unchanged  in  closed  vessels,  but  by  roasting  in  the  open  air  it  is 
converted  into  a  fusible  mixture  of  teroxide  and  tersulphide  of 
antimony.  This  oxysulphide,  after  it  has  been  fused,  constitutes 
the  commercial  glass  of  antimony,  which  contains  about  8  ports 
of  the  teroxide  to  1  part  of  the  tersulphide ;  the  greater  the  pro- 
portion of  sulphide,  the  darker  the  tint  of  the  glass. 

The  native  tersulphide  is  seldom  pure,  being  generally  con- 
taminated with  lead,  copper,  iron,  and  arsenic    To  obtain  pure 
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dystallized  tersulphide  of  antimon j,  it  is  best  to  prepare  it  arti- 
ficially by  fusing  pure  metallic  antimony  with  sulphur  in  the 
required  proportions  by  weight.  The  materials  must  be  finely 
powdered  and  intimately  mixed,  and  the  mixture  thrown  by 
small  portions  into  a  heated  crucible.  The  reactions  of  crystal- 
lized sulphide  of  antimony  are  the  same  as  those  of  the  amor- 
phous sulphide,  to  be  presently  described ;  but  they  take  place  less 
quickly,  on  account  of  the  greater  cohesion  of  the  mass. 

Amorphous  tersulphide  of  antimony  can  be  procured  by  several 
processes,  from  which  we  may  select  the  two  simplest: — 1.  The 
native  grey  tersulphide  is  changed  into  the  amorphous  variety 
by  keeping  it  in  the  fused  state  for  a  considerable  time,  and  then 
cooling  it  very  suddenly  by  throwing  the  vessel  in  which  it  has 
been  melted  into  a  large  quantity  of  cold  water.  The  product 
is  an  amorphous  mass,  having  a  conchoidal  fracture,  and  a  less 
specific  gravity,  but  a  greater  hardness  than  that  of  the  crystal- 
line variety.  Its  color,  in  thin  pieces,  is  hyacinth -red ;  in  the  state 
of  powder,  orange-brown.  2.  When  sulphydric  acid  gas  is  passed 
into  an  acidulated  solution  of  an  antimony-salt  (that  of  tartar- 
emetic  for  example),  a  bright  orange-red  precipitate  of  a  hydrated 
tersulphide  of  antimony  is  formed,  which  may  be  rendered  anhy- 
drous at  a  moderate  heat  without  losing  its  red  color. 

JSxp,  142. — Dissolve  2  grms.  of  tartar  emetic  in  50  c.  c.  of  water 
and  add  to  the  solution  a  few  drops  of  acetic  acid ;  pass  a  slow  current 
of  sulphuretted  hydrogen,  from  a  self-regulating  generator  (Appendix, 
§  19),  through  this  solution  for  ten  minutes.  The  precipitate  is  the 
hydrated  tersulphide  of  antimony.  Collect  this  precipitate  upon  a 
filter  and  wash  it. 

Exp.  143. — Pour  a  dilute  cold  solution  of  caustic  soda  upon  the 
washed  precipitate  of  the  last  experiment  as  it  lies  upon  the  filter,  and 
collect  the  filtrate  in  a  test-tube;  if  the  whole  precipitate  does  not 
shortly  redissolve,  pour  the  filtrate  a  second  time  upon  the  undissolved 
precipitate  in  the  filter,  or  use  an  additional  quantity  of  soda-lye,  if 
necessary.  There  is  produced  a  mixture  of  stdphantimotwte  of  sodium 
and  teroxide  of  antimony,  which  is  soluble  in  the  excess  of  soda-lve. 

2Sb;^,  +  6NaH0  =  3NasS,Sb,S3  -f  SbjOg  +  3H,0. 

Exp.  144. — Pour  the  clear  alkaline  solution,  obtained  in  the  last 
expenment,  into  two  or  three  times  its  bulk  of  dilute  chlorhydric  add. 
The  whole  of  the  antimony  will  be  thrown  down  again  as  tersulphide^ 
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without  tuir  6T0lntioD  of  sulphuretted  hjdrogwi,  becviM  tlie  gas 
evolved  from  the  Bulph&ntdmoaite  b  ezactlj  Bt»orbed  b}r  the  dissolved 
teroiide : — 

8Nf4S,Sb,S,  +  6HCI  =  eNaOl  +  Sb^^j  +  3H^ 
Sb,0,  +  3H,8  •=  3b^,    +  3H,0. 

When  hydrat«d  amorphooa  teraulphide  of  antimony  is  boiled 
with  a  solution  of  carbonate  of  sodium,  it  is  dissotvjd ;  tbe  filtered 
liquid,  on  cooling,  deposits  a  reddish -bronn  substance,  formerly 
much  used  in  medicine,  and  known  as  kermei  mineral.  This  sub- 
stance is  not  a  definite  compound,  but  is  a  variable  mixture  of 
tersuJphide  and  t«rozide  of  antimony,  the  latter  being  combined 
with  a  small  portion  of  the  alkali.  Minute  crystals  of  terozide 
of  antimony  have  been  reoognised  in  this  mixture  by  microacopio 
examination.  A  solution  of  oream  of  tartar  will  dissolve  out  the 
teroxide,  leaving  the  tersulpfaide.  On  acidulating  the  cold  filtered 
liquid,  after  the  deposition  of  tbe  Icermee,  with  chlorhydric  acid, 
a  partioulsrly  bright  orange  precipitate  of  sulphide  of  antimony, 
known  as  the  golden  tulpkide,  is  precipitated.  Artiftcis 
of  antimony  can,  indeed,  be  precipitated  of  almost  anj 
tween  a  Hght  orange  and  a  blackish  brown.  A  ven 
sulphide  has  found  some  applications  as  a  paint. 

JExp.  14S. — Kace  in  a  porcelain  diah  10  grms.  of  a  : 
chloride  of  Bntimoo  J  of  about  I  -35  specif  gravity ;  add  tc 
ride  a  cold  solution  of  hyposulphite  of  sodium  made  by  di 
gnas.  of  the  salt  in  30  c.  c.  of  water ;  heat  tbe  dish  very  s 
stir  its  contents  continually  so  long  as  any  preiapitate  aepi 
the  liquid.  The  sulphide  of  antimony  is  thrown  down  of 
red  color.  The  color  of  the  precipitate  is  darker  in  propor 
tempeiatuie  of  the  mixture  is  higher;  when,  therefore,  a 
produced,  the  lamp  may  be  withdrawn,  in  order  to  preven 
ftom  growing  brown.  The  precipitate  Is  collected  on  a  fill 
thoroughly,  and  then  washed,  first  with  dilute  acetic  acid 
qneutly  with  water. 

Sulphantimonite  solutions,  similar  to  those  prepared 
way,  may  be  obtained  by  fusing  tersulphide  of  ontimon 
caustic  soda  or  potash,  or  with  the  carbonates  of  sodiua 
aium,  and  boiling  the  residue  with  water.  During  thi 
to  air  of  hot  sulphantimonite  solutions,  a  process  of  ' 
takes  plaoe,  whereby  the  sulphur  set  firoe  from  one  f 
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the  salt  converts  another  portion  into  the  state  ofstHphantimomaief 
so  that  on  acidulation  some  quinqnisulphide  of  antimony  is  pre- 
cipitated along  with  the  tersulphide. 

Like  the  tersulphide  of  arsenic,  the  tersulphide  of  antimony  is 
a  sulphur-acid  which  unites  with  hasic  metallic  sulphides  to  form 
Bulphiir-salts.  The  artificial  sulphantimonites  of  the  alkalies 
have  been  alluded  to  above ;  there  are  many  natural  minerals  of 
analogous  composition ;  among  such  may  be  mentioned  Miargyrite, 
AgjSjSb^S,,  Boumonite,  2Pbj,S,CUj,8,Sb^S„  and  Berthierite,  3FeS, 

2SbA. 

367.  Quinqui sulphide  of  Anlim<my  (Sb,Sg). — This  compoond, 

which  is  not  native,  is  made  by  passing  sulphuretted  hydrogen. 

through  quinquichloride  of  antimony  dissolved  in  tartaric  acid. 

It  may  also  be  prepared  by  acidulating  the  solution  of  the  sulph- 

antimoniate  ot  sodium,  3Na,S,Sb,Sg : — 

3Na,S,Sb,S,  +  6HC1  =  6NaCl  +  Sb,8,  +  3H,S. 

The  quinqnisulphide  is  an  orange-yellow,  anhydrous,  amorphous 
powder,  and  is  chiefly  remarkable  for  the  facility  with  which  it 
unites  with  the  sulphides  of  the  metals  to  form  sulphantimoniates ; 
On  this  account  this  sulphide  is  often  called  sulphantimonic  acid. 
It  is  readily  soluble  in  the  sulphides,  sulphydrates,  and  hydrated 
oxides  of  sodium,  potassium,  and  ammonium. 

The  sulphantimoniates  have  generally  the  composition  repre- 
sented by  the  general  formula  3AfjS,Sb2Sj=2M3SbS^,  analogous 
to  that  of  the  tribasic  phosphates  3Mj,0,P30,=2M,P0^.  The 
sulphantimoniates  of  sodium,  potassium,  and  ammonium  are  very 
soluble  in  water,  and  crystallize  with  facility ;  those  of  the  heavy 
metals  are  insoluble.  The  latter  are  precipitated  by  adding  solu- 
tions of  metallic  salts  to  a  solution  of  the  sulphantimoniate  ot 
sodium,  keeping  the  latter  in  excess.  The  sodium  salt  may  be 
prepared  as  follows : — 

In  a  wide-mouthed  bottle,  or  other  vessel  which  can  be  closed,  mix 
thoroughly  22  grms.  of  elutriated  tersulphide  of  antimony,  26  grms. 
of  crystallized  caibonate  of  sodium,  2  grms.  of  flowers  of  sulphur,  10 
grms.  of  quicklime^  slaked  after  weighing,  and  40  c.  c.  of  water.  Let 
the  mixture  digest  at  the  ordinary  temperature  for  24  hours,  with 
frequent  stirring ;  then  Alter  the  liqiud,  wash  the  residue  several  times 
with  water,  and  evaporate  the  filtrate  and  the  wash-water  in  a  porce- 
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lain  dish  or  dean  iron  pan,  nntil  a  sample  yields  crystals  on  cooling.  The 
formation  of  the  salt  is  accelerated  by  boiling.  The  whole  is  then  left 
to  cool ;  the  deposited  crystals  are  washed  two  or  three  times  with 
cold  water  and  dried  under  a  bell-jar  over  a  dish  of  an  absorbent  like 
quicklime  or  oil  of  vitriol.  The  salt  is  sulphantimoniate  of  sodium 
Na,SbS^-|-9HjO  5  it  forms  transparent,  colorless  or  pale  yellow,  regular 
tetrahedrona. 


CHAPTER    XIX. 

BISMUTH — THE    KITBOOEX    GROTTP. 

858.  The  metal  bismuth  is  found  chiefly  in  the  metallic  state, 
but  also  occurs  in  combination  with  sulphur,  oxygen,  and  tellu- 
rium. It  is  prepared  for  the  arts  almost  exclusively  from  native 
bismuth.  The  process  of  extracting  the  metal  from  the  gneiss 
and  clay -slate  in  which  it  generally  occurs  is  very  simple,  the 
mineral  being  merely  heated  in  closed  iron  tubes,  inclined  in  such* 
a  manner  that  the  melted  bismuth  runs  down  into  earthen  pots, 
which  are  heated  sufficiently  to  keep  the  metal  in  a  state  of  fusion. 
It  is  then  ladled  out  and  run  into  moulds.  The  impure  metal, 
which  often  contains  sulphur,  arsenic,  copper,  nickel,  and  iron, 
may  be  purified  by  melting  it  two  or  three  times  with  about  -^ 
its  weight  of  nitre. 

Bismuth  is  a  tolerably  hard,  brittle  metal,  of  a  gra3rish- white 
color  with  a  reddish  tinge.  When  pure,  it  crystallizes  more 
readily  than  any  other  metal ;  by  the  method  of  fusion  (§  188) 
it  may  be  obtained  in  most  beautiful  crystals,  made  highly  iri- 
descent by  the  thin  film  of  oxide  which  forms  on  their  surfaces 
while  they  are  still  hot ;  these  crystals  look  like  cubes,  but  are 
really  rhombohedrons.  Bismuth,  like  phosphorus,  arsenic,  and 
antimony,  is  dimorphous,  presenting  forms  both  of  the  mono- 
metric  and  hexagonal  systems.  The  metal  melts  at  264^  and 
expands  about  ^  in  solidifying;  hence  its  specific  gravity  is 
greater  in  the  liquid  than  in  the  solid  state.  When  the  metal  is 
subjected  to  strong  pressure,  its  specific  gravity,  normally  9*83, 
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has  been  said  to  become  less.  At  a  high  temperature  bismuth 
may  be  distilled.  Of  all  metals  it  exhibits  in  the  highest  degree 
the  phenomena  of  diamagnetism.     Its  atomic  weight  is  210. 

Exposed  to  dry  or  moist  air  the  metal  does  not  alter ;  but  when 
exposed  to  the  combined  action  of  air  and  water,  it  is  super- 
ficially oxidized.  When  heated  in  the  air,  it  bums  with  a  bluish 
flame,  forming  yellow  fumes.  Strong  chlorhydric  acid  acts  on  it 
with  difficulty ;  sulphuric  acid  attacks  it  only  when  hot  and  con- 
centrated ;  nitric  acid  attacks  it  immediately,  and  effects  complete 
solution,  with  formation  of  nitrate  of  bismuth  and  evolution  of 
nitric  oxide. 

359.  Bismuth  promotes  the  fusibility  of  metals  with  which  it 
is  alloyed  to  an  extraordinary  extent.  The  most  remarkable 
alloy  of  bismuth  is  that  known  as  *'  fusible  metal."  When  com- 
posed of  1  part  of  lead,  1  part  of  tin,  and  2  parts  of  bismuth,  this 
alloy  melts  at  93^*75.  Solid  fusible  metal,  like  liquid  water, 
undergoes  an  anomalous  contraction  by  heat.  It  expands  regu- 
larly from  0°  to  35°,  then  contracts  gradually  as  the  temperature 
rises  to  55^,  at  which  point  it  is  loss  bulky  than  at  0°,  again 
expands  rapidly  to  80°,  and  beyond  that  temperature  continues 
expanding  regularly  up  to  its  melting-point.  On  account  of  this 
property  of  expanding  as  it  cools  while  still  in  the  soft  state,  the 
alloy  is  much  used  for  taking  impressions  from  dies ;  the  finest 
and  faintest  lines  are  reproduced  with  great  accuracy.  It  is  ob- 
vious that  an  alloy  possessing  such  properties  must  be  something 
more  than  a  mere  mixture  of  the  constituent  metals. 

No  compound  of  bismuth  and  hydrogen  is  as  yet  known. 

Biamuih  and  Oxygen — ^Bismuth  forms  two  principal  oxides, 
a  teroxide  (Bip,)  and  an  acid  oxide  (Bi^O,) ;  besides  these,  there 
is  an  intermediate  oxide  (Bi,0  J  which  may  be  represented  as  a 
compound  of  the  other  two  Bi^Og,  Bi20,=2Bi20^. 

360.  Teroxide  of  Bismuth  (Bi^O,). — ^This  oxide  is  formed  when 
the  metal  is  roasted  in  the  air,  but  is  best  obtained  by  gently 
igniting  the  nitrate  or  subnitrate.  It  is  a  pale-yellow,  insoluble 
powder,  which  melts  at  a  red  heat,  and  is  easily  reduced  to  the 
metallic  state  by  heating  it  with  charcoal.  A  white  hydrate  of 
this  oxide,  'B\fi^,'BiP=^2^iK0^^  may  be  precipitated  from  a  salt 
of  bismuth  by  an  excess  of  ammonia.    Teroxide  of  bismuth  com- 
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bines  with  acids  to  fonn  the  bismiith  salts ;  in  the  normal  salts 
one  atom  of  bismuth  replaces  three  atoms  of  hydrogen,  thus : — 

Bi,0,  +  3(H,N.O.)  =  3H,0  +  Bi,3(N.O,). 
Basic  salts  of  bismuth  are  also  known,  in  which  a  larger  propor- 
tion of  bismuth  is  present.  Some  of  the  normal  salts  crystallize 
well  from  acid  solutions,  but  they  cannot  exist  in  solution  unless 
an  excess  of  acid  is  present.  On  diluting  solutions  of  the  nor- 
mal salts  with  water,  insoluble  basic  salts  are  precipitated ;  this 
reaction  recalls  the  behavior  of  antimony  solutions.  The  nitrate 
of  bismuth,  Bi,3(N,O0)  +  9Hj|O,  is  the  commonest  soluble  salt  of 
bismuth;  it  is  procured  by  dissolving  the  metal  in  nitric  acid. 
To  the  basic  nitrate,  which  is  precipitated  when  water  is  added 
to  the  solution  of  the  normal  nitrate,  the  formula  5Bi30,,4NjO, 
H-QH^O  has  been  assigned.  Bismuth  salts  are  heavy  compounds, 
which  are  colorless  unless  the  acid  be  colored ;  they  are  poisonous 
in  large  doses. 

361.  Quinquioxide  of  Bismuth,  or  BismiUhic  Add  (Bi^O,). — 
When  chlorine  gas  is  passed  through  a  concentrated  solution  of 
potash  holding  teroxide  of  bismuth  in  suspension,  a  blood-red 
solution  is  obtained,  from  which  there  soon  separates  a  red  pre- 
cipitate ;  this  substance  is  a  mixture  of  hydrated  bismuthic  acid 
and  teroxide  of  bismuth.  Cold  dilute  nitric  acid  dissolves  the 
oxide,  but  does  not  attack  the  acid.  The  hydrated  acid  gives  up 
its  water  at  a  temperature  of  130°,  and  the  anhydrous  quinqui- 
oxide remains  as  a  brown  powder,  which,  in  contact  with  acids, 
parts  very  readily  with  a  portion  of  its  oxygen  and  falls  back  to 
the  state  of  teroxide.  The  anhydrous  quinquioxide  may  be  also 
converted  by  a  gentle  heat  into  the  intermediate  oxide  Bi^O^. 
Bismuthic  acid  combines  with  caustic  soda  and  potash,  but  the 
compounds  are  decomposed  by  mere  washing.  The  bismuthates 
are  little  known,  and  are  of  interest  only  in  so  far  as  they  go  to 
show  the  feeble  acid  character  of  the  quinquioxide. 

362.  Terchloride  of  Bismuth  (BiCi^), — ^This  compound  maybe 
obtained  by  heating  bismuth  in  chlorine,  or  by  mixing  the  metal 
in  fine  powder  with  twice  its  weight  of  corrosive  sublimate  (chlo- 
ride of  mercury)  and  distilling.  The  same  substance  is  produced 
when  bismuth  is  dissolved  in  aqua  regia,  and  the  excess  of  acid 
evaporated.    It  is  a  very  fusible^  volatile,  deliquescent  body, 
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which  was  called  butter  of  hismuthf  from  its  resemhlance  to  the 
butter  of  antimony,  long  before  the  relationship  now  established 
between  bismuth  and  antimony  had  been  recognized.  The  terchlo- 
ride  is  decomposed  by  water  into  chlorhydric  acid,  which  dissolves 
a  portion  of  the  chloride,  and  a  precipitate  containing  bismuth, 
chlorine,  and  oxygen,  and  called  oxy chloride  of  bismuth. 

3BiCl3  +  3H,0  =  6HC1  +  BijCl,©,. 
The  same  oxychloride  is  precipitated  when  a  solution  of  nitrate 
of  bismuth  is  poured  into  a  solution  of  common  salt.  It  is  used 
as  a  pigment,  and  is  known  as  "  pearl- white."  It  may  be  distin. 
guished  from  the  analogous  oxychloride  of  antimony  by  the  fact 
that  it  is  insoluble  in  tartaric  acid  and  in  potash,  both  of  which 
dissolve  the  antimony  compound.  Terchloride  of  bismuth  forms 
crystallizable  double  salts  with  the  chlorides  of  sodium,  potas- 
sium, and  ammonium.  These  chlorine  salts  are  analogous  in 
composition  to,  and  isomorphous  with,  the  corresponding  double 
chlorides  of  antimony. 

363.  Tersulphide  of  Bismuth  (Bi^S,). — Bismuth  glance,  a 
somewhat  rare  mineral  which  occurs  in  acicular  prisms  isomor- 
phous with  the  native  tersulphide  of  antimony,  is  a  tersulphide 
of  bismuth.  The  same  compound  may  be  formed  artificially  by 
fusing  the  pulverized  metal  with  one-third  its  weight  of  sulphur. 
Heated  in  close  vessels,  the  sulphide  evolves  sulphur;  heated 
with  access  of  air,  it  forms  teroxide  of  bismuth  and  sulphurous 
acid.  The  tersulphide  is  also  obtained  as  a  brown-black  preci- 
pitate when  sulphuretted  hydrogen  is  passed  through  a  solution 
of  a  bismuth  salt. 

JExp.  146. — Dissolve  0*5  gnn.  of  finely  powdered  bismuth  in  aqua 
regia,  in  a  small  fiask ;  the  aqua  regia  should  be  added  by  small  por- 
tions at  a  time,  so  as  to  avoid  an  unnecessary  excess  of  acid,  and  the 
mixture  should  be  gently  heated.  When  complete  solution  has  been 
efl\jcted,  pour  one  or  two  drops  of  the  acid  solution  into  a  tumbler  full 
of  water,  and  observe  the  precipitation  of  white  oxychloride  of  bismuth 
(§  362).  To  the  remainder  of  the  solution  add  water,  drop  by  drop, 
with  constant  stining,  until  a  slight  cloudiness  appears ;  add  a  drop  of 
chlorhydric  acid  to  clear  the  solution,  and  through  the  slightly  acid 
liquor,  thus  obtained,  pass  a  slow  stream  of  sulphuretted  hydrogen 
until  the  solution  has  become  so  thoroughly  charged  with  this  gas 
that  it  continues  to  smell  of  sulphuretted  hydrogen  even  after  it  has 
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been  remoyed  from  the  source  of  the  gas.  Illter  the  brownish-black 
precipitate  of  tersulpbide  of  bismuth  and  wash  it  with  water  upon  the 
filter;  scrape  off  a  portion  of  the  precipitate  from  the  filter^  with  a 
smooth  slip  of  wood,  and  place  it  in  a  test-tube  together  with  a  few 
drops  of  a  solution  of  caustic  soda ;  it  will  not  dissolve.  Test  another 
portion  of  the  precipitate  in  the  same  way  with  a  solution  of  sulphj- 
drate  of  ammonium;  it  will  not  dissolve.  The  last  two  reactions 
establish  distinct  differences  between  the  sulphides  of  bismuth  and 
antimony^  in  addition  to  their  difference  of  color.  Again  filter,  and 
wash  the  undissolved  sulphide  and  heat  a  little  of  it  moderately  on 
platinum  foil  over  the  gas-lamp ;  sulphurous  acid  will  be  given  off, 
and  the  oxide  of  bismuth  remains;  this  oxide  readily  melts  to  dark- 
yellow  globules, 

364.  The  Nitrogen  Group  of  Elements, — ^The  five  elements' 
nitrogen,  phosphorus,  arsenic,  antimony,  and  bismuth,  form  a 
well-marked  natural  group  of  elements.  In  the  first  place,  the 
elements  themselves  exhibit  a  definite  gradation  of  properties; 
and  secondly,  the  analogy  in  composition  and  properties,  mani- 
fested by  the  similar  compounds  of  the  five  elements,  is  most 
striking  and  complete. 

Nitrogen  is  a  gas,  phosphorus  a  solid  whose  specific  gravity 
varies  from  1*8  to  2'2f  arsenic  has  the  specific  gravity  of  5*6, 
antimony  of  6*7,  while  that  of  bismuth  rises  to  9*8.  The  metallic 
character  is  most  decided  in  bismuth,  is  somewhat  less  marked  in 
antimony,  is  doubtful  in  arsenic,  and  almost  vanishes  in  phos- 
phorus. All  four  of  these  elements  are  dimorphous,  presenting 
forms  both  of  the  monometric  and  hexagonal  systems.  The  series 
of  corresponding  hydrides,  oxides,  chlorides,  and  sulphides  which 
the  elements  of  this  group  form  are  very  perfect ;  they  prove  the 
general  chemical  likeness  of  the  five  elements : — 
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The  first  four  members  of  the  group  form  gaseous  terhydrides* 
in  which  three  volumes  of  hydrogen  and  one  atom  of  a  nitrogen** 
group  element  are  combined  to  form  two  volumes  of  the  com- 
pound gas.  We  have  already  spoken  of  the  similarity  of  che- 
mical composition,  and  the  gradation  of  properties  manifested  by 
these  four  hydrides.  Ammonia  is  a  powerful  base,  and  requires 
a  high  temperature  for  its  decomposition  ;  phosphuretted  hydro- 
gen is  a  very  feeble  base,  while  the  basic  character  is  not  per- 
ceptible in  arseniuretted  and  antimoniuretted  hydrogen.  Each 
of  the  last  three  hydrides  is  decomposed  by  simple  exposure  to 
heat,  phosphuretted  hydrogen  requiring  the  highest  temperature, 
arseniuretted  hydrogen  decomposing  at  a  lower,  and  antimoni- 
uretted hydrogen  at  a  still  lower  degree  of  heat.  The  affinity  of 
bismuth  for  hydrogen  is  so  feeble  that  it  does  not  appear  to  form 
a  hydride. 

The  teroxides  also  show  a  gradation  of  physical  and  chemical 
qualities.  Teroxide  of  nitrogen  (nitrous  acid)  is  a  highly  vola- 
tile liquid,  that  of  phosphorus  (phosphorous  acid)  a  very  volatile 
solid,  that  of  arsenic  a  less  volatile  solid,  that  of  antimony  a 
solid  volatile  only  at  a  full  red  heat,  and  that  of  bismuth  a  solid ' 
which  requires  an  extremely  high  temperature  for  its  volatiliza- 
tion. The  teroxides  of  nitrogen  and  phosphorus  form  with  water 
strongly  acid  liquids ;  teroxide  of  arsenic  is  but  a  feeble  acid ; 
teroxide  of  antimony  is  sometimes  an  acid  and  sometimes  a  base, 
while  teroxide  of  bismuth  is  a  decided  base.  Arsenious  and 
antimonious  acids  are  isodimor{>hous.  The  series  of  quinqui- 
oxides  also  shows  a  very  marked  gradation  of  chemical  energy, 
especially  when  the  compounds  which  they  form  with  the  ele- 
ments of  water  are  considered.  Nitric  acid  is  a  powerful  acid 
of  intense  energy;  phosphoric  add  is  still  a  strong  acid,  but 
much  less  incisive  than  nitric  acid ;  arsenic  acid  has  the  corrosive 
properties  generally  attributed  to  acids,  but  it  is  chemically  a 
rather  less  vigorous  compound  than  phosphoric  acid.  The  phos- 
phates and  arseniates  are,  however,  isomorphous,  and  the  two 
acids  are  very  much  alike.  In  the  quinquioxide  of  antimonv 
the  acid  character  becomes,  comparatively  indistinct ;  and  in  thi* 
so-called  bismuthic  acid  little  remains  but  the  name. 

The  terchloride  of  nitrogen  has  hardly  been  examined,  on 
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acconnt  of  its  extreme  instability.  The  other  four  terchlorides 
are  all  volatile  substances  of  analogous  composition,  since  three 
volumes  of  chlorine  and  one  atom  of  the  nitrogen-group  element 
unite  to  form  two  volumes  of  the  compound  vapor.  The  boiling- 
points  of  the  terchlorides  of  phosphorus,  arsenic,  and  antimony 
are  74**,  132^^,  and  223®  respectively,  while  that  of  the  terchlo- 
ride  of  bismuth  is  considerably  higher  still.  All  four  terchlorides 
are  decomposed  by  an  excess  of  water. 

The  tersulphides  of  antimony  and  bismuth  are  isomorphous. 

The  elements  of  this  group  do  not  form  many  combinations 
among  themselves.  They  combine  with  hydrogen,  metals  and 
compound  radicals  which  replace  hydrogen  atom  for  atom,  and 
with  the  members  of  the  chlorine  group,  by  preference,  in  the 
proportion  of  1  atom  to  3 ;  they  also  combine  with  oxygen  and 
the  members  of  the  sulphur  group,  by  preference,  in  the  propor- 
tions of  2  atoms  to  3,  or  2  atoms  to  5. 

When  the  qualities  of  the  corresponding  compounds  which  the 
members  of  the  nitrogen  group  form  with  other  elements  are  duly 
taken  into  account,  it  will  be  apparent  that  the  relative  chemical 
power  of  each  element  of  the  group  may  be  inferred  from  its  po-> 
dtion  in  the  series  of  elements : — 

N  =  14,     P  =  31,     As  =  76,     Sb  «  122,     Bi  =  210. 

The  chemical  energy  of  these  five  elements,  broadly  considered, 
follows  the  opposite  order  of  their  atomic  weightat 


CHAPTEK  XX 

C  A  B  B  0  N. 

865,  Carbon  is  an  extremely  important  and  a  very  abundant 
element.  All  organic  substances,  aU  things  which  have  life, 
contain  it.  Large  quantities  of  it  occur  in  the  mineral  kingdom 
as  well,  both  in  the  free  state  and  in  combination  with  oxygen 
and  with  other  elements.  The  various  forms  of  coal,  graphite, 
petroleum,  asphaltum,  and  all  the  different  varieties  of  limestone. 
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chalk,  marble,  coral,  and  sea  shells  contain  it  in  large  proportion. 
It  is  found  also  in  the  atmosphere  and  in  the  waters  ot  the  globe, 
and  though  existing  therein  in  comparatively  small  proportion,  it 
is  an  ingredient  not  less  essential  than  either  oi  their  other  con- 
stituents for  the  maintenance  of  the  actual  balance  ot  orgauic 
nature.  All  vegetable  life  is  directly  dependent  upon  the  pre- 
sence of  the  compound  of  carbon  (carbonic  acid)  which  exists  in 
the  atmosphere. 

366.  Three  distinct  allotropic  modifications  of  carbon  are  dis- 
tinguished, namely: — 1.  The  diamond ;  2.  Plumbago  or  graphite ; 
and  3.  Ordinary  charcoal  or  lampblack.  There  are  many  sub- 
varieties  of  the  modification  last  named ;  bnt  their  peculiarities 
appear  to  depend  chiefly  upon  physical  conditions  of  aggregation, 
whereas  each  of  the  three  principal  varieties  of  carbon  above  enu- 
merated is  really  difi'erent  from  the  other  two  in  chemical  quality 
or  nature. 

367.  The  element  carbon,  in  each  of  its  modifications,  is  an  in- 
fusible, non-volatile  solid  devoid  of  taste  and  smell.  But  the 
several  modifications  difter  among  themselves  in  color,  hardness, 
lustre,  specific  gravity,  behavior  towards  chemical  agents,  power 
of  conducting  heat  and  electricity,  and  in  various  other  respects. 
All  the  varieties  of  carbon,  however,  dgree  in  this,  that  on  being 
strongly  heated  in  presence  of  oxygen  they  unite  with  it  and 
form  carbonic  acid  (CO,) ;  but  in  the  Aomparative  readiness  with 
which  this  result  is  attained  great  differences  are  noticeable  in 
the  different  varieties. 

Lampblack  and  charcoal,  as  is  w^ll  known,  readily  combine 
with  oxygen  at  the  temperature  of  an  ordinary  fire ;  they  bum 
easily  in  the  air.  But  graphite  bums  so  slowly  in  air  that  it  is 
used  for  making  the  crucibles  in  which  the  most  refractory  metals 
are  melted.  (See  Appendix,  §  26.)  On  being  heated  to  a  very 
high  temperature,  however,  in  oxygen  gas,  graphite  slowly  under- 
goes combustion ;  and  the  same  remark  is  tme  of  the  diamond. 
Both  graphite  and  diamond  can  be  consumed  by  nascent  oxygen, 
as  when  heated  in  the  condition  of  fine  powder  with  a  mixture 
of  bichromate  of  potassium  (a  substance  rich  in  oxygen)  and  sul- 
phuric acid.  They  can  be  oxidized  also  by  heating  them  with 
nitrate  or  with  chlorate  of  potassium. 
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868.  Diamond, — Of  this  first  yariety  of  carbon,  little  need  here 
be  said.  The  physical  properties  which  render  it  so  valuable,  its 
high  refractive  power  as  regards  Hght,  and  its  extreme  hardness, 
are  familiar  to  all.  It  the  hardest  known  substance,  being  capable 
of  scratching  all  other  substances ;.  the  name  diamond  is  a  mere 
corruption  of  the  word  adamant. 

Of  the  chemistry  of  the  diamond  very  little  is  known.  It  con- 
sists of  pure  or  nearly  pure  carbon,  crystallized  in  octahedrons 
and  other  forms  of  the  first  or  regular  system ;  its  specific  gravity 
is  about  3*55,  and  its  specific  heat  0;1469.  It  conducts  electri- 
city and  heat  but  slowly ;  and  yet  it  conducts  heat  so  much 
better  than  glass  that  this  property  is  sometimes  made  use  of 
*as  a  test  to  distinguish  fcdse  from  real  diamonds.  Its  refractive 
power  on  light,  as  compared  with  that  of  glass  or  rock-crystal,  is 
as  2-47  to  1-6. 

Chemists  are  as  yet  unable  to  prepare  this  variety  of  carbon 
artificially ;  the  only  source  of  it  is  the  natural  mineral.  It  was 
thought,  at  one  time,  that  if  there  could  but  be  devised  means  of 
fusing  carbon,  crystals  of  the  diamond  modification  might  pos- 
sibly separate  out  from  the  molten  liquid  as  it  cooled ;  but,  at 
present,  all  the  evidence  goes  to  show  that  at  high  temperatures, 
the  second  modification  of  carbon  (namely,  graphite),  and  not 
diamondj  is  produced.  If  a  diamond  be  heated  white-hot  between 
the  charcoal  points  of  a  powerful  galvanic  battery,  it  softens,  and 
swells  up,  and,  after  cooling,  there  is  found  a  hard  black  brittle 
mass  like  the  coke  obtained  by  heating  bituminous  coaL  So,  too, 
carbon  is  soluble  in  melted  iron,  and  a  portion  of  it  crystallizes 
out  as  the  iron  becomes  cold,  but  the  crystals  thus  obtained  are 
crystals  of  graphite  and  not  of  diamond.  We  can,  therefore,  only 
surmise  that  diamonds  crystallize  at  a  low  temperature  firom  some 
unknown  solvent  of  carbon,  or,  with  greater  probability,  that 
when  carbon  is  separated  by  the  decomposition  of  some  one  of  its 
compounds  it  is  left  in  the  diamond  condition. 

The  diamond  is  not  attacked  by  the  strongest  acids  or  alkalies, 
not  even  by  fiuorhydric  acid ;  nor  is  it  acted  upon  by  any  of  the 
non-metallic  elements,  with  the  exception  of  oxygen  at  high 
temperatures.  At  the  ordinary  temperature  of  the  air,  diamond; 
undergoes  no  appreciable  change  during  the  lapse  of  centuries ; 
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it  appears  to  be  well  nigh  indestructible,  in  the  ordinary  sense  of 
the  term.  Out  of  contact  with  the  air,  or  in  an  atmosphere  which 
has  no  chemical  action  upon  it,  it  suffers  no  alteration  at  the 
highest  furnace  heat. 

369.  Graphite  or  Plumbago,  sometimes  called  "  black-lead,"  is 
familiarly  known  as  the  material  of  common  "  lead  pencils."  It 
is  found  as  a  mineral  in  nature  in  various  localities.  It  occurs 
both  in  the  form  of  crystals  (six-sided  tables  belonging  to  the 
hexagonal  system)  and  in  the  amorphous,  massive  state*  In  both 
foi-ms  it  is  always  opaque,  of  a  black  or  lead-gray  color  and  me- 
tallic lustre ;  its  specific  gravity  varies  from  1-8  to  2*1 ;  its  specific 
heat  is  0-201. 

It  conducts  electricity  nearly  as  well  as  the  metals,  and  is,  on 
this  account,  much  used  for  coating  surfaces  of  wood,  wax,  piaster, 
and  other  non-conducting  materials  so  as  to  render  them  capable 
of  conducting  the  galvanic  current  and  so  of  receiving  a  metallic 
film  such  as  is  deposited  from  solutions  of  the  metals  when  sub- 
jected to  the  action  of  the  galvanic  current ;  it  is  an  important 
material  in  the  art  of  electro-metallurgy.  The  lustre  and  con- 
ducting-power  of  graphite  go  far  to  justify  the  term  which  has 
been  often  applied  to  it,  metaUic  carbon. 

370.  Graphite  is  very  friable;  when  rubbed  upon  paper  it 
leaves  a  black  shining  mark,  whence  its  use  for  pencils.  Amor- 
phous graphite  is  much  more  friable  than  the  crystalline  variety ; 
it  makes  a  blacker  mark  upon  paper,  and  is  consequently  pre- 
ferred for  the  manufacture  of  pencils  ;  it  is,  in  fact,  so  soft  and 
unctuous  to  the  touch  that  it  is  often  used  as  a  lubricant  for  di- 
minishing the  friction  of  machinery.  But  in  spite  of  all  this  the 
particles  of  which  the  masses  of  graphite  are  composed  are  ex- 
tremely hard ;  they  rapidly  wear  out  the  saws  employed  to  cut 
these  masses.  By  powerful  pressure  the  dust  of  plumbago  can  be 
forced  into  the  condition  of  a  coherent  solid  similar  to  the  native 
mineral. 

In  the  air,  at  ordinary  temperatures,  graphite  undergoes  no 
change ;  hence  its  use  for  covering  iron  articles  to  prevent  their 
rusting.  By  virtue  of  its  greasy,  adhesive  quality,  it  is  easy  to 
cover  iron  with  a  thin,  lustrous  layer  or  varnish  of  it ;  the  com- 
mon stove -polishes,  for  example,  are  composed  of  powdered  gra- 
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pUte.  Even  at  very  high  temperatures  it  is  scarcely  at  all 
oxidiied  hy  the  air ;  it  is,  moreover,  altogether  infusible ;  hence  it 
is  usefully  applied  in  the  manufacture  of  a  highly  refractory  kind 
of  crucible,  known  as  black-lead  crucibles  or  blue  pots.  (See 
Appendix,  §  26.)  An  analogous  application  of  graphite  is  seen 
in  its  use  as  "  foundry- facings,"  a  term  applied  to  the  infusible 
dust  which  the  iron-founder  sifts  over  his  mould  of  sand  before 
pouring  into  it  the  melted  metal ;  if  the  hot  metal  were  allowed  to 
come  directly  into  contact  with  the  sand,  a  quantity  of  the  latter 
would  melt  and  remain  adhering  to  the  cold  metal  when  the 
casting  was  taken  from  the  mould.  For  this  purpose  coal-dust 
is  an  inferior  substitute  for  graphite. 

371.  Pure  plumbago  is  never  met  with  in  nature ;  when  burned 
in  oxygen  the  mineral  leaves  from  two  to  five  per  cent,  of  ashes, 
composed  mainly  of  oxide  of  iron,  together  with  small  quantities 
of  silica  and  alumina.  The  presence  of  this  impurity  is  so 
unvarying  that  graphite  was  formerly  supposed  to  be  not  carbon, 
but  a  chemical  compound  of  carbon  and  iron,  a  carbide  of  iron ; 
this  view  has  now  been  disproved,  and  it  is  known  that  the  iron 
in  the  native  graphite  exists  there  merely  as  a  mechanical  ad- 
mixture. 

Soft,  fine-grained  plumbago,  suitable  for  the  manufacture  of 
the  best  pencils,  is  rare;  but  the  coarse,  foliated  crystallized 
variety  is  abundant,  and  this  may  easily  be  made  soft  and  unc- 
tuous by  the  action  of  certain  oxidizing  agents. 

.Erp.  147. — Mix  7  grms.  of  coarsely  powdered  crystallized  graphite 
with  0*6  grm.  of  chlorate  of  potassium  in  fine  powder ;  add  the  mixture 
to  14  gnns.  of  strong  sulphuric  acid  contained  in  a  porcelain  dish,  and 
heat  the  whole  over  a  water-bath  as  long  as  yellow  vapors  of  hypo- 
chloric  acid  are  evolved.  Wash  the  cooled  mass  with  water,  and  sub- 
sequently dry  it  on  the  water-bath. 

Ignite  a  fragment  of  the  dry  product  upon  a  piece  of  platinum  foil, 
and  observe  the  extraordinary  intumescence.  After  the  graphite  has 
ceased  to  swell  up,  rub  a  little  of  it  upon  a  porcelain  plate  and  note 
the  condition  of  exquisite  softness  to  which  it  has  been  reduced,  and 
the  ease  with  which  it  can  be  moulded  by  pressure  into  any  desired 
form. 

372.  Regarded  from  the  chemical  point  of  view,  graphite  re- 
sembles the  other  modifications  of  carbon  inasmuch  as  it  is  con- 
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verted  into  carbonic  add  on  being  ignited  in  oxygen,  and  in  tbat 
it  undergoes  no  alteration  when  heated  in  close  vessels,  but 
differs  materially  from  the  other  varieties  of  carbon  in  its  be- 
behavior  towards  several  of  the  oxidizing  agents.  When  graphite 
is  repeatedly  exposed  to  the  action  of  a  mixture  of  strong  nitric 
and  sulphuric  acids,  or  to  that  of  a  mixture  of  chlorate  or  bichro- 
mate of  potassium  and  sulphuric  or  nitric  acid,  it  is  converted 
into  a  peculiar  acid,  called  graphitic  add. 

This  graphitic  acid  occurs  in  thin  transparent  crystals,  some- 
what soluble  in  water,  but  insoluble  in  water  containing  acids  or 
salts ;  on  being  heated,  it  decomposes,  with  explosion  and  evolu- 
tion of  light.  By  analysis,  it  has  been  found  to  contain  carbon, 
hydrogen,  and  oxygen,  in  proportions  corresponding  to  the  com- 
plex formula  Q^Jdifi^ ;  but  some  chemists,  who  regard  this  body 
as  an  analogue  of  an  acid  (Si^H^O^)  obtained  by  acting  upon  one 
of  the  modifications  of  silicon  with  oxidizing  agents,  have  sug- 
gested that  the  atomic  weight  of  graphite  may  be  difPerent  from 
that  of  ordinary  carbon,  and  that  the  composition  of  graphitic 
acid  cQuld  be  represented  by  the  simpler  formula  Gr^H^O,,  in 
which  the  symbol  Gr  stands  for  graphon — ^provided  the  atomio 
weight  of  this  graphon  were  assumed  to  be  33,  instead  of  12  (the 
atomic  weight  assigned  to  ordinary  carbon). 

The  graphitic  modification  of  carbon  can  readily  be  obtained 
artificiaUy.  When  charcoal  is  added  to  melted  iron,  the  iron 
takes  up  a  considerable  quantity  of  it,  and  if  the  iron  be  then 
left  to  cool  slowly,  a  portion  of  the  dissolved  carbon  will  crys- 
tallize out  in  the  form  of  graphite ;  the  crystals  can  readily  be 
isolated  by  dissolving  away  their  metallic  envelope  by  means  of 
dilute  chlorhydric  or  sulphuric  acid. 

As  has  been  already  remarked,  the  crystals  of  graphite  are 
six-sided  plates  of  the  hexagonal  system,  altogether  unlike  the 
forms  of  the  regular  system  which  are  seen  in  the  diamond.  In 
carbon,  then,  as  in  sulphur,  we  have  a  striking  example  of 
dimorphism.   (See  §  192.) 

373.  OaS'Carhon, — An  interesting  sub-variety  of  carbon  some- 
what similar  to  graphite,  and  standing,  as  it  were,  between  it 
and  the  ordinary  modification  of  carbon,  is  obtained  from  the 
retorts  in  which  common  illuminating  gas  is  manufactured*    It 
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is  known  as  "  gas-carbon,"  or  "  carbon  of  the  gas-retorts,"  and 
results  from  the  burning  on  of  drops  of  tar  upon  the  interior 
walls  of  the  retort,  and  the  long-continued  heating  of  the  crust 
thus  formed. 

Gas-carbon  ia  very  hard,  compact,  and  dense ;  it  has  the  me- 
tallic lustre,  and  conducts  electricity  like  a  metal;  its  specific 
gravity  (2*356)  and  specific  heat  (0*2036)  closely  resemble  those 
of  graphite.  On  account  of  its  high  conducting-power,  it  is  em- 
ployed in  the  manufacture  of  galvanic  batteries  and  of  pendls 
for  the  electric  lamp;  its  infusibility  and  power  of  resisting 
chemical  agents  have  led  to  the  employment,  in  various  scientific 
researches,  of  crucibles  and  tubes  wrought  out  of  it ;  it  has  also 
been  sometimes  employed  as  fuel  in  experiments  where  higher 
degrees  of  heat  are  needed  than  can  be  obtained  from  charcoal 
or  coke.  The  intense  heat  developed  by  the  combustion  of  this 
substance  is  referable  tb  its  high  specific  gravity ;  a  very  con- 
siderable weight  of  carbon  can  here  be  burned  in  a  small  space. 
As  a  fuel,  it  has  the  further  merit  of  leaving  scarcely  any  ashes. 

374.  Colce  and  Anthracite  Coal  are  impure  sub-varieties  of 
carbon  which,  from  tho  chemical  point  of  view,  may  be  classed 
either  with  graphite  or  charcoal,  or  better  between  the  two. 
They  are  less  like  graphite,  however,  than  gas- carbon  ^'s.  Cok*; 
is  the  residue  resulting  from  the  destructive  distillation  of  soft  or 
bituminous  coal. 


Fig.  40. 


JSxp,  148. — ^Put  into  a  tube  of  hard 
glass,  No.  1, 12  or  15  cm.  in  length, 
enough  bituminous  coal,  in  coarse 
powder,  to  fill  one-third  of  the  tube. 
Fit  to  this  ignition-tube  a  large  de- 
livery-tube of  glass,  No.  4,  and  sup- 
port the  apparatus  upon  the  iron 
stand,  as  shown  in  the  figure.  Heat 
the  coal  in  the  ignition-tube,  and 
collect  in  bottles  the  gas  which  will 
be  evolved.  This  gas  is  a  mixture  of 
several  compounds  of  cnrbon  and  hy- 
drogen ;  for  the  present,  it  may  be  regarded  as  carburetted  hydrogen, 
it  13,  in  fact,  ordinary  illuminating  gas. 

It  ia  inflammable,  like  hydrogen,  but  bums  with  a  far  more  lumi- 
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nous  flame.  It  is  very  light  withal ;  hence  many  of  the  experiments 
described  in  the  chapter  .upon  hydrogen  may  be  pei formed  with  this 
gas.    (See  Chapter  V.) 

Afi  soon  as  gas  ceases  to  be  given  off  from  the  coal,  take  the  end  of 
the  delivery-tube  out  of  the  water  and  when  the  ignition -tube  has 
become  cold,  break  it  and  examine  the  coke  which  it  contains.  The 
coke  used  for  domestic  purposes  is  obtained  as  an  incidental  product  in 
the  manufacture  of  illuminating  gas. 

In  Europe^  where  anthracite  is  lacking,  immense  quantities  of  coke 
are  prepared  for  metallurgical  uses,  the  gas  resulting  from  the  decom- 
position of  the  coal  being  usually  thrown  away. 

375.  Bituminous  coal  is  a  substance  of  vegetable  origin,  which 
appears  to  have  been  formed  from  plants  by  a  process  of  slow 
decay  going  on  without  access  of  air  and  under  the  influence  of 
heat,  moisture,  and  great  pressure.  like  vegetable  matter  in 
general,  it  is  composed  of  carbon  and  hydrogen,  together  with 
small  proportions  of  oxygen  and  nitrogen,  and  a  certain  quantity 
of  earthy  and  saline  substances,  commonly  spoken  of  as  inor- 
ganic matter.  On  being  heated  in  tho  air,  it  burns  away  almost 
completely  after  a  while,  leaving  nothing  but  the  inorganic  com- 
ponent as  ashes.  But  when  heated  out  of  contact  with  the  air 
(that  is  to  say,  when  subjected  to  destnictive  distillation,  as  in 
Exp.  148),  the  volatile  hydrogen  is  all  driven  off  in  combination 
with  some  carbon,  either  as  gas  or  as  a  tarry  liquid,  and  there 
remains,  as  a  residue,  only  carbon  contaminated  with  the  inor- 
ganic matters  originally  present  in  the  coal. 

376.  Both  coke  and  anthracite  are  hard  and  lustrous.  As 
compared  with  charcoal,  they  are  rather  difficult  of  combustion ; 
but  in  suitable  furnaces  they  burn  readily,  with  evolution  of  in- 
tense heat.  Both  anthracite  and  coke,  the  latter  in  spite  of  its 
porosity,  conduct  heat  readily,  as  compared  with  charcoal ;  hence 
one  reason  of  the  difficulty  of  kindling  them.  In  building  a 
charcoal  fire,  the  heat  evolved  by  the  combustion  of  the  kindling 
material  is  almost  aU  retained  by  the  portions  of  charcoal  imme- 
diately in  contact  with  the  kindling  agent ;  but  in  the  case  of  coke 
or  anthracite  a  large  proportion  of  this  heat  is  conducted  off  and 
diffused  throughout  the  heap  of  fuel,  so  that  no  portion  of  the 
fuel  can  at  once  become  very  hot.  It  follows  that  in  both-  light- 
ing and  feeding  fires  of  coke  or  anthracite,  only  small  portions 
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of  the  iriel  should  be  added  at  any  one  time,  lest  the  kindling 
material,  or  the  existing  fire,  be  unduly  cooled.  Since  coke  is 
usually  contaminated  with  a  considerable  proportion  of  inorganic 
matter,  its  combustion  is  apt  to  be  hindered  by  the  accumula- 
tion of  ashes  and  consequent  exclusion  of  air,  unless  special  pre- 
cautions be  taken. 

377.  Charcoal  or  lampblack  is  commonly  taken  as  the  repre- 
sentative of  the  third  or  amorphous  modiiioation  of  carbon.  This 
kind  of  carbon  can  be  obtained  in  a  state  of  tolerable  purity, 
either  by  heating  in  a  dose  vessel  sugar,  or  starch,  or  some 
other  organic  substance  which  contains  no  inorganic  constituents, 
or  by  burning  oil  of  turpentine  in  a  quantity  of  air  insufficient 
for  its  complete  combustion.  A  convenient  way  of  obtaining  it 
is  to  place  a  vessel  filled  with  ice-water  directly  in  the  flame  of  a 
lamp  fed  with  oil  of  turpentine,  so  that  the  combustion  of  the  oil 
shall  be  impeded,  and  that  soot  may  be  deposited  upon  the  walls 
of  the  vessel.  In  either  event,  however,  the  product  is  liable  to 
be  contaminated  with  traces  of  hydrogen  or  of  oxygen,  or  of  both 
these  elements,  which  cannot  be  expelled  even  by  the  application 
of  long- continued  and  intense  heat. 

For  such  illustrations  as  are  required  in  this  manual,  charcoal 
can  readily  be  prepared  from  wood  in  the  same  way  that  it  is 
made  for  manufacturing  and  domestic  uses,  namely  by  subjecting 
the  wood  to  a  process  of  incomplete  combustion. 

Exp.  149. — Ligfht  one  end  of  a  splinter  of  dry  wood  and  slowly  push 
the  burning  portion  into  the  mouth  of  a  test-tube,  as  shown  in  Fig.  50. 
The  portion  of  the  splinter  which  remains 
outside  the  tube  and  in  contact  with  free  *^'  "^* 

air  will  continue  to  bum  with  flame,  while 
that  within  the  tube  is  either  extinguished 
altogether  of  barely  glimmers  as  the  carbon 
slowly  unites  with  the  small  portion  of  air 
which  can  gain  access  to  it. 

JExp,  150. —  Repeat  the  foregoing  experi- 
ment, but;  instead  of  the  test-tube,  provide 
a  cup  of  sand  and  slowly  thrust  the  burning  splinter  into  this  sand. 
The  fiamo  will  bo  extin«^ui8hed  as  fast  as  the  splinter  is  cut  ofi'  from 
the  air 'by  immersion  in  the  sand,  and  a  residue  of  carbon  will  be  thus 
obtained,  as  before. 
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378.  Whenever  wood,  or  any  other  vegetable  or  animal  mat* 
ter,  is  not  completely  consumed, 'there  ia  left  a  residae  of  carbon 
aimilar  to  that  obtained  in  the  foregoing  expenments.-  Incom- 
plete combustion  in  such  cases  is  really  a  process  of  destructive 
distillation,  or,  rather,  in  any  combustion  of  wood,  or  of  bitumi- 
nous coal,  there  is  always  destructive  distillation  ict  first.  When 
the  splinter  of  wood  of  Exp.  149,  is  heated  in  the  lamp,  in  order 
to  set  it  on  fire,  there  will  distil  off  from  it,  in  .the  beginning, 
certain  volatile  compounds  of  hydrogen  and  carbon ;  for  wood, 
like  coal  (§  375),  is  composed  of  carbon,  hydrogen,  oxygen,  ni- 
trogen, and  inorganic  or  earthy  matters,  and  when  exposed  to 
strong  heat  it  gives  off  in  the  gaseous  form  the  volatile  elements 
hydrogen,  oxygen,  and  nitrogen,  together  with  some  carbon. 
The  products  of  the  destructive  distillation  of  the  splinter  will 
take  fire  and  bum,  and  the  heat  generated  by  their  combustion 
will  be  sufficient,  not  only  to  distil  the  contiguous  portions  of  the 
wood,  but  also  to  bring  the  residual  carbon  to  the  temperature  at 
which  it  unites  with  oxygen.  This  kindling-temperature  of 
carbon,  it  should  be  remarked,  is  considerably  higher  than  that 
at  which  the  volatile  distillate  composed  of  carbon  and  hydrogen 
takes  fire.  Now  if ,  as  in  Experiments  149,  150,  the  burning 
splinter  be  removed  from  the  air  as  soon  as  the  act  of  distillation 
has  been  completed,  but  before  the  combustion  of  the  carbon  haa 
set  in,  the  carbon  will  be  preserved,  as  has  been  seen.  8o,  too, 
when  burning  wood  is  extingniiflhed  by  pouring  water  upon  it ; 
the  distillatory  process  has  occurred  and  has  been  more  or  less 
thoroughly  completed,  but  the  combustion  of  the  carbon  is  cut 
short ;  for  the  water  not  only  excludes  air  but  absorbs  so  much 
heat  that  the  temperature  of  tLe  fuel  ia  reduced  below  the  kindling- 
point.    (Compare  Exp.  24.) 

379.  Charcoal  can  be  obtained  also  by  distilling  wood  in  retorts 
in  the  same  way  that  we  have  seen  that  coke  can  be  procured 
from  bituminous  coaL   (See  Exp.  148.) 

Exp,  151. — ^Provide  an  ignition-tube  and  a  delivery-tube  aimilar  to 
those  employed  in  Exp.  148.  Fill  the  ignition-tube  with  shavings  or 
email  fragments  of  wood,  axraoge  the  apparatus  as  in  Fig.  51,  and  light 
the  gas-lamp.  Collect  in  bottles  the  gas  which  is  g^ven  off  from  the 
wood;  and  test  it  as  to  its  inflammability  by  applying  a  lighted  match. 
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Fig.  51. 


After  the  flow  of  gas  has  ceased,  remove  the  end  of  the  delivery-tube 
from  the  water,  plug  it  so  that  no  air  can  enter  the  ignition-tube,  and 
lay  the  apparatus  aside  until  it  has 
become  cold.  Finally  remove  the 
cork  from  the  ignition-tube  and  take 
out  the  charcoal  which  is  contained 
in  it.  Heat  a  portion  of  this  char- 
coal upon  platinum  foil  and  observe 
the  manner  in  whioh  it  bums.  It 
will  illustrate  the  fact  that  solid  sub- 
stances which  are  incapable  of  evol- 
ving volatile  or  gaseous  matter  do 
not  bum  with  flame  ;  they  merely 
glow. 

Exp.  162. — Pack  an  ignition-tube  with  bits  of  wood,  as  in  Exp.  161, 
but,  instead  of  the  ordinary  deliyery-tube,  insert  in  the  mouth  of  this 
ignition-tube  a  cork  carrying  a  short  piece  of  glass  tubing  drawn  out 
to  a  fine  open  point.  By  means  of  wire,  tie  the  ignition-tube  to  a  ring 
of  the  iron  stand,  and  place  it  over  the  gas-lamp.  The  gases  evolved 
from  the  wood  will  escape  through  the  narrow  tube,  and  on  being 
kindled  will  bum  with  a  luminous  flame.  As  has  been  already  stated 
({  67),  flame  is  caused  by  buming  gas. 

This  experiment,  as  well  as  £xps.  148, 161,  illustrates  the  principle 
of  the  manufacture  of  illuminating  gas.  Upon  the  large  scale,  bitumi- 
nous coal,  or  sometimes  dry  wood,  is  distilled  in  large  iron  or  clay 
tubes,  called  gas-retorts,  and  the  gas  evolved  is  fi'eed  from  tar  and 
other  ofiensive  impurities  by  processes  of  cooling  and  washing  with 
water,  and  by  passing  it  through  layers  of  lime  or  oxide  of  iron ;  it  is 
then  collected  in  large  gas-holders,  from  which  it  is  pressed  through 
subterranean  pipes,  it  may  be  for  miles. 

380.  For  use  in  the  arts,  charcoal  is  prepared  by  both  the 
methods  above  indicated ;  it  is  manufactured  both  by  charring  or 
partially  buming  wood  with  little  access  of  air,  and  by  methodi- 
oally  distilling  wood  in  actual  retorts.  The  first  method  is 
employed  in  countries  where  wood  is  abundant,  and  is  carried 
on  in  the  forest  itself.  Logs  of  wood  are  piled  up  into  a  large 
mound  or  stack  around  a  central  aperture,  which  subsequently 
serves  as  a  temporary  chimney,  and  also  for  the  introduction  of 
buming  substances  for  firing  the  heap.  The  finished  heap  is 
covered  with  chips,  leaves,  sods,  and  a  mixture  of  moistened 
earth  and  charcoal  dust,  a  number  of  apertures  being  left  open 
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around  the  bottom  of  the  heap  for  the  admission  of  air  and .  the 
escape  of  the  products  of  distillation  and  combustion.  The  heap 
is  kindled  at  the  centre,  and  bums  during  several  weeks.  When 
the  process  is  judged  to  be  complete,  all  the  openings  are  carefully 
stopped,  in  order  to  suffocate  the  fire,  and  the  heap  is  then  left  to 
itself  until  cold.  Kilns  constructed  of  brick  are  often  used  instead 
of  the  rude  heaps  here  described.  The  charcoal  retains  the  form 
of  the  wood — the  shape  of  the  knots  and  the  annual  rings  of  the 
wood  being  still  perceptible  in  it, — but  it  occupies  a  much  smaller 
volume  than  the  wood ;  generally  its  bulk  does  not  amount  to 
more  than  three-fourths  of  that  of  the  wood,  and  its  weight  never 
exceeds  one-fourth  the  weight  of  the  wood. 

Where  charcoal  is  prepared  by  distilling  wood  in  retorts,  the 
liquid  products  of  distillation,  namely  tar  and  acetic  acid  ("  py- 
roligneous  acid  "),  are  saved  and  utilized. 

381.  Lampblack, — Usually  when  hydrogen  is  removed  from  a 
gaseous  compound  of  carbon  and  hydrogen,  the  carbon  separates 
in  the  form  of  soft  flakes,  called  lampblack  or  soot.  In  Experi- 
ment 60,  we  have  already  seen  that  lampblack  is  formed  when 
hydrogen  is  removed  from  carburetted  hydrogen  by  means  of 
chlorine,  and  we  know  well  that  oxygen  is  capable  of  producing 
the  same  result.  Hydrogen  is  more  combustible  in  oxygen  than 
carbon ;  hence  if  carburetted  hydrogen  be  mixed  with  only  enough 
oxygen  to  consume  its  hydrogen,  and  the  mixture  be  then  inflamed, 
the  carbon  contained  in  it  will  be  set  free.  This  is  the  way  in 
which  lampblack  is  commonly  formed ;  a  lamp  "  smokes  "  when 
the  supply  of  air  is  insuflScient  to  furnish  oxygen  to  both  the  car- 
bon and  the  hydrogen  of  the  oil  or  other  combustible. 

Upon  the  large  scale,  lampblack  is  manufactured  by  heating 
organic  matters,  such  as  tar,  rosin,  or  pine  knots,  which  contain 
volatile  ingredients  very  rich  in  carbon,  until  vapors  are  disen- 
gaged, and  then  burning  these  vapors  in  a  current  of  aif  insufficient 
for  their  complete  combustion.  A  dark-red,  very  smoky  flame  is 
thus  obtained ;  a  large  portion  of  the  carbon  of  the  combustible 
does  not  bum,  but  is  deposited  as  a  very  fine  powder  precisely 
similar  to  that  which  constitutes  the  black  portion  of  common 
smoke.  Lampblack  finds  important  applications  in  the  arts  as  a 
pigment  and  as  the  chief  ingredient  of  printers'  ink. 
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Bxp.  153. — ^Fill  an  ordinaiy  spirit-lamp  (Appendix,  f  5)  with  oil  of 
turpentine,  light  the  wick  and  place  OTer  it  an  inverted  wide-mouthed 
bottle  of  the  capacity  of  a  litre  or  more,  one  edge  of  the  mouth  of  the 
bottle  being  propped  up  on  a  small  block  of  wood,  so  that  some  air 
may  enter  the  bottle.  As  the  supply  of  air  is  insufficient  for  the  per- 
fect combustion  of  the  oil  of  turpentine,  a  quantity  of  lampblack  will 
separate  and  be  deposited  upon  the  sides  of  the  bottle. 

Hydrogen  kindles  at  a  lower  temperature  than  carbon ;  hence 
if  the  flame  of  a  burning  compound  of  carbon  and  hydrogen  be 
cooled  down  below  the  temperature  at  which  carbon  takes  fire, 
lampblack  will  be  formed,  even  if  there  be  present  an  abundant 
supply  of  air. 

£xp.  154 — Press  down  upon  the  flame  of  an  oil-lamp  or  candle  an 
iron  spoon  or  a  porcelain  plate  in  such  manner  that  the  flame  shall  be 
almost,  but  not  quite,  extinguished.  The  solid  body  not  only  obstructs 
the  draught  of  air,  and  thereby  interferes  with  the  act  of  combustion, 
but  it  also  cools  the  flame  by  actually  conducting  away  part  of  its 
heat ;  the  temperature  is  thus  reduced  to  below  the  kindling- point 
of  carbon,  and  a  quantity  of  lampblack  remains  unconsumed  and  ad- 
hering to  the  spoon  or  plate.  This  experiment  is,  of  course,  compa- 
rable with  Exps.  138,  136,  in  which  spots  of  arsenic  and  antimony 
were  obtained  upon  porcelain,  as  products  of  the  incomplete  combus- 
tion of  their  compounds  with  hydrogen.  As  has  been  stated  in  {  377, 
lampblack  thus  prepared  usually  contains  a  certain  small  proportion 
of  hydrogen  compounds. 

382.  Charcoal  is  altogether  insoluble  in  water ;  it  is  odorless 
and  tasteless..  Unlike  the  diamond,  it  is  a  good  conduetor  of  elec- 
tricity, but  a  bad  conductor  of  heat,  particularly  when  in  the  state 
of  powder.  It  is  a  better  conductor  of  heat  in  proportion  as  it  is 
denser ;  when  strongly  heated  out  of  contact  with  the  air  it  be- 
oomes  heavier,  harder,  and  closer  in  texture  than  common  char- 
coal, and  less  easily  combustible,  but  a  far  better  conductor  of 
heat  and  of  electricity  than  before.  The  pieces  of  charcoal,  for 
example,  which  sometimes  fall  unconsumed  from  the  bottoms  of 
smelting  furnaces,  after  having  passed  through  a  long  column  of 
intensely  heated  fuel,  are  found  to  be  peculiarly  compact  and 
elose-grained,  and  to  conduct  heat  with  comparative  facility. 

As  has  been  seen  in  §  376,  the  combustibility  of  a  fuel  is 
diminished  in  proportion  as  the  fuel  is  a  good  conductor  of  heat ; 
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and  since,  as  has  just  been  stated,  charcoal  conducts  heat  the 
more  readily  in  proportion  as  it  is  denser,  it  follows  that,  other 
things  being  equal,  a  given  sample  of  charcoal  will  take  fire 
more  quickly  if  it  be  light  than  if  heavy.  It  will  appear,  more- 
over, from  the  foregoing  that  the  combustibility  of  charcoal  should 
be  less,  according  as  the  temperature  at  which  the  charcoal  pre- 
pared is  higher.  If,  for  example,  linen  or  cotton  rags  be  carbo- 
nized at  low  temperatures,  there  will  be  obtained  a  very  light 
variety  of  charcoal,  called  tinder,  which  takes  fire  with  especial 
ease.  So,  too,  a  very  light  and  easily  inflammable  charcoal  ia 
prepared  for  the  manufacture  of  gunpowder  by  distilHng  light 
woods,  such  as  willow  and  alder,  at  low  temperatures.  Wood 
charcoal  takes  fire  easily,  as  compared  with  coke ;  coke  as  com- 
pared with  anthracite,  and  anthracite  as  compared  with  gas-car- 
bon. But,  inversely,  when  the  charcoal  has  once  been  thoroughly 
lighted,  the  intensity  of  the  heat  obtained  from  a  fire  of  it  will  be 
greater  in  proportion  as  the  charcoal  is  more  dense.  As  has  been 
already  stated  (§  373),  a  better  fire  can  be  obtained  by  burning 
gas-carbon  than  can  be  had  from  coke  or  charcoal ;  for  in  any 
given  space,  if  the  supply  of  air  be  ample,  more  of  the  dense  than 
of  the  light  fuel  can,  of  course,  be  burned  in  a  given  time.  The 
specific  gravity  of  charcoal  is  about  1*6 ;  but  an  ordinary  fragment 
of  it  readily  fioats  upon  water,  owing  to  the  air  within  its  pores ; 
if  this  air  be  removed,  as  when  the  fragment  is  powdered,  the 
charcoal  will  sink  at  once.  (See  £zp.  159.).  It  is  infusible  and 
non-volatile. 

383.  In  all  its  varieties,  charcoal  is  a  very  important  chemical 
agent,  chiefly  because  of  the  readiness  and  energy  with  which  it 
combines  with  oxygen  at  high  temperatures.  Most  of  the  com- 
mon processes  for  extracting  the  useful  metals  from  their  ores  are 
based  upon  the  affinity  of  carbon  for  oxygen. 

Brp,  165. — Mix  five  grammes  of  litharge  (oxide  of  lead)  with  a  quar- 
ter of  a  gramme  of  powdered  charcoal ;  place  a  portion  of  tbe  mixture 
in  an  ignition-tube  made  of  No.  3  glass,  and  heat  it  strongly  in  the 
gas-lamp.  The  charcoal  will  unite  with  the  oxygen  of  the  oxide  of 
lead,  and  the  compound  thus  formed  will  escape  in  the  form  of  gas, 
while  metallic  lead  will  remain  in  the  tube. 

This  experiment  \&  analogous  to  Exp.  124,  where  arsenious  acid 
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was  reduced  by  means  of  charcoal.  Both  experiments  are  typical 
of  the  manner  in  which  hot  charcoal  acts  upon  metallic  oxides. 
At  a  white  heat  it  removes  oxygen  from  its  combinations  with 
some  elements  which  hold  it  with  great  force,  sach  as  the  oxides 
of  sodium  and  potassium  and  phosphoric  acid.  Even  water  is 
decomposed,  with  liberation  of  hydrogen,  when  brought  into  con- 
tact with  red-hot  charcoal. 

£xp,  156. — ^Fill  a  piece  of  iron  gas-pipe,  about  36  cm.  long  and  1  cm. 
or  more  in  internal  diameter,  with  fragments  of  charcoal ;  adapt  to  it 
a  deliverj-tube,  as  represented  in  Fig.  62,  and  support  it  upon  a  ring 
of  the  iron  stand  over  one  or  two  wire-gauze  gas-lamps.    Attach  to 


Fig.  62. 


the  other  end  of  the  tube  a  thin-bottomed  glass  flask  half  full  of  water 
and  supported  upon  the  ring  of  a  second  iron  stand.  Light  the  lamps 
beneath  the  tube  full  of  charcoal,  and  wait  until  it  has  become  red-hot, 
then  heat  the  water  in  the  flask  and  cause  it  to  boil  slowly.  The 
steam  will  react  upon* the  hot  carbon  in  a  numner  which  may  be  for- 
mulated as  follows : — 

C  +  H,0  =  CO  -h  2H, 

and  there  will  be  formed  a  mixture  of  a  compound  of  oxygen  and  car- 
bon called  carbonic  oxide,  and  free  hydrogen.  Collect  the  mixed  gas 
in  bottles  upon  the  water-pan  and  test  it  as  regards  its  inflammability 
by  applying  a  lighted  match. 

A  certain  quantity  of  water  may  even  be  decomposed  by  thrusting 
pieces  of  brightly  flowing  charcoal  into  water.  If  the  experiment  be 
performed  beneath  an  inverted  bottle  of  water  held  near  the  surface 
of  the  water-pan,  a  quantity  of  gas  large  enough  to  be  inflamed  can 
readily  be  obtained. 

At  a  red  heat  charcoal  deoxidizes  bodies  which  are  rich  in  oxy- 
gen BO  readily  that  there  occurs  a  peculiarly  rapid  and  sparkling 
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combtistion  known  as  deflagratwn.  Deflagration  differs  from  ex- 
plosion only  in  degree ;  it  is  less  violent  than  explosion,  because 
the  combustion  is  less  rapid. 

Exp.  167. — Mix  ^  grms.  of  nitrate  of  potassimn  and  5  grms.  of  re- 
cently ignited  charcoal,  both  in  fine  powder ;  place  the  mixture  upon 
a  brick,  in  a  current  of  air,  or  in  any  place  where  the  volatile  products 
of  the  reaction  can  occasion  no  inconvenience,  and  touch  it  with  a 
lighted  stick  or  red-hot  wire.  The  charcoal  wiU  bum  violently,  with 
brilliant  scintillations,  at  the  expense  of  the  oxygen  contained  in  the 
nitrate  of  potassium. 

As  a  modification  of  this  experiment,  heat  a  couple  of  pieces  of  char- 
coal to  redness  in  the  fire  and  sprinkle  upon  the  one  a  small  quantity 
of  powdered  nitrate  of  potassium,  and  upon  the  other  a  little  powdered 
chlorate  of  potassium. 

384.  This  deoxidizing  power  of  charcoal,  above  illustrated,  is 
exhibited  only  at  high  temperatures.  At  the  ordinary  tempera- 
ture of  the  air,  the  chemical  energy  of  charcoal  is  exceedingly 
feeble.  Charcoal  is,  in  fact,  one  of  the  most  durable  of  substances. 
Specimens  of  it  have  been  fovid  at  Pompeii  and  upon  Eg3rptian 
mummies,  to  all  appearance  as  fresh  as  if  just  prepared ;  the 
action  of  the  air  continued  through  centuries  has  exerted  no 
appreciable  influence  upon  it.  Experience  has  proved  that  many 
wooden  articles  which  are  to  be  placed  in  situations  peculiarly 
liable  to  cause  their  decay,  may  be  protected  by  charring  them 
superficially ;  the  carbonization  of  the  interior  of  casks  destined  to 
hold  liquids,  and  of  those  portions  of  wooden  posts  and  sills  which 
are  to  be  sunk  in  the  ground,  or  to  remain  on  or  near  the  surfSuse 
of  the  ground,  are  familiar  instances  of  this  custom. 

Not  only  is  charcoal  unacted  upon  by  air  or  water  at  the  ordi- 
nary temperature,  but  there  are  few  chemical  substances  which 
have  any  action  upon  it  unless  they  be  hot ;  neither  the  neutral 
solvents,  such  as  alcohol  and  ether,  nor  corrosive  agen^,  such  as 
chlorine  or  fluorhydric  and  chlorhydric  acids,  attack  it  in  any 
way.  It  is  slowly  oxidized,  however,  by  nitric  acid,  and  rapidly 
by  perchloric  acid,  and  it  dissolves,  to  a  slight  extent,  in  cold 
concentrated  sulphuric  acid.  At  the  ordinary  temperature,  no 
one  of  the  elements  combines  with  it  directly ;  but  at  high  tem- 
peratures it  unites  directly,  not  only  with  oxygen,  as  we  know, 
but  with  sulphur  as  well,  forming  bisulphide  of  carbon  (CS,). 
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At  rery  high  temperatures,  as  when  a  powerful  galvanio  battery 
lA  discharged  from  carbon  points  immersed  in  an  atmosphere  o{ 
hydrogen,  carbon  combines  directly  with  hydrogen  also,  and  there 
is  formed  a  gas  called  acetylene  (C^H,).  With  nitrogen  it  unites 
to  form  cyanogen  (CN)  when  a  current  of  nitrogen  gas  is  passed 
t  hrough  a  column  of  ignited  charcoal  which  has  previously  been 
<*ha<ged  with  carbonate  of  potassium  by  soaking  it  in  a  solution 
of  this  salt ;  but  it  will  not  unite  with  nitrogen  without  the  inter- 
"^tion  of  the  alkaline  carbonate  or  of  some  other  substance. 
With  chlorine  and  the  other  members  of  the  chlorine  group  it 
does  liot  unite  except  indirectly ;  but  with  several  of  the  metals  it 
unites  directly  to  form  badly  defined  compounds  called  carburets 
or  carbides.  Upon  the  chlorides  and  their  analogues  carbon  has 
no  action,  and  the  same  remark  is  true  of  some  refractory  oxides, 
such  as  silicic  acid  and  oxide  of  aluminum,  which  are  not  decom- 
posed by  charcoal,  even  at;ti''white  heat ;  but  at  a  strong  red  heat 
it  reduces  most  of  the  sulphat^fti;(g  the  condition  of  sulphides  (for 

example — 

CaSO,  +  2C  »  CaS  +  2C0,), 

and  the  nitrates,  chlorates,  and  perchlorates  to  the  state  of  car- 
bonates— 

2(K,0,N,0.)  +  6C  =  2(K,0,C0,)  +  SCO,  +  4N. 

385.  A  physical  property  of  charcoal,  which  is  of  great  prac- 
tical importance,  is  its  power  of  absorbing  and  condensing  within 
its  pores  a  great  variety  of  gases  and  vapors ;  it  absorbs  coloring- 
matters  also,  and  various  other  substances  as  well,  abstracting 
them  from  solutions  in  which  they  are  contained. 

Erp.  168. — Take  from  the  fire  a  live  coal  (charcoal)  as  large  as  a 
hen's,  egg,  extiDguish  it  by  covering  it  up  tightly  in  a  small  metallic 
vessel  or  by  covering  it  with  sand,  and  wait  until  it  has  become  cold : 
weigh  it  carefully  upon  a  delicate  balance,  and  record  the  weight 
Place  the  weighed  coid  in  such  a  situation  (in  a  damp  cellar,  for  example) 
that  it  shall  be  freely  exposed  to  moist  air  during  twenty-four  hours ; 
again  weigh  it,  and  note  the  increase.  Boxwood  charcoal  has  been 
found  to  increase  in  weight  14  per  cent,  in  the  course  of  a  single  day^ 
and  any  ordinary  charcoal  will  usually  increase  in  weight  from  10  to 
12  per  cent 

JExp,  159. — Take  from  the  fire,  as  before,  a  piece  of  charcoal  which 
has  been  heated  to  full  redness  for  some  time ;  thrust  it  imder  water,  so 
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if  its  pores  be  clogged  bj  the  interposition  of  a  liquid),  its  ab- 
sorbing-power for  gases  will  be  largely  diminished. 

This  subject  is  chiefly  interesting  to  chemists  because  of  its 
intimate  connexion  with  the  power  of  causing  various  gases  to 
combine  with  one  another,  which  is  possessed  by  charcoal  as  well 
as  by  finely  divided  platinum  (§§  224,  240)  and  several  other  sub- 
stances. In  the  same  way  that  spongy  platinum  causes  hydrogen 
and  oxygen,  or  sulphurous  acid  and  oxygen,  to  unite  with  one 
another,  chemical  combination  ensues  when  mixtures  of  various 
gases  are  brought  into  contact  with  charooaL  Though  the  ab- 
sorbent power  of  platinum,  as  regards  gases,  can  hardly  be  com- 
pared with  that  of  charcoal,  its  power  of  causing  combination  is 
very  much  greater ;  platinum  appears  to  possess,  moreover,  in  a 
marked  degree,  the  faculty  of  attracting  and  attaching  to  itself 
small  quantities  of  most  gases. 

Charcoal  can  be  made  more  efficient  as  an  agent  for  causing 
combination,  by  covering  it  with  a  film  of  platinum.  If  coarsely 
powdered  charcoal  be  thoroughly  impregnated  with  bichloride  of 
platinum  by  boiling  it  for  some  time  in  an  aqueous  solution  of 
this  salt,  and  if  it  be  then  heated  to  redness  in  a  close  crucible, 
in  order  that  the  platinum  salt  may  be  decomposed,  there  will  be 
left  a  residue  of  platinum  everywhere  attached  to  the  sides  of  the 
pores  of  the  coal.  Such  platinized  coal  is  very  effective,  both  as 
an  absorbent  of  gases  and  as  an  agent  for  producing  combination. 
But  even  by  itself  charcoal  has  a  very  decided  influence  upon  the 
combination  of  gases. 

If  recently  ignited  charcoal  be  allowed  to  become  charged  with 
dry  sulphydric  acid  gas  and  then  introduced  into  an  atmosphere 
of  oxygen,  the  elements  of  the  sulphydric  acid  will  combine  with 
the  oxygen  so  quickly  that  an  explosion  ensues,  and  both  water 
and  sulphurous  acid  are  produced. 

If  the  coal  charged  with  sulphydric  acid  be  brought  into  contact 
with  air,  instead  of  pure  oxygen,  combination  will  occur  as  before, 
only  more  slowly ;  in  this  case,  however,  the  hydrogen  alone  will 
be  consamed,  the  sulphur  of  the  sulphydric  acid  being  set  free  in 
the  <so]id  state. 

^Charcoal  is  much  employed  as  a  disinfecting  agent.  It  is 
eapabie  of  removing  many  offensive  odors  from  the  air — such,  for 
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example  as  the  fetid  prodacts  given  off  daring  the  putrefacti'^p 
of  animal  and  vegetable  substances.  Animal  matter  in  an  ad- 
vanced stage  of  putrefaction  loses  all  offensive  odor  when  covered 
with  a  layer  of  charcoal ;  and  the  flesh  of  a  dead  animal  buried 
beneath  a  thin  layer  of  charcoal  will  gradually  waste  away  and 
be  consumed  without  exhaling  any  unpleasant  smeU. 

JExp,  I61.^-Place  a  small  quantity  of  powered  charcoal  in  a  bottle 
containing  sulphydric  acid  gas  and  shake  the  bottle.  The  odor  of  the 
Bulphydric  acid  will  quickly  disappear.  In  the  same  way,  an  aqueous 
solution  of  sulphydric  acid  (Exp.  86)  can  be  deodorized  by  filtering  it 
through  a  layer  of  charcoal. 

£xp,  162. — In  a  shallow  open  basket,  or  in  a  box  through  the  bot- 
tom of  which  numerous  holes  have  been  bored,  spread  a  layer  of 
coarsely  powdered  boneblack  about  6  cm.  thick,  placing  a  sheet  of 
filtering-paper  below,  if  need  be,  to  prevent  the  powder  from  sifting 
through  the  holes  in  the  box.  Place  the  body  of  a  rat  or  of  some  other 
small  animal  upon  the  layer  of  boneblack,  and  pour  on  more  bone- 
black  until  the  rat  is  covered  with  a  layer  of  it  about  6  cm.  deep. 
Hang  up  the  basket  or  box  in  a  warm  room,  so  that  air  may  have  free 
access  to  it,  and  leave  it  at  rest.  After  the  lap^^e  of  several  weeks 
it  will  be  found,  on  examination,  that  all  the  putrescible  portions  of 
the  animal  have  dif^appeared,  and  that  nothing  is  left  but  a  mass 
of  hair  and  bones ;  but  in  the  interim  no  odor  will  have  been  de- 
tected arising  from  the  decomposing  animal,  excepting  a  faint  odor 
of  ammonia. 

In  the  same  way,  water  can  be  preserved  untainted  in  casks  which 
have  been  charred  internally ;  and  the  quality  of  some  kinds  of  wine  is 
improved  if  it  be  stored  in  such  casks. 

In  all  these  cases  the  use  of  charcoal  as  a  disinfectant  depends 
not  merely  upon  its  mechanical  ability  to  absorb  offensive  gases, 
but  also  and  mainly  upon  the  fact  that  the  absorbed  gases  are 
chemically  destroyed  within  the  pores  of  the  coal  by  the  oxygen 
which  is  sucked  into  these  spaces  from  the  air.  The  purifying 
action  depends  upon  oxidation,  upon  the  burning  np  of  the  offen- 
sive gases  as  fast  as  they  are  formed.  The  charcoal  is  in  no  sense 
an  antiseptic,  or  preservative  agent  proper  to  prevent  decay  ;  on 
the  contrary,  it  actually  hastens  the  destruction  of  putrescible 
organic  matters.  Under  ordinary  circumstances,  while  in  con- 
tact with  the  air,  the  pores  of  charcoal  are,  of  course,  always 
charged  with  oxygen  by  virtue  of  their  absorptive  power.   When- 
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ever,  therefore,  any  new  gas  is  dragged  in,  and  forced  into  inti- 
mate contact  with  this  oxygen,  it  is  precisely  as  if  the  gas  had 
been  carefully  collected  and  then  subjected  to  the  action  of  some 
corrosive  chemical  agent.  A  great  merit  of  charcoal  as  a  disin- 
fectant is,  that  it  constantly  draws  in  to  destruction  the  offensive 
matters  around  it ;  pans  of  charcoal  placed  about  a  room  (the 
wards  of  a  hospital,  for  example)  the  air  of  which  is  offensive, 
soon  remove  the  unpleasant  smell.  Sieves  of  charcoal,  placed 
across  the  air- vents  of  sewers  in  such  manner  that  the  out-going 
air  may  be  filtered  through  the  charcoal,  are  found  to  be  most 
efficient  instruments  for  destroying  the  noxious  effluvia  which 
commonly  escape  from  these  openings.  In  this  case,  where  a 
current  of  air  is  constantly  passing  through  the  charcoal  filter, 
the  latter  will  preserve  its  efficiency  for  an  indefinite  length  of 
time,  if  only  it  be  kept  dry ;  for  the  action  of  the  coal  consists 
merely  in  bringing  about  oxidation  and  destruction  of  the  offen- 
sive gases  of  the  sewer,  and  as  fast  as  one  portion  of  these  is  con- 
sumed a  new  portion  can  be  taken  in  to  destruction.  « 

388.  Charcoal  not  only  destroys  odors,  but  it  removes  colors 
83  well ;  and  for  this  purpose  it  has  long  been  employed  in  the 
purification  of  sugar  and  of  many  chemical  and  pharmaceutical 
preparations.  Almost  any  coloring-matter  can  be  removed  from 
a  solution  by  filtering  the  liquid  through  a  layer  of  cbarcoal. 

Hxp.  163. — Provide  four  small  bottles  of  the  capacity  of  100  or  20O 
c.  c.,  and  place  in  each  of  them  a  table-spoonful  of  boneblack  (§  389) ; 
into  the  first  bottle  pour  a  quantity  of  the  blue  compound  of  iodine 
and  starch  obtained  in  Exp.  69,  into  the  second  a  decoction  of  cochi- 
neal, into  the  third  a  diluted  portion  of  the  blue  liquor  obtained  by 
dissolving  indigo  in  Nordhausen  sulphuric  acid,  and  into  the  fourth  a 
solution  of  permanganate  of  potassium,  enough  of  the  solution  being 
taken  in  each  instance  to  nearly  fill  the  bottle.  Cork  the  bottles  and 
shake  them  violently,  then  pour  the  contents  of  each  upon  a  filter  (see 
Appendix,  §  14),  and  observe  that  the  filtrate  is  in  each  instance  color- 
less or  nearly  so.  In  case  the  first  portions  of  the  filtrate  happen  to 
come  thi'ough  colored,  they  may  be  poured  back  upon  the  filter  and 
allowed  to  again  pass  through  the  coal. 

In  the  purification  of  brown  sugar  the  coloring-matters  are  removed 
in  a  manner  similar  to  the  foregoing,  the  colored  syrup  being  filtei>3d 
through  layers  of  boneblack.  Many  crystallizable  organic  acids  and 
alkaloids  are  purified  in  the  same  way  in  the  chemical  laboratoiy.   But 
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it  must  never  be  forgotten  that  charcoal  can  absorb  many  other  sub- 
stances besides  coloring-matters;  sulphate  of  quinine,  for  example, 
is  removed  from  its  solutions,  to  a  very  considerable  extent,  by  char- 
coal ;  and  the  same  remark  applies,  with  perhaps  still  more  force,  to 
strychnine.  The  bitter  principle  of  the  hop,  "  lupul  n,"  may  be  en- 
tirely removed  from  ale  by  filtering  the  latter  through  bone-black. 
The  removal  of  metals,  like  gold  asd  silver,  from  their  dilute  solutions, 
by  means  of  charcoal,  appears  to  bd  a  phenomenon  of  the  same  order. 

In  all  these  cases  where  coloring-matters,  and  the  like,  are  re- 
moved from  solutions,  the  action  of  the  coal  appears  to  depend 
in  the  main  directly  upon  the  physical  property  of  adhesion,  the 
subsequent  oxidizing  action  being  here  far  letis  clearly  marked 
than  in  the  instances  previously  studied  (§  3S7)  where  gases  are 
acted  upon.  Much  of  the  absorbed  color  or  other  matter  will 
usually  be  found  attached  to  the  surfaces  of  the  coal,  undccom- 
posed  and  unaltered.  Thus,  if  the  coal  which  has  been  ch  irged 
with  a  solution  of  indigo  in  sulphuric  acid,  in  Exp.  163,  be 
digested  in  a  solution  of  caustic  soda,  the  latter  will  dissolve  the 
indigo  and  remove  it  from  the  coal ;  the  alkaloids  above  men- 
tioned, which  have  been  removed  from  their  aqueous  solutions  by 
means  of  charcoal,  can  be  again  recovered  by  boiling  the  coal  in 
alcohol ;  and  the  metals  can  be  dissolved  again  by  means  of  strong 
acids. 

When  employed  to  remove  coloring-matters,  charcoal  soon  be- 
comes saturated  with  the  color  and  ceases  to  absorb  any  more  of 
it ;  if  the  spent  coal  be  then  collected  and  redistilled,  it  will  be 
found  that  it  has  regained  but  little  of  its  decolorizing-power ;  for 
its  pores  are  filled  with  charcoal  resulting  from  the  carbonization 
of  the  absorbed  coloring-matters  and  this  charcoal  is  not  porous, 
but,  on  the  contrary,  compact  and  glistening,  like  the  charcoal 
obtained  from  sugar  or  glue,  and  is  almost  entirely  destitute  of 
decolorizing-power.  In  order  to  revivify  their  coal,  the  sugar- 
refinera  digest  it  in  chlorhydric  acid,  allow  it  to  ferment  in  order 
that  the  absorbed  matters  may  be  decomposed,  and,  finally,  after 
washing  and  dr}4ng,  subject  it  to  distillation. 

389.  As  obtained  from  different  sources,  charcoal  exhibits  very 
different  degrees  of  decolorizing-power ;  but  of  the  varieties  com- 
monly met  with  and  to  be  procured  in  commerce,  boneblack  is 
the  most  efficient.    Boneblack  is  prepared  for  the  use  of  sugar- 
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refiners  by  subjecting  bones  to  destructive  distillation  in  iron 
cylinders  and  carefully  cooling  the  charcoal  out  of  contact  with 
the  air. 

Exp,  164. — Repeat  Exp.  148,  p.  293,  but  instead  of  bituminous  coal, 
charge  the  ignition-tube  with  coarsely-powdered  bone.  Distil  as  long 
as  gas  is  evolved,  then  remove  the  delivery-tube  from  the  water,  plug 
it  by  means  of  a  bit  of  caoutchouc  tube  and  a  glass  rod,  and  wait  until 
the  ignition-tube  is  cold,  before  opening  it  to  examine  the  boneblack. 

Dry  bones  contain  only  about  one-third  their  weight  of  organic 
matter,  neaily  66  per  cent,  of  them  consisting  of  phosphate  of 
calcium,  in  the  interstices  of  which  the  animal  matter  is  distri- 
buted ;  hence  it  happens  that  the  charcoal  obtained  by  distilling 
bones  is  in  an  exceedingly  porous  and  divided  condition.  The 
decolorizing-power  of  bone-charcoal  may,  moreover,  be  increased 
by  digesting  it  in  dilute  chlorhydric  acid,  which  dissolves  out  a 
portion  of  the  phosphate  of  calcium  and  leaves  the  charcoal  even 
more  porous  than  before. 

But  because  boneblack  is  most  commonly  employed  for  de- 
colorizing, it  must  not  therefore  be  inferred  that  it  is  the  most 
powerful  decolorizer  of  the  several  varieties  of  charcoal.  A  more 
efficient  coal  can  easily  be  prepared  by  mixing  nitrogenized  organic 
matters,  such  as  blood,  hoofs,  horns,  or  scraps  of  leather,  with 
carbonate  of  potassium,  distilling  the  mixture,  and  finally  leaching 
the  product  with  water.  Charcoal  of  peculiar  decolorizing-power 
may  be  prepared  by  igniting  a  mixture  of  4  parts  of  fresh  blood 
and  1  part  of  carbonate  of  potassium  in  an  iron  crucible,  so  long 
as  vapors  are  evolved,  then  washing  the  product  with  water  and 
boiling  it  with  chlorhydric  acid,  and  again  washing,  drying,  and 
igniting  in  a  dose  vessel.  A  solution  of  horn-filings  in  caustic 
potash,  evaporated  to  dryness  and  ignited,  also  yields  a  very 
effective  charcoal.  As  with  boneblack,  the  efficiency  of  this  coal 
prepared  with  caustic  or  carbonated  potash  appears  to  depend 
upon  the  minute  subdivision  of  its  particles  and  the  porosity  re- 
sulting &om  the  mixture  of  the  inorganic  matter.  The  decolo- 
rizing-power of  the  charcoal  obtained  from  vegetable  substances 
can  be  in  like  manner  increased  by  mixing  these  substances  with 
lime  or  clay  before  the  carbonization.  A  mixture  of  100  parta 
pipe-clay,  stirred  up  with  water  to  the  consistence  of  a  thin  paste, 
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20  parts  of  tar,  and  500  parts  of  powdered  bituminoiis  coal  yields  a 
charcoal  which  decolorizes  almost  as  well  as  boneblack.  It  is, 
however,  no  very  easy  matter  to  determine  which,  of  a  number 
of  varieties  of  charcoal,  is  the  most  powerful  decolorizer,  since 
the  decolorizing-power  differs  with  the  nature  of  the  coloring- 
matter  ds  well  as  according  to  the  quality  of  the  charcoal  It 
has  been  found,  for  example,  that  with 


BQUAL  WSI0IIT8  OF  CBlSOOAXt 
PBKPABED  BT 

THB  BRLATIYE  DKCOLORIZING- 
POWSB 

Upon  a  wohUion  qf 
indigo  in  tttlpkw 
rieaeid  was 

upon  a  whUion  qf 
brown  tugar  wot 

Igniting  a  mixture  of  blood  and  car- 
bonate of  potassium 

Igniting  a  mixture  of  blood  and  car- 
bonate of  calcium 

Igniting  a  mixture  of  blood  and 
phosphate  of  calcium     .... 

Igniting  a  mixture  of  glue  and  car- 
bonate of  potassium 

Igniting  acetate  of  sodium     .    .     . 

Digesting  boneblack  with  chlorhy- 
aric  acid 

50 
18 
12 

S6 

12 
1-9 
1-9 

1 

20 

11 

10 

16 
9 

1-3 
1-6 

1 

Ordinary  boneblack 

390.  Compounds  of  Carbon  and  Hydrogen  are  exceedingly 
numerous.  There  are  many  different  series  of  them,  each  mem- 
ber of  either  of  these  series  differing  but  slightly  from  its  next 
neighbors  in  composition  and  properties.  But  all  these  substances 
are  commonly  classed  as  organic  compounds ;  they  constitute  a 
special  branch  of  chemical  science  called  organic  chemistry,  and 
are  not  discussed  in  works  which  treat  of  all  the  elements  com- 
monly met  with,  without  special  reference  to  any  one.  This  sub- 
division of  the  general  subject  is  resorted  to  merely  for  convenience; 
there  is  no  inherent  reason  why  the  compounds  of  hydrogen  and 
carbon  should  not  be  studied  in  this  manual  as  well  as  the  com- 
pounds of  hydrogen  and  oxygen.  But  since  carbon  is  capable  of 
uniting  with  hydrogen,  oxygen,  or  nitrogen,  or  with  two  of  these 
elements,  or  with  all  three  of  them,  in  the  most  varied  propor- 
tions, there  are  formed  so  many  different  compounds,  that  it  has 
been  found  advantageous  to  study  them  by  themselves. 
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The  beat  definition  of  the  Bo-called  organio  chemi6fe*y  which 
can  be  given  to-day,  is,  that  it  is  the  Chemistry  of  the  Compounds 
of  Carbon.  The  department  of  organic  ohemistry  has  grown  out 
of  ordinary  chemistry  solely  because  of  the  fact  that  the  com- 
pounds of  carbon  with  hydrogen,  oxygen,  and  nitrogen  are  more 
numerous,  and  often  of  more  complex  composition,  than  Hie  com- 
pounds formed  by  any  of  the  other  elements.  These  compounds 
of  carbon  with  hydrogen,  and  with  the  other  elements,  are  all 
definite  chemical  compounds  conforming  to  the  law  of  multiple- 
proportions  (§  76) ;  but  they  count  by  thousands,  and  the  mere 
enumeration  of  their  names  and  properties  would  fill  a  volume. 

391.  As  examples  of  the  series  of  compounds  of  carbon  and 
hydrogen,  to  which  allusion  was  just  now  made,  the  following 
lists  may  be  given : — 

JBoiia  at^a 


Boils  ai^  a 


CH. 

CgHg 
C4H10 

CflHi, 
C7H1, 


-80° 

QP 

SGP 

60** 

90° 


C2H4 
CjH, 
C4H, 
CjHio 


86° 
66° 

1250 


CeHe 
C,H, 
C,H 

cji;. 


10 


Both  at"*  C. 


80° 
HOP 
140° 
170P 


The  first  series  of  the  compounds  above  formulated  is  found 
in  petroleum,  and  in  the  oil  known  as  coal-oil,  obtained  by  distil- 
ling highly  bituminous  coals  and  shales  at  comparatively  low  tem- 
peratures ;  the  petroleum  used  for  lighting  contains  all  these 
difierent  compounds,  together  with  others  of  the  same  class. 
The  second  series  may  generally  be  obtained  by  the  destructive 
distillation  of  various  organic  compounds;  and  the  members  of 
the  third  series  are  found  in  the  most  volatile  portion  of  coal-tar 
— the  tar  obtained  by  distilling  bituminous  coal  at  high  tempera- 
tures, as  in  the  manufacture  of  illuminating  gas. 

it  will  be  obsei*ved  that  there  is  a  constant  difference  of  one 
atom  of  carbon  and  two  atoms  of  hydrogen  (CH,)  between  any 
two  contiguous  compounds  enumerated  in  the  lists.  The  boiling- 
points  of  the  sevei'al  members  exhibit  a  constant  difierenoe  of  30° 
for  each  increment  of  CH,,  as  we  go  down  the  lists,  so  far  as  has 
been  determined ;  and  so  with  all  the  other  physical  properties, 
sucn  as  specific  gravity,  mobility,  expansibility  by  heat,  and  the 
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like ;  the  intensity  of  these  properties  increases  or  decreases  re- 
gularly, iu  a  constant  ratio,  as  we  pass  from  one  member  of  the 
series  to  the  members  next  in  order.  Such  series  are  called 
« homologous"  series  (having  the  same  proportion);  they  are 
clearly  analogous  to  the  groups,  families,  or  senes  of  elements 
which  we  have  already  studied  in  chlorine,  bromine,  and  iodine 
(§  152),  in  oxygen,  sulphur,  selenium,  and  tellurium  (§  257),  in 
nitrogen,  phosphorus,  arsenic,  antimony,  and  bismuth  (§  364),  and 
are  now  proceeding  to  study  in  carbon,  boron,  and  silicon.  Just 
as  in  these  groups  of  elements  the  student  has  seen  a  true  serial 
arrangement  of  the  different  members,  and  has  observed  that  the 
different  terms  of  each  series  differ  from  one  another  in  atomic 
weight  and  exhibit  parallel  differences  in  the  intensity  of  their 
properties,  so  here  in  each  of  the  homologous  series  of  hydrocar- 
bons there  have  been  observed  similar  constant  differences.  In 
the  series  of  hydrocarbons,  we  know  that  there  is  a  constant  dif- 
ference of  composition  of  JOH,;  and  this  difference  of  composition 
we  believe  to  be  at  the  bottom  of  the  constant  difference  of  phy- 
sical properties ;  but  to  the  cause  of  the  constant  differences  in  the 
homologous  series  of  elements  we  have,  as  yet,  no  clew. 

The  power  of  arranging  numerous  allied  compounds  into 
groups  or  series,  like  those  enumerated  upon  page  312,  has  been 
of  great  service  to  chemists  in  facilitating  the  study  of  the  com- 
pounds of  carbon.  For  every  such  series  a  general  algebraic 
expression  has  been  devised  which  serves  as  the  name  of  the 
series.  Like  any  other  name,  this  concise  expression  brings 
before  the  mind  of  the  chemist  the  general  properties  of  the 
series.  Thus  the  expression  CnHjo^j  is  general  for  the  first 
series  above  mentioned,  CJS^  for  the  second,  and  C^  4.  aHg^  for 
the  third. 

In  this  manual  we  shall  describe  only  one  of  the  compounds  of 
carbon  and  hydrogen,  a  compound  which  occurs  ready  formed  in 
nature. 

392.  Marsh-gaSf  or  Light  Carhuretted  Hydrogen  (CHJ,  is  a 
permanent  gas  which  constitutes  a  large  proportion  of  the  ordi- 
nary illuminating  gas  obtained  from  coal.  It  is  disengaged  in 
large  quantities  from  some  sorts  of  bituminous  coal,  even  at  the 
ordinary  temperature  of  the  air,  and  more  rapidly  at  higher  tern- 
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peratnres.  In  coal  mineB  the  gas  thus  given  off  is  known  as 
"  fire-damp ; "  by  mixing  with  air,  in  the  galleries  of  badlj  ven- 
tilated mines,  it  forms  elplosive  mixtures,  which  frequently  ooca- 
sion  frightful  accidents  when  ignited  through  carelessness. 

The  gas  is  evolved  also,  in  large  quantities,  from  the  mud  at  the 
bottom  of  stagnant  pools  ;  it  is  one  of  the  products  of  the  putrn- 
faction  of  vegetable  matter  under  water,  where  the  supply  of  air 
is  insufficient  to  oxidize  the  matter  completely  to  carbonio  acid 
and  water ;  hence  the  name  marsh-gas.  * 

In  hot  weather  marsh-gas  can  be  obtained  by  thrusting  a  pole  into 
the  mud  at  the  bottom  of  a  pond  and  collecting  the  bubbles  of  gas  as 
they  rise,  by  holding  over  them  an  inverted  bottle  full  of  water. 
When  the  bottle  has  been  filled  with  gas  it  should  be  corked  tightly 
imder  water,  and  carried  to  the  laboratory  for  enamination.  The  gaa 
thus  obtained  is  contaminated  with  nitrogen  and  with  a  large  quantity 
of  carbonic  acid,  these  gases  being  set  &ee,  together  with  marsh-gas, 
during  the  process  of  putrefaction.  Before  the  gas'thus  collected  will 
bum,  it  is  usually  found  necessary  to  remove  from  it  the  carbonic  acid; 
this  can  be  done  by  pouring  into  the  bottle  a  small  quantity  of  a  so- 
lution of  caustic  soda,  or  some  milk  of  lime,  closing  and  shaking  the 
bottle,  and  finally  removing  the  stopper  under  water.  The  bottle  may 
then  be  placed  upright  and  a  lighted  match  applied  to  the  gas ;  it  will 
take  fire  and  burn  with  a  blue  fiame,  the  size  of  which  may  be  in- 
creased by  pouring  water  into  the  bottle  so  that  the  gas  shall  be  driven 
out  into  the  air. 
The  gas  may  be  prepared  artificially  as  follows : — 

Exp,  165.  Mix  together  2  grms.  of 
crystallized  acetate  of  8odium,4grms. 
of  caustic  soda,  and  8  grms.  of  slaked 
lime.  Heat  the  mixture  gently  upon 
an  iron  platepuntil  all  the  water  of 
crystallization  of  the  acetate  has 
been  expelled  and  the  mass  has  be- 
come dry  and  friable.  Charge  an 
ignition-tube  20  cm.  long  with  the 
dry  powder,  heat  it  above  the  gas- 
lamp,  and  collect  thegas  at  the  water- 
pan,  as  shown  in  Fig.  63.  Carbu- 
retted  hydrogen  is  evolved  from  the  mixture  at  a  temperature  below 
redness,  and  a  residue  of  carbonate  of  sodium  is  left  in  the  ignition- 
tube.    The  purpose  of  the  lime  is  to  render  the  mass  porous  and  in- 
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fusiblei  Of  nearly  infusible,  so  that  the  tube  may  be  heated  equably. 
If  caustic  soda  is  heated  with  the  acetate  without  addition  of  lime, 
the  tube  usually  breaks,  even  when  the  mixture  has  been  dried  before- 
hand.   The  reaction  may  be  represented  as  follows : — 

CjHgNaO,        +        NaHO        =        CH^        +        Na,CO,. 

D^T,  Acetate,  of  HydrjUeof  Marzh-Gas.         CVirftcmoie  0/ 

Sodiunu  Sodtum.  -i"««  «•-"««.  Sodium, 

393.  Mttnb-gas  is  transparent,  colorless,  and  little  more  than 
half  a&'J^Hy  as  air.  Next  to  hydrogen  it  is  the  lightest  known 
snbstattflPkfc  specific  gravity  being  only  8.  It  takes  fire  readily 
when  touched  with  a  lighted  match,  bat  is  nevertheless  more 
difficult  of  inflammation  than  most  of  the  other  combustible  com- 
pounds of  hydrogen.  While  free  hydrogen  and  sulphuretted 
hydrogen  can  be  lighted  by  a  glass  rod  which  has  been  heated  to 
dull  redness,  the  rod  must  be  raised  to  the  temperature  of  bright 
redness,  or  even  to  a  white  heat,  in  order  that  it  may  kindle 
marsh-gas.  As  prepared  from  acetate  of  potassium,  the  gas 
bums  with  a  pale  yellowish-blue  flame.  It  is  rather  more  soln- 
ble  in  water  than  oxygen ;  at  0°  one  volume  of  water  dissolves 
0'055  volume  of  it.  It  has  never  been  condensed  to  the  liquid 
condition. 

394.  We  have,  thus  far,  observed  three  different  proportions 
in  which  the  other  elements  unite  with  hydrogen.  The  members 
of  the  chlorine  group  unite  with  hydrogen,  by  preference,  in  the 
proportion  of  one  volume  to  one  volume;  one  volume  of  any 
member  of  the  sulphur  group  combines,  by  preference,  with  two 
volumes  of  hydrogen ;  one  atom  of  any  member  of  the  nitrogen 
group  unites,  by  preference,  with  three  atoms  of  hydrogen.  The 
condensation  increases  in  direct  ratio  to  tho  increasing  proportion 
of  hydrogen,  so  that,  in  every  case,  two  volumes  only  of  the  re- 
sultant compound  are  produced.  We  have  thus  become  familiar 
with  the  fact  that  the  space  occupied  by  the  molecule  of  a  com- 
pound gas  is  always  two  nnit- volumes  /^§  2o8).  An  examina- 
tion of  the  molecule  of  marsh -gas  wiU  reveal  a  fourth  kind  of 
hydrogen-compound — a  compound  containing  in  the  product- 
volume  (§  260)  four  volumes  of  hydrogen  rt^u'^fnf^d. — It  is  not 
difficult  to  prove  experimentally  that  two  volumes  of  marsh-gas 
yield,  on  decomposition,  four  volumes  of  hydrogen ;  but,  nnfor- 
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tunately,  il  is  not  within  onr  power  to  demonstrate,  by  cxperi- 
ment,  the  volume  of  carbon  with  which  these  four  volumes  of  hy- 
drogen are  combined ;  for  carbon  is  a  solid  incapable  of  volatiliza- 
tion by  the  inteijsest  heat  at  present  at  our  command.  We  are  able 
to  determine  the  combining  volume  of  each  constituent  of  chlor- 
hydric  acid,  steam,  and  ammonia ;  but  we  have  no  positive  know- 
ledge whatever  concerning  the  manner  in  which  carbon  enters 
into  combination  by  volume.  Its  combining  proportio^^nr  weight 
can  be  ascertained ;  but  it  must  be  carefully  obsenf^B|at  all 
views  respecting  the  volumetric  composition  of  the  ver^Kmerous 
compounds  of  carbon  are  purely  speculative,  so  far  as  the  carbon 
is  concerned,  until  carbon  shall  have  been  actually  volatilized  and 
its  vapor  weighed. 

That  marsh-gas  really  contains  hydrogen  and  carbon  may  be 
readily  proved  by  bringing  into  play,  under  appropriate  condi- 
tions, the  strong  affinity  of  chlorine  for  hydrogen.  Chlorine  will 
set  free  carbon  from  marsh -gas,  just  as  it  liberates  nitrogen  from 
ammonia  (Exp.  64). 

Exp.  166.— Fill  a  tall  bottle  of  the  capacity  of  250  or,  better,  600 
c.  c.  with  water,  invert  it  over  the  water-pan,  and  pass  marsh-gas  into 
it,  until  a  little  more  than  one-third  of  the  water  is  displaced ;  cover 
the  bottle  with  a  thick  towel  to  exclude  the  light,  and  then  fill  the 
rest  of  the  bottle  with  chlorine.  Cork  the  bottle  tiehtlv,  and  shake  it 
vigorously,  in  order  to  mix  the  gases  together,  keeping  the  bottle 
always  covered  with  the  towel.  Finally,  open  the  bottle  and  apply  a 
light  to  the  mixture.  Ignition  takes  place,  chlorhydric  acid  is  pro- 
duced, while  the  sides  and  mouth  of  the  bottle  become  coated  with 
solid  carbon  in  the  form  of  lampblack,  and  a  cloud  of  smoke  rises  into 
the  air.  The  presence  of  the  acid  may  be  proved  by  the  smell,  by  its 
reaction  with  moistened  blue  litmus-paper,  and  by  the  white  fumes 
which  are  generated  when  a  rod  moistened  with  ammonia-water  is 
brought  into  contact  with  the  escaping  acid  gas. 

Carbon  and  hydrogen  are  therefore  elementary  constituents  of 
marsh-gas.  We  should  be  glad  to  add  the  synthetical  to  the 
analytical  demonstration,  and  make  marsh-gas  out  of  carbon  and 
hydrogen  ;  but  no  means  are  at  present  known  by  which  these 
two  elements  can  be  directly  combined  to  form  marsh- gas.  As 
in  the  case  of  ammonia,  we  are  obliged  to  rely  upon  the  assu- 
rance of  the  balance  that  the  sum  of  the  weights  of  the  two  con- 
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stituents  separated  from  a  given  quantity  of  marsh-gas  is  precisely 
equal  to  the  weight  of  the  marsh -gas  submitted  to  analysis.  The 
experimental  process  by  which  this  fact  is  demonstrated  is  too 
complex  to  be  profitably  studied  at  this  stage  of  progress,  and 
the  fact  must  therefore  be  accepted  as  the  result  of  experience. 

395.  It  remains  to  show  how  the  investigation  of  the  composi- 
tion of  the  product- volume  of  marsh-gas  leads  to  the  knowledge 
of  the  atomic  weight,  or  least  combining  weight,  of  the  element 
carbon.  ^Marsh-gas  is  the  compound  best  suited  for  ascertaining 
the  atomn  weight  of  carbon,  because  experience  has  proved  that 
it  contains  proportionally  less  carbon  than  any  other  hydride  of 
the  element.  We  determined  the  atomic  weight  of  oxygen  from 
steam,  the  hydrogen  compound  which  contains  the  smallest  pro- 
portion of  oxygen, — of  chlorine  from  chlorhydric  acid,  the  only 
hydride  of  chlorine, — of  nitrogen  &om  ammonia,  the  hydride  which 
contains  the  smallest  proportion  of  nitrogen.  So  the  atomic 
weight  of  carbon  is  the  weight  of  carbon  which  experiment  proves 
to  be  contained  in  two  unit-volumes  of  marsh-gas.  By  physical 
determinations,  the  specific  gravity  of  marsh-gas  has  been  shown 
to  be  8 ;  in  other  words,  one  unit- volume  of  marsh-gas  weighs  8 ; 
then  two  unit-volumes,  or  the  product-volume,  must  weigh  16. 
How  much  of  this  weight  of  16  is  hydrogen  ?  This  question  can 
be  answered  experimentally  by  ascertaining  how  many  unit- 
volumes  of  hydrogen  are  locked  up  in  two  unit- volumes  of  marsh- 
gas. 

When  a  series  of  electric  sparks  begin  to  traverse  a  measured 
volume  of  marsh -gas  contained  in  a  U-tube,  arranged  like  the 
U-tube  of  figure  11,  but  without  the  jacket,  b  c,  and  its  accom- 
paniments, the  gas  is  found  to  expand,  and  in  a  few  minutes  a 
light  deposit  of  carbon  appears  in  the  vicinity  of  the  points  of 
the  platinum  wires.  The  decomposition  of  the  marsh-gas  pro- 
ceeds slowly;  so  that  a  considerable  time  is  required  for  the 
execution  of  the  experiment.  If  the  mercury  in  the  U-tube  be 
finally  brought  to  a  level  in  the  two  limbs,  it  will  be  seen  that 
the  original  volume  of  gas  has  very  nearly  doubled.  When  this 
point  is  once  attained,  the  continued  transmission  of  sparks  pro- 
duces no  further  increase  of  the  volume  of  the  gas.  The  expanded 
gas  may  be  shown  by  the  usual  tests  to  be  hydrogen. 
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This  experiment  is  rather  difficult  to  perform,  and  does  not 
yield  perfectly  exact  results,  for  a  minate  portion  of  marsh-gas 
escapes  decomposition ;  nevertheless  it  establishes  beyond  rea- 
sonable doubt  the  fact  that  marsh-gas  contains  twice  its  volume 
of  hydrogen.  Two  unit-volumes  of  marsh -gas,  weighing  16, 
must  therefore  contain  four  unit- volumes  of  hydrogen ;  but  four 
unit- volumes  of  hydrogen  weigh  4 ;  therefore  the  quantity  of 
carbon  contained  in  the  product- volume  of  marsh -gas  must  weigh 
12,  which  number  we  admit  as  the  atomic  weight  of  capbon. 

But  it  may  be  said,  What  means  have  we  of  knowing  that  12 
represents  the  least  combining  weight  of  carbon  ?  (for  the  atom  is 
by  definition  the  least  quantity  of  an  element  which  can  be  con- 
ceived to  exist  in  combination).     If  it  were  possible  to  demon- 
stratethat  the  proportional  quantity  by  weight  of  carbon  which 
is  represented  by  the  number  12  is  just  the  quantity  required 
to  fill  one  unit-volume  when  converted  into  vapor,  we  should 
have  the  same  reason  for  believing  12  to  be  the  weight  of  one 
atom  of  carbon  that  we  have  for  considering  16  to  be  the  weight 
of  one  atom  of  oxygen,  or  35*5  the  weight  of  one  atom  of  chlorine. 
As  we  cannot  convert  carbon  into  vapor  at  all,  it  is  impossible  to 
ascertain  with  certainty  how  many  atoms,  or  how  many  volumes, 
12  proportional  parts  by  weight  of  carbon  really  represent ;  the 
quantity  of  carbon  which  is  combined  with  four  atoms  of  hydro- 
gen in  marsh -gas  may  be  four  atoms,  each  weighing  3,  or  two 
atoms,  each  weighing  6,*  or  one  atom  weighing  12.     As  it  is 
necessary  to  assume  some  number  of  atoms  as  represented  by  the 
proportional  weight  12,  that  assumption  which  will  conveniently 
formulate  the  simplest  and  most  familiar  compounds  of  carbon 
will  be  the  best.     Accordingly  it  has,  of  late,  been  assumed  that 
12  proportional  parts  by  weight  of  carbon  constitute  the  least 
quantity  of  this  element  which  is  conceived  to  enter  into  chemical 
combination,  or,  in  other  words,  that  the  atomic  weight  of  carbon 
is  12.     The  atom  of  carbon,  thus  understood,  can  then  fix,  or  com- 
bine with,  four  atoms  of  hydrogen  or  of  any  member  of  the  chlo- 
rine group,  and  two  atoms  of  oxygen  or  of  any  other  member  of 
the  sulphur  group.     The  following  substances,  familiar  in  com- 
mon life,  or  subjects  of  discussion  in  this  chapter,  may  be  men- 
tioned in  illustration  of  this  principle : — 
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Manh-gas    .    .    •    CH^  Carbonic  acid    .    .    •    CO, 

Chlorofonn  .    .    .    CHCl,       Bisulphide  of  carbon  .    CS, 
Chloride  of  carbon     CCl^ 

If  it  were  assumed  that  12  proportional  parts  by  weight,  the 
relative  quantity  of  carbon  in  each  of  the  above-mentioned  com- 
pounds, represent  two  or  four  atoms  or  volumes  of  carbon,  instead 
of  one,  every  one  of  these  formula  would  become  less  simple. 
There  are  a  great  multitude  of  compounds  which  contain  a  larger 
proportional  quantity  of  carbon  than  the  compounds  cited  above ; 
but  the  greater  proportional  quantity  is  always  some  multiple  of 
12  proportional  parts,  or,  in  other  words,  is  always  an  integral 
number  of  carbon  atoms  each  weighing  12. 

In  marsh-gas  we  have  thus  found  a  new  term  in  the  series  of 
hydrogen  compounds.  Marsh-gas  is  an  example  and  type  of  the 
hydrides  richest  in  hydrogen ;  so  far  as  we  yet  know,  hydrogen 
does  not  form,  with  any  element  whatsoever,  any  compound 
whereof  the  product-volume  contains  mord  than  four  atoms  of 
hydrogen  united  with  one  atom  of  the  other  element.  The  fol- 
lowing brief  table  comprehends  all  the  principal  types  of  hydro- 
gen compounds,  beginning  with  chlorhydric  acid,  the  poorest 
hydride,  and  passing  through  water  and  ammonia,  intermediate 
compounds,  to  marsh-gas,  the  hydride  richest  in  hydrogen : — 

Chlorhydric  acid     ........  HCl  s=  2  volumes. 

Water H,0  =  2       „ 

Ammonia .    *    .  H^N  =  2       „ 

Marsh-gas '  .  H^C  =  2       „ 

Each  of  these  'types  of  hydrogen  compounds  characterizes  a  group 
of  chemical,  elements.  The  first  type  is  characteristic  of  the  chlo- 
rine group ;  the  second,  of  the  sulphur  group ;  the  third,  of  the 
nitrogen  group ;  and  the  fourth,  of  the  group  which  we  shall  soon 
know  as  the  carbon  group. 

396.  The  compounds  of  carbon  and  hydrogen  are  of  great 
practical  interest,  since  the  flame  of  all  ordinary  lamps  and  fires 
results  from  their  combustion.  Any  allusion  to  their  properties 
at  once  suggests  the  influence  which  these  properties  exert  in 
the  usual  methods  of  obtaining  light  and  heat,  and  necessitates  a 
more  complete  discussion  of  the  subjects  of  flame  and  combustion 
than  we  have  had  hitherto.    We  shall  recur  to  this  subject  in  a 
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subsequent  section,  after  having  studied  the  oxides  of  carbon. 
For  the  elucidation  of  the  subject  of  combustion,  ordinary  illumi- 
nating gas,  which  is  a  mixture  of  many  hydrides  of  carbon,  will 
serve  as  well  as  any  pure  hydrocarbon.  A  brief  description  of 
this  product  may  here  be  given. 

About  94-lOOths  of  the  volume  of  purified  coal-gas  consists  of 
a  mixture  of  marsh-gas,  free  hydrogen,  and  carbonic  oxide, — the 
marsh-gas  usually  amounting  to  about  one-third  part  of  the 
whole  gas.  These  non-luminous,  or  very  feebly  luminous  gases, 
serve  as  carriers  of  the  six  or  seven  per  cent,  of  real  light- 
producing  ingredients  which  are  contained  in  the  gas.  This 
mixture  of  light-giving  ingredients  is  exceedingly  complex.  The 
vapor  of  benzole  is,  no  doubt,  one  of  the  most  important  of  these 
ingredients.  Some  of  the  higher  homologues  of  marsh-gas  lend 
their  aid ;  and  a  hydrocarbon  of  composition  O^K,,  called  acety- 
lene, is  important  and  very  generally  present. .  Sometimes  a  little 
defiant  gas  (C^H^)  is  present,  as  well  as  other  compounds  of  the 
same  homologous  series ;  but  the  old  view,  that  this  substance 
constitutes  the  chief  luminiferous  ingredient  of  coal-gas,  is  no 
longer  admitted. 

For  all  practical  purposes,  we  can  here  regard  this  mixtnre 
of  gases  as  carburetted  hydrogen.  That  it  contains  hydrogen, 
can  readily  be  shown  by  holding  a  cold,  dry  bottle  over  a  bumr 
ing  jet  of  it,  and  observing  that  water  is  a  product  of  the  com- 
bustion ;  and  that  it  contains  carbon  can  be  seen  by  holding  in 
the  flame  a  piece  of  cold  porcelain,  and  noting  the  deposition  of 
soot.  Coal-gas  is  only  about  half  as  heavy  as  air.  In  many 
respects  it  resembles  hydrogen,  and  most  of  the  experiments 
which  were  performed  with  hydrogen  can  be  equally,  or  nearly, 
as  well  performed  with  this  gas.  The  student  will  do  well  to 
repeat,  as  an  example,  Exp.  24,  substituting,  for  the  hydrogen, 
common  gas  drawn  from  the  street  mains.  In  the  same  way  he 
may  repeat  Exp.  29,  mixing  I  volume  of  coal-gas  with  from  8 
to  12  volumes  of  air.  If,  instead  of  coal-gas,  pure  light  car- 
buretted hydrogen  be  taken,  the  explosion  will  be  most  violent 
with  8  to  10  volumes  of  air ;  with  only  3  or  4  volumes  of  air, 
or  more  than  15  volumes,  the  mixture  is  not  explosive ;  either 
too  much  or  too  little  air  prevents  the  explosion. 
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Compounds  of  Carbon  and  Oxygen, — There  are  two  of  these 
compounds — carbonic  acid  (00^),  and  carbonic  oxide  (CO). 

397.  Carbonic  Acid  (CO^)  is  always  formed  when  carbon  op 
any  of  its  compounds  is  burned  in  an  excess  of  air  or  of  oxygen 
gas,  or  in  contact  with  substances,  gaseous^  liquid,  or  solid,  which 
are  rich  in  oxygen  and  yield  it  readily  to  other  bodies. 

JSrp,  167. — Place  a  live  coal  (charcoal)  upon  a  deflagrating-spoony 
and  thrust  it  into  a  bottle  full  of  air,  or,  better,  oxygen  gas ;  cover  the 
\  otUe  closely,  and  set  it  aside  for  examination.  Or  invert 
an  empty  bottle  over  a  burning  lamp  or  candle,  so  that  the 
products  of  the  combustion  of  the  lamp  may  be  received  in 
it ;  the  bottle  wiU  immediately  become  clouded  upon  the 
inside  from  deposition  of  water  resulting  from  the  combus- 
tion (see  §  56),  and  will  also  be  filled  with  carbonaceous 
and  other  gaseous  products,  simultaneously  formed.  Cover 
the  bottle  and  test  its  contents  in  the  manner  described  in 
the  succeeding  experiment. 

JBjrp.  168. — Pour  some  lime-water  (a  solution  of  common  slaked 
lime  in  water)  into  the  bottles  filled  with  gaseous  products  of  com- 
bustion in  Exp.  167,  and  shake  the  bottles.  The  liquid  will  become 
milky  and  turbid,  and,  when  left  at  rest,  will  deposit  a  white  powder 
(carbonate  of  calcium).  The  presence  of  carbonic  acid  can  readily  be 
detected  by  means  of  lime-water,  since  this  insoluble  precipitate  of 
carbonate  of  calcium  is  formed  when  the  two  substances  are  brought 
together. 

The  bottles  of  gas  obtained  in  Exp.  167,  will,  of  couise,  con- 
tain, besides  carbonic  acid,  a  quantity  of  nitrogen  derived  from 
the  air  which  took  part  in  the  combustion,  unless,  indeed,  as  was 
suggested,  the  charcoal  be  burned  in  pure  oxygen.  It  is  to  be 
observed  that,  in  all  ordinary  cases  of  combustion,  whether  of 
wood,  coal,  wax,  or  oil,  there  result  these  same  gaseous  products 
— carbonic  acid  and  nitrogen;  they  ascend,  as  invisible  aerial 
currents,  from  every  well-regulated  flame  or  fire,  and  are  con- 
tinually issuing  from  the  chimneys  of  our  houses,  though,  in  the 
absence  of  the  particles  of  solid  carbon,  or  of  condensed  aqueous 
vapor,  which  constitute  smoke,  we  can  see  no  product  of  th& 
combustion. 

JSs^,  169. — ^As  was  just  now  said,  carbonic  acid  may  be  produced 
also  by  heating  carbon  in  contact  with  solid  bodies  which  contain  oxy- 
gen, such,  for  example^  as  the  red  oxide  of  mercury.    Mix  11  gx«mme» 
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of  red  oxide  of  mercury  with  O'dd  grm.  of  charcoal ;  place  the  mixture 
in  an  ignition-tube^  arranged  as  in  figure  53 ;  heat  the  tube  and  collect 
oyer  water  the  gas  which  is  eyolved.  Test  the  product  with  lime- 
water,  as  in  Exp.  168.  The  reaction  between  the  charcoal  and  the 
oxide  of  mercury  may  be  written  as  follows : — 

2HgO  +  C  «  CO,  +  2Hg. 

The  metallic  mercury  set  free  condenses  in  droplets  upon  the  cold 
upper  portions  of  the  ignition-tube.  Here,  again,  as  in  Exps.  124, 156^ 
the  metallic  oxide  is  reduced  by  the  charcoal. 

398.  Carbonic  acid  may  readily  be  obtained  from  certain  com- 
pounds called  carbonates,  several  of  which  are  abundant  minerals. 
Common  chalk,  marble,  and  limestone,  for  example,  are  com- 
posed of  carbonate  of  calcium ;  and  carbonic  acid  can  readily  be 
obtained  by  strongly  heating  them,  or  by  subjecting  them  to  the 
action  of  strong  acids. 

JEzp.  170. — Place  two  or  three  grammes  of  coarsely-powdered  marble 
in  an  ignition-tube  provided  with  a  gas  deli  very- tube  bent  at  a  light 
angle ;  place  the  ignition-tube  upon  the  iron  stand  over  the  gas-lamp, 
and  dip  the  outer  opening  of  the  delivery-tube  into  a  small  bottle 
containing  lime-water ;  heat  the  marble  strongly,  and  obserAe  the  white 
precipitate  which  forms  in  the  lime-wcter  as  the  carbonic  acid  gas 
eomes  in  coiftact  with  it  The  carbonate  of  calcium,  thus  precipitated 
by  bringing  together  carbonic  acid  and  oxide  of  calcium,  is  chemically 
identical  with  the  chalk  or  marble  from  which  the  acid  was  expelled. 

In  actual  practice  enormous  quantities  of  carbonic  acid  are 
expelled  from  limestone  in  this  way  for  the  sake  of  the  quicklime 
which  is  left  as  a  residue ;  but 


the  carbonic  acid,  thus  expelled 
by  heat,  is  rarely  collected,  for 
ft  more  convenient  method  of 
procuring  it  is  to  treat  the  lime- 
etone  with  some  acid  capable  of 
expelling  the  C€irbonic  acid. 

Exp.  171. — In  a  gas-bottle  of 
500  or  600  c.  c  capacity,  arranged 
procisely  as  for  generating  hydro- 
gea  (see  Exp.  19),  place  10  or  12 
gnns.  of  chalk  or  marble  in  small 
Jiunpa;  cover   the   ehalk   with 


Fig.  65. 


PBSPASACIOir  OF  CARBOinC  ACID.  323 

water,  and  pour  in  througli  the  thistle-tabe  concentrated  chlorhydrie 
add,  by  small  portions,  in  such  quantity  as  shall  insure  a  continuoiu 
and  equable  evolution  of  gas.  Collect  several  bottles  of  the  gas  over 
water,  then  replace  the  anterior  portion  of  the  delivery-tube  with  a 
straight  tube  and  collect  one  or  two  bottles  of  the  gas  by  displace- 
ment ;  carbonic  acid  gas  is  half  as  heavy  again  as  air.  The  reaction 
between  the  carbonate  of  calcium  and  the  chlorhydric  acid  may  be 
thus  formulated : — 

CaCOa  -h  2HC1  =  CaCl,  +  H,0  +  CO,. 

When  chalk  is  the  material  operated  upon,  sulphuric  acid  may  be  sub- 
stituted with  advantage  for  the  chlorhydric  acid ;  for  the  latter,  being 
rather  easily  volatile,  is  liable  to  be  carried  forward  by  the  current  of 
carbonic  acid,  and  to  contaminate  the  product.  When  carbonic  acid 
is  prepared  for  commercial  purposes  by  the  action  of  an  acid  upon  car- 
bonate of  calcium,  sulphuric  acid  is  almost  always  the  acid  employed| 
and  marble-dust  the  substance  acted  upon : — 

CaCOa  -h  H,SO^  =s  CaSO^  +  H,0  +  CO^ 

With  a  porous  material,  like  chalk,  this  action  occurs  readily ;  but  in 
attempting  to  operate  upon  compact  varieties  of  carbonate  of  calcium 
such  as  marble,  difficulties  are  encountered,  unless  the  carbonate  be  in 
the  state  of  powder.  The  sulphate  of  calcium,  which  is  a  product  of 
the  reaction,  is  a  rather  difficultly  soluble  substance,  and,  being  depo- 
sited upon  the  surface  of  the  marble,  soon  covers  it  with  a  coating  so 
thick  and  impermeable  that  the  action  of  the  sulphuric  acid  upon  the 
marble  is  well  n^'gh  completely  arrested. 

Carbonate  of  calcium  being  cheaper  than  most  other  carbonates^  is 
more  commonly  employed  than  any  other  as  a  source  of  carbonic  acid ; 
but  it  is  sometimes  convenient  to  substitute  for  it  the  carbonate  of 
sodium,  or  of  potassium  (saleratus),  or  even  of  ammonium,  since  car- 
bonic acid  is  given  off  from  these  compounds  very  quickly  and  abun- 
dantly. A  self-regulating  gas-generator,  such  as  is  represented  in  Fig. 
xxviii.  of  the  Appendix,  charged  with  large  solid  lumps  of  the  com- 
mercial carbonate  of  ammonium  and  chlorhydric  acid,  is,  perhaps,  the 
most  convenient  apparatus  which  can  be  employed  for  preparing  the 
gas  upon  the  lecture-table. 

390.  At  the  ordinary  atmospheric  temperatare  and  pressure, 
carbonic  acid  is  a  transparent,  colorless  gas,  of  a  slightly  acid  smell 
and  taste.  It  is  incombustible,  being  already  the  product  of  the 
complete  combustion  of  carbon,  and  is,  moreover,  ^in capable  of 
supporting  the  combustion  of  most  other  bodies,  since  the  oxygen 
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contained  in  it  is  very  firmly  held ;  like  nitrogen,  it  immediatelj 
extinguishes  burning  bodies  which  are  immersed  in  it. 

Bxp.  172. — ^Thrust  into  a  bottle  of  the  gas  obtained  in  Exp.  171,  a 
lighted  candle,  or,  better,  a  large  flame  of  alcohol  burning  upon  a  ta(t 
of  cotton ;  in  either  case  the  flame  will  be  instantly  extinguished. 

The  specific  heat  of  gaseous  carbonic  acid,  between  10°  and 
200^,  is  0-2169.  Its  specific  gravity  is  22;  being  thus  1-53  as 
heavy  as  air,  it  can  bo  poured  from  one  vessel  to  another  almost 
as  readily  as  if  it  were  water. 

Exp.  173. — ^Invert  a  bottle  filled  with  carbonic  acid  upon  another 
bottle  of  equal  size  filled  with  air,  in  such  manner  that  the  mouth  of 
the  upper  inverted  bottle  shall  rest  upon  the  mouth  of  the  lower  bottle. 
After  the  lapse  of  several  minutes,  thrust  a  burning  splinter  of  wood 
into  each  of  the  bottles ;  in  the  upper  bottle  the  splinter  will  continue 
to  bum,  for  into  this  bottle  the  air  from  the  lower  bottle  has  ascended ; 
while  in  the  lower  bottle,  now  full  of  carbonic  acid,  the  splinter  will 
be  extinguished. 

JExp.  174. — From  a  large  bottle  fall  of  the  gas,  pour  a  quantity  of 
carbonic  acid  upon  the  fiame  of  a  lamp  or  candle ;  that  is  to  say,  hold 
the  mouth  of  the  open  bottle  of  carbonic  acid  obliquely  over  the  candle- 
flame  80  that  the  gas  shall  fall  like  water  upon  it;  the  fiame  will  im- 
mediately be  extinguished. 

400.  Owing  to  the  great  weight  of  carbonic  acid,  it  often  fails 
to  rise  out  of  wells  and  other  cavities  in  the  earth,  in  which  it  is 
generated  by  the  decomposition  or  decay  of  organic  substances. 
Before  allowing  workmen  to  descend  into  any  such  place,  where 
there  is  reason  to  suspect  the  presence  of  carbonic  acid,  a  burning 
candle  should  first  be  lowered  ;  if  the  candle  be  extinguished,  or 
even  if  it  burn  feebly,  the  noxious  character  of  the  air  is  indicated, 
and  measures  should  at  once  be  taken  to  purify  the  locality  by 
ventilation  or  otherwise.  One  way  of  removing  the  carbonic  add 
is  to  absorb  it  by  means  of  some  chemical  agent,  such  as  slaked 
lime  (hydrate  of  calcium)  or  potash-lye.  The  slaked  lime  is  most 
efiicient  as  an  absorbent  when  neither  very  wet  nor  very  dry ;  it 
should  not  be  dry  enough  to  be  dusty,  nor  yet  noticeably  moist. 
If  a  quantity  of  it  be  suspended  in  the  weU,  or  thrown  upon  the 
floor  of  the  cellar  containing  carbonic  acid,  this  gas  will  quickly 
combine  with  the  lime  to  form  carbonate  of  calcium,  as  in  Exp.  168. 
Another  good  method  is  to  lower  down  a  chafing-dish  full  of 
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brightly  glowing  charcoal ;  if  the  carbonic  acid  be  present  in  siT^h 
quantity  that  the  test-candle  has  been  extinguished  by  it,  the 
charcoal  will,  in  like  manner,  be  immediately  extinguished,  and, 
in  cooling,  will  rapidly  absorb  this  gas  (see  §  385),  together  with 
any  nitrogen  which  may  be  present ;  a  current  of  fresh  air  will, 
in  this  way,  be  induced  to  flow  into  the  well.  If,  by  the  candle 
test,  but  little  carbonic  acid  be  found  in  the  well,  it  would,  of  course, 
be  best  to  extinguish  the  charcoal  before  lowering  it  into  the  im-  " 
.  pure  air ;  thiB  can  readily  be  done  by  covering  it  up  tightly  in  an 
iron  kettle. 

It  should  be  distinctly  understood  that  the  accumulation  of 
carbonic  acid  in  wells  and  caves  is  a  consequence  of  the  low 
diffusive  power  of  the  gas  (see  §  53).  Carbonic  acid  mixes  with 
air  very  slowly ;  but  when  once  mixed  with  air  it  has  no  further 
tendency  to  settle  down,  or  to  separate  itself  in  any  way. 

JSxp.  17o. — Over  a  bottle  filled  with  carbonic  acid  gas,  invert  an- 
other bottle  full  of  air,  in  such  manner  that  the  mouth  of  the  air- 
bottle  shall  rest  upon  that  of  the  upright  bottle  full  of  carbonic  acid. 
After  some  hours,  pour  lime-water  into  each  of  the  bottles  and  shake 
them ;  a  precipitate  of  carbonate  of  calcium  will  be  formed  in  both 
cases,  for  a  part  of  the  carbonic  acid  will,  by  this  timC;  have  ascended 
out  of  the  lower  into  the  upper  bottle.  The  two  gases  have,  iu  fact, 
become  intimately  mixed  or  blended ;  the  heavy  carbonic  acid  has 
diffused  upwards  into  the  air,  and  the  lighter  atmospheric  air  has  dif- 
fused downwards  into  the  carbonic  acid,  just  as,  in  a  previous  experi- 
ment, we  have  seen  hydrogen  and  oxygen  diffuse  into  each  other. 
(Fig.  20,  p.  43.) 

The  great  impoi'tance  of  this  diffusion  of  gases,  in  the  economy  of 
nature,  is  well  illustrated  by  the  case  now  under  consideration.  When- 
ever, as  in  the  processes  of  respiration  and  combustion,  oxygen  is  with- 
drawn from  and  carbonic  acid  thrown  into  the  air,  the  carbonic  acid, 
and  the  nitrogen  with  which  it  is  accompanied,  immediately  mix  with 
the  sunrounding  air  and  distribute  themselves  through  the  atmosphere. 
The  composition  of  the  atmosphere  is  thus  maintained  uniform  all 
over  the  globe,  in  spite  of  the  constant  removal  from  it  of  oxygen  in 
some  localities,  and  the  addition  of  carbonic  acid  in  others.  It  is  only 
in  confined  places,  where  nearly  pure  carbonic  acid  is  produced  more 
rapidly  than  it  can  pass  off  by  diffusion,  that  the  gas  accumulates  to 
any  appreciable  extent. 

The  singular  facility  with  which  gases,  and  particularly  hydrogenj 
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traveise  porous  bodies  is  very  starDdngly  iUustrated  by  tbe  following 
experiment^  which  our  acquaintance  with  carbonic  acid  now  enables 
ns  to  perform : — Through  a  large  glass  tube,  a  smaller  tube  of  porouBy 
im.?lazed  earthenware  is  passed^  and  the  ends  of  the  glass  tube  are 
tightly  closed  by  the  corks  which  hold  the  porous  tube.    By  the  tube 

Fig.  66. 


a,  a  rather  rapid  stream  of  carbonic  acid  is  brought  from  a  self-r^ni- 
lating  generator  into  the  annular  space  between  the  two  tubes,  while^ 
by  the  tube  b,  a  slower  current  of  hydrogen  is  introduced  into  the  inner 
porous  tube.  It  would  be  expected  that  hydrogen  should  be  loimd  in 
the  cylinder  d,  and  carbonic  acid  in  the  cylinder  c ;  but,  on  the  con- 
trary, an  inflammable  gas  is  found  in  c,  and  in  the  cylinder  d  carbonio 
acid  pure  enough  to  extinguish  a  burning  splinter.  The  hydrogen  dif- 
fuses almost  instantaneously  into  the  annular  space,  and  the  carbonio 
add  enters  the  inner  tube  to  replace  the  issuing  hydrogen. 

401.  When  pure,  or  nearly  pure,  carbonic  acid  is  irrespirable ; 
it  produces  spasms  in  the  respiratory  passages,  and  is  thus  pre- 
vented from  entering  the  lungs.  When  so  far  diluted  with  air  as 
to  admit  of  being  respired,  it  acts  as  a  narcotic  poison ;  it  is,  how- 
ever, far  less  poisonous  than  the  other  oxide  of  carbon,  carbonio 
oxide,  directly  to  be  described. 

402.  Carbonic  acid  gas  is  soluble  in  water  to  a  considerable 
extent.  One  measure  of  water,  at  the  ordinary  temperatore  and 
pressure,  will  dissolve  one  measure  of  carbonic  acid  gas }  but  its 
solubility  increases  if  the  pressure  be  increased. 

Exp.  176. — Into  a  long-necked  flask  or  phial  filled  with  carbonio 
acid,  pour  a  quantity  of  water,  close  the  bottle  with  the  finger^  and 
shake  it ;  immerse  the  mouth  of  the  bottle  in  water,  and  remove  the 
finger,  water  will  rush  into  the  bottle  to  supply  the  place  of  the  gas 
which  has  been  dissolved.    Agbin  place  the  finger  upon  the  mouth  of 
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the  bottle,  shake  the  bottle  as  before,  and  aubsequently  open  it  beneath 
the  surface  of  the  water ;  a  fresh  portion  of  water  will  flow  into  the 
bottle  to  supply  the  new  vacuum  ;  in  this  way,  by  repeated  agitation 
with  water,  all  of  the  carbonic  acid  in  the  bottle  can  be  absorbed. 

Owing  to  this  solubility  in  water,  some  carbonic  acid  is  always  lost 
when  the  gas  is  collected  over  water  as  in  Exp.  171 ;  but  since  consi- 
derable time  is  required  to  absorb  all  the  g«s^  there  is  little  objection 
to  collecting  it  oyer  water. 

403.  When  subjected  to  increased  pressure,  carbonic  acid  gas 
dissolves  in  water  much  more  abundantly  than  at  the  ordinary 
pressure  of  the  air ;  under  a  pressure  of  two  atmospheres,  one 
measure  of  water  will  dissolve  two  measures  of  the  gas ;  under  a 
pressure  of  three  atmospheres,  it  will  dissolve  three  measures,  and 
so  on.  Water  thus  surcharged  with  carbonic  acid  has  an  agree- 
able, acid,  pungent  taste,  and  effervesces  brislsly  when  the  com- 
pression is  suddenly  removed,  as  when  the  liquid  is  allowed  to 
flow  out  into  the  air ;  such  carbonic  acid  water,  or  **  mineral 
water,"  as  it  is  then  called,  flows  from  the  earth  in  many  locali- 
ties, OS  at  Seltzer  and  Saratoga ;  it  is  also  prepared,  artificially, 
in  large  quantities^  and  sold  as  a  beverage  under  the  meaningless 
name  of  soda-water.  Carbonic  acid  water  possesses  solvent 
powers  far  greater  than  those  of  pure  water ;  few  minerals  are 
capable  of  resisting  its  long-continued  action ;  hence  the  waters 
of  the  springs  from  which  it  issues  are  usually  highly  charged 
with  saline  and  mineral  ingredients^  and  are  often  of  medicinal 
value. 

'  404  The  effervescent  qualities  of  fermented  liquors,  such  as 
cider,  champagne,  and  beer,  are  in  like  manner  dependent  upon 
the  presence  of  compressed  carbonic  acid  gas.  In  all  these  cases 
the  carbonic  acid  is  of  value,  not  only  on  account  of  the  agreeable 
pungency  which  it  imparts  to  the  beverage,  but  also  because  of 
the  fact  that  in  escaping  from  solution  and  assuming  the  gaseous 
condition,  it  absorbs  a  very  considerable  amount  of  heat,  and  so 
cools  the  liquid  which  contained  it. 

405.  Carbonic  acid  is  widely  diffused  in  nature.  Traces  of  it 
occur  in  the  air  and  in  water  everywhere ;  and  there  are  many 
localities,  besides  the  mineral  springs  before-mentioned,  where  it 
issues  from  the  earth  in  large  quantities,  notably  in  several  vol- 
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canio  districts.  It  is  produced  not  only  in  the  actual  combnstion 
of  all  substances  which  contain  carbon,  but  also  during  the  decay 
and  putrefaction  of  all  animal  and  vegetable  substances.  During 
fermentation  it  is  evolved  in  large  quantities,  and  it  is  continually 
given  off  during  the  respiration  of  animals. 

£xp.  177. — Put  one  or  two  table-spoonfuls  of  coarse  meal  into  a 
bottle  of  about  250  c.  c  capacity ;  cover  the  meal  with  water,  and  con- 
nect the  bottle,  by  means  of  a  cork  and  glass  tube,  with  a  second  bottle 
filled  about  th^e  cm.  deep  with  lime-water ;  the  delivery -tube  must 
reach  into  the  lime-water.  Out  of  the  top  of  the  second  bottle  carry 
a  second  bent  glass  tube,  whose  open  end  dips  into  water.  The  bottle 
containing  the  lime-water  will,  of  course,  be  closed  by  the  cork  through 
which  pass  the  two  tubes  above  described.  Keep  the  apparatus  in  a 
warm  place;  bubbles  of  gas  will  pass  from  the  first  into  the  second 
fiask  ;  they  contain  carbonic  acid,  as  may  be  seen  from  the  precipitate 
of  carbonate  of  calcium  which  they  produce. 

£xp.  178. — Dissolve  2  grammes  of  honey  or  molasses  in  200  c.  c.  of 
water ;  fill  a  large  test-tube  with  the  mixture,  and  add  to  it  a  few  drops 
of  bakers'  or  brewers'  yeast ;  close  the  open  mouth  of  the  test-tube 
with  the  thumbs  and  invert  it  in  a  small  saucer  or  porcelain  capsule 
filled  with  the  diluted  syrup.  Place  the  saucer  and  tube,  with  their 
contents,  in  a  waim  place,  having  a  temperature  of  about  20°  or  30°, 
and  leave  them  there  during  24  hours.  In  a  short  time,  fermentation 
sets  in,  and  the  sugar  of  the  syrup  is  gradually  converted  into  alcohol 
and  carbonic  acid. 

O.H,,0.  =  2C,H.O  +  200^ 
Sugar.  AlcohoL 

The  carbonic  acid  thus  formed  rises  in  minute  bubbles,  causing  a  gentle 
eflervescence  in  the  liquid,  and  collects  in  the  upper  part  ot  the  tube, 
while  the  alcohol  remains  dissolved  in  the  liquid.  That  the  gas  ob- 
tained in  this  expeiiment  is  really  carbonic  acid,  may  be  proved  by 
transferring  some  of  it  into  a  clean  tube  at  the  water-pan,  and  then 
testing  with  lime-water. 

Kxp.  170. — ^Provide  two  test-glasses  or  small  bottles ;  place  in  each 
16  or  20  c.  c.  of  lime-water ;  through  a  glass  tube  blow  into  the  lime- 
water  of  one  of  the  bottles  air  coming  fjoni  the  lungs.  By  means  of 
bellows,  .to  the  nozzle  of  which  a  gas-delivery  tube  has  been  attached, 
force  through  the  lime-water  of  the  second  bottle  a  quantity  of  fresh 
air.  The  clear  liquid  of  the  first  bottle  will  quickly  become  lurbid 
through  deposition  of  carbonate  of  calcium,  while  the  lime-water  of  the 
second  bottle  will  remain  clear  for  a  long  while. 
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ThiB  experiment  may  be  modified  l>y  cofistnicting  an  apparatus 
with  valves,  in  such  manner  that  the  air  drawn  into  the  lungs  shall 
he  made  to  pass  through  one  bottle  of  lime-water,  while  the  air  ex- 
pired goes  out  through  another  bottle  of  lime-water.  The  contents  of 
the  first  bottle  will  remain  clear^  while  the  liquid  in  the  other  imme- 
diately becomes  turbid. 

Ordinary  fresh  air  contains  .only  about  one  2000th  part  of  carbonic 
acid;  while  air  expired  from  the  lungs  contains  as  much  as  3  or  4  per 
cent,  of  it  In  breathing,  aAmals  inhale  oxygen  from  the  air ;  this 
oxygen  combines  with  carbon  within  their  bodies  and  is  exhaled  as 
carbonic  acid.  A  crowd  of  men  consume  the  oxygen  of  the  air,  just 
as  lamps  or  fires  consume  it ;  to  carry  off  this  product  of  animal  com- 
bustion is  one  of  the  objects  of  systems  of  ventilation.  Air  which  con- 
tains even  as  little  as  1  or  2  per  cent,  of  carbonic  acid,  exerts  a  very 
depressing  effect  when  breathed  for  any  length  of  time. 

406.  From  the  foregoing  statements  it  appears  that,  in  the 
several  processes  called  "  life,"  "  fermentation,"  "  decay,"  and 
"  combustion,"  there  is  involved  chemical  action  ;  in  all  of  these 
processes  oxygen  from  the  air  unites  with  carbon,  while  carbonic 
acid  is  set  free  and  thrown  into  the  atmosphere.  The  question 
now  arises,  What  becomes  of  all  this  vast  amount  of  carbonic  acid 
which  is  constantly  coming  into  our  atmosphere  from  the  respira- 
tion of  animals,  from  fires,  from  decaying  and  fermenting  sub- 
stances, from  volcanic  fissures,  and  from  various  other  sources  ? 
If  this  carbonic  acid  remained  in  the  air,  the  latter  would  quickly 
become  unfit  to  support  animal  life.  But  it  is  not  found  that  the 
average  proportion  of  carbonic  acid  in  the  air  does  increase ;  on 
the  contrary,  all  the  evidence  goes  to  show  that  there  was,  at 
certain  earlier  geological  epochs,  more  of  it  in  the  air  than  now. 
Many  geologists  believe  that,  in  the  early  history  of  our  globe, 
there  was  much  more  carbonic  acid  in  the  air  than  at  present ; 
hence  immense  forests  arose  whose  carbon  is  now  stored  away 
in  the  foim  of  coal ;  hence  also  the  formation  of  enormous  beds 
of  limestone  covering  many  parts  of  the  earth's  surface, — processes 
of  which  the  faint  continuations  are  now  seen  in  the  formation  of 
peat-bogs  and  coral-reefs.  On  the  other  hand,  it  is  not  found 
that  the  proportion  of  oxygen  in  the  atmosphere  undergoes  any 
appreciable;  clmngc,  in  spite  of  the  enormous  volume  of  it  which 
is  abiiOrbcd  in  the  processes  of  breathing,  combustion,  and  decay 
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above  ennrnerated.  For,  unlike  animals,  plants,  in  breathing, 
take  in  carbonic  acid  and  give  out  oxygen.  The  leaves  of  plants 
are  so  constructed  that  they  can  decompose  carbonic  acid,  fix  car- 
bon for  the  building  up  of  the  plant,  and  set  oxygen  free.  This 
reciprocal  action  of  plants  and  animals,  tending  to  maintain  un- 
changed the  constitution  of  the  atmosphere,  is  one  of  the  most 
wonderful  adjustments  of  nature. 

407.  Carbonic  acid  can  be  liquefiedlby  pressure,  and  the  liquid 
thus  obtaiped  can  be  solidified  by  exposure  to  cold.  When  the 
gas  is  generated  in  a  confined  space  in  a  strong  vessel,  it  soon 
exerts  so  powerful  a  pressure  that  a  large  portion  of  it  condenses 
to  a  transparent,  colorless,  mobile  liquid,  somewhat  resembling 
water,  though  it  refracts  light  less  powerfully ;  or  it  may  be 
liquefied  by  mere  cooling  to  —106°,  under  the  atmospheric  pres- 
sure. A  better  way  of  preparing  the  liquid  acid  is  to  pump  the 
gas,  by  means  of  a  forcing  syringe,  into  a  strong  wrought-iron 
vessel  surrounded  with  pounded  ice.  The  pressure  can  thus  be 
regularly  and  methodically  increased  and  the  receiver  finally  filled 
with  the  liquid.  At  0°  a  pressure  of  36  atmospheres  is  required, 
in  order  that  the  acid  shall  remain  in  the  liquid  state.  Liquid 
carbonic  acid  does  not  mix  readily  with  water  or  with  the  fixed 
oils ;  but  with  alcohol,  ether,  petroleum,  and  similar  }'quids  it  is 
miscible  in  all  proportions.  Its  specific  gravity  is  0*83  at  (P ;  but 
it  expands  to  such  an  extent  on  being  heated,  that  at  30°  its 
specific  gravity  is  only  0*6.  It  expands  to  a  greater  extent,  on 
the  application  of  heat,  than  any  known  substance,  oven  to  a 
greater  extent  than  the  gases ;  20  volumes  of  it  at  0°  become  29 
volumes  when  the  temperature  is  raised  to  30° ;  150  volumes,  at 
30°,  shrink  to  100  volumes  when  the  temperature  is  reduced  to 
— 20^.  The  liquid  acid  well  illustrates  the  general  fact  that 
liquids  expand  proportionally  much  more  when  heated  under  a 
high  pressure  than  under  a  low  one. 

408.  If  the  stop-cock  of  a  vessel  containing  liquid  carbonic 
acid  be  opened,  in  such  manner  that  a  stream  of  the  liquid  shall 
be  forced  out  into  the  air,  a  portion  of  it  at  once  assumes  the 
gaseous  state,  and  in  so  doing  absorbs  so  much  heat  from  the  re- 
mainder that  the  latter  solidifies,  and  is  deposited  in  the  form  of 
white  flakes  like  snow.    This  snow-like  substance  is  slowly  con- 


BOSJD  CABBO]efrO  ACID.  881 

Terted  into  gas  when  exposed  at  the  ordinary  pressnre  of  the  air, 
and  so  disappears.  Though  its  temperature  is  lower  than  — 78^, 
it  may  be  handled  lightly  without  exciting  any  special  sensation 
of  coldness  or  pain ;  for  the  gas  which  it  is  constantly  emitting  is 
a  bad  conductor  of  heat,  and  prevents  it  from  coming  into  intimate 
contact  with  the  skin.  When,  however,  the  solid  acid  is  forcibly 
pressed  between  the  fingers,  it  produces  painful  blisters,  as  if  it 
were  red-hot  iron.  In  order  to  use  the  sohd  acid  for  producing 
low  temperatures,  it  is  best  to  mix  it  with  a  small  quantity  of 
ether ;  in  such  a  mixture  quicksilver  can  readily  be  frozen,  and 
many  gases  can  be  liquefied  or  even  solidified,  [f  this  mixture 
be  placed  in  the  vacuum  of  an  air-pump,  a  temperature  as  low  as 
— 100^  can  be  obtained ;  and  if  a  tube  containing  liquid  carbonio 
acid  be  then  placed  in  the  mixture,  the  liquid  will  speedily  bo 
frozen  to  a  clear  transparent  mass  like  ice. 

409.  Carbonic  acid  gas,  on  being  heated  from  0°  to  100°,  does 
not  expand  at  the  same  rate  as  air  and  the  other  permanent 
gases,  but  increases  in  volume  to  a  greater  extent  than  any  of 
them.  Upon  being  heated  one  degree,  it  expands  0*003688  its 
volume  at  0^.  This  behavior  is  in  accordance  with  the  general 
rule,  that  those  gases  expand  the  most  which  are  most  readily 
condeusable  to  the  liquid  state,  while  those  gases  which  have  re- 
sisted all  efforts  to  liquify  them  scarcely  show  any  appreciable 
differences  in  the  rate  of  expansion. 

In  the  same  way,  carbonic  acid,  like  the  other  easily  condensable 
gases  (see  §221),  does  not  conform  precisely  to  the  law  of  Mari- 
otte.  At  pressures  greater  than  one-third  of  the  pressure  of  our 
atmosphere,  its  volume  diminishes  more  rapidly,  with  increasing 
pressure,  than  would  be  the  case  with  air  and  the  other  permanent 
gases  under  the  same  conditions. 

410.  Carbonic  acid  is  one  of  the  compound  gases  which  can  be 
split  by  heat  alone  into  its  proximate  constituents ;  in  other  words, 
it  exhibits  the  phenomena  of  dissociation  {§  300).*  When  the  gas 
is  passed  through  a  strongly  heated  porcelain  tube,  the  gaseous 
mixture  which  escapes  from  the  tube  contains,  besides  undecom- 
posed  carbonic  acid,  notable  quantities  of  carbonic  oxide  (CO)  and 
oxygen.  ^ 

411.  As  has  been  already  stated  (§  399),  the  oxygen  in  carbonio 
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acid  is  so  strongly  held  that  it  cannot  be  withdrawn  by  combusti- 
bles under  ordinary  circumstances ;  but  at  high  temperatures  car- 
bonic acid  is  decomposed  by  carbon  and  by  several  of  the  metals — 
such  as  iron,  zinc,  and  manganese,  besides  potassium,  sodium,  and 
the  other  metals  of  the  alkalies  and  alkaline  earths.  By  the 
alkali-metals  the  oxygen  is  completely  removed  from  carbonic 
acid,  and  carbon  is  set  free ;  but  by  tho  other  agents  above-men- 
tioned, only  half  the  oxygen  oi  the  acid  is  taken  away^  while  car- 
bonic oxide  gas  is  formed : — 

CO,  +  C  =  2C0. 

Phosphorus,  also,  at  high  temperatures  and  in  presence  of  a  fixed 
alkali,  decomposes  carbonic  acid  in  the  same  way,  and  abstracts 
part  of  its  oxygen.  So,  too,  if  a  mixture  of  equal  volumes  of  hy- 
drogen and  carbonic  acid  be  passed  into  one  end  of  a  red-hot  tube, 
steam  and  carbonic  oxide  gas  will  escape  at  the  other : — 

CO,  +  2H  =  CO  +  H,0. 

The  decomposing-power  of  the  alkali-metals,  above  alluded  to, 
furnishes  us  one  means  of  partially  analyzing  carbonic  acid. 

Exp,  180. — ^To  a  gas-bottle  in  which  carbonic  acid  is  being  steadily 
evolved,  according  to  Exp.  171,  attach  a  chloride-of-calcium  tube,  and 
beyond  this  drying-tube  a  short  tube  of  hard  glass,  from  which  an 
exit-tube  leads  into  a  email  open  bottle,  as  shown  in  Tig.  57.    When 

Fig.  67. 
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the  extinction  of  a  lijrhted  match  in  the  open  bottle  proves  the  appa- 
ratus to  be  full  of  carbonic  acid,  thrust  into  the  hftrd-gla«s  tube  a  bit 
of  potassium  as  big  as  a  pea,  previously  dried  between  folds  of  blotting- 
paper,  and  then  gently  heat  the  potassium  with  a  lamp.  The  potassium 
will  take  fii'e  and  bum  at  the  expense  of  the  oxygen  of  the  carbonic 
acid,  and  black  particles  of  carbon  will  be  deposited  upon  the  walls  of 
the  tube.    After  the  reaction  has  ceased,  and  the  tube  has  been  allowed 
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to  become  cold,  place  it  in  a  bottle  of  water  so  tbat  the  saline  mass 
(carbonate  of  potassium)  may  dissolve }  the  particles  of  carbon  will  then 
be  seen  more  clearly,  floating  in  the  liquid ;  they  may  be  collected 
upon  a  filter.  The  potassium  in  this  experiment  may  be  replaced  by 
sodium,  but  in  this  case  a  somewhat  higher  temperature  is  required. 

412.  The  quantitative  composition  of  carbonic  acid  may  be 
readily  ascertained  by  the  method  of  synthesis.  When  a  quantity 
of  carbon  is  burned  in  a  conned  ^nd  measured  volume  of  oxygen, 
it  is  found  that  the  volume  of  carbonic  acid  gas  produced  has 
sensibly  the  same  bulk  as  the  original  oxygen.  Hence  we  con- 
clude that  the  normal  or  product-volume  of  the  molecule  of  car- 
bonic acid  gas  contains  two  volumes  of  oxygen. 

Now  two  volumes  of  carbonic  acid  weigh  44*152,  since  the 
weight  of  the  unit- volume,  or  the  specific  gravity  of  carbonic 
acid,  has  been  found  to  be  22*076. 

Subtracting  from  this  weight  of  the  product-volume  of  the  gas  44*152 
The  weight  of  two  unit-volumes  of  oxygen  (16 -969  x  2)     .    .  81-9'^ 

There  remains  as  the  weight  of  the  carbon  in  the  product- 
volume  of  the  gas 12*214 

The  weight  of  one  atom  of  carbon  is  12,  as  we  have  seen  above 
(§  395),  and  it  follows  that  the  formula  of  carbonic  acid  is  GO,. 
From  these  figures  the  following  percentage  composition  of  car- 
bonic acid  may  bo  deduced : — 

Carbon 27*66 

Oxygen 72*84 

10000 
But  these  results  must  be  regarded  merely  as  approximations  to 
the  truth,  since  the  deviation  of  carbonic  acid  from  the  law  of 
Mariotte  (§  409)  renders  it  well-nigh  certain  that  we  have  not 
yet  been  able  to  precisely  determine,  by  experiment,  the  true 
weight  of  a  unit- volume  of  this  gas. 

413.  The  composition  of  carbonic  acid,  however,  has  been  de- 
termined with  very  great  accuracy  by  burning  a  known  weight 
of  pure  carbon  in  a  stream  of  oxygen  gas  and  carefully  collecting 
and  weighing  the  carbonic  acid  produced. 

In  order  to  do  this,  the  product  of  the  combustion  of  the  carbon, 
together  with  the  excess  of  oxygen,  is  made  to  flow  through  U-tubes 
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(AppendiXi  $  15)  fiUed  with  fragments  of  hydrate  of  potasdam,  a  sub- 
stance which  absorbs  only  the  carbonic  acid ;  the  weight  of  these  tubes 
is  determined  before  the  commencement  of  the  experiment  and  again 
at  its  close,  the  increase  of  weight  during  the  experiment  being,  of 
course,  referable  to  the  carbonic  acid  absorbed.  Knowing,  then,  the 
weight  of  the  carbon  taken  and  the  weight  of  the  carbonic  acid  into 
which  it  has  been  converted  by  uniting  with  oxygen,  a  very  simple 
calculation,  as  before,  gives  us  the  percentage  composition  of  the  acid« 
Experiments  of  this  kind  have  yidded  the  following  result : — 

Carbon 27  27 

Oxygen 7273 

100  00 
It  therefore,  appears,  that,  in  nniting  to  form  carbonic  add,  the 
elements  carbon  and  oxygen  combine  in  the  proportion  of  3  parts 
by  weight  of  carbon  to  8  parts  by  weight  of  oxygen,  or  in  the 
proportion  of  12  to  32.  If  the  number  72-73  be  divided  by  16, 
the  number  representing  the  weight  of  a  unit- volume  of  oxygen, 
and  if  the  mimbcr  100  be  divided  by  22,  the  number  which,  in 
accordance  with  the  weight  of  all  the  evidence  thus  far  accumu- 
lated must  be  regarded  as  the  true  unit- volume  weight  of  carbonio 
acid,  there  will  be  obtained  in  each  case  the  same  quotient,  namely, 
4*545  volumes ;  whence  we  conclude,  as  before,  that  any  volume 
of  carbonic  acid  contains  the  same  volume  of  oxygen. 

414.  jCarbonic  acid  unites  with  the  protoxides  of  moot  of  the 
metals  to  form  well-defined  salts  called  carbonates.  The  greater 
number  of  the  best-defined  carbonates  contain  only  one  molecule 
of  base ;  but  besides  the  normal  carbonates  of  the  general  for- 
mula M^OjCOj  or  M^COj,  there  are  sesquicarbonates  of  the  for- 
mula 2Mp,3CO,,  "  bicarbonates  "  of  the  formula  MjO,H,0,2CX)^ 
or  MHCOg,  and  basic  carbonates  containing  two,  three,  or  more 
molecules  of  the  base  to  one  of  the  acid.  In  general  the  term 
basic  salt  is  applied  to  all  salts  in  which,  as  in  the  carbonates  last 
named,  the  alkaline  constituent  or  base  predominates.  The  ap- 
pellation "  bicarbonate,"  though  ordinarily  applied  in  the  manner 
indicated  above,  is  a  name  of  very  doubtful  correctness ;  strictly 
speaking,  the  class  Of  compounds  to  which  it  refers  should,  per- 
haps, be  regarded  as  double  salts  of  the  metal  and  hydrogen.  The 
normal  carbonate,  and  the  so-called  bicarbonate  of  sodium,  for 
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example,  differ  only  in  that  half  the  sodinm  in  the  normal  salt 
has  been  replaced  by  hydrogen  in  the  bicarbonate : — 

Normal  Carbonate  of  Sodium.  Bicarbonate  oj  Sodium, 


Na.CO,. 


NaHCO 


s* 


Carbonic  acid  is  an  exceedingly  weak  acid ;  it  fails  to  neutra- 
lize (§  65)  completely  the  oausticity  of  oxides  such  as  those  of  the 
alkaline  metals ;  the  normal  carbonate  of  sodium^  for  example,  is 
decidedly  alkaline  in  its  reaction  and  properties.  The  so-called 
bicarbonate  of  sodium  is  also  slightly  alkaline ;  and  even  the  solu- 
tion of  carbonate  of  calcium  in  carbonic  acid  water  exhibits  an 
alkaline  reaction  when  tested  with  turmeric  paper.  Almost  all 
the  carbonates  are  readily  decomposed  by  acids  (even  by  very 
weak  acids),  with  an  effervescence  caused  by  the  escape  of  car- 
bonic add.  Most  of  them  are  decomposed  also  on  being  heated ; 
but  from  the  normal  salts  of  sodium  and  potassium  carbonic  add 
cannot  be  expcUed  by  heat  alone,  however  intense. 

415.  Carbonic  Oxide  (CO). — As  has  been  stated  in  §  411,  car- 
bonic oxide  can  be  prepared  by  acting  upon  carbonic  acid  with 
hot  charcoal. 

Exp,  181. — ^In  the  middle  of  a  tube  of  hard  glass,  No.  2  or  2},  about 
85  cm.  long,  pack  a  column  15  cm.  in  length  of  coarsely-powdered 
charcoal.  Place  the  tube  upon  a  sheet-iron  trough  on  a  ring  of  the 
iron  stand  above  wire-gause  lamps,  as  shown  in  the  figure.    Connect 

Fig.  68. 


the  tube  either  with  a  gas-holder  containing  carbonic  md,  or  with  a 
bottle  in  which  the  gas  is  being  generated.  Heat  the  charcoal  in- 
tensely, and  from  time  to  time  test  the  gas  which  is  delivered  at  the 
water-pan,  as  to  itb  inflammability.    Carbonic  oxide  takes  fire  on  being 
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touclied  with  a  lighted  match^  and  bums  with  a  blaish  flame.  In  place 
of  the  charcoal,  small  fragments  of  iron  or  of  zinc  may  be  employed  in 
this  experiment. 

Instead  of  gaseous  carbonic  acid,  the  solid  compounds  called 
carbonates  can  be  conveniently  employed  for  preparing  carbonic 
oxide. 

Exp.  182. — Mix  powdered  chalk  (carbonate  of  calcium)  with  an 
equal  weight  of  iron  or  zinc  filings,  place  the  mixture  in  an  ignition- 
tube,  provided  with  a  gas-delivery  tube,  and  heat  it  to  redness  over 
the  gas-lamp.  The  metal  will  abstract  an  atom  of  oxygen  from  the 
carbonate  of  calcium,  oxide  of  iron  or  of  zinc  will  be  foimed,  while 
carbonic  oxide  will  pass  off  through  the  deliveiy-tube  to  be  collected 
at  the  water-pan : — 

CaCO,  -h  Fe  =  FeO  +  CaO  +  00. 

In  the  same  way,  when  a  mixture  of  chalk  and  finely-powdeied 
charcoal  is  heated  to  full  redness,  carbonic  oxide  gas  is  given  off  :— 

CaCO,  4-  C  =  CaO  -h  2C0. 
It  should  be  mentioned,  however,  that  in  all  these  cases  the  carbonic 
oxide  obtained  is  more  or  less  contaminated  with  carbonic  acid,  por- 
tions of  which  escape  reduction  by  the  metal  and  carbon ;  the  carbonic 
acid  may  always  be  readily  removed  by  causing  the  gas  to  pass  through 
a  strong  solution  of  caustic  soda  or  through  a  U-tube  filled  with  bits 
of  pumice-stone  saturated  with  soda-lye. 

Carbonic  oxide  can  be  obtained  also  by  heating  charcoal  with 
other  solid  oxygen  compounds,  such  as  the  phosphate  of  calcium, 
already  mentioned  (§  270),  or  the  oxides  of  almost  any  of  the 
metals,  provided  the  charcoal  be  in  excess. 

Exp.  183.  —Heat  in  an  ignition-tube,  as  before,  a  mixture  of  1  gnn. 
of  finely-powdered  charcoal  and  8  grms.  of  red  oxide  of  iron ;  collect 
the  gas  over  water,  pour  into  the  bottle  a  little  soda-lye,  close  the 
mouth  of  the  bottle  tightly  and  shake  it,  then  open  the  mouth  of  the 
bottle  under  water,  and  finally  test  the  gas  with  a  lighted  match. 

416.  Another  easy  method  of  preparing  carbonic  oxide  is  to 
decompose  oxalic  acid  by  means  of  oil  of  vitriol;  this  is  the 
method  usually  employed  in  the  laboratory.  Oxalic  acid  is  a 
solid  vegetable  acid,  to  be  procured  of  the  druggists ;  its  com- 
position may  be  represented  by  the  formula  ^.Jufi^,  On  being 
heated  with  concentrated  sulphuric  acid,  it  suffers  decomposition 
in  a  manner  which  may  be  formulated  as  follows: — 

H,0,Cp,  -h  H,0,SO,  =  2H,0,S0,  +  CO  +  CO^ 
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The  elements  of  water  are  taken  away  from  the  oxalic  acid  and 
united  with  the  sulphnrio  add,  while  the  remainder  of  the  oxalic 
add  breaks  np  into  carbonic  acid  and  carbonic  oxide. 

^.  184.— Place  in  a  flask  of  about  850  c  c.  capacity  9  gnns  of 
common  oxalic  acid  and  63  Fi     fiO 

grms.  of  concentrated  snl-        .  *©•      • 

phuric  add;  connect  the  II ^ 
flask  with  a  bottle  filled 
with  fragments  of  pumice- 
stone  saturated  with  a  strong 
solution  of  caustic  soda,  as 
shown  in  the  figure ;  heat 
the  contents  of  the  glass 
gently,  and  collect  the  gas 
which  is  evolved  over  watsf 
ID  the  usual  way.  The  car- 
bonic acid  resulting  from  the 
reaction  will  all  be  absorbed 
by  the  soda-lye,  and  carbonic 
oxide  will  alone  be  delivered 
at  the  water-pan. 

None  of  the  methods  heretofore  given  yield  pure  carbonic  oxide 
directly ;  in  each  of  the  experiments  we  are  compelled  to  wash 
out  carbonic  add  from  the  gas  obtained,  if  an  absolutely  pure 
product  is  desired ;  but  there  are  methods  by  which  pure  carbonic 
oxide  may  be  prepared  without  the  need  of  any  process  of  purifi- 
cation.   One  of  the  best  of  these  is  as  follows : — 

JSaep.  185. — ^In  a  thin-bottomed  flask  of  about  260  e.  e.  capadty  and 
provided  with  a  suitable  gas-delivery  tube,  heat  a  mixture  of  6  gnunmes 
of  finely  powdered  ferrocyanide  of  potassium  (yellow  prussiate  of  pot- 
ash) and  40  or  50  grms.  of  strong  sulphuric  acid.  Collect  the  gsa 
over  water,  and  test  it  as  to  its  inflammability.  Thrust  also  a  lighted 
splinter  into  the  gas  and  observe  that  it  wiU  be  extinguished.  The 
reactions  which  occur  between  the  ehemicala  employed  may  be  ex- 
pressed as  follows  :— 

Ferrocyanide  of  Boiiusmmk.       Water.         Stdphmie- Acid, 

K^FeC^,HA      +      SHjO     +      6H,S0^ 

»      eCO      +      2K,SO^     +     -FeSOi    +      d(WHJ,SO^. 

Carhonio         Sidphtdeof        Sidphateof  Sulphate  of 

Oxide,  PoUueimm,  Iron*  Amwwmuwu. 
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417.  Carbonic  oxide  is  a  tnitiBpareiit,  colorless  gas,  haTing 
little,  if  any,  odor ;  it  has  never  yet  been  liquefied.  It  is  some- 
what lighter  than  air,  its  specific  gravity  being  14,  while  that  of 
.  air  is  14-5.  It  is  but  little  soluble  in  water,  and  may  be  col- 
lected and  preserved  over  water  without  much  loss.  It  extin- 
guishes combustion  just  as  hydrogen  does,  and  destroys  animal 
life.  Unlike  hydrogen  and  nitrogen,  however,  it  is  a  true  poison. 
It  destroys  life,  not  negatively  by  mere  suffocation  or  exclusion 
of  oxygen,  but  by  direct  noxious  action.  Even  when  largely 
diluted  with  air,  it  is  still  poisonous,  producing  giddiness,  insen- 
sibility, and  finally  death.  It  is  the  presence  of  this  gas  which 
occasions  the  peculiar  sensation  of  oppression  and  headache  which 
is  experienced  in  rooms  into  which  the  products  of  combustion 
have  escaped  from  fires  of  charcoal  or  anthracite.  Carbonic  oxide 
is  very  much  more  poisonous  than  carbonic  acid.  Much  of  the 
ill  repute  which  attaches  to  carbonic  acid  really  belongs  to  car- 
bonic oxide ;  for  since  both  these  gases  are  produced  by  burning 
charcoal,  many  persons  are  liable  to  confound  them;  but  car- 
bonic acid  is,  comparatively  speaking,  almost  innocuous.  Car- 
bonic acid,  it  is  true,  is  somewhat  poisonous ;  it  does  not  merely 
suffocate,  like  water,  or  nitrogen,  or  hydrogen;  but  it  is  very 
much  less  poisonous  than  carbonic  oxide.  It  has  been  found,  by 
experiment,  that  an  atmosphere  containing  only  1-lOOth  of  car* 
bonic  oxide  is  as  fatal  to  a  bird  as  one  containing  l-25th  part  of 
carbonic  acid. 

Carbonic  oxide  exhibits  neither  an  acid  nor  an  alkaline  reac- 
tion when  tested  with  vegetable  colors,  and,  in  general,  has  but 
little  tendency  to  combine  with  other  substances.  With  oxygen, 
however,  it  combines  readily  at  comparatively  low  temperatures ; 
an  iron  wire  heated  to  dull  redness  is  sufficient  to  infiame  it  in 
the  air.  Unlike  most  other  combustible  gases,  it  cont^ns  no 
hydrogen,  and  therefore  produces  no  water  when  burned; 
nothing  but  carbonic  acid  results  from  its  burning. 

Exp,  186. — ^To  the  apparatus  employed  for  evolving  carbonic  oxide 
in  Exp.  184,  attach  a  piece  of  small  glass  tubing  drawn  out  at  the  end 
to  a  fine  point,  and  bent  in  suth  manner  that  a  stream  of  gas  may  be 
delivered  upwards  firom  this  point  Light  the  gas  as  it  fiows  out  of 
ithe  tube,  and  hold  over  the  pale-blue  fiame  a  clean,  dry  bottle.    No 
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moisture  will  he  deposited  upon  the  sides  of  tlie  bottle.  That  can- 
bonic  acid  has  been  produced  by  the  combustion,  may  be  proved  by 
pouring  a  little  lime-water  into  the  bottle,  and  shaking  it  about  in  the 
gas  therein  contained. 

418.  Carbonic  oxide  is  a  very  powerful  deoxidizing  agent.  At 
high  temperatures  it  is  capable  of  taking  oxygen  away  from 
many  of  the  compounds  which  contain  that  element.  Hence  it 
plays  a  very  important  part  in  metallurgical  operations.  Much 
of  the  reducing-action  which  is  commonly  attributed  directly  to 
carbon,  is  really  effected  in  practice  through  the  mediation  of 
carbonic  oxide  gas. 

£xp.  187. — In  the  middle  of  a  tube  of  hard  glass,  No.  3,  about  20 
cm.  long,  place  a  gramme  of  black  oxide  of  copper  (CuQ) ;  support 
the  tube  upon  a  ring  of  the  iron  stand  oyer  the  gas-lamp,  and  connect 
it  at  one  end  with  a  flask  in  which  carbonic  oxide  is  being  evolved, 
as  in  Exp.  184,  and  at  the  other  with  a  tube  bent  at  a  right  angle  and 
dipping  into  a  bottle  which  contains  lime-water.  After  the  tube,  which 
contains  the  oxide  of  copper,  has  become  full  of  carbonic  oxide,  heat 
it  and  observe  that  the  oxide  of  copper  is  reduced,  that  metallic  copper 
alone  remains  in  the  tube,  and  that  the  carbonic  acid  formed  has  made 
turbid  the  lime-water  in  the  bottle. 

419.  The  specific  heat  of  carbonic  oxide  is  considerably  greater 
than  that  of  carbonic  acid,  being  0*245,  while  that  of  carbonic 
acid  is  only  0-2103. 

When  a  mixture  of  carbonic  oxide  and  oxygen,  in  the  pro- 
portion of  two  volumes  of  the  former  to  one  of  the  latter  gas, 
is  lighted,  it  explodes  with  about  the  same  degree  of  violence  as 
a  mixture  of  hydrogen  and  oxygen  (§  68),  a  very  considerable 
amount  of  heat  being  evolved  in  the  act  of  combination. 

Though  considerable  heat  is  evolved  during  the  union  of  car- 
bonic oxide  and  oxygen,  the  amount  is  much  less  than  that  which 
results  from  the  complete  combustion  of  charcoal  to  carbonic  acid. 
One  gramme  of  carbonic  oxide  disengages  in  burning  2403  units 
of  heat  (§  55),  while  one  gramme  of  wood  charcoal,  in  burning 
to  carbonic  acid,  yields  8080  units.  The  same  amount  of  heat 
(2403  units)  is  reabsorbed  when  the  carbonic  acid,  obtained  by 
burning  one  gramme  of  carbonic  oxide,  is  again  reduced  to  the 
state  of  carbonic  oxide.    (Compare  Exp.  181.) 

The  gramme  of  hydrogen  yields,  as  it  unites  with  oxygen, 
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34,462  units  of  heat;  but  since  carbonic  oxide  is  14  limeB 
as  heavy  as  hydrogen,  about  the'  same  quantity  of  heat  is  deve- 
loped by  the  complete  combustion  of  a  given  volume  of  carbonic 
oxide  as  by  that  of  the  same  volume  of  hydrogen. 

420.  Carbonic  oxide,  unlike  carbonic  acid,  is  not  decomposed 
when  heated  to  redness  in  contact  with  hydrogen,  charcoal,  iron» 
or  zinc.  Sodium  and  potassium,  however,  abstract  the  oxygen 
from  this  gas  as  they  do  from  carbonic  acid. 

It  unites  with  chlorine  directly,  under  the  influence  of  sun- 
light, forming  a  gaseous  compound,  the  composition  of  which 
may  be  represented  by  the  formula  COCl,.  When  left  for  some 
time  in  contact  with  caustic  potash,  at  the  temperature  of  100^, 
it  combines  with  it,  and  there  is  produced  a  compound  knoTiFn  as 
formiate  of  potassium : — 

KHO  +  CO  =  CHKO,. 

It  is  absorbed  readily  by  solutions  of  the  salts  of  dinoxide  of 
copper  (Cu^O)  in  ammonia-water,  and  by  a  solution  of  dichloride 
of  copper  (Cu^Cl,)  in  strong  chlorhydric  acid,  and  con  thus  be 
separated  from  a  mixture  with  other  gases.  Melted  metallio 
potassium  also  absorbs  a  certain  amount  of  carbonic  oxide  and 
combines  with  it 

421.  Carbonic  oxide  may  be  resolved  into  carbon  and  oxygen 
by  heat  alone ;  but  this  dissociation  occurs  only  under  very  peculiar 
circumstances. 

A  porcelain  tube  is  placed  in  a  furnace  where  it  can  be  raised  to  a 
veiy  high  temperature ;  the  ends  of  this  tube  project  beyond  the  fur* 
nace  and  are  closed  by  corks ;  through  these  corks  passes,  in  the  axis 
of  the  porcelain  tube,  a  veiy  thin  brass  tube,  and  each  cork  carries  also 
a  small  glass  tube ;  by  one  of  these  tubes  carbonic  oxide  enters  the  por- 
celain tube,  and  by  the  other  the  products  of  the  reaction  escape  from 
the  apparatus.  Two  little  screens  of  porcelain  divide  internally  that 
part  of  the  porcelain  tube  which  lies  in  the  furnace  and  is  to  be  heated, 
from  the  parts  which  project  beyond  the  furnace  and  remain  cooL  A 
rapid  current  of  cold  water  is  made  to  flow  through  the  thin  brass  tube, 
in  such  quantity  that  in  traversing  the  tube  while  the  furnace  is  in  fuE 
action  the  water  shall  not  be  sensibly  warmed. 

The  apparatus  being  thus  disposed,  and  the  porcelain  tube  heated,  a 
slow  and  regular  current  of  pure  and  dry  carbonic  oxide  is  passed  into 
the  hot  tube.    The  gaa,  as  it  issues  from  the  tube,  passes  immediately 
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through  a  strong  solution  of  caustic  potash,  which  will  al)Sorb  the  car- 
hanic  acid  formed,  so  that  the  experimenter  can  weigh  the  quantity  of 
acid  produced,  or  through  lime-water,  which  will  demonstrate  the  pre- 
sence of  carbonic  acid  by  becoming  turbid.  Carbonic  acid  is  fornied 
whenever  the  porcelain  tube  is  bright-red  hot.  A  portion  of  the  car- 
bonic oxide  is  decomposed  into  oxygen,  which  unites  with  another 
portion  of  carbonic  oxide  to  make  carbonic  acid,  and  carbon,  which  is 
deposited  in  the  condition  of  lampblack  upon  the  cold  brass  tube  which 
traverses  the  hot  porcelain  tube  from  end  to  end.  The  first  action  of 
the  heat  is  to  set  free  particles  of  carbon  from  the  carbonic  oxide,  and 
all  such  particles  which  happen  to  fasten  upon  the  brass  tube  are  in- 
stantly chilled  down  below  the  temperature  at  which  they  will  either 
unite  with  free  oxygen  on  the  ono  hand,  or  reduce  carbonic  acid  on 
the  other. 

We  have  repeatedly  used  the  electric  spark  as  a  means  of  decom- 
posing compound  gases,  such,  for  example,  as  ammonia  ($  89)  and 
marsh-gas  (§  395).  It  is  supposed  that  it  is  the  intense  heat  of  the 
spark  which  effects  such  decomposition,  and,  in  the  light  of  the  experi- 
ment just  described,  it  seems  probable  that  the  efficacy  of  the  spark- 
current  is  due  to  the  fact  that  the  few  particles  of  gas  which  each  spark 
heats  intensely  are  immediately  in  contact  with  an  atmosphere  of  gas 
which  is  in  constant  motion  and  is  relatively  very  cold. 

422.  The  composition  of  carbonic  acid  being  known,  that  of 
carbonic  oxide  cau  readily  be  determined  by  burning  a  -p.     iw^ 
definite  volume  of  this  gas  with  an  excess  of  oxygen  in 
a  eudiometer.     If  there  be  introduced  into  the  eudi- 
ometer 

100  volumes  of  carbonic  oxide, 

and  100      ,,        „  oxygen, 

and  if  through  the  200      „        „  mixed  gases 

an  electric  spark  be  made  to  pass,  combination  will 

occur,  and  the  gas  which  remains  will  occupy  only  150  volumes. 

If  a  small  quantity  of  a  solution  of  caustic  soda  be  now  introduced 

into  the  eudiometer,  all  the  carbonic  acid  which  has  been  formed 

will  be  absorbed;  there  will  remain  only  50  volumes  of  gas, 

which,  upon  examination,  will  be  found  to  be  pure  oxygen. 

If  only  50  volumes  of  the  original  oxygen  are  thus  left  free, 
50  volumes  of  oxygen  must  have  been  absorbed.  It  appears, 
then,  that  100  volumes  of  carbonic  oxide  have  united  with  50 
volumes  of  oxygen  to  form  100  volumes  of  carbonic  acid;  and 
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that  the  original  bulk  of  the  carbonic  oxide  taken  has  remained 
unchanged.  Since  it  is  admitted,  as  we  have  already  seen  (§412), 
that  the  product- volume  of  carbonic  acid  contains  2  volumes  of 
oxjgen,  it  follows  that  the  double  volume  of  carbonic  oxide  can 
only  contain  1  volume  of  oxygen — or,  in  other  words,  that  2  vo- 
lumes of  this  gas  contain  1  volume  of  carbon- vapor  and  1  volume 
of  oxygen  united  without  condensation : — 
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It  will  be  noticed  that  the  addition  of  a  certain  quantity  of  oxy- 
gen to  a  measured  quantity  of  carbonic  oxide  converts  it  into 
carbonic  acid  without  changing  the  original  measured  volume  of 
gas.  We  have  often  prepared  compound  gases  from  elementary 
gases  by  this  method,  and  in  such  cases  there  is  generally  a 
change  of  voiume.  We  are  here,  however,  converting  one  com- 
pound gas  into  another  compound  gas^  and  the  product- volumes 
of  all  compound  gases  are  the  same. 

The  specific  gravity  or  unit- volume  weight  of  carbonic  oxide 
has  been  found,  by  experiment,  to  be  13*97- 

From  the  weight  of  two  unit-volumes  uf  carbonic  oxide    .  27'94 
Deduct  thb  weight  of  one  unit- volume  of  oxygen .    .    .    .10* 

There  remains  the  weight  of  the  atom  of  carbon  ....  11*94 

This  result  accords  very  well  with  the  previously  given  atomic 
weig;ht  of  carbon.  It  will  be  noticed  that  the  specific  gravity  of 
carbonic  oxide  is  the  same  as  that  of  nitrogen. 

423.  Combustion, — Now  that  we  have  become  acquainted  with 
carbon,  hydrogen,  and  oxygen,  and  with  some  of  the  more  im- 
portant compounds  formed  by  the  union  of  these  elements,  the 
subject  of  combustion  can  be  more  fully  discussed  than  has  been 
possible  hitherto.  Unlike  most  of  the'  chemical  processes  em- 
ployed by  man,  which  have  for  their  object  the  preparation  of 
some  tangible  chemical  compound  or  product,  combustion  is 
resorted  to  merely  for  the  sake  of  the  heat  or  light  which  inci- 
dentally accompanies  the  chemical  action. 

As  a  general  rule,  only  the  compounds  of  carbon  and  hydrogen 
are  employed  as  combustibles — ^though  there  are  some  exceptions 
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to  this  rule,  as  when  the  mettil  magnesium  is  burned  for  light, 
or  the  heating  of  a  sulphuretted  ore  is  effected  by  the  combustion  * 
of  its  own  sulphur.  In  the  manufacture  of  sulphuric  acid^  the 
sulphur-furnace  is  often  so  arranged  that  the  heat  from  the 
.  burning  sulphur  generates  the  steam  necessary  for  the  operation. 
In  the  Bessemer  process  of  making  steel  from  cast  iron  (§  633), 
intense  heat  is  evolved,  partly  by  the  combustion  of  the  carbon 
which  cast  iron  contains,  but  partly  also  by  the  combustion  of 
iron.  The  carbon  compounds  are  peculiarly  well  adapted  to  the 
pivpose,  since  the  products  of  their  combustion  are  gaseous,  and 
can  therefore  be  readily  removed;  new  portions  of  the  com- 
bustible are  thus  continually  laid  bare,  and  a  way  opened  for  the 
admission  of  fresh  air. 

424.  In  almost  all  cases  artificial  light  results  from  the  intense 
ignition  of  particles  of  solid  matter  or  of  dense  vapors.  When 
the  heat,  which  is  an  invariable  accompaniment  of  chemical  com- 
bination, can  play  directly  upon  such  solid  or  semisolid  particles 
with  force  enough  to  ignite  them,  an  exhibition  of  light  will 
accompany  the  chemical  change.  The  hydrogen-flame  affords  no 
light,  or  as  good  as  none,  because  in  it  nothing  but  a  highly 
attenuated  gas  is  heated.  But  when  a  solid  body,  such  as  the 
platinum  wire  or  the  piece  of  lime  employed  in  Exps.  26  and  27, 
is  placed  in  this  non -luminous  hydrogen-flame,  intense  light  is 
radiated  firom  the  heated  solid. 

Exp.  188. — Sprinkle  fine  iron  filings  into  the  flame  of  an  alcohol- 
lamp;  or  into  the  non-luminous  flame  of  the  gas-lamp,  and  observe  the 
light  given  off  by  the  particles  of  metal  as  they  become  incandescent 
while  passing  through  the  flame.  Or  rub  together  two  pieces  of  char- 
coal above  a  non-luminous  flame,  in  such  manner  that  charcoal  powder 
shall  fall  into  the  flame.  Or  rub  the  coat-sleeve  beneath  a  non-lumi- 
nous flame,  or  even  beneath  the  luminous  flame  of  an  ordinaiy  Argand 
gas-burner,  and  observe  that  the  particles  of  dust  detached  become 
incandescent  and  luminous  as  they  pass  upward  through  the  flame. 
Other  things  being  equal,  the  hotter  the  flame  the  more  intense  will 
be  the  light  emitted  by  the  ignited  solid. 

425.  In  ordinary  luminous  flames,  such  as  those  of  candles, 
lamps,  and  illuminating  gas,  the  ignited  substance  is  carbon,  or 
rather  a  vapor  or  fog  of  certain  carbon  compounds  containing 

'  more  or  less  hydrogen. 


344  LUMnrosiTT  ov  wummm, 

Exp.  180. — By  means  of  caotttchouc  tubing,  attacli  to  any  amall 
gas-burner  a  piece  of  hard-glass  tubing,  No.  4,  about  20  cm.  long,  the 
outer  end  of  which  has  been  drawn  to  a  line  open  point  Open  the 
cock  of  the  gas-burner,  so  that  gas  may  flow  into  and  through  the  glass 
tube,  and  light  this  gas  as  it  escapes.  When  the  last  traces  of  air  have 
been  expelled  from  the  tube,  heat  the  middle  of  the  latter  intensely 
with  the  flame  of  a  lamp.  Part  of  the  transparent  and  colorless  car- 
buretted  hydrogen,  of  which  the  illuminating  gas  consists  (§  306),  will 
be  decomposed  by  the  heat  as  it  passes  through  the  tube,  just  as  sul- 
phuretted hydrogen  (Exp.  01),  phosphuretted  hydrogen,  arseniuretted 
hydrogen  (Exp.  133),  and  antimoniuretted  hydrogen  (Exp.  186)  are 
decomposed  under  like'  conditions,  and  a  ring  of  carbon  will  be  depo- 
sited in  the  cold  portion  of  the  tube  a  short  distance  in  front  of  the 
flame. 

In  the  open  channel  afforded  by  the  tube  it  is  not  easy  to  heat  the 
whole  of  the  carburetted  hydrogen  to  the  tempemture  necessary  for 
its  decomposition )  bat  by  lighting  the  gas  as  it  issues  from  the  tube, 
heat  enough  to  decompose  it  can  readily  be  obtained.  Precisely  as  in 
the  combustion  of  wood  (§  378),  after  the  fire  is  once  started  the  com- 
bustible suffers  decomposition ;  the  easily  inflammable  hydrogen  of  the 
gas  bums  first,  and  particles  of  carbon,  or,  at  the  first,  of  hydrocarbons 
rich  in  carbon,  are  set  free.  These  particles  are  heated  to  ignition  by 
the  burning  hydrogen,  and  as  they  pass  up  through  the  flame  emit 
.  light ;  finally  they  are  themselves  completely  burned  to  carbonic  acid 
upon  the  outside  of  the  flame,  provided  there  be  present  a  sufficient 
supply  of  air.  That  there  are  really  particles  of  free  carbon  in  the 
flame  has  already  been  sufficiently  demonstrated  in  Exp.  154. 

If  the  supply  of  air  fumiBhed  to  the  flame  is  insufficient  to  convert 
all  of  the  components  of  the  gas  into  carbonic  acid  and  water,  then  a 
number  of  the  carbonaceous  particles  will  escape  unbumed,  and  a 
smoky  flame  will  be  the  result  If,  on  the  other  hand,  the  supply  of 
air  is  excessive,  then  all  the  carbon  will  be  burned  at  the  instant  when 
it  is  set  free,  and  no  light  will  be  afforded.  In  the  gas-lamps  com- 
monly employed  in  chemical  laboratories  for  purposes  of  heating  (see 
Appendix,  §  6),  illuminating  gas  is  purposely  mixed  with  a  considerate 
volume  of  air  before  it  is  lighted;  there  is  thus  obtained  an  intensely 
hot  non-luminous  flame.  Such  flames  deposit  no  soot  upon  the  vessels 
which  are  heated  in  them ;  moreover  the  heat  which  would  be  con- 
sumed in  heating  the  particles  of  carbon,  and  so  produdng  light,  is  in 
such  flames  utilized  for  heating-purposes. 

Exp,  100. — Unscrew  the  tube  /  (Fig.  61)  from  the  gas-lamp  con- 
structed as  described  in  §  5  of  the  Appendix,  and  light  the  gas  as  it 
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Fig.  61. 


eaeapea  from  the  holes  in  the  face  of  the  screw  d;  the  flame  will  be 

luminonsy  and,  if  the  holes  are  large  enough  to  permit  a  rapid  exit  of 

gas,  even  smoky.    Extinguish  the  burning  jet,  screw  on  the  tube  f^ 

and  relight  the  mixture  of  air  and  gas  at  the  top ;  the  flame  will  be 

nearly  colorless.  Sometimes,  when  the 

gas-cock  is  too  nearly  closed,  the  flame 

of  the  mixed  gas  and  air  is  liable  to 

pass  down  the  tube  /,  and  ignite  the 

feeble  jet  of  gas  at  the  apertures  in  d. 

The  lamp  then  bums  with  a  sickly 

yellow  flame,  which  Is  often  tinged 

with  green  coming  from  the  copper  in 

the  heated  brass  tube  /.    The  lamp 

must  be  extinguished,  and  relit  at  the 

top  of  the  tube  with  a  freer  supply  of 

gas.    When  the  tube /is  in  place,  the  ff< 

the  jets  of  gas,  issuing  vertically  from 

the  &ce  of  the  screw  d^  draw  in  currents  of  air  through  the  side  holes 

near  the  bottom  of  the  tube/;  this  air  mixes  with  the  gas  rising 

through/,  and  at  the  top  of  this  tube,  where  the  mixture  is  inflamed, 

the  carburetted  hydrogen  Ib  in  intimate  contact  with  air  enough  to 

bum  it  at  once  and  completely. 

Between  the  two  extremes  which  a  Bnnsen  burner  may  be 
thns  made  to  illustrate,  between  a  smoky  flame,  on  the  one  hand, 
and  a  non-luminous  flame,  on  the  other,  there  are  two  points 
which  have  special  significance — the  point  of  most  light,  and  the 
point  of  most  agreeable  light.  The  point  of  most  light  may  always 
be  hit  upon  by  constrocting  such  a  burner  as  will  just  not  allow 
tbe  gas  to  smoke. 

Hxp,  191. — Across  the  top  of  the  chimney  of  an  Argand  gas-burner, 
which  is  buraiug  with  a  shorter  flame  than  usual,  place  several  narrow 
strips  of  tin  or  of  sheet  iron,  so  as  to  obstruct  the  flow  of  air  through 
the  chimney.  The  small,  low  flame  with  which  the  experiment  began 
will  increase  in  size  as  the  access  of  air  is  diminished,  and,  at  last,  the 
whole  interior  of  the  chimney  will  be  filled  with  a  long,  smoky  flame. 
The  volume  of  gas  burning  at  any  one  moment  of  the  experiment  is  no 
greater  than  at  another,  for  the  cock  which  regulates  the  flow  of  the 
gas  remains  fixeJ  and  untouched ;  but  the  amount  of  light  afibrded  by 
the  large  smoky  flame  is  manifestly  greater  than  that  yielded  by  the 
small  bright  flame  with  which  the  experiment  started.  If  any  doubt 
suggests  itself  as  to  this  poinl^  it  wUl  quickly  be  dissipated  by  perform- 
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log  the  eacperiment  in  a  darkened  room  and  noting  the  oom|MmitiTe 
visibility  of  the  more  difltant  objects  therein  contained,  first  with  the 
one  flame  and  then  with  the  other ;  or  the  obsenrer  may  determine  at 
what  distances  from  the  two  flames  fine  print  can  be  deciphered. 

A  murky  flame,  such  as  was  just  now  obtained,  before  actual  smo- 
king begins,  in  which  the  largest  possible  number  of  the  particles  of  car- 
bon are  heated,  though  none  of  them  are  heated  very  hot,  yields  the 
largest  amount  of  light  which  the  particular  sample  of  gas  under  exa- 
mination is  capable  of  affording.  Such  flames  are  called,  technically, 
quantity  Jlatnes ;  they  are  better  adapted  than  any  others  for  lighting 
streets  and  large  halls.  In  practice,  such  flames  are  obtained  by  burn- 
ing the  gas  at  a  low  pressure,  that  is,  under  such  conditions  that  it 
shall  be  very  gently  pressed  out  into  the  air,  so  that  air  shall  mix  with 
it  and  act  upon  it  but  slowly. 

But  besides  this  point  of  the  maximum  amount  of  light,  there 
is  another,  of  the  most  agreeable  light ;  and  this  is  something 
which  each  individual  must  determine  for  himself.  Pew  persons 
would  choose,  as  a  study-lamp,  either  the  murky  flame  of  Exp. 
191,  or  the  intense  lime-light  of  Exp.  27 ;  but  between  these  two 
extremes  no  one  light  is  likely  to  suit  many  people  equally  welL 

If  a  bright  intensity  flame  is  required,  we  have  only  to  arrange 
matters  in  such  a  way  that  air  may  come  to  the  gas  so  quickly 
and  abundantly  that  a  portion  of  the  carbon  in  the  gas,  as  well 
aa  the  hydrogen,  shall  be  burned  at  once  in  the  lower  part  of  the 
flame,  and  by  the  heat  of  its  combustion  ignite  more  intensely 
the  remaining  particles  of  carbon.  Among  the  very  great  num- 
ber of  gas-burners  which  have  been  devised,  there  may  be  found 
those  adapted  to  meet  almost  any  requirement.  Each  kind  of 
burner  brings  the  gas  and  the  air  into  contact  with  one  another 
in  some  special  way,  producing  a  flame  of  convenient  shape,  of 
peculiar  economy,  or  of  particular  steadiness  or  brilliancy.  It  is 
obvious  that  the  conditions  under  which  gas  is  most  advanta- 
geously burned  are  diff*erent  for  different  uses,  and  that  no  one 
burner  can  be  equally  available  under  such  varying  and,  in  some 
sense,  antagonistic  conditions.  The  Argand  burner  may,  perhaps, 
be  made  to  fulfil  as  many  of  these  conditions  as  any  other ;  &om 
it  there  may  be  obtained,  at  will,  either  an  intensity  or  a  quantity 
flame,  as  has  been  shown  in  Exp.  191. 

426.  The  chemical  composition  of  the  gas  to  be  burned  is,  of 
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couTse,  an  important  point  to  be  considered  in  the  constraetioii 
of  the  burner.  A  gas  rich  in  carbon  requires,  for  its  combustioii, 
far  more  air  than  gas  which  is  less  carboniferous. 

JSxp,  102. — Place  three  small  tufts  of  cotton  upon  an  earthen  plate ; 
moisten  one  with  alcohol,  another  with  petroleum,  and  the  third  with 
benzin ;  touch  a  lighted  match  to  the  yapor  which  arises  from  each. 
In  the  one  case  there  will  be  seen  hardly  any  luminous  particles  of 
carbon,  in  the  second  a  bright  light ;  and  in  the  third  so  much  carbon 
will  be  set  free  that,  under  the  conditions  of  the  experiment,  a  great 
deal  of  it  cannot  find  air  with  which  to  unite,  and  consequently  escapes 
as  smoke. 

The  composition  of  alcohol  may  be  represented  by  the  formula 
C^Hfi ;  it  contains  a  large  proportion  of  hydrogen  and  some  oxygen ; 
hence  steam  is  necessarily  produced  when  it  bums ;  this  steam  spreads 
or  diffuses  the  flame,  and  promotes  the  prompt  union  of  the  alcohol 
vapor  with  the  oxygen  of  the  air,  so  that  few  carbonaceous  particles 
have  time  to  become  incandescent  before  they  are  consumed.  But  in 
benzin,  the  formula  of  which  may  be  written  C^H^,  there  is  no  oxygen, 
and  a  far  larger  proportion  of  carbon  than  in  alcohol;  hence  the 
necessity  of  supplying  a  large  amount  of  air  to  the  lamps  in  which  its 
vapor  IB  burned.  The  best  way  of  consuming  benzin  is  to  mix  its 
vapor  with  air  in  suitable  proportions,  and  to  press  this  mixtm*e  through 
a  gas-burner  as  if  it  were  ordinary  illuminatipg  gas.  When  thus 
treated,  it  bums  without  smoke,  and  affords  a  brilliant  white  light. 
Petroleum  (CjH^),  like  benzin,  contains  no  oxygen,  but  it  contains  far 
less  carbon  than  benzin,  though  much  more  than  alcohol ;  it  does  not 
smoke  like  benzin,  and  yet  it  smokes  so  much  that  it  cannot  readily  be 
burned  from  a  simple  wick ;  it  is  commonly  burned  in  lamps  provided 
with  a  special  draught  of  air. 

427.  Ordinary  lamps  and  candles  are,  strictly  speaking,  gas- 
lamps.     In  all  cases  their  flames  are  composed  of  burning  gas. 

£xp.  193. — Construct  a  lamp  as  follows : — ^To  a  wide-mouthed  bottle 
of  the  capacity  of  about  50  c.  c.  fit  a  cork  loosely }  bore  a  hole  in  the 
cork  and  place  therein  a  short  piece  of  glass  tubing,  No.  3,  open  at  both 
ends ;  through  this  glass  tube  draw  a  piece  of  lamp-wicking,  or  any 
loose  twine,  long  enough  to  reach  to  the  bottom  of  tbe  bottle.  It  is 
essential,  either  that  the  cork  should  fit  the  bottle  loosely,  or  that  there 
should  be  a  hole  in  the  cork,  in  order  that  the  pressure  of  the  external 
air  may  act  upon  the  surface  of  the  alcohol ;  to  this  end  a  very  small 
glass  tube  may  be  inserted  in  tbe  cork  at  some  distance  from  the  tube 
which  carries  the  wick.    Fill  the  bottle  nearly  lull  with  alcohol,  and, 
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after  a  few  minates,  toucli  a  lighted  match  to  the  top  of  the  wick.  The 
fluid  alcohol  ia  drawn  up  out  of  the  hottle  hy  the  capillary  attraction 
exercised  by  the  pores  of  the  vegetable  fibre  of  which  the  wick  is  com- 
posed. When  heat  is  applied  to  the  alcohol  at  the  top  of  the  wick, 
some  of  it  is  converted  into  vapor ;  this  vapor  then  takes  fire,  and,  in 
burning,  furnishes  heat  for  the  vaporization  of  new  portions  of  the  al- 
cohoL  From  the  top  of  the  wick  there  is  constantly  arising  a  column 
of  gas  or  vapor,  and  upon  the  exterior  of  this  conical  column  chemical 
combination  is  all  the  while  going  on  between  its  constituents  and  the 
oxygen  of  the  air.  The  dark  central  portion  of  the  alcohol-flame  is 
nothing  but  gas  or  vapor. 

Hxp.  104. — Thrust  the  phosphorus  end  of  an  ordinary  friction-match 
directly  into  the  middle  of  the  flame  of  the  alcohol-lamp  of  Exp.  10^ 
The  combustible  matter  upon  the  end  of  the  match  will  not  tdie  fire 
in  the  atmosphere  of  carbonaceous  gases  of  which  the  centre  of  the 
flame  consists.  The  wood  of  the  match-stick,  of  course,  takes  fire  at 
the  point  where  it  is  in  contact  with  the  outer  edge  of  the  flame,  for 
it  is  there  heated  in  contact  with  air.  In  withdrawing  the  match  from 
the  middle  of  the  flame,  it  is  not  easy  to  prevent  it  from  taking  fire  as 
it  passes  through  the  outer  edge  of  the  flame ;  for  the  materials  on  the 
tip  of  the  match  have  been  so  stronq^ly  heated  by  radiation,  during 
their  sojourn  within  the  circle  of  flre,  that  they  ai*e  now  ready  to  burst 
into  flame  immediately  on  coming  in  contact  with  the  air;  by  a  quick 
jerk,  howeveri  the  match  may  often  be  withdrawn  from  the  flame 
without  taking  fire. 

Exp.  195. — Hold  a  thin  wire  (best  of  platinum,  though  iron  will 
answer  well  enough)  or  a  splinter  of  wood  acroes  the  liame  of  an  alco- 
hol-lamp, as  shown  in  Fig.  62.  The  wire  will  be  heated  to  Fjcr.  C2. 
redness,  and  the  wood  will  bum,  only  at  the  outer  edges  of 
the  flame  where  the  gas  and  air  meet;  in  the  interior  of  the 
flame  the  wire  will  remain  dark  and  the  wood  unburned ;  for 
there  is  no  combustion  there,  and  comparatively  little  heat. 
If  the  wire  be  successively  placed  at  diflerent  heights  in  the 
flame,  the  size  and  shape  of  the  internal  cone  of  gas  can 
easily  be  made  out;  it  will  appear,  moreover,  that  the  hottest 
part  of  the  flame  is  just  above  the  top  of  the  interior  cone  of  gas.  Aa 
a  rule,  when  glass  tubing,  or  the  like,  is  to  be  heated  in  a  flame,  it 
should  never  be  placed  below  this  point  of  the  greatest  heat. 

428.  The  flame  of  an  ordinary  oil-lamp  or  of  a  petroleum- 
lamp,  in  the  same  way  as  the  flame  of  an  alcohol-lamp,  is  com- 
poik^d  of  an  inner  cone  of  gas,  or  vapor  of  hydrocarbons,  and  an 
envelope  where  chemical  combination  is  going  on ;  and  a  candle- 
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flame  is  really  the  flame  of  an  oil-lamp  (Exp.  196).  The  pre- 
sence of  vapor  in  the  candle-flame  can  he  readily  shown  (Exps. 
197, 198).  In  the  candle-flame,  as  in  that  of  the  alcohol-lamp, 
there  is  a  cone  of  nnbumt  gas  surrounded  by  a  shell  of  burning 
substances  (Exps.  199,  200). 

Exp.  196. — ^Touch  a  lighted  match  to  the  wick  of  a  new  candle ;  the 
cotton  of  which  the  wick  is  composed  takes  fire  and  is  at  once  con- 
sumed for  the  most  part ;  but,  in  burning,  the  cotton  gives  off  consider- 
able heat,  and  some  of  the  wax  or  tallow  of  which  the  candle  is 
composed  is  thereby  melted  snd  converted  into  oiL  The  liquid  oil 
ascends  the  wick  by  virtue  of  capillary  attraction,  and  is  converted  into 
vapor  or  gas  by  the  heat  of  the  cotton  still  burning  at  the  stump  of  the 
wick ;  this  gas  then  bums  precisely  like  the  alcohol  vapor  in  Exp.  193 
or  the  illuminating  gas  in  Exp.  189,  and  by  the  heat  thus  disengaged 
new  portions  of  wax  or  tallow  are  continually  melted.  There  is  always 
a  litde  cup  of  oil  at  the  top  of  the  rod  of  wax  or  tallow  of  which  the 
candle  consists,  and  the  apparatus  is  as  truly  an  oil-lamp  a^  if  the  oil 
were  held  in  a  vessel  of  glass  or  metal. 

JExp.  197. — Let  a  candle,  best  of  tallow,  bum  until  the  snuff  has 
become  long ;  blow  out  the  flame,  and  observe  the  cloud  of  vapor  which 
ascends  from  the  hot  wick.  Touch  a  lighted  match  to  this  column  of 
vapor,  and  notice  that  it  takes  fire  at  some  little  distance  from  the  wick. 
After  the  flame  has  been  extinguished,  the  wick  retains  heat  enough 
for  a  few  moments  to  distil  off  a  quantity  of  gas,  although  there  is  not 
heat  enough  generated  to  inflame  this  gas.  To  the  gas  or  vapor  thus 
evolved  is  to  be  referred  the  disagreeable  odor  which  is  observed  when 
a  candle  is  blown  out. 

JExp.  198. — ^Draw  a  glass  tube  (No.  5  or  6)  10  or  16  cm.  long  to  a 
moderately  fine  open  point ;  with  a  piece  of  wire  bind  this  tube  in  an 
inclined  position  to  a  ring  of  the  iron  stand,  and  place  the  lower  end 
of  the  tube  in  the  middle  of  a  candle-flame,  just  below  the  centre,  so 
that  a  portion  of  the  gas  of  the  inner  cone  of  the  flame  may  escape 
through  the  tube^  light  the  gas  at  the  point  at  the  top  of  the  glass 
tube,  and  observe  that  it  will  bum  there  steadily,  if  the  experiment  is 
performed  in  a  quiet  place  where  there  are  no  draughts  of  air. 

£stp.  199. — Press  down  a  piece  of  white  j|g.  eg, 

letter-paper,  for  an  instant,  upon  the  flame 
of  a  candle  until  it  almost  touches  the  wick, 
then  quickly  remove  the  paper  before  it 
takes  fire,  and  observe  that  its  upper  sur- 
face is  charred  in  the  manner  shown  in  fig.  63.  There  will  be  ob- 
tained, in  hctj  burned  into  the  paper,  a  diagram  of  the  ^^lindiical 
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column  of  unTiunit  g«s  (uid  of  the  shell  of  biuniiig  matter  wlueh  nip- 
Munda  it.  Within  the  efa&rred  ring  tbo  pnper  ii  unacted  upon;  for 
that  part  of  it  wm  in  contact  only  with  the  (rnburnt  gu  in  the  ceotie 
of  the  flame. 

Exp.  200.— Replace  the  paper  of  Eip.  199  with  a  strip  of  glass,  so 
held  that  the  conical  flame  of  the  candle  shall  be  cut  across  horiion- 
tallj  by  the  gluss  as  it  was  by  the  paper  in  Eip.  199.  Look  down 
from  above  through  the  glass  into  the  hollow  cylinder  of  imbumt  gas 
within  the  circle  of  combustion. 

429.  In  any  flame,  which  is  rendered  luminons  by  incandescent 
carbonaceous  porijclea,  three  portions  con  be  distin      pj^  g. 
guiahed : — 1st,  the  dark  interior  cons  of  gas,  a,  Fig.  64  . 
2nd,  the  zone  of  intense  chemical  action,  b,  where  the  ** 
hydrogen  is  burning  and  the  carbonaceous  particles  are 
heated  to  whiteness ;  and,  finally,  npon  the  very  outside 
a  thin,  scarcely  perceptible  film  of  burning  carbonic 
oxide,  e. 

430.  From  the  study  of  luminous  flames  we  pass  to 
a  consideration  of  flames  employed  only  as  sources  of 
heat.  In  the  experiments  (25-27)  with  the  oxyhydro 
gen  blowpipe,  it  has  been  already  shown  that  a  very 
intense  heat  may  be  obtained  by  throwing  oxygen  into 
the  hydrogen -flsme,  and  so  localizing  the  chemical  action  and  the 
heat  with  which  this  action  is  accompanied.  The  subject  may 
be  here  conveniently  studied  by  employing  coal~gas  and  air  in 
place  of  hydrogen  and  oxygen. 

Exp.  301. — Fill  one  gas-holder  wiUi  air,  and  screw  to  it  a  metallic 
jet,  such  as  is  shown  in  Fig.  65.     Fill  another  gas-holder  with  ordi- 
nary illuminating  gas  and  connect  tiie  opening  of  this  gas-holder  with 
Fig.  65. 


the  lower  opening  of  the  metallic  jet.  Open  the  cock  of  the  holder 
which  contdns  tbe  coal-gas,  and  infiame  the  gas  at  the  point  of  the 
metallic  Jet.    There  will  be  thus  obtained  a  long  sbeam  of  gas  bum- 
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ing  at  the  expense  of  the  air  which  bathes  its  surface.  The  chemical 
action  between  the  oxygen  of  the  air  and  the  constitilents  of  the  coal- 
gas,  and  the  heat  resulting  from  this  action,  are  diffused  over  the  entire 
surface  of  this  long  flame.  Without  touching  the  code  of  the  holder 
which  contains  the  coal-gas,  or  in  any  way  altering  the  amount  of  gas 
which  flows  out  of  this  holder,  open  the  cock  of  the  holder  which  con- 
tains air,  so  that  air  may  be  thrown  into  the  middle  of  the  coal-gas 
flame.  The  latter  will  be  immediately  shortened  down  to  almost 
nothing.  The  constituents  of  the  coal-gas  will  now  all  combine  with 
oxygen  in  a  very  small  space,  and  the  heat  of  combination,  which  was 
diffused  before,  will  be  correspondingly  concentrated.  It  is  much  the 
same  as  if  the  coal-gas  and  the  air  had  been  mixed  together  beforehand 
and  then  lighted.  Indeed,  in  one  of  the  first  forms  of  the  oxyhydro- 
gen  blow-pipe,  a  mixture  of  the  two  gases,  such  as  we  have  exploded 
in  Exp.  30,  was  first  prepared,  and  then  forced  out  of  a  single  gas- 
holder of  peculiar  construction,  provided  with  an  exceedingly  minute 
orifice,  at  the  mouth  of  which  the  mixed  gases  were  burned.  This 
apparatus  was  inconvenient  and  diingerous,  and  has  long  since  been 
superseded ;  but  it  well  illustrated  the  local  concentration  of  heat  now 
under  discussion. 

431.  The  principle  of  the  common  mouth-blowpipe,  of  the 
glass-blower's  lamp  (Appendix,  §  6),  and  of  all  blasts  and  blowers, 
is  identical  with  that  of  the  oxybydrogen  blowpipe,  which,  as  has 
been  already  stated  (§  55),  is  the  simplest  of  all  intense  and  con- 
centrated combustions.  Air,  or  more  strictly  speaking,  oxygen, 
IB  thrown  into  the  combustible  gas  or  fuel,  in  order  that  the  <^m- 
bustion  may  go  on  in  a  small  space. 

The  mouth-blowpipe  may  be  used  with  a  candle,  or  with  any 
hand-lamp  proper  for  burning  oil,  petroleum,  or  any  of  the  so-called 
hwmmg-fluids,  provided  that  the  form  of  the  lamp  below  the  wlck- 
holder  is  such  as  to  permit  the  close  approach  of  the  object  to  be 
heated  to  the  side  of  the  wick.  When  a  lamp  is  used,  a  wick  about 
1*2  cm.  wide  and  0*5  cm.  thick  is  more  convenient  than  a  round  or 
narrow  wick ;  a  wick  of  this  sort^  though  hardly  so  wide,  is  used  in 
some  of  the  open  burning-fluid  (naphtha)  kmps  now  in  common  use. 
The  wick-holder  should  be  filed  off  on  its  longer  dimension  a  little 
obliquely,  and  the  wick  cut  parallel  to  the  holder,  in  order  that 
the  blowpipe-flame  may  be  directed  downwards  when  necessary 
(Fig.  67). 

The  cheapest  and  best  form  of  mouth-blowpipe  for  chemical  pur- 
poses is  a  tube  of  tin-plate,  about  18  cm.  long,  2  cm.  broad  at  one  end, 
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and  tapering  to  0*7  cm.  at  the  other  (Fig.  06) ;  the  hroad  end  is 

closed,  and  a  little  above  this  closed  end 

a  small  cylindrical  tube  of  braes  about  6 

cm.  long  is  soldered  in  at  right  angles ; 

this  braas  tube  is  slightly  conical  at  the 

end,  and  carries  a  small  nozzle  or  tip, 

which  may  be  made  either  of  brass  or 

platinimi.    The  tip  should  be  drilled  out 

of  a  solid  piece  of  metal,  and  should  not 

be  fastened  upon  the  brass  tube  with  a 

screw.     A  trumpet-shaped  mouth-piece 

of  horn  or  box-wood  is  a  convenient. 

though  by  no  means  essential,  addition 

this  blowpipe. 

Exp,  202. — ^To  use  the  monthblowpipe,  place  the  open  end  of  the 
tin  tube  between  the  lips,  or,  if  the  pipe  is  provided  with  a  mouth-pieoe, 
press  the  trumpet-shaped  mouth-piece  against  the  lips ;  fill  the  moutk 
with  air  till  the  cheeks  are  widely  distended,  and  insert  the  tip  in  the 
flame  of  a  lamp  or  candle;  doae  the  communication  between  the  lungs 
and  the  mouth,  and  force  a  cuirent  of  air  through  the  tube  by  squeez- 
ing the  air  in  the  mouth  with  the  muscles  of  the  cheeks,  breathing,  in 
the  meantime,  regularly  and  quietly  through  the  nostrils.  The  knack 
of  blowing  a  steady  stream  for  several  minutes  at  a  time  is  readily  ac- 
quired by  a  little  practice.  It  will  be  at  once  observed  that  the 
appearance  of  the  flame  varies  considerably,  according  to  the  strength 
of  the  blast  and  the  position  of  the  jet  with  reference  to  the  wick. 

When  the  jet  of  the  blowpipe  is  inserted  into  the  middle  of  a 
candle-flame,  or  is  placed  in  the  lamp-flame  in  the  position  shown  in 
Figure  67,  and  a  strong  blast  Yia,  07. 

is  forced  through  the  tube,  a 
blue  cone  of  flame,  a  6,  is  pro-      ^t^  ^"**»n^^ 
duced,  beyond  and  outside  of 
which  stretches  a  more  or  less 


colored  outer  cone  towards  c. 

The  point  of  greatest  heat  in 

this  flame  is  at  the  point  of 

the  inner  blue  cone,  because 

the  combustible  gases  are  there  supplied  with  just  the  quantity  of 

oxygen  necessary  to  consume  them ;  but  between  this  point  and  the 

extremity  of  the  flame  the  combustion  is  concentrated  and  intense. 

The  greater  part  of  the  flame  thus  produced  is  oxidising  in  its  effect ; 

and  this  flame  is  technically  called  the  oxidizing  Jlarm,    From  the 
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point  a  of  the  inner  blue  cone,  the  heat  of  the  flftme  diminishes  in  both 
directions — ^towards  b,  on  the  one  hand,  and  towards  e,  on  the  other; 
most  substances  require  the  temperature  to  be  found  between  a  and  e. 
Oxidation  takes  place  most  rapidly  at,  or  just  beyond,  the  point  e  of 
the  flame,  provided  that  the  temperature  at  this  point  is  high  enough 
for  the  special  substance  to  be  heated. 

A  flame  of  precisely  the  opposite  chemical  eflect  may  be  produced 
with  the  blowpipe.  To  obtain  a  good  reducing  flame,  it  is  necessary 
to  place  the  tip  of  the  blowpipe,  not  within,  but  j^ust  outside  of  the 
flame,  and  to  blow  rather  over  than  through  the  middle  of  the  flame 
(Fig.  68).  In  this  manner,  the  flame  is  less  altered  in  its  general 
chf^acter  than  in  the  former  _.     ^ 

case,  the  chief  part  consisting   ^-y;^^  ^' 

of  a  large,  luminous  cone, 
containing  carbonaceous  va- 
pors in  a  state  of  intense  igni- 
tion and  just  in  the  condition 
for  taking  up  oxygen.  This 
flame  is  therefore  reducing  in 
its  eflect,  and  is  technically 
called  the  reducing  flame.  The 
substance  which  is  to  be  reduced  by  exposure  to  this  flame  should  be 
completely  covered  up  by  the  luminous  cone,  so  that  contact  with  the 
air  may  be  entirely  avoided.  It  is  to  be  observed  that,  whereas  to  pro- 
duce an  effective  oxidizing  flame  a  strong  blast  of  air  is  desirable,  to 
get  a  good  reducing  flame  the  operator  should  blow  gently,  with  only 
enough  force  to  divert  the  lamp-flame. 

Substances  to  be  heated  in  the  Uowpipe-flame,  are  supported,  some- 
times on  charcoal,  sometimes  on  platinum  foil  or  wire  or  in  platinum 
spoons  or  forceps,  and  sometimes  on  little  capsules  made  of  clay  or 
bone-earth.  Charcoal  is  especially  suited  for  a  support  in  experiments 
of  reduction. 

Exp.  203. — The  heat  of  the  oxidizing  flame  may  be  well  shown  by 
melting  the  extremity  of  a  very  flne  platinum  wire  into  a  little  balL 
To  eflect  this  fusion,  bend  the  wire  at  right  angles  at  6  to  6  m.m.  from 
the  end,  and  hold  this  bent  end  precisely  in  the  axis  of  the  flame,  with 
the  angle  outward  and  the  extremity  of  the  wire  at  the  hottest  part  of 
the  flame.  If  the  wire  is  kept  steadily  in  position,  and  the  blast  is 
strong  and  the  flame  pure,  a  little  knob  will  soon  appear  on  the  end  of 
the  wire.  The  bend  in  the  wire  is  made  in  order  to  keep  a  certain 
length  of  the  wire  hot|  and  so  to  diminish  the  conduction  of  heat  firom. 
the  point. 
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JExp,  204. — ^Flaoo  a  kernel  of  metallic  tizi,  ae  laife  aa  Mb  o,  in  a 
little  hollow  scooped  out  at  one  end  of  a  bit  of  charcoal  8  to  13  cjd. 
long.  Melt  this  tin  in  the  reducing  flame  of  the  blowpipe,  and  en- 
deavour to  preseire  the  metallic  lustre  of  the  fused  metal  untamiahed. 
A  pure  reducing  flame  is  necessary  for  this  purpose.  A  touch  of  the 
oxidizing  flame  upon  the  metal  ooTen  its  surfaice  with  a  white^  infli- 
aible,  incandescent  asL 

432.  Another  method  of  supplying  the  hnrniDg  fuel  with  air 
is  by  means  of  thimneys.  Chimneys,  whether  of  lamps  or  fur- 
naces, are  simply  devices  for  bringing  air  in  abundance,  and  there- 
fore oxygen,  into  the  fire ;  that  in  so  doing  they,  at  the  same  time, 
carry  off  the  waste  products  of  combustion,  is  an  ineidental  ad- 
vantage. 

JExp,  205. — ^Light  a  piece  of  a  candle  8  or  10  cm.  long  and  stand  it 
upon  a  smooth  table ;  over  the  candle  place  a  rather  tall,  narrow  lamp- 
chimney  of  gla88,  the  bottom  at  the  chimney  being  made  to  rest  upon 
the  table,  and  observe  that  the  candle-flame  will  soon  be  extinguished. 
No  fresh  air  can  enter  the  chimnev  from  below  to  maintain  the  che- 
mical  action,  and  the  small  quantity  of  air  which  can  creep  down  the 
chimney  from  above  is  altogether  insufficient  to  meet  the  requirements 
of  the  case. 

Exp,  206. — Relight  the  candle  of  Exp.  205,  and  again  place  over  it 
the  lamp-chimney ;  but  instead  of  allowing  the  chimney  to  rest  closely 
upon  the  surface  o:  the  table,  prop  it  up  on  two  narrow  strips  of  woodf 
ao  that  air  can  have  free  entrance  into  the  chimney  from  below.  The 
candle  will  now  continue  to  bum  freely;  for  the  heavy  cold  air  outside 
will  continually  press  into  the  lower  part  of  the  chimney,  and  push 
out  .the  wann,  light  products  of  combustioUi  and  the  candle-flame  will 
all  the  while  bo  supplied  with  fresh  air. 

Exp,  207. — Prepare  several  strips  of  "  id- 
tre-paper  "  by  soaking  ordinary  brown  paper 
in  a  strong  solution  of  nitrate  of  potassium 
and  drying  the  product.  On  being  lighted| 
paper  thus  prepared  will  bum  vrithout  flame 
while  enutting  clouds  of  smoke.  Light  a 
piece  of  the  nitre-paper  and  place  it  at  the 
foot  of  the  chimney  arranged  as  in  Fig.  69. 
TikB  smoke  of  the  burning  paper  will  in- 
stantly pass  up  through  the  chimney,  and 
.«o  indicate  the  direction  of  the  invisible  air 
XHhich  is  all  the  while  entering  below  and 
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passinff  oat  above  at  the  top  of  the  chimziej,  aa  fast  aa  it  ia  heated  and 
made  lighter  by  the  burning  of  the  candla 

JSxp.  208. — Repeat  Exp.  206,  and  when  the  candle  ia  burning 
quietly,  cover  the  top  of  the  chimney  tightly  with  a  piece  of  tin  or 
iheet-iron,  or  with  a  strip  of  window  glass ;  the  candle  will  soon 
cease  to  bum,  precisely  as  if  the  chimney  were  closed  at  the  bottom, 
lor,  the  escape  of  the  hot  products  of  combustion  being  prevented,  no 
air  can  pass  into  the  chimney  to  reach  the  candle-flame. 
*  It  ia  by  inducing  the  current  of  fresh  air  (Exp.  206),  or  draughty  as 
it  is  ordinarily  termed,  that  chimneys  are  speciidly  useful  They  giye 
direction  and  precision  both  to  the  incoming  cold  air  and  the  outgoing 
hot  gas.  '>^liere  there  is  no  chinmey,  the  hot  air  from  a  lamp  goes  off 
at  a  comparatively  slow  rate,  and  vaguely ;  through  the  chimney,  on 
the  other  hand,  it  flows  straight  forward  and  rapidly,  and,  of  course, 
a  correspondingly  direct  and  rapid  current  of  fresh  air  presses  in 
to  supply  its  place.  Owing  to  this  power  of  rapidly  supplying  air, 
ehinmeys  are  employed  upon  lamps  burning  petroleum  and  oliher 
highly  carbonized  oils  which  are  liable  to  smoke;  in  general  they 
are  made  use  of  upon  lamps  in  all  caaes  where  intensity  flames  are 
required. 

£xp,  209. — It  is  not  absolutely  necessary  that  the  fresh  air  should 
flow  into  a  chimney  from  below.  Divide  the 
upper  part  of  the  chimney  of  Exp.  206,  into 
two  channels,  by  hanging  in  it  a  strip  of 
aheet-iron  or  tin,  as  a  partition  at  tiie  centre 
of  the  chimney.  (See  Fig.  70.)  Place  the 
chimney  thus  divided  over  a  burning  candle, 
and  observe  that  the  candle  will  continue  to 
bum  aa  if  in  a  strong  draught  of  air,  although 
no  air  can  enter  the  chinmev  from  below. 
Hold  a  piece  of  burning  nitre-paper  (Exp. 
207)  at  the  top  of  the  divided  chimney ;  the 
amoke  will  be  drawn  down  into  the  chimney 
on  one  side  of  the  partition  and  thrown  out 
again  upon  the  other,  as  indicated  by  the  arrows  in  Fig.  70.  It  ap- 
pears from  this,  aa  well  aa  from  the  tremulous  motion  of  the  flame, 
that  a  current  of  cold  air  passes  down  upon  one  side  of  the  division 
wall  and  supplies  the  required  oxygen. 

433.  One  exceedingly  important  point  in  chemical  philosophy 
which  we  have  hitherto  taken  for  granted,  may  now  be  readily 
illustrated.  As  the  result  of  long-continued  experimentation  and 
{he  moat  ri^d  acrutiny  of  all  chemical  facta,  it  is  admitted^  aa  a 
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fdndamental  trath,  that  matter  is  indestructible.  When  sab- 
stances  ondergo  chemical  change,  none  of  their  ingredients  are 
really  destroyed,  not  an  atom  of  them  is  annihilated ;  nor,  npon 
the  other  hand,  is  any  new  matter  created ;  it  is  the  form  only  of 
the  old  substances  which  is  changed ;  their  weight  remains  in 
every  case  unaltered. 

By  bringing  about  chemical  combination  between  two  or  more 
bodies,  we  can  entirely  change  their  appearance,  their  condition, 
and  their  properties,  but  in  every  case  it  will  be  found  that  the 
weight  of  the  resulting  compounds  is  precisely  equal  to  the  sum 
of  the  weights  of  their  components.  Thus,  when  a  candle  buruB 
in  the  air  and  gradually  disappears,  none  of  the  elements  which 
oompose  it  are  either  lost  or  destroyed.  Though  by  uniting  with 
the  oxygen  of  the  air,  the  components  of  the  candle  have  been 
oonverted  into  compounds  which  are  invisible,  it  is  nevertheless 
eftsy  to  satisfy  ourselves  of  the  existence  of  these  compounds. 
Already,  in  Exps.  167, 168,  it  has  been  demonstrated  that  carbonic 
acid  and  water  are  products  of  the  combustion  of  the  candle ;  and 
we  now  proceed  to  show  that  these  products  weigh  more  than  the 
candle. 

Exp.  210. — ^Take  a  glass  tube  2  or  3  cm.  in  diameter  and  25  or  90 
cm.  long,  such,  for  example,  as  the  neck  of  a  broken  retort;  fit  a  cork 
to  each  extremity  of  the  tube,  and  at  a  distance  of  6  or  8  con.  from  its 
upper,  wider  end,  fix  across  the  tube  a  partition  of  wire  gauze.  Through 
the  upper  cork  insert  a  glass  tube,  No.  3  or  4,  bent  at  a  right  angle, 
and  in  the  lower  cork  bore  several  open  holes,  besides  a  central  orifice 
into  which  a  small  wax  taper  is  fastened.  Fill  the  space  between  the 
upper  cork  and  the  shelf  of  wire  gauze  with  recently  slaked  lime,  in 
not  too  fine  powder ;  replace  the  cork,  hang  the  tube,  with  its  contents^ 
at  the  end  of  one  arm  of  a  balance,  and  counterpoise  the  apparatus 
precisely  by  placing  shot  or  sand  in  the  pan  upon  the  other  side  of  the 
scales.  Next  make  an  "  aspirating  fiask,"  by  fitting  to  the  upper  ori- 
fice of  a  bottle  with  a  stopcock,  such  as  is  depicted  in  the  upper  part  of 
Fig.  xvii.  in  the  Appendix,  a  sound  cork,  carrying  a  glass  tube.  No.  3 
or  4 ;  the  tube  should  reach  to  the  bottom  of  the  bottle  and  be  bent  at 
a  right  angle  a  short  distance  above  the  cork. 

By  means  of  flexible  tubing,  connect  the  upper  tube  of  the  aspirating 
flask  with  the  tube  issuing  from  the  upper  cork  of  the  apparatus  upon 
the  balance,  and  open  the  stopcock  of  the  aspirator  to  such  an  extent 
that  water  shall  flow  out  from  it  slowly.    Remove  the  lower  cork  from 
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the  apparatus  upon  the  balance,  in  order  to  light  the  taper,  then  quickly 
replace  it  and  regulate  the  flow  of  water  ftom  the  aspirator,  so  that 
sufficient  air  shall  be  drawn  in  through  the  h^les  in  the  cork  which 
supports  the  taper  to  maintain  the  latter  in  lively  combustion. 

After  the  taper  has  burned  during  4  or  6  minutes,  close  the  aspirator, 
remove  the  flexible  tube  firom  the  candle  apparatus,  so  that  the  latter 
may  again  hang  freely  from  the  arm  of  the  balance,  and  observe  that 
the  weight  of  the  apparatus  is  now  greater  than  it  was  at  the  begin* 
ning  of  the  experiment,  for  the  lime  within  the  tube  has  absorbed  the 
carbonic  acid  and  water  which  were  produced  by  the  combination  of 
the  ingredients  of  the  candle  witl  the  oxygen  of  the  air. 

434.  In  order  that  any  combustible  substance  shall  bum,  or, 
in  other  words,  in  order  that  brisk  chemical  action  shall  occor 
between  the  combustible  and  the  oxygen  of  the  air,  it  must  first 
be  heated  to  a  certain  temperature,  and  then  kept  at  that  heat. 
The  temperature  at  which  any  substance  takes  fire  is  known  as 
the  kindling-temperature  of  that  substance. 

JSxp.  211. — Place  a  small  bit  of  phosphorus  and  another  of  sulphur, 
not  in  contact  with  the  first,  upon  a  fragment  of  porcelain  6  or  8  cm. 
.  across,  and  heat  them  slowly  over  the  gas-lamp.  The  phosphorus  will 
soon  take  fire  at  a  temperature  of  68^-70° ;  but  the  sulphur  will  not 
inflame  until  the  temperature  of  the  porcelain  support  has  risen  to 
about  25(P,  as  can  be  readily  ascertained  by  the  thermometer. 

As  was  just  now  said,  the  degree  of  heat  necessary  to  start 
any  fire  must  be  kept  up  continually,  or  the  fire  will  go  out. 
"Whenever  burning  bodies  are  cooled  below  the  kindling- tempe- 
rature they  are  extinguished, — the  chemical  action  which  occa- 
sioned the  appearance  of  heat  and  light  ceases. 

JEjrp.  212. — Pile  up  upon  an  iron  grate,  thick  in  metal,  and  sup- 
ported in  such  manner  that  air  may  enter  beneath  it,  several  pieces  of 
red-hot  charcoal.  The  charcoal  will  go  on  burning  until  neai  ly  all  of  it 
has  been  consumed ;  for  the  heat  generated  by  the  combustion  of  the 
portions  first  burned  keeps  up  the  temperature  necessary  to  kindle  the 
subsequent  portions. 

Upon  a  cold  grate,  similar  to  the  one  just  employed,  scatter  about 
several  small  pieces  of  red-hot  charcoal,  taking  care  that  no  two  pieces 
of  the  coal  shall  copie  in  contact,  or  be  placed  so  as  to  heat  one 
another.  Each  of  the  pieces  of  charcoal  will  soon  cease  to  burn ;  for 
the  metallic  grate  is  so  good  a  conductor  of  heat  that  it  removes  heat 
from  the  isolated  pieces  of  charcoal  more  rapidly  than  these  can  pro- 
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duce  it;  conseqiientlj  thd  tempeTatnre  of  the  charcoal  ia  soon  reduced 
to  below  the  kindling-poiift. 

A  result  similar  to  the  foregoing  is  obtained  when  any  fire  is  broken 
up  and  scattered  about  to  such  an  extent  that  its  severad  portions  caiH 
not  assist  in  one  another's  combustion — though  if,  instead  of  beiug 
placed  upon  iron,  the  separate  glowing  coals  be  laid  upon  ashes  or  dry 
earth;  thej  will  be  extinguished  only  after  a  much  longer  time,  for 
ashes  and  dry  earth  are  yery  poor  conductora  of  heat  in  comparison 
with  iron. 

In  all  ordinary  fires  the  heat  evolved  by  the  combustion  of 
the  fuel  is  more  than  sufficient  to  maintain  a  temperature  higher 
than  the  kindling-point  of  the  fuel — though,  generally  speaking, 
the  fuel  becomes  at  last  so  clogged  with  ashes,  that  the  oxygen 
of  the  air  cannot  get  at  the  remaining  combustible  matter  in 
sufficient  quantity  to  maintain  lively  chemical  action. 

435.  Precisely  as  coals  can  be  extinguished  by  placing  them 
upon  cold  metal,  so  flames  may  be  put  out. 

Exp.  213. — ^Upon  a  ring  of  the  iron  stand  place  a  sheet  of  clean 
wire  gauze  about  10  cm.  square ;  lower  the  ring  so  that  the  gauxe 
shall  be  pressed  down  upon  the  flame  of  a  lamp  or  candle  almost  to 
the  wick,  as  shown  in  Fig.  71.  No  flame  will  be 
seen  above  the  gauze,  but  instead  of  flame  a  doud 
of  smoke.  The  gauze  is  a  mere  open  sieve ;  there 
is  nothing  about  it  which  can  prevent  the  gas, 
which  was  just  now  bmning  with  flame  above 
the  wick  of  the  candle,  from  passing  through. 
Indeed  it  may  be  seen  from  the  smoke  that  the 
particles  of  carbon  which,  in  the  original  undis- 
turbed flame,  were  becoming  incandescent,  and  so  affording  light,  do 
now  actually  come  through  the  gauze. 

The  explanation  of  the  phenomenon  is  simply  that  the  metallic 
sieve  conducts  away  so  much  heat  that  the  temperature  of  the  candle- 
flame  is  reduced  to  below  the  kindling-point.  That  this  is  really  so  is 
proved  by  the  fact  that,  after  the  gauze  has  become  sufliciently  heated 
by  lon^-continued  contact  with  the  flame  below — ^after  it  has  attained 
the  kindling-point  of  the  candle-gas,  it  will  no  longer  extinguish  the 
flame.  In  like  manner,  a  candle-flame  may  be  cooled  to  such  an  ex« 
tent  that  it  wUl  go  out,  by  placing  over  it  a  small  coil  of  cold  copper 
wire,  while  if  the  wire  be  previously  heated  the  flame  will  continue 
to  bum. 

If  the  smoke  and  unbumed  gas  which  has  passed  through  the  cold 
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wire  gauze  be  touehed  with  a  lighted  match|  and  so  brought  to  the 
kindling  temperature,  it  will  burst  into  flame. 

The  power  of  wire  gauze  to  prevent  the  passage  of  flame  has  been 
usefully  applied  in  several  ways,  notably  for  the  prevention  of  explo- 
sions in  those  coal-mines  which  are  liable  to  accumulations  of  marsh- 
gas.  For  this  purpose  safety-lamps  are  constructed  by  enclosing  an 
ordinary  oil-lamp  completely  in  wire  gauze,  so  that  the  flame  within 
the  gauze  cannot  kindle  any  combustible  or  explosive  gas  into  which  it 
may  be  carried.  In  case  such  a  lamp  be  carried  into  a  place  filled  with 
explosive  gas,  the  latter  will,  of  course,  pass  into  the  lamp  through  the 
meshes  of  the  gauze  and  bum  within  the  cage.  This  combustion  givea 
warning  of  the  presence  of  the  dangerous  gas,  and  indicates  to  th* 
workman  that  he  should  withdraw  from  the  locality ;  the  gas  can  then 
be  expelled  by  appropriate  methods  of  ventilation. 

The  wire-gauze  lamps  employed  in  chemical  laboratories  (for 
one  form  of  which  see  Appendix,  Fig.  viii.)  are  simply  applica- 
tions of  the  same  general  idea. 

£xp,  214. — Beneath  the  sheet  of  wire  gauze  of  Exp.  218,  place  an 
unlighted  ordinary  gas-lamp  (Bunsen's  burner),  at  such  distance  that 
the  gauze  shall  be  3  or  4  cm.  above  the  top  of  the  lamp ;  turn  on  the 
gas  and  light  it  above  the  wire  gauze ;  it  will  continue  to  bum  on  the 
top  of  the  gauze  for  an  indefinite  period,  for  the  gauze  will,  in  this 
case,  always  be  kept  cool  by  the  cold  gas  which  is  continually  passing 
through  it.  Carefully  and  gradually  lift  the  ring  which  carries  tha 
gauze,  and  determine  how  far  it  is  possible  to  lift  the  gauze  above  tha 
gas-jet  without  extinguishing  the  flame. 

The  student  will  remember  that  other  experiments  illustrating  the 
influence  of  cooling  agencies  in  extinguishing  combustion  (Exps.  136 
and  154),  have  already  been  performed.  Compare  also  Exp.  196  and 
{  200,  as  regards  kindling. 

436.  An  effect  somewhat  similar  to  that  produced  by  wire 
gauze  is  often  seen  in  ordinary  fires.  When  a  mass  of  red-hot 
anthracite,  charcoal,  or  coke  is  burning  freely  upon  a  grate  in 
the  open  air,  there  is  always  a  blue  flame  of  carbonic  oxide 
burning  above  the  coal.  This  gas  results  from  the  reduction  of 
carbonic  acid  by  means  of  hot  carbon,  precisely  as  in  Exp.  181. 
Air  enters  at  the  bottom  of  the  grate  and  combines  with  the  hot 
coal  which  it  finds  there  to  form  carbonic  acid  (CO,).  This  car- 
bonic acid,  as  it  rises  through  the  hot  coal  in  the  middle  of  the 
fire,  is  deprived  by  the  heated  carbon  of  half  its  oxygen, 

CO,  +  C  «=  2C0, 
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10  that  two  molecnlee  of  carbonic  oxide  gas  finally  emerge  at  the 
top  of  the  coal,  instead  of  the  single  molecule  of  carbonic  add 
which  was  formed  at  first.  The  carbonic  oxide  being  combus- 
tible, will  at  once  take  fire  on  coming  in  contact  with  the  air, 
proyided  the  temperature  at  the  summit  of  the  fire  be  equal  to 
the  kindling-temperature  of  carbonic  oxide.  But  if  the  tempe- 
rature of  the  fire  is  in  any  way  reduced  below  this  point,  as,  for 
example,  by  throwing  on  too  large  a  quantity  of  cold  fuel,  which 
is,  of  course,  equivalent  to  covering  the  fire  with  a  sheet  of  wire 
gauze,  then  the  carbonic  oxide  will  be  extinguished,  and,  escaping 
into  the  chimney,  will  produce  no  useful  effect. 

Were  it  not  for  the  formation  of  carbonic  oxide,  as  above  men- 
tioned, neither  anthracite  coal,  nor  coke,  nor  charcoal  would  bum 
with  flame  after  having  once  got  well  on  fire ;  they  would  simply 
glow,  as  a  single  live  coal,  or  a  bar  of  metal,  glows  when  taken 
from  the  fire. 

437.  In  heating  steam-boilers  and  other  large  vessels,  it  is 
often  a  point  of  great  importance  to  obtain  from  the  fuel  a  large 
flame,  in  order  that  the  heat  from  the  fuel  may  be  quickly  dis- 
tributed and  brought  into  contact  with  the  matter  to  be  heated. 
With  anthracite  and  coke  this  result  is  eflected  by  placing  be- 
neath the  grate,  upon  which  the  fuel  is  burned,  a  quantity  of 
water.  From  this  water  steam  gradually  rises,  as  hot  a8he3  and 
cinders  fall  into  it  and  as  heat  radiates  down  upon  it  from  the 
fire  above.  The  steam,  as  it  enters  the  fire,  is  decomposed  by 
the  hot  coal  (see  Exp.  156),  in  accordance  with  the  following 
reaction, 

0  +  H,0  «  CO  +  2H, 

and  the  combustible  gases  thus  obtained  are  superadded  to  the 
carbonic  oxide  which  is  formed  in  due  course  from  the  action  of 
air  upon  the  coal.  All  these  gases  bum  again  to  carbonic  acid 
and  water  above  the  fire,  where  air  is  thrown  in  to  meet  them 
through  appropriate  orifices.  In  this  use  of  water  as  an  adjunct 
to  the  combustion  of  coal,  the  absolute  amount  of  heat  given  off 
by  the  fuel  is  in  nowise  increased ;  but  in  many  instances  much 
heat  may  undoubtedly  be  saved  by  thus  equally  distributing  and 
applpng  it  by  means  of  flame. 

438.  On  the  other  hand,  furnaces  are  sometimes  seen  con- 
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Boming  fuel  under  snch  conditions  that  all  the  carbonic  oxide 
produced  within  them  escapes  unbumed  into  the  chimney.  In 
such  cliseSy  more  than  two-thirds  of  the  amount  of  iieat  which 
the  fuel  is  capable  of  yielding  must  necessarily  be  lost ;  for  while 
1  gramme  of  charcoal  gives  off  in  burning  to  carbonic  acid 
8080  units  of  heat  (§  55),  1  gramme  of  carbon  in  burning  to 
carbonic  oxide  gives  off  only  2473  units  of  heat.  The  number 
last  given  is  determined  as  follows.  It  has  been  found,  by  direct 
experiment,  that  1  gramme  of  carbonic  oxide,  on  being  burned 
to  carbonic  acid,  yields  2403  units  of  heat;  carbonic  oxide  is 
composed  (§  422)  of  one  atom  of  carbon,  weighing  12,  and  one 
atom  oi  oxygen  weighing  16, — the  weight  of  the  molecule  of  car- 
bonic oxide  being  consequently  28.  In  one  gramme  of  carbonic 
oxide,  therefore,  there  can  bo  only  ^ J  «=  0*4286  of  a  gramme  of 
carbon;  but  0-4286  :  1  =  2403  ;  a:=5607,  whence  it  appears 
that  there  is  evolved  by  one  gramme  of  carbon  in  carbonic  oxide 
5607  units  of  heat  when  this  carbon  unites  with  the  additional 
oxygen  to  form  carbonic  acid ;  and  the  difference  between  this 
number  (5607)  and  the  number  (8080)  denoting  the  amount  of 
heat  given  off  by  one  gramme  of  charcoal  in  burning  to  carbonic 
acid  will  show  how  much  heat  is  evolved  by  one  gramme  of 
carbon  burned  to  carbonic  oxide:  8080—5607=2473,  as  above 
stated. 

In  order  to  thoroughly  bum  the  carbonic  oxide  in  any  case, 
the  stove  or  furnace  should  be  so  arranged  that  a  volume  of  air, 
as  large  as  that  which  has  already  passed  through  the  fire,  can 
be  constantly  supplied  to  the  carbonic  oxide  and  nitrogen  as  they 
emerge  from  the  coal,  and  be  intimately  mixed  with  these  gases 
while'  they  are  still  hot 

439.  The  amount  of  air  needed  for  the  complete  combustion  of 
coal  or  other  fuel  can  always  be  readily  calculated.  We  have 
only  to  determine  how  much  oxygen  will  be  needed  by  the  com- 
bustible, and  then  how  much  air  must  be  taken  in  order  to  supply 
this  oxygen.  Let  it  be  supposed,  for  example,  that  we  wish  to 
learn  how  much  air  is  needed  in  order  to  bum  one  kilogramme 
of  charcoal.  Having  learned  the  full  significance  of  the  formula 
CO,,  a  moment's  consideration  of  this  formula  informs  us  that, 
for  every  12  parts  by  weight  of  carbon,  32  parts  by  weight  of 
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oxygen  are  needed  in  order  to  its  complete  oombnstion,  or,  fbr 
one  part  of  carbon,  2*67  parts  of  oxygen.  Air  contains  23*1  per 
cent,  of  oxygen  by  weight;  hence  the  proportion  23*1:  100= 
2-67:  ^s  11*558,  from  which  it  appears  that  to  bnrn  1  kilo,  of 
charcoal,  11*558  kilos,  of  air  are  needed.  Since  the  weight  of  a 
litre  of  air,  at  the  ordinary  temperature,  is  only  1*2258  grm., 
these  11*558  kilos,  of  air  will  occupy  about  9429  litres,  or,  in  other 
words,  nearly  9a|  cubic  metres.  In  round  numbers,  it  may  be 
said  that  about  12  kilos.,  or  9|  cubic  metres,  of  air  are  required 
to  bum  one  kilo,  of  charcoaL  For  coke  and  anthracite,  correc- 
tions must,  of  course,  be  made  for  the  ashes  which  they  contain, 
as  well  as  for  a  certain  portion  of  hydrogen  which  may  also  be 
present.  If  a  gramme  of  pure  carbon  will  disengage  8080  units 
of  heat,  a  gramme  of  well-burned  coke,  containing  15  per  cent  of 
ashes,  will  disengage  only  6863  units. 

440.  ClUoride  of  Carbon  (CCl^). — Chlorine  does  not  unite  di- 
rectly with  carbon  ;  but  several  compounds  of  the  two  elements 
can  be  obtained  by  subjecting  compounds  of  carbon  and  hydro- 
gen to  the  action  of  chlorine.  Of  these  compounds,  only  the  so- 
called  bichloride  (CCl^)  need  here  be  mentioned,  the  others  being 
usually  treated  of  in  works  upon  organic  chemistry.  Bichloride 
of  carbon  may  be  obtained  by  the  action  of  chlorine  on  marsh- 
gas,  by  subjecting  chloroform  or  wood-spirit  to  the  action  of  an 
excess  of  chlorine  in  sunlight,  by  passing  a  mixture  of  bisulphide- 
of-carbon  vapor  and  chlorine  through  a  red-hot  porcelain  tube, 
or  by  the  action  of  quinquichloride  of  antimony  upon  bisulphide 
of  carbon : — 

CS,  +  2Sba,  «  CCl^  +  2SbCl,  +  28. 

At  the  ordinary  temperature  of  the  air  it  is  a  transparent,  color- 
less liquid,  of  pungent  aromatic  odor,  boiling  at  77%  and  having 
a  specific  gravity  of  1*56.  At  —23°  it  solidifies  in  the  form  of 
crystals  of  pearly  lustre.  The  specific  gravity  of  its  vapor  haa 
been  determined  to  be  76*96,  which  would  indicate  that  a  mole- 
cule of  the  vapor  is  composed  of  1  atom  of  carbon  and  4  volumes  of 
chlorine,  condensed  to  2  unit-volumes : — 

For,  since  the  weight  of  one  atom  of  carbon  is  •  .  •  «  •  •  12 
And  the  weight  of  4  atoms  of  chlorine  is 142 

The  weight  of  the  two  volumes  of  gas  produced  would  be     •    •    154 
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And  the  weight  of  1  volume  would  he  77 y  a  numto  with  which  the 
experimental  determination  reiy  nearly  agrees. 

In  composition,  this  chloride  of  carhon  (CCIJ  is  analogous  to 
the  hydride  CH^  which  we  have  already  studied  under  the  namo 
light  carburetted  hydrogen,  or  marsh -gas  (§  392),  and  in  the 
same  way  that  the  hydride  maybe  converted  into  the  chloride  by 
acting  upon  it  with  chlorine,  so,  conversely,  the  chloride,  on  being 
brought  into  contact  with  water  and  sodium-amalgam  (§  97), 
may  be  deprived  of  chlorine  and  converted  back  into  the  hy- 
dride,— the  hydrogen  of  the  water  being  substituted  for  the 
chlorine,  which,  like  the  oxygen  of  the  water,  unites  with  the 

■ 

sodium. 

441.  Compounds  of  Carhon  and  Nitrogen. — ^With  nitrogen, 
carbon  forms  a  number  of  highly  interesting  compounds,  which 
may  be  found  treated  of  in  works  upon  organic  chemistry.  Fro^ 
minent  among  these  compounds  are  cyanogen,  CN  (§  384),  and 
oyanhydric  acid,  HCN.  Cyanhydric  acid  corresponds  to  chlor- 
hydric  acid  and  the  other  hydrides  of  the  chlorine  group  of  ele- 
ments ;  by  its  action  upon  metallic  oxides  there  may  be  formed 
a  series  of  cyanides  of  the  metals,  corresponding  perfectly  with 
the  metallic  chlorides : — 

M,0  +  2H(CN)  «  2M(CN)  +  H,0. 
M,0  +  2HC1       =  2MC1       +  H,0. 

The  group  of  atoms  (CN)  which  constitutes  cyanogen,  acts,  in 
fact,  as  if  it  were  a  single  element.  In  the  same  way  that  the 
group  NH^,  called  ammonium,  is  capable  of  replacing  a  metal 
like  sodium  (see  §  91),  so  the  group  CN  can  replace  cblorine  and 
the  elements  allied  to  chlorine.  Groups  or  knots  of  atoms,  such 
as  these,  are  often  called  compound  radicals,  Cyanhydric  acid, 
or  prussic  acid  as  it  is  sometimes  called,  is  notorious  as  a  violent 
poison.  Many  of  the  cyanides  are  of  great  importance  in  the 
arts,  particularly  in  processes  of  gilding,  plating,  electrotyping, 
and  dyeing,  as  well  as  in  the  preparation  of  pigments.  Some  of 
them  will  be  described  hereafter  under  the  respective  metals. 

442.  Bisulphide  of  Carhon  (CS,),  or  sulpho- carbonic  acid,  as 
it  is  often  called,  is  especially  interesting  from  its  correspondence 
with  th&  binoxide  of  carbon,  carbonic  acid,  in  accordance  with  the 
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general  rule  that  sulphur  compounds  are  analogous  to  the  com- 
pounds of  oxygen.  With  the  metallic  sulphides  this  compound 
forms  a  series  of  salts,  of  the  general  formula  M^CS,,  or  M,S,CS,, 
analogous  to  those  formed  hy  the  union  of  carbonic  acid  with 
the  metallic  oxides,  the  general  formula  of  which,  as  we  know,  is 
M,CO,  or  M,0,CO,. 

Bisulphide  of  carbon  may  be  obtained  by  bringing  the  vapor  of 
sulphur  in  contact  with  red-hot  charcoal.  It  is  a  mobile,  colorless 
liquid  of  1*27  specific  gravity,  which  refracts  light  powerfully^  It 
boils  at  45^  and  evaporates  rapidly  at  the  ordinary  temperature  of 
the  air.  The  density  of  its  vapor  is  38-19.  It  has  a  peculiarly 
fetid  odor,  and  is  very  easily  inflammable,,  burning  with  a  blue' 
flame  to  carbonic  and  sulphurous  acids.  It  is  not  soluble  in  water, 
but  is  easily  soluble  in  alcohol,  and  is  itself  a  powerful  solvent  of 
fats  and  various  other  substances ;  it  has  been,  of  late  years, 
somewhat  extensively  employed  as  a  solvent  of  phosphorus  (§  274) 
and  of  chloride  of  sulphur  (§  246)  in  the  cold  process  of  vulcanizing 
caoutchouc.  Mixtures  of  its  vapor  with  oxygen,  air,  nitric  oxide, 
and  other  gaseous  oxygen  compounds  burn,  without  violent  ex- 
plosion, with  a  sudden  brilliant  flash  of  intensely  blue  light.  This 
flame  is  remarkable  for  its  great  actinic  power ;  it  acts  very  ener- 
getically upon  a  prepared  daguerreotype  plate,  and  causes  a  mix- 
ture of  hydrogen  and  chlorine  to  combine  almost  as  readily  as 
sunlight  would  (Exp.  53). 

JErp.  215.— Fill  a  tall  bottle,  of  the  capacity  of  700  or  800  c.  c,  with 
nitric  oxide  gas,  at  the  water-pan ;  cover  the  bottle  with  a  plate  of  glass 
and  stand  it  upright  upon  the  table ;  draw  the  cover  aside  far  enough 
to  admit  of  the  introduction,  from  a  pipette,  of  8  or  10  c  c.  of  liquid 
bisulphide  of  carbon ;  replace  the  cover  and  leave  the  bottle  at  rest 
for  a  few  minutes,  in  order  that  the  vapor  of  the  bisulphide  may  have 
time  to  difluse  throus^h  the  nitric  oxide.  Fi  Rally,  touch  a  li^bt^d  nio<xih 
to  uiu  opened  moutn  of  tne  bottle  aaa  oDserve  tne  biiJiaiil  flame  wluch 
is  produced. 
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BOBOV. 

443.  Boron  is  an  element  ot  tne  same  nalnral  family  as  carbotu 
It  is  found  in  nature,  in  combination  with  oxygon,  as  boracio 
acidy  and  in  combination  with  oxygen  and  some  of  the  metals — 
notably  as  a  biborate  of  sodium,  commonly  called  borax,  and  as  a 
double  borate  of  sodium  and  of  calcium. 

.  In  certain  volcanic  districts  in  Tuscany,  jets  of  steam  mixed 
with  other  vapors  escape  continually  from  cracks  in  the  soil,  and 
bring  to  the  surface  small  quantities  of  boracic  acid.  Since  boracio 
acid  is  not  volatile,  in  the  ordinary  sense  of  the  term,  at  tempera- 
tures so  low  as  100^,  it  appears  that  it  is  transported  mechanically 
by  the  steam,  much  in  the  same  way  that  dust  is  carried  along 
by  a  current  of  air.  The  jets  of  vapor,  laden  with  boracio  acid, 
are  made  to  bubble  through  water  as  they  escape  from  the  earth; 
this  water  retains  the  acid,  and  so  concentrates  it  to  a  very  con- 
siderable extent.  After  the  water  has  become  as  highly  charged 
with  the  acid  as  has  been  found  in  practice  to  be  desirable,  it  is 
run  off  into  pans,  lower  down  upon  the  hill-side,  beneath  which 
hot  jets  of  vapor  from  the  earth  are  caused  to  circulate.  The 
excess  of  water  is  thus  evaporated  by  heat  which  the  earth  sup- 
plies, and  the  solution  becomes  so  concentrated  that,  on  cooling, 
crystals  of  boracic  acid  separate  from  it.  About  120  millions  of 
kilogrammes  of  water  are  thus  evaporated  annually,  and  1,300,000 
kilogrammes  of  boracic  acid  produced  without  tho  intervention  of 
any  artificial  motor  or  the  consumption  of  any  fuel.  After  having 
been  purified,  the  boracic  acid  is  sent  into  commerce  as  such,  or 
it  is  treated  with  a  hot  solution  of  carbonate  of  sodium,  and  so 
converted  into  borax. 

Besides  this  principal  source  of  the  boron  compounds,  a  certain 
quantity  of  native  borax  is  obtained  from  the  mud  and  waters  of 
certain  lakes  in  Tartary,  Ceylon,  Thibet,  and  California.  In 
Peru,  also,  a  mineral  composed  of  borate  of  sodium  and  borate  of 
calcium  is  found  associated  with  nitrate  of  sodium. 
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444.  The  element  boron  has  been  obtained  in  two  distinct  alio- 
tropic  conditions  (§§  162,  366)  comparable  with  those  of  carbon. 
It  can  be  had  amorphous  like  charcoal^  and  crystallized  like  the 
diamond. 

To  prepare  the  diamond-like  modification,  fused  boraeic  acid  is  in- 
tensely heated  with  metallic  aluminum ;  a  portion  of  the  aluminum 
takes  oxygen  away  from  the  boron,  while  another  portion  of  the  molten 
metal  dissolves  this  boron  as  fast  as  it  is  formed.  As  soon  aa  the 
solution  has  become  saturated  (that  is  to  say,  when  the  melted  alu- 
minum has  dissolved  aU  the  boron  that  it  is  capable  of  dissolving),  a 
portion  of  this  boron  is  deposited  in  diamond-like  crystals.  When  the 
crucible  and  its  contents  are  broken  up  after  cooling,  these  crystals  are 
found  lining  cavities  within  the  mass. 

The  amorphous  modification  may  be  prepared  by  heating  together 
boraeic  acid  and  metallic  sodium  or  potassium  beneath  a  layer  of  fused 
chloride  of  sodium.  After  having  been  allowed  to  cool,  the  products 
of  the  reaction  are  treated  with  water,  which  dissolves  away  the  chlo- 
ride and  the  borate  of  sodium,  and  leaves  the  boron  as  an  amorphous 
powder  which  may  be  collected  upon  a  filter. 

-  A  third  variety  of  boron,  similar  to  graphite,  was  at  one  time  de- 
scribed ;  but  recent  experiments  have  shown  that  the  so-called  graphi- 
toidal  boron  is  really  a  boride  of  aluminum  (AlB,). 

445.  Of  the  properties  of  these  varieties  of  boron,  little  need 
here  be  said ;  thoy  are  analogous  to,  and  closely  resemble,  the 
corresponding  modifications  of  carbon,  which  have  already  been 
fully  described.  The  diamond  modification  is  transparent,  and 
sometimes  colorless,  though  usually  of  a  yellow  or  reddish  color. 
It  crystallizes  in  the  same  forms  as  the  real  diamond,  and  refracts 
light  very  powerfully.  Its  specific  gravity  is  2-68.  It  is  almost 
as  hard  as  the  real  diamond,  being  capable  of  scratching  the  ruby, 
and  even  of  polishing  the  diamond.  It  is  only  with  extreme 
difficulty  that  it  can  be  burned  in  oxygen,  since  a  coating  of  boraeic 
add  soon  forms  which  protects  it  from  farther  action  of  the  oxy- 
gen. It  is  remarkable  that  at  the  moment  of  its  combustion  it 
swells  up  as  the  diamond  does  when  intensely  heated.  Amor- 
phous boron  is  an  infusible  greenish  powder,  which  readily  takes 
fire  on  being  heated  in  air  or  oxygen.  It  is.  in  fact,  necessary,  in 
preparing  it,  to  take  care  that  the  filters  upon  which  it  has  been 
collected  shall  be  dried  at  low  temperatures,  lest  the  finely  divided 
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boron  take  fire  spontaneouely ;  if  txf^oeei  to  the  son's  rays  in 
sammer,  the  filters  containing  boron  will  often  take  fire  as  soon  as 
they  have  become  dry.  Unlike  the  other  modification  of  boron,  it 
is  readily  attacked  by  most  chemical  agents.  Like  the  correspond- 
ing modification  of  carbon,  it  is  an  energetic  reducing  agent. 

No  compound  of  boron  and  hydrogen  has  yet  been  discovered^ 
but  it  unites  readily  with  chlorine,  bromine,  and  iodine ;  it  can 
be  made  to  combine  also  with  fluorine,  nitrogen,  and  sulphur. 

446.  The  best-known  of  the  compounds  of  boron  is  tiie  oxide 
B,0,,  called  boracic  add.  This  oxide  ooours  ready  formed  in  na- 
ture, as  has  been  said,  and  is  the  sole  product  when  boron  is  burned 
in  oxygen.  The  composition  of  boracio  acid  may  be  determined 
synthetically  by  burning  amorphous  boron  in  pure  oxygen,  or  by 
treating  it  with  nitric  acid.  A  certain  definite  weight  of  boron 
being  taken  in  the  first  instance,  the  weight  of  the  dry  boracio 
acid  obtained  is  carefully  determined,  and  from  these  data  the 
percentage  composition  of  the  boracio  acid  is  calculated;  100 

grammes  of  boracic  add  consist  of 

« 
Oxygen   •    •    •    • 68*78  grammes. 

Boron 81*32       „ 

From  the  spedfic  gravities  of  the  vapors  of  chloride  of  boron  and 
of  fluoride  of  boron,  as  determined  by  experiment,  and  from  some 
other  rather  incondudve  coneidei*ations  which  need  not  here  be 
dwelt  upon,  chemists  have  been  led  to  admit  that  the  atomic  com- 
position of  boracic  acid  may  be  represented  by  the  formula  B,0,. 
If  boracic  acid  be  really  composed  of  8  atoms  of  oxygen  and  2 
atoms  of  boron,  the  weight  of  the  atom  of  boron  will  follow  from 
the  proportion  68*78 :  31*32^(16  x  3)  :  a?,  in  which  16  equals  the 
weight  of  an  atom  of  oxygen  and  x  the  weight  of  two  atoms  of 
^ron.  Upon  this  aasumption,  the  weight  of  one  atom  of  boron 
wiU  be  10*93. 

447.  Borads  add  is  but  a  feeble  add  at  the  ordinary  tempera- 
ture, and  may  be  set  fr«e  from  its  compounds  by  almost  any  of 
the  acids,  excepting  carbonic  add. 

JSxp.  216. — Dissolve  4  grms.  of  borax  in  10  grms.  of  boiling  water, 
in  a  beaker  glass  or  porcelain  capsule  of  SO  or  40  c.  c.  capacity,  and 
add  to  the  solution  2*6  grms.  of  concentrated  chlorh^dric  add.    After 
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the  lapse  of  some  time,  hydrated  boracic  acid  will  "be  deposited  from 
the  solution  in  the  form  of  glistenin^i  colorless  plates  or  scales.  These 
crystals  contain  as  much  as  43*6  per  cent  of  water ;  their  formula  is 
H3BO,,  or,  dualistic,  3H,0,  B,0,. 

On  being  heated  in  a  clean  iron  spoon,  the  crystals  will  first  dissolye 
in  the  water  which  they  contain,  or,  as  the  fact  is  usually  stated,  thejr 
will ''  melt  in  their  water  of  crystallization ; "  if  the  heat  be  continued, 
the  mass  will  become  pasty,  and  will  swell  up  as  the  water  is  expelled. 
After  all  the  water  has  been  driven  off  by  strong  heat,  the  anhydrous 
acid  is  left  as  a  clear,  viscous  liquid,  from  which  long  threads  of  the 
solid  acid  may  be  drawn  out  by  touching  the  surface  of  the  liquid  with 
the  end  of  a  stick  or  glass  rod,  and  then  gently  puUing  away  the  stick 
with  the  matter  which  has  adhered  to  it 

If  the  fused  acid  be  allowed  to  cool,  it  will  solidify  to  a  hard,  trans* 
parent  glass,  which  soon  cracks  in  every  direction  and  splits  up  into 
fragments. 

Anhydrous  boracic  acid  is  of  about  1*8  specific  gravity ;  it  is 
odorless  and  destitute  of  corrosive  power ;  it  has  a  slightly  bitter, 
but  not  sour,  taste. .  It  is  much  more  soluble  in  hot  than  in  cold 
water,  and  more  soluble  in  alcohol  than  in  water.  It  imparts  to 
the  flame  of  burning  alcohol  a  peculiar  green  tint,  which  is  quite 
characteristic,  and  affords  a  valuable  test  by  which  the  presence 
of  the  acid  may  be  detected.  Upon  litoius  and  turmeric,  boracio 
acid  acts  somewhat  differently  from  other  acids. 

Exp,  217. — Dissolve  a  little  of  th^  crystallized  boracic  acid  of  Exp. 
216,  in  a  teaspoonful  of  alcohol  in  a  small  porcelain  capsule.  Set  fire 
to  the  alcohol  and  stir  the  burning  solution  with  a  rod,  or  agitate  it  by 
jarring  the  dish.  Or  moisten  a  tufb  of  cotton  with  alcohol,  strew  upon 
it  some  powdered  boracic  acid,  and  light  the  alchohol.  In  either  case 
the  flame  of  the  alcohol  will  be  of  a  fine  green  color. 

Exp.  218. — Pour  into  a  test-glass  20  or  30  c  c.  of  a  solution  of  blue 
litmus ;  in  a  small  quantity  of  water,  contained  in  another  test-glass 
or  tube,  dissolve  a  little  of  the  boracic  add  of  Exp.  216 ;  add  the 
solution  of  boracic  acid  to  the  litmus,  and  observe  that  the  Color  of 
the  latter  changes  to  a  brownish  wine-red,  decidedly  different  from  the 
bright  clear  red  which  is  obtained  by  the  action  of  other  acids  upon 
litmus.  If  a  large  quantity  of  boracic  add,  however,  be  added  to  a 
small  portion  of  the  litmus  solution,  the  latter  will  be  colored  strongly, 
as  if  by  a' powerful  acid. 

Exp.  219. — ^Dip  into  a  solution  of  boracic  add  a  slip  of  yellow  tur- 
meric paper,  and  observe  that  the  yellow  color  is  changed  to  brown. 
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as  it  would  be  by  ammonia-water  or  by  any  other  alkaline  solution. 
None  of  the  other  acids  produce  a  like  effect 

448.  When  an  aqueous  solution  of  boracic  acid  is  boiled,  an 
appreciable  quantity  of  the  add  goes  off  with  the  vapor  of  water ; 
but  the  dry  acid,  when  heated  by  itself,  is  nevertheless  one  of 
the  least  volatile  of  all  the  acids.  It  does  slowly  sublime,  however, 
at  a  white  heat,  and  may  be  completely  evaporated,  if  left  for  a 
long  time  in  the  hottest  part  of  a  porcelain  furnace.  As  a  con- 
sequence of  this  fixity,  or  lack  of  volatility,  it  follows  that  boracic 
acid  is  a  comparatively  powerfal  add  at  temperatures  high  enough 
to  volatilize  the  ordinary  acids.  On  being  heated  with  nitrates, 
or  sulphates,  for  example,  it  quickly  expels  nitric  or  sulphuric 
acid,  and  unites  with  the  other  ingredients  of  the  salt,  though 
either  of  these  acids  would  at  once  decompose  the  borate  thus 
formed,  if  they  were  collected  and  added  to  it  at  the  ordinary 
temperature.  Even  phosphoric  add  is  expelled  by  it  from  the 
phosphates. 

449.  Chloride  of  Boron  (BCl,)  is  a  oolorldto,  mobile  liquid,  of 
1'35  specific  gravity,  which  boils  at  17**.  The  specific  gravity  of 
its  vapor  has  been  found  to  be  58*78,  a  result  which  points  directly 
to  the  formula  BCl,  as  representing  the  true  composition  of  the 
compound. 

From  the  weight  of  2  vols,  of  chloride  of  boron  (58*78x2)  .  117*56 
Subtract  the  weight  of  3  vols,  of  chlorine  (36*5x3)       •    •    .  106*50 

and  the  remainder  will  be..... 11*06 

a  number  almost  precisely  equal  to  the  weight  of  one  atom  of  boron 
as  previously  determined  (§  446). 

Upon  being  mixed  with  water,  chloride  of  boron  decomposes,  with 
formation  of  boracic  and  chlorhydric  acids : — 

2BC1,  -h  3H,0  =  B,0,  -h  6HC1. 

Chloride  of  boron  may  be  prepared  by  slightly  heating  amorphous 
boron  in  an  atmosphere  of  chlorine,  or  more  readily  by  pasdng 
a  current  of  chlorine  over  a  mixture  of  anhydrous  boracic  acid 
and  charcoal,  heated  to  redness  in  a  porcelain  tube.  In  presence 
of  the  hot  charcoal  which  stands  ready  to  take  oxygen  from  the 
boracic  acid,  chlorine  can  take  boron  away  from  boracic  add ;  and, 
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conversely,  in  presence  of  the  chlorine,  ready  to  combine  with  the 
boron,  carbon  can  take  away  oxygen : — 

B^O,  +  3C  +  6C1  =  2BC1,  +  3C0. 

The  method  here  described,  of  converting  an  oxide  into  a  chloride 
through  the  intervention  of  carbon,  is  a  method  of  very  general 
applicability,  and  is  often  employed  for  the  preparation  of  chlorides 
of  the  metals. 

450.  Flvoride  of  Boron  (BFl,)  is  a  colorless  gas  of  34*19  spe- 
cific gravity,  as  determined  by  experiment.  Upon  the  assump- 
tion that  an  atom  of  boron  weighs  11,  its  specific  gravity  would 
be  (ll+3xl9)-T-2=34.  It  fumes  strongly  in  damp  air,  and, 
by  pressure,  may  be  readily  condensed  to  a  colorless  and  very 
mobile  liquid.  The  gas  is  exceedingly  caustic  and  corrosive  ;  it 
carbonizes  and  destroys  wood  and  other  organic  substances,  in 
the  same  way  as  concentrated  sulphuric  acid.  As  with  sulphuric 
acid  (Exp.  104),  so  here,  the  fluoride  of  boron  unites  with  the 
elements  of  water  w^ch  are  contained  in  the  organic  matter,  and 
the  integrity  of  the  latter  is  destroyed. 

451.  Fluoride  of  boron  is  absorbed  by  water  rapidly  and  in 
large  quantity,  1  volume  of  water  being  capable  of  dissolving  70O 
or  800  volumes  of  the  gas ;  but  in  the  act  of  solution  decom- 
position occurs  as  well,  and  there  is  obtained,  not  a  simple  solution 
of  fluoride  of  boron  in  water,  but  a  mixture,  or  rather  a  com- 
pound, of  fluorhydric  and  boracic  acids : — 

2BFI3  +  3H,0  =  B,03,6HFL 

The  reaction  is  interesting  in  all  its  stages,  inasmuch  as  it  well 
illustrates  the  vagueness  and  indefinitcness  of  a  considerable  class 
of  chemical  reactions.  When  water  dissolves  fluoride  of  boron, 
it  increases  in  bulk  to  a  considerable  extent,  and  in  density  also, 
its  specific  gravity  rising  as  high  as  1*77.  Upon  warming  the 
saturated  solution,  some  fluoride  of  boron  is  again  disengaged, 
perhaps  as  much  as  one-fifth  of  all  that  had  been  absorbed ;  but 
on  continuing  to  heat  the  solution,  it  distils  over  unchanged,  and 
the  condensed  liquid  presents  the  appearance  of  oil  of  vitriol.  In 
it  the  elements  of  boracic  and  fluorhydric  acids  are  undoubtedly 
iheld  together  in  a  loose  condition  of  chemical  combination.  By 
^many  chemists  the  compound  is  called  fluoboric  acid,  though,  in 
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order  to  avoid  confudion,  it  would,  perhaps,  be  better  if  the  name 
iluorhydrate  of  boracic  acid  were  allotted  to  it ;  for  when  this 
compound  is  largely  dilated  with  water,  boracic  acid  is  deposited, 
and  another  add  compound  is  left  in  solution,  the  composition  of 
which  may  be  represented  by  the  formula  HFl,BFl3.  This  new 
acid  is  called  indifferently  fluoboric  acid  or  fluorborhydric  acid, 
and  the  salts  formed  by  its  union  with  metals  are  caUed  fluobo- 
rates.  It  is  remarkable  that  the  first^named  compound,  the  flnor- 
hydrate  of  boracic  acid,  upon  being  neutralized  with  alkalies, 
yields,  not  mixtures  of  a  borate  and  a  fluoride  of  the  alkali  em- 
ployed, but  true  chemical  compounds,  double  salts,  of  the  general 
formula  M20,B,0,;  6MF1,  whence  the  name  fluoboric  acid  has 
arisen.  The  best  way  of  preparing  the  fluorhydrate  of  boracic 
add  is  to  dissolve  boradc  add  by  small  portions  in  fluorhydric  acid. 
Fluoride  of  boron  may  be  itself  prepared  by  heating  in  a  glass 
flask  a  mixture  of  1  part  of  fused  boradc  acid,  2  parts  of  powdered 
fluorspar,  and  10  or  12  parts  of  concentrated  sulphuric  add : — 

3CaFl,  +  B3O,  +  3H,80,  «  SCaSO,  +  3H,0  +  2BF1,. 

On  account  of  its  easy  solubility  in  water,  the  gas  must  be  col- 
lected over  mercury.  Fluoride  of  boron  may  be  employed  as  a 
test  to  determine  whether  a  given  sample  of  any  gas  is  completely 
dry ;  if  a  few  bubbles  of  it  are  added  to  the  gas  to  be  tested,  the 
slightest  trace  of  moisture  in  the  gas  will  be  made  manifest  by 
the  appearance  of  white  fumes  of  the  fluorhydrate  of  boracic  acid 
above  described. 

452.  Sulphide  of  Boron  (B.^S,)  is  a  white,  crystalline  solid,  de- 
composable by  water,  in  accordance  with  the  following  formula  :— 

B,8.  +  3H,0  -  B,0.  +  3H,8. 

It  may  be  prepared  by  passing  a  current  of  sulphide-of-carbon 
vapor  over  a  mixture  of  boracic  acid  and  charcoal  strongly  heated 
in  a  porcelain  tube. 

453.  Nitride  of  Boron  (BN)  is  a  soft,  white,  amorphous  solid, 
tasteless,  odorless,  infusible,  and  non-volatile.  It  is,  in  general, 
but  little  acted  upon  by  chemical  agents. 

454.  It  wUl  be  remarked  that  while  boron  is  closely  analogous 
to  carbon  in  many  respects,  it  differs  from  it  decidedly  in  others. 
Thus,  while  in  their  allotropic  modiflcations  the  two  elementn  are 
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almost  precisely  alike  in  appearance  and  properfieSy  and  wliile 
many  of  the  salts  of  boracic  acid  are  strikingly  similar  to  the 
corresponding  carbonates,  the  compounds  of  boron  are  not  com- 
parable as  regards  their  composition  with  the  compounds  of  car- 
bon. While  one  atom  of  carbon  unites  by  preference  with  four 
atoms  of  any  member  of  the  chlorine  group  (as  in  CCl^),  or  with 
two  atoms  of  any  member  of  the  sulphur  group  (as  in  CO,),  an 
atom  of  boron  unites  with  only  three  atoms  of  chlorine  (BCl,),  or 
two  atoms  of  it  unite  with  three  atoms  of  oxygen  or  sulphur 
(as  in  B^O,).  The  exceptional  character  of  the  composition  of 
Doron  compounds  will  appear  still  more  clearly  in  the  next  chapter, 
where  it  will  be  shown  that  silicon,  the  third  member  of  the  car- 
bon group,  resembles  carbon  as  regards  the  atomic^  composition 
of  its  compounds,  as  well  as  in  other  respects.  The  atomic  weight 
of  boron  above  given  (§  446)  cannot  be  accepted  as  established 
beyond  a  doubt,  and  it  may  happen  that  further  investigation  will 
show  that  the  boron  compounds  are  really  formed  upon  the  same 
type  or  pattern  as  those  of  carbon  and  silicon ;  but  in  face  of  the 
experimental  evidence  now  at  hand,  this  view  cannot  be  main- 
tained. In  the  meantime  the  student  will  better  understand 
the  physical  and  chemical  properties  of  boron  and  its  compounds, 
if  this  element  is  studied  in  company  with  carbon  and  silicon, 
which  it  so  closely  resembles,  than  if  it  were  described  in  con- 
nexion with  arsenic,  antimony,  and  the  other  elements  of  the 
nitrogen  group,  which  form  teroxides  and  terchlorides  indeed, 
but  which  present  not  the  least  other  analogy  to  boron,  either  in 
the  simple  or  the  compounded  condition. 


CHAPTEE   XXn. 


SILICOK. 


455.  like  carbon,  silicon  may  be  obtained  in  three  distinct 
allotropic  conditions,  which  have  been  designated  as  amorphous, 
diamond-like,  and  graphitoidal.  After  oxygen,  it  is  the  most 
abundant  and  widely  diffused  of  all  the  chemical  elements ;  at 
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least  one  quarter  of  the  solid  crust  of  the  earth  is  composed  of  it. 
In  combination  with  oxygen,  it  occurs  in  silicic  acid,  which  is  one 
of  the  commonest  substances  upon  the  surface  of  the  globe. 
Common  quartz  and  flint,  as  well  as  rock-cr^ystal,  agate,  and  the 
like,  are  pure  silicic  acid.  The  yellow  sand  of  sea-beaches  and  of 
many  sterile  tracts  of  country  i3  silicic  add  contaminated  with  a 
trace  of  oxide  of  iron.  In  like  manner,  sandstones  and  a  great 
variety  of  other  rocks  are  mainly  composed  of  it. 

In  order  to  obtain  pure  silicon,  the  foUowiDg  methods  may  be  em- 
ployed : — ^When  metallic  potassium  is  heated  with  a  double  compound 
of  fluoride  of  potassium  and  fluoride  of  silicon,  known  as  fluosilicate 
of  potassium,  a  violent  reaction  occurs,  fluoride  of  potassium  is  formed 
and  silicon  set  fi*ee  in  the  amorphous  state, 

KFl,SiFl^  +  4K  =  5KF1  +  Si; 

by  washing  with  water,  the  silicon  may  then  be  readily  freed  from  the 
fluoride  of  potassium,  which  is  soluble.  The  graphitoidal  modification 
of  silicon  can  be  prepared  either  by  heating  the  amorphous  variety 
very  strongly,  in  which  event  the  powder  contracts  upon  itself  and 
becomes  much  more  dense,  or  by  melting  together  in  a  crucible  a  mix- 
ture of  metallic  alumimmi,  in  excess,  and  fluosilicate  of  potassium ;  a 
fusible  double  fluoride  of  aluminum  and  potassium  is  formed,  and  the 
silicon  thus  set  free  dissolves  in  the  melted  aluminum.  If  the  alumi- 
num be  dissolved  away,  after  the  mass  has  become  cold,  by  means  of 
chlorhydric  acid,  the  silicon  will  be  left  in  the  form  of  hexagonal  scales. 
Still  a  third  method  must  be  resorted  to,  in  order  to  obtain  the  dia- 
mond-like modification  of  silicon;  a  mixture  of  dry  fluosilicate  of 
pota^ium,  metallic  zinc,*  and  metallic  sodium  is  thrown  into  a  hot 
crucible,  the  mass  is  covered  with  a  layer  of  fluosilicate  of  potassium, 
and  the  crucible  covered.  A  lively  reaction  ensues,  and  the  mixture 
within  the  crucible  fuses ;  the  fused  mass  is  then  stirred  with  an  iron 
rod  until  the  zinc  begins  to  escape  as  vapor.  The  crucible  is  then  re- 
moved from  the  fire  and  allowed  to  cool ;  within  it  there  will  be  found 
a  button  of  metallic  zinc  filled  with  long  crystals  of  silicon,  which  can 
readily  be  isolated  by  ilissolving  the  zinc  in  chlorhydric  acid. 

456.  The  amorphous  variety  of  silicon  is  a  brown  powder, 
which,  when  touched,  soils  the  fingers.  It  may  be  melted  at  a 
temperature  not  far  from  that  at  which  cast  iron  becomes  liquid. 
When  mixed  with  common  salt  and  exposed  to  a  degree  of  heat 
strong  enough  to  volatilize  the  calt,  amorphous  silicon  changes  to 
the  grapbitoidal  variety,  as  has  been  already  remarked.     Amor- 
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phous  silicon  burns  readily  in  the  air  and  in  oxygen.  It  is  not 
acted  upon  by  acids,  excepting  fluorhydric  acid,  which  dissolves 
it  with  disengagement  of  hydrogen. 

Graphitoidal  silicon  is  very  similar  to  true  graphite ;  it  crys- 
tallizes in  lustrous  hexagonal  plates  of  a  leaden-gray  color,  and 
is  an  excellent  conductor  of  electricity.  It  is,  however,  much 
harder  than  graphite.  By  exposing  it  to  an  exceedingly  high 
temperature,  it  can  be  transformed  to  the  diamond-like  condition. 
The  diamond-like  modification  of  silicon  occurs  in  the  form  of 
regular  octahedral  crystals,  exhibiting  a  decided  metallic  lustre. 
The  specific  gravity  of  these  crystals  is  2*49.  They  are  less 
hard  than  the  corresponding  crystals  of  carbon  and  boron,  and 
melt  at  the  same  temperature  at  which  cast  iron  melts. 

Either  graphitoidal  or  diamond-like  silicon  may  be  heated  to 
redness  in  oxygen  gas  without  burning  to  any  appreciable  extent, 
for  a  film  of  silicic  acid  is  formed  which  protects  the  remainder 
of  the  silicon  and  prevents  it  from  being  consumed ;  but  if  the 
silicon  be  heated  together  with  a  substance  capable  of  furnishing 
oxygen  in  presence  of  a  base  competent  to  unite  with  silicic  acid 
and  form  a  fusible  silicate,  it  can  readily  be  oxidized  and  can- 
verted  into  a  silicate.  Thus,  when  heated  to  intense  redness 
with  carbonate  of  sodium,  it  decomposes  the  latter  with  evolution 
of  light  and  heat,  and  there  is  produced  silicate  of  sodium,  while 
carbon  is  set  free : — 

Nap,CO,  +  Bi  =  Na,0,Si03  +  C. 
In  a  similar  way,  if  silicon  be  heated  in  veiy  concentrated  solu- 
tions of  caustic  potash  or  soda,  water  will  be  decomposed  and  a 
silicate  of  potassium  or  of  sodium  formed,  while  hydrogen  is  set 

free  *^^ 

2NaH0  +  H,0  +  Si  =  Na,SiO.  +  4H. 

Diamond-like  silicon  is  not  attacked  at  the  ordinary  temperature 
by  any  of  the  acids,  excepting  a  mixture  of  fluorhydric  and  nitric 
acids,  by  which  it  is  converted  into  fluoride  of  silicon.  Hot 
chlorhydric  acid  gas,  as  well  as  chlorine,  attacks  it  readily. 

457.  SUicon  and  Hydrogen  (SiH^). — A  gaseous  compound  of 
these  elements,  called  siliciuretted  hydrogen,  may  be  obtained, 
mixed  with  free  hydrogen,  by  acting  upon  silicide  of  magnesium 
(Mg^Si)  with  chlorhydric  acid ;  other  methods  of  preparing  this 
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gas  give  a  purer  product.  It  is  a  colorless  gas,  which  takes  fire 
spontaneously  on  coming  in  contact  with  the  air,  and  bums  to 
silicic  acid  and  water.  On  being  heated  in  a  tube,  out  of  contact 
with  the  air,  it  is  decomposed  into  free  hydrogen  and  free  silicon, 
and  the  latter  is  deposited  upon  the  walls  of  the  tube  as  a  shining 
mirror,  similar  to  the  mirrors  of  arsenic  and  antimony  obtained 
in  Exps.  183,  136. 

Silicon  and  Oxygen. — Two  compounds  of  these  elements  hare 
been  discovered,  though  but  one  of  them  is  as  yet  well  known. 

458.  Oxide  of  Silicon  is  described  as  a  white,  amorphous, 
hydrated  substance,  so  light  that  it  floats  upon  water ;  it  may  be 
obtained  by  treating  with  water  at  0°  the  compound  of  silicon, 
hydrogen,  and  chlorine  described  in  §  472 ;  its  composition  is 
probably  that  represented  by  the  formula  Si^H^O,.  It  is  scarcely 
at  aU  acted  upon  by  cold  water ;  but  in  presence  of  alkalies  it 
decomposes  water  rapidly,  with  evolution  of  hydrogen  and  forma- 
tion of  the  higher  oxide  of  silicon,  silicic  acid,  directly  to  be 
described.  At  temperatures  above  300^  it  suffers  decomposition, 
breaking  up  into  silicic  acid  and  siliciuretted  hydrogen.  It  bums 
brilliantly  in  the  air,  and  still  better  in  oxygen.  None  of  the 
acids,  excepting  fluorhydric  acid,  have  any  action  upon  it. 

459.  Silicic  Add  (SiO^)  constitutes  at  least  one  half  of  the 
crust  of  the  earth.  Besides  being  thus  abundant,  it  is  one  of  the 
most  important  acids  known,  regarded  merely  as  a  chemical 
agent.  It  is  found  everywhere,  sometimes  free,  as  quartz  and 
sand,  sometimes  in  combination  with  metallic  oxides,  in  the  form 
of  salts  known  as  silicates.  It  occurs  more  or  less  abundantly 
in  all  soils,  plants,  and  waters,  while  rocks  like  granite  and 
earths  like  clay  are  largely  composed  of  it.  The  common  mine- 
rals feldspar  and  mica  are  double  silicates  of  aluminum  and 
potassium,  and  of  aluminum,  iron,  and  potassium  respectively. 
In  plants,  the  silicic  acid  (or  silica,  as  it  is  often  called)  is  con- 
tained particularly  in  the  outer  covering  of  the  stalks  and  the 
husks  of  grain.  The  cuticle  of  rattan,  for  example,  contains  a 
large  proportion  of  silica,  and  the  same  remark  is  true  of  most 
of  the  grasses  and  grains.  The  value  of  the  plant  called  horso- 
taU  {Equiseium)  as  a  polishing  or  scouring  agent  depends  upon 
the  large  quantity  of  silica  contained  in  it. 
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460.  Silicic  acid  occurs  in  at  least  two  distinct  isomeric  modi- 
fications^— in  one  of  which  it  is  completely  insoluble  in  water  and 
in  acids,  excepting  fiuorhydric  acid,  and  is  only  slowly  soluble  i.. 
boiling  potash-lye ;  while,  when  in  the  other  modification,  it  dis- 
solves easily  in  a  solution  of  potash,  and  may  be  retained  in  solu- 
tion in  considerable  quantities  both  by  water  and  by  acids.  Bock 
crystal,  as  it  is  found  in  nature,  may  be  regarded  as  the  type  of 
the  first  or  insoluble  modification,  and  the  soluble  variety  may  be 
prepared  artificially  by  treating  the  solution  of  some  one  of  the 
soluble  silicates  with  chlorhydric  or  sulphuric  acid. 

Exp,  220. — ^In  a  block  of  charcoal  12  or  15  cm.  long  by  4  or  6  cm. 
wide  and  thick,  scoop  out  a  small  cup-shaped  cavity  large  enough  to 
hold  a  pea ;  place  in  this  cavity  a  fragment  of  amorphous  quartz  or 
flint,  and  heat  it  intensely  by  means  of  the  blowpipe  (Exp.  202)  during 
several  minutes.  When  the  quartz  has  become  red-hot,  suddenly 
throw  it  from  the  coal  into  a  dish  of  cold  water ;  it  will  break  up  into 
numerous  small  fragments  or  become  filled  with  a  multitude  of  cracks, 
and  can  hence  be  readily  pulverized.  Grind  the  broken  quartz  to  fine 
powder  in  a  wedgwood,  or,  better,  in  an  iron  or  agate  mortar ;  weigh 
out  1  grm.  of  the  powder,  also  2  grms.  of  caustic  soda,  and  to  the  mix- 
ture of  these  ingredients  add  8  or  10  c  c.  of  water.  Boil  the  mixture 
in  a  porcelain  dish  for  an  hour  or  two,  taking  care  to  add,  from  time  to 
time,  water  enough  to  supply  that  lost  by  evaporation ;  then  pour  the 
solution  into  a  tall,  narrow  bottle,  and  leave  it  at  rest  until  the  undis- 
solved portions  of  silica  have  settled  and  the  liquid  has  become  clear. 
The  highly  alkaline  solution  thus  obtained  may  be  regarded  either  as 
an  aqueous  solution  of  basic  silicate  of  sodium,  or  as  a  solution  of 
normal  silicate  of  sodium  in  the  soda-lye. 

Exp.  221. — To  one-thii-d  part  of  the  solution  obtained  in  Exp.  220 
add  10  or  12  times  its  bulk  of  water,  and  to  this  solution  add  dilute 
chlorhydric  acid,  drop  by  drop,  imtil  the  liquor  manifests  a  decided 
acid  reaction  (Exp.  33).  The  liquid  will  remain  clear,  and  no  silicic 
acid  will  be  deposited.  All  the  silicic  acid  which  has  been  set  free 
from  its  combination  with  the  alkali  remains  dissolved  in  the  acidu- 
lated water. 

If  the  clear  solution  be  placed  in  a  dialyzer  ($  327),  all  the  chloride 
of  sodium,  together  with  the  free  chlorhydric  acid,  will  pass  oft'  through 
the  parchment-paper  in  the  course  of  a  few  days,  and  there  will  be  left 
in  the  dialyzer  nothing  but  pure  silicic  acid  and  water.  Aqueous  solu- 
tions of  silicic  acid,  containing  from  5  to  14  per  cent,  by  weight  of  the 
acid,  may  be  thus  obtained.    This  pure  aqueous  solution  of  silicic  add 
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exhibits  a  decided  acid  reaction.  It  has  little  or  no  taste,  though  when 
applied  to  the  tongue  it  occasions  an  unpleasant  sensation.  It  is  by  no 
means  so  permanent  as  the  solutioni  aboye  mentioned,  acidulated  with 
chlorhydric  acid.  When  left  to  itself,  the  aqueous  solution  deposits 
silicic  acid  after  a  while  eta  an  insoluble  gelatinous  precipitate.  In  like 
manner,  it  has  been  observed  that  when  chlorhydric  or  another  acid  is 
added  to  the  aqueous  solution  of  basic  silicate  of  sodium  in  no  greater 
quantity  than  is  sufficient  to  exactly  neutralize  the  alkali,  the  liquor, 
though  it  remain  clear  for  a  considerable  space  of  time,  will  gradually 
become  cloudy  and  deposit  silicic  acid. 

£xp.  222. — To  one-third  part  of  the  solution  obtained  in  Exp.  220 
add  at  once  enough  concentrated  chlorhydric  acid  to  render  the  solu- 
tion acid.  All  the  silicic  acid  will  inmiediately  be  thrown  down  as  a 
thick  insoluble  jelly. 

£xp,  223. — Place  in  a  small  porcelain  dish  a  portion  of  the  solution 
of  silicic  acid  in  acidulated  water  obtained  in  Exp.  221,  evaporate 
it  to  dryness  upon  a  water-bath,  and  heat  the  residue,  over  the  gas- 
lamp,  to  a  temperature  of  180®  or  190°.  Add  water  to  the  cold  dry 
residue,  and  observe  that  the  silicic  acid  does  not  redissolve ;  it  remains 
as  a  fine  white  powder,  which  may  be  readily  collected  upon  A  filter 
and  there  washed  clean  by  pouring  upon  it  several  successive  portions 
of  water.  After  having  been  once  thoroughly  dried,  silicic  acid  is 
completely  insoluble  in  water. 

461.  By  adding  chlorhydric  acid  to  a  sufficient  quantity  of  the 
water  of  almost  any  spring  or  river,  and  then  evaporating  the 
water  to  dryness,  a  small  quantity  of  silicic  acid  will  be  found  in 
the  residuum.  The  silica,  in  this  case,  may  be  combined  with 
an  alkali,  or  may  be  held  in  solution  by  the  action  of  an  alkaline 
carbonate.  Silicic  acid  wSich  has  been  finely  powdered,  or, 
better,  that  which  has  recently  been  precipitated,  is  soluble,  to.  a 
considerable  extent,  in  aqueous  solutions  of  the  alkaline  carbo- 
nates, or  even  of  the  bicarbonates,  only  a  small  proportion  of  the 
carbonic  acid  being  expelled  by  it  as  it  dissolves.  It  is  not  im- 
probable, therefore,  that  the  sUicic  acid  found  in  waters  may  be 
retained  in  solution  by  force  of  this  solvent  action  of  the  alkaline 
carbonates.  It  is,  at  aU  events,  a  matter  of  fact  that  waters 
highly  charged  with  carbonate  of  sodium,  such  as  flow  from  the 
geysers  or  boiling  springs  of  Iceland,  contain,  in  solution,  very 
•large  quantities  of  silica,  much  of  which  is  deposited  as  the 
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water  becomes  oold,  upon  the  rocks  and  otiher  objects  witih  whidi 
it  comes  in  contact ;  siliceous  petrifactions  are  thus  formed. 

462.  Besides  the  soluble  and  insoluble  modifications  aboTe 
mentioned,  a  distinction  is  made  between  the  variety  of  silicic 
acid  which  is  found  crystallized  in  nature  and  that  which  occurs 
in  the  amorphous  state.  Crystallized  silicic  acid  is  anhydrous, 
has  a  specific  gravity  of  from  2*6  to  2*66,  and  is  scarcely  at  all 
acted  upon  by  alkaline  lyes.  The  amorphous  silicic  acid  found 
in  nature  contains  a  certain  amount  of  water,  has  a  specific  gra- 
vity of  only  2*1  to  2*2,  and  is  soluble  in  alkaline  solutions. 

As  it  exists  in  the  insoluble  modification,  either  as  found  in 
nature  or  as  prepared  by  calcining  the  artificial  product,  silicic  acid 
is  a  white,  tasteless  solid,  incapable  of  forming  a  cohesive  plastic 
mass  with  water.  It  is  infusible,  excepting  at  very  high  tem- 
peratures, such  as  may  be  obtained  by  means  of  tha  oxyhydro- 
gen  blowpipe,  in  the  flame  of  which  it  melts  to  a  colorless  glass. 
When  melted,  it  is  tough  and  viscous,  and,  like  glass,  can  be 
drawn*  out  into  fine  threads  which  are  exceedingly  elastic,  par- 
ticularly if  they  be  dipped,  while  white-hot,  into  water.  Silicic 
acid  is  not  volatile  by  itself;  but  when  exposed  to  a  current  of 
gas  or  vapor  at  a  white  heat,  portions  of  it  are  carried  off  by  the 
vapor;  like  boracic  acid,  it  can  be  transported  in  considerable 
quantities  by  superheated  steam. 

When  in  the  soluble  modification,  whether  in  the  gelatinous 
hydrated  condition  or  in  the  state  of  an  air-dried  powder  whidi 
has  never  been  exposed  to  heat,  it  dissolves  readily  in  solutions  of 
the  caustic  and  carbonated  alkalies,  particularly  if  these  be  heated. 
Some  varieties  of  native  silica,  such,  for  example,  as  the  soft, 
pulverulent,  infusorial  earth  found  at  the  bottoms  of  many  ponds 
and  swamps,  are  as  readily  soluble  in  the  alkalies  as  that  which 
has  been  prepared  artificially.  All  the  varieties  of  silica  can  be 
dissolved  by  heating  them  with  alkaline  lyes  in  dose  boilers  under 
a  pressure  of  4  or  5  atmospheres ;  in  other  words,  even  crystal- 
lized silica  is  soluble  in  the  alkalies  at  high  temperatures. 

463.  At  the  ordinary  temperature  silicic  acid  is  but  a  weak 
acid ;  almost  any  of  the  other  acids  are  capable  of  decomposing 
the  aqueous  solution  of  a  salt  of  silicic  acid  and  of  expelling  the  * 
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latter  from  its  combination  with  the  metaL  But,  as  is  the  case 
with  boracic  acid  also  (§  448) ,  at  high  temperatures  the  reverse 
of  all  this  is  true,  silicic  acid  being  then  capable  of  expelling  all 
acids  which  are  more  volatile  than  itself.  Neither  variety  of 
silicic  acid  is  acted  upon  at  any  temperature  by  either  carbon, 
hydrogen,  phosphorus,  or  chlorine,  if  these  elements  be  taken 
separately ;  but  when  exposed  at  high  temperatures  to  the  com- 
bined action  of  carbon  and  chlorine,  chloride  of  silicon  and  car* 
bonic  oxide  are  produced,  much  in  the  same  way  that  chloride  of 
boron  is  formed  under  similar  circumstances,  as  has  been  shown 
in  §  449.  When  silicic  acid  is  heated  together  with  carbon,  or 
other  reducing  agents,  in  contact  with  metals  like  iron  or  plati- 
num, some  of  it  is  decomposed,  and  a  silicide  of  the  metal  is 
formed.  Platinum  crucibles  are  often  injured  in  this  way  by  the 
nascent  silicon  which  forms  when  certain  minerals  are  fused  in 
them. 

464.  Silicic  acid  combines  with  many  of  the  metallic  oxides 
to  form  salts,  many  of  which  are  of  very  complex  composition. 
Hundreds  of  silicates  are  found  in  nature  as  crystallized  minerals, 
and  they  may,  in  general,  be  formed  by  fusing  together  siHcio 
acid  and  the  appropriate  metallic  oxide,  or  carbonate,  in  suitable 
proportions.  Most  of  the  silicates  are  fdsible,  and  the  greater 
number  of  them,  when  in  the  molten  state,  have  the  power  of 
dissolving,  either  an  excess  of  base,  or  an  excess  of  silicic  acid  over 
and  above  the  quantities  corresponding  to  strict  atomic  propor- 
tions ;  hence  it  happens  that  mixtures  of  silicic  acid  and  of  bases 
may  be  melted  together  in  the  most  varied  proportions.  The 
study  of  the  silicates  thus  becomes  difficult,  since  it  is  often  im- 
possible to  determine  whether  a  given  silicate  be  really  a  definite 
chemical  compound  or  a  chemical  compound  contaminated  with 
an  excess  of  silicic  acid  or  of  the  base ;  in  very  many  instances, 
moreover,  it  is  probably  true  that  the  excess  of  silica,  above  the 
normal  atomic  proportion,  or  of  the  base,  is  really  held  in  combi- 
nation by  virtue  of  the  chemical  force,  though  it  be  held  feebly 
and  indefinitely,  as  is  the  case  with  the  ingredients  of  many  solu- 
tions and  metallic  alloys.  (See  §§  49,  76.) 

As  a  general  rule,  the  simple  silicates  containing  but  a  single 
base,  and  no  excess  of  either  base  or  acid,  crystallize  in  passing 
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from  the  liquid  to  the  solid  condition ;  4)at  the  double  silicates 
(compounds  formed  by  the  union  of  two  or  more  simple  sUicates, 
and  therefore  containing  at  least  two  different  metals)  usually 
solidify  to  a  non-crystalline,  homogeneous  glass.  All  the  common 
yarieties  of  glass  consist  essentially  of  such  double  salts  of  silicic 
acid.  In  general,  those  silicates  of  the  alkali-metals  and  of  lead 
which  contain  an  excess  of  base  are  more  readily  fusible  than  the 
normal  or  acid  salts ;  those  silicates  which  contain  easily  fusible 
oxides  melt  at  correspondingly  low  temperatures ;  and  many  mix- 
tures of  two  or  more  different  silicates  fuse  at  temperatures  lower 
than  the  melting-point  of  either  of  the  simple  silicates  of  which 
the  mixture  is  composed. 

The  silicates  of  potassium  and  of  sodium,  containing  1  or  2  or 
more  molecules  of  base  to  one  molecule  of  the  acid,  are  readily 
soluble  in  cold  water,  and  compounds  containing  as  many  as  4 
molecules  of  the  acid  to  one  molecule  of  the  alkaline  base  may  be 
completely  dissolved  in  water  when  boiled  therewith  for  a  con- 
siderable time.  These  acid  compounds  (such,  for  example,  as  the 
sodium-salt  of  the  formula  Na^^O,  2-4810^)  are  much  employed 
in  the  arts  under  the  name  of  Watergl-ass  or  Soluble  glass.  When, 
however,  the  proportion  of  acid  is  more  than  4^  molecules  to  1 
molecule  of  the  alkaline  base,  the  siHcate  may,  for  all  practical 
purposes,  be  regarded  as  insoluble  in  water.  The  silicates  of  the 
metals  not  included  in  the  alkali  group  (§544)  are,  in  like  man- 
ner, insoluble  in  water,  in  the  ordinary  sense  of  the  word,  though, 
in  the  last  analysis,  it  would  be  hard  to  find  any  silicious  mineraljB, 
or  glasses,  which  are  not  susceptible  of  being  decomposed  and 
dissolved,  to  a  greater  or  less  extent,  by  water.  Some  metallic 
silicates  may  be  prepared,  not  only  by  the  method  of  fusion,  but 
also  by  adding  the  solution  of  an  alkaline  silicate  to  the  solution 
of  a  salt  of  the  metal  whose  silicate  is  desired. 

4i55.  The  most  commonly  occurring  silicates  may  be  referred 
to  three  or  four  general  classes,  similar  to  the  classes  of  carbo- 
nates (§  414)  : — 1st.  Normal  silicates,  of  the  general  formuls 
MjOjSiOj,  such  as  the  crystallizable  silicate  of  sodium  NajO,SiOj, 
or  the  normal  silicate  of  calcium,  CaO,SiOjj.  2d.  Bisilicates,  of  the 
formula  M.^O,2SiOj,  such  as  the  bisilicate  of  calcium^  CaO,2SiOj. 
dd.  Disilicates  (basic  silicates)  of  the  general  formula  2M ^0,SiO^, 
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8uch,  for  example,  as  the  silicates  of  iron,  2FeO,Si02,  of  mag- 
nesium, 2MgO,SiO,,  of  manganesie,  2MnO,SiO,,  and  of  zino, 
2ZnO,Si02.  Also,  sesquisilicates,  of  the  formula  2M,0,3SiO,, 
to  which  the  mineral  meerschaum  may,  perhaps,  be  referred,  its 
formula  being  2MgO,38iO  ,+  211,0. 

466.  Many  of  the  natural  silicates  may  be  decomposed  by 
digestion  with  the  strong  mineral  acids,  such  as  concentrated 
chlorhydric  acid;  and  this  is  especially  true  of  those  silicates 
which  contain  a  large  proportion  of  base,  and  of  those  containing 
water  of  crystallization.  But  many  anhydrous  normal  or  acid 
silicates  are  not  decomposed  by  any  acid,  excepting  fluorhydrio 
acid.  Fluorhydric  add  attacks  and  dissolyes^not  only  pure  silicio 
acid  in  all  its  varieties,  but  all  silicates  as  well,  and,  other  things 
being  equal,  the  rapidity  of  its  action  is  in  proportion  to  the  degree 
of  its  concentration.  Crystallized  silica,  however,  is  much  less 
readily  acted  upon  by  fluorhydric  acid  than  the  amorphous  variety; 
it  dissolves  slowly  and  without  development  of  heat,  while  amor- 
phous silica  not  only  dissolves  rapidly,  but  the  act  of  solution  is 
accompanied  with  the  evolution  of  considen^ble  heat.  From  those 
silicates  which  are  decomposed  with  difdculty  by  chlorhydrio 
acid  the  silicic  acid  separates  out  as  a  soft  powder ;  but  from 
those  which  are  more  readily  decomposed  the  silicic  acid  sepa- 
rates as  a  hydrated  gelatinous  mass  when  the  finely  powdered 
mineral  is  digested  with  chlorhydric  add;  in  this  case  the 
mineral  is  said  to  gelatinize  with  acids.  Some  silidous  mineralB 
may  even  be  completely  dissolved,  silica  and  all,  in  dilute  chlor- 
hydric acid. 

467.  It  is  remarkable  that,  while  some  of  the  hydrated  silicates 
(such,  for  example,  as  the  class  of  minerals  called  zeolites)  can  no 
longer  be  readily  decomposed  by  chlorhydric  add  after  they  have 
been  ignited,  there  are  other  silicates  (such  as  the  minerals  gar- 
net, epidote,  andidocrase)  which,  though  scarcely  at  all  acted  upon 
by  chlorhydric  acid  when  in  the  natural  condition,  may  be  decom- 
posed thereby  with  gelatinization  after  they  have  been  melted: 
Facts  like  these  would  seem,  at  first  sight,  to  indicate  that  sUido 
add  exists  in  combination,  sometimes  in  the  insoluble,  and  at 
other  time^  in  the  soluble  modification,  and  that  it  may  be  trans- 
formed from  the  one  state  to  the  other  without  being  first  set  free ; 
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but  some  of  them  admit  of  being  explained  in  another  way. 
When  any  silicate,  no  matter  whether  i*.  be  decomposable  by 
chlorhydric  acid  or  unacted  upon  by  this  agent,  is  mixed  with  an 
excess  of  one  of  the  fixed  alkalies,  or  alkaline  earths,  or  with  a 
carbonate  or  nitrate  of  either  of  the  alkaline  or  alkaline-earthy 
metals,  and  the  mixture  then  heated  to  intense  redness,  there  will 
be  obtained  a  melted  or  agglutinated  mass,  which  decomposes 
readily  on  being  treated  with  chlorhydric  acid,  and  yields  gelati- 
nous silica.     At  the  high  temperature  to  which  the  mixture  is 
exposed,  the  strong  alkaline  or  alkaline-earthy  bases  combine  with 
the  silicic  acid,  and  there  are  formed  silicates  of  potassium,  sodium, 
calcium,  or  the  like,  easily  decomposable  by  acids.     Now,  in  the 
case  of  the  minerals  garnet,  epidote,  and  idocrase,  above  men- 
tioned (which  are  attacked  by  chlorhydric  acid  after  they  have  been 
melted),  it  may  be  conceived  that  the  strong  bases  (such  as  Hme, 
magnesia,  and  protoxide  of  iron)  which  are  contained  in  these 
minerals  have  acted  upon  the  silicate  of  alumina  (also  contained 
in  them)  in  much  the  same  way  that  an  extraneous  alkali  would 
act  if  it  were  fused  with  the  powdered  mineral. 

468.  Sulphuric  acid,  when  oonoentrated  or  but  slightly  diluted, 
acts  much  more  energetically  than  chlorhydric  acid  upon  the  ali- 
cates,  apparently  because  of  its  comparatively  high  boiling-point. 
Common  clay,  for  example  (silicate  of  aluminum),  which  is  but 
little  acted  upon  by  chlorhydric  add,  may  be  completely  decom- 
posed when  digested  with  boiling  concentrated  sulphuric  acid, 
silicic  acid  being  set  free  and  sulphate  of  aluminum  produced. 
This  decomposition,  like  that  of  the  garnet  above  mentioned,  is 
in  any  .event  very  much  more  readily  effected  if  the  clay  be  first 
gently  roasted  or  calcined.  The  mineral  feldspar  also,  when  in 
fine  powder,  may  be  decomposed  by  boiling  oil  of  vitriol. 

469.  Contrary  to  the  view  formerly  held  by  many  chemists, 
the  atomic  weight  of  silicon  is  now  thought  to  be  28,  instead  of 
21,  as  formerly.  This  change  makes  the  formula  of  silicic  acid 
SiO^,  in  strict  analogy  to  carbonic  acid,  instead  of  SiO,  which  waa 
for  a  long  time  the  accepted  formula. 

The  percentage  composition  of  silicic  acid  has  been  determined 
by  direct  experiment  (by  oxidizing  a  weighed  quantity  of  sili- 
oon  to  silicic  acid)  to  be  61*92  per  cent,  of  oxygen  and  48*08 
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ptt*  cent,  of  silicon.  But  since  it  is  difflcnlt  in  this  way  to 
oxidize  the  whole  of  the  silicon,  inasmuch  as  portions  of  it  he- 
come  covered  with  silicic  acid,  and  are  so  protected  from  the 
farther  action  of  oxygen,  the  ahove  result  can  he  regarded 
only  as  a  rough  approximation  to  the  truth.  These  numhers 
would  correspond  to  29*63  as  the  atomic  weight  of  silicon.    For 

51-92 :  4808 ::  (82  =  2  atoms  of  0) :  (a;  s  1  atom  of  Si  a  29-63). 

More  accurate  experiments,  however,  upon  another  plan,  have 
since  shown  that  the  real  atomic  weight  of  silicon  is  28,  or  very 
nearly  28,  as  will  he  fully  set  forth  in  the  next  section. 

470.  Chloride  of  Silicon  (SiCl^)  is  formed  when  silicon  is 
heated  in  an  atmosphere  of  dry  chlorine,  or  more  conveniently 
hy  heating  together  finely  divided  silicic  acid,  charcoal,  and 
chlorine. 

The  experiment  may  he  conducted  as  follows : — Mix  together  inti- 
mately equal  weights  of  lamphlack  and  dry  pulverulent  sdlidc  acid, 
such  as  is  obtained  by  decomposing  an  alkaline  silicate  with  chlorhydric 
acid  and  evaporating  the  residue  to  dryness,  as  in  Exp.  223.  ELnead 
into  the  mixture  enough  oil  to  render  it  plastic,  and  firom  the  thick 
paste  thus  formed  make  a  number  of  small  balls  or  pellets ;  roll  these 
pellets  in  powdered  charcoal,  place  them  in  a  Hessian  crucible,  cover 
the  crucible,  and  heat  in  a  strong  fire  until  all  the  oil  has  been  distilled 
off  or  decomposed.  The  mixture  of  silicic  acid  and  charcoal  is  thus 
left  in  an  open  porous  condition,  well  adapted  for  the  action  of  the 
chlorine.  Place  the  dry  pellets  in  a  porcelain  tube  about  2  cm.  in 
diameter,  connect  one  end  of  the  porcelain  tube  with  a  U-tube  sur- 
rounded with  a  freezing-mixture  of  ice  and  salt,  and  to  the  other  end 
attach  a  fiask  in  which  to  generate  chlorine,  taking  care  to  interpose 
between  this  fiask  and  the  porcelain  tube  one  U-tube  tilled  with  pu- 
micestone  soaked  in  oil  of  vitriol,  and  another  filled  with  chloride  of 
calcium,  in  order  that  the  gas  may  be  thoroughly  dried.  Place  the 
porcelain  tube  in  a  suitable  stove  or  furnace ;  pass  into  it  a  slow  cur- 
rent of  chlorine,  in  order  to  expel  the  air,  and  then  build  around  it  a 
hot  fire  of  charcoal  or  coke ;  finally,  when  the  tube  has  become  heated 
to  intense  red-iess,  pass  in  the  chlorine  as  fast  as  it  is  absorbed.  The 
chloride  of  silicon  will  be  condensed  in  the  U-tube  as  a  liquid  which 
has  usually  a  yellow  color,  owing  to  the  presence  of  dissolved  chlorine. 
In  order  to  piuify  it,  the  liquid  may  be  shaken  in  a  dry  flask  with  a 
quantity  of  quicksilver  in  which  a  little  potassium  has  been  dissolved; 
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after  having  been  decanted  from  the  mercury  and  subjected  to  redis- 
tillation in  dry  vessels,  it  will  be  found  to  be  pure. 

It  will  be  noticed  that  the  method  here  described,  of  preparing  chlo- 
ride of  silicon,  is  similar  to  that  recommended  for  preparing  chloride 
of  boron  (§  449).  Chlorine  alone  is  not  capable  of  decomposing  either 
silicic  or  boracic  acids ;  but  in  presence  of  carbon  combination  of  chlo- 
rine and  silicon  is  effected,  at  the  same  time  that  carbon  and  oxygen 
unite  to  form  carbonic  oxide : — 

SiO,  +  20  +  401  «  SiOl^  +  200. 

471.  Chloride  of  sUioon  is  a  transparent,  colorless,  very  mobile, 
volatile  liquid,  of  pungent,  acid,  and  irritating  odor.  It  fumes 
strongly  in  the  air,  boils  at  5d^,  and  is  of  1*52  specific  gravity. 
The  specific  gravity  of  its  vapor  has  been  found  to  be  85*74,  which 
accords  well  with  the  supposition  that  a  molecule  of  chloride  of 
silicon  contains  4  volumes  of  chlorine  and  1  volume  of  silicon- 
vapor  condensed  to  2  volumes : — 

For  if  to  the  weight  of  4  volumes  of  chlorine  (4  X  85*5)  =s  .    ,     142 
There  be  added  the  weight  of  1  volume  of  silicon-vapor  s    .    .      28 

The  two  volumeis  of  gas  produced  will  weigh 170 

The  weight  of  one  volume  of  the  gas  shoidd,  consequently,  be  equal  to 
170  -T-  2  «  85. 

Chloride  of  silicon  is  at  once  decomposed  by  water  with  for- 
mation of  chlorhydric  acid  and  deposition  of  gelatinous  silicic 
acid, 

SiCl,  +  2H,0  «8i0,  +  4HC1, 

no  gas  of  any  kind  being  set  free,  and  no  other  products  being 
formed.  The  fact  is  important,  since  it  shows  at  once  that  the 
composition  of  chloride  of  silicon  must  correspond  with  that  of 
silicic  acid — that  in  it  four  atoms  of  chlorine  simply  replace  the 
two  atoms  of  oxygen  contained  in  the  silicic  acid.  For  knowing, 
as  we  do,  the  composition  of  chlorhydric  acid  (§  98)  and  of  water 
(§  36),  we  are  sure  that,  for  every  atom  of  chlorine  eliminated 
from  the  chloride  of  silicon,  one  atom  of  hydrogen  is  required, 
in  order  that  chlorhydric  acid  may  be  formed,  and  that  for  every 
two  atoms  of  hydrogen  thus  taken  from  the  water,  one  atom  of 
oxygen  wQl  be  detached.  But  as  no  oxygen  escapes  from  the 
solution,  all  of  that  derived  from  the  water  must  evidently  have 
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combined  with  the  silicon  to  fonn  silicic  acid.  Kow,  it  is  a  com- 
paratively easy  matter  to  determine  the  amount  of  chlorine  in 
any  solution  by  adding  to  the  solution  nitrate  of  silyer,  and  then 
collecting  and  weighing  the  insoluble  chloride  of  silver  which  ia 
formed.  Hence,  if  a  weighed  quantity  of  chloride  of  silicon  be 
decomposed  with  water,  and  the  amount  of  chlorine  contained  in 
the  solution  be  determined,  the  difference  between  the  weight  of 
chlorine  found  and  the  weight  of  chloride  of  silicon  taken  will 
give  us  the  weight  of  the  silicon  with  which  the  chlorine  was 
combined.  By  careful  experiments,  it  has  been  proved  in  this 
way  that  chloride  of  silicon  contains  in  100  parts  by  weight  16*52 
ports  of  silicon  and  83-48  parts  of  chlorine.  But  83*48  parts  of 
chlorine  are  equivalent  to  18*81  parts  of  oxygen,  for 

(35-5  X  2  «  71)    :    16   : :    83*48  :  (x  =  18*81). 

Weight  of  two  Weight  of 

atoms  of  CL  wie  atom  of  O, 

Hence  18*81  parts  of  oxygen  must  have  combined  with  every 
16*52  parts  of  silicon  contained  in  the  solution ;  or,  reduced  to 
per  cent.,  every  46*75  parts  of  silicon  must  have  combined  with 
53*25  parts  of  oxygen ;  and  if  this  proportion  of  oxygen  lead 
to  the  formula  SiO^,  the  proportion  of  chlorine  will,  in  like 
manner,  require  the  formula  SiCH^.  From  the  composition  of 
chloride  of  silicon,  as  thus  determined,  the  atomic  weight  of  sili- 
con may  be  accurately  derived  (compare  §  469) : — 

53*25        :        46-75        =        32        :        (a?  =  28*1) 

jPer  cent,  cf           Per  cent,  of  Weight  of  two  Weight  of  am' 

Oxygen                  Silicon                 atoms  of  atom  of 

^ V' ^            Oxygen,  SHiccn. 

in  SHicic  Acid, 

Or,  more  directly,  by  the  proportion 

83*48        :        16*52        =       142       :        (a  =  28*1) 

Per  cent,  of  Per  cent  of  Weight  of  Weight  of 

CMorine  Silicon  four  atoms  one  atom 

^ y  ^        of  Chlorme,  of  Silicon. 

m  Chloride  of  Silicon, 

At  the  ordinary  temperature,  liquid  chloride  of  silicon  does 
not  act  upon  potassium ;  but  if  this  metal  be  heated  in  its  vapor, 
chloride  of  potassium  is  formed  and  silicon  set  free ;  the  reaction 

2o 
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affords,  in  fact,  a  good  method  of  obtaining  silicon  in  the  amor- 
phous state.  There  is  a  bromide  of  silicon  (SiBr^)  analogous  to 
the  chloride  in  composition  and  properties ;  it  may  be  prepared  in 
a  similar  way.  No  compound  of  iodine  and  silicon  has  yet  been, 
discovered. 

472.  Compound  of  Silieon,  Hydrogen,  and  Chlorine. — By 
passing  a  current  of  dry  chlorhydric  acid  gas  over  crystallized 
silicon,  heated  nearly  to  redness  in  a  glass  tube,  and  condensing 
the  product  in  a  receiver  immersed  in  a  freezing-mixture,  there 
is  obtained  a  colorless,  fuming  liquid,  which  boils  at  34^ ;  the 
density  of  its  vapor  has  been  determined  at  4*64,  the  calculated 
value  being  4*69.  At  a  red  heat  it  decomposes,  yielding  chloride 
of  silicon,  chlorhydric  acid,  and  amorphous  silicon.  Its  vapor  is 
very  inflammable,  and,  when  mixed  with  air  or  oxygen,  detonates 
violently  on  being  lighted ;  chloride  of  silicon,  together  with  a 
smoke  of  chlorhydric  and  silicic  acids,  are  the  products  of  this 
reaction.  Water  decomposes  it  instantly,  with  production  of 
hydrated  oxide  of  silicon,  as  has  been  already  set  forth  (§  458). 

473.  Fluoride  of  Silicon  (SiFl^)  is  formed  whenever  dry  fluor- 
hydric  acid  comes  in  contact  with  silicic  acid,  either  free  or  com- 
bined. It  may  be  readily  prepared  by  treating  a  mixture  of  sili- 
ceous sand  and  fluorspar  with  oil  of  vitriol. 

In  a  flask  of  about  2oO  c.  c.  capacity,  place  an  intimate  mixture  of 
9  grms.  of  finely-powdered  quartz-sand,  9  grms.  of  powdered  fluorspar, 
and  63  grms.  of  concentrated  sulphuric  acid.  Heat  the  flask,  and  col- 
lect the  gas  which  is  evolved,  in  tall  bottles  of  150  c.  c.  capacity,  at 
the  mercury  trough.  The  9and  and  fluorspar  should  both  be  heated 
before  being  used,  in  order  that  they  may  be  perfectly  dry ;  the  flask 
also  and  the  mercury  in  the  trough  should  be  thoroughly  dried ;  for 
fluoride  of  silicon  is  decomposed  by  moisture,  and  the  bulky  precipitate 
of  silicic  acid  which  would  be  formed  might  clog  the  delivery-tube  of 
the  apparatus  or  coat  the  glass  vessels  and  render  them  opaque. 

The  decomposition  of  the  gas  by  water  can  readily  be  shown  by 
causing  some  of  it  to  pass  out  from  the  delivery-tube  into  a  bottle 
inverted  upon  the  mercury- trough,  one  half  of  which  has  been  filled 
with  water  and  the  other  half  with  quicksilver.  The  water  in  the 
bottle  will  soon  become  filled  with  gelatinous  silica.  With  the 
quantities  of  material  ^abovc  given,  there  will  be  obtained  first  a  bottle 
•on60  c.  c.  .capacity  of  air  foem  tbe  flask,  which  should  be  thrown 
.awajr-.y  ?a  *bottle  of  the  same  sLse  ean  then  be  filled  with  sufficient^/ 
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pure  flaoride  of  silicon,  and  in  a  third  bottle  the  decomposition  with 
water  may  be  shown. 

Instead  of  sand,  coarsely  powdered  glass  may  be  placed  in  the  flask 
as  the  source  of  silicon.  In  any  event  the  glass  of  the  flask  will  be 
somewhat  corroded ;  it  is  better  to  conduct  the  operation  in  a  platinum 
retort,  if  such  a  vessel  can  be  had. 

The  reactions  which  occur  among  the  materials  in  the  flask  may  be 
represented  by  the  following  equations : — In  the  first  place,  fluorhydric 
acid  is  formed  by  the  action  of  sulphuric  acid  upon  the  fluoride  of 
calciom^ 

CaFI,  +  HjSO^  =»  CaSO^  +  2HFI, 

and  the  fluorhydric  acid  then  attacks  the  silica, 

SiO,  +  4HFI  =  2H,0  +  Siil^. 

The  water  here  formed  unites  with  the  sulphuric  acid  which  has  been 
employed  in  excess,  and  is  thus  prevented  from  acting  upon  the  fluo- 
ride of  silicon.  The  reaction  last  named  is  essentially  the  same  as 
that  which  occurs  when  glass  is  etched  with  fluorhydric  acid  gva 
(S  168).  When  the  fluoride  of  silicon  is  brought  into  contact  with 
water,  there  is  produced,  together  with  the  silicic  acid,  fluosilicic  acid 
(2HFl,SiFl J,  a  compound  to  be  described  directly. 

474.  Fluoride  of  silicon  is  a  colorless  gas  which  fumes  strongly 
in  the  air,  especially  if  the  air  be  moist.  It  has  an  acid  odor 
and  taste,  extinguishes  combustion  though  itself  uninflammable, 
has  no  actioii  upon  glass,  can  support  a  high  degree  of  heat 
without  being  decomposed,  and  may  be  condensed  by  pressure 
and  cold  to  a  colorless,  very  mobile  liquid.  Its  specific  gravity 
has  been  determined  to  be  51*98,  or  3*6  as  compared  with  air. 
It  can  consequently  be  readily  collected  by  displacement,  if 
pains  be  taken  to  protect  it  from  contact  with  moist  air  by  means 
of  drying-tubes. 

Tbe  specific  gravity  of  this  gas  points  very  decidedly  to  the 
formula  SiFl^,  and  consequently  to  the  number  28  as  the  atomic 
weight  of  silicon,  and  to  the  formula  SiO^  for  silicic  add.  For,  if 
a  molecule  of  gas  bo  composed  of 

One  volume  of  silicon- vapor  m 28 

And  four  volumes  of  fluorine  (19  x  4)  v      ,        .        .        .        76 

Condensed  to  two  vokunes  a>  ..•«..      104 

One  volume  ei  the  gas  will  weigh  62,  or  almost  precisely  as  much  as 
has  been  indicated  by  experiment. 

2  c  2* 
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The  behavior  of  the  gas  witii  water  is  peculiarly  interesting. 
If  water  be  sprinkled  into  a  bottle  filled  with  flaoride  of  silicon, 
or  if  the  gas  be  conducted  into  water,  decomposition  occurs  in- 
stantly, and  silicic  acid  is  deposited  in  the  gelatinous  condition. 
At  first  sight  it  might  seem  as  if  the  reaction  were  strictly  analo- 
gous to  that  which  occurs  when  chloride  of  silicon  is  mixed  with 
water  (see  §  471),  and  that  it  could  be  represented  by  the  formula 

Sin,  +  2H,0  «  SiO.  +  4HF1; 

but  if  it  be  remembered  that  fluorhydric  acid,  unlike  chlorhydiio 
acid,  is  capable  of  dissolving  silica,  it  will  be  at  once  evident  that 
the  reaction  between  water  and  fluoride  of  silicon  cannot  be 
directly  comparable  with  the  other  reaction,  in  which  chloride  of 
silicon  is  concerned.  The  reaction  which  really  occurs  betweea 
water  and  fluoride  of  silicon  may  be  represented  by  the  iollowing 
equation : — 

3SlP1,  +  2H,0  =  KO,  +  2(2HFl,SiEl,), 

—a  double  compound  of  fluorhydric  add  and  fluoride  of  silicon, 
known  as  flnonlieie  add,  being  the  other  product  besides  silica. 

Fiuosilicic  acid  may  be  prepared  either  in  the  manner  indicated  in 
{  478;  or  more  conveniently  by  conductiDg  fluoride  of  silicon  gas  into 
an  upright  bottle  full  of  water ;  iu  this  case,  however,  the  orifice  of  the 
tube  which  delivers  the  gas  should  be  immersed  in  a  layer  of  mercuiy, 
8  or  4  cm.  deep,  beneath  the  water,  so  that  the  gas  may  bubble  up 
through  the  mercury,  and  the  water  never  come  in  contact  with  the 
mouth  of  the  delivery-tube.  In  this  way  the  tube  may  be  kept  free 
from  the  silicic  acid  which  would  quickly  clog  it  if  it  opened  directly 
into  the  water.  As  the  bubbles  of  fluoride  of  silicon  escape  from  the 
mercury,  each  of  them  becomes  covered  with  a  thick  crust  of  gelati- 
nous silica,  which  it  carries  with  it  to  the  surface  of  the  water.  Some- 
times one  of  these  crusts  will  remain  adhering  to  the  mercury  and  will 
be  gradually  prolonged  into  the  form  of  a  tube  extending  from  the 
mercuiy  to  the  surface  of  the  water.  Such  tubes  should,  however,  be 
broken  up,  by  stirring  the  liquor,  lest  fluoride  of  silicon  escape  through 
them  into  the  air  without  coming  in  contact  with  water. 

Another  modification  of  the  method  of  preparing  fiuosilicic  add  is  to 
conduct  the  gas  into  a  large  fiask  containing  but  little  water,  and  to 
agitate  this  fiask  so  that  its  sides  may  be  continually  moistened  with 
water,  although  no  water  can  come  in  contact  with  tiie  opening  of  the 
gas  delivery-tube.    The  following  quantities  of  materials  have  been 
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found  convenient  in  practice.  In  a  flask  of  600  oi  700  c.  c.  capacity 
place  a  mixture  of  85  grms.  of  powdered  sand,  35  grms.  of  powdered 
fluorspar,  and  210  grms.  of  concentrated  sulphuric  acid.  Place  the 
flask  upon  a  sand-bath  over  the  gas-lamp,  and  by  means  of  a  deliveiy- 
tube  connect  it  either  with  the  bottom  of  a  tali  bottle  containing 
150  c.  &  of  water  and  enough  mercury  to  form  the  layer  above  de- 
scribed, or  with  the  middle  of  a  flask  of  700  or  800  c.  c.  capacity,  and 
containing  150  c.  c  of  water.  In  the  latter  case  the  receiving-flask 
must  be  agitated,  as  aforesaid,  so  that  its  walls  may  be  kept  moist. 
When  the  evolution  of  gas  has  ceased,  the  gelatinous  mass  in  the  bottle 
should  be  thrown  upon  apiece  of  cotton  cloth,  and  the  liquid  contained 
in  it  separated  from  the  solid  matter  by  pressure.  The  cloudy  liquor 
thus  obtained  may  be  rendered  clear  by  filtering  it  through  paper. 
The  dear  liquid  is  a  strong  aqueous  solution  of  fluosilicic  acid,  and  the 
solid  matter  is  hydrated  silicic  acid. 

475.  Fluosilicic  acid  is  known  only  in  aqueous  solution.  The 
saturated  solution  is  a  transparent,  colorless,  fuming,  and  very 
acid  liquid,  which  has  no  action  upon  glass,  and  may  consequently 
be  kept  in  glass  bottles.  It  cannot  be  distilled  without  suffering 
decomposition,  nor  can  it  be  evaporated  beyond  a  certain  degree 
of  concentration  without  breaking  up  into  fluoride  of  silicon  and 
fluorhydric  acid.  If  the  evaporation  is  conducted  in  a  glass  vessel, 
the  silica  of  the  glass  will  retain  the  fluorhydric  acid,  and  only 
fluoride  of  silicon  and  water  will  be  set  free.  The  reaction  which 
occurs  in  this  case, 

SiO,  +  2(2Hri,8iPl,)  «  2H,0  +  3SiFl^ 

is  just  the  reverse  of  that  which  takes  place  when  fluoride  of  sili- 
con is  decomposed  by  water — 

2H,0  +  3SiEl,  =  SiO.  +  2(2Hn,SiFlJ. 

With  bases  fluosilicic  acid  unites  to  form  compounds  known  as 
fluosilicates,  such  as  the  fluosHicate  of  potassium,  K.^SiElg  =s 
2KFl,SiIl„  and  fluosiHcate  of  barium,*  BaSiFl.  =  BaFl3,SiFl^, 
if  no  excess  of  the  base  be  present ;  but  if  an  excess  of  the  base 
be  added,  silicic  acid  will  be  precipitated,  and  the  whole  of  the 
flnorir4e  will  unite  with  the  metal  contained  in  the  base  to  form 
a  fluoride.  In  the  first  case,  where  no  excess  of  base  is  employed, 
the  reaction  may  be  thus  represented : — 

2KH0  +  H^SiFl,  =  2Kfi  +  K^SiFl,. 
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In  the  second  case,  where  an  excess  of  the  base  is  presenti 

6KH0  +  H.SiFl,  =  4H,0  +  SiO,  +  601. 

Most  of  the  fluosilicates  are  easily  soluble  in  water ;  but  some  of 
them  are  so  nearly  insoluble  that  the  acid  is  sometimes  employed 
as  a  precipitant  of  various  oxides.  It  is  remarkable  that  pre- 
cisely those  bases,  namely  the  alkalies,  which  form  soluble  salts 
with  almost  all  the  other  acids,  should  here  yield  insoluble  com- 
pounds. Fluosilicic  acid  is  in  fSEu^t  a  good  reagent  for  the  detection 
of  potassium ;  and  it  is  yaluable  as  a  means  of  removing  potassium 
from  many  of  its  salts  when  we  desire  to  obtain  in  a  free  state  the 
acids  which  these  salts  contain.  (Compare  §  124.) 

476.  Sulphide  of  Silicon  (SiS^)  occurs  in  white,  needle-like 
cryistals,  unalterable  in  dry  air.  It  is  volatile  at  the  temperature 
of  redness,  and  is  decomposed  at  once  by  water,  with  deposition 
of  gelatinous  silica  and  evolution  of  sulphydric  acid : — 

BiS,  +  2H,0  =  SiO.  +  2H,S. 

like  sulphide  of  boron,  it  may  be  obtained  by  passing  the  vapor 
of  bisulphide  of  carbon  over  a  mixture  of  silicic  acid  and  carbon 
heated  to  redness. 

477.  As  has  appeared  abundantly  from  the  foregoing,  the  three 
elements  carbon,  boron,  and  silicon  constitute  a  distinct  natural 
family.  This  family  differs  in  character  from  each  and  every  one 
of  the  other  natural  groups  of  elements  hitherto  described  (§§  152, 
257,  3B4).  The  occurrence  of  carbon  and  silicon  in  three  di- 
stinct and  extraordinary  modifications  (as  diamond,  graphite,  and 
charcoal),  and  of  boron  in  the  diamond  and  amorphous  modifica- 
tions, distinguishes  this  group  from  all  others.  The  eminently 
refractory  nature  of  the  several  members,  and  their  fixity  as  re- 
gai'ds  heat  and  solvents,  are  marked  characteristics  of  the  three 
elements.  The  vitrifiable  character  of  the  oxides  of  boron  and 
silicon  (boracic  and  silicic  adds),  and  of  the  borates  and  silicates 
of  many  of  the  metals,  is  a  noteworthy  resemblance  between  these 
elements.  Eemarkable  resemblances  between  the  hydrated  car- 
bonate, borate,  and  silicate  of  sodium  often  manifest  themselves 
to  the  chemical  manipulator.  The  corresponding  compotnids  of 
carbon,  boron,  and  silicon,  with  the  members  of  the  chlorine  group, 
and  with  the  members  of  the  sulphur  group,  have  similar  proper- 
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ties,  result  fh>m  like  reactions,  and  saffer,  for  the  most  part,  ana- 
logous decompositions ;  but,  in  the  present  state  of  the  science, 
only  the  compounds  of  carbon  and  silicon  can  be  said  to  have  also 
the  same  atomic  constitution.  The  three  members  of  this  group 
are  not  arranged  in  the  order  of  their  atomic  weights,  as  has  been 
the  case  with  all  the  preceding  groups ;  but  if,  in  the  future, 
boracic  acid  comes  to  be  written  BO,,  the  atpmic  weight  of  boron 
will  be  14,  and  therefore  higher  than  that  of  carbon.  The  exist- 
ing anomaly  in  the  arrangement  of  the  group  will  then  disappear. 
The  collocation  of  these  three  elements,  and  the  order  in  which 
they  now  stand,  is  based  upon  too  many  natural  resemblances  to 
be  lightly  set  aside. 


CHAPTEB  XXTTT, 

SODIUM. 

478.  This  abnndant  element  is  chiefly  found  in  nature  in  tho 
state  of  chloride,  nitrate,  carbonate,  borate,  and  silicate.  The 
most  abundant  of  its  compounds  is  common  salt,  which  is  the 
combination  of  sodium  with  chlorine  (NaCl).  Sea-water  contains 
two  and  a  half  per  cent,  of  salt,  and  enormous  deposits  of  the  same 
substance  are  found  in  the  solid  crust  of  the  earth.  There  are 
also  many  natural  salt  springs,  whose  waters  yield  on  evaporation 
the  chloride  of  sodium  which  they  hold  in  solution.  Sodium  also 
occurs,  in  the  condition  of  silicate,  in  yery  many  common  minerals 
and  rocks.  From  the  soil  which  has  resulted  from  the  disinte- 
gration and  decomposition  of  these  minerals  and  rocks,  and  from 
its  soluble  compounds,  like  common  salt,  sodium  enters  into  plants, 
and  thence  into  animals.  Its  chloride  is  one  of  the  essential 
mineral  constituents  of  the  food  of  man  and  other  animals.  On 
account  of  the  inexhaustible  abundance  of  common  salt,  this  sub- 
stance constitutes  the  chief  source  from  which  all  manufactured 
compounds  of  sodium  are  more  or  less  directly  derived ;  one  other 
natural  sodium-containing  mineral,  however,  deserves  mention  as 
a  source  of  sodium  compounds — the  mineral  Cryolite,  a  double 
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fluoride  of  sodium  and  alnminmii.  Nitrate  of  Bodium  (NaNO,),  a 
somewhat  deliquescent  and  yery  soluble  salt,  oucuis  abundantly 
on  the  surface  of  the  soil  in  certain  desert  districts  of  Peru. 
When  heated,  this  salt  first  fuses  and  then  undergoes  decomposi- 
tion. It  is  employed  in  the  manufacture  of  nitric  and  sulphuric 
acids  and  as  a  manure ;  but  as  a  source  of  sodium-oompounds 
it  is  comparatively  insignificant. 

479.  Chloride  of  Sodium  (NaCl). — ^There  is  but  one  chloride  of 
sodium — common  salt.  This  natural  mineral  is,  when  pure,  a 
oolorless,  transparent,  anhydrous  stone,  which  crystallizes  in  cubes, 
dissolyes  readily  in  about  three  times  its  weight  of  cold  water, 
and  possesses  a  specific  gravity  of  2*15,  and  an  agreeable  taste, 
which,  because  familiar,  is  the  representative  or  type  of  that  pecu- 
liar savor  called  saline.  A  saline  taste  means  a  taste  suggestive  of 
that  of  common  salt,  just  as  the  phrase  *'  saline  substance ''  cha- 
racterizes a  very  large  class  of  bodies  which  resemble  more  or  less 
in  appearance  and  properties  the  longest-  and  best-known  of  all 
such  substances,  common  salt. 

There  are  three  sources  of  salt — ^the  beds  of  the  native  minessly 
saline  springs,  and  sea-water.  In  all  cases  in  which  the  salt  is  obtained 
from  its  solution  in  water,  evaporation  by  fire,  or  by  the  heat  of  the 
sun  in  warm,  sunny  climates,  is  necessary.  When  pure  enough,  the 
rock-salt  is  mined  like  any  other  ore ;  but  when  it  is  mixed  with  earth 
or  other  impurities  as  it  lies  in  its  natural  bed,  the  solubility  of  the 
chloride  of  sodium  in  water  is  availed  of  to  free  the  salt  from  its  in- 
soluble impurities,  and  to  fiicilitate  the  lifting  of  it  to  the  surface  of  the 
earth.  Watei  is  let  into  the  bed  of  salt,  and  allowed  to  remain  there 
till  it  has  become  saturated ;  the  brine  is  then  pumped  out  and  evapo- 
rated. Some  natural  brine-springs  contain  so  small  a  proportion  of 
salt  that  some  cheaper  mode  of  evaporation  than  by  fire  is  essential  to 
their  profitable  working.  Such  wateis  are  concentrated  by  a  process 
termed  graduation.  The  brine  is  pumped  up  to  a  sufficient  height,  and 
then  allowed  to  trickle  slowly  over  large  stacks  of  fagots,  which  are 
sheltered  by  a  roof  from  rain,  but  are  freely  exposed  to  the  prevailing 
wind.  The  brine,  thus  diffused  over  a  very  large  surface,  is  rapidly 
concentrated  by  the  draft  of  air.  By  repeating  the  process  a  moderate 
number  of  times,  a  weak  brine  may  be  brought  to  a  degree  of  concen- 
tration at  which  evaporation  by  fire  may  be  employed.  Since  almost 
all  brines  contain  sulphate  of  calcium  (CaSO^)  in  solution,  the  surfaces 
of  the  fagots  employed  in  the  ffraduation  process  become  covered  with 
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a  stony  coatiiig  of  this  comparatiTely  insoluble  salt  If  the  strong  brine 
is  boiled  down  rapidly,  a  fine-grained  table-salt  is  obtained ;  if  it  is 
slowly  eyaporatedy  a  bard,  coarsely  crystallized  salt  is  the  product 
During  the  eaiiier  stages  of  the  evaporation  a  deposit  is  formed;  con- 
sisting principally  of  sulphate  of  sodium  and  sulphate  of  calcium, 
finally  there  remains  a  thick  mother^liquar,  from  which  no  more 
chloride  of  sodium  will  crystallize^  but  which  contains  the  more  soluble 
salts  of  the  original  brine,  such  as  chloride  of  calcium,  and  chloride 
and  bromide  of  magnesium,  besides  a  large  proportion  of  common  salt 
which  cannot  be  separated  £rom  the  liquor.  Such  mother-liquors  are 
sometimes  so  rich  in  magnesium-salts  as  to  be  adyantageously  worked 
for  these  substances,  and  they  are  also  sometimes  profitable  sources  of 
bromine.  Considerable  quantities  of  magnesium-salts  and  of  bromine 
have  ako  been  extracted  from  concentrated  sea-water  after  all  the 
available  chloride  of  sodiimi  has  been  withdrawn.  The  salt  of  com- 
merce generally  contains  a  small  proportion  of  chloride  of  magnesium, 
which  makes  it  slightly  deliquescent  and  bitter. 

&p.  224. — Heat  a  few  crystals  of  coarse  salt  on  a  piece  of  sheet-iron 
over  the  gas-lamp.  The  crystals  will  decrepitate  forcibly,  and  the 
greater  part  of  the  salt  will  be  thrown  off  the  plate ;  what  remains  will 
melt  as  the  temperature  rises,  and  if  the  heat  be  strong  enough,  it  will 
finally  volatilize.  The  decrepitation  is  due  to  little  particles  of  water, 
mechanically  enclosed  in  the  crystals,  which,  when  expanded  by  heat, 
burst  the  crystals  asunder. 

JExp,  225. — Dissolve  9  grms.  of  fine  salt  in  26  c.  c.  of  water  at  about 
20^.  Add  to  the  solution  another  gramme  of  salt ;  it  will  not  dissolve. 
Bring  the  solution  to  boiling ;  the  added  gramme  of  salt  will  barely 
dissolve.  Chloride  of  sodium  is  scarcely  more  soluble  in  hot  than  in 
cold  water,  wherein  it  differs  from  the  great  majority  of  soluble  salts. 
Evaporated  brines  deposit  their  salt  with  almost  equal  &cility  when 
hot  and  when  cold^  but  the  hot  liquors  will  hold  in  solution  a  much 
greater  proportion  of  the  salts  with  which  the  chloride  of  sodium  is 
associated,  than  the  cold  brines  could  retain.  In  the  process  of  eva- 
poration by  fire,  the  associated  magnesium,  calcium,  and  sodium-salts 
therefore  do  not  crystallize  with  the  conmion  salt,  but  remain  in  the 
hot  mother-liquor. 

Exp.  226. — Expose  a  saturated  solution  of  salt  in  winter  weather 
to  a  temperature  of  —10^.  Large,  transparent,  six-sided  tables,  which 
contain  a  considerable  proportion  of  water  chemically  combined,  will 
crystallize  from  the  solution.  The  warmth  of  the  hand  is  sufficient  to 
destroy  this  crystalline  compound ;  the  water  separates,  and  the  crys- 
tals are  resolved  into  a  oumb  of  minute  cubes. 
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480.  The  uses  of  common  salt  are  manifold.  Since  it  ib  a  con- 
stituent of  almost  all  kinds  of  food,  and  essential  to  the  life  of 
animals,  it  is  not  surprising  that  salt  exists  in  small  quantiti^  in 
almost  every  spring,  soil,  plant,  and  animal.  The  antiseptic  qua- 
lity of  salt  is  applied  to  the  preservation  of  fish,  meat,  and  wood. 
Salt  is  extensively  employed  in  glazing  earthenware,  its  volatility 
at  furnace-heat  (Exp.  224)  combining  with  other  qualities  to  fit 
it  for  this  use.  Immense  quantities  of  salt  are  consumed  in  pre- 
paring sulphate  of  sodium,  from  which  in  turn  common  "  soda  " 
(carbonate  of  sodium)  is  made.  From  the  carbonate  of  sodium 
thus  obtained  the  greater  number  of  other  sodium  compounds  ore 
prepared.  Salt  is  also  the  source  from  which  chlorhydrio  acid 
and  chlorine  are  derived  (§§  101,  105). 

481.  Bromide  and  Iodide  of  Sodium  (NaBr  and  Nal). — ^These 
salts  bear  a  close  resemblance  to  the  chloride  of  sodium ;  they 
both  crystallize  in  anhydrous  cubes,  and  both  occur  native  in  sea- 
water,  though  in  minute  proportion.  Many  marine  plants  appro- 
priate iodide  of  sodium  from  sea- water ;  sea- weeds  are  therefore 
the  commercial  source  of  iodine  (§  135). 

482.  StdpJiate  of  Sodium  (Na^SOJ. — This  compound  is  made 
in  great  quantities  from  common  salt  and  sulphuric  acid  as  a  pre- 
liminary step  in  the  manufacture  of  carbonate  of  sodium. 

The  process  has  two  stages.  The  first  operation  is  performed  in 
largo,  covered,  cast-iron  pans,  capable  of  holding  250  kilos,  of  salt,  and 
an  equal  weight  of  sulphuric  acid  of  the  density  of  1*7.  A  very  gentle 
heat  suffices  to  disengage  from  such  a  mixture  enormous  volumes  of 
chlorhydric  acid  g^;  this  gas,  which  would  be  injurious  to  vegetation 
if  suffered  to  escape  into  the  air,  is  all  absorbed  by  being  passed  through 
vertical  stone  towers,  filled  with  lumps  of  coke,  over  which  water  is 
kept  trickling.  The  reaction  in  the  iron  pan  is  by  no  means  complete, 
much  chloride  of  sodium  remaining  undecomposed.  The  reaction  at 
this  first  stage  may  be  represented  as  follows : — 

2NaCl  +  HaSO^  =  NaCl  +  NaHS04  +  HCL 
The  pasty  mass  is  then  pushed  into  an  adjoining  fire-brick  chamber, 
which  is  strongly  heated  by  flues  from  a  furnace.  The  acid  sulphate 
of  sodium  of  the  last  reaction  decomposes  the  remainder  of  the  salt, 
and  a  further  quantity  of  chlorhydric  acid  is  disengaged  to  be  con- 
densed by  the  water  in  the  coke-towers,  while  sulphate  of  sodium 
remains:—       j^^qj  4.NaHS04  b  Na,SO^  +  HOL. 
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The  sulphuric  add  used  in  this  process  is  not  stronger  than  can  readily 
be  made  by  eyaporation  in  leaden  pans  (compare  $  230) ;  it  is  always 
made  on  the  spot.  The  crude^  weak,  chlorhydric  acid,  which  is  the 
incidental  product  of  the  manufacture  of  sulphate  of  sodium,  has  of 
course  some  value  in  the  arts ;  a  portion  of  the  product  is  often  imme- 
diately consumed  in  the  same  factory  in  the  manufacture  of  ^*  bleachiug- 
powder''  (§§  105, 120).  In  some  works  the  smoke  and  gases  from  the 
fires  pass  through  the  coke-towers  in  which  the  chlorhydric  acid  js 
absorbed ;  in  others,  the  products  of  combustion  are  not  suffered  to 
mix  with  the  liberated  chlorhydric  acid,  but  are  conducted  by  separate 
flues  aroimd  the  pans  and  chambers  to  be  heated,  and  thence  into  the 
main  chimney.    The  latter  mode  of  construction  is  the  best. 

The  sulphate  of  sodium  resulting  from  this  process  is  a  white 
anhydrous  salt  which  dissolves  easily  in  water  at  30°.  When  a 
strong  solution  of  the  anhydrous  salt,  made  at  this  temperature, 
is  cooled,  there  separate  large  colorless  crystals  of  a  transparent 
salt,  bitter  and  cooling  to  the  taste.  This  salt,  long  known  as 
Glauber's  salt,  contains,  besides  the  elements  of  sulphate  of  so- 
dium, ten  molecules  of  water ;  it  therefore  answers  to  the  formula 
I!9a^SO^,10H,O.  There  is  another  hydrated  sulphate  of  sodium, 
which  contains  only  seven  molecules  of  water.  These  hydrated 
salts  ejffloresee  in  dry  air,  and  crumble  into  an  opaque  powder  of 
the  anhydrous  salt. 

JSxp.  227. — Place  10  grms.  of  crystallized  Glauber's  salt  in  a  warm, 
dry  plaqe.  When  it  is  completely  converted  into  a  white  powder, 
weigh  the  residue.  Since  Glauber's  salt  is  more  than  half  water,  the 
diy  residue  will  not  weigh  more  than  4 '5  grms. 

JExp,  228. — In  a  flask  holding  about  250  c.  c,  heat  50  c.  c.  of  water 
to  a  temperature  of  88^,  and  keep  the  water  at  this  temperature,  as 
determined  by  a  thermometer  immersed  in  it.  Add  to  the  warm  water 
161  grms.  of  crystallized  Glauber's  salt  If  this  saturated  solution  be 
made  hotter,  the  anhydrous  sulphate  of  sodium  crystallizes  out  in  octa- 
hedrons of  rhombic  base ;  if,  on  the  other  hand,  the  solution  be  suffered 
to  cool,  crystals  of  the  common  hydrated  Glauber^s  salt  appear.  This 
example  forcibly  illustrates  the  general  fact  that  the  relations  of  water 
to  other  bodies  are  greatly  affected  by  temperature. 

Exp.  229. — Dissolve  10  grms.  of  crystalUzed  Glauber's  'salt  in  water 
of  which  the  temperature  has  been  previously  observed ;  during  solu- 
tion the  temperature  falls ;  cold  is  produced,  in  consequence  of  the 
expenditure  of  some  of  the  heat  of  the  mixture  in  overcoming  the  co- 
hesion of  the-  crystallized  salt    Dissolve  a  like  quantity  of  effloresced 
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Glauber's  salt  (anliydrouB  sulpliate  of  sodium)  in  a  small  bulk  of  water ; 
heat  will  be  developed.  A  part  of  tbe  water  is  solidified  by  combining 
witb  the  anhydrous  sulphate  to  form  the  hydrated  sulphate,  and  the 
heat  which  before  kept  that  quantity  of  water  fluid,  being  set  free  to 
do  other  work,  raises  by  a  certain  amount  the  temperature  of  the 
mixture. 

Exp,  230. — Dissolve  50  grms.  of  Glauber's  salt  in  26  c.c.  of  water 
in  a  small  flask,  by  heating  the  contents  of  the  flask  until  the  liquid 
boils.  Cover  the  mouth  of  the  flask  loosely  with  a  card  or  piece  of 
glass,  and  allow  the  liquid  to  cool,  at  perfect  rest,  to  the  ordinary  tem- 
perature. No  crystals  will  be  deposited  from  the  fluid,  although  the 
water  holds  in  solution  a  much  larger  quantity  of  salt  than  it  could 
dissolve  at  the  atmospheric  temperature.  Such  a  solution  is  said  to  be 
supersaturated.  The  crystallization  of  such  a  solution  may  generally 
be  brought  about^  almost  instantaneously,  by  jarring  the  vessel  which 
contains  it,  or  by  permitting  some  foreign  body,  like  a  glass  rod,  a  wire, 
a  crystal  of  the  salt,  or  a  grain  of  dust,  to  come  in  contact  with  the 
fluid.  By  touching  with  a  stick  or  glass  rod  the  clear  solution  pre- 
pared as  above  described,  this  sudden  crystallization  will  be  strikingly 
illustrated,  the  whole  mass  becoming  solid.        • 

Crystallized  sulphate  of  sodium  is  rapidly  soluble  in  chlorhydric  add, 
with  great  depression  of  temperature.  A  convenient  refrigerating  mix* 
ture  may  be  prepared  in  climates  where  ice  is  dear,  by  pouring  6  parts 
of  the  commercial  acid  upon  8  of  the  crystallized  sulphate.  The  effects 
of  solution  on  temperature,  and  the  phenomena  of  supersaturated  solu- 
tions, though  well  exhibited  by  sulphate  of  sodium,  are  by  no  means 
peculiar  to  this  substance ;  they  are  manifested  to  a  greater  or  less 
degree  by  a  large  number  of  salts. 

483.  The  DovhU  Sulphate  of  Sodium  and  Hydrogen  (NaHBO^) 
is  a  very  acid  salt,  to  which  the  name  of  hisvlphate  is  commonly 
applied.  When  heated  it  first  gives  up  a  molecule  of  water,  and 
subsequently,  at  a  higher  temperature,  a  molecule  of  anhydrous 
sulphuric  acid;  the  anhydrous  salt  is  therefore  employed  as  s 
convenient  source  of  the  teroxide  of  sulphur. 

2(NaHS0J  =  H3O  +  SO,  +  Na^SO,. 

The  formation  of  this  double  sulphate  marks  an  intermediate 
stage  in  the  making  of  sulphate  of  sodium  and  chlorhydric  add 
from  common  salt ;  and  it  is  the  residue  of  the  nitric- acid  manu- 
facture whenever  nitrate  of  sodium  is  employed. 

484.  Carbonate  of  Sodium  (Na^CO,). — ^The  manufacture  of  this 
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rabstance  constituteB  one  of  the  most  important  brancheB  of  che- 
mical industry.  Immense  quantities  of  it  are  consumed  in  the 
fabrication  of  glass  and  soap,  in  the  preparation  of  the  various 
compounds  of  sodium,  and  in  washing,  both  by  the  manufacturer  * 
of  doth  and  in  the  household.  The  ashes  of  sea  and  sea-shore 
plants  were  formerly  the  source  of  the  carbonate  of  sodium,  but 
it  is  now  chiefly  made  from  common  salt  by  a  process  called,  from 
the  name  of  its  French  inventor,  the  process  of  Loblanc. 

The  first  stage  of  this  process  we  have  already  studied ;  it  consists 
in  the  preparation  of  sidphate  of  sodium  from  common  salt  The 
second  stage  consists  in  the  reduction  of  this  sulphate  to  the  condition 
of  sulphide  of  sodiom  in  presence  of  carbonate  of  calcium ;  by  in- 
terchange of  metals  there  results  sulphide  of  calcium  and  carbonate  of 
sodiuuL  The  sulphate  of  sodium  is  ground  up  with  an  equal  weight  of 
chalk  and  rather  more  than  half  its  weight  of  coal,  and  the  mixture  is 
thoroughly  melted  by  the  flame  of  a  reverberatory  furnace.  The  black 
mass,  which  is  called  ''  black  ball "  or  *'  black  ash/'  is  cast  into  blocks 
in  iron  wheelbarrows,  cooled,  broken  up,  and  systematically  washed 
with  warm  water  until  all  the  soluble  portions  are  extracted.  The 
black  solution  is  evaporated  in  large  iron  pans  by  the  waste  heat  of 
the  reverberatory  furnaces.  The  residue  contains  some  caustic  soda, 
mixed  with  the  carbonate ;  the  residue  is  therefore  mixed  with  about 
one-seventh  of  its  weight  of  sawdust,  or  like  material,  and  roasted  in 
a  reverberatory  furnace.  The  product  of  this  heating  is  the  sodtt-aah 
ol  commerce ;  it  is  almost  white,  and  generally  contains  about  80  per 
cent,  of  pure  anhydrous  carbonate  of  sodium. 

The  so-called  crystals  of  soda  are  obtained  by  dissolving  the  crude 
soda-ash  in  hot  water,  and  suffering  the  hot  solution  to  cool  in  large 
pans.  In  the  course  of  five  or  six  days,  large  transparent  ciystals  are 
formed  which  contain  62-98  per  cent,  of  water,  and  correspond  to  the 
formula  Na,C03,10H,0.  The  impure  mother-liquor,  drained  from  the 
crystals,  is  used  in  the  mAnnfacture  of  caustic  soda.  These  crystals 
effloresce  in  the  air ;  they  have  a  disagreeable  taste,  called  alkaline, 
are  soluble  in  very  large  proportion  both  in  hot  and  cold  water,  and 
even  melt  at  a  moderate  temperature  in  their  own  water  of  crystal- 
lization. The  crystals  readily  part  with  all  their  water,  and  the  dry 
residue  melts  at  a  bright-red  heat;  this  residue  is  anhydrous  car- 
bonate of  sodium,  purified  by  the  process  of  crystallization  which  it 
has  undergone.  In  this  case,  as  in  all  others,  the  process  of  crystal- 
lization consists  essentially  in  the  aggregation  of  like  particles;  the 
strong  tendency  is  to  ezdude  heterogeneous  partides,  or,  in  other 
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words,  impurities,  from  the  crystaUizing  structure.  There  is  no  more 
universally  applicable  and  valuable  means  of  purification  than  the 
process  of  crystallization. 

.  The  purchaser  of  carbonate  of  sodium  for  the  sake  of  the  alkali 
which  it  contains  will  prefer  soda-ash  to  soda-crystals,  unless  the 
purity  of  the  material  be  an  important  consideration.  The  crystals 
are  purer  than  the  ash ;  but  more  than  half  their  weight  is  water, 
which  must  be  transported  at  the  cost  of  the  consumer.  EfBoreaced 
crystals  are  more  advantageous  to  buy  by  weight  than  crystals  which 
have  not  lost  their  water  by  exposure  to  the  air.  There  axe  several 
hydrates  of  carbonate  of  sodium,  of  different  solubilities. 

485.  DouhU  CarbonaU  of  Sodium  and  Hydrogen  (NaHGO,). — 
When  masses  of  crystals  of  hydrated  carbonate  of  sodium  (soda- 
crystals)  are  exposed  to  an  atmosphere  of  carbonic  acid  gas,  they 
absorb  carbonic  acid  with  an  evolution  of  heat  sufficient  to  expel 
the  greater  part  of  their  water  of  crystallization.  A  white  powder 
remains,  whose  dualistic  formula  is  Na,0,H30,2C0,,  whence  its 
most  familiar  name — bicarbonate  of  soda.  This  substance  is  one 
of  the  ingredients  in  most  of  the  artificial  yeasts  used  for  raising 
bread,  cake,  and  puddings,  and  is  known  to  grocers  and  cooks 
as  "  soda,''  although  the  constituent  which  is  really  utilized  is  its 
carbonic  acid.  This  carbonate  of  sodium  and  hydrogen  is  much 
less  soluble  than  the  carbonate  of  sodium ;  it  may  be  washed  with 
cold  water  until  it  is  freed  from  the  sulphates  and  chlorides  which 
generally  contaminate  the  carbonate.  The  chemist  resorts  to  this 
process  in  order  to  prepare  from  the  purified  bicarbonate  pure 
sodium -salts.  At  a  low  red  heat  the  double  carbonate  loses  its 
water  and  half  its  carbonic  add,  and  is  converted  into  the  normal 
carbonate  (Na^CO,).  If  the  aqueous  solution  of  the  double  car- 
bonate be  heated,  it  loses  one  quiLi  tcr  of  its  carbonic  acid. 

Weigh  out  two  separate  and  equal  portions  of  bicarbonate  of  sodium. 
Heat  one  of  these  portions  for  a  few  minutes  in  an  iron  spoon  or  porce- 
lain capsule,  to  a  low  red  heat.  Then  wrap  each  portion  in  a  piece 
of  paper  and  introduce  each  little  roll  into  a  cylindrical  jar  fiUed  with 
mercury  and  standing  inverted  on  the  mercury  trough.  By  means  of 
a  curved  pipette  (see  Appendix,  J  22)  pass  equal  quantities  of  dilute 
sulphuric  acid  into  each  of  the  jars.  The  moment  the  sulphuric  add 
comes  in  contact  with  the  carbonates  of  sodium,  carbonic  acid  is 
evolved,  and  upon  comparing  the  volumes  of  gas  yielded  by  the  two 
samples,  both  of  which  contain  the  same  quantity  of  sodium,  it  will  be 
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found  that  the  carbonic  acid  erolved  from  the  unheated  bicarbonate  is 
twice  as  great  as  that  yielded  by  the  portion  which  was  ignited. 

Bicarbonate  of  sodium  may  be  depriyed  of  its  carbonic  acid  by 
almost  any  acid  or  acid  salt.  In  the  experiment  just  described 
sulphniic  acid  displaced  the  gaseous  carbonic  acid ;  tartaric  acid, 
or  an  acid  tartrate  like  cream  of  tartar  (tartrate  of  potassium), 
will  effect  the  same  displacement,  as  will  also  the  acid  sulphate  of 
sodium  (NaHSOJjthe  acid  phosphate  of  calcium  (CaO,2HjO,PjO,), 
or  common  alum.  "  Soda  powders"  should  be  made  of  bicarbo- 
nate of  sodium  and  tartaric  acid.  "  Eochelle  powders"  consist  of 
bicarbonate  of  sodium  in  one  paper  and  cream  of  tartar  in  another ; 
when  these  tw>  materials  are  mixed  in  water,  carbonic  acid  is 
set  free,  and  a  double  tartrate  of  sodium  and  potassium,  called 
Eochelle  salt  and  used  as  a  purgative,  remains  in  the  liquid. 
When  bread  or  cake  is  '< raised"  with  "soda"  and  cream  of 
tartar,  the  escaping  carbonic  add  is  the  agent  in  puffing  up  the 
dough,  and  the  same  Eochelle  salt  remains  in  the  bread.  Tar- 
taric acid  and  cream  of  tartar  having  been  dear  in  late  years,  a 
cheaper  chemical  yeast  powder  has  been  made  from  acid  phos- 
phate of  calcium ;  whon  this  substance  reacts  within  the  dough 
with  bicarbonate  of  sodium,  there  remains  in  the  bread  a  mixture 
of  the  phosphates  of  sodium  and  calcium.  Alum  is  sometimes 
used  for  the  same  purpose.  It  is  necessary  to  employ  for  such 
purposes,  in  connexion  with  the  bicarbonate,  acids  or  acid  salts 
which  are  solid,  and  not  so  corrosive  as  to  be  obviously  dangerous 
and  harmful. 

There  exists  a  native  sesquicorbonate  of  sodium  called  trona  or 
natron ;  it  is  a  saline  efflorescence,  always  contaminated  with  the 
sulphate  and  chloride  of  sodium,  and  less  soluble  in  water  than 
the  carbonate,  but  more  soluble  than  the  bicarbonate  of  sodium. 
AH  the  carbonates  of  sodium  have  an  alkaline  reaction  on  vege- 
table colors ;  carbonic  acid  is  too  weak  an  acid  to  overcome  the 
intensely  alkaline  reaction  of  caustic  soda. 

486.  Suljphides  of  Sodium. — ^In  the  conversion  of  sulphate  of 
sodium  into  carbonate  of  sodium  (§  484)  one  step  is  the  reduction 
of  the  sulphate  to  the  sulphide  of  sodium  by  coal.  The  oxygen 
of  the  sulphuric  acid  used  in  making  the  sulphate  is  thus  com- 
bined with  carbon  and  lost ;  the  sulphur  of  the  acid  goes  to  the 
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waste-heap  in  a  useless  oombination  with  calciiiin.  Herein  lies 
the  wastefulness  of  the  Leblanc  process,  which  the  experience  of 
fifty  years  has  failed  to  remedy. 

Exp,  231. — ^Mix  a  little  powdered  anhydrous  sulphate  of  sodium, 
obtained  by  drying  Glauber *8  salt,  with  as  much  powdered  charcoal, 
and  make  ^&  inixture  into  a  paste  with  a  drop  of  water.  Place  a  little 
ball  of  this  paste^  as  large  as  a  small  pea,  in  a  depression  in  a  piece  of 
charcoal,  and  heat  it  strongly  with  a  blowpipe.  The  mixture  efier- 
Tesces  and  finally  melts  into  a  brownish  mass.  The  glowing  coal  takes 
all  the  oxygen  out  of  the  sulphate,  and  the  carbonic  oxide,  which 
results  firom  the  union  of  the  carbon  and  oxygen,  in  escaping  causes 
the  efiervescence  which  occurs;  the  sodium  and  sulphur  alone  zemam 
united.    The  reaction  may  be  thus  formulated : — 

Na,SO,  +  40  «  400  +  Na,8. 

If  the  brownish  solid  be  removed  from  the  coal,  placed  in  a  watch-glass, 
and  moistened  with  dilute  chlorhydric  or  sulphuric  acid,  sulphydric 
acid  gas  will  be  evolved,  as  may  be  recognized  by  the  smell,  or  by  the 
use  of  lead-paper : — 

Na,S  +  2HC1  «  2Na01  +  H,S. 

Sulphur  unites  with  sodium  in  more  than  one  proportion ;  and 
it  may  indeed  be  doubted  whether  the  justual  reaction  in  the 
above  experiment  is  so  simple  as  the  formula  represents  it  to  be. 
There  probably  exist  five  distinct  sulphides  of  sodium — Na^S, 
Na^S,,  Na^S^,  Na^S^,  and  Na^S^.  All  these  sulphides  have  an 
alkaline  reaction  to  test-paper,  and  evolve  a  more  or  less  distinct 
odor  of  sulphuretted  hydrogen.  When  they  are  brought  into 
contact  with  an  acid  they  are  decomposed,  sulphydric  acid  escapes^ 
and  a  white  precipitate  of  finely  divided  sulphur  falls,  in  every 
case  except  that  of  the  first  sulphide,  Na,S.  Besides  these  sul- 
phides, a  compound  of  sodium,  hydrogen,  and  sulphur  (NaHB) 
is  known,  which  is  perfectly  analogous  in  composition  to  the  com- 
bination of  sodium,  hydrogen,  and  oxygen  with  which  we  are 
already  familiar  under  the  name  of  caustic  soda  (NaHO). 

487.  Sodium  (Na). — ^The  element  sodium  is  never  found  un- 
combined  in  nature,  for  the  reason  that  in  its  elementary  condi- 
tion it  cannot  exist  in  contact  with  either  air  or  water.  It  is, 
however,  artificially  prepared  from  the  carbonate  of  sodium  with- 
out serious  difficulty,  and  it  might  be  produced  in  considerable 
quantities,  if  there  were  any  large  use  for  the  element 
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A  mixture  of  20  parts  of  carbonate  of  sodium,  0  parts  of  coal,  and 
8  parts  of  chalk,  placed  in  an  iron  bottle  or  cylinder,  is  heated  to  a 
very  high  temperature  in  a  suitable  furnace ;  a  narrow  iron  tube  con- 
nects the  bottle,  or  cylinder,  in  the  furnace,  with  a  flat  sheet-iron  box 
outside  the  furnace ;  this  box  receiveA  the  sodium  which  distils  from 
the  hot  mixture,  and  a  hole  in  the  front  lower  comer  of  the  receptacle 
permits  the  melted  metal  to  fall  into,  a  vessel  containing  petroleum- 
naphtha,  beneath  which  the  sodium  can  be  preserved.  The  reaction  is 
theoretically  a  conversion  of  all  the  oxygen  in  the  carbonate  of  sodium 
into  carbonic  oxide,  partly  by  a  new  combination  with  the  carbon  in 
the  carbonate,  and  partly  by  union  with  the  carbon  which  the  ooal 
0upplieS| 

Na,CO,  +  20  »  SCO  +  2Na; 

but  the  amount  of  sodium  practically  obtained  from  a  given  weight  of 
the  materials  is  by  no  means  as  large  as  this  simple  formula  would  indi- 
cate. The  chalk  has  no  chemical  effect,  but  is  practically  essential  to 
the  success  of  the  operation.  It  prevents  the  mass  from  melting,  and 
the  gas  which  it  gives  oft  when  heated  assists  in  sweeping  the  sodium 
out  of  the  bottle  into  the  receiver.  To  purify  the  crude  sodium  thus 
obtained,  it  is  melted  under  naphtha  and  cast  into  ingots  in  iron 
moulds.    It  must  be  kept  under  naphtha  in  tightly  closed  bottles. 

The  properties  of  the  element,  sodium,  are  very  curious.  The 
substance,  when  freshly  cut,  or  when  melted  under  naphtha  or  in 
an  atmosphere  artiflcially  deprived  of  oxygen,  has  tli&  brilliant, 
white  metallic  lustre  of  silver.  Though  possessing  so  eminentlj' 
this  characteristic  property  of  the  class  of  bodies  called  metals, 
and  being  like  them  a  good  conductor  of  beat  and  electricity, 
sodium  «  far  from  resemblmg  the  ordinary  metala  in  other  n- 
spects.  Thus  it  is  lighter  than  water,  having  a  specific  gravity  of 
only  0*972,  whereas  the  common  metals  are  dense  and  heavy; 
again,  it  is  as  soft  as  wax  at  common  temperatures,  and  melts  at 
a  temperature  below  that  of  boiling  water,  while  it  has  none  of 
the  comparative  permanence  which  characterizes  lead,  tin,  copper, 
silver,  gold,  and  other  familiar  metals.  If  exposed  to  the  air, 
even  for  a  few  seconds  only^  it  tarnishes,  and  soon  becomes  covered! 
with  a  coating  of  oxide.  Instead  of  being  quenched  by  water,  it 
takes  fire  when  thrown  into  warm  water.  We  have  already  seen 
that  it  decomposes  cold  water  (Exp.  14),  setting  free  its  hydrogen^ 
and  combining  with  its  oxygen. 

£xp.  282. — Oover  the  bottom  of  a  large  bottle  (at  least  m  Wb» 

2d 
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bottle)  with  hot  water,  drop  in  a  piece  of  sodium  as  large  as  a  email 
pea,  and  in^mediately  cover  the  mouth  ol  the  bottle  with  a  card  or 
glass  plate.  The  heat  of  the  chemical  combination  between  the  so- 
dium and  the  oxygen  of  the  water  is  sufficient  to  inflame  the  hydro- 
gen ;  the  escaping  hydrogen  carries  with  it  a  small  portion  of  the 
Tolatilized  sodium,  and  therefore  bums  with  an  intensely  yellow  flame 
which  is  very  characteristic  of  sodium-compounds.  The  metal  swims 
rapidly  about  on  the  surfiice  of  the  water,  and  is  completely  converted 
into  caustic  soda ;  at  a  little  interval,  after  the  flame  has  ceased  to 
bum,  a  globule  of  caustic  soda,  which  has  escaped  solution,  bursts,  and 
scatters  in  all  directions ;  the  mouth  of  the  bottle  should  always  be 
covered  to  avoid  the  possible  projection  of  particles  of  hot  soda  out  of 
the  bottle.  The  water  in  the  bottle,  tested  with  litmus  paper,  will  be 
found  to  possess  a  strong  alkaline  reaction.  If  the  \At  of  sodium  be 
previously  wrapped  up  in  muslin,  it  will  take  fire  in  cold  water  or  even 
on  ice.  The  muslin  prevents  the  sodium  from  moving  about,  and  the 
heat  of  combination  is  therefore  concentrated  upon  one  spot.  The 
aame  e£^t  may  be  produced  without  the  muslin  on  cold  water  made 
viscid  with  gum. 

At  a  high  temperature  sodium  will  remove  oxygen  from  almost 
all  bodies  which  contain  it,  whether  solid,  liquid,  or  gaseous. 
Henoe  the  necessity  of  preserving  the  metal  under  some  liquid 
which,  like  naphtha,  contains  no  oxygen.  Sodium  enters  directly 
into  combination  with  all  the  elements  of  the  chlorine  and  sulphur 
groups,  and  is  capable  of  withdrawing  these  elements  from  nearly 
all  the  compounds  into  which  they  enter.  In  this  substance, 
therefore,  the  chemist  possesses  a  very  potent  agent  for  effecting 
chemical  transformations.     Its  atomic  weight  is  23. 

488.  Hydrate  of  Sodium  (NaHO). — When  sodium  is  burnt  upon 
"water,  a  solution  of  hydrate  of  sodium,  possessing  an  intensely 
alkaline  reaction,  remains  behind ;  but  in  practice  the  hydrate  is 
generally  made  from  the  carbonate. 

Exp.  233. — Dissolve  100  grma  of  crystallised  carbonate  of  sodium 
(§  484)  in  400  a  c.  of  water.  Slake  20  grms.  of  quicklime  with  water 
enough  to  make  the  slaked  lime  into  a  cream.  Boil  the  solution  of 
carbonate  of  sodium  in  an  iron  pan,  and  add  to  it,  little  by  little,  the 
cream  of  lime,  until  a  small  portion  of  the  liquor,  filtered  ofi)  produces 
DO  effervescence  when  poured  into  dilute  chlorhydric  or  sulphuric  acid. 
The  calcium  of  the  lime  replaces  the  sodium  in  the  carbonate  of  so- 
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dium;  a  white  insoluble  precipitate  of  carbonate  of  calcium  is  formed, 
and  hydrate  of  sodium  remains  in  the  solution :— > 

Na,00,  +  OaHjO,  =  2NaH0  +  CaCO,. 

When  this  reaction  is  complete,  no  carbonic  acid  remains  in  the  clear 
solution,  which,  therefore,  causes  no  effervescence  when  mixed  with  an 
acid.  When  this  test  shows  the  reaction  to  be  accomplished,  extinguish 
the  lamp ;  cover  the  pan,  and  let  the  carbonate  of  calcium  settle  to  the 
bottom  of  the  vessel.  After  several  hours,  draw  off  the  clear  super- 
natant liquid  into  a  bottle  by  means  of  a  siphon.  A  weaker  lye  may 
be  obtained  by  boiling  up  the  residue  in  the  iron  pan  once  more  with 
water,  and  again  decanting  the  dear  liquid  from  the  deposited  pre- 
cipitate. 

The  lye  thus  prepared  contains  a  very  little  lime,  inasmuch  as  the 
hydrate  of  calcium  is  not  completely  insoluble  in  a  dilute  solution  of 
hydrate  of  sodium.  If  the  lye  is  needed  stronger,  it  is  only  necessary 
to  concentrate  it  by  evaporation  in  a  clean  iron  pan  to  the  requisite 
stren<^h.  Since  soda-lye  attacks  ground  glass  with  facility,  the  stop- 
pers of  bottles  in  which  the  lye  is  kept  are  apt  to  get  stuck  so  fast  that 
they  cannot  be  removed.  Such  a  bottle  may  be  best  closed  with  a 
caoutchouc-stopper,  or  a  cork  soaked  in  melted  wax  or  paraffine. 

In  order  to  obtain  the  solid  hydrate  of  sodium,  its  solution  must  be 
evapovated  in  a  silver  dish  (since  iron  would  color  the  concentrated 
lye)  until  the  liquid  in  the  dish  flows  smoothly  like  oil  at  a  temperature 
near  to  a  red  heat  This  thick,  oily  liquid  solidifies  when  turned  out 
npon  a  cold  plate  of  metal  or  poured  into  metal  moulds. 

Fused  caustic  soda  is  a  white,  somewhat  translucent  mass,  whose 
composition  corresponds  to  the  formula  NaHO.  Heat  will  sepa- 
rate from  it  no  more  water ;  if  the  attempt  be  made,  it  volatilizes 
in  caustic  vapors  without  change  of  constitution.  The  commercial 
caustic  soda  always  contains  much  more  water  than  the  formula 
indicates.  The  solid  hydrate  is  very  soluble  in  water,  and  greedily 
absorbs  both  water  and  carbonic  acid  from  the  air,  until  the  for- 
mation of  a  coating  of  the  non-deliquescent  carbonate  of  sodium 
arrests  the  process  by  protecting  the  enclosed  hydrato.  It  is  the 
prototype  of  the  class  of  bodies  called  hcues.  It  cplors  litmus  blue 
and  turmeric  brown,  and  when  mixed  in  due  proportion  with 
oxides  of  the  opposite  quality,  called  acid,  a  saline  compound  is 
formed  which  is  neither  acid  nor  alkaline,  and  which  may  bear  no 
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more  resemblance  to  its  proximate  constitaents  than  bread  bears 
to  flour  and  water,  or  rost  to  iron  and  oxygen. 

From  such  reactions  between  acids  and  hydrate  of  sodium,  water 
is  always  disengaged  simultaneously  with  the  saline  product,  and 
the  reaction  may  almost  always  be  as  well  considered  an  inter- 
change of  place  between  hydrogen  and  some  other  element  as  an 
act  of  combination  between  one  oxide  and  another  oxide,  both  of 
which,  or  one  of  which,  contain  also  hydrogen.  The  following 
formolsB  will  illustrate  the  meaning  of  this  statement : — 

NaHO  +  NHO,  »  NaNO,  +  H,0,  or 

NaT  ^  ^  N0,1  r,       N0,1  ^  ^  HI  ^ 
H  }^  +  H'}^  =  Na'}^  +  Hr' 

2NaH0  +  H,SO,  »  Na,80^  +  2H,0,or 

4*}o+^-}».-IS:}''-  +  IK 

NaHO  +  C,Kfi,  =  C,H3NaO,  +  H,0. 
Acetic  Add.  Acetate  of  Sodium. 

While  recognizing  the  frequent  occurrence  of  snch  reactions  as 
are  above  represented.between  hydrated  oxides,  it  must  not  be 
forgotten  that  many  anhydrous  saline  compounds  can  be  made  by 
the  direct  combination,  under  appropriate  conditions,  of  two  oxides 
which  contain  no  hydrogen.  By  heating  one  molecule  of  hydrate 
of  sodium,  or  40  parts  by  weight,  with  one  molecule,  or  23  parts 
by  weight,  of  sodium,  an  oxide  of  sodium  is  obtained  which  con- 
tains no  hydrogen ;  but  this  body  has  none  of  the  properties  de- 
scribed by  the  adjective  alkaline,  any  more  than  the  anhydrous 
teroxide  of  sulphur  possesses  the  properties  suggested  to  the  mind 
by  the  term  "acid  " : — 

NaHO  +  Na  «  Na^O  +  H. 

Now  the  very  same  sulphate  of  sodium  which  results  from  the 
second  of  the  above  reactions,  may  be  prepared  by  bringing  to- 
gether this  anhydrous  oxide  of  sodium  and  anhydrous  sulphmio 
add: — 

Na^O  +  BO,  -  Na^SO,. 

There  exists  another  anhydrous  oxide  of  sodium,  corresponding 
in  composition  to  the  formula  Na^O^  and  the  same  sulphate  of 
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sodium  can  be  made  by  beating  this  oxide  with  sulphurouB  add 

gas: — 

Na,0,  +  BO,  =  Na^SO,. 

These  facts  show  that  a  knowledge  of  the  constitaents  from 
which  a  salt  may  be  made  is  not  sufficient  to  establish  any  pre- 
sumption concerning  the  molecular  constitution  of  the  salt  itself. 

The  preparation  of  solid  caustic  soda,  for  household  and  other 
uses,  has  lately  become  a  considerable  industry.  Soap  is  made  by 
boiling  together  grease  or  oil  with  caustic  soda  or  potash ;  soda- 
lye  yields  a  hard  soap,  potash-lye  a  soft  soap.  If  the  maker  of 
soap  starts  from  the  carbonate  of  sodium  or  potassium,  he  must 
first  make  a  solution  of  caustic  lye  by  the  method  of  Exp.  293, 
and  then  boil  the  lye,  so  obtained,  with  the  grease  which  is  the 
other  essential  ingredient  of  soap.  The  soap-maker  is  saved  the 
trouble  of  converting  the  carbonate  into  the  hydrate  of  sodium  or 
potassium  by  the  maker  of  the  solid  caustic  alkalies,  which  need 
only  to  be  dissolved  in  water  to  yield  the  requisite  lye.  The  solid 
alkali  is  commonly  put  up  for  transportation  in  sheet-iron  canis- 
ters, of  all  sises.  The  manufacturer  of  caustic  soda  directly  from 
the  sulphate  of  soda  has  an  advantage,  in  that  he  can  avail  him- 
self of  the  caustic  soda  which  the  ''  black  ash  "  always  contains. 
He  is  not  obliged,  first  to  convert  this  caustic  alkali  into  carbonate, 
and  then  to  remove  all  the  carbonic  acid  by  lime ;  he  can  there- 
fore dispense  with  the  heating  with  sawdust  which  is  necessary 
in  the  manufacture  of  soda-ash. 

489.  Phosphates  of  Sodium, — There  are  three  sets  of  phosphates 
of  sodium : — 1.  Common  phosphates,  which  contain  three  atoms  of 
hydrogen  or  an  equivalent  metal ;  2.  Pyrophosphates,  which  oo- 
cupy  an  intermediate  place  between  common  phosphates  and  me^ 
taphosphates ;  8.  Metaphosphatcs,  which  contain  only  one  equiva- 
lent of  hydrogen  or  an  equivalent  metal.  (See  §  293.) 

3H.p,P,0,  «  2H,?0,;    8Na.p,P,0,  =  2Na,P0, 
2H,0,P,0,  =  H,P,0,  ;     2Na,0,P,0,  =  Na,P,0, 
H,0,P,0,  =  2HP0,  ;     Na,0,P,0,     =  2NaP0,. 

The  most  familiar  of  the  ordinary  phosphates  is  the  rhombio 
phosphate  of  sodium,  of  the  formula  Naj^H.P0^,12Hj,0,  which  is 
the  salt  commonly  called  phosphate  of  sodium. 
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Exp.  234.— Digest  8  gmiB.  of  powdered,  white,  Inimt  bonee  with 
32  c.  c.  of  water  and  6  grms.  of  sulphuric  acid,  until  a  uniform  paste  is 
produced ;  strain  the  mass  through  a  piece  of  muslin,  stir  up  the  resi- 
due with  water,  and  squeeze  the  liquor  through  thi  cloth  filter.  Eva- 
porate the  filtered  solution  considerably,  again  filter  off  the  separated 
sulphate  of  calcium,  dilute  the  filtrate  with  water  until  it  measures  48 
e.  c,  and  gradually  neutralize  the  add  solution  with  solid  carbonate  of 
sodium.  A  slight  excess  of  carbonate  may  be  added,  and  the  solution 
evaporated  imtil  it  crystallizes ;  the  crystals  may  be  almost  freed  from 
adherincT  sulphate  of  sodium  by  washing  them.  By  recrystallizing  the 
Bait  it  may  be  obtained  in  large,  transparent  rhombi6  prisms,  which 
are  decidedly  efflorescent  They  have  a  cooling,  saline  taste,  are  soluble 
in  four  parts  of  cold  water,  and  readily  melt  in  their  water  of  crystal- 
lization ;  their  solution  has  a  faint  alkaline  reaction. 

Exp.  235. — Add  to  a  solution  of  the  purified  crystals  of  the  last  ex- 
periment a  few  drops  of  a  solution  of  nitrate  of  silver;  a  yellow  pre- 
cipitate appears,  and  the  liquid  becomes  distinctly  acid  in  its  reaction 
with  litmus.  The  precipitate  is  phosphate  of  silver,  and  the  acidity  is 
due  to  the  eimultaueous  liberation  of  nitric  acid  in  the  solution : — 

Na,HPO^  +  SAgNO,  =  2NaN0,  +  HNO,    +  Ag^PO^. 

From  the  rhombic  phosphate  two  other  terbasic  phosphates  may  be 
prepared : — by  adding  caustic  soda,  a  terbasic,  or  termetallic,  phosphate, 
Na3p04,12H,0 ;  by  adding  phosphoric  acid,  a  so-called  "  acid  "  phos- 
phate, NaH,P04,H,0. 

Exp,  230. — Heat  4  or  5  grms.  of  rhombic  phosphate  of  sodium  in  a 
porcelain  crucible  to  bright  redness.  The  water  of  crystallization  first 
escapes,  then  another  portion  of  water  is  driven  off  at  a  higher  heat, 
the  residue  melts,  and  on  cooling  solidifies  again  to  an  opaque,  white, 
•ubstance — the  pyrophosphate  of  sodium,  Na^PjO^  :— 

2(Na,HP04,12H,0)  =  24H,0  +  11,0  +  Na^PjO^ 

Evp.  237. — Dissolve  the  new  salt  of  the  last  experiment  in  water 
and  add  a  few  drops  of  a  solution  of  nitrate  of  silver ;  a  chalky-white 
precipitate  of  pyrophosphate  of  silver  will  be  produced,  while  the 
supernatant  liquid  is  neutral : — 

N84P,0^  +  4AgN0,  «  4NaN0,  +  Ag^PjO^ 

The  student  will  observe,  in  passing,  that  the  pyrophosphate  of 
sodium  dissolves  in  water  with  more  difficulty  than  the  ordinary 
phosphate.  From  its  aqueous  solution  the  pyrophosphate  crys- 
tallizes in  prisms  which  contain  ten  moleculesof  water  of  crystal- 
lization, Na^P^O^,  10H,O.    These  crystals  are  not  efflorescent,  but 
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permanent  in  the  air.  Two  of  the  atoms  of  sodium  in  neutral 
pyrophosphate  of  sodium  can  be  replaced  by  hydrogen,  and  we 
thus  obtain  a  salt  of  the  formula  Na^H^P^O,  which,  like  the  neutral 
pyrophosphate,  throws  down  the  white  pyrophosphate  of  silver 
from  a  solution  of  nitrate  of  silver,  but,  unlike  the  neutral  salt, 
leaves  behind  a  liquor  acidified  with  free  nitric  add. 

Exp,  23d. — Mix  a  hot  solution  of  18  grms.  of  common  phosphate  of 
■odium  with  a  concentrated  solution  of  3  grms.  of  chloride  of  ammo- 
nium 'y  common  salt  remains  in  solution,  and  transparent  crystals  of  a 
cotaplez  phosphate  of  sodium,  ammonium,  and  hydrogen  separate  from 
the  liquid  as  it  cools : — 

NajHPO^  +  NH4Ca  =  NaCl  +  NaNH,HP04. 

This  complex  triphosphate  is  known  as  ndcrocosndc  salt ;  it  contains 
only  one  atom  of  sodium. 

JExp.  280. — Heat  the  micipcosmic  salt  obtained  in  the  last  experi- 
ment to  redness.  Ammonia  and  water  are  driven  off  with  a  great 
bubbling,  and  a  glassy  substance  is  left  which  corresponds  to  the  for- 
mula NaPO,,  and  is  called  the  metaphosphate  of  sodium.'  This  salt 
cannot  be  obtained  by  this  process  in  crystals ;  it  is  deliquescent  and 
very  soluble. 

Exp,  240.— Dissolve  in  water  some  ofthemetaphosphate  just  made, 
and  add  a  few  drops  of  the  solution  to  a  solution  of  nitrate  of  silver^ 

The  precipitate  produced  is  white,  but  gelatinous ;  its  appearance 
is  quite  different  from  that  of  the  pyrophosphate  of  silver.  The  meta- 
phosphate  of  silver  is  soluble  in  an  excess  of  metaphosphate  of  sodium, 
so  that  a  sufficient  quantity  of  the  sodium-salt  will  redissolve  the 
silver-salt  precipitate  which  the  first  addition  of  the  sodium-salt  pro- 
duced. It  may  be  observed,  that  the  solution  of  metaphosphate  of 
sodium  possesses  a  feebly  acid  reaction. 

The  metaphosphate  of  sodium  exists  in  several  distinct  modifi- 
cations ;  or,  in  other  words,  there  are  several  -sodium -salts  which 
correspond  to  the  formula  NaPOj.  The  most  noteworthy  modi- 
fications are  the  glassy  salt  just  prepared,  a  crystallizable  modifi- 
cation, and  a  variety  which  is  almost  insoluble  in  wat«r  though 
soluble  in  acids.  Pyrophosphates  and  metaphosphates  are  alike 
converted  into  common  ter-metallic  phosphates  by  long  boiling 
with  water  in  an  acid  liquid,  or  by  flision  with  an  excess  of  caus- 
tic alkali.  The  metaphosphate  may  also  be  converted  into  the 
pyrophosphate  by  mere  heat  in  presence  of  water.    The  meta- 
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phosphate,  when  dried  at  100^,  retains  a  certain  portion  of  water; 
but  this  water  does  not  enter  into  the  constitution  of  the  salt, 
for,  on  again  dissolving  the  salt,  the  solution  gives  the  usual  re- 
actions of  the  metaphosphate.  If,  however,  the  water-contain- 
ing salt  be  heated  to  150^,  the  water  enters  into  the  constitution 
of  the  salt,  which  becomes  the  *'  acid  "  pyrophosphate  of  sodium, 
yielding,  on  solution,  the  reaction  of  the  pyrophosphates : — 

2NaP0,  +  H,0  =  Na,H,P,0,. 

We  have  here  a  striking  illustration  of  the  fact  that  two  sub- 
stances, which  contain  precisely  the  same  elements  in  the  same 
proportions,  may  have  quite  different  properties  in  consequence  of 
the  different  arrangement  of  their  elements,  or,  in  other  words, 
of  their  different  molecular  constitution. 

490.  Borax  (Na,B^O„10H,O=Na,O,2B,O,+10H,O).  —  The 
dualistic  formula  of  this  useful  salt  accounts  for  its  chemical 
name— 6tborate  of  sodium.  The  greater  part  of  the  borax  used 
in  the  arts  is  prepared  by  dissolving  the  native  boracic  acid  of 
Tuscany  (§  443)  in  a  hot  solution  of  carbonate  of  sodium.  After 
all  the  carbonic  acid  has  escaped,  the  hot  liquid  is  allowed  to 
settie  and  cool.  Either  of  two  different  crystalline  forms  of 
borax  may  be  obtained,  at  will,  by  suitably  regulating  the  density 
of  the  solution  and  the  temperature  at  which  crystallization  takes 
place.  One  of  these  forms,  prismatic  or  common  borax,  contains 
10  molecules  of  water  of  cr3rBtallization ;  the  other,  called  octa- 
hedral borax,  only  5.  Both  varieties  must  be  purified  by  recrys- 
tallization.  The  large  crystals,  in  which  borax  is  demanded  for 
the  market,  can  only  be  obtained  by  operating  on  very  large 
masses  of  the  salt, — a  remark  which  applies  to  most  of  the  crys- 
talline salts  which  are  used  in  the  arts.  The  crystals  of  octa- 
hedral borax  are  harder  and  less  fragile  than  those  of  ordinary 
borax.  They  are  unalterable  in  dry  air,  but  in  a  moist  atmo- 
sphere they  absorb  water  and  are  converted  into  common  borax. 
When  heated,  they  fuse  to  an  anhydrous  glass  with  less  intu- 
mescence than  common  borax,  and  without  cracking.  For  these 
reasons,  octahedral  borax  is  better  than  prismatic  borax  for 
many  purposes,  and  its  smaller  proportion  of  water  (30  per  cent, 
against  47  per  cent)  diminishes  the  cost  of  transport.     Never- 
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tholess  the  priflinatic  borax  is  generally  preferred,  probably  be- 
cause it  is  sold  at  a  less  price,  weight  for  weight.  The  prismatio 
crystals  are  soluble  in  about  half  their  weight  of  boiling  water, 
but  in  twelve  times  their  weight  of  cold  water;  as  they  are 
slightly  efflorescent,  they  are  generally  covered  with  a  white 
dust.  Borax  has  a  feebly  alkaline  taste  and  reaction.  When 
heated  it  bubbles  up,  loses  its  water,  and  melts  below  redness 
into  a  transparent  glass ;  this  glass  dissolyes  many  oxides  of  the 
metals,  acquiring  thereby  various  colors  characteristic  of  these 
oxides.  Hence  borax  is  much  used  as  a  blowpipe  test  for  deter- 
mining the  presence  of  certain  oxides  of  the  metals. 

£xp.  241. — Make  a  little  loop,  about  as  large  as  this  0,  on  the  end 
of  a  Int  of  fine  platinum  wire  6  or  8  cm.  long.  Make  the  loop  white- 
hot  in  the  blowpipe-flame,  and  thrust  it  while  hot  into  some  powdered 
borax ;  a  quantity  of  borax  will  adhere  to  the  hot  wire ;  reheat  the 
loop  in  the  oxidizing  flame ;  the  borax  will  puff  up  at  first,  and  then 
fuse  to  a  transparent  glass.  If  enough  borax  to  form  a  solid  trans- 
parent bead  within  the  loop  does  not  adhere  to  the  hot  wire  the  first 
time,  the  hot  loop  may  be  dipped  a  second  time  into  the  powdered 
borax.  When  a  transparent  glass  has  been  formed  within  the  loop  of 
the  platinum  wire,  touch  the  bead  of  glass,  while  it  is  hot  and  sof^  to 
a  speck  of  black  oxide  of  manganese  no  bigger  than  the  period  of  this 
type ;  reheat  the  bead  with  the  adhering  particle  of  oxide  in  the  oxi- 
dizing flame ;  the  black  speck  will  gradually  dissolye^  and  on  looking 
through  the  bead  towards  the  light,  or  a  white  wall,  when  the  black 
oxide  has  disappeared,  the  glass  will  be  seen  to  have  assumed  a 
purplish-red  color. 

The  same  experiment  may  be  performed  with  oxide  of  iron,  which 
imparts  to  the  glass  a  yellow  color,  or  with  oxide  of  copper,  which 
imparts  a  bluish-gretn  color.  The  oxidizing  flame,  must  be  used  in 
both  these  cases,  as  with  the  oxide  of  manganese. 

The  power  which  borax  possesses  of  dissolving  metallic  oxides 
suggests  an  explanation  of  its  use  in  brazing,  and  in  soldering 
the  precious  metals.  The  solder  will  only  adhere  to  a  bright  and 
dean  metallic  surface,  and  the  borax  which  melts  with  the  solder 
removes  from  the  pieces  of  metal  the  film  of  oxide  which  would 
otherwise  prevent  the  adhesion  of  the  solder.  Borax  is  also  used 
by  the  assayer  and  refiner  as  a  flux.  In  making  enamels  and 
glazes,  it  is  frequently  added  for  the  purpose  of  rendering  the 
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eompound  more  flisible,  and  it  is  largely  employed  in  fixing  colon 
on  porcelain. 

There  is  a  normal,  or  neutral,  borate  of  sodium,  NaBO,  or 
NajO.BjO,,  which  crystallizes  with  yarious  quantities  of  water; 
and  other  borates  of  sodium  are  known ;  but  the  "  biborate  '*  is 
the  only  one  of  any  practical  importance. 

491.  Silicates  of  Sodium  may  be  prepared  by  dissolving  silicic 
add  in  caustic  soda,  as  in  Exp.  220,  or  by  fusing  together  silicic 
acid  and  carbonate  of  sodium,  or  a  mixture  of  silicic  add,  sul- 
phate of  sodium,  and  cai'bon.  From  alkaline  solutions,  the  single 
crystal lizable  silicate  of  sodium,  Na,^SiO,,  can  readily  be  obtained 
in  hydrated  crystals.  The  silicate  of  sodium  of  commerce,  called 
waterglass  or  soluble  glass,  is,  however,  a  much  more  siliceous 
silicate,  of  varying  composition.  Some  samples  of  it  have  very 
nearly  the  composition  expi*essed  by  the  formula  Na,0, 2SiO,, 
while  other  spedmens  approximate  to  the  formula  Na,0, 4SiO,. 
Between  these  extremes,  the  acid  and  the  alkali  unite  in  aU 
possible  proportions  to  form  compounds,  all  of  which  are  soluble 
with  more  or  less  difficulty  in  boiling  water. 

The  normal  silicate  of  sodium  (Na^SiO,)  is  readily  soluble  in 
cold  water,  and,  like  carbonate  of  sodium,  which  it  closely  re* 
sembles,  may  even  be  melted  in  its  own  w^ter  of  crystallization ; 
but  the  acid  salt  of  commerce  is  as  good  as  insoluble  in  cold 
water.  Waterglass  may,  however,  be  completely  dissolved  by 
long-continued  boiling  in  water,  and  the  solution  thus  obtained  is 
largdy  employed  by  calico-printers  and  by  soapmakers.  Water- 
glass  is  also  used  for  hardening  porous  stones,  or  even  for  bind- 
ing sand  into  artificial  stone,  for  painting  rough  woodwork  to  pro- 
tect it  from  the  weather,  and  for  diminishing  the  combustibility 
of  wood,  canvas,  and  other  coarse  stuffs,  such  as  are  used  for  the 
decorations  of  theatres.  It  has  been  suggested  that  the  interior 
surfaces  of  wooden- roofed  rail\^»y  bridges  might  be  protected 
from  the  sparks  of  the  locomotive  by  washing  them  with  a  solu- 
tion of  waterglass.  When  employed  as  paint,  the  coating  of 
waterglass  may  be  washed  over  with  a  solution  of  chloride  of 
ammonium,  which  decomposes  the  silicate,  with  deposition  of  free 
silicic  acid ;  or  the  silicate  may  simply  be  left  to  the  decomposing 
action  of  atmospheric  carbonic  add.     The  chloride  of  sodium 
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resulting  from  the  decompocdtioQ  in  the  one  caae^  and  the  carbo- 
nate of  sodium  in  the  other,  are  subsequently  washed  away  by 
the  rain.  Combustible  matters,  when  covered  with  a  coating  of 
silica,  or  of  silicate  of  sodium,  as  above,  are  prevented  from  burn- 
ing freely,  in  the  same  manner  that  the  carbon  of  the  paper  in  £zp« 
110  was  kept  from  burning  by  the  coating  of  phosphoric  add. 

492.  The  chief  use  of  silicate  of  sodium,  however,  is  as  a  com- 
ponent of  common  glass.  The  various  glasses  of  commerce  are 
mixtures  of  a  highly  siliceous  silicate  of  sodium,  or  of  potassium, 
or  of  both  these  substances,  with  silicates  of  other  metals,  such  as 
calcium,  aluminum,  and  lead.  In  green  bottle-glass  the  easily 
fusible  silicate  of  iron  replaces  in  part  the  silicate  of  sodium  or 
of  potassium. 

It  IB  a  peculiarity  of  the  alkaline  silicates  that,  in  changing 
from  the  liquid  to  the  solid  state,  they  pass  through  an  inter- 
mediate pasty  or  viscous  stage,  and  finally  solidify  in«  transparent 
amorphous  masses,  totally  devoid  of  crystalline  structiire.  While 
in  this  pasty,  ductile  stated  these  silicates  may  readily  be  moulded 
^  into  almost  any  form ;  and  transparent  vessels  might  doubtless  be 
made  from  the  acid  alkaline  silicates  without  admixture  of  other 
materials.  The  alkaline  silicates,  however,  are,  by  themselves, 
fiar  too  easily  acted  upon  by  air  and  moisture  to  admit  of  being 
used  as  substitutes  for  ordinary  glass.  But  it  has  been  found 
that,  by  combining  the  alkaline  silicates  with  the  silicates  of 
certain  other  metals,  such  as  calcium,  there  may  be  obtained 
compound  glasses  which,  while  they  retain  the  plasticity  of  the 
alkaline  silicates  as  well  as  their  amorphous  character  and  trans- 
parency, are  capable  of  resisting  the  action  not  only  of  air  and 
water,  but  even  of  acids  and  alkalies,  to  a  very  great  extent. 
Though  the  ordinary  glasses  are  so  difficultly  attacked  by  water 
that  they  may,  for  most  practical  purposes,  be  regarded  as  alto- 
gether insoluble,  it  is  nevertheless  true,  as  has  been  stated  in 
§  464,  that  glass  may  be  partially  dissolved  by  long-continued 
contact  with  water,  particularly  if  the  water  be  hot  and  the  glass 
in  the  condition  of  powder.  After  the  smooth  surface  of  glass,  as 
it  comes  from  the  fire,  has  once  been  removed,  the  corrosion  of 
the  glass  goes  on  more  rapidly. 

It  iB  remarkable  that  mixtures  composed  of  several  difierent 
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silicates  melt  at  temperatures  conBiderably  lower  than  the  mean 
of  the  melting-points  of  their  several  ingredients. 

The  different  varieties  of  glass  vary  in  composition,  according 
to  the  purposes  for  which  they  are  prepared ;  they  cannot  be  re- 
garded as  chemical  compounds,  being  really  indefinite  mixtures  of 
various  acid  silicates.  The  composition  of  windoW-glass  may  be  re- 
presented approximately  by  the  formula  Na^O,  2SiO,;  CaO,  2SiO^ ; 
and  that  of  \he  hard,  Bohemian  glass,  suitable  for  ignition- 
tubes,  by  the  formula  2(Kfi,  3SiO,) ;  3(CaO,  3SiO,).  The  lus- 
trous '<  flint"  glass,  employed  for  the  nicer  kinds  of  household 
ware,  may,  on  the  other  hand,  be  represented  by  the  formula 
2(K,0,2SiO,);  3(PbO,2SiO,);  it  is  prepared  from  the  purest 
materials  attainable.  Bottle-glass  is  composed  of  the  silicates  of 
lime  and  of  alumina,  together  with  a  small  proportion  of  the 
silicates  of  iron,  of  potassium,  and  of  sodium ;  in  this  glass,  a?  in 
the  other  varieties  above  formulated,  small  quantities  of  various 
other  silicates,  such  as  the  silicates  of  magnesium  and  of  maiiga- 
nese,  almost  always  occur. 

In  the  preparation  of  the  cheaper  kinds  of  glass  the  materials 
are  melted  in  large  open  crucibles  of  refractory  day ;  but  the  bet- 
ter sorts  of  glass,  such  as  flint-glass,  are  made  in  pots  so  covered 
that  no  smoke  or  dust  from  the  fire  can  come  in  contact  indth 
their  contents.  In  both  cases  the  thoroughly  melted  mixture  is 
kept  in  the  liquid  state  until  it  has  become  perfectly  homogeneous 
and  until  all  bubbles  of  air  have  escaped  from  it;  it  is  then 
allowed  to  cool  to  the  temperature  at  which  it  possesses  tlie 
peculiar,  pasty,  ductile,  condition  in  which  it  admits  of  being 
blown,  pressed,  and  moulded. 

493.  After  glass  has  been  moulded  into  the  shape  desired,  it 
must  still  be  subjected  to  a  process  of  annealing  before  it  can  be 
used.  Glass  which  has  been  suddenly  cooled  after  fusion  is  ex- 
tremely brittle ;  and  in  general  all  glass  which  has  been  quickly 
cooled  after  heating  is  far  more  fragile  than  that  which  has  been 
allowed  to  cool  gradually.  The  operation  of  annealing  is  nothing 
but  a  process  of  slow  baking,  at  a  temperature  which,  though  not 
so  high  as  the  melting-point  of  glass,  is  nevertheless  high  enough 
to  allow  the  particles  of  softened  glass  to  move  among  them- 
selves, and  to  come  into  easy  and  natural  positions  as  regards 
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one  another ;  after  the  baking  follows  a  process  of  slow  cooling, 
during  which  the  heated  material  contracts  uniformly  in  all 
directions  as  it  assumes  the  dimensions  proper  to  it  when  cold. 

Unlike  the  silicates  of  the  alkali-metals,  most  metallic  silicates 
have  a  tendency  to  assume  crystalline  form  on  cooling,  and  it  is 
not  difficult  to  bring  about  crystallization  of  silicate  of  calcium, 
or  silicate  of  aluminum,  from  ordinary  glass,  particularly  from 
the  coarser  kinds,  such  as  bottle-glass.  Glass,  in  which  some  of 
the  constituents  have  thus  crystallized,  has  the  appearance  of 
porcelain ;  it  is  said  to  be  devitrified.  The  devitrification  may 
readily  be  shown  by  imbedding  bottle-glass  in  sand,  heating  the 
glass  almost  to  the  melting-point,  and  then  allowing  it  to  cool 
slowly.  In  annealing  some  kinds  of  glass  care  must  be  taken 
not  to  heat  the  ware  too  strongly,  lest  it  be  devitrified  during  the 
process. 

494.  Melted  glass,  like  melted  borax  (£zp.  241),  is  capable  of 
dissolving  small  quantities  of  many  of  the  metallic  oxides,  a  trans- 
parent and  often  colored  silicate  of  the  oxide  being  formed,  which 
imparts  its  hue  to  the  entire  mass  of  glass.  In  this  way,  glass 
may  be  obtained  of  almost  any  desired  color.  The  green  color 
of  bottle-glass  is  due  to  silicate  of  protoxide  of  iron ;  but  richer 
shades  of  green  may  be  obtained  by  using  protoxide  of  copper  or 
oxide  of  chromium.  Dioxide  of  copper  gives  a  ruby-red  color, 
and  oxide  of  gold  various  shades  of  red,  inclining  to  purple. 
The  oxides  of  uranium,  of  antimony,  and  of  silver  yield  yellow 
glasses ;  oxide  of  cobalt  affords  a  beautiful  blue,  and  the  binoxide 
of  manganese  a  violet  glass ;  while  mixtures  of  the  oxides  of  cobalt 
and  of  manganese  impart  to  the  glass  a  black  color. 

496.  Hyponilphiie  of  Sodium  (Na^S.O,,  6H,0).— This  easily 
crystallized  and  tolerably  permanent  salt  is  of  great  use  to  the 
photographer,  because  its  aqueous  solution  is  capable  of  render- 
ing soluble  the  chloride,  bromide,  and  iodide  of  silver,  oompotmds 
much  employed  by  the  photographer,  and  very  insoluble  in  water. 
The  photographic  paper  or  glass,  uniformly  coated  with  some 
silver  compound,  is  exposed  to  light  in  the  camera  or  press,  and 
then  immersed  in  a  strong  solution  of  the  hyposulphite,  whidh 
forms  with  the  silver  compound,  in  those  parts  of  the  picture 
which  have  not  been  acted  upon  by  the  Hght,  a  doable  salt  which 
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18  soluble  in  water.  Thia  double  salt  and  the  enperfluons  hypo- 
salphite  must  be  washed  away  by  soaking  the  picture  several 
hours  in  water  which  is  constantly  renewed.  Hyposnlphite  of 
sodium  is  also  used  as  an  <'  antichlore,"  or  agent  for  removing 
the  last  traces  of  chlorine,  or  hypochlorous  acid,  from  substances 
which  have  been  bleached  therewith.  The  salt  maybe  best  pre- 
pared by  digesting  sulphur  with  a  solution  of  sulphite  of  sodium. 

Exp.  242. — Dissolve  20  grms.  of  eiystallized  carbonate  of  sodium  in 
80-40  c  c.  of  water.  Place  the  solution  in  a  small  Woulfe-bottle,  and 
pass  sulphurous  add  gas  (Exp.  96)  through  it  until  all  the  carbonic 
acid  is  expelled  from  the  carbonate  and  effervescence  ceases.  The 
liquid  then  holds  in  solution  sulphite  of  sodium  (NafSO,).  Pour  this 
solution  into  a  bottle  which  can  be  tightly  closed,  and  add  to  it  3  or  4 
grms.  of  finely  powdered  sulphur ;  let  this  mixture  stand  corked  up  for 
several  days  in  a  warm  place ;  the  sulphur  will  gradually  dissolve,  and 
form  a  colorless  solution,  which  on  evaporation  will  yield  crystals  of 
hyposulphite  of  sodium.  Time  may  be  saved  by  keeping  the  solution 
of  sulphite  of  sodium  hot,  but  not  boiling,  during  the  digestion  of  the 
sulphur.    The  reaction  has  been  already  formulated  (f  243). 
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496.  The  proximate  sources  of  sodium-compounds  are  ths  sea, 
and  salt  springs  and  deposits.  Potassium-compounds,  on  the 
other  hand,  are  derived  indirectly  from  the  soil.  Arable  soils  are 
produced  by  the  weathering  and  gradual  decomposition  of  the 
common  granitic  rocks.  Into  the  composition  of  these  rocks  there 
enter  two  minerals,  called  feldspar  and  mica,  which  are  mixed 
silicates  of  potassium  or  sodium  and  aluminum  or  iron.  The 
element  potassium  thus  becomes  a  normal  constituent  of  the 
earthy  food  of  plants.  The  soil  itself  is  not  directly  available  as 
a  source  of  potassium-salts,  because  no  cheap  and  easy  method 
has  yet  been  devised  for  separating  the  potassium-oompoundi 
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from  the  other  ingredients  of  the  soil.  Plants,  however,  are  able 
to  pick  out  and  assimilate  the  potassium-salts  from  these  rocks 
and  soils ;  so  that  by  burning  the  plants  and  extracting  the  ashes 
with  water  a  soluble  potassium-salt  is  obtained.  Plants  tiins  con- 
centrate the  potassium  from  out  great  masses  of  earth,  and  make 
it  accessible  to  us.  The  salt  which  is  obtained  from  the  ashes  of 
plants  by  washing  and  evaporation,  is  called  potash^  or,  if  refined, 
pearlash,  and  it  is  from  this  substance  that  the  bulk  of  potassium- 
compounds  are  obtained. 

Exp.  243. — Place  a  handful  of  wood-ashes  on  a  filter,  and  pour  hot 
water  over  them,  collecting  the  filtrate  in  a  bottle  and  retaming  it  upon 
the  ashes  two  or  three  times,  in  order  to  obtain  a  stronger  solution. 
To  exhaust  the  ashes  of  their  potash,  they  must,  of  course,  be  treated 
with  successive  portions  of  hot  water.  This  solution  has  a  strong  alka- 
line reaction  upon  test-paper.  A  few  drops  of  it,  poured  into  a  test- 
tube  containing  a  little  dilute  acid,  occasion  a  brisk  efiervescence,  a 
reaction  from  which  we  readily  surmise  the  truth,  that  the  potassium- 
salt  contained  in  the  solution  is  the  carbonate  of  potassium.  Proof  that 
the  gas  evolved  is  carbonic  acid  can  readily  be  obtained  by  conducting 
the  gas  into  lime-water,  as  in  Exp.  170.  By  evaporating  the  rest  of 
the  solution  to  dryness  in  a  porcelain  dish,  we  obtain  a  small  sample  of 
crude  potash.  By  treating  this  potash  with  a  quantity  of  cold  water, 
insufficient  to  dissolve  any  but  the  most  soluble  portions  of  the  mass, 
letting  the  mixture  stand  some  time,  and  evaporating  the  partial  solu- 
tion to  dryness,  a  whiter,  purer  carbonate  is  obtained,  the  pearlash. 

497.  CarbonaU  of  Potaesium  (E,CO,)  is  a  hygroscopic  and 
very  soluble  salt.  When  exposed  to  damp  air  it  becomes  moist^ 
and  finally  deliquesces.  In  this  respect  it  does  not  resemble 
8oda-ash,  which  is  not  hygroscopic,  and  is,  for  this  reason  among 
others,  better  adapted  than  potash  for  transportation,  storing,  and 
most  commercial  uses.  Carbonate  of  potassium  fuses  at  a  red 
heat,  but  cannot  be  decomposed  by  heat  alone.  At  a  red  heat  it 
is  decomposed  by  BiUca,  as  is  also  the  carbonate  of  sodium,  car- 
bonic add  being  expelled  with  effervescence,  whilst  the  silica 
unites  with  the  alkali.  Advantage  is  taken  of  this  property  in 
the  analysis  of  minerals  which  contain  a  large  quantity  of  silica, 
and  are  not  easily  decomposed  by  acids.  The  finely  powdered 
mineral  is  fused  with  about  three  times  its  weight  of  carbonate  of 
Bodium  or  of  potassium,  or,  better,  with  thrice  its  weight  of  a 
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mixture  of  5|  parts  of  carbonate  of  Bodiiun  with  7  parts  of  car- 
bonate of  potassium.  The  mixed  carbonates  produce  a  more 
fusible  mixture  than  either  alone  (§  492).  The  fused  mass  is 
then  treated  with  dilute  chlorhjdrio  add,  which  decomposes  the 
alkaline  silicates,  and  dissolves  all  the  bases  of  the  mineral  which 
were  before  combined  with  the  silica. 

Carbonate  of  potassium  was  the  most  important  source  of  alkali, 
until  Leblanc's  process  made  soda  cheaper  tban  potash.  It  is  still 
largely  consumed  in  the  manufacture  of  soap,  glass,  caustic  pot- 
ash, and  otber  compounds  of  potassium ;  but  sodium-salts  have, 
to  a  great  extent,  displaced  potassium-salts  in  commerce  and 
the  arts. 

498.  Carhtmate  of  Pbtassiwn  and  Hydrogen  (EHC0,).-~Thi8 
salt,  commonly  called  the  *' bicarbonate ''  of  potassium  (E,0, 
H,0,2C0,),  is  prepared  by  passing  a  current  of  carbonic  acid 
through  a  strong  solution  of  carbonate  of  potassium ;  crystals  of 
the  bicarbonate  will  be  deposited,  which  are  permanent  in  the 
air,  and  require  about  4  parts  of  cold  water  for  solution.  When 
the  solution  of  this  salt  is  long  exposed  to  tiie  air,  or  boiled,  it 
loses  one-fourth  of  its  carbonic  acid ;  when  the  dry  salt  is  fused, 
it  loses  half  its  carbonic  acid,  and  is  converted  into  the  carbonate. 
It  is  a  valuable  salt  \jq  the  chemist  and  the  apothecary,  because  it 
can  be  readily  obtained  in  a  state  of  purity ;  when  itself  made 
from  a  refined  carbonate  of  potassium,  it  may  be  advantageously 
used  as  the  material  from  which  to  prepare  other  pure  compounds 
of  this  important  element. 

499.  Hydrate  of  Potassium  (KHO). — The  manufacture  of  hy- 
drate of  potassium,  from  carbonate  of  potassium,  resembles,  in 
every  detail,  the  preparation  of  caustic  soda  from  carbonate  of 
sodium  (Exp.  233).  The  carbonate  of  potassium  is  dissolved  in 
10  or  12  times  its  weight  of  water,  and  decomposed  by  a  cream  of 
lime ;  carbonate  of  calcium  is  precipitated,  and  bydrate  of  potas- 
sium remains  in  solution.  All  that  has  been  said  of  the  concen- 
tration of  the  solution  of  hydrate  of  sodium  (§  488)  is  true,  also, 
of  hydrate  of  potassium. 

Hydrate  of  potassium  is  a  hard,  whitish  substance,  possessing 
a  peculiar  odor  and  a  very  acrid  taste.  Like  the  hydrate  of  so- 
dium, it  rapidly  absorbs  moisture  and  carbonic  add  from  the  air; 
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and  sinoe  the  carbonate  of  potassiom  thus  formed  is  a  deliques- 
cent salt,  this  change  will  go  on  untQ  the  entire  mass  of  hydrate 
is  converted  into  a  syrup  of  the  carbonate ;  whereas,  in  the  case 
of  hydrate  of  sodium,  the  absolution  of  water  and  carbonic  acid 
is  soon  arrested  by  the  formation  of  a  coating  of  non-deliquescent 
carbonate  of  sddium  upon  the  surface  of  the  lump  of  hydrate.  In 
chemical  industries  and  speculations,  the  question  of  success  or 
failure  often  turns  on  such  points  as  this ;  the  advantage  of  a  new 
material,  for  example,  often  depends  upon  just  such  differences  as 
this  between  caustic  soda  and  caustic  potash. 

500.  The  hydrate  of  potassium,  cast  into  small  sticks,  is  em- 
ployed by  physicians  as  a  cautery, — a  use  which  illustrates  forcibly 
its  destructive  effect  upon  animal  and  vegetable  matters.  Like 
hydrate  of  sodium,  its  solution  destroys  ordinary  paper,  and 
cannot  be  filtered  except  through  asbestos,  or  gun-cotton.  A 
dear  solution  is  best  obtained  by  decantation  firom  the  subsided 
impurities.  All  vesseb  made  of  materials  which  contain  silica 
are  attacked  by  this  caustic  solution;  and  even  platinum  is  slowly 
oxidized  in  its  presence ;  vessels  of  gold  and  silver  resist  it  best. 
This  hydrate,  like  that  of  sodium,  forms  soaps  with  oils  or  fieits ; 
the  sodium-soaps  are  hard,  the  potassium-  soft.  At  a  high  tem- 
perature hydrate  of  potassium  volatilizes  without  change;  heat 
alone  cannot  decompose  the  caustic  alkalies.  In  the  chemical 
laboratory,  solutions  of  caustic  potash  and  caustic  soda  are  in 
£requent  use  for  absorbing  acid  gases,  such  as  carbonic  acid,  and 
especially  for  separating  the  hydrates  of  other  metals  from  solu- 
tions of  their  salts. 

Exp,  244. — ^Dissolve  a  crystal  of  blue  vitriol  (sulphate  of  copper)  in 
a  few  centimetres  of  cold  water,  and  add  to  the  solution  several  drops 
of  a  solution  of  caustic  soda  (or  potash).  The  hydrate  of  copper  is 
precipitated  as  a  delicate,  blue,  insoluble  powder^  while  colorleiss  sul- 
phate of  sodium  (or  potassium)  remains  in  solution. 

OuSO^    +    2NaH0    =.    CuH,0,    +    Na^4. 
Sulphate  of  Ccpper,  Hydrate  of  Ccpper» 

Exp.  345. — Place  in  a  small  flask  4  or  5  grms.  of  chalk  or  marble 
(carbonate  of  calcium),  and  7  or  8  c.  c.  of  water;  then  cautiously  add 
chlorhydric  acid,  little  by  little,  until  effervescence  ceases  and  the 
chalk  is  dissolved.    When  the  effervescence  is  not  violent,  the  flask 

2^ 
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may  be  wanned  to  facilitate  the  process  of  solulioiL  A  rather  ooiH 
centrated  solution  of  chloride  of  calcium  will  thus  be  obtained. 

CaCO,    +    2HC1    =    CaCl,    +    H,0    +    00,. 
CarbonaU  of  Calcium.        Chlofide  of  Calcium, 

Add  to  this  solution  a  few  drops  of  a  solution  of  caustic  soda,  which  is 
free  firom  carbonic  acid.  A  white  precipitate  of  hydrate  of  calaom 
will  immediately  appear,  since  this  hydrate  is  insoluble  in  the  men- 
struum^ while  chloride  of  sodium  will  be  found  in  the  clear  solution. 

OaOl,    +    2NaH0    »    OaH,0,    +    2NaOL 

Hydrate  of  Calcium, 

501.  On  account  of  this  power  of  precipitating  other  hydrates 
from  solutions  of  their  salts,  the  caustic  alkalies  are  often  called 
str(mg  bases,  as  he  is  the  strongest  wrestler  who  throws  his  ad- 
versary ;  but  this  term  **  strong"  is  applied  to  bases  and  adds  so 
confusedly  as  to  be  frequently  a  hindrance  rather  than  a  help  in 
classification.  Thus,  if  the  reaction  which  occurs  in  the  prepa* 
ration  of  caustic  soda  (Exp.  233),  between  carbonate  of  sodium 
and  hydrate  of  calcium,  be  compared  with  the  reaction  last  given 
between  chloride  of  calcium  and  hydrate  of  sodium,  it  will  be  seen 
that  in  the  first  calcium  displaces  sodium,  while  in  the  second 
sodium  displaces  calcium ;  in  the  one  case  hydrate  of  sodium  is 
eliminated  from  the  reaction,  and  in  the  other  hydrate  of  calcium. 
So  of  acids ;  we  have  before  had  occasion  to  remark  that,  of  two 
acids,  now  the  one  and  now  the  other  will  be  stronger,  accord- 
ing to  the  temperature  at  which  the  contest  between  them  takes 
place,  or  other  extrinsic  conditions.  Thus  sulphuric  acid  is  at 
certain  temperatures  capable  of  displacing  phosphoric  acid  or 
boracic  acid,  but  at  high  temperatures  both  these  acids  displace 
it  (§§  294,  448).  It  is  obvious  that  the  definition  of  the  term 
<'  strength  "  must  be  very  vague  and  unsatisfactory  when  applied 
to  relations  thus  capable  of  actual  reversal.  Two  general  prin- 
ciples, howeyer,  have  been  arrived  at  through  the  comparative 
study  of  such  reactions ;  these  are : — 1st.  When  from  all  or  part 
of  the  elements  of  any  mixture  of  liquefied  materials  a  substance 
can  be  formed  which  is  insoluble  in  the  existing  menstrunm,  that 
substance  will  separate  in  the  solid  state ;  2nd.  When  from  all 
or  part  of  the  elements  of  a  solid  or  liquid  mixture  a  substiiTK^ 
<£an  be  compounded  which  is  volatile  at  the  existing,  or  induced. 
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temperature,  that  substance  will  be  eliminated  in  tbe  gaseous 
state.  In  either  case  such  interchange  of  atoms  as  may  be  essen* 
tial  to  the  formation  of  the  eliminated  substance,  takes  place,  and 
the  remaining  elements  necessarily  adjust  themselves  to  new  re- 
lations. Such  insoluble  precipitates  often  present  peculiarities  of 
color  or  texture  by  which  they  may  be  recognized ;  and  such 
Tolatile  gases  may  frequently  be  identified  by  their  color,  odor, 
or  specific  gravity,  or  by  the  chemical  efiects  which  they  are 
capable  of  producing.  If  every  chemical  element  were  known  to 
yield,  under  attainable  conditions,  a  characteristic  precipitate,  or 
to  evolne  a  peculiar  and  recognizable  gas,  the  analytical  chemist 
would  possess  the  means  of  detecting  every  element  with  cer- 
tainty. This  is  to  a  great  extent  the  case,  and  chemical  analysis 
is  chiefly  based  upon  a  knowledge  of  the  degrees  of  solubility 
and  volatility  which  belong  to  a  great  variety  of  chemical  sub- 
stances with  whose  appearance  and  prominent  properties  the 
analyst  has  previously  made  himself  acquainted;  of  these  sub- 
stances many  are  common,  but  not  a  few  rare  and  useless,  except 
to  serve  the  purpose  of  the  analyst. 

There  exists  an  anhydrous  oxide  of  potassium,  K^O,  and  also 
a  peroxide.  The  anhydrous  oxide  K,0  is  a  gray,  inodorous,  hard, 
brittle  solid ;  it  melts  a  little  above  a  red  heat,  but  volatilizes 
only  at  a  very  high  temperature. 

502.  Alkalimetry,' — Since  the  value  of  the  carbonates  and  hy- 
drates of  sodium  and  potassium,  as  they  are  manufactured  and 
consumed  on  the  large  scale  in  the  chemical  arts,  is  generally  de- 
pendent upon  the  amount  of  alkali  which  they  contain  ready  to 
enter  into  chemical  combination,  it  is  important  to  have  some 
quick  and  easy  method  of  determining  how  much  available  alkali 
any  sample  of  these  substances  really  contains.  The  impurities 
which  most  frequently  contaminate  the  carbonate  of  potassium 
are  the  chlorides  and  sulphates  of  potassium  and  sodium,  silicio 
acid,  lime,  alumina,  and  the  oxides  of  iron ;  the  commonest  im- 
purities of  carbonate  of  sodium  are  the  chloride  and  sulphate 
of  sodium,  as  might  readily  be  inft^rred  from  consideration  of  the 
process  by  which  the  carbonate  is  manufactured.  Some  sulphite 
of  sodium  also  is  not  infrequently  present  in  commercial  soda- ash. 
Both  carbonates  are  apt  to  contain  small  proportions  of  the  hy- 
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drates ;  but  as  fhe  hydrates  are  qnite  as  valuable  for  moat  uses 
as  the  carbonates,  weight  for  weight,  this  admixture  is  not  incon- 
venient. In  the  common  methods  of  testing  the  carbonates,  the 
hydrates  present  are  estimated  as  available  alkali^  but  are  made 
no  separate  account  of. 

It  would  be  foreign  to  our  purpose  to  enter  upon  the  details  of 
alkalimetry ;  the  process  consists  essentially  in  ascertaining  how 
much  dilute  sulphuric  acid  of  a  known  strength  is  required  to 
neutralize  exactly  a  known  weight  of  the  sample  examined.  The 
requisites  are  a  graduated  burette  (Appendix,  §  21),  a  standard 
acid,  pure  carbonate  of  sodium  wherewith  to  prepare  this  add, 
and  a  colored  solution,  sensitive  to  both  acid  and  alkali,  to  indi- 
cate the  point  of  neutralization.  The  following  experiment  will 
give  some  idea  of  the  manipulation  required  in  this  sort  of  analysis, 
which,  on  account  of  its  rapidity,  is  of  very  general  application 
in  technical  chemistry.  The  general  method  is  called  tfoltanetrie^ 
because,  when  once  the  standard  liquids  are  prepared,  quantita^ 
tive  results  are  obtained,  not  by  weighing,  but  by  measuring  the 
bulk  of  liquid  consumed  in  the  testing. 

&p,  246. — Weigh  out  accurately  5  grms.  of  pure  anhydrous  carbo- 
nate of  sodium ;  transfer  it  to  a  fls^k  or  beaker  having  tbe  capacity  of 
about  400  c.  c. ;  dissolve  it  in  about  200  c  c.  of  water,  and  color  the 
solution  blue  with  about  2  c.  c.  of  a  violet  tincture  of  litmus.  To  pre- 
pare this  tincture,  digest  1  part  of  litmus  in  6  parts  of  water,  on  a 
water-bath,  for  several  hours ;  filter ;  divide  the  blue  liquid  into  two 
equal  portions,  and  stir  one  half  repeatedly  with  a  gloss  rod  dipped  in 
very  dilute  nitric  acid,  until  the  color  just  appears  red ;  then  add  the 
other  blue  half,  together  with  one  part  of  alcohol,  and  keep  the  tincture 
in  a  small  open  bottle.    In  a  stoppered  bottle  the  tincture  fades. 

Mix  about  60  grms.  of  strong  sulphuric  acid  with  600  c  c.  of  water 
and  let  the  mixture  cool  (§  283).  Fill  a  50  c.  c.  Mohr*8  burette  (Ap- 
pendix, §  21)  up  to  the  0  mark  with  the  cold  dilute  acid.  Place  the 
flask  or  beaker  containing  the  soda  solution  beneath  the  burette,  gently 
press  the  spring-clip,  and  allow  the  acid  to  flow  gradually  into  the  soda 
solution,  stirring  the  while,  until  the  color  of  ike  liquid  changes  to  a 
wine-red ;  then  place  the  flask  or  beaker  over  a  lamp,  and  bring  the 
liquid  to  ebullition ;  the  dissolved  carbonic  acid  wHl  be  driven  out,  and 
the  liquid  vnll  again  become  blue;  more  acid  is  then  added  to  the 
nearly  boiling  fluid,  the  vessel  being  occasionally  placed  over  the  lamp, 
untU  the  color  of  the  liquid  becomes  red,  slightly  inclining  to  yellow. 
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When  the  point  of  saturation  is  approeehing,  add  the  acid  two  drops  at 
a  time,  and  after  each  fresh  addition  dip  a  fine  glass  rod  into  the  fluid, 
and  nuike  with  it  two  spots  on  a  slip  of  fine  blue  litmus-paper,  reading 
the  volume  each  time,  and  marking  the  number  of  centimetres  between 
the  two  spots.  Continue  this  operation  until  the  spots  on  the  paper 
appear  distinctly  red ;  then  dry  the  paper  and  take  for  the  correctt 
number  that  figure  which  stands  between  those  two  spots  which  juat 
remain  red  when  dry. 

For  8ome  eyes,  tincture  of  cochineal  possesses  great  advantages  over 
tincture  of  litmus  as  a  means  of  recognizing  the  point  of  neutralization. 
The  tincture  of  cochineal  is  prepared  by  digesting  8  grms.  of  powdered 
cochineal  in  a  mixture  of  60  c.  c.  of  alcohol  and  200  c.  c.  of  water,  at 
the  ordinary  temperature,  for  several  days.  The  tincture,  which  may 
be  either  decanted  or  filtered  from  the  residue,  has  a  ruby-red  color. 
The  caustic  alkalies  and  the  alkaline  carbonates  change  the  color  to  a 
violet-carmine ;  solutions  of  strong  acids  and  acid-salts  make  it  orange ; 
to  carbonic  acid  it  is  nearly  indifierent.  10  or  15  drops  of  the  tincture 
are  sufficient  to  color  200  c.  c.  of  liquid. 

Dilute  the  acid  which  remains  of  the  original  600  c.  c.  with  enough 
water  to  give  a  fluid  of  which  exactly  60  c.  c.  are  required  to  saturate 
5  grms.  of  pure  carbonate  of  sodium.  This  dilution  is  effected  as  fol- 
lows : — Suppose  that  40  c.  c.  of  the  acid  have  proved  sufficient  to  neu- 
tralize 6  grms.  of  the  pure  carbonate,  then  10  c.  c  of  water  must  be 
added  to  every  40  c.  c.  of  the  acid.  460  c.  c.  of  the  original  dilute 
acid  remain ;  now,  as  40 :  460=10  :  number  of  c.  c.  water  to  be  added 
sll6  c.  c.  Dilute,  therefore,  the  acid  with  116  c.  c.  of  water,  using 
some  of  this  water  to  rinse  the  burette  which  contains  the  undiluted 
acid,  the  measuring-glass  which  may  have  been  used  to  ascertain  the 
extent  of  volmne  of  the  original  acid,  and  any  other  vessel  into  which 
it  may  have  been  temporarily  poured.  Of  this  diluted  acid,  60  c.  c. 
should  exactly  neutralize  6  grms.  of  pure  anhydrous  carbonate  of  so- 
dium. It  may  be  tested  by  again  weighing  out  6  grms.  of  the  pure 
carbonate,  and  repeating  the  volumetric  determination  precisely  as 
above  described.  If  the  work  has  been  well  done,  the  standard  acid 
will  be  found  ready  for  use. 

Weigh  out  6  grms.  of  common  soda-ash,  and  dissolve  in  about 
200  c.  c.  of  water  whatever  of  the  sample  is  soluble ;  repeat  upon  this 
liquid,  vrithout  filtering,  the  volumetric  operation  of  the  last  experi- 
ment The  number  of  half  c.  c.  of  standard  acid  used  gives  directly 
the  percentage  of  pure  anhydrous  carbonate  of  sodium  which  the 
sample  contains.  If  60  c.  c.  or  100  half  c.  c.  are  used,  the  sample  is 
pure  carbonate  of  sodium ;  if  40  c  c.  or  60  half  c  c.  are  used,  the 
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sample  is  ei^rhty  per  cent  pure  carbonate,  and  twenty  per  cent  watei 
and  other  impurities. 

603.  When  an  acid  has  been  prepared,  of  which  50  c.  c.  exactly 
neutralize  5  grms.  of  pure  carbonate  of  sodium,  it  is  a  matter  of 
simple  calculation  only  to  determine  how  much  hydrate  of  sodium, 
now  much  carbonate  of  potassium,  and  how  much  hydrate  of 
potassium  the  same  50  c.  c.  acid  will  neutralize.  The  follow- 
ing are  the  proportions  required,  the  atomic  weight  of  potassium 
being  39-1 : — 

106        :  80        » 

Comhining  weight  of       Com.  ict  of 
NajjCO,.  NaJIaO,. 

106         :  138-2      ca 

Combining  weight  of       Com.  tot,  of 
Na,CO,.  K,CO,. 

106         :  112-2      « 

Combining  weight  of       Com,  wt.  of 
NajCOa.  K,H,0, 

The  follow:ing  table  shows  the  quantities  of  these  four  substances 

which  are  equivalent  in  neutralizing-  or  combining-power : — 

5-000  grms.  of  carbonate  of  sodium     -\  x      a.  j  v     -/x 

o  -.^o  t    J    X  are  saturated  by  oO  c.  c 

S-nS    „      „  hydrate     .         „         I    ^  ^^^  ^^  ^^^   ^ 

D-019     „       „  carbonate  of  potassium  (    i.     j     i      -j 

5*292    „       „  hydrate     ,»        „         J 

It  is  apparent  from  this  table  that  a  given  weight  of  carbonate  of 
sodium  will  saturate  more  silicic  acid  or  more  fat,  or  will  give  off 
more  carbonic  acid  than  the  same  weight  of  carbonate  of  potassium, 
and  that  the  hydrate  of  sodium  is  also  more  efficient,  gramme  for 
gramme,  than  the  hydrate  of  potassium.  These  facts  are  to  be 
inferred  at  once  from  the  atomic  weights  of  sodium  and  potassium, 
which  are  23  and  39-1  respectively ;  they  have  had  their  weight 
in  bringing  about  the  rapid  substitution  of  sodium-salts  for  potas- 
sium-salts in  the  chemical  arts. 

504.  Potassium  (K). — This  element,  like  sodium,  is  made  from 
its  carbonate  by  heating  intensely  a  mixture  of  the  carbonate  and 
charcoal,  in  accordance  with  the  reaction, 

K,CO,  +  2C  =  2K  +  SCO. 


poTASsnrx  decomposes  wateb.  423 

The  apparatus  employed  is  similar  to  that  described  in  treatiiitr 
of  sodium  (§  487) ;  and  as  potassium  closely  resembles  sodium,  the 
same  general  method  is  followed,  and  the  same  precautions  are 
observed.  A  second  distillation  of  the  crude  potassium  is  abso- 
lutely essential,  because,  if  it  be  neglected,  a  black,  detonating 
compound  of  uncertain  composition  is  formed,  which  explodes 
violently  upon  the  slightest  friction. 

Potassium  is  a  silver- white  substance,  of  very  brilliant  lustre, 
whicli  is  brittle  at  0^  soft  as  wax  at  ordinary  temperatures,  fiises 
at  62^*5,  and  is  volatile  at  a  red  heat.  In  its  soft  state,  two  clean 
surfaces  can  be  welded  together  like  iron.  It  is  lighter  than 
water,  having  a  specific  gravity  of  only  0*865.  It  is  almost  in- 
stantaneously oxidized  by  air  and  water  at  the  ordinary  tempera- 
ture, and,  when  heated,  by  nearly  every  gas  or  liquid  which  con- 
tains oxygen.  Like  sodium,  it  must  therefore  be  collected  and 
kept  under  naphtha,  out  of  contact  with  the  air.  At  moderate 
temperatures,  potassium  readily  absorbs  hydrogen,  nitrogen,  and 
carbonic  oxide,  and  enters  into  direct  combination  with  chlorine, 
bromine,  iodine,  sulphur,  selenium,  and  tellurium.  We  have  had 
occasion  to  avail  ourselves  of  its  intense  chemical  energy  (§§  85, 
97, 411). 

Exp,  247. — ^Throw  a  piece  of  potassium,  as  large  as  a  small  pea,  upon 
some  cold  water  in  the  bottom  of  a  large  bottle,  and  place  a  cai'd  or 
glass  plate  over  the  mouth  of  the  bottle.  The  potassium  decomposes 
the  water,  and  evolves  heat  enough  to  kindle  the  hydrogen  which  is 
given  oif ;  this  hydrogen  bums  with  a  purplish-red  color,  imparted  to 
the  flame  by  a  minute  quantity  of  vaporized  solid.  This  color  is  cha- 
racteristic of  potassium  compounds,  as  a  yellow  color  is  characteristio 
of  sodimn  compomids. 

505.  It  is  not  a  matter  of  indifference  from  what  kind  of  a 
mixture  of  carbonate  of  potassium  and  carbon  potassium  is  pre- 
pared. The  material  which  is  best  adapted  to  its  preparation  is 
the  potassium- salt  of  a  vegetable  acid  rich  in  carbon,  which,  when 
decomposed  by  heat  in  a  vessel  from  which  air  is  excluded,  yields 
carbonate  of  potassium  and  a  large  quantity  of  free  carbon. 
WhUe  grape-juice  is  being  converted  into  wine  by  fermentation, 
a  stony  deposit,  called  "  tartar,"  which  is  sometimes  gray  and 
sometimes  reddiah,  fastens  to  the  bottom  and  sides  of  the  casks 
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which  contain  the  fermented  juice.  When  freed  hf  recrystalliza- 
tion  from  adhering  ooloring-matten,  this  crystalline  and  diffi- 
cultly soluble  substance  is  a  white  salt,  acid  and  cooling  to  the 
taste.  It  is  an  acid  tartrate  of  potassium,  and  is  commonly  called 
''cream  of  tartar."  When  this  substance,  or  crude  tartar,  is 
heated  in  a  covered  crucible  until  it  ceases  to  emit  combustible 
Tapors,  the  cooled  residue  is  found  to  consist  of  a  porous  mass  of 
carbonate  of  potassium,  intimately  mixed  with  very  finely  divided 
carbon.  This  mixture  is  the  best  material  from  which  to  pre- 
pare potassium ;  it  is  also  an  excellent  flux,  useful  in  assaying 
the  ores  of  the  common  metals.  In  wine-producing  countries 
considerable  quantities  of  excellent  carbonate  of  potassium  are 
prepared  from  the  deposits  of  the  wine- vats,  by  dissolving  the 
ofCrbonate  out  of  the  ignited  tartar  and  purifying  the  salt,  so  ex- 
tracted, by  recrystallization.  The  carbonate  so  obtained  is  the 
purest  source  of  hydrate  of  potassium  for  laboratory  use. 

506.  CM^nide  of  Potassium  (KCl). — This  salt  is  a  subordinate 
source  of  potassium  compounds.  It  is  extracted  in  considerable 
quantity  from  the  ashes  of  sea-weeds,  and  is  largely  used  in  the 
manufacture  of  common  alum,  which  is  a  sulphate  of  aluminum 
and  potassium.  It  occurs  native,  sometimes  pure,  but  more  fre- 
quently mixed  or  combined  with  other  chlorides.  The  chloride 
of  potassium  is  capable  of  uniting  with  most  other  metallic  chlo- 
rides, forming  crystallizable  double  salts.  The  native  double 
chloride  of  potassium  and  magnesium  (KCl,'M.gC[^,6'Rfi)  has  be- 
come of  late  years  a  productive  source  of  potassium-salts.  This 
mineral  is  dissolved  in  hot  water ;  from  the  cooled  solution  the 
greater  part  of  the  chloride  of  potassium  crystallizes  out,  while 
the  chloride  of  magnesium  remains  in  solution.  Chloride  of 
potassium  occurs  also  with  the  chlorides  of  sodium,  magnesium, 
calcium,  and  other  salts  in  sea-water  and  brine-springs,  and  is 
obtained  as  a  secondary  product  in  the  preparation  of  chlorate  of 
potassium  (§  517),  the  purification  of  nitre  (§  514),  and  in  seve- 
ral other  manufacturing-operations.  It  may  be  prepared  directly 
from  potassium  and  chlorine,  or  from  the  carbonates  or  hydrate 
of  potassium  and  chlorhydric  acid. 

Chloride  of  potassium  crystallijBes  in  anhydrous  cubes,  looks 
and  tastes  like  common  salt,  is  not  acted  upon  by  the  air,  de- 
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crepitates  when  heated^  melts  at  a  low  red  heat,  and  volatilizes 
unchanged  at  a  higher  temperature.  It  is  somewhat  more  vola- 
tile than  common  salt,  is  more  soluble  in  water,  and  produces  a 
greater  degree  of  cold  in  dissolving.  This  chloride  enters  into 
some  highly  crystalline  compounds,  of  curious  composition,  of 
which  the  product  of  the  following  experiment  may  serve  as  an 
example : — 

^p,  248. — By  the  aid  of  a  gentle  heat,  dissolve  6  grms.  of  powdered 
red  chromate  of  potassium  in  8  grms.  of  strong  chlorhydric  acid, 
avoiding  evolution  of  chlorine.  When  the  powder  is  dissolved,  allow 
the  solution  to  cool ;  flat,  red  prisms  will  ciystallize  from  the  liquid. 
This  compound  answeis  to  the  formula  KCl,CrO,.  It  is  decomposed 
by  solution  in  water. 

K,0,2Cr03  +  2H01  «  2(KCl,CiOJ  +  H,0. 

Hed  Chromate 
of  Potassium. 

507.  Bromide  of  Poteunum  (KBt)  is  a  very  soluble  salt,  which 
crystallizes  in  cubes,  and  closely  resembles  in  all  its  properties 
the  chloride.  Potassium  and  bromine  unite  directly,  with  inflam- 
mation and  violent  detonation,  the  bromide  being  the  product  of  the 
reaction.  When  bromine  is  added  to  a  solution  of  caustic  potash 
until  the  liquid  acquires  a  permanent  yellowish  tinge,  a  mixture 
of  bromide  and  bromate  of  potassium  is  produced; — 

6KH0  +  6Br  «  5KBr  +  KBrO,  +  SKfi. 

The  mixed  salts  are  dissolved  in  water,  and  a  current  of  sulphy- 
dric  acid  is  passed  through  the  solution  to  reduce  the  bromate : — 

KBrO,  +  3H,8  =  KBr  =  3H,0  +  38. 

The  liquid  is  then  gently  warmed  to  expel  the  excess  of  gas, 
filtered  from  the  deposited  sulphur,  and  evaporated  until  the  bro- 
mide crystallizes.  The  salt  has  lately  come  into  use  in  medicine 
as  a  sedative. 

508.  Iodide  of  Potcusivm  (KI). — ^This  valuable  medicine  and 
photographic  material  may  be  procured  by  adding  iodine  to  a  so- 
lution of  hydrate  of  potassium  until  the  liquid  turns  brown,-  and 
gently  igniting  the  residue  obtained  by  evaporation.  The  pro- 
cess and  the  reaction  are  the  same  as  in  the  preparation  of  the 
bromide,  except  that  the  iodate  may  be  decomposed  by  heat  alone 
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and  does  not  require  reduction  by  sulphuretted  hydrogen.  A 
better  mode  of  preparing  the  iodide  of  j^otassium  is  to  be  found 
in  the  decomposition  of  iodide  of  iron  by  carbonate  of  potassium. 

Digest  j4  grms.  of  iodine  and  2  grms.  of  iron  filings  in  a  stoppered 
bottle  with  20  c.  c.  of  water ;  iodide  of  iron  (Fel,)  is  formed  onder 
these  conditions  by  direct  union  of  the  elements.  The  liquid  is  then 
transferred  to  a  flask  and  boiled,  and  a  solution  of  carbonate  of  potas* 
sium  is  added  by  small  portions  so  long  as  a  precipitate  occurs.  The 
solution,  filtered  from  the  insoluble  carbonate  of  iron,  yields  on  eva- 
poration crystals  of  iodide  of  potassium. 

Iodide  of  potassium  ordinarily  crystallizes  in  semiopaque  cubes. 
It  is  permanent  in  the  air,  has  a  sharp  taste,  melts  below  a  red 
heat,  and  volatilizes  unchanged  at  a  low  red  heat  It  is  very 
soluble  in  water,  and  in  dissolving  produces  a  considerable  fall  of 
temperature.  Alcohol  also  freely  dissolves  this  salt.  The  facility 
with  which  the  salt  is  decomposed  and  its  iodine  liberated  by 
chlorine,  ozone,  and  nitric  add  has  been  already  amply  illustrated 
(Exps.  70,  72,  76). 

Iodide  of  potassium  is  much  used  in  medicine ;  it  is  not  poi- 
sonous even  in  doses  of  5  to  20  grms.  Its  solution  in  water  dis- 
solves iodine  to  a  large  extent,  acquiring  thereby  a  dark-brown 
color.  This  brown  solution  is  sometimes  used  in  medicine  as  a 
vehicle  for  iodine ;  it  is  also  useful  to  tiie  photographer  for  re- 
moving from  the  skin  the  stains  produced  by  nitrate  of  silver. 
Iodide  of  potassium  is,  farther,  employed  in  the  photographic  pro- 
cess upon  glass,  to  produce  in  the  substance  of  the  film  of  collo- 
dion a  deposit  of  iodide  of  silver  by  double  decomposition  with 
nitrate  of  silver. 

609.  Cyanide  of  Potassium  (KCN). — ^The  elements  which  make 
part  of  the  whitish,  soluble,  fusible,  and  deliquescent  solid  which 
bears  this  name  are  potassium,  carbon,  and  nitrogen.  At  a  bright- 
red  heat  these  three  elements  will  come  together  to  form  this  salt 
out  of  quite  a  variety  of  materials,  and  under  quite  various  cir- 
cumstances. When  nitrogen  gas  is  passed  over  a  mixture  of 
charcoal  and  hydrate  or  carbonate  of  potassium,  at  a  bright-red 
beat,  cyanide  of  potassium  is  formed.  When  nitrogenous  organic 
matters  are  fused  with  hydrate  or  carbonate  of  potassium,  the 
cyanide  is  formed.     In  presence  of  iron  scraps  or  filings,  this 
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mixture  prodaces  a  common  cyanide,  containing  potassium,  iron, 
carbon,  and  nitrogen,  and  known  in  the  arts  as  "  yellow  pmssiate 
of  potash,''  and  to  chemists  as  ferrocyanide  of  potassium.  If  this 
«  prussiate  "  be  ignited  at  a  moderate  red  heat,  it  is  decomposed 
into  cyanide  of  potassium,  nitrogen,  and  a  compound  of  iron  with 
carbon : — 

4KCN,Pe(CN),  =  4KCN  +  2N  +  PeC,. 

In  the  blast-fumaces  in  which  iron  ores  are  smelted  with  coal 
or  coke,  a  considerable  quantity  of  cyanide  of  potassium  is  often 
produced,  the  nitrogen  being  probably  derived  from  the  torrents 
of  nitrogen  which  the  blast  of  air  carries  into  the  furnace.  In- 
stead of  igniting  the  yellow  prussiate  alone,  a  more  economical 
process  is  to  ignite  a  mixture  of  the  prussiate  with  carbonate  of 
potassium.  This  method  saves  all  the  cyano^n  in  the  prussiate; 
but  the  salt  thus  obtained  is  always  mixed  with  cyanate  and  car- 
bonate of  potassium : — 

K^Fe{CN),  +  B:,C0,  =  5K(CN)  +  K(CN)0  +  CO,  +   Fe. 

The  presence  of  these  impurities  does  not  injure  the  cyanide  for 
many  of  its  uses. 

Cyanide  of  potassium  is  of  great  use  in  galvanic  gilding  and 
silvering,  since  the  cyanides  of  gold  and  silver  are  both  soluble  in 
a  solution  of  cyanide  of  potassium.  Its  solution  dissolves  the 
sulphide  of  silver,  and  has  therefore  been  suggested  for  house- 
hold use  in  cleaning  silver- ware  ;  photographers  sometimes  use  it 
for  removing  stains  of  nitrate  of  silver  from  the  hands ;  but  both 
these  applications  of  cyanide  of  potassium  are  dangerous  and  in- 
expedient. The  cyanide  is  intensely  poisonous,  not  only  when 
taken  internally,  but  also  when  brought  into  contact  with  an 
abrasion  of  the  skin,  a  cut,  or  scratch.  As  a  reducing  agent, 
cyanide  of  potassium  has  great  power ;  it  is  especially  useful  in 
blowpipe  reactions  (Exp.  132). 

510.  Sulphides  of  Potassium, — Potassium,  heated  in  sulphur- 
vapor,  takes  fire  readily,  and  burns  brilliantly.  There  are  sup- 
posed to  be  five  diJOTerent  compounds  of  potassium  and  sulphur, 
corresponding  to  the  formulce  K^S,  K^Sj^,  K^S,,  Kj,S^,  and  K^S,;  and 
there  is  a  sulphydrate  KHS,  analogous  to  the  hydrate  KHO. 

Exp,  249. — ^Heaty  gently,  a  thorough  mixture  of  10  grms.  of  dry 
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powdered  carbonate  of  potaasium  and  6  Krma.  of  sulphur^  in  a  covered 
earthen  or  iron  crucible,  until  efferveflcence  ceases  and  the  mass  flows 
quietly.  The  fused  mass  has  a  yellowish-brown  color,  and  consists  of 
tersulphide,  quinquisulphide,  and  intermediate  sulphides  of  potassium, 
mixed  with  sulphate,  and  often  with  carbonate  of  potassium ;  it  is 
called ''  liyer  of  sulphur."  This  substance,  dissolved  in  water,  gives  a 
greenish  solution,  trom  which  dilute  acids  liberate  sulphuretted  hydro- 
gen, and  precipitate  milk  ot  sulphur  (§  ld8).  The  carbonic  acid  of 
the  air  is  strong  enough  to  ettect  this  decomposition ;  hence  the  solid 
substance  and  its  solutioni  when  exposed  to  the  air,  smell  of  sulphu- 
retted hydrogen  :— 

K,S,  +  H,S04  =  K,S04  +  H,S  +  2S. 

The  chief  use  of  liver  of  sulphur  is  in  the  medical  treatment  of  akia- 
diseases.  • 

511.  When  sulphydric  acid  gas  is  passed  to  sataration  into  a 
solution  of  caustic  potash,  a  colorless  solution  is  obtained,  which 
is  supposed  to  contain  the  sulphydrate  ElKS.  It  has  no  perma- 
nency, quickly  absorbing  oxygen  and  taming  yellow. 

All  the  sulphides  of  potassium  are  brown  solids,  having  an  al- 
kaline reaction  to  test-paper,  and  smelling  of  sulphydric  acid. 
Their  solutions  are  oxidized  by  exposure  to  the  air,  and  sulphur 
is  deposited  from  them. 

512.  Sulphate  of  Potassium  (K^SOJ. — ^This  anhydrous  salt 
crystallizes  in  transparent  hexagonal  prisms,  terminated  by  hexa- 
gonal pyramids,  and  consequently  bears  some  resemblance  to 
common  quarts  crystals.  The  salt  has  a  strong  tendency  to 
form  double  sulphates  ;  a  double  sulphate  of  potassium  and  mag- 
nesium is  of  importance  in  the  manufacture  of  potassium-salts 
from  sea-water.  It  also  enters  into  the  composition  of  many 
of  the  double  sulphates,  which  are  called  alums  from  the  name  of 
the  commonest  member  of  the  dass,  the  sulphate  of  aluminum 
and  potassium. 

513.  Sulphate  of  Potassium  and  Hydrogen  (EHSO  J. — ^This  salt, 
commonly  called  the  ''  bisulphate,''  is  formed  on  a  large  scale  as 
a  residuary  product  whenever  nitric  acid  is  manufactured  from 
nitrate  of  potassium.  When  ignited,  its  orystab  lose  half  their 
acid: — 

2(KHS0J  «  K,SO,  +  H,SO,; 

and  the  salt  is  therefore  sometimes  used  as  a  flux,  in  cases  where 
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tlie  action  of  a  strong  acid  is  required  at  a  high  temperature  upon 
salts  or  oxides  with  which  it  may  be  fused.  Platinum  tools  may 
be  cleaned  by  fiising  this  salt  in  or  upon  them. 

614.  Nitrate  of  Potassium  (KNOJ. — ^This  valuable  salt,  com- 
monly called  saltpetre,  is  very  widely  diffused  as  a  natural  pro- 
duct, being  indeed  seldom  wholly  wanting  in  a  productive  soil,  or 
in  spring-  or  river-water.  At  many  localities  it  is  found  in 
caverns  or  caves  in  calcareous  formations ;  but  the  principal  com- 
mercial source  of  the  salt  is  the  soil  of  certain  tropical  regions, 
especially  of  districts  in  Arabia,  Persia,  and  India,  where  the 
nitrate  is  found  disseminated  through  the  upper  portion  of  the 
soil,  or  forming  an  efflorescence  upon  the  surface,  but  never 
extending  lower  than  the  depth  to  which  the  air  can  easily 
penetrate. 

This  natural  production  of  nitrates  appears  to  result  mainly  from  the 
putre£Ekction  of  vegetable  and  animal  matters,  in  presence  of  the  air 
and  of  alkaline  or  earthy  bases  capable  of  fixing  the  nitric  acid  as  soon 
as  it  is  formed.  The  well-waters  of  towns,  contaminated  by  neighbor- 
ing sewers  and  cesspools,  nearly  always  contain  nitrates.  The  decay 
of  the  luxuriant  vegetation  of  the  tropics,  promoted  by  a  hot  sun  and 
a  moist  atmosphere,  is  a  never-failing  source  of  ammonia ;  but  it  is  not 
certain  that  the  production  of  ammonia  is  a  necessary  stage  in  the  pro- 
cess of  nitrification.  In  the  artificial  production  of  nitrates  in  tem- 
perate climates,  the  supposed  natural  conditions  have  been  roughly 
imitated.  In  the  old  saltpetre  **  plantations  "  of  European  countries, 
nitrate  of  calcium  was  produced  by  mixing  decomposing  vegetable  and 
animal  matters  with  cinders,  chalk,  marl,  and  so  forth,  moistening  the 
mass  repeatedly  with  leachings  of  manure-heaps,  exposing  it  freely  to 
the  air  for  two  or  three  years,  and  then  lixiviating.  The  nitrate  of 
calcium,  which  was  the  main  product,  was  then  converted  into  salt- 
petre by  double  decomposition  with  carbonate  of  potassium. 

The  saltpetre  is  extracted  from  the  earth  which  contains  it  by  lixi- 
\iation,  evaporation,  and  crystallization ;  but  inasmuch  as  for  most  uses 
it  is  required  in  a  very  pure  state,  the  crude  salt  must  generally  be  re- 
fined. The  common  impurities  of  crude  saltpetre  are  chloride  of  so- 
dium and  chloride  of  potassium.  In  order  to  separate  these  chlorides, 
advantage  is  taken  of  the  fact  that  the  nitrate  of  potassium  is  four 
times  as  soluble  in  boiling  water  as  the  chloride  of  potassium,  and  six 
times  as  soluble  as  the  chloride  of  sodium.  The  crude  saltpetre  is 
treated  with  a  quantity  of  water,  sufficient  to  dissolve  at  boiling  all  the 
nitrate  of  potassium,  but  not  all  of  the  chloride  of  sodium  beside.  This 
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residual  salt  is  scooped  out  of  the  vessel  in  wliicli  the  sokmon  is 
effected;  and  the  solution,  after  being  somewhat  diluted,  is  boiled  with 
a  little  glue,  to  coagulate  the  coloring-matters  and  other  soluble  dirty 
and  sweep  the  liquid  clean  by  means  of  the  adhesive  scum  which  rises 
to  the  surface.  The  strong,  clear  solution  is  then  transferred  to  shall^^ 
crystallizing  pans,  and  left  at  rest  if  large  crystals  are  desired ;  if  small 
crystals  are  preferable,  the  liquid  is  constantly  stirred  from  the  moment 
that  crystallization  begins ;  the  saltpetre  is  then  deposited  in  a  crystal- 
line powder,  called  saltpetre-flour.  The  chlorides  of  sodium  and 
potassium  are  nearly  as  soluble  in  cold  water  as  in  hot ;  but  nitrate  of 
potassium  is  only  one-eighth  as  soluble  in  water  at  the  temperature  of 
the  atmosphere  as  in  boiling  water.  Hence  the  chlorides  remain  in 
the  mother-liquor,  while  the  nitrate  rapidly  separates  from  the  solution 
as  it  cools.  The  crystals  of  saltpetre  are  drained,  and  then  washed 
with  a  solution  ot  saltpetre  saturated  in  the  cold.  This  solution  takes 
up  the  adhering  chlorides,  but  leaves  the  pure  nitrate  of  potassum 
undissolved. 

Large  quantities  of  saltpetre  are  now  made  by  decomposing  nitrs^e 
of  sodium  with  carbonate  of  potassium.  When,  through  governmental 
interference,  the  East-Indian  supply  of  saltpetre  is  checked,  this 
method  is  resorted  to  with  advantage.  Tartar,  and  the  ashes  of  the 
beetroot-sugar  manufacture,  are  good  sources  of  potash  to  be  applied 
to  this  purpose.  Crude  nitrate  of  soditmi  contains  so  much  chloride 
of  sodium,  that  it  is  desirable  to  purify  it  for  this  use  by  previous  re- 
crystallization  ;  otherwise  potash  would  be  unproiitably  consumed  in 
converting  chloride  ot  sodium  into  chloride  of  potassium.  One  of  the 
processes  for  converting  the  nitrate  of  sodium  into  nitrate  of  potassium 
consists  simply  in  adding  the  nitrate  of  sodium  to  a  hot  concentrated 
solution  of  carbonate  of  potassium ;  a  precipitation  of  carbonate  of  so- 
dium takes  place,  and  this  precipitate  is  removed  as  fast  as  it  forms, 
until  no  more  appears ;  from  the  cooled  liquid  saltpetre-flour  is  de- 
posited. The  carbonate  of  potassium  may  be  replaced  in  this  process 
by  chloride  of  potassium.    NaNO,+KCl= KJVIO,-hNaCL 

515.  Nitrate  of  potassium  is  white,  inodorotis,  and  anhydrous, 
and  has  a  cooling,  bitter  taste.  When  pure,  it  is  permanent  in 
the  air, — a  fact  of  great  importance,  inasmuch  as  the  chief  use 
of  this  salt  is  in  the  manufactare  of  gunpowder.  Were  it  hygro- 
scopic, like  nitrate  of  sodium,  it  would  not  be  applicable  to  this 
use.  Saltpetre  is  one  of  those  few  pbtassium-salts  which  cannot 
be  wholly  replaced  in  the  arts  by  the  corresponding  sodium-salt 
It  is  very  soluble  in  water,  especiaUy  in  hot  water ;  it  melts  below 
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a  red  heat  to  a  colorless  liquid  without  loss  of  substance,  but  at  a 
red  heat  it  gives  oiF  oxygen  and  suifers  decomposition.  Its 
most  marked  chemical  characteristic  is  its  oxidizing-power.  It 
deflagrates  in  the  fire  with  charcoal,  sulphur,  phosphorus,  and 
other  combustible  bodies ;  when  ignited  in  contact  with  copper 
or  iron  (Exp.  46),  it  converts  these  metals  into  oxides ;  and  it 
even  oxidizes  gold,  silver,  and  platinum.  It  is  on  the  oxidizing- 
power  of  saltpetre  that  its  use  in  the  manufacture  of  gunpowder 
and  fireworks,  and  in  the  preparation  of  matches,  depends. 

Arrange  10  grms.  of  pure  nitrate  of  potassium  and  20  or  30  grms.  of 
thin  copper-turnings,  or  small  bits  of  sheet  copper,  in  alternate  layers^ 
in  a  covered  copper  crucible,  and  expose  the  mixture  for  half  an  hour 
to  a  moderate  red  heat.  Dissolve  out  the  cooled  mass  with  water,  and 
let  the  liquid  stand  in  a  tall,  closed  bottle  until  the  oxide  of  copper  has 
settled  to  the  bottom.  The  supernatant  liquid  is  a  pure  solution  of 
caustic  potash ;  indeed  this  is  an  excellent  method  of  preparing  pure 
hydrate  of  potassium  for  use  in  analysis : — 

2KN0,  +  60u  +  H,0  «  2KH0  +  6CuO  +  2N. 

JExp,  250. — ^Heat  10  or  12  grms.  of  saltpeti'e,  gently,  in  a  small 
porcelain  dish,  until  it  melts ;  pour  the  melted  salt  out  on  a  cold  piece 
of  iron  or  stone ;  break  the  fused  mass  into  small  fragments,  and  fill 
an  ignition-tube,  12-15  cm.  long,  one-third  fidl  with  these  bits.  Heat 
the  tube  cautiously,  taking  pains  to  keep  all  the  salt,  when  once  melted, 
in  a  state  of  fusion.  At  a  red  heat,  oxygen,  pure  at  first,  is  slowly 
evolved,  and  may  be  collected  at  the  water-pan ;  simultaneously  nitrite 
of  potassium  (KNO,)  is  formed ;  at  a  second  stage  this  nitrite  is  itself 
decomposed,  and  the  escaping  oxygen  is  then  contaminated  with  a 
certain  proportion  of  nitrogen.  A  portion  of  the  gas  collected  may  be 
tested  with  a  glowing  splinter  (Exp.  6) ;  another  portion  may  be  mixed 
with  coal-gas,  and,  with  the  mixture,  bubbles  may  be  blown,  as  directed 
in  Exp.  80 ;  the  mixture  will  be  found  to  be  exceedingly  explosive. 

This  experiment  proves,  in  the  first  place,  that  saltpetre  itself  is  not 
explosive,  and,  in  the  second  place,  afibrds  an  explanation  of  the  fact 
that  frightful  explosions  do  often  occur  when  storehouses  containing 
saltpetre  are  burned.  Carburetted  hydrogen,  such  as  was  obtained  in 
Exp.  151  (represented  by  the  coal-gas  in  the  last  experiment),  is 
evolved  firom  the  wood-work  of  the  burning  building,  wherever  the 
wood  is  heated  out  of  contact  with  the  air ;  meanwhile  oxygen  is  given 
off  from  the  ignited  saltpetre,  and  whenever  these  two  gases  mix  in  the 
requisite  proportions,  and  iheir  mixture  comes  in  contact  with  a  fiamey 
a  violent  explosion  inevitably  ensues* 
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Exp,  251. — ^Dissolve  5  grmB.  of  saltpetre  in  20  c  o.  of  water ;  dip 
stripe  of  bibulous  paper  in  the  solution,  and  dry  them ;  this  paper, 
once  kindled,  will  smoulder  awaj  till  consumed.  It  is  used  in  con- 
nexion with  fireworks,  and  in  the  manufacture  of  pastilles  and  aromatic 
fumigating  paper. 

Exp,  252.— Mix  5%rms.  of  powdered  saltpetre  with  1  grm.  of  dry 
powdered  charcoal ;  place  the  mixture  on  a  piece  of  porcelain  and  ig*- 
nite  it  with  a  hot  wire.  When  the  deflagration  is  over,  a  white  solid 
will  be  found  upon  the  porcelain.  Dissolve  this  solid  in  a  few  drops 
of  water;  the  solution  will  be  alkaline  to  test-paper;  add  a  few  drops 
of  a  dilute  acid ;  a  brisk  efiervescence  marks  the  escape  of  carbonic 
acid.  The  nitrate  has  oxidized  the  carbon  to  carbonic  acid,  part  of 
which  escaped  with  the  nitrogen  during  the  deflagration^  while  part 
entered  into  combination  with  the  potassium : — 

4KN0,  +  5C  «  2K,C0,  +  SCO,  +  4N. 

Exp,  253. — ^Place  90  gnns.  of  saltpetre  in  a  small  beaker  with  110 
e.  a  of  water;  insert  a  thermometer  in  the  mixture,  and  observe  the 
very  considerable  Ml  of  temperature  occasioned  by  the  solution  of  the 
salt  In  those  countries  where  saltpetre  is  cheap  and  ice  dear,  this 
property  of  the  salt  is  availed  of  for  the  refrigeration  of  drinks. 

516.  Ounpawder  ia  an  intimate  mechanical  mixture  of  soft- 
wood charcoal  (§  382),  sulphur,  and  nitrate  of  potassinm,  in  the 
proportions  of  70  or  80  per  cent,  of  the  nitrate  to  10  or  12  per 
cent,  of  each  of  the  other  ingredients.  Though  it  is  in  no  sense 
a  chemical  compound,  we  may,  for  convenience*  sake,  express 
the  composition  of  gunpowder  by  the  formula  K,Nj,0,-f  S-f  3C, 
and  may  roughly  formulate  the  reactions  which  occur  when  it  is 
burned,  by  the  following  equation  :— 

KJ^P,  +  S  +  3C  «  3C0,  +  2N  -h  B^S. 

Speaking  in  general  terms,  the  oxygen  of  the  nitrate  combines 
with  the  carbon  to  form  carbonic  acid,  or,  at  the  least,  carbonio 
oxide,  while  the  sulphur  is  retained  by  the  potassium,  and  nitro- 
gen left  free.  Gunpowder  burns  at  the  expense  of  the  oxygen 
contained  in  it;  it  has  no  need  of  air  for  its  combustion,  but  can 
be  burned  in  any  closed  space — as  well,  for  example,  in  canisters 
under  water,  or  tightly  enclosed  in  the  chamber  of  a  gun,  as  in 
free  air. 

From  the  formula,  it  will  be  seen,  at  a  glance,  that  a  very  large 
proportion  of  gas,  as  compared  with  the  bulk  of  the  solid  powder. 
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must  be  evolred  when  powder  is  burned.  Bnt  gonpowder  biuiui 
rapidly  and  with  great  evolution  of  heat,  so  that-  the  volume  of 
gas,  large  at  any  temperature,  is  enormously  expanded  at  the 
moment  of  its  formation ;  hence  it  happens  that  the  gas  set  free 
in  the  barrel  of  a  gun  may  be  capable  of  occupying  a  thousand 
or  fifteen  hundred  times  as  much  space  as  the  powder  which  ge- 
nerated it.  An  enormous  pressure  is  thus  engendered  at  the  spot 
where  the  powder  bums,  and  to  this  pressure  some  part  of  the 
matter  which  confines  the  powder  must  yield.  In  the  case  of 
the  gun-barrel,  it  is  the  bullet  which  represents  the  weakest,  or 
breaking  side  of  the  chamber  in  which  the  powder  bums ;  bnt 
when  rocks  are  blasted,  then  the  packing,  or  ''  tamping,"  which 
represents  the  ball,  is  made  so  firm  that  it  shall  be  stronger  than 
the  rocky  sides  of  the  drill-hole,  which  is  equivalent  to  the  bar- 
rel of  the  gun.  In  case  the  walls  of  the  gun  can  be  disrupted 
more  readily  than  the  firmly  impacted  bullet  can  be  driven  out, 
then,  of  course,  the  g^un  bursts ;  and,  conversely,  the  tamping  of 
a  drill-hole  is  thrown  out  if  it  be  less  firm  than  the  rock.  In  the 
case  of  the  gun-barrel,  a  part  of  the  effect  of  the  explosion  is  felt 
in  the  kick  or  recoil  of  the  gun. 

Though  the  equation  last  given  is  useful  in  so  far  as  it  exhibits 
the  gaseous  products  evolved  during  the  combustion  of  gun- 
powder, it  does  not  truly  express  the  solid  products  of  the  reac- 
tion. The  residue  of  the  combustion  really  contains  only  a  com- 
paratively small  proportion  of  sulphide  of  potassium  ;  it  consists 
mainly  of  sulphate  of  potassium  and  carbonate  of  potassium, 
together  with  some  hyposulphite  of  potassium,  and  a  trace  of  un- 
burned  carbon.  Enough  sulphide  of  potassium  is  always  present, 
however,  to  impart  the  offensive  odor  which  is  perceived  in  wash- 
ing a  foul  gon,  and  in  powder- smoke. 

JExp,  264. — Pulverize,  wparaUly,  23  gnns.  of  nitrate  of  potassium, 
4  grms.  of  sulphur,  and  4  gnns.  of  charcoal.  Place  a  drop  or  two  of 
water  in  a  porcelain  mortar,  and  grind  into  it,  first,  the  charcoal,  and 
then  the  other  ingredients,  taking  care  to  add  enough  water  to  form  a 
plastic  dough.  After  the  mass  has  been  thoroughly  kneaded,  roll  out 
small  portions  of  it  between  two  pieces  of  board,  into  long  threads,  of 
the  thickness  of  a  fine  knitting-needle.  With  a  knife,  cut  the  threads 
into  small  fragments  or  granules,  and  leave  the  granules  in  a  waim; 
room  to  dry.    The  thoroughly  dried  product  is  gunpowder;  and  the 
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manipulation  in  thifi  experiment  does  not  differ  essentially  from  the 
mode  of  manufacture  employed  in  the  powder-mills,  excepting  that  the 
granulation  is  there  effected  by  passing  the  moist  paste  through  cul- 
lenders. 

The  sulphur  in  gunpowder  acts  nuiinly  as  a  kindling  material 
(§  200).  In  powder  intended  for  use  in  guns,  the  proportion  of  sul- 
phur is  kept  comparatiyely  low^  since  any  excess  of  it  would  corrode 
the  metal  of  the  gun. 

Exp,  266. — Knead  together,  as  in  Exp.  254,  7  grms.  of  powdered 
nitmte  of  potassium  and  1*6  grm.  of  moistened,  finely  powdered  char- 
coal Granulate  and  dry  the  product,  as  before,  and  compare  its  in- 
flammability with  that  of  the  gunpowder  prepared  in  Exp.  254,  by 
touching  small  heaps  of  each  with  a  red-hot  wire.  Mixtures  of  char* 
coal  and  nitrate  of  potassium,  such  as  the  foregoLog,  are  much  used  in 
the  manufacture  of  fireworks. 

617.  Chlorate  of  Potassium  (KCIO,). — ^The  basis  of  the  large 
use  now  made  of  this  beautiful  salt  in  medicine,  in  calico-print- 
ing, in  pyrotechny,  in  the  match-manufacture,  and  in  the  chemical 
laboratory  is  its  large  oxygen-contents.  It  is  an  oxidizing  agent 
of  the  most  vigorous  description. 

It  may  be  prepared  by  saturating  a  solution  of  1  part  of  hydrate  of 
potassium  in  8  parts  of  water  with  chlorine,  and  heating  the  liquid 
some  time  to  the  boiling-point  The  ultimate  result  may  be  expressed 
by  the  fonnula 

eKHO  -♦-  601  «  KCIO,  -I-  6KC1  -f  8H,0; 
but  the  process  has  two  stages,  which  are  sufiiciently  described  in  §  124. 
The  hot  solution,  left  to  itself,  deposits  the  greater  part  of  the  chlorate 
in  anhydrous  six-sided  plates  of  a  pearly  lustre ;  the  chloride  of  potas- 
sium remains  in  the  mother-liquor.  The  chlorate  is  freed  from  adhe- 
ring chloride  by  recrystallization.  The  success  of  the  process  depends 
upon  the  very  different  solubilities  of  the  chlorate  and  the  chloride  of 
potassium.  At  the  temperature  of  their  saturated  boiling  solutions 
both  salts  are  about  equally  soluble  ;  100  parts  of  water  will  di8Sol?e 
between  60  and  67  parts  of  either  salt ;  but  at  the  ordinary  tempera- 
ture of  the  air  100  parts  of  water  will  dissolve  90-40  parts  of  chloride 
of  potassiimi  an4  only  6  or  7  parts  of  chlorate  of  potassium.  We  find 
here  the  explanation  of  the  fiict  that  chlorate  of  sodium  has  not  re- 
placed chlorate  of  potassium  in  the  arts.  The  chlorate  of  sodium  is 
more  soluble  in  water  at  all  temperatures  than  the  chloride  of  sodium 
is,  while  both  are  exceedingly  soluble,  so  that  the  two  salts  cannot  be 
separated  by  crystallization.  This  process  of  crystallization  is  the 
.chemical  manufiicturer's  chief  reliance  in  refining  both  his  materials 
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and  his  products ;  and  the  purchaser  of  cliemicala  finda  his  best  guaranty 
of  the  purity  of  hia  commodities  in  the  peculiar  form,  lustre,  color,  and 
degree  of  tranaparency  which  characterize  the  crystals  of  every  ciys- 
tallizable  and  permanent  chemical  compound.  Hence  an  easily  crys- 
tallized permanent  salt,  of  characteristic  appearance,  like  chlorate  of 
potassium,  will  always  have  the  preference  over  one  which,  like  chlo- 
rate of  sodium,  can  be  crystallized  and  purified  only  with  difficulty, 
and  is  not  permanent  when  once  obtained.  The  chlorate  of  sodium  la 
deliquescent. 

The  waste  product  in  the  making  of  chlorate  of  potassium  by  the 
process  just  described  is  chloride  of  potassium,  a  comparatively  dear 
salt  An  economy  is  efiected  by  substituting  hydrate  of  calcium  for 
hydrate  of  potassium,  and  thus  making  the  secondary  product  chloride 
of  calcium  instead  of  chloride  of  potassium ;  one  equivalent  only  of  the 
chloride  of  potassium  is  then  required  instead  of  six  of  the  hydrate  of 
potassium.  An  excess  of  chlorine  is  passed  into  a  mixture  of  300  parts 
of  quicklime,  154  parts  of  chloride  of  potassium,  and  100  of  water. 
The  mass  is  heated  by  steam,  stirred  with  agitators,  filtered,  and  then 
evaporated  nearly  to  dryness  by  steam-heat ;  the  mass  is  then  redia- 
solved  in  hot  water  and  set  to  crystallize : — 

8CaO  +  KCl  +  601  =»  KCIO,  +  SCaCl,. 

The  mother-liquor,  which  contains  all  the  chloride  of  calcium,  may  be 
decomposed  with  sulphate  of  potassium,  in  which  event  a  very  finely 
divided  sulphate  of  calcium,  available  for  ''  stuffing  "  in  the  manufac- 
ture of  paper,  is  precipitated,  and  chloride  of  potassium  is  recovered, 
to  be  again  applied  to  the  production  of  the  chlorate ;  or  the  chloride- 
of-calcium  solution  may  be  decomposed  with  carbonate  of  sodium,  in 
order  to  precipitate  a  very  finely  divided  carbonate  of  calcium,  which 
is  largely  employed  by  the  pharmaceutist  and  perfumer.  In  the  latter 
case,  chloride  of  sodium  has  to  be  thrown  away.  The  whole  manu- 
facture is  a  good  example  of  a  technical  chemical  process. 

518.  Chlorate  of  potassium  is  easily  decomposed  by  heat ;  at  a 
moderate  temperature  it  pelds  perchlorate  and  chloride  of  potas- 
sium (§  124) ;  bat  at  a*  red  heat  it  is  resolved  into  chloride  of 
potassium  and  oxygen  (Exp.  7): — KCIO, = KCl -f  30.  Chlorate 
of  potassium  is  so  prompt  an  oxidizing  agent  that  mixtures  of  it 
with  combustible  bodies  often  detonate  violently  when  struck  or 
heated  (Exps.  113, 157).  These  combustions  are  dangerous  un- 
less very  small  quantities  be  used.  It  has  been  often  proposed  to 
replace  gunpowder  by  such  mixtures ;  a  mixture  of  the  chlorate 
with  catechu,  or  some  similar  stable  substance  rich  in  tannin,  is 
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the  most  promising  of  these  suggestions.  Strong  acids,  like  sul- 
phuric, nitric,  and  chlorhydric  acids,  decompose  chlorate  of  potas- 
sium with  evohition  of  oxides  of  chlorine,  or  of  chlorine  and  oxy- 
gen. The  decomposition  is  often  attended  with  decrepitation,  and 
sometimes  with  a  flashing  light ;  combustibles,  like  sulphur,  phos- 
phorus, sugar,  and  resin,  are  inflamed  by  the  gases  evolyed.  A 
mixture  of  chlorate  of  potassium  and  chlorhydric  acid  is  used  in 
toxicological  investigations  as  an  oxidizing  agent  for  the  destruc- 
tion of  organic  matter  (§  329).  The  following  formulas  will  eluci- 
date some  of  these  reactions : — 

3Ka03  +  2tt,S0,  =  2C10,    +KaO,    +2KHS0^     +  H.O 
8KC10,  +  6HN0,  =  6KN0.  +  2KCaO,  +  601+  130  +  3H,0 
4KC10,  +  12HC1  =  4KCI     +  3C10,    +  9C1  +  6H,0. 
Exp.  256. — Pour  into  a  conical  test-glass  25-30  c.  c  of  water,  and 
throw  into  the  water  some  scraps  of  phosphorus,  weighing  together  not 
more  than  0*3  grm.,  and  8-4  grms.  of  crystals  of  chlorate  of  potassium. 
By  means  of  a  thistle-tube  bring  6  or  6  c.  c.  of  strong  sulphuric  acid 
into  immediate  contact  with  the  chlorate  at  the  bottom  of  the  glass. 
Then  withdraw  the  thistle-tube.    In  a  moment  the  phosphorus  is 
kindled,  and  bums  with  vivid  flashes  of  light  beneath  the  water.    An 
evolution  of  chlorine  accompanies  the  reaction. 

Exp.  257. — Rub  4  or  6  grms.  of  clean  chlorate  of  potassium,  free 
from  dust,  to  a  fine  powder  in  a  porcelain  mortar.  Lrpowdering  chlo- 
rate of  potassium,  care  must  be  taken  that  the  mortar  and  pestle  are 
perfectly  clean,  and  the  salt  free  from  organic  matter,  and  that  violent 
percussion  and  heavy  pressure  upon  the  contents  of  the  mortar  be 
wholly  avoided.  Place  the  powdered  chlorate  on  a  piece  of  paper, 
add  an  equal  bulk  of  dry  powdered  sugar  to  the  pile,  and,  with  the 
fingers  and  a  piece  of  card,  mix  the  two  materials  thoroughly  together. 
Mixtures  of  chlorate  of  potassium  and  organic  matter  are  liable  to 
explode,  if  strongly  rubbed  or  but  lightly  struck.  Wrap  the  mixture 
in  a  paper  cylinder,  and  place  the  cylinder  on  a  brick  in  a  strong 
draught  of  air ;  let  iall  upon  the  mixture  a  drop  of  sulphuric  acid  from 
the  end  of  a  glass  rod ;  a  very  vivid  combustion  will  ensue,  with  the 
violet-colored  flame  characteristic  of  potassium. 

Exp.  258. — Mix  together,  on  paper,  with  the  precautions  above  de- 
scribed, 1  grm.  of  black  oxide  of  copper,  1  grm.  of  sulphur,  and  2*5 
grms.  of  powdered  chlorate  of  potassium.  Place  the  mixture,  inclosed 
in  a  paper  cylinder,  on  the  top  of  a  brick,  and  touch  it  with  a  hot 
wire ;  it  will  bum  vividly,  and  with  a  purple  color  which  is  prised  in 
pyrotechny. 
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CHAPTER  XXV. 

AKK0NTUK-SALT8. 

519.  The  hypothetical  metal  ammonium  (NH^)  is  a  device  for 
explaining  the  constitation  and  properties  of  one  well-defined 
class  out  of  the  several  classes  of  compounds  into  which  the  gas 
ammonia  enters.  This  class  of  compounds  is  that  which  results 
from  neutralizing  an  aqueous  solution  of  ammonia  with  acids,  as 
in  the  following  reactions : — 

NH„H,0  +  H,SO,  =  (NHJHSO,  +  H,0. 

Sulphate  of  Ammontum 
and  Hydrogen, 

NH„H,0  +  HNO,  =  (NHJNO,  +  H,0. 

H  Urate  of  Ammonium, 

According  to  this  hypothesis,  the  crystalline  salts  which  result 
from  such  neutralizations  contain  a  group  of  atoms  (NH^)  which 
is  analogous  in  its  action  to  potassium  and  sodium,  and  which 
forms  salts  analogous  in  composition  to  the  potassium-salts.  Thus 
chloride  of  ammonium  (NH^)Cl  is  analogous  to  chloride  of  potas- 
sium KCl;  sulphate  of  ammonium  (NH^)2S0^  is  analogous  to 
sulphate  of  potassium  Kj^SO^,  and  so  forth  (§  91). 

All  the  actual  evidence  we  possess  of  the  separate  existence 
and  metallic  character  of  the  group  NH^  is  contained  in  the  fol- 
lowing curious  but  inconclusive  experiment : — 

Exp,  269. — Pour  8  or  10  c.  c.  of  mercury  into  a  small  flask;  and 
warm  the  mercury  over  a  gas-lamp ;  drop  upon  the  mercury  six  or 
eight  bits  of  metallic  sodium,  no  one  of  them  larger  than  a  hemp-seed* 
The  sodium  dissolves  with  some  spattering  in  the  warm  mercury,  and 
a  sodium  amalgam  is  thus  obtained.  Transfer  the  amalgam  to  a  tall 
glass  or  bottle  of  at  least  800  c.  c  capacity,  and  pour  over  it  a  concen- 
trated solution  of  chloride  of  ammonium.  The  amalgam  immediately 
begins  to  Qwell  up, .and  ultimately  increases  to  8  or  10  times  its  original 
bulk,  in  the  cold,  or  to  20  or  30  times  if  the  solution  be  hot,  assuming 
a  pasty  cousistency  like  that  of  soft  butter,  but  preserving  its  metallic ' 
lustre.  It  begins  to  imdergo  spontaneous  decomposition  as  soon  as  it  is 
formed,  and  if  it  is  placed  in  water,  this  decomposition  is  quite  rapid ; 
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hydrogen  gas  is  g^ven  off  in  minute  bubbles^  and  ammonia  is  found  in 
the  solution.  This  curious  substance  has  been  supposed  to  be  a  com- 
bination of  ammonium  (NH4)  with  mercury ;  all  attempts,  howeyer, 
to  isolate  the  ammonium  have  been  unsuccessful..  The  proportion 
of  ammonium  (P)  present  in  the  amalgam  is  extremely  minute,  not- 
withstanding the  great  change  of  bulk  and  properties  experienced  by 
the  mercuiy.  The  amalgam  is  said  to  contain  only  1  part  of  nitrogen 
and  hydrogen  to  1800  parts  of  mercuiy. 

520.  Ammonium-salts  are  generally  isomorphons  with  potas- 
dum-salts.  They  have  mostly  a  pungent,  saline  taste  ;  they  are 
colorless,  like  sodium-  and  potassium-salts,  unless  the  adds  are 
colored ;  the  carbonates,  and  those  salts  which,  like  the  chloride 
and  iodide,  contain  no  oxygen,  are  volatile  at  a  moderate  heat 
without  decomposition ;  some  salts  lose  their  ammonia  when 
heated ;  if  the  acid  which  neutralized  this  ammonia  is  a  non- 
volatile substance,  like  phosphoric  acid,  it  will  remain  behind  un- 
decomposed;  others,  like  the  nitrate  (Exp.  34),  yield  simpler 
gases  than  ammonia,  as,  for  example,  nitrogen  or  nitrous  oxide. 
An  aqueous  solution  of  an  ammonium-salt,  when  exposed  to  the 
air  or  evaporated,  generally  loses  ammonia  and  acquires  an  add 
reaction;  hence  in  crystallizing  an  ammonium-salt,  ammonia- 
water  must  be  occasionally  added  during  evaporation.  All  am- 
monium-salts, whether  solid  or  in  solution,  evolve'ammonia  when 
heated  with  the  hydrates  of  sodium,  potassium,  calcium  and  a 
few  other  metals  (Exp.  48). 

JSxp.  260. — Warm  a  few  centimetres  of  a  solution  of  chloride  of 
ammonium  in  a  test-tube,  add  a  few  drops  of  a  solution  of  caustic  soda, 
and  boil  the  liquid.  The  gaseous  ammonia  can  be  detected  by  its  odor. 
If  in  any  case  the  ammonia  evolved  be  in  so  small  a  quantity  that  its 
characteristic  smell  cannot  be  detected,  it  may  be  recognized  by  its 
property  of  restoring  the  blue  color  to  reddened  litmus-paper  ({  8S), 
and  of  forming  white  fumes  by  contact  with  a  rod  moistened  with 
somewhat  dilute  chlorhydric  add  (Exp.  65).  The  reaction  may  be 
formulated  as  follows : — 

NH4CI  +  NaHO  =  NaOl  +  NH,  +  H,0. 

621.  The  solution  of  ammonia  gas  in  water  (NHj^H^O)  may  be 
regarded  as  a  solution  of  hydrate  of  ammonium  (NH^)HO,  com- 
parable with  the  solution  of  caustic  soda,  NaHO,  or  caustic  potash, 
KHO.    This  solution  produces,  indeed,  many  of  the  effects  which 
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the  solutions  of  the  caustic  alkalies  produce ;  it  neutralizes  acids, 
displaces  the  oxides  of  many  metals  from  solutions  of  their  salts, 
and  comhines  with  fats  to  form  a  soap ;  it  is,  in  shorty  a  powerful 
hase. 

JSxp,  261. — Dissolve  a  small  crystal  of  alum  in  6-8  c.  c.  of  water  in 
a  test-tube,  and  add  ammonia-water  until  the  solution,  after  being 
well  shaken,  smells  strongly  of  ammonia.  A  gelatinous  precipitate  of 
the  hydrate  of  aluminum  will  appear  in  the  liquid. 

JExp,  262. — ^Dissolve  about  1  grm.  of  sulphate  of  zinc  in  6-8  c  c.  of 
water  in  a  test-tube ;  add  4  or  5  drops  of  ammonia-water,  and  shake 
up  the  contents  of  the  tube.  A  white,  translucent  precipitate  of  the 
hydrate  of  zinc  will  appear.  Pour  into  the  turbid  liquid  in  the  tube 
8  or  4  c.  c.  more  of  ammonia- water ;  the  precipitate  will  redissolve 
and  the  liquid  again  become  clear.  The  zinc  is  at  first  displaced  from 
its  position  in  the  sulphate  by  the  group  (NH^) ;  but  the  hydrate  of 
zinc  thus  precipitated  is  soluble  in  an  excess  of  ammonia-water.  The 
hydrate  of  ammonia  behaves  in  this  way  with  not  a  few  salts  of 
metals. 

Ammonium-salts  are  very  numerous ;  but  only  the  few  which 
are  of  present  importance  in  the  useful  arts  will  be  here  de- 
scribed. 

522.  Chloride  of  Ammonium  (NH^Cl). — This  salt,  commonly 
called  sal-ammoniac,  is  found  native  in  many  volcanic  regions. 
When  nitrogenized  animal  matter  and  chloride  of  sodium  are 
distilled  together,  this  salt  sublimes  from  the  mixture ;  the  com- 
mercial supply  of  the  salt  was  formerly  obtained  from  the  soot 
resulting  from  the  incomplete  combustion  of  camel's  dung. 

The  raw  material  whence  ammonium-salts  are  now  manufactured 
is  derived  from  gasworks  and  boneblack-factories.  Coal  and  bones 
contain  a  portion  of  nitrogen,  which,  during  the  process  of  distillation^ 
is  partially  converted  into  ammonia  (§  92) ;  this  ammonia  combines 
with  the  carbonic  acid  and  sulphydric  acid  which  are  likewise  products 
of  the  distiUation,  and  these  compounds  are  condensed  into  a  some- 
what watery  liquor,  contaminated  with  tarry  and  oily  matters,  from 
which  the  ammonium-salts  are  subsequently  extracted.  The  impure 
carbonate  is  converted  into  chloride  by  the  addition  of  chlorhydiic 
acid,  or  of  the  mother-liquor  from  saltwerks  (a  liquor  containing  the 
chlorides  of  magnesium  and  calcium) ;  on  evaporating  the  clarified 
solution,  crystals  of  sal-anunoniac  are  obtained,  but  they  are  generally 
too  dirty  for  use.  They  are  partly  freed  from  tarry  matters  by  heating 
them  to  a  temperature  a  little  below  their  subliming-point,  but  high 
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enougli  to  drive  off  the  tar,  and  are  then  redisBolyed  in  water ;  this 
•olution,  decolorized  by  being  filtered  through  animal  charcoal,  is 
recrystallized ;  these  crystals  are  sometimes  further  purified  by  sub- 
limation. 

Chloride  of  ammonium  serves  for  the  preparation  of  ammonia 
(Exp.  48),  and  of  carbonate  of  ammonium.  It  is  somewhat  em- 
ployed in  dyeing,  and  also  in  certain  processes  with  metals,  such 
as  tinning,  soldering,  and  silvering  copper  and  brass,  and  galva- 
nizing (zincing)  iron.  The  sublimed  salt  forms  semi  transparent, 
tough,  fibrous  masses ;  it  is  very  soluble  in  water,  and  a  great 
reduction  of  temperature  occurs  during  its  solution  ;  hence  it  is 
employed  as  a  refrigerant.  Its  taste  is  sharp  and  acrid.  When 
heated,  it  sublimes  much  below  redness,  without  undergoing 
fusion. 

Exp.  263. — ^Heat  a  bit  of  sal-ammoniac  on  a  piece  of  porcelain,  and 
observe  the  low  temperature  at  which  the  solid  is  completely  con- 
verted into  vapor. 

Exp,  264. — ^Place  a  teaspoonful  of  powdered  chloride  of  ammonium 
in  the  hollow  of  the  hand,  and  pour  upon  it  two  or  three  teaspoonfuls 
of  water.  The  cold  produced  by  the  solution  of  the  salt  will  be  very 
perceptible. 

623.  SuIpJiate  of  Ammonium  ((NH^)jSO  J. — ^If  the  ammoniacal 
liquor  from  gasworks  or  animal-charcoal  factories  be  neutralized 
with  sulphuric  acid,  or  if  it  be  decomposed  by  gjpsum  (sulphate 
of  calcium),  the  sulphate  of  ammonium  will  be  obtained.  In  the 
latter  case,  the  impure  carbonate  of  ammonium  in  the  liquor, 
on  being  filtered  through  powdered  gypsum,  yields  carbonate  of 
calcium  and  sulphate  of  ammonium.  Another  recent  mode  of 
utilizing  the  ammoniacal  liquor  of  gasworks  yields  a  crude  sul- 
phate of  ammonium ;  the  liquor  is  suffered  to  flow  down  the  coke- 
towers  which  are  now  often  connected  with  sulphuric-acid  cham- 
bers (§  228),  and  there  absorbs  all  the  acid-fumes  which  escape 
from  the  chambers.  A  crude  chloride  of  ammonium  may  be  pre- 
pared in  a  similar  way,  by  substituting  ammoniacal  liquor  for 
water  in  the  coke-towers  of  sulphate-of-sodium  furnaces  (§  482). 
The  absorbent  power  of  the  ammoniacal  liquor  is,  of  course,  much 
greater  than  that  of  water. 

Sulphate  of  amn^onium  is  colorless,  and  has  a  very  bitter  taste; 
it  is  soluble  in  twice  its  weight  of  cold,  and  in  its  own  weight  of 
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boiliDg  water.  Its  cryBtalline  fonn  is  the  same  as  that  of  sul- 
phate of  potassium,  and  the  commercial  article  looks  very  much 
like  sand,  just  as  the  crystals  of  sulphate  of  potassium  have  a 
superficial  resemblance  to  quartz  crystals.  It  forms  a  consider- 
able number  of  double  salts,  which  are  isomorphous  with  the  cor- 
responding salts  of  potassium.  Sulphate  of  ammonium  is  em- 
ployed in  the  manufacture  of  ammonium-alum,  as  an  ingredient 
of  artificial  manures,  and  as  a  source  of  other  ammonium-salts. 

524.  NitraU  ofAmmonitan  ((NHJNO,).— The  method  of  pre- 
paring this  salt,  and  its  complete  decomposition  by  heat,  have 
been  already  described  (Exps.  33,  34,  and  §  91).  The  salt  crys- 
tallizes in  long  needles  ;  it  has  a  pungent  taste,  is  soluble  in  less 
than  half  its  weight  of  boiling  water,  and  in  dissolving  produces 
sharp  cold.  Between  230°  and  250°  it  is  decomposed  into  water 
and  nitrous  oxide ;  if  it  be  heated  hotter,  or  too  rapidly,  ammonia, 
nitric  oxide,  and  nitrite  of  ammonium  (NHJNO^  are  also  formed. 
Nitrate  of  ammonium  is  formed  by  the  action  of  dilute  nitric  acid 
on  several  metals,  especially  tin. 

525.  Carbonates  of  Ammonium, — Commercial  carbonate  of  am- 
monium (sal-volatile)  is  a  white,  semitransparent,  fibrous  sub- 
stance, with  a  pungent  taste  and  a  strong  ammoniacal  smell ;  it 
is  prepared,  on  a  large  scale,  by  the  dry  distillation  of  bones, 
horn,  and  other  animal  matters.  The  product  is  purified  from 
empjrreumatic  substances  by  repeated  sublimation. 

Exp,  265. — Mix  thoroughly  together  10  grms«  of  chloride  of  ammo- 
nium and  20  grms.  of  powdered  chalk ;  heat  the  mixture  in  a  small 
evaporating-dish  placed  upon  a  sand-bath.  When  white  vapors  begin 
to  rise  from  the  hot  mass,  place  a  wide-mouthed  bottle  over  the  fuming 
mixture.  The  white  sublimate  which  collects  in  the  bottle  is  a  car- 
bonate of  ammonium )  chloride  of  calcium  remains  in  the  dish. 

This  experiment  illustrates  a  second,  and  very  common,  method 
of  preparing  the  commercial  carbonate,  which  simply  consists  in 
heating  to  redness  a  mixture  of  1  part  of  chloride,  or  sulphate,  of 
ammonium  and  2  parts  of  carbonate  of  calcium.  When  this 
commercial  carbonate  is  dissolved  in  strong  ammonia-water  at 
about  30°,  a  solution  is  obtained  which  yields  large,  transparent, 
prismatic  crystals.  These  crystals,  however,  have  no  stability ; 
^hey  are  rapidly  decomposed  in  the  air,  giving  off  water  and 
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ammonia.  '*  Sesqtiicarbonate  of  ammonia  "  is  the  name  generally 
applied  to  this  substance — a  name  deduced  from  the  dnalistic 
formula  2(NH J,0, 300^.  The  commercial  carbonate  approxi- 
mates to  the  composition  represented  by  this  formula ;  but  it  is 
an  impure  product,  and,  when  exposed  to  the  air,  changes  gra- 
dually into  a  more  stable  compound,  the  carbonate  of  ammonium 
and  hydrogen,  or  "  bicarbonate  "  (NH^)HCO,. 

This  bicarbonate  may  be  obtained  by  saturating  the  solution  of 
ammonia,  or  sesquicarbonate  of  ammonium,  with  carbonic  add ; 
it  forms  large,  transparent,  prismatic  crystals.  When  exposed  to 
the  air,  it  slowly  volatilizes,  giving  off  a  slight  ammoniacal  odor. 
At  the  ordinary  temperature,  it  is  soluble  in  8  parts  of  water ; 
this  solution,  if  heated  above  86^,  evolves  carbonic  acid.  Even 
at  the  ordinary  temperature,  the  solution  gradually  becomes 
ammoniacal  on  keeping.  White  crystalline  masses  of  this  bicar- 
bonate have  been  found  in  guano  deposits.  It  seems  to  be  the 
most  stable  of  the  carbonates  of  ammonium ;  for  the  other  carbo- 
nates change  into  it  if  left  to  themselves. 

526.  Sulphides  of  Ammonium. — At  a  temperature  of  —18®, 
two  volumes  of  ammoniji-gas  combine  with  one  volume  of  sul- 
ph^'dric  acid  gas  to  form  a  crystalline  unstable  substance,  of 
strong  alkaline  reaction,  which  corresponds  in  composition  with 
the  sulphides  Na^S  and  K,8. 

2NH,  +  H,8  =  (NH,\8. 

JSxj).  266. — ^PasB  a  slow  stream  of  washed  sulphydric  acid  through 
100  c.  c.  of  strong  ammonia-water,  until  the  solution  has  a  predomi- 
nating and  persistent  odor  of  sulphuretted  hydrogen.  This  solution  is 
at  first  colorless,  and  contains  a  sulphide  of  ammonium  and  hydrogen 
(NH4)HS;  but  when  kept  in  contact  with  air  it  becomes  yellow, 
owing  to  the  formation  of  a  higher  sulphide  of  ammonium.  The  solu- 
tion has  the  property  of  dissolving  many  of  the  sulphides  of  the  metalsy 
by  forming  with  them  double  sulphides,  and  is  a  very  useful  reagent 
in  the  analytical  laboratory. 

The  higher  sulphides  of  ammonium  are  obscure  bodies,  to 
which  the  following  formule  have  been  assigned, — (NH^),8,, 
(NH,),S„  (NH,),S„  (NH,),8„  (NH,),S,.  With  the  exception  of 
the  last,  the  septisulphide,  all  these  sulphides  are  soluble  in 
water.     With  the  same  exception,  they  correspond  with  the  sul- 
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phides  of  sodinm  and  potassium.  They  are  in  general  unstable ; 
the  mdst  permanent  is  the  septisnlpbide,  which  forms  mby-red 
crystals,  capable  of  resisting  temperatures  below  300^^  and  only 
slowly  decomposable  by  water  and  chlorhydric  acid* 
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LIIHIVX — BUBiniVlf^iBSIUX — THALLIVX. 

SPSCTBTTX  AITALTSIS. 

527.  Lithium  (Li). — This  rare  metal  occurs  as  a  oonstitnent 
of  not  a  few  minerals,  especially  micas  and  feldspars,  but  does 
not  form  a  lai^  percentage  of  any  of  them.  The  minerals  lepi- 
dolite,  triphylline,  and  petalite  usually  contain  from  3*5  to  5  per 
cent,  of  lithium,  and  are  the  chief  sources  of  the  element.  In 
much  smaller  proportion,  it  has  been  recognized  in  sea-water, 
miueral  waters,  and  almost  all  spring- waters,  in  milk,  tobacco, 
and  human  blood.  It  is  therefore  a  widely  diffused,  but  not 
abundant,  substance.  The  metal,  which  is  obtained  by  decom- 
posing the  fused  chloride  by  the  galvanic  current,  has  the  color 
and  lustre  of  silver  on  a  freshly  cut  surface,  but  quickly  tbmishes 
on  exposure  to  the  air.  It  is  harder  and  less  fusible  than  sodium 
and  potassium,  but  softer  than  lead ;  it  may  be  welded,  by  pres- 
sure, at  ordinary  temperatures.  It  floats  on  naphtha,  and  is  the 
lightest  of  aU  known  solids  which  include  no  air,  its  specific 
gravity  being  only  0*59.  The  atomic  weight  of  the  element  is 
also  low,  namely  7. 

In  its  chemical  relations,  lithium  closely  resembles  sodium  and 
potassium,  but  is  somewhat  less  energetic ;  it  combines  with  the 
same  elements  to  form  analogous  compounds  to  those  of  sodium 
and  potassium ;  but  the  properties  of  these  compounds,  while  pre- 
senting a  striking  general  resemblance  to  those  of  the  sodium  and 
potassium  compounds,  nevertheless  offer  some  special  points  of 
divergence  from  them.    Thus,  the  hydrate  of  lithium  (liHO) 
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has  the  same  taste,  causticity,  and  alkalinity  as  the  hydrates  of 
sodium  and  potassium,  but  is  much  less  soluble  in  water.*  The 
fused  hydrate  attacks  platinum  more  energetically  than  caustic 
soda  and  potash  do.  The  carbonate  and  phosphate  of  lithium  are 
rather  sparingly  soluble  in  water,  while  the  corresponding  sodium 
and  potassium-salts  are  exceedingly  soluble.  The  chloride  of 
lithium  (LiCl),  produced  when  lithium  bums  in  chlorine,  or 
when  the  hydrate  or  carbonate  of  lithium  is  dissolved  in  chlor- 
hydric  acid,  crystallizes  in  cubes,  and  has  the  taste  of  common 
salt ;  but  it  is  more  volatile  than  the  chloride  of  potassium,  and  it 
deliquesces  faster  than  any  other  known  salt,  whereas  the  chlo- 
rides of  sodium  and  potassium  are  almost  permanent  when  pure. 
All  the  volatile  lithium-compounds  color  a  gas-,  alcohol-,  or  blow- 
pipe-flame cai:mine-red.  The  most  delicate  reaction  for  the  de- 
tection of  lithium,  the  test  which  has  revealed  its  existence  in  a 
great  variety  of  substances  which  were  never  imagined  to  con- 
tain it,  is  the  presence  of  one  bright  line,  of  a  peculiar  red,  in  the 
spectrum  seen  on  looking  through  a  glass  prism  at  a  flame 
colored  with  a  lithium  compound. 

628.  Spectrum  Analysis. — We  have  had  occasion  to  observe 
that  certain  chemical  substances,  like  boracic  acid  and  salts  of 
sodium,  potassium,  and  lithium,  impart  peculiar  colors  to  the 
blowpipe-flame,  or  to  any  other  hot  and  colorless  flame.  If 
these  colored  flames  are  looked  at  through  a  prism,  a  narrow 
pencil  of  the  colored  light  being  directed  through  a  slit  upon 
the  prism,  it  will  be  seen  that  each  different  flame  produces  a 
peculiar  spectrum,  consisting  of  one  or  more  distinct  bright  lines 
of  colored  light,  and  bearing  no  resemblance  to  the  continuous 
band  of  rainbow-colors  which  constitutes  the  common  spectrum 
produced  by  a  pencil  from  any  source  of  white  light.  Thus  the 
spectrum  of  the  yellow  sodium-flame  consists  of  a  single,  bright, 
yeUow  line ;  the  purple  potassium-flame  gives  a  spectrum  con- 
taining two  bright  lines,  one  lying  at  the  extreme  red  and  the 
other  at  the  extreme  violet  end,  and  a  second,  fainter  red  line ; 
while  the  lithium  spectrum  consists  of  a  very  characteristic  red 
line  and  a  fainter  orange  Hue. 

These  peculiar  lines  which  characterize  the  spectrum  of  any 
element  are  invariably  produced  by  that  element,  and  never  by 
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any  otber  snbstance,  and  not  only  the  color  and  nnmber  of  lines, 
but  th^ir  position  in  the  normal  spectmm  always  remains  unaltered. 
When  the  spectmm  of  a  flame  colored  with  a  mixture  of  sodium 
and  potassium  salts  is  examined,  the  yellow  line  of  sodium  is 
seen  in  its  place,  and  the  red  and  purple  lines  of  potassium  are 
as  visible  in  their  respective  positions  as  if  no  sodium  had  been 
present.  This  example  illustrates  one  great  advantage  which 
the  use  of  the  prism  gives, — the  unaided  eye  cannot  distinguish 
the  potassium  color  in  the  presence  of  the  intense  sodium- 
yellow,  the  brighter  color  hiding  the  paler ;  but  with  the  prism 
it  is  easy  to  detect  each  of  several  ingredients  of  a  mixture  by 
the  appearance  of  its  characteristic  lines.  Now,  every  elemen- 
tary substance,  whether  metallic  or  non-metallic,  solid,  liquid,  or 
'gaseous,  when  heated  to  the  point  at  which  its  vapor  becomes 
luminous,  emits  a  peculiar  light  produced  by  it  alone,  and  the 
bright  lines  of  the  spectrum  of  this  light  are  characteristic  of  this 
element  in  number,  color,  and  position.  Many  metals  require 
a  much  higher  temperature  than  that  of  the  common  gas-flame 
to  convert  them  into  luminous  vapors;  but  by  the  use  of  the 
electric  lamp  all  the  metals,  even  gold,  silver,  and  platinum,  may 
be  made  to  yield  peculiar  spectra.  The  permanent  gases  also 
give  characteristic  spectra  when  they  are  heated  by  the  passage 
of  the  electric  spark;  the  spectmm  of  hydrogen,  for  example^ 
consists  of  one  red,  one  green,  and  one  blue  line. 

A  new  method  of  analysis,  of  extreme  delicacy,  is  based  upon 
these  facts.      Spectrum   analysis  is   competent  to  detect  the 

•aTagAoooD  ^^  *  gramme  of  sodium,  or  the  oooJooott  ®^  • 
gramme  of  lithium,  and  many  other  elements  in  incredibly  small 
proportions.  So  extreme  is  the  delicacy  of  the  method  that  it 
brings  into  plain  sight  minute  quantities  which  altogether  escape 
the  coarser  process  of  analysis,  and  reveals,  as  substances  com- 
mon in  familiar  things,  elements  which  were  long  supposed  to  be 
of  extreme  rarity.  Thus  the  presence  of  lithium,  formerly  con- 
sidered a  rare  element  peculiar  to  a  few  obscure  minerals,  has 
been  demonstrated  by  spectmm  analysis  in  many  drinking-waters, 
in  tea,  tobacco,  milk,  and  blood.  A  still  more  striking  illustra- 
tion of  the  value  of  spectmm  analysis  is  to  be  found  in  the  dis- 
covery of  four  new  elementary  bodies  by  its  means. 
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529.  Two  Bew  elemoBts  which  closely  resemble  sodiom  and 
potassium,  and  are  in  nature  associated  with  these  alkali-metals, 
have  been  found  in  certain  mineral  waters,  and  in  the  mineral 
lepidolite.  One  of  these  elements  gives  a  spectrum  oontaming, 
among  others  of  less  mark,  a  soperb,  double,  red  line,  and  has 
thence  been  called  Bubidium;  the  other  produces  a  spectrum 
characterized  by  two  beautiful  blue  lines,  and  has  thenoe  been 
called  Ccuium,  These  two  new  metals  resemble  potassium  so 
closely  in  all  their  chemical  properties,  that  it  would  have  been 
nearly  impossible  to  detect  them  by  the  common  analytical  pro- 
cesses ;  yet  their  spectra  are  in  the  highest  degree  characteristic, 
exhibiting  bright  bands  which  exist  neither  in  the  potassium 
spectrum  nor  in  any  other  known  spectrum.  The  recently  dis- 
covered metal  Thallium  was  discovered  and  traced  to  its  source 
in  certain  kinds  of  pyrites  by  observing  a  splendid  green  line 
which  did  not  belong  to  any  known  substance.  The  new  metal 
Indium  was  also  detected,  traced  to  its  source  in  certain  nne 
ores,  and  successfully  isolated,  by  the  help  of  a  dark-blue  line 
which  had  not  been  previously  observed* 

The  methods  and  processes  of  spectrum  analysis  are  not  i^li- 
cable  to  colored  artificial  lights  alone ;  they  hi^ve  been  applied 
with  encouraging  success  to  the  lights  of  various  quality  whidi 
emanate  from  the  sun,  the  stars,  and  the  nebulie^;  but  the  details 
of  these  observatious  belong  rather  to  physics  than  to  chenustiy. 

530.  EuUdiwn  and  Cceaium  (Eb  and  Cs).i>-These  two  elements 
are  always  found  together,  and  in  association  with  potassiom. 
Though  extensively  di£Eused,  they  generally  occur  in  very  minute 
quantities.  Rubidium  seems  to  be  rather  the  most  abundant. 
Ten  kilogrammes  of  the  mineral  water  in  which  these  metals 
were  first  discovered  yield  not  quite  two  milligrammes  of  chloride 
of  cflBsium,  and  about  two  and  a  half  milligrammes  of  chloride  of 
rubidium.  Since  the  original  discovery  of  the  elements,  they 
have  been  found  in  many  other  springs,  in  several  kinds  of  mioa 
and  in  other  silicates,  and  in  the  ashes  of  beet-root,  tobacco,  coffee, 
and  grapes.  To  separate  the  metals  from  potassium  the  analyst 
relies  on  the  greater  insolubility  of  the  double  chlorides  whidi 
they  form  with  platinum ;  if  a  mixture  of  the  chlorides  of  potas- 
sium, rubidium,  and  cesium  be  completely  precipitated  by  chlo- 
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ride  of  platinnm,  and  the  yellow  precipitate  be  repeatedly  treated 
with  boiling  water,  the  insoluble  residue  will  contain  the  new 
metals.  T^e  caesium  is  separated  from  the  rubidium  by  conyert- 
ing  a  mixture  of  their  carbonates  into  their  tartrates,  the  rubi- 
dium into  the  acid,  or  bitartrate,  the  csBsium  into  the  neutral 
tartrate,  and  then  exposing  this  mixture  to  very  moist  air..  The 
neutral  tartrate  of  csesium  deliquesces,  the  acid  tartrate  of  rubi- 
dium remains  solid,  and  the  two  salts  are  separated  by  filtration. 
Host  of  the  salts  of  rubidium  and  ceesium  are  isomorphous  with 
the  corresponding  potassium-salts.  Their  hydrates,  BbHO  and 
GsHO,  are  caustic  alkalies,  soluble  in  water  and  alcohol.  Their 
carbonates  are  fusible,  deliquescent,  and  strongly  alkaKne ;  the 
nitrates  (EbNO,  and  GsNO,)  and  sulphates  (Itb,SO^  and  Gs^SO  J 
are  anhydrous  crystalline  salts,  soluble  in  water ;  the  sulphates 
form  alums  with  sulphate  of  aluminum.  The  chloride  of  csesium, 
GsGl,  is  a  deliquescent  salt,  like  chloride  of  lithium ;  the  chloride 
of  rubidium,  EbCl,  is  permanent,  like  the  chlorides  of  sodium  and 
potassium.  The  fused  chlorides  are  easily  decomposed  by  the 
galvanic  current. 

The  metal  rubidium  is  white,  and  has  the  brilliant  lustre  of 
silver,  but  it  rapidly  oxidises  in  the  air ;  its  specific  gravity  is 
1-52,  and  its  atomic  weight  85*7.  It  may  be  prepared  either  by 
the  electrolysis  of  its  chloride,  or,  like  potassium,  by  the  reduc- 
tion of  its  carbonate  by  ignition  with  carbon  and  chalk. 

The  properties  of  caesium  have  only  been  studied  in  the  amal- 
gam with  mercury  resulting  from  the  electrolysis  of  its  chloride ; 
the  metal  itself  has  not  been  isolated.  Its  atomic  weight,  de- 
duced from  the  analysis  of  its  chloride,  is  133.  There  can  be  no 
question  that  the  properties  of  both  rubidium  and  caesium  differ 
from  those  of  sodium  and  potassium  not  in  kind,  but  only  in 
degree.  They  are  therefore  classed  with  sodium  and  potassium 
as  alkali- metals. 

631.  Thallium  (Tl). — ^This  m€tal  was  discovered,  by  means  of 
spectrum  analysis,  in  Lipari  sulphur  and  in  the  deposit  in  the  flue 
of  a  pyrites-burner — a  furnace  in  which  iron  pyrites  are  roasted 
for  the  sake  of  the  sulphurous  acid  they  yield.  The  element  is 
found  to  occur  in  not  inconsiderable  quantities  in  many  specimens 
of  iron  pyrites,  and  appears  to  take  the  place  of  arsenic,  which  is 
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a  common  imparity  of  this  mineral.  Thallium  presents  the  ex- 
ternal characters  of  lead ;  it  is  heavier  than  lead,  having  a  spedfio 
gravity  of  11*85,  and  it  is  so  soft  that  the  thumb-niul  can  indent 
it;  it  is  very  malleable,  and  ductile  enough  to  be  drawn  into 
wire ;  it  melts  at  200^  and  volatilizes  at  redness ;  its  fireshly  cut 
surface  has  a  bluish-white  lustre ;  but  it  quickly  tarnishes  and  is 
gradually  oxidized  in  the  air,  so  that  it  is  best  preserved  under 
water.  Water  is  not  decomposed  by  it  even  at  100^.  When 
strongly  heated  in  oxygen,  it  takes  fire  and  bums  with  a  bright 
green  flame. 

Thallium  dissolves  in  dilute  acids,  with  evolution  of  hydrogen. 
There  are  several  oxides  of  this  metal,  of  which  the  most  impor- 
tant is  the  oxide  Tl^O,  corresponding  in  composition,  and,  to  some 
extent,  in  properties,  with  the  oxide  of  sodium  Na^O.  This  oxide 
is  somewhat  soluble  in  water,  and  yields  a  caustic  alkaline  solu- 
tion, which  absorbs  carbonic  acid  from  the  air,  and  forms  a  well- 
defined  series  of  salts.  The  sulphate,  Tl,80^,  is  a  soluble  salt, 
which  forms  an  alum  with  sulphate  of  aluminum ;  the  chloridci  ^ 
TlCl,  is  only  slightly  soluble  in  water,  resembling,  in  thb  respect, 
the  chloride  of  lead,  and  being  quite  unlike  the  soluble  chlorides 
of  sodium,  potassium,  rubidium,  and  csesium.  The  carbonate  of 
thallium  is  a  soluble  salt ;  but  the  sulphide  of  thallium,  Tl^S,  is 
an  insoluble  black  powder,  which  resembles  the  sulphide  of  lead, 
but  is  entirely  unlike  the  sulphides  of  the  alkali-metals.  The 
soluble  salts  of  thallium  are  very  poisonous.  In  general,  the 
properties  of  thallium  are  intermediate  between  those  of  lead  and 
those  of  sodium  and  potassium.  Like  the  alkali-metals,  it  replaces 
hydrogen  atom  for  atom ;  its  atomic  weight  is  204. 


CHAPTEB    XXVn. 

8  I  L  V  E  R — T  HE    A  L  K  A  L I-M  E  T  A  L  S — Q  TJAWTIVALEHCl. 

532.  Silver  is  a  widely  diffused  and  quite  abundant  element, 
but  in  its  mode  of  occurrence  it  differs  widely  from  the  alkali- 
metals  which  we  have  just  been  studying.     In  the  first  place,  it 
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frequently  occurs  native,  both  pure  and  alloyed  with  mercury, 
copper,  and  gold, — a  mode  of  occurrence  quite  impossible  for  the 
alkali-metals,  because  of  their  readiness  to  combine  with  the  ele- 
ments of  air  and  water.  Native  silver  is  found  in  various  forms, 
sometimes  crystallized  in  cubes  or  octahedrons,  sometimes  in 
filaments,  both  coarse  and  fine,  and  sometimes  in  shapeless  masses. 
The  metal  more  commonly  occurs  in  combination  with  sulphur, 
mixed  with  sulphides  of  lead,  antimony,  copper,  and  iron.  It  is 
from  argentiferous  sulphides  that  the  lai^er  part  of  the  silver  of 
commerce  is  extracted;  among  ores  of  this  kind  the  argenti- 
ferous sulphide  of  lead  (galena)  is  the  most  abundant.  Combi- 
nations of  silver  with  selenium,  tellurium,  chlorine,  bromine,  and 
iodine  are  also  to  be  enumerated  among  silver-containing  minerals ; 
of  these  the  chloride  (horn-silver)  occurs  in  quantities  large 
enough  to  make  it  valuable  as  an  ore  of  the  metaL  It  is  notice- 
able that  the  only  elements  which  are  extracted  in  any  quantity 
from  their  chlorides  as  ores  are  sodium,  potassium,  and  silver. 
The  chlorides  of  copper,  mercury,  and  lead  do,  indeed,  occur  as 
natural  minerals ;  but  as  sources  of  those  metals  they  have  no 
significance.  A  small  proportion  of  silver  exists  in  sea-water 
(about  1  milligramme  in  100  litres),  and  its  presence  has  b§en 
recognized  in  common  salt,  in  chemical  products  in  the  making 
of  which  salt  is  used,  in  various  sea-weeds,  in  the  ashes  of  land- 
plants,  in  the  ash  of  ox-blood,  and  probably  also  in  coal.  In  sea- 
water  it  exists,  as  sodium  and  potassium  do,  in  the  form  of  chloride. 

When  silver  is  extracted  from  argentiferous  sulphide  of  lead,  the  ore 
is  first  treated  for  lead,  precisely  as  it  would  be  if  it  contained  no  silver. 
The  lead,  so  reduced,  contains  all  the  silver  originally  present  in  the 
quantity  of  ore  treated.  The  subsequent  separaticn  of  the  metallic 
silver  from  the  metallic  lead  depends  upon  the  chemical  properties  of 
lead  rather  than  of  silver,  for  the  silver  remains  unaltered  during  the 
whole  process  $  this  separation  will  therefore  be  described  in  the  next 
chapter. 

llie  mixed  sulphides  which  contain  silver  have  been  heretofore  ge- 
nerally reduced  by  a  complicated  process  which  depends  ultimately  on 
an  amalgamation  of  the  diver  with  mercury.  The  ore,  after  thorough 
washing  and  grinding,  is  mixed  with  a  portion  of  common  salt,  and 
roasted  for  several  hours ;  during  this  roasting,  white  fumes  of  arsenioua 
and  antimonious  acids  are  expelled,  the  sulphides  of  copper  and  izon 
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ptrtially  conrerted  into  oxidei,  chlorides,  and  snSpliateS;  and  chlo- 
ride of  silver  and  sulphate  of  sodium  are  fonned.  The  roasted  prodnet 
is  then  reduced  to  a  very  fine  powderi  and  agitated  in  revolving  casks 
with  water  and  iron  filings,  or  scnqps,  to  whicli  mercury  is  soon  added. 
This  operation  lasts  about  20  hours ;  during  it^  the  iron  decomposes  the 
chloride  of  silver,  and  the  mercury  diasolves  the  silver  to  an  amalgam ; 
from  this  amalgam  the  excess  of  mercury  is  first  squeezed  out  through 
leather  or  cloth  filters,  and  the  remainder  is  driven  off  by  distillation. 
The  residual  spongy  mass  ib  silver,  alloyed  with  a  variable  proportion 
of  copper,  derived  from  the  ore  and  reduced  to  the  metallic  slate  hj 
the  same  steps  which  have  reduced  the  silver. 

This  process  is  European ;  the  process  of  amalgamation  as  practised 
in  Mexico  and  South  America  is  quite  different^  and  the  reactions  which 
it  depends  upon  are  somewhat  obscure.  The  ore  is  not  roasted,  but, 
after  being  ground  to  powder,  moistened  with  water,  and  mixed  with 
from  1  to  5  per  cent  of  common  salt,  it  if  suffered  to  lie  undiaturbed 
fbr  some  days.  From  |  to  1  per  cent,  of  roasted  copper  pyrites  is  then 
added,  together  with  a  considerable  proportion  of  metallic  mercmy, 
and  the  mass  is  worked  together  and  oommiogled  by  the  trampling  of 
mules  or  horses.  After  an  interval  of  two  or  three  weeks,  a  second 
dose  of  mercury  is  given,  and  after  a  still  loiliger  interval  a  third.  Bj 
this  last  addition,  a  fluid  amalgam  is  obtained,  which  is  separated  by 
washing  and  filtering,  and  distilled  for  the  recovery  of  a  portion  of  the 
mercuiy  employed,  and  the  isolation  of  the  silver.  In  this  process 
there  is  a  great  waste  of  mercury,  because  much  of  it  is  converted  into 
a  chloride  of  mercury  (calomel)  and  lost.  The  recommendations  of 
tiie  process  are  mainly  these— that  it  requires  no  fuel,  except  for  tiw 
distillation  of  the  amalgam,  and  that  it  leaves  the  silver  in  a  conditioD 
of  great  purity.  The  whole  process^  though  far  from  economical  firom 
the  point  of  view  of  the  theoretical  chemist,  was  doubtless  a  legitimats 
outgrowth  of  the  conditions  under  which  it  took  birth. 

Varioua  proceases  liave  been  patented  for  the  extraction  of  silver 
without  the  use  of  the  costly  merenxy,  some  of  which  have  been  suo- 
cassfuUy  practised  on  a  large  scale.  They  depend,  for  the  most  part, 
either  on  the  comparative  stability,  in  the  fire,  of  sulphate  of  idlver 
when  once  formed,  as  compared  with  the  sulphates  of  iron  and  copper, 
and  the  consequent  posstfailky  oi  diasolving  sulphate  of  silver  out  of  the 
roasted  ore,  or  upon  the  fact  that  the  chloride  of  silver,  which  results 
firom  the  roasting  of  the  ore  with  ddoride  of  sodium,  may  be  disaolved 
in  solutions  of  the  alkaline  chlorides,  and,  indeed,  in  aqueous  solutions 
of  a  great  many  other  soluble  salts,  though  it  is  by  itself  insoluble  in 
water.    Any  aqueous  solution  containing,  among  other  things,  a  silver- 
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nit  (whether  in  the  condition  of  chloride,  sulphate,  or  nitrate  is  indif- 
ferent) may  be  deoompoaed  by  digestion  with  metallic  copper ;  the 
silver-salt  will  be  decomposed,  the  coxreepondiog  copper-salt  formed 
and  dissolved,  and  the  metallic  silver  wiU  be  precipitated. 

533.  SUv^  (^E)' — '^^  element,  silver,  is  much  more  familiarly 
known  than  any  of  its  compounds ;  known  from  the  earliest  ages, 
this  metal  has  always  been  prized  as  much  for  its  beauty  as  for 
its  rarity.  White,  briUiantly  lustrous,  susceptible  of  an  admirable 
polish,  wonderfuUy  malleable  and  ductile,  the  best  known  con- 
ductor of  heat  and  electricity,  fusible  only  at  a  very  elevated 
temperature  and  permanent  in  the  air,  whether  hot  or  cold,  wet 
(NT  dry,  it  represents  and  embodies  in  the  oompletest  sense  all  that 
is  commonly  understood  by  the  term  tnelal. 

This  word  metal  cannot  be  strictly  defined ;  it  is  a  conventional 
term,  vaguely  used  because  expressing  a  vague  idea.  Thus 
metals  would  all  be  solid  were  not  mercury,  and  perhaps  csesium, 
fluid ;  they  are  generally  heavy ;  but  lithium,  sodium,  and  potas- 
.sium  float  upon  water;  they  have  all  a  peculiar  lustre,  called 
metallic ;  but  this  lustre  does  not  characterize  metals  alone,  for 
coke  and  graphite,  galena,  molybdenite,  and  many  other  minerals 
often  exhibit  a  similar  lustre ;  they  may  all  be  said  to  be  opaque ; 
but  gold  may  be  beaten  out  so  thin  as  to  transmit  a  greenish 
light.  While  it  is  not  possible  to  define  the  term  metal  with 
precicdon  fh)m  chemical  any  more  than  from  physical  properties, 
one  general  chemical  fact  deserves  attention  in  this  connexion. 
We  have  seen  that  bodies  which  contain  a  large  proportion  of 
oxygen,  such  as  SO,,  P,Og,  NPj,  and  CO,,  have  a  common  ten- 
dency to  unite  with  other  bodies  which  are  alike  in  that  they 
contain  a  much  smaller  proportion  of  oxygen,  such  as  K,0,  Na^Oy 
FbO,  and  CaO,  to  form  more  or  less  stable  saline  substances.  The 
first  dass  of  bodies,  which  are  usually  rich  in  oxygen,  have  been 
called  acids;  the  second  class,  which  are  usually  poor  in  oxygen, 
have  been  designated  collectively  as  hoses,  Now  thoso  elements 
which  unite  with  oxygen  to  form  acids  alone  are,  as  a  rule,  non-> 
metallic,  and  those  elements  which  unite  with  oxygen  to  form 
bases  are,  in  the  chemical  sense  of  the  term,  the  metals ;  but  no 
sharp  line  of  division  between  metallic  and  non-metallic  elements 
can  be  established  on  this  principle,  inasmuch  as  some  elements 
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which  possess  the  other  characteristics  of  a  metal  form  no  hasi« 
oxide,  while  some  metals,  like  antimony,  form  oxides  which  ure 
at  one  time  hases  and  at  another  time  acids.  The  metal  arsenie, 
for  example,  forms  no  hasic  oxide ;  and  we  shall  hereafter  meet 
with  another  illustration  of  the  same  difficulty  of  classification,  in 
the  element  tungsten. 

Melted  silver  possesses  the  curious  property  of  ahsorhing  a 
large  volume  of  oxygen  (twenty-two  times  its  hulk),  from  tlie 
air,  while  it  is  liquid.  This  gas  it  gives  out  again  on  solidifying. 
When  a  globule  of  molten  silver  is  cooled  suddenly,  the  film  of 
solid  metal  which  forms  upon  its  surface  is  burst  open  by  the 
escaping  gas,  and  the  liquid  silver  within  is  apt  to  be  projected 
outwards  with  the  gas;  thia  phenomenon  is  called  gpitting;  it 
often  occasions  a  loss  in  silver  assays.  When  heated  on  lime 
before  the  oxyhydrogen  blowpipe,  silver  gives  off  vapors  whidi 
become  oxidized  if  the  blast  of  gas  contain  an  exoees  of  oxygen; 
a  fine  silver  wire  ia  dispersed  in  greenish  vapors  when  a  veiy 
powerful  electric  discharge  is  sent  through  it.  Silver  combines 
slowly  with  chlorine,  bromine,  and  iodine,  and  promptly  with 
sulphur.  The  tarnishing  of  silver  is  due  to  the  formation  of  a 
thin  film  of  the  black  sulphide  over  the  metallic  surface,  by  com- 
bination between  the  silver  and  the  sulphur  of  the  sulphuretted 
hydrogen  which  is  often  present  in  the  air  of  towns  and  houses. 

The  best  solvent  for  silver  is  nitric  acid  diluted  with  two  or 
three  parts  of  water ;  nitric  oxide  is  evolved,  and  nitrate  of  silTer 
remains  in  solution : — 

3Ag  -h  4HN0,  «  3AgN0,  +  NO  +  2H,0, 
Chlorhydric  acid  acts  upon  it  but  slowly;  for  the  chloride  of  silver 
is  but  slightly  soluble  in  chlorhydric  add,  whether  strong  or 
dilute.     Boiling  sulphuric  acid  dissolves  silver,  and  forms  the 
sulphate,  sulphurous  acid  being  evolved  during  the  reaction: — 

2Ag  +  2H,80,  ^  Ag,SO,  +  2H,0  +  SO,. 
Neither  the  alkalies  nor  their  nitrates  have  much  effect  on  silver, 
whether  they  are  in  solution  or  are  fused  by  heat ;  hence  a  silver 
dish  is  used  in  concentrating  the  caustic  alkalies,  and  a  silver 
crucible  for  fusing  refractory  minerals  with  the  hydrate  of  sodiutc 
or  potassium.  The  specific  gravity  of  silver  is  10*5,  and  its  atomic 
weight  108« 
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634.  The  physical  and  chemical  qualities  of  silver  fit  it  to  serve 
as  a  medium  of  exchange,  and  as  the  material  of  jewellery  and 
plate.  But  as  the  pure  metal  would  be  rather  too  soft  for  ordi- 
nary use,  it  is  hardened  by  combining  with  it  a  small  proportion 
of  copper.  The  proportion  of  copper  in  the  "  standard  "  silver 
employed  for  coinage  varies  in  different  countries.  In  the  United 
States  and  in  France  it  is  10  per  cent. ;  in  Great  Britain  it  is  7*5 
per  cent. ;  in  Germany  it  is  25  per  cent. 

Exp.  2G7. — Place  one  or  two  dimes  in  a  small  flask,  and  cover  them 
with  nitric  acid  diluted  with  two  parts  of  water.  Warm  the  flask 
gently  in  a  place  where  there  is  a  good  draught  of  air ;  the  coins  will 
gradually  dissolve,  with  evolution  of  nitiic  oxide,  which,  on  contact 
with  the  air,  produces  the  abundant  red  fumes  which  escape  from  the 
flask ;  add  more  nitric  acid,  from  time  to  time,  if  necessary  to  com- 
^  plete  the  solution.  The  blue  solution  contains  both  the  silver  and  the 
copper  dissolved  in  nitric  acid. 

Place  in  the  blue  solution  two  or  three  copper  cents,  and  leave  the 
flask  at  rest  for  some  days  in  a  warm  place.  Then  collect  the  little 
plates  of  pure  silver,  which  have  separated  from  the  solution,  upon  a 
filter,  and  wash  them,  first  with  water,  and  then  with  ammonia- water, 
until  the  ammonia-water  no  longer  shows  any  tinge  of  blue.  This 
silver,  washed  finally  with  water  and  dried,  is  well  nigh  pure ;  two- 
thirds  of  it  may  be  again  dissolved  in  nitric  acid ;  the  solution  will 
contain  pure  nitrate  of  silver. 

636.  Nitrate  of  Silver  ( AgNO,). — This  salt,  as  we  have  already 
seen,  is  obtained  in  solution  by  dissolving  silver  in  nitric  acid. 
When  such  a  solution  is  evaporated  to  the  point  of  crystallization, 
the  nitrate  is  obtained  in  transparent,  anhydrous,  tabular  crystals, 
which  are  soluble  in  their  own  weight  of  cold  water,  and  in  half 
their  weight  of  hot  water.  The  salt  fuses  easily,  and  when  cast 
into  cylindrical  sticks  is  used  in  surgery  as  a  caustic,  under  the 
name  of  lunar  caustic. 

Nitrate  of  silver,  when  'pure,  is  not  altered  by  exposure  to  snn- 
L'ght ;  but  if  it  be  in  contact  with  organic  matter,  light  readily 
decomposes  it,  and  a  black,  insoluble  product  is  formed  of  no 
ordinary  stability.  Hence  the  solution  of  the  nitrate  stains  the 
skin  black,  and  the  salt  forms  the  basis  of  an  indelible  ink  used 
for  marking  linen  and  other  fabrics. 

JExp,  2C8. — Dissolve  8  gnus,  of  crystallized  carbonate  of  sodium  and 
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1  grm.  of  ^m-arabic  in  16  c.  c.  of  hot  water.  Moisten  a  bit  of  linen 
or  cotton-cloth  with  this  preparatory  solution,  diy  it^  and  press  ik 
smooth  with  a  hot  iron. 

Dissolve  1  grm.  of  nitrate  of  silver  and  0*1  grm.  of  gom-arabic  in 
1*76  c.  c.  of  water,  previously  colored  with  India-ink. 

Write  with  this  silver  solution  upon  the  prepared  surface  of  doth, 
and  expose  the  writing  to  the  direct  rays  of  the  sun  for  a  few  hoiin. 
Then  wash  out  the  gum  and  carbonate  of  sodium  with  water ;  a  veiy 
durable  mark,  which  neither  soap  nor  **  soda "  will  obliterate,  will 
remain  on  the  doth. 

Nitrate  of  silver  ia  even  more  completely  decomposed  by  a  red 
heat  than  nitrate  of  potaasium,  for  nothing  but  metallic  silver 
remains  behind ;  in  decomposing,  it  gives  up  a  large  quantity  of 
oxygen;  hence  mixtures  of  combustibles,  like  sulphur,  phos- 
phonis,  and  charcoal,  with  nitrate  of  silver,  detonate,  explode,  or 
deflagrate  when  struck  sharply  with  a  hammer  or  toncked  with 
a  hot  wire.  (Compare  §§  515,  516.)  Phosphorus,  mercury,  char- 
coal, grape-sugar,  certain  essential  oils,  and  many  otiher  organic 
substances  rednce  metallic  silver  from  solutions  of  nitrate  of 
silver.  Nitrate  of  silver  is  the  material  from  which  moat  other 
silver  compounds  are  artifiidally  prepared.  It  is  largely  con- 
snmed  in  photography. 

The  precipitation  of  metallic  olver  in  a  beautiful  arborescent  form 
is  accomplibhed  as  follows : — Dissolve  2  grms.  of  nitrate  of  silver  in 
60  c.  c.  of  water,  and  place  the  solution  in  a  test-glass ;  pour  2  grms. 
of  mercury  into  the  liquid,  and  let  the  glass  stand  at  rest  for  several 
hours.  The  nitrate  of  silver  may  be  recovered  by  dissolving  the  pre- 
cipitated silver  in  nitric  acid,  and  evaporating  the  solution. 

To  illustrate  the  decomposition  of  a  silver  solution  by  an  organic 
substance,  dissolve  2  grms.  of  nitrate  of  silver  in  60  c.  c.  of  water,  and 
immerse  in  the  solution  a  horn  or  ivory  paper-knife,  which  has  been 
cleansed  from  grease  with  ammonia-water  and  rinsed  in  fresh  water. 
Let  the  knife  remtdn  in  the  solution  about  an  hour;  it  will  turn  yel- 
low ;  take  it  out,  rinse  it  in  water,  and  expose  it  to  the  direct  rays  of 
the  sun  until  it  turns  jet  black ;  then  burnish  it  with  a  piece  of  leather, 
and  the  silver  will  appear  in  the  metallic  state.  , 

£xp.  269. — Wrap  a  piece  of  phosphorus,  no  bigger  than  a  pin's 
head,  with  a  small  crystal  of  nitrate  of  silver,  in  a  bit  of  paper ;  place 
the  packet  on  an  anvil  and  strike  it  with  a  hammer.  The  explosion 
will  be  sharp.  The  student  will  remember  that  nitrate  of  silver  stains 
the  fingers. 
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Exp.  870. — ^Mix  1  grm.  of  powdered  nitmte  of  silTer  with  0^  gnn. 
of  dry,  powdered  charcoal ;  place  the  mixture  on  a  piece  of  porcelain, 
and  touch  it  with  a  red-hot  wire.  The  mixture  deflagrates,  and  then 
remains  behind  metallic  silyer. 

JSxp.  271. — Add  to  a  solution  of  nitrate  of  silver  a  solution  of  caustio 
soda,  until  no  further  precipitate  is  produced.  The  brownish  precipi- 
tate is  a  hydrated  oxide  of  silver. 

636.  Oxides  of  Stiver, — Silver  probably  forms  three  oxideB| 
Agfi,  Agfiy  and  Ag^O,.  The  first  is  a  very  unstable  black 
powder ;  the  second  forms  with  acids  the  ordinary  silver  salts ; 
the  third  is  a  crystalline  body  obtained  by  electrolysis  of  nitrato 
of  silver.  The  precipitate  obtained  in  the  last  experiment  is 
the  hydrate  of  the  oxide  Ag,0;  this  precipitate  readily  parts 
with  its  water,  and  at  a  temperature  much  below  100°  becomes 
anhydrous.  Unlike  the  oxides  of  sodium  and  potassium,  this 
oxide  of  silver  yields  up  its  oxygen  below  a  red  heat,  and 
metallic  silver  remains — as  may  be  demonstrated  by  heating  the 
product  of  the  last  experiment ;  light  also  reduces  it,  and  hydro- 
gen  even  at  100^  has  the  same  effect.  Oxide  of  silver  beara» 
however,  certain  striking  resemblances  to  the  oxides  of  the 
alkali-metals ;  thus  it  is  a  strong  base,  uniting  with  strong  acids 
to  form  salts  which  are  neutral  to  test-paper,  and  which  are  in 
some  cases  isomorphous  with  the  corresponding  salts  of  sodium. 
The  oxide  is  slightly  soluble  in  water,  and  the  solution  has  a 
feeble  alkaline  reaction. 

The  oxide  is  freely  soluble  in  ammonia-water,  and  the  solution 
deposits,  on  exposure  to  the  air,  a  black,  micaceous  powder  which 
has  received  the  name  of  fulminating  silver,  because  of  its  explo- 
sive character.  The  same  dangerous  compound  is  formed  when 
freshly  precipitated  oxide  of  silver  is  digested  for  some  hours  in  , 
ammonia-water,  and  it  is  also  produced  when  an  ammoniacal 
solution  of  chloride  or  nitrate  of  silver  is  precipitated  with  a 
solution  of  hydrate  of  sodium  or  potassium^  It  is  necessary  to 
be  aware  of  these  facts  in  order  to  avoid  the  risk  of  producing  by 
accident  this  exceedingly  dangerous  substance.  Its  composition 
is  not  accurately  known.  Triction  or  slight  pressure,  even  under 
water,  may  cause  it  to  explode.  The  student  should  never 
venture  to  prepare  this  substance* 
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JBxp.  272. — ^FiU  three  test-tubes  one-third  full  of  water,  and  poor 
into  each  a  few  drops  of  a  moderately  strong  solution  of  nitrate  of 
silver.  Add  to  the  first  test-tube  2  or  3  c.  c.  of  a  solution  of  chloride 
of  sodium,  and  shake  the  tube  violently ;  a  dense,  white,  curdy  preci- 
pitate of  the  chloride  of  silver  will  be  produced.  Add  to  the  second 
test-tube  2  or  3  c  c.  of  a  solution  of  bromide  of  potassium,  and  shake 
the  tube ;  a  yellowish  precipitate  of  bromide  of  silver  will  be  thrown 
down.  Add  to  the  third  test-tube  1  or  2  c.  c  of  a  solution  of  iodide 
of  potassium,  and  shake  up  the  liquid ;  a  pale-yeUow  flocculent  deposit 
of  iodide  of  silver  will  be  formed. 

Withdraw  from  each  test-tube  a  portion  of  the  precipitate  it  con- 
tains, and  try  to  dissolve  each  precipitate  in  strong  nitric  and  chlor- 
hydric  acids ;  the  attempt  will  fail;  for  these  silver  sslts  are  insoluble 
in  adds. 

Withdraw  from  each  test-tube  another  portion  of  the  precipitate  it 
contains,  and  treat  each  precipitate  with  ammonia-water ;  the  chlo- 
ride of  silver  will  dissolve  easily,  the  bromide  less  easily,  the  iodide 
with  difficulty.  Lastly,  pour  upon  the  remnants  of  the  original  pre- 
cipitates in  the  three  test-tubes  a  moderately  strong  solution  of  hy- 
posulphite of  sodium  (§  405) ;  all  three  precipitates  will  immediately 
dissolve. 

JSjip.  273. — Precipitate  some  curdy  chloride  of  silver  by  adding 
chloride-of-sodium  solution,  or  chlorhydric  acid,  to  a  solution  of  nitrate 
of  silver,  so  long  as  any  precipitate  is  produced.  Throw  the  precipi- 
tate upon  a  filter,  and  wash  it  with  water ;  then  open  the  filter,  spread 
the  chloride  evenly  over  it,  and  place  it  in  direct  sunlight.  The  white 
precipitate  rapidly  changes  to  violet  on  expo.sure  to  the  sun's  rays,  the 
depth  of  shade  increasing  as  the  action  of  the  light  continues.  Thia 
coloration  arises  from  a  partial  decomposition  of  the  chloride  of  silver, 
the  change  of  color  being  accompanied  by  a  loss  of  chlorine.  Upon 
the  facts  illustrated  ui  this  and  the  preceding  experiments  the  main 
processes  of  photography  depend. 

•  637.  Photography,^ — ^The  chemical  changes  which  the  salts  of 
silver  undergo,  when  exposed  to  light,  are  tho  basis  of  the  art  of 
photography — not  because  these  are  the  only  salts  which  are 
affected  by  light,  but  because  none  are  so  advantngeous  on  the 
whole.  There  are  three  different  kinds  of  photographic  process 
— that  on  silver,  that  on  glass,  and  that  on  paper. 

To  produce  a  photograph  on  silver  (a  daguerreotype),  a  highly 
polished  silver  plate  is  exposed  in  a  dark  box  to  the  diluted 
vapor  of  a  mixture  of  bromine  and  iodine.    A  bronze-yellow  film 
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of  brom-iodide  of  silyer  is  thus  produced  upon  the  plate,  which, 
at  a  certain  stage,  possesses  a  high  degree  of  sensitiveness  te 
light.  The  plate  is  then  transferred  to  a  camera,  and  exposed 
at  the  focus  of  the  lens  to  the  light  radiated  from  the  object  to  be 
copied.  After  remaining  a  few  seconds  in  the  camera,  it  is  with- 
drawn, and  immediately  exposed  in  a  warm  box  to  the  vapor  o! 
metallic  mercury.  When  the  plate  is  taken  from  the  camera,  tlw 
film  looks  as  uniform  as  ever,  and  no  image  is  visible  upon  it , 
but  the  exposure  to  mercury  vapor  immediately  brings  out  an 
image.  The  mercury  fixes  itself  strongly  upon  those  \)arts  which 
have  received  the  light,  while  it  takes  no  hold  upon  those  parts 
of  the  film  which  the.  light  has  not  decomposed.  A  strong  solu-> 
tion  of  hyposulphite  of  sodium  is  then  poured  over  the  plate,  in 
order  to  dissolve  off  the  undecomposed  brom-iodide.  The  highly 
polished  silver,  beneath,  forms  the  shades,  and  the  amalgam  of 
mercury  with  silver  forms  the  lights.  The  plate  is  washed,  and 
a  very  dilute  solution  of  chloride  of  gold  in  hyposulphite  of  sodium 
is  poured  over  its  surface  and  gently  warmed.  A  thin  film  of 
gold,  which,  as  it  were,  varnishes  the  picture,  is  thus  deposited 
upon  the  plate ;  another  washing  completes  the  operation.  The 
daguerreotype  is  the  most  perfect  of  photographs ;  but  the  polish 
of  the  surface  prevents  the  image  from  being  seen  in  all  lights, 
and  the  plate  is  liable  to  be  tarnished  and  ruined  by  sulphuretted 
gases. 

In  order  to  get  a  photograph  upon  glass,  a  transparent  film 
capable  of  holding  the  necessary  silver-salt  must  first  be  attached 
to  the  glass  plate.  Collodion  (a  solution  of  a  variety  of*  gun- 
cotton  in  a  mixture  of  alcohol)  and  ether  is  the  material  of  this 
film.  To  the  collodion  is  added  a  solution  of  an  iodide,  either  of 
potassium,  cadmium,  or  ammonium,  or  a  mixture  of  these ;  the 
bromides  of  ammonium  and  cadmium,  or  one  of  them,  added 
in  the  proportion  of  one  part  of  the  bromides  to  three  or  four  of 
the  iodides,  render  the  film  more  sensitive  to  yellow  and  red  rays 
-^a  point  of  importance  in  cloudy  weather  or  smoky  towns.  The 
collodion  thus  prepared  is  poured  rapidly  over  a  clean  and  dry 
[Emrface  of  plate-glass ;  the  volatile  solvents  evaporate  rapidly, 
and  as  soon  as  the  film  is  coherent  the  glass  is  plunged  into  a 
bath  of  nitrate  of  silver  very  slightly  acidified  with  acetic  or  dilute 
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nitric  acid.  This  bath  mnst  be  in  a  daxk  place;  {he  plate  T6« 
mains  in  it  for  several  minutes.  A  yeUow  layer  of  iodide  oi 
brom-iodide  of  silver  is  produced  in  the  film,  and  nitrate  of  po- 
tassium, cadmium,  or  ammonium  dissolves  in  the  bath.  *  The  plate 
is  then  exposed  in  the  camera  for  a  few  seconds.  When  removed 
no  image  is  perceptible ;  but  on  pouring  over  the  film  a  solution  of 
gallic  or  pyrogallic  acid  in  alcohol  and  acetic  add,  or  a  solution 
of  the  green  sulphate  of  iron,  mixed  with  a  few  drops  of  a  weak 
solution  of  nitrate  of  silver,  the  image  will  be  developed,  slowly  oi 
rapidly,  accdrding  to  the  nature  and  strength  of  the  developing- 
liquid,  the  degree  of  exposure,  and  the  intensity  of  the  light.  The 
illuminated  portions  of  the  picture  will  appear,  under  the  actioa 
of  the  developer,  more  or  less  black,  while  the  shaded  portions 
wiU  retain  the  yellow  colour  of  the  iodide.  As  soon  as  the  de- 
tails of  the  shaded  portions  appear,  the  liquid  is  washed  off  and  the 
development  arrested.  A  saturated  solution  of  hyposulphite  of 
sodium  is  then  poured  over  the  film  to  dissolve  off  the  yellow  io- 
dide of  silver  where  it  has  not  been  affected  by  the  light ;  only 
the  reduced  portions  of  silver  remain,  and  they  appear  more  or  less 
opaque.  The  plate  must  finally  be  very  thoroughly  washed  to 
remove  all  traces  of  the  hyposulphite,  and  then  dried  and  var- 
nished on  the  collodion  side  to  protect  the  film  from  injury. 

Concerning  the  nature  of  the  change  which  a  film  of  iodide  oi 
silver  undergoes  when  exposed  to  light,  we  amnot  be  said  to  have 
any  exact  knowledge.  There  is  no  perceptible  alteration  in  the 
film ;  there  is  no  loss  of  iodine ;  the  iodide  retains  its  solubilit]^ 
in  hyposulphite  of  sodium ;  yet  the  impression  is  not  of  a  tempo- 
rary kind ;  for  the  invisible  image  produced  on  a  plate  may  be 
developed  many  hours  afterwards,  if  the  plate  is  kept  in  the  daik 
during  the  internal. 

The  photograph  on  collodion  may  be  employed  directly  as  a 
positive  picture,  if  not  too  strongly  developed,  by  placing  it  on  a 
black  background.  Those  porHons  which  are  opaque  to  light,  or 
in  other  words  those  in  which  silver  is  deposited,  will  reflect  light, 
and  famish  the  lights  of  the  picture ;  while  those  on  which  the 
light  did  not  act,  and  which  are  therefore  transparent,  wiU  appear 
black  from  the  nature  of  the  background,  and  these  will  form  the 
shades  of  the  picture.     In  the  daguerreotype  the  finished  picturf* 
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IB  inverted ;  in  the  collodion  positiTe  it  is  not  inverted.  If  the 
development  be  pushed  further,  the  image  becomes  so  strongly  de- 
fined that  the  deposited  silver  will  more  or  less  completely  inter- 
cept the  light.  The  collodion  side  of  the  plate  is  then  placed  in 
contact  with  the  sensitive  side  of  paper  impregnated  with  chloride 
of  silver  by  a  process  immediately  to  be  described,  and  ezposed 
to  light  in  a  pressure-frame.  The  light  is  arrested  by  the  altered 
parts  of  the  ooUodion,  but  is  freely  transmitted  by  the  other  por- 
tions ;  upon  the  paper,  therefore,  the  lights  of  the  real  object  are 
light  and  the  shades  are  dark.  Such  a  negative  collodion  picture 
may  of  course  be  copied  on  a  second  sensitive  collodion  film. 

Two  developing-solutions,  used  one  after  tho  other,  produce  a 
better  effect  than  one.  The  green  sulphate  of  iron  may  be  used 
first,  and  pyrogallic  a<»d  with  nitrate  of  silver  subsequently ; 
the  iron  solution  must  be  completely  washed  off  before  the  other 
is  added.  The  picture  may  even  be  intensified  by  pyrogallio  add 
after  the  plate  has  been  washed  in  hyposulphite  of  sodium. 

Photographs  were  made  on  paper  long  before  the  film  on  glass  came 
into  use ;  but  the  paper  process  is  now  chiefly  confined  to  the  printing 
of  positive  impressions  from  collodion  negatives  on  glass.  The  silver- 
salt  which  is  preferred  for  photographic  paper  is  the  chloride,  with  or 
without  albumen,  but  always  accompanied  with  free  nitrate  of  silver. 
The  paper  is  floated  for  five  minutes  on  a  solution  of  chloride  of  sodium 
or  ammonium ;  when  dried,  it  is  floated  in  a  dark  room,  for  five  mi- 
nutes, on  its  salted  surface,  in  a  solution  of  nitrate  of  silver ;  again 
dned,  it  is  fit  for  use.  When  such  paper  is  used  to  obtain  a  positive 
impression  from  a  collodion  negative,  or  from  a  paper  negative  made 
transparent  with  wax  or  a  mixture  of  wax  and  paraffine,  it  is  exposed 
to  light  under  the  negative  to  be  copied,  until  the  lights  of  the  picture 
are  oi  a  pale  lilac  hue,  and  the  shades  of  a  deep  bronze  color.  After 
being  thoroughly  washed, the  paper  is  transferred  to  a  "toning ''-bath, 
which  consists  of  a  very  dilute  solution  of  bicarbonate  of  sodium,  with 
a  minute  proportion  of  chloride  of  gold.  The  picture  is  kept  in  mo- 
tion while  in  this  bath ;  it  remains  there  until  its  shades  have  acquired 
a  deep  purple-black  color.  It  is  only  in  those  parts  of  the  picture  in 
which  the  silver  has  been  well  reduced  that  this  toning  effect  is  pro- 
duced. The  picture  is  again  washed  in  water,  and  soaked  for  fifteen 
minutes  in  a  solution  of  hyposulphite  of  sodium,  in  order  to  remove 
all  the  chloride  of  silver  which  is  contained  in  the  substance  of  the 
paper.    Finally  the  picture  must  be  soaked  for  twenty-four  hours  in 
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water  which  is  constantly  renewed,  in  order  to  wash  away  eyeiy  trace 
of  the  compound  hyposulphite  of  sodium  and  silver.  No  photograph 
will  keep  long,  unless  the  chloride  of  silver  has  heen  completely  dis- 
solved hy  the  hyposulphite,  and  the  compound  hyposulphite  washed 
away  with  a  thoroughness  that  leaves  no  trace  behind.  If  the  first 
condition  is  not  fulfilled,  diffused  daylight  will  alter  the  picture ;  if 
the  second  condition  is  not  complied  with,  yellow  or  brown  stains  will 
ultimately  destroy  the  picture. 

As  in  every  other  art  which  embraces  many  details,  and  demands  a 
trained  eye  and  hand,  eminent  skill  in  photography  can,  aa  a  rule,  be 
acquired  only  by  long  practice. 

538.  Chloride  of  Silver  (AgCl). — Native  chloride  of  silver 
occnis,  sometimes  in  cubical  crystals,  sometimes  in  compact 
semitransparent  masses,  which  are  sectile,  and,  from  their  ge* 
neral  appearance,  have  given  the  mineral  the  name  of  horn-silver. 
Chloride  of  silver  may  be  precipitated  from  any  soluble  silver- 
salt  by  adding  to  the  silver  solution  chlorhydric  add,  or  the  solu- 
tion of  any  soluble  chloride ;  or  it  may  be  obtained  by  passing 
oyer  a  dry  silver-salt  a  stream  of  dry  chlorine  gas.  This  last  re- 
action is  the  basis  of  a  method  of  preparing  anhydrous  nitric  add. 
When  a  stream  of  dry  chlorine  is  made  to  pass  over  perfectly 
dry  nitrate  of  silver  heated  to  5(P  or  60^,  the  following  reaction 
takes  place :— 

Ag,N,0.  +  2C1  «  2Aga  +  N3O,  +  0. 

The  characteristics  of  precipitated  chloride  of  silver  have  been 
already  described  (Exp.  272).  The  presence  of  an  extraordi- 
narily minute  proportion  of  chloride  of  silver  renders  a  clear 
liquid  opalescent.     It  is  easy  to  detect  silver  in  a  solution  of 

which  it  forms  only  the  20^  P^^*»  ^y  ^^^^^E  ^  t^®  solution 
a  drop  of  chlorhydric  acid  or  of  a  soluble  chloride.  An  admira- 
ble method  of  determining  the  amount  of  silver  present  in  any 
solution  depends  upon  the  insolubility  of  chloride  of  silver,  the 
density  and  peculiar  curdy  quality  of  the  precipitate,  and  the 
visibility  of  the  smallest  trace  of  it  in  a  clear  fluid.  This  method, 
now  generally  employed  in  mints  and  assay-offices,  is  applicable 
to  the  quantitative  analysis  of  silver  alloys ;  it  is  volumetric,  and 
depends  upon  the  measurement  of  the  amount  of  a  standard  so- 
lution T)f  chloride  of  sodium  which  is  required  to  effect  the  com- 
plete precipitation,  as  chloride,  of  the  silver  contained  in  a  given 
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weight  of  the  alloy.  In  a  solntion  whicli  is  acidulated  with  nitrio 
acid,  and  which  contains  no  excess  of  the  soluble  chlorides^  the 
chloride  of  silver  is  easily  coagulated  into  dense  flocks  by  agita- 
tion ;  BO  that  the  exact  point  at  which  the  precipitate  ceases  to  be 
formed  is  readily  perceived. 

Chloride  of  silver  melts  at  about  260^.  It  is  not  decomposed 
when  heated  with  carbon,  but  is  easily  reduced  by  hydrogen 
when  heated  in  a  current  of  the  gas ;  zinc  and  iron  reduce  moist 
chloride  of  silver  to  metallic  silver ;  when  heated  with  carbonates 
or  hydrates  of  sodium,  potassium,  or  calcium,  chloride  of  silver 
gives  its  chlorine  to  the  other  metal,  and  pure  silver  is  set  free. 

These  methods  of  reducing  chloride  of  silver,  except  that  by  hydro- 
gen, are  turned  to  account  in  the  refining  of  silver  on  a  large  scale. 
The  coin,  or  bullion  to  be  refined  is  dissolved  in  nitric  acid,  and  to 
the  solution  chloride  of  sodium  is  added ;  the  precipitated  chloride  of 
silver  is  washed  until  the  washings  are  tasteless,  and  is  then  slightly 
acidulated  with  sulphuric  acid ;  bars  of  zinc  are  placed  in  the  moist 
mass,  and  the  whole  left  at  rest  for  two  or  three  days.  Chloride  of 
zinc  and  metallic  silver  are  the  products.  As  soon  as  the  reduced 
silver  is  entirely  soluble  in  nitric  acid,  the  reduction  is  complete. 
The  reduced  metal  is  digested  for  two  or  three  days  in  dilute  sul- 
phuric acid,  to  remove  adhering  zinc-salts,  and  is  then  thoroughly 
washed,  dried,  and  finally  melted  and  ca<^t  into  ingots.  If  an  abso- 
lutely pure  metal  is  desired,  the  first  reduct'on  should  be  made  with 
pure  zinc,  and  this  refined  silver  may  be  again  dissolved  in  nitric  acid, 
thrown  down  as  chloride,  and  reduced  agaiii  from  the  washed  chloride 
by  fusion  with  carbonate  of  calcium. 

539.  The  reduction  of  chloride  of  silver  by  hydrogen  is  the 
basis  of  one  of  the  several  determinations  of  the  atomic  weight  of 
silver ;  and  since  silver  forms  a  large  number  of  anhydrous  salts 
with  acids,  and  has  little  or  no  tendency  to  form  more  than  one 
salt  with  each  acid,  the  silver-salt  is  often  the  best  one  to  prepare 
and  analyze  whenever  the  oombining-weight  of  an  add  is  to  be 
determined.  But  it  is  dear  that  the  accuracy  of  these  determi- 
nations depends  upon  the  accuracy  with  which  the  atomic  weight 
of  silver  is  known ;  hence  extraordinary  pains  have  been  taken 
to  arrive  at  the  true  atomic  weight  of  silver.  It  has  been  found, 
by  the  most  careful  experiment,  by  heating  chloride  of  silver  in 
a  current  of  hydrogen,  that  in  132*856  parts  of  that  componndy 
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100  parts  of  silver  are  united  with  32*8f56  of  chlorine.  If  Hie 
atomic  weight  of  chlorine  be  accepted  as  35*5,  a  simple  proper* 
tion  leads  to  the  atomic  weight  of  silTer. 

32-856      :        35-5        «        100       :     m    ^     10807. 
AmountofCl.    At.  WeightofCL    And,  of  Kg.    At.  Weight  of  Siktr. 

An  entirely  different  experiment  yerifies  this  result ;  by  burn- 
ing finely  divided  silver  in  a  current  of  perfectly  dry  chlorine,  it 
is  proved  that  108  parts  of  silver  combine  with  35*505  of  chlo- 
rine. The  following  round  of  experiment  and  simple  calculation 
will  illustrate  the  manner  in  which  one  atomic  weight  is  derived 
from  another,  and  all  are  verified  by  mutual  comparison.  Chlo- 
rate of  potassium,  when  heated,  gives  off  all  its  oxygen  and 
chloride  of  potassium  remains.  Assuming  that  the  formula  (A 
chlorate  of  potassium  is  KCIO,  and  that  the  atomic  weight  of 
oxygen  is  16,  we  derive  the  following  proportion  from  the  feuit  of 
experiment  that  100  parts  of  KCIO,  yield  39-209  parts  of  oxygen. 

39*209      :       48     a       60*791        :      x    »     74-4208. 
Anunmt  of  O.  80.  AmL  of  KGL     MoUctdar  Weight  of  KCl 

It  is  another  experimental  fact  that  100  parts  of  chloride  of 
potassiam  produce,  when  precipitated  with  nitrate  of  silver, 
192*75  of  chloride  of  silver. 

100      :        192-75     «      74*4208    :    x    =     143*446. 
AmL  of  KOI    Afnt.of  AgCl    M.  Weight  of  KCi.    Moleculm- WLAgCL 
But  it  has  been  determined,  as  above  stated,  that  132*856  parts 
of  chloride  of  silver  contained  32*856  parts  of  chlorine,  and 
accordingly 

132-856  :  32*856  »  143*446  :  m  c=  35*476. 
Ami.  of  AgCL  Amt.  of  CI  M.  Weight  of  AgCL  At.  Weight  of  CI 
But  if  the  molecular  weight  of  chloride  of  silver  is  •  •  143-446 
we  may  deduct  the  atomic  weight  of  chlorine  .  •  •  35-476 
and  so  obtain  the  atomic  weight  of  silver;  •  •  •  ,  107*970 
and  if  the  molecular  weight  of  chloride  of  potassium  is  74-4208 
we  may  deduct  the  atomic  weight  of  chlorine,  •  .  •  35*476 
and  so  obtain  the  atomic  weight  of  potassium  •  •  •  38*9448 
These  numbers  will  be  found  to  be  very  nearly  coincident  with 
those  previously  given  as  the  accepted  atomic  weights  of  these 
throe  very  important  elements. 
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540.  Bromide  and  Iodide  of  Silver  (AgBr  and  Agl)  are  two 
rather  rare  minerals,  usually  associated  with  chloride  of  silver  or 
with  native  silver.  Their  artificial  preparation  and  such  of  their 
properties  as  have  present  importance  have  heen  already  alluded 
to  (Exp.  272).  They  are  hoth  easily  fusible  and  insoluble  in 
water,  but  soluble  in  concentrated  solutions  of*  the  bromide  and 
iodide  of  potassium. 

541.  Cyanide  of  Silver  (A|cCN)  is  a  white  powder,  insoluble 
in  water  but  sohible.in  ammonia-water,  obtained  by  precipitating 
nitrate  of  silver  with  a  soluble  cyanide  like  the  cyanide  of  potas- 
sium. Cyanide  of  silver  is  soluble  in  solutions  of  the  eyanides  of 
sodium,  potassium,  calcium,  and  other  metals,  forming  double 
cyanides  of  the  formula  MAgC^,.  When  such  a  solution  is 
subjected  to  the  action  of  a  galvanic  battery,  metallic  silver  is 
deposited  at  the  negative  pole,  in  a  compact,  adherent  layer, 
while  at  the  positive  pole,  where  a  strip  or  plate  of  metallic 
silver  is  placed,  a  quantity  of  the  metal  equal  to  that  which  is 
deposited  at  the  negative  pole  continually  dissolves.  A  solution 
which  contains  -^  of  its  wei^t  of  silver  is  found  to  be  of  con- 
venient strength  for  the  ordinary  operations  of  electro-plating. 

542.  Sulphide  of  Silver  (Ag,8). — ^This  compound  is  a  principal 
ore  of  silver.  The  native  mineral  is  sometimes  crystallized,  in 
cubes  or  octahedrons,  and  sometimes  massive ;  it  has  a  leaden 
lustre  and  color,  and  it  is  so  soft  that  a  knife  will  cut  or  a  die 
impress  it;  it  is  fdsible,  and  when  roasted  in  the  air  3delds 
silver  (which  remains  in  the  metallic  state)  and  sulphurous  acid 
(the  product  of  the  combination  of  its  sulphur  with  the  oxygen  of 
the  air).  The  pure  mineral  is  very  easily  recognized  by  these 
marked  characteristics.  Silver  is  readily  tarnished  by  contact 
with  moist  gaseous  sulphydric  acid,  or  with  a  solution  of  a  solu- 
ble sulphide ;  this  tarnish  is  the  sulphide  of  silver  (§  533).  The 
sulphide  may  be  artificially  prepared  by  transmitting  a  stream  of 
sulphuretted  hydrogen  through  a  solution  of  a  salt  of  silver. 

£xp,  274. — Place  in  a  test-glass  8  or  10  c.  c.  of  water  to  which  20 
or  80  drops  of  a  solution  of  nitrate  of  silver  have  been  added,  and  pass 
through  the  dilute  solution  a  slow  stream  of  sulphuretted  hydrogen. 
The  black  precipitate  is  the  sulphide  of  silver. 

Strong  acids,  especially  whoi  liot»  dissolve  or  decompose  tUi 
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sulpliide.  It  is  not  soluble  in  solutions  of  the  sulpliides  of  the 
alkali-metals ;  but  by  fusion  it  may  be  ma^e  to  unite  with  many 
other  sulphides  of  metals. 

643.  Sulphate  of  Silver  (AgJ30J. — ^When  silver  is  boiled  with 
strong  sulphuric  acid,  the  silver  gradually  dissolves,  and  there  are 
formed  the  sulphate  of  silver,  water,  and  sulphurous  acid : — 

2Ag  +  2H;S0,  =  Ag^SO,  +  2B;0  +  SO,. 
The  sulphate  is  dissolved  by  the  excess  of  acid,  but  it  is  deposited 
in  great  part  on  the  addition  of  water,  for  it  is  but  slightly 
soluble  in  water.  As  gold  is  not  soluble  in  sulphuric  acid,  small 
quantities  of  gold  may  be  separated  from  large  quantities  of  silver 
or  silver  alloys  by  boiling  the  metal,  finely  granulated,  in  cast- 
iron  vessels  with  oil  of  vitriol ;  silver  and  copper  dissolve,  and  the 
gold  is  left  behind  in  a  fine  powder.  The  solution  of  silver  is 
subsequently  diluted,  and  the  silver  precipitated  from  the  solution 
in  the  metallic  state  by  means  of  metallic  copper.  (Exp.  267.) 
Old  silver  coin,  containing  not  more  than  yJ^  of  gold,  has  been 
profitably  worked  over  by  this  process. 

544.  The  Alkali  Group. — ^The  hietals  which  must  plainly  be 
classed  together  under  this  head  are  sodium,  potassium,  (ammo- 
nium,) lithium,  rubidium,  and  cssium.  Two  other  metals  are 
better  classed  with  this  group  than  eLsewhere ;  but  their  likeness 
to  the  alkali-metals  is  but  partial,  and  in  many  respects  their  pro- 
perties are  quite  unlike  those  of  the  six  metals  just  enumerated ; 
these  two  metals  are  silver  and  thallium.  The  common  proper- 
ties of  the  alkali-metals  are  mainly  these : — ^they  have  the  lustre 
of  silver,  are  soft,  easily  fusible,  and  volatile  at  high  tempera- 
tures; they  unite  greedily  with  oxygen,  and  decompose  water 
with  facility,  forming  basic  hydrates  which  are  very  caustic  and 
intensely  alkaline  bodies,  not  to  be  decomposed  by  heat ;  their 
carbonates,  sulphates,  sulphides,  and  chlorides,  and,  indeed,  the 
vast  majority  of  their  salts,  are  soluble  in  water ;  and  each  metal 
forms  but  one  chloride,  one  bromide,  and  one  iodide ;  they  aU 
form  basic  oxides,  and  never  an  acid  oxide ;  they  occur  in  nature 
in  modes  analogous  though  not  the  same;  their  corresponding 
salts  are  often,  though  not  always,  isomorphous ;  lastly,  there  is 
a  general,  though  not  absolute,  uniformity  among  the  formulse  of 
the  compounds  into  which  these  elements  enter,  so  that,  if  a  com- 
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pound  of  a  gLven  composition  is  proved  to  exist  with  one  of  these 
elements,  the  strong  presumption  is  that  analogous  compounds 
with  all  the  other  elements  of  the  group  exist  likewise,  with  pro- 
perties similar  though  not  identical. 

Silver  and  thallium  present,  on  the  whole,  so  few  points  of 
resemblance  to  the  alkali-metals  that  they  would  not  be  compre- 
hended in  the  same  group  with  them  were  it  not  for  one  consi- 
deration weighty  enough  to  turn  the  balance  when  the  discussion 
of  other  properties  leaves  the  matter  in  doubt.  Sodium,  potas-' 
sium,  (ammonium,)  lithium,  caesium,  rubidium,  silver,  and  thallium 
all  replace  hydrogen,  atom  for  atom.  All  these  elements  are  ex- 
changeable for  hydrogen  and  with  each  other,  atom  for  atom,  and 
in  the  present  state  of  the  science  they  must  be  regarded  as  the  only 
metals  thus  equivalent  to  hydrogen.  The  atom  of  the  elements 
of  the  chlorine  group,  including  fluorine  in  that  designation,  and 
of  the  seven  elements  above  enumerated,  is  exchangeable  for  one 
atom  of  hydrogen ;  it  is  worth  one  in  exchange,  and  these  ele- 
ments are  therefore  said  to  be  univalent,  or,  with  less  verbal  pre- 
cision, monatomie. 

545.  Quanttvalenee. — ^The  chemical  elements  have  not  all  the 
same  atom-fixing  power ;  thus,  while  an  atom  of  chlorine  combines 
with  only  one  atom  of  hydrogen,  an  atom  of  oxygen  has  the 
power  to  drag  two  atoms  of  hydrogen  into  a  molecule ;  an  atom  of 
nitrogen  holds  three  atoms  of  hydrogen  in  firm  chemical  combi- 
nation, and  an  atom  of  carbon  four  hydrogen- atoms.  In  all  double 
decompositions  an  atom  of  sodium,  potassium,  or  silver  replaces 
one  atom  of  hydrogen,  but  an  atom  of  calcium  or  lead  two  atoms 
of  hydrogen  (§82).  To  indicate  conveniently  the  atom-fixing 
power  of  each  element  a  sign  is  needed  and  a  name.  The  con- 
ventional sign  is  a  Eoman  numeral,  or  an  equivalent  number 
of  accents,  placed  above  and  at  the  right  of  the  symbol  of  the 
element,  in  case  its  atom  be  worth  more  than  one  of  hydrogen ; 
and  for  the  name  to  denote  this  atom-fixing  power  of  the  elements 
the  word  '*  quantivalence "  may  be  used,  or  the  less  descriptive 
word  "  atomicity."  The  elements  are  called  %ifnivalentf  hivalef^f 
trivalent,  and  gtuidrivalent,  or  manatomie,  diatomiCf  triatomie,  and 
tetratomic,  according  as  their  respective  atoms  are  capable  of  satu- 
rating, or  holding  in  firm  chemical  combination,  1,  2,  3^  or  4 
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atoms  of  hydrogen.  Thus,  while  the  simple  symbols  CI,  Br,  X, 
Ag  indicate  that  chlorine,  bromine,  potassinm,  and  silver  are 
univalent,  the  symbols  of  nitrogen,  antimony,  and  other  triralent 
dements  may  be  written  N"',  Sb'",  &c.  In  the  same  way  the 
symbols  0"  and  Ca"  indicate  that  oxygen  and  calcium  are  biva- 
lent, and  the  symbol  C""  shows  that  carbon  is  qnadrivalent. 

The  quantivalence  of  many  of  the  elements  is  not  yet  deter- 
mined with  certainty;  bnt  the  classification  into  groups  of  the 
elements  we  have  thus  far  studied  rests  upon  the  quantivalence 
of  the  elements,  as  well  as  upon  the  other  chemical  resemblances, 
which  have  been  dwelt  upon  in  connexion  with  each  group.  The 
elements  of  the  chlorine-group  and  the  alkali-group  are  univaleot; 
the  elements  of  the  sulphur-group  and  the  majority  of  the  metals, 
hereafter  to  be  studied,  are  bivalent ;  the  elements  of  the  nitro- 
gen-group are  trivalent,  and  of  the  carbon -group  quadrivalent 

It  must  not  be  supposed  that  the  atom-fixing  power  of  the  ele- 
mentary bodies  is,  under  all  circumstances,  and  in  all  compounds, 
invariably  exerted  to  the  fullest  extent.  Were  the  combination 
of  the  elements  governed  by  any  such  law  as  this,  it  would  evi- 
dently be  impossible  for  any  two  elements  to  unite  in  more  than 
one  proportion.  Thus  trivalent  nitrogen  and  bivalent  oxygen 
could  only  combine  in  the  proportions  represented  by  the  formula 
N,'"©,",  proportions  which  completely  satisfy  the  atom-fising 
power  of  both  elements.  But  we  know  that  these  two  elements 
actually  form  no  less  than  five  different  compounds  (§§  75,  76], 
of  which  only  one  is  marked  by  the  complete  equilibrium  of  the 
two  elements;  and  this  one  is  by  no  means  the  most  stable  mem- 
ber of  the  series  ;  on  the  contrary,  it  is  about  the  most  unstahle. 
The  student  must  not  imagine  that  a  bivalent  element  has  twice 
as  strong  affinities  as  a  univalent  element ;  the  atom-fixing  power 
of  an  element  is  no  test  or  index  of  the  avidity  with  which  it 
seeks  combination.  Chlorine,  which  holds  but  one  atom  of  hy- 
drogen, is  competent  to  decompose  sulphuretted  hydrogen,  ammo- 
nia, and  nrarsh-'gas,  although  sulphur  unites  by  preference  with 
tvi^initrogen  wiUi  ihzee^  and  carbon  with  four  atoms  of  hydrogen. 
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CALCnjlI. 

546.  This  metal  is  a  constitQeiit  of  sereral  of  the  commonest 
and  most  important  minerals ;  it  forms  a  very  considerable  portion 
(perhaps  as  m^^ch  as  one-sixteenth)  of  the  solid  crust  of  the 
earth.  Before  considering  the  properties  of  the  metal  itself,  let 
ns  examine  some  of  its  familiar  componnds. 

647.  Carbonate  of  Calcium  (CaCOj)  occurs  in  natnro  in  many 
different  forms,  called  by  a  great  variety  of  names,  among  which 
may  be  mentioned  limestone,  chalk,  marble,  calc-spar,  and  coral. 
There  are  whole  ranges  of  mountains  composed  almost  entirely 
of  limestone,  while  in  many  extensive  tracts  of  country  the  soil  is 
calcareous  and  reposes  upon  limestone  rocks.  The  shells  of  shell- 
fish are  almost  entirely  composed  of  it,  and  it  is  an  important 
constituent  of  dolomite,  marl,  and  many  other  rocks  and  minerals. 
It  is  formed  ai^tificially,  as  has  been  seen  (Exp.  168),  when  car- 
bonic acid  is  brought  into  contact  with  lime-water ;  but  it  is 
noteworthy  that  carbonic  acid  wiU  not  unite  with  the  anhydrous 
oxide  of  calcium  (qaicklime). 

Carbonate  of  calcium,  though  tasteless,  is  slightly  soluble  in 
water,  and  the  solution  exhibits  a  faint  alkaline  reaction;  it 
is,  however,  rather  freely  soluble  in  water  charged  with  carbonic 
add  (§  403). 

JExp.  275. — Place  in  a  test-tube  20  or  30  drops  of  line- water,  and 
as  much  pure  water ;  immerse  in  the  mixture  the  delivery-tube  of  a 
bottle  from  which  carbonic  acid  gas  is  being  evolved  (Exp.  171).  Car- 
bonaite  of  calcium  will  be  thrown  down  at  first  ,*  but  after  a  while,  as 
the  water  in  the  test-tube  becomes  saturated  with  carbonic  acid,  the 
precipitated  carbonate  will  redissolve,  and  there  will  be  obtained  a 
perfectly  clear  solution,  which,  in  spite  of  the  large  proportion  of  car- 
homc  acid  contained  in  it)  has  a  decided  alkaline  reaction.  By  boiling 
the  solution,  so  that  a  portion  of  its  carbonic  acid  may  be  expelled,  the 
carbonate  of  calcium  can  be  again  precipitated.    So,  too,  if  the  liquid 
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be  left  exposed  to  the  air,  it  will  gradually  give  off  carbonic  acid,  and 
b?come  turbid  from  deposition  of  carbonnte  of  calcium. 

The  phenomena  illustrated  in  this  experiment  often  occur  in  nature. 
In  many  districts  where  limestone  is  abundant,  the  well-  and  river- 
waters  are  highly  charged  with  carbonate  of  calcium  held  dissolved  by 
carbonic  acid ;  the  water  is  thus  made  '*  hard ''  (see  §  500),  and  is,  com- 
paratively speaking,  unfit  lor  washing  and  for  many  other  purpos 
When  employed  as  a  source  of  steam-power,  such  waters  deposit 
bonate  of  calcium  as  an  incrustation  upon  the  sides  of  the  boilers  as 
fast  as  the  excess  of  carbonic  acid  is  expelled  by  boiling.  This  scale, 
or  incrustation,  forms  a  more  or  less  coherent  coating  upon  the  inner 
surface  of  the  boiler,  and,  being  a  very  poor  conductov>f  heat^  it  greatlj 
interferes  with  the  heating  of  the  water ;  the  scale  keeps  the  water 
away  from  the  iron  sides  of  the  boiler,  and  the  metal,  being  thus  un- 
duly heated,  is  rapidly  oxidized,  or  '^  burnt  out/'  as  the  fireman  cor- 
rectly  states  it. 

The  formation  of  calcareous  petrifactions,  of  stalactites  and  stalag^ 
mites,  of  the  stones  called  tufa  and  travertine,  and  of  many  deposits  or 
crystallized  carbonate  of  calcium,  is  directly  referable  to  the  escape  of 
carbonic  acid  from  calcareous  waters.  Whenever  water,  charged  with 
carbonate  of  calcium,  flows  out  from  the  earth  into  the  open  air,  or 
trickles  into  hollows  or  caverns  within  the  earth,  carbonic  acid  is  given 
off  in  the  gaseous  state,  and  carbonate  of  calcium  is  deposited.  Stalac- 
tites are  the  pendent  masses,  like  icicles,  which  hang  from  the  roo&  of 
caverns  and  the  walls  of  cellars,  bridges,  and  like  covered  ways ;  stalag- 
mites are  the  opposite  masses  which  grow  up  out  of  the  drops  of  water 
which  fall  from  the  stalactites  above  them,  before  all  the  dissolved 
carbonate  has  been  deposited.  The  waters  of  some  mineral  springs 
are  so  highly  charged  with  carbonate  of  calcium,  that,  on  being  exposed 
to  the  air,  they  quickly  deposit  a  considerable  quantity  of  it  upon  anj 
solid  substance  with  which  they  come  in  contact  In  case  such  waters 
flow  over  pieces  of  wood  or  other  organic  matter,  the  form  of  the  wood 
will  be  preserved  in  the  cast  or  "  petrifaction,"  long  after  the  wood 
itself  has  decayed  and  disappeared.  Where  such  deposits  are  formed 
upon  a  scale  so  large  as  to  be  of  geological  importance,  as  is  the  case 
in  some  of  the  volcanic  districts  of  Italy,  the  rock  formed  is  called  tii& 
when  porous,  and  travertine  if  compact. 

548.  Carbonate  of  calcium  dissolves  also  in  aqneoos  solutiotts 
of  several  of  the  salts  of  ammonium,  such  as  the  chloride,  nitrate, 
and  sulphate,  especially  if  it  has  only  recently  been  precipitated 
and  is  still  moist  and  incoherent. 

£xp,  276. — ^Through  2  or  3  c.  c.  of  lime> water,  contained  in  a  teat- 
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tube,  blow,  by  means  oi  a  glass  tube,  a  quantity  of  air  irom  the  lungs ; 
to  the  milky  liquid  obtained,  add,  drop  by  drop,  a  cold,  saturated 
aqueous  solution  oi  chloride  of  ammonium,  until  the  cloudiness  in  the 
lime-water  has  disappeared — that  is^  until  the  carbonate  of  calcium 
has  all  been  dissolved. 

Exp.  277. — Place  a  drop  or  two  of  ft  solution  of  chloride  of  calcium 
in  a  teat-tube,  pour  upon  it  several  drops  of  a  strong  solution  of  chlo- 
ride OiL  ammonium ;  shake  the  mixture,  and  then  add  to  it  a  few  drops 
of  a  solution  of  carbonate  of  ammonium,  and  also  a  few  drops  of  am- 
monia-water. Ii  enough  chloride  of  ammonium  has  been  added  to  the 
liquid,  no  precipitate  will  be  formed  in  it,  though,  in  the  absence  of 
chloride  oi  ammonium,  a  precipitate  will  at  once  be  produced  on  mix- 
ing the  other  ingredients.  A  precipitate  may,  however,  always  be  ob- 
tained by  boiling  the  mixed  solutious,  unless  a  large  excess  of  chloride 
of  ammonium  be  present^  or  unless  the  chloride-ot-calcium  solution  be 
yery  dilute. 

-  By  repeating  this  experiment  under  varied  conditions,  taking  note, 
in  each  case,  of  the  number  of  drops  of  the  solutions  of  chloride  of  am- 
monium, chloride  oi  calcium,  and  oi  water  employed,  and  methodically 
increasing  or  diminishing  each  of  these,  the  student  will  quickly  per- 
ceive the  real  significance  of  the  solvent  power  of  the  ammoniacol  salt, 
and  will  appreciate  the  fact  that,  in  testing  for  small  quantities  of 
either  lime  or  carbonic  acid,  it  is  necessary  ior  the  analyst  to  exclude 
ammonium-salts  irom  his  solutions  a^  far  as  may  be  practicable. 

When  boiled  with  solutions  of  the  salts  of  ammonium  (with  cho- 
ride  of  ammonium  for  example),  carbonate  of  calcium  is  rapidly  de- 
composed and  dissolved,  carbonate  of  ammonium  being  given  off,  while 
the  chloride  (or  some  other  salt)  of  calcium  remains  in  solution. 

549.  Carbonate  of  calcium  is  remarkable  vpt  only  for  tho  very 
great  diversity  of  external  appearance  which  is  presented  by  its 
several  massive  and  amorphous  varieties,  but  it  is  likewise  found 
in  a  greater  variety  of  regular  crystalline  forms  than  any  other 
substance ;  more  than  150  native  varieties  of  it  have  been  observed 
by  mineralogists.  As  calc-spar,  it  occurs  in  rhombohedrons  and 
other  derivative  forms  of  the  sixth  or  hexagonal  system  (§191); 
but  it  is  found  also  as  the  mineral  arragouite,  in  forms  of  the 
trimetric  system,  and  is  consequently  dimorphous. 

The  two  forms  of  carbonate  of  calcium,  calc-spar  and  arra- 
gonite,  present  many  differences  in  their  physical  properties. 
Some  specimens  of  calc-spar,  called  Iceland  spar,  are  perfectly 
transparent  and  colorless^  and  exhibit  to  a  remarkable  degree  the 
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Ijhenomena  of  doable  refraction.  Transparent  crystals  of  arra- 
gonite  exhibit  also  the  phenomena  of  double  refraction ;  but  arra- 
gonitc  has  two  axes  of  double  refraction,  calc-spar  only  one. 
Crystals  of  calc-spar  are  cleavable  parallel  to  the  faces  of  the 
rhonibohedron  which  is  the  primary  form  of  the  mineral,  and 
masses  of  it  may  often  be  broken  up  into  more  or  less  perfect 
rhombohedrons.  Arragonite,  on  the  contrary,  presents  two  direc- 
tions of  distinct  cleavage,  parallel  to  the  faces  of  a  right  rhombic 
prism.  The  fractures  of  the  two  minerals  are  therefore  quite  un- 
like. The  specific  gravity  of  calc-spar  ranges  from  2*7  to  2-75, 
while  the  specific  gravity  of  arragonite  is  generally  between  2*9 
and  3*3.  Arragonite  is  considerably  harder  than  calc-spar,  but 
its  specific  heat  (0*1966)  is  less.  When  carbonate  of  calcium 
crystallizes  from  hot  solutions  it  takes  the  form  of  arragonite,  but 
from  cold  solutions  it  crystallizes  as  calc-spar.  In  like  manner 
the  precipitate  formed  by  mixing  boiling  solutions  of  chloride  of 
calcium  and  carbonate  of  ammonium  is  seen  under  the  microscope 
to  consist  of  aciciilar  crystals  of  arragonite,  while  the  precipitate 
obtained  from  cold  solutions  of  the  same  salts  is  amorphous.  In 
either  case,  however,  if  the  moist  precipitate  be  left  to  itself  for 
some  time  in  the  cold,  it  will  gradually  assume  the  rhombohedral 
form  of  calc-spar,  no  matter  whether  it  was  at  first  acicular  or 
amorphous. 

In  all  its  varieties  carbonate  of  calcium  is  readily  attacked  by 
acids,  even  if  they  be  dilute ;  the  action  is  attended  with  effer- 
vescence, owing  to  the  expulsion  of  carbonic  acid  and  the  escape 
of  this  gas  through  the  liquid : — 

CaO,CO,  4-  2HC1  =  CaCl,  +  CO,  +  H^O. 

Limestone  is  readily  distinguished  by  this  reaction  from  other 
rocks. 

560.  Oxide  of  Calcium  (CaO). — On  being  heated,  carbonate  of 
calcium  begins  to  give  off  carbonic  acid  at  a  low  red  heat,  as  has 
been  seen  in  Exp.  170,  and  at  full  redness  is  completely  resolved 
into  oxide  of  calcium,  commonly  called  quicklime,  and  carbonio 
acid. 

JEzp.  278. — Place  a  small  fragment  of  marble  upon  a  piece  of  char- 
coal and  heat  it  strongly  in  the  blowpipe-flame  during  several  minutes. 
Or  throw  a  lump  of  limestone  upon  an  anthracite  fire^  and  leave  it  there 
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for  half  an  liour  or  more.  In  either  case,  it  will  he  fonTid,  npon  ttr^ 
mination,  that  the  calcined  product  has  lost  the  property  of  efferves- 
cing with  acids;  tiiat  it  weighs  less  than  the  original  limestone,  and 
that  it  exhibits  a  distinct  alkaline  reaction  when  placed  on  wet  test- 
paper. 

For  use  in  the  arts,  limestone  is  bnrned  in  special  furnaces,  of 
peculiar  construction,  called  lime-kilns,  some  of  which  are  so 
arranged  that  they  may  be  kept  in  operation  for  years  without 
intermission.  When  carbonate  of  calcium,  instead  of  being 
heated  merely  in  quiescent  air,  is  heated  in  a  current  of  air,  or 
of  any  other  gas,  such  as  steam  for  example,  it  wiU  give  off  all 
its  carbonic  acid  very  easily.  It  has  been  found  in  practice  that 
limestone  fresh  from  the  quarry  can  be  more  readily  burned  than 
that  which  has  been  long  dug  out  of  the  ground  and  has  so  la^ 
its  natural  moisture ;  in  damp  weather,  moreover,  the  burning  is 
said  to  go  on  more  satisfactorily  than  when  the  atmosphere  is 
dry.  If  carbonate  of  calcium  be  ignited  in  a  tube  of  iron,  or  other 
metal,  closed  hermetically,  so  that  no  carbonic  acid  can  escape 
from  the  tube,  the  carbonate  disengages  carbonic  acid  until  the 
pressure  of  the  confined  gas  becomes  so  great  as  to  arrest  the 
further  decomposition  of  the  carbonate.  Under  these  conditions, 
the  temperature  may  be  raised  high  enough  to  fuse  the  undecom- 
posed  carbonate ;  the  cooled  mas9  often  presents  the  appearance 
of  fine-grained  marble.  If  the  tube  in  which  the  experiment  has 
been  performed  be  very  slowly  cooled,  the  carbonic  acid  will  be 
reabsorbed. 

Of  the  anhydrous  oxide  of  calcium  Uttle  need  here  be  said.  It 
is  infusible  at  the  most  intense  heat  at  present  at  our  command, 
and  is  therefore  used  for  making  crucibles  in  which  the  most  re- 
fractory metals  are  melted  by  the  aid  of  the  compound  blowpipe. 
It  has  no  power  to  unite  with  dry  carbonic  add  at  ordinary  tem- 
peratures, but  when  exposed  at  very  high  temperatures  to  an 
atmosphere  of  carbonic  acid  possessing  a  certain  tension,  some  of 
the  gas  is  absorbed.  It  unites  with  water  very  energetically,  and 
the  product  of  this  union  combines  readily  with  carbonic  acid« 
When  lumps  of  quicklime  are  exposed  to  the  air  they  slowlj 
absorb  both  water  and  carbonic  acid,  and  after  a  while  fall  to 
powder.     This  powder  is  known  as  air-slaked  lime ;  its  composi- 
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tion  may  be  represented  by  the  formula  CaHjjOj.CaCO,,  or,  dualis- 
tic,  CaO,CO, ;  CaO,HaO. 

651,  Hydrate  of  Calcium  (CaH^Oj). — ^Wben  water  is  brought 
into  contact  with  oxide  of  calcium,  the  latter  swells  up  and  falls  to 
powder ;  a  large  amount  of  heat  is  evolved,  and  there  is  obtainod 
a  compound  of  calcium,  hydrogen,  and  oxygen,  commonly  called 
slaked  lime^  or  in  chemical  language  hydrate  of  calcium : — 

CaO  4-  H,0  =  CaH,0,. 

JSxp,  279. — Place  a  lump  of  recently  burned  quicklime,  weighing 
about  30  grms.,  upon  a  large  earthen  plate ;  pour  upon  the  lime  some 
16  or  20  c.  c.  of  water,  and  observe  how  much  the  lime  increases  in 
bulk  as  it  is  converted  into  hydrate  of  calcium.  The  heat  of  the  mass 
may  be  shown  by  thrusting  an  ordinary  friction -match  into  the  middle 
of  it;  or,  in  case  a  considerable  quantity  of  quicklime  has  been  em- 
ployed, by  excavating  a  small  hole  in  the  dry  powder  and  throwing  in 
a  few  grains  of  gunpowder,  inflammation  will  ensue  in  both  cases. 
That  much  beat  is  evolved,  may  be  shown  also  by  covering  the  mois- 
tened quicklime  with  a  not  too  tall  inverted  beaker  lass  or  bottle,  and 
observing  that,  after  a  considerable  amount  of  aqueous  vapor  has  been 
condensed  upon  the  walls  of  the  glass,  the  space  within  the  latter  will 
at  last  become  filled  with  a  hot,  invisible  atmosphere  of  steam ;  when 
the  bottle  is  lifted,  and  the  steam  thus  brought  mto  contact  with  the 
cold  external  air,  a  dense  cloud  or  fog  is  immediately  formed. 

So  much  heat  is  developed  during  the  union  of  water  with  lime,  that 
wood  will  quickly  be  brought  to  the  kindling- temperature  and  inflamed, 
if  it  happen  to  be  in  contact  with  large  masses  of  thesa  substances  re- 
acting upon  one  another.  Fires  are  very  frequently  occasioned  by  the 
access  of  water  to  ships  or  warehouses  in  which  quicklime  is  stored. 
It  has  been  noticed,  when  large  quantities  of  quicklime  are  slaked  in 
a  dark  place,  that  light  as  well  as  heat  is  evolved  from  the  lime.  Even 
when  quicklime  is  brought  into  contact  with  ice,so  much  heat  is  evolved 
that  the  mixture  sometimes  becomes  hot  enough  to  boil  water. 

652.  When  hydrate  of  calcium  is  stirred  into  water,  there  is 
formed  not  only  a  true  solution,  lime-water,  which  may  be  ob- 
tained clear  and  colorless  by  filtration  (See  Exp.  168),  but  also 
a  turbid  liquor  consisting  of  particles  of  solid  hydrate  of  calcium 
diffused  through  the  lime-water ;  this  liquor  is  known  as  milk  or 
cream  of  lime,  according  to  its  consistency.  In  slaking  lime,  only 
about  half  a  part  of  water  is  really,  needed  to  convert  one  part  of 
quicklime  into  hydrate  of  calcium ;  but  in  all  cases  where  a  fine. 
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smooth  paste  is  desired,  as  in  the  preparation  of  milk  of  lime, 
or  of  mortar,  and  in  general  whenever  hydrate  of  calciam  is 
required  in  a  very  finely  divided  condition,  it  is  best  to  pour  t^'o 
or  three  parts  by  weight  of  water  upon  one  part  of  quicklime, 
so  that  the  slaking  may  be  quickly  effected.  By  using  hot  water 
the  process  may  be  still  further  accelerated.  The  proportions 
of  material  giveXl  at  the  beginning  of  Exp.  279  are  better  adapted 
than  these  last  for  illustrating  the  evolution  of  heat;  biit  if 
too  little  water  be  employed,  the  hydrate  of  calcium  formed  is 
liable  to  be  granular  and  crystalline  rather  than  powdery.  Both 
milk  of  lime  and  dry  powdery  hydrate  of  calcium  are  largely 
employed  for  purifying  the  illuminating  gas  made  from  coal. 
They  remove  from  the  gas  sulphydric  and  carbonic  acids. 

Exp,  280. — Provide  two  gas-bottles,  one  arranged  for  generating 
sulphydric  acid  (Exp.  80),  the  other  for  generating  carbonic  acid 
(Exp.  171).  Connect  with  one  of  the  gas-bottles  a  tube  filled  loosely 
with  dry  hydrate  of  calcium  (Appendix,  Fig.  16),  and  with  the  other 
a  small  bottle  containing  milk  of  lime.  Pour  chlorhydric  acid  into 
the  gas-bottles,  so  that  sulphydric  and  carbonic  acids  shall  be  freely 
evolved,  and  test,  from  time  to  time,  with  lead-paper  (Exp.  90),  and 
with  lime-water  (Exp.  170),  as  to  whether  these  acids  are  completely 
absorbed  by  the  dry  hydrate  of  calcium  and  the  milk  of  lime.  After  a 
while,  change  the  places  'of  the  absorbing  tube  and  bottle,  so  that  the 
milk  of  lime  shall  now  be  where  the  dry  hydrate  was  before,  and  again 
test  the  efficiency  of  the  absorption,  with  lead-paper  and  lime-water. 
In  actual  practice  it  is  found  that,  while  the  dry  hydrate  is  a  more 
effibient  absorbent  of  carbonic  acid  than  milk  of  lime,  the  latter  is 
capable  of  taking  up  far  more  sulphydric  acid  than  the  former. 

553.  Hydrate  of  calcium  may  be  obtained  crystallized,  in  hex- 
agonal prisms,  by  evaporating  lime-water  in  the  dry  exhausted 
receiver  of  an  a"r-pump.  At  a  red  heat  it  gives  off  its  water, 
and  is  reconverted  into  quicklime.  The  residue  in  this  case  ia 
left  in  an  open,  porous  condition  which  well  fits  it  for  many 
chemical  purposes  (see  §  120). 

It  is  noteworthy  that  hydrate  of  calcium  is  somewhat  less 
soluble  in  hot  than  in  cold  water.  If  a  cold,  saturated  solution 
of  lime-water  be  boiled,  nearly  half  of  its  solid  contents  will  be 
deposited ;  and  in  case  none  of  the  water  has  been  driven  off,  the 
matter  thus  precipitated  will  slowly  dissolve  again  after  the  liquid 
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aboTe  it  has  become  cold.  In  studying  this  point,  the  experi- 
menter must  take  care  that  the  sohition  is  kept  out  of  contact 
with  the  air,  lest  it  absorb  some  of  the  carbonic  acid  which  ia 
always  present  in  the  atmosphere,  and  become  turbid  from  depo- 
sition of  carbonate  of  calcium.  A  familiar  instance  of  this  absolu- 
tion is  seen  in  cases  where  milk  of  lime  is  employed  for  white- 
washing :  the  loosely  adherent  white  coating,  left  after  the  liquid 
has  become  thoroughly  dry,  ib  no  longer  hydrate  of  calcium,  but 
carbonate  of  calcium  in  a  more  or  less  pure  condition. 

554.  Slaked  lime  is  very  largely  employed  for  making  mortar, 
as  an  ingredient  of  yarious  cements,  and  for  plastering.  When 
mixed  with  enough  water  to  form  a  thick  paste,  it  is  decidedly 
plastic,  and  admits  of  being  spread  and  moulded  like  wax  or  clay. 
This  paste  sets,  as  it  dries,  to  a  firm,  solid  mass,  which,  when  in 
thin  layers,  adheres  firmly  to  any  roujh  surfaces  upon  which  it 
may  have  hardened.  When,  however,  any  considerable  mass  of 
the  moist  paste  is  allowed  to  solidify  by  itself,  the  dry  product 
will  gradually  crack  and  fall  to  pieces.  Lime-paste  cannot,  there- 
fore, be  employed  as  a  mortar  unless  it  be  mixed  with  some  sub- 
stance like  sand,  which  shall  present  numerous  surfaces  upon 
which  the  hardened  product  may  adhere ;  by  the  addition  of  sand, 
moreover,  the  moist  lime  is  prevented  from  shrinking  too  much 
as  it  becomes  dry. 

Mortar  is  commonly  prepared  by  mixing  1  part  of  quicklime 
with  water  enough  to  form  a  thin  paste,  then  adding  3  or  4  parts 
of  coarse,  sharp  sand,  and  thoroughly  incorporating  these  ingre- 
dients. The  paste  thus  obtained  is  applied  as  a  thin  layer  to  the 
moistened  surfaces  of  the  bricks  or  stones  to  be  united.  The 
pasty  moi*tar  soon  sets  to  the  hard  mass  above  described,  and,  on 
continued  exposure  to  the  air,  it  slowly  absorbs  carbonic  acid  at 
its  surface,  and  is  there  converted  into  a  compact  compound  of 
hydrate  and  carbonate  of  cahsium.  The  stone-like  mass  thus  ob- 
tained binds  firmly  together  the  bricks  or  stones  between  which 
it  has  been  interposed.  It  has  been  asserted  that  the  original 
mortar-paste  sets  more  firmly  if  it  contain  a  certain  admixture  of 
carbonate  of  calcium,  than  if  it  contain  only  the  pure  hydrate ; 
this  admixture  is,  of  course,  produced  when  mortar  is  left  for 
some  time  in  contact  with  the  air  before  being  used.    In  the 
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course  of  time  chemical  combination  occurs,  to  a  limited  extent, 
between  the  silicic  acid  of  the  sand  and  the  oxide  of  calcium  in 
the  hardened  mortar,  though  the  process  goes  on  but  slowly; 
each  grain  of  sand  finally  becomes  covered  with  a  thin  layer  of 
hydrated  silicate  of  calcium,  which  contributes  materially  to  the 
solidity  of  the  mortar.  The  mortar  taken  from  old  buildings 
yields  a  certain  proportion  of  gelatinous  silica  on  being  treated 
with  chlorhydric  add  (§  4,66), 

The  conversion  of  the  original  mortar  into  hydrocarbonate  and 
silicate  of  calcium  is  never  completely  accomplished ;  in  the  cen- 
tral portions  of  the  mass,  free  hydrate  of  calcium  will  still  be 
found  after  the  lapse  of  many  centuries.  Samples  of  mortar,  re- 
cently taken  from  the  Great  Pyramid,  were  found  on  analysis 
to  contain  a  large  proportion  of  the  free  hydrate. 

555.  The  plastering  used  for  finishing  the  walls  and  ceilings  of 
rooms  is  mortar  to  which  a  quantity  of  hair  has  been  added  to 
increase  its  tenacity ;  in  drying,  it  is,  of  course,  subject  to  the 
same  chemical  changes  as  ordinary  mortar.  By  absorbing  car- 
bonic acid  from  the  air,  it  is  gradually  converted,  in  part,  into 
carbonate  of  calcium,  while  water  is  set  free : — 

CaO,H,0  +  CO,  =  CaO,CO,  +  H,0. 

Consequently  the  walls  of  recently  plastered  rooms  cannot  become 
permanently  dry,  until  enough  carbonic  acid  has  been  absorbed 
to.  expel  the  chemically  combined  water  from  their  outside  sur- 
faces ;  hence  the  dampness  so  often  perceived  in  new  houses, 
when  carbonic  acid  first  comes  to  be  freely  generated  in  them  by 
respiration  and  by  burning  lamps.  In  order  to  dry  plastering,  it 
would,  doubtless,  be  better  to  employ  open  fires  of  charcoal,  or  of 
coke,  and  to  deliver  the  products  of  the  combustion  directly  into 
the  room  which  is  to  be  dried,  instead  of  relying  solely  upon  hot 
air,  as  is  now  usual. 

556.  Hydrate  of  calcium,  like  the  hydrates  of  sodium  and  of 
potassium,  exhibits  a  strong  alkaline  reaction  when  tested  with 
moistened  litmus-paper,  and  exerts  a  corrosive  action  upon  most 
organic  substances ;  hence  it  is  often  called  caustic  lime, 

Exp.  281. — Add  a  few  drops  of  water  to  a  small  quantity  of  diy 
hydrate  of  calcium,  and  rub  it  to  a  paste  between  the  fingers.    It  will 
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be  felt  that  the  alkali  acts  upon  the  skin;  a  little  of  the  caticle  is 
really  dissolved. 

Exp.  282. — Wrap  a  handful  of  dry  hydrate  ol  calcium  in  a  paper, 
or,  better,  in  a  piece  oi  linen  or  cotton  cloth,  and  set  the  packet 
aside  for  a  week  or  two.  After  a  while,  the  cloth  or  paptr  will  become 
rotten  and  friable:  the  caustic  lime,  as  the  common  phrase  is,  has  eaten 
away  their  more  corruptible  portions,  and  has  so  destroy  cd  the  inte-- 
grity  of  the  whole.  As  a  preliminary  operation  in  tanning  leather, 
hid^s  are  soaked  in  milk  of  lime  to  loosen-the  hair,  so  that  it  mav  be 
readily  scraped  off.  The  value  of  lime,  as  an  ingredient  of  composts 
to  be  used  as  manure,  appears  to  depend,  in  great  measure,  upon  its 
power  of  hastening  the  decay  and  disintegration  of  organic  matter. 

Lime  has  been  found  to  be  specially  valuable  as  manure  when  ap- 
plied to  soils  rich  in  vegetable  matter.  The  organic  matters  are  de- 
composed or  oxidized  into  carbonic  and  various  other  organic  acids, 
which  unite  with  the  lime;  sometimes,  under  special  conditions,  more 
or  less  nitrate  of  calcium  is  found  among  the  products. 

Lime  is  important,  also,  from  being  not  only  the  cheapest  alkali, 
but  the  cheapest  of  all  the  bases.  Since  its  compounds  with  car- 
bonic and  sulphuric  acids  are  nearly  insoluble  in  water,  it  is 
largely  employed  for  removing  these  acids  from  solutions  in  which 
their  presence  is  not  desired  ;  it  may  itself  be  remotcd  from  any 
solution  by  means  of  the  acids  in  question.  It  is  used  in  the 
manufacture  of  the  caustic  alkalies  (soda  and  potash),  of  ammonia- 
water  and  of  blcaching-powdors,  as  a  flux  in  many  metallur- 
gical operations,  in  the  refining  of  sugar,  for  preparing  a  limo 
soap  in  the  manufacture  of  stearine  candles,  and  for  numberless 
other  purposes.  A  noteworthy  property  of  slaked  lime  is  its 
power  of  dissolnng  freely  in  solutions  of  common  sugar. 

557.  Su/j)hate  of  Calcium  (CaSO^)  is  found  native  in  large 
quantities,  as  the  minerals  gypsum  and  alabasUr,  These  mine- 
rals contain  one-fifth  their  weight  of  water ;  their  composition 
may  be  represented  by  the  formula  CaSO^  4-  2H^0.  The  same 
hydratcd  salt  may  be  obtained  by  adding  sulphuiic  acid,  or  the 
solution  of  some  sulphate,  to  a  strong  aqueous  bolutinn  of  almost 
any  of  the  salts  of  calcium.  This  hydrated  compound  is  the  sub- 
stance commonly  meant  when  sulphate  of  calcium  is  spoken  of. 
The  anhydrous  compound  is  also  important:  it  is  sometimes 
found  in  nature  as  the  mineral  anhydrite^  and  may  be  readily 
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prepared  by  heating  the  hydrated  salt.  There  is  still  a  third 
compound,  the  composition  of  which  may  be  represented  by  the 
formula  2CaS0^  +  H^O,  of  which,  however,  but  little  is  known. 

Etp,  283. — Place  in  a  porcelain  evaporating-dish,  or,  better,  in  an 
iron  pan,  two  tablespoonfuls  of  powdered  gypsum ;  heat  the  gyp- 
sum modemtely  over  the  flame  of  the  gas-lamp,  and  observe  the  move- 
ment of  ebullition  occasioned  by  the  escaping  water  ,*  stir  the  mixture 
as  long  as  the  vapor  of  water  is  seen  to  escape,  and  then  set  the  residue 
aside  to  cool.  The  dry  product  is  known  as  calcined  gypsum  or  planter 
of  Farts. 

As  much  as  nine-tenths  of  the  water  which  the  gypsum  contains 
may  be  readily  expelled  at  temperatures  between  100^  and  120^;  but, 
in  order  to  drive  off  the  last  portions  of  the  water,  a  temperature  of 
nearly  300°  is  required.  If  the  dry  compound  be  heated  to  tempera- 
tures much  higher  than  300°;  its  particles  appear  to  become  aggluti- 
nated, and  the  chemical  properties  of  the  substance  are  somewhat 
changed ;  the  gypsum  is  then  said  to  be  over-burned.  At  the  tempe- 
rature of  redness,  sulphate  of  calcium  melts  without  decomposition, 
and,  on  cooling,  assumes  a  crystalline  structure  similar  to  that  of  na- 
tive anhydrite. 

558.  When  powdered  sulphate  of  calcium,  which  has  been  made 
anhydrous  at  a  comparatively  low  temperature,  is  made  into  a 
paste  with  water,  and  then  left  to  itself,  it  soon  sets  or  hardens 
into  a  compact,  coherent  mass.  This  solidification  is  a  conse- 
quence of  the  reassumption  by  the  sulphate  of  calcium  of  the 
two  molecules  of  water  of  crystallization  which  were  driven  off 
by  heat  when  the  substance  was  made  anhydrous. 

Exp.  284. — ^Place  a  small  coin  at  the  bottom  of  a  cylindrical 
pasteboard  pill-box  a  little  wider  than  the  coin ;  smear  the  coin  and 
the  interior  of  the  box  with  a  thin  film  of  oil.  MLx  intimately  two 
or  three  teaspoonfuls  of  the  calcined  gypsum  of  Exp.  283,  with  about 
half  their  volume  of  water,  in  a  small  porcelain  dish,  and  quickly 
pour  the  mixture  into  the  box,  so  that  the  coin  shall  be  completely 
covered  by  it.  The  mixture,  which  is* of  the  consistence  of  cream, 
should  then  be  immediately  stirred  or  puddled  with  a  hair-pencil,  or 
with  a  tuft  of  cotton  tied  upon  a  stick,  or  with  the  end  of  the  finger, 
so  that  the  bubbles  of  air  which  remain  adhering  to  the  surface  of  the 
coin  may  be  pressed  out,  and  the  moist  paste  be  made  to  come  every- 
where into  contact  with  the  metal.  In  the  course  of  a  few  minutes  the 
paste  will  solidify  and  become  so  hard  that  the  pasteboard  envelope 
may  be  torn  away  from  it,  and  the  coin  removed.    A  perfect  cast  or 
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copy  of  the  stamp  upon  the  coin  wiD  be  found  impressed  upon  ^htb 
hardened  gypsum.  The  impression  in  this  first  cast  is,  of  course,  re- 
versed, but  by  smearing  it  with  oil  and  then  pouring  over  it  a  new 
portion  of  the  gypsum-paste,  precisely  as  was  done  with*  the  coin^  a 
fiEU^-simile  of  the  original  coin  may  be  obtained. 

Plaster  of  Paris  is  krgely  use''  in  this  way  for  taking  aecnrate  cojnea 
of  a  great  variety  of  objects.  'Ihus,  in  the  process  known  as  stereo- 
typing, a  thin  paste  of  plaster  is  poured  upon  the  surface  of  the  printers' 
types,  after  they  have  been  set  up  and  made  ready  for  printing ;  the 
mould  thus  formed  is  dried  and  baked  to  expel  the  water  from  the 
gypsum,  (md  is  then  plunged  into  a  bath  of  a  melted  alloy  of  lead, 
antimony,  and  tin,  known  as  stereotype-metal,  in  such  manner  that, 
on  withdrawiug  the  mould  and  allowing  the  metal  within  it  to  cool, 
there  is  obtained  a  fac-simile  of  the  original  types.  From  this  durable 
metallic  casting  the  page  is  finally  printed. 

As  has  been  said  above,  the  moist  psste  sets  as  soon  as  the  water, 
which  has  been  mechanically  mixed  with  the  anhydrous  sulphate  of 
calcium,  enters  into  chemical  combination  with  it  As  in  all  other 
instances  of  chemical  action,  so  here,  heat  is  evolved  as  the  water  and 
plaster  combine,  as  may  readily  be  appreciated  by  operating  upon  con- 
siderable quantities  of  the  materials.  Since  the  plaster  assumes  crys- 
talline form  as  it  becomes  hydrated,  the  paste  increases  in  bulk  as  it 
hsTdens,  and  is  thus  pressed  into  the  finest  interstices  of  the  moulds. 

Gypsum  sets  the  more  quickly  in  proportion  as  the  temperature  at 
which  it  has  been  dehydrated  was  low.  After  it  has  been  heated  above 
800^,  it  will  no  longer  set  on  beiog  mixed  with  water.  Besides  its 
use  in  taking  casts,  plaster  of  Paris,  on  account  of  this  power  of  com- 
bining with  water,  is  largely  employed  in  the  preporati^^  of  stucco 
and  of  various  imitations  of  marble.  The  hydrated  compound  finds 
application  also  as  a  manure,  in  the  manufacture  of  ammoniacal  salts, 
and  for  various  other  purposes. 

JSxp,  286. — That  the  plaster  paste  expands  considerably  at  the  mo- 
ment of  solidification  may  be  shown  as  follows : — Procure  a  cracked 
test-tube,  or  small  flask,,  and  f  11  it  completely  with  a  paste  made  of 
calcined  gypsum  and  water,  in  the  proportions  of  12  pts.,  by  weight, 
of  the  former,  to  5  of  the  latter.  In  the  course  of  15  or  20  minutes 
it  will  be  feen  that  the  original  crack  in  the  glass  vessel  has  extended 
in  various  directions,  in  consequence  of  the  expansion  of  the  mass 
within  it  It  will  be  noticed,  also,  that  the  vessel  feels  warm  to  the 
hand  (compare  Exp.  284).    Finally,  by  breaking  away  the  glass  env^  J 

lope,  there  may  be  obtained  a  cast  of  the  glass  vessel. 

Exp,  28d. — ^The  power  of  sulphate  of  calcium  to  take  np  water. 
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to  solidify  water  as  it  unites  with  it  to  fonn  llie  crystalline  compound 
Call  480,,  can  be  made  manifest  as  follows  : — Prepare  two  table* 
spoonfuls  of  a  saturated  aqueous  solution  of  chloiide  of  calcium,  by 
dissolving  1  pt,  by  weight,  of  the  dry  chloride  in  1*5  part  of  water ; 
also  prepare  the  same  quantity  of  a  saturated  solution  of  sulphate  of 
sodium  (Exp.  228),  and,  finally,  mix  the  two  solutions.  Sulphate  of 
calcium  will  be  formed^  in  accordance  with  the  reaction 

CaCl,  +  Na,S04  a  CaSO^  +  2NaCl, 

•nd  inll  unite  with  the  water  in  which  the  ingredients  from  which  it 
has  been  formed  were  previously  held  in  solution,  so  that  an  almost 
•olid  mass  of  CaS04,2HaO  wiU  take  the  place  of  the  two  liquids. 

Ordinary  hydrated  sulphate  of  calcium  is  soluble  in  about  400 
parts  of  water  at  the  ordinary  temperature  of  the  air ;  but,  like 
hydrate  of  calcium,  sulphate  of  sodium,  and  a  few  other  salts,  it 
is  less  soluble  in  hot  water  than  in  cold.  When  an  aqueous  so- 
lution of  sulphate  of  calcium  is  heated  to  100^  or  more,  a  precipi- 
tate will  soon  be  foinned  in  it,  even  if  the  solution  be  very  dilute 
and  at  temperatures  as  high  as  140°  or  150^  the  anhydrous  com- 
pound is  completely  insoluble  in  water.  In  the  same  way  as  with 
sulphate  of  sodium  (Exp.  228),  it  appears  that  the  bihydratcd 
sulphate  of  calcium  cannot  exist  at  temperatures  much  superior  to 
100^,  and  that  above  that  temperature  we  have  to  deal  with  other 
compounds  of  different  solubility.  In  other  words,  the  water 
which  is  held  in  chemical  combination  in  ordinary  unburned  gyp- 
sum may  be  expelled  by  heat  even  when  the  gypsum  is  dissolved 
in  water.  Whenever  water  containing  sulphate  of  calcium  in 
solution  is  strongly  heated,  as  in  steam-boilers,  there  is  precipi- 
tated the  half-hydrated  compound,  of  composition  2CaS0^+Hp, 
which  has  been  mentioned  above.  Hence  the  formation  of  incrus- 
tations, or  sealff  of  sulphate  of  calcium  upon  the  walls  of  boilers 
fed  with  sea- water,  or  with  other  water  containing  the  sulphate. 
It  should  be  remarked  that  the  incrustation  in  this  case  does  not 
depend  upon  evaporation ;  the  sulphate  of  calcium  will  be  de- 
posited the  more  rapidly  in  proportion  as  the  water  of  the  boiler 
is  hot,  and  as  more  of  the  impure  feed-water  is  pumped  into  the 
boiler. 

559.  Besides  occurring  in  sea-water,  sulphate  of  calcium  is  « 
Very  common  impurity  in  spring- water.     Water  which  contains 
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of  guano.  No  matter  whence  obtained,  it  is  a  valuable  manure 
when  reduced  to  a  fine  powder.  Though  as  good  as  insoluble  in 
water,  it  dissolves  readily  in  acids  and  in  solutions  of  various 
organic  substances. 

662.  Chloride  of  Calcium  (CaCl^)  may  be  prepared  by  dis- 
solving chalk  or  marble  in  chlorhydric  acid  (as  in  Exp.  171), 
and  evaporating  the  solution  to  dryness.  It  is  produced  in  large 
quantities  in  the  arts  by  heating  chloride  of  ammonium  with 
slaked  lime  in  the  preparation  of  ammonia- water  (Exp.  48) : — 

2NH,a  +  CaH^O,  «  CaCl,  4-  2NH,  4-  2H,0. 
When  dried  at  about  200°,  chloride  of  calcidm  is  left  as  a  porous 
mass,  which  is  largely  employed  in  chemical  laboratories  for  dry- 
ing gases  (Appendix,  §  15).  It  absorbs  water  with  great  avidity, 
and  is  one  of  the  most  deliquescent  substances  known.  When 
exposed  to  air  at  the  ordinary  temperature,  it  soon  absorbs  so 
much  water  that  it  dissolves  completely.  Ac  a  low  red  heat  the 
anhydrous  chloride  melts  to  a  clear  liquid;  if  ignited  for  any 
length  of  time  in  contact  with  the  air,  it  suffers  decomposition  to 
a  slight  extent,  a  little  .oxide  and  carbonate  of  calcium  being 
formed.  From  highly  concentrated  aqueous  solutions  there  may 
be  obtained  crystals  of  the  hydrated  compound  CaClj+6H^0. 

Slaked  lime  may  be  dissolved  in  considerable  quantity  in  a 
boiling  aqueous  solution  of  chloride  of  calcium,  and  the  filtered 
solution  deposits,  on  cooling,  long,  thin  crystals  of  a  compound 
known  as  oxychloride  of  calcium  (CaCl^,  SCaO  +  lGH^O),  which 
is  immediately  decomposed  when  treated  with  pure  water. 

663.  Hypochlorite  of  Calcium  (CaCl^Oj),  as  has  been  shown 
in  §  120,  is  a  component  of  the  substance  commonly  called 
'*  chloride  of  lime."  This  important  bleaching  agent  is  prepared 
by  passing  chlorine  gas  into  chambers  filled  with  layers  of  finely 
powdered  slaked  lime,  in  accordance  with  the  reaction  already 
set  forth.  Chloride  of  lime,  or  bleaching-powder,  is  a  dry,  white 
powder,  smelling  feebly  of  hypochlorous  acid ;  it  always  contains 
a  certain  excess  of  hydrate  of  calcium  which  has  been  unacted 
upon  by  chlorine;  it  is  therefore  only  partially  soluble  in 
water.  When  exposed  to  the  air,  it  slowly  absorbs  carbonic 
acid,  and,  at  the  same  time,  evolves  chlorine ;  hence  its  employ- 
imeiit  as  a  disinfecting  agent.     K,  instead  of  being  left  to  be 
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slowly  acted  upon  by  the  carbonic  acid  of  the  air,  it  be  treated 
with  a  dilute  acid  (such  as  vinegar),  a  copious  evolution  of 
chlorine  will  immediately  occur. 

Exp,  289. — Place  half  a  teaspoonfol  of  bleaching-powder  in  a  test- 
glass,  cover  the  powder  with  water,  and  stir  in  enough  of  a  solution  of 
blue  litmus  to  distinctly  color  the  mixture.  By  means  of  a  glass  tube^ 
blow  into  the  mixture  air  expired  from  the  lungs,  and  observe  that  the 
blue  color  of  the  litmus  will  soon  be  destroyed.  The  carbonic  add 
from  the  lungs  decomposes  the  hypochlorite  of  calcium^  and  the  chlo- 
liue  set  free  destroys  the  color. 

Exp,  290. — At  the  bottom  of  a  large^  tall  beaker,  or  otilier  wide- 
mouthed  glass  vessel,  of  the  capacity  of  two  or  three  litres,  place  a 
small  bottle  containing  15  or  20  grms.  of  bleaching-powder.  Cover 
the  beaker  with  a  glass  plate,  or  sheet  of  pasteboard,  provided  with  a 
small  hole  at  the  centre ;  through  thb  hole  in  the  cover  pass  a  thistle- 
tube  down  into  the  bottle  of  bleaching-powder,  and  pour  upon  it  several 
small  successive  portions  of  sulphuric  acid  diluted  with  an  equal  volume 
of  water.  Chlorine  gas  will  immediately  be  set  free  from  the  bleach* 
ing-powder,  in  accordance  with  the  reaction 

CaCls,CaCl,0,  +  2H,S0^  =  2CaS0^  +  2H,0  +  4C1, 
and,  fSdling  over  into  the  bottom  of  the  large  beaker,  will  gradually 
press  out  and  displace  the  air  therein  contained,  so  that  after  a  short 
time  the  beaker  will  be  seen  to  be  completely  tilled  with  the  green  gas. 
This  is  by  far  the  easiest  and  most  expeditious  method  of  preparing 
chlorine.  If  desirable,  the  bleaching-powder  may,  of  course,  be  placed 
in  a  flask,  together  with  the  acid,  and  the  evolved  gas  collected  at  wiU, 
by  means  of  suitable  delivery-tubes ;  but  many  of  the  experiments  of 
Chapter  VIII.  may  be  performed  perfectly  well  in  the  jar  of  chlorine 
obtained  as  above.  The  heavy  gas  may  be  ladled  out  of  the  jar  with 
a  dipper  made  of  any  small  bottle,  and  poured  upon  a  solution  of 
indigo  to  show  its  bleaching-power. 

It  will  be  noticed,  in  the  above  reiEtction,  that  by  the  addition  of  an 
acid  all  the  chlorine  of  the  bleaching-powder  is  expelled.  The  point 
is  important  as  bearing  upon  the  practical  use  of  this  agent 

Exp,  291. — Soak  a  bit  of  printed  calico  in  a  half-litre  of  water,  into 
which  10  or  16  grms.  of  bleaching-powder  have  been  stirred.  Observe 
that  the  color  of  the  calico  slowly  undergoes  change ;  then  transfer  the 
cloth  to  another  bottle  filled  with  very  dilute  chlorhydric  or  sulphuric 
acid,  and  take  note  of  the  rapidity  with  which  the  cdlor  is  discharged. 
If  need  be,  again  immerse  the  calico  in  the  bleaching  bath,  and  after- 
wards in  the  dilute  add.  Finally,  wash  the  whitened  cloth  thoroughly 
in  water. 

2i2 
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664.  When  heated,  bleaching-powder  gives  off  oxygen,  while 
chloride  of  calcium  is  left  as  a  residue.  The  reaction  furnishes 
a  cheap  and  convenient  method  of  obtaining  oxygen.  Another 
method  of  procuiing  oxygen  from  the  hypochlorite  is  to  mix  a 
solution  of  the  latter  with  black  oxide  of  manganese,  red  oxide 
of  mercury,  oxide  of  iron,  or  oxide  of  copper,  or,  better,  with 
bydrated  sesquioxide  of  iron,  hydrate  of  copper,  of  nickel,  or  of 
cobalt,  and  to  gently  warm  the  mixture. 

JExp,  292. — Fill  an  ignition-tube  one-third  full  of  bleaching-pow- 
der, and  arrange  the  apparatus  so  that  the  gas  may  be  collected 
over  water.  Heat  the  tube,  and  observe  that  the  gas  is  expelled  at 
a  comparatively  low  temperature.  1  grm.  of  bleaching-powder  yields 
40  or  60  c.  c.  of  oxygen  gas. 

£xp.  298. — Take  as  much  bleaching-powder  as  was  employed  in 
Exp.  202,  dissolve  it  in  a  small  quantity  of  water,  filter  the  solution, 
and  place  it  in  a  small  flask  provided  with  a  delivery-tube.  Add  to 
the  contents  of  the  fiask  two  or  three  drops  of  the  solution  of  a  cobalt 
salt,  connect  the  flask  with  an  inverted  bottle  of  water  upon  the  water- 
pan,  by  means  of  the  delivery-tube^  then  heat  the  flask  to  70^  or  S0°, 
and  observe  that  oxygen  is  freely  evolved. 

The  cobalt  solution  employed  amounts  to  the  same  thing  as  hy- 
d rated  oxide  of  cobalt,  since  the  latter  is  immediately  precipitated 
fi'om  th^  cobalt  salt  by  the  caustic  lime  in  the  bleaching-powder. 
The  action  of  the  oxide  of  cobalt,  or  other  metallic  oxide,  in  this  ex- 
periment, appears  to  be  somewhat  analogous  to  that  of  the  higher 
oxides  of  nitrogen  in  the  manufacture  of  sulphuric  acid  (§  228).  The 
oxide  of  cobalt  probably  takes  oxygen  from  the  solution  of  bleaching- 
powder,  and  combines  with  it  to  form  a  high,  unstable  oxide,  which 
immediately  decomposes  again  with  evolution  of  oxvgen.  The  oxida- 
tion and  deoxidation  of  the  cobalt  compound  thus  goes  on  incessantly, 
and  a  very  small  quantity  of  the  latter  is  suflicient  to  decompose  any 
desired  amouiit  of  bleaching-powder.  It  is  important  that  the  solu- 
tion of  the  hypochlorite  should  be  filtered  as  above  directed,  lest  a 
quantity  of  it  be  lost  by  foaming  over  out  of  the  flask. 

5(55.  The  proportion  of  hypochlorite  of  calcium  in  bleaching- 
powder  varies  widely  in  different  samples,  according  to  the  care 
with  which  the  sample  has  been  prepared,  and  to  the  length  of 
time  it  hiis  been  exposed  to  the  action  of  the  air.  The  bleaching- 
power,  or  in  other  words,  the  money  value  of  each  special  sample, 
should  therefore  be  determined  before  it  is  sold.     Of  the  several 
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metbodfl  of  ascertaining  the  value  of  bleaching-powder,  one  of 
the  simplest  is  to  determine  how  much  arsenious  acid  (As^O,) 
•  can  be  converted  into  arsenic  acid  (^Asfi^)  by  a  given  weight 
of  the  sample : — 

As^O,  +  4C1  -f  2H,0  =  ASjO,  +  4HC1. 

To  this  end  a  weighed  quantity  of  arsenious  acid  is  dissolved  in 
a  certain  definite  quantity  of  a  solution  of  carbonate  of  sodium  in 
such  manner  that  each  c.  c.  of  the  liquor  shall  contain  a  known 
weight  of  arsenious  acid.  A  considerable  quantity  of  this  standard 
solution  may  be  prepared  once  for  all,  and  kept  for  use  in  tightly 
closed  bottles.  A  weighed  sample  of  the  bleaching-powder  under 
examination  is  then  dissolved  in  water,  and  into  this  solution  of 
bleaching-powder  the  standard  solution  of  arsenious  acid  is  carefully 
poured,  from  a  burette,  so  long  as  the  arsenious  add  continues  to  be 
oxidized  and  converted  into  arsenic  acid. 

In  order  to  determine  the  precise  moment  when  the  oxidizing- 
power  of  the  bleaching-powder  solution  ceases,  a  drop  of  this  solu- 
tion is  taken  out  from  time  to  time  upon  a  glass  rod  and  placed 
upon  paper  prepared  with  iodide  of  potassium  and  starch,  as  has 
been  described  in  Exp.  71.  When  the  paper  no  longer  becomes 
blue  on  being  touched  with  the  solution,  the  operation  is  known 
to  be  (completed.  Towards  the  close  of  the  experiment  the  solution 
of  arsenious  acid  should  only  be  added  drop  by  drop  to  the  solution  of 
bleaching-powder,  and  some  oH  the  latter  should  be  touched  to  the 
test-paper  after  each  addition  of  the  arsenious  acid. 

The  number  of  c.  c.  of  the  solution  of  arsenious  acid  which  have 

been  employed  is  then  carefully  noted,  and  the  amount  of  arsenions 

acid  contained  in  them  is  computed.    From  these  data  the  amoimt 

of  chlorine  in  the  sample  of  bleaching-powder  is  obtained  by  the 

following  proportion : — 

Weight  of        Weight  of 

198  :            142              a      arsenious     :    chlorine  in 

Weight  of  one  Weight  of  four           acid  used.         the  sample. 

molecule  of  ar-  atoms  of  chlorine. 

senious  acid. 

Of  the  other  compounds  of  calcium  may  be  mentioned  the 
fluoride  (§  155),  bromide,  and  iodide  (analogous  to  the  chloride), 
the  peroxide  CaOj,,  several  sulphides  (§  213),  and  the  phosphide 
(§  278).  Nitrate  of  calcium  (CaN^O^)  is  a  verj'  easily  soluble, 
deliquescent  salt,  found  in  many  soils,  and  in  other  localities 
where  organic  matters  pntrefy  in  contact  with  hydrate  or  car- 
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bonate  of  calcium.  Sulphydrate  of  calciDm  CaS^H^S,  analogouB 
to  the  hydrate,  may  be  prepared  by  boiling  monosulphidc  of 
calcium  with  water,  or  by  passing  sulphydrio  acid  gas  into  a  cold 
solution  of  the  sulphide.  The  solution  of  this  substance  possesses 
a  remarkable  power  of  loosening  hair  from  the  skins  of  animals. 
After  a  skin  has  been  soaked  for  a  few  minutes  in  a  strong  solu- 
tion of  this  substance,  the  hair  may  readily  be  scraped  off  with 
any  blunt  instrument.  A  solution  of  sulphite  of  calcium  (CaSOJ 
in  an  aqueous  solution  of  sulphurous  acid,  is  sometimes  employed, 
under  the  name  bisulphite  of  lime,  to  check  fermentation. 

566.  The  metal  itself  may  be  obtained  by  decomposing  fused 
chloride  of  calcium  by  means  of  the  galvanic  current,  or  by 
heating  iodide  of  calcium  with  metallic  sodium  in  a  closed  iron 
tube.  It  is  a  yellowish- white,  lustrous,  ductile  metal,  of  1*6 
specific  gravity,  which  suffers  no  change  in  dry  air  at  the  ordi- 
nary temperature.  In  moist  air  it  oxidizes  quickly,  and  it 
decomposes  water  with  evolution  of  hydrogen.  At  a  i-ed  heat 
it  melts,  and,  if  oxygen  be  present,  takes  fire  and  bums  with  a 
bright  light.  It  is  a  bivalent  element ;  the  weight  of  its  atom 
18  40. 

STRONninC  AlTD  BARIUM. 

567.  The  metals  strontium  and  barium  closely  resemble  cal- 
cium in  appearance  and  properties,  and  may  be  prepared  by 
methods  similar  to  those  used  for  calcium,  as  described  in  the 
last  section.  The  specific  gravity  of  strontium  is  2-6,  that  of 
barium  is  4.  The  atomic  weight  of  strontium  is  87*5,  and 
that  of  barium  137.  Like  calcium,  strontium  and  barium  are 
both  bivalent  elements. 

Most  of  the  compounds  of  strontium  and  barium  are  closely 
analogous  to  the  corresponding  compounds  of  calcium.  Tlie 
oxides,  peroxides,  hydrates,  carbonates,  sulphates,  nitrates,  phos- 
phates, chlorides,  sulphides,  &c.  resemble  in  the  main  the  corre- 
sponding calcium  salts.  The  hydrates  of  strontium  and  barium, 
however,  are  more  readily  soluble  in  water  than  the  hydrate  of 
calcium,  while  their  sulphates,  nitrates,  and  chlorides  are  less 
soluble  than  those  of  calcium.  Sulphate  of  barium  is  almost 
absolutely  insoluble  in  water,  and  sulphate  of  strontium  is  only 
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very  slightly  soluble.  Sulphate  of  barium  is  found  native,  some- 
times in  considerable  masses,  as  a  very  heavy  white  mineral 
called  harytes,  which,  when  powdered,  is  largely  employed  for 
adulterating  white  lead.  The  name  barium  comes  from  a  Greek 
word  meaning  heavy. 

From  the  carbonates  of  strontium  and  barium  the  carbonic 
acid  cannot  readily  be  driven  off  by  heat  alone,  though  when 
mixed  with  charcoal,  and  then  ignited,  these  carbonates  may 
be  reduced  to  oxides.  A  better  way  of  preparing  the  oxides  ia 
to  heat  the  nitrates  strongly  in  a  porcelain  crucible  or  retort. 
Unlike  hydrate  of  calcium,  hydrate  of  barium  does  not  give 
off  its  water  at  the  temperature  of  redness,  but  melts  without 
undergoing  decomposition.  From  hydrate  of  strontium  the  water 
may  be  expelled  by  heat,  though  with  difficulty.  Peroxide  of 
barium  (BaOj,)  is  of  interest,  since  by  means  of  it  peroxide  of 
hydrogen  (§  61)  and  antozone  (§  177)  may  be  prepared. 

568.  In  order  to  obtain  peroxide  of  barium,  a  mixture  of  1 
part  of  oxide  of  barium,  and  4  parts  of  chlorate  of  potassium 
may  be  thrown,  little  by  little,  into  a  crucible  heated  to  low 
redness,  and  the  fused  mass  subsequently  washed  with  water  to 
remove  chloride  of  potassium;  or  a  current  of  oxygen  gas,  or 
of  air,  may  be  made  to  flow  over  oxide  of  barium  heated  to  low 
redness  in  a  porcelain  tube.  As  thus  prepared  the  peroxide  is 
never  pure,  being  mixed  with  more  or  less  protoxide.  Peroxide 
of  barium  decomposes,  with  evolution  of  oxygen,  at  the  tempera- 
ture of  bright  redness,  and  in  view  of  this  fact  it  was  at  one  time 
proposed  to  employ  the  substance  as  a  means  of  obtaining  pure 
oxygen  from  the  air  upon  the  large  scale.  A  considerable  num- 
ber of  tubes  charged  with  protoxide  of  barium,  having  been 
suitably  arranged  in  furnaces,  half  of  the  tubes  were  heated  to 
dull  redness,  and  a  current  of  air  was  made  to  flow  through 
them,  until  the  protoxide  had  been  convefted  into  peroxide; 
the  current  of  air  was  then  transferred  to  the  other  tubes,  while 
the  first  series  was  put  in  connexion  with  a  gas-holder  and 
heated  to  bright  redness,  until  the  second  atom  of  oxygen  had 
been  driven  out.  The  second  series  of  tubes  were  next  deprived 
of  oxygen,  while  the  tubes  of  the  first  series  were  put  to  their 
old  work  of  absorbing  oxygen  from  the  air.     The  process  thus 
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became  a  eontinnons  one,  and  was  really  capable  of  fnrnishiDg 
large  quantities  of  oxygen ;  it  has,  however,  been  superseded  by 
oheaper  methods  (§  242). 

Strontium  salts  are  commonly  prepared  from  the  native  car- 
bonate, a  mineral  called  strontianite,  while  the  various  salts  of 
barium  aro  obtained  either  from  the  native  carbonate  (withente)^ 
or  more  commonly  from  the  sulphate.  The  finely  powdered  sul- 
phate, after  having  been  mixed  with  powdered  charcoal  and  oil, 
is  strongly  heated  in  a  covered  crucible,  and  so  reduced  to  the 
condition  of  sulphide  of  barium : — 

BaSO^  +  4C  =  BaS  +  4C0. 

Sulphide  of  barium  is  readily  soluble  in  water,  and  on  being 
treated  with  chlorhydric,  nitric,  or  any  other  acid,  it  decomposes, 
sulphuretted  hydrogen  is  given  off,  and  there  is  formed  chloride 
of  barium,  or  some  other  salt,  according  to  the  acid  employed  :— 

BaS  +  2HC1  =  BaCl,  +  H,8. 

Several  of  the  compounds  of  barium  are  useful  reagents  in  the 
chemical  laboratory.  Sulphate  of  barium  is  employed  as  a  pig- 
ment by  artists  in  water-colors,  under  the  name  permanent  white, 
also  in  the  finishing  of  paper,  pasteboard,  &c.,  and  for  adulterating 
white  lead.  As  a  water-color  it  is  valuable,  since  it  is  scarcely 
at  all  acted  upon  by  any  chemical  agent ;  but  when  ground  with 
oil  it  becomes  translucent,  and  seriously  impairs  the  opacity  or 
covering  power  of  the  better  pigments  with  which  it  is  mixed. 

'  Compounds  of  barium  and  of  strontium  are  employed  in  the 
preparation  of  fireworks,  for  obtaining  green  and  crimson  flamea 
respectively : — 

The  green  barium-fiame  may  be  well  shown  by  mixing  with  the 
fingers  a  gramme  of  powdered  chlorate  of  barium  with  half  a  gramme 
of  fiowers  of  sulphur,  and  strewing  the  mixture  upon  a  glowing  coaL 
The  green  fire  of  the  pyrotechnists  may  be  prepared  by  mixing  together 
68  parts  of  nitrate  of  barium,  13  parts  of  sulphur,  6  parts  of  chlorate 
of  potassium,  and  2  parts  of  charcoal. 

To  exhibit  the  red  strontium-fiamc;  a  mixture  may  be  prepared  by 
rubbing  together  in  a  mortar  30  parts  of  anhydrous  nitrate  of  stron- 
tium, 10  parts  of  powdered  sulphur,  and  3  parts  of  sulphide  of  anti- 
mony ;  and  to  this  mixture  may  be  added,  with  the  hand,  taking  care 
to  avoid  all  violent  friction;  7  parts  of  powdered,  fused  chlorate  of 
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potassimn.    The  mixture  may  then  be  shaken  loosely  upon  a  piece  of 
sheet  iron  and  touched  with  a  lighted  stick  or  glowing  coal. 

Or  the  color  may  be  shown  upon  a  smaller  scale  by  operating  as 
follows : — 

Krp.  294. — By  means  of  iron  wire,  suspend  three  small  bullets  of 
well-burned  coke  from  a  ring  of  the  iron  stand.  Heat  the  fragments 
in  turn  with  the  ilame  of  the  gas-lamp,  and  observe  the  slightly  yel- 
lowish flame  which  will  be  produced  in  each  case  ;  then  moisten  one 
of  the  pieces  of  coke  with  a  solution  of  chloride  of  calcium,  the  second 
with  a  solution  of  chloride  of  barium,  and  the  third  with  a  solution  of 
nitrate  of  strontium,  and  again  heat  them  in  turn  with  the  gas-flame. 
The  calcium  salt  will  impart  a  reddish-yellow  color  to  the  flame,  the 
barium  salt  a  green  color,  and  the  strontium  salt  a  beautiful  crimson. 
Instead  of  the  bits  of  coke,  platinum  wire  might  of  course  be  employed, 
as  in  Exp.  202. 

569.  As  appears  abundantly  from  the  foregoing,  the  three 
elements  calcium,  strontium,  and  barium  are  intimately  related 
one  to  the  other,  and  are,  as  a  family,  clearly  distinguished  in 
Beyeral  impoi*tant  particulars  from  the  metals  of  the  preceding 
group.  Even  before  the  metals  of  this  family  were  discovered 
and  isolated,  it  had  long  been  customary  among  chemists  to  speak 
of  the  oxides  of  calcium,  strontium,  and  barium  as  the  alkaline 
earths,  in  contradistinction  from  the  "  alkalies,"  potash  and  soda, 
upon  the  one  hand,  and  the  '*  earths,"  such  as  the  oxides  of 
magnesium  and  aluminum,  upon  the  oth^r. 

Each  of  the  membei-s  of  the  alkaline -earthy  group,  now  in 
question,  decomposes  water,  even  at  the  ordinary  temperature, 
taking  away  its  oxygen  ;  and  each  of  them  forms  two  oxides — a 
neutral,  insoluble  binoxide,  belonging  to  the  class  of  antozonides 
(§  182),  and  a  more  or  less  soluble  protoxide,  acting  as  a  powerful 
base;  their  carbonates  and  sulphates  are  all  difficultly  soluble, 
and,  like  the  other  compounds  of  the  three  metals,  are  isomor- 
phous  with  one  another.  In  all  their  compounds,  there  may  be 
seen  the  same  progression  of  properties  which  has  been  met  with 
in  the  groups  previously  studied.  The  barium  compound  will 
always  be  found  at  one  end  of  the  scale,  the  calcium  compound 
at  the  other,  and  the  strontium  compound  interposed  between  the 
two.  The  hydrate  and  the  carbonate  of  calcium  are  both  readily 
destroyed  by  heat,  while  the  corresponding  strontium  compounds 
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are  decomposed  with  difficultj,  and  fhe  barium  componnds  only 
at  exceedingly  high  temperatures.  The  solubility  of  the  oxides 
diminishes  as  we  pass  from  baryta  to  lime,  while  that  of  the  sul- 
phates and  carbonates  follows  the  inverse  order.  The  specific 
gravities  of  the  metals  are,  Oa=l*6,  Srs=2*6,  Ba=4 ;  and  their 
atomic  weights  are  40,  87*5,  and  137  respectively,  that  of  stron- 
tium being  nearly  the  mean  of  the  other  two.  The  specific 
gravities  of  their  carbonates  and  sulphates  are  as  follows: — 
CaCO,  (arragonite)  =2-95,  SrCOj^S-G,  BaC03=4'33;  CaSO^= 
2-33,  SrSO^=3-89,  and  Ba80^=4-4.  It  should  be  observed  that, 
in  all  these  cases,  the  specific  gravities  of  the  strontium  com- 
pounds approximate  closely  to  the  mean  of  the  specific  gravities 
of  the  corresponding  barium  and  calcium  compounds.  The  same 
remark  applies  also  to  the  specific  gravities  of  the  three  metals. 

LEAD. 

570.  Almost  all  the  lead  which  is  employed  in  the  arts  is 
extracted  from  sulphide  of  lead,  PbS,  the  mineral  galena.  This 
substance  is  tolerably  abundant  in  many  localities,  and  is  often 
associated  with  sulphate  of  barium,  fluor-spar,  quartz,  and  other 
common  minerals ;  it  almost  always  contains  a  small  proportion 
of  sulphide  of  silver.  In  order  to  obtain  metallic  lead  from  ga- 
lena, this  mineral  is  mixed  with  a  small  quantity  of  lime,  and 
then  roasted  at  a  dull- red  heat  in  the  flame  of  a  reverberatory 
furnace.  A  portion  of  the  sulphur  bums  off  as  sulphurous  acid. 
Some  oxide  of  lead,  and  more  or  less  sulphate  of  lead  is  formed, 
while  much  of  the  ore  remains  undecomposed.  After  a  time,  the 
roasting-process  is  interrupted,  air  is  excluded  from  the  furnace, 
the  oxide,  sulphate,  and  sulphide  of  lead  are  thoroughly  mixed . 
together,  and  the  heat  of  the  furnace  is  suddenly  raised.  The 
undecomposed  sulphide  of  lead  then  reacts  upon  the  oxide  and 
sulphate,  sulphurous  acid  is  given  off,  and  metallic  lead  produced. 
The  reactions  may  be  thus  formulated : — 

2PbO  -h  PbS  =  3Pb  +  SO3. 
PbSO,  +  PbS  «  2Pb  +  2S0,. 

The  lime  is  added  for  the  purpose  of  forming  a  fusible  slag 
with  any  siliceous  matter  which  may  be  present  in  the  ore. 
Lead  is  a  remarkably  soft  metal,  of  bluish- white  color ;  it  can 
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be  readily  cut  with  a  knife,  and  may  even  be  indented  with  the 
finger-nail ;  it  soils  paper  upon  which  it  is  rubbed.  Its  specific 
gravity  is  11*4,  and  its  atomic  weight  207.  It  may  be  drawn 
into  wire,  and  beaten  into  sheets,  though,  as  contrasted  with  most 
of  the  other  metals,  it  has  but  little  tenacity.  In  comparison  with 
other  metals,  it  is  a  rather  poor  conductor  of  heat  and  electricity. 
It  melts  at  about  325°,  and  contracts  considerably  in  passing  from 
the  liquid  to  the  solid  condition.  Its  specific  heat  is  0*0314. 
Solid  lead  expands  greatly  when  heated,  though  the  heat  be  not 
carried  near  to  the  melting-point,  and  the  expanded  metal  does 
not  return  again  to  its  original  dimensions  when  cooled.  Melted 
lead  begins  to  emit  vapors  at  a  red  heat,  and  at  very  high  tem- 
peratures the  metal  may  even  be  distilled.  Lead  may  be  obtained 
crystallized  in  octahedrons,  by  slowly  cooling  the  molten  metal. 

The  ready  crystallization  of  lead  furnishes  a  very  simple  method 
of  separating  this  metal  from  the  silver  with  which  crude  lead  is 
almost  always  contaminated  as  it  comes  from  the  smelting  fur- 
naces. When  melted  argentiferous  lead  is  allowed  to  cool  slowly, 
and  is  at  the  same  time  briskly  stirred,  a  quantity  of  solid  crys- 
talline grains  separate  out  after  a  while,  and  sink  beneath  the 
liquid  metal,  whence  they  may  be  dipped  out  in  cullenders. 
These  crystals  are  composed  of  lead  nearly  free  from  silver,  while 
all  but  a  trace  of  the  silver  contained  in  the  original  lead  is  left 
in  that  portion  of  the  metal  which  has  not  yet  solidified ;  in  a  word, 
the  alloy  of  lead  and  silver  melts  at  a  lower  temperature  than 
pure  lead.  By  methodically  remelting  and  recrystallizing  the 
lead  crystals  on  the  one  hand,  and  the  silver  alloy  on  the  other, 
it  has  been  found  profitable  to  extract  the  silver  from  lead  so  poor 
that  it  contained  less  than  one  thousandth  part  its  weight  of  tho 
precious  metal. 

When  in  thick  masses,  such  as  the  common  sheets  and  pipes  of 
commerce,  lead  is  scarcely  at  all  acted  upon  by  cold  sulphuric 
acid,  and  is  but  slowly  corroded  by  chlorhydrio  acid.  Both 
these  acids  form,  by  uniting  with  lead,  difficultly  Soluble  salts ; 
aud  so  soon  as  a  layer  of  the  salt  has  once  been  deposited  upon 
the  surface  of  the  metal,  the  latter  is  thereby  protected*  from 
further  corrosion.  By  hot,  concentrated  sulphuric  acid,  however, 
lead  is  dissolved  rather  easUy.     The  best  solvent  of  metallic 
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lead  18  dilnted  nitrio  acid ;  strung  nitric  acid  iw'ill  not  dissolve  it 
readily,  since  nitrate  of  lead  is  well  nigh  insoluble  in  concen- 
trated nitric  acid. 

571.  Oxides  of  Lead, — When  a  compact  piece  of  metallic  lead 
is  freshly  cut,  it  exhibits  considerable  lustre,  and  this  lustre  may 
be  preserved  unimpaired  by  keeping  the  lead  in  perfectly  dry  air, 
or  beneath  the  surface  of  pure  water  fvee  from  air  (§  47).  Bat 
by  exposure  to  ordinary  air  the  brilliant  surface  soon  tarnishes,  in 
consequence  of  the  formation  of  a  thin  coating  of  suboxide  of  lead; 
this  incrustation  protects  the  metal  beneath  from  further  oxida- 
tion. Finely  divided  lead,  on  the  contrary,  soon  changes  com- 
pletely to  suboxide  when  exposed  to  the  air.  If  the  metal  be  fine 
enough,  it  will  oxidize  instantaneously,  with  evolution  oi  light 
and  heat,  and  formation  of  yellow  protoxide  of  lead. 

£xp,  205. — Prepare  a  small  quantity  of  tartrate  of  lead,  as  follows. 
Dissolve  0*25  grm.  of  common  sugar  of  lead  (acetate  of  lead)  in  8  or 
10  c.  c  of  water,  alfto  distsoWe  0*1  grm.  of  tai'taric  acid  in  4  or  6  c.  e. 
of  water,  and  mix  the  two  solutions.  Collect  upon  a  iilter  the  white 
precipitate  of  tartrate  of  lead  which  will  be  formed,  wash  it  with 
water,  then  unfold  the  filter  and  spread  it  out  with  its  contents  to  dry 
in  the  air,  or,  better,  at  a  gentle  heat  upon  a  ring  of  the  iron  stand,  high 
above  a  single  gas-flame. 

Fill  an  ignition-tube  one-third  full  of  the  dry  tartmte  of  lead,  and 
heat  it  upon  a  sand-bath  so  long  as  any  fumes  escape,  then  cork  the 
tube  tightly  and  set  it  aside  to  cool.  Holding  the  cooled  tube  high 
in  the  air,  sprinkle  its  contents  upon  a  plate,  and  observe  that  the  black 
powder  takes  fire  spontaneously,  and  bums  with  a  red  fl/ish.  The 
composition  of  tartrate  of  lead  may  be  represented  by  the  formula 
C^HfPbsO,;  on  being  heated  this  substance  gives  off  water  and  car- 
bonic oxide,  as  may  be  seen  by  lighting  the  fumes  which  escape  fiom 
tlie  tube,  and  there  is  left  as  a  residue  an  intimate  mixture  of  carbon 
and  of  metallic  lead,  so  finely  divided  that  it  inflames  in  ordinary  air.  A 
spontaneously  inflammable  mixture  such  as  this  is  called  &pyrophorta. 

572.  Lead  is  far  more  readily  oxidized  by  the  continued  action 
of  air  and  water  than  by  ordinary  moist  air.  When  exposed  to 
the  simultaneous  or  alternate  action  of  these  agents,  a  coating  of 
the  white  hydratcd  protoxide  of  lead  is  rapidly  formed  ;  but  as 
this  compound  is  somewhat  soluble  in  water,  it  is  continually  dis- 
solved away  and  affords  little  or  no  protection  to  the  lead  beneath* 
The  corrosive  action  of  water  upon  lead  is  modified  very  mate- 
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rially  by  the  presence  of  small  qaantities  of  various  saline  sub- 
stances. Water  containing  traces  of  nitrates,  nitrites,  and  chlo- 
rides corrodes  lead  more  rapidly  than  pure  water,  while  the 
corrosive  action  of  pure  water  appears  to  be  diminished  by  the 
presence  of  sulphates,  phosphates,  and  carbonates,  oxide  of  lead 
being  scarcely  at  all  soluble  in  water  which  contains  these  salts  in 
solution.  Water  containing  a  solution  of  carbonate  of  calcium  in 
carbonic  acid,  such  as  is  frequently  met  with  in  nature,  has  been 
found  to  have  remarkably  little  action  upon  lead ;  in  such  water 
a  coating  of  insoluble,  or  nearly  insoluble  carbonate  of  lead  is 
formed  upon  the  metal,  which  protects  it  from  further  action. 
But,  on  the  other  hand,  water  which  contains  much  free  carbonic 
acid  dissolves  away  the  protective  coating  and  exposes  fresh  sur- 
faces of  lead  to  corrosion.  As  a  general  rule,  the  acids,  even  when 
very  dilute,  greatly  accelerate  the  oxidation  of  lead  in  the  air ; 
and  the  same  remark  is  true  of  organic  substances  and  of  metals, 
the  first  by  their  decay,  the  second  by  the  galvanic  action  which 
their  presence  excites. 

Since  solutions  of  lead  are  poisonous,  and  sinco  the  metal  is 
employed  to  an  enormous  extent  for  cisterns  and  conduits,  a 
knowledge  of  the  action  of  water  upon  lead  is  very  important  in 
a  sanitary  point  of  view.  The  question  has  consequently  engaged 
the  attention  of  many  chemists,  and  has  been  much  discussed. 
It  has  been  proved  by  numberless  experiments  that  the  action  of 
natural  waters  upon  lead  is  so  general  that  it  is  rare  to  find  any 
sample  of  water,  which  has  been  kept  in  a  leaden  cistern,  wholly 
free  from  traces  of  that  metal.  The  opinion  of  most  chemists  is  at 
this  time  (1867)  decidedly  adverse  to  the  use  of  leaden  water-pipes 
in  houses,  in  spite  of  the  fact  that  the  metal  is  nowadays  employed 
for  this  purpose  almost  ever3rwhere  with  apparent  impunity. 

When  lead  is  melted  in  the  air  it  oxidizes  readily,  with  for- 
mation at  first  of  gray  suboxide,  and  afterwards  of  the  yellow 
protoxide. 

573.  Suboande  of  Lead  {^\0)  may  be  prepared  in  a  state  of 
purity  by  cautiously  hating  oxalate  of  lead  at  a  temperature  not 
exceeding  300^  in  a  retort  from  which  air  is  excluded,  so  long  as 
any  gas  is  evolved : — 

2PbC,0^  =  Pb,0  +  CO  +  3C0,. 
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After  the  retort  has  become  cold,  suboxide  of  lead  will  be  found 
n  it  as  a  black  vel^retj  powder.  It  is  decomposed  bj  acids,  with 
formation  of  salts  of  protoxide  of  lead,  and  separation  of  metallic 
lead. 

574.  Protoxide  of  Lead  (PbO),  commonly  called  litharge,  may 
be  obtained  as  a  lemon-yellow  powder  by  gently  igniting  nitrate, 
carbonate,  or  oxalate  of  lead  upon  an  iron  plate,  or  in  an  open 
porcelain  crucible.  The  oxide  fuses  at  a  red  heat,  and  when 
melted  in  vessels  of  porcelain  or  earthenware  it  rapidly  destroys 
them  by  combining  with  their  silica,  an  easily  fasible  slag  or 
glasA  composed  of  double  silicates  of  lead,  aluminum,  iron,  &c. 
being  formed.  Silicate  of  lead  is  an  actual  constituent  of  the  easily 
fusible  variety  of  glass  known  as  flint  glass  (see  §  492,  and  Ap- 
pendix, §  3). 

In  the  arts,  lithai^  is  prepared  upon  the  large  scale  by  heating 
metallic  lead  in  a  current  of  air ;  the  color  and  texture  of  the  pro- 
dact  varies  considerably  according  to  the  temperature  and  the 
other  conditions  under  which  it  has  been  prepared. 

Exp.  296. — ^Heat  a  small  fragment  of  lead  upon  charcoal  in  the 
oxidizing  flame  of  the  blowpipe,  and  observe  the  gray  film  of  sub- 
oxide which  forms  at  first,  and  the  yellow  incrustation  of  litharge 
which  is  obtained  subsequently.  The  litharge  may  be  melted  if  a 
strong,  hot  flame  be  thrown  upon  it. 

This  property  of  lead,  of  rapidly  oxidizing  when  heated  in  the  air, 
taken  in  connexion  with  the  easy  fusibility  of  the  oxide,  is  the  basis 
of  the  common  method  of  separating  lead  and  silver  in  the  large  way, 
known  as  cupellation.  The  iridescent  film  of  litharge  continually 
formed  upon  the  surface  of  the  molten  metal  as  incessantly  flows  off, 
exposing  new  surfaces  of  the  metal  to  the  action  of  the  air.  The 
silver,  on  the  other  hand,  undergoes  little  or  no  change,  and  when  the 
lead  has  been  completely  burned  the  nlver  appears  in  all  its  brilliant 
whiteness. 

The  cupel  is  a  shallow  cup  or  basin,  composed  either  of  marl  or  of 

mixture  of  bone-ash  and  wood-ashes  firmly  compacted  and  beaten  to 
a  smooth  surface,  which  may  be  placed  either  in  the  mufiie  of  an  assay 
furnace,  upon  the  hearth  of  a  reverberatoiy,  or  in  any  position  where 
it  can  be  strougly  heated  at  the  same  time  that  a  free  current  of  air 
plays  over  its  surface.  A  charge  of  argentiferous  lead  having  been 
melted  upon  the  cupel,  new  portions  of  the  lead  are  added  as  fast  as 
the  melted  litharge  flows  off  from  the  convex  surface  of  the  metal  and 
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me^es  room  for  these  additions,  nntil  an  alloy  yery  rich  in  silver  has 
been  obtained.  This  alloy  is  then  cupelled  until  the  last  traces  of  lead 
have  been  removed,  and  the  silver  is  left  pure  and  glistening.  In 
cupelling  upon  the  small  scale,  for  purposes  of  assaying,  the  cupel  is 
made  of  bone-ash  of  such  quality  that  the  litharge  may  be  absorbed 
into  the  substance  of  the  cupel,  and  not  flow  off  through  gutters  upon 
its  edge,  as  is  the  case  in  large  metallurgical  operations. 

575.  Protoxide  of  lead  unites  readily  with  acids,  and  forms 
many  important  salts.  When  in  the  state  of  powder,  it  even 
absorbs  a  certain  amount  of  carbonic  acid  from  the  air ;  hence 
the  powdered  litharge  of  commerce  always  contains  more  or  less 
carbonate  of  lead,  and  therefore  effervesces  on  being  treated  with 
acids,  as  has  been  seen  in  Exp.  42.  As  a  general  rule,  it  is  far 
better  to  prepare  the  salts  of  lead  by  dissolving  the  protoxide  in 
acids,  than  to  treat  the  metal  itself  with  acids.  Protoxide  of 
lead  has  a  remarkable  tendency  to  form  basic  salts ;  thus  besides 
the  normal  nitrate  (PbO.N^O,)  there  is  a  dinitrate  (2PbO,NaO,), 
a  trinitrate  (3PbO,N,0,),  a  tetranitrate  (4PbO,N^O,),  and  a  hexa- 
nitrate  (6PbO,N,0,). 

Thoagh  a  strong  base  as  regards  the  acids,  protoxide  of  lead 
behaves  like  an  acid  towards  the  alkalies  and  alkaline  earths. 
For  example,  it  dissolves  readily  in  soda  or  potash  lye,  with  for- 
mation of  plumbite  of  sodium,  or  of  potassium,  as  the  case  may 
be.  The  term  plombite,  like  the  symbol  of  lead,  Pb,  is  derived 
from  plumbum,  the  Latin  name  of  the  metal. 

676.  Peroxide  of  Lead  (PbO  J  may  be  prepared  by  oxidizing 
the  protoxide — for  example,  by  passing  a  current  of  chlorine  gas 
through  water  in  which  protoxide  of  lead  is  kept  suspended  by 
agitation,  or  as  follows : — 

JSxp.  297. — ^Place  8  or  10  grms.  of  very  finely  powdered  sugar  of 
lead  in  a  capacious  porcelain  dish,  cover  the  salt  with  a  filtered  solu- 
tion of  bleaching-powder  (§  563),  heat  the  solution  to  boiling,  and 
maintain  it  at  this  temperature,  until  the  escaping  vapors  smell 
strongly  of  acetic  acid ;  then  pour  the  contents  of  the  dish  upon  a 
filter,  and  wash  with  water  the  dark-brown  powder  of  peroxide  of 
lead  which  has  been  formed. 

Peroxide  of  lead  may  be  easily  obtained  also  by  digesting  red  lead 
with  dilute  nitric  acid,  as  will  appear  in  the  following  paragraph. 

Peroxide  of  lead  is  a  powerful  oxidizing  agent ;  it  readily  gives 
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.  In  testing  for  tEe  presence  of  lead  in  exceseiTely  dilnte  solntionsy 
lachy  for  example,  as  water  drawn  from  leaden  pipes,  it  is  well  to 
evaporate  the  liquid  to  a  small  bulk  in  a  porcelain  di^h,  to  acidulate 
the  concentrated  liquor  yery  slightly  with  nitric  acid,  and  then  to 
transfer  it  to  a  beaker  glass.  The  liquid  should  then  be  saturated 
with  sulphuretted  hydrogen  gas,  the  beaker  covered  with  a  glass  plate, 
and  left  to  stand  during  seyeral  hours  in  a  moderately  warm  room. 
If  lead  be  present,  it  will  be  indicated  after  a  while  either  by  the 
brown  coloration  of  the  liquid,  or  by  the  actual  separation  of  a  Uack 
powder  at  the  bottom  or  upon  the  sides  of  the  glass. 

580.  Sulphide  of  lead  is  volatile  at  bigb  temperatures,  and  is 
often  found  in  the  cracks  and  upon  the  walls  of  smelting  for- 
naces,  in  the  form  of  crystals,  which  have  been  deposited  by  sub- 
limation. By  virtue  of  the  volatility  of  its  sulphide,  lead  may  be 
transported  to  very  considerable  distances  from  furnaces  where 
ores  containing  galena  are  roaated  or  reduced.  It  has  beea 
found,  moreover,  that  growing  plants  are  capable  of  taking  up 
the  lead  thus  deposited,  and  of  assimilating  a  certain  portion  of  it 
in  their  tissues.  Comparative  experiments  made  at  very  high 
temperatures  have  shown  that  galena  may  lose  as  much  as  3*7 
per  cent,  of  its  weight  by  volatilizatioui  while  metallic  lead,  ex- 
posed to  the  same  conditions,  loses  less  than  O'l  per  cent. 

Sulphide  of  lead,  like  the  sulphides  of  the  alkali-metals  and 
those  of  the  alkaline-earthy  metals,  acts  as  a  sulphur  basA; 
with  sulphantimonic  acid,  for  example,  it  unites  to  form  a  salt, 
3FbS,SbSf,  analogous  to  that  formed  by  the  union  of  antimonie 
acid  and  oxide  of  lead,  3PbO,SbO,. 

681.  Chloride  of  Lead  (PbClj).— Metallic  lead  is  but  slowly 
acted  upon  by  chlorine,  or  by  chlorhydric  add,  though  hot  chlor- 
hydric  acid  dissolves  a  little  of  it  with  formation  of  chloride  of 
lead  and  evolution  of  hydrogen,  even  when  out  of  contact  with 
the  air;  the  chloride  may,  however,  be  readily  prepared  by 
digesting  oxide  or  carbonate  of  lead  in  chlorhydric  acid,  or  by 
mixing  the  solution  of  almost  any  lead  salt  with  chlorhydric  acid, 
or  with  a  solution  of  some  soluble  chloride : — 

PbN.O,  +  2NaCl  «  PbCl,  +  Na.N.O,. 

Chloride  of  lead  is  but  sparingly  soluble  in  cold  water,  and  is 
.still  less  soluble  in  water  acidulated  with  chlorhydric  acid ;  hence 
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it  may  readHy  be  precipitated  as  above  described,  and  collected 
upon  a  filt.T.  In  hot  water,  however,  it  dissolves  ratber  easily, 
and  it  is  somewhat  solnble  in  concentrated  acid  also. 

£xp.  301. — Boil  together,  in  a  small  flask,  1  grm.  of  litharge,  14 
grms.  of  strong  chlorhydric  acid,  and  14  grms.  of  water,  daring  16  or 
20  minutes.  Pour  the  mixture  upon  a  filter  supported  in  a  funnel 
which  has  been  gently  warmed  by  holding  it  over  the  flame  of  the 
gas-lamp,  and  collect  the  clear  filtrate  in  a  warm  bottle.  As  the  sola* 
tion  cools,  lustrous  needlenshaped  crystals  of  chloride  of  lead  will 
form  in  it 

Exp.  302. — Pour  ofi*  the  cold  supernatant  liquor  from  the  crystals  of 
chloride  of  lead  obtained  in  Exp.  301,  place  the  crystals  upon  a  frag- 
ment of  porcelain,  dry  tbem  at  a  gentle  heat,  and  finally  heat  them 
more  strongly.  It  wQl  be  found  that  the  crystals  melt  very  easily, 
and  that  on  cooling  they  solidify  to  a  soft  translucent  homy  mass, 
whence  tbe  old  name  of  this  substance,  horn-lead. 

682.  The  oompoands  of  lead  with  iodine,  bromine,  and  fluorine 
are  analogous  to  chloride  of  lead.  The  iodide  is  remarkable  on 
account  of  its  beautiful  yellow  color,  which  may  readily  be  shown 
by  adding  a  drop  or  two  of  a  solution  of  iodide  of  potassium  to  a 
small  quantity  of  a  solution  of  nitrate  of  lead. 

Of  the  numerous  other  salts  of  lead  little  need  here  be  said. 
The  nitrate  and  tartrate  have  already  been  prepared  (Exps.  42, 
295) ;  we  have  obtained  the  sulphate  also  as  a  white,  nearly 
insoluble  powder  by  adding  water  to  concentrated  sulphuric  acid, 
and  it  may  be  had  in  any  quantity  by  mixing  the  solution  of  a 
lead  salt  with  dilute  sulphuric  acid,  or  with  the  solution  of  a 
soluble  sulphate.  Acetate  of  lead,  one  of  the  most  important  of 
the  lead  salts,  and  the  one  most  readily  to  be  procured  in  com- 
merce in  a  state  of  purity,  is  prepared  by  dissolving  oxide  of  lead 
directly  in  acetic  acid  such  as  is  obtained  in  the  distillation  of 
wood  (§  380),  or  indirectly  by  moistening  plates  of  metallic  lead 
with  vinegar  in  vessels  open  to  the  air.  It  crystallizes  readily, 
is  easily  soluble  in  water,  and  has  a  sweet,  astringent  taste, 
whence  the  name,  sw/ar  of  lead.  Like  the  other  lead  salts,  it  is 
highly  poisonous.  It  is  employed  for  many  purposes  in  the  arts, 
and  is  in  particular  much  used  in  medicine.  Carbonate  of  lead 
(PbCO,),  or  rather  compounds  of  carbonate  of  lead  and  of  hydrate 
of  lead  in  varying  proportions,  are  used  to  an  enormous  extent  aa 
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a  white  paint,  under  tlie  general  name  of  white  lead.  The  oom- 
position  of  this  substance  may  usually  be  expressed  bj  a  formula 
lying  within  the  limits  PbC03,PbHjOj,  upon  the  one  hand,  and 
SPbCOjjPbHgO,  on  the  other.  As  contrasted  with  the  other 
white  pigments  it  possesses  remarkable  covering-power  and  dura- 
bility, and  is  consequently  much  esteemed  in  spite  of  its  high 
cost,  its  injurious  influence  upon  the  health  of  workmen  who 
have  to  do  with  it,  and  the  fact  that  it  is  discolored  by  air 
containing  sulphuretted  hydrogen.  White  lead  is  often  adul- 
terated with  sulphate  of  barium,  with  oxide  of  zinc,  and  with 
gypsum.  It  is  usually  prepared  by  bringing  carbonic  add,  ob- 
tained from  decaying  vegetable  matter,  or  from  the  combustion  of 
fuel,  into  contact  with  basic  acetate  of  lead, — the  latter  being  pre- 
pared in  this  case  either  by  mixing  litharge  and  vinegar  to  the 
consistence  of  a  paste,  or  by  exposing  rolls  of  sheet  lead  to  the 
simultaneous  action  of  vapors  of  vinegar  and  air,  or  by  actually 
dissolving  an  excess  of  litharge  in  vinegar.  Sometimes  the  car- 
bonic acid  is  made  to  act  upon  the  subacetate  at  the  very  moment 
when  it  is  being  formed,  while  at  other  times  the  acetate  is  pre- 
pared by  itself,  and  subsequently  treated  with  carbonic  acid. 

583.  Silicate  of  lead  is  of  interest  from  being  an  important 
ingredient  of  flint  glass ;  a  certain  proportion  of  it  renders  glass 
lustrous  and  very  beautiful.  Such  glass  is,  however,  soft,  easily 
fusible,  and  incapable  of  bearing  sudden  changes  of  temperature ; 
it  is,  moreover,  rather  easily  acted  upon  by  alkalies,  acids,  and 
other  chemical  agents,  and  is  hence  comparatively  useless  in  the 
chemical  laboratory. 

584.  In  many  points  of  chemical  behavior  the  compounds  of 
lead  resemble  more  or  less  clearly  the  corresponding  compounda 
of  barium,  strontium,  and  calcium.     Its  compounds  are  moreover 

somorphous  with  those  of  the  metals  in  question,  and  its  atom, 
like  the  atoms  of  these  metals,  is  bivalent.  Lead  is  therefore 
classed  as  a  member  of  the  calcium  group,  though,  as  is  the  case 
with  fluorine  in  the  chlorine  group,  it  differs  in  some  respects 
from  the  other  members  of  the  family.  The  specific  gravity  of 
lead  is  11*4,  and  its  atomic  weight  207.  The  specific  gravity  of 
carbonate  of  lead  is  6*5,  and  that  of  sulphate  of  lead  is  6*2. 
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CHAPTER  XXIX. 

XAGNESIU  M — Z  I K  C — C  A  D  H  I  TJ  M. 
KAONESIXTK. 

585.  This  metal,  or  rather  its  oxide,  was  formerly  classed  with 
the  group  which  comprises  the  alkaline  earths,  but  it  is  now 
known  to  be  more  closely  connected  with  zinc  and  cadmium  than 
with  any  other  of  the  elements.  It  is  found  widely  diffused,  and 
rather  abundantly,  in  nature.  The  bitter  taste  of  sea- water  and 
of  some  mineral  waters  is  due  to  the  presence  of  magnesium  salts, 
while  silicate  of  magnesium  and  carbonate  of  magnesium  are  con- 
tained in  a  variety  of  minerals  and  in  such  common  rocks  as 
dolomite,  serpentine,  soapstone,  and  talc. 

686.  Metallic  magnesium  may  be  prepared  by  heating  anhy- 
drous chloride  of  magnesium  with  sodium  in  a  crucible  of  por- 
celain or  platinum,  and  subsequently  dissolving  out  in  cold  water 
the  chloride  of  sodium  which  results  from  the  reaction.  Mag- 
nesium is  a  lustrous  metal,  as  white  as  tin ;  its  specific  gravity  is 
1*75,  and  its  atomic  weight  24.  It  does  not  tarnish  in  dry  air, 
though  in  damp  air  it  soon  becomes  covered  with  a  film  of  hy- 
drate of  magnesium.  It  melts  at  a  low  red  heat,  and  volatilizes 
at  higher  temperatures ;  it  may  be  readily  distilled  at  a  bright 
red  heat.  When  heated  strongly  in  the  air  it  takes  fire  and 
bums  with  a  bluish-white  light  of  great  brilliancy  and  high 
actinic  power.  The  metal  is  employed  by  photographers  for 
illuminating  caverns  and  other  places  into  which  sunlight  cannot 
penetrate,  and  in  cloudy  weather  it  is  even  used  by  them  as  a 
substitut.e  for  daylight.  The  metal  can  be  pressed  into  wire  or 
into  thin  ribbons,  and  a  considerable  quantity  of  it  is  now  used 
in  both  these  forms  for  purposes  of  illumination,  as  above  stated. 
Magnesium  lanterns  are  much  used  in  theatres  for  illuminating 
scenery  and  tableaux.  The  white  light  has  the  advantage  of 
showing  colors  just  as  they  look  by  daylight.  For  scenic  effects 
the  light  may  be  modified  by  transmission  through  colored  glass. 
Magnesium  is  only  slowly  acted  upon  by  cold  water,  but  is 
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rapidly  oxidized  by  hot  water  and  by  water  acidulated  witb 
almost  any  acid ;  oxido  of  magnesiiim  is  formed  and  hydrogen 
set  free. 

587.  Oaide  of  Magnmum  (MgO). — ^There  is  bnt  oiie  com- 
pound of  magnesium  and  oxygen;  it  is  obtained  as  a  white 
amorphous  powder  when  magnesium  is  burnt  in  the  air,  or  when 
carbonate^  chloride,  or  nitrate  of  magnesium  is  ignited. 

Exp,  803. — Roll  10  or  12  cm.  of  magnesium  wire  or  thin  ribbon 
into  a  coil  around  a  email  pencil ;  withdraw  the  pencil  and  place  in 
its  stead  a  piece  of  iron  wire  or  a  knitting-needle ;  holding  this  wire 
horizontally,  apply  a  lighted  match  to  the  end  of  the  magnesium  coil; 
the  magnesium  will  bum  to  the  white  oxide,  which  coheres  ul  an  im- 
perfect coil,  clinging  to  the  iron  wire.  A  portion  of  the  oxide  goes  off 
as  white  smoke.  The  magnesium  wire  for  this  experiment  may  be 
procured  at  toy-shops  as  well  as  of  dealers  in  fine  chemicals. 

The  oxide  is  tasteless  and  odorless;  it  is  soluble  to  a  very 
slight  extent  in  water,  and  the  solution  has  an  alkaline  reaction. 
The  specific  gravity  of  the  solid  oxide,  or  magnesia,  as  it  is  often 
called,  varies  from  3*07  to  3*2  as  ordinarily  prepared;  but  on 
being  very  strongly  ignited  it  becomes  denser,  and  samples  have 
been  prepared  in  this  way  of  specific  gravity  as  high  as  3*61. 

The  light  powdery  oxide  of  magnesium  known  as  <<  calcined 
magnesia,"  which  is  prepared  by  gentle  but  prolonged  ignition 
of  the  hydrated  carbonate,  differs  materially  in  several  parti- 
culars from  the  more  compact  oxide  obtained  by  calcining  nitrate 
or  chloride  of  magnesium  at  high  temperatures,  or  by  intensely 
heating  the  powdery  oxide.  Common  calcined  magnesia  is,  for 
example,  readily  soluble  in  acids ;  but  after  the  oxide  has  beon 
exposed  to  very  high  temperatures  it  dissolves  but  slowly  even  in 
the  strongest  acids.  Similar  diiferences  between  the  products  ob- 
tained at  high  and  at  low  temperatures  are  met. with  among  the 
oxides  of  almost  all  the  metals  hereafter  to  be  studied. 

588.  A  compact  variety  of  oxide  of  magnesium,  obtained  by 
heating  the  nitrate  or  chloride  to  bright  redness,  but  no  higher, 
exhibits  remarkable  hydraulic  properties.  On  being  wet  it 
quickly  combines  with  a  portion  of  water,  and  is  converted  into 
a  crystallized  hydrate  of  compact  texture,  harder  than  marble^ 
and  of  great  durability. 
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A  miztme  of  equal  parts  of  the  hydraulic  magnesia  and  of 
chalk,  or  powdered  marble,  made  into  paste  with  water,  yields 
a  slightly  plastic  mass,  which  admits  of  being  readily  pressed 
into  any  desired  shape ;  if  the  moulded  mateiial  be  then  placed 
in  water  it  will  become,  after  some  time,  extremely  hard  and 
compact  (§  591). 

Oxide  of  magnesium  is  altogether  infusible  at  temperatures 
short  of  that  of  the  oxyhydrogen  flame.  Very  excellent  cru- 
cibles for  scientific  purposes  are  prepared  by  compressing  oxide 
of  magnesium  into  suitable  forms.  These  crucibles  undergo  far 
less  change  in  the  air  than  those  made  from  lime ;  and  like  the 
lime  crucibles  they  do  not  unite  with  oxide  of  iron  and  the  other 
metallic  oxides  to  form  the  fusible  slags  or  glasses  which  are  so 
annoying  in  the  ordinary  crucibles,  of  which  silicic  acid  is  an 
essential  component. 

589.  Chloride  of  Magnesium  (Mgd^^)  is  found  in  sea-water 
and  in  many  saline  springs.  It  is  formed  when  magnesium 
is  burnt  in  chlorine  gas,  when  a  current  of  chlorine  is  passed 
over  a  red-hot  mixture  of  charcoal  and  oxide  of  magnesium, 
and,  in  combination  with  water,  by  dissolving  oxide  of  mag- 
nesium in  chlorhydric  acid.  It  is  remarkable  that  the  hydrated 
chloride  last  mentioned  cannot  be  made  anhydrous  by  evaporation 
and  ignition  without  some  decomposition  of  the  chloride ;  oxide 
of  magnesium  is  formed  and  chlorine  goes  off  in  combination 
with  hydrogen  as  chlorhydric  acid. 

690.  Sulphate  of  Magnesium  (MgSOJ,  or  rather  the  hydrated 
compound  (MgS0^+7H,0),  is  largely  employed  as  a  medicament 
under  the  name  of  Epsom  salts.  It  is  obtained  not  only  from 
the  mineral  spring  at  Epsom,  in  England,  and  from  various  other 
springs,  but  is  also  prepared  from  sea- water,  and  by  dissolving 
the  minerals  serpentine  (silicate  of  magnesium),  magnesite  (car- 
bonate of  magnesium),  and  dolomite  (carbonate  of  magnesium 
and  of  calcium),  in  snlphuric  acid.  Hydrated  sulphate  of  mag- 
nesium is  a  colorless  crystalline  salt,  readily  soluble  in  water, 
and  possessing  the  peculiar  bitter  taste  common  to  most  of  the 
soluble  magnesium  compounds.  It  is  often  employed  in  labo- 
ratories aa  the  source  from  which  to  prepare  other  magnesium 
salts. 
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691.  Carbonate  of  Magnesium  (MgCO,)  is  found  as  a  mineral 
in  nature,  and  with  dae  care  may  be  prepared  artificially.  As 
met  with  in  commerce,  however, — the  magnesia  alba  of  the 
shops,  prepared  by  mixing  hot  solutions  of  sulphate  of  magnesium 
and  carbonate  of  sodium, — ^it  is  mixed  with  varying  proportions 
of  hydrate  of  magnesium.  This  compound  is  employed  as  a 
medicament.  A  compound  of  carbonate  of  magnesium  and 
carbonate  of  calcium  occurs  abundantly  in  nature  as  the  mineral 
dolomite,  constituting  extensive  beds  in  various  regions.  Dolo- 
mite is  much  more  slowly  soluble  in  acids  than  true  limestone, 
but  when  heated  with  a  dilute  acid  it  elServesces  readily.  Wben 
burnt,  at  temperatures  so  low  that  the  carbonic  acid  shall  be 
expelled  only  from  the  magnesium  salt,  while  the  carbonate  of 
calcium  remains  unaltered,  dolomite  affords  an  hydraolic  cement, 
preferable  in  many  respects  to  ordinary  lime.  The  product  of 
the  calcination  "sets"  rapidly  under  water,  and  is  converted 
into  a  hard  compact  stone  (§  688).  Citrate  of  magnesium,  a 
preparation  made  from  carbonate  of  magnesium  and  citric  acid, 
is  also  largely  employed  as  a  medicament. 

Of  the  other  salts  of  magnesium,  none  are  of  sufficient  im- 
portance to  be  described  in  this  manual.  Most  of  them  are 
easily  soluble  in  water;  hence  the  insoluble  double  phosphate 
of  magnesium  and  of  ammonium  (MgNH^PO^-f-6HjjO),  obtained 
by  adding  ordinary  diphosphate  of  sodium  to  a  mixture  of 
ammonia-water  and  any  magnesium  salt,  is  of  importance  to 
the  analyst,  since  by  means  of  it  magnesium  may  be  separated 
from  its  solutions.  It  should  be  observed  that  the  ready 
solubility  of  sulphate  of  magnesium  is  in  marked  contrast  with 
the  insolubility  of  the  sulphates  of  the  alkaline-earthy  group 
of  metals, 

znro. 

592.  Ores  of  zinc  occur  in  oonsiderable  abundance  in  several 
localities.  The  metal  is  extracted  from  the  carbonate,  oxide, 
silicate,  and  sulpbide.  The  carbonate  and  sulphide  are  first 
roasted  in  order  to  convert  them  into  oxides,  and  the  oxide  is 
tbcn  reduced  by  means  of  hot  charcoal,  in  earthen  retorts  or  in 
crucibles  provided  with  iron  delivery- tubes.    Since  metallic  zinc 
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is  volatile  at  high  temperatares,  it  distils  over  from  the  retorts 
as  fast  as  it  is  formed  and  is  condensed  in  receivers. 

Zinc  is  a  bluish-white  metal  of  crystalline  texture,  brittle  at 
the  ordinary  temperature,  and  also  when  heated  above  200°,  but 
a  temperature  of  about  130°  or  140®  it  may  easily  be  rolled  out 
or  hammered  into  sheets.  The  metal  melts  at  425°  and  boils  at 
a  bright-red  heat ;  in  presence  of  air  the  red-hot  metal  takes  fire 
and  bums  with  a  brilliant  bluish-white  light  and  formation  of  a 
dense  cloud  of  white  oxide  of  zinc. 

Exp,  804 — Melt  200  or  800  grms.  of  metallic  zinc  in  a  small 
Hessian  crucible,  or  in  an  iron  ladle,  placed  in  an  anthracite  fire. 
Remove  the  crucible  from  the  fire  by  means  of.  appropriate  tongs 
(Appendix,  §  27),  and  pour  its  contents  in  a  very  fine  stream  into  a 
pail  full  of  cold  water,  taking  care  to  hold  the  crucible  at  a  distance 
of  6  or  6  feet  above  the  pail.  Replace  the  empty  crucible  in  the 
fire,  in  order  that  it  may  be  ready  for  Exp.  805. 

The  small  thin  pieces  of  zinc  which  will  be  found  in  the  pail  when 
the  water  is  poured  away,  are  known  as  grantdated  or  feathered  zinc. 
This  process  of  granulation  may  be  conveniently  applied  to  any  of  the 
other  easily  fusible  metals,  such  as  bismuth,  lead,  or  tin,  when  they 
are  required  in  a  finely  divided  condition. 

Granulated  zinc  is  much  used  in  chemical  laboratories,  for  a  variety 
of  purposes,  but  particularly  for  preparing  hydrogen  (§  60).  In  order 
that  it  may  be  fit  for  this  purpose,  it  is  best  to  heat  the  melted  metal 
nearly  to  redness  before  pouring  it  into  the  water ;  for  it  has  been 
noticed  that  when  zinc  is  melted  at  the  lowest  possible  temperature 
and  then  immediately  poured  into  water,  the  granules  obtained  are 
but  slowly  acted  upon  by  dilute  sulphuric  acid,  while  another  portion 
of  the  same  metal,  heated  nearly  to  redness,  and  then  granulated,  is 
readily  soluble  in  the  acid.  If  the  hot  metal  be  poured  upon  a  warm 
iron  plate,  it  will  be  found  to  be  still  more  readily  soluble  in  acids 
than  that  which  has  been  suddenly  cooled  by  the  water. 

Exp,  305. — Dry  20  grms.  of  the  granulated  zinc  of  Exp.  804,  and 
mix  it  intimately  in  a  mortar  with  40  grms.  of  crude  saltpetre ;  remove 
the  empty  crucible  of  Exp.  804  from  the  fire,  and  place  it  in  such 
position  that  any  fumes  which  may  subsequently  be  evolved  from  it 
shall  be  drawn  into  the  chimney.  By  means  of  a  spoon  or  ladle, 
project  into  the  red-hot  crucible  the  mixture  of  zinc  and  saltpetre, 
taking  cnre  to  stand  away  as  far  as  possible  from  the  crucible.  The 
metal  will  burn  fiercely,  at  the  expense  of  the  oxygen  in  the  saltpetre, 
for  the  most  part;  though  a  portion  of  it  will  be  volatilized  by  the 
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intense  heat  of  combustion,  and  converted  into  oxide  of  zinc  in  tiie 
air.  The  residue  in  the  crucible  is  a  soluble  compound  of  oxide  ot 
zinc  and  potash,  known  as  zincate  of  potassium. 

If  a  strip  of  thin  sheet  zinc  be  held  in  the  flaqie  of  the  gas-lamp, 
it  can  readily  be  biuned  to  oxide.  The  experiment  succeeds  best 
with  zinc  leaf,  which  instantly  bums  with  a  vivid  flame  and  forma- 
tion of  floating  flocks  of  the  white  oxide.  In  oxygen  gas,  zinc  bums 
with  peculiar  brilliancy. 

Zinc  is  not  much  acted  upon  either  by  moist  or  dry  air  at  the 
ordinary  temperature;  but  a  fresh,  bright  surface  of  it,  when 
exposed  in  a  moist  atmosphere,  soon  tarnishes  and  becomes 
covered  with  a  thin  film  of  basic  carbonate  of  zinc,  which  adheres 
closely  to  the  metal,  and  protects  it  from  further  change.  Owing 
to  this  durability,  the  metal  is  much  used  in  the  form  of  sheets. 
Sheet  iron  and  iron  wire  are  often  covered  with  a  protecting  coating 
of  zinc  by  simple  immersion  in  melted  zinc,  and  are  then  said 
(most  improperly)  to  be  galvanized.  The  specific  gravity  of  sine 
varies  from  6-8  to  7*3 ;  its  atomic  weight  is  65. 

593.  Zinc  is  readily  attacked  and  dissolved  by  acids,  with 
evolution  of  hydrogen  in  most  instances.  The  chemical  action  of 
dilute  acids  upon  zinc  is  a  very  common  source  of  that  peculiar 
mode,  of  force  called  a  galvanic  current.  There  are  few,  if  any, 
chemical  reactions  which  cannot  be  made  to  produce  electricity, 
and,  in  general,  the  more  powerful  the  chemical  action,  the  more 
powerful  is  the  electrical  action  which  results. 

Exp,  308. — Solder  a  piece  of  stout  copper  wire  to  one  end  of  a  strip 
of  sheet  zinc,  4  cm.  wide  by  10  cm.  long.  The  soldering  will  be 
readily  effected  by  rubbing  the  zinc  and  the  wire,  in  the  vicinity  of  the 
proposed  place  of  contact,  with  a  strong  solution  of  chloride  of  zinc, 
before  applying  the  melted  solder.  In  the  same  way,  solder  a  similar 
wire  to  a  like  strip  of  bright  sheet  copper.  Place  the  strips  of  zinc 
and  copper  in  a  tumbler  filled  with  water,  acidulated  with  l-12th  to 
I-lOth  its  volume  of  sulphuric  acid,  in  such  a  way  that  the  two  strips 
shall  not  touch  each  other  either  within  or  without  the  liquid.  So 
long  as  the  wires  coming  from  the  strips  of  metal  do  not  touch  each 
other,  the  copper  remains  quiescent,  while  the  zinc  is  attacked,  and 
bubbles  of  gas  rise  from  its  surface ;  but  if  the  two  copper  wires  are 
brought  into  close  contact,  by  means  of  a  binding-screw,  or  by  the 
application  of  solder,  the  following  phenomena  occur : — 1st  Minute 
bubbles  of  hydrogen  gas  will  be  evolved  from  the  surface  of  the  copper 
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plate.  2nd.  The  zinc  dissolves  more  rapidly  than  before ;  at  the 
close  of  the  experiment  sulphate  of  zinc  may  be  recovered  from  the 
liquid  in  the  beaker.  Srd.  This  transfer  of  the  hydrogen  from  the  zinc 
to  the  copper  instantly  ceases  if  the  contact  between  the  wires  is 
destroyed.  4th.  If  the  two  wires  be  connected  with  the  two  ends  of 
the  coil  of  wire  which  surrounds  the  magnetic  needle  of  the  common 
galvanometer,  the  deflection  of  the  suspended  needle  will  demonstrate 
the  fact  that  an  electric  current  is  passing  through  the  wires  from  one 
plate  of  metal  to  the  other. 

This  conversion  of  chemical  force  into  electrical  force  ia  a  stri- 
king illastration  of  the  doctrine  that  all  physical  forces  arc  corre- 
lated. The  preceding  experiment  well  illustrates  the  principle 
on  which  a  large  class  of  batteries  employed  in  telegraphing  and 
in  electro-metallux^  are  constructed  and  worked,  except  that 
the  corrosion  of  the  zinc  is  generaUy  hindered  by  coating  it  with 
mercury.  Artificial  products,  like  metals,  acids,  and  saline  solu- 
tions, are  used  to  supply  all  the  chemical  force  which  is  imme- 
diately converted  into  and  utilized  as  electrical  force  in  the  useful 
arts.  We  have  not  yet  succeeded  in  realizing  as  electricity  any 
considerable  proportion  of  the  prodigious  chemical  force  ^hich  is 
incessantly  active  in  the  common  processes  of  combustion. 

594.  Zinc  dissolves  in  hot  solutions  of  the  caustic  alkalies  as 
well  as  in  acids ;  hydrogen  is  given  off  and  a  zincate  of  the  alkali 
formed : — 

Zn  +  2NaH0  «  Na,ZnO,  +  2H. 

When  immersed  in  the  solution  of  a  lead  salt,  such  as  the 
nitrate  or  acetate,  zinc  dissolves  and  lead  is  deposited  in  the 
metallic  state : — 

PbN.O,  +  Zn  =  ZnN,0,  +  Pb. 

JSxp.  307. — Dissolve  10  grms.  of  acetate  of  lead  in  250  c.  c.  of  water, 
add  a  few  drops  of  acetic  acid  in  order  to  dissolve  the  cloudy  precipi- 
tate of  carbonate  of  lead,  which  is  formed  from  the  carbonic  acid  in 
the  water,  pour  the  solution  into  a  wide-mouthed  bottle  and  suspend 
m  it  from  the  cork  a  strip  of  sheet  zinc.  The  zinc  will  soon  Le  covered 
with  a  brilliant  coating  of  crystalline  spangles  of  metallic  lead,  and 
this  crystalline  vegetation,  as  it  were,  will  shoot  out  or  grow  even  as 
far  as  the  sides  of  the  bottle.  In  the  course  of  24  hours  all  the  lead 
will  have  been  deposited  from  the  solution,  and  the  latter  will  contain 
nothing  but  acetate  of  zinc    Under  the  conditions  of  this  experiment. 
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and  as  a  general  rule^  zinc  is,  chemically  speaking,  a  stronger  or  more 
ba«ic  element  than  lead ;  it  is  capable  of  displacing  lead  from  its  com- 
pounds. The  growth  of  lead,  witnessed  in  this  experiment,  is  fre- 
quently spoken  of  as  a  lead  tree ;  the  experiment  is  oft«n  performed  in 
chemical  laboratories  for  the  sake  of  the  chemically  pure  lead  which 
it  furnishes. 

Many  other  metals  besides  lead  may  be  thus  thrown  down  by  zinc, 
and  the  zinc  may  itself  be  replaced  by  other  metallic  precipitants.  The 
whole  series  of  experiments  of  which  the  one  here  indicated  may  be 
taken  as  the  tyi^e,  is  interesting  as  illustrating  the  general  law  of  the 
replacement  of  metals  one  by  another  in  atomic  proportions,  and  from 
the  fact  that  by  means  of  these  experiments  the  atomic  wei^^ht  of 
various  metals  may  readily  be  determined.  For  example,  if  in  the 
foregoing  experiment  the  piece  of  zinc  be  weighed  before  and  after  its 
immersion  in  the  acetate  of  lead,  and  if  the  precipitated  lead  be  also 
weighed,  it  will  be  found  that  the  weight  of  lead  obtained  is,  to  the 
weight  of  zinc  dissolved,  very  nearly  as  207  is  to  65,  the  atomic  weights 
of  lead  and  zinc  respectively.  The  atom  of  zinc  dissolved  has  replaced 
in  the  solution  the  atom  of  lead  which  was  precipitated.  By  the  ex- 
ercise of  care  in  the  manipulation,  by  employing  boiled  water  free  from 
carbonic  acid  so  that  the  addition  of  acetic  acid  to  the  lead  salt  shall 
be  unnecessary,  and  by  finally  drying  the  lead  in  an  atmosphere  of  hy- 
drogen, a  close  apprpximation  to  the  numbers  above  given  can  be  ob- 
tained. 

695.  Oxide  of  Zinc  (ZnO). — Like  magnesium,  zinc  forms  but 
a  single  compound  with  oxygen.  This  compound  may  be  readily 
obtained  by  burning  the  metal,  or  by  igniting  carbonate  or  hy- 
drate of  zinc.  As  thus  prepared,  oxide  of  zinc  is  an  insoluble, 
white,  amorphous  powder,  which,  under  the  name  of  zinc  white, 
has  of  late  years  been  largely  employed  as  a  white  paint.  It 
lacks  the  opacity  or  covering-power  of  white  lead  (§  582),  but,  on 
the  other  hand,  has  no  injuiious  action  upon  the  health  of  the 
workmen  and  does  not  blacken  or  become  discolored  when  exposed 
to  the  fumes  of  sulphydric  acid.  When  heated  in  a  crucible, 
oxide  of  zinc  exhibits  a  yellow  color,  but  it  becomes  white  again 
on  cooling.  The  oxide  dissolves  easily  in  acids,  with  formation 
of  salts  of  zinc. 

596.  Chloride  of  Zinc  (ZnClj,),  obtained  by  dissolving  metallic 
zinc  in  chlorhydric  acid,  is  a  compound  readily  soluble  in  water; 
it  is  somewhat  extensively  employed  for  preserving  timber,  and 
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as  a  disinfecting  fluid.    It  is  used  also  by  tinmen  as  a  wash  to 
cleanse  the  surfaces  of  tin-plate  before  soldering. 

597.  Sulphate  of  Zine  (ZnSO  J  is  one  of  the  commonest  of  the 
zinc  salts.  The  hydrated  compound,  ZnS0^+7H^0,  known  as 
white  vitriolfis  used  to  a  certain  extent  in  medicine,  nrd  for  other 
purposes  in  the  arts.  The  action  of  carbon  upon  suiphate  of  zino 
differs  somewhat  from  its  action  upon  the  sulphates  preyiously 
studied.  When  a  dry  mixture  of  the  sulphate  of  zinc  and  char- 
coal is  heated  to  dull  redness,  carbonic  and  sulphurous  acids  are 
evolyed  in  the*  proportion  of  two  volumes  of  the  former  to  one  of 
the  latter  gas,  and  pure  oxide  of  zinc  remains : — 

2ZnS0^  +  C  =  2ZnO  +  2S0,  +  CO,. 

It  would  be  quite  possible  to  obtain  metallic  zinc  from  the  sul- 
phate in  one  operation  by  employing  an  excess  of  carbon,  heating 
the  mixture  gently  at  first  until  the  sulphuric  acid  had  all  been 
decomposed,  and  then  urging  the  fire  in  order  to  obtain  the  tem- 
perature requisite  for  the  reduction  of  the  oxide  of  zinc  and  vola- 
tilization of  the  metal.  But  if  the  mixture  of  sulphate  of  zinc 
and  charcoal  be  quickly  raised  to  a  high  temperature,  then  sul- 
phide of  the  metal  is  formed  and  carbonic  oxide  set  free : — 

ZnSO^  +  4C  =  ZnS  +  4C0. 

Zinc  forms  several  valuable  alloys ;  brass  is  an  alloy  of  zinc  and 
copper,  and  German  silver  is  a  brass  whitened  by  the  admixture 
of  a  small  proportion  of  nickeL 

CAnMITTlC. 

598.  Cadmium  is  a  comparatively  rare  metal,  found  associated 
with  zinc  in  nature ;  it  is  remarkably  similar  to  zinc  in  its  che- 
mical relations.  In  the  process  of  obtaining  zinc  from  its  ores, 
the  small  proportion  of  cadmium  which  these  ores  contain  comes 
over  with  the  first  products  of  the  distillation,  since  cadmium  is 
more  readily  volatile  than  zino. 

Cadmium  may  be  prepared  either  from  this  early  distillate,  or  firom 
the  residues  obtained  when  metallic  zinc  is  dissolved  in  chlorhydric 
add  in  the  preparation  of  chloride  of  zinc  fcr  manufacturing  purposea 
These  residues  always  contain  a  quantity  of  lead;  which  next  to  cadmium 
is  the  commonest  impurity  of  commercial  zinc ;  and  if  care  has  been 
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taken  to  keep  an  excess  of  metallic  tine  in  the  diffiolving-Yat^  they  ^nD 
contain  also  all  the  cadmium  with  which  the  line  was  contaminated. 

From  either  of  these  sources,  cadmium  salts  may  he  prepared  by 
dissolvinp^  the  crude  materials  in  dilute  nitric  acid,  separating  the  lead 
Tiy  means  of  sulphuric  acid,  and  throwing  down  the  cadmium  with 
sulphuretted  hydrogen.  Sulphide  of  cadmium  is  a  bright-yelJow 
powder,  insoluble  in  dilute  acids,  while  sulphide  of  zinc  is  readily 
soluble  in  acids.  Once  isolated,  the  sulphide  of  cadmium  may  be  di»- 
soWed  in  boiling,  concentrated  chlorhydric  acid ;  from  the  solation  of 
chloride  of  cadmium  thus  obtained,  carbonate  of  cadmium  may  be  pre- 
capitated,  and  from  the  carbonate  any  of  the  other  cadmium  compousdi 
con  readily  be  prepared. 

Metallic  eadmium  is  of  a  white  color  tinged  with  blue ;  it  is 
lustrous  and  takes  u  hne  polish,  but  gradually  tamishej  upon  the 
surface  when  exposed  to  the  air.  Its  specific  gravity  varies 
from  8-6  to  8*7.  It  melts  and  volatilizes  at  temperatures  below 
redness*  Heated  in  the  air  it  takes  fire  and  bums  to  a  brown 
oxide. 

When  combined  with  other  metals,  such  as  lead  or  tin,  cadmium 
forms  alloys  of  remarkable  fusibility  ;  in  this  respect  it  &r  sur- 
passes bismuth  (§  359).  The  most  fusible  alloy  yet  made  contains 
cadmium,  bismuth,  tin,  and  lead ;  it  melts  at  63^-65°. 

699.  Cadmium  is  a  volatile  substance,  and  the  specific  gravity 
of  its  vapor  has  been  experimentally  determined  to  be  56*85 ;  the 
weight  of  a  unit- volume  of  the  vapor  is  56*85  times  the  weight 
of  the  same  volume  of  hydrogen.  Now  we  have  seen  that  the 
specific  gravity  of  the  elementary  gases  and  of  the  vapors  of  the 
dements  included  in  the  chlorine  and  sulphur  groups  are  the 
same  as  the  atomic  weights  of  those  elements.  On  the  other 
hand,  the  specific  gravities  of  the  vapors  of  phosphorus  and  ar- 
senic were  twice  the  atomic  weights  of  these  elements.  Cadmium 
presents  still  a  new  relation  between  the  least  combining  weight 
and  the  unit- volume  weight ;  for  the  specific  gravity  of  its  vapor, 
56*85,  is  about  one-half  of  112,  its  accepted  atomic  weight.  The 
significance  of  this  fact  may  be  illustrated  from  its  chloride. 
Cadmium  is  bivalent,  and  forms  the  chloride  CdCl,,  containing,  as 
experiment  has  proved,  112*24  parts,  by  weight,  of  cadmium  to 
71  parts  of  chlorine ;  if  the  unit-volume  weight  of  cadmium  were 
the  same  as  its  atomic  weight,  two  unit-volumes  of  chloride  of 
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cadmium  would  contain  one  volume  of  cadmium  and  two  Tolumes 
of  chlorine  ;  but  were  it  possible,  by  experiment,  to  resolve  the 
vapor  of  chloride  of  cadmium  into  its  component  vapors,  it  would 
be  found  that  two  volumes  of  cadmium  were  therein  combined 
with  two  volumes  of  chlorine. 

The  atopi  of  cadmium  when  converted  into  vapor  occupies  twice 
as  much  space  as  the  atom  of  oxygen,  or  hydrogen,  or  chlorine 
does ;  and  accordingly  the  product-volumes  of  its  compounds  are 
packed  with  one  volume  more  than  the  product-volumes  of  the 
corresponding  compounds  of  oxygen  or  any  member  of  the  sulphur 
group.  Whether  the  bivalent  metals  in  general  resemble  cad- 
mium on  the  one  hand  or  oxygen  on  the  other,  in  regard  to  the 
relation  between  their  vapor-densities  and  their  atomic  weights, 
is  a  point  on  which  experiment  has  thus  far  thrown  but  little 
light.  Mercury  resembles  cadmium ;  but  it  is  certainly  possible 
that  those  two  elements  constitute  an  exception  to  some  general 
rule  hereafter  to  be  proved — a  role,  for  example,  like  that  which 
many  chemists  are  inclined  to  accept  in  advance  of  proof,  namely 
that  the  combining  weights  and  the  unit-volume  weights  of  the 
elements  are  normally  identical. 

Cadmium  is  so  soft  that  paper  may  be  marked  with  it ;  but  it  is 
flexible,  malleable,  and  ductile.  In  dilute  chlorhydric  and  sul- 
phuric acids  it  dissolves  with  evolution  of  hydrogen,  though  less 
readily  than  sine.  Its  best  solvent  is  nitric  acid*  It  does  not 
dissolve  in  the  caustic  alkalies. 

600.  Erom  the  foregoing  it  is  apparent  that  the  members  of 
the  group  of  metals  now  under  consideration  resemble  one  another 
with  respect  to  volatility  and  several  other  of  their  physical 
properties,  besides  being  very  closely  related  in  most  of  their 
chemical  charaxiters.  The  order  of  progression  is  from  magnesium 
to  cadmium,  zinc  and  its  compounds  occupying  always  an  inter- 
mediate position.  The  specific  gravities  of  the  three  metals 
are — Mg=l-75,  ZnaaT'l,  Cds=8'tt;  and  their  atomic  weights 
are — Mg=s24,  ZnaB65,  Cd=:112.  Magnesium  volatilizes  at  a 
bright-red  heat,  cadmium  at  a  low  red  heat,  and  zinc  at  tempera- 
tures between  these  extremes.  Cadmium  is  very  fusible,  melting 
at  about  3C0°,  zinc  melts  at  425^,  and  magnesium  at  a  moderate 
red  heat.  All  of  these  metals  are  bivalent ;  each  forms  but  one 
oxide,  sulphide,  and  chloride. 
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601.  Next  to  oxygen  and  silicon,  alnminnm  ijs  perhaps  Hie 
most  abundant  element  upon  the  earth's  surface.  It  is  the  most 
abundant  of  all  the  metals,  as  much  as  a  twelfth  of  the  solid  crust 
of  the  globe  being  composed  of  it.  It  occurs  in  enormous  quan- 
tities in  combination  with  oxygen  and  silicon,  in  all  the  so-called 
primitive  rocks,  and  indeed  in  most  other  rocks  and  soils.  It 
is  contained  in  clay,  marl,  and  slate,  as  well  ss  in  feldspar,  mica, 
and  many  other  common  minerals. 

Oxide  of  aluminum,  chloride  of  aluminum,  and  many  salts  of 
the  metal  may  readily  be  prepared  artificially  from  the  native 
minerals ;  they  have  long  been  known  to  chemists,  and  made  use 
of  in  the  arts ;  but  the  metal  itself  is  less  readily  obtainable.  It  is 
but  a  few  years  since  metallic  aluminum  has  been  prepared  upon 
a  manufacturing  scale.  The  metal  is  nowadays  prepared  by  heat- 
ing metallic  sodium  either  with  chloride  or  fluoride  of  aluminum, 
t>r  with  a  double  chloride  or  fluoride  of  aluminum  and  sodium.  It 
is  a  bluish- white  metal,  of  remarkable  lightness.  Its  specific  gra- 
vity, 2*56,  is  about  the  same  as  that  of  porcelain,  and  only  about 
a  quarter  of  that  of  silver.  The  metal  is  malleable,  ductile,  and 
tenacious,  and  may  be  beaten  into  thin  sheets,  like  gold  and 
silver,  and  drawn  into  fine  wire.  It  melts  at  a  temperature  lying 
between  the  melting-points  of  zinc  and  silver,  but  is  not  volatile. 
It  conducts  electricity  much  better  than  iron,  and  heat  even  better 
than  silver ;  after  having  been  heated,  it  cools  very  slowly.  It  is 
remarkably  sonorous,  a  bar  of  it  suspended  by  a  wire  rings  with 
a  dear  musical  note  on  being  struck. 

In  the  air  aluminum  undei^oes  no  alteration  even  at  a  strong 
red  heat;  it  may  be  melted  in  open  crucibles  without  oxidation. 
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and  readily  cast  into  any  desired  form.  It  is  not  acted  upon  by 
"water  at  temperatures  short  of  a  white  heat,  so  long  as  it  is  in 
the  ordinary  compact  condition*  Solphydrio  acid  has  no  action 
npon  it.  Nitric  add,  Whether  dilate  or  concentrated,  has  no 
action  npon  alnminnm  at  the  ordinary  temperature,  but  when 
boiling  dissolves  the  metal  slowly.  Cold  dilate  solpharic  acid 
has  scarcely  any  action  upon  it ;  but  it  is  easily  soluble  in  chlor- 
hydric  acid,  either  dilute  or  concentrated,  at  all  temperatures. 
It  is  soluble  also  in  aqueous  solutions  of  caustic  potash,  soda,  or 
ammonia.  The  vegetable  acids,  such  as  acetic  and>tartaric  acids, 
exert  no  perceptible  action  upon  it.  Although  soluble  with  eyo- 
lution  of  hydrogen  in  aqueous  solutions  of  the  fixed  caustic  alka- 
liesy  aluminum  is  not  acted  upon  by  fused  hydrate  of  sodium,  or 
hydrate  of  potassium ;  nor  is  it  even  attacked  by  fused  nitrate  of 
potassium,  except  at  temperatures  high  enough  to  decompose  the 
nitre  so  completely  that  it  gives  off  nitrogen ;  when  this  limit 
is  reached  the  aluminum  is  immediately  oxidized  with  incan- 
descence. 

602.  Aluminum  unites  readily  with  many  of  the  metals  to 
form  alloys,  among  which  that  of  copper  and  aluminum,  called 
aluminum  hrome,  promises  to  be  of  especial  importance.  Alumi- 
num bronze,  composed  of  90  parts  copper  and  10  parts  aluminum, 
is  exceedingly  hard,  very  malleable,  as  tenacious  as  steel,  of  a 
beautiful  golden  color,  and  susceptible  of  being  highly  polished. 

603.  ^y  uniting  with  the  non*metallic  elements,  aluminum 
forms  only  one  class  of  compounds,  of  which  the  oxide  A1,0,  may 
be  taken  as  the  type.  The  atom  Al  is  trivalent,  or,  in  other 
words,  it  is  equivalent  to  three  atoms  of  hydrogen,  and  of  the 
same  value  as  one  and  a  half  atom  of  oxygen.  Since  it  would 
be  inconvenient  to  employ  fractional  expressions  in  writing  che- 
mical formula,  as  well  as  illogical  to  speak  of  half  atoms,  it  ie 
customary  to  write  the  formula  of  oxide  of  aluminum  Al^O,  as 
above,  and  noi^  AlO^^,  as  might  perhaps  at  first  sight  seem  best.. 
For  the  sake  of  consistency,  the  formxda  of  the  chloride  is  in 
like  manner  written  A1,G1,  and  not  AlGl,.  Since  it  contains  one 
and  a  half  atom  of  oxygen  for  each  atom  of  aluminum,  the  oxida 
is  often  called  a  Ses^i  (one  and  a  half)  oxide. 

If  no  other  element  analogoos  to  aluminum  were  known,  il 
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this  metal  were  not  intimately  related  to  glncinum,  iron,  c1ir5- 
miam,  and  the  other  metals  to  be  considered  in  the  present 
chapter,  chemists  might  possibly  have  taken  the  atomic  weight 
of  alominom  at  one-third  of  its  present  value,  namely  at  ^1  in- 
stead of  27*4.  The  formula  of  oxide  of  aluminum  would  then 
have  been  written  A1,0,  and  that  of  chloride  of  aluminum  AlCl, 
corresponding  respectively  with  the  formuls  of  the  oxides  and 
chlorides  of  the  alkali-metals.  But,  as  will  appear  directly  from 
the  study  of  the  other  members  of  the  aluminum  family  of  metals, 
and  particularly  from  the  isomorphism  of  their  various  com- 
pounds, the  atomic  weight  27*4,  and  the  formule  first  given, 
must  be  regarded  as  the  most  probable.  The  atomic  weight  9*1, 
and  the  formula  derived  from  it»  are  inadmissible,  since  there  is 
no  analogy  between  the  chemical  properties  of  aluminum,  whether 
simple  or  compounded,  and  those  of  the  alkali-metals. 

604.  Oxide  of  Alvmiwum  (A1,0,),  commonly  called  Alumina^ 
is  found  crystallized  in  nature  as  the  mineral  corundum.  The 
sapphire  and  the  ruby  are  also  composed  of  this  oxide  together 
with  a  little  oxide  of  iron.  It  may  be  prepared  artificially  by 
oxidizing  the  metal,  or  by  igniting  the  hydrate,  or  almost  any 
oxygen  salt  of  aluminum.  Though  unalterable  in  oxygen  so 
long  as  it  is  compact,  powdered  aluminum  and  aluminum-leaf 
bum  brightly  when  heated  to  redness  in  the  air,  with  formation 
of  oxide  of  aluminum.  It  has  been  found  by  careful  experiments 
that  53*3  parts  of  the  metal  unite  with  46*69  parts  of  oxygen  to 
form  100  parts  of  the  oxide.  Now,  since  oxide  of  aluminum  is 
isomorphous  with  certain  oxides  of  iron  and  of  chromium,  which 
are  known  to  be  sesquioxides,  and  is  capable  of  replacing  theae 
oxides  in  any  proportion  in  their  compounds  (§  252),  it  is  inferred 
that  oxide  of  aluminum  is  likewise  a  Bcsquioxide.  Upon  this 
view  the  atomic  weight  of  aluminum  is  directly  derived  from  the 
liDr^;oing  experimental  data  by  the  equation : — 

46-69      t      53-3       B       48  :  54*8 

wt  of  3  atoms     wt  of  2  atoms 
of  oxygen.  of  aluminum. 

605.  HydratB  of  Aluminum  (Al^H^O,)  may  be  obtained  as 
a  gelatinras,  flocculent  precipitate,  by  adding  ammonia- water 
to  the  solution  of  an  aluminum  aalt^  such  as  common  alum. 
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When  dried  at  a  moderate  heat  it  fonns  a  soft,  friable  mass, 
which  adheree  strongly  to  the  tongne  like  clay;  when  dried 
•tm  more  thoronghly,  it  forms  a  hard,  yellowish,  translucent, 
horn-like  substance,  and  at  a  red  heat  gives  off  all  its  water. 
The  volume  of  the  original  precipitate  contracts  to  an  enormous 
extent  during  the  operation  of  drying;  the  bulk  of  the  final 
anhydrous  oxide  is  exceedingly  small  as  compared  with  that  of 
the  moist  hydrate  from  which  it  has  been  derived. 

606.  Anhydrous  alumina  may  be  melted  in  the  flame  of  the 
oxyhydrogen  blowpipe.      It  is  neither  decomposable  by  heat 

♦ 

alone,  nor  can  it  be  reduced  by  carbon  or  any  of  the  more 
common  deoxidizing  agents.  At  a  white  heat,  potassium  de- 
composes it  partially,  and  an  alloy  of  aluminum  and  potassium 
is  formed.  Oxide  of  aluminum  is  insoluble  in  water,  and  after 
having  been  strongly  heated  it  is  scarcely  at  all  acted  upon  by 
adds,  excepting  concentrated  boiling  chlorhydric  and  nitric 
adds.  The  crystallized  native  oxide  is  insoluble  in  all  acids. 
The  anhydrous  oxide  is  insoluble  in  solutions  of  the  caustic 
alkalies,  but  dissolves  readily  in  water  after  having  been  fused 
at  a  red  heat  with  either  hydrate  or  carbonate  of  sodium  or  of 
potassium.  Hydrate  of  aluminum,  on  the  contrary,  though 
insoluble  in  water,  dissolves  easily  in  acids  and  in  solutions  of 
the  fixed  caustic  alkaHes.  Alumina  is  in  fact  capable  of  acting 
not  only  as  a  strong  base,  forming  well-defined  salts  by  uniting 
with  acids,  but  it  plays  the  part  of  an  acid  as  well  (compare 
§  350),  and  combines  with  the  alkalies  and  with  other  metallic 
oxides  to  form  salts  known  as  aluminates.  Alnminate  of  potas- 
sinm  (K,0,A1,0,)  and  alnminate  of  sodium  (Na,0,A1^0,)  are 
substances  somewhat  extensively  used  in  the  arts ;  the  mineral 
Bpinelle  is  an  alnminate  c^  magnesium  (MgO,Al,0,) ;  and  a  native 
alnminate  of  zinc  (ZnO,Al,0,)  is  called  gahnite  by  mineralogists. 

Exp.  808. — Heat  a  small  fragment  of  alum  with  water  in  a  test- 
tube  until  it  has  completely  dissolved,  pour  half  the  solution  into 
another  tube,  and  add  to  it,  drop  by  drop,  ammonia-water,  until  the 
odor  of  ammonia  persists  after  the  mixture  has  been  thoroughly 
shaken.  Hyd'Mte  of  aluminum  will  be  precipitated^  in  accordance 
witl^  the  reaction : — 

A1^804  +  6(NHJH0  »  A1,0„3H,0  +  SiJSB^^SO^ 

2l2 
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Pour  two  or  three  drops  of  the  moist  hydrate  of  alnmixrani  into 
another  test-tube  and  cover  them  with  ammonia- water ;  no  clear 
sohition  will  be  obtained,  for  hjdrate  of  aluminum  is  but  little  soluble 
in  ammonia-water. 

Pour  two  or  three  drops  of  the  moist  hydrate  of  aluminum  into 
still  another  test-tube,  and  coyer  them  with  a  solution  of  hydrate  of 
sodium;  the  precipitate  will  dissolve  immediately;  aluminate  of 
•odium  is  formed,  and  this  salt  is  easily  soluble. 

Exp.  d09. — ^Take  another  portion  of  the  clear  solution  of  alum 
prepared  in  Exp.  808,  and  add  to  it,  drop  by  drop,  a  dilute  solutaon 
of  caustic  soda.  A  precipitate  will  soon  fdl,  as  in  Exp.  308,  and 
if  no  excess  of  hydrate  of  sodium  were'  added  over  and  above  that 
necessary  to  form  sulphate  of  sodium  with  the  sulphuric  acid  of 
the  alum,  this  precipitate  would  remain  imdissolved ;  but  on  adding 
more  of  the  soda  solution  the  precipitate  dissolves  at  onoet^  with 
formation  of  aluminate  of  sodium. 

607.  Hydrate  of  aluminum  combines  readily  with  many  Tege- 
table  coloring-matters,  forming  compounds  which  are  insoluble 
iu  water.  The  fibre  of  cotton,  when  impregnated  with  alumina, 
can  be  made  to  retain  colors  which  the  cotton  itself  has  no  power 
to  hold ;  hence  the  use  of  alnminum  salts  as  mordants  in  dyeing. 

Exp,  310. — Boil  a  few  crushed  granules  of  cochineal  in  water  until 
a  considerable  portion  of  their  coloring-matter  has  been  extracted ; 
add  to  the  filtered  solution  an  equal  bulk  of  a  solution  of  alum,  and 
to  the  mixture  add  ammonia-water.  A  colored  precipitate,  consisting 
of  hydrate  of  aluminum  and  of  the  coloring-matter  of  the  cochineal, 
will  be  thrown  down ;  it  is  the  substance  called  carmine-lake.  Similar 
precipitates  may  be  prepared  by  substituting  almost  any  other  oi^ganic 
coloring-matter  for  the  cochineal  of  this  experiment  Precipitates 
thus  formed  by  the  union  of  a  metalHo  oxide  and  a  coloring-matter 
are  all  classed  as  lakea, 

608.  Chloride  of  Aluminum  (Al^Cl,)  may  be  prepared,  in 
the  same  way  that  the  chlorides  of  boron  and  silicon  are  pre- 
pared (§§  449,  470),  by  passing  chlorine  over  a  heated  mixture 
of  alumina  and  carbon.  It  is  formed  also  when  hot  finely 
divided  aluminum  is  brought  into  contact  with  chlorine  gas, 
Hydrated  chloride  of  aluminum  (Al^Cl.JSH^O)  can  be  made 
very  easily  by  dissolving  hydrated  oxide  of  aluminum  in  chlor- 
hydric  acid ;  but  the  anhydrous  chloride  cannot  be  prepared  by 
heating  this  hydrate,  since  a  great  part  of  the  chlorine  is  expelled 
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from  it,  together  with  the  water,  at  a  low  heat.  When  obtained 
in  the  dry  way,  however,  chloride  of  aluminum  is  readily  volatile. 
The  anhydrous  chloride,  prepared  by  the  reaction, 

A1,0,  +  3C  +  6Cl  =  A1,C1,  +  3C0, 
previously  described,  is  found  condensed  in  the  cold  portions 
of  the  tube  in  which  the  materials  have  been  heated,  apart  from 
the  residue  of  nndecomposed  alumina  and  carbon.  It  occurs 
either  as  a  flocctdent  powder,  or  as  a  transparent  wax-like  mass 
of  crystalline  texture.  It  is  colorless  when  pure,  very  deliquescent, 
and  soluble  in  water.  When  large  n^asses  of  it  are  heated  to 
dull  redness,  a  portion  of  it  liquefies,  but  at  temperatures  near 
the  melting-point  it  volatilizes  rapidly.  Unlike  oxide  of  alumi- 
num, it  may  be  readily  decomposed  by  sodium  and  potassium  at  a 
heat  below  redness,  metallic  aluminum  being  set  free. 

Chloride  of  aluminum  combines  readily  with  several  of  the 
other  metallic  chlorides,  forming  compounds  analogous  to  the 
chloride  of  aluminum  and  sodium  (2NaCl,Al^Gl,),  from  which 
metallic  aluminum  is  commonly  manufactured. 

609.  Sulphate  of  Aluminum  (A1.^3S0^)  is  a  salt  largely  em- 
ployed in  the  arts.  It  is  commonly  prepared  nowadays  by 
acting  upon  hot  roasted  clay  with  sulphuric  acid.  Clay  is  a 
silicate  of  aluminum  not  very  easily  attacked  by  acids  so  long 
as  it  remains  in  the  native  plastic  condition,  but  after  having 
been  exposed  for  some  time  to  a  dull  red  heat  it  readily  yields 
its  alumina  to  acids.  A  solid  mixture  of  sulphate  of  aluminum 
and  free  silicic  acid  obtained  as  the  product  of  thid  reaction  is 
known  in  commerce  as  alum-cake.  By  lixiviating  alum-cake, 
sulphate  of  aluminum  may  readily  be  obtained  in  solution; 
and  from  this  solution  the  salt  crystallizes  as  a  hydrate,  the 
composition  of  which  may  be  represented  by  the  formula 
Al,3SO,+18H.p. 

Until  a  comparatively  recent  period,  sulphate  of  aluminum  was 
sent  into  commerce  neither  in  its  free  state  nor  mixed  with  silica, 
but  in  combination  with  sulphate  of  potassium  in  the  form  of 
alum.  Common  alum  is  a  hydrated  double  sulphate  of  aluminum 
and  potassium ;  its  composition  is  represented  by  the  formula 
Al3K,4S0,  4-  24H,0,  or  K,0,SO,;  A1,03,3S0,  +  24Rfi. 

It  crystallizes  very  easily  in  large,  compact,  well-defined  octa- 
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hedrons,  belonging  to  the  first  or  regular  system.  The  crystaffine 
chacacter  of  alum  is  important,  since  it  is  solely  on  account  of 
this  character  that  the  salt  has  come  into  such  general  nse;. 
Neither  the  sulphate  of  potassiimi  nor  the  water  in  alum  plays 
any  useful  part  in  the  reactions  for  which  this  salt  is  commonly 
employed.  Since  100  parts  of  alum  contain  only  about  36  parts 
of  anhydrous  sulphate  of  aluminum,  it  follows  that  64  per  cent, 
of  the  alum  is,  for  all  chemical  purposes,  simply  inert  matter, 
which  has  to  be  transported  and  manipulated  for  the  sake  of  the 
86  per  cent,  of  real  sulphate  of  aluminum.  The  reason  why 
this  waste  of  labor  and  loss  of  the  potassium  salt  is  tolerated 
is  twofold: — Until  a  comparatively  recent  period,  sulphate  of 
aluminum  could  be  more  readily  purified  by  crystallization  in 
alum  than  in  any  other  way.  At  the  present  time,  when  it  is 
easy  to  obtain  pure  sulphate  of  aluminum  from  responsible 
manufacturers,  alum  is  still  prepared  because  its  dean,  sharply 
defined  crystals  a£ford  a  valuable  criterion  of  purity.  8o  long  as 
it  is  left  in  the  condition  of  crystals,  alum  cannot  be  adulterated 
with  any  foreign  substance. 

Pota&li-alum  is  still  the  common  alum  of  the  American  market, 
but  in  Europe  ammonia-alum  (A1.XNHJ,480^,  24H,0)  is  at 
prese^it  largely  employed  ;  it  is  there  prepared  by  adding  sul- 
phate of  ammonium  obtained  from  the  ammoniacal  liquor  of  the 
gas-works  to  sulphate  of  aluminum  resulting  from  the  action  of 
sulphuric  acid  upon  clay.  Ammonia-alum  crystallizes  almost  as 
easily  as  potash-alum ;  but  it  is  ren^kable  that  the  correspond- 
ing double  sulphate  of  aluminum  and  of  sodium  (soda-alum)  is 
easily  soluble  in  water,  and  crystallizes  with  comparative  diffi- 
culty ;  hence  it  has  never  come  into  commerce. 

Sulphate  of  aluminum  is  employed  as  the  source  of  the  various 
compounds  of  aluminum  used  in  dyeing,  calico-printing,  and 
paper-making.  Acetate  of  aluminum,  for  example,  is  largely 
employed  by  dyers,  particularly  for  the  red  colors  obtained  from 
maddor,  under  the  name  of  red  liquor. 

Exp.  311. — Dissolve  3  grms.  of  sugar  of  lead  in  4  c  c.  of  hot  water; 
also  dissolve  4  grms.  of  common  alum  in  6  c.  c.  of  hot  water ;  mix  the 
hot  solutions  and  filter  oft*  the  insoluble  sulphate  of  lead  which  is 
formed.    The  solution  obtained  consists  of  ba^  acetate  of  alominunii 
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together  with  some  sulphate  of  alnminam  and  all  the  sulphate  of  potas* 
slum  of  the  original  alum.  Such  solutions  axe  preferred  in  practice  to 
those  containing  normal  acetate  of  aluminum,  to  prepare  which  armuch 
larger  proportion  of  acetate  of  lead  would  be  required  than  has  been 
given  above. 

JExp.  312. — Soak  a  small  piece  of  cotton  cloth  in  the  solution  of 
acetate  of  aluminum  prepared  in  Exp.  311,  and  another  piece  of  simi- 
lar cloth  of  equal  size  in  pure  water.  Hang  up  both  pieces  to  "  age,** 
best  in  a  moist  and  warm  atmosphere,  for  a  day  or  two.  During  th« 
process  of  ageing,  a  portion  of  the  acetic  acid  escapes  from  the  salt  on 
the  cloth,  and  there  is  left  within  and  upon  the  fibres  of  the  cloth  a 
quantity  of  hydrate  of  aluminum,  or  at  least  a  mixture  of  highly  basio 
acetate  and  sulphate  of  aluminum.  This  deposit  is  the  true  mordant* 
When  cloth  impregnated  with  it  is  soaked  in  a  solution  of  coloring- 
matter,  the  coloring-matter  unites  with  the  alumina  precisely  as  in 
£xp.  310,  and  is  thereby  firmly  attached  to  the  cloth.  It  should  be 
mentioned  that  several  other  oxides,  besides  the  oxide  of  aluminum, 
are  capable  of  acting  as  mordants ;  the  sesquioxides  of  iron  and  of 
chromium  for  example,  as  well  as  the  binoxide  of  tin,  are  largely  used 
as  mordants. 

Exp.  313. — Place  a  quantity  of  a  solution  of  extract  of  logwood  in 
two  small  evaporating-dishes,  heat  the  liquor  to  40°  or  60®,  then  place 
the  mordanted  cloth  in  one  dish,  the  unmordanted  cloth  in  the  other 
and  boil  the  liquor  in  both  dishes.  Continue  to  boil  during  10  or  16 
nunutes,  then  take  out  the  pieces  of  cloth  and  wash  them  thoroughly 
in  water.  It  will  appear  that  the  coloring-matter  remains  firmly 
attached  to  the  mordanted  cloth,  while  the  cloth  which  has  received 
no  mordant  can  readily  be  washed  clean  6r  nearly  clean. 

610.  Silicates  of  Aluminum. — Of  aU  the  aluminum  compoundl 
the  silicates  are  by  far  the  most  important.  Clay  in  all  its  Ta- 
lieties  is  a  hydrated  silicate  of  aluminum,  usually  mixed  with 
an  excess  of  silica,  besides  other  impurities  derived  from  the  rocks 
from  whose  decomposition  the  clay  itself  has  been  formed.  The 
purer  kinds  of  day,  such  as  kaolin  or  porcelain  clay,  are  products 
of  the  decomposition  of  feldspar,  a  mineral  composed  of  silicon^ 
aluminum,  potassium,  and  oxygen  in  the  proportions  Al,0,,K,Oy 
6SiO,.  When  exposed  to  the  atmosphere,  many  varieties  of 
feldspar  gradually  decompose,  an  alkaline  silicate  is  washed  away, 
and  silicate  of  aluminum  remains.  Clay  is  remarkable  on  ac- 
count of  its  plastici|;y  when  moistj  of  the  facility  with  which  i 
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is  converted  into  stone-like  masses  when  strongly  heated,  and  of 
its  infusibility  when  pure. 

EaHhenware,  bricks,  and  ordinary  pottery  are  made  from  com- 
mon day,  by  mixing  the  clay  with  water  enough  to  form  a  plastic 
paste,  which  is  then  moulded  into  any  desired  form,  dried  and 
intensely  ignited.     The  porous  ware  resulting  from  this  operation 
may  be  glazed,  and  so  made  impermeable  to  liquids,  by  coating  it 
over  with  some  fusible  substance,  such  for  example  as  a  mixture 
of  litharge  and  clay,  and  again  heating  it  so  intensely  that  the 
coating  shall  melt  to  a  glass,  whidi  either  fills  up  the  pores  of  the 
day,  or  at  the  least  stops  their  openings.     Porcelain  proper,  and 
the  better  kinds  of  stoneware,  are  made  from  the  purest  varieties  of 
day,  and  are  glazed  with  feldspar.     Common  stoneware,  such,  as 
IB  used  for  jugs,  beer-bottles,  and  the  like,  is  covered  with  the  so- 
called  salt-glaze : — Moist  chloride  of  sodium  is  thrown  into  the 
kUn  in  which  the  ware  is  baking,  and  being  volatiHzed  by  the 
intense  heat,  comes  in  contact  with  the  hot  stoneware ;  decom- 
position ensues ;  the  water  and  the  chloride  of  sodium  aro  both 
decomposed,  silicate  of  sodium  is  formed,  and  by  mixing  with  the 
silicate  of  aluminum,  forms  a  smooth  hard  glaze  upon  the  surface 
of  the  ware. 

Por  all  vessels  which  are  to  be  employed  for  chemical  or  culi- 
nary purposes  the  hard  and  durable  salt-glaze  is  very  much  to  be 
preferred  to  the  lead-glaze  prepared  from  litharge  and  clay;  for  the 
lead-glaze  is  readily  acted  upon  by  many  chemical  agents,  and  is 
liable  to  impart  its  poisonous  properties  to  artides  of  food  which 
have  been  left  in  contact  with  it. 

Fire-bricks,  crucibles,  and  similar  refractory  artides  fitted  to 
support  very  high  temperatures  without  undergoing  fusion,  are 
prepared  from  pure  varieties  of  clay,  free  from  iron,  lime,  or  mag- 
nesia, but  containing  an  unusually  large  proportion  of  silica. 
Some  varieties  of  fire-clay  contain  as  much  silica  as  is  represented 
by  the  formula  Al303,6SiO,,  while  the  composition  of  many  of 
the  common  days  may  be  approximatdy  represented  by  the  for- 
mula Al,0,,3SiO,,  or  better  by  the  formula  Al,03,2SiO,.  In  the 
manufacture  of  fire-bricks,  and  of  many  varieties  of  potters*  ware, 
it  is  usual  to  incorporate  with  the  original  day  a  certain  pro- 
portion of  foreign  matter  which  prevents  the  moulded  article 
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from  shrinking  too  mnch  as  it  dries,  and  from  cracking.  In  fire- 
bricks the  coarse  powder  obtained  by  pulyerizing  old  fire-bricks 
is  employed  for  this  purpose ;  in  Hessian  crucibles  it  is  very  easy 
to  detect  numerous  grains  of  quartz  sand ;  and,  in  general,  finely 
powdered  fiint  or  quartz,  as  well  as  previously  baked  clay,  is 
used  for  the  same  purpose  in  many  varieties  of  pottery. 

611.  Silicate  of  aluminum  is  moreover  a  very  important  ingre- 
dient of  the  common  hydraulic  cement  employed  to  replace  lime 
mortar  in  constructions  exposed  to  the  action  of  water.  It  has 
been  found  that  by  carefully  burning  some  varieties  of  impure 
limestone,  containing  from  10  or  12  to  30  or  35  per  cent,  of  clay, 
and  mixing  the  product  with  water,  there  is  obtained,  in  place  of 
ordinary  mortar,  a  cement  capable  of  '*  setting "  or  hardening, 
even  under  water,  to  a  compact  stone.  Hydraulic  cements  may 
readily  be  prepared  artificially  by  mixing  with  quicklime  a 
suitable  proportion  of  roasted  clay,  or  by  heating  mixtures  of  day 
and  limestone ;  in  fact,  some  of  the  best  cements  now  in  use 
are  artificial.  A  porous  volcanic  stone  called  pozzolatMy  from 
the  vicinity  of  Naples,  consisting  of  silicates  of  aluminum,  calcium, 
and  sodium,  was  much  used  by  the  Eomans  to  the  same  end. 
When  powdered  and  mixed  with  ordinary  lime  the  pozzolana 
yields  an  excellent  hydraulic  mortar.  In  many  Eoman  ruins  it 
may  be  seen  to-day  far  more  perfectly  preserved  than  the  bricks 
which  it  cements. 

When  treated  with  water  hydraulic  limes  simply  absorb  the 
water  and  form  a  slightly  plastic  paste  without  greatly  increasing 
in  bulk;  they  do  not  slake  or  evolve  much  heat  like  ordinary 
quicklime.  The  moist  paste  soon  begins  to  set,  and  is  then 
ready  for  application.  In  order  that  the  cement  may  harden  pro- 
perly under  water  it  should  not  be  submerged  before  it  has  begun 
to  set ;  it  should  in  any  event  be  kept  moist  until  it  has  become 
hard ;  otherwise  it  is  liable  to  remain  loose  and  porous. 

The  solidification  of  hydraulic  limes  appears  to  depend  upon 
the  formation  of  insoluble  hydrated  compounds  of  lime  with  silicio 
add  and  alumina.  Cements  which  contain  from  25  to  35  per 
cent,  of  day  solidify  in  the  course  of  a  few  hours ;  but  those  in 
which  the  proportion  of  clay  is  no  more  than  10  or  12  per  cent, 
become  hard  only  after  the  lapse  of  several  weeks. 
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A  mixture  of  hydraulic  cement  with  coane  gravel  constitutea 
the  material  known  as  concrete,  employed  for  the  foundationa  of 
buildings,  and  by  the  ancients  for  walls  which  have  proved  to 
be  ot  great  durability ;  this  mixture  soon  concretes  or  hardens 
into  a  firm  mass,  well  nigh  impermeable  to  water.  The  influence 
of  magnesia  in  the  preparation  of  hydraulic  mortan  has  already 
been  indicated,  in  §  588. 

OfLVClH  UM. 

612.  Glucinum  is  a  rather  rare  metal,  found,  together  with 
aluminum,  in  the  emerald,  in  beryl,  and  a  few  other  minerals. 
It  closely  resembles  aluminum  in  its  physical  properties,  and 
forms  compounds  analogous  in  composition  to  those  of  aluminum, 
and  of  similar  chemical  deportment.  Like  aluminum,  metallic 
glucinum  may  be  reduced  from  its  chloride  by  means  of  sodium 
or  potassium.  There  is  but  a  single  oxide  of  glucinum,  G1,0,,  and 
a  single  chloride,  GL^Cl,.  The  salts  of  glucinum  have  a  sweet 
taste,  whence  the  name,  from  a  Greek  word  meaning  sweet.  The 
atomic  weight  of  glucinum  is  14,  and  its  specific  gravity  2'1. 

CHBOHnnc . 

613.  Chromium  is  nowhere  foimd  in  very  lar^  quantities,  nor 
is  it  very  widely  disseminated  in  small  portions  like  iodine  and 
fluorine,  but  it  is  nevertheless  found  in  sufficient  abundance  to 
admit  of  its  compounds  being  rather  extensively  employed  in  the 
arts.  The  chief  ore  of  chromium  is  a  compound  of  oxide  of  chro- 
mium and  oxide  of  iron  (FeCr,OJ  called  chrome  iron-ore.  Me- 
tallic chromium  may  be  reduced  from  its  oxide  by  means  of 
intensely  heated  charcoal,  and  from  its  chloride  by  means  of 
sodium,  potassium,  magnesium,  or  zinc ;  but  it  has  as  yet  been 
little  studied.  Its  speciflc  gravity  is  about  7,  and  its  atomic 
weight  52*5. 

614.  Oxides  of  Chromium.  —  Chromium  forms  three  well- 
deflned  oxides : — a  protoxide,  CrO ;  a  sesquioxide,  Cr,0, ;  and  a 
teroxide,  CrO,,  called  chromic  acid.  Besides  these  there  is  a  com- 
XX)und  of  the  protoxide  and  sesquioxide  (Cr,0^=CrO,  Cr^O,), 
another  of  the  sesquioxide  and  teroxide  (Cr^Oj^CrO^ssdCrO,),  and 
an  iU-deflned  compound  containing  more  oxygen  than  chromic 
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aoidy  nsnally  spoken  of  as  perohromic  acid  (Cr^O^).  Both  the 
protoxide  and  the  sesquiozide  are  bases,  corresponding  respectively 
to  oxide  of  magnesinm  and  oxide  of  aluminum ;  but  the  protoxide 
and  all  its  compounds  rapidly  absorb  oxygen  from  the  air,  with 
formation  of  the  sesquioxide.  On  account  of  this  instability,  they 
are  rarely  prepared,  and  are  mainly  interesting  from  their  ana- 
logy to  the  compounds  of  the  protoxides  of  manganese,  iron» 
cobalt,  and  nickel,  hereafter  tp  be  studied.  The  sesquioxide,  on 
the  other  hand,  is  a  stable  compound,  closely  resembhng  oxide  of 
aluminum.  Chromic  acid  is  a  strong,  well-characteriEed  acid, 
which  combines  with  bases  to  form  a  great  number  of  salts. 

The  most  important  of  the  chromium  compounds  is  the  bichro- 
mate of  potassium ;  this  salt  is  readily  procurable  in  commerce, 
and  is  the  source-  from  which  all  the  other  compounds  of  chro- 
mium are  commonly  derived.  Bichromate  of  potassium  is  itse 
prepared  by  heating  finely  powdered  cbrome  iron-ore  with  car- 
bonate and  nitrate  of  potassium  in  a  reverberatory  furnace.  The 
sesquioxide  of  chromium  of  the  ore  is  oxidized  and  converted  into 
the  teroxide,  chromic  acid,  which  displaces  the  carbonic  acid  of 
the  carbonate  of  potassium. 

615.  Sesquioxide  of  Chromium  (Cr^O,). — Compounds  of  this 
oxide  are  more  commonly  met  with  than  any  other  of  the  chro- 
mium salts,  except  the  salts  of  chromic  acid.  As  has  been  stated 
already,  compounds  of  the  protoxide  must  be  regarded  merely  as 
chemical  curiosities.  By  adding  ammonia-water  to  the  solution 
of  a  salt  containing  the  sesquioxide,  a  bulky  green  precipitate 
of  hydrated  sesquioxide  of  chromium  is  thrown  down,  which, 
when  collected  and  ignited,  leaves  the  anhydrous  oxide  as  a  bright- 
green  powder,  unchangeable  at  the  highest  ftimace-heat.  It  is 
employed  in  the  decoration  of  porcelain,  and  is  a  valued  pigment 
much  used  in  painting  and  printing,  under  the  name  chrome  green, 

616.  Chlorides  of  Chromium, — There  are  two  of  these  com- 
pounds, the  protochloride  (CrCl,)  and  the  sesquichloride  (Cr,Cl,). 
The  latter  compound  is  the  more  important,  and  is  the  substance 
usually  meant  when  chloride  of  chromium  is  spoken  of.  Hy- 
drated sesquichloride  of  chromium,  obtained  by  dissolving  the 
hydrated  sesquioxide  in  chlorhydrio  acid^  is  the  chloride  most 
commonly  met  with. 
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617.  SuHpkate  of  Chromium  (Cr^Oj.SSOj)  is  sometimes  prepared 
in  the  pure  state ;  but,  like  sulphate  of  aluminum,  it  ordinarily 
occurs  in  combination  with  sulphate  of  potassium  or  sulphate  of 
ammonium,  as  a  double  salt,  called  chrome  alum.  Chrome  alum 
is  a  compound  of  a  beautiful  violet  color,  crystalliziDg  in  well- 
defined  octahedrons  of  the  same  form  as  the  crystals  of  ordinary 
alum ;  its  composition  also  corresponds  to  that  of  common  alttm, 
the  formula  of  the  chromium  salt  .being  Cr,K24S0^  +  24H,0,  or 
K,0,SO,;  Cr,03,3SO,  +  24H,0. 

^xp,  314. — Dissolve  15  grms.  of  powdered  bichromate  of  potassium 
in  100  c.  c.  of  warm  water;  cool  the  solution,  and  then  add  to  it  25 
grms.  of  concentrated  sulphuric  acid ;  cool  the  liquor  again,  and  pour 
it  into  a  porcelain  dish,  surrounded  with  cold  water ;  slowly  stir  into 
the  mixture  6  grms.  of  alcohol,  and  set  the  whole  aside.  In  the  course 
of  24  hours  the  bottom  of  the  dish  will  become  covered  with  well-de- 
fined octahedral  crystals  of  chrome  alum. 

The  alcohol  in  this  experiment  deprives  the  chromic  acid,  of  tho 
bichromate  of  potassium,  of  half  its  oxygen,  and  is  itself  converted  for 
the  most  part  into  acetic  acid  and  water. 

618.  It  is  remarkable  that  the  salts  of  sesquioxide  of  chromium, 
as  well  as  the  oxide  itself,  occur  in  two  isomeric  conditions.  One 
modification  is  known  as  the  green,  the  other  as  the  violet  modi- 
fication. As  a  rule,  the  violet  compounds  cryst^illize  readily, 
while  the  green  compounds  do  not.  In  the  preparation  of  chrome 
alum  it  is  important  to  guard  against  the  formation  of  a  green, 
soluble  sulphate  of  chromium,  which  does  not  crystallize.  In 
general,  if  the  solution  of  a  salt  of  the  violet  modification  is  heated 
nearly  to  boiling,  the  salt  passes  into  the  green  modification  and 
becomes  uncr}'stallisable.  Hydrated  sesquioxide  of  chromium,  as 
obtained  by  adding  a  caustic  alkali  to  the  cold  solution  of  a  chro- 
mium salt  of  either  modification,  is  readily  soluble  both  in  acids 
and  in  cold  solutions  of  caustic  soda  or  potash ;  but  on  boiling 
the  green  alkaline  solution,  all  of  the  chromium  is  precipitated 
as  a  hydrate  of  the  green  modification. 

Exp,  315. — Place  in  a  test-tube  a  few  drops  of  a  dilute  solution  of 
chrome  alum,  or  of  some  other  salt  of  sesquioxide  of  chromium;  add, 
drop  by  drop,  a  solution  of  hydrate  of  sodium,  until  the  precipitate 
which  forms  at  first  is  completely  redissolved.  Boil  the  clear  solu- 
tion, and  observe  that  the  precipitate  which  again  forms  in  the  liquor 
is  no  longer  soluble  in  alkalies. 
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By  means  of  ihla  reaction,  oxide  of  chromiam  may  readily  be  sepa- 
rated from  oxide  of  aluminum ;  for,  as  has  been  seen  in  Exp.  309,  altt- 
mina  is  readily  soluble  in  alkaline  solutions,  and  is  not  precipitated 
therefrom  by  boiling. 

619.  Chromic  Acid  (CrO,)  may  be  obtained  by  deoompoBiiig 
bichromate  of  potassiam  with  sulphuric  acid. 

£xp,  816. — ^Mix  40  c.  c.  of  a  cold,  saturated,  aqueous  solution  of  bi- 
chromate of  potassium  with  50  c  c.  of  oil  of  vitriol,  in  a  small  beaker 
standing  in  cold  water,  and  observe  that  chromic  acid  is  deposited  in 
crystalline  needles.  It  is  remarkable  that  in  sulphuric  acid  of  1*55 
specific  gravity,  such  as  is  obtained  in  the  foregoing  mixture,  chromic 
acid  is  well  nigh  insoluble,  though  it  is  readily  soluble  both  in  water 
and  in  strong  sulphuric  acid.  Cover  the  beaker,  and  set  it  aside  for 
some  hours;  finally  pour  off  the  supernatant  liquor  with  care,  scrape 
out  the  chromic  acid  with  a  glass  rod,  and  place  it  upon  a  dry,  porous 
brick,  under  an  inverted  bottle,  in  order  that  the  sulphuric  acid  which 
adheres  to  it  may  be  absorbed.  Preserve  the  dry  crystals  im  a  glass- 
stoppered  bottle.  Chromic  acid  deliquesces  rapidly  when  exposed  to 
the  air.  It  is  easily  brought  to  the  condition  of  sesquioxide  of  chro- 
mium, both  by  heat  and  by  reducing  agents,  and  is  hence  an  oxidizing 
agent  of  considerable  power. 

Exp.  817. — Shake  up  in  a  small  bottle  enough  strong  alcohol  to 
moisten  its  sides ;  then  throw  in  half  a  gramme  or  less  of  chromic 
acid ;  a  portion  of  the  alcohol  wiU  be  oxidized  so  quickly,  and  with 
evolution  of  so  much  heat,  that  the  remainder  will  take  fire  and  bum 
m  the  air. 

Several  of  the  salts  of  chromic  acid,  as  well  as  the  acid  itself, 
are  employed  as  oxidizing  agents.  A  mixture  of  bichromate  of 
potassium  and  of  sulphuric  acid,  for  example,  is  employed  for 
bleaching  certain  fats.  From  the  chromates,  both  oxygen  and 
chlorine  may  be  conveniently  prepared. 

JErp.  818. — ^Heat  a  mixture  of  6  grms.  of  powdered  bichromate  of 
potassium  and  9  grms.  of  concentrated  sulphuric  acid  in  a  small  fiask, 
provided  with  a  deliveiy-tube  leading  to  the  water-pan,  and  collect 
the  oxygen  which  is  fireely  evolved : — 

K,0,2CrO,  +  4(H,0,S0,)  ib  Cr,0„3S0,  +  K,0,SO,  +  4H,0  +  80. 

JExp.  319. — Place  a  mixture  of  1  grm.  of  powdered  bichromate  of 
potassium  and  6  grms.  of  chlorhydric  acid  of  1*16  specific  gravity,  in 
a  flask  provided  with  a  delivery-tube,  as  in  Exp.  818.  Heat  the  flask 
gently  for  a  few  seconds  until  its  contents  begin  to  react  upon  one 
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another;  then  quickly  remove  the  lamp  and  attend  to  the  cuUecdon 
of  the  chlorine,  which  will  continue  to  he  evolved  without  further 
heating : — 

E:,0;2CrO,  +  14Ha  =  Cr,Cl«  +  2KC1  +  7H,0  +  6CL 

620.  Chromatis, — Aa  has  heen  already  indicated,  bichromate 
of  potasBinm  is  the  commonest  and'  the  most  important  salt  of 
chromic  acid.  It  is  the  material  from  which  most  of  the  other 
compounds  of  chromium  are  prepared,  and  is  itself  important  in 
dyeing  and  calico-printing.  It  has  of  late  years  been  used  in  the 
art  of  photolithography. 

When  a  mixture  of  gelatine  and  bichromate  of  potassium  is  exposed 
to  light,  the  chromic  acid  is  reduced,  and  an  insoluble  compound  of 
gelatine  and  sesquioxide  of  chromium  is  formed.  In  practice,  albu- 
menized  paper  is  covered  in  a  dark  room  with  a  mixed  solution  of 
bichromate  of  potassium  and  gelatine,  then  dried,  pressed  smooth,  and 
kept  always  in  the  dark  until  wanted  for  use.  If  a  sheet  of  this  pre- 
pitted  paper  be  placed  beneath  a  negative  photographic  picture  (ob- 
tained in  the  usual  way)  and  exposed  to  light  for  a  short  time,  the 
chromic  acid  will  he  reduced  in  such  wise  that  a  positive  picture  will 
be  obtained  upon  the  gelatine  paper.  In  this  positive,  as  taken  from 
the  press,  the  parts  acted  upon  by  the  light  will  be  brown,  while  the 
other  portions  of  the  sheet  retain  their  original  yellow  color.  The 
positive  is  then  washed  with  water  in  such  manner  that  the  unchanged 
portions  of  gelatine  and  of  bichromate  are  dissolved  away,  and  an  in- 
soluble, clearly  defined  impression  of  the  original  picture  is  left  upon 
the  paper.  By  means  of  pressure,  the  design  is  then  transferred  to 
the  lithographic  stone,  and  from  the  stone  any  desired  number  of 
copies  may  be  printed  upon  paper  with  ink  in  the  usual  way. 

Besides  the  bichromate  of  potassium,  there  are  several  other 
chromates  important  in  the  arts  or  useful  to  the  analyst.  The 
normal  chromate  of  potassium  (K,0,CrO,)  is  a  yellow  salt,  readily 
obtainable  by  adding  a  molecule  of  carbonate  of  potassium  to  pne 
of  the  bichromate : — 

K,0,2CrO,  +  K,0,CO.  =  2CK,0,CrO,)  +  CO^ 

It  is  isomorphous  with  normal  sulphate  of  potassium  (E,60^\ 
chromic  acid,  like  sulphuric  add,  being  bibasic  (§  238).  The 
salt  is  hence  easily  adulterated.  Chromate  of  barium  is  insoluble 
in  water  and  in  acetic  acid ;  chromate  of  strontium  is  soluble  in 
acetic  add,  though  nearly  insoluble  in  water ;  while  chromate  of 
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caldnm  is  solable  both  in  water  and  in  acetic  acid ;  hence  an 
easy  method  of  separating  componnds  of  either  of  the  three 
metals  from  miztores  which  contain  compounds  of  all  three. 

Ghromate  of  lead  is  the  pigment  called  chrome-yellow ;  it  may 
easily  be  prepared  by  mixing  solutions  of  bichromate  of  potassium 
and  acetate  of  lead.  An  orange-colored  dichromate  (2PbO,Gr03) 
may  be  obtained  by  boiling  together  jeUow  chromate  of  lead  and 
slaked  lime  in  the  proportion  of  two  molecules  of  the  former  to 
one  of  the  latter.  This  process  is  used  to  fix  a  permanent  orange 
upon  calico.  A  still  more  brilliant  color  may  be  obtained  by 
fusing  one  part  of  the  yellow  chromate  of  lead  with  five  parts  of 
nitre ;  chromate  of  potassium  and  dichromate  of  lead  are  formed, 
and  the  former  may  be  washed  away.  Chromate  of  mercury,  of 
a  brick-red  color,  may  be  precipitated  by  adding  bichromate  of 
potassium  to  nitrate  of  protoxide  of  mercury,  or,  of  an  orange- 
yellow  color,  by  adding  the  potassium  salt  to  the  nitrate  of  di- 
oxide of  mercury, 

KANGAITESB. 

621.  Black  oxide  of  manganese,  such  as  has  been  employed 
in  the  preparation  of  oxygen  and  of  chlorine  (§§  14, 105),  is  a 
tolerably  abundant  mineral.  Small  quantities  of  manganese  exist 
also  in  a  great  number  of  other  minerals  and  rocks ;  so  that  the 
element  is  really  very  widely  diffused  in  nature.  It  is  often 
associated  with  ores  of  iron.  By  heating  oxide  of  manganese 
very  strongly  with  charcoal,  it  may  be  reduced  to  the  metallic 
state,  though  not  readily.  The  metal  is  of  a  grapsh- white  color, 
and  is  very  hard  and  brittle.  It  oxidizes  quickly  when  exposed 
to  the  atmosphere ;  it  melts  only  at  the  strongest  heat  of  a  blast 
furnace.  The  specific  gravity  of  manganese  is  8,  its  atomic 
weight  is  55,  It  slowly  decomposes  water  at  the  ordinary  tem- 
perature, and  dissolves  readily  in  dilute  sulphuric  acid  with  evo- 
lution of  hydrogen.  like  iron,  it  combines  with  carbon  and 
silicon.  MetaUio  manganese  is  not  used  in  the  arts;  and  the 
alloys  which  it  forms  with  the  other  metals  are  of  no  commercial 
importance,  except  that  a  small  proportion  of  manganese  is  pre- 
sent in  a  peculiar  kind  of  iron  largely  used  for  making  steel. 

622.  Oxidei  of  Manganeu. — Six  well-defined  compounds  of 
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oxygen  and  manganese  are  known ;  two  of  tbem  are  bases,  two 
are  acids,  and  two  may  be  regarded  as  salts,  formed  by  tbe  union 
of  tbe  oxides  one  witb  tbe  otber.  Protoxide  of  manganese 
(MnO)  is  a  powerful  base,  wbile  sesquioxide  of  manganese  (Mn^O,) 
is  but  a  weak  base.  Manganic  add  (MnO,)  and  permanganio 
acid  (Mnfi^)  are  well  cbaracterized  as  acids,  tbougb  tbey  are 
known  only  in  combination ;  tbey  haye  never  been  obtained  in 
tbe  free  anhydrous  state.  On  tbe  otber  hand,  binoxide  of  man- 
ganese (Mn^OgjMnOjSsSMnOj)  and  tbe  red  oxide  (MnO,Mn,0, 
s=Mn,0^)  are  both  neutral  or  indifferent  bodies;  tbey  exhibit 
neither  acid  nor  basic  properties. 

623.  Protoxide  of  Manganese  (MnO)  may  be  obtained  by  beat- 
ing carbonate  of  manganese  out  of  contact  with  the  air,  or  by 
heating  either  of  the  higher  oxides  of  manganese  to  redness  In 
contact  with  charcoal  or  hydrogen.  The  protoxide  is  itself  re- 
duced to  the  metallic  state  by  these  agents  only  at  a  white  heat. 
It  unites  freely  with  acids  to  form  salts  of  considerable  stability. 
Tbe  crystallized  sulphate  MnS0^+5H,0  and  the  chloride  MnCl, 
+  4HyO  are  commonly  employed  in  the  laboratory.  Both  of 
them  may  be  prepared  from  tbe  residues  obtained  in  the  prepa- 
ration of  chlorine  and  oxygen  (§§  106,  626).  Hydrated  prot- 
oxide of  manganese  may  be  precipitated  £rom  tbe  chloride  as 
follows :— ' 

Sxp,  820. — Dissolye  a  small  ciystal  of  chloride  of  msngBnese  in 
water ;  add  to  the  solution  soda-lye  until  the  liquor  exhibits  a  distinct 
alkaline  reaction  when  tested  with  litmus-paper.  Collect  the  gelati- 
nous white  precipitate  upon  a  filter,  and  obsenre  that  it  soon  becomes 
brown  as  it  absorbs  oxygen  from  the  air;  the  brown  product  is  sesqui- 
oxide of  manganese. 

£xp.  821. — Heat  a  portion  of  the  precipitated  hydrate  of  Exp.  820 
to  redness  upon  a  fragment  of  porcelain ;  it  wiU  slowly  absorb  oxygen, 
and  change  to  the  deep-brown-colored  sesquioxide. 

Exp.  822. — ^To  a  solution  of  chloride  of  manganese,  such  as  was  pre- 
pared in  Exp.  820,  add  a  few  drops  of  sulphydrate  of  ammonium  (§  526). 
A  flesh-colored  precipitate  of  sulphide  of  manganese  (MnS)  will  fall 
down.  Like  the  hydrate  above  described,  this  precipitate  soon  becomes 
brown  by  exposure  to  the  air.  It  is  often  prepared  by  the  analyst 
when  testing  for  manganese. 

624.  Seeauioxide  of  Manganese  (Mn,0,)  occurs  in  nature  in 
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the  minerals  braunite  and  manganite.  It  is  prepared  artificiallj 
by  roasting  the  protoxide  obtained  from  chlorine-residues,  and 
is  itself  used  to  a  considerable  extent  in  the  preparation  of 
chlorine : — 

Mn,0,  +  eHCl  =  2Mna,  +  3B;0  +  2C1. 

It  combines  with  acids  to  form  a  series  of  unstable  salts  ana- 
logous to  the  sesquisalts  of  iron,  though  far  less  permanent. 
A  solution  of  the  sesquisulphate,  for  example,  Mn^03,dS0,,  is 
reduced  to  the  condition  of  protosulphate  by  mere  boiling.  In 
like  manner  the  sesquichloride  Mn^Cl,  is  doubtless  formed  when 
the  protochloride  is  treated  with  cold  chlorine,  or  the  sesquioxide 
is  digested  in  cold  chlorhydric  acid ;  but  the  salt  is  decomposed 
with  extreme  readiness,  and  splits  up  into  free  chlorine  and  the 
protochloride  eyen  when  but  slightly  heated.  In  the  preparation 
of  chlorine  from  the  sesquioxide  as  above  formulated,  there  is  no 
doubt  an  intermediate  reaction, 

Mn,0,  +  6HC1  =  Mn^Cl,  +  3H,0, 

before  the  final  breaking  up  of 

Mn^Cl,  into  2MnCl,  -f  2CL 

625.  Of  the  salts  of  the  sesquioxide,  the  double  compound 
of  sulphate  of  manganese  and  of  potassium,  known  as  man- 
ganese alum,  is  one  of  the  most  interesting ;  it  is  of  analogous 
composition  to  ordinary  aluminum  alum,  and  is  isomorphous 
with  this  body,  as  it  is  with  the  corresponding  alums  of  iron 
and  chromium.  The  series  of  double  salts  known  as  alums, 
admirably  illustrates  the  relationship  of  the  sereral  members 
of  the  group  of  metals  now  under  discussion,  and  the  law  of 
isomorphismr  as  well.  It  is  interesting  to  observe,  moreover, 
that  the  name  alum,  originally  applied  specifically  to  the  com- 
pound of  sulphate  of  aluminum  and  of  potassium,  has  with 
the  growth  of  chemical  knowledge  come  to  have  a  generic  sig- 
nification. Several  salts  are  now  classed  as  alums,  into  the 
composition  of  which  neither  aluminum  nor  potassium  enters. 
The  following  list  enumerates  some  of  the  best-known  potas- 
sium alums : — 

Common  alum  =  K,80„A1,380,  +  24H,0, 
Chrome  alum  =  K,80^,Cr,3S0^  +  24H,0, 

2m 
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Manganese  alum  «  K,80^,Mn,380^  +  24H,0, 
Iron  alum  «  K,80,,Fe,3SO^  +  2411  fi. 

But  as  has  been  stated  in  §  609,  the  potassium  in  these  com- 
pounds may  be  replaced  by  any-  metal  isomorphous  with  potas- 
sium. '  There  are  ammonium  alums  and  sodium  alums  corre- 
sponding to  each  of  the  potassium  alums  above  enumerated, 
and  there  is  evidence  that  potassium  may  be  replaced  in  these 
alums  by  the  rarer  alkali-metals.  Some  alums,  on  the  other 
hand,  are  composed  of  mixtures  in  various  proportions  of  alkali- 
metals,  and  of  the  metals  capable  of  forming  sesquioxides.  Besides 
these  true  alums,  there  are  allied  bodies  which  contain  no  alkali- 
metal  whatsoever ;  such,  for  example,  are  the  following : — 

Aluminum  iron  alum  a  Fe80^,Al,380^  +  24H,0, 
Aluminum  magnesium  alum  s=  MgSO^yAl^SSO^  +  24H,0, 
Aluminum  manganese  alum  »  MnS0^,Al,380^  +  24H,0, 

but  these  affiliated  alums  do  not  crystallize  in  the  octahedral 
form  which  is  characteristic  of  the  alums  proper. 

626.  Binoxide  of  Manganese  (MnO,)  is  a  black  compound 
found  abundantly  iu  nature,  and  largely  employed  in  the  arts  for 
the  purpose  of  evolving  chlorine  from  chloride  of  sodium  or 
chlorhydric  acid  (§  105),  as  well  as  for  decolorizing  glass.  It 
may  readily  be  prepared  artificially  from  the  lower  oxides  by 
the  action  of  oxidizing  agents*  By  itself,  at  the  ordinary  tem- 
perature, binoxide  of  manganese  is  an  inert  chemical  substance, 
though  at  higher  temperatures  it  has  considerable  oxidizing-power. 
At  a  strong  red  heat  it  gives  off  one-third  of  its  oxygen : — 

SMnO,  «B  Mn,0^  +  20. 

Formerly  oxygen  was  often  prepared  in  chemical  laboratories 
by  heating  the  black  oxide  of  manganese  in  iron  retorts ;  but  the 
process  has  long  been  superseded  by  more  convenient  methods. 
The  oxide,  Mn,0^=MnO,Mnj03,  which  is  left  as  a  residue  in 
this  experiment,  corresponds  in  composition  with  the  magnetic 
oxide  of  iron,  an  important  ore  of  iron.  This  oxide  is  the  most 
easily  obtained  by  artificial  means  of  all  the  oxides  of  manganese ; 
it  is  produced  when  the  protoxide  or  its  nitrate  or  carbonate  is 
strongly  heated  in  the  air,  or  when  either  of  the  higher  oxides  is 
jbotensely  ignited. 
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Black  oxide  of  manganese  is  insoluble  in  nitric  add,  but  is 
decomposed  by  strong  hot  cblorbydric  acid,  with  formation  of 
protochloride  of  manganese  and  free  chlorine,  as  has  been  already 
explained  (§  105),  and  by  hot  concentrated  sulphuric  acid  with 
evolution  of  oxygen : — 

MnO,  4-  H,SO^  »  MnSO^  +  H^^O  +  0. 

&p.  828. — In  a  small  glass  flask,  prorided  with  a  suitable  deliveiy- 
tube,  heat  a  mixture  of  16  grms.  of  powdered  black  oxide  of  manganese 
and  10  grms.  of  conoentmted  sulphuric  add,  and  collect  the  gas  over 
water  in  the  usual  way. 

After  all  the  available  oxygen  has  been  obtained  in  this  experiment, 
and  the  flask,  together  with  its  contents,  has  been  allowed  to  cool, 
pour  15  or  20  c  c.  of  water  into  the  flask,  boil  the  mixture^  pour  it 
upon  a  filter,  and  evaporate  the  filtmte  to  dryness  upon  a  water-bath, 
taking  care  to  stir  it  constantly  when  nearly  dry.  Hydrated  sulphate 
of  manganese  (MnS0^4H,0)  will  be  obtained  as  a  reddish-white 
powder. 

JSxp.  824 — For  the  sake  of  comparing  the  old  process  of  making 
oxygen  with  methods  now  in  use,  charge  an  ignition-tube,  such  as 
was  used  in  Exp.  7,  to  one-third  of  its  capacity,  with  black  oxide  of 
manganese,  connect  it  with  the  water-pan  in  the  usual  way,  heat  it 
strongly  over  the  gas-lamp,  and  observe  the  comparatively  slow  rate 
at  which  oxygen  is  evolved  from  it 

627.  Manganic  Acid  (MnO,)  has  not  yet  been  obtained  in  the 
free  state ;  it  is  known  only  as  it  occurs  in  combination  with  potash 
or  some  other  base.  Of  the  manganates,  those  of  potassium, 
sodium,  and  barium  are  the  best-known ;  they  are  isomorphous 
with  the  corresponding  chromates,  sulphates,  and  seleniates.  The 
alkaline  manganates  are  important  compounds  to  the  analyst. 

Exp.  825. — Place  upon  a  piece  of  platinum-foil  as  much  dry  car- 
bonate of  sodium  as  could  be  held  upon  half  a  pea ;  mix  with  it  an 
equal  quantity  of  powdered  nitrate  of  potassium  and  a  bit  of  binoxide 
of  manganese  as  large  as  the  head  of  a  small  pin.  Fuse  the  mixture 
in  the  outer  blowpipe-flame,  and  observe  the  bluish-green-colored 
manganate  of  sodium  which  is  produced. 

JExp.  826. — Melt  together  in  an  iron  ladle  over  an  anthracite  or 
charcoal  fire,  10  grms.  of  hydrate  of  potassium,  and  7  grms.  of  chlo- 
rate of  potassium ;  stir  into  the  pasty  liquid  8  grms.  of  very  finely 
powdered  black  oxide  of  manganese,  and  maintain  the  mixture  for 
a  short  time  at  a  temperature  just  below  visible  redness,  taking  care 

2x2 
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to  stir  it  frequently  with  an  iron  rod.  When  the  crambly  mass  has 
become  cold,  place  some  of  it  in  a  test-tube  with  a  small  quantity  of  cold 
water  and  shake  the  tube.  As  soon  as  the  solid  particles  haTe  settled, 
there  will  be  seen  a  clear  green  liquid/ which  is  a  solution  of  man- 
ganate  of  potassium. 

£xp,  827. — ^Pour  off  half  of  the  green  solution  of  manganate  of 
potassium  into  another  short  test-tube,  and  leave  it  open  to  the  air; 
the  green  color  of  the  solution  will  gradually  change  to  blue,  then 
to  violet  and  to  purple,  and  finally  to  ruby  red.  The  red  color  is 
that  of  a  solution  of  permanganate  of  potassium,  into  which  the  man- 
ganate is  converted  by  exposure  to  the  air.  The  intermediate  colon 
are  merely  mixtures  of  the  manganate  green  and  the  pennanganata 
crimson.  On  account  of  these  remarkable  changes  of  color,  the  name 
chameleon  mineral  has  been  applied  to  manganate  of  potasaium,  and 
by  this  term  it  is  still  commonly  known. 

Manganate  of  potassium  is  a  very  unstable  salt,  especially  when  in 
solution ;  it  may  be  readily  decomposed  in  a  great  variety  of  ways* 
It  breaks  up  into  permanganate  of  potassium  and  binoxide  of  man- 
ganese when  the  aqueous  solution  is  mixed  with  a  large  quantity  of 
water,  and  even  strong  solutions  are  rapidly  decomposed  in  the  same 
way  by  boiling : — 

SK^nO^  +  2EJ0  a  K,W[n,0,  +  MnO,  +  4EH0. 

By  means  of  acids,  the  change  from  manganate  to  permanganate 
may  be  almost  instantaneously  effected ;  but  by  the  presence  of  an 
excess  of  alkali  the  decomposition  is  always  greatly  retarded. 

Exp,  S28. — ^Add  a  few  drops  of  sulphuric  acid  to  the  remaining 
portion  of  the  solution  of  manganate  obtained  in  Exp.  836,  and 
observe  that  a  quantity  of  the  red  permanganate  of  potassium  j» 
immediately  produced. 

628.  Permanganic  Acid  (Mn,0^),  or  rather  its  hydrate  H^Mn^O,, 
may  be  obtained  in  aqueous  solution  by  decomposing  permanganate 
of  barium  with  sulphuric  acid.  The  solution  bleaches  powerfully^ 
and  the  acid  is  rapidly  destroyed  by  organic  matter  and  other 
reducing  agents.  Of  the  compounds  of  this  acid,  that  with 
potassium  is  by  far  the  best-known. 

Exp.  829. — ^Plaoe  800  c.  c  of  water  in  a  porcelain  dish,  heat  it  to 
boiling  and  add  to  it  by  portions  the  remainder  of  the  powdered 
green  manganate  of  Exp.  826 ;  from  time  to  time  add  small  portions 
of  hot  water  to  replace  that  which  evaporates,  and  continue  to  boil 
imtil  the  green  color  of  the  solution  has  changed  to  deep  violet  red, 
and  the  manganate  of  potassium  has  all  been  changed  to  permanganate. 
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In  case  the  manganate  contains  a  large  excess  of  free  alkali  it  cannot 
readily  be  converted  into  permanganate  by  boiling ;  it  will  therefore 
often  be  found  necessary  to  neutralize  with  nitric  acid  a  portion  of  the 
alkali  which  is  in  excess.  As  soon  as  the  transformation  has  been 
completed,  pour  the  mixture  into  a  tall  bottle,  leave  it  at  rest  until 
the  binoxide  of  manganese  and  other  insoluble  matters  have  settled; 
then  decant  the  clear  liquor  into  a  glass-stoppered  bottle,  and  preserve 
it  for  use  in  subsequent  experiments.  The  insoluble  deposit  may  be 
again  boiled  with  water  and  allowed  to  settle ;  the  clear  liquor  thus 
obtained  may  be  added  to  that  previously  prepared. 

In  order  to  obtain  crystals  of  the  permanganate,  a  ctear  solution 
like  that  above  described  should  be  rapidly  evaporated  to  a  small  bulk, 
then  decanted  from  the  binoxide  of  manganese  which  is  precipitated 
during  the  process,  and  set  aside  to  cool.  Needle-shaped  crystals  of  a 
dark  purple-red  color  will  soon  be  formed ;  they  are  soluble  in  16  pai-ts 
of  water  at  15°,  and  are  permanent  in  the  air.  It  ia  well  to  purify  the 
first  crop  of  crystals  by  washing  them  with  a  little  cold  water,  then 
dissolving  in  the  least  possible  quantity  of  boiling  water,  and  again 
crystallizing  in  the  cold.  Neither  the  ciystals  nor  the  solution  should 
ever  be  brought  into  contact  with  paper.  Decantation  will  ordinarily 
be  sufficient  in  order  to  separate  the  crystals  from  the  mother-liquor; 
but  if  filtration  be  necessary  in  any  case^  an  asbestos  filter  should  be 
employed  (Appendix,  §  14). 

629.  The  permanganates  are  isomorphous  with  the  perchlorates 
(§  125),  and  the  potassium  salts  of  the  two  acids  are  capable  of 
crystallizing  together  in  all  proportions.  These  compound  crystals 
are  red-colored  when  they  contain  much  perchlorate  of  potassium, 
but  are  black  if  they  contain  as  much  as  half  their  weight  of  the 
permanganate. 

In  the  same  way  that  perchloric  acid  is  a  more  stable  acid  than 
chloric  acid,  so  permanganic  acid  is  less  readily  decomposed  than 
manganic  acid.  Both  manganic  acid  and  permanganic  acid,  how- 
ever, give  up  oxygen  to  other  substances  with  remarkable  faci- 
lity, and  are  much  used  as  oxidizing  agents.  Even  a  piece  of 
wood  or  paper  thrown  into  the  green  or  red  solution  of  a  manga- 
nate or  permanganate,  will  quickly  abstract  oxygen  from  the 
solution  and  destroy  its  color.  In  filtering  the  colored  solutions^ 
paper  is  consequently  inadmissible,  as  has  been  stated  in  Exp. 
329 ;  asbestos,  sand,  or  some  other  inert  filtering-material  must 
be  resorted  to.    Permanganate  of  potassium  is  largely  employed 
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for  disinfecting  pntrid  water  and  animal  or  vegetable  matten 
in  a  condition  of  putrefaction.  A  solution  of  it,  such  as  has  been 
prepared  in  Exp.  329,  is  of  great  use  in  Yolumetrio  analjaisy 
especially  for  testing  the  value  of  iron  ores. 

XBOK. 

630.  Although  iron  is  one  of  the  most  widely  diSuaed  and 
most  abundant  of  the  metals,  it  is  rarely  found  native  in  the  me- 
tallic state.  Meteors,  however.  Ml  upon  the  earth  from  outer 
space,  which  consist  mainly  of  metallic  iron,  contaminated  with 
several  other  elements  in  small  proportions.  Minerals  containing 
iron  occur  in  great  numbers ;  and  there  are  indeed  few  natural 
substances,  whether  organic  or  inorganic,  in  which  iron  is  not 
present.  It  ib  found  in  the  ashes  of  most  plants,  and  in  the  blood 
of  animals.  The  natural  compounds  of  iron  which  are  available 
as  ores  of  the  metal,  are  chiefly  oxides  and  carbonates.  The  most 
important  varieties  of  these  ores  of  iron  are  the  following : — 1. 
Magnetic  iron-ore,  the  richest  of  the  ores  of  iron,  containing  when 
pure,  72'41  per  cent,  of  iron,  and  not  infrequently  approximating 
closely  to  this  composition  in  large  masses.  2.  Med  Hamatite, 
consisting,  when  pure,  of  anhydrous  sesquioxide  of  iron  contain- 
ing 70  per  cent,  of  iron ;  this  ore  often  yields  from  60  to  69  per 
cent,  of  the  metal.  3.  Speeidar  iron-ore,  which  is  a  crystalline 
form  of  the  same  anhydrous  sesquioxide  of  iron.  4.  LimoniU,  or 
Brown  iron-ore,  which  consists  essentially  of  hydrated  sesquioxide 
of  iron,  containing  59*89  per  cent,  of  iron;  yellow  ochre  is  a 
clayey  variety  of  this  very  abundant  ore;  the  numerous  ores 
classed  under  this  head  yield  from  25  to  55  per  cent,  of  iron.  5. 
Spathic  iron-ore,  or  Carbonate  of  iron,  which  contains  in  its 
purest  state  48*27  per  cent,  of  iron,  but  is  so  generally  contami- 
nated with  manganese,  calcium,  and  magnesium  as  to  yield  very 
various  quantities  of  iron,  ranging  from  14  to  43  per  cent  6.  Clay 
ii^n-ore^  a  name  applied  to  a  mixture  of  clay  and  carbonate  of 
iron,  which  occurs  very  abundantly  in  the  coal-measures ;  as  this 
ore  is  a  mixture  in  uncertain  proportions,  it  yields  various  per- 
centages of  iron,  ranging  from  25  to  40  per  cent. 

From  the  richer  iron-ores,  like  the  magnetic  and  specular 
oxides,  a  very  exceUeut  iron  can  be  obtained  by  simply  heating 
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fhe  broken  ore  with  charcoal  in  an  open  forge  firCi  urged  bj  a 
blast.  The  ore  is  deoxidized  bj  the  carbon  of  the  fuel,  and  the 
reduced  iron  is  agglomerated  into  a  pasty  lump  called  a  "  bloom,'' 
while  the  earthy  impurities  contained  in  the  ore  combine  with  a 
portion  of  the  oxide  of  iron  to  form  a  fusible  glass  or  slag.  The 
spongy  bloom  is  freed  from  slag  and  rendered  homogeneous  and 
solid  by  hammering  while  still  red-hot ;  by  reheating  and  ham- 
mering, the  iron  is  then  converted  into  bars  or  shaped  into  any 
other  desired  form.  This  process  is  not  economical  in  the  che- 
mical sense,  for  much  iron  is  lost  in  the  slag,  and  much  fuel  is 
burnt  to  waste  in  an  open  fire ;  but  when  well  conducted,  it  yields 
an  admirable  quality  of  iron ;  and  since  the  original  outlay  for 
the  construction  of  a  bloomary  is  small,  and  repairs  upon  it  are 
always  easy,  the  method  has  many  advantages  in  regions  where 
transportation  is  dear  while  rich  ores,  charcoal,  and  water-power 
abound.  The  bloomary  process,  in  its  crudest  form,  is  easily 
practised  by  people  possessing  but  little  mechanical  skill  and  no 
chemical  knowledge ;  it  is  undoubtedly  the  oldest  method  of  ex- 
tracting iron  from  its  ores. 

631.  In  the  extraction  of  iron  from  its  common  ores,  the  metal 
is  usually  obtained,  not  pure,  but  in  a  carburetted  fusible  state* 
known  as  cast  iron  or  pig  iron.  The  main  features  of  the  pro- 
oess  are,  first,  a  previous  calcination  or  roasting  to  expel  water, 
carbonic  acid,  sulphur,  and  other  volatile  ingredients  of  the  ore ; 
secondly,  the  reduction  of  the  oxide  of  iron  to  the  metallic  state 
by  ignition  with  carbon ;  thirdly,  the  separation  of  the  earthy 
impurities  of  the  ore  by  fusion  with  other  matters  into  a  crude 
glass  or  slag ;  and,  lastly,  the  carbonizing  and  melting  of  the  re- 
duced iron.  With  the  purer  kinds  of  iron-ore,  the  preliminary 
calcination  is  not  always  essential ;  but  with  the  majority  of  ores 
it  is  very  desirable ;  not  unfrequently  all  the  drying  necessary  is 
effected  in  the  upper  part  of  the  blast  furnace  itself,  within  which 
the  three  last  steps  of  the  process  always  take  place. 

The  blast  furnace  for  iron  consists  essentiaUy  of  a  huge  cylin- 
drical structure  of  masonry,  15  to  25  m.  in  height,  and  5  to  6  m. 
in  diameter  at  tLe  central  portion  of  the  cylinder,  but  contracted 
to  a  less  diameter  both  at  the  top  or  tJiroat  and  at  the  bottom  or 
Jiearth,    Air  is  forced  in  at  the  bottom  of  the  furnace  to  support 
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the  oombnstioii,  and  it  has  been  found  advantageous  in  the  mi^ 
jority  of  cases  to  heat  this  blast  of  air  to  about  the  melting-point 
of  lead  before  it  enters  the  fiimace.  The  reduction  of  the  oxides 
of  iron  being  effected  by  the  carbonic  oxide  resulting  from  the 
oombination  of  carbonic  acid  with  hot  carbon  (Exp.  181),  it  is 
not  difficult  to  calculate  the  amount  of  carbon  and  the  amount  of 
air  requisite  to  reduce  to  metallic  state  the  iron  contained  in  a 
given  weight  of  an  iron-ore  of  known  composition.  Thus  the 
formula  of  specular  iron-ore,  or  of  red  hsmatitCi  is  Fe^O,,  and, 
since  the  atomic  weight  of  iron  is  56,  these  ores  are  70  per  cent, 
iron ;  accordingly  the  following  quantities  are  equivalent  one  to 
the  other : — 

1    .     1*429        -        0-8214  ->  0*4285      »>        1-865. 

Iron.         Fe,(V         Bequiaite  weight     Weight  of  oxygen        Air. 

of  carbon  in        requisite  to  convert 
state  of  CO.         so  much  G  to  CO. 

For  every  kilogramme  of  iron  produced,  nearly  two  kilogrammes 
of  air  must  be  supplied,  and  at  least  j  kilogramme  of  fuel,  merely 
to  accomplish  the  chemical  reaction.  The  reduction  of  the  oxide 
of  iron,  however,  is  not  alone  sufficient  to  secure  the  metal ;  iron- 
ores  almost  always  contain  earthy  admixtures,  consisting  chiefly 
of  silica,  clay,  and  carbonate  of  calcium ;  and  these  substances  are 
BO  intimately  mixed  with  the  reduced  metal,  that  it  is  essential 
to  melt  them  before  the  iron  can  separate  by  virtue  of  its  greater 
specific  gravity.  Any  one  of  these  substances  t^ken  alone  is  in- 
fusible at  the  temperature  of  the  furnace ;  they  must  be  converted 
into  fusible  double  silicates ;  and  as  it  is  rarely  the  case  that  the 
natural  impurities  of  an  ore  are  present  in  the  proportions  requi- 
site for  the  formation  of  such  double  silicates,  it  is  generally 
necessary  to  mix  with  the  ore  a  substance  intended  to  effect  this 
result,  and  therefore  called  the  flux.  With  ores  in  which  the 
earthy  adi^ixture  is  chiefly  calcareous,  the  flux  must  be  olay  or 
some  siliceoua  material ;  but  in  the  more  frequent  case  of  ores  con- 
taining day  or  silica,  the  flux  will  be  limestone  or  quicklime. 
In  either  case,  a  fusible  double  silicate  of  aluminum  and  calcium 
is  the  essential  constituent  of  the  slag.  With  siliceous  ores  there 
b  another  reason  for  the  addition  of  lime ;  the  double  silicate  of 
aluminum  and  iron  is  very  fusible,  and  a  considerable  quantity 
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of  iron  might  he  lost  in  the  slag,  were  not  lime  enough  added  to 
prevent  the  formation  of  this  iron-containing  silicate.  Sometimes 
hoth  calcareous  and  siliceous  ores  are  within  reach  of  an  iron- 
furnace,  and  the  smelter,  by  mixing  the  two  varietieB  in  due  pro- 
portion, may  avoid  the  necessity  of  adding  a  flux. 

The  blast  fomace  is  charged  at  the  top  with  alternate  layers  of 
the  fuel  (which  may  either  be  charcoal,  anthracite,  or  coke),  the 
ore,  and  the  flux,  which  is  generally  lime ;  these  materials  are 
constantly  supplied  at  the  top,  and  air  is  constanUy  supplied  in 
immense  quantities  at  the  bottom  of  the  furnace,  the  actual  weight 
of  the  air  forced  in  being  greater  than  the  sum  of  the  weights  of 
the  ore,  the  fuel,  and  the  flux.  Where  the  blast  first  touches  the 
ignited  fuel,  carbonic  acid  is  formed ;  this  gas,  rising  with  the 
unused  nitrogen  through  the  furnace,  comes  in  contact  with  white- 
hot  carbon,  and  is  reduced  to  carbonic  oxide  (Exp.  181).  The 
layers  of  solid  material  thrown  in  at  the  top  of  the  furnace  gra* 
dually  sink  down,  and  as  soon  as  a  stratum  of  ore  has  descended 
sufficiently  to  be  heated  by  the  hot  mixture  of  nitrogen  and  car- 
bonic oxide  it  becomes  reduced  to  spongy  metallic  iron,  which^ 
mixed  with  the  flux  and  the  earthy  impurities  of  the  ore,  settles 
down  to  hotter  parts  of  the  furnace,  where  it  enters  into  a  fusible 
combination  with  carbon,  while  the  flux  and  earthy  impurities 
melt  together  to  a  liquid  slag.  The  liquid  carburetted  iron  settles 
to  the  very  bottom  of  the  furnace,  whence  it  is  drawn  out,  at 
intervals,  through  a  tapping -hole,  which  ia  stopped  with  sand 
when  not  in  use.  The  viscous  slag  flows  out  over  a  dam,  so  placed 
as  to  retain  the  iron,  but  to  permit  the  escape  of  the  slag  which 
floats  on  the  iron,  as  fast  as  it  accumulates  in  sufficient  quantity. 
The  fusion  of  the  materials  in  the  lower  part  of  the  furnace  re- 
quires a  great  heat ;  and  the  amount  of  fuel  consumed  in  getting 
this  high  temperature  is  much  greater  than  the  amount  requisite 
for  the  reduction  and  carbonization  of  the  metal.  As  charcoal 
is  a  much  purer  carbon  than  coal  or  coke,  iron  smelted  with  char- 
coal is  generally  purer  than  that  smelted  with  coal;  but  as 
charcoal  crumbles  under  great  pressure,  the  furnaces  in  which 
charcoal  is  used  are  usually  much  smaller  than  those  intended 
for  anthracite  or  coke.  The  consumption  of  fuel  in  smelting 
1000  k.  of  iron  varies  with  the  nature  of  the  furnace,  the  blast. 
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and  the  fuel,  between  500  k.  and  3000  k.  The  gases  which  issue 
from  the  mouth  of  the  blast  furnace  are  charged  with  an  enc^*- 
mous  heating-power ;  for  besides  being  themselyes  intensely  hot 
they  contain,  even  after  haying  effected  the  reduction^  a  large 
proportion  of  combustible  gases,  such  as  carbonic  oxide,  carbu- 
retted  hydrogen,  and  hydrogen,  ^is  gaseous  mixture  takes  fire 
whenever  it  comes  in  contact  with  the  air ;  a  part  of  its  heat  may 
be  utilized  in  heating  the  air-blast  and  generating  steam. 

Two  distinct  varieties  of  cast  iron  exist,  which  differ  in  cdor, 
texture,  and  fusibility ;  these  are  white  cast  iron  and  gray  cast 
iron.  White  iron  is  hard  and  brittle,  of  crystalline  texture  and 
shining  fracture.  Gray  iron  is  slightly  malleable,  and  has  a 
granular  texture ;  its  fracture  may  be  either  coarse  or  fine-grained, 
and  minute  particles  of  black  graphite  are  visible  upon  the  broken 
surface.  White  cast  iron  melts  at  a  lower  temperature  than  gray, 
but  does  not  become  so  liquid  as  the  gray.  Gray  cast  iron,  when 
rapidly  cooled,  is  converted  into  white  iron ;  when  a  casting  is 
made  in  an  iron  moald,  the  layer  of  metal  in  contact  with  the 
mould  is  chilled  and  converted  into  the  hard  white  iron,  while  the 
interior  of  the  casting  will  retain  the  condition  of  the  stronger 
gray  iron.  Excellent  shot  and  shell  for  rifled  cannon  have  lately 
been  cast  on  this  plan.  The  chief  chemical  difference  between 
white  and  gray  cast  iron  consists  in  the  different  condition  of  the 
admixed  carbon.  In  white  iron  the  carbon  seems  to  be  dissolved 
in  or  combined  with  the  iron,  while  in  gray  oast  iron,  on  the 
other  hand,  the  greater  part  of  the  carbon  seems  to  be  mechanically 
diffused  through  the  solid  iron,  in  the  state  of  graphite.  The  two 
varieties,  however,  shade  off  into  each  other  through  a  great  va- 
riety of  intermediate  mixtures.  White  cast  iron  rusts  much  more 
slowly  than  gray  cost  iron.  When  white  iron  is  heated  with 
strong  chlorhydric  acid  it  entirely  dissolves,  but  the  combined 
carbon  enters  into  combination  with  a  portion  of  the  nascent 
hydrogen,  forming  hydrocarbons  which  impart  a  peculiar  smell  to 
the  gas  evolved.  Gray  iron  does  not  wholly  dissolve  in  hot  chlor- 
hydric acid ;  a  residue  of  graphite  remains ;  but  the  gas  evolved 
has  the  same  smell  as  the  gas  evolved  from  white  iron.  When 
bars,  plates,  or  implements  of  common  cast  iron  are  exposed 
to  the  slow  action  of  dilute  acids  or  of  saline  solutions  such 
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as  sea-water,  the  iron  is  not  infrequently  wholly  dissolved 
away,  while  the  graphitic  carbon  remains  untouched — a  light, 
soft,  sectile  substance  which  often  retains  the  color  and  form 
of  the  original  article,  but  possesses  neither  hardness  nor  tena- 
city. The  largest  proportion  of  carbon  found  in  oast  iron  is 
5*75  per  cent. ;  this  large  percentage  occurs  in  a  lustrous  vaiiety 
of  white  iron  which  contains  manganese  and  is  called  specular 
iron.  In  gray  iron  the  amount  of  carbon  varies  from  2  to  nearly 
5  per  cent. 

Silicon,  sulphur,  phosphorus,  manganese,  and  copper  are  very 
oommon  impurities  in  cast  iron.  The  silicon  comes  from  silica 
deoxidized  in  the  furnace ;  its  amount  varies  from  0*1  to  3*5  per 
cent.  There  is  more  of  it  in  gray  than  in  white  iron,  and  more  in 
hot-blast  iron  than  in  cold-blast.  Sulphur  is  almost  always  pre- 
sent in  cast  iron,  but  only  in  very  small  quantity  ;  its  presence 
is  supposed  to  conduce  to  the  formation  of  white  iron.  The  pre- 
sence of  phosphorus  to  the  extent  of  1  or  2  per  cent,  is  not  un- 
oommon,  and  does  not  injure  iron  intended  for  castings,  inasmuch 
as  the  phosphorus  makes  the  iron  more  fusible,  and  more  liquid 
when  melted.  Manganese  is  frequently  present  in  cast  iron,  as 
is  not  unnatural  considering  the  common  association  of  manganese 
ores  with  iron-ores.  Cast  iron  containing  manganese  appears  to 
be  especially  suitable,  for  the  production  of  steel. 

The  production  of  malleable  or  '^ wrought*'  iron  from  cast 
iron,  consists  essentially  in  burning  out  the  carbon,  silicon,  sul- 
phur, and  phosphorus  which  cast  iron  contains.  This  oxidation 
of  the  impurities  of  cast  iron  is  e£fected  either  by  blowing  upon 
the  melted  metal  with  an  air-blast  in  a  small  charcoal  furnace 
called  a  "  finery,"  or  by  stirring  the  melted  iron  in  a  reverbera- 
tory  furnace  in  which  the  fuel  does  not  come  in  contact  with  the 
metal,  and  into  which  air  can  be  admitted  at  will ;  the  latter  pro- 
cess, now  much  the  most  important  method  of  manufacturing 
wrought  iron,  is  called  "puddling."  In  puddling  it  is  customarj'' 
to  add  to  the  charge  of  pig  iron  a  quantity  of  iron  scale  or  other 
oxide  of  iron.  The  oxidation  of  the  silicon,  carbon,  phosphorus, 
and  other  impurities  is  effected  partly  by  the  air  and  partly  by 
the  oxide  added  to  the  charge ;  the  carbon  bums  to  carbonic 
oxide,  which  heaves  the  seething  mass  as  it  escapes  and  bums  in 
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jets  of  blue  flame ;  the  other  impuritieB  form,  with  the  oxides  of 
iron  and  manganese,  a  cinder  or  slag  which  ordinarily  contains 
sulphur,  silicic  acid,  and  phosphoric  acid.  When  the  cast  iron  is 
80  far  decarbonized  as  to  be  pasty  in  the  fire,  it  is  gathered  into 
lumps  on  the  end  of  an  iron  bar  and  carried  from  the  furnace  to 
a  hammer  or  squeezer  which  expresses  the  liquid  slag  and  welds 
into  a  coherent  mass  the  tenacious  iron.  The  hammered  lump 
may  be  reheated  and  rolled  or  forged  into  any  desired  shape. 
The  waste  of  iron  in  converting  cast  into  malleable  iron  amounts 
to  from  13  to  30  per  cent. 

Ordinary  malleable  iron  has  a  gray  color,  and  a  specific  gravity 
of  about  7'6.     Though  less  malleable  than  gold  and  silver,  its 
malleability  is  very  great,  and  the  greater  the  purer  the  metal 
and  the  higher  the  temperature  to  which  it  is  raised.    At  a  red 
heat,  separate  pieces  may  be  firmly  united  by  hammering  or 
rolling ;  the  operation  is  called  wdding.     Sulphur  is  said  to  ren- 
der wrought  iron  brittle  while  hot  or  "  red-e^ort ; "  silicon  and 
phosphorus  render  iron  brittle  at  the  ordinary  temperature,  or 
<'  cold-short,"  in  technical  phraseology.     These  common  impu- 
rities of  cast  iron  are  therefore  very  prejudicial  to  wrought  iron. 
Wrought  iron  is  hammered  or  rolled  while  in  a  doughy  condition; 
and  the  uniform,  close,  fibrous  texture  which  is  valued  in  mal- 
leable iron  depends  much  upon  the  nature  of  this  mechanical 
treatment,  and  the  extent  to  which  it  is  carried.     Common  mal- 
leable iron  still  contains  from  0*25  to  0-5  per  cent,  of  carbon ;  the 
smaller  the  amount  of  carbon  the  softer  the  iron.     Wrought  iron 
dissolves  almost  completely  even  in  dilute  acids ;  but  the  hydrogen 
evolved  has  the  peculiar  smell  attributed  to  the  presence  of  car- 
bonaceous vapor. 

632.  Steel, — This  invaluable  substance  is  in  composition  inter- 
mediate between  cast  and  wrought  iron,  containing  less  carbon  than 
cast  iron,  but  more  than  wrought.  It  may  be  made  from  wrought 
iron  by  heating  bars  of  iron  to  redness  for  a  week  or  more  in  con- 
tact with  powdered  charcoal  in  close  boxes  &om  which  air  is  care- 
fully excluded.  Though  the  iron  is  not  fused,  nor  the  carbon 
vaporized,  yet  the  carbon  gradually  penetrates  the  iron  and  alters 
its  original  properties ;  when  the  bars  are  withdrawn  from  the 
chests  in  which  they  were  packed,  the  metal  has  become  fine-grained 
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in  fractnrei  more  brittle,  and  more  fusible.  The  bars,  how- 
ever, are  far  from  uniform  in  composition,  the  outside  being  more 
highly  carbonized  than  the  interior ;  they  are  apt  to  show  blisters 
of  various  sizes  on  the  surfaces,  and  the  steel  thus  prepared  is 
called  *'  blistered  "  steeL  To  obtain  steel  of  a  uniform  quality,  it 
must  be  cast  into  ingots.  This  process  of  preparing  steel  is  called 
the  '*  cementation  "  process ;  it  is  a  curions  instance  of  chemical  ac- 
tion between  solid  materials  which  are  apparently  in  a  state  of  rest. 
Since  the  materials  used  in  this  process  are  the  purest  attainable 
— the  best  iron  and  the  best  charcoal — ^the  steel  obtained  is  of 
the  best  quality.  Cheaper  methods  of  preparing  an  inferior  steel 
are,  however,  of  great  industrial  importance.  If  the  "  puddling  " 
process  for  preparing  malleable  iron  should  be  arrested  when  the 
cast  iron  had  lost  from  one-half  to  two-thirds  of  its  carbon,  the 
product  would  be  an  impure  steel,  impure  because  the  silicon, 
phosphorus,  sulphur,  and  other  impurities  of  the  cast  iron  would 
only  be  incompletely  removed.  Nevertheless  there  are  nses  in 
the  arts  for  a  steel  of  this  quality  whidh  may  be  cheaply  manu- 
fiEtctured. 

633.  A  new  and  very  rapid  method  of  preparing  cast  steel 
directly  from  cast  iron  is  that  known  as  the  Bessemer  process. 
From  two  to  six  tons  of  cast  iron,  previously  melted  in  a  suitable 
furnace,  are  poured  into  a  large  covered  crucible,  made  of  the 
most  refractory  materials,  and  swung  on  pivots  in  such  a  manner 
that  it  can  be  tipped  up  and  emptied  by  means  of  an  hydraulic 
press.  Through  numerous  apertures  in  the  bottom  of  the  crucible 
a  blast  of  air  is  forced  up  into  the  molten  metal;  an  intense 
combustion  ensnes  involving  the  carbon  in  the  iron  and  a  portion 
of  the  metal  itself,  and  generating  a  most  intense  heat,  which 
keeps  the  mass  fluid  in  spite  of  its  rapid  approach  to  the  con- 
dition of  malleable  iron.  Such  a  quantity  of  specular  iron  or 
white  cast  iron  is  then  added  to  the  iron  in  the  crucible  as  is 
necessary  to  give  carbon  enough  to  convert  the  whole  mass  into 
steel,  and  the  melted  steel  is  immediately  cast  into  ingots.  Six 
tons  of  cast  iron  can  thus  be  converted  into  tolerable  steel  in 
twenty  minutes.  This  steel  is  suitable  for  the  manufacture  of 
axloii  cranksi  rails,  boiler-plates,  and  many  other  articles  in  which 
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great  strength  should  he  comhined  with  hardness.  A  pure  sted 
cannot  at  present  be  made  by  this  process,  inasmuch  as  the  com- 
bustion in  the  crucible  does  not  get  rid  of  the  sulphur  and  pho8- 
phorus  in  the.  cast  iron  nearly  as  perfectly  as  does  the  puddling 
process ;  for  the  same  reason  the  manufacture  of  wrought  iron 
by  this  method,  though  the  original  object  of  the  invention,  has 
been  thus  far  found  impracticable.  It  deserves  mention  that  the 
nailer  who  keeps  his  nail  hot,  while  hammering  it,  by  a  carefully 
regulated  blast  of  cold  air,  applies  the  chemical  fact  involved  in 
Bessemer's  process.  This  ancient  practice  was  indeed  a  prophecy 
of  Bessemer's  invention. 

634.  The  two  qualities  of  steel  which  are  of  greatest  importance 
are  its  hardness  and  its  elasticity.  These  qualities  are  deve- 
loped by  quickly  cooling  the  heated  metal;  the  delicate  pro- 
cesses by  which  steel  tools  and  springs  are  hardened,  tempered, 
and  annealed  are  exceedingly  curious,  but  are  rather  physical 
than  chemical  phenomena.  Many  implements  are  sufficiently 
well  made  by  converting  their  exterior  sur&ces  into  steel,  leaving 
the  interior  of  cast  or  wrought  iron.  Thus  cast-iron  tools  may 
be  heated  with  oxide  of  iron  to  remove  a  part  of  the  carbon  from 
their  exterior  and  thus  coat  them,  as  it  were,  with  steel.  Tine 
for  wheels  are  well  made  of  wrought-iron  bars  which  have  been 
superficially  converted  into  steel  by  the  cementation  process; 
such  tires  combine  the  toughness  of  malleable  iron  with  the 
hardness  of  steel. 

635.  Oxides  of  Iron, — ^There  are  several  definite  compounds  of 
iron  and  oxygen.  The  best-known  of  these  oxides  are  the  pro- 
toxide (FeO),  or  ferrous  oxide,  as  it  is  often  called,  and  the  ses- 
quioxide  (Ee,0,),  often  called  ferric  oxide,  and  sometimes  spoken 
of  as  peroxide  of  iron.  There  is  another  oxide,  ferric  acid  Fe(^, 
which  is  an  exceedingly  unstable  substance,  known  only  as  it 
exists  in  combination  with  potassium,  as  ferrate  of  potassiom 
(K^FeO^),  or  with  some  other  powerM  base.  Besides  these 
oxides,  there  are  several  compounds  of  intermediate  composition, 
which  may  be  supposed  to  result  from  the  union  of  ferrous  and 
ferric  oxides,  in  various  proportions;  they  are  called  coUectively 
ferroso-ferric  oxides;  the  most  important  among  them  is  the 
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magnetic  oxide  EegO^ » EeO^e^O,,  which  is  the  black  oxide 
formed  when  iron  is  oxidized  at  high  temperatures  in  oxygen 
gas,  in  air  or  steam  (§§  9, 18,  34). 

636.  Ferrous  Oxide  or  Protoxide  of  Iron  (FeO). — ^This  com- 
poand  is  not  easily  obtained  pure,  since  it  absorbs  oxygen  from 
the  air  with  great  avidity  and  thus  becomes  contaminated  with 
the  sesquioxide.  But  by  dissolving  a  ferrous  salt  (that  is,  a  salt 
of  protoxide  of  iron)  in  recently  boiled  water,  and  adding  to  tbe 
liquid  a  solution  of  caustic  alkali,  which  has  likewise  been  boiled 
to  expel  air,  there  will  be  precipitated  a  white  ferrous  hydrate, 
provided  the  operation  be  conducted  out  of  contact  with  the  air. 
If  this  hydrate  be  exposed  to  the  air,  as  when  the  solution  of  a 
ferrous  salt  is  mixed  with  the  alkali  without  the  precautions 
above  enumerated,  it  will  rapidly  absorb  oxygen  and  will  ex- 
hibit various  shades  of  light  green,  blmsh  green,  and  black,  till, 
finally,  it  assumes  the  red  color  of  hydrated  ferric  oxide  (Exp. 
341).  The  anhydrous  oxide  obtained  by  igniting  ferrous  oxalate 
in  close  vessels,  absorbs  oxygen  so  rapidly  that  it  takes  fire  when 
brought  into  contact  with  the  air. 

Hydrated  ferrous  oxide  is  readily  soluble  in  acids,  forming  salts 
known  as  the  protosalts  of  iron  or  ferrous  salts ;  many  of  those 
salts  are  of  a  pale  green  color ;  like  the  hydrate,  they  rapidly 
suffer  decomposition  by  absorbing  oxygen  from  moist  air. 

637.  Ferrie  Oxide  (Fe^O,). — This  oxide,  called  also  red  oxide, 
sesquioxide,  or  peroxide  of  iron,  occurs  very  abundantly  and 
widely  distributed  in  nature.  Several  of  its  varieties  have  been 
already  mentioned  as  ores  of  iron  (§  630).  It  may  be  obtained 
also  by  igniting  metallic  iron  or  either  of  the  lower  oxides  or 
hydrates  in  contact  with  the  air.  For  use  in  the  arts,  it  is  pre- 
pared by  igniting  ferrous  sulphate  with  or  without  addition  of  a 
small  pioportion  of  nitrate  of  potassium,  or  by  roasting  the  native 
hydrate  (yellow  ochre).  The  better  sort,  known  as  rouge,  is 
largely  employed  for  polishing  glass  and  jewelry,  and  all  grades 
of  it  are  extensively  used  as  pigments.  Bed  ochre  is  impure 
ferric  oxide.  As  commonly  met  with,  the  oxide  is  amorphous 
and  has  a  red,  brown,  or  nearly  black  color,  according  to  the 
method  of  its  preparation.  At  a  full  white  heat,  it  gives  off  a 
portion  of  its  oxygen,  and  magnetic  oxide  of  iron  is  formed.    It 
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is  easily  reduced  to  the  metallic  state  by  hydrogen  gas,  evtga.  at 
temperatures  below  redness,  and  by  carbon  and  carbonic  oxide  at 
a  red  heat,  as  has  been  stated  in  §  631.  Ammonia  gas  reduces 
it  also  at  a  red  heat. 

JBxp,  3S0. — ^In  the  middle  of  a  tube  of  hard  glass,  No.  S,  10  c  e. 
long,  and  provided  at  both  ends  with  corks  carrying  short,  straigltt 
delivery-tubes,  place  a  teaspoonful  of  red  ochre  or  ignited  iron-mel 
Attach  to  one  end  of  the  tube  a  hydrogen-generator  or  gas-holder 
provided  with  a  chloride-of-calcium  drying-tube,  and  connect  Tritli 
the  other  end  a  U-tube.  Support  the  tube  containing  oxide  of  iron 
upon  a  ring  of  the  iron  stand,  cause  a  current  of  hydrogen  to  flow 
through  it,  immerse  the  U-tube  in  a  bottle  of  cold  water,  and  finally 
heat  the  oxide  of  iron.  The  hydrogen  wiU  combine  with  the  oxrgeo 
of  the  red  oxide  of  iron,  water  will  be  formed  and  vnll  condense  in  tlie 
U-tube,  while  finely  divided  metallic  iron  will  be  left  behind.  After 
the  reduetion  has  been  completed,  allow  the  tube  to  become  cold,  and 
then  scatter  its  contents  through  the  air  upon  an  earthen  plata  Thej 
will  take  fire  and  bum  again  to  the  condition  of  red  oxide. 

JErp.  331. — ^Repeat  Exp.  330,  using  carbonic  oxide  instead  of  hy- 
drogen, the  products  will  be  iron  and  carbonic  add  instead  of  inm 
and  water. 

638.  The  fiEicility  with  which  red  oxide  of  iron  gives  np  oxy- 
gen, taken  in  connexion  with  the  readiness  with  which  metallic 
iron  and  the  protoxide  take  on  oxygen,  is  a  fact  of  great  practical 
importance.  It  has  been  found  that  organic  substances  may  be 
more  rapidly  incinerated  by  heating  them  in  the  air  in  contact 
with  a  small  quantity  of  ferric  oxide  than  in  air  alone ;  the  oxide 
of  iron  appears  to  act  as  a  carrier  of  oxygen,  as  it  is  alternately 
reduced  by  the  combustible  and  again  oxidized  by  the  air.  Even 
at  ordinary  temperatures,  and  with  the  hydrated  oxide,  the  same 
reactions  are  witnessed,  though  in  a  less  degree.  The  iron 
nails  employed  in  the  construction  of  ships,  bridges,  fences,  or 
shoes,  actually  corrode,  "eat  up"  or  "bum  out"  the  oiganic 
matter  in  contact  with  them,  by  absorbing  oxygen  from  the  air 
and  transferring  it  to  the  carbon  compound  with  which  they  are  in 
contact.  The  rotting  of  canvas  by  iron-rust,  or  of  a  fishing-line 
by  the  rusty  hook,  are  familiar  instances  of  corruption  by  rust. 

These  reactions  doubtless  play  an  important  part  in  the  forma- 
tion of  soils  by  the  oxidation  of  vegetable  remains. 
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In  the  same  way  ferric  oxide  converts  snlpbide  of  calcium 
(CaS)  into  sulphate  of  calcium  (CaSO^)  at  the  expense  of  the 
oxygen  of  the  air.  A  useful  cement  has  been  prepared  by  mixing 
the  residual  oxysulphide  of  calcium  of  Leblanc's  soda  process  with 
an  equal  weight  of  the  ferric  oxide  left  as  a  residae  in  burning 
iron  pyrites  for  sulphuric  acid.  Hydrated  sesquioxide  of  iron 
(Eefi^fSHfi)  may  readily  be  prepared  by  adding  an  excess  of 
ammonia-water  to  the  solution  of  ahnost  any  ferric  salt. 

£xp,  832. — Coyer  a  teaspoonful  of  fine  iron  filings  or  small  tacks 
with  three  or  four  times  as  much  dilute  sulphuric  acid  in  a  small 
bottle ;  wait  until  the  evolution  of  hydrogen  ceases,  then  decant  the 
clear  liquor  into  a  small  flask  or  beaker,  add  to  it  a  few  drops  of  strong 
nitric  acid,  and  heat  it  to  boiling.  The  liquor  will  soon  be  colored 
dark  brown  by  the  nitrous  fumes  resulting  from  the  decomposition  of 
the  nitric  acid,  which  are  for  a  short  time  held  dissolved  by  the  liquid ; 
but  this  deep  coloration  soon  passes  away,  and  there  is  left  only  the 
yellowish-red  color  of  the  ferric  sulphate  which  has  been  formed. 
Add  to  the  solution  ammonia-water,  until  the  odor  of  the  latter  per- 
sists after  agitation,  and  collect  upon  a  filter  the  flocculent  red  preci- 
pitate of  ferric  hydrate. 

Besides  this  normal  hydrate  (Fefi^yS'Rfi)  there  are  several 
other  ferric  hydrates,  containing  smaller  proportions  of  water. 
They  are  foxmd  in  nature,  and  may  be  obtained  by  heating  the 
normal  hydrate,  or  by  suffering  it  to  remain  for  a  long  while 
under  water,  or  by  boiling  it  for  some  time  in  water. 

639.  Generally  speaking,  hydrated  sesquioxide  of  iron  is  easily 
soluble  in  acids,  though  some  peculiar  varieties  of  it  dissolve  only 
with  difficulty.  The  anhydrous  oxide  also  dissolves  in  adds, 
though  less  easily  in  proportion  as  it  has  been  more  strongly  ig- 
nited ;  its  best  solvent  is  concentrated  boiHug  chlorhydric  acid. 

By  long-continued  heating  at  300^  or  320°,  ferric  hydrate  can 
be  deprived  of  all  its  water,  and  still  be  readily  soluble  in  acids ; 
but  when  heated  to  dull  redness,  this  powder  suddenly  glows 
brightly  for  a  moment  and  contracts  in  bulk,  without  either 
losing  or  gaining  weight,  and  is  then  attacked  by  acids  only 
slowly  and  with  difficulty.  It  has  been  observed,  however,  that 
the  ignited  oxide  may  still  be  dissolved  rather  easily  by  a  hot 
mixture  of  chlorhydric  add  and  ferrous  chloride,  protochloride  of 
tin,  zinc,  or  some  other  reducing  agent. 

2v 
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Feme  hydrate  is  somewhat  tised  as  a  mordant  in  dyeing,  and 
is  largely  employed  for  purifying  ooal-gas.  As  has  been  stated 
under  arsenic,  the  recently  precipitated  hydrate  acts  as  an  anti- 
dote to  arsenious  acid,  since  when  given  in  sufficient  quantity  it 
forms  a  basic  arsenite  of  iron  scarcely  at  all  acted  upon  by  water. 

Exp.  388. — ^Dissolve  half  a  gramme  of  arsenioos  acid  in  40  or  60  c.  c 
of  boiling  water.  Divide  the  solution  into  two  portions,  and  stir  Into 
one  of  these  portions  a  considerable  quantity  of  moist  ferric  hydrate, 
such  as  was  obtained  in  Exp.  832;  filter  the  mixture,  acidulate  the 
filtrate  with  chlorhydric  acid,  and  test  it  for  araenic  by  means  of  ml- 
phydric  acid  (f  340). 

If  a  sufficient  quantity  of  ferric  hydrate  has  been  employed,  no  pre- 
cipitate of  sulphide  of  arsenic  will  be  obtained  in  the  filtrate,  though 
on  adding  a  drop  of  chlorhydric  acid,  and  afterwards  sulphydric  acid, 
to  the  original  solution  of  8JseniC|  an  abundant  yellow  precipitate  will 
be  at  once  thrown  down. 

Eocp,  334. — ^Fill  a  tube,  80  cm.  long,  with  alternate  tufts  of  cotton 
and  loose  layers  of  dry  ferric  hydrate,  pass  a  slow  current  of  sulphy- 
dric add  (Exp.  86)  through  the  tube,  and  observe  that  the  oxide 
gradually  becomes  black ;  it  appears  to  be  converted  into  ferrous  sul- 
phide, while  water  and  sulphur  are  set  firee : — 

FesO„8H,0  +  8H,S  »  2FeS  +  S  +  6H«0. 

After  a  good  part  of  the  ferric  oxide  has  become  black,  remove  tiie 
contents  of  the  tube  to  a  porcelain  plate,  and  leave  them  exposed  to 
the  air  in  a  place  where  no  harm  can  be  done  in  case  they  take  fire. 
By  the  action  of  the  air,  sesquioxide  of  iron  will  be  reproduced  and 
sulphur  set  free  within  the  mass ;  some  sulphurous  acid  is  given  ofi'at 
the  same  time,  and  heat  is  evolved,  as  will  readily  be  perceived  if  the 
quantity  of  material  be  large.  The  following  equation,  though  it  does 
not  fully  express  the  complete  reaction  which  really  occurs^  may  still 
serve  to  give  a  general  idea  of  these  chemical  changes  :— 

2FeS  +  60  «  Fe,0,  +  S  +  SO,. 

In  practice  the  impure  illuminating  gas  is  made  to  pass  through 
layers  of  ferric  oxide,  often  made  porous  by  an  admixture  of  sawdust ; 
as  soon  as  the  oxide  ceases  to  absorb  sulphuretted  hydrogen,  it  is 
''revivified  "  by  forcing  or  drawing  through  it  a  current  of  fresh  air  or 
by  spreading  it  in  the  air.  The  oxide  is  thus  used  over  and  over  again, 
until  so  much  sulphur  has  accumulated  within  it  as  to  interfere,  me- 
chanically, with  its  absorbent  power.  The  sulphur  may  readily  be 
JCBCo^ered  from  this  mixture  by  distillation ;  or  the  spent  oxide  may  be 


STTLPHisxB  OF  ibor;  547 

used  instead  of  pyrites  for  making  sulphuric  acid,  wheiever  enough  of 
it  cam  be  obtained  to  repay  the  trouble  of  collecting. 

The  ferric  salts  are  usually  of  a  yellowish-brown  or  red  color 
when  hydrated,  though  some  of  them  have  a  violet  tinge ;  they 
are  white  when  dry.  The  normal  salts  are  usually  soluble  in 
water  and  deliquescent;  and  there  are  numerous  soluble  basic 
salts,  besides  other  basic  salts  which  are  insoluble. 

In  the  ferric  salts  iron  plays  the  part  of  a  trivalent  element 
like  aluminumy  while  in  the  ferrous  salts  it  is  bivalent  like  cal- 
cium or  lead.  The  ferric  salts  closely  resemble  salts  of  aluminum, 
and  are  for  the  most  part  isomorphous  with  them.  Besides  act- 
ing as  a  base,  ferric  oxide,  like  oxide  of  aluminum,  combines 
with  several  of  the  more  powerful  bases  to  form  salts  called 
ferrites ;  magnetic  oxide  of  iron,  for  example,  may  be  regarded 
as  the  ferrite  of  iron. 

It  is  remarkable  that  ferric  oxide  may  be  displaced  from  many 
of  its  compounds  by  the  protoxide  of  iron ;  thus,  when  hydrated 
ferrous  oxide  is  added  to  a  solution  of  ferric  sulphate,  hydrated 
sesquioxide  is  precipitated : — 

Fe,03,3SO,  +  3(FeO,H,0)  »  Fe,03,3H,0  +  3(PeO,SO,). 

In  like  manner,  carbonate  of  barium  precipitates  anhydrous 
ferric  oxide  from  ferric  salts,  but  upon  ferrous  salts  it  has  no 
action : — 

Fe,a,  +  3BaC0,  ■=  Fe^O,  +  3BaCl,  +  3C0^. 

Sulphides  of  Iron. — There  are  several  sulphides  of  iron,  the 
most  important  of  which  are  the  prbtosulphido  (FeS)  and  the 
bisulphide  (FeSJ,  found  native  as  iron  pyrites.  There  is  a 
sulphide,  FCjS^,  which  is  magnetic  like  the  oxide  to  which  it 
corresponds. 

640.  Ferroiu  Sulphide  (FeS)  is  a  substance  of  great  value  to 
the  chemist  as  the  cheapest  source  of  the  important  reagent 
sulphydric  acid  (§§  202,  210). 

This  sulphide  may  be  prepared  by  igniting  pyrites  in  a  covered 
crucible,  by  rubbing  roll  brimstone  against  a  white-hot  iron  bar,  or  by 
fusing  together  sulphur  and  iron  turnings.  The  second  method  is  to 
be  recommended  if  the  student  have  ready  access  to  a  blacksmith's 
forge.   The  sulphide  is  a  waste  product  in  those  chemical  works  where 

2n2 


548  PBOiosnxPEiDV  ov  zbov. 

sulphate  of  lead,  obtained  from  dye-housesi  is  reduced  to  tbe  metalfie 
state  by  fusion  with  iron  and  coaL  In  the  laboratory  it  may  be  pre- 
pared as  follows : — 

£xp.  335.— Heat  a  common  Hessian  crucible  to  redness  in  a  fire  of 
coke  or  anthracite;  and  project  into  it  from  an  iron  spoon  successiTe 
small  portions  of  a  mixture  of  7  parts  of  iron  turnings  and  4  parts  of 
powdered  sulphur,  replacing  the  cover  of  the  crucible  after  each  addi* 
tion  of  the  mixture.  The  sulphur  and  iron  combine  with  great  energy, 
and  the  sulphide  formed  melts  down  to  the  liquid  state.  Since  the 
molten  sulphide  is  capable  of  dissolying  both  iron  and  sulphur,  accord- 
ing as  the  one  or  the  other  may  be  present  in  excess,  it  is  impossible  to 
prepare  a  pure  protosulphide  by  this  method.  But  the  product  ob- 
tained as  above  described,  though  of  variable  composition,  answers 
perfectly  well  for  all  ordinary  purposes.  When  the  crucible  has  be- 
come half-full  of  the  molten  sulphide,  remove  it  from  the  fire,  pouz 
out  its  contents  upon  a  brick  floor,  and,  if  more  of  the  sulphide  be 
desired,  replace  the  crucible  in  the  fire  and  proceed  as  before. 

Where  comparatively  large  quantities  of  the  sulphide  are  Tequired, 
it  is  well  to  bore  a  hole  through  the  bottom  of  a  plumbago  crucible 
and  set  the  latter  upon  the  grate-bars  of  the  funiace  in  such  mamigr 
that  the  hole  may  remain  open ;  fill  the  crucible  with  iron  tuniings ; 
heat  it  to  redness  and  throw  in  lumps  of  sulphur  upon  the  hot  irtm. 
As  fast  as  sulphide  of  iron  forms  it  will  melt  and  flow  through  the 
hole  in  the  crucible  into  the  ashpit  below,  which  should  be  kept  clean 
to  receive  it.  In  the  preparation  of  sulphide  of  iron,  wrought  iron 
should  always  be  employed.  From  the  filings  of  cast  iron,  but  Htde, 
if  any,  of  the  fusible  sulphide  can  be  prepared. 

The  foregoing  experiment  illustrates  the  practical  methods  of  making 
ferrous  sulphide ;  but  several  other  reactions  which  produce  it  are  of 
scientific  interest  (compare  Exp.  86). 

JSxp.  336. — Arrange  a  bottle  for  generating  sulphuretted  hydrogen, 
as  in  Exp.  86,  but  in  place  of  the  delivery-tube  in  Fig.  41  attach  to 
the  bottle  a  jet  for  burning  the  gas.  After  the  air  has  been  com- 
pletely expelled  from  the  bottle,  licrht  the  sulphydric  acid  gas  at  the 
jet,  and  hold  in  its  flame  a  piece  of  fine  iron  wire ;  the  iron  will  bum 
to  ferrous  sulphide,  and  if  the  wire  be  held  in  the  axis  of  the  flame,  so 
that  a  considerable  portion  of  it  shall  be  kept  red-hot,  the  globule  of 
sulphide  of  iron  formed  will  melt  and  flow  backward  upon  the  wire' as 
fast  as  the  end  of  the  latter  is  consumed. 

£xp,  337. — Mix  20  grms.  of  fine  iron  filings,  14  grms.  of  flowers  of 
sulphur,  and  7  grms.  of  water  in  a  small  bottle,  and  heat  the  mixture 
gently  upon  a  sand  bath,  or  set  it  aside  in  a  warm  place.    Chemical 
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action  will  soon  set  in,  much  heat  will  be  evolved,  and  in  the  course 
of  half  an  hour  the  mixture  will  become  black  from  formation  of  buI- 
phide  of  iron.  K  the  porous  black  sulphide  be  left  exposed  to  the  air^ 
it  will  absorb  oxygen,  and  will  be  partially  converted  into  ferrous 
sulphate. 

A  firm  packing  or  lute  for  the  joints  of  iron  vessels  is  prepared  by 
mixing  together  60  parts  of  fine  iron  filings,  1  part  of  flowers  of  sul- 
phur, and  2  parts  of  powdered  chloride  of  ammonium.  The  mixture 
is  made  into  a  stiff  paste  with  water,  and  immediately  applied  to  the 
iron.  It  soon  becomes  hot  and  swells  up,  and  sets  to  a  hard  compact 
mass,  while  ammonia  and  sulphuretted  hydrogen  are  disengaged. 

.Srp.  338. — Dissolve  a  small  crystal  of  ferrous  sulphate  (copperas) 
in  water,  and  add  to  the  liquid  a  drop  or  two  of  sulphydrate  of  ammo- 
nium (§  526).  Black  sulphide  of  iron  will  be  thrown  down  (compare 
Exp.  334). 

The  finely  divided  ferrous  sulphide  obtained  in  the  wet  way,  as  in 
the  last  two  experiments,  dissolves  much  more  quickly  in  acids  than 
the  compact  sulphide  obtained  by  the  way  of  fusion ;  in  contact  with 
acids  it  evolves  gas  so  tumultuously  that  it  would  be  inconvenient  as 
a  source  of  sulphydric  acid. 

The  black  earth  between  the  stones  of  the  pavements  of  cities,  and 
at  the  bottoms  of  drains  and  cesspools,  owes  its  color  to  sulphide  of 
iron  formed  by  the  putrefEiction  of  sulphuretted  oompounds  in  contact 
with  ferric  oxide  contained  in  the  earth. 

641.  Bisulphide  of  Iron  (FeS,)  occurs  abundantly  in  natnre 
as  the  well-known  mineral  iron  pyrites.  Two  distinct  forms  of 
it  are  met  with : — the  yellow  cubical  pyrites,  crystallized  in  forms 
of  the  monometric  system ;  and  the  white  pyrites  or  marcasite, 
which  crystallizes  in  tnmetric  forms.  A  third  variety  of  sulphide 
of  iron,  called  magnetic  pyrites,  is  of  different  composition  from 
the  foregoing,  and  contains  less  sulphur  than  the  bisulphide. 
Iron  pyrites  appears  to  have  been  sometimes  formed  in  nature  by 
the  deoxidation  of  sulphates,  such  as  the  sulphate  of  calcium,  by 
means  of  organic  matter  in  presence  of  chalybeate  waters.  The 
formation  of  p3rrites  has  often  been  noticed  in  solutions  of  sul- 
phate of  iron  into  which  organic  matters  have  fallen.  But  bbul- 
phide  of  iron  may  be  readily  formed  in  the  dry  way  also. 

The  compact  forms  of  yellow  pyrites,  whether  natural  or  arti- 
ficial, are  permanent  in  the  air;  but  when  finely  divided  the 
mineral  oxidises  rather  easily,  with  evolution  of  considerable  heat. 
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compact,  transparent,  and  of  a  bluish-green  color ;  bnt  in  dry  air 
they  effloresce  and  become  covered  with  a  white  incrustation,  the 
color  of  which  subsequently  changes  to  rusty  brown  through  ab- 
sorption of  oxygen.  The  common  commercial  article  is  of  a 
grass-green  color,  and  is  contaminated  with  more  or  less  ferric 
sulphate.  Besides  the  common  hydrate  containing  7  molecules 
of  water,  there  are  hydrates  which  contain  4,  3,  and  2  molecolea 
of  water  respectively.  From  all  of  these  hydrates  the  water  can 
easily  be  expelled  by  heat,  and  if  the  anhydrous  salt  thus  obtained 
be  still  further  heated  it  will  decompose ;  two  stages  in  this  de- 
composition may  be  formulated  as  follows : — 

I.  2FeS0,  «  SO,  +  Fe,0„SO^ 
II.  Fe,0„SO,  s  Fe,0,  +  80,. 
Basic  ferric  sulphate  is  at  first  formed,  while  sulphurous  acid  is 
given  off;  and  finally  the  ferric  salt  is  itself  decomposed  into  an- 
hydrous sulphuric  acid  and  ferric  oxide.  Upon  this  reaction  tiie 
preparation  of  Nordhausen  sulphuric  acid  depends  (§  239).  Like 
ferrous  hydrate,  ferrous  chloride,  and  all  the  ferrous  salts,  moist 
copperas,  or  an  aqueous  solutLon  of  copperas,  rapidly  absorbs  oxy- 
gen from  the  air. 

Exp,  840. — ^Pour  a  solution  of  copperas  into  an  open  capsule  and 
leave  it  exposed  to  the  air  for  a  day  or  two ;  the  solution  will  gradually 
become  yeUow  as  the  oxidation  proceeds,  and  after  a  while  a  rusty 
precipitate  of  ferric  oxide^  or  of  highly  basic  ferric  sulphate,  will  fall. 
The  oxide  of  iron  which  separates  under  these  conditions  is  not  readily 
soluble  in  dilute  acids.  It  appears  to  be  an  isomeric  modification  of 
the  easily  soluble  hydrate  which  is  precipitated  from  cold  ferric  solu- 
tions by  alkaline  lyes.  At  all  events  the  sulphuric  acid  of  the  cop- 
peras is  insufiicient  to  dissolve  all  of  the  ferric  oxide  formed  during  its 
oxidation.  In  most  cases  where  a  ferrous  salt  is  to  be  converted  into 
a  ferric  salt,  it  is  best  to  add  a  certain  proportion  of  free  acid  to  the 
mixture,  in  order  to  prevent  the  separation  of  the  oxide. 

A  difficultly  soluble  deposit,  similar  to  the  foregoing,  may  readily  be 
obtained  by  boiling  an  exceedingly  dilute  solution  of  almost  any  of  the 
soluble  ferric  salts.  It  is  possible  that  these  sediments  should  be  re- 
garded rather  as  highly  basic  salts  than  as  mere  hydrates.  Their 
inertness  may  perhaps  be  due  to  the  presence  of  small  proportions  of 
the  acids  of  the  salts  from  which  they  have  been  derived,  still  held  in 
chemical  combination  ;  but  there  is  at  present  less  evidence  in  favor  of 
this  view  than  of  the  one  previously  stated. 
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Exp.  841. — ^To  a  teaspoonful  of  a  flolufion  of  copperas  add  a  few  dropa 
of  soda  lye,  and  olMerve  that  the  hydrate  rapidly  absorbs  oxygen,  and 
changes  color  as  has  been  set  forth  in  §  636. 

Exp.  342. — Mix  a  few  drops  of  a  solution  of  copperas  with  a  drop  or 
two  of  a  solution  of  tannic  acid,  such  for  example  as  tincture  of  nut- 
gallsy  or  of  oak-  or  hemlock-bark ;  a  light  violet-colored  precipitate 
will  be  formed  and  will  remain  suspended  in  the  liquid ;  by  exposure 
to  the  air  this  color  soon  changes  to  black.  The  violet  precipitate  is 
ferrous  tannate,  and  the  black  precipitate  ferric  tannate ;  if  these  finely 
divided  precipitates  were  produced  in  liquids  made  slightly  viscous  by 
the  addition  of  gum  or  sugar,  they  would  remain  suspended  in  the 
liquor,  which  could  then  be  used  as  writing-ink. 

Ink  may  be  prepared  as  follows : — Powder  separately  12  grms.  of 
nutgalls,  5  grms.  of  copperas,  and  5  grms.  of  gum-arabic.  Boil  the 
nutgalls  two  or  three  hours  in  a  flask  with  75  c.  c.  of  water,  taking 
care  to  add  hot  water,  by  small  portions,  to  supply  that  lost  by  evapo- 
ration. Allow  the  mixture  to  settle,  and  decant  the  clear  liquor  into  a 
clean  bottle.  Dissolve  the  gum-arabic  in  a  small  quantity  of  water, 
and  mix  the  mucilage  thoroughly  with  the  solution  of  nutgalls.  Dis- 
solve the  copperas  in  another  portion  of  water,  and  incorporate  this  so- 
lution with  the  mixture  of  nutgalls  and  gum.  Add  enough  water  to 
make  the  volume  of  the  mixture  equal  to  100  c  c.  Preserve  the  ink 
in  a  tight  bottle.  If  the  color  of  the  product  be  lighter  than  is  de- 
sired, the  liquid  may  be  left  exposed  to  the  air  until  it  has  acquired  a 
deeper  tint  When  first  applied  to  paper,  the  color  of  fresh  ink  is 
comparatively  pale,  but  the  writing  darkens  gradually  in  proportion  as 
it  absorbs  oxygen. 

In  the  course  of  the  foregoing  experiments,  dip  a  small  piece  of  cot- 
ton cloth  in  the  solution  of  nutgalls,  and  allow  it  to  become  dry ;  then 
dip  it  in  the  solution  of  copperas  and  hang  it  up  in  damp  air.  Black, 
insoluble  tannate  of  iron  will  be  so  firmly  precipitated  in  and  upon  the 
fibres  of  the  cloth,  that  it  cannot  be  wa^ed  away. 

The  experiment  illustrates  one  general  method  of  dyeing,  by  means 
of  which  blacks  and  grays  *of  various  shades  maybe  applied  to  cloth  or 
leather,  though  in  practice  other  astringent  dye-stufis,  such  as  catechu, 
cutch,  or  gambler,  are  commonly  employed  in  place  of  nutgalls. 

Ferrous  sulphate  is  largely  employed  in  dyeing,  sometimes  directly, 
as  in  the  foregoing  experiment,  but  often  as  the  source  of  other  com- 
pounds of  iron  which  are  employed  as  mordants ;  ferrous  acetate,  for 
example,  obtained  by  decomposing  ferrous  sulphate  with  acetate  of 
calcium,  is  a  compound  much  used  by  dyers.  It  should  be  remarked, 
however,  that  acetate  of  iron  is  sometimes  made  directly  by  dissolving 
scraps  of  iron  in  vinegar  or  pyroligneous  acid  (§  380). 
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646.  Ferric  Sulphate  (Fe,3S0^)  is  interesting  chiefly  from  its 
analogy  with  sulphate  of  aluminum.  like  sulphate  of  alominiimy 
it  combines  with  the  sulphates  of  the  alkali-metals  to  form  well- 
defined  alums.  (Compare  §  625).  Ferric  sulphate  occurs  as  a 
waste  product  in  the  mother-liquors  &om  which  copperas  and 
alum  have  crystallized.  By  drying  these  liquors  and  igniting 
them,  red  ochre  of  excellent  quality  can  be  obtained,  in  acoor> 
dance  with  the  second  reaction  of  §  645.  Fuming  sulphuric  acid 
is  commonly  manufactured  nowadays  by  distilling  pure  fenic 
sulphate,  instead  of  copperas  as  formerly  at  Nordhausen.  The 
ferric  salt  is  obtained  by  dissolving  ferric  oxide  in  weak 
sulphuric  acid,  and  evaporating  the  solution  to  dryness ;  the 
residue  of  ferric  oxide  left  after  the  ignition  of  the  sulphate  is 
thus  reconverted  into  ferric  sulphate,  and  is  used  over  and  over 
again  as  often  as  it  is  decomposed. 

647.  Ferrous  Nitrate  (FeN,0,  +  6H,0)  is  a  compound  of  con- 
siderable scientific  interest,  which  may  readily  be  procured  bj 
dissolving  ferrous  sulphide  in  cold  dilute  nitric  acid,  or  by  de- 
composiug  a  solution  of  copperas  with  an  equivalent  quantity  of 
nitrate  of  barium.  It  may  also  be  obtained,  mixed  with  nitrate 
of  ammonium,  by  dissolving  iron  in  cold  dilute  nitric  acid.  The 
metal  dissolves  without  evolution  of  gas,  in  a  manner  which  may 
be  thus  formulated : — 

4Fe  +  lOHNO,  =  4FeN,0,  +  (NHJNO,  +  3H,0. 

The  aqueous  solution  of  ferrous  nitrate  decomposes  readily  when 
heated,  and  in  warm  weather  changes  spontaneously  to  a  ferric 
compound. 

648.  Ferric  Nitrate  (Fe^SN^O,)  may  be  obtained  in  hydrated 
crystals  containing  J  8  molecules  of  water,  by  dissolving  metallic 
iron  in  nitric  acid,  of  1*29  specific  gravity,  till  the  liquor  has 
taken  up  about  10  per  cent,  of  the  metal,  and  then  adding  an 
equal  volume  of  nitric  acid  of  specific  gravity  1'43.  The  solution 
will  deposit,  on  cooling,  rhombic  prisms  of  ferric  nitrate,  which 
are  sometimes  colorless,  but  often  of  a  faint  lavender-blue  color. 
They  arc  slightly  deliquescent,  and  very  soluble  in  water,  but  are 
only  slightly  soluble  in  cold  nitric  acid.  By  adding  nitric  acid  to 
a  syrupy  solution  of  ferric  nitrate,  there  may  be  obtaiued  another 
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hydrate,  containiBg  only  12  molecules  of  water,  crystallized  in 
cubes  or  square  prisms.  By  mixing  a  solution  of  feme  nitrate,  or, 
for  that  matter,  almost  any  other  of  the  normal  ferric  salts,  with 
recently  precipitated  ferric  hydrate,  or  by  partially  abstracting 
the  acid  of  the  s;  Jt  by  means  of  an  alkali,  deep-red  solutions  of 
various  basic  compounds  may  readily  be  obtained.  A  basic  ferric 
nitrate  is  employed  in  dyeing,  under  the  name  iron  mordant 

649.  Silicates  of  Iron, — Several  native  silicates  of  iron  are 
known;  but  none  of  them  are  of  special  interest.  The  green 
tinge  of  ordinary  glass  is  due  to  the  presence  of  a  ferrous  silicate, 
and  by  increasing  the  proportion  of  the  ferrous  salt,  a  deep  bottle- 
green  colour  may  be  imparted  to  glass.  Ferric  silicate,  on  the 
other  hand,  has  comparatively  little  coloring-power,  though  when 
a  considerable  quantity  of  it  is  present  it  imparts  a  yellow  color 
to  glass.  It  is  sometimes  used  for  coloring  porcelain.  To  de- 
stroy the  'green  color  of  the  ferrous  silicate,  binoxide  of  man- 
ganese, or  some  other  oxidizing  agent,  is  often  added  to  glass  in 
the  process  of  manufacture ;  the  ferrous  silicate  is  thus  converted, 
for  the  most  part,  into  ferric  silicate,  and  a  nearly  colorless  glass 
produced. 

650.  Cyanides  of  Iron, — ^There  is  a  ferrous  cyanide  (Fe(CNW 
known  as  a  yellowish-red  precipitate,  which  takes  up  oxygen 
and  becomes  blue  when  exposed  to  the  air ;  and  a  ferric  cyanide 
{'FeJ[CN\)  has  been  obtained  in  solution.  But  by  far  the  best- 
known  of  the  cyanides  of  iron  are  certain  double  compounds, 
which  coustitute  the  peculiar  pigments  known  collectively  as 
Prussian  blue.  Common  Prussian  blue,  for  example  (Fe^CjgNjg-h 
ISH^O),  may  be  regarded  as  a  double  compound  of  ferrous  and 
ferric  cyanides,  3Pe(CN)j,  2(Pe,(CN),)  +  18H^0 ;  it  may  be  pre- 
pared as  follows : — 

£xp,  843. — Add  to  an  exceedingly  dUute  solution  of  almost  any 
ferric  salt,  such,  for  example,  as  the  ferric  sulphate  of  Exp.  332,  a 
drop  of  ferrocyanide  of  potassium  ($  609).  A  beautiful  blue  precipitate 
will  form,  and  will  remain  suspended  in  the  liquor  for  a  long  while. 
Another  variety  of  Prussian  blue,  known  as  Tumbull's  blue,  may  be 
obtained  by  mixing  a  solution  of  red  prussiate  of  potash,  known  to 
chemists  as  ferricyanide  of  potassium,  with  a  solution  of  copperas  or 
other  ferrous  salt 

Bince  the  yellow  prussiate  of  potash  will  give  no  blue  cdoratioii 
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with  ferrous  salts,  and  since  the  red  prussiate  yields  no  bine  with 
ferric  salts,  it  is  evident  that  the  two  solutions  may  be  used  as 
tests  by  which  to  detect  the  presence  of  ferrous  and  ferric  salts, 
respectively,  in  any  solution. 

Exp.  344. — Soak  a  piece  of  cotton  cloth  in  a  solution  of  ferric  sul- 
phate (£zp.  332),  and  then  immerse  it  in  an  acidulated  solution  of 
yellow  prussiate  of  potash.  Prussian  hlue  will  be  precipitated  upon 
the  cloth  and  will  remain  firmly  attached  to  it.  Prussian  blue  is 
largely  employed  in  dyeing  and  calico-printing  in  a  yariety  of  ways. 

Now  that  we  have  discovered  a  ready  means  of  detecting 
ferrous  and  ferric  salts,  it  will  be  well  to  determine  experimentally 
how  easily  the  members  of  either  of  these  classes  may  be  changed 
to  salts  of  the  other  class. 

Exp.  345. — ^Dissolve  4  or  5  grms.  of  iron  tacks  or  wire  in  dilute 
chlorhydric  acid  in  a  test-tube,  pouring  ofi*  the  liquid  from  time  to 
time  as  it  becomes  nearly  saturated.  Test  a  few  drops  of  the  solution 
first  with  ferro-  and  then  with  ferricyanide  of  potassium,  in  order  to 
prove  that  it  is  pure  ferrous  chloride.  Boil  the  rest  of  the  liquid  with 
a  few  drops  of  nitric  acid  to  convert  it  to  ferric  chloride,  and  determine 
when  the  conversion  has  been  completed  by  testing  as  before.  Finally, 
divide  the  ferric  solution  into  three  portions.  Through  the  first  portion 
pass  sulphy  dric  acid  gas  \  sulphur  will  be  deposited  and  ferrous  chloride 
formed. 

Fe,Cl,  +  H,S  a  2Fe01,  +  2H01  +  8; 

to  the  second  portion  add  small  fragments  of  protochloiide  of  tin,  until 
a  drop  of  the  mixture,  tested  with  the  ferrocyanide,  will  no  longer  give 
a  blue  coloration, 

Fe.,Cl,  +  SnOl,  ■  SFeCl,  +  SnOl*; 

boil  the  third  portion  with  a  fragment  of  metallic  zinc^  and  deteimioe 
the  fact  of  reduction  as  before, 

Fe,Cl,  +  Zn  =  2FeCl,  +  ZnOl^^ 

By  leaving  either  of  these  reduced  solutions  in  the  air,  or  by  heating 
them  with  a  little  chlorate  or  nitrate  of  potassium,  nitric  acid,  or 
other  oxidizing  agent,  they  may  be  readily  converted  again  to  the 
condition  of  ferric  salts. 

COBALT  AKD  VICKXL. 

651.  Cobalt  and  nickel  are  two  metals  remarkably  similar 
to  one  another  both  in  physical  and  chemical  properties.  They 
are  found  together  in  nature  in  the  same  ores,  in  combinati(Hi 
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with  siilpliTir  and  arsenic,  and  are  both  ingredients  of  meteoric 
iron.  They  can  be  reduced  from  their  oxides  by  charcoal  and 
by  hydrogen  at  high  temperatures,  and  the  metals  thus  obtained 
can  be  melted  about  as  readily  as  pure  iron.  Both  cobalt  and 
nickel  resemble  iron  more  closely  than  any  other  common  metal ; 
they  are  very  tenacious,  hard,  and  refractory ;  like  iron  they  are 
magnetic,  and  when  hot  they  may  be  forged;  they  rust  less 
readily  than  iron,  but  resemble  it  closely  in  most  of  their 
chemical  properties.  The  atomic  weights  of  cobalt  and  of  nickel 
are  identical;  the  same  number  (58*8)  applies  to  both.  The 
specific  gravities  of  the  two  metals  also  are  equal  or  nearly  so, 
varying  in  different  samples  from  8*2  to  8*9.  Cobalt  is  not  used 
in  the  metallic  state ;  but  several  of  its  compounds  are  remarkable 
for  the  beauty  of  their  color,  and  find  important  applications  in 
the  arts  as  pigments,  especially  for  coloring  glass  and  porcelain. 
A  blue  glass  containing  silicate  of  cobalt,  obtained  by  fusing 
oxide  of  cobalt  with  ordinary  glass,  is  largely  employed,  under 
the  name  of  smalt,  as  a  vitrifiable  pigment.  This  coloration  may 
readily  be  exhibited  by  adding  a  minute  particle  of  any  cobalt 
compound  to  a  borax  bead  (§  490)  upon  a  loop  of  platinum  wire, 
and  again  placing  the  bead  either  in  the  oxidizing  or  in  the 
reducing  flame  of  the  blowpipe.  Nickel,  on  the  other  hand,  is 
used  in  the  metallic  state  as  an  ingredient  of  various  alloys,  of 
which  the  alloy  known  as  German  silver,  composed  of  copper, 
sine,  and  nickel,  is  one  of  the  most  important.  A  whitish  alloy, 
obtained  by  adding  nickel  to  copper,  is  sometimes  employed  for 
coin  of  low  denominations. 

652.  Both  cobalt  and  nickel  form  protoxides  (CoO  and  NiO), 
protochlorides,  and  protoxide  salts,  like  those  of  iron,  except  that 
the  protosalts  of  cobalt  and  nickel  are  far  more  stable  than  the 
salts  of  protoxide  of  iron ;  so  that  the  protoxides  of  cobalt  and 
nickel  must  be  regarded  as  the  principal  oxides  of  these  metals. 
Like  iron,  chromium,  and  the  other  metals  of  the  family  now 
under  discussion,  cobalt  and  nickel  also  unite  with  oxygen  to 
form  sesquioxides  (Co,0,  and  Ni^O,),  and  these  sesquioxides,  or 
at  least  the  sesquioxide  of  cobalt,  combine  with  bases  to  form 
salts ;  but  these  salts  and  the  sesquioxides  themselves  are  com- 
paratively unstable  bodies ;  they  are  far  more  easily  decomposed 
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than  compounds  of  the  protoxides  of  cobalt  and  nickel,  or  than 
compounds  of  the  sesquioxides  of  the  other  metals  of  the  group. 
Hence,  in  the  matter  of  nomenclature,  the  salts  of  the  protoxides 
of  cobalt  or  nickel  take  precedence  of  the  salts  of  the  seequioxides. 
When,  for  example,  nitrate  of  cobalt  is  spoken  of,  nitrate  of 
protoxide  of  cobalt  is  the  substance  referred  to ;  whereas  when 
nitrate  of  iron  or  of  chromium  is  mentioned,  without  further 
specification,  we  must  infer  that  the  nitrate  of  the  sesquioxide 
is  the  substance  meant.  The  use  of  terms  in  the  loose  manner 
referred  to  in  the  foregoing  examples  is  of  course  always  to  be 
deprecated ;  but,  in  order  to  avoid  the  chance  of  being  misun- 
derstood, some  chemists  have  extended  to  all  metals  having  two 
salifiable  oxides  the  use  of  the  terminations  <ms  and  ie,  which 
has  been  exemplified  under  iron  by  the  terms  ferrous  and  ferrie 
oxides.  Thus  the  terms  cobaltous  and  cobaltic  oxides,  and 
nickelous  and  nickelic  oxides  have  been  applied  by  some  writers 
to  the  oxides  of  cobalt  and  nickel;  and  there  is  at  present  a 
tendency  to  adopt  and  amplify  this  system  of  names ;  but  they 
are  as  yet  too  little  employed  in  the  literature  of  sdenoe  to  find 
appropriate  place  in  an  elementary  manual. 

653.  Uranium  is  a  rare  metal,  found  in  but  few  localities.  It 
can  be  reduced  ffom  its  chloride  by  means  of  hot  potassium, 
but  not  from  its  oxide  by  means  of  hydrogen.  Metallic  uranium 
is  of  a  steel- white  color,  and  is  somewhat  malleable;  it  does 
not  oxidize  in  air  ortin  water  at  ordinary  temperatures,  but 
bums  brilliantly  when  strongly  heated  in  air.  It  dissolves  in 
chlorhydric  or  sulphuric  add,  with  evolution  of  hydrogen,  and, 
in  general,  is  closely  analogous  to  iron  and  manganese  in  its 
chemical  behavior.  The  atomic  weight  of  uranium  is  120;  its 
specific  gravity  is  18*4. 

There  are  two  principal  oxides  of  uranium,  capable  of  uniting 
with  acids  to  form  salts  (a  protoxide  UrO,  and  a  sesquioxide 
Ur^,),  and  two  other  intermediate  oxides,  formed  by  the  union 
of  the  proto-  and  sesquioxides  in  different  proportions.  The 
sesquioxide  also-  plays  the  part  of  a  weak  acid  towards  strong 
bases.     Uranium  is  never  used  as  a  metal ;  but  compounds  of  it 
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are  somewliat  extensively  employed  for  coloring  glass,  and  to  a 
certain  extent  in  photography  also.  Sesquioxide  of  nraninm 
imparts  a  beautiful  greenish-yellow  color  to  glass,  and  the  glass 
thus  colored  is  to  a  high  degree  fluorescent ;  the  protoxide,  on 
the  other  hand,  gives  a  fine  blacky  highly  esteemed  for  painting 
porcelain. 

654.  The  salts  of  sesquioxide  of  uranium  are  remarkable  in 
that  they  constitute  an  exception  to  the  general  rule,  that,  to 
form  a  normal  salt,  as  many  molecules  of  the  acid  are  required 
as  there  are  atoms  of  oxygen  in  the  base  employed.  The  normal 
sulphate  of  calcium,  for  example  (§  241 ),  may  be  formed  by  the 
union  of  CaO  and  SO,,  and  the  normal  sulphate  of  sesquioxide  of 
iron  is  composed  of  Fe^O,  and  3S0, ;  but  in  sulphate  of  sesquioxide 
of  uranium  we  find  only  Ur^OgySO,,  and  analogous  formulee  ex- 
press the  composition  of  the  nitrate  and  other  salts  of  this  oxide. 
But  in  spite  of  this  peculiarity,  uranium  has  many  properties  in 
common  with  the  other  members  of  the  sesquioxide  group  of 
metals.  One  characteristic,  for  example,  of  this  aluminum-iron 
group,  which  is  shared  by  uranium,  is  that  the  sesquioxides  are 
capable  of  uniting  with  acids,  not  only  in  the  fixed  and  definite 
proportions  requisite  for  the  normal,  crystallized  salts  already 
described,  but  also  in  very  numerous  indefinite  proportions  to 
form  soluble  basic  compounds,  incapable  of  crystallization  for  the 
most  part,  and  solidifying  in  tough  shining  masses  like  gum 
when  their  solutions  are  allowed  to  evaporate  spontaneously  in 
the  air.  Nitrate  of  iron,  for  example,  may  be  made  as  basic  as 
the  compound  8Fe,0,,N,0,,  and  still  be  soluble  in  water;  and 
between  this  limit,  on  the  one  hand,  and  that  of  the  crystallized 
normal  salt  (Fefi^,SNfi^-\-lSB.fi)u]^n  the  other,  sesquioxide 
of  iron  and  nitric  acid  can  combine  chemically  in  every  con- 
ceivable proportion.  The  compounds  of  sesquioxide  of  iron  with 
other  acids,  and  the  nitrates  and  other  salts  of  the  sesquioxides 
of  the  other  metals  of  the  group,  all  behave  in  a  similar  way,  the 
compounds  of  uranium  being  no  exception  to  the  rule.  This  ten- 
dency to  form  soluble,  gummy,  poljbasic  sesquisalts,  so  strikingly 
exhibited  by  the  members  of  the  group  of  elements  now  under 
discussion,  is  evidently  one  of  those  obscure  manifestations  of 
the  chemical  force  which  We  have  already  met  with  when  dis- 
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cussing  the  phenomena  of  solution  (§  49),  and  the  law  of  multiple 
proportions  (§  76,  end). 

655.  The  most  important  pomt  of  difference  between  uranium 
and  the  other  members  of  the  sesquioxide  group  of  elements  is 
the  fact,  already  alluded  to,  that  one  molecule  of  its  sesquioxide 
unites  with  but  one  molecule  of  base  to  form  crystallized  salts, 
whereas  the  sesquioxides  of  the  other  members  of  the  group  all 
unite  with  acids  in  the  proportion  of  one  molecule  of  base  to 
three  molecules  of  acid  to  form  their  normal  crystallized  salts. 
Since  the  alums  are  formed  by  the  union  of  a  normal  sulphate 
of  some  metal  of  the  alkali  group  with  a  teracid  sulphate  of  some 
metal  of  the  sesquioxide  group,  there  is  no  such  thing  as  a 
uranium-alum,  because  the  teracid  uranium-sulphate  is  waatiiig. 
Sesquioxide  of  uranium,  in  fact,  behaves  among  bases  somewhat 
as  metaphosphoric  acid  does  among  acids ;  it  stands  in  much  the 
same  relation  to  the  other  teracid  bases  of  its  class,  as  meta- 
phosphoric acid  to  the  ordinary  terbasic  phosphoric  add. 

656.  T?ie  Sesquioxide  Orou^, — ^The  bond  of  union  between 
the  metals  included  in  this  class  is  the  fact  that  they  all  form 
salifiable  sesquioxides.  Most  of  them  form  also  salifiable  prot- 
oxides; and  if  we  arrange  the  metals  in  the  order  of  their 
atomic  weights, 

61  s  14,  Al  «  27-4,  Or  »  52*5,  Mn  =  55,  Fe  »  56, 
Ni  «  58-8,  Co  -  58-8,  Ur  =  120, 
it  will  be  apparent  that  the  sesquioxides  of  the  metals  at  the 
head  of  the  list  are  the  most  stable  of  the  sesquioxides,  and  that 
the  protoxides  of  nickel  and  oobalt  are  the  most  stable  of  the 
protoxides,  while  with  manganese  and  iron  both  forms  of  oxide 
are  well  represented;  uranium  does  not  conform  to  tiiis  ar- 
rangement. Gludnum  and  aluminum  have  no  protoxides  at  all ; 
and  the  protoxide  of  chromium  is  yery  unstable.  Some  of  the 
metals  of  the  group  are  usually  bivalent,  others  tzivalent,  while 
others  are  both  hi-  and  trivalent. 

The  class  of  salts  called  alums  affords  strong  evidenoe  of 
the  existence  of  a  natural  relation  between  the  members  of  the 
alkali  group,  on  the  one  hand,  and  the  members  of  the  sesqui- 
oxide grqup,  on  the  other.  These  highly  crystallized  isomor- 
phous  salts  are  aU  moulded  upon  one  pattern,  and  their  atomio 
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Tolnmes  (§  252)  are  very  nearly  equal^  as  the  following  table  wiU 
illustrafe  for  some  of  the  alums : — •' 

Ai».».  Atomic 

^''^  Weight 

KA1S,0^,12H,0  474-6 

NaAlS,Og,12H20  458-4 

(NH,)A1S,03,12H20  468-4 

KOrS,0^12H,0  4996 

(NH,)CrS,0„12H,0  478-5 

(NH,)FeS,0^,12HaO  482-0 

It  is  a  fact  not  unworthy  of  fioticoy  that  the  compounds  of  this 
group  of  metalsy  with  the  exception  of  those  of  glucinum  and 
aluminum,  are  for  the  most  part  colored,  independently  of  the 
colors  of  the  substances  with  which  they  are  united.  The  metals 
of  the  sodium,  calcium,  and  magnesivi  groups  produce  colorless 
compounds,  unless  when  joined  with  an  add  possessing  a  color  of 
its  own.  Glucinum  and  aluminum  produce,  in  like  manner, 
colorless  compounds ;  but  the  oxides,  hydrates,  chlorides,  bromides, 
iodides,  sulphides,  and  oxygen-salts  of  chromium,  manganese, 
iron,  nickel,  cobalt,  and  uranium  are  all  more  or  less  colored  in 
themselves,  and  every  color  of  the  spectrum,  from  the  violet  at 
one  extremity  to  the  red  at  the  other,  can  be  matched  from 
among  the  innumerable  tints  exhibited  by  the  various  compounds 
of  the  last  six  members  of  the  sesquioxide  group. 

657.  With  the  members  of  the  group  now  under  disooflsioii 
are  commonly  classed  a  number  of  rare  metals,  more  or  less 
nearly  related  to  aluminum  and  iron.  They  are  all,  however, 
of  subordinate  interest,  and  need  only  be  named  in  this  manuaL 
The  following  is  a  list  of  these  elements,  together  with  their* 
symbols  and  their  atomic  weights,  so  far  as  the  latter  have 
been  determined : — ^Yttrium,  Ttass  68 ;  Erbium,  &=(?) ;  Terbium, 
Tb=(?);  Zirconium,  Zr=90  (?);  Norium,  No=(?);  Cerium, 
Ce=92;  Lanthanum,  Lass  92-8;  Didymiom,  I>l=8  95;  Thorium, 
Th=  231-6  (?). 


So 
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CHAPTEB  XXXI 

OOPPBB    AlTD    MBBOVBi; 
OOPPEB. 

658.  Thongh  hy  no  means  one  of  the  most  abundant  metds, 
copper  is  nevertheless  very  widely  diflnsed  in  nature,  and  is 
largely  employed  by  man.  Traces  of  it  exist  in  almost  erety 
soil,  whence  it  is  taken  up  by  plants,  in  which  it  may  almost 
always  be  detected  by  refined  testing.  Traces  of  it  have  re- 
peatedly been  found  also  in  the  various  animal  organs  and 
secretions.  Many  natural  waters  contain  minute  quantitiea  of 
copper ;  its  presence  may  often  be  recognized  in  the  deposit  of 
oxide  of  iron  which  separates  from  chalybeate  waters.  Since 
the  metal  occurs  native  in  many  localities,  several  of  its  valuable 
properties  were  early  recognized  and  made  use  of.  Long  before 
the  discovery  of  methods  of  reducing  iron  from  its  ores,  tools 
and  weapons  made  of  native  copper  were  employed  by  many 
barbarous  nations. 

Besides  occurring  in  the  native  state,  copper  is  found  in  a  greit 
variety  of  combinations ;  the  most  common  of  its  ores,  however,  ii 
the  sulphide,  or  rather  a  compound  of  sulphide  of  copper  and  sulphide 
of  iron  in  vaiying  proportions,  known  as  copper  pyrites.  The  processes 
of  obtaining  copper  from  its  ores  vary  greatly,  according  to  the  qualitf 
of  the  ore.  The  oxides  and  carbonates  may  be  readily  reduced  by 
Seating  the  ore  in  contact  with  some  carbonaceous  material  and  i 
flux  suitable  to  remove  the  impurities  of  tihe  ore.  The  treatmoit  of 
ores  containing  aulphur  is  far  more  complicated.  Such  ores  are  roasted 
in  the  first  place,  in  order  to  convert  a  considerable  portion  of  the 
sulphides  of  copper  and  iron  into  oxides ;  a  proper  flux  is  then  added 
to  the  roasted  ore,  and  the  whole  is  melted  down  in  either  a  re?er- 
beratory  or  blast  furnace.  The  oxide  of  copper  formed  by  roasting  is 
reconverted  into  sulphide,  whUe  much  of  the  sulphide  of  iron  wbicb 
had  escaped  oxidation  before  is  now  changed  to  oxide  and  passes  off 
in  the  slag.  Sulphide  of  copper  comparatively  free  from  iron  is  thus 
obtained ;  in  other  words,  the  copper  ore  is  very  much  concentrated 
iby  the  operation.    If  need  be^  the  ooncentiated  product  is  subjected 
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to  a  series  of  roastings  and  meltings,  tintil  it  has  been  almost  com- 
pletely freed  from  sulphide  of  iron  and  other  impurities.  The  pure  or 
nearly  pure  sulphide  of  copper  is  then  roasted  in  a  current  of  air,  until 
a  certain  proportion  of  the  sulphide  has  been  converted  into  oxide, 
finally  the  mixture  of  sulphide  and  oxide  is  strongly  heated  to  a 
temperature  at  which  its  ingredients  react  upon  one  another  in  such 
manner  as  to  yield  sulphurous  acid  and  metallic  copper: — 

Cu,S  4-  2CuO  =  SO,  +  4Cu. 

Sometimes  copper  is  obtained  by  precipitating  it  with  iron  from 
solutions  of  its  salts,  as  has  been  shown  in  Exp.  339.  The  copper 
thus  thrown  down  by  iron  is  known  as  cement-copper,  and  is  fre- 
quently obtained  from  the  drainage-water  of  certain  mines,  in  which 
a  small  proportion  of  sulphide  of  copper  is  oxidized  by  the  air  to  sul- 
phate of  copper,  and  so  carried  into  solution.  In  some  localities,  low- 
grade  copper-ores  are  lixiviated  with  chlorhydric  acid,  obtained  as  a 
waste  product  from  the  manufacturers  of  soda-ash,  and  the  copper 
«olution  subsequently  made  to  flow  over  fragments  of  scrap  iron. 

The  common  method  of  assaying  copper-ores  is  another  application 
of  the  precipitation  of  copper  by  means  of  iron. 

659.  Copper  is  a  rather  hard  metal,  of  a  weU-ltnown  red 
color ;  it  is  very  tenacions,  ductile,  and  malleable.  The  specific 
gravity  of  the  metal  when  free  from  air-bubbles  varies  between 
8*92  and  8*95.  Copper  melts  lees  readily  than  silver,  but  more 
readily  than  gold ;  its  melting-point  has  been  estimated  to  be 
about  1170^.  At  an  intense  heat  it  volatilizes,  though  for  all 
ordinary  purposes  it  may  be  regarded  as  non-volatile.  It  is  one 
of  .the  best  conductors  of  heat  and  electricity  known.  Its  spe- 
cific heat  is  0*09515.  Copper  combines  with  oxygen  far  lees 
readily  than  iron.  Even  at  a  bright-red  heat  it  is  not  capable  of 
decomposing  water,  excepting  to  a  rery  slight  extent.  Finely 
divided  copper,  however,  soon  becomes  oxidiaed  on  being  exposed 
to  the  air,  though,  as  is  well  known,  solid  masses  of  the  metal 
suffer  little  or  no  change,  at  the  ordinary  temperature,  in  air  free 
fr*om  sulphydric  and  carbonic  acids.  When  strongly  heated  in 
the  air,  copper  quickly  becomes  covered  with  a  coating  of  black 
oxide  of  copper  (see  Exp.  12).  Metallic  copper  is  not  very 
readily  acted  upon  by  adds,  excepting  those  rich  in  oxygen. 
The  weaker  acids,  such  as  acetic  acid,  have  no  action  upon  it» 
unless  air  be  present^  in  which  event  the  metal  is  soon  corroded ; 

2o2 
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*and  the  same  remark  applies  to  dilute  chlorbydric  and  sulphiuie 
acids.  Pinely  divided  copper,  however,  slowly  dissolves  with 
evolution  of  hydrogen  in  hot  concentrated  chlorbydric  acid ;  and 
in  hot  oil  of  vitriol  the  metal  dissolves  readily,  as  has  been  seen 
in  the  preparation  of  sulphurous  acid.    (See  Exp.  96.) 

Copper  is  readily  soluble  in  somewhat  diluted  nitric  acid,  such 
as  is  commonly  found  in  commerce  (see  Exp.  37) ;  but  the 
strongest  nitric  acid,  of  specific  gravity  1-52,  does  not  act  upon 
it.  When  immersed  in  such  acid  the  metal  remains  bright,  and 
no  bubbles  of  gas  arise  from  its  surface.  The  phenomenon  is 
explained  by  the  fact  that  nitrate  of  copper  is  insoluble  in  mono- 
hydrated  nitric  acid,  though  readily  soluble  in  water  and  in 
dilute  acid.  Ammonia- water  and  many  salts,  such  as  chloride 
of  sodium  and  the  various  salts  of  ammonium,  corrode  copper 
rather  rapidly  when  in  contact  with  air.  Finely  divided  copper 
takes  £re  in  chlorine  gas;  and  at  a  red  heat  the  metal  unites 
directly  with  bromine,  iodine,  sulphur,  silicon,  and  the  yarious 
metals.  It  does  not  appear  to  unite  directly  with  carbon  or  with 
nitrogen  at  any  temperature. 

Several  of  its  compounds  with  other  metals  are  of  great  im- 
portance in  the  arts.  Brass  and  the  yellow  metal  used  for 
sheathing  ships  are  alloys  of  zinc  and  copper;  bronze,  gun-metal, 
and  bell-metal  are  alloys  of  tin  and  copper;  and  various  compo" 
gitions  are  produced  by  mixing  these  alloys  with  brass.  German 
silver  in  its  various  forms  is  an  alloy  of  nickel,  zinc,  and  copper; 
and  copper  is  an  essential  ingredient  of  all  the  common  ooinSy 
implements,  and  ornaments  of  gold  and  silver. 

660.  Dioande  of  Copper  (Gu,0)  is  sometimes  found  in  nature 
as  Btfby  copper ;  it  may  readHy  be  obtained  by  heating  protoxide 
of  copper  with  finely  divided  metallic  copper,  or  other  reducing 
agents ;  so,  too,  when  masses  of  metallic  copper  are  gently  heated 
in  the  air,  they  become  covered  with  a  thin  film  of  the  dioxide. 

Bxp,  846. — ^Dissolve  in  a  test-tube  a  few  drops  of  honey  or  a  bit  of 
grape-sugar  in  a  little  water.  Add  to  the  solution  two  or  three  drops 
of  a  rather  dilute  solution  of  sulphate  of  copper,  and  then  pour  in 
enough  soda-lye  to  redissolve  the  precipitate  which  is  at  first  pro- 
duced by  the  lye. 

Slowly  heat  the  dear  blue  solution,  and  observe  that  a  yellow  pre- 
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cipitate  of  hydrated  dioxide  of  copper  soon  separates,  first  at  the 
uppermost  part  of  the  column  of  liquid,  hut  soon  in  aU  parts  of  the 
tube,  as  its  contents  become  sufficiently  hot  When  the  liquor  is 
heated  to  boiling,  the  hydrated  yeUow  precipitate  changes  after  a 
time  to  anhydrous  red  dioxide. 

Most  of  the  dilate  acids  decompose  dioxide  of  copper  with 
formation  of  salts  of  the  protoxide  and  Beparation  of  metallic 
copper.  But  it  dissolves  in  concentrated  chlorhydric  acid  and  in 
ammonia-water,  forming  colorless  solutions.  The  ammoniacal 
solution  may  be  employed  as  a  test  for  the  presence  of  oxygen  in 
any  mixture  of  gases ;  oxygen  is  immediately  absorbed  by  the 
solution  and  a  compound  of  protoxide  of  copper  and  ammonia 
(Exp.  352)  of  characteristic  deep  blue  color  is  formed.  Dioxide 
of  copper  is  employed  to  ascertain  extent  for  coloring  glass 
ruby-red. 

661.  Protoxide  of  Copper  (CuO)  may  be  prepared  by  heating 
the  metal  or  the  dioxide  in  a  current  of  air,  or  by  igniting  car- 
bonate, hydrate,  or  nitrate  of  copper. 

•  £xp,  347. — Bind  a  bright  copper  coin  with  wire,  in  such  manner 
that  a  strip  of  wire  8  or  10  cm.  long  shall  be  left  projecting  from  the 
coin ;  thrust  the  free  end  of  the  wire  into  a  long  cork  or  bit  of  wood, 
and  by  means  of  this  handle  hold  the  coin  obliquely  in  a  small  flame 
of  the  gas-lamp.  A  beautiful  play  of  iridescent  colors  will  appear 
upon  the  surface  of  the  copper,  particularly  if  it  be  moved  to  and  fro. 
Thrust  the  hot  coin  into  water,  and  observe  that  it  is  at  this  stage 
covered  with  a  coating  of  red  suboxide  of  copper.  Keplace  the  coin 
in  the  lamp  and  hold  it  in  the  hot  oxidizing  portion  of  the  flame 
(Exp.  195) ;  it  wiU  soon  become  black  from  the  formation  of  prot- 
oxide of  copper.  After  a  rather  thick  coating  of  oxide  has  been 
formed,  again  quench  the  coin'  in  water ;  the  black  coating  or  scale  of 
oxide  will  fall  off,  and  beneath  it  will  be  seen  a  thin  film  of  the  di- 
oxide firmly  adhering  to  the  metal.  This  film  of  dioxide  is  inten- 
tionally produced  upon  the  surfaces  of  many  copper  implements  by  the 
manufacturers.  If  the  coin  were  heated  long  enough  it  would  all  be 
converted,  first  into  the  red  dioxide,  and  then  into  black  protoxide  of 
copper.  The  scales  which  fi&ll  off  when  hot  metallic  copper  is  beaten 
or  nUled,  like  those  obtained  from  the  coin  in  this  experiment,  always 
consiBt  of  a  mixture  of  the  two  oxides. 

Exp,  848. — Evaporate  to  dryness  in  a  porcelain  dish  upon  a  sand- 
bath  some  of  a  solution  of  nitrate  of  copper  prepared  from  copper  as 
in  Exp.  d7.    There  will  be  left  as  a  residue  a  green  basic  nitoate  of 


566  PBOTOXIDB  OF  OOPPEE. 

copper.  Place  a  small  quantity  of  this  re^due  upon  a  firagment  of 
porcelain,  and  ignite  it  until  red  nitrous  fumee  are  no  longer  giren  oC 
Pure  protoxide  of  copper  will  be  left  upon  the  porcelain. 

Though  no  oxygen  can  be  expelled  from  protoxide  of  copper 
by  mere  exposure  to  heat,  all  its  oxygen  may,  nevertheless,  be 
removed  with  great  facility  by  means  of  reducing  agents.  Oxide 
of  copper  is,  in  fact,  one  of  the  most  convenient  oxidizing  agents 
in  the  chemist's  possession,  and  is  largely  employed  to  this  end 
in  the  analysis  of  organic  compounds.  When  heated  with  car- 
bonaceous substances,  it  converts  all  their  carbon  into  carbonic 
acid ;  and,  in  like  manner,  hydrogen  is  immediately  oxidized  by 
it  and  converted  into  water.  Since  carbonic  acid  and  water  can 
readily  be  collected  and  weighed,  and  since  their  composition  is 
accurately  known,  the  determination  of  the  amounts  of  carbon 
and  hydrogen  in  any  substance,  through  the  agency  of  oxide  of 
copper,  is  merely  a  matter  of  mechanical  detail. 

JSxp.  349. — Repeat  Exp.  330,  with  the  exception  that  a  teaspoonfiil 
of  black  oxide  of  copper  (Exp.  34d)  is  placed  in  the  tube  instead  of  the 
iron  rust.  Water  may  be  collected  in  the  U-tube  as  before,  and  me- 
tallic copper  wiU  be  left  in  the  reduction-tube.  But,  unlike  the  easily 
oxidizable  iron,  the  reduced  copper  will  not  take  fire  in  the  air. 

662.  Protoxide  of  copper  is  soluble  in  most  adds,  with  forma- 
tion of  salts  which  are  blue  or  green  when  hydrated,  but  white 
when  thoroughly  dried.  From  the  solutions  of  most  of  these 
salts  hydrated  oxide  of  copper  may  be  precipitated  by  means  of 
any  of  the  strong  soluble  bases. 

£xp,  360. — Place  in  a  test-tube,  or  small  bottle,  8  or  10  c.  c  of  a 
cold  dilute  solution  of  sulphate  of  copper,  and  add  to  it  enough  of  a 
solution  of  caustic  soda  to  render  the  mixture  alkaline  to  test-papen 
Alight-blue  precipitate  will  faUj  hydrate  of  copper  is  insoluUe  in 
water  and  in  soda-lye. 

JExp,  351. — Repeat  Exp.  350,  with  the  difference  that  the  solntioiia 
of  caustic  soda  and  sulphate  of  copper  are  both  heated  to  boiling  and 
are  mixed  while  hot.  Instead  of  the  blue  hydrate,  black  protoxide  of 
copper  will  now  be  thrown  down ;  for  hydrate  of  copper  readily  parts 
with  its  water  when  heated,  even  if  it  be  all  the  while  immersed  in 
water ;  it  does  not  again  combine  with  water  after  it  has  become  cold. 
Instead  of  mixing  boiling  solutions  of  the  alkali  and  copper  salt,  the 
moist  precipitated  hydrate  of  copper  of  Exp  350  might  be  changed 
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to  bluck  oxide  by  simple  boilinfr;  but  the  transformalioa  would  be, 
comparatively  speaking'^  alow^  aud  the  experiment  leas  striking  than 
the  one  here  described. 

Exp,  352. — ^Again  repeat  Exp.  350,  but  instead  of  soda-lye  add  to 
the  copper  salt  ammonia- water;  drop  by  drop,  and  shake  the  tube  after 
each  addition  of  the  ammonia.  Hydrate  of  copper  will  be  precipitated 
88  before,  in  accordance  with  the  reaction 

OuSO^  +  2(NHJH0  «  (NHJ,S04  +  CuH^; 
for,  as  has  been  said,  this  hydrate  is  insoluble  in  water ;  but,  since  hy- 
drate of  copper  is  readily  soluble  in  ammonia- water,  the  precipitate 
will  redissolve  as  soon  as  more  of  this  agent  than  is  needed  to  decom- 
*  pose  the  copper  salt  is  added.  The  anunoniacal  solution  of  copper  has 
a  magnificent  azure-blue  color. 

663.  The  Sulphides  of  Copper  (Cu^S  and  CnS)  are  interesting 
from  their  occurrence  as  ores,  and  from  the  reactions  already 
briefly  explained,  which  are  so  important  in  the  industry  of 
oopper-smelting  (§  658).  The  protoeulphide,  as  obtained  by  add- 
ing sulphydric  add  to  acidulated  solutions  of  the  salts  of  copper, 
is  an  important  substance  to  the  analyst ;  it  is  a  black  powder, 
insoluble  in  water,  in  dilute  acids,  and  in  alkaline  lyes. 

664.  Dichloride  of  Copper  (CUjClj)  may  be  obtained  by  treat- 
ing a  mixture  of  protoxide  of  copper  and  finely  divided  metallic 
copper  with  concentrated  ohlorhydric  acid,  or  by  boiling  a  solution 
of  the  protochloride  with  sugar  or  some  other  reducing  agent. 
It  is  a  white  compound,  insoluble  in  water,  but  soluble  in  strong 
ohlorhydric  acid,  and  in  aqueous  solutions  of  chloride  of  sodium, 
chloride  of  potassium,  and  niiany  other  chlorides. 

665.  Protochloride  of  Copper  (CuCl,)  is  formed  when  copper  is 
burned  in  an  excess  of  chlorine.  It  may  readily  be  prepared  in 
the  hydrated  condition  (CUCIJ-I-2H3O)  by  dissolving  oxide,  hy- 
drate, or  carbonate  of  copper  in  ohlorhydric  acid,  and  evaporating 
the  solution  upon  a  water-bath.  Anhydrous  chloride  of  copper 
is  brown ;  but  the  hydrated  salt  forms  green,  needle-shaped  crys- 
tals. The  concentrated  aqueous  solution  is  green ;  when  diluted 
with  water  it  becomes  blue,  but  turns  green  again  on  being  boiled. 
The  dry  salt  fuses  when  heated,  and  at  a  red  heat  gives  off  hal^ 
its  chlorine  and  is  changed  to  the  dichloride.  Chloride^f  copper 
is  soluble  in  alcohol  and  ether ;  if  some  of  the  alcoholic  solution 
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is  ponred  upon  a  toft  of  cotton  and  then  ignited,  it  will  bttin  with 
a  green  flame,  which  is  characteristic  of  copper. 

666.  Sulphate  of  Copper  (CuSOJ  has  been  already  obtained 
in  solution  as  a  secondary  product  in  Exp.  96.  It  may  also  be 
readily  prepared  by  dissolving  oxide  of  copper,  copper-scale  tor 
example,  in  moderately  dilute  sulphuric  acid.  Much  of  it  was 
formerly  prepared  in  this  way  for  use  in  the  arts ;  it  is  an  inci- 
dental product  also  in  the  process  of  refining  gold  and  silver,  and 
in  certain  metallurgical  operations.  As  it  crystallizes  from  aqueous 
solutions,  sulphate  of  copper  holds  in  chemical  combination  5  mo- 
lecules of  water,  and  may  then  be  represented  by  the  formula 
CuSO^+SHjO.  This  hydrated  salt,  known  as  blue  vitriol,  is  the 
commcmest  salt  of  copper ;  most  of  the  various  pigments  and  other 
preparations  of  copper,  medicinal  or  chemical,  are  made  i&om  it ; 
and  it  is  itself  used  to  a  considerable  extent  by  dyers  and  calico- 
printers,  and  largely  by  the  eleotrotypers. 

JExp,  353. — ^Tie  a  piece  of  bladder  over  one  end  of  a  lamp-chimney, 
or  over  the  mouth  of  a  wide-mouthed  bottle  or  beaker,  off  which  the 
bottom  has  been  somewhat  evenly  broken.  Solder  a  piece  of  thick 
copper  wire  to  a  strip  of  stout  sheet  zinc,  just  wide  enough  to  enter 
the  chimney  or  bottle,  and  a  little  longer  than  the  bottle  is  deep^ 
Place  the  zinc  in  the  bottle  or  chimney,  and  sink  the  bottle  or  chimney, 
with  the  closed  end  down,  in  a  beaker  or  large  tumbler  containing  a 
strong  solution  of  sulphate  of  copper.  Fill  the  bottle  or  chimney  with 
dilute  nitric  acid,  attach  to  the  copper  wire  a  clean  medal  or  coin,  of 
which  one  side  has  been  varnished,  and  the  other  rubbed  over  with 
plumbago,  and  bend  the  wire  so  that  the  medal  or  coin  may  be  im- 
mersed in  the  sulphate-of-copper  solution  contained  in  the  beaker  or 
tumbler.  Thorough  contact  must  be  secured  between  the  copper  wire 
and  the  unvarnished  side  of  the  coin  or  medal.  In  a  few  hours  a  co- 
herent film  of  solid,  malleable  copper  will  be  firmly  deposited  on  that 
face  of  the  coin  or  medal  which  was  not  protected  by  the  non-conduct- 
ing varnish.  The  shell  of  copper  may  be  readily  detached  from  the 
coin  or  medal,  the  plumbagp  ensuring  the  ready  separation  of  the  two 
metallic  surfaces;  it  is  a  perfect  reverse  of  the  object  copied. 

This  experiment  illustrates  on  a  small  scale  the  important  art  of 
electro-metallurgy.  Plating  in  gold  and  silver,  as  well  as  ii\  copper, 
is  extensif^ly  performed  by  a  process  perfectly  analogous  to  that  of 
this  experiment     Woodcuts,  type,  medals,  maps,  and  engravings  are 
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accurately  copied  by  means  of  this  deposition  of  metals  from  their  solu- 
tions under  the  action  of  the  galvanic  current. 

It  is  remarkable  that  the  blue  color  of  sulphate  of  copper  de- 
pends upon  the  presence  of  water. 

JExp,  864. — Heat  1  c.  c.  of  powdered  blue  sulphate  of  copper  upon 
a  piece  of  porcelain ;  as  it  loses  its  water,  the  light-blue  powder  will 
turn  white.  A  drop  of  water  upon  the  anhydrous  powder  will  restore 
its  blue  color. 

If  concentrated  sulphuric  acid  be  poured  over  the  blue  crystals;  it 
will  abstract  water  from  them',  and  a  quantity  of  the  white  anhydrous 
salt  will  be  formed. 

Since  the  protoxides  of  iron  and  of  copper  are  isomorphons,  or 
rather  since  the  metals  iron  and  copper  are  capable  of  replacing 
one  another  in  many  of  their  compounds,  it  is  not  surprising  that 
the  sulphates  of  iron  and  copper  should  crystallize  together  to 
form  a  compound  which  may  contain  almost  any  proportion  of 
either  salt.  This  isomorphous  mixture  of  the  two  salts  was 
formerly  largely  employed  in  the  arts,  and  is  still  somewhat  used 
to  meet  the  requirements  of  old  receipts  for  dyeing.  In  a  similar 
way,  sulphate  of  copper  crystallizes  together  with  the  sulphates 
of  nickel,  cobalt,  zinc,  and  magnesium. 

667.  Nitrate  of  Copper  (CxiNfi^)  may  be  obtained  crystaUized, 
by  allowing  the  blue  solution,  obtained  in  Exp.  37,  to  evaporate 
spontaneously  in  dry  air.  It  is  interesting  as  an  example  of  a 
salt  ready  to  give  up  oxygen  on  slight  provocation.     If  a  piece 

.  of  tin-foil  about  20  cm.  square  be  twisted  firmly  around  a  rather 
large  crystal  of  nitrate  of  copper,  then  pierced  in  several  places 
with  a  needle,  and  moistened  with  water,  or  with  a  few  drops  of 
common  spirits  of  wine,  a  powerful  reaction  will  soon  ensue.  The 
tin  will  be  oxidized,  at  the  expense  of  the  oxygen  of  the  nitrate 
of  copper,  much  heat  will  be  evolved,  and  smoke,  or  even  flame, 
produced. 

668.  Acetates  of  Copper  are  formed  by  the  action  of  acetic  acid 
upon  metallic  copper,  exposed  to  the  air.  They  are  commonly 
called  verdigris.  Purified  verdigris  is  the  normal  acetate  of  cop- 
per ;  and  common  verdigris  is  a  hydrated  basic  acetate.  Verdi- 
gris is  usually  prepared  by  packing  plates  of  copper  t>etween 
woollen  cloths  steeped  in  vinegar ;  but  sometimes,  in  wine-grow- 
ing countries,  the  refuse  of  the  wine-press  is  suffered  to  ferment 
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in  contact  with  the  copper  plates.  From  time  to  time  the  tct- 
digris  is  removed  from  the  surface  of  the  copper,  the  plate  of 
metal  being  again  and  again  subjected  to  the  action  of  acetic  add 
so  long  as  any  of  it  remains. 

In  ordinary  language,  the  term-  yerdigris  is  often  incorrectly 
applied  to  the  green  coating  of  carbonate  of  copper,  which  fonns 
upon  copper  long  exposed  to  damp  air,  or  to  the  rust  formed 
upon  copper  by  the  combined  action  of  air  and  almost  any  acii 
A  compound  of  acetate  of  copper  and  arsenite  of  copper  consti- 
tutes the  beautiful  and  vivid  green  color  known  as  Schwdnfiut 
green. 

XBBCXTBT. 

669.  Small  globules  of  metallic  mercury  are  sometimes  found 
in  natiire;  but  the  principal  ore  of  this  metal  ia  the  sulphide 
(HgS),  called  cinnabar.  From  this  sulphide  the  metal  is  readilj 
extracted,  by  distilling  a  mixture  of  it  and  quicklime,  or  iron- 
turnings,  in  cast-iron  retorts.  The  sulphur  is  retained  by  the 
lime  or  iron,  as  the  case  may  be,  while  metallic  mercury  passes 
off  in  the  state  of  vapor  into  receivers  containing  water,  beneath 
which  it  condenses  to  the  liquid  state. 

A  rougher  method  of  manufacture  is  to  heat  the  eoarselj 
broken  sulphide  on  a  perforated  brick  arch,  by  a  quick  fire  ot 
brush-wood ;  the  sulphur  in  the  ore  is  kindled,  and,  by  its  com- 
bustion, maintains  the  heat  necessary  to  continue  the  distillation. , 
The  liberated  nrercury  is  condensed  in  wide  and  long  earthen 
pipes,  which  slope  first  down,  and  then  up. 

670.  At  the  ordinary  temperature  of  the  air,  mercury  is  * 
brilliant,  mobile  liquid,  of  13*6  specific  gravity,  which  vaporijea 
slowly,  even  at  ordinary  temperatures,  and  boils  at  about  360^« 
The  vapor-density  of  mercury  does  not  coincide  with  its  atomic 
weight.  As  is  the  case  with  the  metal  cadmium  (§  599),  the  atomic 
weight  of  mercury  is  the  weight  of  two  unit-volumes  of  itsTapcffi 
and  is  therefore  double  the  vapor-density,  instead  of  identioal 
with  it.  Into  the  product- volume  of  any  compound  of  mercury^ 
one  more  volume  is  condensed  than  would  be  contained  in  ^^ 
product- volume  of  a  corresponding  compound  of  oxygen  or  wl' 
phur.    The  atomic  weight  of  mercury  is  200,  and  too  VJ^ 
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volumes  of  its  vapor  weigh  200  times  as  much  as  one  nnit-volume 
of  hydrogen ;  its  yapor-density  should,  theoretically,  be  100 ;  and 
the  results  of  experiment  approximate  closely  to  this  number. 
(Compare  §  259.) 

When  cooled  to  — 39^*4  mercury  freezes.  In  solidifying, 
liquid  mercury  contracts  considerably,  and  there  results  a  ductile 
metal  of  tin-white  color  and  granular  fracture,  which  may  be  cut 
with  a  knife.  Perfectly  pure  mercury  undergoes  no  change  in 
air  or  in  oxygen  gas  at  the  ordinary  temperature,  even  when 
shaken  about  in  the  gas  for  a  long  while ;  but  if  mercury  con- 
taining traces  of  foreign  metals,  such,  for  example,  as  that  ordi- 
narily met  with  in  commerce,  be  exposed  to  the  air,  a  gray  ptd- 
Torulent  coating  will,  after  a  while,  appear  upon  its  surface. 
This  coating  is  composed  of  oxides  of  the  contaminating  metals 
mixed  with  finely  divided  metallic  mercury.  A  similar  gray 
powder  of  finely  divided  mercury  may  be  obtained  by  triturating 
mercury  with  sulphur,  tallow,  and  a  variety  of  other  substances, 
or  simply  by  shaking  it  with  water  or  oil  of  turpentine.  When 
heated  in  the  air  to  temperatures  near  its  boiling-point,  even 
pure  mercury  absorbs  oxygen,  and  is  converted  into  the  red  oxide 
(§  672).  Metallic  mercury  combines  directiy  with  chlorine,  bro- 
mine, iodine,  and  sulphur. 

Chlorhydrio  acid  has  no  action  upon  mercuiy,  not  even  when 
it  is  hot  and  concentrated.  Dilute  sulphuric  acid  has  scarcely 
any  action  upon  it ;  but  hot  ooncentrated  sulphuric  acid  converts 
it  into  solid  sulphate  of  mercury,  while  sulphurous  acid  is  evolved 
(Exp.  96).    Nitric  acid,  even  when  dilute,  dissolves  it  easily. 

Large  quantities  of  mercury  are  used  in  extracting  gold  and 
silver  from  their  ores,  for  silvering  mirrors,  and  in  the  process  of 
fire-gilding.  Preparations  of  mercury  are  employed  also  as  me- 
dicaments, and  for  various  purposes  in  the  useful  arts.  The 
fluidity  of  the  metiil  makes  it  valuable  in  the  construction  of 
certain  philosophical  instruments,  of  which  the  thermometer  and 
barometer  are  familiar  examples. 

There  are  two  oxides  of  mercury — a  black  dioxide,  and  the  red 
protoxide ;  each  of  these  oxides  unites  with  acids  to  form  a  pecu- 
liar class  of  salts, 

671.  Dioxide  of  Mercury  or  Mereurous  Oxide  (Hg^O)  is  best 
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prepared  by  decomposing  one  of  its  salts,  calomel  for  example 
(§  674),  by  means  of  caustic  soda.  Thongh  a  rather  powerful 
base  when  in  combination,  it  decompose  readily  when  in  the  free 
state,  mere  exposure  to  light  or  to  gentle  heat  being  sufficient  to 
decompose  it  into  metallic  mercury  and  the  red  oxide.  With 
acids  it  combines  readily,  with  formation  of  salts  of  the  dioxide 
of  mercury,  or  mercurous  salts  as  they  are  often  called. 

672,  Protoxide  of  Mercury  or  Mercuric  Oxide  (HgO)  may  be 
prepared  by  heating  metallic  mercury  in  the  air  as  above  described, 
or,  better,  by  heating  nitrate  of  mercury  at  a  temperature  high 
enough  to  drive  ofif  oxides  of  nitrogen,  but  at  the  same  time  too  low 
to  decompose  the  oxide  of  mercury,  or,  again,  by  precipitating  the 
solution  of  a  salt  of  protoxide  of  mercury  by  means  of  a  eaostic 
alkali.  As  obtain eil  by  the  first  two  methods,  it  is  a  compact^ 
granular,  almost  crystalline,  glistening  powder,  of  bright  brick- 
red  color ;  but  when  prepared  by  the  last  method  it  is,  when  dry, 
a  soft,  light-orange-colored  powder.  Very  considerable  differ- 
ences in  the  chemical  deportment  of  these  red  and  yellow  varieties 
of  the  oxide  have  been  noticed,  though  the  differences  are  hardly 
80  great  as  are  usually  found  between  the  isomeric  modifications  of 
other  substances.  The  precipitated  yellow  oxide  is,  for  example, 
more  readily  deeomposed  by  heat  and  by  chlorine  than  the  red 
oxide.  The  red  oxide,  however,  is  the  substance  known  as  oxide 
of  mercury  in  commerce  and  the  laboratory. 

Considered  as  a  source  of  oxygen,  red  oxide  of  mercury  is 
peculiarly  interesting,  since  by  means  of  it  oxygen  may  be  derived 
directly  from  the  air  (§  12) ;  but  it  neither  affords  the  gas 
cheaply,  nor  yields  an  abundant  supply.  Since  red  oxide  of 
mercury  contains  only  a  single  atom  of  oxygen  for  each  atom  of 
mercury,  and  since  the  atomic  weight  of  mercury  (200)  is  com- 
paratively high,  any  given  weight  of  the  oxide  can,  of  course,  con- 
tain but  a  small  proportion  of  oxygen  : — for  . 

216  :  16        =        1        :        0074 

Weight  of  Weight  of  Grm.  Gnn. 

a  molecule  an  atom 

of  HgO.  of  O. 

Although  it  contains  so  small  a  proportion  of  oxygen,  compared 
with  the  nitrates  and  chlorates  commonly  employed  for  efEbcting 
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oxidation,  yet,  from  the  facility  with  which  it  giyes  np  its  oxygen, 
mercuric  oxide  is  still  an  oxidizing  agent  of  considerable  power. 
If  a  small  portion  of  it  be  mixed  with  a  little  sulphur,  and  then 
heated,  the  mixture  will  explode ;  so,  too,  if  it  be  mixed  with  a 
small  fragment  of  phosphorus,  and  struck  with  a  hammer  upon 
an  anvil,  a  similar  explosion  will  ensue ;  the  violent  action  de- 
pends upon  rapid  oxidation  in  both  cases. 

Most  adds  unite  readily  with  oxide  of  mercury  to  form  salts, 
often  spoken  of  as  mercuric  salts.  Both  the  oxides  of  mercury 
are,  like  the  protoxide  of  lead  (§  575),  remarkable  for  the  facility 
with  which  they  form  basic  salts.  In  general,  the  compounds  of 
mercury  unite  with  one  another  readily  to  form  a  great  variety 
of  double  compounds  and  abnormal  basic  salts,  such  as  the  oxy- 
chlorides  arHgO,Hga„  and  the  chloroeulphide  2HgS,Hga,.  The 
properties  of  several  of  these  complex  substances  are  interesting ; 
but  none  of  them  fairly  fall  within  the  scope  of  this  manual. 

673.  Disulphide  of  Mercury  (Hg,S)  is  a  compound  nearly  as 
unstable  as  the  dioxide ;  but  the  protosviphide  (HgS)  is  a  per- 
manent substance  of  considerable  importance  in  the  arts.  Arti- 
ficially prepared  for  use  as  a  pigment,  it  is  known  imder  the  name 
of  vermilion.  It  is  the  most  important  ore  of  mercury,  as  has  been 
already  stated  (§  669). 

674.  Mereuraus  Chloride  (HgCl),  commonly  called  calomel^  is 
extensively  used  as  a  medicament. 

It  may  be  prepared  either  by  heating  together  a  mixture  of  metallic 
mercury  and  cozTOSiTe  sublimate  (S  675)  until  the  dichloride  sub- 
limes, 

Hg  +  HgCa,  =  2Hg01, 

or  by  subliming  an  intimate  mixture  of  equal  parts  of  sulphate  of  di- 
oxide of  mercury  and  common  salt, 

Hg,S04  +  2Na01  »  2HgCl  +  Na,SO«. 

By  the  way  of  precipitation  it  may  be  made  by  mixing  together  solu- 
tions of  common  salt  and  nitrate  of  dioxide  of  mercury  :— 

HgaNjO,  +  2NaCl  =  2Hg01  +  Na,N,0,. 

In  place  of  the  corrosive  sublimate  used  in  the  first  method,  intimate 
mixtures  of  sulphate  of  protoxide  of  mercury  and  common  salt,  or  of 
common  salt  and  black  oxide  of  manganese  or  sulphate  of  sesquioxide 
of  iron  may  be  substituted. 
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Calomel  ib  a  heavy  white  povrder,  which  Tolatilizes  at  tempe- 
ratupes  below  redness  without  previous  fusion. 

The  vapor-density  of  calomel  is,  by  calcnlaHon,  117*75. 

Weight  of  one  atom,  or  two  anit-Tolumee,  of  mercury  '  •    200*00 
Weight  of  one  atom,  or  one  unit-volumey  of  chlorine     .      35*5 

Weight  of  two  unit-volumes  of  mercurous  chloride  •    •    2d5'5 
Weight  of  one  unit-yolume  of  mercurous  chloride     .    .    117*75 

The  vapor-density  has  been  determined  by  experiment  at 
120*49.  By  slowly  cooling  its  vapor,  prismatic  crystals  of  calo- 
mel may  readily  be  obtained.  Unlike  metallic  merouiy,  calomel 
does  Dot  volatilize  at  ordinary  temperatures.  It  is  tasteless,  odor- 
less, and  as  good  as  insoluble  in  water.  Alkaline  lyes  decompose 
it  readily,  and  it  is  slightly  soluble  in  many  saline  solutions. 

675.  Mercuric  Chloride  (HgCl^^),  better  known  by  the  name 
corrosive  subUmcttey  may  be  prepared  by  burning  mercury  in  an 
excess  of  chlorine  gas,  by  dissolving  protoxide  of  mercoiy  in 
chlorhydric  acid,  or  by  dissolving  metallic  merooiy  in  aqua  regia, 
and  evaporating  to  dryness. 

In  practice,  it  is  commonly  prepared  by  sublimation,  by  carefully 
heating  an  intimate  mixture  of  sulphate  of  mercury  and  common 
salt: — 

HgSOf  +  2NaCl  a  HgOl,  +  Na^SOf. 

Another  method  is,  to  add  concentrated  chlorhydric  acid  to  a  strong 
boiling  solution  of  nitrate  of  dioxide  of  mercury,  as  long  as  a  preci- 
pitate is  formed,  and  to  subsequently  boil  tins  precipitate  with  a  qoaa* 
tity  of  chlorhydric  acid  equal  to  that  used  in  preparing  it : — 

HgNO,  +  2H01  =  HgOl,  +  H,0  +  NO^ 

Beautiful  crystab  of  meroario  chloride  will  be  deposited  as  the  hot 
solution  cools.    ■ 

676.  Mercuric  chloride  commonly  oocnrs  in  commerce,  in  trans- 
lucent crystalline  masses ;  bat  crystals  of  it  may  readily  be  ob- 
tained, by  careful  sublimation,  as  well  as  by  slowly  cooling  hot 
solutions.  It  melts  at  about  265°,  forming  a  colorless  liquid 
which  boils  at  293P ;  the  fumes  are  acnd,  and,  like  the  salt  itself 
exceedingly  poisonous. 

The  vapor-diinsity  of  eorrosive  sublimate  isi  bj  oalcwlalian, 
135. 
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Weight  of  one  atom,  or  two  umt-volumes,  of  mercury    •    •    200 
Weight  of  two  atomsy  or  two  unit-yolumeB  of  chlorine  •      •    70 

Weight  of  two  unit-volumes  of  mercuric  chloride  .  •  .  •  270 
Weight  of  one  unit-yolume  of  mercuric  chloride  ....  135 
The  best  experiments  assign  to  the  vapor  of  the  salt  the  den- 
sity of  141.  Mercuric  chloride  is  rather  easily  soluble  in  water 
and  alcohol ;  with  the  alkaline  chlorides  it  unites  to  form  salts 
which  are  easily  soluble  in  water.  These  double  salts  are  so 
numerous  and  well  defined,  that  they  are  regarded  as  chlorine 
salts  comparable  with  the  sulphur  salts  (§  340)  and  the  oxygen 
salts.  In  this  view^  protochloride  of  mercury  would  be  called 
chloromercuric  acid»  and  its  compounds  with  the  alkalies  chloro- 
mercurates.  The  compound  NaGl,HgCl,,  for  example,  would  be 
called  chloromerourate  af  sodium,  and  the  compound  NaCl,2HgCl^ 
the  bichloromercurate.  Corresponding  double  chlorine  salts  are 
formed  by  the  union  of  the  chlorides  of  g<^d  and  of  platinum  with 
the  chlorides  of  other  metals  and  oompound  radicals,  as  will  ap*^ 
pear  in  the  sequel. 

677.  Mercuric  chloride  unites  with  many  organic  substances  to 
form  compounds  insoluble  in  water  and  imputrescible.  It  coa- 
gulates albumeai,  for  example,  and  the  more  perishable  portions 
of  wood ;  hence  the  employment  of  raw  whites  of  eggs  as  an 
antidote  in  cases  of  poisoning  by  corrosive  sublimate,  and  the  use 
of  the  mercury  salt  for  preserving  wood, — a  purpose  for  which  it 
would,  no  doubt,  be  largely  employed  were  it  not  for  its  high 
cost.  Collections  of  dried  plants,  and  of  other  objects  of  natural 
history,  ore  preserved  both  from  decay  and  from  the  attacks  of 
insects  by  brushing  over  them  a  solution  of  the  chloride  in  alcohol. 
It  isw^orthy  of  mention  that  the  compound  of  albumen  and  chlo- 
ride of  mercury^  though  insoluble  in  water^  is  soluble  in  an  excess 
of  albumen. 

Mercurous  and  mercuric  bromides,  iodides,  fluorides,  and  cya- 
nides are,  in  general,  analogous  to  the  corresponding  chlorides. 
Mercuric  iodide  undergoes  remarkable  changes  of  color  when 
heated  or  subjected  to  friction. 

JExp,  865. — ^Dissolve  half  a  gramme  of  iodide  of  potassium  in  a  small 
quantity  of  water ;  also  dissolve  0*4  of  a  gramme  of  corrosive  sublimate 
in  a  little  water,  and  mix  the  two  solutions.    Collect  upon  a  filter  the 
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beautiful  red  precipitate  whicli  is  fonned,  wash  it  carefully  ^th  water 
and  dry  it  in  the  air.    Place  a  portion  of  the  dry  red  powder  In  a  por- 
celain capsule ;  invert  over  the  capsule  a  small  glass  funnel,  and  heat 
the  capsule  moderately  upon  a  sand-bath ;  the  iodide  will  melt,  sublime^ 
and  finally  be  deposited  upon  the  cold  walls  of  the  funnel  in  yellow 
crystals.    On  rubbing  these  crystals  with  a  glass  rod,  their  color  will 
change  again  to  red.    Indeed  the  change  of  color  often  occurs  of  itself 
as  the  crystals  cool|  without  friction.    The  composition  of  the  iodide  is 
neither  changed  by  the  sublimation  nor  by  the  friction ;  the  change  of 
color  is  due  to  a  change  of  crystalline  form — mercuric  iodide  being  di- 
morphous; and  exhibiting  a  red  color  in  its  octahedral  form^  and  a  jdlow 
color  when  crystallized  in  rhombic  prisms. 

The  change  of  coloration  may  be  shown  in  another  way,  by  dissol- 
ying  some  of  the  precipitated  iodide  in  alcohoL  The  alcoholic  solution 
is  colorless  and  appears  to  contain  the  yellow  modification  of  the 
iodide ;  on  pouring  it  into  water,  iodide  of  mercury  is  precipitated  aaa 
yeUow  powder,  which  soon  changes  to  red. 

678.  SulphaieB  of  Mercury. — ^There  is  a  sparingly  solable  sol- 
phate  of  dioxide  of  mercury  (Hg^SO^),  a  normal  sulphate  of  the 
protoxide  (HgSOJ,  and  a  basic  sulphate  of  the  protoxide  (of  com- 
position dHgOySO,).  Normal  mercuric  sulphate  may  be  prepared 
by  dissolving  metallic  mercury  in  an  excess  of  boiling  concentrated 
sulphuric  acid,  and  evaporating  the  solution  to  dryness.  It  is  tiie 
material  from  which  many  other  compounds  of  mercury  are  de- 
rived. It  is  decomposed  by  water;  an  insoluble  tiisulphate  is 
thrown  down,  while  but  a  small  proportion  of  mercmy  remains 
dissolyed  in  the  dilute  sulphuric  acid  which  is  formed. 

679.  Nitrates  of  Mercury  are  numerous.  There  are  at  least 
four  nitrates  of  the  dioxide,  and  as  many  of  the  protoxide  namelj 
the  normal  salts  and  three  basic  salts  in  either  case.  Both  of  the 
normal  salts  are  soluble  in  water,  and  are  commonly  kept  in  the 
laborat(H7  as  examples  of  the  mercury  salts.  The  nitrate  of  the 
dioxide  is  prepared  by  digesting  an  excess  of  metallic  mercury  in 
cold  moderately  strong  nitric  acid.  The  solution  should  be  kept 
in  closed  bottles  containing  a  few  globules  of  metallic  mercury. 
The  nitrate  of  the  protoxide  may  be  readily  obtained  by  dissolving 
red  oxide  of  mercury  in  an  excess  of  nitric  acid. 

680.  Amalgams. — Mercury  unites  with  most  of  the  other 
metals,  forming  alloys,  many  of  which  are  pasty,  or  liquid  when 
the  proportion  of  mercury  contained  in  them  is  large.     These 
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alloys  are  commonly  called  amalgams,  in  contradistinction  to  tho 
ordinary  solid  allo3ns  of  the  other  metals,  in  which  mercnry  has 
no  place.  The  liquid  amalgams  are  true  solutions  of  other  metals, 
or  of  solid  amalgams,  in  the  fluid  mercury.  The  so-called  silver- 
ing of  mirrors  is  an  amalgam  of  tin. 

Mercury  may  be  detected  in  almost  any  soluble  salt  of  the 
element  by  introducing  into  a  solution  of  the  salt  a  piece  of  clean 
copper. 

Exp,  866. — Place  a  drop  of  a  solution  of  either  of  the  nitrates  or 
chlorides  of  mercury  upon  a  dean  copper  coin  and  rub  the  liquid  oyer 
its  surface.  A  white  coating  of  metallio  mercury  will  be  deposited 
upon  the  metal. 

681.  Copper  and  mercury  aie  classed  together  partly  because 
of  certain  resemblances  between  the  two  metals,  but  also  because 
neither  of  them  falls  naturally  into  either  of  the  other  groups  of 
elements.  They  are  alike  in  that  l^ey  are  not  readily  acted  upon 
by  air,  excepting  at  high  temperatures,  that  they  do  not  decom- 
pose water  at  any  temperature,  and  that  they  both  form  two  sa* 
lifiable  oxides,  and  two  chlorides  of  analogous  composition.  They 
are  both  acted  upon  in  the  same  way  by  nitric  and  by  sulphuric 
acids,  the  acid  being  reduced  to  a  lower  degree  of  oxidation, 
while  the  metal  is  dissolved,  as  has  been  seen  in  Exp.  96.  As 
the  formulffi  of  their  compounds  have  doubtless  already  suggested, 
mercury  and  copper  are  univalent,  like  the  alkali-metals,  in  the 
mercurous  and  cuprous  compounds^  but  bivalent  in  the  mercurio 
and  cuprio  compounds. 
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TIT  AVIUM — Ills. 
TITAHIITIC. 

682.  This  comparatively  rare  metal  is  found  in  several  mine- 
rals, such  as  rutQe  and  titaniferous  iron,  in  the  condition  of  titanic 
acid,  TiO^.     None  of  its  compounds  are  employed  in  the  arts,  and 
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the  element  itself  ib  here  mentioned  mainly  on  account  of  flie  ana- 
logies which  it  hears  to  tin.  Titanic  acid  is  isomo^hous  with  stan- 
nic acid  (§  685),  and  resemhles  it  closely  in  its  chemical  deport- 
ment. Sesquiozide  of  titanium,  Ti^O,^  corresponds  to  sesquiozide 
of  tin,  Sn^O,  (§  685) ;  and  in  the  same  way  that  the  latter  may  be 
regarded  as  a  stannate  of  tin^  SnO^SnO,,  the  titanium  compotind 
may  he  considered  a  titanate  of  titanium,  TiO,TiO,. 

The  hisulphide  of  titanium,  and  the  hichloride,  hibromide,  asd 
bifluoride,  correspond  in  like  manner  to  the  tin  compounds. 


683.  Though  by  no  means  widely  diffused  in  nature,  and  thongb 
ores  of  it  occur  in  but  few  localities^  tin  is  one  of  the  metals  which 
have  longest  been  known  to  man.  The  fact  admits,  boweyer,  of 
ready  explanation ;  for  the  specifio  gravity  of  the  ores  ia  high,  and 
the  metal  is  ecisily  reduced  from  them  by  simple  heating  with 
charcoal.  Prom  the  manner  of  the  occurrence  of  many  of  these 
ores,  in  the  beds  of  torrents,  it  is  evident  that  their  great  wdght 
would  be  likely  to  attract  attention,  and  that  ^ir  behavior  to- 
wards fire  would  soon  be  noticed.  The  simplest  possible  metal- 
lurgical operation,  and  the  one  most  likely  to  suggest  itsdf  to 
savage  men,  is  the  heating  of  a  heavy  stone  in  a  wood  fire. 

The  principal  ore  of  tin  is  the  binozide,  called  tin-stone.  In 
order  to  extract  the  metal  from  it,  the  tin-stone  is  mixed  with 
powdered  coal  and  heated  upon  the  hearth  of  a  reverberatoiy 
furnace  in  a  reducing  flame.  The  reduced  metal  melts  readily, 
and  is  then  run  out  of  the  furnace  into  iron  moulds.  Tin  is  a 
lustrous  white  metal,  soft,  malleable  and  ductile,  though  not  veiy 
tenacious.  Its  ductility  varies  greatly  with  the  temperature ;  at 
100**  the  metal  may  be  drawn  into  thin  wire,  but  at  200°  it  ia  very 
brittle.  When  a  bar  of  tin  is  bent,  it  emits  a  peculiar  crackling 
sound,  and  if  the  bending  be  repeated,  the  metal  becomes  de- 
cidedly warm.  These  phenomena  appear  to  depend  on  the 
disturbance  of  interlaced  crystals  contained  in  the  bar,  and  upon 
the  friction  of  these  crystals  one  against  the  other.  Tin  always 
exhibits  a  great  tendency  to  assume  crystalline  form  in  passing 
from  the  liquid  to  the  solid  condition.  Upon  this  peouliarity  vi 
^founded  a  method  of  ornamenting  tinned  iron. 
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JExp,  357. — ^Heat  a  piece  of  common  tinned  iron  over  the  gas-lamp 
until  the  tin  has  melted,  thrust  the  plate  into  cold  water  in  order  that 
the  tin  may  harden  quickly,  then  remove  the  smooth  surface  of  the 
metal  hy  rubbing  it  first  with  a  bit  of  paper  moistened  with  dilute 
aqua  regia,  and  then  with  paper  wet  with  soda-lye.  By  this  treatment 
there  will  soon  be  laid  bare  a  new  surface  covered  with  beautiful  crys- 
talline figures^  like  frost  upon  a  window-pane.  The  plate  should  then 
be  washed  thoroughly  with  water,  dried  quickly,  and  covered  with 
8ome  transparent  varnish. 

The  same  crjstaUine  structure  can  be  brought  out,  though  less  con- 
spicuously, by  removing  the  outside  polished  surface  of  almost  any 
piece  of  tin  plate  by  means  of  warm  dilute  aqua  regia^  without  first 
heating  the  plate  as  in  this  experiment 

Tin  does  not  tarnish  in  the  air  at  ordinary  temperatures,  no 
matter  whether  the  air  be  moist  or  dry;  but  when  strongly  heated 
it  oxidises  rapidly,  and  even  bams  with  a  brilliant  white  Hght. 
The  specific  gravity  of  tin  is  about  7*3 ;  its  atomic  weight  is  118. 
It  melts  at  about  23(P — at  a  lower  temperature  than  any  of  the 
other  common  metab.  At  very  high  temperatures  it  is  slightly 
TolatUe, 

On  aococmt  of  its  brilliant  lustre,  and  its  power  of  resisting 
atmospheric  action,  tin  is  largely  employed  for  coating  other 
metals,—- copper,  for  example,  as  in  ordinary  pins,  cooking- vessels, 
and  bath-tubs— and  iron,  as  in  common  sheet-tin,  of  which  the 
so-called  tin  ware  is  manufactured. 

Exp,  868. — ^Thoroughly  clean  the  surface  of  a  copper  coin,  or  of  a 
small  piece  of  sheet-copper,  by  means  of  dilute  sulphuric  acid ;  place 
the  copper  over  the  gas-lamp,  and  melt  upon  it  a  bit  of  tin  as  large  as 
a  pea.'  Rub  the  melted  tin  over  the  copper  with  a  rag.  It  will  not 
adhere  to  the  copper ;  for  although  the  latter  was  once  carefully  cleaned, 
it  afterwards  became  coated  with  oxide  of  copper  in  such  numner  that 
the  tin  could  not  come  in  contact  with  the  metaL 

Repeat  the  experiment  as  before ;  but  when  the  tin  has  melted,  strew 
over  the  copper  some  finely  powdered  chloride  of  ammonium.  On  now 
rubbing  the  tin  against  the  copper,  the  two  metals  will  adhere  firmly. 
The  chlorine  of  the  chloride  of  ammonium  unites  with  the  copper  of 
the  oxide  of  copper  to  form  fusible,  volatile  chloride  of  copper,  while 
anmionia  and  water  are  set  free,  as  may  be  perceived  by  the  odor.  The 
excess  of  tin  should  be  wiped  off  with  a  rag,  so  that  a  smooth  surface 
may  be  left  upon  the  coin. 

Sp2 
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When  in  contact  with  dilute  acids,  or  with  alkalies,  tin  slowlj 
absorbs  oxygen  from  the  air  and  goes  into  solution.  Of  the 
strong  acids,  nitric  acid  acts  upon  it  yiolently,  with  formation  of 
insoluble  hydrated  binoxide  of  tin ;  a  certain  amount  of  water  is 
decomposed  as  well  as  the  nitric  acid,  in  this  reaction,  and  some 
nitrate  of  ammonium  is  formed  ;  the  ammonium  comes  from  the 
union  of  the  nascent  hydrogen  and  nitrogen  of  the  deoxidised  water 
and  nitric  acid  (see  §  92).  Hot  concentrated  chlorhydric  add  gra- 
dually dissolyes  tin,  and  gives  off  hydrogen.  Boiling  concentrated 
sulphuric  acid  converts  it  into  sulphate  of  tin,  with  evolution  of  sul- 
phurous acid ;  but  dilate  sulphuric  acid  has  no  action  upon  it  ont 
of  contact  with  the  air.  When  heated  with  concentrated  soda 
or  potash  lye,  tin  slowly  dissolves,  with  formation  of  soluble  stan- 
nate  of  sodium  or  of  potassium,  and  evolution  of  hydrogen. 

There  are  two  prominent  oxides  of  tin,  a  protoxide  and  a  hi- 
oxide,  besides  intermediate  oxides  compounded  of  these  two. 
The  binoxide  occurs,  moreover,  in  oombinationy  in  different  iso- 
meric modifications. 

684.  Protoxide  of  Tin  (SnO)  may  be  obtained  as  a  black 
powder  by  heating  its  hydrate  in  an  atmosphere  of  carbonic  add 
or  other  inert  gas.  The  hydrated  protoxide  is  prepared  by  adding 
the  solution  of  an  alkaline  carbonate  to  a  solution  of  tin  in  chlor^ 
hydric  acid ;  the  hydrate  is  thrown  down  as  an  insoluble  predpi- 
tate  while  carbonic  acid  escapes : — 

BnCl^  +  Na.CO,  +  H,0  =  SnH,0,  +  2NaCl  +  CX)^ 

The  hydrate  rapidly  absorbs  oxygen  from  the  air  when  moist^ 
bnt  is  tolerably  permanent  when  dry.  The  anhydrous  oxide 
undergoes  no  change  in  air  at  the  ordinary  temperature ;  when 
touched  with  a  glowing  coal,  it  takes  fire  and  bums  vividly, 
being. converted  into  the  binoxide.  The  hydrate  also  bums  in 
the  same  way  when  lighted.  It  is  remarkable  that  the  anhy- 
drous oxide  is  more-  readily  soluble  in  acids  than  the  hydrate; 
but  in  alkaline  lyes  only  the  hydrate  is  soluble.  Most  of  the 
salts  of  protoxide  of  tin  greedily  absorb  oxygen  firom  the  air  and 
from  many  oxygenated  substances.  They  are  much  employed  as 
reducing  agents. 

£xp.  369. — ^To  5  or  6  c.  o.  of  a  solution  of  corrosive  sublimate  add 
a  &w  drops  of  protochloride  of  tin,  and  heat  the  mixture;  a  giaj 
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powder  will  separate  pit  is  metallic  mercixry,  very  finely  divided, 
which  has  been  reduced  from  the  mercuric  chloride.  The  powder 
boiled  with  chlorhydric  acid  agglomerates  into  visible  globules  i-^ 

HgCl,  +  SnCl,  =  SnCl^  +  Hg. 

The  protochloride  of  tin  has  abstracted  the  chlorine  from  the  chlo- 
ride of  mercury. 

685.  Binoxide  of  Tin,  or  Stannic  Acid  (SnO^j). — This  oxide 
occurs  in  nature  as  the  principal  ore  of  tin,  as  has  been  stated  in 
§  683,  and  may  readily  be  prepared  artificially  by  roasting  the 
metal  in  a  free  current  of  air,  or  by  igniting  hydrated  binoxide  of 
tin.  It  is  insoluble  in  water,  acids,  and  alkalies,  and  in  general 
is  not  readily  acted  upon  by  chemical  agents.  When  fused  with 
caustic  soda,  however,  it  combines  with  it  to  form  a  soluble  com- 
pound. Like  the  hydrated  oxides  of  phosphorus  and  antimony, 
hydrated  binoxide  of  tin  (SnH^O,)  is  remarkable  for  the  difiercnt 
chemical  properties  it  exhibits  when  prepared  in  different  ways. 
As  obtained  by  heating  metallic  tin  with  concentrated  nitric  acid, 
it  is  almost  absolutely  insoluble  in  some  acids,  and  dissolves  only 
with  difficulty  in  others.  The  hydrate  obtained  by  precipitation 
from  solutions  of  bichloride  of  tin  and  of  an  alkaline  carbonate, 
is  very  readily  soluble  in  acids.  By  ignition,  the  soluble  hydrate 
is  converted  into  insoluble  anhydrous  oxide  of  tin. 

The  difiPerenoe  in  chemical  behavior  above  mentioned  is  not 
confined  to  the  hydrates  alone,  it  exists  as  well  in  the  compounds 
formed  by  the  union  of  these  hydrate8  with  other  substances, 
both  acids  and  bases ;  hence  the  names  stannic  acid,  applied  to 
the  soluble  hydrate,  and  metastannic  acid,  applied  to  the. in- 
soluble modification.  The  generic  terms  stannate  and  meta- 
stannate  applied  to  the  compounds  of  these  two  varieties  of  the 
oxide  are  employed  precisely  as  ip.  the  case  of  phosphoric  and 
antimonic  acids  (§§  293,  352).  Both  modifications  are  soluble 
in  alkaline  lyes,  but  the  one  representing  metastannic  acid  is  far 
less  readily  soluble  than  the  other. 

The  stannates  of  the  alkali-metals,  sodium  and  potassium, 
crystallize  readily  from  their  aqueous  solutions ;  but  the  corre- 
sponding metastunuates  do  not  crystallize,  they  are  insoluble  in 
saline  solutions,  and  may  be  precipitated  as  gelatinous  masses  by 
adding  almost  ^py  neutral  salt  of  an  alkali-metal  to  their  aqueous 
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solutioiis.  Among  the  stannateB,  that  of  tin  (SnOySnO^ssSn^O^ 
is  worthy  of  mention,  since  it  ifi  often  described  as  the  sesqui- 
oxide  of  tin.  Stannate  of  sodinm  is  somewhat  extensively  em- 
ployed in  the  printing  of  mousselines-de-laine. 

A  good  method  of  preparing  it  is  to  boil  grannlated  tin,  or 
scraps  of  tinned  iron,  in  a  solution  of  litharge  in  an  excess  of 
oaustio  soda : — 

Bn  +  Na,Pb,0,  »  Na^SnO,  +  2Pb, 

Or  a  mixture  of  caustic  soda,  nitrate  of  sodiimi,  and  metallic  tin 
may  be  melted  in  an  iron  kettle,  a  certain  portion  of  chloride  of 
sodium,  or  of  stannate  of  sodium,  from  a  previous  fusion,  being 
added  to  the  mixture  in  order  to  mitigate  the  force  of  the 
reaction. 

686.  The  Svlphules  of  Tin  (SnS,  Sn^S,,  and  SnS.)  oorrespond 
to  the  oxides.  The  protosulphide  (SnS)  is  precipitated  as  a  dark- 
brown  powder  when  sidphydric  acid  is  added  to  the  solution  of  a 
salt  of  protoxide  of  tin.  The  bisulphide  (SnS,)  when  prepared  in 
the  dry  way  is  a  beautiful  yellow  compound,  knoigm  as  moMOtf 
gold,  or  bronze  powder,  and  is  somewhat  employed  in  decoratiye 
painting. 

Exp,  S60. — Prepare  a  quantity  of  tin  amalgam  by  heating  together 
in  a  glass  flask  12  grms.  of  granulated  tin  and  6  gims.  of  meicuij. 
Rub  the  amalgam  in  a  porcelain  mortar  together  with  7  grms.  of 
sulphur  and  6  grms.  of  chloride  of  ammonium  until  the  different  in- 
gredients have  been  thoroughly  incorporated  one  with  the  other. 
Place  the  mixture  in  a  small,  long-necked,  glass  flask,  and  slowly 
heat^  it  to  low  redness  upon  a  sand-bath.  After  an  hour  or  two  there 
will  be  found  at  the  bottom  of  the  flask  a  quantity  of  bisulphide  of 
tin,  in  the  condition  of  soft,  beautiful,  golden-yellow  powder,  of  flaky 
texture,  while  in  the  neck  of  the  flask  there  will  be  found  a  deposit  of 
chloride  of  ammonium  contaminated  with  sulphur,  sulphide  of  mei^ 
cury,  and  protochloride  of  tin. 

Instead  of  the  amalgam  and  the  proportions  of  the  other  ingredients 
as  given  abovCi  there  may  be  heated  in  the  flask  an  intimate  mixture 
of  2  grms.  of  dry  protosulphide  of  tin,  half  a  grm.  of  sulphur,  and 
1  grm.  of  chloride  of  ammonium. 

The  part  played  by  the  chloride  of  ammonium  in  these  experiments 
is  not  well  understood ;  it  is  known  only  that  the  presence  of  this  salt 
promotes  the  fonnation  of  a  brilliant  golden-colored  ftroduct,  though 
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there  is  no  eiidenee  that  the  chloride  either  undergoes  or  produces 
any  chemical  change.  It  is  by  no  means  improbable,  however,  that 
by  volatilising  at  the  right  moment  the  chloride  of  ammonium  may 
so  moderate  the  heat  engendered  by  the  combination  of  the  sulphur 
and  the  tin  that  the  temperature  of  the  mixture  is  prevented  from 
reaching  a  point  at  which  the  bisulphide  would  be  decomposed. 

The  Chhrtdes  of  Tin  are  perhaps  more  important  than  any 
other  compounds  of  the  metal. 

687.  Protoehloride  of  Tin  (SnCl^)  is  obtained  by  dissolving 
granulated  tin  in  boiling  concentrated  chlorhydric  acid.  On 
evaporating  the  solution,  and  allowing  it  to  crystallize,  prismatic 
hydrated  needles  are  obtained  of  the  composition  SnCl,+2H20« 
These  crystals  are  largely  used  by  dyers  and  calico-printers, 
under  the  name  of  tin-salt.  Protoehloride  of  tin,  whether  in  the 
condition  of  crystals  or  in  solution,  rapidly  absorbs  oxygen  from 
the  air,  and  is  converted  into  a  mixture  of  bichloride  of  tin,  and 
an  insoluble  ozychloride.  It  must  therefore  be  kept  in  tight 
packages.  The  pure  salt  is  completely  soluble  in  a  small  quan- 
tity of  water;  but  when  this  solution  is  mixed  with  a  large 
quantity  of  water,  it  decomposes ;  a  highly  acid  solution  of  pro- 
toehloride of  tin  in  chlorhydric  acid  remains  in  solution,  while  a 
precipitate  of  oxychloride  of  tin  (SnOjSnCl^+SH^O)  subsides. 

Protoehloride  of  tin  is  a  powerful  reducing  agent,  as  has  been 
shown  in  Exp.  859 ;  it  combines  readily  either  with  oxygen  or 
with  chlorine,  and  is  frequently  employed  to  remove  these  ele- 
ments from  their  compounds.  By  means  of  it,  the  oxides  or 
chlorides  of  arsenic,  antimony,  gold,  silver,  or  mercury  may  be* 
reduced  to  the  metallic  state ;  the  salts  of  sesquioxide  of  iron, 
and  of  protoxide  of  copper,  may  be  reduced  to  the  degree  of 
protoxide  and  of  dioxide  respectively,  while  acids  such  as  chro- 
mic and  manganic  are  reduced  to  the  condition  of  basic  oxides. 
Sulphurous  acid  is  reduced  by  it  in  such  wise  that  a  precipitate 
of  sulphide  of  tin  is  formed,  when  solutions  of  protoehloride  of 
tin  and  of  sulphurous  acid  are  mixed ;  it  converts  blue  indigo  to 
white  indigo,  and  is  capable  of  abstracting  oxygen  from  a  host  of 
other  substances. 

At  the  temperature  of  100°,  all  the  water  may  be  expelled 
from  the  crystallized  salt;  but  some  of  the  chlorhydric  acid  is 
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Kable  to  go  off  at  the  same  time,  so  that  it  is  not  easy  in  this 
way  to  obtain  the  anhydrous  salt  in  a  state  of  purity.  A  better 
way  of  obtaining  the  anhydrous  salt  is  to  heat  together  equal 
weights  of  finely  divided  tin  and  corrosive  sublimate : — 

HgCl,  +  Sn  =  SnCl,  +  Hg. 
The  dry  chloride  of  tin  remains  as  a  residue,  while  metallic 
mercury  goes  off.    The  anhydrous  salt  may  itself  be  distilled  at 
a  full  red  heat. 

Protochloride  of  tin  unites  with  many  of  the  metallic  chlorides 
to  form  double  compounds,  which  may  be  called  chlorostannites. 

688.  Bichloride  of  Tin  (SnClJ.— When  anhydrous,  this  com- 
pound is  a  fuming,  volatile,  colorless  Hquid,  of  2*7  specific  gravity. 
It  does  not  solidify  at  --20^,  but  boils  at  115^.  When  exposed 
to  the  air  it  gradually  absorbs  water,  and,  after  a  while,  hydrated 
crystals  are  formed.  When  mixed  with  about  one-third  its 
weight  of  water,  it  solidifies  to  a  mass  of  hydrated  crptals, 
much  heat  being  at  the  same  time  evolved.  These  crystals  are 
readily  soluble  in  a  small  quantity  of  water ;  but  when  treated 
with  much  water  they  decompose,  hydrated  binoxide'  of  tin  is 
precipitated,  and  free  chlorhydric  acid  passes  into  solution. 

In  order  to  prepare  anhydrous  bichloride  of  tin,  chlorine  gas 
may  be  passed  over  hot  chloride  of  tin,  or  melted  metallic  tin; 
or  an  intimate  mixture  of  1  part  of  tin  filings  and  4  or  5  parts 
.of  corrosive  sublimate  may  be  distilled  in  a  retort.  The  hydrated 
bichloride  and  in  general  all  solutions  of  the  bichloride  are  ob- 
tained, either  by  dissolving  tin  in  dilute  aqua  regia,  by  passing 
•chlorine  into  solutions  of  protochloride  of  tin,  or  by  heating  the 
protochloride  with  chlorhydric  acid  to  which  a  little  nitric  acid 
has  been  added.  The  anhydrous  salt  may  be  prepared  from  the 
hydrate,  by  distilling  the  latter  with  concentrated  sulphuric  acid, 
which  retains  the  water. 

like  the  protochloride,  bichloride  of  tin  is  largely  employed  in 
dyeing.  It  combines  also  with  the  alkaline  and  other  chlorides 
to  form  salts,  known  as  chlorostannates.  The  substance  called 
pink  salt,  in  commerce,  employed  in  the  preparation  of  pink  colors 
upon  calicoes,  is  a  chlorostannate  of  ammonium,  2NH^Cl,SnCi^. 
There  are,  of  course,  many  other  salts  of  tin,  but  none  of  them 
are  of  sufficient  interest  to  be  mentioned  here. 
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689.  The  allo3ns  of  tin  are  important.  The  composition  of 
bronze,  bell-metal,  &c.  has  been  already  mentioned  under  copper 
(§  659),  that  of  stereotype-metal  nnder  antimony  (§  348),  and 
that  of  tin  amalgam  nnder  mercury  (§  680).  Of  the  other  alloys 
of  tin,  those  formed  by  its  union  with  lead  are  most  remarkable. 
Plumber^  solder  consists  commonly  of  equal  parts  of  lead  and  tin, 
though  some  kinds  of.it  contain  only  one- third  their  weight  of 
lead,  and  others  only  one-third  their  weight  of  tin.  Pewter  is 
composed  of  tin,  together  with  a  small  proportion  of  lead. 

690.  With  tin  and  titanium  may  be  classed  the  two  exceed- 
ingly rare  metals  Golumbium  (niobium)  and  Tantalum.  The 
principal  source  of  columbium  is  the  rare  American  mineral 
columbite.  Tantalum  is  procured  from  the  Scandinavian  mineral 
tantalite.  The  four  metals  form  binoxides  and  volatile  chlorides 
containing  four  atoms  of  chlorine,  and  are  therefore  sometimes 
quadrivalent.  In  this  respect  the  tin  group  differs  from  all  the 
groups  heretofore  studied,  excepting  the  group  composed  of 
carbon,  boron,  and  silicon.  Tin  and  titanium  have  a  like  mode 
of  occurrence  in  nature. 


CHAPTER   XXXin. 

XOLTBDSNUU — VANADIUU — lUlTGSTEF. 

H0LTBBENX7U. 

691.  This  rare  element  is  generally  found  in  nature  in  com- 
bination with  sulphur,  as  bisulphide  of  molybdenum.  This  bi- 
sulphide is  a  mineral  closely  resembling  graphite  and  galena  in 
appearance.  The  name  molybdenum  is  derived  firom  a  Greek 
word  sometimes  applied  to  galena.  Molybdenum  is  a  white 
metal  almost  as  lustrous  as  silver,  of  specific  gravity  8*6.  Its 
atomic  weight  is  96. 

There  are  three  oxides  of  molybdenum — a  protoxide  (MoO) 
and  a  binoxide  (MoO,),  both  acting  as  bases,  and  a  teroxide 
(MoO,)|  which  is  a  strong  acid  known  as  molybdic  add.    Molyb- 
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date  of  ammonium  is  a  salt  much  Talned  by  the  analyst,  nnoe  ty 
means  of  its  solution  very  small  quantities  of  pbosphoiic  acid  may 
be  detected ;  a  double  compotmd  of  molybdate  and  phosphate  of 
ammonium  is  deposited  as  a  yellow  crystalline  precipitate. 

TAKAnnnc. 

692.  Vanadium  is  a  metal  somewhat  resembling  molybdenum 
on  the  one  hand,  and  having  certain  analogies  with  chromium 
upon  the  other.  Though  nowhere  found  in  laige  massee,  it 
appears  to  be  rather  widely  diffused  in  nature,  traces  of  it  often 
accompanying  the  ores  of  iron,  for  example.  It  has  three  ozideB 
— a  protoxide  (VO)  and  a  binoxide  (VO,),  which  form  salts  by 
uniting  with  acids,  and  a  teroxide  (VO,),  wbich  acts  as  an  add 
and  forms  salts  by  combining  with  bases.  The  atomic  weight  of 
vanadium  is  137. 

TUKGSUBir. 

693.  The  element  tungsten  is  far  less  rare  than  the  oHier  mem* 
hers  of  the  group  now  under  discussion.  It  is  found  in  considef- 
able  quantities  in  combination  with  oxygen,  iron,  and  manganese, 
in  the  mineral  wolfram,  whence  the  Latin  name  of  the  element 
wolframium,  and  the  symbol  W.  The  mineral  scheelite  also  con* 
tains  tungsten,  in  combination  with  oxygen  and  calcium.  Metallic 
tungsten  may  be  reduced  from  its  oxides  by  means  of  hydrogen 
gas  at  a  bright-red  heat,  or  by  charcoal  at  a  white  heat.  It  is  a 
hard  iron-gray  metal,  of  specific  gravity  17*6,  and  very  refractory. 
Its  atomic  weight  is  184.  The  metal  has  been  employed  to  a 
certain  extent  in  the  preparation  of  steel ;  a  small  quantity  of  it 
added  to  steel  has  been  found  to  greatly  increase  the  hardness 
of  the  steel,  and  to  impart  to  it  other  valuable  properties. 

694.  There  are  two  oxides  of  tungsten : — a  binoxide  (WO,), 
which  does  not  unite  with  adds  to  form  salts,  but  acts  rather  as 
an  add ;  and  a  teroxide  (WO,)  called  tungstio  add.  Tangstie 
acid  by  uniting  with  bases  forms  a  large  niunber  of  salts,  many 
of  which  are  of  very  complex  composition.  The  most  important 
ore  of  tungsten,  wolfram,  is  a  mixture  in  varying  proportions  of 
the  tungstates  of  the  protoxides  of  iron  and  of  manganese.  The 
general  formula  of  the  mineral  may  be  written  KO,  WO,,  in  which 
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B  stands  for  either  iron  or  manganese ;  bnt  there  are  nevertheless 
two  special  varieties  of  the  mineral,  one  tending  to  correspond 
with  the  formula  2(PeO,WO,),  3(MnO,WO,),  in  which  the  pro- 
portions of  iron  to  manganese  ase  as  2  to  3,  and  the  other  to  the 
formida  4(FeO,WO,) ;  MnO,WO,,  in  which  the  relation  of  the  iron 
to  the  manganese  is  as  4  to  1.  The  first  variety,  richer  in  man- 
ganese, is  of  lower  specific  gravity  than  the  variety  rich  in  iron* 
But,  since  the  atomic  weights  of  iron  and  of  manganese  are  nearly 
equal,  the  proportion  of  tungstic  acid  is  almost  absolutely  the 
same  in  both  varieties  of  the  mineral.  Wolfram  is  a  very  heavy 
mineral,  its  specific  gravity  being  as  high  as  7:3.  Indeed  the 
name  tungsten  is  derived  from  Swedish  words  meaning  heavy 
stone. 

Tungstate  of  sodium  has  been  employed  to  a  smidl  extent  for  the 
purpose  of  rendering  cotton  and  linen  uninflammable.  If  a  weak 
solution  of  the  tungstate  be  added  to  the  starch  employed  to  stiffen 
light  fabrics,  the  cloth  therewith  impregnated  may  be  exposed  to 
fire  without  inflaming ;  it  will  simply  be  slowly  charred. 

The  compounds  of  tungsten  are  remarkably  similar  to  those  of 
molybdenum.  The  metal  resembles  both  molybdenum  and  vana- 
dium in  forming  an  acid  teroxide,  a  binoxide,  and  a  volatile  ter- 
chloride.  Like  molybdenum  and  vanadium,  it  decomposes  water 
at  high  temperatures. 


CHAPTEE  xxxnr. 

aOLD    AKD    PLATINT71I. 
eOLD. 

695.  Though  generally  found  only  in  small  quantities,  gold  is 
very  widely  diflused  upon  the  surface  of  the  globe.  Traces  of  it 
may  be  found  beneath  the  sandy  beds  of  most  rivers,  and  it 
occurs  in  many  of  the  crystalline  rocks  and  in  the  soils  resulting 
from  their  decomposition.  Many  varieties  of  iron  pyrites,  in  par- 
tioolar,  contain  appreciable  quantities  of  gold,  and  silver  is  never 
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found  in  nature  altogether  free  from  it.  It  occurs  in  flie  le&d 
and  copper  of  commerce,  as  well  as  in  the  ores  from  which  these 
metals  are  derived  and  in  many  of  the  salts  obtained  from  tiiem, 
and  has  been  detected  in  yarioos  other  metals;  it  is,  in  short, 
almost  everywhere.  The  chief  source  of  the  metal  as  an  article 
of  commerce  is  native  gold ;  this  is  sometimes  found  in  a  condition 
of  purity,  but  is  usually  alloyed  with  more  or  less  silver.  It  is 
collected,  either  directly  by  mechanically  washing  away  the 
lighter  substances  with  which  it  is  associated,  or,  in  the  case  of 
poorer  ores,  the  gold  is  dissolved  out  chemically  hy  means  of 
quicksilver,  and  is  subsequently  recovered  from  the  amalgam  by 
filtration  and  distillation. 

The  separation  of  gold  from  the  rocks  and  sands  in  which  it 
occurs  is  a  process  attended  with  much  labor ;  hence  gold  is  one 
of  the  costliest  of  metals.  The  price  of  a  gramme  of  gold  is  about 
sixteen  times  that  of  a  gramme  of  silver,  and  twice  as  great  as 
that  of  a  gramme  o¥  platinum. 

696.  Pure  gold  is  remarkable  as  being  the  most  malleable  of 
the  metals,  and  as  being  the  only  metal  of  a  decided  yellow  color; 
also  for  its  softness,  which  is  nearly  as  great  as  that  of  lead.  It 
has,  however,  much  tenacity,  and  may  be  drawn  into  extremely 
fine  wire ;  1  grm.  of  gold  can  be  made  to  yield  as  much  as  8  kilo- 
metres of  wire.  The  metal  can  be  beaten  into  leaves  which  are 
not  more  than  one  ten-thousandth  of  a  millimetre  thick.  Yeiy 
thin  leaves  of  gold  are  transparent,  transmitting  a  green  polarlxed 
light 

Next  to  platinum,  gold  is  the  heaviest  of  the  ordinary  metals ; 
its  specific  gravity  varies  from  19*26  to  19*37,  according  as  it 
has  been  more  or  less  compressed.  Its  atomic  weight  is  196*7. 
It  melts  somewhat  less  readily  than  copper  or  silver,  at  a  tem- 
perature estimated  to  lie  between  1200°  and  1250°.  Its  power 
of  conducting  heat  and  electricity  is  greatly  inferior  to  that  of 
silver.  It  is  not  volatile  to  any  great  extent  at  the  melting  tltm- 
perature ;  but  at  higher  temperatures,  such  as  it  is  subjected  to 
in  the  ordinary  processes  of  melting  and  refining,  the  metal  wastes 
considerably ;  and  at  the  temperature  obtained  by  the  oxyhydro- 
gen  blowpipe  the  metal  goes  off  as  a  thick  vapor. 

697.  In  the  air,  gold  undergoes  no  change  at  temperatures 
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lower  than  its  melting-pointj  and  npon  this  fact,  taken  in  con- 
nexion with  tho  beautifal  color  and  lustre  of  the  metal,  and  its 
comparatiye  rarity,  its  principal  uses  depend. 

On  account  of  this  indestructihility,  gold  was  regarded  by  the 
earlier  chemists  as  the  king  of  metals ;  together  with  platinum 
and  silver,  it  is  still  spoken  of  as  a  noble  metal.  Pew  chemical 
agents,  excepting  melted  metals,  have  any  action  upon  gold. 
None  of  the  common  acids,  when  taken  singly,  can-  dissohe  it, 
though  the  metal  is  completely  soluble  in  a  mixture  of  chlor- 
hydric  and  nitric  acids  (§  104),  and  is  not  completely  insoluble 
in  nitric  acid  contaminated  with  nitrous  or  hyponitrio  acid.  The 
elements  chlorine  and  bromine,  however,  unite  with  it  in  the  cold ; 
and  when  hot  it  is  attacked  by  phosphorus  and  arsenic. 

Ab  commonly  met  with  in  coins  or  jewelry,  gold  is  far  from 
being  pure ;  coin,  for  example,  usually  contains  at  least  10  per 
cent,  of  copper. 

In  order  to  prepare  pure  gold,  a  piece  of  coin'  may  be  dissolyed  m 
aqua  regia  (Exp.  50),  the  solution  evaporated  to  dryness  upon  a  water* 
bath,  in  order  to  expel  the  excess  of  acid,  the  residue  taken  up  with 
water  and  filtered,  to  remove  any  chloride  of  silver  which  may  be 
present,  and  the  gold  finally  precipitated  as  a  brown  powder,  by  adding 
to  the  solution  some  sulphate  of  protoxide  of  iron  dissolved  in  water  :— 

2AuCl,  +  eFeSO^  =  2Att  +  Fe,Cl,  +  2(Fe,0„3SOJ. 

The  powder  may  then  be  collected  and  dried,  and,  if  desirable^  melted 
and  cast  into  soUd  masses. 

Upon  the  large  scale,  fine  gold  is  obtained  from  its  alloys  by  re- 
moving the  baser  metal  by  means  of  either  sulphuric  or  nitric  add. 

When  an  alloy  of  gold  and  rilver,  or  copper  is  boiled  with  concen- 
trated sulphuric  acid  in  iron  kettles,  the  sUver  and  copper  dissolve  with 
evolution  of  sulphurous  add,  while  the  gold  remains  undissolved,  and 
the  iron  vessel  is  not  acted  upon.  In  order  to  recover  the  silver  from 
the  solution  of  mixed  sulphates,  sheets  of  copper  axe  placed  in  this 
solution,  and  the  silver  is  predpitated  upon  ihem,  as  has  been  shown 
in  Exp.  207. 

The  solution  of  sulphate  of  copper  is  then  evaporated,  and  tlie  salt 
obtained  in  the  ciystaJlized  condition  fit  for  sale. 

The  treatment  of  the  alloy  of  gold  and  silver  with  nitric  add  is 
based  upon  the  fact  that  sUver  is  soluble,  while  gdd  is  insoluble,  in 
this  add.  But  it  has  been  found  necessary,  in  order  to  obtain  a  com- 
plete separation  of  the  two  metals^  that  the  proportion  of  silver  to 
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that  of  the  gold  in  the  alloy  should  be  as  mnch  as  2  or  3  to  1 ;  ofiier- 
wise  portions  of  the  silver  would,  aft^r  a  while,  become  so  ooTered 
with  gold  as  to  be  protected  from,  the  action  of  the  acid,  and  the  two 
metals  could  not  be  completely  separated  from  one  another.  In  panae- 
tice,  whenever  the  alloy  to  be  treated  is  found  to  contain  more  than  a 
quarter  of  its  weight  of  gold,  enough  silver  is  added  to  reduce  it  to 
this  proportion ;  hence  the  term  quartation,  by  which  this  method  ol 
parting  gold  and  silver  is  commonly  known. 

Finely  divided  gold  obtained  by  precipitation,  as  above  indicated, 
ifl  employed  to  a  considerable  extent  for  gilding  porcelain.  The  efot- 
&ce  to  be  gilt  is  first  painted  with  an  adhesive  varnish,  then  covered 
with  a  mixture  of  the  gold  powder  and  a  fusible  enamel,  and  exposed 
to  intense  heat;  on  being  subsequently  bumishedy  the  gold  tahm  a 
high  polish. 

There  are  two  series  of  gold  salts,  corresponding  to  the  two 
oxides — a  protoxide  AuO,  and  the  teroxide  AuO,.  These  oxides 
are  rather  acids  than  bases;  the  teroxide  in  particular  unites 
with  many  metallic  oxides  to  form  compounds  known  as  aorates. 
The  chlorides,  bromides,  and  iodides  of  gold  also  readily  combine 
with  other  metallic  chlorides  to  form  chloraurates,  cbloraoiiteSy 
and  the  analogous  bromine  and  iodine  compounds. 

698.  Terchloride  of  Oold  (Aud,)  is  the  compound  of  gold  most 
commonly  employed  in  the  laboratory.  The  manner  of  preparing 
it  has  been  already  indicated  m  §  697.  It  serves  as  a  valaable 
test  for  tin. 

699.  Gilding, — ^There  are  several  methods  of  attaching  a  fflm 
of  metallic  gold  to  surfaces  of  the  baser  metals. 

In  the  old  proeess  of  fire  gilding,  the  object  to  be  gilt  was  fint 
heated  to  redness,  then  washed  with  dilute  acid  to  cleanse  its  sntfaoe, 
and  with  a  solution  of  nitrate  of  mercury  in  order  to  amalgamate  it 
slightly ;  it  was  then  rubbed  with  a  pasty  amalgam  composed  of  two 
parts  of  gold  and  one  part  of  mercury.  After  a  portion  of  the  gold 
amalgam  had  thus  been  attached  to  the  surface  of  the  article  to  be 
gilt,  the  latter  was  heated  to  drive  off  the  meroury^  and  the  gold  left 
upon  it  was  polished  with  a  bumishing-tool. 

In  the  more  modem  method  of  electro-gilding,  the  object  to  be  gilt 
is  attached  to  the  negative  pole  of  a  galvanic  battery,  a  bar  of  gold  is 
&8tened  to  the  positive  pole  of  the  battery,  and  both  the  object  to  be 
gilt  and  the  bar  of  gold  are  placed  in  a  mixed  solution  of  cyanide  of 
gold  and  cyanide  of  potassium.  Under  the  action  of  the  current,  the 
solution  is  decomposed)  gold  is  deposited  from  it  upon  the  object  at 
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the  negative  pole  of  the  battery,  wbile  the  other  ingredients  of  the 
solution  go  to  the  positive  pole,  there  to  dissolve  gold  from  the  bar, 
and  thus  make  good  to  the  solution  the  metal  it  has  lost.  Compare 
Exp.  363.)  Articles  of  silver,  copper,  bronze,  brass,  or  platinum,  may 
thus  be  gilt  directly ;  but  with  iron,  steel,  or  tin,  it  is  necessary  first 
to  immerse  the  article  att  iched  to  the  battery  in  a  solution  of  cyanide 
of  copper  and  of  potassium;  in  order  to  cover  it  with  a  film  of  copper 
to  which  the  gold  may  adhere. 

Even  without  a  battery,  gold  can  be  deposited  upon  silver  or  copper 
by  placing  either  of  these  metals  in  a  hot  solution  of  the  double  cyanide 
of  gold  and  potassiunL  Copper  trinkets  axe  also  sometimes  gilt  by 
boiling  them  in  a  liquor  prepared  by  mixing  a  solution  of  chloride  of 
gold  with  a  solution  of  an  alkaline  carbonate. 

In  general,  the  compounds  of  gold  have  but  few  properties  which 
are 'of  chemical  interest.  What  has  been  said  of  the  permanence  of 
the  metal  implies,  of  course,  that  it  is  a  weak  chemical  agent,  having 
but  little  affinity  for  other  substances. 

700.  Alloys  of  Oold. — Gold  unites  with  most  of  the  other 
metals ;  but  its  most  important  alloys  are  those  of  copper,  silver, 
and  mercury.  Pure  gold  is  so  soft  that  articles  of  jewelry  made 
of  it  would  quickly  wear  out  if  used ;  such  articles,  as  well  as 
coins  and  watches,  are  therefore  always  made  of  gold  which  has 
been  alloyed  with  copper,  in  order  to  increase  its  hardness.  The 
standard  alloy  for  coin  in  this  country  and  in  France  is  nine 
parts  by  weight  of  gold  to  one  part  of  copper ;  in  England  it  is 
eleven  parts  .of  gold  to  one  of  copper.  These  alloys,  as  well  as 
the  alloys  of  silver  and  gold,  are  more  fusible  than  pure  gold,  but 
less  ductile.  Native  gold  is  an  alloy  of  gold  and  silver,  the  pro- 
portion of  the  latter  metal  varying  from  0*2  to  62  per  cent. 
Amalgams  of  gold  play  an  important  part  in  the  metallurgy  of 
gold  (§  695),  and  in  the  process  of  fire  gilding  above  described. 

PLATDnriL 

701.  Platinum  is  a  metal  which,  like  gold,  has  little  affinity 
for  the  other  chemical  elements.  It  is  commonly  found  in  the 
native  state,  alloyed  with  gold  and  with  other  metals.  like  gold, 
it  Lb  obtained  by  washing  away  the  oarth  and  sand  with  which  it 
is  found  mixed.  It  is  a  very  heavy  metal,  the  specific  gravity  of 
oast  platinum  being  21*15.  Its  atomic  weight  is  197*4.  The 
color  of  platinum  is  intermediate  between  the  white  of  silver  and 
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the  gray  of  steel ;  its  lustre  is  far  less  brilliant  than  that  of  silrer. 
It  is  as  soft  as  copper,  very  malleable  and  very  tenacious  ;  it  may 
be  drawn  into  wire  so  fine  that  its  diameter  is  only  T~sHn>  ^^  ^ 
millimetre.     It  is  not  fusible  in  ordinary  furnaces,  but  maj  be 
fused  in  the  blowpipe-flame  (Exps.  26,  203),  and  is  nowadays 
melted  in  considerable  quantities  in  lime  crucibles  by  means  of  a 
blowpipe-flame  obtained  from  common  coal-gas  and  oxygen.  .  At 
very  high  temperatures  it  may  be  volatilized.     Like  wrought  iron, 
platinum  admits  of  being  forged  and  welded  at  temperatures  fiir 
below  its  melting-point.     When  heated,  it  expands  less  than  any 
other  metal,  and  is  hence  well  adapted  for  the  construction  of 
apparatus  in  which  metal  and  glass  must  be  fused  together.     It 
conducts  heat  and  electricity  much  less  readily  than  gold,  ailTer, 
or  copper,  standing  in  this  respect  not  far  from  iron. 

702.  Platinum  does  not  oxidize  in  the  air  at  any  temperature, 
nor  is  it  attacked  by  any  of  the  common  acids  taken  separately; 
in  aqua  regia  (§  104)  it  dissolves  slowly — ^much  less  readily  than 
gold.  Chlorine-water  dissolves  it,  but  neither  bromine  nor  iodine 
has  any  action  upon  it.  When  heated  to  redness  in  the  air,  in 
contact  with  the  fixed  caustic  alkalies  or  alkaline  earths,  it  is 
slowly  corroded,  in  consequence  of  the  formation  of  an  oxide 
which  unites  with  the  alkali.  Phosphorus  and  arsenic  unite 
readily  with  hot  finely  divided  platinum,  forming  very  fusible 
compounds ;  sulphur  also  combines  with  it,  though  far  less  readily. 
At  high  temperatures,  platinum  is  easily  acted  upon  by  silicon 
(compare  §  463).  A  platinum  crucible  should  consequently 
never  be  placed  in  direct  contact  with  a  hot  mixture  of  a  carbon 
corapoimd  and  silicic  acid.  If  the  crucible  is  to  be  heated  in  a 
coal  fire,  it  should  first  be  placed  in  an  earthen  crucible  lined 
with  some  infusible  earth,  such  as  magnesia. 

With  most  of  the  other  metals  platinum  unites  readily^  form- 
ing alloys  which  in  many  instances  are  more  fusible  than  pla- 
tinum itself ;  hence,  in  using  platinum  vessels  in  chemical  ex- 
periments, care  must  be  taken  not  to  touch  the  platinum  while 
hot  with  easily  fusible  metals,  or  to  place  in  the  hot  vessels  any 
reducible  compound  of  a  metal.  Most  of  the  alloys  of  platinum 
are  not  only  fusible,  but  they  are  also  soluble  in  acids.  Platinum 
which  has  been  alloyed  with  10  or  12  times  its  weight  of  silver. 
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for  example,  is  as  oompletely  soluble  in  nitric  aoid  as  fhe  silyer 
itsell 

Erom  its  comparative  inertness  as  a  chemical  agent,  taken  in 
connexion  with  its  infusibility,  platinum  is  an  extremely  usefol 
metal  to  the  chemist.  It  is  employed  in  the  scientific  laboratory 
for  crucibles,  evaporating-dishes,  stills,  tubes,  spatulsB,  forceps, 
wire,  blowpipe-tips,  and  the  like ;  and,  in  the  manufacture  of  oil 
of  vitriol,  large  platinum  stills,  together  with  cooling-siphons  of 
the  same  metal,  are  employed  in  the  process  of  concentrating  the 
acid. 

703.  A  remarkable  property  of  platinum,  of  inducing  various 
gases  to  combine  chemically  one  with  the  other,  has  already  been 
repeatedly  alluded  to  and  illustrated  (§§  224,  240,  387).  This 
power  of  causing  combination  is  possessed  even  by  clean  surfaces 
of  the  ordinary  solid  metal,  though  to  a  much  greater  degree  by 
spongy  platinum  (Exp.  364),  and  still  more  by  the  very  finely 
divided  powder  known  as  platinum  black  (§  706). 

Platinum  forms  two  series  of  compounds,  corresponding  respec- 
tively to  the  protoxide  FtO  and  to  the  binoxide  FtO,.  Its  chlo- 
rides are  well-defined  compounds ;  but  with  the  oxygen  acids  it 
forms  comparatively  few  salts,  and  none  of  these  are  at  present 
of  much  importance. 

704.  Protochloride  of  Platinum  (PtCl,)  is  a  compound  insoluble 
in  water,  obtained  by  carefuUy  heating  the  bichloride  to  230^  upon 
an  oil-bath.  It  dissolves  in  alkaline  lyes,  and  the  solution  thus 
obtained  may  be  used  for  making  platinum  black  (§  706).  At  a 
red  heat  chloride  of  platinum  is  completely  decomposed  to  metallic 
platinum  and  chlorine.  With  the  other  metallic  chlorides  pro- 
tochloride of  platinum  unites,  to  form  compounds  known  as  chlo- 
zoplatinites;  the  general  formula  of  these  compounds  is  2MCl,PtCl^ 

705.  Bichloride  of  PhUinum  (PtCl  J  is  the  platinum  compound 
most  commonly  employed  in  the  laboratory.  It  is  a  deliquescent 
substance,  readily  soluble  in  water,  alcohol,  and  ether;  the 
aqueous  solution  is  of  a  reddish-brown  color.  When  heated  to 
230^,  or  thereabouts,  the  salt  loses  half  its  chlorine,  as  has  been 
already  stated.  The  aqueous  solution  of  bichloride  of  platinum 
is  much  used  as  a  test  for  potassium  and  ammonium,  and  for  pre- 
paring certain  organic  comjionnds  suitable  for  analysis. 

2q 
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JExp.  861. — Cut  half  a  gramme,  or  more,  of  wom-ont  platiinim  ftal 
or  wire  into  small  fragments,  and  boil  them  with  a  teaspoonful  of  aqua 
regia  so  long  as  the  metal  appears  to  be  acted  npon,  then  decant  the 
liquid  into  a  porcelain  dish,  add  to  the  fragments  of  platinum  another 
teaspoonful  of  aqua  regia,  and  proceed  as  before,  repeating*  the  treat- 
ments until  sll  the  metal  has  dissolved.  By  the  repeated  actioa 
of  successire  small  portions  of  the  solvent,  platinum  and  other  oom- 
parativelj  speaking  insoluble  substances  can  be  dissolved  mucli  moie 
readily  than  if  all  the  liquid  necessary  for  its  solution  were  added  at 
once.  Evaporate  the  solution  to  diyness  upon  a  water^bath,  take  up 
the  residue  with  water,  and  preserve  the  solution  in  a  bottle  prorided 
with  a  glass  stopper. 

Eacp,  862. — Pour  a  teaspoonful  of  a  solution  of  chloride  of  potaaaiaiiiy 
or  of  almost  any  other  salt  of  potassium,  into  a  test-tube,  acidulate 
the  liquid  with  chlorhydric  acid,  and  add  to  it  a  drop  of  the  aolution 
of  bichloride  of  platinum  obtained  in  the  preceding  experiment.  A 
yellow,  insoluble  powder  will  soon  be  precipitated.  It  is  a  double 
chloride  of  potassium  and  platinum,  and  its  formula  may  be  written 
2KCl,PtCl4.  This  test  serves  to  distinguish  potassium  from  sodium, 
and,  if  need  be,  to  separate  potassium  from  solutions  in  which  it  is 
mixed  with  sodium ;  for  the  double  chloride  produced  with  chloride  of 
sodium  and  bichloride  of  platinum  is  easily  soluble  in  water. 

JExp,  863. — Repeat  Exp.  862,  but  substitute  chloride  of  anunonium 
for  the  chloride  of  potassium.  A  yellow  precipitate,  similar  to  that 
obtained  in  Exp.  862,  will  separate  immediately,  or,  if  the  solutiou 
employed  are  dilute,  after  a  short  time.  The  composition  of  this  pre- 
cipitate may  be  represented  by  the  formula  2NH4Cl,PtCl4.  Again 
repeat  the  experiment,  and  this  time  take  enough  of  the  platinum 
solution  and  of  the  chloride  of  ammonium  to  make  half  a  teaspoonful 
of  the  yellow  precipitate,  taking  care  that  at  last  there  shall  be  a  slight 
excess  of  free  chloride  of  ammonium  rather  than  of  chloride  of  plati- 
num in  the  supernatant  liquid.  Allow  the  precipitate  to  settle,  sepa- 
rate it  from  the  clear  liquid  by  decantation,  and  dry  it  partially  at  a 
gentie  heat.  When  the  precipitate  has  acquired  the  con^tenoe  of 
slightly  moistened  earth,  transfer  it  to  a  cup-shaped  pece  of  platinum 
foil,  and  heat  it  to  redness  in  the  gas-flame,  as  long  as  fumes  of  chlo- 
ride of  ammonium  continue  to  escape.  All  the  chlorine,  hydrogen, 
and  nitrogen  will  be  driven  off,  and  there  will  remain  upon  the  fcil  a 
gray,  loosel}  coherent,  sponge-like  maas  of  metallic  platinum ;  it  is 
ealled  platmum  tponffe, 

JExp,  864. — ^Hold  the  dry  platinum  sponge  of  Exp.  863  in  a  atream 
of  hydrogen  or  of  common  illuminating  gas  issuing  from  a  fine  jet 
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The  metal  will  soon  begin  to  glow,  and  in  a  moment  will  become  hot 
enough  to  inflame  the  mixture  of  air  and  gas  in  contact  with  it  Bo- 
fore  firiction-matchee  were  employed,  this  property  of  spongy  platinum, 
of  inflaming  hydrogen,  was  sometimes  made  use  of  for  striking  a  light. 
The  mode  of  action  of  the  platinum  in  this  experiment  is  obscure ;  it 
has  already  been  alluded  to  in  §  387. 

From  platinum  sponge,  solid  articles  of  platinum  may  be  manufEus- 
tured  by  compression.  If  the  spongy  platinum  be  first  rubbed  to  pow- 
der under  water,  the  particles  of  metiJ  of  which  it  is  composed  can  be 
readily  compacted  into  solid  ban  by  subjecting  the  powder  to  powerful 
pressure  in  appropriate  moulds.  The  pressed  bar  is  then  heated  in- 
tensely in  a  coke-fire  with  strong  draught,  and  forged  by  striking  it 
with  the  hammer  upon  its  ends---the  process  of  heating  and  forging 
being  seyeral  times  repeated,  until  the  bar  has  become  sufficiently  con- 
densed. The  metal  nu^y  then  be  wrought  into  any  desired  shape  by 
heating  and  hanmiering,  in  the  same  way  as  any  other  malleable  metaL 
This  process  of  working  platinum  was  for  a  long  time  the  common 
method,  and  is  still  employed  to  a  certain  extent. 

706.  Hatinum  Black  is  a  term  applied  to  metallic  platinum 
even  more  finely  divided  than  the  sponge  aboye  described. 

By  dissolving  protochloride  of  platinum  in  hot  concentrated  pot- 
ash-lye, and  pouring  into  the  hot  liquor  alcohol,  by  small  successive 
portions,  platinum  will  be  thrown  down  as  a  black  powder  looking 
like  soot.  The  powder  should  be  freed  firom  the  supernatant  liquor  by 
decantation,  and  then  boiled  successively  with  alcohol,  chlorhydrio 
acid,  potash-lye,  and  water,  in  order  to  firee  it  from  all  impurities. 

A  capacious  vessel  must  be  chosen  for  the  reaction  of  the  alcohol 
upon  the  alkaline  solution  of  chloride  of  platinum ;  for  much  carbonic 
acid  is  generated  while  the  components  of  the  alcohol  are  reducing 
the  solution  of  platinum,  so  that  lively  efifervescence  occurs.  Platinum 
black  is  capable  not  only  of  absorbing  and  storing  up  many  times  its 
own  bulk  of  oxygen  gas ;  it  is  also  capable  of  giving  away  this  oxygen 
to  many  other  substances.  l3f  easily  oxidizable  liquids,  such  as  alcohol 
or  ether,  are  dropped  upon  platinum  black  which  has  previously  been 
exposed  to  the  air,  the  liquids  will  be  oxidized  and  converted  into  new 
substances,  while  the  powder  becomes  red-hot  from  the  heat  evolved 
during  the  act  of  oxidation. 

707.  Besides  forming  with  the  chlorides  of  potassium  and  am- 
monium the  insoluble  compounds  above  described,  bichloride  of 
platinum  unites  with  many  other  chlorides,  both  of  metals  and  of 
organic  radicals,  to  form  analogous  salts  of  the  general  formulai 

2a2 
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2MCl,PtCl^,  or  MCl,,PtCl^.  These  componndB  ue  oommonlj 
called  chloroplatinates ;  by  means  of  them  the  compositioii  and 
combining  weights  of  many  organic  compounds  have  been  deter- 
mined. It  is  only  necessary  to  ignite  a  weighed  portion  of  ihe 
chloroplatinate,  and  to  weigh  the  residue  of  pure  platinum  which 
is  left  after  the  organic  matter  has  all  been  driven  off,  in  order 
to  ascertain  how  much  platinum  is  contained  in  the  compoimd. 
This  fact  having  been  determined,  the  quantity  of  the  organic 
radical,  or  rather  of  the  chloride  of  the  radical,  which  was  com- 
bined with  the  chloride  of  platinum  in  the  chloroplatinate,  may 
be  readily  calculated. 

708.  With  gold  and  platinum  are  classed  several  rare  metals 
which  are  ne|ver  found  except  in  association  with  platinum,  and 
which  closely  resemble  that  metal.  They  are  commonly  called 
platinum  metals,  and  the  group  may  be  appropriately  termed  the 
platinum  group.  The  whole  group  consists  of  Rhodium  (atomic 
weight » 104),  Ruthenium  (104),  Palladium  (106-5),  Gold  (196-7), 
Platinum  (197*4),  Iridium  (198),  and  Osmium  (199).  Palladium 
is  used  to  impart  to  brass  gas-fixtures  a  peculiar  reddish  tint, 
sometimes  called  salmon-bronze.  Iridium  is  used  for  the  veiy 
hard  tips  of  gold  pens.  Osmium  foims,  among  other  ozidea,  a 
volatile  coij^pound  OsO^  whose  vapors  are  intensely  poisonous. 
The  metals  of  this  group  are  noble  metals;  they  withstand  the 
action  of  the  atmosphere ;  none  of  them  are  acted  upon  by  nitric 
acid,  though  they  dissolve  in  chlorine  and  in  aqua  regia.  Their 
oxides  part  with  all  their  oxygen  when  simply  heated,  leaving 
the  metal  behind. 
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709.  An  alphabetical  liBt  of  the  sixty-fiye  recognized  elements, 
with  their  symbols  and  atomic  weights,  is  here  given  for  convenience 
of  reference.    The  names  of  those  elements  which  are  so  rare  as 


to  be  at  present 

of  little  importan 

Aluminum          • 

Al  .    27-4 

Antimony-.        . 

Sb  .122 

Arsenic      • 

As  .    76 

Barium      • 

Ba  .137 

Bismuth   ^  • 

K  .210 

Boron         •      - . 

Bo  .    11 

Bromine     •       > . 

Br  .    80 

Cadmium   •        , 

Cd  .112 

C€B9Wm        •          . 

,    Gs  .  133 

Calcium     •        , 

.    Ca  .   40 

Carbon       • 

.    C    .    12 

Cerium       • 

.    Ce  .    ©2 

Chlorine     • 

.    01  .    36-6 

Chromium  . 

.    Cr  .    62-5 

Cobalt        . 

.    Co  .    58-8 

Cohmbium  {Nio- 

bium) 

,    Nb  .    ©4 

Copper 

.    Cu  .    63-4 

Didymium  • 

.    D    .    95 

Erbium       •        , 

.    B    .      P 

Fluorine     • 

.    Fl   .    19 

Glucinum   . 

,    Gl  .    14 

Gold  . 

,    Au  .  198-7 

Hydrogen  . 

.    fl    .      1 

Indium 

,    In   .    35'9(P) 

Iodine 

.    I     .127 

Iridium 

.    Ir    .198 

Iron    . 

.    Fe  .    66 

LanUianum 

.    Trfi  .    92-8 

Lead  . 

.    Pb  .  207 

Lithium 

,    Li  .     7 

Magnesium 

.    Mg.   24 

Manganese  • 

.    Mn.   65 

Mercunr     . 
Molybdenum 

.    Hg. 
.    Mo. 

.200 
.    96 

Nickel 

.    Ni  , 

.    68*8 

Nitrogen    . 

.    N 

.    14 

Noriwm      • 

.    No 

.      P 

Osmium     • 

.    Os 

.199 

Oxygen 

.    0 

.    16 

PaUadium  . 

.    Pd  . 

.106-6 

Phosphorus 

.    P 

.   31 

Platinum    . 

.    Pt 

.197-4 

Potassium  . 

.    K 

.    391 

jRhodium    . 

.    Rh 

.104 

Rubidium   , 

.    Rb 

.   86-7 

Ruthenium  • 

.    Ru 

.104 

Selenium     • 

.    Se 

.   79-5 

Silicon        « 

.    Si 

.    28 

Silver 

.    Ag 

.108 

Sodium 

.    Na 

.    23 

Strontium  • 

.    Sr 

.   87-6 

Sulphur 

.   s 

.    32 

Tantalum   . 

.    Ta 

.137-6 

Tellurium  • 

.    Te 

.128 

Terbium 

.    Tb 

.      P 

Thallium    . 

.    Tl 

.204 

Thorium     . 

.    Th 

.  231-6  (P) 

lln     .•       . 

.    Sn 

.118 

Titanium    . 

.    Ti 

.    60 

Twtffsten     . 

.   w 

.184 

Uranium     . 

.    Ur 

.120 

Vanadium  . 

.    V 

.137 

Yttrium 

.    Yt 

.    68 

Zinc   .        • 

.    Zn 

.    65 

Zirdonium  • 

.    Zr 

.   90    (P) 
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710.  In  the  following  table  the  elements  are  arranged  in  what 
are  believed  to  be  natural  groups.  Without  accepting  any  one  in- 
fallible criteri<yi  of  classification,  or  insisting  upon  any  systematic 
arrangement  of  the  elements  in  groups  with  that  strenuonsness 
which  IB  apt  to  make  classification  rather  a  hindrance  than  a  help, 
the  student  may  provisionally  use  this  subdivision  of  the  elements 
into  groups  as  a  help  in  remembering  f&cts,  as  a  guide  to  the 
prompt  recojg^tion  of  general  properties  and  general  laws,  and  as 
a  suggestive  compend  of  his  whole  chemical  knowledge : — 


Fluorine  •        •       • 

.      19 

Glucinum           •       • 

14 

Chlorine .        •        « 

,       .      35-6 

Aluminum          •       • 

27-6 

Bromine .       •        , 

,       .      80 

Chromium          •       • 

62^ 

Iodine     •        •       < 

.       .    127 

Manganese         •        • 

55 

Iron    .        •       •        « 

66 

Oxvgen   .        ,       , 
Sulphur  •        •        , 

»       .      16 
,       .      82 

Cobalt        •       • 
Nickel        .       •        , 

,      58-8 

,      68-8 

Selenium         •        | 

.       •      79-6 

Yttrium     •       •        « 

.      68 

Tellurium        •       i 

,       •    128 

Erbium       •       •        < 

P 

Terbium     •       •        « 

? 

Nitrogen         •        , 
Phospnorus      •        < 

,       •      14 

Zirconium  •        •        i 

,      90(P) 

.       .      81 

Norium      •        •        « 

.       P 

Arsenic    .        •        < 

.       •      76 

Cerium       •       •       « 

.      62 

Antimony        •        < 

•    122 

T4mthanum        •       < 

,      92-6 

Bismuth  .        •       < 

»       .    210 

Didymium  •        •       « 

.      96 

Uranium     •        • 

.    120 

Carbon    •       •       , 

»       .      12 

Thorium     •       •       , 

.    231-5  (P) 

Boron      •        •       , 

►       .      11 

Silicon    •        •       , 

,       .      28 

Copper       •       • 

.      63-4 

Mercury     •       •       < 

»    200 

Hprdrogen        •        < 

»       •        1 

Lithium          • 

.       .       7 

Titanium    •       •       < 

1      60                  J 

Sodium    .        •        < 

»       •      23 

Columbium        •       < 

»      94 

Potassium        •        , 

•       •      891 

Tin     .        .       •       , 

.    118 

Rubidium        •       < 

.       .      85-7 

Tantalum   •       •       < 

.    137-6 

Silver      .        .        , 

.       .    108 

Cflssium  .        •        < 

»       .    183 

Molybdenum      • 

.     96 

Thallium 

»       •    204 

Vanadium  •        •        , 

»    187 

Tungsten    •        •        < 

»    184 

Calcium  •        • 

•      40 

Strontium        • 

.        .      87-6 

Rhodium    •       • 

.    104 

Barium    •        • 

•       .    137 

Ruthenium        • 

.    104 

Lead       .       .       , 

.       .    207 

Palladium  •       • 

•    106-6 

Gold  .        .        • 

.    196-7 

Magnesium     • 

.       •      24 

Platinum    •        • 

.    197-4 

Zinc        .        • 

.       •      66 

Iridium      •       • 

.    198 

Cadmium       • 

.       •    112 

.    199 
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711.  Atomic  Heats  of  the  Elements. — ^The  power  of  heat  to 
cause  changes  of  temperature  is  not  the  same  for  any  two  sab- 
stancesy  but  varies  with  the  nature  of  the  substance  submitted 
to  its  action.  Each  chemical  element  is  peculiarly  affected  in 
this  respect  by  heat.  The  quantity  of  heat  needed  to  raise  the 
temperature  of  a  certain  weight  of  water  from  0**  to  1°  being  called 
unity,  the  quantity  of  heat  required  to  I'aise  the  temperature  of 
the  same  weiglit  of  any  element  by  the  same  amount  is  the  specific 
heat  of  that  element  (§  31).  In  the  second  column  of  the  follow- 
ing table  will  be  found  the  specific  heats  of  a  number  of  represen- 
tatiye  elements,  selected  from  each  group  of  elements  except  the 
carbon  group,  and  arranged  in  the  order  of  their  atomic  weights. 
(Compare  §  710.) 

Name,      Speeifie  Heat,    Atomic  WeighL    Atomic  Heat* 

Lithium  . .    '  0*94080  7  6'69 

Aluminum  -21430  27-6  6-89 

Sulphur  ..  -20259  82  6*48 

Iron -11380  66  6-37 

Copper....  -09515  634  6-04 

Arsenic    ..  -08140  75  611 

Silver  ....  -05701  108  616 

Cadmium  -05669  112  635 

Tin  -05623  118  0-63 

Iodine  ....  -05412  127  6-87 

Tungsten..  -03342  184  615 

Gold -03344  196  6-30 

Lead    ....  -03140  207  650 

Bismuth..  -03084  210  6*48 

The  preceding  table  contains  only  soliil  substances.  It  has  been 
found  that  the  specific  heat  of  the  same  body  is  commonly  greater 
in  the  liquid  than  in  the  solid  state,  uud  always  less  in  the  gaseous 
than  in  the  liquid  state.  Accordingly  in  instituting  any  compa- 
rison between  different  bodies,  based  on  their  specific  heats,  it  is 
essential  to  compare  them  in  the  same  physical  condition,  solids 
with  solids,  liquids  with  liquids,  gases  with  gases.  The  second 
column  of  the  following  table  contains  the  specific  heats  of  the 
four  elements  which  are  gaseous  at  the  ordinary  atmospheric 
temperature  and  pressure. 
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Nairn.      SjMcific  HeaL  Atomic  WeighL  Atomic  HeaL 
Hydrogen..      8-4090                   1  3-40D0 

Nitrogen  ..      0-2438  14  3-4133 

Oxygen....        -2176  16  3*4800 

Chlorine  ..        -1210  86-6  4-2055 

On  comparing  together  the  nnmbers  in  fhe  second  and  third 
columns  of  the  preceding  tables,  it  wiU  be  noticed  that  the  lower 
the  atomic  weight  of  an  element  is,  the  higher  is  its  specific  heat, 
and  vice  versd.  In  the  fourth  column  of  the  tables,  under  the 
name  of  atomic  heat,  will  be  found  the  product  of  the  specific  heat 
by  the  atomic  weight  of  'each  element  The  atomic  heats  of  the 
elements  represent  the  quantities  of  heat  which  are  required  to 
cause  equal  alterations  of  temperature  in  atomic  proportions  of  the 
aeyeral  elements.  But  the  tables  show  that  these  quantities  of 
heat  are  nearly  the  same  for  each  and  all  of  the  soHd  elements 
compared  in  the  first  table,  and  are  again  a'pproximately  equal 
for  the  gaseous  elements  which  are  grouped  in  the  second  table. 

This  striking  principle  is  deducible  from  the  foregoing  conn- 
derations — namely,  that  while  the  capacities  for  heat  of  the  same 
weights  of  the  various  elements  are  very  different,  the  capacities 
for  heat  of  the  atoms,  or  atomic  proportions,  of  the  elements  are 
nearly  identical,  provided  that  the  elements  compared  be  in  the 
same  physical  condition.  In  other  words,  those  weights  of  the 
elements  which  are  assumed  to  represent  the  relative  weights  of 
their  atoms  require  approximately  the  same  amount  of  heat  to  raise 
them  through  an  equal  number  of  degrees  of  temperature ;  while 
the  amounts  of  heat  reqiiired  to  raise  equal  weights  of  the  elements 
through  an  equal  number  of  degrees  are  expressed  by  very  diffe- 
rent numbers  (the  specific  heats).  It  is  essential,  however,  that 
the  elements  compared  should  be  in  the  same  physical  condition. 

It  is  true  that  the  numbers  representing  the  atomic  heats  show 
considerable  discrepancies ;  but  when  it  is  remembered  that  there 
are  unavoidable  errors  attaching  to  the  determinations  both  of  the 
specific  heats  and  of  the  atomic  weights,  that  many  of  the  ele- 
ments cannot  yet  be  obtained  in  a  condition  of  purity,  and  that 
the  two  factors  of  the  product  (specific  heat  and  atomic  weight) 
vary  in  the  proportion  of  1  to  30,  it  will  be  seen  that  the  ac- 
cordance is  distinct  enough  to  indicate  the  existence  of  a  general 
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law.    The  atomic  beats  of  carbon,  boron,  and  silicon,  however,  do 
not  conform  to  this  law. 

712.  Atomic  Heats  of  Compounds, — ^The  same  kind  of  relation 
between  the  specific  heat  and  the  molecular  weight  obtains  within 
certain  classes  of  compound  bodies  of  like  constitution.  Only 
those  compounds  which  have  an  analogous  atomic  constitution  can 
possess  approximately  the  same  molecular  heat ;  and  there  are 
many  admitted  exceptions  even  to  this  ryde.  The  following  table 
contains  the  specific  and  atomic  heats  of  a  number  of  inorganio 
compounds,  arranged  in  groups  according  to  their  chemical  com- 
position. 

•w:*. f_  Spec^        Molecular      Atomio 

Formula.  ff^^  ^^^         jy^ 

L  Oxides  MO. 

PbO    0-05089  223  11-36 

HgO   ./ -05179  216  11-19 

CuO    -14201             79-6  1119 

ZnO -12480             81  1011 

ft  M,0,. 

FeA -16696  160  26-71 

Cr,0, -17960  153  27-47 

BijO, -06063  468  2833 

SbjOa -09009  292  26-31 

8.  Chlorides  MOl. 

NaOl  0-21401             68-6  12-62 

KOI     -17295             74-6  12-88 

HgOl -06205  236-6  1226 

OuCl  -13827             99  13-69 

4  MOl,. 

MgOl, -19460  96  18-49 

ZnOl, '13618  136  18-62 

PbCl, -06641  278  18-46 

MnCLi -14266  126  17-96 

SnOl, -10161  189  19-20 

6.  MOI4. 

SnCU -14769  260  88-37 

TiCl4 -19146  192  86-76 
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^«-«^         Iff    ^Ig"  ^T 

6.  SULPHIDBS  MS. 

FeS 013570  88  11-94 

NiS -12813  907  11-62 

CoS -12512  00-7  11-80 

SnS ^-08375  150  12-56 

7.  MS^ 

FeS,  -13009  120  1561 

SnS,  -11932  182  21-72 

MoS, -12334  160  10-78 

6i  MjS,. 

Sb,S, -08408  840  28-57 

Bi,S. -06002  616  80*97 

9.  Gabbonatbs  M,CO,. 

K,CO, 0-21623  188  29-84 

Na,CO, -27276  106  28-91 

10.  MOO,. 

BaCO,    -11038  197  21-74 

SrCO, -14483  147-6  21-38 

FeCO,    -19346  116  22-44 

11.  Sulphates  M,S04. 

K,S04 019010  174  83-08 

Na,S04 -23116  142  82-82 

12.  MSO4. 

CaSO, -19666  186  26-78 

MgS04   -22159  120  26-69 

PbS04 -08723  803  26'43 

There  are  considerable  departures  from  equality  in  the  atomio 
heats  of  the  bodies  of  similar  constitution  grouped  in  the  above 
table ;  but  when  it  is  observed  that  the  two  factors  of  the  product 
are  very  wide  apart,  the  doso  coincidence  in  most  cases  will  seem 
much  more  noteworthy  than  the  occasional  discrepancies. 

713.  Value  of  Specifie  Heats, — ^The  determination  of  the  spe- 
cific heat  of  a  substance  is  a  difficult  experiment  in  Physics.  It 
is  obvious  that,  if  the  laws  concerning  atomic  heat  which  have 
been  above  illustrated  were  invariable  and  certain,  the  physicist 
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would  determine  for  the  chenuBt  the  atomic  weights  of  the  ele- 
ments in  experimentally  fixing  their  specific  heats;  he  would 
also  indicate  the  true  classification  of  chemical  compounds  by 
determining  the  specific  heats  of  these  compounds.  To  obtain 
the  atomic  weight  of  any  element,  it  would  suffice  to  divide  the 
atomic  heat  common  to  all  the  elements  in  the  same  physical  state 
by  the  specific  heat  of  that  element.  To  determine  the  class  of  com- 
pounds to  which  a  given  compound  belonged,  it  would  be  suffi- 
cient to  know  its  atomic  heat.  A  given  carbonate,  for  example, 
would  belong  to  the  class  M,CO,  or  to  the  class  MCO,,  according 
as  its  atomic  heat  were  about  29  or  about  22. 

Although  the  principle  of  the  equality  of  the  atomio  heats  of 
the  elements  and  of  compounds  of  like  constitution  is  not  esta- 
blished with  that  certainty  which  would  give  to  the  experimental 
determination  of  the  specific  heat  the  conclusive  weight  just  in- 
dicated, yet  this  equality  certainly  affords  a  very  strong  pre- 
sumption in  fftvor  of  the  correctness  of  the  atomic  weights  of  the 
elements  contained  in  the  above  tables,  and  of  the  molecular 
formulsB  on  which  the  classification  of  compounds  in  the  third 
table  Ib  based. 

714.  Two  Sets  of  Atomic  Weights  in  use, — ^The  student  will 
find  in  many  books  on  chemistry  weights,  other  than  those  used 
in  thi3  manual,  assigned  to  the  majority  of  the  elements,  and 
variously  called  combining,  equivalent,  or  atomic  weights.  To 
all  the  elements,  except  those  of  the  chlorine,  nitrogen,  and 
alkali  groups,  and  the  elements  boron  and  gold,  are  assigned 
weights  which  are  respectively  the  halves  of  the  numbers  given 
in  §§  709,  710.  The  weight  assigned  to  sulphur,  for  example, 
is  16,  to  lead  103*5,  to  cadmium  56,  to  iron  28,  to  copper  81*7, 
to  tin  59,  to  oxygen  8,  and  so  forth.  If  these  smaller  numbers 
were  accepted  aa  the  true  atomic  weights  of  the  elements  to 
which  they  are  respectively  assigned,  it  is  obvious  that  the  rela- 
tion of  equality  between  the  atomic  heats  of  all  elements  in  the 
same  physical  state,  presented  in  the  tables  of  §  711,  would  disap- 
pear ;  furthermore,  many  of  the  relations  indicated  in  the  table 
of  §  712  would  be  no  longer  visible.  The  atomic  heats  of  the 
solid  elements  would  be  divisible  into  two  classes,  in  one  of 
which  the  atomic  heat  would  be  about  double  what  it  was  in  the 
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other.  If  the  atomic  weight  of  lead  were  103*5,  the  formula  of 
tiie  white  chloride  of  lead  (§  581)  would  he  PhCl,  analogoas  to 
NaGl,  and  there  would  he  no  clear  reason  why  its  atomic  heat 
should  not  he  that  of  the  chlorides  of  the  formula  IfCly  namely, 
ahout  12*5 ;  hut  its  atomic  heat  would  he  only  9*23.  If  the 
atomic  weight  of  iron  were  28,  that  of  potassium  heing  39*1 , 
there  would  he  no  assignable  reason  for  the  marked  difference 
between  the  atomic  heats  of  the  two  carbonates ;  the  formulse  of 
the  carbonates  of  iron  and  of  potassium  would  be  alike — eiflier 
both  M,CX),  or  both  MCO,. 

Another  consequence  of  using  the  smaller  atomic  weights  most 
not  pass  unnoticed.  If  the  atomic  weight  of  oxygen  is  8  and  of 
sulphur  16,  the  coincidence  of  the  atomic  weight  and  the  unit- 
volume  weight  of  those  eight  elements  for  which  this  equality 
has  been  affirmed  (§  259)  ceases  to  be  true ;  and  the  simple  rule 
that  the  molecule  of  every  compound  gas  or  vapor  occupies  a 
volume  twice  as  large  as  the  combining  volume  of  hydrogen, 
oxygen,  chlorine,  and  so  forth,  wiU  lose  the  universality  which 
constitutes  its  chief  value. 

The  student  will  remember  that  the  determination  of  the  ImuC 
combining  proportion  by  weight  of  any  element  which  cannot  be 
converted  into  vapor  is  not  a  matter  of  direct  experiment  simply 
(§§  395,  603).  The  natural  analogies  of  the  element  and  its 
compounds,  the  greater  or  less  simplicity  of  the  formulsB  which 
result  from  one  assumption  or  another,  the  indications  of  isomor* 
phism,  and  of  atomic  heat,  have  all  to  be  consulted.  That  the 
best  guides  have  thus  far  failed  to  lead  to  an  unquestionable 
determination  of  the  real  least  combining  weights  (or  atomic 
weights)  of  the  majority  of  the  elements,  may  be  inferred  firom 
the  diversities  of  usage  on  this  subject  in  chemical  literature. 
In  order  to  indicate  that  they  mean  the  atomic  weights  which 
have  been  given  in  this  manual,  many  chemists  write  the  sym- 
bols of  those  elements  for  which  two  different  weights  are  in  use 
with  a  line  drawn  through  them,  thus  O,  S,  ¥e,  Pb.  This  prac- 
tice is  almost  essential  in  periodical  publications  to  which  writers 
of  different  theoretical  views  contribute. 

715.  In  the  midst  of  the  doubts  and  discussions  which  to-day 
envelope  chemical  theories,  the  student  will  do  well  to  remember 
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that  all  these  questions  lie  without  the  sphere  of  fact.  They  do 
not  affect  the  actual  composition  or  properties  of  a  single  element 
or  compound ;  they  are  questions  of  interpretation,  classification, 
and  definition.  The  existence  of  atoms  is  itself  an  hypothesis, 
and  not  a  probable  one ;  all  speculations  based  on  this  hypothesis, 
all  names  which  have  grown  up  with  it,  all  ideas  which  would 
be  dead  without  it,  should  be  accepted  by  the  student  provision- 
ally and  cautiously,  as  being  matter  for  belief  but  not  for  know- 
ledge. All  dogmatic  assertion  upon  such  points  is  to  be  regarded 
with  distrust.  The  great  majority  of  chemists,  devoted  to  the 
applications  of  chemistry  in  mineralogy,  metallurgy,  dyeing, 
printing,  and  the  manufacture  of  chemicals,  remain  completely 
indifferent  to  discussions  of  chemical  theories.  Hence  the  student 
will  find  that  in  technical  chemical  literature  the  older  notation 
and  the  corresponding  smaller  atomic  weights  are  almost  in- 
variably employed. 

Theories,  however,  are  of  great  importance  to  the  progress  of 
the  science  and  to  the  dear  ordering  of  the  ground  already  won. 
It  is,  on  this  account,  very  much  to  be  wished  that  the  great 
attention  now  devoted  to  the  discussion  of  the  best  methods  of 
representing  symbolically  the  constitution  of  chemical  substances 
and  the  changes  to  which  they  are  subject,  may  result  in  the 
elaboration  of  s  system  good  enough  to  command  general  ao- 
oeptanoe. 
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CHEMICAL    MANIPULATION. 

L  Glass  iubmg, — ^Two  qualilieB  of  glass  tubing  are  used  in  cHemical 
experiments — that  which  softens  rea^y  in  the  flame  of  a  gas  or  spirit* 
lamp,  and  that  which  fuses  with  extreme  difficulty  in  the  flame  of  the 
blast-lamp.  These  two  qualities  are  distinguished  by  the  terms  soft 
and  hard  glass.  Soft  glass  is  to  be  preferred  for  all  uses  except  the 
intense  heating,  or  ignition,  of  dry  substances,  fig.  L  represents  the 
most  conyenient  sizes  of  glass  tubing,  both  hard  and  sofk>  and  showa 
also  the  proper  thickness  of  the  glass  walls  for  each  size. 
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S.  Cutting  and  craokmg  ^Zhm.— Glass  tubing  and  glass  rod  most 
generally  be  cut  to  the  length  required  for  any  particular  apparatus. 
A  sharp  triangular  file  is  used  for  this  purpose.  The  stick  of  tubing, 
or  rrd,  to  be  cut  is  laid  upon  a  table,  and  a  deep  scratch  is  made  wi^ 
the  file  at  the  place  where  the  fracture  is  to  be  made.  The  stick  is 
then  grasped  with  the  two  hands,  one  on  each  aide  of  the  mark,  while 
the  ^umbs  are  brought  together  just  at  the  scratch.  By  pushing 
with  the  thumbs  and  pulling  in  the  opposite  direction  with  the  fingers, 
the  stick  is  broken  squarely  at  the  scratch,  just  as  a  stick  of  candy  ox 
dry  twig  may  be  broken.  The  sharp  edges  of  the  fracture  should  in- 
yariably  be  tnade  smooth,  either  with  a  wet  file,  or  by  softening  the 
end  of  the  tube  or  rod  in  the  lamp.  (See  Appendix,  f  3.)  Tubes  or 
rods  of  rizes  four  to  eight  indusiye  may  readily  be  cut  in  this  manner; 
the  larger  sizes  are  divided  with  more  difficulty,  and  it  is  often  neces- 
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sary  to  make  the  file-mark  both  long  and  deep.    An  even  firmcture  is 

not  always  to  be  obtained  with  large  tubes.    The  lower  ends  of  giass 

funnels^  and  those  ends  of  gas  delivery-tubes  which 

enter  the  bottle  or  fiask  in  which  the  gas  is  generated,         ^^'  ^^ 

should  be  filed  ofi^,  or  ground  off  on  a  grindstone, 

liquely  (Fig.  II. ),  to  facilitate  the  dropping 

from  such  extremities. 

In  order  to  cut  glass  plates,  the  glazic 
must  be  resorted  to.   For  the  cutting  of  extremely  thin 
glass  tubes  and  of  other  glass  ware,  like  flasks,  retorts,  and  bottles^  stOl 
other  means  are  resorted  to,  based  upon  the  sudden  and  unequal  ap~ 
plication  of  heat.    The  process  divides  itself  into  two  parts — ^the  pro- 
ducing of  a  crack  in  the  required  place,  and  the  subsequent  guidii:^  of 
this  crack  in  the  desired  direction.    To  produce  a  crack,  a  scratch 
must  be  made  with  the  file,  and  to  this  scratch  a  pointed  bit  of  red- 
hot  charcoal,  or  the  jet  of  flame  produced  by  the  mouth  blowpipe,  or 
a  very  fine  gas-flame,  or  a  red-hot  glass  rod  may  be  applied.     If  the 
heat  does  not  produce  a  crack,  a  wet  stick  or  file  maybe  touched  upon 
the  hot  spot.    Upon  any  part  of  a  glass  surface  except  the  edge,  it  is 
not  possible  to  control  perfectly  the  direction  and  extent  of  this  first 
crack ;  at  an  edge  a  small  crack  may  be  started  with  tolerable  certainty 
by  carrying  the  file-mark  entirely  over  the  edge.    To  guide  the  crack 
thus  started,  a  pointed  bit  of  charcoal  or  slow  match  may  be  uaed. 
The  hot  point  must  be  kept  on  the  glass  from  1  cm.  to  0*5  cm.  in 
advance  of  the  point  of  the  crack.    The  crack  will  follow  the  hot 
point,  and  may  therefore  be  carried  in  any  desired  direction.     By 
turning  and  blowing  upon  the  coal  or  slow  match  the  point  may  be 
kept  sufficiently  hot.    Whenever  the  place  of  experiment  is  supplied 
with  common  illuminating  gas,  a  very  small  jet  of  burning  gas  may 
be  advantageously  substituted  for  the  hot  coal  or  slow  match.    To 
obtain  such  a  sharp  jet,  a  piece  of  har^  glass  tube,  No.  6, 10  cm.  long, 
and  drawn  to  a  very  fine  point  (see  Appendix,  §  3),  should  be  placed 
in  the  caoutchouc  tube  which  ordinarily  delivers  the  gas  to  the  g«»> 
lamp,  and  the  gas  should  be  lighted  at  the  fine  extremity.    The  bom- 
ing  jet  should  have  a  fine  point,  and  should  not  exoe^  1*6  cm.  ia 
length.     By  a  judicious  use  of  these  simple  tools,  broken  tubes, 
beakers,  flasks,  retorts,  and  bottles  may  often  be  made  to  yield  very 
useful  articles  of  apparatus.    No  sharp  edges  should  be  allowed  to 
remain  upon  glass  apparatus.    The  durability  of  the  apparatus  itself, 
and  of  the  corks  and  caoutchouc  stoppers  and  tubing  used  with  it,  will 
be  much  greater,  if  all  sharp  edges  are  removed  with  the  file  or,  still 
better,  rounded  in  the  lamp. 
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d.  Bending  and  dosing  glass  Utbes. — ^Tubing  of  sizes  five  to  eight 
inclusive  can  generally  be  worked  in  the  common  gas-  or  spirit-lamp ; 
for  larger  tubes  the  blast-lamp  is  necessary  (see  Appendix,  §  6). 
Glass  tubing  must  not  be  introduced  suddenly  into  the  hottest  part  of 
the  flame,  lest  it  crack.  Neither  should  a  hot  tube  be  taken  from  the 
flame  and  laid  at  once  upon  a  cold  surface.  Gradual  heating  and 
gradual  cooling  are  alike  necessary,  and  are  the  more  essential  the 
thicker  the  glass ;  veiy  thin  glass  will  sometimes  bear  the  most  sudden 
changes  of  temperature,  but  thick  glass  and  glass  of  uneven  thickness 
absolutely  require  slow  heating  and  annealing.  When  the  end  of  a 
tube  is  to  be  heated,  as  in  rounding  sharp  edges,  more  care  is  required, 
in  consequence  of  the  great  facility  with  which  cracks  s^tart  at  an  edge. 
A  tube  should  therefore  always  be  brought  first  into  the  current  of 
hot  air  beyond  the  actual  flame  of  the  gas  or  spirit-lamp,  and  there 
thoroughly  warmed  before  it  is  introduced  into  the  flame  itself.  If 
a  blast-lamp  is  employed,  the  tube  may  be  wanned  in  the  smoky 
flame,  before  the  blast  is  turned  on,  and  may  subsequently  be  annealed 
in  the  same  manner ;  the  deposited  soot  will  be  burnt  off  in  the  first 
instance,  and  in  the  last  may  be  wiped  off  when  the  tube  is  cold. 
In  heating  a  tube,  whether  for  bending,  drawing,  or  closing,  the  tube 
must  be  cofistantlg  turned  between  the  fingers,  and  also  moved  a  little 
to  the  right  and  left,  in  order  that  it  may  be  uniformly  heated  all 
round,  and  that  the  temperature  of  the  neighboring  parts  may  be  duly 
raised.  If  a  tube,  or  rod,  is  to  be  heated  at  any  part  but  an  end,  it 
should  be  held  between  the  thumb  and  first  two  fingers  of  each  hand 
in  such  a  manner  that  the  hands  shall  be  below  the  tube  or  rod,  with 
the  palms  upward,  while  the  lamp-fiame  Is  between  the  hands.  When 
the  end  of  a  tube  or  rod  is  to  be  heated,  it  is  best  to  begin  by  warming 
the  tube  or  rod  about  2  cm.  from  the  end,  and  thence  to  proceed  slowly 
to  the  end.  • 

The  best  glass  will  not  be  blackened  or  discolored  during  heating. 
The  blackening  occurs  in  glass  which,  like  ordinary  fiint  glass,  con- 
tains oxide  of  lead  as  an  ingredient  Glass  containing  much  of  this 
oxide  is  not  well  adapted  for  chemical  uses.  The  blackening  may 
sometimes  be  removed  by  putting  the  glass  in  the  upper  or  outer  part 
of  the  fiame,  where  the  reducing  gases  are  consumed,  and  the  air  has 
the  best  access  to  the  glass.  The  blackening  may  be  altogether  avoided 
by  always  keeping  the  glass  in  the  oxidizing  part  of  the  fiame. 

Glass  begins  to  soften  and  bend  below  a  visible  red  heat.  The  con- 
dition of  the  glass  is  judged  of  as  much  by  the  fingers  aa  the  eye ;  the 
hands  feel  the  yielding  of  the  glass,  either  to  bending,  pushing,  or 
pulling,  better  than  the  eye  can  see  the  change  of  color  or  form.    It 
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may  be  bent  as  soon  as  it  yields  in  the  hands,  but  can  be  drawn  oot 
only  when  much  hotter  than  this.  Glass  tubing,  howerer^  should  wK 
be  bent  at  too  low  a  temperature ;  the  curves  made  at  too  low  a  heat 
are  apt  to  be  flattened,  of  unequal  thickness  on  the  convex  and  concaTe 
sides,  and  brittle. 

In  bending  tubing  to  make  gas-delivery-tubes  and  the  like,  attentioa 
should  be  paid  to  the  following  points :  1st,  the  glass  should  be  equaUr 
hot  on  all  sides ;  2nd|  it  should  not  be  twisted,  pulled  out,  or  pushed 
together  during  the  heating ;  drd,  the  bore  of  the  tube  at  the  bsid 
should  be  kept  round,  and  not  altered  in  size ;  4th,  if  two  or  more 
bends  be  made  in  the  same  piece  of  tubing  (!Flg.  in.,  a),  tbey  should 
all  be  in  the  same  plane,  so  that  the  finished  tube  will  lie  flat  upon  the 
level  table. 

When  a  tube  or  rod  is  to  be  bent  or  drawn  ^     j^ 

dose  to  its  extremity,  a  temporary  handle  may  ^' 

be  attached  to  it  by  softening  the  end  of  the  (7^ 
tube  or  rod,  and  pressing  against  the  soft  glass 
a  fragment  of  glass  tube,  which  will  adhere 
strongly  to  the  softened  end.  The  handle  may 
subsequently  be  removed  by  a  slight  blow,  or  by  the  aid  of  a  file.  If  a 
considerable  bend  is  to  be  made,  so  that  the  angle  between  the  amis 
will  be  very  small  or  nothing,  as  in  a  siphon,  for  example,  the  curva- 
ture cannot  be  well  produced  at  one  place  in  the  tube,  but  should  be 
made  by  heating,  progressively,  several  centimetres  of  the  tube^  and 
bending  continuously  from  one  end  of  the  heated  portioa  to  the  other 
(Fig.  m.,  h).  Small  and  thick  tube  may  be  bent  more  sharply  than 
large  or  thin  tube. 

In  order  to  draw  a  glass  tube  down  to  a  finer  bore,  it  is  simply 
necessary  to  thoroughly  soften  on  all  sides  one  or  two  centimetres 
length  of  the  tube,  and  then,  taking  the  glass  from  the  flame,  poll  the 
parts  asimder  by  a  cautious  movement  of  the  hands.  The  lai^^er  the 
heated  portion  of  glass,  the  longer  will  be  the  tube  thus  formed.  Its 
length  and  fineness  also  increase  with  the  rapidity  of  motion  of  the 
hands.  If  it  is  desirable  that  the  finer  tube  should  have  thicker  walb 
in  proportion  to  its  bore  than  the  original  tube,  it  is  only  necessaiy  to 
keep  the  heated  portion  soft  for  two  or  three  minutes  before  drawing 
out  the  tube,  pressing  the  parts  slightly  together  the  while.  By  this 
process  the  glass  will  be  thickened  at  the  hot  ring. 

To  obtain  a  tube  closed  at  one  end,  it  is  best  to  take  a  |dece  of 
tubing,  open  at  both  ends,  and  long  enough  to  make  two  closed  tubes. 
In  the  middle  of  the  tube  a  ring  of  glass,  as  narrow  as  possible,  must  be 
jBUide  thoroughly  soft.    The  hands  are  then  separated  a  little,  to  cauae 
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•  contraction  in  dinmeter  at  the  hot  and  soft  part  The  point  of  the 
flame  must  now  be  directed,  not  upon  the  narrowest  part  of  the  tube, 
but  upon  what  is  to  be  the  bottom  of  the  closed  tube.  Th\s  point  ia 
indicated  by  the  line  a  in  Fig.  IV.    By  with-  p.     py. 

drawing  the  right  hand,  the  narrow  part  of  °* 

the  tube  is  attenuated,  and  finally  melted  off, 
leaving  both  halves  of  the  original  tube  closed 

at  one  end,  but  not  of  the  same  form ;  the ^ 

right-hand  half  is  drawn  out  into  a  long  pointy    

the  other  is  more  roundly  dosed.  It  is  not  possible  to  close  hand- 
somely the  two  pieces  at  once.  The  tube  is  seldom  perfectly  finished 
by  the  operation ;  a  superfluous  knob  of  glass  generally  remains  upon 
the  end.  K  small,  it  may  be  got  rid  of  by  heating  the  whole  end  of 
the  tube,  and  blowing  moderately  with  the  mouth  into  the  open  end. 
The  knob,  being  hotter  and  therefore  softer  than  any  other  part,  yields 
to  the  pressure  from  within,  spreads  out  and  disappears.  If  the  knob 
is  large,  it  may  be  cut  ofi*  with  scissors  while  red-hot,  or  drawn  off  by 
sticking  to  it  a  fragment  of  tube,  and  then  softening  the  glass  above  the 
junction.  The  same  process  may  be  applied  to  the  too  pointed  end  of 
the  right-hand  half  of  the  original  tube,  or  to  any  misshapen  result  of 
an  unsuccessful  attempt  to  close  a  tube,  or  to  any  bit  of  tube  which  is 
too  short  to  make  two  closed  tubes.  When  the  closed  end  of  a  tube 
is  too  thin,  it  may  be  strengthened  by  keeping  the  whole  end  at  a  red 
heat  for  two  or  three  minutes,  turning  the  tube  constantly  between 
the  fingers.  It  may  be  said  in  general  of  all  the  preceding  operations 
before  the  lamp,  that  success  depends  on  keeping  the  tube  to  be  heated 
in  constant  rotation,  in  order  to  secure  a  uniform  temperature  on  all 
sides  of  the  tube. 

4.  Bloumg  bulbs  and  piercing  holes  m  tubing. — If  the  bulb  desired 
is  large  in  proportion  to  the  sizp  of  the  tube  on  which  it  is  to  be  made, 
the  walls  of  the  tube  must  be  thickened  by  rotation  in  the  flame  before 
the  bulb  can  be  blown.  If  the  bulb  is  to  be  blown  in  the  middle  of  a 
piece  of  tubing,  this  thickening  is  effected  by  gently  pressing  the  ends 
of  the  tube  together  while  the  glass  is  red-hot  in  the  place  where  the 
bulb  is  to  be ;  if  the  bulb  is  to  be  placed  at  the  end  of  a  tube,  this  end 
is  first  closed,  and  then  suitably  thickened  by  pressing  the  hot  glacs  up 
with  a  piece  of  metal  until  enough  has  been  accumulated  at  the  end. 
The  thickened  portion  of  glass  is  then  to  be  heated  to  a  cherry-red, 
suddenly  withdrawn  from  the  flame,  and  expanded  while  hot  by 
steadily  blowing,  or  rather  pressing  air,  into  the  tube  with  the*  mouth ; 
the  tube  must  be  constantly  turned  on  it<«  axis,  not  only  while  in  the 
flame,  but  also  while  the  bulb  is  being  blown.    If  too  sliong  or  too 
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siidden  a  pressure  be  exerted  with  the  moutli,  ilie  bulb  will  be  ex- 
tremely thin  and  quite  useless.  By  watching  the  expanding  glass,  the 
proper  moment  for  arresting  the  pressure  may  usually  be  determined. 
If  the  bulb  obtained  be  not  large  enough,  it  may  be  reheated  and  en- 
larged by  blowing  into  it  again,  proTided  that  a  sufficient  thickneM  of 
glass  remain. 

It  is  sometimes  necessary  to  make  a  hole  in  the  side  of  a  tube  or 
other  thin  glass  apparatus.  This  may  be  done  by  directing  a  pointed 
Hame  from  the  blast-lamp  upon  the  place  where  the  hole  is  to  h% 
until  a  small  spot  is  red-hot,  and  then  blowing  forcibly  into  one  end 
rif  the  tube  while  the  other  end  is  closed  by  the  finger;  at  the  hot  spot 
the  glass  is  blown  out  into  a  thin  bubble;  which  bursts  or  may  be  easily 
broken  off,  leaving  an  aperture  in  the  side  of  the  tube. 

It  is  hoped  that  these  few  directions  will  enable  the  attentive  studeat 
to  perform,  sufficiently  well,  all  the  manipulations  with     ^     -y 
glass  tubes  which  ordinary  chemical  experiments  require. 
Much  practice  will  alone  give  a  perfect  mastery  of  the 
details  of  glass-blowing. 

6.  Lanyfs. — The  common  glass  spirit-lamp  will  be  under- 
stood without  description  from  the  figure  (Fig.  V.).  This 
lamp  does  not  give  heat  enough  for  most  ignitions;  for. 
such  purposes  a  lamp  with  circular  wick,  of  some  one  of 
the  numerous  forms  sold  under  the  name  of  Berzelius's 
Argand  Spirit  Lamp  (Fig.  VI.),  is  necessary.    These  argand  lai^ipa 
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are  usually  mounted  on  a  lamp- 
stand  provided  with  three  brass 
rings;  but  the  fittings  of  these 
lamps  are  all  made  slender,  in 
order  not  to  carry  ofi^  too  much 
heat.  When  it  is  necessary  to 
heat  heavy  vessels,  other  supports 
must  be  used. 

Whenever  gas  can  be  obtained, 
gas-lamps  are  greatly  to  be  pre- 
ferred to  the  best  spirit-lamps. 
For  all  common  chemical  experi- 
ments, except  a  few  for  which  ig- 
nition-tubes must  be  prepared  or 
in  which  considerable  lengths  of 
tubing  must  be  heated,  the  gas- 
lamp  known  as  Bunsen's  burner  is  the  best  lamp.  The  cheapest  and 
best  construction  of  this  lamp  may  be  learned  from  the  following 
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description  with  tlie  accompaDving  iigures,  (Fig.  VII.)    The  single 
casting  of  brass  a  b  comprises  the  tube  b  through  which  the  gas  euterS| 
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and  the  block  a  from  which  the  gas 
escapes  by  two  or  thi'ee  fine  vertical 
holes  passing  through  the  screw  d,  and 
issuing  from  the  upper  face  of  d,  as 
shown  at  e.  The  length  of  the  tube 
b  is  4*5  cm.  and  its  outside  diameter 
varies  from  0*5  cm.  at  the  outer  end 
to  1  cm.  at  the  junction  with  the 
block  a.  The  outside  diameter  of  the 
block  a  is  1'6  cm.,  and  its  outside 
height  without  the  screws  is  1*8  cm. 
By  the  screw  c,  the  piece  a  &  is  at- 
tached to  the  iron  foot  g,  which  may  be  6  cm.  in  diameter.  By  the 
screw  c^^the  brass  tube /is  attached  to  the  casting  a  b.  The  diameter 
of  the  face  e,  and  therefore  the  internal  diameter  of  the  tube  /,  should 
be  8  m.m.  The  length  of  the  tube/  is  9  cm.  Through  the  wall  of 
this  tube,  four  holes  6  m.m.  in  diameter  are  to  be  cut  at  such  a  height 
that  the  bottom  of  each  hole  will  come  1  m.nt  above  the  face  e  when 
the  tube  is  screwed  upon  a  h  These  holes  are  of  course  opposite  each 
other  in  pairs.  The  finished  lamp  is  also  shown  in  Fig.  VII.  To 
the  tube  b  a  caoutchouc  tube  of  5  to  7  m.m.  internal  diameter  is  at- 
tached; this  flexible  tube  should  be  about  1  m.  long,  and  its  other 
extremity  should  be  connected  with  the  gas-cock  through  the  inter- 
vention of  a  short  piece  of  brass  gas-pipe  screwed  into  the  cock. 
In  cases  where  a  very  small  flame  is  required,  as,  for  example,  in  eva- 
porating small  quantities  of  liquid,  a  piece  of  wire  gauze  somewhat 
larger  than  the  opening  of  the  tube/ should  be  laid  across  the  top  of 
the  tube,  and  its  projecting  edges  pressed  down  tightly  against  the  sides 
of  the  tube  before  tjie  lamp  is  lighted.  In  default  of  this  precaution 
the  flame  of  a  Bunsen*s  burner,  when  small  and  exposed  to  currents  of 
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air,  is  liable  to  pass  down  the  tube  and  ignite  the 
gasat  ef. 

A  lamp  to  give  a  powerful  flame  8  or  10  cm.  long, 
suitable  for  heating  tubes,  may  be  very  simply  con- 
structed by  boring  two  holes,  entering  the  side  and 
issuing  at  the  upper  face,  through  a  block  of  compact 
hard  wood,  10  cm.  by  6*5  cm.  by  6*6  cm.,  and  fit- 
ting short  pieces  of  brass  tubing  into  the  holes  so 
formed.  To  the  tubes  at  the  side  are  attached  the 
caoutchouc  tubes  which  deliver  the  gas,  and  from  the  tubes  at  the  top 
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the  gas  issues  undeT  a  sheet-iron  funnel  closed  at  the  top  witb  wire 
gauze.  Above  this  gauae,  the  mixture  of  gas  and  air  is  to  be  lighted. 
The  iron  funnel  will  be  readily  understood  from  the  accompanjing  figure, 
and  the  following  dimensions: — ^Leng^h  of  the  wire  gauze  10  cm.; 
width  of  the  gauze  5  cm. ;  width  at  a6  9  cm. ;  height  of  the  line  ah 
from  the  table  8*5  cm. ;  whole  height  of  the  funnel  21  cm.  A  par- 
tition parallel  to  a  6  divides  the  funnel  into  two  equal  parts  from  the 
gause  to  the  level  of  a  h, 

6.  BUut-lamps  and  Blowers, — ^For  drawing,  bending,  and  closing  large 
glass  tubes,  a  blast-lamp  is  necessary.  The  best  form  is  that  sold  under 
the  name  of  Bunsen's  Gas  Blowpipe.  Its  construction  and  the  method 
of  using  it  may  be  learned  from  Fig.  IX. ;  o  6  is  the  pipe  through 

^Fig.X. 
Fig.  IX. 
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which  the  gas  enters,  e  is  .the  tube  for  the  blast  of  air ;  the  relation  of 
the  air-tube  to  the  external  gas-tube  is  shown  at  d^  there  is  an  outer 
sliding  tube  by  which  the  form  and  volume  of  the  flame  can  be 
regulated. 

If  gas  is  not  to  be  had,  a  lamp  burning  oil  or  naphtha  must  be  em- 
ployed. Fig.  X.  represents  a  common  tin  glassblower^s  lamp,  suitable 
for  burning  oil.  A  large  wick  is  essential,  whether  oil  or  naphtha  be 
the  combustible. 

For  every  blast-lamp  a  blowing-machine  of  some  sort  is  necessary. 

To  supply  a  constant  blast  it  is  essential  that  the  bellows  be  of  that 

onstruction  called  double.    Figs.  XI.  ond  XII.  represent  two  forms 


of  blowjnpe-t&bU ;  thnr  height  is  thkt  of  ut  ordinBTy  table,  Irom 
which  dimenmon  tha  other  proportions  may  he  inferred.  A  am&ll 
douhle-acting  ]>eUowH  is  now  made  for  the  aes  of  dentiala,  which  is 
aTttilable  at  any  table  by  the  help  of  a  caoutchouc  tube  to  conduct  the 
blest  to  the  jet.  These  bellowB  are  too  small  to  give  a  Bteady  flame 
of  large  size,  but  will  nevertheless  answer  for  most  of  the  glaM- 
blowing  necMSSiy  in  the  execution  of  the  experiments  described  in 
this  manual. 

Where  an  abundant  supply  of  water  is  at  command,  the  following 
blowing  apparatus  is  very  comveoient.    A  tin  pipe,  ab  (Fig.  XIII.), 
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about  one  metre  long  and  kbout  13  m.m.  In  diameter,  has  two  smaller 

pipes,  12  to  10  cm.  lonf^,  soldered  into  it ;  these  small  pipes  are  8  m.m. 
in  diameter;  one,  ed,\a  inserted  at  right  angles  IS  cm.  fioia  the  end, 
the  other,  ef,  2-5  cm.  lower,  at  an  angle  of  45°,  The  lower  end  of 
the  tube  pn^es  through  the  cork  of  a  wide-mouthed  five-litre  bottle, 
extending  rather  mora  than  halfway  down.  Two  glnsa  tubes  also 
pass  through  the  cork  of  the  bottle — a  short  email  fuliei?,  No.  4,  which 
should  reach  some  16  cm.  above  the  corli,  but  should  not  project  into 
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the  bottle,  and  a  larger  tube  hy  No.  2,  extending  to  the  bottom  of  the 
bottle.  The  outer  end  of  the  tube  h  bends  over  and  is  connected  by 
caoutchouc  tubing  with  a  straight  tube  of  equal  diameter.  This  last 
arrangement  forms  the  siphon.  To  the  tube  ff  a  caoutchouc  tube,  y  t, 
is  attached  to  convey  the  blast  to  any  desired  point.  To  produce  a 
blast,  the  water-cock  is  connected  with  the  tube  c  d  by  meana  of  a 
caoutchouc  tube.  When  the  water  is  turned  on,  the  caoutchouc  tube 
ff  %  is  closed  for  a  moment  with  the  thumb  and  finger.  This  starts  the 
water  through  the  siphon,  and  immediately  a  continuous  and  powerful 
blast  of  air  rushes  out  through  the  tube  g  i,  and  'may  be  carried  direcdy 
to  the  blowpipe.  The  siphon  must  be  capi^ble  of  cairying  off  a  larger 
stream  of  water  than  that  which  is  allowed  to  enter,  so  that  there  shall 
never  be  more  than  8  or  4  cm.  of  water  in  the  bottle.  By  regulating 
the  water-cock,  the  proper  supply  of  water  may  be  determined. 

The  same  apparatus  may  be  used  as  an  aspirator.  When  the  instru- 
ment is  to  be  used  to' draw  air  through  any  apparatus,  the  tube  y  «  is 
closed  by  inserting  a  glass  rod ;  the  upper  end  of  the  tube  a  6  is  closed 
with  a  cork^  and  the  tube  efis  connected  with  the  apparatus  through 
which  the  current  of  air  is  to  be  drawn.  The  force  of  the  current 
of  air  is  to  a  certain  degree  affected  by  the  size  of  the  tube  ab;  to 
diminish  the  effective  calibre  of  this  tube,  in  case  a  gentle  current  of 
air  is  required,  a  glass  rod  as  long  as  the  tube  may  be  passed  down 
the  tube  through  a  cork  inserted  at  a.  The  same  apparatus  may  thus 
be  made  to  produce  a  gentle  or  a  powerful  current  of  air. 

7.  Caoutchouc. — ^Vulcanized  caoutchouc  is  a  most  useful  substance 
in  the  laboratory,  on  account  of  its  elasticity  and  because  it  resists  so 
well  most  of  the  corrosive  substances  with  which  the  chemist  deals. 
It  is  used  in  three  forms : — (1)  in  tubing  of  various  diameters  com- 
parable with  the  sizes  of  glass  tubing;  (2)  in  stoppers  of  various  sizea 
to  replace  corks ;  (3)  in  sheets.  Caoutchouc  tubing  may  be  used  to 
conduct  all  gases  and  liquids  which  do  not  corrode  its  substance,  pro- 
vided that  the  pressure  under  which  the  gas  or  liquid  flows  be  not 
greater  or  its  temperatui*e  higher  than  the  texture  of  the  tubing  can 
endure.  The  flexibility  of  the  tubing  is  a  very  obvious  advantage  in  a 
great  variety  of  cases.  Short  pieces  of  such  tubing,  a  few  centimetres 
in  length,  are  much  used,  under  the  name  of  connectors,  to  make 
flexible  joints  in  apparatus  of  which  glass  tubing  forms  part;  flexible 
joints  add  greatly  to  the  durability  of  such  apparatus,  because  long 
glass  tubes  bent  at  several  angles  and  connected  with  heavy  objects^ 
like  globes,  bottles,  or  flasks  fall  of  liquid,  are  almost  certain  to  break 
even  with  the  most  careful  usage;  gas-delivery-tubes,  and  all  con- 
siderable lengths  of  glass  tubings  should  invariably  be  divided  at  one  or 
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more  places,  and  the  pieces  joined  again  witH  caoutchouc  connectors. 
The  ends  of  glass  tubing  to  be  thus  connected  should  be  squarely  cut, 
and  then  rounded  in  the  lamp,  in  order  that  no  sharp  edges  may  cut 
the  caoutchouc ;  the  internal  diameter  of  the  caoutchouc  tube  must  be  a 
little  smaller  than  the  external  diameter  of  the  glass  tubes ;  the  slipping 
on  of  the  connector  is  facilitated  by  wetting  the  glass.  In  some  cases 
of  delicate  quantitative  manipulations,  in  which  the  tightest  possible 
joints  must  be  secured,  the  caoutchouc  connector  is  bound  on  to  the 
glass  tube  with  a  silk  or  smooth  linen  string ;  the  stiing  is  passed  as 
tightly  as  possible  twice  round  the  connector  and  tied  with  a  square 
knot;  the  string  should  be  moistened,  in  order  to  prevent  it  from 
slipping  while  the  knot  is  tying. 

Caoutchouc  stoppers  of  good  quality  are  much  more  durable  than 
corks,  and  are  in  every  respect  to  be  preferred.  The  German  stoppers 
are  of  excellent  shape  and  quality ;  the  American,  being  chiefly  in- 
tended for  wine-bottles,  are  apt  to  be  too  conical'  Caoutchouc  stoppers 
can  be  bored,  like  corks  (see  the  next  section),  by  means  of  suitable 
cutters,  and  glass  tubes  can  be  fitted  into  the  holes  thus  made  with  a 
tightness  unattainable  with  corks.  German  stoppers  may  be  bought 
already  provided  with  one,  two,  and  three  holes.  It  is  not  well  to  lay 
in  a  large  stock  of  caoutchouc  stoppers ;  for,  though  they  last  a  long 
time  when  in  constant  use,  they  not  infrequently  deteriorate  when 
kept  in  store,  becoming  hard  and  somewhat  brittle  with  age.  These 
stoppers  must  not  be  confounded  with  the  veiy  inferior  caps  which 
were  in  use  a  few  years  ago.  / 

Pieces  of  thin  sheet  caoutchouc  are  very  conveniently  used  for 
making  tight  joints  between  large  tubes  of  two  different  sizes,  or  be- 
tween the  neck  of  a  flask,  or  bottle,  and  a  large  tube  which  enters  it^ 
or  between  the  neck  of  a  retort  and  the  receiver  into  which  it  enters* 
A  sufficiently  broad  and  long  piece  of  sheet  caoutchouc  is  considerably 
stretched,  virapped  tightly  over  the  glass  parts  adjoining  the  aperture 
to  be  closed,  and  secured  in  place  by  a  string  wound  closely  about  it 
and  tied  with  a  square  knot 

8.  Corks. — It  is  often  very  difficult  to  obtain  sound,  elastic  corks  of 
fine  grain  and  of  size  suitable  for  large  flasks  and  wide-mouthed  bottles* 
On  this  account,  bottles  with  mouths  not  too  large  to  be  closed  vdth  a 
cork  cut  across  the  grain  should  be  chosen  for  chemical  uses,  in  pre- 
ference to  bottles  which  require  laige  corks  or  bungs  cut  with  the 
grain,  and  therefore  offering  continuous  channels  for  the  passage  of 
gases,  or  even  liquids.  The  kinds  sold  as  champagne-corks  and  as 
satin  corks  for  phials  are  suitable  for  chemical  use.  The  best  corks 
generally  need  to  be  softened  before  using  j  this  softening  may  be 
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effected  hj  rolling  the  cork  under  a  board  upon  the  table,  or  under  tbe 
foot  upon  the  clean  floor,  or  by  gently  squeezing  it  on  all  sides  with 
the  well-known  tool  expressly  «^apted  for  this  purpose,  and  thence 
called  a  cork-squeezer.    Steaming  also  softens  the  hardest  corka. 

Corks  must  often  be  cut  with  cleanness  and  precision ;  a  sharp,  tbin 
knife,  such  as  shoemakers  use,  is  desirable  for  this  purpose.  When  a 
cork  has  been  pared  down  to  reduce  its  diameter,  a  flat  file  may  be 
employed  in  finishing ;  the  file  must  be  fine  enough  to  leave  a  amootb 
surface  upon  the  cork ;  in  filing  a  cork,  a  cylindrical,  not  a  conical 
form  should  be  aimed  at. 

In  boring  holes  through  corks  to  receive  glass  tubes,  a  bollow 
cylinder  of  sheet  brass  sharpened  at  one  end  is  a  very  conyenient  tooL 
Fig.  XIV.  represents  a  set  of  such  little  cylinders 
of  graduated  sizes,  slipping  one  within  the  other 
into  a  yery  compact  form ;  a  stout  wire,  of  the 
same  length  as  the  cylinders,  accompanies  the 
set,  and  serves  a  double  purpose.  Passed  trans- 
versely through  two  holes  in  the  cap  which  ter- 
minates each  cylinder,  it  gives  the  hand  a  better 
grasp  of  the  tool  while  penetrating  the  cork ;  and 
when  the  hole  is  made,  the  wire  thrust  through 
an  opening  in  the  top  of  the  cap  expels  the  little 
cylinder  of  cork  which  else  would  remain  in  the 
cutting  cylinder  of  brass.  That  cutter  whose 
diameter  is  next  below  that  of  the  glass  tube  to 
be  inserted  in  the  cork  is  always  to  be  selected ; 
and  if  the  hole  it  makes  is  too  small,  a  round  file 
must  be  used  to  enlai'ge  the  aperture ;  the  round 
file,  also,  often  comes  into  play  to  smooth  the  rough  sides  of  a  bole  made 
by  a  dull  cork-borer.  Cutters  which  have  been  dulled  by  use  may  be 
sharpened  by  filing  or  grinding  down  their  outer  bevelled  edges  and 
then  paring  off  any  protuberance  or  roughness  which  may  remain 
upon  the  inside  of  the  edge  with  a  sharp  penknife.  A  pair  of  small 
callipers  is  a  very  convenient,  though  by  no  means  essential  tool  in 
determining  which  size  of  cutter  to  employ.  A  fiask  which  presents 
sharp  or  rough  edges  at  the  mouth  can  seldom  be  tightly  corked,  for 
the  cork  cannot  be  introduced  into  the  neck  without  being  cut  or 
roughened;  such  sharp  edges  must  be  rounded  in  the  lamp.  In 
thrusting  glass  tubes  through  bored  corks,  the  following  directions  are 
to  be  observed : — (1)  The  end  of  the  tube  must  not  present  a  sharp 
edge  capable  of  cutting  the  cork.  (2)  The  tube  should  be  grasped 
yery  close  to  the  cork,  in  order  to  escape  cutting  the  hand  which  holds 
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the  cork^  sliotdd  the  tube  break;  hy  obserring  this  precaution  the 
chief  cause  of  breakage,  viz.  irregular  lateral  pressure,  will  be  at  the 
same  time  avoided.  (3)  A  funnel-tube  must  never  be  held  by  the 
funnel  in  driving  it  through  a  cork,  nor  a  bent  tube  grasped  at  the 
bend,  unless  the  bend  comes  immediately  above  the  cork.  (4)  If  the 
tube  goes  very  hard  through  the  cork;  the  application  of  a  little  soap 
and  water  will  facilitate  its  passage ;  but  if  soap  is  used  the  tube  can 
seldom  be  withdrawn  from  the  cork  after  the  latter  has  become  dry. 
(5)  The  tube  must  not  be  pushed  straight  into  the  cork,  but  screwed 
in,  as  it  were,  with  a  slow  rotary  as  well  as  onward  motion.  Joints 
made  with  corks  should  always  be  tested  before  the  apparatus  is  used, 
by  blowing  into  the  apparatus  and  at  the  same  time  stopping  up  all 
legitimate  outlets.  Any  leakage  is  revealed  by  the  disappearance  of 
the  pressure  created.  To  the  same  end,  air  may  be  sucked  out  of  an 
apparatus  and  its  tightness  proved  by  the  permanence  of  the  partial 
vacuum.  To  attempt  to  use  a  leaky  cork  is  generally  to  waste  time 
and  labor  and  to  insure  the  failure  of  the  experiment.  When,  how- 
ever,  a  leak  is  only  discovered  during  the  actual  progress  of  the  expe- 
riment, it  is  sometimes  possible  to  save  the  experiment  by  using  a 
lute;  for  this  purpose  wax  applied  with  a  warm  knife,  or  a  paste  made 
of  rye-meal  and  water  may  be  used;  common  sealing-wax  also  is 
sometimes  a  useful  makeshift. 

9.  Iron  Stand,  Sand-bath,  emd  Wire  Qauzs, — ^To  support  vessels  over 
the  gas-lamp,  an  iron  stand  is  used  consisting  of  a  stout  vertical  rod 
futened  into  a  heavy  cast-iron  foot,  and  three  iron  rings  of  graduated 
sizes  secured  to  the  vertical  rod  with  binding-screws ;  all  the  rings  may 
be  slipped  off  tlEie  rod,  or  any  ring  may  be  adjusted  at  any  convenient 
elevation.  The  general  arrangement  is  not  unlike  that  of  the  stand 
which  makes  part  of  the  Berzelius  lamp  (Fig.  VI.)#  although  simpler 
and  cheaper.  As  a  general  rule,  it  is  not  best  to  apply  the  direct 
flame  of  the  lamp  to  glass  and  porcelain  vessels;  hence  a  piece  of 
wire  gauze  is  stretched  loosely  over  the  largest  ring,  and  bent  down- 
wards a  little  for  the  reception  of  round-bottomed  vessels ;  on  this 
gauze,  flasks,  retorts,  and  porcelain  dishes  are  usually  supported.  In 
a  few  cases,  in  which  a  very  gradual  and  equable  heat  is  required,  the 
wire-gauze  \&  replaced  by  a  small  shallow  pan,  beaten  out  of  sheet- 
iron,  and  filled  with  dry  sand.  This  arrangement  is  called  a  sand-bath. 
With  the  aid  of  anneided  iron  wire,  the  iron  stand  may  be  made  avail- 
able for  supporting  tubes  over  the  lamp.  Crucibles,  or  dishes,  too  small 
for  the  smallest  ring  belonging  to  the  stand,  are  conveniently  supported 
on  an  equilateral  triangle  made  of  three  pieces  of  soft  iron  wire  twisted 
together  at  the  apices;  this  triangle  is  laid  on  one  of  the  rings  of  the 
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stand.  An  iron  tripod  (that  is,  a  stout  ring  supported  on  tliree 
legs)  niaj  often  be  used  instead  of  the  stand  above  described ;  but 
it  is  not  80  generally  useful,  because  of  the  difficulty  of  adjusting 
it  at  various  heights;  with  a  sufficiency  of  wooden  blocks  wherewith 
to  raise  the  lamp  or  the  tripod  as  occasion  may  require^  it  may  be 
made  available. 

10.  PneumatiG  T^oitgh, — The  pneumatic  trough  is  a  contrivance 
which  enables  us  to  collect  and  confine  gases  in  suitable  vessels,  and 
to  decant  them  from  one  vessel  to  another.  Its  efficiency  depends  on 
the  pressure  ot  the  atmosphere,  which,  as  we  know,  is  capable  of  sup- 
porting a  column  of  water  1033  metres  long  or  a  column  of  mercury 
76  cm.  long  (see  $  7),  provided  t^at  the  liquid  colunm  be  so  arranged 
that  the  atmospheric  pressure  shall  be  fully  felt  upon  the  foot  of  the 
column,  but  not  at  all  upon  its  head.  K  a  tube,  closed  at  one  end 
and  open  at  the  other,  and  of  any  length  less  than  10*33  m.,  be  com- 
pletely filled  with  water,  and  then  inverted  so  that  its  open  end  shall 
dip  beneath  some  water  held  in  a  basin  or  saucer,  the  tube  will  remain 
full  of  water  when  the  thumb  or  cork,  which  closed  the  open  end  while 
the  immersion  was  effected,  is  withdrawn.  What  is  true  of  a  tube  ia 
equally  true  of  a  bell,  or  other  vessel  closed  at  one  end,  of  any  diameter 
or  shape,  provided  its  height  be  not  greater  than  10*33  m.;  and  the* 
principle  which  applies  to  water  is  equally  applicable  to  mercury^ 
except  that  the  height  of  the  mercury  column  which  the  average 
atmospheric  pressure  can  hold  up  is  only  76  cm.,  because. mercury  is 
13*596  times  as  heavy  as  water.  If  a  few  bubbles  of  any  gas  insoluble 
in  water  should  be  delivered  beneath  the  open  end  of  a  tube,  or  bell,, 
thus  standing  full  of  water  in  apparent  defiance  of  gravitation,  the  gas 
would  rise  to  the  top  of  the  tube,  by  virtue  of  being  lighter  than  the 
water,  and  the  exact  volume  of  water  displaced*  by  the  gas,  small  or 
large,  would  drop  into  the  basin  or  saucer  beneath.  If  the  gas  were 
thus  delivered  continuously  beneath  the  tube  or  bell,  we  should  finally 
get  the  tube  or  bell  full  of  gas,  without  admixture  of  au*,  and  sealed 
at  the  bottom  by  the  water  in  the  basin  or  saucer.  If  mercury  were 
the  liquid,  the  operation  would  be  precisely  the  same,  except  as 
regards  the  height  of  the  tube  or  bell.  Even  this  difference  of  possible 
height  is  not  noticeable  in  practice,  because  bells  and  bottles  more 
than  50  cm.  high  are  very  seldom  used  with  either  liquid.  On  account 
of  its  costliness,  mercury  is  rarely  used,  unless  the  gas  to  be  collected, 
or  experimented  upon,  be  soluble  in  water.  A  trough  for  mercury  is 
made  as  small  as  possible  for  the  same  reason.  It  is  obvious  that  the 
object  of  a  pneumatic  trough  may  be  accomplished  under  a  great 
variety  of  forms.    Any  bucket  or  tub  with  a  hanging  shelf  in  i$  may 
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be  made  to  serve.    It  will  be  sufficient  to  describe  two  oonyenient 
forms  of  the  apparatus. 

A  cheap  pneumatic  trough  is  represented  in  Fig.  XV.    Its  materials 
are  durable  and   its  capacity  sufficient.  f^g.  XV. 

It  consists  of  two  pieces,  1st,  a  stone- 
ware pan,  about  80  cm.  in  diameter  on 
the  bottom,  with  sides  sloping  slightly  out* 
wards  and  rising  to  the  height  of  about  10 
cm.;  2nd,  a  deep  flower-pot  saucer  about 
15  cm.  in  diameter^  with  one  hole  bored 
through  the  middle  of  the  bottom,  and  a 
second  arched  hole  nipped  out  of  its  rim ; 
this  saucer  is  inverted  in  the  pan.  If  this 
second  piece  be  made  expressly  for  this  purpose,  it  should  be  made 
about  5  cm.  high,  and  its  interior  should  be  rounded  to  the  hole  in  the 
centre,  while  the  outside  is  left  flat  like  the  flower-pot  saucer.  For 
the  saucer  may  be  conveniently  substituted  two  slabs  or  blocks  of  any 
stone,  like  soapstone,  sandstone,  or  marble,  made  of  even  thickness  and 
laid  side  by  side  in  the  water-pan  with  an  interval  between  them  which 
permits  the  gas-delivery-tube  to  come  beneath  the  mouth  of  an  inverted 
bottle  or  cylinder  supported  on  the  two  blocks  over  the  intervening 
crack.  To  use  this  apparatus,  the  pan  is  filled  with  water  to  a  level 
about  2  cm.  above  the  top  of  the  inverted  saucer ;  the  bottle,  cylinder, 
or  bell  which  is  to  receive  the  gas  is  completely  filled  with  water  from 
a  pitcher  or  water-cock,  then  closed  with  the  hand  of  the  operator  or 
with  a  flat  piece  of  glass  or  wood,  inverted  into  the  pan,  and  placed 
on  the  saucer  over  the  hole  in  its  centre ;  the  end  of  the  gas-delivery- 
tube  is  thrust  through  the  side  hole  in  the  saucer ;  and  the  gas,  rising 
through  the  centre  hole,  bubbles  up  into  the  bottle  or  cylinder  placed 
to  receive  it.  While  one  bottle  is  filling  with  gas,  another  is  made 
ready  to  replace  it ;  and  when  the  first  is  full,  it  is  pushed  ofl"  the  centre 
hole  of  the  saucer,  and  the  second  bottle  is  brought  over  the  hole.  A 
bottle  full  of  gas  may  be  removed  firom  the  trough  by  slipping  beneath 
the  mouth  of  the  bottle  a  shallow  plate  or  dish,  and  then  lifting  plate 
and  bottle  out  of  the  pan  together  in  such  a  manner  that  water  enough 
to  seal  the  mouth  of  the  bottle  shall  remain  in  the  plate.  The  gas  in 
one  bottle  may  be  decanted  upwards  into  another,  by  filling  the  second 
bottle  with  water,  and  then  carefully  inclining  the  bottle  containing  the 
gas  so  as  to  bring  its  mouth  under  the  mouth  of  the  bottle  which  is 
full  of  water,  keeping  the  mouths  of  both  bottles  all  the  time  beneath 
the  surface  of  the  water  in  the  pan.  If  the  gas  which  has  been  col- 
lected is  heavier  than  air,  a  bottle  of  it  may  be  withdrawn  from  the 
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water-pan  and  got  at  for  use,  by  simply  elipping  a  flat  piece  of  glass  or 
wood  beneath  its  mouth  so  as  to  close  it  rather  tightly,  and  then 
standing  the  bottle,  mouth  upward,  upon  the  table.  If  the  cover  be 
then  removed  from  the  bottle,  the  gas  will  not  flow  out,  though  it  wiD 
slowly  diffuse  into  the  air.  As  the  water  with  which  the  bottles  or 
cylinders  are  filled  falls  into  the  pan  when  displaced  by  gas,  it  is  possible 
that  the  pan  may  become  inconveniently  full  if  many  large  bottles  are 
used ;  this  difficulty  must  be  remedied  by  dipping  water  out  of  the 
pan,  and  so  restoring  the  true  level. 

Where  considerable  quantities  of  gas  are  frequently  to  be  handled, 
and  large  vessels  are  therefore  necessary^  a  large  apparatus^  shown  in 
Fig.  XVL,  is  much  more  conve-  Yis,  XVL 

nient  than  the  small  pan,  which 
suffices  for  all  common  experi- 
ments. The  form  of  this  larger 
pneumatic  trough  and  the  mode 
of  using  it  will  readily  be  under- 
atood  from  the  figure ;  the  depth 
and  width  of  the  tank  or  well 
must  be  determined  by  the  size 
of  the  bells  and  cylinders  which 
ore  to  be  sunk  in  it,  and  the  length  and  breadth  of  the  shallow  part  or 
shelf  by  the  number  of  bells  or  jars  of  gas  which  are  likely  to  be  in 
use  at  any  one  time.  The  deep  groove  in  the  shelf  permits  a  glass  or 
caoutchouc  tube  to  paas  without  compression  under  a  bell  whose  rim 
projects  over  the  groove.  Such  a  trough  is  best  made  of  zinc  or  lead. 
It  is  very  convenient  to  have  it  sunk  in  a  table,  and  permanently  pro- 
vided with  a  water-cock  and  drain-pipe.  A  chief  merit  of  this  instm- 
ment  is  that  the  glass  vessels  used  can  be  filled  with  water  by  sinking 
them  in  the  well  much  more  conveniently  than  firom  a  pitcher  or 
water-cock. 

A  pneumatic  trough  for  mercury  may  be  made  either  of  wood,  iroDy 
or  stone.  For  all  common  uses,  it  is  very  well  cut  out  of  a  solid  block 
of  compact  hard  wood,  which  will  not  split.  Small  cylinders  or  bella 
only  can  be  used,  and  the  well  of  the  trough  should  be  scooped  out 
but  a  little  larger  than  the  bell  or  cylinder  selected,  with  its  principal 
dimension  horizontal,  and  its  bottom  curved  to  fit  the  cylindrical  bell 
which  is  to  be  laid  in  it;  the  shelf,  too,  should  have  but  a  small  area, 
sufficient  only  for  four  or  five  beUs  of  3  or  4  cm.  diameter. 

In  using  a  pneumatic  trough,  of  any  construction  or  dimennons,  the 
student  should  be  on  his  guard  against  two  difficulties  of  possible  occur- 
rence— ^against  the  sucking  bade  of  the  liquid  in  the  trough  into  the 
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gas-generatang  apparatus,  and  against  the  leakage  sometimes  induced 
by  the  pressure  created  bj  thrusting  the  gas-delivery-tube  deep  under 
water  or  mercury.  The  first  of  these  difficulties  is  the  most  serious. 
When  the  flow  of  gas  from  a  heated  flask  or  tube  is  suddenly  arrested, 
in  consequence  of  some  reduction  of  tempetature,  or  from  any  other 
cause,  it  often  happens  that  the  volume  of  gas  in  the  generating  appa- 
ratus contracts,  and  the  cold  water  or  mercury  from  the  trough  rises 
in  the  delivery-tube  to  fill  the  void ;  if  the  contraction  is  so  considerable 
as  to  sufier  the  cold  liquid  to  penetrate  into  the  hot  flask  or  tube,  an 
explosion  almost  inevitably  ensues,  which  fractures  the  apparatus,  if  it 
does  no  worse  damage.  In  collecting  over  water  a  gas  somewhat  solu- 
ble in  that  liquid,  this  danger  is  especially  imminent  The  occurrence 
of  such  accidents  may  be  efiectually  guarded  against  by  paying  attt^n- 
tion  to  the  following  directions : — (1)  Whenever  it  is  proposed  to  stop 
an  evolution  of  gas  which  has  been  going  on  from  a  hot  flask  or  tube, 
withdraw  the  delivery-tube  from  the  water  hefwe  extinguishing  the 
lamp,  and  shake  ofi^  f^om  the  bent  end  of  the  tube  the  drops  of  water 
which  are  apt  to  adhere  to  it ;  the  lamp  may  then  be  safely  put  out, 
for  air  can  enter  the  apparatus  through  the  open  tube.  (2)  When  the 
flow  of  gas  from  a  hot  apparatus  is  observed  to  slacken,  watch  closely  the 
escape  of  the  gas  from  the  delivery-tube,  and  as  soon  as  any  tendency 
to  feflux  of  water  is  detected,  lift  the  delivery-tube  quickly  out  of  the 
water,  or,  better,  slip  off  the  caoutchouc  connector,  which  should  always 
be  found  between  the  flask  and  the  water-pan  on  every  such  piece  of 
apparatus ;  if  there  be  no  connector,  the  cork  must  be  loosened  in  the 
neck  of  the  flask.    Air  will  thus  be  admitted  to  the  hot  flask  or  tube. 

These  precautions  apply  more  particularly  to  the  cases  where  gas  is 
evolved  from  dry  materials,  as  in  making  oxygen  or  nitrous  oxide ; 
when  a  liquid  is  contained  in  the  generating  flask,  a  safety-tube  is  a 
sure  protection  against  the  danger  of  sucking  back.  The  atmospheric 
pressure  can  force  air  into  a  flask,  in  which  a  partial  vacuum  has  been 
created,  through  the  safety-tube,  by  lifting  and  displacing  a  column  of 
the  liquid  whose  height  is  the  length  of  that  portion  of  the  safety-tube 
which  dips  beneath  the  liquid.  Unless  the  liquid  in  the  flask  be*extra- 
ordinarily  dense,  the  force  required  to  do  this  will  be  very  much  less 
than  that  required  to  lift  a  column  of  water  whose  height  is  determined 
by  the  elevation  of  the  highest  point  of  the  delivery-tube  above  the 
level  of  the  water  in  the  pan. 

When  the  gas  coming  from  the  generating  flask  has  to  force  out  and 
keep  out  of  the  delivery-tube  a  column  of  water  measured  from  the 
lowest  point  of  the  tube  to  the  surface  of  the  water  in  the  pan,  a  pres- 
sure determined  by  the  height  of  this  column  is  established  upon  the 
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interior  of  the  flask  and  upon  every  joint  of  tlie  apparatus.  Hence  an 
apparatus  will  sometimes  leak,  and  refuse  to  deliver  gas  at  the  desired 
point,  when  its  delivery-tube  is  deeply  immersed,  while  it  does  not 
leak  if  the  tube  merely  dip  beneath  the  surface  of  the  water.  With 
mercury  the  pressure  of  a  few  centimetres  is  very  coiisiderable,  on 
account  of  the  high  specific  gravity  of  the  fluid,  so  that  this  difficulty 
is  more  likely  to  occur  with  this  metal  than  with  water.  Tight  joints 
prevent  the  occurrence  of  this  difEculty.  A  partial  remedy  is  to  dip 
the  delivery-tube  as  little  as  possible  below  the  surface  of  the  fluid  in 
the  trough. 

11.  Gas-holders, — ^A  small  gas-holder,  very  convenient  for  many  uses, 
is  made  from  a  common  glass  bottle  in  the  following  manner: — A 


Fig.  xvn. 


(Fig.  xvn.)  is  a  bottle  of  4-6  Utres 
capacity;  through  the  cork  in  its 
neck  pass  two  glass  tubes  (No.  6),  of 
which  one  reaches  the  bottom  of  the 
bottle,  while  the  other  merely  pene-> 
trates  the  cork ;  with  the  outer  end 
of  the  first  tube  a  caoutchouc  tubed 
is  connected,  with  the  outer  end  of 
the  second  a  common  gas-cock  a* 
The  bottle  being  first  completely 
filled  with  water,  the  apparatus 
which  generates,  or  contidns,  the 
gas  to  l)e  introduced  into  the  holder 
is  connected  with  the  tube  carrying 
the  cock  a ;  this  cock  is  open.  As 
the  gas  presses  in,  the  water  mounts 
in  the  long  tube,  and  fiows  out  by 
the  siphon  c.  In  order  to  relieve 
the  gas  from  this  pressure  at  the 
beginning,  it  is  only  necessary  to 
suck  a  little  at  c.  The  tube  e  should 
of  course  be  thrust  into  a  sink  of 
drain-pipe. 

To  get  gas  out  of  the  bottle,  thus  charged,  the  cock  a  is  closed,  and 
the  flexible  tube  e  is  lifted  up  and  connected,  as  shown  in  the  figure, 
with  a  bottle  of  water  B  placed  on  a  shelf,  or  stand,  somewhat  above 
the  bottle  A.  When  the  cock  h  is  opened,  the  gas  in  ^  is  pressed  upon 
by  the  weight  of  the  superincumbent  column  of  water,  and  may  there- 
fore be  made  to  issue  at  will  from  the  cock  a.  The  higher  B  is  placed 
above  Ay  the  greater  will  be  the  force  with  which  the  gas  will  issua 
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If  a  moderate  or  easily  regulated  water-pressure  is  at  liand,  supplied 
by  city  water-works  or  a  reservoir  in  the  upper  part  of  the  building, 
the  bottle  B  is  unnecessary^  and  the  flexible  tube  c  may  be  connected 
with  such  a  water-supply  whenever  gas  is  to  be  pressed  out  of  the 
gas-holder  A. 

^aen  larger  quantities  of  gas  are  to  be  stored  for  use,  a  metallic  gas- 
holder^  whose  construction  and  proportions  are  shown  in  Fig.  XV III.,  is 
advantageously  employed.  The  open  cistern 
B  is  supported  over  the  vessel  A  on  two  co- 
lumns 0  0,  and  two  tubes  a  and  ( )  of  these 
tubes  the  first,  a,  reaches  from  the  bottom 
of  B  nearly  to  the  bottom  of  A,  while  the 
second,  h,  starts  from  the  bottom  of  B  and 
just  enters  the  arched  top  of  A  without 
projecting  into  it;  d  is  a  short  large  tube, 
sloping  upwards  and  outwards,  and  capable 
of  being  tightly  closed  with  a  cork  or  caout- 
chouc stopper ;  ^  is  a  glass  gauge  to  show 
the  height  of  the  water  in  the  vessel  A  \  $ 
is  the  discharge-pipe.  To  fill  the  gas-holder 
with  water,  close  d^  open  the  stopcocks  a, 
6,  andV,  and  pour  water  into  the  cistern  B ; 
the  water  entering  A  will  expel  the  air 
through  h  and  e ;  when  the  water,  begins 
to  flow  through  e,  close  that  stopcock  and 
expel  the  rest  of  the  air  through  b.  The 
gas-holder  may  now  be  filled  with  gas  by 
displacing  the  water  in  the  following  manner: — Close  all  the  stop- 
cocks, withdraw  the  cork  or  stopper  from  dy  and  introduce  the  tube  • 
which  delivers  the  gas  through  that  opening.  A  short  piece  of  caout- 
chouc tubing  makes  the  best  end  for  the  gas-delivery-tube ;  but  glass 
tubing  will  answer  the  purpose  if  the  end  be  slightly  bent  upward. 
The  water  flows  out  tktdaa  fisist  as  the  gas  enters,  and  the  gas-holder 
should  therefore  stand  in  a  shallow  metal  tray  provided  with  a  drain- 
pipe. When  the  desired  quantity  of  gas  has  been  introduced,  close  d. 
To  draw  gas  out  of  a  gas-holder  of  this  construction,  the  cistern  B  is 
filled  with  water  and  the  cock  a  is  opened ;  under  the  pressure  thus 
established  the  gas  may  be  drawn  oif  through  e,  or  allowed  to  rise 
through  (  into  bottles  or  bells  filled  with  water  and  held  over  the 
mouth  of  the  tube  (  in  the  cistern  B}  in  this  last  case  B  answers  the 
purpose  of  a  pneumatic  trough. 

This  gas-holder  may  be  cheaply  made  of  zinc ;  any  gas-fitter  can 
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supply  the  necessaiy  stopcockB;  care  must  be  taken  tliat  Uie  glam 
tube  which  constitutes  the  gauge  is  fitted  air-tight  to  the  gaa-holder. 
The  stopcock  e  need  not  end  in  a  screw ;  tubes  may  be  as  well  con- 
nected with  it  by  caoutchouc.  The  available  pressure  under  which 
the  gas  in  the  holder  streams  out  at  e  is  of  course  limited  by  the  ele- 
vation of  B  above  A,  which  must  always  be  moderate.  When  a 
stronger  pressure  is  desirable,  as  in  getting  the  oxyhydrogen  blowpipe- 
flame,  for  example,  a  heavier  water-column  may  be  obtained  by  screw* 
ing  a  tall  tube  with  a  capacious  funnel  on  the  top  of  it  into  the  tabe  a^ 
where  it  opens  into  the  bottom  of  the  cistern  B.  A  piece  of  coznman 
iron  or  copper  gas-pipe  about  a  metre  long,  answers  this  purpose  veiy 
well ;  the  funnel  at  the  top  should  hold  two  or  three  litres,  and  most 
be  kept  full  of  water  from  a  cask  or  tub  provided  with  a  cock  and 
placed  just  above  the  funnel.  Where  a  water-supply,  with  moderate 
pressure,  is  obtainable,  it  may  be  used  to  keep  the  funnel  full,  or  to 
replace  the  funnel  altogether,  if  directly  connected  with  the  tube  a.  A 
gas-holder,  faieasuring  not  more  than  50  cm.  in  total  height,  ia  not  too 
heavy  to  be  portable,  and  during  the  process  of  filling  may  be  placed 
over  a  tub ;  but  a  gas-holder  of  much  larger  proportions  is  better  made 
a  fixture,  and  provided  in  a  permanent  manner  with  drain-pipe  and 
water-supply.  The  gas-holder  thus  described  is  that  which  is  the  most 
generally  useful ;  it  may  be  chai'ged  from  any 
glass  flask,  retort,  or  bottle,  without  any  pres- 
sure being  exerted  upon  the  glass  vessel ;  and 
unused  gas  contained  in  any  sort  of  bell,  buttle, 
or  flask  can  be  very  readily  transferred  to  such 
a  gas-holder  without  waste  and  with  vexy  little 
trouble. 

A  cheaper  gas-holder  may  be  made  on  the 
^lan  of  the  largre  gas-holders,  im properly  called 
gasometers,  used  in  gas-works.  Fig.  XIX.  re- 
presents a  gas-holder  of  this  sort.  Over  a  tank 
of  water,  which  may  be  a  cylinder  of  zinc  as 
shown  in  the  figure,  or  a  headless  pork-  or  oil- 
barrel,  or  any  other  water-tight  tub,  is  ba^^uced 
by  pidleys  and  weights  a  tight  bell  of  zinc,  not 
too  large  for  complete  immersion  in  the  tank. 
The  U-tube,  shown  in  the  figure,  which  may 
be  either  of  lead  or  brass,  serves  both  to  intro- 
duce and  deliver  the  gas.  To  fill*  such  a  gaso- 
meter, open  the  cock,  lift  the' counterbalancing  weight,  and  let  the  bell 
tank  into  the  water;  then  connect  the  vessel  from  which  the  gas  is 


2)EFLAOAATnrO-8P001f«  ^Tn 

deliyered  with  the  tube  of  the  holder,  counterpoise  the  bell,  and  the 
gam  coming  from  the  generator  will  gradually  lift  the  bell  out  of  the 
water.  To  force  the  gas  out  of  the  holder  it  is  only  necessary  to  removo 
the  counterbalancing  weight ;  the  weight  of  the  bell  forces  out  the  gas ; 
and  if  this  pressure  be  not  sufficient,  additional  weights  may  be 
placed  on  the  top  of  the  beU.  Gas-holders  of  this  construction,  unless 
Tery  small,  are  too  heayy,  when  filled  with  water,  to  be  carried  about ; 
but  this  difficulty  may  be  obviated,  when  economy  is  not  specially  to 
be  regarded,  by  placing  within  the  lower  cylinder,  or  tank,  a  second 
air-tight  cylinder  as  a  core,  so  as  to  leave  only  a  narrow  space  between 
the  inner  and  outer  cylinders  for  the  water  into  which  the  upper  bell 
dips.  Elegant,  but  not  cheap,  gas-holders  are  thus  made,  which  are 
convenient  for  some  uses,  but  are  not  so  generally  to  be  recommended 
as  those  of  the  construction  first  described.  The  vessel  from  which  a 
gas-holder  with  counterpoised  bell  is  charged  is  always  subjected  to 
some  pressure,  slight  if  the  pulleys,  cords,  and  weights  are  in  perfect 
order,  but  more  frequently  considerable  on  account  of  the  difficulty  of 
maintaining  such  an  apparatus  in  perfect  condition. 

12.  Deflaffrating-Spoon, — The  little  cup  which  holds  combustible 
material,  to  be  burnt  in  a  bottle  or  jar  of  gas,  is  called  a  deflagrating- 
spoon;  it  may  be  cheaply  made  by  hollowing  a  hemispherical  cup  out 
of  a  cube  of  chalk  about  2  cm.  on  a  side,  and  attaching  a  stout  iron  or 
brass  wire  to  the  chalk,  in  such  a  manner  that  the  cup  will  be  right 
side  up  when  hung  by  the  wire  in  a  jar  of  gas;  the  upper  end  of  this 
wire  diould  be  straight,  that  it  may  be  thrust  through  the  cork  or  piece 
of  wood  which  covers  the  mouth  of  the  bottle  or  jar.  The  piece  of 
chalk  may  be  replaced  by  a  bit  of  the  cylindrical  chalk  crayon  com- 
monly used  with  blackboards.  A  piece  of  crayon  1*5  cm.  in  length 
will  make  a  sufficient  spoon.  A  small  cupel  is  a  convenient  ready-made 
substitute  for  the  chalk  cup.  Brass  defiagrating-spoons  are  also  to  be 
had  of  philosophical-instrument-makers. 

13.  Platinum  Fail  and  Wire. — A  piece  of  platinum  foil  about  8  cm. 
square  is  useful  in  experiments  involving  the  evaporation  of  a  drop  or 
two  of  liquid  and  the  ignition  of  the  residue ;  it  is  an  essential  tool  in 
qualitative  analysis.  The  foil  should  be  at  least  so  thick  that  it  does  not 
crinkle  when  wiped ;  and  it  is  more  economical  to  get  foil  which  is  too 
thick  than  too  thin,  for  it  requires  frequent  cleaning.  A  bit  of  platinum 
wire,  not  thicker  than  a  No.  10  needle,  and  20  cm.  long,  will  last  a  long 
time  with  careful  usage.  No  other  metal,  and  no  mixture  of  substances 
from  which  a  metal  can  be  reduced,  must  ever  be  heated  on  platinum 
foil  or  wire,  for  platinum  forms  alloys  with  other  metals  which  are 
much  more  fusible  than  itself.    If  once  alloyed  with  a  baser  metal,  the 
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platinum  ceases  to  be  applicable  to  its  peculiar  usee.  Plaiinnm  maj 
be  cleaned  by  boiling  it  in  either  nitric  or  chlorhrdrlc  acid,  bj  fusing 
the  add  sulphate  of  sodium  or  potassium  upon  it,  or  by  scouring  it 
with  fine  sand.  Aqua  regia  and  chlorine-water  dissolve  platinum; 
the  sulphides,  cyanides,  and  oxides  of  sodium  and  potassium,  when 
fused  in  platinum  yessels,  slowly  attack  the  metal 

14.  Filtering. — ^Filtration  is  resorted  to  in  order  to  separate  a  finely 
divided  solid  from  a  liquid.  The  filter  may  be  made  of  paper,  doth, 
tow,  cotton,  asbestos,  and  other  substances.  Paper  is  the  substance 
oftenest  used.  A  good  iiltering-paper  must  be  porous  enough  to  filter 
rapidly,  and  yet  sufficiently  close  in  texture  to  retain  the  finest  pow- 
ders ;  aud  it  must  also  be  strong  enough  to  bear,  when  wet,  the  pres- 
sure of  the  liquid  which  must  be  poured  upon  it.  For  delicate  experi- 
ments it  is  also  necessary  that  filtering-paper  should  contain  no  soluble 
salts,  and  but  a  very  small  proportion  of  incombustible  material,  which 
would  remain  as  ash  were  the  filter  to  be  burned.  Filtering-paper 
(which  is  generally  sold  in  sheets)  is  first  cut  into  circles  of  various 
diameters,  adapted  to  the  various  scales  of  operation  pj-  lOL 
and  quantities  of  liquids  to  be  filtered.  To  prepare  a 
filter  for  use,  one  of  these  circles  is  folded  over  on  its 
own  diameter,  and  the  semicircle  thus  obtained  is 
folded  once  upon  itself  into  the  form  of  a  quadrant ; 
the  paper  thus  folded  is  opened  so  that  three  thick- 
nesses shall  come  upon  one  side,  and  one  thickness 
upon  the  other,  as  shown  in  Fig.  XX.;  the  filter  is 
then  placed  in  a  glass  funnel,  the  angle  of  which 
should  be  precisely  that  of  the  opened  paper,  viz.  60^ ; 
after  being  wetted,  it  is  ready  to  receive  the  liquid  to  be  filtered.  The 
paper  may  be  so  folded  as  to  fit  a  funnel  whose  angle  is  more  or  less  than 
60° ;  but  this  is  the  most  advantageous  angle,  and  glass  funnels  should 
be  selected  with  reference  to  their  correctness  in  this  respect. 

Coarse  and  rapid  filtering  can  be  eflTected  with  cloth  bags,  p-  xxi 
also  by  plugging  the  neck  of  a  funnel  loosely  with  tow  or 
cotton.  K  a  very  acid  or  very  caustic  liquid,  which  would 
destroy  paper,  cotton,  tow,  or  wool,  is  to  be  filtered,  the  best 
substances  wherewith  to  plug  the  neck  of  the  funnel  are 
asbestos  and  gun-cotton,  neither  of  which  is  attacked  by 
such  corrosive  liquids. 

The  glass  funnel  which  holds  the  filter  generally  requires 
an  independent  support;  for  it  is  seldom  judicious,  or  pos- 
sible, to  support  the  funnel  directly  upon  the  vessel  which 
receives  iheJUtrate,  as  the  dear  liquid  which  runs  through  the  filter  ii 
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called.  The  iron  stand  may  be  used  for  this  purpose ;  and  wooden 
stands,  of  a  similar  construction,  adapted  expressly  for  holding  funnels, 
are  very  convenient  and  not  expensive.  In  general,  care  should  be 
taken  that  the  lower  end  of  the  funnel  touch  the  side  or  edge  of  the 
vessel  into  which  the  filtrate  descends,  in  order  that  the  liquid  may 
not  fedl  in  drops,  but  run  quietly  down  without  splashing.  Sometimes 
there  is  no  objection  to  thrusting  a  funnel  directly  into  the  neck  of  a 
bottle  or  fiask ;  but  in  this  case  an  ample  exit  for  the  air  in  the  bottle 
must  be  provided  (Fig.  XXL). 

16.  Drying  Gases. — It  is  often  desirable  to  remove  the  aqueous  vapor 
which  is  mixed  with  gases,  collected  over  water  or  prepai'ed  from 
materials  containing  wat(*r.  It  very  seldom  happens  that  a  gas  can  be 
prepared  at  one  operation  in  so  dry  a  ^tate  as  to  contain  no  vapor  of 
water;  this  vapor  must  ordinarily  be  removed  by  a  subsequent  or 
additional  process.  Experience  has  shown  that  some  gases  are  more 
easily  dried  than  others;  thus  air,  hydrogen,  and  common* oxygen  are 
thoroughly  dried  with  great  ease,  but  gaseous  mixtures  which  con- 
tain antozone  only  with  great  dilRculty ;  chlorine  is  three  times  as 
hard  to  dry  as  carbonic  acid.  These  and  similar  facts  must  be  borne 
in  mind  in  constructing  drying-apparatus.  The  common  drying-pro- 
cess depends  upon  bringing  the  moist  gas  into  contact  with  some  liquid 
or  BoUd  which  greedily  and  rapidly  absorbs  aqueous  vapor.  The  three 
substances  most  used  for  this  purpose  are  concentrated  sulphuric  acid, 
chloride  of  calcium,  and  dry  quicklime.  Sulphuric  acid  may  be  used 
in  two  ways :  the  gas  may  be  made  to  bubble  through  a  few  centi- 
metres depth  of  the  liquid  acid,  or  it  may  be  forced  to  pass  through 
the  interstices  of  a  column  of  broken  pumice-stone  w^hich  has  been 
previously  soaked  in  the  acid.  The  latter  method  is  the  most  effectual, 
because  it  secures  a  more  thorough  contact  of  the  gas  with  the  hygro- 
scopic acid  than  is  possible  during 
the  rapid  bubbling  of  the  light  gas 
through  a  shallow  layer  of  the  dense 
liquid.  '  The  column  of  fragments 
of  pumice-stone  may  be  held  in  a 
U-tube,  arranged  like  that  shown 
in  Fig.  XXII. ;  but  the  vertical  cy- 
linder shown  in  the  same  Hgure  is 
better  adapted  for  this  use,  because 
the  acid  as  it  becomes  dilute  from 
absorption  of  moisture,  gradually 
trickles  from  the  pumice-stone,  and 
is  apt  to  collect  in  such  quantity  at 
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the  bottom  of  the  U-tube  as  to  completely  close  the  tabe.   In  prepanoff 
the  upright  cylinder  for  use,  the  portion  below  the  contraction  is  not 
filled  with  pumicorstone ;  it  receives  the  drippings  from  the  pumioe- 
stone  column.    The  gas  to  be  dried  enters  by  the  lower  lateral  opening, 
and  goes  out  at  the  top  of  the  cylinder.    Though  especially  adapted 
to  the  column  of  acid-soaked  pumice-stone,  this  cylinder  may  Teiy 
well  be  used  with  either  of  the  other  drying-agents,  chloride  of  cal- 
cium or  quicklime.    Either  of  the  forms. of  drying-tube  represented  in 
Fig.  XXII.  may  be  employed  with  these  latter  substances ;  in  charging 
the  horizontal  tubes,  bits  of  loose  cotton-wool  should  first  be  placed 
against  the  exit-tube  to  prevent  any  particles  of  the  chloride  of  cal- 
cium, or  quicklime,  from  entering  that  tube ;  pieces  of  the  perfectly 
dry  solid  are  then  introduced  in  such  a  way  that  the  tube  maj  be  com- 
pactly filled  with  fragments  which  leave  room  for  the  gas  to  pass  Tciy 
deviously  between  them,  but  offer  no  direct  channels  through  which 
the  gas  could  find  straight  and  quick  passage.     Quicklime  must  be 
charged  much  more  loosely  than  chloride  of  calcium,  because  of  its 
great  expansion  when  moistened.    Fused  chloride  of  calcium  is  not  so 
well  adapted  for  drying  gases  as  the  unfused  substance.    It  is  not  at 
all  necessary  that  the  fragments  of  chloride  of  calcium,  or  quicklime, 
should  be  of  uniform  size.     When  the  tube  is  nearly  full,  a  plug  of 
loose  cotton  should  be  inserted  before  putting  in  the  cork.   A  chloride- 
of-calcium  tube,  once  filled,  will  often  serve  for  many  experiments; 
whenever  out  of  use,  its  outlets  should  be  covered  with  paper  caps;  or, 
better,  caoutchouc  connectors  may  be  slipped  upon  the  exit-tubes,  and 
bits  of  glass  rod  thrust  into  these  connectors.    The  moisture  of  the  air 
is  thus  kept  from  the  chloride  of  calcium.    The  dimensions  of  drying- 
tubes  are  of  course  very  various ;  the  bulb-tube  shown  in  fig.  XXII. 
is  seldom  used  with  a  greater  length  than  25  cm. ;  when  this  form  of 
tube  is  employed  the  gas  should  invariably  enter  by  the  end  without 
a  cork,  where  the  small  size  of  the  tube  permits  direct  yyttt 

connexion  with  a  common  gas-delivery-tube  by  means      ^^'  ^'^ 
of  a  caoutchouc  connector;  the  other  horizontal  tube,  ^|j    * 
shown  in  the  figure,  may  be  of  any  length ;  but  when-     P^ 
ever  a  great  extent  of  drying-surface  is  necessaxy,U-tubes 
have  the  advantage  of  compactness;  for  many  can  be 
hung  upon  one  short  frame.    The  upright  cylinder  may 
be  from  25  cm.  to  40  cm.  in  height.    A  good  U-tube, 
with  an  addition  which  has  the  merit  of  economizing 
chloride  of  calcium,  is  shown  in  Fig.  XXIIL ;  the  addi- 
tion consists  of  a  short  test-tube,  into  which  the  tube 
by  which  the  gas  comes  in  barely  enters ;  a  quantity  of  water  is  often 
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caught  in  this  test-tube  which  otherwise  would  wet  and  spoil  a  con- 
siderable amount  of  chloride  of  calcium ;  the  little  test-tube  may;  of 
course,  be  taken  out  and  emptied  at  will 

The  choice  between  one  or  other  of  the  three  drying-substances  is 
determined  in  each  special  case  by  the  chemical  relations  of  the  gas  to 
be  dried ;  thus  ammonia-gas,  which  is  absorbed  by  sulphuric  acid  and 
by  chloride  of  calcium,  must  be  dried  by  passing  it  over  quicklime, 
while  sulphurous  acid  gas,  which  would  combine  with  quicklime^  must 
be  dried  by  contact  with  sulphuric  acid. 

Fig.  XXV. 
Rg.  XXIV. 


16.  Spring  Clip  and  Screw  Compressor, — These  are  very  convenient 
substitutes  for  the  ordinary  stopcock,  and  as  such  are  in  constant  use 
in  the  laboratory.  Their  form,  and  the  manner  of  their  use,  will  be 
readily  understood  from  the  figures.  As  glass  stopcocks  are  expensive 
and  fragile,  and  metal  stopcocks  are  usually  out  of  the  question,  be- 
cause so  many  gases  and  liquids  attack  the  common  metals,  these 
excellent  substitutes  are  used  whenever  a  caoutchouc  tube  is  not  inad- 
missible ;  they  cannot  be  used  unless  a  bit  of  elastic  tubing  can  be 
inserted  into  the  apparatus  which  requires  a  cock. 

Another  effective  mode  of  temporarily  stopping  or  partially  closing 
ft  caoutchouc  tube,  is  to  slip  over  the  tube  a  common  brass  ring  of 
about  the  same  diameter  as  that  of  the  tube,  and  then  to  thrust  a 
slightly  conical  plug  of  hard  wood  or  ivory  between  the  ring  and  tho 
flexible  tube.  * 

17.  Water~hat?L — ^It  is  often  necessary  to  evaporate  solutions  at  a 
moderate  temperature  which  can  permanently  be  kept  below  a  certain 
known  limit;  thus,  when  an  aqueous  solution  is  to 
be  quietly  evaporated  without  spirting  or  jumping, 
the  temperature  of  the  solution  must  never  be  suf- 
fered to  rise  above  the  boiling-point  of  water,  nor 
even  quite  to  reach*  this  point.  This  quiet  evapora- 
tion is  best  effected  by  the  use  of  a  water-bath — a 
copper  cup  whose  top  is  made  of  concentric  rings  of 
different  diameters  to  adapt  it  to  dishes  of  various 
size  (Fig.  XXVI.).  This  cup,  two-thu-ds  full  of  water, 
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is  supported  on  the  iron  stand  over  the  lamp,  and  Uie  dish  contain- 
ing the  solution  to  be  evaporated  is  placed  on  that  one  of  the  seyenl 
rings  which  will  permit  the  greater  part  of  the  dish  to  sink  into  the 
copper  cup.  The  steam  rising  firom  the  water  impinges  upon  the 
bottom  of  the  dish,  and  brings  the  liquid  within  it  to  a  tempentore 
which  insures  the  evaporation  of  the  water,  but  will  not  cause  any 
actual  ebullition.  The  water  in  the  copper  cup  must  never  be  allowed 
to  boil  away.  Whenever  a  constant  supply  of  steam  is  at  hand,  as  in 
buildings  warmed  by  steam,  the  copper  cup  above  described  may  be 
converted  into  a  steam-bath  by  attaching  it  to  a  steam-pipe  by  means 
of  a  small  tube  provided  with  a  stopcock. 

A  cheap  but  serviceable  water-bath  may  be  made  from  a  quart 
milk-can,  oil-can,  tea-cannister,  or  any  similarly  shaped  tin  vessel,  bj 
inserting  the  stem  of  a  glass  funnel  into  the  neck  of  the  can  through 
a  well-fitting  cork.  In  this  funnel  the  dish  containing  the  liquor  to 
be  evaporated  rests.  The  can  contains  the  water,  which  is  to  be  kept 
just  boiling.  On  account  of  the  shape  of  the  fonnel,  dishes  of  varioas 
sizes  can  be  used  with  the  same  apparatus. 

The  copper  vessel  first  described  may  be  conveniently  employed 
when  it  is  required  to  expose  substances  to  a  constant  temperature 
higher  than  100°.  For  this  purpose  the  cup  is  filled  with  oil,  wax, 
paraffine,  or  a  solution  of  chloride  of  zinc  or  chloride  of  calcium ;  the 
flask  or  dish  containing  the  substance  to  be  heated  should,  in  this  case, 
be  immersed  in  the  fluid  to  about  two-thirds  of  its  depth ;  a  thermo- 
meter must  be  used  to  indicate  the  temperature  of  such  a  bath.  When 
oil,  wax,  or  paraffine  is  used,  the  temperature  must  not  be  carried  so 
high  as  to  bum  or  decompose  these  organic  matters,  else  a  very  dis- 
gusting vapor  will  be  produced. 

IS.  Iron  Retort, — A  retort,  made  of  iroDi  of  the  form  shown  in 
Fig.  XXVn.,  is  a  convenient  utensil 
in  making  large  quantities  of  oxygen,  *^&*  -^^  >  1I« 

and  in  preparing  illuminating-gas  or 
marsh-giCS.  The  iron  top  is  fitted  to  the 
retort  with  a  ground  joint,  fastened  by  a 
screw-clamp.  When  the  top  is  removed, 
the  whole  inner  surface  of  the  retort  is 
exposed — a  decided  advantage  whei-ever 
the  residue  left  in  the  retort  after  use  is 
Bolid.  A  retort  of  about  800  c.  c  capa- 
city is  amply  large  for  most  uses.  A  small  iron  kettle  makes  a  serviceable 
retort ;  the  lid  must  be  luted  on,  and  the  nose  becomes  the  exi^tube. 

19.  Sdf-regvlating  Oas-generator. — An  apparatus  which  is  alwap 
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ready  to  deliver  a  constant  stream  of  hydrogen;  and  yet  does  not 
generate  the  gas  except  when  it  is  immediately  wanted  for  use,  is  a 
great  convenience  in  an  active  laboratory  or  on  a  lecture-table.    The 
same  remark  applies  to  the  two  gases  sulphydric  acid  and  carbonic 
acid,  which  are  likewise  used  in  considerable  quantities^  and  which  can 
be  conveniently  generated  in  precisely  the 
same  form  of  apparatus  which  is  advan- 
tageous for  hydrogen.     Such  a  generator 
may  be  made  of  divers  dimensions.    The 
following  directions,  with  the  accompany- 
ing figure  (Fig.  XXVIII.),  will  enable  the 
student  to  construct  an  apparatus  of  con- 
Tenient  size.    Procure  a  glass  cylinder  20 
or  25  cm.  in  diameter  and  SO  or  t35  cm. 
high ;  ribbed  candy-jars  are  sometimes  to 
be  had  of  about  this  size ;  procure  also  a 
stout  tubulated  bell  glass  10  or  12  cm. 
wide  and  6  or  7  cm.  shorter  than  the  cy- 
linder. Get  a  basket  of  sheet-lead  7-5  cm. 
deep  and  2*5  cul  narrower  than  the  bell- 
glass,  and  bore  a  number  of  small  holes  in 
the  sides  and  bottom  of  this  basket.    Cast 
a  circular  plate  of  lead  7  m.m.  thick  and  of  a  diameter  4  cm.  larger 
than  that  of  the  glass  cylinder ;  on  what  is  intended  for  its  under  side 
solder  three  equidistant  leaden  strips,  or  a  continuous  ring  of  lead,  to 
keep  the  plate  in  proper  position  as  a  cover  for  the  cylinder.    Fit 
tightly  to  each  end  of  a  good  brass  gas-cock  a  piece  of  brass  tube  8  cm. 
long,  1*5  to  2  cm.  wide,  and  stout  in  metal.    Perforate  the  centre  of 
the  leaden  plate,  so  that  one  of  these  tubes  will  snugly  pass  through 
the  orifice,  and  secure  it  by  solder,  leaving  6  cm.  of  the  tube  project- 
ing below  the  plate.  Attach  to  the  lower  end  of  this  tube  a  stout  hook 
on  which  to  hang  the  leaden  basket.    By  means  of  a  sound  cork  and 
common  sealing-wax,  or  a  cement  made  of  oil  mixed  with  red  and 
white  lead,  fasten  this  tube  into  the  tubulature  of  the  bell  glass  air- 
tight, and  so  firmly  that  the  joint  will  bear  a  weight  of  2  or  3  kilos. 
Hang  the  basket  by  mean^  of  copper  wire  within  the  bell  5  cm.  above 
the  bottom  of  the  latter.    To  the  tube  which  extends  above  the  stop- 
cock attach  by  a  good  cork  the  neck  of  a  tubulated  receiver  of  100  or 
150  c  c  capacity,  the  interior  of  which  has  been  loosely  stuflfed  with 
cotton.    Into  the  second  tubulature  of  the  receiver  fit  tightly  the  de- 
livery-tube carrying  a  caoutchouc  connector ;  into  this  connector  can 
be  fitted  a  tube  adapted  to  convey  the  gas  in  any  desired  direction 
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To  charge  tlie  apparatus,  fill  the  cjlinder  with  dilute  acid  to  within 
10  or  12  cm.  of  the  top,  place  the  zinc,  sulphide  of  iron,  or  marble,  as 
the  case  may  be,  in  the  basket,  hang  the  basket  in  the  bell,  and  put 
the  bell-glass  full  of  air  into  its  place  with  the  stopcock  closed.  On 
opening  the  cock,  the  weight  of  the  acid  expels  the  air  from  the  bell, 
the  acid  comes  in  contact  with  the  solid  in  the  basket,  and  a  steady 
supply  of  gas  is  generated  until  either  the  acid  is  saturated  or  the 
solid  dissolved ;  if  the  cock  be  closed,  the  gas  accumulates  in  the  bell, 
and  pushes  the  acid  below  the  basket  so  that  all  action  ceases.  In 
cold  weather  the  apparatus  must  be  kept  in  a  warm  place.  For  gene- 
rating hydrogen,  sulphuric  acid  diluted  with  four  or  five  parts  of  water 
is  used ;  for  sulphydric  acid,  sulphuric  acid  is  diluted  with  fourteen 
parts  of  water ;  for  carbonic  acid,  chlorhydric  acid  diluted  with  two  or 
three  parts  of  water  is  to  be  preferred. 

2Q.  Glass  Retorts,  Flasks,  Beakers,  Test-tubes  and  Test-glasses. — ^AH 
glass  vessels  which  are  meant  for  use  in  heating  liquids  must  have 
uniformly  thin  bottoms.  Tubulated  retorts  are  much  more  generaUy 
useful  than  those  w;^thout  a  tubulature.  As  retorts  are  expensive  in 
comparison  with  flasks,  they  are  less  used  than  formerly. 

The  neck  of  a  flask  should  have  such  a  form  that  it  can  be  tightly 
closed  by  a  cork,  and  the  lip  must  be  strengthened  to  resist  the  force 
used  in  pressing  in  the  cork,  either  by  a  rim  of  glass  added  on  the 
outside,  or,  better,  by  causing  the  rim  itself  to  flare  outward.  The 
actual  edge  of  the  rim  must  never  be  sharp  or  rough,  but  always  smooth 
and  rounded  by  partial  fusion.  The  thin-bottomed  flasks  in  which 
olive-oil  is  sometimes  imported  from  Italy  are  excellent  for  chemical 
uses ;  their  edges  always  require,  however,  to  be  rounded  in  the  lamp. 
These  Florence  flasks,  which  are  very  much  to  be  recommended  both 
on  the  ground  of  cheapness  and  of  durability,  may  be  cleaned  by 
soaking  them  24  hours  in  a  weak  caustic  lye^  and  then  washing  them 
with  boiling  water. 

Beakers  are  thin  flat-bottomed  tumblers  with  a  slightly  flaring  rim. 
They  are  to  be  bought  in  sets  or  nests  which  sometimes  include  a  large 
range  of  sizes.  The  small  sizes  are  very  useful  vessels ;  the  large  aie 
so  fragile  as  to  be  almost  worthless.  Up  to  the  capacity  of  ahout  a 
litre,  beakers  are  to  be  recommended  for  heating  liquids  whenever  it  is 
an  object  to  have  the  whole  interior  of  the  vessel  readily  accessible. 

Test-tubes  are  little  cylinders  of  thin  glass,  with  round,  thin  bottoms, 
and  lips  slightly  flared.  Their  length  may  be  from  12  cm.  to  IScul, 
and  their  diameter  1  cm.  to  2  cm. ;  they  should  neVer  have  a  dia- 
meter so  large  that  the  open  end  cannot  be  closed  by  the  ball  of  the 
thumb.    To  hold  the  tubes  upright  a  wooden  rack  is  necessaij.    Be- 
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fiides  tlie  TOW  of  holes  to  receiye  a  dozen  test-tubes  bottom  down,  the 
rack  should  have  a  row  of  pegs  on  which  the  test-tubes  rhaj  be  in- 
yerted  when  not  in  use ;  in  this  position  the  water  in  which  thej  are 
rinsed  drains  off,  and  dust  cannot  be  deposited  within  the  tubes.  Test- 
tubes  are  much  used  for  heating  small  quantities  of  liquid  over  the  gas- 
or  spirit-lamp  ;  they  may  generally  be  held  by  the  upper  end  in  the 
fingers  without  inconyenience,  but  if  a  liquid  is  to  be  boiled  for  some 
minutes  in  a  test-tube,  the  tube  must  be  held  in  wooden  nippers,  or  in 
a  strip  of  thick  folded  paper,  nipped  round  the  tube  and  grasped  be- 
tween the  thimib  and  fore  finger  just  outside  the  tube.  The  wooden 
nippers  above  mentioned  are  made  of  two  bits  of  wood  about  30  chl 
long  hinged  together  at  the  back,  and  at  once  connected  and  kept  apart 
by  a  sliding  steel  or  brass  spring,  somewhat  like  those  used  on  certain 
pruning-shears  and  some  kinds  of  steel  nippers.  When  a  liquid  is 
boiling  actively  in  a  test-tube,  it  sometimes  happens  that  portions  of 
the  hot  liquid  are  projected  out  of  the  tube  with  some  force;  the 
operator  should  therefore  hold  the  tube  in  an  inclined  position,  rolling 
it  to  a  slight  extent  between  the  thumb  and  fore  finger  in  order  that 
all  sides  of  the  tube  may  be  equally  exposed  to  the  flame ;  while  thus 
using  the  tube,  he  should  be  careful  not  to  direct  it  either  towards 
himself  or  towards  any  other  person  in  his  neighbourhood.  Test-tubes 
are  cleaned  by  the  aid  of  cylindrical  brushes  made  of  bristles  caught 
between  twisted  wires,  like  those  used  for  cleaning  lamp-chimneys : 
they  should  have  a  round  end  of  bristles. 

Two  precautions  are  invariably  to  be  observed  in  heating  glass  and 
porcelain  vessels  of  whatever  form  :  first,  the  outside  of  the  vessel  to 
be  heated  must  be  made  perfectly  dry ;  secondly,  the  temperature  must 
not  be  raised  too  rapidly.  When  a  large  flask  or  beaker  containing  a 
cold  liquid  is  first  warmed  over  a  lamp,  moisture  almost  invariably 
condenses  upon  the  bottom  of  the  vessel :  this  moisture  should  be 
wiped  off  with  a  cloth. 

Stout  conical  glasses  with  strong  stems  and  feet  are  convenient 
for  many  uses  not  involving  the  application  of  heat  They  are  called 
test-glasses,  and  may  be  had  of  various  shapes  and  sizes.  It  is  obvious 
that  cheap  wine-  or  beer-glasses  and  common  jelly-tumblers  would 
answer  the  purposes  which  these  test-glasses  serve. 

21.  Meamrmg-gJasses  cmd  Burettes, — Measuring-glasses,  divided  into 
cubic  centimetres,  are  made  in  the  cylindrical  form,  and  also  in  the 
flaring  shape  common  in  druggists'  measuring-glasses ;  the  cylindrical 
form  is  to  be  preferred.  Such  a  glass  of  260  c.  c,  or  better  of  600 
c.  c.  eapacity,  is  a  veiy  useful  implem&nt ;  a  flask  holding  just  one 
liti'e  when  filled  to  a  mark  upon  its  neck  is  also  convenient.    Smaller 
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quantities  of  liquid  are  measured  with  burettes.    Mohr's  burette  is 
the  most  generally  useful  of  all  forms  of  this  instru-      j^o-.  YYTX. 
ment  (see  Fig.  XXIX.,  the  right-hand  instrument) ; 
it  is  a  graduated  tube  drawn  to  a  small  bore  at  the 
bottom ;  a  caoutchouc  connector  is  slipped  upon  the 
bottom  of  the  tube,  a  short  bit  of  tube  drawn  to  a 
line  point  is  thrust  into  the  lower  end  of  the  con- 
nector;  and  a  spring  clip  nips  the  connector  between 
the  two  glass  tubes.    The  spring  clip  closes  the  bot- 
tom of  the  burette,  but  it  can  of  course  be  opened 
at  will  to  permit  the  liquid  in  the  burette  to  flow  or 
drop  out.    The  caoutchouc  affects  injuHously  some 
of  the  liquids  which  are  used  in  burettes ;  so  that  this 
common  form  of  Mohr's  burette  is  not  always  appli- 
cable.   To  avoid  this  difficulty  the  instrument  may 
be  made  with  a  glass  cock,  but  if.  then  rather  costly. 
Gay-Lussac's  burette  is  available  whenever  the  caoutchouc  in  Mohr*9 
burette  is  objectionable.    The  construction  of  Qay-Lussac's  burette  is 
plainly  to  be  seen  in  the  figure  (see  Fig.  XXIX.,  the  left-hand  instru- 
ment); a  narrow  tube  runs  up  beside  the  large  graduated  tube  to  the  top 
of  the  latter,  and  the  liquid  can  be  poured  out  in  drops  by  gently  in- 
clining the  instrument.    Its  fragility  is  a  serious  objection  to  this  form 
of  burette  ;  the  danger  of  breaking  off  the  small  tube  is  lessened,  if  a 
small  piece  of  cork  be  inserted  between  the  two  tubes  at  the  top,  and 
a  string  tied  round  them  both.    A  wooden  foot  in  which  it  may  stand 
upright  upon  a  table  is  a  convenient  addition  to  Gay-Lussac*s  burette. 
Mohr's  burette  must  be  held  upright  in  a  suitable  screw  clamp,  or 
be  fastened  on  to  a  wooden  frame  in  such  a  manner  that  the  tube  shall 
be  vertical,  firm,  and  at  the  same  time  easily  detached.  The  fineness  of 
measurement  may  be  increased,  without  impairing  the  distinctness  of  the 
scale,  by  reducing  the  bore  of  the  burette.    For  delicate  work,  burettes 
divided  into  tenths  of  a  cubic  centimetre  are  employed.    The  way  in 
which  the  reading^off  is  elTected  is  a  matter  of  importance  in  using  a 
burette ;  it  is  essential,  1st,  that  the  burette  should  be  vertical ;  2nd, 
that  the  eye  should  be  brought  to  a  level  with  the  surface  of  the  fluid ; 
8rd,  that  a  fixed  standard  should  be  adopt-ed  of  what  is  to  be  consi- 
dered the  surface.    If  a  burette,  partly  filled  with  a  liquid,  be  held 
between  the  eye  and  a  white  wall,  the  surface  of  the  liquid  presents 
a  light  line  which  is  nearly  level,  and  just  below  this  line  a  second 
line,  which  is  dark  and  curved  with  the  convexitv  downward.    If  a 
sheet  of  white  paper  be  held  immediately  behind  the  tube,  these  two 
lines,  though  somewhat  altexed  in  appearance,  are  still  distinctly 
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▼isible.  They  may  be  made  sAill  more  distinct  by  uaing  instead  of 
white  paper  a  card  half  white,  half  black,  with  a  straight  dividing  line 
between  the  two  colors.  On  holding  this  card  with  the  white  half 
uppermost,  and  the  border  line  between  white  and  black  from  2  to  3 
nLm.  below  the  lowest  visible  dark  line^  two  zones  are  brought  out, 
a  light  zone  and  a  dark  zone,  and  the  lower  limit  of  the  darli;  zone  is 
made  veiy  distinct.  Care  must  be  taken  to  hold  the  card  invariably 
in  the  same  relative  position,  since,  if  it  be  held  lower  down,  the  lower 
border  of  the  dark  zone  will  move  higher  up.  In  practice  the  lower 
border  of  the  dark  zone  is  read  off  as  the  surface  of  the  liquid,  this 
being  the  most  distinctly  marked  line.  There  is  one  exception  to  this 
rule ;  when  an  opaque  solution  of  permanganate  of  potassium  is  to  be 
measured  in  Gay-Lussac*s  burette,  the  upper  border  of  the  dark  zone 
must  be  held  to  be  the  surface  of  the  liquid ;  in  this  case  it  is  best  to 
place  the  burette  against  a  white  background. 

The  zero  of  the  graduated  scale  on  a  burette  is  always  near  the  top 
of  the  tube.  In  order  to  fill  Mohr^s  burette,  the  point  of  the  instru- 
ment is  dipped  into  the  liquid,  the  spring  clip  opened,  and  a  little  liquid, 
sufficient  at  least  to  reach  into  the  burette  tube,  is  sucked  up  by  ap- 
plying the  mouth  to  the  upper  end ;  the  spring  dip  is  then  closed,  and 
the  liquid  poured  into  the  burette  through  the  upper  end  until  it  has 
risen  a  little  above  the  zero-line.  By  opening  the  spring  clip,  the 
liquid  is  then  allowed  to  drop  out  until  the  exact  level  of  the  zero-line 
18  reached.  The  instrument  is  then  ready  for  use.  When  a  quantity 
of  liquid  has  been  allowed  to  flow  out  of  a  burette  thus  filled,  and  the 
operator  desires  to  read  off^the  amount  used,  he  must  wait  a  few 
moments  to  give  the  particles  of  fluid  adhering  to  the  sides  of  the 
emptied  portion  of  the  tube  time  to  run  down.  This  remark  applies 
to  all  forms  of  burette.  Erdmann's  swimmer  is  an  excellent  addition 
to  Mohr's  burette.  It  is  a  cylindrical  glass  float  of  such  a  width  as 
nearly  to  fill  the  burette,  but  yet  so  loosely  as  to  float  Rfr.XXX. 
fireely  up  and  down  with  the  liquor.  To  set  the  instrument 
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at  zero  a  ring  cut  round  the  swimmer  is  brought  to  coin- 
cide with  the  line  0  engraved  on  the  burette.  The  abso- 
lute height  of  the  liquor  in  the  burette  is  to  be  disregarded. 
In  order  to  read  the  height  of  the  liquor  in  the  burette  at 
any  time,  it  is  only  necessaiy  to  note  that  line  on  the  scale 
with  which  the  mark  cut  round  the  float  coincides. 

22.  JPipettea, — ^Pipettes  are  tubes  drawn  to  a  point,  and 
sometimes  furnished  with  a  bulb  or  a  cylindrical  enlarge- 
ment   They  are  chiefly  used  to  suck  small  quantities  of  fluid  out  of 
a  Tossel  without  disturbing  the  bulk  of  the  liquid.    Figure  XXX.  re- 
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preaents  three  forms  of  pipette ;  the  form  with  the  lower  end  beot 
upwards  is  used  to  introduce  liquids  into  a  hell  or  hottle  of  gas  stand- 
ing over  mercury.  Pipettes  graduated  into  cuhic  centimetres,  or  holding 
a  certain  numher  of  cuhic  centimetres  when  filled  to  a  mark  on  the 
stem,  are  often  conyenient 

23.  Waah'boUle. — ^A  wash- bottle  is  a  flask  with  a  unifonnlj  thin 
hottom,  closed  with  a  sound  cork  or  caoutchouc  stopper,  tJutmgii 
which  pass  two  glass  tuhes  as  shown  in  fig.  XXXL    The  enter 
end  of  the  longer  tuhe  is  drawn  to  a  moderately     p.. 
fine  point.      A  short  hend  near  the  hottom  of  this         ^' 
longer  tube  in  the  same  plane  and  direction  as  the 
upper  bend  is  of  some  use,  because  it  enables  the 
operator  to  empty  the  flask  more  completely  by  inclin- 
ing it    By  blowing  into  the  short  tube,  a  stream  of 
water  will  be  driyen  out  of  tlie  long  tuhe  with  cond- 
derahle  force.    This  force  with  which  the  stream  is 
projected  adapts  the  apparatus  to  removing  precipitates 
from  the  sides  of  vessels  as  well  as  to  washing  them  on 
filters.    For  use  in  analytical  operations,  it  is  often 
convenient  to  attach  a  caoutchouc  tube  12  or  15  cm. 
long  to  the  tube  through  which  air  is  blown;   this 
flexible  tuhe  should  be  provided  with  a  glass  mouthpiece  ahoat  8  am. 
long.     As  the  wash-bottle  is  often  filled  with  hot  or  even  boiling 
water,  it  may  be  improved  by  hinding  about  its  neck  a  ring  of  cork,  or 
winding  closely  round  the  neck  a  smooth  cord.  It  may  then  he  HmmI]^ 
without  inconvenience  when  hot. 

24.  Porcelain  Dishes  and  Crucibles. — Open  dishes  which  will  hear 
heat  without  cracking  are  necessary  implements  in  the  lahoratonr  for 
conducting  the  evaporation  of  liquids.  The  best  evaporating-dishes 
are  those  made  of  Berlin  porcelain,  glazed  hoth  inside  and  out,  and 
provided  with  a  little  lip  projecting  heyond  the  lim.  The  dishes  made 
of  Meissen  porcelain  are  not  glazed  on  the  outside,  and  are  not  so 
durahle  as  those  of  Berlin  manufacture ;  but  they  are  much  cheaper, 
and  with  proper  care  last  a  long  time.  The  small  Berlin  dishes  will 
generally  hear  an  evaporation  to  dryness  on  the  wire  gauze  over  the 
open  flame  of  the  gas-lamp ;  the  Meissen  dishes  do  not  so  well  endure 
this  severe  treatment.  Evaporating-dishes  are  made  of  all  diameters, 
from  3  cm.  to  45  cm. ;  they  should  be  ordered  by  specifying  the  dia- 
meter desired.  The  large  sizes  are  expensive,  and  not  very  durable; 
they  should  never  be  used  except  on  a  sand-bath.  Dishes  of  Gennan 
earthenware  are  as  good  as  porcelain  for  many  uses,  and  are  much  to 
he  recommended  in  place  of  the  large  sizes  of  porcelain  dishes. 
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Very  thin^  highly  glazed  porcelain  crucibles  with  glazed  covers  are 
made  both  at  Berlin  and  at  Meissen  near  Dresden ;  they  are  indispen- 
sable implements  to  the  chemist.  In  general,  the  Meissen  crucibles  are 
thinner  than  the  Berlin,  but  the  Berlin  crucibles  are  somewhat  less 
liable  to  crack ;  both  kinds  are  glazed  inside  and  out,  except  on  the 
outside  ot  the  bottom.  Crucibles  should  be  ordered  by  specifying  the 
diameters  of  the  sizes  desired ;  they  are  to  be  had  of  nearly  a  dozen 
difierent,  sizes,  with  diameters  varying  from  2  cm.  to  0  cm.  The 
smallest  and  largest  sizes  are  little  used ;  for  most  purposes  the  best 
sizes  are  those  between  3  cm.  and  6  cm.  in  diameter.  As  the  covers 
are  much  less  liable  to  be  broken  than  the  crucibles,  it  is  advantageous 
to  buy  more  crucibles  than  covers,  whenever  it  is  possible  so  to  do. 
Porcelain  crucibles  are  supported  over  the  lamp  on  an  iron-wire  tri- 
angle ;  they  must  always  be  gradually  heated,  and  never  brought  sud- 
denly into  contact  with  any  cold  substance  while  they  are  hot. 

26.  Rinffs  to  mpport  rowtd-bottomed  veaseb. — It  is  often  necessary  to 
support  globes,  round-bottomed  flasks,  evaporating-dishes,  and  round 
receivers  in  a  stable  manner  upon  the  table  or  other  flat  surface.  For 
this  purpose  rings  are  used  made  of  braided  straw,  or  of  straw  wound 
about  a  core  of  straw,  or  of  tin  wound  with  listing  or  coarse  woollen 
cloth.  The  material  of  which  these  rings  are  made,  or  with  which 
they  are  covered,  ought  to  be  a  substance  which  does  not  conduct  heat 
well,  because  one  of  the  chief  uses  of  these  rings  is  to  receive  hot 
vessels  just  removed  from  the  lamp  or  sand-bath.  A  hot  flask  or 
dish  would  almost  certainly  be  broken,  if  it  were  placed  upon  the  cold 
surface  of  a  good  conductor  of  heat.  The  student  must  never  touch 
a  hot  vessel  with  cold  water,  or  bring  it  into  sudden  contact  with  a 
surface  of  marble,  iron,  copper,  or  other  conductor  of  heat.     • 

26.  Crucibles. — For  use  in  a  coal  fire  there  are  three  good  kinds  of 
crucibles,  each  of  which  has  its  own  merits  which  recommend  it  for 
certain  purposes.  The  Hessian  crucibles  are  sold  in  nests  containing 
from  3  to  10  crucibles ;  there  are  10  sizes,  which  vary  from  3  to  26 
cm.  in  height  They  generally  have  a  triangular  form,  and  will  with- 
stand a  very  high  temperature,  if  they  are  wanned  before  being  put 
in  the  fire.  They  are  not  sold  with  covers ;  but  covers  may  be  bought 
separately,  or  a  triangular  piece  of  soapstone  may  be  very  conveniently 
used  as  a  cover  for  these  crucibles.  Hessian  crucibles  are  cheaper 
than  any  other  kind,  and  are  therefore  the  most  used.  The  French 
crucibles,  called  Beaufay  crucibles,  are  admirable,  but  too  dear  for 
common  use.  They  have  a  tall,  narrow  form,  a  smooth  surface,  and  a 
small  lip ;  covers  for  the  crucibles  are  sold  separately.  The  crucibles 
are  sold,  not  in  nests,  but  singly  \  there  are  22  sizes,  which  vary  from 
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4  to  40  cm.  in  height  Thej  are  highly  refractoiy.  Plumliago  cni- 
cibles  are  used  for  the  fusion  of  the  most  refractory  metals — gold,  silTcr, 
copper,  brass,  steel,  iron,  and  so  forth ;  they  resist  better  than  any 
other  crucibles  the  combined  action  of  a  very  high  temperature  and  a 
strong  flux ;  and  as  they  are  not  liable  to  crack,  they  maj  often  be 
used  many  times  without  risk.  Their  first  cost  is  higher  than  that 
of  any  other  crucibles.  Crucibles  are  mainly  used  for  the  fusion  and 
reduction  of  metals;  but  there  are  also  many  chemical  compounds 
which  can  only  be  prepared  at  the  yeiy  high  temperatures  which  by  the 
use  of  crucibles  we  are  able  to  command.  Although  crucibles  often 
withstand  the  most  sudden  changes  of  temperature,  it  is  nevertheless 
expedient  aa  a  general  rule  to  heat  up  a  crucible  gradually,  and  to  pre- 
Tiously  warm  a  charge  which  is  to  be  placed  in  a  crucible  already  hot.  If 
a  cold  crucible  is  to  be  introduced  into  a  fire,  it  should  first  be  placed  in 
the  least  hot  part  of  the  fire  and  gradually  brought  into  the  hottest  part. 

37.   Tangs   and   Pmcers, — ^Hot  j^^  XICXU, 

cmciblee  are  handled  by  means 
of  tongs  of  yarious  shapes  and 
sues,  according  to  the  weight  and 
nature  of  the  yessels  to  be  lifted. 
Fig.  XXXn.  represents  two  good 
forms  of  stout  iron  tongs  for  lifting 
large  crucibles  out  of  a  coal  fixe.  The  manner  of  using  them  is  readily 
understood  from  the  figure. 

Small  porcelain  crucibles  are  handled,  when      fig.  XXXIIL 
hot^  by  means  of  small  steel  or  iron  tongs,  such 
as  are  represented  in  Fig.  XXXni. 

Small  steel  pincers  (jewellers*  tweezers)  are 
applied  in  the  laboratory  to  a  great  variety  of  uses. 

28.  Mortars, — Iron,  porcelain,  and  agate  mortars  are  used  by  ehe- 
mists  to  reduce  solids  to  powder.  An  iron  mortar  is  useful  for  coarse 
work,  and  for  efiecting  the  first  rough  breaking  up  of  substances  which 
aie  subsequently  powdered  in  the  porcelain  or  agate  mortar.  If  there 
be  any  risk  of  fragments  being  thrown  out  of  the  mortar,  it  should  be 
covered  with  a  cloth  or  piece  of  stiff  paper,  haying  a  hole  in  the 
middle  through  which  the  pesUe  may  be  passed.  Pieces  of  stone, 
minerals,  and  lumps  of  brittle  metals  may  be  safely  broken  into  frag- 
ments suitable  for  the  mortar  by  wrapping  them  in  strong  paper, 
laying  them  so  enclosed  upon  an  anyil,  and  striking  them  with  a  heavy 
hammer.  The  paper  envelope  retains  the  broken  particles  which 
might  otherwise  fly  about  in  a  dangerous  manner  and  be  lost. 

The  best  porcelain  mortars  are  those  known  by  the  name  of  Wedge- 
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wood-ware ;  but  there  are  many  cheaper  sahstitutes.  Porcelain  mor- 
tars will  not  bear  sharp  and  heavy  blows ;  they  are  intended  rather  for 
grinding  and  trituration  than  for  hammering ;  the  pestle  may  either  be 
formed  of  one  piece  of  porcelain,  or  a  piece  of  porcelain  cemented  to  a 
wooden  handle ;  the  latter  is  the  less  desirable  form  of  pestle.  Un- 
glazed  porcelain  mortars  are  to  be  prefeired.  In  selecting  mortars,  the 
following  points  should  be  attended  to : — 1st,  the  mortar  should  not  be 
porous ',  it  ought  not  to  absorb  strong  acids  or  any  colored  fluid,  even 
if  such  liquids  be  allowed  to  stand  for  hours  in  the  mortar ;  2nd,  it 
should  be  very  hard,  and  its  pestle  should  be  of  the  same  hardness ; 
8rd,  it  should  be  sound ;  4th,  it  should  have  a  lip  for  the  convenience 
of  pouring  out  liquids  and  fine  powders.  As  a  rule,  porcelain  mortajw 
wiU  not  endure  sudden  changes  of  temperature.  They  may  be  cleaned 
by  rubbing  in  them  a  little  sand  soaked  in  nitric  or  sulphuric  acid|  or, 
if  acids  are  not  appropriate,  in  caustic  soda. 

Agate  mortars  are  only  intended  for  trituration ;  a  blow  would  break 
them.  They  are  exceedingly  hard,  and  impermeable.  The  material  is 
so  precious  and  so  hard  to  work,  that  agate  mortars  are  always  smalL 
The  pestles  are  generally  inconveniently  short, — a  difficulty  which  may 
be  remedied  by  fitting  the  agate  pestle  into  a  wooden  handle. 

In  all  grinding-operations  in  mortars,  whether  of  porcelain  or  agatoy 
it  is  expedient  to  put  only  a  small  quantity  of  the  substance  to  be 
powdere4  into  the  mortar  at  once.  The  operation  of  powdering  will 
be  facilitated  by  sifting  the  matter  as  fast  as  it  is  powdered,  returning 
to  the  mortar  the  particles  which  are  too  large  to  pass  through  the 
meve. 

29.  SpatuUB. — ^For  transfening  substances  in  powder,  or  in  small 
grains  or  crystals,  from  one  vessel  to  another,  spatulas  and  scoops 
made  of  horn  or  bone  are  convenient  tools.  A  coarse  bone  paper- 
knife  makes  a  good  spatula  for  laboratory  use.  Cards  free  from  glaie 
and  enamel  are  excellent  substitutes  for  spatulas. 

80.  Thermameten, — ^Thermometers  intended  for  chemical  use  must 
have  no  metal,  and  no  wood  or  other  organic  material  upon  their  outer 
surfaces ;  their  external  surfaces  must  be  wholly  of  glass.  The  best 
thermometers  are  straight  glass  tubes,  of  uniform  diameter,  with  cy- 
lindrical instead  of  spherical  bulbs,  and  having  the  scale  engraved  upon 
the  glass ;  such  instruments  can  be  passed  tightly  through  a  cork,  and 
are  free  from  many  liabilities  to  error  to  which  thermometers  with  paper 
or  metal  scales  are  always  exposed.  A  cheaper  kind  of  thermometer, 
having  a  paper  or,  better,  enamel  scale  enclosed  in  a  glass  envelope,  will 
answer  for  most  experiments. 

81.  Fwmace9. — ^For  all  common  fusions,  an  antJuracite  or  coke  fin 
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in  an  ordixuuy  cylinder  stove  will  suffice.  The  chafing^-disliy  or  open 
portable  stove^  such  as  is  used  by  plumbers  for  example,  ia  very  cob- 
Tenient  for  operations  which  require  less  heat  The  day  bucket*  used 
aa  open  fumaoea  are  better  than  the  iron  ones,  because  th^  hold  the 
heat  better. 

Charcoal  is  the  fiiel  used  in  these  open  fires.  A  very  useful  aocam- 
paniment  to  these  portable  furnaces  is  a  piece  of  straight  stove-pipe^ 
about  60  cm.  long  and  10  cm.  wide,  and  fiaring  out  below  like  a  fun- 
nel until  it  is  wide  enough  to  cover  the  top  of  the  furnace.  This  ood- 
trivance  powerfully  increases  the  draught,  and  is  used  to  urge  the  fin 
during  kindling,  or  to  intensify  it  while  a  fusion  is  in  progress.  With 
a  ftimace  of  this  description  tiiere  is  no  difficulfy  in  keepng  a  amall 
fBRwiUie  white-hot  for  a  abort  time. 


THE  METRIOAL  SYSTEM  OF  WEIGHTS  AND  MEASnRE& 

The  metrical  system,  employed  in  the  affairs  of  every-day  life  by 
moat  of  the  nations  of  continental  Europe  and  by  scientific  writen 
throughout  the  worlds  is  based  upon  a  fundamental  unit  or  measure 
of  length,  called  a  fnetre.  This  metre  is  defined  as  the  40-millionth 
part  of  the  circumference  of  the  earth,  or,  in  other  words,  of  a  ^great 
eirde''  or  meridian;  its  length  was  originally  determined  by  actual 
measurement  of  a  considerable  arc  of  a  meridian ;  but  the  various  mea- 
asrements  heretofore  made  of  the  length  of  the  earth's  meridian  difler 
dightly  from  each  other^  and  it  is  to  be  expected,  and  indeed  hoped, 
that  the  steady  improvements  of  methods  and  instruments  will  make 
each  successive  determination  of  the  length  of  the  meridian  better 
than,  and  therefore  difierent  from,  the  preceding.  It  is  therefore 
necessary  to  define  the  standard  of  length,  by  legislation,  to  be  a  certain 
rod  of  metal,  deposited  in  a  certain  place  under  spedfied  guaranties, 
and  to  secure  the  uniformity  and  permanence  of  the  standard  by  the 
mnltiplication  of  exact  copies  in  safe  places  of  deposit 

From  this  single  quantity,  the  metre,  all  other  measures  are  ded- 
mally  derived.  Multiplied  or  divided  by  10, 100, 1000,  and  so  forth, 
the  metre  supplies  all  needed  linear  measures,  and  the  square  metre 
and  cubic  metre,  with  their  decimal  multiples,  supply  all  needed 
measures  of  area  or  surface  on  the  one  hand,  and  of  solidity  or  capa- 
dty  on  the  other. 

IVom  the  unit  of  measure  to  the  unit  of  weight  the  transition  is 
admirably  simple  and  convenient  The  cube  of  the  l^hundredth  of  the 
linear  metze  is,  of  coorsei  the  millionth  of  the  cubic  metre ;  ita  bulk  is 
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about  tliat  of  a  large  die  of  the  common  back-gammon  board.  This 
little  cube  of  pure  water  ia  the  umversal  unit  of  weight,  a  gramtntj 
which,  decimally  multiplied  and  divided,  is  made  to  express  all  weights 
The  numbers  expressing  all  weights,  from  the  least  to  the  greatest^ 
find  direct  expression  in  the  decimal  notation ;  the  weights  used  id 
different  trades  only  differ  from  each  other  in  being  different  decimal 
multiples  of  the  same  fundamental  unit;  and  in  comparing  together 
weights  and  Tolumes,  none  but  easy  decimal  computations  are  ever 
necessary. 

The  nomenclature  of  the  metrical  system  is  extremely  nmple ;  one 
general  principle  applies  to  each  of  the  following  tables.  The  Qreek 
prefixes  for  10. 100,  and  1000,  vis.  deca,  hecto,  and  kilo,  are  used  to 
signify  multiplication,  while  the  Latin  prefixes  for  10. 100,  and  1000, 
▼iz.  ded,  centi,  and  mill!,  are  employed  to  express  subdivision.  Of  the 
names  thus  systematically  derived  from  that  of  the  unit  in  each  table, 
many  are  not  often  used ;  the  names  in  common  use  are  those  printed 
in  nnall  capitals.  Thus,  in  the  table  for  linear  measure,  only  the 
metre,  kilometre,  centimetre,  and  millimetre  are  in  common  use, — 
the  first  for  such  purposes  as  the  English  yard  subserves,  the  second 
instead  of  the  English  mile,  the  third  and  fourth  in  lieu  of  the  fractions 
of  the  English  foot  and  inch. 

UKEAB  VEABUBJB. 

Metre. 

r  Mtllihxtrb  b  0*001  or  1 1000th  of  a  metre. 

Divisions...  •(  Crktimethb  ss  0*01    or  1 100th   of  a  metre. 

I  Decimetre  ss  0*1     or  UOth     of  a  metre. 

Unit ..Metre  =s  1- 

{Decametre  s:  10* 

Hec^ometare  «  100" 

KiLOHnaa  cs  1,000- 

8VBFACE  MEABUBB. 

f  Millimetre  square  s  0*000,001  of  a  metre  squsm. 

Divisions...  \  Centimetre  square  ss  0*000,1      of  a  metre  square. 

[  Decimetre  square  ss  001           of  a  metre  square. 

Unit MsTRSSQUAaa  ss  1*              metre  square. 

CX7BI0  MBASXTBB. 

Cubic  Metre. 

r  Cubio  Millimetre  m  0000,000,001 


I. . .  •{  Cubic  Centimetre  m  0*000,001 

I  Cubic  Decimetre  ss  0*001 

Unit Cubic  Metrb  m  1* 

t  Cubic  Decametre  k  LOOO* 

Cubic  Hectometre  ss  LOOOOOO* 

Cubio  Kilometre  s  1,000,000,000- 

2i2 
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The  table  for  land-measure  we  omit^  as  having  no  connexion  with 
our  subject.  For  the  measurement  of  wine,  beer^  oil,  grain,  and  simi- 
lar wet  and  dry  substances,  a  smaller  unit  than  the  cubic  metre  is 
desirable.  The  cubic  decimetre  has  been  selected  as  a  special  standard 
of  capacity  for  the  measurement  of  substances  such  as  are  bought  and 
•old  by  the  English  wet  and  dry  measures.  The  cubic  decimetre  tliiit 
used  is  called  a  litre, 

CAPACITY  MSASURB. 

Litres.  Cubic  Metre. 

r  Millilitre  -  0  001  »  0*000,001  -  1  ouUo  oentimelzau 

DiTision8...i  Centilitre  -  0-01  »  0*000.01 

I  Decilitre  -  0-1  -  0<K)0,1 

TTnit LiTRV  >■  1'  «  0*001         b  1  euhifi  dedmetzvu 

r  Decalitre  -  10*  -  001 

Multiples . .  \  HscTOLiTaB  »  100'  »  O'l 

[  Kilolitre  »  1,000*  -  1*              -  1  eubie  metre. 

The  table  of  weights  bears  an  intimate  relation  to  this  table  of 
capacity.  As  already  mentioned,  the  weight  of  that  die-si^ed  cube,  a 
cubic  centimetre  or  millilitre  of  distilled  water  (taken  at  4%  its  point  of 
greatest  density)  constitutes  the  metrical  unit  of  weight.  This  weight 
is  called  a  gramme.  From  the  very  definition  of  th6  gramme,  and  firom 
the  table  of  capacity-measure,  it  is  clear  that  a  litre  of  distilled  water 
at  4**  will  weigh  1000  grammes. 

WEIGHTS. 
GframmeSk 

tMlLLIOHAMMB  »  0*001 

Ckktigrahiib  ■■  O'Ol 

Decigrammb  «■  O'l 

Unit Grammb  >■  1*     «■  1  eubie  centimetTC  of  wster  at  ^. 

r  Decagramme  ■■  10* 

Multiples..]  Hectogramme  »  100- 

[  Kilogramme  a  1,000*     ■■  1  cubic  decimetre  of  water  at  4^ 

The  simplicity  and  directness  of  the  relations  between  weights  and 
Tolumes  in  the  metrical  system  can  now  be  more  fully  explained. 
The  chemist  ordinarily  uses  the  gramme  as  his  unit-weight,  and  for 
his  unit  of  volume  a  cubic  centimetre,  which  is  the  bulk  of  a  gnunme 
of  water.  For  coarser  work,  the  kilogramme  becomes  the  unit  of 
weight,  and  the  corresponding  unit  of  measure  is  the  litre,  which  is 
the  bulk  of  a  kilogramme  of  water.  In  commercial  dealings,  in  ma- 
nufacturing-processes, and,  above  all^  in  scientific  investigations,  these 
simple  relations  between  weights  and  measures  have  been  found  to  be 
an  inestimable  advantage.  The  numerical  expressions  for  metxical 
weights  and  measures  may  always  be  read  as  decimals.    Thus  5*136 
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metres  will  be  read  flyd  metres  and  one  hundred  and  twenty-six  thou- 
sandths, and  not  five  metres,  one  decimetre,  two  centimetres,  and  six 
millimetres.  The  expression  10*6  grammes  is  read  ten  and  iive-tenths 
grammes ;  just  as  we  saj  one  hundred  and  five  dollars,  not  ten  eagles 
and  five  dollars ;  or  sixty-five  cents,  not  six  dimes  and  five  cents.  All 
computations  under  the  metiical  system  are  made  with  decimals  alone. 
The  abbreviations  commonly  met  with  in  chemical  literature  are : — 

m.m.  for  millimetre ;  cm.  for  centimetre ; 

m.  for  metre ;  c  a  for  cubic  centimetre ; 

grm.  for  gramme ;  kilo,  for  kilogramme. 

The  use  of  the  metrical  system  of  weights  and  measures  in  the 
arts  and  trades  has  been  legalized  both  in  the  United  States  and  in 
Great  Britain.  The  United  States  coin,  composed  of  copper  and 
xdckel,  of  the  denomination  5  cents,  and  date  186i6,  is  2  cm.  in  diame* 
ter,  and  weighs  6  grms. 


TABLE  /or  the  Conversion  of  Btgreee  on  the  Centigrade  Thermometer 

into  Degrees  of  Fahrenheit s  Scdle, 


Cent. 

Tfthr. 

Cent 

Fahr. 

• 

Cent 

Fahr. 

Cent 

Fahr. 

-58 

-580 

-2& 

-282 

-8 

l?-6 

1% 

6S-4 

-49 

-66-2 

-28 

-18-4 

-  7 

19-4 

14 

57-2 

-48 

-54-4 

-27 

-16-6 

-  6 

21-2 

15 

590 

-47 

-52-6 

-26 

-14-8 

-  5 

23-0 

16 

60-8 

-46 

-50-8 

-25 

-130 

-  4 

24-8 

17 

62-6 

-46 

-400 

-24 

-11-2 

-  3 

26-6 

18 

64-4 

-44 

-47-2 

-23 

-  0-4 

-  2 

28-4 

19 

66-2 

-43 

-45-4 

-22 

-  7-6 

-  1 

30-2 

20 

680 

-42 

-43-6 

-21 

-  5-8 

0 

820 

21 

69-8 

-41 

-41-8 

-20 

-  4-0 

+  1 

33-8 

22 

71-6 

-40 

-40-0 

-19" 

-  2-2 

2 

85-6 

23 

73-4 

-39 

-38-2 

-18 

-  04 

8 

37-4 

24 

75-2 

-88 

-36-4 

-17 

+  1-4 

4 

39-2 

25 

770 

-87 

-34-6 

-16 

3-2 

5 

410 

26 

78-8 

-36 

-32-8 

-15 

5-0 

6 

428 

27 

80-6 

-85 

-310 

-14 

6-8 

7 

44-6 

28 

82-4 

-84 

-29-2 

-18 

8-6 

8 

40-4 

20 

84-2 

-33 

-27-4 

-12 

10-4 

9 

48-2 

30 

860 

-82 

-25-6 

-11 

122 

10 

500 

31 

87'-8 

-31 

-23-8 

-10 

140 

11 

518 

32 

89-6 

-80 

-220 

-  9 

15-8 

12 

53-6 

33 

91-4 
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OODt. 

Fahr. 

Cent 

FtJu. 

Cenk 

F»hr. 

Cent 

VkhB. 

dl 

95-2 

78 

17§-4 

12§ 

2ei!*6 

166 

886*8 

85 

95-0 

79 

174-2 

123 

253-4 

167 

832^ 

36 

96-8 

80 

176-0 

124 

255-2 

168 

834-4 

37 

98-6 

81 

177-8 

125 

257-0 

169 

3362 

38 

100-4 

82 

179-6 

126 

858-8 

170 

838-0 

39 

102-2 

83 

181-4 

127 

260-6 

171 

839-8 

40 

104-0 

84 

183-2 

128 

262-4 

172 

841-6 

41 

105-8 

85 

185-0 

129 

264-2 

178 

848-4 

42 

107-6 

86 

186-8 

130 

2660 

174 

845-2 

48 

109-4 

67 

188-6 

131 

267-8 

175 

847-0 

44 

111-2 

88 

190-4 

132 

269-6 

176 

848-8 

45 

113-0 

89 

192-2 

133 

271*4 

177 

860*6 

46 

114-8 

90 

194-0 

134 

273-2 

178 

862-4 

47 

116-6 

91 

195-8 

136 

275*0 

179 

864*2 

48 

118-4 

93 

197-6 

136 

276-8 

180 

856*0 

49 

120-2 

93 

199*4 

137 

278-6 

181 

857*8 

60 

122-0 

94 

201-2 

138 

280-4 

182 

859*6 

61 

123-8 

95 

203*0 

139 

282*2 

183 

861*4 

62 

125-6 

96 

204-8 

140 

284-0 

184 

863-2 

63 

127-4 

97 

206-6 

141 

285-8 

185 

865-0 

64 

129-2 

98 

208-4 

142 

287-6 

186 

866*8 

65 

1310 

99 

210-2 

143 

289-4 

187 

868^ 

66 

132-8 

100 

212-0 

144 

291-2 

188 

870*4 

67 

134-6 

101 

213-8 

145 

293-0 

189 

372*2 

58 

136-4 

102 

215-6 

146 

294-8 

190 

874-0 

69 

138-2 

103 

217-4 

147 

290-6 

191 

876*8 

60 

140-0 

104 

219-2 

148 

298*4 

193 

877-6 

61 

141-8 

105 

2210 

149 

3002 

193 

879*4 

62 

143-6 

106 

222-8 

150 

802-0 

194 

881-2 

63 

145-4 

107 

224-6 

151 

803-8 

195 

883-0 

64 

147-2 

108 

2264 

152 

806-6 

196 

884-8 

65 

1490 

109 

228-2 

163 

807-4 

197 

386-6 

66 

150-8 

110 

2300 

154 

309-2 

198 

888-4 

67 

152-6 

111 

231-8 

155 

811-0 

199 

890-2 

68 

164-4 

i  112 

233-6 

156 

312-8 

200 

392-0 

69 

156-2 

113 

235-4 

157 

314-6 

201 

393-8 

70 

158-0 

1  114 

237-2 

158 

816*4 

202 

895-6 

71 

159-8 

115 

239  0 

159 

318-2 

203 

897-4 

72 

161-6 

116 

240-8 

160 

820-0 

204 

399-2 

73 

ia3-4 

117 

242-6 

161 

321-8 

205 

401*0 

74 

165-2 

118 

244-4 

163 

323*6 

206 

402-8 

75 

167-0 

119 

246*2 

163 

8254 

207 

404-6 

76 

168-8 

120 

2480 

164 

3272 

208 

406-4 

77 

170-6 

121 

249-8 

165 

829-0 

209 

408*2 
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!    Ont 

Athr. 

Omi 

Fihr. 

C«Bt. 

lUir. 

Cent 

lUur. 

1 

;   218 

4l8-0 

23§ 

468-4 

266 

5l8-8 

29I 

66f*2 

211 

411-8 

239 

462-2 

267 

512-6 

295 

5630 

212 

413-6 

240 

4640 

268 

514*4 

296 

564*8 

213 

415-4 

241 

465*8 

269 

516-2 

297 

666-6 

214 

417-2 

242 

467*6 

270 

5180 

208 

5(»-4 

216 

419-0 

243 

469*4 

271 

519-8 

299 

670-2 

216 

420-8 

244 

471*2 

272 

521-6 

300 

6720 

217 

422-6 

245 

4730 

273 

528-4 

801 

573*8 

218 

424-4 

246 

474-8 

274 

525-2 

802 

576-6 

219 

426-2 

247 

476-6 

276 

5270 

303 

677-4 

220 

4280 

248 

478*4 

276 

528-8 

304 

679-2 

221 

429-8 

249 

480-2 

277 

530-6 

806 

6810 

222 

431-6 

250 

4820 

278 

532-4 

306 

682*8 

223 

433-4 

251 

483*8 

279 

534-2 

807 

684*6 

224 

435*2 

252 

485*6 

280 

5860 

808 

686-4 

225 

4370 

253 

487-4 

281 

537-8 

809 

588-2 

226 

438-8 

254 

489-2 

282 

539-6 

810 

690O 

227 

440-6 

255 

4910 

283 

541-4 

311 

691*8 

228 

442*4 

256 

492-8 

284 

543*2 

312 

693*6 

229 

444-2 

257 

494-6 

285 

5450 

313 

695*4 

280 

4460 

258 

496*4 

286 

546*8 

314 

697*2 

231 

447*8 

259 

498-2 

287 

548-6 

815 

6990 

232 

449-6 

260 

500O 

288 

550-4 

316 

600*8 

233 

451*4 

261 

501-8 

289 

552-2 

317 

602*6 

234 

453*2 

262 

503-6 

290 

5640 

318 

604*4 

235 

4550 

263 

505*4 

291 

555-8 

319 

606-2 

236 

456*8 

264 

507-2 

292 

557-6 

320 

608O 

237 

458-6 

265 

509O 

293 

559-4 
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INDEX. 


«%  CoiDponnd  names  are  to  be  found  under  the  first  word  of  the  name^ 
chloride  of  sodium,  for  example,  under  chloride,  sulphuric  acid  under  sul- 
phuric. Occ.  stands  for  occurrence,  prep,  for  preparation,  yjP-  for  pro- 
perties, comp.  for  composition.  The  numbers  refer  to  pages.  The  Roman 
numerals  refer  to  the  Appendix. 


AcxTATS  of  aluminum,  518. 

lead,  499. 
Acetates  of  copper,  569. 
Acetic  acid,  prep,  from  wood,  298. 
Acid,  meanings  of  the  term,  53, 191, 

451. 
Acids,  monobasic,  bibasic,  &c.,  191. 
Affinity,  use  ol  the  term,  101. 
Air,  comp.  of,  6-10.  • 

not  an  element,  10. 
displacing  of,  5. 
a  mixture,  07. 
physical  prop,  of,  6. 
presence  of,  4. 
quantity  necesfmry  for  complete 

combustion,  ^61. 
reaction  with  nitric  oxide, 59, 67. 
weight  of,  5. 
Alabaster,  476. 
Alcohol,  from  the  fermentation  of 

sugar,  328. 
Alcohol-lamp  flame,  347. 
Albilies,  the  caustic,  402,  416,  418. 

definition  of,  53. 
Alkalimetry,  419.  • 

Alkaline-earths,  489. 
Alkaline  reaction,  53. 
Alkaloids,  organic,  absorbed  bj  char- 
coal, 308. 
Allotropism,  139. 
Alum,  617. 

in  bread,  399. 
ammonium,  518. 
Alum-cake,  517. 
Alumina,  514. 
Aluminates  oi  the  alkalies,  515. 


Aluminum,  abundance  of,  512. 
alloys  of,  513. 
*  bronze,  513. 

prop,  of,  512. 
Alums,  atomic  volumes  of,  560l 

class  of,  529. 
Amalgam  of  ammonium,  437. 
gold,  588,  590. 
sodium,  94. 
tin,  577. 
Amalgams,  576. 
Ammonia,  analysis  of,  77* 
comp.  of,  81. 
electrolysis  of,  78. 
occ.  of,  83. 

physical  prop,  of,  76,  77. 
prep,  of,  75. 
solubility  in  water,  76. 
sources  of,  84. 
synthesis  of,  79. 
Ammoniacal  liquor  of  ^as- works,  84. 
Ammonia-water  precipitates  metallio 

oxides,  439. 
prep,  of,  84. 
uses  of,  84. 
Ammoninm,  82. 

amalgsm,  437. 
the  supposed  metal,  437* 
Ammonium-salts,  prop,  of,  438. 

test  for,  594. 
Analysis,  definition  of,  3. 
quaiitatiye,  419. 

a  method  of  se* 
parati.iff  Ca, 
Sr,  and  Ba, 
526. 


xliy 
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Anftlysis  of  organic  oomponndB,  566. 

volumetrio,  420. 
Animal  cfaarooal,  deoolorizing  power 

of.  309. 
AnimalB  and  plaatB,  redprooal  ao- 

tion  of,  330. 
Annealing,  412. 
Anthracite,  293,  294. 

conducts  heat,  294. 
getting  flame  from,  360. 
Antimoniate  of  antimony,  273. 
Antimoniatee,  275. 
Antimonic  acid,  274. 
Antimoniuretted  hydrogen,  269. 
Antimonj,  alloys,  268. 

alloys  with  zinc,  269. 
amorphous,  268. 
bloom,  272. 
distinguished  from  ane- 

nic,  270.  • 

extraction  of,  266. 
glance,  277. 
mirrors,  270. 
occ.  of,  266. 
prop,  of,  267. 
the    commercial    metal, 

267. 
rermilion,  279. 
Antowne,  139, 147. 

distinguished  from  ozone^ 

153. 
fogs  and  smokes,  149, 151. 
makes  air  hard  to  dry,  150. 
oxidizes  water,  152. 
prep,  of,  148. 
Antozonides.  153. 
Aqua  rena,  104. 
Argand  Durner,  345,  346. 
Arrasonite  and  calc-spar  compared, 

469. 
Arseniates,  isomorphoiu  with  phos- 
phates, 252. 
Arsenic,  detection  of  the  poison,  252. 
determination  of  its  atomic 

weight,  262. 
distinguished    from    mti- 

mony,  270. 
eating,  250. 
extraction  of,  241* 
greens,  260. 
mirrors,  260. 
occ.  of,  241. 
prop,  of,  242. 
unit-Tolume  weight,  242. 


Araenio  add,  hydrates  of,  25L 
prep,  of,  250. 
reduction  of,  259L 
salts  of,  252. 
usee  of,  252. 
AnenSeal  pyrites,  241. 
Ajnenious  add,  antidote  for,  250L 
a  poieon,  250. 
reduction  of,  248. 
solubiUty  of,  249. 
sources  of.  246. 
two  Tsrietiea  ol^  34& 
uses  of,  250. 
Axaeniuretted  hydrogen,  analyab  ci, 

245. 
decomposed 
by  beat,  260. 
prep,  of^  243w 
prop.  0^244. 
Asbestos,  platinized,  193. 
Atom,  definition  of,  29. 
Atomic  heats  of  compounds,  60L 

elements,  599. 
Atomic  Tolume,  201. 
Atomic  weight,  analogy  a  guide  ia 
^  determining,  514. 
Atomic  weights,  defl  nition  of,  31. 

mutual  comparisott 

of,  462. 
practical  use  of,  lOOL 
table  of,  597. 
two  sets  in  use,  009L 
value  of,  64. 
Atomicity  of  the  elements^  465. 

Barium,  486. 

compounds,  465-48& 
flame,  489. 
Bar^  487,  488. 
Beakers,  xxriii. 
Bell-metal,  564. 
^ssemer  steel,  541. 
Biatomic  metals,  73. 
Bibasic  acids,  defined,  191* 
Biborate  of  sodium,  408. 
Bicarbonate  of  ammonium,  44S. 
potassium,  416w 
sodium,  398. 
Bichloride  of  platinum,  598. 

tin,  684. 
Bichromateof  potassium,  523. 

,  use  in 
photolithography,536. 
Binoxide  of  manganese,  uses  of,  530L 


Binoiicle  of  tin,  581. 
Bumiith,  extraction  of,  281. 

makes  futible  allpji^  282. 
prop,  of,  281. 
salts,  283. 
Bismnthic  acid,  283. 
Bisulphate  of  potassium,  428. 
Bisulphide  of  carbon,  363. 

and  nitric  oxide^ 
364. 
Bisulphide  of  iron,  649. 
Bisulphite  of  calcium,  cheoki  formem- 

tation,  486. 
Bivalent  metals,  73. 
Black  ball,  397. 
Black-lead,  290. 
Blast  furnace,  iron,  working  of,  535- 

538. 
Blflaohing  bj  chloride  of  lime,  48dw 
chlorine,  112. 
ozone,  143. 
sulphurous  acid,  18(X 
Bleaohing-powder,  482. 
Blistered  steel,  541. 
Bloom,  535. 
Bloomary,  535. 
Blowers,  Tiii. 

Blowpipe  with  gas  and  air,  35(X 
Blowpipe,  Bunsen's  eas-,  TiiL 
mouth-,  351. 
oxidizing  flame  of,  352. 
oxyhydrogon,  46. 
reducing  name  of^  353. 
Boiler-seale.  468,  479. 
Bone-ash,  214. 
Bone-black,  prep,  of,  310. 
Bone-phosphate  of  calcium,  48L 
Bones,  distillation  of,  84,  310. 
Borado  acid,  comp.  of,  367. 

extraction  of,  365. 
prop,  of,  368. 
strong  at  high 
temperatures,  369. 
Bons,  as  a  blowpipe-test,  409. 
two  forms  of,  408. 
uses  of,  409. 
Boron,  allotropic  states  of,  3661. 
oco.  of,  365. 

resemblance  to  carbon  and 
silicon,  372. 
Brass,  564. 

Bread,  raising  with  chemicals,  399. 
Breaking  up  stones,  xxxir. 
Britannia  metal,  268. 
Bromhjdric  acid,  120. 


Bromio  add,  122. 

Bromide  of  ammonium,   used    in 

photography,  457. 
arsenic,  263. 
cadmium,  used  in  pho- 
tography, 457. 
nitrogen,  123. 

potassium,  425. 
silicon;  386. 
silTcr,  463. 
sodium,  394. 
Bromides,  formation  of,  120. 
of  iodine,  133. 
phosphorus,  240. 
Bromine»    mother-liquors    of    salt- 
works, a  source  of,  393. 
ooc.  of,  119. 
prop,  of,  119. 
uses  of,  12QL 
Bronze,  564. 
Bronze-powder,  582. 
Bulbn,  blowing,  t. 
Bunsen's  burner,  344,  iL 
Burettes,  xxiz. 

how  to  fill,  xxxL 
read,  zxz. 

Cadmium,  extraction  of,  509. 

makes  fusible  alloys,  510. 
prop,  of,  510. 
unit-Tolume   weight   hall 
its  atomic  weight,  510. 
Cssium,  446. 

Calcareous  waters,  468,  479. 
Calcined  magnesia,  502. 
Calcium-flame,  489. 
light.  47. 
the  metal,  486. 
Calc-spar  and  arragonite  compaved« 

469. 
Calomel,  573. 
Candle-flames,  349. 
Candles  are  ^-burners,  347.  < 

Caoutchouc  m  sheets,  xi. 
stoppers,  xi. 
tubing,  X. 
Carbon,  allotropic  modifications  ci, 

atomic  weight  of,  317. 
its  atom  hypothetical,  318. 
compounds  with  nitrogen, 

363. 
dimorphous,  292. 
for  galvanic  batteries,  293. 
occ.  of,  287. 
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Carbon,  yapor-dennty  hypotlietieal, 

316. 
Garbonateof  ammonium,oom2n«rcia], 
441. 
calcium,  disBolyefl  in  wa- 
ter containing 
carbonic  acid,  467. 
dissolves      in 
ammonium- 
Baits,  468. 
occ  of,  467. 
kad,  499. 
magnesium,  604. 
potassium,  prop,  of,  415. 
pure,  source 
of.  424. 
uaes  of,  416. 
and    hydro- 
gen, 416. 
fodimn,    Bonroes     and 
uses,  306. 
and  hjdrogen,  398. 
Carbonates,  334. 

alkaline,  impuritifla  o( 
419. 
Carbonic  aoid,  321. 

abaorbentafor,  824. 
oomp.  of,  333. 
deoompoeed   by 
carbon,  335. 
potassium,  332. 
dissociation  of,  331. 
formedin  combustion, 
321. 
fermentation  ,328. 
respiration,  328. 
generator,  323. 
Squid,  330. 
obtained  from  carbo- 
nates, 322. 
occ  of,  327. 
prop,  of,  323. 
soHd,  330. 
solubility  of,  326. 
sources  of,  in  the  air, 
,     329. 

synthesis  of,  333. 
test  for,  321. 
Carbonic  oxide,  comp.  of,  341. 

dissociation  of,  340. 
eoonomy  in  burning 

it,36l. 
heating  value  of,339, 

361. 
a  poison,  338. 
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Oarbonio  osida^  prep,  of,  335. 
prop,  of,  338. 
a    reducing 
339. 
Carboretted  hydrogen,  deoompoaad 

by  heat,  344. 
Carmine-lake,  516. 
Cast  iron,  impurities  of.  539. 

varieties  of,  538. 
Caustic  alkalies,  strong  bases,  418L 
Caustio  potash,  417. 
soda,  403. 

advantageotis  me-  oC 
405. 
Cement  copper,  563. 
Cement,  Itoman,  52L 
Cerium,  661. 
Chalk,  322. 467. 
Chameleon-mineral,  532. 
Charcoal  absorbs  gases,  308. 

different   gases  in 
different  propor- 
tions, 305. 
oanses  combination  of  gases^ 

306. 
a  disinfectant,  307. 
hot,  decomposes  steam,  SOL 
physical  P£op.  of,  300. 
prep,  of,  296,  297. 
a  reducing  agent,  301. 
removes  colors,  308. 
satbility  of,  302. 
Chemical  changes,  2. 

combination,  32. 

and  solution 
oomparod,3dL 
force,  32. 
strength,  418. 
Chemistry,  subject-matter  o^  1. 
Chili-saltpetre,  51. 
Chimneys  create  draughts,  355. 

on  fire,  how  to  pot  onl^ 

178. 
use  o£^  354. 
Chlorate  of  potasaium,  an  ingredioit 

of  explosive 
mixtures, 
435. 
prep,  of,  434^ 
435. 
Chloraurates,  590. 
Chlorhydrio  acid,  40. 

analysis  of,  92. 
oomp.  of,  96. 
electrolysis  of,  94. 
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ChlorliTdrio  add   ma,   prep.   o( 

Chlorhydrio  add,  prep,  of,  102, 

prop,  of,  92. 
synthesis  of,  98. 
uses  of,  103. 
Chloric  acid,  117. 
Chloride,  definition  of  term,  109. 
of  aluminum,  516. 
ammoninm,  86. 

dissociation 

of,  239. 
inrep.     of^ 

114. 
sources  of, 

439. 
uses  of,  440. 
aneme,262. 
boron,  369. 
bromine,  123. 
oal0ium,482. 

used  for  dry- 
ing   gases, 


tube, 
carbon,  362. 
gold,  used  in  pbotogn- 

phy,  457,  459. 
lead,  498. 
lime,  482. 
magnesium,  603. 
nitrogen,  114. 
potassium,  424. 
silicon,  decomposed  by 
Wter,  384. 

J^rep.  of,  383. 
ect  of  light  on, 
466. 
occ  of,  460. 
reduction    oi 

461. 
flolyents  for,  456. 
aodimn,  392. 

solubility  o( 
393. 
solpbnr,  197. 
sine,  608. 

s  disinfectant)  609. 
Chlorides  of  antimony,  275. 

terchloridei 

275. 
quinquichlo- 
ride,  276. 
diromiiun,  523. 


Chlorides  of  gold,  589,  590. 
iodine,  132. 
iron,  550. 
mercury,  573,  574. 
phosphorus,  236. 

terchloride^ 

236. 
quinquichlo- 
ride,  237. 
platinum,  593. 
selenium,  201. 
tin,  583. 
Chlorimetry,  485. 
Chlorine,  action  on  ammonia,  113. 
atomic  weight  of,  97. 
bleaches,  112. 
bums  in  hydrogen,  110. 
combustion  in,  110. 
decomposes  water,  111. 
disinfects,  113. 
ezploBiTe  mixture  with  hy- 
drogen, 108. 
occ  of,  106. 
oxidizing  action  of,  112. 
physical  prop,  of,  107. 
prep,  of,  105, 106. 
prep,  from  bleaching-pow- 

der,  483. 
prep,  with  bichromate  of 

potassium,  525. 
umtes  with  metals,  109. 
-water,  107. 
Chloroform,  formula  of,  319. 
Chloroplatinates,  596. 
Chlorous  acid,  117. 
Chromates,  526. 
Chrome-alum,  524. 
'freea,  523. 
-iron  ore,  522. 
-yellow,  527. 
Chromic  acid,  525. 
Chromium,  occ  of,  523. 
Cinnabar,  570. 
Citrate  of  magnesium,  604b 
Classification,  598. 
Clay,  519. 
deavage,  157. 
Coal,  bituminous,  294^ 
distillation  of,  293. 
Tarieties  of,  293,  294. 
Coal-gas,  comp.  of,  320, 

purification  of,  473,  646. 
Coal-tar,  312. 
Cobalt,  556. 


xlviii 


Unas. 


Cochineal,  tinetare,  preparttion  of^ 

421. 
Coke,  283,  294. 

conducts  heat^  294. 
Cold,  matrnt  artifioial,  57. 
Collodion.  467. 
Colloids,  255. 
Columbium.  585. 
Combination  b^  Tolume,  203^ 
Combining  weights  of  compounds, 

71. 
of  organic  com- 
pounds,   de- 
termination 
of,  596. 
■nd      unit-TO- 
lame  weights 
oompared, 
205,206. 
Combustion,  deBnition  of,  15. 

ordinarj.  342>d62. 
spontaneous,  229. 
Compound  raaicals,  363. 
Condenssiion-FBtios,  205. 
Condenser,  34,  35. 
Cooling  flames  by  good  oonduotorii 

35a 
Copper,  alloys  of,  564. 

eitraction  of,  569L 
ooc  of,  562. 
prop,  of,  563. 
pynles,  562. 
Copperas,  551. 
Cork-cutters  or  borers,  liL 
Corks,  xi. 

Correlation  of  force,  507. 
Corrosive  sublimate,  574. 

antidote  for,  575. 
Cream  oi  tartar,  424. 
Crucibles,  Beaufay,  Hesctian,  plum- 

baf|o,  xxxiii 
porcelain,  zxxii. 
now  to  use,  xxxir. 
material  of,  520. 
.  Cryolit^  391. 
Crystidline   iorm,    a    guaranty   of 

purity,  435. 
stnioture,  157. 
Cxystallisation,  the  chiei  means  of 

purification,  397, 
434. 
brjr  fusion,  156. 
SIX  systems  of,  158. 
Ciystalloids,  254. 


Crystals^  four  methods  of  oMrTntn^ 

161. 
CupelUition,  494. 
Cyanhydric  acid,  363. 
Cyanide  of  potassium,  formatiaii  o( 

426. 
in  blast  fnr- 
naoea,  437. 
usee  of,  427. 
iron,  555. 
siWer,  46aL 
Pyanogen,  363. 

DAGUBRaEOTTPI,  456.  

Decolorizing  power  of  chaiooal,  906- 

311. 
Deflagrating-spoon,  xzL 
Deflagration,  a02. 
Deodorizing  by  charcoal,  306. 
chlorine,  113. 
Destruction  of  orsanio  matter  in  OMes 

of  poisoning,  &7. 
Detection  of  arsenic,  252-262. 
Developers,  a  term  of  photog;raphy, 

458. 
Devitriflcation,  418. 
Dialysis,  254. 

applied  to  detection  of  poi- 
sons, 256. 
Dialyser,  255. 
Diamond,  289. 
Dichloride  of  copper,  567. 
sulphur,  197. 
Dichromate  of  lead,  527. 
Didymium,  561. 
Diffusion  of  carbonic  acid,  325. 
gases,  43, 826. 

rapidity  of,  325l 
Dimorphous  substance,  defined,  156l 
Dioxide  of  copper,  564. 

mercury,  571. 
Direct  combination,  404. 
Disinfectant,  charcoal,  806. 

chloride  of  sine,  508L 
chlorine,  112,113. 
hypochlorite    of    ed- 

dum,  482. 
oaone,  144. 
parmangansta  of  poti 

sium,  533. 
sulphurous  acid,  181. 
DisnlaoemeDt,  collection  oi  gases  faj, 

DisMciation,  238. 
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Digtnia1a<m,  the  procen  of,  34 
Dolomite  503.  • 

Drying-apparatus,  xziiL 
gases,  xxii. 

lubstanoes   uied  for, 

•  ■  • 

XXIll. 

plastering,  475. 
Dualistio  formulsB,  87. 

EABTHIirWABB,  520. 

Efferresoing  liquids,  327. 
Blectrolysifl  of  ammonia,  78. 

chlorhydric  acid,  94. 
marsh-gas,  317. 
water,  §4. 
Eleotro-metallurgj,  568. 

batteries,  507. 
nlver-plating, 

463. 
use  of  graphite^ 
290. 
Eleobfo-plating,  463,  568,  590. 
Element,  definition  of,  3. 
Elements  are  bodies  incapable  of  d^ 

composition,  33. 
Empirical  formoIsB,  86. 
Epsom  salts,  503. 
Equations,  cliemical,  90. 
Erbium,  6(91. 

Erdmann's  swimmer,  xxxL 
Etching  glass,  138. 
Evaporatmg-disbes,  xxxii. 
Ezplosioii  of  oxygen  and  hydrogen, 

Explosions  in  coal-mines,  314. 

Feldspar,  375,  519. 
Fermentation,  328. 
Ferric  chloride,  550. 

hydrate,  used  in  purifying 

gas,  546. 
nitrate,  554. 
oxide,  543. 

corrodes  organie  mat- 
ter, 544. 

reduction  of,  544. 
salts,  547. 
sulphate,  554 
Ferricyanide  of  potassium,  555. 
Ferrocyanide  of  potassium,  427. 
Ferrous  chloride,  550. 
nitrate,  554. 
oxide,  543. 
salts,changed  into  ferric,556. 


Ferrous  sulphate,  551. 

dyeing  black  with,  553. 
sulphide,  prep,  of,  547-549. 
Filtering,  xxii. 
Filters,  now  to  fold,  xxii. 
Filtrate,  definition  of,  xxii. 
Fire-brick,  520. 
Firedamp,  314. 
Fireworks,  a  green  color,  488. 
purple,  436. 
red,  488. 
white,  263. 
Flame,  dissection  of,  348-35a 
intensity,  34i3. 
luminosity  of,  343. 
oxidizing,  352. 
put  out  by  good  oonduotors, 

357-35*. 
quantity,  346. 
roducing,  353. 
structure  of,  48,  d48-35a 
Flaming  fires,  360. 
Flasks,  xxriii. 
Florence  flssks,  xxriiL 
Fluoboric  acid,  371. 
Fluorhydrio  acid,  136. 

action    on   iiUoA» 
137. 
Fluoride  of  boron,  370. 
calcium,  136. 
silicon,  its  reaction  with 

water,  388. 
prep,  of,  386. 
Tolumetriccorap.  of,  387. 
Fluorine,  135. 

hard  to  get  and  keep,  136. 
occ.  of,  136. 
Fluosilioates,  389. 
Fluoailicic  acid,  prep,  of,  388. 

a  reagent  for  potas- 
sium salts,  390. 
a  use  of,  118. 
Flux,  used  in  smelting  iron-ores,536. 
Fluxes — ^alkaline  carbonates,  415. 
borax,  409. 

(^anide  pf  potassinm,  427. 
limestone,  536. 
sulphate  of  potassinm  and 

hydrogen,  428. 
tartar,  ignited,  424. 
Formula,  empirical  and  rational,  86. 

molecular,  208. 
Foundry-facings,  291. 
Free  gases  exist  as  moleeules,  2U8. 
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Freczing-apparatuB,  77* 

mixtures,  see  Befrigerating. 
Friction*  matchea,  211. 
Fulminating-silver,  456. 
FuBible  allocs.  510. 
FumaoeB,  xxxr. 

Galbita,  490,  497. 
Qalvanio  current,  506. 
aaa,  illuminating,  293,  297,  320. 
Gbs-bumers,  346. 
-carbon,  292. 

-generator,  self-regulatiiig,  xxri. 
-holders,  xviii. 
-lamps  for  heating,  344. 
Gay-Lussac's  burette,  xxz. 
German  silver,  557,  564. 
Gilding,  590. 
Glass  of  antimony,  277. 
Glass,  colored,  413. 
oomp.  of,  412. 
etching  of,  138. 
not  insoluble,  411. 
rarieties  of,  412. 
Glaai  bakers,  xxriii. 

cutting  and  cracking  o(  L 
flasks,  xxTiii. 
retorts,  xxviii. 

tubing,  bending,  drawing  and 
closing,  iii.-y. 
heating  of,  iii. 
sizes  and  qualities  of,  i. 
GUrabei^B  salt,  395. 

solubility  of,  395. 
supersaturated    solu- 
tion of,  396. 
Glazes— lead,  feldspar,  salt,  520. 
Glucinum,  522. 
Gold,  alloys  of,  591. 
coin,  591. 
000.  of,  587. 
prop,  of,  588. 
salts,  590. 

separation  from  silTer  alloys, 
464. 

^     silrer      and 
copper,  589. 
solution  of,  589. 
Golden  sulphide  of  antimony,  279. 
Graduation,  392. 

Gramme,  definition  of,  19,  xzxviiL 
Graphite,  290. 

artificlU,  292. 
in  cast  iron,  538. 


Graphite^  use  in  eleetzo-meUUinr, 

290. 
Graphitic  acid,  292. 
Graphon,  292. 
Gray  iron,  538. 
Green  yitriol,  551. 
Grey  antimony,  277. 
Group,  the  alkali,  464. 

calcium,  489. 

carbon,  390. 

chlorine,  133. 

magnesium,  51  !• 

nitrogen,  2^S5. 

platinum,  596. 

sesquioxide,  560L 

sulphur,  202. 

tin,  585. 
Groups,  principles  conoemin^  135b 

table  of,  598. 
Gun-metal,  564. 
Gunpowder,  camp,  of,  432. 

manufactore  of,  4i33w 

products  of  oombuifciaB 
of,  432. 
Gypsum,  476. 

Hard  water,  468,  479. 

Hartshorn,  84. 

Heat,  relation   to    chemioal   ion^ 

4ia 

unit  of,  45. 
Homologous  series,  313. 
Hydrate  of  aluminum,  51^ 

calcium,  472. 

oopper,  566. 

iron,  545. 

potassium,  416. 

sodium,  prep,  of,  402. 
type  of  bases,  40S. 
Hydraulic  oement,  504,  521. 
Hydrocarbons,  312. 
Hydrogen,  chemical  effect  of,  129. 

derived  from  water,  22. 

diffusive  power  of^  43, 44. 

explosive    mixture  with 
oxygen,  48,  49. 

heating  power  of^  45. 

inflammable,  44. 

lightness  of,  42. 

peroxide  of,  50,  51. 

physical  prop,  of,  41. 

precautions   in   making, 

prep.  o(  39. 
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Hydrogen,  standard  of  specific  gra- 

yitj  for  gases,  41. 
Hypobromons  acid,  1^. 
Hypochlorio  acid,  1 17. 
Hypochlorite  of  calcium,  482. 
Hypochlorous  acid,  116. 
Hyponitric  add,  comp.  of,  61. 

prep,  of,  62. 

prop,  of,  62. 
Hypophosphites,  228. 
Hyp^phosphorouB  acid,  227. 
Hyposalpnitd  of  sodium,  prep,  of, 

414. 
use  in  pbo- 

tography,  413,  456. 
Hyposnlphitee,  196. 
Hyposnlphurous  add,  196* 

Ici,  crystals  of,  21. 

lighter  than  water,  21. 
Ignition-fcube,  definition  of,  8. 

manner  of  using,  8, 1 1 . 
Dlmninating  gas,  293. 

description  of,  320. 
manuiactore  of, 

297. 
purification  of,47d, 
646. 
Inemstations  in  boilers,  468,  479. 
Indelible  ink,  453. 
Indestructibili^  of  matter,  356. 
Indian  fire,  263. 
Ink,  553. 

indelible,  458. 
Intensity  fiames,  346. 
Iodic  add,  130 
Iodide  of  arsenic.  263. 
lead,  499. 
nitrogen,  131. 
potassium,  425ii 
sQTer,  463. 
sodium, '394. 
Iodides  of  phosphorus,  240L 
Iodine,  extraction  of,  124. 
manufacture  of,  132. 
000.  of,  123. 
prop,  of,  124. 
reaction  with  starch,  128. 
testing  for,  126. 
uses  ofj  125. 
lodohydrio  add,  prep,  of,  128. 

prop,  of,  128, 129. 
lodo-starch  paper,  127. 
Iridium,  59di 


Iron,  cast,  impurities  of,  589. 
Taneties  of,  5138. 
extraction  of,  535. 
galvanized,  506. 
mordant,  555. 
000.  of,  534. 

ores — brown,  clay,  red  he- 
matite, magnetic,  spathic, 
specular,  5^ 
puddling  of,  539. 
pyrites,  549. 
replaces  copper,  651. 
wrought,  539. 
Iron  retort,  xxvi. 
Iron  stand  for  supporting  fttwoli, 

xiii. 
Isomerism,  247. 
Isomorphism,  200L 

Kaolin,  519. 

Kelp,  124. 

Kennes  mineral,  279. 

Kindling-temperature,  857. 

Laxbs,  616. 
Lampblack,  296. 

manufacture  of,  298. 
Lamp-fiames  are  gas-flames,  347. 
Lamps  for  laboratory  use^  Ti-yiit. 
Lantnanum,  561. 
Laughing-sas^  57. 
Lavoisier,  Lis  analysis  of  air,  9. 
Lead,  action  of  acids  on,  491. 
water  on,  492. 
dassed  with  the  calcium  groins 

500. 
crystallization  of,  491. 
extraction  of,  490. 
forms  basic  salts,  495. 
metallic,  prop,  of,  490, 
testing  for,  497. 
tree,  S07. 

use  of,  for  water-pipes  tad  c&h 
terns,  493. 
Leblano's  process,  397. 

wa8tefulnessof,40O. 
light,  action  of,  on  silver  salts,  458. 

bichromate  of  po- 
tasnum,  526. 
Light  carburetted  hydrogen,  313. 
Lime,  air-slaked,  471. 

the  cheapest  base,  476. 
heat  evolved  in  slaking,  479L 
milk  or  cream  of,  472. 
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Lime,  daked,  absorte  earbonio  and 
•ulphjdrio  addi,  473. 
uses  or,  476. 

Limestone,  467. 

Litharge,  494. 

Litiuum-flame.  444. 
oec.  of,  443b 

resembles  sodium  and  po- 
tassium, 443. 

Litmus-paper.  53. 

tincture,  prep,  of,  420. 

LiTer  of  sulphur,  4&. 

Luminosity  of  flames,  343. 

Luminous  flames,  form  of,  360. 

LiMar  eaostio,  453. 

Haovbsia  alba,  504. 

crucibles,  60^ 
hydraulic,  602. 
Magnesite,  503. 
Magnesium  light,  501. 

the  metal,  prop,  of,  601. 
000.  of,  601. 

salts,from  mother-liquor 
of  salt-works,  3dSC 
Kanganate  of  potassium,  53L 
Manganates,  5ol. 
Manganese,  oec  of,  627* 
Manganese-alum,  529. 
Maneanic  acid,  531. 
Mar^-gas,  313. 

analysis  of,  816. 
prep,  of,  314. 
two  Tols.  yield  four  Tola, 
of  hydrogen,  315. 
Marsh's  test  for  arsenic,  259. 
Matches,  211,  219. 
Matter,  indestructibility  of,  855. 
Measuring-fflasses,  xxiz. 
Meronrio  oUoride,  574. 

sn  antiseptio,  575. 
forms  doublechlo- 
rine  salts,  575. 
iodide,  changes  of  color  of, 

576. 
oxide,  572. 

as  a  source  of  oxygen, 
572. 
Mefearons  chloride,  573. 

oxide,  571. 
Mercury,  alloys  of,  576. 

detection  of,  577. 
extraction  of,  570. 
pneumatic  trough,  xn. 


Marourj,  tendency  to  form  double 
compounds,  .573. 
unit-ToIume  weight  half  its 

atomic  weight,  570. 
uses  of,  571. 

Metal,  meaning  of  the  term,  451. 

Metantimoniates,  275. 

Metantimonic  acid,  274. 

Metaphosphate  of  silver,  407. 

sodium,  407. 

Metaphoflphoric  acid,  233. 

Metsstannic  add,  581. 

Meteoric  iron,  534- 
Metre,  definition  of,  xxzn. 

Metrical  system  of  weights  aad 
sures,  xxxn. 

Mica,  375. 

Microcosmic  salt,  407. 

Minium,  496. 

Mohr*B  burette,  xxx. 

Molecular  condition  of 
gases,  207. 
hypothesis.  30. 

Molecule,  de^nition  of.  29. 

Molybdate  of  ammonium,  586L 

Molybdenum,  585. 

Monoatomio  metals,  73. 

Mordant,  use  of^  519l 

Mordants,  516. 

Mortar,  474. 

Mortars,  xxzir. 

Mosaic  gold,  582. 

Multiple  proportions,  law  o^  06. 

Muriatic  acid,  40,  91. 

manufactore  of,  99. 

Nascxvt  states  80. 
Neutralization,  54. 
Nickel,  556. 
Nitrate  of  ammoniom,  441. 


prep.  o£,  53. 

n,  48.<. 


calcium, 

copper,  569. 

lead,  decomposition  of,  63. 

made,  61. 62. 
potassium,  oec  of,  429. 

prop,  of^  430. 
BilTer,  453. 

stains  of,  removed, 
426,427. 
sodium,  392. 
Nitrates  of  iron,  5.54. 

menmxy,  576. 
Nitre,  429. 
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Kitre-paper.  354, 432. 
Nitric  acid,  analysis  of,  63. 

anhydrous,  69, 70. 

prep,  of,  460. 
combining  weight  of,  73. 
monohydrated,  70. 
prep,  of,  52. 
sources  of,  51. 
uses  of,  71. 
Nitric  oxide,  analysis  of,  60. 
prep,  of,  58. 
a  test  for  free  oxygen, 
59,60. 
Nitride  of  boron.  371. 
Nitrogen,  a  constituent  of  air,  10. 

dilutes  the  oxygen  in  lar, 

18. 
obtained  from  air,  16. 
physical  prop,  of,  17. 
prep,  by  copper,  16. 

phosphorus,  17. 
widely  diffused,  18. 
Nitrous  acid,  63. 

oxide,  comp.  of,  55, 56. 

physical  prop,  of,  57. 
prep,  of,  54. 
supports  combustion, 
58. 
Nomendature,  prefixes  derived  from 

Greek  an  d  Latin  nu- 
merals, 174. 
the  prefix  hypo%  61. 
the   termination  ide, 

174. 
the  terminationa  au* 
and  iCf  60. 
Nordhansen  acid,  192. 
Norium,  561. 

OciiRi,  red,  543. 

yellow,  543. 
Oil-bath,  xxTi. 
Oil  of  Titriol,  manufacture  of,  184- 

186. 
Organic  analysis,  566. 

chemistry,  defined,  312. 
Orpiment,  263. 
Osmiuiu,  596. 

Oxidation  by  platinum-black,  595. 
Oxide  of  aluminum,  514. 

calcium,  470. 

magnesium,  502. 

silicon,  375. 

flilTer,  a  strong  base,  455. 


Oxide  of  zinc,  508. 
Oxides,  definition  of,  14. 
of  antimony,  272. 

teroxide,  272. 
quadroxide,273. 
quiuquioxide, 
274. 
arsenic,  245. 
bismuth,  282. 

teroxide,  282. 
quiuquioxide, 

283. 
chlorine,  series  o£  116. 
chromium,  522. 
cobalt,  557. 
iron,  542. 
lead,  492. 
manganese,  527. 
merourv,  571 . 
molybcienum,  585. 
nickel,  557. 
nitrogen,  series  of,  661. 
platinum,  593. 
silver,  455. 

sulphur,  series'of,  175. 
tin,  580. 
tungsten,  586. 
uranium,  558. 
Oxidizing  agents,  defined,  71. 
Oxycbloride  ot  bismuth,  284. 
Oxygen,  abundance  and  importance 
of,  15. 
burning  charcoal  in,  13. 
iron  in,  13. 
phosphorus  in,  13. 
sulphur  in,  13. 
bums  in  hydrogen,  50. 
a  constituent  of  air,  9. 
explosive  mixture  with  hy* 
'  drogen,  48,  49. 
physical  properties  of,  12. 
precautions  m  making,  11. 
prepared  from  bichromate  of 

potassium, 
525. 
bleaching-pow- 

der,  484. 
chlorate  of  po- 
taasium,  1 1. 
peroxide  of  ba- 
rium, 487. 
sulphuric  acid, 
106. 
supports  combustion,  13. 
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Oijhydr^en  blowpipe,  48. 
Oione,  1S9. 

atmospheric,  145. 

a  disinfecting  agent,  144. 

distinguished  from  antozone, 

153. 
influence  on  health,  146. 
prep,  by  electricity,  141. 
ether,  142. 
permanganate  of  po- 

tassium,  142. 
phosphorus,  140. 
prop,  of,  143. 
resembles  chlorine,  148ii 
tests  for,  143.  144. 
Ozonides,  147. 

Palladium,  596. 
ParafBne-bath,  zrrL 
Parchment  paper,  256ii 
Pearlash,  415. 
Pearl-white,  284. 
Perchloric  acid,  118. 
Periodic  acid,  131. 
Permanganate  of  potassium,  532. 

a  disinfectant, 
533. 
Permanganates,  688. 
Permanganic  acid,  532. 
Peroxide  of  barium,  prep,  of,  487. 
hydrogen,  prep,  of,  152. 
lead  absorbs  sulphurous 
aoid,  496. 
an  oxidizing  agent, 

495. 
prep,  of,  496. 
Penmlphide  of  hydrogen,  173. 
Petrifactions,  calcareous,  468. 

sUioeouSy  378. 
Pewter,  585. 

Phoephateof  magnesium  and  ammo- 
nium, 504. 
nlver,  406. 

Bodium,ammonium,and 
hydrogen,  407. 
Phosphates  of  calcium,  481. 
sodium,  405. 

rhombic,  405. 
pyro-,  406. 
meta-,  407. 
Tarietiee  of,  234. 
Phosphide  of  calcium,  221. 
Phosphorescence.  212. 
Phosphoric  acid,  anhydrous,  231. 


Phosphorio  acid,  anhydrous,  affinity 

of.  for  water,  2;$:^ 

flacial,  232. 
ydrates  of,  232. 
strength  of,  235. 
terbaaic,  234. 
Phosphorous  acid,  228. 

h^drat«d,229;231. 
Phosphorus,  allotropism  of,  210. 

burnt  under  water,  496. 
combinations  of,  219. 
common.  212. 
comparison  of  red  w^ 

common.  216. 
compounds  with  faydio- 

jen,  220. 
innammabilitj  ot  210l 
manuWture  ot,  214. 
ooc.  of,  209. 
oxides  of,  226. 
poisonous,  214w 
red,  216. 

conyerted  into  oobh 

mon.  216. 
crystallized.  217. 
onde  of,  226. 
preo.  of.  218. 
usea      on 
matches,  218. 
shines  in  the  dark.  212. 
solutions  of,  213. 
unit-volume  weiglit  o^ 
224. 
Phosphuretted  hydrogen,  analyaia  U, 

223. 
comp.  of,  224. 
liquid,  225. 
prep,  of;  220L 
from 
phosphide 
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221 
solid,  226. 
Photography,  456-460. 

on  glass,  457. 
paper,  450L 
Photolithography,  526. 
Physical  changes,  1. 
Pincers,  xxxiy. 
Pink  salt,  584. 
Pipettes,  xxxi. 
Plants  and  animals,  reoiprooal  «h 

tion  of.  330. 
PUster  of  Paris,  477. 
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Plaster-casts,  477. 
Plaslering,  com  p.  of,  475. 

diimpness  of,  475. 
Platinized  asbestos.  193. 
Platinum,  alloys  of,  502. 
black,  595. 
cleanTng,  xzii. 
foil  and  wire,  rri. 
induces  combination,  182^ 

193,  306,  593,  596. 
melting  of,  353. 
metals,  59<>. 
ooc  of,  591. 
prop,  of,  592. 
sponge,  prep,  of,  594. 
uses  of,  593. 
yessels,     precautions    in 

using,  592. 
working,  one  method  oi, 
595. 
Plumbate  of  lead.  497. 
Pneumatic  troughs,  construction  and 

use  of,  xiv-xviii. 
Porcelain,  520. 

dishes,  xzxii. 
Potash,  obtained  from  ashes  of  plautSi 

415. 
Potassium-flame,  423. 

metallic,  422. 
occ.  of,  414. 
salts,  teHt  for,  594. 
Product-Tolume,  defined,  207. 
Protoohloride  of  copper,  567. 

tin,  583. 

a  reducing   a- 
gent^  bSo. 
Protoxide  of  chromium,  salts  of,  523. 
copper,  565. 
lead,  494. 
mangfinese,  528b 
tin,  r)80. 
Prussian  blue,  5r)5,  556. 
Prussic  acid,  363. 
Puddled  steel,  541. 
Puddling  iron,  process  of,  539* 
Pulverizing,  xxxv. 
Pyrites,  549,  562. 
I^ritous  shales,  use  of,  550. 
PyroUKueous  acid,  298. 
Pyrophorus,  of  carbon  and  lead,  492. 
I^rophosphate  of  silver,  406. 

sodium,  4Q6> 
Pjrzophosphorio  acid,  233. 


Quantity  flame,  345. 
Quanti valence,  465. 
Quartation,  590. 
Quartz,  375. 
Quicklime,  470. 

manufacture  of,  471. 
Quicksilver,  570. 
Quinquiohloride  of  antimony,  276. 

phosphorus,  237.    , 
dissocia- 
tion of,  238. 
Quinquichlorides  of  antimony  and 
phosphorus,   chloridizing  agents, 
277. 
Quinquioxide  of  antimony.  274. 

bismuth,  283. 
Quinquisulphide  of  antimony,  280. 

Badicals,  compound,  363. 
national  formulae,  87,  89. 
Realgar,  263. 
Bed  lead,  manufacture  and  uses  of, 

496. 
Beducing  aeent,  defined,  71. 
Beductionofmetalsbycarbonicoxide, 

339. 
charcoal,  300, 
321. 
Befrigerating  mixture^ice  and  salt, 

180. 
nitric  oxide 
and  bisulphide  of  carbon.  57. 
saltpetre,  432. 
sulphate  of  sodiuiu 
and  chlorhydric  acid,  396. 
Beinsch's  test  for  arsenic.  253. 
Beplaccment,  41,  404,  508. 
Bespiration,  329. 
Betort,  iron,  xxvu 
use  of,  34. 
Betorts,  xxviii. 

Bevivification  of  animal  charcoal,  309. 
Bhodium,  596. 
Bochelle-powders,  399. 
Bock- crystal,  376. 
Bouge,  jewellers',  543. 
Bubidium,  446. 
Buby,  514. 

Bust,  of  tin,  iron,  mercury,  &o.,  con- 
tains something  derived  from  tha 
air,  7-9. 
Busts  are  oxides,  14. 
Buthenium,  596. 
Butile,  577. 
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SAnTT-lamps,  359. 

-matches,  218. 
Saline  taste,  and  substance,  392. 
Salt,  decrepitation  of,  393. 
glase,  394. 
manufacture  of,  392. 
BolubiUty  of,  393. 
sources  of,  391. 
uses  of,  394. 
Saltpetre,  429. 

manufactured  from  nitrate 

of  sodium,  430. 
not  explosive,  431. 
plantations,  4129. 
purification  of,  429. 
Sand-bath,  xiii. 
Sapphire,  514. 
Saturated  solutions,  37. 
Schwdnfurt  green,  570. 
Screw  compressor,  xxr. 
Selenhydric  acid,  201. 
Selenites  and  seleniates  isomorphous 
with  sulphites  and  sulphates,  200. 
Selenium,  occ.  of,  198. 
prop,  of,  199. 
sources  of,  199. 
Serpentine,  503. 

Sesquicarbonate  of  ammonium,  442. 
Sesquioxide,  the  term,  513. 

of  chromium,  523. 

salts    of, 
524. 
iron,  543. 
manganese,  528. 
Shot,  arsenic  added  to,  243. 
SQioates,  379. 

alkaline,  soluble,  380. 
classes  of,  380. 
decomposition  of,  381. 
fused    with    alkaline    car- 
bonates, 415. 
in  glass,  412. 
of  aluminum,  519. 
iron,  555. 

sodium,  making  of,  410. 
Siliceous  petrifactions,  377. 
Silicic  acidy  composition  of,  382. 
double  salts  of,  380. 
in  natural  waters,  377. 
isomeric     modifications 

of,  376. 
occ  of,  375. 
prop,  of,  378. 
soluble,  376. 


Siliciuretted  hydrogen,  374. 
Silicon,  abundance  of,  372. 

allotropic  conditions  of,  372. 
atomic  weight  o£^  382,  385. 
compound    with    hjdrogiBEi 

and  chlorine,  386. 
prep,  of  the  three  modifioa- 

tions  of.  373. 
pBop.  of,  373,  37i. 
SilTer,  atomic  weight  of,  461. 
coin,  453. 
extraction  of,  449. 
melted,  absorbs  oxjgen,  452. 
occ.  of,  448. 
precipitation  of,  454. 
quantitative  determination  ci, 

460. 
separation  from  lead  hy  aj^ 

tallization,  491. 
separation  from  lead  hy  cnpeU 

lation,  494. 
solvents  for.  452. 
Silvering  of  mirrors,  577. 
Slag,  finery,  551. 

of  iron  furnaces,  536. 
Smalt,  557. 
Soap,  hard,  405. 
soft,  417. 
Soda-ash,  manufacture  o^  394, 397. 
-crystals,  397. 
grocers',  398. 
-powders,  399. 
-water,  327. 
Sodium-amalgam,  94. 
-flame.  402. 
occ.  of,  391. 
prep,  of,  400. 
prop,  of,  401. 
Solder.  585. 

Soldering,  use  of  chloride  of  aso  in, 

506,  .509. 
sal-ammoniae   in, 
579. 
Soluble  glass,  380. 

Solution  and  chemical  oombinatiaB 
compnred.  38. 
defined.  36,  37. 
beat  either  nh^^orbed  or  set 

free  during.  305. 
how  to  apply  the  solrent^ 

37,  694. 
of  gases  in  water,  67. 
Spatulse,  XXXV. 
Specific  gravity,  definition  of,  20L 


Specific  heat,  definition  of,  20. 

heats,  Talae  of,  602. 
Speotmm-analjiis,  444. 
Spongy  platinum,  594. 
Spontaneona  combustion,  229. 

of  coal,  550. 
Spring  dip,  zxY. 
Stalactites,  468. 
Stalagmites,  468. 
Stannate  of  sodium,  prep,  of,  582. 
Stannates,  581. 
Stannic  acid,  581. 
Storoh-paste,  prep,  of,  126. 
Steam,  phjsiod  prop,  of,  21. 
superheated,  21. 
▼ommetric  oomp.  4>f^  29. 
Steel,  Bessemer,  541. 
blistered,  540. 
cast,  541. 
puddled,  541. 
tempering.  542. 
Stereotype-metal,  268. 
Stone,  artificial,  410. 
Stove-polish,  290. 
Straw  rings,  xxxiii. 
Strontianite,  488. 
Strontium,  486. 

compounds,  486-488. 
flame,  489. 
Stucco,  478. 
Suboxide  of  lead,  493. 
Substitution,  defined,  41. 
Sugar,  purification  of,  SOS. 
Su£aroflead,499. 
Sulphantimoniates,  280. 
Sulphantimonio  acid,  280. 
Sulphantimonites,  278,  279l 
Sulpharseniates,  265. 
Sulpharsenites,  264. 
Sulphate  of  alimiinum,  517. 
ammonium,  440. 
barium,  487. 
oaloium,  476. 

reduction     of, 

481. 
stuffing  for  pa- 
per, 435. 
chromium,  524. 
copper,  568. 
lead,  499. 
magnesium,  508. 
potassium,  428. 

and     hydro- 
gen, 4^. 


Sulphate  of  silTer,  464. 

■odium,  mann&otaTO  of, 
394. 
and    hydrogen, 
396. 
sine,  509. 

reduction  of,  509. 
Sulphates,  191. 

of  iron,  551-554. 
mercury,  576. 
Sulphide  of  arsenic,  precipitation  at, 

reduction      o^ 
259. 
boron,  371. 

lead,  yolatility  o(  ^8. 
silicon,  390. 
silver,  463. 
Sulphides  of  ammonium,  442. 
antimony,  277. 

tersulphide^ 

277. 
quinquisul- 
phide,280. 
•nenio,  bisulphide,  263. 
tersuiphide, 

263. 
quinquisul- 
phidd,265. 
calcium,  173. 
copper,  567. 
iron,  547. 
lead,  497. 
mercury,  573. 
phosphorus,  24L 
potassium,  427. 
sodium,  399. 
tin,  582. 
Sulphites,  183. 

Sulphur,  change  of  prismatic  into 
octahedral,  160. 
crystallization  of,  156, 157. 
dimorphous,  159.      t 
extraction  of,  155. 
a  kindling  material,  165. 
melting  of,  156. 
metals  burn  in,  164i 
milk  of,  163. 
occ.  of,  154. 
salts,  264. 

compared  with  oxj» 
gen  salts,  265. 
soft,  162. 
solutions  of,  1G3. 
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Bolphur,  uwfl  of,  165. 
Sulphuretted  hjdrogen,  see  Sulphy- 

dric  acid. 
Solphurio  aoid,  absorbB  water,  188. 
action  on  metals,  190. 
organic  mat- 
ter. 190. 
•nhydzouB,  192. 

decompo- 
sition 
of,  195. 
prep,    of, 
193. 

Inbasio,  191. 
freezing  by,  189. 
fuming,  191. 
bow  to  distil,  187. 
how  to  mix  with  wa- 
ter, 188. 
hydrates  of,  189. 
importance  of,  184. 
manufacture  of,  184- 
186. 
Solphuraus  aoid,  antiseptic,  181. 

bleaches,  180. 
oomp.  of,  176. 
liquid,  180. 
oxidation  of,  182. 
prep,  of,  176,  177, 

178. 
prop,  of,  178. 179. 
stops   combustion, 
179. 
Solphydrate  of  calcium,  486. 
Sulphydrio  odd,  165. 

analysis  of,  168. 
oomp.  of,  169. 
decomposition    of, 

172. 
inflammable,  170. 
in  mineral  waterf, 

169. 
poisonous,  169. 
prep,  of,  166. 
prop,  of,  167. 
pure,  168. 
as  a  reagent,  171. 
solution  in  water, 
170. 
Bapematarated  solution,  396. 
Swimmer,  Erdmann  s,  xxxi. 
Symbolic  formulas,  value  of,  90. 


Symbols,  chemical,  41. 
Synthesis,  definition  of,  3. 
Systems  of  crystallization,  156L 

Table  of  atomic  heats  of  oozn  pounda, 

(an. 

gaaeouB  ele^ 
menta,  600. 
solid      el»- 
menta.  599. 
atomic  weights  and  snn- 
bols  of  the  elementa,  §97. 
for  conversion  of  centigrade 
into     Fahrenheit    degrees, 
xxxix-xli. 
for  conversion  of  French  into 
English      measures       and 
weights,  xlii. 
of  groups  of  the  elements,  59?. 
Tables  of  metrical  weights  and  mea- 
sures, xxxvii,  xxxviiL 
Tantalum,  585. 
Tar,  product  of  the  distiUation  of 

wood,  298. 
Tartar,  423. 
Tartar-emetic,  273. 
Tartrate  of  lead,  492. 
Tellurium,  compounds  of,  202m 
occ.  of,  201. 
prop,  of,  202. 
Terbium,  661. 

Terbromide  of  antimony,  277. 
Terchloride  of  antimony,  275. 
bismuth,  283. 
phosphorus,  236. 
Teriodide  of  antimony,  277. 
Terminations  ous  and  ic.  558. 
Teroxide  of  antimony,  272. 

both  an  acid 
and  a  base, 
273. 
faismath,  28z. 

a  base.  283. 
Tersulphide  of  antimony,  277-280L 

bismuth,  284. 
Test -glasses,  xxix. 
Test-tubes,  xxviii. 
Thallium,  447. 
Thermometers,  xxxv. 
Thermometer-scales,  centigrade  and 

Fahrenheit,  compared,  xxxix-xli. 
Thionic  acids,  175. 
Thorium,  561. 
Tin,  alloys  of,  585. 
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Tin,  cxystallization  of,  678. 

extraction  of,  578. 

occ.  of,  678. 

prop,  and  ium  o(  678,  679. 
Tin-salt,  683. 
Tin-stone,  578. 
Titanic  acid,  677. 
Titanium,  ooc  of,  677. 

lesembleB  tin,  678. 
Tongs,  zzziy. 

Tubing,  sizes  and  qualities  o{,  L 
Tungstate  of  sodium,  687. 
Tungstates,  686. 
Tungsten,  580. 

steel,  680. 
Tungstic  acid,  688. 
Type-metal,  268. 

IV^pes — ohlorbjdric  acid,  water,  and 
ammonia,  206. 
doctrine  oi^  88. 
Typioal  hydrogen  compound^  319. 

Unit  of  heat,  46. 
Unit-Tolume  not  absolute,  204. 

the  bulk  o(  1  erm.  of 

hydrogen,  204. 
a  litre,  206. 
weights,  205. 
Uniralent  metals,  73. 
dranium,  558. 

salts,  pecoliarily  of,  669. 

VAKAniUM,  586. 
Vegetable  parchment,  265. 
Ventilation  of  wells,  324. 
Verdigris,  569. 
Vermilion,  573. 
Volume,  combination  by,  208. 

VTash-bottlb,  zzxii. 
Water,  analyzed  by  iron,  23. 

sodium,  22. 

blue  color  of,  19. 

densest  at  4^  19. 

dissolves  air,  36. 

what  it  diisolTes  from  air  68. 


Water,  distillation  of,  33. 
electrolysis  of,  23. 
hardness  of,  468,  480. 
method  of  determining  hard- 
ness of,  480. 
ooc.  ot;  33. 

removal  of  gases  firom,  36. 
the  common  solvent,  37. 
standard  of  specific  gravity, 

20. 
heat,  20. 
symbol  of,  32. 
synthesis  of,  25-29. 
Tolumetrio  comp.  of,  29. 
Water-bath,  zxv. 
Waterglass,  880. 

uses  of,  410. 
Wedffewood  mortars,  xxxiv. 
Weights    and   measures,    metrical, 

zxxvi. 
Weights,  table  of,  zzzriii. 
White  iron,  538. 
lead,  500. 
vitriol,  509. 
White-wash,  474. 
Wire  gauze,  use  of,  xiiL 
Witherite,  488. 
Wolfram,  586. 
Wood,  distillation  of,  296. 
Woulfe-bottles,  86. 
Wrought  iron,  639. 

impurities  of,  640. 
msjdng  of,  639. 

YEAST-powders,  399. 
Yellow-metal,  564. 
Yttrium,  661. 

ZiNO,  alloys  with  antimony,  269« 

extraction  of,  504. 

granulated,  505. 

prop,  of,  606. 

replaces  lead,  607* 

white,  508. 
Zirconium,  661. 


ORDER-LIST  OF  CHEMICALa 

The  quantities  here  given  are  the  quantities  which  one  person  will 
nse  in  performing  the  numbered  experiments  of  the  manual  according 
to  the  directions.  In  ordering  chemicals  for  a  class  of  several  students, 
a  small  reduction  should  be  made  upon  the  multiplied  quantities.  Less 
than  twenty  times  the  assigned  quantities  will  suffice  for  twenty 
students.  Teachers  may  get  some  idea  of  the  cost  of  these  chemicaii 
by  referring  to  the  price-lists  of  the  *^  Druggists'  Circular,"  published 
monthly  at  36  Beekman  St.,  New  York,  price  13  cents. 


Alcohol 1  oz. 

Alum -^  oz. 

Ammonia-water  (Aqua  Am- 
monia)         6  oz. 

Ammonium,  chloride  of     .     2  oz. 

Antimony,  chloride  of,  a 
strong  solution  of  .    .    .    ^  oz. 

Antimony,  metallic      .    .      ^  oz. 

Antimony,  tartrate  of 
and  potassium  (Tartar 
emetic)      .    •    .    .    40  grains 

Arsenious  acid    .    .    .    .    ^  oz. 

Asbestos .     .    .    a  few  fragments 

Barium,  chloride  of .    .     8  grains 

Bismuth 10  grains 

Bleaching  powder    .     .     .    -^^  lb. 

Bone-black 8  oz. 

Borax ^  oz. 

Bromine ^  oz. 

Calcium,  chloride  of     .     .  1^  oz. 

Calcium,  sulphate  of  (Plas- 
ter of  Paris)   ....      -J-  lb. 

Carbon,  bisulphide  of    .     .1^  oz. 

Caustic  potash  (solid)      .      |-  oz. 

Caustic  soda  ("  concentrated 
lye  ") ^  oz. 


Chlorhydric  (muriadc)  acid  l^lbs. 

Cobalt,  nitrate  of    . 

Cochineal    .    .    . 

Copper  filings    .    . 

Copper,  oxide  of . 

Copper,  sulphate  of 

Dutch  metal    .    . 


>  .  Sgruju 
15  grains 

.  .  Sox. 
.     .  30  grains 

.  .  {oz. 
several  leaTes 


Ether a  few  drops 

Fluor-spar ^os. 

Grold-leaf 1  sq.  inch 

Graphite {oz. 

Gum  arabic j-oz. 

Gum  guaiacum    ...   15  grains 

Iodine 10  grains 

Iron  filings S  oz. 

Iron,  red  oxide  of.  .  .  .  { oz. 
Iron,  sulphate  of  ...  { oz. 
Iron,  sulphide  of  .  .  .  .  1  oz. 
Iron  wire  (fine  piano  wire)  1  foot 
Lead,  acetate  of  .  .  .  .  1  oz. 
Lead,  peroxide  of  .    .    15  grains 

Lithai^e 1  oz. 

Litmus     .    .     ...     .     15  grains 

Logwood,  extract  of  .  15  grains 
Magnesium  wire  .  .  4  inches 
Manganese,  black  oxide  of  1{  oz. 
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Manganese,  sulphate  of  15  grains 
Mercury,  chloride  of  (cor- 
rosive sublimate)    .    .  8  grains 
Mercury,  metallic   .    .    .    S^  oz. 
Mercury,  red  oxide  of  .        f  oz. 

Nitric  acid 1  oz. 

Nutgalls ^  oz. 

Oxalic  acid ^  oz. 

Phosphorus,  1  stick,  8^  inches  long 
Platinum,  scrap  .  .  10  grains 
Potassium,  1  piece  as  large  as  a 

pea. 
Potassium,  bichromate  of      1^  oz. 
Potassium,  chlorate  of  .    .    2  oz. 
Potassium,  iodide  of  .    .     ^  oz. 
Potassium,  yellow  prussiate  of  ^  oz. 

Salt 2  oz. 

Saltpetre 5  oz. 

Silver,  nitrate  of  .    .    .80  grains 
Sodium,  4  pieces  of  the  size  of  a 
pea. 


Sodium,  acetate  of   .      80  graias 

Sodium,  carbonate  of  (an- 
hydrous)   .    •      j^  oz. 

Sodium,  carbonate  of  (Sal 

Soda)     ...      ^Ib. 

Sodium,  hyposulphite  of     •    ^  oz. 

Sodium,  phosphate  of      .      1  oz. 

Sodium,  sulphate  of  .    .       ^  lb. 

Starch -^^  oz. 

Strontium,  nitrate  of .    .  8  grains 

Sulphur,  flowers  of      .    .      6  oz. 

Sulphur,  roll  brimstone  .        ^  lb. 

Sulphuric  acid    ....     2  lbs. 

Tartaric  acid   ...      15  grains 

Tin  foil 1  oz. 

Tin,  granulated    ...         ^oz. 

Turmeric  paper,  2  or  8  square  in. 

Turpentine,  oil  of  .    .    .      ^  oz. 

Zinc,  granulated  ...        8  oz. 

Zinc,  solid  metal  or  scraps      ^  lb. 

Zinc,  sulphate  of    .    .     15  grains. 


ORDER-LIST  OF  UTENSILS. 

The  following  list  includes  the  utensils  which  one  person  will  need 
in  performing  all  the  numbered  experiments  in  this  manual.  The 
principal  articles  of  steady  consumption  are  glass  tubing,  retorts,  flasks, 
corks,  and  filter-paper.  Many  of  the  other  articles,  once  obtained,  last 
a  long  time.  It  is  evidently  not  necessary  to  provide  all  this  apparatus 
for  every  member  of  a  large  class.  Six  retorts,  as  many  gallon  bot- 
tles, six  Woulfe-bottles,  four  soda-water  bottles,  two  measuring-glasses, 
two  mortars,  two  pipettes,  four  wire-gauze  lamps,  one  blast-lamp  and 
bellows,  one  blowpipe  jet,  three  or  four  pieces  of  platinum  foil,  two 
thermometers,  one  burette,  one  pair  of  scales,  and  one  set  of  weights, 
will  suffice,  if  used  with  method,  for  a  class  of  twenty  or  thirty.  The 
wholesale  druggists  keep  suitable  cheap  bottles  and  porcelain  ware. 
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Many  of  the  articles  may  be  made  by  a  tinman  or  gas-fitter.  For  the 
rest,  teachers  may  consult  the  priced  catalogues  of  the  dealers  in  philo- 
sophical apparatus  and  chemical  ware. 


Glass  tubing  (App.  Fig.  1)  — 
2  sticks  about  S  feet  long  of  No.  1 
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1  tube  about  1  foot  long  and  H 

inches  in  inside  diameter. 
1  tube  about  1  foot  long  and  1  inch 

in  inside  diameter. 
1  tube  about  3  feet  long  and  1  Inch 

in  inside  diameter. 

[If  ignition-tubes  can  be  bought 
ready-made,    a    dozen    may    be 
bought  instead  of  1  stick  of  No.  1 
and  1  stick  of  No.  2.] 
Betorts  — 

1  of  12  oz.   capacity  without 
tubulature. 

1  of  6  oz.  capacity,  with  glass 
stopper. 
1  receiver  of  12  oz.  capacity,  with 

tubulature. 
Phials  and  bottles  — 

1  glass-stoppered,  4  oz. 

2  narrow-mouthed,  gallon. 
1  wide-mouthed,  ^  gallon. 
1     «*  "  quart 
1     «♦            «*  pint 

1  narrow-mouthed,  pint 
4  wide-mouthed,  8  oz. 
8    •*  "  4  oz. 

2  •«  "  2oz. 


[All  these  bottles  should  be  of  a 
very  common  quality.    The  gl 
should  be  tolerably  white.] 
Funneb  — 

1  three  inches  in  diameter. 
1  two  inches  in  diameter. 
8  Woulfe-bottles  of   about  8 

capacity. 
Glass  flasks  — 
1  flat-bottomed  of  H  pint 

pacity. 
1  flat-bottomed  of  4  oz.  ci^iao- 

ity. 

1  flat-bottomed  of  2  oz.  capac- 
ity. 

8  cheap  round-bottomed  flasks 
such  as  olive  oil  used  to  be 
imported  in. 
1  thistle-tube. 

1  Mohr's  burette. 

2  soda-water  bottles,  stout 

2  wine-glasses. 

3  test-tubes. 

1  chloride  of  calcium  tube. 

1  graduated  measuring-glass  o£ 
250  c.  c.  capacity. 

I  pipette. 

1  nest  of  beakers,  of  which  the 
largest  b  of  about  500  c.  c  ca- 
pacity. 

8  bits  of  window-glass,  8  inches 
square. 

Porcelain  dbhes  — 

1  about  2^  inches  in  diameter. 
1  about  3^  inches  in  diameter. 

1  small  iron  mortar. 
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1  Wedgewood    mortar    about   4 

inches  in  diameter. 
1  Bunsen  gas-lamp  (or  spirit-lamp 

where  gas  is  not  to  be  had). 
1  iron  ring-stand. 
1  piece  of  iron  wire-ganze  about 

4  inches  square. 

1  piece  of  fine  copper  gauze  about 
2^  inches  square. 

2  wire-gauze  lamps    (App.,  Fig. 

vin.). 

1  piece  of  thin  iron  gas-pipe  about 
15  inches  long  and  ^  inch  in  di- 
ameter. 

1  iron  sand-bath  ^  inches  in  di- 
ameter. 

1  sheet-iron  trough  8  inches  long 
and  1^  wide. 

1  glass-blower's  lamp  or  Bunsen's 
gas  blast-lamp. 

1  small  double-acting  bellows. 

1  mouth-blowpipe. 

1  triangular  file. 

1  round  file. 

1  pair  of  jewellers'  tweezers. 

1  jet  for  ozyhydrogen  blowpipe, 
p.  46. 

1  piece  of  platinum-foil  1^  inches 
square. 

1  piece  of  finest  platinum  wire  4 
inches  long. 


1  piece  of  platinum  wire  8  inches 
long  and  not  thicker  than  the 
wire  of  a  very  small  pin. 

1  stone-ware  milk-pan. 

1  flower-pot  saucer. 

1  Hessian  crucible  of  about  8  oz. 
capacity. 

2  conunon  plates,  of  wluch  one  a 
soup-plate. 

2  spring-clips  or  spring  clothes-pins. 

1  thermometer  (glass). 

1  pair  of  small  scales    ('*  Tea  "- 

scales  for  grocers'  use). 
1  set  of  gramme  weights,  1  grm. 

to  250  grms. 
Corks  —  an  assortment  of  three  or 
four   sizes,  small    for    ignition 
tubes,  medium  for  flasks,   and 
large  for  the  8  oz.  and  4  oz. 
wide-mouthed  bottles. 
Caoutchouc  tubing  — 
2  feet  of  \  inch. 
8  feet  of  ^  inch. 
2  feet  to  fit  glass  tubing  No.  8. 
1  foot  to  fit  No.  7. 
1  pair  of  wooden  nippers. 
^  quire  of  common  filter-paper. 
^  sheet  of  parchment  paper. 
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HITCHCOCK'S  ANATOMY. 

HITCHCOCK'S  GEOLOGY. 

KIDDLE'S  NEW  ASTRONOMY. 

SILL'S  NEW  SYNTH1S6I& 

THE  AMERICAN  DEBATER 

THE  HUMOROUS  SPEAKER. 

OUTLINES  OF  OBJECT  TEACH- 
ING. 


ALDENS  CHRISTIAN  ETHICS ; 
OR,  SCIENCE  OP  DUTY.  If 
used  in  every  School,  morality 
and  religion  would  preralL 

QOODISON'S  BRAWINQ-BOOK. 

PROBISHER'S  VOICE  ANB  AC- 
TION. Preachers  and  Public 
Speakers,  it  deserves  your  careful 
study. 

ELIOT  &  STORER'S  INOBGAinC 
CHEMISTRY. 


FASQUELLE'S  FRENCH  SERIES. 


FasqueUe*s  Introductory  French  Course. 
Fasquelle*8  Larger  French  CourBe.    Revised. 
Faaquelle^s  Key  to  the  above. 
Fasquelle^B  Colloquial  French  Reader. 
FasqueUe*8  Telemax|oe. 


Fasquelle^s  Dumas*  Napoleon. 
Fasquelle*s  Racine. 
Fasquelle's  Manual  of  French  Conv 
Ht>ward*8  Aid  to  French  Compositioii. 
Talbot*s  French  Pronunciation. 


WOODBURY'S  GERMAN  SERIES. 


Woodbury *s  New  Method  with  the  German. 
Woodbury's  Key  to  above. 
Woodbury's  Shorter  Course  with  the  German. 
Woodbury's  Key  to  the  Shorter  Course. 
Woodbury's  Method  for  Germans  to  learn 
English. 


Woodbury's  ElemenUry  German  Reader. 
Woodbury's  Eclectic  German  Reader. 
Glaubensklee's  German  Reader. 
Glaubensldee's  Synthetic  German   Gram' 

mar. 
Woodbury's  German  English  Reader. 


Kuhner*s  Elementary  Greek  Grammar. 

(Questions  on  Kuhncr's  Elementary  Greek  Grammar. 

Kendrick's  Greek  Introduction. 


BUSH'S  NOTES  ON  GENESIS.    2 
Yolames. 

BUSH'S  NOTES  ON  EXODUS.    2 

volumes. 

BUSH'S  NOTES  ON  LEVITICUS. 
1  Yokime. 


BUSH'S  NOTES  ON  NUMBfiB& 

1  volume. 

BUSH  S  NOTES  ON  JOSBUA. 

1  volume. 

BUSH'S  NOTES  ON  JUDGES. 
1  volume. 


KITTO'S  CYCLOPAEDIA  OF  BIBLICAL  LITERATURE, 
2  vols.,  half  calf,  only  complete  edition,  folly  illustratecl. 


PROGRESSIVE  SPANISH  READERS.        SCHOOL  RECORDS. 


BRADBURY'S  SCHOOL  MUSIC  BOOKS,  &c. 


SPENCEKIAN  SYSTEM  OF  BUSINESS  WRITING. 


TBI  HEW  BTANDABS  EDITIOH  OF  T] 


SPENCERIAN  COPY-BOOKS, 

i 


REVISED,  IMPROVED,  AND  NEWLY  ENLARGED. 
IN  vouK  DDrnNCT  srana. 
OOMXOS  SCHOOL  SERIES.    Not.  1,  9,  Z,  4,  and  S. 


BtrSnTESS  SERIES.    Not.  8  and  7. 
LADIES'  SERIES.    Not.  8  a 

EXERCISE  SERIES.    Nht.  10,  11,  and  i 

ni«  putlenUr  potcU  dF  MEoaUapce  cLmlmed  an 
1     SIMPLICITY.  X     PRACHCABILITY.  «.     BE*UTV. 


SPENCERIM  KEY  TO  PRACTICAL  PENMANSHIP. 


SPENCERIAN  CHARTS  OF  WRITING  AND  DRAWING 


SUPERIOR  BUCKBOARD  W/RITING. 
COMPENDIUM  OF  THE  SPENCERIAN  SYSTEM. 

tH  lafs.    lUmintlii^  Cblngnphr  In  Ite  Aiulytkil,  Practical,  and  Omunetitel  Fomu. 

SPENCERIAN  DOUBLE  ELASTIC  STEEL  PENS. 

nidc  Poit  comblDe  djiBtlcIl^  of  ftcdcm  with  imoollmeH  of  pcdot  not  ftnad  In  ahvt 

ftat,  ud  ■»  ■  nsareT  mpproilinUIoii  lo  Iba  ml  SWAM 

QUILL,  ibwi  nn  jthlng  hltbrrto  lorvntfll. 

THET  ARE  THE  BEST  PENS  MANUT'ACmJRED. 

CAimON_W<  On 
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TluH  VISA  will  ba  Banl  ^ 


.    S per  (mm  tl  Cn 


SiUiu  Cuds  ooiiuliiiii(  aU  ihe  r> 


y,  S. — One  qflhs  Btron^fftpro^a  qf  Ae  artat  poputaHCff  oflhtte  Pena,  and  an  vt 
tilt  ear/tiutiim  In  Uttr  ntpriorUr,  It  tlmt  no  laa  Oatt  lea  jlrmi  hart  manKfaiitiir 
■•}<utdtBhtm/Klr,  Pnt  ilmliar  in  tlyle,  under  different  uma,  IW  which  Ibej- claim  tb 
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